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Section IM: System Administration Commands 

Entry Name(Section): name Description 

intro(lM).introduction to system maintenance commands and appiication programs 

accept(lM): accept, reject .aiiow or prevent LP printer queuing requests 

acct(lM): acctdisk, acctdusg, accton, 

acctwtmp .overview of accounting and misceiianeous accounting commands 

acctcms(lM): acctcms .command summary from per-process accounting records 

acctcom(lM): acctcom.search and print process accounting flies 

acctcon(lM): acctconi, acctcon2.connect-time accounting 

acctconi: connect-time accounting.seeacctcon(lM) 

acctcon2: connect-time accounting.see acctconiIM) 

acctdisk: misceiianeous accounting command .seeacctllM) 

acctdusg: misceiianeous accounting command .seeacctjlM) 

acctmerg(lM): acctmerg.merge or add totai accounting flies 

accton: misceiianeous accounting command .seeacct(lM) 

acctprc(lM): acctprci, acctprc2 .process accounting 

acctprci: convert process accounting.seeacctprc(lM) 

acctprc2: summarize process accounting .see acctprci IM) 

acctSh(lM): chargefee, ckpacct, dodisk, lastlogin, monacct, nulladm, prctmp, prdaily, 

prtacct, shutacct, startup, turnacct .sheii procedures for accounting 

acctwtmp: misceiianeous accounting command .seeacct(lM) 

arp(lM): arp.address resoiution dispiay and controi 

arrayinfo(lM): arrayinfo.descri be disk array characteristics 

arrayscan(lM): arrayscan .search system for disk arrays 

asecure(lM): asecure .controi access to H P-UX Audio 

aserver(lM): aserver.Audio 

audevent(lM): audevent .change or dispiay event or system caii audit status 

audisp(lM): audisp .dispiay audit information as requested by parameters 

audomon(lM): audomon.audit overflow monitor daemon 

audsys(lM): audsys.Start or hait the auditing system and set or dispiay audit flie information 

audusr(lM): audusr.seiect users to audit 

authck(lM): authck .check internai consistency of Authentication database 

automount(lM): automount .automaticaiiy mount N FS flie systems 

autopush(lM): autopush .manage system databaseof automaticaiiy pushed STREAMS moduies 

auto_parms(lM): auto_parms. I nitiai system conflguration/DFICP support script 

backup(lM): backup .backup or archivefliesystem 

bdf(lM): bdf.report number of free disk biocks (Berkeiey version) 

biod: NFS biock I/O daemons.see nfsd(lM) 

boot(lM): boot.bootstrap process 

bootpd(lM): bootpd.Internet Boot Protocol server 

bootpquery(lM): bootpquery.send BOOTREQUEST to BOOTP server 

captoinfo(lM): captoinfo.convert a termcap description intoa terminfodescription 

catman(lM): catman .create the cat flies for the manual 

cfl(lM): cfi.configure a SCSI diskarrayLUN 

chargefee: shell procedures for accounting, charge fee to user.seeacctsh(lM) 

chroot(lM): chroot.change root directory for a command 

ch_rc(lM): ch_rc .change system configuration file 

ckpacct: shell procedures for accounting, check size of accounting file.seeacctsh(lM) 

clri(lM): ciri .dear inode 

clrsvc(lM): cirsvc .dear x25 switched virtual circuit 

configllM): config .configure and build an FI P-UX system 

convertfs(lM): convertfs.convert a file system to allow long file names 

convert_awk(lM): convert_awk.converts old sendmail.cf flies to new format 

cpset(lM): cpset .install object flies in binary directories 

crashconf(lM): crashconf .configure system crash dumps 

crashutil(lM): crashutii .man i pul ate crash dump data 

create_sysfile(lM): create_sysfiie .create a kernel system file 
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Entry Name(Section): name 

cron(lM): cron . 

Cuegetty(lM): cuegetty . 

dcc(lM): dec . 

dcopy(lM): dcopy . 

devnm(lM): devnm . 

df(lM): df . 

df_hfs(lM): df . 

df_vxfs(lM): df . 

dhcpdb2conf(lM): dhcpdb2conf 

dhcptools(lM): dhcptools . 

diski nfo(lM): diskinfo . 

disksecn(lM): disksecn . 


Description 

.timed-job execution daemon 

.set terminai characteristics for cue 

.controiiing caching on HP SCSI disk arrays 

.copy HFS fiiesystem with compaction 

.device name 

.report number of free fiie system disk biocks (generic) 

report number of free CDFS, HFS, or NFS fiiesystem disk biocks 

.report number of free disk biocks on VxFS fiiesystem 

.DHCP dient database converter 

.comand iinetoois for DHCP eiements of bootpd 

.describe characteristics of a disk device 

.caicuiatedefauit disk section sizes 


diskusg(lM): diskusg .generate disk accounting data by user ID 

dlf(lM): dif .downioad firmware to an HP SCSI disk array 

dmesg(lM): dmesg.coiiect system diagnostic messages to form error iog 

dodisk: sheii procedures for accounting, perform disk accounting.seeacctsh(lM) 

dpp(lM): dpp .dedicated ports parser used by DDFA software 

dsp(lM): dsp .dispiay status of an HP SCSI disk array 

dump(lM): drimp, rdump .incrementai fiiesystem dump 

dumpfs(lM): dumpfs.dump fiie system information 

edquota(lM): edquota .edit user quotas 

eisa_config(lM): eisa_config.EISA configuration tool 

envd(lM): envd.system physical environment daemon 

exportfs(lM): exportfs. export and unexport directoriestoNFS clients 

extendfs(lM): extendfs.extend file system size 

extendfs_hfs(lM): extendfs.extend HFS filesystem size 

extendfs_vxfs(lM): extendfs.extend VxFS filesystem size 

fbackup(lM): fbackup.selectively back up files 

fcmsutil(lM): fcmsutii .fibre channel diagnostic utility 

fcutil(lM): fcutii .fibre channel diagnostic utility 

fddiinit(lM): fddiinit.connect to F DDI network 


fddinet(lM): fddinet .list characteristics of nodes on FDDI ring 

fddipciadmin(lM): fddipciadmin . Show PCI FDDI i nterface status of the F DDI interface 

fddisetup(lM): fddisetup .initializeand connect all system FDDI network interfaces 

fddistat(lM): fddistat .show FDDI interface status of the FDDI interface 


fddistop(lM): fddistop . 

fd d i su ba gtd (IM): f ddisubagtd 

fdetach(lM): fdetach . 

ff. 

ff_hfs(lM): ff. 

ff_vxfs(lM): ff . 

fingerd(lM): fingerd . 

fixman(lM): fixman . 

format(lM): format . 

frecover(lM): frecover . 

freedisk(lM): freedisk . 

fsadm(lM): fsadm . 

fsadm_hfs(lM): fsadm_hfs . 

fsadm_vxfs(lM): fsadm. 

fscat_vxfs(lM): fscat . 

fsck(lM): fsck. 

fsck(lM): fsck . 

fsck_vxfs(lM): fsck . 

fsclean(lM): fsclean . 

fsdb(lM): fsdb. 

fsdb_hfs(lM): fsdb. 

fsdb_vxfs(lM): fsdb . 

fsirand(lM): fsirand . 

fstyp(lM): fstyp . 

ftpd(lM): ftpd . 

fuser(lM): fuser . 


.connect to FDDI network 

.FDDI SNMP subagent deamon 

.detach a STREAMS-based file descriptor from a filename 

.list file names and statistics for filesystem (generic) 

.list file names and statistics for HFS filesystem 

.... fast find: list file names and statistics for VxFS filesystem 

.remote user information server 

.fix manual pages for faster viewing with man(l) 

.format an HP SCSI disk array LUN 

.selectively recover files 

.recover disk space 

.filesystem administration command 

.HFS filesystem administration command 

.resize or reorganize a VxFS filesystem 

.cat a VxF S fil e system 

.filesystem consistency check and interactive repair 

filesystem consistency check and interactive repair (generic) 

.check and repair VxFS filesystems 

.determine shutdown status of specified filesystem 

.filesystem debugger (generic) 

.HFSfile system debugger 

.VxFS filesystem debugger 

.install random inode generation numbers 

.determi ne file system type 

.file transfer protocol server 

.list processes usinga fileor filestructure 


viii Hewlett-Packard Company 


HP-UX Release 11.0: October 1997 
































































Table of Contents 

Volume Two 


Entry Name(Section): name 

fwtmp(lM): fwtmp, wtmpfix . 

gated(lM): gated . 

gdc(lM): gdc . 

geocustoms(lM): geocustoms . 

getext(lM): getext . 

getty(lM): getty . 

getx25(lM): getx25 . 

groupadd(lM): groupadd . 

groupdel(lM): groupdel . 

groupmod(lM): groupmod. 

grpck: group file checker . 

hostS_tO_named(lM): hosts_to_named 

hpux(lM): hpux . 

i4admin(lM): i4admin . 

i4lmd(lM): i41md . 

i4start(lM): i4start . 

i4stop(lM): i4stop . 

i4target(lM): i4target . 

i4tv(lM): i4tv . 

identd(lM): identd . 

ifconfig(lM): ifconfig . 

inetd(lM): inetd . 

inetSVCS_sec(lM): inetsvcs_sec . 

infocmp(lM): infocmp . 

init(lM): init .... 

insf(lM): insf. 

install(lM): install . 

ioinit(lM): ioinit . 

ioscan(lM): ioscan . 

isl(lM): isl . 

itemap(lM): itemap . 

keyenvoy(lM): keyenvoy . 

keyserv(lM): keyserv . 

killall(lM): killall . 

killsm(lM): killsm . 

kmadmin(lM): kmadmin . 


Description 

.manipulateconnect accounting records 

.gateway routing daemon 

.operations user interface for gated 

.configure system language on multi-language systems 

.get extent attributes (VxFS) 

.set terminal type, modes, speed, and linediscipline 

.get x25 line 

.add a new group to the system 

.delete a group from the system 

.modify a group on the system 

.see pwck(lM) 

.translate host table to name server file format 

.HP-UX bootstrap and installation utility 

.administer LicensePower/iFOR licensing 

.start license server 

.LicensePower/iFOR server start tool 

.LicensePower/iFOR server stop tool 

print information about local LicensePower/iFOR target id 

.verify Network License Servers are working 

.TCP/IP I DENT protocol server 

.configure network interface parameters 

.I nternet services daemon 

.enableor disablesecure internet services 

.compare or print out terminfo descriptions 

.process control initialization 

.install special (device) files 

.install commands 

.initializel/0 system 

.scan the I/O system 

.initial system loader 

load a keymap into the I nternal Terminal Emulator (ITE) 

.talk to the keyserv process 

.server for storing private encryption keys 

.kill all active processes 

.killsthesendmail daemon 

.kernel module administration 


kminstall(lM): kminstall . 

kmmodreg(lM): kmmodreg . 

kmsyStem(lM): kmsystem . 

kmtune(lM): kmtune. 

kmupdate(lM): kmupdate . 

labelit: label for VxFS filesystem 


.add, delete, update a kernel module 

register or unregister loadable kernel modules with the running kernel 

.set, query configuration and loadableflagsfor a module 

.query, set, or reset system parameter 

.update default kernel files or specified kernel modules 

.see volcopy_vxfs(lM) 


labelit - copy filesystems with label checking 


see vol copy (IM) 


labelit - Copy filesystems with label checking 


see volcopy_hfs(lM) 


lanadmin(lM): lanadmin 


local area network administration 


lanscan(lM): lanscan .display LAN device configuration and status 

lastiogin: shell procedures for accounting, show last login date. seeacctsh(lM) 

link(lM): link, unlink .execute link () anduniink() system calls without error checking 

linkloop(lM): linkioop .verify LAN connectivity with link-level loopback 

localedef(lM): locaiedef .generate a locale environment file 

lockd(lM): lockd .network lock daemon 


logins(lm): logins . 

Ipadmin(lM): Ipadmin . 

Ipana(lM): Ipana . 

ipfence: set LP scheduler priority fence . 

ipmove: move LP scheduler requests . 

Ipsched(lM): Ipshut, Ipfence, Ipmovelpsched 

ipshut: Stop LP scheduler requests . 

Isdev(lM): Isdev . 

Issf(lM): Issf . 

Ivchange(lM): Ivchange . 


.display system and user login data 

.configure the LP spooling system 

.print LP spooler performance analysis information 

.see Ipsched(lM) 

.see Ipsched(lM) 

start/stop the LP request scheduler and move requests 

.see Ipsched(lM) 

.list device drivers in thesystem 

.list a special file 

.change LVM logical volume characteristics 
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Entry Name(Section): name Description 

Ivcreate(lM): ivcreate .create logical volume in LVM volume group 

Ivdisplay(lM): ivdisplay.display information about LVM logical volumes 

Ivextend(lM): ivextend.Stripe, Increase space, increase mirrors for LVM logical volume 

Ivlnboot(lM): ivinboot.prepare LVM logical volume to be root, swap, or dump volume 

Ivmerge(lM): ivmerge .merge two LVM logical volumes into one logical volume 

Ivmmigrate(lM): ivmmigrate . prepare root file system for migration from partitions to LVM logical volumes 

Ivreduce(lM): ivreduce.decrease physical extents allocated to LVM logical volume 

Ivremove(lM): ivremove .remove logical volumes from LVM volume group 

Ivrmboot(lM): ivrmboot.remove LVM logical volume link to root, primary swap, or dump volume 

Ivsplit(lM): ivsplit .split mirrored LVM logical volume into two logical volumes 

Ivsync(lM): ivsync.synchronizestalemirrors in LVM logical volumes 

Iwpstat(lM): iwpstat .Show FibreChannel Light Weight Protocol network status 

makedbm(lM): makedbm.make a Network I nformation System database 

makemap(lM): makemap .creates database maps for sendmai I 

map-mbone(lM): map-mbone.multicast router connection mapper 

mc(lM): me .media changer manipulation utility 

mkboot(lM): mkboot, rmboot .install, update, or remove boot programs from a disk device 

mkfs(lM): mkfs.construct a filesystem (generic) 

mkfs_hfs(lM): mkfs .construct an HFS filesystem 

mkfs_vxfs(lM): mkfs .construct VxFS file system 

mklost4found(lM): mkiost+found.make a lost+found directory for fsck(lM) 

mknod(lM): mknod.create special and FIFO files 

mkpdf(lM): mkpdf.create Product Description Filefrom an input 

mksf(lM): mksf .make a special (device) file 

mk_kernel(lM): mk_kernei.build a bootable FI P-UX kernel or kernel module 

monacct: shell procedures for accounting, create accounting summary .seeacctsh(lM) 

mount(lM): mount, umount .mount and unmount a filesystem (generic) 

mountall(lM): mountaii, umountaii.mount and unmount multiplefilesystems 

mountd(lM): mountd.NFS mount request server 


mou nt_cdfs( IM): 
mount_hfs(lM): 
mountJofs(lM): 
mount_nfs(lM): 
mount vxfs(lM): 


mount, umount .mount and unmount CDFS filesystems 

mount, umount .mount and unmount FIFS filesystems 

mount.mount an LOFS filesystem 

mount, umount .mount and unmount NFS filesystems 

mount, unmount.mount and unmount VxFS filesystem 

mrinfo(lM): mrinfo.multicast routing configuration information tool 

mrouted(lM): mrouted.IP multicast routing daemon 

mtail(lM): mtaii .displaysthe last part of the mail log 

mvdir(lM): mvdir.move a directory 

named(lM): named.Internet domain name server 

named-xfer(lM): named-xfer.and Mary agent for inbound zone transfers 

ncheck(lM): ncheck .generate path names from inode numbers 

ncheck_vxfs(lM): ncheck .generate pathnames from 

ndd(lM): ndd .network tuning 

netfmt(lM): netfmt .format tracing and logging binary files 

nettl(lM): netti.control network tracing and logging 

nettlconf(lM): netticonf .configure tracing and logging commands 

newaliases(lM): newaiiases .rebuilds the database for the mai I aliases file 

newarray(lM): newarray.make a special file 

newfs(lM): newfs.construct a new file system (generic) 

newfs_hfs(lM): newfs .construct a new FIFS filesystem 

newfs_vxfs(lM): newfs_vxfs .construct new VxFS file system 

newkey(lM): newkey .create a new key in pubiickey databasefile 

nfsd(lM): biod, nfsd.NFS daemons 

nfsstat(lM): nfsstat.Network File System statistics 

nisaddcred(lM): nisaddered .create NIS+credentials 

nisaddent(lM): nisaddent .create NIS+tables from corresponding/etc files or NIS maps 

nisclient(lM): nisciient .InitializeNIS+credentialsfor NIS+principals 

nisd: NIS+service daemon .see rpc.nisd(lM) 

nisd_resoiv: NIS+service daemon .see rpc.nisd(lM) 

nisinit(lM): nisinit.NIS+client and server initialization utility 

nislog(lM): nisiog.display the contents of the Nl S+transaction log 
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Entry Name(Section): name Description 

nispasswddo : NIS+password update daemon .see rpc.nispasswdd(lM) 

nisping(lM): nisping.send ping to NIS+servers 

nispopulate(lM): nispopuiate.populate the Nl S+tables in a NIS+domain 

nisserver(lM): nisserver.set up NIS+servers 

nissetup(lM): nissetup.initializea NIS+domain 

nisshowcache(lM): nisshowcache .NIS+utility to print out the contents of the shared cache file 

nisstat(lM): nisstat .report NIS+server statistics 

nisupdkeys(lM): nisupdkeys.update the public keys in a NIS+directory object 

nis_cachemgr(lM): nis_cachemgr .... maintainsa cache containing location information about NIS+servers 

ntpdate(lM): ntpdate .set time and date via NTP 

ntpq(lM): ntpq.Network Time Protocol query program 

nuiiadm: Shell procedures for accounting, create null file.seeacctsh(lM) 

ocd(lM): ocd.outbound connection daemon used by DDFA software 

ocdebug(lM): ocdebug.outbound connection daemon debug utility used by DDFA software 

opx25(lM): opx25 .execute FIALGOL programs 

ospf_monitor(lM): ospf_monitor.monitor OSPF gateways 

owners(lM): owners .listsowners of outgoing network connections 

pcnfsd(lM): rpc.pcnfsd.PC-NFS authentication and print request server 

pcserver(lM): pcserver.BasicSerial and FIP AdvanceLink server 

pdc(lM): pdc .processor-dependent code (firmware) 

pddcesetup(lM) .configure DCE for the FIP Distributed Print Service 

pdfck(lM): pdfck .compare Product Description Fileand filesystem 

pdfdifF(lM): pdfdiff.compare two Product Description Files 

pdgwcfg(l): pdgwcfg .displays thetext and description of a FlPDPS message at thecommand line 

pdstartclient(lM) .start the FlPDPS client daemon 

pdstartspl(lM).create or restart an FlPDPS spooler 

pdstartsuv(lM).create or restart an FlPDPS supervisor 

pdstopd(lM).stop the FlPDPS client daemon 

pfsd(lM): pfs .PFS daemon 

pfsd.rpc: PFS daemon .seepfsd(lM) 

pfs_exportfs(lM): pfs_exportfs.export and unexport directories to PFS clients 

pfs_mount(lM): fps_mount .mount and unmount CD-ROM filesystems 

pfs_mountd(lM): pfs_mountd.PFS mount request server 

pfs_mountd. rpc: PFS mount request server .see pfs_mountd(lM) 

pfs_umount: unmount CD-ROM filesystems.see pfs_mount(lM) 

ping(lM): ping.send echo request packets to a network host; test host availability 

pong(lM): pong .send FibreChannel Lightweight Protocol EchoRequest packet 

power_onoff(lM): power_onoff .ti med, system power on/off 

prctmp: shell procedures for accounting, print session record file.seeacctsh(lM) 

prdaiiy: Shell procedures for accounting, print daily report .seeacctsh(lM) 

prtacct: shell procedures for accounting, print accounting file.seeacctsh(lM) 

pscan(lM): pscan .scan FIP SCSI disk array LUNsfor parity consistency 

pushAgent(lM): pushAgent .install Software Distributor agent on remote systems 

pvchange(lM): pvchange .... changecharacteristics and access path of physical volume in LVM volumegroup 

pvck(lM): pvck .check or repair a physical volume in LVM volume group 

pvcreate(lM): pvcreate.create physical volume for usein LVM volumegroup 

pvdisplay(lM): pvdisplay.display information about physical volumes in LVM volume group 

pvmove(lM): pvmove .move physical extents from one LVM physical volume to other physical volumes 

pwck(lM): pwck, grpck.password/group file checkers 

pwconv(lM): pwconv .updatesecure password facility 

pwgrd(lM): pwgrd .password and group hashing and caching daemon 

pwgr_stat(lM): pwgr_stat.password and group hashingand caching statistics 

quot(lM): quot.summarize file system ownership 

quotacheck(lM): quotacheck .generic filesystem quota consistency checker 

quotacheck_nfs(lM): quotacheck_nfs .hfs file system quota consistency checker 

quotacheck_vxfs(lM): quotacheck_vxfs.VxFS filesystem quota consistency checker 

quotaoff: turn file system quotas off.see quotaon(lM) 

quotaon(lM): quotaoff, quotaon .turn file system quotas on and Off 

quot_vxfs(lM): quot_vxfs .summarize file system ownership 

rarpc(lM): rarpc .Reverse Address Resolution Protocol client 

rarpd(lM): rarpd .Reverse Address Resolution Protocol daemon 
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Entry Name(Section): name Description 

rbootd(lM): rbootd .remote boot server 

rc(lM): rc.general purpose sequencer invoked upon entering new run level 

rcancel(lM): rcancei .remove requests from a remote lineprinter spooling queue 

rdpd(lM): rdpd .router discovery protocol daemon 

rdrimp: incremental file system dump across network .see dump(lM) 

reboot(lM): reboot .reboot the system 

reject: prevent LP printer queuing requests.seeaccept(lM) 

remshd(lM): remshd .remote shell server 

renice(l): renice.alter priority of running processes 

repquota(lM): repquota.summarize file system quotas 

restore(lM): restore, rrestore .restore file system incrementally, local or over a network 

revck(lM): revck.check internal revision numbers of HP-UX files 

rexd(lM): rexd.RPC-based remote execution server 

rexecd(lM): rexecd .remote execution server 

ripquery(lM): ripquery.query RIP gateways 

rlogind(lM): riogind .remote Iogin server 

rlp(lM): rip.send LP lineprinter request toa remote system 

rlpdaemon(lM): ripdaemon .lineprinter daemon for LP requests from remote systems 

rlpstat(lM): ripstat .print status of LP spooler requests on a remote system 

rmboot - install, update, or remove boot programs from a disk device.see mkboot(lM) 

rmsf(lM): rmsf.remove a special (device) file 

rmt(lM): rmt .remote magnetic-tape protocol module 

route(lM): route .manuallymanipulateroutingtables 

rpc.nisd(lM): rpc. nisd_resolv, nisd, nisd_resolv . NIS-I-service daemon 

rpc. nisd_resoiv: NI S-i-service daemon .see rpc.nisd(lM) 

rpc.nispasswdd(lM): rpc.nispasswddo, nispasswddo .NI S-I-password update daemon 

rpc.pcnfsd: PC-NFS authentication and print request server .see pcnfsd(lM) 

rpc.ypupdated: hex encryption and utility routines.seeypupdated(lM) 

rpcbind(lM): rpcbind.universal addresses to RPC program number mapper 

rpcinfo(lM): rpcinfo.report RPC information 

rpr(lM): rpr.repair parity information on an HP SCSI disk array LUN 

rquotad(lM): rquotad.remote quota server 

rrestore: restore file system incrementally over a network .see restore(lM) 

rstatd(lM): rstatd.kernel statistics server 

runacct(lM): runacct .run daily accounting 

rusersd(lM): rusersd.network username server 

rvxdump: incremental file system dump across network .see vxdump(lM) 

rvxrestore: restore file system incrementally across network.see vxrestore(lM) 

rwall(lM): rwaii .write to all users over a network 

rwalld(lM): rwaiid.network rwall server 

rwhod(lM): rwhod.system status server 

sal(lM): sal, sa2, sadc .system activity report package 

sa 2 : system activity report package.see sal(lM) 

sadc: system activity report package.see sal(lM) 

sam(lM): sam.system administration manager 

sar(lM): sar .system activity reporter 

savecrash(lM): savecrash.save a crash dump of the operati ng system 

scn(lM): sen .scan HP SCSI disk array LUNsfor parity consistency 

scsictl(lM): scsicti .control a SCSI device 

sd: create and monitor jobs.see swjob(lM) 

see(lM): see .access EEPROM bytes in an HP SCSI disk array controller 

sendmail(lM): sendmaii.send mail over the I nternet 

service.switch(lM): service, switch .indicatelookup sources and fallback mechanism 

setboot(lM): setboot .display and modify variables in the Stable Storage 

setext(lM): setext .set extent attributes (VxFS) 

setmnt(lM): setmnt .establish file-system mount table,/etc/mnttab 

setprivgrp(lM): setprivgrp.set special privileges for group 

setuname(lM): setuname .Change machine information 

showmount(lM): showmount .show all remote mounts 

shutacct: shell procedures for accounting, turn off accounting.seeacctsh(lM) 

shutdown(lM): shutdown.terminateall processing 
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sig_named(lM): sig_named.send signalstothedomain name server 

smrsh(lM): smrsh .restricted shell for sendmail 

snmpd(lM): snmpd .daemon that responds to SNMP requests 

softpower(lM): softpower .determine if softpower hardware is installed 

spd(lM): spd .set physical drive parameters for an HP SCSI disk array 

spray(lM): spray .spray packets 

sprayd(lM): sprayd.spray server 

sss(lM): sss.set spindlesynchronization stateof drives in an HP SCSI disk array 

startup: shell procedures for accounting, start up accounting.seeacctsh(lM) 

statd(lM): statd.network status monitor 

strace(lM): strace .write STREAMS event trace messages to Standard output 

strchg(lM): strchg, strconf .change or query Stream configuration 

strclean(lM): strciean.remove outdated STREAMS error log files 

strconf: query Stream configuration .see strchg(lM) 

strdb(lM): strdb.STREAMS debugging tool 

strerr(lM): strerr .receive error messages from the STREAMS log driver 

strvf(lM): strvf .STREAMS verification tool 

swacl(lM): swaci .view or modify Access Control Lists 

swagent: perform software management tasks as the agent of an SD command.see swagentd(lM) 

swagentd(lM): swagentd, swagent .serve local or remote SD-UX software management tasks 

swapinfo(lM): swapinfo.system paging space information 

swapon(lM): swapon.enable device or file system for paging 

swask(lM): swask.ask for user response for SD-UX 

swconfig(lM): swconfig.configure, unconfigure, or reconfigure installed software 

swcopy: copy software products for subsequent installation or distribution.see swinstall(lM) 

swgettools(lM): swgettoois.utility for retrieving the SD product from new SD media 

swinstall(lM): swcopy, swinstaii .install and configure software products, copy software products 

swjob(lM): swjob, sd.displayjob information, remove jobs, create and monitor jobs 

swlist(lM): swiist.display information about software products 

swmodify(lM): swmodify .modify software products in a target root or depot 

swpackage(lM): swpackage.package software products i nto a target depot or tape 

swreg(lM): swreg .register or unregister depots and roots 

swremove(lM): swremove.unconfigure and remove software products 

swverify(lM): swverify.verify software products 

sync(lM): sync .Synchronize file systems 

syncer(lM): syncer.periodically sync for file system integrity 

sysdef(lM): sysdef.display system definition 

syslogd(lM): sysiogd.log systems messages 

talkd(lM): taikd .remote user communication server 

telnetd(lM): telnetd.TELNET protocol server 

tftpd(lM): tftpd.trivial filetransfer protocol server 

tic(lM): tic .terminfo compiler 

tsm.lpadmin(lM): tsm.ipadmin .add or remove a pri nter for use with tsm 

ttsyncd(lM): ttsyncd.Daemon to maintain the nis-i-password table in sync with the nis-Htrusted table 

tunefs(lM): tunefs.tune up an existing H FS file system 

turnacct: shell procedures for accounting, turn on or off process accounting.seeacctsh(lM) 

udpublickey(lM): udpubiickey.updates thepubiickey databasefileand the NlS map 

umount: mount and unmount CDF S file systems .see mount_cdfs(lM) 

umount: mount and unmount HFS filesystems.see mount_hfs(lM) 

umount: mount and unmount NFS filesystems .see mount_nfs(lM) 

umount: unmount a file system (generic) .seemount(lM) 

unlink: execute unlink () system call without error checking .seelink(lM) 

unmount: u n mou nt VxF S fi I e system.see mou nt_vxfs( IM) 

untic(lM): untie.terminfo de-compi I er 

updaters(lM): updaters .configuration filefor NIS updating 

ups_mond(lM): ups_mond.Uninterruptible Power System monitor daemon 

useradd(lM): useradd.add a user login on thesystem 

userdel(lM): userdei.delete a user login from thesystem 

usermod(lM): usermod.modify a user login on thesystem 

uucheck(lM): uucheck .check the uucp directories and permissions file 

uucico(lM): uucico.transfer files for the uucp system 
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uuclean(lM): unclean .uucp spod directory clean-up 

uucleanup(lM):/0/Ouucieanup .uucp spod directory dean-up 

uucpdo : server for supporting UUCP over TCP/IP networks.see uucpd(lM) 

uucpd(lM): uucpd() .server for supporting UUCP over TCP/I P networks 

uugetty(lM): uugetty.set terminai type, modes, speed and iinediscipiine 

uuls(lM): uuis.iist spooled uucp transactions grouped by transaction 

uusched(lM): uusched .schedule uucp transport files 

uusnap(lM): uusnap .show snapshot of the UUCP system 

uusnaps(lM): uusnaps.sort and embellish uusnap output 

uusub(lM): uusub.monitor uucp network 

uuxqt(lM): uuxqt .execute remote uucp or uux command requests 

vgcfgbackup(lM): vgcfgbackup .create or update LVM volume group configuration backup file 

vgcfgrestore(lM): vgcfgrestore .restore volume group configuration 

vgchange(lM): vgchange.set LVM volume group availability 

vgcreate(lM): vgcreate .create LVM volume group 

vgdisplay(lM): vgdisplay.display I nformation about LVM volume groups 

vgexport(lM): vgexport.export an LVM volume group and its associated logical volumes 

vgextend(lM): vgextend .extend an LVM volume group by adding physical volumes 

vgimport(lM): vgimport .import an LVM volume group ontothesystem 

vgreduce(lM): vgreduce.remove physical volumes from an LVM volume group 

vgremove(lM): vgremove.remove LVM volume group definition from the system 

vgscan(lM): vgscan.scan physical volumes for LVM volume groups 

vgsync(lM): vgsync.synchronizestalelogical volume mirrors in LVM volume groups 

vhe_altlog(lM): vhe_aitiog.login when Virtual Home Environment (VHE) home machineis unavailable 

vhe_mounter(lM): vhe_mounter .Start the Virtual Home Environment (VHE) 

vhe_u_mnt(lM): vhe_u_mnt .perform Network File System (NFS) mount to remote filesystem 

vipw(lM): vipw.edit the password file 

volcopy(lM): voicopy, labelit .copy file systems with label checking 

volcopy_hfs(lM): voicopy, labelit .copy file systems with label checking 

volcopy_vxfs(lM): voicopy, labelit .copy VxFS filesystem with label checking 

vtdaemon(lM): vtdaemon.respond to vt requests 

vxdiskusg(lM): vxdiskusg.generate disk accounting data of VxFS filesystem by user ID 

vxdump(lM): rvxdrimp, vxdrimp.incremental filesystem dump, local or across network 

vxrestore(lM): vxrestore, rvxrestore .restore file system incrementally, local or across network 

vxupgrade(lM): vxupgrade.upgradethedisk layout of a VxFS filesystem 

wall(lM): wall.write message to all users 

whodo(lM): whodo .which users are doing what 

wtmpfix: manipulate connect accounting records.seefwtmp(lM) 

xntpd(lM): xntpd.Network Time Protocol daemon 

ypbind: Network I nformation Service (NIS) binder processes .seeypserv(lM) 

ypinit(lM):ypinit .build and install Network Information Service databases 

ypmake(lM): ypmake .create or rebuild Network Information Service databases 

yppasswdd(lM): yppasswdd.daemon for modifying Network I nformation Service passwd database 

yppoll(lM): yppoii.query NIS server for information about an NIS map 

yppush(lM): yppush.force propagation of a Network I nformation Service database 

ypserv(lM): ypserv, ypbind, ypxfrd.Network I nformation Service (NIS) server and binder processes 

ypset(lM): ypset .bind to particular Network I nformation Service server 

ypupdated(lM): ypupdated, rpc.ypupdated .server for changing NIS information 

ypxfr(lM): ypxfr, ypxfr_lperday, 

ypxfr_iperhour, ypxf r_2perday.transfer NIS database from NIS server to local node 

ypxfrd: Network I nformation Service (NIS) transfer processes.seeypserv(lM) 
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NAME 

intro - introduction to system maintenance commands and appiication programs 

DESCRIPTION 

This section describes commands that are used chiefly for system maintenance and administration pur¬ 
poses. The commands in this section shouid be used in conjunction with other sections of this manuai, as 
weii astheHP-ux System Administration manuaisfor your system. 

Command Syntax 

Uniess otherwise noted, commands described in this section accept options and other arguments according 
to the foi iowi ng syntax: 

name[ option ( s )] [ cmd_arg ( s )] 
where the eiements are defined asfoiiows: 
name Nameof an executabiefiie. 

option One or more options can appear on a command iine. Each takes one of the foi iowi ng forms: 
-no_arg_ietter 

A singieietter representing an option without an argument. 

-no_argJetters 

Two or more singie-ietter options combined into a singie command-iine argu¬ 
ment. 

-a rgj etter ■oopt_a rg 

A singie-ietter option foiiowed by a required argument where: 
argjetter 

is the singieietter representing an option that requires an argument, 
opt_arg 

is an argument (character string) satisfying the preceding argjetter, 
-o- representsoptionai whitespace. 

cmd_arg Path name (or other command argument) not beginning with -, or - by itseif indicating 
the standard input. If two or more cmd_args appear, they must be separated by white 
space. 


RETURN STATUS 

Upon termination, each command returns two bytes of status, one suppiied by the system giving the cause 
for termination, and (in the case of "normai" termination) one suppiied by the program (for descriptions, 
see wait(2) and exit(2)). The system-suppiied byte is 0 for normai termination. The byte provided by the 
program is customariiy 0 for successfui execution and non-zero to indicate errors or faiiure such as 
incorrect parameters in the command iine, or bad or inaccessibiedata. Vaiues returned are usuaiiy caiied 
variousiy "exit code", "exit status", or "return code", and are described oniy where speciai conventions are 
invoived. 

WARNINGS 

Some commands produce unexpected resuits when processing flies containing nuii characters. These com¬ 
mands often treat text input iines as strings and therefore become confused upon encountering a nuii char¬ 
acter (the string terminator) within a iine. 

SEE ALSO 

getopt(l), exit(2), wait(2), getopt(3C), hier(5), I ntroduction(9). 
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NAME 

accept, reject - allow/prevent LP printer queuing requests 

SYNOPSIS 

/usr/sbin/accept destination ... 

/usr/sbin/reject [-r[reason]] destination ... [-r[reason] destination ...] ... 

DESCRIPTION 

The accept command permits the Ip command (seeip(l)) to accept printing requests for each named LP 
printer or printer ciass destination queue. 

The reject command causes the Ip command to reject subsequent printing requests for each named des¬ 
tination queue. Requests aiready queued wiii continue to be processed for printing by the Ipsched 
scheduier (seeipsched(IM)). 

Use the Ipstat command (see ipstat(l)) to find the status of destination queues. 

For an overview of LP command interactions, see ip(l). 

Options 

The reject command can have thefoiiowing option. 

-r[reason] Specifies a string that is used to expiain why the Ip command is not accepting 
requests for a destination, reason appiies to aii queues mentioned up to the next -r 
option. If reason or-r[reason] is omitted, the defauit is "reason unknown". The 
maximum iength of reason is 80 bytes. 

reason is reported by the Ipstat command and by the Ip command when users 
direct requeststoa rejected destination. 

EXTERNAL INFLUENCES 
E nvironment Variables 

The LANG variabiedetermines the ianguage in which messages are dispiayed. If LANG is not specified or 
is set to the empty string, it defauitsto "C" (see iang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 

International Code Set Support 

Single- and multi byte character code sets are supported. 

EXAMPLES 

These examples assume you have a system with two printers named laserl and jet2, and one class 
named Ij that includes both printers. 

Example 1 

To allow all destinations to accept print requests: 

accept laserl jet2 Ij 

Example 2 

To reject requests to the Ij class destination, requiring users to choose a printer: 

reject Ij 

Example 3 

To reject requests to the individual printer destinations, requiring all requests to go through the class desti¬ 
nation: 

accept Ij 

reject -r"use the Ij destination" laserl jet2 

WARNINGS 

accept and reject operate on the local system only. 
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FILES 

/etc/lp 

/var/adm/lp 

/var/spool/lp 


Directory of spooler configuration data 

Directory of spooler log files 

Directory of LP spooling files and directories 


SEE ALSO 

enable(l), lp(l), Ipstat(l), Ipadmin(lM), Ipsched(lM), rcancel(lM), rlp(lM), rlpdaemon(lM), rlpstat(lM). 
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NAME 

acctdisk, acctdusg, accton, acctwtmp, dcsewtmp, utmp2wtmp - overview of accounting and misceiianeous 
accounting commands 

SYNOPSIS 

/usr/sbin/acct/acctdisk 
/usr/sbin/acct/acctdusg [-u fiie] [-p fiie] 

/usr/sbin/acct/accton [fiie] 

/usr/sbin/acct/acctwtmp reason 
/usr/sbin/acct/closewtmp 
/usr/sbin/acct/utmp2wtmp 

DESCRIPTION 

Accounting software is structured as a set of toois (consisting of both C programs and sheii procedures) that 
can be used to buiid accounting systems. The sheii procedures, described in acctsh(lM), are buiit on top of 
theC programs. 

Connect time accounting is bandied by various programs that write records into /etc/utmp, as described 
in utmp(4). The programs described in acctcon(lM) convert this fiie into session and charging records 
which are then summarized by acctmerg (seeacctmerg(lM)). 

Process accounting is performed by theHP-ux system kernei. Upon termination of a process, one record 
per process is written to a fiie (normaiiy /var/adm/pacct). The programs in acctprc(lM) summarize 
this data for charging purposes; acctcms is used to summarize command usage (see acctcms(lM)). 
Current process data can be examined using acctcom (seeacctcom(lM)). 

Process accounting and connect time accounting (or any accounting records in the format described in 
acct(4)) can be merged and summarized intototai accounting records by acctmerg (see tacct format 
in acct(4)). prtacct is used to format any or aii accounting records (seeacctsh(lM)). 

acctdisk reads iines that contain user id, login name, and number of disk blocks, and converts them to 
total accounting records that can be merged with other accounting records. 

acctdusg reads its standard input (usually from find -print) and computes disk resource consump¬ 
tion (including indirect blocks) by login. Only files found under login directories (as determined from the 
password file) are accounted for. All files under a login directory are assumed to belong to that user regard¬ 
less of actual owner. If -u is given, records consisting of those file names for which acctdusg charges 
no one are placed in file (a potential source for finding users trying to avoid disk charges). If -pis given, 
file is the name of the password file. This option is not needed if the password file is /etc/passwd. (See 
diskusg(lM) for more details.) 

accton turns process accounting off if the optional file argument is omitted. If file is given, it must be the 
name of an existing file, to which the kernel appends process accounting records (seeacct(2) and acct(4)). 

acctwtmp writes a utmp(4) record to its standard output. The record contains the current time and a 
string of characters that describe the reason for writing the record. A record type of accounting is 
assigned (see utmp(4)). The string argument reason must be 11 or fewer characters, numbers, $, or spaces. 
For example, thefollowingaresuggestionsfor usein reboot and shutdown procedures, respectively: 

acctwtmp 'uname' » /var/adm/wtmp 
acctwtmp "file save" » /var/adm/wtmp 

closewtmp writes a DEAD PROCESS record, for each user currently logged in, to the file 

/var/adm/wtmp. This program is invoked by runacct to close the existing wtmp file before creating a 
new one. 

utmp2wtmp writes a USER PROCESS record, for each user currently logged in, to the file 

/var/adm/wtmp. This program is invoked by runacct to initializethe newly created wtmp file. 

FILES 

/usr/sbin/acct Fields all accounting commands listed in section (IM) of this manual, 

/var/adm/pacct Current process accounting file. 
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/etc/passwd Used for converting login name to user id 

/var/adm/wtmp Login/logoff history file. 

SEE ALSO 

acctcms(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctprc(lM), acctsh(lM), diskusg(lM), fwtmp(lM), 
runacct(lM), acct(2), acct(4), utmp(4). 

STANDARDS CONFORMANCE 

acctdisk: SVID2, SVID3 

accton: SVID2, SVID3 
acctwtmp: SVID2, SVID3 
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NAME 

acctcms - command summary from per-process accounting records 

SYNOPSIS 

/usr/sbin/acct/acctcms [options] fiies 

DESCRIPTION 

acctcms reads one or more fiies, normaiiy in the form described in acct(4). It adds aii records for 
processes that executed identicaiiy-named commands, sorts them, and writes them to the standard output, 
normai iy usi ng an i nternai summary format. 

Options 

acctcms recognizesthefoiiowingoptions: 

-a Print output in ASCI I rather than in the internal summary format. The output includes com¬ 
mand name, number of times executed, total kcore-minutes, total CPU minutes, total real 
minutes, mean size (in K), mean CPU minutes per invocation, "hog factor", characters 
transferred, and blocks read and written, as in acctcom(lM). Output is normally sorted by 
total kcore-minutes. 

-c Sort by total CPU time, rather than total kcore-minutes. 

-j Combineall commands invoked only once under ***other. 

-n Sort by number of command invocations. 

-s Any file names encountered hereafter are already in internal summary format. 

-t Process all records as total accounting records. The default internal summary format splits 

each field into prime- and non-prime-time parts. This option combines the prime and non¬ 
prime time parts into a singlefield that isthetotal of both, and provides upward compatibil¬ 
ity with old (i.e., UNIX System V) style acctcms internal summary format records. 

Thefoiiowing options can be used only with the -a option. 

-p Output a prime-time-only command summary. 

-o Output a non-prime- (offshift) time only command summary. 

When -p and -o are used together, a combination prime and non-primetime report is produced. All the 
output summaries are total usage except number of times executed, CPU minutes, and real minutes which 
are split into prime and non-prime. 

EXAMPLES 

A typical sequence for performing daily command accounting and for maintaining a running total is: 


acctcms file... >today 

cp total previoustotal 

acctcms -s today previoustotal >total 

acctcms -a -s today 

SEE ALSO 

acct(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctprc(lM), acctsh(lM), fwtmp(lM), runacct(lM), 
acct(2), acct(4), utmp(4). 

WARNINGS 

Unpredictable output results if -t is used on new-style internal-summary-format files, or if it is not used 
with old style internal summary format files. 

STANDARDS CONFORMANCE 

acctcms: SVID2, SVID3 
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NAME 

acctcom - search and print process accounting files 

SYNOPSIS 

/usr/sbin/acct/acctcom [[option]... [file]] 


DESCRIPTION 

The acctcom command reads file, standard input, or /var/adm/pacct, in the form described in 
acct(4) and writes selected records to standard output. Each record represents the execution of one pro¬ 
cess. Theoutput hasthefollowingcolumn titles: 


COMMAND NAME 
USER 
TTYNAME 
START TIME 
END TIME 
REAL (SECS) 
CPU (SECS) 
MEAN SIZE(K) 


Optionally, thefollowing can be displayed: 


F 

STAT 

HOG FACTOR 
KCORE MIN 
CPU FACTOR 
CHARS TRNSFD 
BLOCKS READ 
PRMID 


fork ()/exec () flag: 1 for fork () without exec () 
System exit status 


Total blocks read and written 
PRM process resource group ID 


The command name is preceded by a # if a privileged user is required to execute the command. 


For example, if a user is logged in as root, and executes the date command to check the time, this does 
not require a privileged user, and will be shown by acctcom without the # character on the line. If the 
user executes the command date 0731180092 to set the time, this requires a privileged user, and so 
will be marked with a # by acctcom. 


If a process is not associated with a known terminal, a ? is printed in theTTYNAME field. 


The system exit status STAT is 0 if the process terminated by calling exit. If it is not 0, it is the signal 
number that caused the process to terminate. If a core file image was produced as a result of the signal 
(seesignal(5)), thevalueisthesignal number plus 0200. 


If no files are specified, and if standard input is associated with a terminal or /dev/null (as is the case 
when using & in a shell), acctcom reads /var/adm/pacct. Otherwise, it reads standard input. 

If any file arguments are given, they are read in their respective order. Each file is normally read forward, 
that is, in chronological order by process-completion time. The file /var/adm/pacct is usually the 
current fileto be examined. A busy system may need several such files of which all but the current file are 
found in /var/adm/ pacct[l-9]. 


Options 

acctcom recognizes thefollowing values for the option argument. Listing options together has the effect 
of a logical AND. 

-a Show some average statistics about the processes selected. Statistics are printed after 

theoutput records. 

-b Read backwards, showing latest commands first. This option has no effect when stan¬ 

dard input is read. 

-f Print in octal theF flag and system exit statuscolumns in theoutput. 

-h I nstead of mean memory size, MEAN SIZE (K), show the fraction of total available 

CPU time consumed by the process during its execution. This HOG FACTOR is com¬ 
puted as: 
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—i 
-k 
-m 
-P 

-r 


-t 

—V 

-1 line 
-u user 


-g group 
-s time 

-e time 


-S time 
-E time 
-n pattern 

-q 

-o ofile 

-H factor 

-O time 
-C sec 
-I chars 

-R prmgroup 


tota I -C P U -ti me/ el a psed-ti me 
Print columns containing the I/O counts in theoutput. 

I nstead of memory size, show total kcore-minutes. 

Show mean core size (the default). 

Show the PRM process resource group ID (PRMID) of each process. See DEPENDEN¬ 
CIES. 

Show CPU factor: 

user-time/ (system-time-fuser-time) 

Show separate system and user CPU times. 

Exclude column headings from theoutput. 

Show only processes belongingtoterminal /dev/line 

Show only processes belonging to user, specified as: a user ID, a login name that is 
then converted to a user ID, a # which designates only those processes executed by a 
privileged user, or ? which designates only those processes associated with unknown 
user I Ds. The #and ? characters should be preceded by a backslash (\) and typed as 
\# and \? to prevent the shell from interpreting the # as the start of a comment, or 
the? as a pattern. 

Show only processes belonging to group, specified as either the group ID or group 
name. 

Select processes existing at or after time, given in the format: 
hour[: minute[: second] ] 

Select processes existing at or before time; see-s. 

Using the same time for both -s and -e shows the processes that existed at time; see 
-s. 

Select processes starting at or after time; see -s. 

Sel ect processes endi ng at or before ti me; see -s. 

Show only commands matching pattern, where pattern is a regular expression as in 
ed(l) except that + means one or more occurrences. 

Do not print any output records. J ust print the average statistics as with the -a 
option. 

Copy selected process records in the input data format to ofile. Suppress standard 
output printing. 

Show only processes that exceed factor, where factor is the "hog factor" as explained 
in option -h. 

Show only those processes with operating system CPU ti me exceed! ng ti me; see-s. 
Show only processes with total CPU time, system plus user, exceeding sec seconds. 

Show only processes transferring more characters than the cut-off number given by 
chars. 

Show only processes belongingto process resource group prmgroup, specified as either 
process resource group name or ID number. See DEPENDENCIES. 


WARNINGS 

acctcom only reports on processes that have terminated. For active processes, usetheps command (see 
ps(l)). 

I f ti me exceeds the current system clock time, time is interpreted as occurring on the previous day. 

The accounting flag is not cleared when one processes exec's another, but only when one process forks 
another. One side-effect of this is that some processes will be marked with #, when users do not expect 
them to be. 
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For example, the login command requires a privileged user to assume the identity of the user who is 
logging-in, setting the ASU bit in the accounting flag (which ultimately causes the # symbol in the 
acctcom output). After assuming the user's identity, login exec's the user's shell. Since the exec does 
not clear the ASU flag, the shell will inherit it, and be marked with a # in the acctcom output. 

DEPENDENCIES 

HP Process Resource Manager 

The -P and -R options require the optional FIP Process Resource Manager (PRM) software to be installed 
and configured. See prmconfig(l) for a description of how to configure FIP PRM, and prmconf(4) for the 
definition of process resource group. 

FILES 

/etc/group 

/etc/passwd 

/var/adm/pacct 

SEE ALSO 

ps(l), su(l), acct(lM), acctcms(lM), acctcon(lM), acctmerg(lM), acctprc(lM), acctsh(lM), fwtmp(lM), 
runacct(lM), acct(2), wait(2), acct(4), utmp(4), signal(5). 

FIP Process Resource Manager: prmconfig(l), prmconf(4) in FIP Process Resource Manager User's Guide. 

STANDARDS CONFORMANCE 

acctcom: SVID2, SVID3 
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NAME 

acctcon, acctconl, acctcon2 - connect-time accounting 

SYNOPSIS 

/usr/sbin/acct/acctcon [options] 

/usr/sbin/acct/acctconl [options] 

/usr/sbin/acct/acctcon2 

DESCRIPTION 

The acctconl command converts a sequence of iogin/iogoff records read from its standard input to a 
sequence of records, one per iogin session. Its input shouid normaiiy be redirected from 
/var/adm/wtmp. Its output isASCii, giving device, user ID, login name, prime connect time (seconds), 
non-prime connect time (seconds), session starting time (numeric), and starting date and time. Prime con¬ 
nect time is defined as the connect time within a specific prime period on a non-holiday weekday (Monday 
through Friday). The starting and ending time of the prime period and the year's holidays are defined in 
file /etc/acct/holidays. 

acctcon2 expects as input a sequence of login session records, produced by acctconl, and converts 
them into total accounting records (seetacct format in acct(4)). 

acctcon combines the functionality of acctconl and acctcon2 into one program. It takes the same 
input format as acctconl and writes the same output as acctcon2. 

acctconl recognizesthefollowingoptions: 

-p Print input only, showing line name, login name, and time (in both numeric and 

date/time formats). 

-t acctconl maintains a list of lines on which users are logged in. When it reaches 

the end of its input, it emits a session record for each line that still appears to be 
active. It normally assumes that its input is a current file, so that it uses the current 
time as the ending time for each session still in progress. The-t flag causes it to use, 
instead, the last time found in its input, thus ensuring reasonable and repeatable 
numbers for non-current files. 

acctconl and acctcon recognize thefollowing options: 

-1 file file is created to contain a summary of line usage showing line name, number of 

minutes used, percentage of total elapsed time used, number of sessions charged, 
number of logins, and number of logoffs. This file helps track line usage, identify bad 
lines, and find software and hardware oddities. Flang-up, termination of login (see 
login(l)), and termination of the login shell each generate logoff records, so that the 
number of logoffs is often three to four times the number of sessions. See init(lM) 
and utmp(4). 

-o file fileisfilled with an overall record for the accounting period, giving starting time, end¬ 

ingtime, number of reboots, and number of date changes. 

EXAMPLES 

These commands are typically used as shown below. Thefile ctmp is created only for the use of commands 
described by theacctprc(lM) manual entry: 

acctconl -t -1 lineuse -o reboots < wtmp | sort -Fin -F2 > ctmp 

acctcon2 < ctmp | acctmerg > ctacct 


acctcon -t -1 lineuse -o reboots < wtmp | acctmerg > ctacct 


FILES 

/var/adm/wtmp 
/etc/acct/holidays 

WARNINGS 

The line usage report is confused by date changes. Use wtmpfix (see fwtmp(lM)) to correct this situa¬ 
tion. 
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SEE ALSO 

acct(lM), acctcms(lM), acctcom(lM), acctmerg(lM), acctprc(lM), acctsh(lM), fwtmp(lM), init(lM), login(l), 
runacct(lM), acct(2), acct(4), utmp(4). 

STANDARDS CONFORMANCE 

acctconl: SVID2, SVID3 

acctcon2 : SVI D2, SVI D3 
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NAME 

acctmerg - merge or add total accounting files 

SYNOPSIS 

/usr/sbin/acct/acctmerg [options] [file] ... 

DESCRIPTION 

acctmerg reads its standard input and up to nine additional files, all in the tacct format (seeacct(4)) 
or an ascii version thereof. It merges these inputs by adding records whose keys (normally user id and 
name) are identical, and expects the inputs to be sorted on those keys. 

Options 

acctmerg recognizesthefollowingoptions: 

-a Produce output in ascii version of tacct. 

-i Input files are in ASCI I version of tacct. 

-p Print input with no processing. 

-t Produce a single record that totals all input. 

-u Summarize by user i D, rather than user i D and name. 

-V Produce output in verbose ascii format, with more precise notation for floating point 
numbers. 

EXAMPLES 

Thefollowing sequence is useful for making "repairs" to any file kept in this format: 

acctmerg -v < filel > file2 
edit file2 as desired ... 
acctmerg -i < file2 > filel 

SEE ALSO 

acct(lM), acctcms(lM), acctcom(lM), acctcon(lM), acctprc(lM), acctsh(lM), fwtmp(lM), runacct(lM), 
acct(2), acct(4), utmp(4). 

STANDARDS CONFORMANCE 

acctmerg: SVID2, SVID3 
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NAME 

acctprc, acctprcl, acctprc2 - process accounting 

SYNOPSIS 

/usr/sbin/acct/acctprc 
/usr/sbin/acct/acctprcl [ctmp] 

/usr/sbin/acct/acctprc2 

DESCRIPTION 

acctprcl reads input in the form described by acct(4), adds iogin names corresponding to user ids, then 
writes for each process an ascii line giving user id, login name, prime CPU time (tics), non-prime CPU time 
(tics), and mean memory size (in memory segment units). If ctmp is given, it is expected to contain a list 
of login sessions in the form described in acctcon(lM), sorted by user id and login name. If this file is not 
supplied, it obtains login names from the password file. The information in ctmp helps it distinguish 
among different login names that share the same user id. 

acctprc2 reads records in the form written by acctprcl, summarizes them by user id and name, then 
writes the sorted summaries to the standard output as total accounting records. 

acctprc combinesthefunctionality of acctprcl and acctprc2 into one program. It takes the same 
input format as acctprcl (but does not accept the ctmp argument) and writes the same output as 
acctprc2. 

These commands are typically used as shown below: 

acctprcl ctmp < /var/adm/pacct | acctprc2 > ptacct 
or 

acctprc < /var/adm/pacct > ptacct 

EXTERNAL INFLUENCES 
E nvironment Variables 

For the output of acctprc2, if the user IDs are identical, LC_COLLATE determines the order in which 
the user names are sorted. 

If LC_COLLATE is not specified in the environment or is set to the empty string, the value of LANG is 
used as a default. If LANG is not specified or is set to the empty string, a default of "C" (see lang(5)) is 
used instead of LANG. If any internationalization variablecontains an invalid setting, acctprc2 behaves 
as if all internationalization variables are set to "C" (see envi ron (5)). 

FILES 

/etc/passwd 

SEE ALSO 

acct(lM), acctcms(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctsh(lM), cron(lM), fwtmp(lM), 
runacct(lM), acct(2), acct(4), utmp(4). 

WARNINGS 

Although it is possible to distinguish among login names that share user ids for commands run normally, it 
is difficult to do this for those commands run from cron for example (see cron(IM)). More precise conver¬ 
sion can be done by faking login sessionson the console via the acctwtmp program in acct(lM). 

A memory segment of the mean memory size is a unit of measure for the number of bytes in a logical 
memory segment on a particular processor. 

STANDARDS CONFORMANCE 

acctprcl: SVID2, SVID3 

acctprc2 : SVI D2, SVI D3 
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NAME 

chargefee, ckpacct, dodisk, lastlogin, monacct, nulladm, prctmp, prdaily, prtacct, shutacct, startup, tur- 
nacct - shell procedures for accounting 

SYNOPSIS 

/usr/sbin/acct/chargefee login-name number 
/usr/sbin/acct/ckpacct [blocks] 

/usr/sbin/acct/dodisk [-o] [files ...] 

/usr/sbin/acct/lastlogin 
/usr/sbin/acct/monacct number 
/usr/sbin/acct/nulladm file 
/usr/sbin/acct/prctmp 
/usr/sbin/acct/prdaily [-1] [-c] [mmdd ] 

/usr/sbin/acct/prtacct file [heading] 

/usr/sbin/acct/shutacct [reason] 

/usr/sbin/acct/startup 

/usr/sbin/acct/turnacct on | off I switch 


DESCRIPTION 

chargefee 


ckpacct 


dodisk 


Can be Invoked to charge a number of units to login-name. A record Is written to 
/var/adm/fee , to be merged with other accounting records during the night. 

Should be Initiated via cron(lM). It periodically checks the size of /var/adm/pacct. If 
the size exceeds blocks, 1000 by default, turnacct Is Invoked with argument switch. If 
the number of free disk blocks In the /var file system falls below 500, ckpacct 
automatically turns off the collection of process accounting records via the off argument 
to turnacct. When at least this number of blocks Is restored, the accounting will be 
activated again. This feature Is sensitive to thefrequency at which ckpacct Isexecuted, 
usually by cron. 

Should be Invoked by cron to perform the disk accounting functions. By default. It will 
do disk accounting on the special files In /etc/fstab. If the -o flag Is used. It does a 
slower version of disk accounting by login directory, files specifies the one or more filesys¬ 
tem names where disk accounting Is to be done. If files Is used, disk accounting will be 
done on these filesystems only. If the -o flag Is used, files should be mount points of 
mounted filesystem. If omitted, they should be the special file names of mountable filesys¬ 
tems. 


lastlogin 

monacct 


nulladm 

prctmp 

prdaily 


Invoked by runacct to update /var/adm/acct/sum/loginlog which shows the 
last date on which each user logged In (see runacct(lM)). 

Should be Invoked once each month or each accounting period, number Indicates which 
month or period It Is. If number Is not given. It defaults to the current month (01 through 
12). This default Is useful If monacct Is to executed via cron on the first day of each 
month, monacct creates summary files In /var/adm/acct/fiscal and restarts 
summary files In /var/adm/acct/sum. 

Creates file with mode 664 and ensures that owner and group are adm. It Is called by vari¬ 
ous accounting shell procedures. 

Can be used to print the session record file normally /var/adm/acct/nite/ctmp 
created by acctconl (seeacctcon(lM)). 

Invoked by runacct (see runacct(lM)) to format a report of the previous day's accounting 
data. The report resides In /var/adm/acct/sum/rprtmmdd where mmdd Is the 
month and day of the report. The current dally accounting reports may be printed by typ¬ 
ing prdaily. Previous days' accounting reports can be printed by using the mmdd option 
and specifying the exact report date desired. The -1 flag prints a report of exceptional 
usage by login Id for the specifed date. Previous dally reports are cleaned up and therefore 
Inaccessible after each Invocation of monacct. The -c flag prints a report of exceptional 
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prtacct 

shutacct 


startup 


turnacct 


resource usage by command, and can be used on current day's accounting data only. 

Can be used to format and print any total accounting (tacct) file. 

Should be invoked during a system shutdown to turn process accounting off and append a 
"reason" record to /var/adm/wtmp. 

Should be called by system startup scripts to turn the accounting on whenever the system 
is brought up. 

An interface to accton (see acct(lM)) to turn process accounting on or off. The 
switch argument turns accounting off, moves the current /var/adm/pacct to the 
next free name in /var/adm/pacctincr then turns accounting back on again, (incr is a 
number starting with 1 and incrementing by one for each additional pacct file.) tur¬ 
nacct is called by ckpacct, and thus can be run under cron and used to keep pacct 
to a reasonable size. 


FILES 

/usr/sbin/acct 

/var/adm/fee 
/var/adm/acct/nite 
/var/adm/pacct 
/var/adm/pacct* 

/usr/sbin/acct/ptecms.awk 
/usr/sbin/acct/ptelus.awk 
/var/adm/acct/sum 
/var/adm/wtmp 


holds all accounting commands listed in section (IM) of this 
manual 

accumulator for fees 
working directory 

current filefor per-process accounting 

used if pacct gets large, and during execution of daily account¬ 
ing procedure 

contains the limits for exceptional usage by command name 
contains the limits for exceptional usage by login id 
summary directory, should be saved 
logi n/logoff summary 


SEE ALSO 

acct(lM), acctcms(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctprc(lM), cron(lM), diskusg(lM), 
fwtmp(lM), runacct(lM), acct(2), acct(4), utmp(4). 


STANDARDS CONFORMANCE 

chargefee: SVID2, SVID3 

ckpacct: SVI D2, SVI D3 
dodisk: SVID2, SVID3 
lastlogin: SVID2, SVID3 
monacct: SVID2, SVID3 
prctmp: SVID2, SVID3 
prdaily: SVID2, SVID3 
prtacct: SVID2, SVID3 
shutacct: SVI D2, SVI D3 
startup: SVID2, SVID3 
turnacct: SVI D2, SVI D3 
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NAME 

arp - address resolution display and control 

SYNOPSIS 

arp hostname 

arp -a [system] [core] 
arp [-d I -D] hostname 
arp -f filename 

arp -s hostname hw_address [temp] [pub] [rif rif_address] 
arp -sfc hostname nport_id 

DESCRIPTION 

The arp command displays and modifies the I nternet-to-Ethernet and I nternet-to-Fibre Channel address 
translation tables used by theAddress Resolution Protocol (ARP). 

Options 

arp hasthefollowing keyletter options: 

hostname (first form above) Display the current ARP entry for hostname, which must appear in the 
hostname database (see hosts(4)), or for the DARPA I nternet address expressed I n I nternet 
standard "dot" notation. 

-a Display all current ARP entries by reading the table from file core (default /dev/kmem) 

based on the kernel filesystem (default /stand/vmunix). 

-d If an ARP entry exists for the host called hostname, delete it. This option cannot be used to 

delete a permanent ARP entry whose IP address is an interface on the local system. 

-D (Not recommended). Delete a permanent ARP entry whose I P address is an interface on the 

local system. The removal of such an ARP entry may result in loss or limitation of network 
connectivity with remote machines. The local system will no longer respond to ARP 
requests for this IP address. Consequently, communication with remote systems is possible 
only when that communication is initiated by the local system. This option should be used 
with extreme caution. 

-f Read file filename and set multiple entries in theARP tables. Fibre Channel entries in the 

file should be of the form: 

-sfchostnamenport_id 
Other entries in the file should be of the form: 

hostname hw_address 
[temp] 

[pub] 

[rif 

rif_address] 

Theargument meanings are thesame as for the-s option. 

-s Create an ARP entry for the host called hostname with the hardware station address 

hw_address. The hardware station address is given as six hexadecimal bytes separated by 
colons. If an ARP entry already exists for hostname, the existing entry is updated with the 
new information. 

The entry is permanent unless the word temp isgiven in thecommand. 

If the word pub is specified, the entry is published, which means that this system will act 
as an ARP server responding to requests for hostname even though the host address is not 
its own. 

The word rif specifies source routing information used for token ring networks. This 
information allows you to specify the particular bridge route which the token ring packet 
should be delivered. rif_address is given as an even number of hexadecimal bytes 
separated by colons, up to a maximum of 16 bytes. 
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-sfc Create a permanent ARP entry for the Fibre Channel host called hostname with the N_Port 
address nport_id. The N Port address is given as three hexadecimal bytes separated by 
colons. If an ARP entry already exists for hostname, the existing entry is updated with the 
new information. 

You need superuser privilege to use the-d, -D, -f, -s and -sfc options. 

AUTHOR 

arp was developed by FIP and the University of California, Berkeley. 

SEE ALSO 

ifconfig(lM), inet(3N), hosts(4), arp(7P). 
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NAME 

arrayinfo- describe general characteristics of a disk array 

SYNOPSIS 

arrayinfo [-j | -m | -s | -ar | -dr] d 0 /ice_file 

DESCRIPTION 

arrayinfo displays summarized information for thescsi disk array associated with the character device 
filede(/ice_file. 

By default arrayinfo returns thefollowing information: 

• array vendor ID 

• array product ID 

• number of attached disk mechanisms 

• vendor/product type of attached disk mechanisms. (Assumesall are the same type) 

NOTE: The array vendor ID, and product ID information are constant, regardless of the type and quantity 
of disks attached. 

Options: 

arrayinfo recognizes thefollowing options: 

-j Displays thecurrent setting of certain jumper switches on each disk mechanism, including: 

• Automatic Spin Up ( 0 Disable/1 Enable ) 

• Parity Error Detect ( 0 Disable/1 Enable ) 

• Unit Attention ( 0 Enable /1 Disable) 

• I nitiateSynchronous Data Transfer ( 0 Disable/1 Enable ) 

• SCSI target address of the mechanism 

-m Displaysarray mapping information, including: 

• The disk vendor, and model type of each disk in the array 

• Thecurrent status of each disk in the array, as determined by the array controller. 

• Thearray sub-channel, and sub-channel addresses for each disk in thearray. 

-s Displays serial numbers. This option displays serial number information for the disk array con¬ 
troller, and all attached disk mechanisms. 

-ar 

Displays array revision information. This option displays revision information for the hardware, 
firmware, and software of thearray controller. 

-dr 

Display disk revisions. This option displays revision information for the hardware, and firmware of 
each disk in thearray. 

RETURN VALUE 

arrayinfo returns thefollowing values: 

0 Successful completion 
-1 Command failed (an error occurred). 

DEPENDENCIES 

This utility is only compatible with HP C2430 disk arrays. 

Series 700 

arrayinfo must be used with a device file mapped to a unit address that is not in use by the array con¬ 
troller (unconfigured). By convention unit addresses 6 and 7 should not be configured. Array information 
should be accessible by addressing either of these unit addresses. 

Series 800 

Any devicefile (LU) that is mapped to the disk array can be used to access thearray information. 

AUTHOR 

arrayinfo was developed by Hewlett-Packard. 
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SEE ALSO 

dsp(lM). 
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NAME 

arrayscan - search system for disk arrays 

SYNOPSIS 

arrayscan 

DESCRIPTION 

arrayscan searches the system I/O buses to locate the address(es) of attached HP disk array devices. 
The utility can also be used to determine which logical units are configured on a disk array. 

arrayscan performs several functions, including: 

• Ensuring device special files exist. 

arrayscan verifies that block and character device special files exist for all luns configured. On 
Series 700 systems, device files are created for all possibletUNs. 

• Ensuring disk array software was downloaded. 

arrayscan verifies that the disk array software has been downloaded for each disk array it 
encounters. If arrayscan encounters a disk array that does not have disk array software 
loaded, it automatically downloads the array software. 

• Updating monitor, and pscan device lists. 

Two files, /etc/hpC2400/hparray. devs, and /etc/hpC2400/hparray. luns are 
updated by arrayscan. /etc/hpC2400/hparray. devs is used by the monitor daemon 
(/usr/lbin/hpC2400/arraymond) to determine which devices to monitor. 
/etc/hpC2400/hparray. luns is used by the parity scan utilities (pscan, sen, and rpr) 
to determine which luns to monitor. 

RETURN VALUE 

arrayscan returns the foil owing values: 

0 Successful completion 
-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• arrayscan 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by arrayscan: 

arrayscan: Cannot access lock file. Create an empty file <FILE> 

Two semaphore files are used by arrayscan, /etc/hpC2400/pscan. lock, and 
/etc/hpC2400/monitor. lock. If these files do not exist when arrayscan begins, it 
assumes that the monitor daemon is executing. If the period of time required for the monitor daemon 
to execute expires, and the files still do not exist, it is assumed that they need to be created. You can 
create these files, if necessary, using the touch command (see touch (1)); 

arrayscan: Unable to open Array Parity Scan list <FILE> 

arrayscan updates /etc/hpC2400/hparray.luns, and 

/etc/hpC2400/hparray. devs. arrayscan was unableto write to this file. 

arrayscan: Error from process insf. 

An error occurred while executing insf (see insf(lM)). insf is used by arrayscan on Series 
800 systems to create device files for newly configured disk array devices. 

arrayscan: Error from process ioscan. 

An error occurred while executing ioscan. ioscan is used by arrayscan to scan for all dev¬ 
ices. Disk array devices are filtered from the ioscan output. 

arrayscan: No SCSI devices identified. Check SCSI connections. 

NoSCSi devices were identified. Check SCSI cables and power connections and retry the command. 
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arrayscan: Unable to create char device special file for path <FILE> 

arrayscan will create character, and block device files for all disk array devices it encounters, 
arrayscan was unable to create the device file. 

arrayscan: Insufficient dynamic memory 

An attempt to allocate dynamic memory failed. 

DEPENDENCIES 

This utility is supported only on HP C2425D, HP C2430D, HP C3595A and HP C3596A disk array devices. 

AUTHOR 

arrayscan was developed by HP. 

FILES 

/etc/hpC2400/hparray.luns 
/etc/hpC2400/hparray.devs 
/etc/hpC2400/pscan.lock 
/etc/hpC2400/monitor.lock 
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NAME 

asecure- control access to Audio on a workstation 

SYNOPSIS 

/opt/audio/bin/asecure [-CdelP] [+h host] [-h host] [+p user] [-p user] 

[+u user] [-U user] [+b host, user] [-b host, user] 

DESCRIPTION 

On Series 700 workstations, audio is secured so that only the user on the local workstation can access 
audio. You use the asecure command to modify audio security. This command does not apply to X sta¬ 
tions: on an X station, access to audio is unrestricted. 

To modify audio security, become root on the local workstation where you want make a change. Then, use 
asecure as follows: 

/opt/audio/bin/asecure -C 

When prompted, enter any meaningful password. Issuing asecure -C creates the Audio Security File 
(ASF). The ASF contains information that determines which hosts and users can access the Aserver, and 
which users (other than thesuperuser) can modify theASF. 

If needed, you can allow unrestricted access to audio on this workstation. To remove audio security, issue 
this command: 

/opt/audio/bin/asecure -d 

If instead, you wish to modify security, you use asecure to make changes to the information in theASF. 
(Because the ASF is a binary file, we do not recommend using an editor on this file.) You can use 
asecure to make these types of changes: 

• Allow all clientsfroma remote host to access the server. 

• Allow specific usersfrom all other hosts to access the server. 

• Allow a specific user from a specific host to access the server. 

• Disable access control, allowing complete unrestricted access to the server, but leaving the ASF 
intact. 

Every operation that creates, reinitializes, or changes the contents of the ASF is logged in the 
/var/adm/audio/asecure_log file, so that you can track any changes to the ASF. 

OPTIONS 

asecure supports the foil owing options: 

-Fb|-b host, user 

Add/delete hostname,username pair. You must be either superuser or a privileged 
user to do this. You can supply more than one hostname,username pair separated by 
blanks. 

To use either the -Fb or -b options, you MUST supply at least one 
hostname,usernamepair. Thisoption will not work without a pair. 

Create a new ASF file, called the audio. sec file. Access control default is enabled 
with no entries in the access list. Aserver can now be accessed only by local users on 
the host machine. If an audio.sec file already exists, it is re-initialized. 

You must be superuser to execute this option. This option is mutually-exclusive of all 
other options. 

This option requires a password. This is an extra layer of protection for the contents of 
theASF. It is designed to prevent surreptitious manipulation of theASF. If you are 
creating a new ASF, you are prompted for a password and an encrypted copy of that 
password is stored in the new ASF. 

If the ASF already exists, you are prompted for the password. If your password 
matches the password stored in theASF, theASF isthen re-initialized. 

Disableaccess control to the Aserver. This allows unrestricted access by all clients. 

Enable access control to the Aserver. This restricts access to clients listed in theASF. 
Enabled isthedefault state. 
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+h|-h 
-1 

-P 

+p|-p 

+u|-u 

EXAMPLES 

List entries in access iist. 

/opt/audio/bin/asecure -1 

Disabieaccess controi. This means anyone can connect to Aserver without restriction, 
/opt/audio/bin/asecure -d 

Add moonbeam host for aii users to access iist. Remove pluto host for aii users from access iist. 

/opt/audio/bin/asecure +h moonbeam -h pluto 
Add user comet for hosts saturn and mercury to access iist. 

/opt/audio/bin/asecure +b saturn,comet mercury,comet 

Add user comet to access iist for aii hosts. Remove users venus and neptune from access iist for aii 
hosts. 

/opt/audio/bin/asecure +u comet -u venus neptune 
Create new access iist. 

/opt/audio/bin/asecure -C 

AUTHOR 

asecure wasdeveioped by HP. 

FILES 

/var/opt/audio/asecure_log asecure iog pathname 
/etc/opt/audio/audio.sec ASF pathname 

SEE ALSO 

audio(5), asecure(lM), aserver(lM), attributes(l), convert(l), send_sound(l). 

Using theAudioDeveloper's Kit 


asecure(lM) 


host Add/deiete hostnames for ALL users. You must be either superuser or a privileged 
user to do this. You can suppiy more than one hostname separated by bianks. 

List the contents of the ASF. This option shows a iist of the hostnames and/or user- 
names that have access to the Aserver. 

Change password for audio.sec fiie. You must be superuser to do this. You are 
prompted once for theoid password, then prompted twice for the new password. 

user Add/deiete privileged users. You must be superuser to do this and must enter the 
password given when the ASF was created (see -C option). To see a iist of priviieged 
users, you must be superuser and use the -1 option. 

user Add/deiete usernames for ALL hosts. You must be either superuser or a privileged 
user to do this. You can suppiy more than one username separated by bianks. 
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NAME 

Aserver - start the audio server 

SYNOPSIS 

/opt/audio/bin/Aserver -f 

DESCRIPTION 

The Aserver command starts the HP-UX Audio server, which can run on a system with audio hardware. 
See Audio(5) for information about which systems have audio hardware. The -f option forces thestarting 
of the Audio server: this option is oniy needed if the Aserver has probiems starting. 

The Audio Server 

Before using any audio toois such as the Audio Editor, the system or X station must be running two 
audio server processes, caiied Aserver. On a Series 700, the Remote Procedure Caii daemon (rpcd) 
must aiso be running. 

Normaiiy, the Aserver processes and rpcd start automaticaiiy when the system is booted. If problems 
occur on an ENTRIA or ENVIZEX X station, see the X station owner's manual. On a Series 700 Audio 
hardware, first check if rpcd is running. Type the following: 

ps -e I grep rpcd 

If it is running, you see a line similar to the following. 

604 ? 0:36 rpcd 

If it is not running, see HP 9000/DCE documentation for information on restarting it. If rpcd is running, 
verify that theAserver is running. Type: 

ps -e I grep Aserver 

If the Aserver is running you will see lines similar to the following, which indicate the presence of the two 
Aserver processes: 

1 ? 0:00 Aserver 
224 ? 0:00 Aserver 

If it is not running, become root and restart it as follows: 

/opt/audio/bin/Aserver 
If it failsto start, reissuethecommand with the -f option: 

/opt/audio/bin/Aserver -f 

Using Audio over the Network 

From a workstation, you can also use the Audio Editor and Control Panel over the network. However, the 
remote system is where the actual playback and recording occur. 

The local workstation (or audio client) can be any Series 700 system. The remote system (or audio server) 
can be a Series 700 or an X station with audio hardware and must have the Aserver processes running. If 
the server is a workstation, it must also allow access from remote clients (see asecure(lM)) and must have 
rpcd running. 

To make the system an audio client, set the AUDIO variable by modifying the $HOME/. vueprofile 
file as follows: 

Korn, Bourne, and POSIX Shells: AUDlO=system_name; export AUDIO 

C Shell: setenv AUDIO system_name 

For system_name, identify the workstation or X Station running theAserver. 

If theAUDIO variableis not set, theAudioLibrary attempts to use to theAserver on the system defined by 
the DISPLAY variable. If neither DISPLAY nor AUDIO is set, theAserver on the local machine is used. 

DEPENDENCIES 

The Audio Server must run on a system that has audio hardware. Note that HP-UX for the SMB 705 Sys¬ 
tem does not include audio software. 
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AUTHOR 

The Audio Server was developed by HP. 

SEE ALSO 

audio(5), asecure(lM), attributes(l), convert(l), send_sound(l). 
Using theAudioDeveloper's Kit 
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NAME 

audevent - change or display event or system call audit status 

SYNOPSIS 

audevent [-p|-p] [-F|-f] [-E] [[-e e/ent] ...] [-S] [[-s syscall ] ...] 

DESCRIPTION 

audevent changes the auditing status of the given events or system calls. The e/ent is used to specify 
names associated with certain self-auditing commands; syscall is used to select related system calls. 

If neither -P, -p, -F, nor -f is specified, the current status of the selected events or system calls is 
displayed. If no events or system cal Is are specified, all events and system calls are selected. 

If the -E option is supplied, it is redundant to specify events with the -e option; this applies similarly to 
the -S and -s options. 

audevent takes effect immediately. However, the events and system calls specified are audited only 
when called by a user currently being audited (see audusr(lM)). A list of valid events and associated sys- 
calls is provided in audit(5). 

Only the super-user can change or display audit status. 

Options 

audevent recognizes thefollowing options and command-line arguments: 

-P Audit successful events or system calls. 

-p Do not audit successful events or system calls. 

-F Audit failed events or system calls. 

-f Do not audit failed events or system calls. 

-E Select all events for change or display. 

-e e/ent Select event for change or display. 

-S Select all system cal Is for change or display. 

-s syscall Select syscall for change or display. 

Thefollowing is a list of the valid e/ents and the associated syscalls (if any): 

create Object creation (creat(), mkdir(), mknod(), msggetO, pipe(), 

semget() , shmat(),shmget()) 

delete Object deletion (ksem_unlink (), mq_unlink () , msgctl(), rmdir(), 

semctl 0 , shin_unlink () ) 

readdac Discretionary access control (DAC) information reading (access (), fstat(), 
fstat64 0 , getaccess(),Istat(),lstat64(),stat (),stat64) 

moddac Discretionary access control (DAC) modification (chmodO , chown() , fchmodO , 
fchownO, fsetaclO, lchmod(), lchown(), putpmsgO, semopO, 
setacl() , umask()) 

modaccess Non-DAC modification (chdir() , chrootO , link() , lockf () , lockf64() , 
rename 0, setgidO, setgroupsO, setpgidO , setpgrpO, setre- 
gid(), setresgid() , setresuid() , setsid(), setuidO, shmctl(), 
shmdt() , symlink(),unlink()) 

open Object opening (execv(), execveO, ftruncateO, ftruncate64 (), 

kloadO , ksem_open 0 . mmapO, mmap64(), mq_open(), open(), 
ptrace(),shm_open(),truncate() , truncate64() ) 

close Object closing (close () , ksem_close () , mq_close () , munmap () ) 

process Process operations (exit () , fork() , kill () , mlock() , mlockall () , mun- 

lock(), munlockall () , nsp_init(), plock(), rtprioO, setcon- 
text 0 , setrlimit64(), siggueue(),ulimit64(),vfork()) 

removable Removable media events (exportfs () , mount () , umount () , vfsmount () ) 
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login 

admin 


ipccreat 


ipcopen 


ipcclose 


Logins and logouts 

administrative and superuser events (acctO, adjtimeO, audctl(), 
audswitch() , clock_settime(), mpctl() , reboot(), 

sched_setparam(), sched_setscheduler (), serialize(), setau- 
did(), setaudproc 0 , setdomainname (), seteventO, sethostid() , 
setpriority() ,setprivgrpO , settimeofday(), stime() , swapon0 . 
toolbox() , utssys() ) 

I nterprocess Communication (I PC) object creation (bind (), ipccreate () , ipcd- 
est (),socket(),socket2(),socketpair()) 

I PC object opening (accept (), connect (), fattach(), ipcconnect () , 
ipclookup(),ipcrecvcn()) 

I PC object deletion (fdetach() , ipcshutdown (), shutdown () ) 


ipcdgram I PC datagram (sendto () and recvfrom() ) 


ueventl User-defined event 1 


uevent2 User-defined event 2 


ueventS User-defined event 3 


AUTHOR 

audevent was developed by H P. 

SEE ALSO 

audisp(lM), audomon(lM), audsys(lM), audusr(lM), getevent(2), setevent(2), audit(4), audit(5). 
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NAME 

audisp - display the audit information as requested by the parameters 

SYNOPSIS 

audisp [-U username] [-e e/entname] [-c syscall ] [-p] [-f] [-1 ttyid] [-t start_time] [-s 
stop_time] audit_filename ... 

DESCRIPTION 

audisp analyzes and displays the audit information contained in the specified audit_filename audit files. 
The audit files are merged into a single audit trail in time order. Although the entire audit trail is 
analyzed, audisp allows you to limit the information displayed, by specifying options. This command is 
restricted to privileged users. 

Any unspecified option is interpreted as an unrestricted specification. For example, a missing -u username 
option causes all users' audit information in the audit trail to be displayed as long as it satisfies all other 
specified options. By thesame principle, citing-t start_ti me without -s stop_ti me displays all audit infor¬ 
mation beginningfrom start_timetotheend of thefile. 

audisp without any options displays all recorded information from thestart of theaudit filetotheend. 

Specifying an option without its required parameter results in error. For example, specifying -e without 
any e/entname returns with an error message. 

Options 

-u username Specify the login name (username) about whom to display information. If no (username) is 
specified, audisp displaysaudit information about all users in theaudit file. 

-e es/entname Display audit information of the specified event types. The defined event types are admin, 
close, create, delete, ipcclose, ipccreat, ipcdgram, ipcopen, login, 
modaccess, moddac, open, process, readdac, removable, ueventl, 
uevent2, and ueventS (seeaude/entflM)). 

-c syscall Display audit information about the specified system calls. 

-p Display only successful operations that were recorded in the audit trail. No user event that 

results in a failure is displayed, even if username and es/entname are specified. 

The -p and the -f options are mutually exclusive: do not specify both on the same com¬ 
mand line. To display both successful and failed operations, omit both -p and -f options. 

-f Display only failed operations that are recorded in theaudit trail. 

-1 ttyid Display all operations that occurred on the specified terminal (ttyid) and were recorded in 

theaudittrail. By default, operations on all terminals are displayed. 

-tstart_time Display all audited operations occurring since start_time, specified as mmddhhmm[yy] 
(month, day, hour, minute, year). If no year is given, the current year is used. No opera¬ 
tion in theaudit trail occurring before the specified time is displayed. 

-sstop_time Display all audited operations occurring before stop_time, specified as mmddhhmm[yy] 
(month, day, hour, minute, year). If no year is given, the current year is used. No opera¬ 
tion in theaudit trail occurring after the specified time is displayed. 

AUTHOR 

audisp was developed by FI P. 

SEE ALSO 

audevent(lM), audit(4), audit(5). 
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NAME 

audomon - audit overflow monitor daemon 


SYNOPSIS 

/usr/sbin/audomon [-p fss] [-t sp_freq] [-w warning] [-v] [-o output_tty] 

DESCRIPTION 

audomon monitors the capacity of the current audit fiie and the fiie system on which the audit fiie is 
ideated, and prints out warning messages when either is approaching fuii. It aiso checks the audit fiie and 
the fiie system against 2 switch points: FiieSpaceSwitch (FSS) and AuditFiieSwitch (afS) and if either is 
reached, audit recording automaticaiiy switches to the backup audit fiie if it is avaiiabie. 

The FiieSpaceSwitch (FSS) is specified as a percentage of the totai disk space avaiiabie. When the fiie sys¬ 
tem reaches this percentage, audomon iooks for a backup audit fiie. If it is avaiiabie, recording is 
switched from the audit fiie to the backup fiie. 

The AuditFiieSwitch (AFS) is specified (using audsys(lM)) by the size of the audit fiie. When the audit fiie 
reaches the specified size, audomon iooks for a backup audit fiie. If it is avaiiabie, recording is switched 
from the audit fiie to the backup fiie (see audsys(lM) for further information on use of this parameter). 

If either switch point is reached but no backup fiie is avaiiabie, audomon issues a warning message. 

audomon is typicaiiy spawned by /sbin/init. d/auditing (as part of the init(lM) start-up process) 
when the system is booted up. Once invoked, audomon monitors, periodicaiiy sieeping and "waking up" at 
intervais. Note that audomon does not produce any messages when the audit system is disabied. 

audomon is restricted to priviieged users. 


Options 

-p fss 


-t sp_freq 


-w warning 


Specify the FiieSpaceSwitch by a number ranging from 0 to 100. When the audit fiie's fiie 
system has iess than fss percent free space remaining, audomon iooks for a backup fiie. If 
available, the backup file is designated as the new audit fiie. If no backup file is avaiiabie, 
audomon issues a warning message. 

The fss parameter shouid be a iarger number than the min_free parameter of the fiie sys¬ 
tem to ensure that the switch takes pi ace before min_free is reached. By defauit, fss is 20 
percent. 

Specify the wake-up switch-point frequency in minutes. The wake-up frequency at any 
other time is caicuiated based on sp_freq and the current capacity of the audit fiie and the 
fiie system. The caicuiated wake-up frequency at any time before the switch points is 
iarger than sp_freq. As the size of the audit fiie or the fiie system's free space approaches 
the switch points, the wake-up frequency approaches sp_freq. sp_freq can be any positive 
reai number. Defauit sp_freq is 1 (minute). 

Specify that warning messages be sent before the switch points, warning is an integer 
ranging from 0 through 100. The higher the warning, the cioser to the switch points warn¬ 
ing messages are issued. For exampie, warning = 50 causes warning messages to be sent 
haif-way before the switch points are reached, warning = 100 causes warning messages to 
be sent oniy after the designated switch points are reached and a switch is not possibiedue 
to a missing backup fiie. By defauit, warning is 90. 

Make audomon more verbose. This option causes audomon to aiso print out the next 
wake-up time. 


-o output_tty Specify the tty to which warning messages are directed. By defauit, warning messages are 
sent to the console. Note that this appiies oniy to the diagnostic messages audomon gen¬ 
erates concerning the status of the audit system. Error messages caused by wrong usage of 
audomon are sent to the standard output (where audomon isinvoked). 


AUTHOR 

audomon was deveioped by FI P. 

SEE ALSO 

audsys(lM), audit(5). 
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NAME 

audsys- start or halt the auditing system and set or display audit file information 

SYNOPSIS 

audsys [-nf] [-c file -s cafs] [-x file -z xafs] 

DESCRIPTION 

audsys allows the user to start or halt the auditing system, to specify the auditing system "current" and 
"next" audit files (and their switch sizes), or to display auditing system status information. This command 
is restricted to super-users. 

The "current" audit file is the file to which the auditing system writes audit records. When the "current" 
file grows to either its Audit File Switch (afS) size or its File Space Switch (FSS) size (see audomon(lM)), 
the auditing system switches to write to the "next" audit file. The auditing system switches audit files by 
setting the "current" file designation to the "next" file and setting the new "next" file to null. The "current" 
and "next" files can reside on different filesystems. 

When invoked without arguments, audsys displays the status of the auditing system. This status includes 
information describing whether auditing is on or off, the names of the "current" and "next" audit files, and a 
table listing their switch sizes and the sizes of file systems on which they are located, as well as the space 
availableexpressed asa percentage of the switch sizes and file system sizes. 

Options 

audsys recognizes thefollowing options: 

-n Turn on the auditing system. The system uses existing "current" and "next" audit files 

unless others are specified with the -c and -x options. If no "current" audit file exists 
(such as when the auditing system isfirst installed), specify it by using the-c option. 

-f Turn off the auditing system. The -f and -n options are mutually exclusive. Other 

options specified with -f are ignored. 

-c file Specify a "current" file. Any existing "current" file is replaced with the file specified; 

the auditing system immediately switches to write to the new "current" file. The 
specified file must be empty or nonexistent, unless it is the "current" or "next" file 
already in use by the auditing system. 

-s cafs Specify cafs, the'turrent" auditfileswitch size(in kbytes). 

-X file Specify the "next" audit file. Any existing "next" file is replaced with the file specified. 

The specified file must be empty or nonexistent, unless it is the "current" or "next" file 
already in use by the auditing system. 

-z xafs Specify xafs, the"next" auditfileswitch size(in kbytes). 

If -c but not -X is specified, only the "current" audit file is changed; the existing "next" audit file remains. If 
-X but not -c is specified, only the "next" audit file is changed; the existing "current" audit file remains. 

The -c option can be used to manually switch from the "current" to the "next" file by specifying the "next" 
file as the new "current" file. In this instance, the file specified becomes the new "current" file and the 
"next" fileisset toNULL. 

I n instances where no next file is desired, the-x option can be used to set the "next" file to null by specify¬ 
ing the existing "current" file as the new "next" file. 

The user should take care to select audit files that reside on file systems large enough to accomodate the 
Audit File Switch (AFS) desired, audsys returns a non-zero status and no action is performed, if any of the 
following situations would occur: 

The Audit File Switch size (AFS) specified for either audit file exceeds the space available on the file 
system where the file resides. 

The AFS size specified for either audit file is less than the file's current size. 

Either audit file resides on a filesystem with no remaining user space (exceeds minfree). 


AUTHOR 

audsys was developed by Fi P. 
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FILES 

/ . secure/etc/audnames File maintained by audsys containing the "current" and "next" audit file 

names and thei r switch sizes. 

SEE ALSO 

audit(5), audomon(lM), audctl(2), audwrite(2), audit(4). 
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NAME 

audusr- select users to audit 

SYNOPSIS 

audusr [[-a user] ...] [[-d user] ...] [-a|-D] 

DESCRIPTION 

audusr is used to specify users to be audited or excluded from auditing. If no arguments are specified, 
audusr displaystheaudit setting of every user, audusr is restricted to super-users. 

Options 

audusr recognizesthefollowingoptions: 

-a user Audit the specified user. The auditing system records audit records to the "current" 
audit file when the specified user executes audited events or system calls. Use 
audevent to specify events to be audited (seeaude/entClM)). 

-d user Do not audit the specified user. 

-A Audit all users. 

-D Do not audit any users. 

The -A and -D options are mutually exclusive: that is, if -A is specified, -d cannot be specified; if -D 
isspecified, -a cannot be specified. 

Users specified with audusr are audited (or excluded from auditing) beginning with their next login ses¬ 
sion, until excluded from auditing (or specified for auditing) with a subsequent audusr invocation. Users 
already logged into the system when audusr is invoked are unaffected during that login session; how¬ 
ever, any user who logs in after audusr is invoked is audited or excluded from auditingaccordingly. 

AUTHOR 

audusr was developed by H P. 

FILES 

/tcb/files/auth/*/* Filecontainingflags to indicate whether users are audited. 

SEE ALSO 

audevent(lM), setaudproc(2), audswitch(2), audwrite(2). audit(5). 
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NAME 

authck - check internal consistency of Authentication database 

SYNOPSIS 

authck [-p] [-t] [-a] [-v] [-d [ domainname ]] 

DESCRIPTION 

authck checks both the overall structure and internal field consistency of all components of the Authenti¬ 
cation database. It reports all problems it finds. Only users who have the superuser capability can run this 
command. When pwck is used with the-s option, authck is run with the-p option automatically. 

Options 

authck recognizes thefollowing options and tests: 

-p Check the Protected Password database. The Protected Password database and 
/etc/passwd are checked for completeness such that neither contains entries not in the 
other. The cross references between the Protected Password database and /etc/passwd 
are checked to make sure that they agree. However, if Nis-i- is configured in your system, 
the password table is also checked before reporting a discrepancy. This means that a 
discrepancy would not be reported for a user that does NOT exist in /etc/passwd but 
exists in the Protected Password databaseas well as the Nis-i- passwd table. Fields in the 
Protected Password database are then checked for reasonable values. For example, all time 
stamps of past events are checked to make sure that they have times less than the times 
returned by time(2). 

-t Fields in theTerminal Control database are checked for reasonable values. All timestamps 
of past events are checked to make sure they have times less than those returned by time(2). 

-a Shorthand equivalent of using the-p and -t options together in a singlecommand. 

-V Provide running diagnostics as the program proceeds. Produce warnings when unusual con¬ 
ditions are encountered that might not cause program errors in login, password and su pro¬ 
grams. 

-d Removes Protected Password database entries that are not found in the Nis-F passwd 
table. Nis-F users may have an entry in the Protected database and not in /etc/passwd. 
Thus, this option removes orphaned Protected database entries: orphaned entries can exist 
for deleted Nis-F users. The optional domainnamespecifies the desired Nis-F domain to use 
for the passwd table. If domainnameis not specified, the local domain name is used. 

FILES 

/etc/passwd 
/tcb/files/auth/*/* 

/tcb/files/ttys 

/tcb/files/auth/system/default 
/usr/sbin/authck 

AUTHOR 

SecureWare I nc. 

SEE ALSO 

getprpwent(3), getprtcent(3), getprdfent(3), authcap(4). 
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NAME 

auto_parms - initial system configuration/DHCP support script 

SYNOPSIS 

auto_parms 

DESCRIPTION 

auto_panns is a system initialization script whose primary responsibility lies in handling first time boot 
configuration and ongoing management of the DHCP lease(s). auto_panns is invoked at boot time by the 
/sbin/rc script. I nitially, it will load a list of availableethernet interfaces and begin requesting a DHCP 
lease on each interface, stopping when a valid lease is secured or thelist isexhausted. 

As a part of checking for the aval lability of a I ease on a particular interface, auto_panns will also consult 
/etc/rc. config. d/netconf and examine the variable DHCP_ENABLE[index]. If 
DHCP_ENABLE[index] is set to 'O', auto_panns will not attempt to request a lease on the the interface 
designated by 'index'. If DHCP_ENABLE[index] does not exist in /etc/rc. config. d/netconf, 
auto_panns will assume that it can attempt the DHCP request over the interface. 

Once a lease is secured, the information supplied with the lease will be used to initialize key networking 
parameters (seedhcpdb2conf(lM)). 

If auto_panns detects that the system is going through a "first time boot" (keyed by the hostname for 
the system not being set), it will invoke set_parms for the purpose of verifying the DHCP supplied 
parameters as well as collecting any parameters not supplied by DHCP. 

For all subsequent boots, the data supplied by a DHCP lease is assumed to be definitive and will be recog¬ 
nized as such by auto_panns . Note that in an environment (non-mobile) where DHCP is being used for 
IP address management, the lease information will not change from boot to boot under normal conditions. 
This is accomplished by auto_panns ensuring that the dhcpclient is placed in "lease maintenance 
model' prior to exiting. 

FILES 

/sbin/auto parms 
/sbin/set parms.util 

EXAMPLES 

See /sbin/rc for invocation context 

SEE ALSO 

dhcpdb2conf(lM). 
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NAME 

automount - automatically mount NFS filesystems 

SYNOPSIS 

automount [-nTv] [-D name = value] [-f master-file] [-M mount-directory] [-tl duration] 

[-tm interval] [-tw interval] [directory map [-mount-options] ] ... 

DESCRIPTION 

automount is a daemon that automatically and transparently mounts NFS file systems as needed. It 
monitors attempts to access directories that are associated with an automount map, along with any 
directories or files that reside under them. When a file is to be accessed, the daemon mounts the appropri¬ 
ate NFS file system. Maps can be assigned to a directory by using an entry in a direct automount map, 
or by specifying an indirect map on thecommand line. 

automount interacts with the kernel in a manner closely resembling an NFS server: 

• automount uses the map to locate an appropriate NFS file server, exported file system, and 
mount options. 

• It then mounts the file system in a temporary location, and replaces the file system entry for the 
directory or subdirectory with a symbolic link to the temporary location. 

• If the file system is not accessed within an appropriate interval (five minutes by default), the dae¬ 
mon unmountsthefilesystemand removes thesymboliclink. 

• If the specified directory has not already been created, the daemon creates it, and then removes it 
upon exiting. 

Since name-to-location binding is dynamic, updates to an automount map are transparent to the user. 
This obviates the need to mount shared file systems prior to running applications that contain internally 
hard-coded references to files. 

If the dummy directory (/-) is specified, automount treats the map argument that follows as the name 
of a direct map. In a direct map, each entry associates the full path name of a mount point with a remote 
file system to mount. 

If the directory argument is a path name, the map argument points to an indirect map. An indirect map, 
contains a list of the subdirectories contained within the indicated directory. With an indirect map, it is 
these subdirectories that are mounted automatically. 

A map can bea fileor a NIS/NIS-Fmap; if a file, the map argument must bea full path name. 

The -mount-options argument, when supplied, is a comma-separated list of options to the mount com¬ 
mand (see mount(lM)) preceded by a -. Flowever, any conflicting mount options specified in the indicated 
map take precedence. 

Options 

automount recognizesthefollowingoptions: 

-m Option not supported. 

-n Disabledynamic mounts. With this option, references through the automount dae¬ 

mon succeed only when the target filesystem has been previously mounted. This can 
be used to prevent NFS servers from cross-mount!ng each other. 

-T Trace. Expand each NFS call and log it in /var/adm/automount. log file. 

-V Verbose. Log status messages to the system log file (see syslogd(lM)). 

-Denver = value 

Assign value to the indicated automount (environment) variableenvar. 

-f master-file Read the local master_file before read!ng auto_master map. 

-M mount-directory 

Mount temporary filesystems in the named directory instead of in /tmp_mnt. 

-tl duration Specify a duration (in seconds) that a file system is to remain mounted when not in 
use. The default is 5 minutes. 

-tm interval Specify an interval (in seconds) between attempts to mount a filesystem. The default 
is 30 seconds. 
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-tw inta'val Specify an interval (in seconds) between attempts to unmount filesystems that have 
exceeded their cached times. The default is 1 minute. 

E nvironment Variables 

Environment variables can be used within an automount map. For example, if $HOME appears within 
a map, automount expands it to thecurrent valueof the HOME environment variable. 

To protect a reference from affixed characters, surround the variablename with curly braces. Environment 
variables cannot appear asthekey entry in maps. 

EXAMPLES 

Map E ntry Format 

A simple map entry (mapping) takes the form: 
directory [-mount-options] location ... 

where directory is the full path name of the directory to mount, when used in a direct map, or the 
basename of a subdirectory in an indirect map. mount-options is a comma-separated list of mount 
options, and location specifies a remote filesystem from which the directory may be mounted. I n the simple 
case, location takes the form: 

host: pathname 

Multiple location fields can be specified, in which case automount pings all servers in the list and then 
selects the first host that responds to serve that mount point. 

If location is specified in the form: 
host: path : subdir 

host is the name of the host from which to mount the file system, path is the path name of the directory to 
mount, and subdir, when supplied, is the name of a subdirectory to which the symbolic link is made. This 
can be used to prevent duplicate mounts when multipledirectories in the same remote file system might be 
accessed. Assume a map for /home resembling: 

mike hpserverl:/home/hpserverl:mike 

dianna hpserverl:/home/hpserverl:dianna 

Attempting to access a file in /home/mike causes automount to mount 
hpserverl : /home/hpserverl and creates a symbolic link called /home/mike to the mike sub¬ 
directory in the temporarily-mounted filesystem. A subsequent file access request in /home/dianna 
results in automount simply creating a symbolic link that points to the dianna subdirectory because 
/home/hpserverl is already mounted. Given the map: 

mike hpserverl:/home/hpserverl/mike 

dianna hpserverl:/home/hpserverl/dianna 

automount would have to mount thefilesystem twice. 

A mapping can be continued across input lines by escaping the newline character with a backslash (\). 
Comments begin with a # and end at thesubsequent newline character. 

Directory Pattern Matching 

The & character is expanded to the value of the directory field for the entry in which it occurs. Given an 
entry of the form: 

mike hpserverl:/home/hpserverl:& 

the & expands to mike. 

The * character, when supplied as the directory field, is recognized as the catch-all entry. Such an entry 
resolves to any entry not previously matched. For example, if the following entry appeared in the indirect 
map for /home: 

* &:/home/& 

this would allow automatic mounts in /home of any remote file system whose location could be specified 
as: 


hostname : /home hostname 
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Hierarchical Mappings 

A hierarchical mapping takes the form: 

directory[/[subdirectory][-mount-options] location ...] ... 

The initial / within the /[subdirectory] is required; the optional subdirectory is taken as a file name rela¬ 
tive to the directory. If subdirectory is omitted in the first occurrence, the / refers to the directory itself. 

Given the direct map entry: 

/usr/local \ 

/ -ro,intr shasta:/usr/local ranier:/usr/local \ 

/bin -ro,intr ranier:/usr/local/bin shasta:/usr/local/bin \ 

/man -ro,intr shasta:/usr/local/man ranier:/usr/local/man 

automount automatically mounts /usr/local, /usr/local/bin, and /usr/local/man, as 
needed, from either shasta or ranier, whichever host responded first. 

Direct Maps 

A direct map contains mappings for any number of directories. Each directory listed in the map is 
automatically mounted as needed. The direct map as a whole is not associated with any single directory. 

Indirect Maps 

An indirect map allows specifying mappings for the subdirectories to be mounted under the directory indi¬ 
cated on the command line. It also obscures local subdirectories for which no mapping is specified. I n an 
indirect map, each directory field consists of the basenameof a subdirectory to be mounted as needed. 

Inciuded Maps 

The contents of another map can be included within a map with an entry of the form: 

-fmapname 

mapnamecan either be a file name, or the name of an NIS/NIS-i- map, or one of the special maps described 
below. If mapname begins with a slash then it is assumed to be the pathname of a local file. Otherwise the 
location of the map is determined by the policy of the name service switch according to the entry for the 
automounter in /etc/nsswitch.conf, such as 

automount: files nis 

If the name service is files then the name is assumed to be that of a local file in /etc. If the key being 
searched for is not found in the included map, the search continues with the next entry. 

Special Maps 

Three special maps, -hosts, -passwd, and -null, are currently available: The -hosts map uses 
the gethostbyname () map to locate a remote host when the hostname is specified (seegethostent(3C)). 
This map specifies mounts of all exported filesystems from any host. For example, if thefollowing auto¬ 
mount command is already in effect: 

automount /net -hosts 

a reference to /net/hermes/usr initiates an automatic mount of all file systems from hermes that 
automount can mount, and any subsequent references to a directory under /net/hermes refer to the 
corresponding directory on hermes. The -passwd map uses the passwd(4) database to attempt to 
locatea user's home directory. For example, if thefollowing automount command isalready in effect: 

automount /homes -passwd 

if the home directory for a user has the form /dir/server/username, and server matches the host system 
on which that directory resides, automount mounts the user's home directory as: /homes / username. 

For this map, the tilde character (~) is recognized as a synonym for username. 

The -null map, when indicated on the command line, cancels a previous map for the directory indicated. 
It can be used to cancel a map given in auto_master. 

Configuration and the auto_master Map 

automount normally consults the auto_master configuration map for a list of initial automount 
maps, and sets up automatic mounts for them in addition to those given on the command line. If there are 
duplications, the command-line arguments take precedence. This configuration database contains argu¬ 
ments to the automount command rather than mappings. 
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Maps given on the command line, or those given in a local master file specified with -f override those in 
theauto_master map. For example, given the command: 

automount /homes /etc/auto.homes /- /etc/auto.direct 
and the master map file auto_master containing: 

/homes -passwd 

automount mounts home directories using the /etc/auto.homes map instead of the special - 
passwd map in addition to the various directories specified in the /etc/auto. direct map. 

WARNINGS 

Do not send the SIGKILL signal (kill -9, or kill -KILL) to the automount daemon. Doing so 
causes any processes accessing mount directories served by automount to hang. A system reboot may be 
required to recover from this state. 

Do not start an automount daemon while another is still running. If restarting automount, make 
surethefirst daemon and all of its children are not running. 

When automount receives signal SIGHUP, it rereads the /etc/mnttab file to update its internal 
record of currently mounted file systems. If a file system mounted by automount is unmounted by a 
umount command, automount should deforced to reread the file by sending the SIGHUP signal (see 
kilKD). 

Shell file name expansion does not apply to objects not currently mounted. 

Since automount is single-threaded, any request that is delayed by a slow or nonresponding NFS server 
delays all subsequent automatic mount requests until it completes. 

Programs that read /etc/mnttab and then touch files that reside under automatic mount points intro¬ 
duce further entries to the file. 

Automatically-mounted file systems are mounted with type ignore: they do not appear in the output of 
either mount(lM), or bdf(lM). 

FILES 

/tmp_mnt directory under which filesystems are dynamically mounted 

/etc/mnttab mount table 

/etc/nsswitch. conf the name service switch configuration file. 

SEE ALSO 

mount(lM), bdf(lM), passwd(4). 
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NAME 

autopush - manage system database of automatically pushed STREAMS modules 

SYNOPSIS 

autopush -f file 

autopush -g -M major -m minor 
autopush -r -M major -m minor 

DESCRIPTION 

autopush manages the system database that is used for automatic configuration of STREAMS devices. 
The command is used in three different ways as dictated by the -f, -g, and -r command-line options 
described below. 

Options 

autopush recognizes thefollowing command-line options and arguments: 

-f file Using the configuration information contained in file, load the system database with 

the names of the STREAMS devices and a list of modules to use for each device. 
When a device is subsequently opened, the HP-UX STREAMS subsystem pushes the 
modules onto the stream for the device. 

file must contain one or more lines of at least four fields separated by a space as 
shown below: 

major minor lastminor modulel module2 ... moduleN 

The first field major can be either an integer or a device name. The device name is 
the name for the device used in the master file. The next two fields are integers. If 
minor is set to -1, then all minor devices for the specified major are configured and 
lastminor is ignored. If lastminor is 0, then only a single minor device is configured. 
To configure a range of minor devices for a major device, minor must be less then last- 
minor. The remaining field(s) list one or more module names. Each module is pushed 
in the order specified. A maximum of eight modules can be pushed. Any text after a # 
character in fileistreated asa comment for that lineonly. 

This option is also used to restore device configuration information previously 
removed by autopush -r. However, when used in such a manner, the entire data¬ 
base is restored, not just the information that was previously removed. 

-g -M major -m minor 

Display current configuration information from the system database for the 
STREAMS device specified by the major device number (or device name for thedevice 
from the master file) and minor number. 

If a range of minors has been previously configured then autopush -g returns the 
configuration information for the first minor in the range, in addition to other infor¬ 
mation. 

-r -M major -m minor 

Remove configuration information from the system database for the STREAMS device 
specified by the major device number (or device name for the device from the master 
fileand minor number. Removal is performed on the database only, not on the origi¬ 
nal configuration file. Therefore, the original configuration can be restored by using 
the -f fileoption. To permanently exclude a STREAMS device from the database, its 
information must be removed from the configuration file. 

If minor matches the first minor of a previously configured range then autopush 
-r removes the configuration information for the entire configured range. 


EXAMPLES 

If the file /tmp/autopush. example contains: 

75 -1 0 modA modB 
test 0 5 mode modA 

Then autopush -f /tmp/autopush. example will cause modA and modB to be pushed when¬ 
ever major device # 75 is opened, and mode and modA to be pushed for the first six opens of device 
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test. 

Thisnext example lists information about the stream for major device 75 and its minor device-2: 
autopush -g -M 75 -m -2 

FILES 

/usr/lib/nls/msg/C/autopush. cat N LS catalog for autopush. 

SEE ALSO 

sad(7), stream! 0(7). 
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NAME 

backup - backup or archive file system 

SYNOPSIS 

/usr/sbin/backup [-A] [-archive] [-fsck] 

DESCRIPTION 

The backup command uses find(l) and cpio(l) to save a cpio archive of all files that have been modified 
since the modification time of /var/adm/archivedate on the default tape drive (/dev/update.src). backup 
should be invoked periodically to ensure adequate file backup. 

The -A option suppresses warning messages regarding optional access control list entries. backup(lM) does 
not backup optional access control list entries in a file's access control list (see ad (5)). Normally, a warning 
message is printed for each file having optional access control list entries. 

The -archive option causes backup to save all files, regardless of their modification date, and then update 

/var/adm/archivedate usi ng touch (1). 

backup prompts you to mount a new tape and continue if there is no more room on the current tape. Note 
that this prompting does not occur if you are running backup from cron(lM). 

The -fsck option causes backup to start a file system consistency check (without correction) after the 
backup is complete. For correct results, it is important that the system be effectively single-user whilefsck 
is running, especially if -fsck is allowed to automatically fix whatever inconsistencies it finds, backup does 
not ensure that the system is single-user. 

You can edit /usr/sbin/backup to customize it for your system. For example, backup uses tcio(l) with cpio 
to back up files on an HP CS/80 disc drive's streaming tape. You must modify backup to use cpio(l) if you 
want to access a standard H p Tape Drive. 

Several local values are used that can be customized: 

BACKUPDIRS specifies which directories to back up recursively (usually/, meaning all directories): 
BACKUPLOG file name where start and finish times, block counts, and error messages are logged; 
ARCFIIVE file name whose date is the date of the last archive: 

REMIND file name that is checked by /etc/profile to remind the next person who logs in to 
change the backup tape: 

FSCK LOG file name where start and finish times and fsck output is logged. 

You may want to make other changes, such as whether or not fsck does automatic correction (according to 
its arguments), where cpio output is directed, other information logging, etc. 

I n all cases, the output from backup is a normal cpio archive file (or volume) which can be read using tdo 
and cpio with thee option. 

F i le Recovery 

backup creates archive tapes with all files and directories specified relative to the root directory. When 
recovering files from an archive tape created by backup, you should be in the root directory and specify the 
directory path names for recovered files relative to the root directory (/). When specifying the directory 
path name for file recovery by tdo and cpio, do not precede the leading directory name with a slash. If you 
prefer, you can also use cpio with a -t option to determine how files and directories are named on the 
archive tape before attempt! ng recovery. 

WARNINGS 

Refer to warnings in cpio(l). 

When cpio runs out of tape, it sends an error to standard error and demands a new special file name from 

/dev/tty. 

To continue, rewind the tape, mount the new tape, type the name of the new special file at the system con¬ 
sole, and press Return. 

If backup is being run unattended from cron(lM) and the tape runs out, backup terminates, leaving the 
find process still waiting. Kill this process when you return. 
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FILES 

/var/adm/archivedate parameterized filenames 

SEE ALSO 

cpio(l), find(l), tcio(l), touch(l), cron(lM), fbackup(lM), frecover(lM), fsck(lM), acl(5). 
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NAME 

bdf - report number of free disk blocks (Berkeley version) 

SYNOPSIS 

/usr/bin/bdf [-b] [-i] [-1] [-t type I [filesystem |file] ... ] 

DESCRIPTION 

The bdf command displays the amount of free disk space available either on the specified filesystem 
(/dev/dsk/cOdOsO, for example) or on the file system in which the specified file (such as $HOME), is 
contained. If no file system is specified, the free space on all of the normally mounted file systems is 
printed. The reported numbers are in kilobytes. 

Options 

The bdf command recognizes thefollowing options: 

-b Display information regarding file system swapping. 

-i Report the number of used and free inodes. 

-1 Display information for local file systems only (for example, HFS and CDFS file sys¬ 

tems). 

-t type Report on the file systems of a given type(for example, nfs or hfs). 

RETURN VALUE 

The bdf command returns 0 on success (able to get status on all file systems), or returns 1 on failure 
(unableto get status on one or more file systems). 

WARNINGS 

If filesystem names are too long, the output for a given entry is displayed on two lines. 

The bdf command does not account for any disk space reserved for swap space, or used for the hfs boot 
block (8 KB, 1 per filesystem), hfs superblocks (8 KB each, 1 per disk cylinder), hfs cylinder group blocks 
(1 KB - 8 KB each, 1 per cylinder group), and inodes (currently 128 bytes reserved for each inode). Non- 
H FS file systems may have other items not accounted for by this command. 

AUTHOR 

bdf was developed by the University of California, Berkeley. 

FILES 

/etc/fstab Static information about the file systems. 

/etc/mnttab Mounted file system table. 

/dev/dsk/* Filesystem devices. 

SEE ALSO 

df(lM), fstab(4), mnttab(4). 
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NAME 

boot - bootstrap process 

DESCRIPTION 

The Series 700 and 800 bootstrap process involves the execution of three software components: 

• pdc (see pdc(lM), 

• isl (seeisl(IM), and 

• hpux. 

After the processor is reset, pdc, the processor-dependent code (firmware), performs a self-test and 
initializes the processor. It then loads and transfers control to isl, the operating-system-independent ini¬ 
tial system loader, isl, in turn, loads and transfers control to the hpux utility, the HP-ux-specific 
bootstrap loader, hpux then downloads the hp-ux kernel object file from an hp-ux file system and 
transfers control to the loaded kernel image. 

SEE ALSO 

hpux(lM), isl(lM), pdc(lM). 


Section lM-44 


1- 


HP-UX Release 11.0: October 1997 


bootpd (IM) 


bootpd (IM) 


NAME 

bootpd -1 nternet Boot Protocol server 

SYNOPSIS 

/usr/lbin/bootpd [-d debuglevel] [-s] [-t timeout] [configfile [dumpfile]] 

DESCRIPTION 

The bootpd daemon implements three functions: a Dynamic Host Configuration Protocol (DHCP) server 
as defined in RFC1541, an I nternet Boot Protocol (BOOTP) server as defined in RFC951 and RFC1395, and 
a DHCP/BOOTP relay agent as defined in RFC1542. 

bootpd can be run through inetd (see inetd(lM)), or as a stand-alone daemon. It is run by 
/etc/inetd when thefollowing line(or equivalent) is included in thefile /etc/inetd. conf: 

bootps dgram udp wait root /usr/lbin/bootpd bootpd 

bootpd starts when a boot request arrives. If it has not received another boot request after 15 minutes, 
bootpd exits. The -t option can be used to specify a different timeout value in minutes (such as -t20). 
With a timeout valueof zero (-tO), bootpd never exits. 

To run bootpd as a stand-alone daemon, invoke it with the -s option. This might be the desired mode of 
operation for large network installations with many DHCP/BOOTP clients. With the -s option, the -t 
option has noeffect, since bootpd never exits. 

The -d option sets the verbosity level (1-3) of the logging emitted by the daemon via syslog (see 
syslog(3C)). 

When bootpd receives a DHCP/BOOTP request, it checks whether the client information is in the 
/etc/bootptab database. If the client information is available, bootpd sends back the reply. Other¬ 
wise, it checks whether there is any matched relay information for the client in the /etc/bootptab 
database. If so, bootpd goes through a series of checks to see if it should relay the request. If no 
matched relay information was found, bootpd checks whether the client information is matched by a pool 
or device group in the /etc/dhcptab database. If a match is found, bootpd sends back a reply. The 
request isdropped if no matched group information isfound. 

To replay to a DCHP or BOOTP request the server puts together a BOOTREPLY message and does a 
number of checks to ensure the message is sent to the correct destination. 

bootpd first checks the ciaddr (client IP address) field of the DHCP/BOOTP packet. If this field is 
nonzero, theBOOTREPLY messageissent tothelP address identified in ciaddr. 

If the ciaddr field is zero, bootpd checks the giaddr field. If this field is not zero, bootpd sends the 
BOOTREPLY message to the relay agent specified in giaddr field and the relay agent delivers the BOO¬ 
TREPLY message to the client. If the giaddr field is zero, bootpd sends the BOOTREPLY message to 
the client. In both cases, theBOOTREPLY will either be sent to the IP address specified intheyiaddr 
(your IP address) field or as a broadcast message. On HP-UX, there are two ways to specify that the BOO¬ 
TREPLY should be sent asa broadcast message. 

1. The client sets the broadcast flag bit in the flags field (bit 0) of the DHCP/BOOTP request packet. 

2. Definetheba tag in thebootptab file (see "Tags for client entries" below) 

For the case where thebootpd has matched a relay entry in /etc/bootptab, it attempts to forward 
the request to the configured DHCP/BOOTP server. 

bootpd first checks whether the relay function is enabled for the requesting client. The relay capability is 
configurable. If the relay function is disabled, then the request packet is dropped. 

Before bootpd relays the request, it also examines the giaddr (gateway IP address) field. The client 
sets the giaddr field to zero when it sends out the request. If the relay agent finds this field is zero, it 
fills this field with the primary IP address of the interface on which the request was received; otherwise, 
the relay agent does not change this field. Then bootpd increments the value of the hops field, and 
relays the request to the DHCP/BOOTP servers that have been configured for this client. 

If the relay function is enabled for this client, bootpd checks the hops field of the DHCP/BOOTP request 
packet. The client sets the hops field to 0 when it sends out the DHCP/BOOTP request. The hops value 
is increased every time the request packet is relayed by a relay agent. The maximum hop number can be 
configured. The maximum possible hop number allowed is 16. The default maximum is set to 4. The 
request packet isdropped ifthehop valueexceedstheconfigured maximum. 
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Then bootpd compares the value of the secs (seconds since the client began booting) field of the 
DHCP/BOOTP packet to the threshold value. The client sets the secs field to zero when itfirst sends 
out the request. The client repeats the request if it does not receive a reply. When the client repeats the 
request, it sets the secs value to the number of seconds since the first request was sent, bootpd does 
not relay the request if the value of the secs field is less than the threshold value. The threshold 
value can be configured. The default value is 0. 

Configuration 

Upon startup, bootpd reads its configuration files to build its internal database, then listens for boot 
request packets. The default configuration files are, /etc/bootptab, and /etc/dhcptab . The 
bootptab file can be specified in the command line, bootpd rereads its configuration file when it 
receives a hangup signal, SIGHUP, or when it receives a boot request packet and detects that the 
configuration file has been updated. If hosts are added, deleted, or modified, their entries in the bootpd 
internal database are updated accordingly when the configuration files are reread. 

If bootpd receives a SIGUSRI signal, it dumps its memory-resident database to the file 
/var/tmp/bootpd. dump or thedumpfilespecified in thecommand line. 

The configuration file can contain two types of host entries: 

1. The client entries, which containstheclient information. 

2. The relay entries, which contains the configuration to relay DHCP/BOOTP requests for one or more 
clients. 

The configuration uses two-character, case-sensitive tag symbols to represent host parameters. These 
parameter declarations are separated by colons (:). The general format is: 

hostname:tg=value:... :tg=value:... :tg=value:... 

where hostname is the actual name of a DHCP/BOOTP client in theclient entries, and in thecaseof a relay 
entry, it can be the actual name of a client if it is an individual relay entry, or it can be a name for a group 
of clients if it is a group relay entry, tg is a two-character tag symbol. Most tags must be followed by an 
equal s-sign, and a value as above. Some can appear in a boolean form with no value (that is, : tg:). 

Blank lines and lines beginning with # are ignored in the configuration file. Host entries are separated 
from one another by newlines; a single host entry can be extended over multiple lines if the lines end with a 
backslash (\). It is alsoacceptablefor lines to be longer than 80 characters. Tags can appear in any order 
with the following exceptions: The host name must be the very first field in an entry, and the hardware 
type tag, ht, must precede the hardware address tag, ha. and the hardware mask tag, hm. 

IP addresses are specified in standard Internet dot notation, and can use decimal, octal, or hexadecimal 
numbers (octal numbers begin with 0, hexadecimal numbers begin with Ox or OX). Certain tags accept a 
list of one or more IP addresses (ip_addressjist). When more than one IP address is listed, the addresses 
must be separated by whitespace. 

The types of tags can be grouped into three categories: 

1. The tags that can be used for both theclient and the relay entries. 

2. The tags that can only be used in the relay entries. 

3. The tags that can only be used in theclient information entries. 

Tag ip is used to differentiate a client entry from a relay entry. An entry with tag ip defined is treated as 
a client entry. A relay entry can contain the relay configuration for an individual client, also a hardware 
address mask mechanism is provided to configure the relay entry for a group of clients. The group client 
relay entries are kept in a linear sorted table by bootpd. When a client does not have an individual relay 
specification, the linear table is searched to see if there is a match for the client. If there are multiple 
matched entries in the sorted table, only the first one is used. Tag hm is used to differentiate an individual 
client relay entry from a group relay entry. The linear sorted table is sorted on the value of tag hm. The 
search and match mechanism is explained in the discussion of tag hm. 

Tags for both kinds of entries 

ha=hardwar&address 

This tag specifies the hardware address of the client. The hardware address must be specified in 
hexadecimal: optional periods and/or a leading Ox can be included for readability. The ha tag 
must be preceded by theht tag (either explicitly or implicitly: seetc below). 
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ht=hardware-type 

This tag specifies the hardware type code, hardware-type can bean unsigned decimai, octai, or 
hexadecimai integer corresponding to one of the ARP Hardware Type codes specified in 
RFCIOIO. It can also be specified by the symbolic names ethernet or ether for 10-Mb Eth¬ 
ernet: ethernetS or etherS for 3-Mb experimental Ethernet; ieee802, tr, or token¬ 
ring for IEEE 802 networks; pronet for Proteon ProNET Token Ring; chaos, and arcnet, 
for Chaos and ARCNET, respectively. 

tc=template-host 

This tag indicates a table continuation. Often, many host entries share common values for cer¬ 
tain tags (such as domain servers, etc.). Rather than repeatedly specifying these tags, a full 
specification can be listed for one host entry and shared by others via thetc mechanism. 

The template-host is a dummy host that does not actually exist and never sends boot requests. 

I nformation explicitly specified for a host always overrides information implied by a tc tag sym¬ 
bol. The value of tempiat&host can be the host name or IP address of any host entry previously 
listed in the configuration file. 

Sometimes it is necessary to delete a specific tag after it has been inferred via tc. This can be 
done using the construction tag® which removes the effect of tag. For example, to completely 
undo an RFC1034 domain name server specification, use :ds@: at an appropriate place in the 
configuration entry. After removal with @, a tag is eligible to be set again through the tc 
mechanism. 

Tags for relay entries 

bp= bootp-servers 

This tag specifies the BOOTP servers that DHCP/BOOTP requests will be relayed to. The value 
of bootp-servers can be one or more individual IP addresses, and/or one or more network broad¬ 
cast addresses. A relay entry with this tag configured indicates that the relay function is on for 
the clients specified in this entry. A relay entry missing this symbol means that the relay func¬ 
tion isoff for the clients specified in thisentry. 

th=threshold 

This tag specifies the threshold value in seconds for the entry. The default value is 0. 
hp=hops 

This tag specifies the maximum hops value. If the hops value exceeds 16, it is set to 16. The 
default value is 4. 

hm=hardwar&address-mask 

This tag specifies the mask for the hardware address ha. hardware-address-mask must be 
specified in hexadecimal. An optional leading Ox can be included for readability. Thehm tag 
must be preceded bytheht tag (either explicitly or implicitly: seetc above). Each 0 bit in hm 
specifies that the corresponding bit in ha is a "don't-carel' bit, each 1 bit in hm specifies that the 
corresponding bit in theha valueisANDed with thehm value. If the result isthe same and also 
the hardware type matches, then a match isfound. For example, 

if ( ( (hm & ha) == (client_hw_adcir & hm) ) 

&& (ht == client_hw_type)) 
then a match is found 
else continue the search 


Tags for client entries 

ha This tag specifies that bootpd should broadcast the boot reply to the cl lent. As a boolean tag, it 
causes bootpd to send the boot reply on the configured broadcast address of each network 
interface. You can also assign the tag an IP-address value, which specifies the specific IP or 
broadcast address for the boot reply. 

bf=filename 

This tag specifies the filename of the bootfile that the client should download. The client's boot 
request, and the values of the hd (see below) and bf symbols, determine the contents of the 
bootfilefield in the boot reply packet. 

If the cl lent specifies an absolute path name (in its boot request), and that file is accessible on the 
server machine (see below), bootpd returns that path name in the reply packet. If the file is 
not accessible, the request is discarded; no reply is sent. If the client specifies a relative path 
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name, bootpd constructs a full path name by appending the relative path name to the value of 
the hd tag, and tests to determine If the full path name Is accessible. If the full path name Is 
accessible. It Is returned In the boot reply packet; If not, the request Is discarded. 

Clients that do not specify boot files In their boot requests always elicit a reply from the server. 
The exact reply depends on the values of thehd and bf tags. If thebf tag specifies an absolute 
path name, and the file Is accessible, that path name Is returned In the reply packet. Otherwise, 
If the hd and bf tags together specify an accessible file, that file name Is returned In the reply. 
If a complete file name cannot be determined, or the file Is not accessible publicly, the reply con¬ 
tains a zeroed-out booth I e field. 

If the tftp pseudo-user exists, bootpd treats all path names (absolute or relative) as being 
relative to the home directory of tftp and checks there hrst. If the hie Is not accessible under 
the tftp home directory or the tftp pseudo-user does not exist, bootpd checks for the hie 
relative to /. 

For a hie to be available. It must exist, and be publicly readable. 

All hie names are hrst tried as hlename. hostname and then simply as hlename. Flowever, In 
the case when the tftp pseudo-user exists, but hlename. hostname and hlename are not acces¬ 
sible under the tftp home directly, only hlename Is checked relative to /. 

Note that a hie considered to be accessible relative to / might not actually be accessible via 
tftp If thecommand llneargumentstotftpd disallow that path. 

bs=slze 

This tag specihes the size of the boothle. The parameter size can be either a decimal, octal, or 
hexadecimal Integer specifying the size of the boothle In 512-octet blocks, or the keyword auto, 
which causes the server to automatically calculate the boothle size at each request. Specifying 
thebs symbol as a boolean has the same effect as specifying auto as Its value. 

ci=cllent_l D 

This tag specihes the cl lent Identiher of the client. The parameter cllent_ID can be either a hex¬ 
adecimal Integer, or a string contained In double quotes. Thecllent_ID Isa unique Identiher that 
the DFICP client may use to Identify Itself to the server. If present, the client Identiher super¬ 
sedes the hardware address, so a client and an entry will only match In one of two situations: 
one, they both have the same cl lent Identiher, or two they both have the same hardware address 
and neither has a client identiher. If a request has a client Identiher, then that Is used to match 
the client up with an entry In the BOOTP server conhguratlon hie. One common client ID used 
Is to concatenate the hardware type (e.g. 0x01 for ethernet) with the hardware address. 

cs=lp_addressjlst 

This tag specihes the IP addresses of RFC865 Quote of the Day (cookie) servers. 
dn=domal n_name 

This tag specihes the domain name of the client for Domain Name Server resolution (see 
RFC 1034). 

ds=lp_addressjlst 

This tag specihes the IP addresses of RFC 1034 Domain Name servers. 
ef=fllename 

Specihes the name of an extensions hie. The hie, retrievable via TFTP, contains Information 
which can be Interpreted In the same way as the 64-octet vendor-extension held within the 
BOOTP response. The maximum length of the hie Is unconstrained. All references to an exten¬ 
sions hlename withi n the hie are Ignored. 

gw=l p_address_l I st 

This tag specihes the IP addresses of gateways for the client's subnet. If one of multiple gate¬ 
ways Is preferred. It should be listed hrst. 

hd=home-dl rectory 

This tag specihes a directory name to which the boothle Is appended (see the bf tag above). The 
default valueof thehd tag Is /. 

hn The presence of this tag Indicates that the client's host name should be sent In the boot reply. 
Thehn tag Is a boolean tag. bootpd attempts to send the entire host name as It Is specihed In 
the conhguratlon hie or hosts database. The conhguratlon hie Is checked hrst. If the host name 
Is not found, the hosts(4) database Is then checked. If the hostname cannot ht Into the reply 
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packet, an attempt is made to shorten the name to just the host held (up to the first period, if 
present) and then tried. In no case is an arbitrariiy truncated host name sent. If nothing rea- 
sonabiecan fit, nothing is sent. 

im=i p_address_i i st 

This tag specifies the IP addresses of I mpress network i mage servers. 
ip=ip-address 

This tag specifies the IP address of the DHCP/BOOTP client. 
lg=i p_address_list 

This tag specifies the IP addresses of MIT-LCS UDP log servers. 
lp=i p_addressjist 

This tag specifies the IP addresses of Berkeley 4BSD printer servers. 
md= mer i t_d u mp_f i I e 

This tag specifies the name of a file to dump the core of a client. 
na=ip_address_list 

This tag specifies the IP address(es) of RFC 1001/1002 NetBIOS name server(s) in order of 
preference. 

nb=i p_address_l i st 

This tag specifies thelP address(es) of RFC 1001/1002 NetBIOS datagram distribution server(s) 
i n order of preference. 

nc=N etB I OSnodetype 

Specifies the NetBIOS node type code. Allows NetBIOS over TCP/IP clients to be configured as 
described in RFClOOl/1002. TheNetBIOS_node_typecan bean unsigned decimal, octal, or hexa¬ 
decimal integer corresponding to one of the client types as follows: 

0x1 or B-node for B-node; 

0x2 or P-node for P-node; 

0x4 or M-node for M-node; 

0x8 or H-node for FI -node. 


nd=string 

This tag specifies the NetBIOS over TCP/IP scope parameter for the client as specified in RFC 
1001 / 1002 . 

ns=ip_addressjist 

This tag specifies the IP addresses of IEN-116 name servers. 
nt=ip_addressjist 

This tag specifies the IP addresses of Network Time Protocol servers. Servers should be listed in 
order of preference. 

rl=ip_address_list 

This tag specifies the IP addresses of RF C887 Resource Location Protocol servers. 
rp=root_path 

This tag specifies a path name to be mounted asa root disk. 
sm= subnet-mask 

This tag specifies the client's subnet mask, subnet-mask is specified as a single IP address. 

sr=destination_ip_address gateway_ip_address... 

This tag specifies a list of static routes that the client should put in its routing cache. Each route 
consists of a pairof IP addresses. The first address is the destination address, and the second is 
the router. Use the gw= option to specify the default route (0.0.0.0) as it is not a legal destina¬ 
tion address. 

ss=ip_address 

This tag specifies the IP address of a swap server. 

Tnnn=gen eric-data 

This is a generic tag where nnn is an RFC1533 option field tag number. Use this option to 
configure RFC1533 options not currently supported with bootpd tag names. This option allows 
one to immediately take advantage of future extensions to RFC1533. The generic-data data can 
be represented as either a stream of hexadecimal numbers or as a quoted string of ASCII 
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characters. The length of the generic data is automatically determined and inserted into the 
proper fields of the RFC1541-style boot reply. 

to=offset 

This tag specifies the client's time zone offset in seconds from UTC. The time offset can be either 
a signed decimal integer or thekeyword auto which uses the server's time zone offset. Specify¬ 
ing theto symbol asa boolean has the same effect as specifying auto asits value. 

ts=ip_addressjist 

This tag specifies the IP addresses of RFC868 Time Protocol servers. 

yd=N I S-domai n-name 

Specifies the name of the cl ient's NIS domain. 

ys=ip_addressjist 

Specifies the IP address(es) of NIS servers availableto the client. Servers should be listed in 
order of preference. 

vm=magic-cookie 

This tag specifies the RFC1048 vendor information magiccookie. magic-cookie can be one of the 
following keywords: auto (indicating that vendor information is determined by the client's 
request), rfcl048 (which always forces an RFC1048-style reply), or emu (which always forces 
a CMU-stylereply). 

Vnnn=gen eric-data 

This is a generic tag for vendor specific information where nnn is a vendor defined option field 
tag number. The generic-data data can be represented as either a stream of hexadecimal 
numbers or as a quoted string of ASCI I characters. The length of the generic data is automati¬ 
cally determined and inserted into the vendor specific field of the RFC1541-style boot reply. 

xd=ip_address_list 

This tag specifies the IP addresses of systems that are running the X Window System Display 
Manager and are availableto the cl lent. Addresses should be listed in order of preference. 

xf=ip_addressjist 

This tag specifies the IP addresses of X window System font servers availableto the client. 
Servers should be listed in order of preference. 

dheptab Configuration 

The configuration file /etc/dheptab defines groups of I P addresses that to be leased out to clients. It 
also specifies certain general behaviors of the server, such as whether or not to give addresses from these 
groups to BOOTP clients or onlytoDFICP clients. 

The configuration file has a format similar to the /etc/bootptab configuration file, with a keyword fol¬ 
lowed by one or more tag symbols. These tag symbols are separated by colons (:). The general format is: 

keyword :tg=value: ... :tg=value: ... :tg=value: ... 

where keyword is one of four allowed (non-case-sensitive) symbols and tg is a two or more (case-sensitive) 
character tag symbol. Most tags must be followed by an equals-sign and a value as above. Some can also 
appear in a boolean form with novalue(i.e. :tg:). 

Blank lines and lines beginning with # are ignored in the configuration file. Keyword entries are 
separated from one another by newlines; a single host entry may be extended over multiple lines if each 
continued lineends with a backslash (\). Lines may be longer than 80 characters. Tags can appear in any 
order. 

IP addresses must be specified in standard Internet "dot" notation, and can use decimal, octal, or hexade¬ 
cimal numbers (octal numbers begin with 0, hexadecimal numbers begin with Ox or OX). Certain tags 
accept a list of one or more ip addresses (ip_addressjist). When more than one ip address is listed, they 
must be separated by white space. 

The currently recognized keywords are: 

dhcp_pool_group 

This keyword is followed by tags defining a group of IP addresses to give out to clients on the 
same subnet, and the characteristics of that group. I n addition to the tags defined for DFICP 
groups, all of the two-letter tags for bootp entries may also be used (except for ht, the 
hardware type tag, ha, the hardware address tag, or ci, the client ID tag. Required tags are: 
subnet-mask,addr-pool-start-address, and addr-pool-last-address. 
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dhcp_device_group 

This keyword is used to define a group of iP addresses on a subnet much iike 
dhcp_pool_group, but with one exception: aii dients in a device group must havethesame 
dient dass (specified with tag class-id). This aiiows different types of dients to receive 
different parameters from the server. Required tags are: class-id, subnet-mask, 
addr-pool-start-address, and addr-pool-last-address. 

dhcp_default_client_settings 

Thiskeyword isfoiiowed bytagstobeappiiedtoaii groups. These tag vaiues can be overridden 
for a specific group if that tag is defined for that specific group. This keyword simpiy saves one 
from entering the same tag for every group. Thus most tags that may be used for 
dhcp_pool_group, and dhcp_device_group, may be used here. The tag descriptions 
specify if a tag may not be used here. 

dhcp_server_settings 

This keyword is foiiowed by tags that specify a few generai behaviors for the dhcp server as a 
whde. 

Thecurrentiy supported tags for dhcp_server_settings: 
call-on-unrequited=fiiename 

This tag specifies an executabie fiie fiiename that wiii be caiied when the server receives a 
request to which it cannot send a response. Certain arguments wiii be passed in; the caii exe¬ 
cuted wiii be: 

fiiename: dient-id htype haddr [gateway] 

where dient-id is the dient iD in hex if present, or 00 if there is no dient iD. htype is the 
hardware type as per the ARP section of the "Assigned Numbers" RFC. haddr is the hardware 
address in hex. gateway is the iP address of the bootp reiay agent, if the packet was not 
reiayed, then thisfieid is absent. 

The currentiy supported tags for dhcp_pool_group, dhcp_device_group, and 
dhcp_default_client_settings: 

class-name=ciassname 

This tag specifies a name to refer to a device group by. it is oniy appiicabie to 
dhcp_device_group. The oniy use that bootpd makes of this fieid is in iogging errors 
found in the configuration of the group. 

pool-name= pooi name 

This tag specifies a name to refer to a pooi group by. it is oniy appiicabie to 
dhcp_pool_group. The oniy use that bootpd makes of this fieid is in iogging errors found 
in the configuration of the group. 

class-id=ciient-ciass 

This tag specifies thedient-dass that dients must have to be assigned to this group. This tag is 
required for dhcp_device_group and is inappropriate for any other keyword. Some DFiCP 
dients send out a dient-dass that identifies a dass that a dient beiongs to. For an i P address 
to be assigned from a device group address pooi, not oniy must the dient be on the right subnet, 
it must send a request with a dient-dass that matches that defined for the class-id. This 
may be specified in either hex or in ASCi i (an ASCi i string must beenciosed in doubiequates). 

subnet-mask= mask 

This tag specifies the subnet mask for the addresses in the group being defined, it is specified 
as an iP address. This tag is required for both dhcp_device_group and 
dhcp_pool_group, and is inappropriate for dhcp_default_client_settings. 

addr-pool-start-address=i P-address 

This tag specifies the iowest address in the pooi group to be assigned. This tag is required for 
both dhcp_device_group and dhcp_pool_group, and is inappropriate for 
dhcp_default_client_settings. 

addr-pool-last-address=i p-address 

This tag specifies the highest address in the pooi group to be assigned. This address and the 
addr-pool-start-address define a range of addresses that can be assigned to dients. 
For the server, no two group address ranges may overiap. 
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reserved-f or-other=i p-address-l i st 

This tag is foiiowed by one address that faiis in the range of the group. This address is 
reserved, and wiii not be assigned to any dients by the DHCP server. Aiternativeiy, a range of 
addresses may be defined by giving 2 addresses, with the range being the addresses from the 
first address up to the second address, inciusively. This tag may be repeated to reserve more 
addresses in the same group. It is not appropriate for 
dhcp_default_client_settings. 

lease-time= seconds 

This tag specifies the time in seconds that a iease shouid be given to each dient. The word 
"infinite!' may be used to specify ieases that never expire. The defauit is "infinite." Note that if 
a dient asks for a shorter iease than isconfigured for it, it wiii get that shorter iease time. 

lease-grace-period=percent 

This tag specifies the time after a iease expires during which that iease wiii not be assigned to a 
new dient. percent is the percentage of the configured iease time that this grace period iasts. 
The defauit is 5%. 

tr= percent 

This tag specifies the DHCP IP lease renewal time (Tl) as a percentage of the total lease-time. 
This is the time interval from lease assignment until when the client attempts to renew the 
lease. RFC 1541 states that Tl defaults to 50%. 

tv= percent 

This tag specifies the DHCP IP lease rebind time (T2) as a percentage of the total lease-time. 
This is the time interval from lease assignment until when the client attempts to obtain a new 
I ease from any server. RFC1541 states that T2 defaults to 0.875 times the lease duration (which 
we round off to 88%). 

lease-policy= policy 

This tag specifies whether or not the assigning of new leases can be done. If policy is set to 
re ject-new-clients then no new clients can get a lease, and only clients with existing 
leases will get a response, accept-new-clients isthedefault. 

allow-bootp-clients=boolean 

This tag specifies whether or not bootp clients can be members of the group being defined. The 
default is false. If boolean is TRUE, then an IP address may be assigned to a client that 
doesn't have an entry in thebootptab file and that is on the same subnet as the group being 
defined. This address is treated as an infinite lease, and a boot reply is sent to the client. This 
tag is is not appropriate for dhcp_device_group, since bootp clients don’t have a client 
class (and therefore a bootp client would be incapable of matching the client class of the device 
group). If this tag is used for dhcp_default_client_settings, then it is only applica¬ 
ble to pool groups. 

call-on-assignment=filename 

This tag specifies the fully qualified filename to be called when an IP address has been assigned 
toa new client. Some arguments will be passed in, thecall will be made as follows: 

filename: client-id htype haddr ipaddr subnet-mask lease-expiration [hostname] 

where client-id is the client ID in hex if present, or 00 if there is no client ID. htype is the 
hardware type as per the ARP section of the "Assigned Numbers" RFC. haddr is the hardware 
address in hex. ipaddr is the IP address that was assigned to the client, subnet-mask is the 
subnet mask of the client represented as an IP address, lease-expiration is the bootpd internal 
representation of when the lease will expire (based on a C call to timeO), a value of ffffffff 
represents an infinite lease. If there is a hostname associated with this address, then it is the 
final argument. 

call-on-decline=filename 

This tag specifies the fully qualified filename to be called when an IP address has been declined 
by a new client. Some arguments will be passed in, thecall will be made as follows: 

filename: client-id htype haddr ipaddr subnet-mask 

where client-id is the client ID in hex if present, or 00 if there is no client ID. htype is the 
hardware type as per the ARP section of the "Assigned Numbers" RFC. haddr is the hardware 
address in hex. ipaddr is the IP address that was declined by the client, subnet-mask is the 
subnet mask of the cl lent represented as an IP address. 
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call-on-release=filename 

This tag specifies thefuiiy quaiified fiienameto be caiied when an IP address has been reieased 
byadient. Some arguments wiii be passed in, the caii wiii bemadeasfoiiows: 

fiiename: dient-id htype haddr ipaddr iease-expiration 

where dient-id is the dient ID in hex if present, or 00 if there is no dient ID. htype is the 
hardware type as per the ARP section of the "Assigned Numbers" RFC. haddr is the hardware 
address in hex. ipaddr isthelP address that was reieased by the dient. i ease-expiration isthe 
bootpd internai representation of when the iease wouid have expired, a vaiue of ffffffff 
represents an infinite iease. 

call-on-lease-extenci=fiiename 

This tag specifies the fuiiy quaiified fiienameto be caiied when an IP address iease for a dient 
has been extended. Some arguments wiii be passed in, the caii wiii be madeasfoiiows: 

fiiename: dient-id htype haddr ipaddr subnet-mask iease-expiration 

where dient-id is the dient ID in hex if present, or 00 if there is no dient ID. htype is the 
hardware type as per the ARP section of the "Assigned Numbers" RFC. haddr is the hardware 
address in hex. ipaddr is the IP address that was assigned to the dient. subnet-mask is the 
subnet mask of the dient represented as an IP address, lease-expiration is the bootpd internal 
representation of when the lease will expire (based on a C call to timeO), a value of ffffffff 
represents an infinite lease. 

DHCP/BOOTP Packet 

The DFICP/BOOTP packet has the foil owing format: 
struct dhcp { 


unsigned 

char 

op; 

/* 

packet opcode type */ 

unsigned 

char 

htype; 

/* 

hardware addr type */ 

unsigned 

char 

hlen; 

/* 

hardware addr length */ 

unsigned 

char 

hops; 

/* 

gateway hops */ 

unsigned 

long 

xid; 

/* 

4 bytes transaction ID */ 

unsigned 

short 

secs; 

/* 

seconds since boot began */ 

unsigned 

short 

flags; 

/* 

if giaddr!=0,client flags*/ 

struct in_addr 

ciaddr; 

/* 

client IP address */ 

struct in_addr 

yiaddr; 

/* 

'your' IP address */ 

struct in_addr 

siaddr; 

/* 

server IP address */ 

struct in_addr 

giaddr; 

/* 

gateway IP address */ 

unsigned 

char 

chaddr[16]; 

/* 

client hardware address */ 

unsigned 

char 

sname[64]; 

/* 

server host name */ 

unsigned 

char 

file[128]; 

/* 

boot file name */ 

unsigned 

char 

options[312] ; 

/* 

options area */ 


DHCP Option Numbers 

The DFICP/BootP options discussed above correspond to the option numbersin RFC1533 as follows: 


Number 

Tag 

Description 

1 

sm 

Subnet Mask 

2 

to 

Time Offset 

3 

gw 

Gateways 

4 

ts 

Time Servers 

5 

ns 

lEN 116 Name Servers 

6 

ds 

Domain Name Servers 

7 

ig 

Log Servers 

8 

cs 

Cookie Servers 

9 

Ip 

LPR Servers 

10 

im 

1 mpress Servers 

11 

rl 

Resource Location Servers 

12 

hn 

Send Host Name in reply 

13 

bs 

Boot FileSize 

14 

md 

Merit Dump File 

15 

dn 

Domain Name 

16 

ss 

Swap Server 
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17 

rp 

Root Path 

18 

ef 

Extensions Path 

28 

ba 

Broadcast Address 

33 

sr 

Static Routes 

40 

yd 

NIS Domain 

41 

ys 

N1S Servers 

42 

nt 

NTP Servers 

43 

V### 

Vendor Specific 1 nformation 

44 

na 

NetBIOS Name Servers 

45 

nb 

NetBIOS Datagram Distribution Servers 

46 

nc 

NetBIOS Node Type 

47 

nd 

NetBIOS Scope 

48 

xf 

X Font Servers 

49 

xd 

X Display Manager 

51 

lease-time 

1P Address Lease Time 

58 

tr 

Lease Renewal Time(Tl) 

59 

tv 

Lease RebindingTime (T2) 

60 

class-id 

Class Identifier 

61 

ci 

Client Identifier 


EXAMPLES 

This is an exampieof a /etc/bootptab fiie: 

# Common entry 

global.defaults:\ 
bf=C2300A:\ 
hd=/usr/lib/Xll/:\ 
hn: \ 

ht=ether:\ 
vm=rfcl048 

# Now the actual individual entries 
xterml:\ 

tc=global.defaults:\ 
ha=08000903212F:\ 
ip=190.40.101.22 

xterm2:\ 

tc=global.defaults:\ 
ha=0800090324AC:\ 
ip=190.40.101.35 

# Common relay entry. 

relay-default:\ 
ht=ethernet:\ 

bp=15.4.3.136 15.13.6.192 :\ 
th=2:\ 
hp=5: 


# Relay entry for node2 
node2:\ 

tc=relay-default:\ 
ha=08000902CA00: 

# Group relay entry 

group-machines:\ 

tc=relay-default:\ 
ha=080009000000:\ 
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hm=080009000000: 

# Turn the relay off (block the relay) for the following machines. 

blocked-machines:\ 
ht=ethernet:\ 
ha=07000A000000:\ 
hm=07000A000000: 

# Relay definition for all other machines. 
all:\ 

tc=relay-default:\ 

ha=000000000000:\ 

hm=000000000000: 

This is an exampieof a /etc/dhcpptab fiie: 

# The first entry is for options which define the server's operation. 
DHCP_SERVER_SETTINGS:\ 

call-on-unrequited="/tmp/unrequited.script" :\ 

# The next entry is for options that will be applied to all groups. 

# Individual options may be overridden for a specific group if the group 

# also configures the option. 

DHCP_DEFAULT_CLIENT_SETTINGS:\ 
hn: \ 

lease-time=10080:\ 

# The next entry defines an address pool for devices with the class 

# id "xterminal" on subnet 15.14.128. Address leases will be granted 

# for up to 1 week. The server will use a broadcast message to 

# respond to all client requests. 

DHCP_DEVICE_GROUP:\ 
ba: \ 

class-name=SUBNET_128_XTERMINAL_GROUP:\ 
class-id="xterminal:"\ 
subnet-mask=255.255.255.0 :\ 
addr-pool-start-address= 15.14.128.1 :\ 

addr-pool-last-address= 15.14.128.254 :\ 
lease-time=604800 :\ 
lease-grace-period=5 :\ 

# The next entry grants IP leases to any device on subnet 

# 15.13.128. The script /usr/local/bin/assignment.script will be 

# run whenever a new lease is granted. 

DHCP_POOL_GROUP:\ 

pool-name=RED_SUBNET_POOL:\ 

call-on-assignment="/usr/local/bin/assignment.script" :\ 
subnet-mask=255.255.255.0 :\ 
addr-pool-start-address= 15.13.128.100 :\ 
addr-pool-last-address= 15.13.128.254 :\ 
gw=15.13.128.1 


WARNINGS 

Individual hcst entries must not exceed 1024characters. 
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AUTHOR 

bootpd was developed by Carnegie Mellon University, Stanford University, and HP. 

FILES 

/etc/bootptab 

/etc/dhcptab 

/etc/services 

SEE ALSO 

bootpquery(lM), dhcptools(lM), inetd(lM), tftpd(lM), syslog(3C), hosts(4). 

DARPA Internet Requests For Comments: RFC865, RFC868, RFC887, RFC951, RFClOlO, RFC1034, 
RFC1048, RFC1084, RFC1395, RFC1533, RFC1534, RFC1541, RFC1542. 
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NAME 

bootpquery - send BOOTREQUEST to BOOTP server 

SYNOPSIS 

/usr/sbin/bootpquery haddr [htype] [options] 

DESCRIPTION 

bootpquery is a diagnostic function used to check the configuration of the Internet Bootstrap Protocoi 
(BOOTP) server, bootpd(lM). This function can oniy be run by the superuser, since it uses reserved ports. 

bootpquery constructs a boot request with the suppiied parameters to send to the BOOTP server, and 
prints the contents of the BOOTP server repiy (as shown in EXAMPLES, beiow). Note that bootpquery 
formats and prints RFC-1048 or CM U-styie vendor information inciuded in the BOOTREPLY. 

The BOOTREOUEST packet is broadcast on the BOOTP server port, bootps. If a BOOTP server is 
configured to respond to the request, it returns a BOOTREPLY packet on the BOOTP dient port, bootpc. 
bootpquery can oniy dispiay BOOTREPLY packets when the BOOTP server broadcasts the repiy on the 
dient port or when the hardware address and IP address supplied in the BOOTREOUEST are those of the 
host on which bootpquery is run. 

The foil owing options provide the information for the BOOTREOUEST: 

haddr Flardware address of the BOOTP client; used in the BOOTREOUEST. A BOOTP server 
responds if it has configuration information for a host with this link-level address. 

htype Type of address specified as haddr; may be ether or ieee802 . The default address type 
is ether. 

-iipaddr 

Specify the internet address of the BOOTP client to be used in the BOOTREOUEST. If the 
BOOTP client does not know its IP address, the BOOTP server supplies it in the BOOTRE¬ 
PLY. Otherwise, theserver returnstheBOOTREPLY directly to ipaddr. 

-s server 

Specify the name of the BOOTP server to receive BOOTREOUEST. When the BOOTP server 
is known, the BOOTREOUEST is not broadcast. 

-wen dor 

Specify a vendor name to include vendor information in the BOOTREPLAY. vendor can be 
specified as rfcl048 or emu. For any other vendor specification, the first four characters 
of the parameter are used as the vendor magiccookie. 

-f Specify that bootpd should broadcast the reply back. This option is only valid for bootpd 
on theFIPUX 10.0 (or later) release(s). 

-bbootfile 

Specify a boot file needed by the BOOTP client. If a boot file is specified in the BOOTRE¬ 
OUEST, theBOOTP server responds only if theserver host can makethefileavailable. 


EXAMPLES 

/usr/sbin/bootpquery 02608cee018e ether -s hpserver 

Received BOOTREPLY from hpserver.hp.com (15.9.18.119) 

Hardware Address: 02:60:8c:ee:01:8e 

Hardware Type: ethernet 

IP Address: 15.9.18.113 

Boot file: /export/tftpdir/hp-gw2-oonfg 

RFC 1048 Vendor Information: 

Subnet Mask: 255.255.248.0 

Bootfile Size: 6 512 byte blocks 

Domain Name Server: 15.9.18.119 
Host Name: hp-gw2 
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AUTHOR 

bootpquery was developed by HP. 


SEE ALSO 

bootpd(lM), tftp(l), tftpd(lM). 


DARPA Internet Request For Comments RFC951, RFC1048, RFC1084, RFC1395, RFC1542 Assigned 
Numbers. 
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NAME 

captoinfo- convert a termcap description intoa terminfodescription 

SYNOPSIS 

captoinfo [-Iv] [-wn] [fiienames] 

DESCRIPTION 

captoinfo iooks in fiienames for termcap(3X) descriptions. For each one found, an equivaient ter- 
minfo(4) description is written to standard output aiong with any comments found. The short two ietter 
name at the beginning of the iist of names in a termcap entry, a holdover from Version 6 UNIX, is 
removed. Any description that is expressed relative to another description (as specified in the termcap 
tc=field) is reduced to the minimum superset before output. 

If nofilenameisgiven, the environment variable TERMCAP is used for thefilenameor entry. If TERMCAP 
is a full pathname to a file, only the terminal whose name is specified in the environment variable TERM is 
extracted from that file. If the environment variable TERMCAP is not set, the file 
/usr/share/lib/termcap is read. 

Options 

captoinfo recognizes thefollowing options: 

-1 Print one field per line. If this option is not selected, multiple fields are printed on each line up 
to a maximum width of 60 characters. 

-V Print (verbose) tracing information as the program runs. Additional -v options print more infor¬ 
mation (for example -v -V -V or -wv). 

-wn Change the output width to n characters. 

DIAGNOSTICS 

tgetent failed with return code n (reason). 

The termcap entry is not valid. I n particular, check for an invalid 'tc= entry. 

unknown type given for the termcap code 'cc'. 

The termcap description had an entry for 'cc' whose type was not boolean, numeric or string. 

wrong type given for the boolean (numeric, string) termcap code 'cc'. 

The boolean termcap entry 'cc' was entered as a numeric or string capability. 

the boolean (numeric, string) termcap code 'cc' is not a valid name. 

An unknown termcap code was specified. 

tgetent failed on TERM=term. 

The terminal type specified could not be found in thetermcap file. 

TERM=term: cap cc (info ii) is NULL: REMOVED 

Thetermcap code was specified as a null string. The correct way to cancel an entry is with an @, 
as in :bs@ :. Giving a null string could cause incorrect assumptions to be made by any software 
that uses termcap or terminfo. 

a function key for 'cc' was specified, but it already has the value 'w' . 

When parsing the 'ko' capability, the key 'cc' was specified as having the same value as the capa¬ 
bility 'cc', but the key 'cc' already had a valueassigned to it. 

the unknown termcap name 'cc' was specified in the 'ko' termcap capability. 

A key that could not be handled was specified in the 'ko' capability. 

the vi character 'v' (info 'ii') has the value 'xx', but 'ma' gives 'n'. 

The 'ma' capability specified a function key with a value different from that specified in another 
setti ng of the same key. 

the unknown vi key 'v' was specified in the 'ma' termcap capability. 

A vi key unknown to captoinfo was specified in the 'ma' capability. 

Warning: termcap sg (nn) and termcap ug (nn) had different values, 
terminfo assumes that thesg (now xmc) and ug values were the same. 

Warning: the string produced for 'ii' may be inefficient. 

The parameterized string being created should be rewritten by hand. 
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Null termname given. 

The terminal type was null. This occurs when $TERM is null or not set. 

cannot open "file" for reading. 

Thespecifled file could not be opened. 

Warning: cannot translate capability (unsupported in terminfo) . 

This termcap capability is no longer supported in terminfo, and therefore cannot be translated. 


WARNINGS 

Certain termcap defaults are assumed to be true. For example, the bell character (terminfo bel) is 
assumed to be "G. The linefeed capability (termcap nl) is assumed to be the same for both 
cursor_down and scroll_forward (terminfo cudl and ind, respectively). Padding information is 
assumed to belong at the end of the string. 

The algorithm used to expand parameterized information for termcap fields such as 
cursor_position (termcap cm, terminfo cup) sometimes produces a string which, though techni¬ 
cally correct, may not be optimal. I n particular, the rarely used termcap operation %n produces strings 
that are especially long. Most occurrences of these less than optimal strings are flagged with a warning 
message, and may need to be recoded by hand. 

FIP supports only terminals listed on the current list of supported devices. Flowever, the terminfo database 
contains both supported and nonsupported terminals. If you use nonsupported terminals, they may not 
work correctly. 

AUTHOR 

captoinfo was developed by AT&T. 

SEE ALSO 

tic(lM), untic(lM), curses(3X), termcap(3X), terminfo(4), infocmp(lM). 
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NAME 

catman - create the cat files for the manual 

SYNOPSIS 

/usr/sbin/catman [-A alt-path] [-p] [-m] [-n] [-w] [-z] [sections] 

DESCRIPTION 

The catman command creates the formatted versions of the online manual from nroff(l)-compatlble 
source files. Each manual entry In the man* . Z and man* directories Is examined, and those whose for¬ 
matted versions are missing or out-of-date are recreated, catman formats the most recent of the entries, 
compresses It, and puts It Into the appropriate cat* . Z directory. 

If any changes are made, catman recreates the /usr/share/lib/whatis database. By default, the 
/usr/share/lib/whatis database Is overwritten. IftheMANPATH environment variable Is set to a 
non-default set of paths, the old database file Is saved In /usr/share/lib/whatis . old so that. If 
desired, the system administrator may merge them together. 

By default, catman searches the man* . Z and man* subdirectories under the foil owing man directories: 

• /usr/share/man 

• /usr/contrib/man 

• /usr/local/man 

If MANPATH Is set In the environment, the directories given In MANPATH are checked Instead of the 
default. See envlron(5) for a description of theMANPATH environment variable. 

Before running catman, remove any existing cat* directories. If the -z option Is used, cat*.Z direc¬ 
tories should be removed Instead. If both cat* . Z and cat* directories exist, man(l) updates both direc¬ 
tories and more space Is used. 

Any command-line parameters not starting with - are Interpreted as a list of manual sections (directories) 
to search. For example: 

catman 123 

restricts updating to manual sections 1, 2, and 3 (directories manl, man2, and man3). 

Options 

catman supports the fol lowing options: 

-m Create a merged /usr/share/lib/whatis database: i.e.. Information on new 

manual entries (added since the last time catman was run) Is merged Into the 
current database rather than overwriting It. Ignored If selected with the-n option. 

-n Prevents creation of /usr/share/lib/whatis. 

-p Prints what would be done Instead of doing It. 

-w Causes only the /usr/share/lib/whatis database to be created. No manual 

reformatting Is done. 

-z Puts theformatted entries In the cat* directories rather than In the cat* . Z direc¬ 

tories. 

-A alt-path Perform actions based on the given alternate root. With this option, alt-path will be 
prepended to all directory paths. Including default paths, the paths defined by MAN- 
PATH, and the path to /usr/share/lib/whatis. 

EXTERNAL INFLUENCES 
E nvironment Variables 

MANPATH defines parent directories to be used when searchingman* and man* . Z directories. 

WARNINGS 

If unformatted manual entries (those In the . . /man* subdirectories) have been removed since the last 
time catman was run. Information In the /usr/share/lib/whatis database may be lost. The -m 
option may be used to override this, but may result In repeated lines In the database for the same manual 
entry. 
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EXAMPLES 

Create uncompressed cat* files for sections 1 and Im of the manual, but don't create the 
/usr/share/lib/whatis database: 

catman -z -n 11m 

Run catman from a server to create cat* entries for a diskless client under the alternate root 
/export/shared_roots/OS_700: 

catman -A /export/shareci_roots/OS_700 
This will create cat* manpages under: 

/export/shareci_roots/OS_700/usr/share/man/ 

/export/shareci_roots/OS_7 0 0/usr/contrib/man/ 

/export/shareci_root s/OS_7 00/usr/local/man/ 

and a whatis file in: 

/export/shared_roots/OS_700/usr/share/lib/whatis 

Create cat* entries for an application and merge the information with the 
/usr/share/lib/whatis database: 

MANPATH=/opt/langtoo1s/man 
catman -m 

Note that you may wish to saveMANPATH before doing this, so as not to lose your current MANPATH. 

AUTHOR 

catman was developed by HP and the University of California, Berkeley. 


FILES 

/usr/share/man/man*[.Z]/* 

/usr/share/man/cat*[.Z] /* 
/usr/local/man/man*[.Z] /* 
/usr/local/man/cat*[.Z]/* 
/usr/contrib/man/man*[.Z] /* 
/usr/contrib/man/cat*[.Z] /* 
/usr/share/lib/whatis 

/usr/lbin/mkwhatis 


Unformatted (nroff(l)-compatible source) manual entry files 
[compressed]. 

Formatted manual pages [compressed]. 


Databaseof manpageentry summaries; utilized by the man -k 
command. 

Command to make whatis database. 


SEE ALSO 

compress(l), fixman(lM), man(l), environ(5). 
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NAME 

cfl - configure a logical unit (LUN) on a SCSI disk array 

SYNOPSIS 

cfl [-L LUN_address] [-a -clist [,list] [-i]] [-b block_size] [-clist [,list]] [-d] [-f fiag word] 
[-k num_log_blocks] [-1 sec tenths] [-n num_log_blocks] [-p list] [-r RAID_le(/el] 

[-S num_log_blocks] [-t reg| sub] [-z num_log_blocks] d0/ice_file 

DESCRIPTION 

cfl sets configuration parameters, and changes the status of a lun on the HP SCSI disk array associated 
with de/ice_file. 

NOTE: newarray, a front-end program for cfl, is recommended for doing array configuration (see 
newarray(lM)). 

Options 

-L LUN_address 

Specifies which SCSI unit address to affect. 

-a -c list [, list ] [ -i ] 

list is a comma-separated drive list (cXiY,cXiY,...) describing drives on SCSI channel X, 
and SCSI idY (whereXandY are decimal numbers). Multiplelists aredelimited by space 
characters. 

Add a LUN to the set of luns known by the controller. If this option is used, the runstring 
must also contain a valuefor the -c parameter, and can contain values for all other appli¬ 
cable parameters except -d (thedeleteLUN option). Ifonlythe -c parameter is supplied, 
a default RAID-level 0 configuration is created with the drives specified in the parameter 
list. The user may thus specify all the lun characteristics in one line; create a default 
configuration and change a few of the parameters to desired values in one line, or create a 
default configuration and iteratively change its parameters to the desired values. The -i 
option formats the newly added lun after configuration. If multipletUNs are to be added 
and configured, each lun must be formatted before any other LUNs can be added and 
configured. 

-b block_size Set the logical block sizeoftheLUN. block sizeis specified in bytes. 

-c I i St [, I i st2] devi ce_fi I e 

Assign to the lun a configuration table that describes which drives are associated with the 
LUN and specifies the order each drive appears in a data stripe. One, or more tables can be 
assigned to each lun, depending on the raid level. Each table can have a maximum of five 
drives. 

-d Delete the lun from the set of luns known by the controller. This option cannot be used 

simultaneously with the -a option. 

-f fiag word Assign the desired hexadecimal values, given in fiag word, to the array's two lun flag 
bytes. The default fiag word is hex 0072. User-changeable bits are in Mode Page 0x2b 
byte 25 (the Isb): bit 4, which enables AEN polling when set; bit 5, which enables parity 
verification when set, and bit 6, which enables writes with parity verification when set. 

-k num_log_blocks 

Set the reconstruction quantity in blocks. This represents the number of blocks recon¬ 
structed in a single reconstruction command. Reconstruction commands are issued at an 
adjustable interval until thetUN is reconstructed (seethe -1 option). 

-1 sec_tenths Set the reconstruction frequency, the interval between successive reconstruction com¬ 
mands. It is expressed in tenths of a second. 

-n num_log_blocks 

Set the number of logical blocks in thetUN. 

-p list Create theLUN's disk bit map, which describes the drives associated with thetUN. Either 

a configuration table or a disk bit map, but not both, is required to configure a lun; use of 
the configuration table is recommended. 

-r raidje/el Set the raid level of thetUN; valid raid levels are 0, 1, 3 and 5. 
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-s num_log_blocks 

Set the number of blocks in a lun segment, the part of a data stripe residing on a single 
disk. 

-t reg | sub 

Set the LUN type, regular or sub-LUN. A sub-LUN is a lun that can share its physical 
drivefs) with another lun; usually, its data resides on more than one drive. Configurations 
involving data striping or mirroring should usesub-LUNs. 

-z num_log_blocks 

Set the number of blocks in thefirst segment of thetUN. 


RETURN VALUE 

cfl returnsthefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• cfl 


• SCSI (device level) communications 


• system cal Is 

All error information is printed tostderr. 


E rror messages generated by cfl: 
usage: cfl -L <LUN_addr> -a <-c ...> 
cfl -L <LUN_addr> -b <n> <special> 
cfl -L <LUN_addr> -c «cXiY, . . . [cXiY, 
config table (s) 

cfl -L <LUN_addr> -d <special> 

cfl -L <LUN_addr> -f <n> <special> 

cfl -L <LUN_addr> -k <n> <special> 
blocks 

-1 <n> <special> 

-n <n> <special> 

-P 
-r 
-s 
-t 
—z 


[-1] <special> add LUN 
set logical block size 

. . ] > I none> <special> build 

delete LUN 
set LUN flags 

set reconstruction amt in 


cfl -L <LUN_addr> 
cfl -L <LUN_addr> 
cfl -L <LUN_addr> 
cfl -L <LUN_addr> 
cfl -L <LUN_addr> 
cfl -L <LUN_addr> 
cfl -L <LUN_addr> 


set reconstruction frequency 
set number of blocks in LUN 
<cXiY,...> <special> build disk bit map 
<n> <special> set RAID level 

<n> <special> set segment size in blocks 

<reg | sub> <special> set LUN type 
<n> <special> set segment 0 size in blocks 


An error in command syntax has occurred. No valid tags were present, or an illegal tag was encountered. 
Re-enter the command with all required arguments. If a syntax error occurs in a runstring with a 
legal tag, only the template for that tag will be displayed. 


cfl: Arg incompatible with other 

One of the arguments is incompatible with another, for example, when the -a (add lun) and -d 
(deleteLUN) are both on thecommand line. 


cfl: Arg out of range 

Oneof the arguments is larger than its allowed maximum value (or smaller than its allowed minimum 
value), or is incorrect in form. Check the size, and form of each argument and make appropriate 
corrections. 


cfl: device busy 

To ensure that cfl does not modify a disk array that is being used by another process, cfl 
attempts to obtain exclusive access to the disk array. If the disk array is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message is 
returned by the driver. To eliminate the "device busy" condition, determine what process has the 
device open. I n the case of LVM, it is necessary to deactivate the volume group containing the array 
before configuri ng the array (see vgchange(lM)). 

cfl: LUN does not exist 

The addressed lun is not known to the array controller. Only the -a option can operate on an 
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unconfigured lun. The -d option ignores references unconfigured luns (and does nothing with 
them). 

cfl: LUN # too big 

The LUN number, which is derived from the device speciai fiie name, is out of range. 

cfl: Multiple args of same type 

An argument occurs more than once on the command iine. 

cfl: Not a disk array 

The device being addressed did not identify itseif as a SCSI disk array product that is supported by 
cfl. 

cfl: Not a raw file 

cfl must be able to open the device file for raw access (the character device file). 

cfl: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

cfl uses thefollowing system calls: 

malloc(),free(),stat(),open() , close() , read() , write() , and ioctl() . 

Documentation for these hp-ux system calls contains information about the specific error conditions associ¬ 
ated with each call, cfl does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

TodeleteLUN 5 associated with /dev/rdsk/c2t0d0: 
cfl -L 5 -d /dev/rdsk/c2t0d0 

To add the lun 0 associated with /dev/rdsk/c2t0d0, which will have the following characteristics: 
logical block size 512 bytes, raid level of 5, auto reconstruct disabled, reconstruction amount of 64 blocks, 
reconstruction frequency of .2 seconds, segment size of 64 blocks, type sub-LUN, segment zero size of 1, and 
drives with SCSI id 1 on channels 1 through 5, to be striped in thechannel order 3, 5, 1, 2 and 4: 

cfl -L 0 -a -b 512 -r 5 -f 0072 -k 64 -1 2 -n 123456 -s 64 
-t sub -z 1 -c c3il,c5il,clil,c2il,c4il /dev/rdsk/c2t0d0 


WARNING 

Changing any configuration parameter except the reconstruction frequency and reconstruction quantity 
puts the affected LUN in an unusable ("dead") state. You must reformat the lun before it can be used with 
the new configuration values. Formatting a lun destroys all of its user data. 

DEPENDENCIES 

The FI P C2425 and FIP C2427 disk arrays are only supported on Series 700 systems running FIP-UX version 
9.0X. 

The FIP C2430 disk array is supported on Series 700 and 800 systems running FIP-UX versions 9.OX and 
10. OX. 

AUTHOR 

cfl was developed by FI P. 

SEE ALSO 

newarray(lM), arraytab(4), vgchange(lM). 
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NAME 

ch_rc - change system configuration file 

SYNOPSIS 

/usr/sbin/ch_rc -a| -r| -1 [-v] [-A] [-R root] [-p -Iparameterl parameter=value}...] [file...] 

DESCRIPTION 

ch_rc manages the addition, modification, removal, and retrieval of information stored in files having the 
format of those in the /etc/rc. config. d directory. 

Parameter names are treated as strings. Thus, X[0] has no special meaning to ch_rc in relation to 
other parameters named X [ 1 ] orx. 

Options 

file Specify thefile(s) to be used as the configuration database. If no file is specified, the set of 
files used by ch_rc defaults to /etc/TiMEZONE and all files in the 
/etc/rc. config. d directory. 

Modification and deletion of configuration parameters occurs in the file where the parame¬ 
ter is found. 

-a Add or modify a parameter definition. For each parameter specified on the command line, if 
the parameter is found in the specified (or default) files, it is modified to reflect the specified 
value. If the parameter is not found, it is added to the specified file(s). 

If a new parameter is being defined, one or more files must be specified on the command 
line: thespecified files are those in which the parameter will be defined. 

-r Remove a parameter definition. For each parameter name specified on the command line, 

remove any occurrence of that parameter from the specified file(s). 

-1 List configuration values. For each parameter specified on the command line, output every 

definition of the parameter from the specified file(s). Output consists of only the values, 
one per line. 

-p Specify a parameter name or name/value pair. If a name and value is expected, but only a 

name is specified, the value will be set to the empty string. For example, specifying FOO 
or FOO= will result in FOO and FOO= respectively. 

Due to shell quoting rules, if you need a quoted parameter value, you must protect the 
quotes from the shell. For example, 

ch_rc -a -p VALUE="a b c" <file> 
yields: 

VALUE=a b c 
which is an error, whereas, 

ch_rc -a -p VALUE='"a b c"' <file> 
yields: 

VALUE="a be" 

-V Verbose. When used with the -1 option, the -v option causes a verbose listing to be out¬ 
put. This listing includes a filename followed by the entire line containing the specified 
parameter for each occurrance of the parameter. 

-A The -A option is used to list all occurances of array parameters matching the parameters 
specified on the command line. 

For example, 

ch_rc -1 -A -V -p ZZZ file 
may emit thefollowing output: 

file: ZZZ[0]=zero 
file: ZZZ[5]=five 
file: ZZZ[9]=fred 
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-R root Normally, the files specified on the command line are used as specified. By specifying a 
root directory with the -R option, all files (Including the default files If none are specified) 
will be I nterpreted relative to root. 

For example. If root Is specified as /foo and /etc/TiMEZONE is specified on the com¬ 
mand line, it will be I nterpreted as /foo/etc/TiMEZONE. 

RETURN VALUE 

ch_rc exits with oneof thefollowingvalues: 

0 add/delete/llst successful 

1 command line syntax/usage error 

2 can not access one or more of the listed (or default) files 

3 can not open/create/writefile 

4 memory error 

5 no files specified on command linefor add option 

EXAMPLES 

Files in the /etc/rc. config. d directory have the foil owing format: 

# Comments are preceded by pound signs and 

# are always on a line of their own. 

# Blank lines are allowed. 

VARIABLE=value 
VARIABLE_2=value2 
VARIABLE_3[1]=value3 
VARIABLE_3[2]=value4 

# All parameters are defined on a single line 

# Parameters must not be exported 

WARNINGS 

ch_rc does not interpret configuration files; It only does pattern matching. As a result. If comments 
appear on lines containing parameter definitions, the comments will also appear In output when using the 
-1 option. 

ch_rc cannot parse multiple parameter definitions which occur on the same line of a file. 

AUTHOR 

ch_rc was developed by FI P. 

FILES 

/etc/rc. config system configuration database driver file 
/etc/rc. config. d directory containing system configuration files 

SEE ALSO 

rc.config(4). 
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NAME 

chroot - change root directory for a command 

SYNOPSIS 

/usr/sbin/chroot newroot command 

DESCRIPTION 

The chroot command executes command relative to the newroot. The meaning of any initial slashes (/) 
in path names is changed for command and any of its children to newroot. Furthermore, the initial work¬ 
ing directory is newroot. 

Note that command suffixes that affect input or output for the chroot command use the original root, not 
thenewroot. For example, the command: 

chroot newroot command > x 
locates filex relative to the original root, not the new one. 

The command variable includes both the command name and any arguments. 

The new root path nameisalways relative to thecurrent root. Even if a chroot iscurrently in effect, the 
newroot argument is relative to thecurrent root of the running process. 

This command is restricted to users with appropriate privileges. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi byte character code sets are supported. 

WARNINGS 

command cannot be in a shell script. 

Exercise extreme caution when referring to special files in the new root filesystem. 

chroot does not search the PATH environment variablefor the location of command, so the absolute path 
name of command must be given. 

When using chroot to establish a new environment, all absolute path name references to the file system 
are lost, rendering shared libraries inaccessible. If continued access to shared libraries is needed for correct 
operation, theshared librariesand thedynamic loader must be copied into the new root environment. 

SEE ALSO 

chdir(2), chroot(2). 

STANDARDS CONFORMANCE 

chroot: SVID2, SVID3, XPG2, XPG3 
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NAME 

ciri - clear inode 

SYNOPSIS 

/usr/sbin/clri special i-number ... 

DESCRIPTION 

The clri command clears the inode i-number by filling it with zeros, special must be a special file name 
referring to a device containing a file system. For proper results, special should not be mounted (see 
WARNINGS below). After clri is executed, all blocks in the affected file show up as "missing" in an 
fsck of special (seefsck(lM)). This command should only be used in emergencies. 

Read and write permission is required on the specified special device. The inode becomes allocatable. 

WARNINGS 

The primary purpose of this command is to remove a file that for some reason does not appear in any direc¬ 
tory. If it is used to clear an inode that does appear in a directory, care should betaken to locate the entry 
and remove it. Otherwise, when the inode is reallocated to some new file, the old entry in the directory will 
still point to that file. At that point, removing the old entry destroys the new file, causing the new entry to 
point to an unallocated inode, so the whole cycle is likely to be repeated again. 

If the file system is mounted, clri is likely to be ineffective. 

DEPENDENCIES 

clri operates only on file systems of type hfs. 

SEE ALSO 

fsck(lM), fsdb(lM), ncheck(lM), fs(4). 

STANDARDS CONFORMANCE 

clri: SVID2, SVID3 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-69 


cirsvc(lM) 


clrsvc(lM) 


NAME 

cirsvc - clear x25 switched virtual circuit 

SYNOPSIS 

cirsvc line pad-type 

DESCRIPTION 

cirsvc clears any virtual circuit that might be established on the specified line, pad-type indicates to 
cirsvc what opx25 script to run from /usr/lbin/uucp/X25. 

DEPENDENCIES 

HP 2334A is the only PAD supported at this time, and results in an opx25 execution of HP2334A. clr. 

EXAMPLES 

A typical invocation is: 

/usr/lbin/uucp/X25/clrsvc /dev/x25.1 HP2334A 

AUTHOR 

cirsvc was developed by H P. 

SEE ALSO 

getx25(lM), opx25(lM), getty(lM), login(l), uucp(l). 
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NAME 

config - configure and build an HP-UX system 

SYNOPSIS 

/usr/sbin/config [-c c_file] [-1 m_file] [-m master] [-r path] [-s| -u] [-S] [-t] system_file 
/usr/sbin/config -M module_name [[-M module_name]...] [-m master] [-u] 

DESCRIPTION 

config is used to configure the foil owing parts of the operating system: 

• device drivers 

• swap and dump devices 

• tunablesystem parameters 

• kernel modules 

config supports the foil owing configurations: 

• whole kernel configuration (first form) 

Both the static kernel (vmunix) and dynamically loadable modules are generated, and a system 
reboot is necessary. 

• dynamically loadablemoduleconfiguration (second form) 

Specified loadable modules are dynamically generated and registered with the current system. The 
newly configured services are available immediately, without requiring a system reboot. 

Kernel modules can either be static modules or dynamically loadablemodules. 

The first form is used to configure the entire kernel: that is, the static kernel and all kernel modules. This 
type of configuration is called a whole kernel configuration. The second form is used to configure only the 
dynamically loadablemodules. 

Static modules are maintained in individual object files which are included or excluded from the static ker¬ 
nel (vmunix) based on whether the features they support are required in the system. Such modules are 
non-loadableand remain linked into the kernel. 

Dynamically loadable modules are also maintained in individual object files but they are not statically 
linked into the kernel. Loadable modules can be configured to be included or excluded from the kernel 
dynamically, without having to relink the entire kernel or reboot the system. The loadable image gen¬ 
erated during the configuration of such modules may be auto-loaded or unloaded by the kernel or demand- 
loaded or unloaded by the system administrator. 

See the Managing Systems and Workgroups for information on how to include or remove a subsystem, file 
system, or kernel module, and how to boot the system. 

Whole Kernel Configuration (First Form) 

To configure a whole kernel, config reads the user-provided description of an HP-UX system 
(system_file), the system description files for kernel modules, and the master kernel configuration table 
information. 

Note that the system file and system description files for kernel modules should only be modified by using 
thekmsystem or kmtune system administration commands. 

For all kernel modules to be configured, config checks the interface functions or symbols used by the 
modules. If modules rely on symbols not covered by the $INTERFACE section of its master file, 
configuration fails. Otherwise, config generates thefollowing output files and directories: 

• C program source files (conf .c and space. h) that define the configuration tables for various 
parts of the system. Unlesskernel modules are configured, these files will not be generated. 

• C program header file (tune .h) that defines tunable parameters of the system required by kernel 
and kernel modules. 

• C program sourcefiles (mod_conf. c) that are required by kernel modules. Ifaspace.h header 
file is provided with a module, it is included by the source file. 

• a makefile (config. mk) to compile the C program produced and relink the newly configured sys¬ 
tem with statically linked kernel module object file (vinunix_test ), and to generate kernel 
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symbol table (symtab). 

• another makefile (config. mod) to generate all dynamically loadable modules to be configured. 

• a directory (dlkm. vmunix_test) to store the generated dynamically loadable modules, kernel 
symbol table, and module registry file associated with the kernel being built (vmunix_test). 
This directory here after will be referred to as the kernel function set directory. The files In this 
directory will be referred toasthekernel function set files. 

Many header files are needed to compile conf. c. Also, archive library files containing the kernel objects 
are needed to link the kernel. These files are supplied with the system and are contained In the directories 
found under /usr/conf. 

config. mod and the module registry file are not generated If there are no dynamically loadable modules 
being configured. 

config executes the make command to compile conf .c, to link the kernel with the appropriate kernel 
libraries and statically linked modules, and to generate the kernel symbol table. It also executes themake 
command with config.mod tocomplledynamically loadablemodules. 

Themake command create several files In a working directory whose location depends on the name of the 
system file. If system_file Is /stand/system, the working directory Is /stand/build: otherwise the 
working directory Is the current directory. With successful completion of themake command, thefollow- 
I ng fil es are generated: 

• kernel file 

Thekernel file vmunix_test Isgenerated In the working directory. 

• kernel function set directory 

Thekernel function set directory (dlkm. vmunix_test) Iscreated In the working directory. 

• kernel symbol table 

Thekernel symbol tablesymtab Isgenerated In thekernel function set directory. 

• dynamically loadablemodules 

Dynamically loadablemodules are generated under a subdirectory (mod.d) of the kernel function 
set directory. 

If the -u option Is specified, the newly generated kernel file and Its kernel function set directory are 
automatically copied to their default locations, /stand/vmunix and /stand/dlkm, respectively, on 
system shutdown or restart. The previous kernel file and Its kernel function set directory will be saved as 
/stand/vmunix.prev and /stand/dlkm. vmunix.prev, respectively. 

Options for Whole Kernel Configuration 

When configuring a whole kernel, the config command recognizes thefollowing arguments: 

-c c_fl I e 

Specify the name of the C program source file produced by config. The default file name Is 
conf.c. 

-1 m_flle 

Specify the name of the makefile which Is generated by config. This Is the makefile which will 
be used by config to compile the C program source file and make the new kernel. The default 
fil enamels conf ig.mk. 

-m master 

Specify the name of the master kernel configuration Information file or directory that config 
should use In creating source files and makefiles. If master Is a directory, config reads all files 
In that directory to create Its data structures. If master Is a file, only that file Is read for creating 
data structures for config. By default, config reads the files In the directory 
/usr/conf/master. d. /usr/conf/master. d Is supplied as part of the HP-UX operat¬ 
ing system and should not be modified by anyone who does not fully understand Its structure and 
purpose. 

-r path 

Search the directory path for the libraries and header files needed for making the kernel. By 
default, config uses the directory /usr/conf. 
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-S statically link all kernel modules into the kernel file. This option only takes effect if kernel 
modules are configured as loadable. 

-s Stop after generating source files and makefiles, make is not executed and no kernel 
(vmunix_test ) or kernel modules are created. The -s option cannot be used with the -u 
option. 

-t Give a short table of major device numbers for the character and block devices, the card drivers, 
the streams drivers and modules that require link routines, the streams devices and the streams 
modules named in system_file. These tables may be useful when creating special device files. 

-u Invoke kmupdate after successfully configuring the new kernel environment. The -u option 
cannot be used together with the -s option. 

system_f 11 e 

The file containing configuration information for the user's system. The default system file is 
/stand/system and when this file is used as input to config, the resulting output is placed 
in the directory /stand/build. If a fileother than /stand/system is used for system_file, 
config places its output files in the current directory. The system file is divided into two parts: 
the first part (mandatory) contains driver specifications: the second part (optional) contains 
system-dependent information. 

Constructing an HP-UX System File 

The first part of system_fileis used to configure: 

• device drivers 

• pseudo-drivers 

• subsystems 

Each linehasthefollowingformat: 

de/name where de/name is the driver or subsystem name as it appears in the alias tables, driver install 
tables or the device tables in the files in the directory, /usr/conf/master. d. For example, 
scsi selects the driver for SCSI disk drives, scsitape selects the driver for SCSI tape drives, 
and nfs selects the NFS subsystem. Together, the files in /usr/conf/master. d contain a 
complete list of configurabledevices, cards, subsystems, and pseudo-drivers. 

The optional second part of system_file is used to: 

• define the swap device 

• define the dump device(s) 

• provide a mapping of a driver to a hardware path 

• define status and values of selected system parameters. 

Lines are constructed as indicated below for each category. 

(1) Swap de/ice specification 

No more than one swap specification is allowed. If a swap specification is not given, the system 
will be configured to swap on the root device at the end of the filesystem. 

swap hw_path offset [blocks] 

Configure the swap device location and its size as specified. Arguments are interpreted 

as follows: 

hw path The hardware path representing the device to configure as the swap device or 
the string default may be used to indicate using the root device. 

offset The swap area location. Boundaries are located at IK-byte intervals. A nega¬ 
tive value specifies that a file system is expected on the device. At boot-up, 
the super block is read to determine the exact size of the file system, and this 
value is put in offset. If the swap device is auto-configured, this is the 
mechanism used. If the super block is invalid, the entry will be skipped so 
that a corrupted super block will not later cause the entire file system to be 
corrupted by configuring the swap area on top of it. A positive or zero value 
for offset specifies the minimum area that must be reserved. Zero means to 
reserve no area at the head of the device. A zero value implies that there is 
no file system on thedevice. 
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blocks The number (in decimal) of IK-byte disk blocks in the swap area. For this 
swap device specification, only the blocks parameter is optional. Zero is the 
default for auto-configuration. If blocks is zero, the entire remainder of the 
device is automatically configured in as swap area. If blocks is non-zero, its 
absolute value is treated as an upper bound for the size of the swap area. 
Then, if the swap area size has actually been cut back, the sign of blocks deter¬ 
mines whether blocks remains as is, resulting in the swap area being adjacent 
to the reserved area, or whether blocks is bumped by the size of the unused 
area, resulting in the swap area being adjacent to the tail of the device. 

swap hw path options 

Configure the swap device at the location specified using the options specified. The 
hw_path argument is interpreted as it is in the previous example. 

The options field is used to specify a section. It is only offered for backwards compati bi I- 
ity purposes. For example, s3 would put the swap area on section 3. 

swap Ivol 

Configure swap on a logical volume. 

swap none 

Configure the kernel with no swap device. 

(2) D u mp d e/i ce(s) sped fi cati on 

One or more dump specifications are allowed. If a dump specification is not given, then the pri¬ 
mary swap area will be used. 

diunp hw path [options] 

Configure the dump device location and its size as specified. Arguments are interpreted 
as follows: 

hw path The hardware path representing the device to configure as a dump device or 
the string default may be used to indicate using the primary swap area. 

options This field is used to specify a section. It is only offered for backwards compati¬ 
bility purposes. For example s3 would put the dump area at section 3. 

dump Ivol 

Configure dump on a logical volume. 

dump none 

Configure the kernel with no dump device. 

(3) Devicedriver to hardwarepath 

One or more driver to hardware path specifications is allowed. If a driver statement is provided, 
the specified software module is forced into the kernel I/O system at the given hardware path. 
This can be used to make the system recognize a device that could not be recognized automati¬ 
cally. 

driver hw path driver_name 

Bind the driver into the kernel I/O system at the given hardwarepath. Arguments are 
interpreted as follows: 

hw path The hardware path representing the device to bind the software with. 
driver_name 

The name of the software module to bind into the kernel at the specified 
hardware path. 

(4) System parameters 

These parameters should not be modified without a full understanding of the ramifications of 
doing so (seethe Managing Systems and Workgroups manual). 

Each line contains two fields. The first field can contain up to 20 characters: the second field up to 
60 characters. Each line is independent, optional, and written in the foil owing format: 

parameter_name number or formula 

Interprocess communication consists of messages (mesg), semaphores (sema) and shared 
memory (shmem) features. If mesg, sema, and/or shmem are specified as 0, the kernel code for 
these features is not included. If they are specified as 1, the kernel code is included; this is the 
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default. The features can be specified independent of each other. If the code is included, the 
parameters listed below can be modified: 


mesg 

1 

msgmap 

number or formula 

msgmax 

number or formula 

msgmnb 

number or formula 

msgmni 

number or formula 

msgseg 

number or formula 

msgssz 

number or formula 

msgtql 

number or formula 

sema 

1 

semaem 

number or formula 

semmap 

number or formula 

semmni 

number or formula 

semmns 

number or formula 

semmnu 

number or formula 

semume 

number or formula 

semvmx 

number or formula 

shmem 

1 

shmall 

number or formula 

smbrk 

number or formula 

shmmax 

number or formula 

shmmin 

number or formula 

shmmni 

number or formula 

shmseg 

number or formula 


Dynamically Loadable Module Configuration (Second Form) 

To configure loadable kernel modules, config builds components for the module specified by the -M 
option. If the -M option is specified in conjunction with the -u option, then config builds the loadable 
module and call upon kmupdate to update the loadable image of that module in memory. Updating the 
loadable image implies replacing the existing loadable image with the newly created loadable image, re¬ 
registering the module with the new information, if required, and performing any type-specific initializa¬ 
tion: e.g. recreating the special device file, if needed. 

When configuring loadable modules, config reads the running kernel's system description file, system 
description files for kernel modules, and the master kernel configuration information table. 

Note that system description files for kernel modules should only be modified by using kmsystemor 
kmtune system administration commands. 

To configure loadable modules, config checks the interface functions or symbols used by the modules. If 
the modules rely on symbols not covered by the $INTERFACE section of its master file, configuration fails, 
config then generates thefollowing output files: 

• C program header file (tune .h) that defines tunableparameters of thesystem. 

• C program sourcefile (mod_conf. c) that is required by each kernel module. 

• makefile (config.mod) to generate specified dynamically loadablemodules. 

• module registry entry to register the specified modules. 

After the above files have been generated, config executes the make command with config.mod to 
generate dynamically loadablemodule. 

With a successful make, the object files of dynamically loadable modules are generated and placed under 
the kernel function set directory. 

If the -u option is specified, kmupdate is executed by config. 

All kernel module related files are needed to configure the module. See kminstall(lM) for detailson kernel 
modulefiles. 

Options for Loadable Module Configuration 

When configuring a loadablemodule, config recognizes thefollowing options: 

-M module_name 

Configure the specified loadable module only. A kernel file is not generated in this case. If 
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successful, the loadable image of the module is generated. 

If the specified module is a stub module (see master(4)), config prints a message and fails. An 
entire kernel build is required to configure stub modules. 

-m master 

Specify the name of the master kernel configuration information file or directory that config 
should use in creating source files and makefiles. If master is a directory, config reads all files 
in that directory to create its data structures. If master is a file, only that file is read for creating 
data structures for config. By default, config reads the files in the directory 
/usr/conf/master. d. /usr/conf/master. d is supplied as part of the HP-UX operat¬ 
ing system and should not be modified by anyone who does not fully understand its structure and 
purpose. 

-u I nvoking kmupdate to update the module. 

Kernel Module System Description File 

Kernel module description files are placed under /stand/system.d. A system file for a module is 
named after the module name and is unique. 

Each file consists of three mandatory and one optional sections. 

$VERSION: 

The line starting with $VERSI0N indicates the version number for the file format. Version is 
defined as a decimal number and starts from one. 

Format is: 

$VERSI0N version_number 
Example: 

$VERSION 1 

$CONFIGURE: 

The linestarting with $C0NFIGURE indicates whether the module needs to be configured. If the 
second field is either Y or y, the module will be configured on the next build. If the field is either 
N or n, themodulewill not be configured on the build. 

Format is: 

$CONFIGURE -Dfl y| N| n} 

Example: 

$CONFIGURE Y 

$LOADABLE: 

The line starting with $LOADABLE indicates how the module will be configured. If the second 
field iseither Y or y, themodulewill be configured asa dynamically loadablemodule. 

If thefield IseitherN or n, themodulewill be statically linked into the kernel. 

If the master file for the module does not have a $LOADABLE section, then the system file should 
not have one either. 

Format is: 

$LOADABLE -pfl y| N| n} 

Example: 

$LOADABLE Y 

$TUNABLE (Optional system parameter section) 

The section between the lines starting with $TUNABLE, and with $$$ indicates tunableparameters of the 
module. 

The above mentioned keywords e.g. $VERSI0N, $C0NFIGURE must start at the beginning of the line 
without white space or tabs. Field separators can be single white spaces, tabs, or a combination of both. 
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Lines starting with an asterisk (*) arecomment iines 

RETURN VALUE 

config returns 0 upon successfui compietion. If an error occurs, a non-zero vaiueis returned. 

DIAGNOSTICS 

Aii error messages and warning messages of config are sent to stderr. Status report messages are sent 
to stdout. These messages are self explanatory. Some messages are generated by make or commands 
called from the makefiles. 


FILES 

/usr/conf/master.d/* 
/usr/conf/interface.d/* 
/usr/conf/gen/config.sys 
/usr/conf/gen/config.Im 
/stand/system 
/stand/system.d/* 
/stand/build/conf.c 
/stand/build/tune.h 
/stand/build/config.mk 
/stand/build/config.mod 
/stand/build/vmunix_test 
/stand/build/dlkm.vmunix. 

/stand/build/dlkm.vmunix. 

/stand/build/dlkm.vmunix. 


Default input master configuration tables 

Interface files 

Contains skeleton makefile 

Contains skeleton makefilefor kernel modules 

Default system file 

Default kernel moduledescription files 

Default output configuration table 

Default output system parameter table 

Default output makefl) script 

Default kernel module make(l) script 

Default kernel made by config 

_test/symtab 

Default kernel symbol table 

_test/mod.d/* 

Default kernel module loadable image 

_test/mod_register 

Default module registry file 


SEE ALSO 

kminstall(lM), kmmodreg(lM), kmsystem(lM), kmtune(lM), kmupdate(lM), make(l), interface(4), mas- 
ter(4). 
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NAME 

/usr/newconfig/etc/mail/convert_awk - converts old sendmail.cf files to new format. 

SYNOPSIS 

conve rt_awk 

DESCRIPTION 

convert_awk Is an awk program that will convert pre-HP-UX 10.20 sendmail.cf files Into the for¬ 
mat required by the HP-UX 10.20 sendmail (sendmail 8.7 and up). 

To run It, use: 

awk -f convert_awk < old.cf > new.cf 

Note that the new sendmail.cf files offer a wealth of new options and features. You should STRONGLY con¬ 
sider making a new sendmail. cf file from the distribution version or from the m4 macros, which are 
provided In HP-UX 10.20 In /usr/newconfig/etc/mail/cf. 

SEE ALSO 

sendmall(lM). 
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NAME 

convertfs - convert an hfs filesystem to allow long file names 

SYNOPSIS 

/usr/sbin/convertfs [-q] [special-file] 

DESCRIPTION 

The convertfs command converts an existing hfs file system supporting the default maximum file 
name length of 14 characters Into one that supports file names up to 255 characters long. Once an hfs file 
system Is converted to long file names, It cannot be restored to Its original state, since the longer file names 
require a directory representation that Is Incompatible with the default hfs directory format. Since this Is 
an Irreversible operation, convertfs prompts for verification before It performs a conversion. 

convertfs forces the system to reboot If the root file system Is converted. When converting the root file 
system, the system should be In single-user mode, with all unnecessary processes terminated and all non¬ 
root filesystems unmounted. Except for the root file system, convertfs requires that the file system to 
be converted be unmounted. 

If Invoked without arguments, convertfs Interactively prompts the user with a list of the hfs file sys¬ 
tems from /etc/fstab. One or more or all of the listed filesystems can deselected for conversion. Typ¬ 
ically, It Is desirable to convert all of the file systems In /etc/fstab to avoid inconsistencies between 
two file systems mounted on the same system. 

convertfs can also be Invoked with an argument of either a block or character special-file of a file sys¬ 
tem to be converted. Only the block special file should be specified for a mounted root filesystem. 

As part of the conversion process, convertfs performs an fsck on each filesystem (see fsck(lM)). 

Options 

-q Do quietly, convertfs will perform the conversions without querying the user. Nor¬ 

mally convertfs prompts the user before converting a file system. 

RETURN VALUE 

convertfs returns the foil owing values: 

0 Success. Either convertfs successfully converted the file system, or the file system 

already allowed long file names. 

non-0 Failure, convertfs was not able to convert the file system due to some failure In pro¬ 
cessing. 

AUTHOR 

convertfs was developed by FIP. 

FILES 

/etc/fstab Default llstof filesystemstocheck. 

SEE ALSO 

fsck(lM), mkfs(lM), newfs(lM), fs(4), fstab(4). 
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NAME 

cpset - install object files in binary directories 

SYNOPSIS 

cpset [-o] object directory [-mode [-owner [-group]]] 

DESCRIPTION 

The cpset command installsthe specified object file in the given directory. The mode, owner, and group, 
of the destination file can be specified on thecommand line. If thisdata isomitted, two results are possible: 

• If you have administrative permissions (that is, your numerical ID is less than 100), the following 
defaults are provided: 

mode 0555 

owner bin 
group bin 

• If you do not have administrative permissions, the default mode, owner, and group of the destination 
file are the same as yours. 

The -o option forces cpset to move object to OLDobject in the destination directory before installing the 
new object. 

cpset reads the /etc/src/destinations file to determine the final destination of the file to be 
installed. The destinations file contains pairs of path names separated by spaces or tabs. The first 
name is the "official" destination (for example: /usr/bin/echo). The second name is the new destina¬ 
tion. If echo is moved from /usr/bin to /usr/local/bin, theentry in destinations would be: 

/usr/bin/echo /usr/local/bin/echo 

When the actual installation happens, cpset verifies that the "old" pathname does not exist. If a file 
exists at that location, cpset issues a warning and continues. 

This file does not exist on a distribution tape; it is used by sites to track local command movement. The 
procedures used to build the source are responsible for defining the "official" locations of the source. 

Cross Generation 

The environment variable ROOT is used to locate the destination file (in the form 
$ROOT/eto/sro/destinations). This is necessary in the cases where cross generation is being 
done on a production system. 

EXAMPLES 

If you are an administrator, all of the following examples have the same effect. They copy file echo into 
/usr/bin with mode, owner, and group set to 0555, bin, bin, respectively: 

cpset echo /usr/bin 0555 bin bin 
cpset echo /usr/bin 
cpset echo /usr/bin/echo 

If you are not an administrator, the last two examples set mode, owner, and group to your current values. 

SEE ALSO 

chacl(l), make(l), install(lM), acl(5). 
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NAME 

crashconf - configure system crash dumps 

SYNOPSIS 

/sbin/crashconf [-arv] [-i|-e class] ... [des/ice...] 

DESCRIPTION 

crashconf displays and/or changes the current system crash dump configuration. The crash dump 
configuration consists of three lists: 

• The crash dump de/ice list. This list identifies all devices that can be used to store a crash dump. 

• The included class list. This list identifies all system memory classes that must be included in any 
crash dump. 

• The excluded class list. This list identifies all system memory classes that should not be included in a 
crash dump. 

Most system memory classes are in neither the included class list nor the excluded class list. I nstead, the 
system determines whether or not to dump those classes of memory based on the type of crash that occurs. 

Note that certain types of system crash, such as TOC's, require a full crash dump. Also, the system opera¬ 
tor may request a full crash dump at the time the dump is taken. I n either of these cases, a full dump will 
be performed regardlessof the contents of the excluded classlist. 

Any changes to the configuration take effect immediately and remain in effect until the next system reboot, 
or until changed with a subsequent invocation of crashconf. 

de»/ice specifies a block device file name of a device that is a valid destination for crash dumps. All such 
devices listed on the command line will be added to the end of the current list of crash dump devices, or will 
replace the current list of crash dump devices, depending on whether -r is specified. 

class is the name (or number) of a system memory class which should be added to the appropriate cl ass list. 
The list of system memory classescan beobtained using crashconf -v. 

class may also be the word all, in which case all classes are added to the appropriate list. (The effect of 
adding all classes to the included class list is to force full crash dumps under all circumstances. The effect 
of adding all cl asses to the excluded class list is to disable crash dumps.) 

Options 

-a The file /etc/fstab is read, and all dump devices identified in it will be added to (or will replace) 
the current list of crash dump devices. This is in addition to any crash dump de/ices specified on the 
command line. Seefstab(4) for information on theformat of /etc/fstab. 

-e The classes specified with -e will be added to (or will replace) the list of excluded (i.e., should not 
dump) classes. If any of those classes are present in the current included class list, they will be 
removed from it. 

-i The classes specified with -i will be added to (or will replace) the list of included (i.e., must dump) 
classes. If any of those classes are present in the current excluded class list, they will be removed 
from it. 

-r Specifies that any changes should replace, rather than add to, the current configuration. Thus, if 
des/ices or -a are specified, the current crash dump device list is replaced with new contents; if 
classes are specified with -e, they replace the list of currently excluded classes, and if classes are 
specified with -i, they replace the list of currently included classes. 

-V Displays the current crash dump configuration. This is the default option if no arguments are 
specified. If any changes to the current configuration are specified on the same command lineas-v, 
the configuration will be displayed after the requested changes are made. 

RETURN VALUE 

Upon exit, crashconf returns thefollowingvalues: 

0 Success. 

1 The requested configuration changes could not be made. 
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WARNINGS 

The output of crashconf is not designed to be parsed by appiications or scripts, but oniy to be read by 
humans. The output format may change without notice. Appiications which require crash dump 
configuration information shouid retrieve that information using pstat(2). 

Dump devices created by ivcreate(lM) must be contiguous (-Cy option) with bad biock reiocation turned off 
(-rn option). 

AUTHOR 

crashconf wasdeveioped by HP. 

SEE ALSO 

ivcreate(lM), crashconf(2), pstat(2), fstab(4). 
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NAME 

crashutil - manipulatecrash dump data 

SYNOPSIS 

/usr/sbin/crashutil [-q] [-v yffsion] source [destination] 

DESCRIPTION 

crashutil copies and preserves crash dump data, and performs format conversions on it. Common uses 
of crashutil inciude: 

• Copying portions of a dump that stiii reside on a raw dump device intoa crash dump directory. 

• Converting between different formats of crash dumps. 

• Copying crash dumps from one directory, or medium, to another. 

crashutil wiii write to its destination the crash dump it reads from its source. The crash dump format 
used to write the destination is specified with -v; if -v is not specified, the destination wiii have the same 
format as the source. If no destination is specified, source is used; the format conversion wiii be done in 
piace in thesource, without copying. When crashutil compietes successfuiiy, theentirecontents of the 
crash dump wiii exist at destination: any portions that had stiii been on raw dump devices wiii have been 
copied to destination. 

There are three known dump formats: 

COREFiLE (Version 0) Thisformat, used up through hp-ux 10.01, consists of a singiefiie containing the 
physicai memory image, with a 1-to-l correspondence between fiie offset and memory 
address. Normaiiy there is an associated fiie containing the kernei image, sources or 
destinations of this type must be specified as two pathnames to pi ain flies, separated by whi¬ 
tespace: the first is the core image fiie and the second is the kernei image fiie. 

COREDIR (Version 1) Thisformat, used in hp-ux lO.iO, 10.20, and 10.30, consists of a core, n directory 
containing an INDEX fiie, the kernei (vmunix) fiie, and numerous core . n . m flies, which 
contain portions of the physicai memory image, sources or destinations of this type shouid 
be specified as the pathname to a core directory. 

CRASHDIR 

CURRENT (Version 2 — the current version) This format, used in hp-ux 11.00 and iater, consists of a 
crash, n directory containing an INDEX fiie, the kernei and aii dynamicaiiy ioaded kernei 
moduie flies, and numerous image . m. p flies, each of which contain portions of the physi¬ 
cai memory image and metadata describing which memory pages were dumped and which 
were not. sources or destinations of this type shouid be specified as the pathname to a crash 
directory. 

Other formats, for exampietapearchivai formats, may be added in thefuture. 

When the source and destination are different types of flies — for exampie, when source is a directory and 
destination is a pair of piain flies — both must be specified. 

Options 

-q (Quiet) Disabies the printing of progress messages. Warning and error messages are stiii 

printed. 

-V version Specifies the version of the destination format. Aiiowed vaiues are COREFILE, COREDIR, 
CRASHDIR, 0, 1, or 2. Aiso aiiowed is the keyword CURRENT, which specifies that the desti¬ 
nation format shouid be the same as the current source format. CURRENT is the defauit if 
-V is not specified. 

RETURN VALUE 

Upon exit, crashutil returnsthefoiiowingvaiues: 

0 Theoperation wassuccessfui. 

1 Theoperation faiied, and an appropriateerror message was printed. 

EXAMPLES 

AnHP-UX 11.00 crash dump was saved by savecrashflM) to /var/adm/crash/crash. 2. The -p flag 
was specified to savecrash, specifying that oniy those portions of the dump which were endangered by swap 
activity shouid be saved: the rest are stiii resident in the raw dump devices. To save the remainder of the 
dump into the crash dump directory, use: 
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crashutil /var/adm/crash/crash.2 

If preferred, the completed crash dump directory could be in a different location — perhaps on another 
machinevia NFS: 

crashutil /var/adm/crash/crash.2 /nfs/remote/otherdir 

To debug this crash dump using tools which do not understand the most current crash dump format, con¬ 
vert ittotheolder core directory format: 

crashutil -v COREDIR /var/adm/crash/crash.2 /tmp/oldcoredir 

or the even older "core file and kernel" format: 

crashutil -v COREFILE /var/adm/crash/crash.2 /tmp/corefile 
/tmp/kernfile 

AUTHOR 

crashutil was developed by FIP. 

SEE ALSO 

savecrash(lM). 
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NAME 

create_sysfile- create a kernel system file 

SYNOPSIS 

/usr/lbin/sysadm/create_sysfile [outfile] 

DESCRIPTION 

The create_sysfile command creates a kernel generation description file (system file) which can be 
used as Input to the command config. The system file Is built according to the drivers required by the 
current system hardware. This command Is Intended for use during the Install process when the system 
does not have a system file. 

The create_sysfile command first chooses a template file based on the CPU type of the machine, 
then It scans the system hardware and Includes all drivers It can Identify to run the existing hardware. If 
outfile Is specified, the resulting system file Is sent to outfile. If outfile Is not specified, the output is placed 
In thefile /stand/system. 

RETURN VALUE 

The create_sysfile command returns zero upon normal completion or 1 If an error occurred. 

DIAGNOSTICS 

Errors are sent to stderr. Most of the diagnostic messages from create_sysfile are self-explanatory. 
Errors cause create_sysfile to halt Immediately. 

AUTHOR 

create_sysfile was developed by HP. 

FILES 

/usr/conf/gen/templates/* 

/usr/conf/master.d/* 

SEE ALSO 

config(lM), master(4). 
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NAME 

cron - timed-job execution daemon 

SYNOPSIS 

/usr/sbin/cron 


DESCRIPTION 

cron executes commands at specified dates and times. Reguiariy scheduied commands can be specified 
according to instructions piaced in crontab flies. Users can submit their own crontab flies with a crontab 
command (see crontab(l)). Users can submit commands that are to be executed oniy once with an at or 
batch command. 

Since cron never exits, it shouid be executed oniy once. This is best done by running cron from the ini- 
tiaiization process with the startup script /sbin/init. d/cron (see init(lM)). 

cron oniy estabiishesa scheduiefor crontab flies and at/batch command flies during process initiaiiza- 
tion and when it is notified by at, batch, or crontab that a flie has been added, deieted, or modified. 

When cron executes a job, the job’s user and group I Ds are set to those of the user who submitted the job. 

Spring and Autumn Time Transitions 

On the days of dayiight savings (summer) time transition (in time zones and countries where dayiight sav¬ 
ings time appiies), cron scheduiescommands differentiy from normai. 

In the foiiowing description, an ambiguous time refers to an hour and minute that occurs twice in the 
same day because of a dayiight savings time transition (usuaiiy on a day during the Autumn season). A 
nonexistent time refers to an hour and minute that does not occur because of a dayiight savings time 
transition (usuaiiy on a day during the Spring season). DST-shift refers to the offset that is appiied to 
standard time to resuit in dayiight savings time. This is normaiiy one hour, but can be any combination of 
hours and minutes up to 23 hours and 59 minutes (seetztab(4)). 

When a command is specified to run at an ambiguous time, the command is executed oniy once at the first 
occurrence of the ambiguous ti me. 

When a command is specified to run at a nonexistent time, the command is executed after the specified 
time by an amount of time equai to the DST-shift. When such an adjustment wouid conflict with another 
time specified to run the command, the command is run oniy once rather than running the command twice 
at the same time. 

Commands that are scheduied to run during aii hours (there is a * is in the hour fleid of the crontab entry) 
are scheduied without any adjustment. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 

If LANG is not specified or is set to the empty string, it defauits to "C" (see iang(5)). If any internationali¬ 
zation variable contains an invalid setting, all internationalization variables default to "C" (see environ (5)). 


DIAGNOSTICS 

A history of all actions taken by cron is recorded in /var/adm/cron/log. 


EXAMPLES 

The following examples assume that the time zone is MST7MDT. In this time zone, the DST transition 
occurs one second before 2:00 a.m. and the DST-shift is 1 hour. 


Consider thefollowing entries in a crontab file: 


# Minute 

# - 

0 

0 

0 

0 

0 

0 

0 


Hour 

Month 

Day 

Month 

Weekday Command 

01 

* 

* 

* 

Job_l 

02 

* 

* 

* 

Job_2 

03 

* 

* 

* 

Job_3 

04 

* 

* 

* 

Job_4 

* 

* 

* 

* 

Job_hourly 

2,3,4 

* 

* 

* 

Multiple_l 

2,4 

* 

* 

- 1- 

* 

Multiple_2 
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For the period of 1:00a.m. to4:00a.m. on thedaysof DST transition, the resuits wiii be: 


J ob 

Times Run in Fall 

Times Run in Spring 

Job_l 

01:00 MDT 

01:00 M ST 

Job_2 

02:00 MDT 

03:00 MDT 

Job_3 

03:00 M ST 

03:00 MDT 

Job_4 

04:00 M ST 

04:00 MDT 

Job_hourly 

01:00 MDT 

02:00 MDT 

02:00 M ST 

01:00 M ST 


03:00 M ST 

03:00 MDT 


04:00 M ST 

04:00 MDT 

Multiple_l 

02:00 MDT 



03:00 M ST 

03:00 MDT 


04:00 M ST 

04:00 MDT 

Multiple_2 

02:00 MDT 

03:00 MDT 


04:00 M ST 

04:00 MDT 


WARNINGS 

In the Spring, when there is a nonexistent hour because of dayiight savings time, a command that is 
scheduied to run muitipie times during the nonexistent hour wiii oniy be run once. For exampie, a com¬ 
mand scheduied to run at 2:00 and 2:30 a.m. in the MST7MDT time zone wiii oniy run at 3:00 a.m. The 
command that was scheduied at 2:30 a.m. wiii not be run at aii, instead of running at 3:30 a.m. 

DEPENDENCIES 

HP Process Resource Manager 

If the optional FIP Process Resource Management (PRM) software is installed and configured, jobs are 
launched in the initial process resource group of the user that scheduled thejob. The user's initial group is 
determined at the time thejob is started, not when thejob is scheduled. If the user's initial group is not 
defined, thejob runs in the user default group (PRMID=1). See prmconfig(l) for a description of how to 
configure FIP PRM, and prmconf(4) for a description of how the user's initial process resource group is 
determined. 

AUTHOR 

cron was developed by AT&T and FIP. 

FILES 

/var/adm/cron 
/var/spool/cron/at jobs 
/var/spool/cron/crontabs 
/var/adm/cron/log 

SEE ALSO 

at(l), crontab(l), sh(l), init(lM), queuedefs(4), tztab(4). 

FIP Process Resource Manager: prmconfig(l), prmconf(4) in FIP Process Resource Manager User's Guide. 

STANDARDS CONFORMANCE 

cron: SVID2, SVID3 


Main cron directory 

Directory containing at and batch job files 
Directory containingcrontabfiles 
Accounting information 
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NAME 

cuegetty - set terminal type, modes, speed, and linedisciplinefor cue(l) 

SYNOPSIS 

/usr/sbin/cuegetty [-L nisjanguage] [-T terminal_type] [-h] [-t timeout] line [speed] 

DESCRIPTION 

The cuegetty, command, which is very similar to getty(lM), is the second process in the series, (init- 
cuegetty-cue-work session) that ultimately connects a user with theHP-ux cue system. It is invoked by 
init to monitor theterminal lines configured on a system (see init(lM)). Each cuegetty process resets 
its process group using setpgrp, opens a particular terminal line, and usually sleeps in the open () until 
the machinesenses a hardware connection for theterminal. When open() returns, cuegetty attempts 
to adapt the system to the terminal speed and type, and displays the contents of the /etc/issue file, if 
it exists. Lastly, cuegetty invokes cue which displays the Login screen and performs user validation 
(see cue(l)). 

To start cuegetty, an entry for cuegetty should be placed in the /etc/inittab file. A typical CUE 
entry in the /etc/inittab file resembles thefollowing: 

cue:2:respawn:/usr/sbin/cuegetty -L fr_FR.romanS -h ttyOpl 

See /usr/newconf ig/etc/cue . inittab for an example /etc/inittab file. See cue(l) for more 
details on the cue system. 

Configuration Options and Arguments 

cuegetty recognizes thefollowing arguments: 

line Nameof a tty linein /dev to which cuegetty is to attach itself, cuegetty usesthis 

string as the name of a file in the /dev directory to open for reading and writing. By 
default cuegetty forces a hangup on the line by setting the speed to zero before setting 
the speed to the default or specified speed. However, when cuegetty isrun on a direct 
port, cuegetty does not force a hangup on the line since the driver ignores changes to 
zero speed on ports open in direct mode (see modem(7)). 

-L nls_language is used to set the language for the CUE login screens. If the message 

catalog, cue. cat, does not exist for nls_language , the default native language, C, 
is used. 

-T terminal_type is used to specify the type of terminal that cuegetty will be ini- 

tiatedon. Allowed values are vt320, vtlOO, wy60, and hp. The default is hp. 

-h Tells cuegetty not to force a hangup on the line before setting the speed to the default 

or specified speed. 

-t timeout cuegetty exits if the open on the line succeeds and nothing is typed within timeout 
seconds. 

speed A label to a speed and tty definition in the file /etc/gettydefs. This definition tells 
cuegetty at what speed to initially run, what the login message should look like, what 
the initial tty settings are, and what speed to try next should the user indicate that the 
speed is inappropriate (by typing a break character). The default speed isBOObaud. 

When no optional arguments appear on the command line, cuegetty sets the terminal interface as 

follows: 

• I nterface speed: 300 baud 

• Raw mode (awaken on every character) 

• Echo suppressed 

• Parity: either 

• New-line characters: convert to carriage-return, line-feed pair 

• Expand tabs on the standard output 

• Type login message then read user's name, one character at a time 
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• If a null character (or framing error) is received, assumed it to be the resuit of the user push¬ 
ing the "break" key. This causes cuegetty to attempt the next speed in the series. The 
series that cuegetty tries is determined by what it finds in /etc/gettydefs. 

After interface set-up is compiete, cue is started to accept and vaii date the user name and password. 

WARNINGS 

If a supported non-HP terminal (or an HP terminal such as HP 700/60 in VT320, VTIOOor WYSE60 mode) 
is required to run cuegetty, make sure that a correct terminal type is specified using the -T option. For 
example, if you want to run cuegetty on a vtlOO terminal, you should make an entry in the 
/etc/inittab filesuch asthefollowingentry: 

ttyl:23:respawn:cuegetty -T vtlOO -h ttylpl 9600 

Absence of the -T option causes cuegetty to assume terminal to bea HP terminal which may then cause 
theterminal to behave incorrectly and may not even allow user to login. 

DEPENDENCIES 

cuegetty is availableonly on Series 800 systems, and is compatible only with thefollowing terminals: 

HP 700/92 HP 700/94 HP 2392 HP 2394 VTIOO WYSE 60 

See WARNINGS if you intend to usea non-HP terminal (or an HP terminal such as HP 700/60 in VT320, 
VTIOO, or WYSE60 mode). 

FILES 

/etc/gettydefs 
/etc/inittab 
/etc/issue 

/usr/newconfig/etc/cue.inittab 

SEE ALSO 

cue(l), env(l), nlsinfo(l), getty(lM), init(lM), ioctl(2), gettydefs(4), inittab(4), environ(5), hpnls(5), lang(5), 
term! 0(7). 


contains speed and terminal settings used by cuegetty 
init reads thisfileto determine which processes to spawn 
contains issue identification data 
sample inittab file with cuegetty entry 
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NAME 

dec-control read and write caching for HP SCSI disk array drives 

SYNOPSIS 

dec [options] [drivejist] device_file 

DESCRIPTION 

dec displays or changes the read-ahead caching status, and write-immediate reporting status of selected 

drives on theHP SCSI disk array referenced by device_file. 

Options 

-d Display only. Displays the read-ahead caching and write immediate reporting 

status of all selected drives on the HP SCSI disk array. For HP C2430 disk array 
devices, the number and size of cache segments is displayed. This option cannot 
be used with any other option. 

-ron Read on. Enables read-ahead caching on all selected drives of the HP SCSI disk 

array. Can be used in combination with one of the write-immediate reporting 
options. 

-roff Read off. Disables read-ahead caching on all selected drives of the HP SCSI disk 

array. Can be used in combination with one of the write-immediate reporting 
options. 

-won Write on. Enables write-immediate reporting on all selected drives of theHP SCSI 

disk array. Can be used in combination with one of the read-ahead caching 
options. 

-woff Write off. Disables write immediate reporting on all selected drives of the HP 

SCSI disk array. Can be used in combination with one of the read-ahead caching 
options. 

-snum_segments Set the number of cache segments. This option is unique to the HP C2430 disk 
array. The disk mechanism cache can be segmented into 1, 2, 4, 8 or 16 seg¬ 
ments. The default is 2 segments. This option cannot be used with other options. 

drivejist Specify a set of drives. If this optional list is absent, the default set of affected 

drives is all drives attached to the controller. The list is in the form cXiY,... 
where X (a decimal number) represents SCSI channel number, and Y (a decimal 
number) represents the SCSI id of the drive. Multiple drives in the list are 
separated by commas. 

RETURN VALUE 

dec returns thefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

ERROR MESSAGES 

Errors can originate from problems with: 

• dec 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by dec: 

usage: dec options [cXiY,...] <special> 

An error in command syntax has occurred. Enter command again with the required arguments, in 

the order shown. 

dec: Arg out of range 

Oneof the arguments is larger than its allowed maximum value (or smaller than its allowed minimum 

value), or is incorrect in form. Check the size, and form of each argument and make appropriate 

corrections. 

dee: device busy 

To ensure that dec does not modify a disk array that is being used by another process, dec 
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attempts to obtain exclusive access to the disk array. If the disk array is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message is 
returned bythedriver. To eliminatethe "device busy" condition, determine what process has the 
device open. I n the case of LVM, it is necessary to deactivate the volume group containing the array 
before configuri ng the array (see vgchange(lM)). 

dec: LUN does not exist 

The addressed lun is not known tothearray controller. 

dec: LUN # too big 

The LUN number, which is derived from the device special file name, is out of range. 

dec: Not a raw file 

Utilities must beabletoopen the device file for raw access. 

dec: Not an HP SCSI disk array 

The device is not an HP SCSI disk array. 

dec: Transfer length error 

The amount of data actually sent to (or received from) the device was not the expected amount. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

dec uses thefollowing system calls: 

malloc() , free() , stat() , open() , close(),read(),write(),andioctl(). 

Documentation for these hp-ux system calls contains information about the specific error conditions associ¬ 
ated with each call, dec does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

To display the status of read and write caching on all the drives of the disk array /dev/rdsk/o2t2d0 
on a Series 700: 

dec -d /dev/rdsk/c2t2d0 

To enable write-immediate reporting on a list of drives on the disk array /dev/rdsk/o2t2d0 on a 
Series 800: 

dec -won c2i0,cliO,c5i0,c4il /dev/rdsk/c2t2d0 

To disable read caching and write-immediate reporting on the drives of the disk array 
/dev/rdsk/o2t4d0 on a Series 700: 

dec -roff -woff /dev/rdsk/c2t4d0 

To set the number of cache segments on the HP C2430 disk array /dev/rdsk/o2t2d0 to 4 on a Series 
800: 


dec -s 4 /dev/rdsk/c2t2d0 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 

The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

dec was developed by H P. 


HP-UX Release 11.0: October 1997 


-2- 


Section lM-91 


dcopy(lM) 


dcopy(lM) 


NAME 

dcopy - copy HFS filesystem with compaction 


SYNOPSIS 

/usr/sbin/dcopy [-d] [-ffsizef: isize]] [-F hfs] [-scyl:skip] [-v] [-V] source_fs destination_fs 


DESCRIPTION 

The dcopy command copies an existing HFS file system (source_fs) to a new HFS file system 
(destination_fs), appropriately sized to hold the reorganized results. For best results, the source file system 
should be a raw device, and the destination file system should be a block device. Always run dcopy on 
unmounted filesystems. (In the case of the root filesystem, copy it to a new minidisk.) 

If no options are specified, dcopy copies files from source_fs, compressing directories by removing vacant 
entries and spacing consecutive blocks in a file by the optimal rotational gap. If options such as -f or -s 
are specified, the destination filesystem structure will be different from that of the source file system. 

dcopy makes the destination file system identical to the source file system and preserves the pack and 
volume labels. Thus, to compress a file system without moving it, use dcopy to copy the files to another 
filesystem and thedd command to copy the file back (seedd(l)). 

Directory compression is accomplished by running dcopy on the primary copy of the file system and allow¬ 
ing the modified directories to propagate to the other copies of the file system in the normal manner. 


Options 

dcopy recognizesthefollowingoptions: 


-d Move subdirectories to the beginning of directories. 


-ffsize[: isize] Specify the file system size (fsize) and inode-list size (isize) in blocks. If this option is 
not specified, the source file-system value is used. 

-F hfs Specify the HFS file system type. The type of a file system can be determined with 
the fstyp command (seefstyp(lM)). See DEPENDENCIES. 

-scyl :skip Supply device information for creating the best organization of blocks in a file, cyl is 
thenumber of block per cylinder; skip isthenumber of blocks to skip. 

-V Report size of source and destination file system. 


-V Echo the completed command line, but performs no other actions. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows you to verify the command line. 


EXAMPLES 

dcopy can be executed with or without options. If no options are specified as in this example, the source 
and destination file systems are identical. Any differences between the two file systems lie only in the 
availabledisk space. 

dcopy /dev/rdsk/o2d0s4 /dev/dsk/o2d0s5 
If options are specified, expect a major difference between the source and destination filesystem structure: 
dcopy -F hfs -£40960:260 -s45:5 -d /dev/rdsk/o2d0s4 /dev/dsk/o2d0s5 

WARNINGS 

dcopy produces invalid results if run on a mounted filesystem. 

The figures specified in option arguments cannot be smaller than corresponding figures in the source file 
system. 

DEPENDENCIES 

dcopy only operates on HFS filesystems. 

AUTHOR 

dcopy was developed by H P. 

SEE ALSO 

dd(l), fstyp(lM). 
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STANDARDS CONFORMANCE 

dcopy:SVID3 
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NAME 

devnm - device name 

SYNOPSIS 

/usr/sbin/devnm [name ... ] 

DESCRIPTION 

For each name specified, the devnm command identifies the speciai fiie associated with the mounted fiie 
system where the named fiie or directory resides. 

EXAMPLES 

The command: 

/usr/sbin/devnm /usr 

produces: 

/dev/dsk/cld0s9 /usr 
if /usr is mounted on /dev/dsk/cld0s9. 

FILES 

/dev/dsk/* 

/etc/mnttab Mounted fiie system tabie. 

SEE ALSO 

brc(lM). 

STANDARDS COMPLIANCE 

devnm: SVID2, SVID3 
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NAME 

df (generic) - report number of free file system disk blocks 

SYNOPSIS 

/usr/bin/df [-F FStype] [-befgiklnv] [-t|-P] [-o specific_options] [-V] [special |directory]... 

DESCRIPTION 

The df command displays the number of free 512-byte blocks and free inodes availablefor file systems by 
examining the counts kept in the superblock or superblocks. If a special or a directory is not specified, the 
free space on all mounted file systems is displayed. If the arguments to df are path names, df reports on 
the file systems containing the named files. If the argument to df is a special of an unmounted filesystem, 
the free space in the unmounted filesystem is displayed. 

Options 

df recognizes thefollowingoptions: 

-b Report only the number of kilobytes (KB) free. 

-e Report the number of files free. 

-f Report only the actual count of the blocks in the free list (free inodes are not 

reported). 

-F FStype Report onlyon theFStypefilesystemtype(seefstyp(lM)). 

-g Report the enti re structure descri bed i n stat\/fs(2). 

-i Report the total number of inodes, the number of free inodes, number of used inodes, 

and the percentage of i nodes i n use. 

-k Report theallocation in kilobytes (KB). 

-1 Report on local file systems only. 

-n Report the file system name. If used with no other options, display a list of mounted 

file system types. 

-o specific_options 

Specify options specific to each file system type. specific_options Isa comma-separated 
list of suboptions intended for a specific FStype module of the command. See the file- 
system-specific manual entries for further details. 

-P Report the name of the file system, the size of the file system, the number of blocks 

used, the number of blocks free, the percentage of blocks used and the directory below 
which thefilesystem hierarchy appears. 

-t Report the total allocated block figures and the number of free blocks. 

-V Report the percentage of blocks used, the number of blocks used, and the number of 

blocks free. This option cannot be used with other options. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXTERNAL INFLUENCES 

E nvironment Variables 

LC_MESSAGES determi nes the language i n which messages are displayed. 

If LC_MESSAGES is not specified in the environment or is set to the empty String, the value Of LANG is 
used as a default for each unspecified or empty variable. If LANG is not specified or is set to the empty 
string, a default of "C" (see lang(5)) is used instead of LANG. 

If any internationalization variable contains an invalid setting, df behaves as if all internationalization 
variables are set to "C". See environ(5). 

International Code Set Support 

Single-byte and multi-byte character code sets are supported. 
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EXAMPLES 

Report the number of free disk blocks for all mounted file systems: 

df 

Report thenumber of free disk blocks for all mounted HFS filesystems: 
df -F hfs 

Report thenumber of free files for all mounted NFS filesystems: 
df -F nfs -e 

Report the total allocated block figures and the number of free blocks, for all mounted filesystems: 
df -t 

Report the total allocated block figures and the number of free blocks, for the file system mounted as /usr: 
df -t /usr 

FILES 

/dev/dsk/* Filesystem devices 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

SEE ALSO 

du(l), df_FStype(lM), fsck(lM), fstab(4), fstyp(lM), statvfs(2), mnttab(4). 

STANDARDS CONFORMANCE 

df: SVID2, SVID3, XPG2, XPG3, XPG4 
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NAME 

df - report number of free CDFS, HFS, or NFS filesystem disk blocks 

SYNOPSIS 

/usr/bin/df [-F FStype] [-befgiklntv] [-B] [-o spedfic_options] [-V] [special |directory]... 

DESCRIPTION 

The df command displays the number of free 512-byte blocks and free inodes availablefor file systems by 
examining the counts kept in the superblock or superblocks. If a special or a directory is not specified, the 
free space on all mounted file systems is displayed. If the arguments to df are path names, df reports on 
the file systems containing the named files. If the argument to df is a special of an unmounted filesystem, 
the free space in the unmounted filesystem is displayed. 

Options 

df recognizes thefollowingoptions: 

-b Report only the number of kilobytes (KB) free. 

-B Report the total number of blocks allocated for swapping to the file system as well as 

the number of blocks free for swapping to the file system. This option is supported on 
FIFS filesystems only. 

-e Report the number of files free. 

-f Report only the actual count of the blocks in the free list (free inodes are not 

reported). When this option is specified, df reports on raw devices. 

-F FStype Report only on the FStype file system type (see fstyp(lM)). For the purposes of this 
manual entry, FStype can beoneof cdfs, hfs, and nfs, for the CDFS, FIFS, and 
NFS filesystems, respectively. 

-g Report the enti re structure descri bed i n statvfs(2). 

-i Report the total number of inodes, the number of free inodes, number of used inodes, 

and the percentage of i nodes i n use. 

-k Report theallocation in kilobytes (KB). 

-1 Report on local file systems only. 

-n Report the file system name. If used with no other options, display a list of mounted 

file system types. 

-o specific_options 

Specify options specific to the FIFS file system type. specific_options is a comma- 
separated list of suboptions. 

Theavailablesuboption is: 

i Report the number of used and free inodes. 

-t Report the total allocated block figures and the number of free blocks. 

-V Report the percentage of blocks used, the number of blocks used, and the number of 

blocks free. This option cannot be used with other options. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

When df is used on an FIFS file system, the file space reported is the space avail able to the ordinary user, 
and does not include the reserved file space specified by fs_minfree. 

Unreported reserved blocks are availableonly to users who have appropriate privileges. Seefs(4)for infor¬ 
mation about f s_minfree. 

When df is used on NFS file systems, the number of inodes is displayed as -1 . This is due to superuser 
access restrictions over NFS. 

EXAMPLES 

Report the number of free disk blocks for all mounted file systems: 
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df 

Report thenumber of free disk blocks for all mounted HFS filesystems: 

df -F hfs 

Report thenumber of free files for all mounted NFS filesystems: 
df -F nfs -e 

Report the total allocated block figures and the number of free blocks, for all mounted filesystems: 
df -t 

Report the total allocated block figures and the number of free blocks, for the file system mounted as/usr: 
df -t /usr 

WARNINGS 

df does not account for: 

• Disk space reserved for swap space, 

• Space used for the FIFS boot block (8K bytes, 1 per filesystem), 

• FIFS superblocks (8K bytes each, 1 per disk cylinder), 

• FIFS cylinder group blocks (1K-8K bytes each, 1 per cylinder group), 

• I nodes (currently 128 bytes reserved for each inode). 

Non-FI FS filesystems may have other items that this command does not account for. 

The-b option, from prior releases, has been replaced by the -B option. 

FILES 

/dev/dsk/* Filesystem devices. 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

SEE ALSO 

du(l), df(lM), fsck(lM), fstab(4), fstyp(lM), statvfs(2), fs(4), mnttab(4). 

STANDARDS CONFORMANCE 

df: SVID2, XPG2, XPG3 
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NAME 

df (vxfs) - report number of free disk blocks on a VxFS filesystem 

SYNOPSIS 

/usr/bin/df [-F vxfs] [-V] [-egiklnvtfb] [-o spedfic_options] 

[special I directory ... ] 

DESCRIPTION 

The df command prints the number of free 512-byte blocks and free inodes availablefor file systems by 
examining the counts kept in the superblock or superblocks. If a special or a directory is not specified, the 
free space on all of the mounted file systems is printed. If the arguments to df are pathnames, df pro¬ 
duces a report on the file system containing the named file. If the argument to df is a special, the file sys¬ 
tem can bean unmounted or mounted filesystem. 

On a Version 1 or 2 disk, layout extents smaller than 8 Kbytes may not be usablefor all types of allocation, 
so df does not count free blocks in extents below 8 Kbytes when reporting thetotal number of free blocks. 

On a Version 2 or 3 disk layout, VxFS dynamically allocates inodes from the pool of free blocks, so the 
number of free inodes and blocks reported by df is an estimate based on the number of free extents and 
the current ratio of allocated inodes to allocated blocks. Allocating additional blocks may therefore decrease 
the count of free inodes, and vice versa. 


Options 

df recognizes thefollowingoptions: 


-b 

-e 

-f 

-F vxfs 

-g 

—i 

-k 

-1 


Report only the number of kilobytes free. 

Report the number of files free. 

Report only an actual count of the blocks in the free list (free inodes are not reported). 
When this option is specified, df reports on raw devices. 

Specifies the file system type (vxfs). 

Report the enti re statvfs(2) structure. 

Report thetotal number of inodes, the number of free inodes, number of used inodes 
and the percentage of i nodes I n use. 

Report theallocation in Kbytes. 

Report on local filesystems only. 


-n Report thefilesystem name. If invoked with no other options this option printsa list 

of mounted file system types. 


-o specific_options 

Specifies options specific to the vxfs filesystem type. specific_options is a list of subop¬ 
tions and/or keyword/attribute pairs intended for the vxfs-specific module of the com¬ 
mand. 


Theavailableoption is 

s Print the number of free extents of each size. Free extents are always an 
integral power of 2 in length, ranging from a minimum of 1 block to the max- 
imumextent size supported by thefilesystem. 

-t Report thetotal allocated block figures and the number of free blocks. 

-V Report the percentage of blocks used, the number of blocks used and the number of 

blocks free. This option cannot be used with other options. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

There area number of options that specify output formats, some combinations of which are incompati¬ 
ble. If an incompatiblecombination isspecified, oneof the options will override the other(s). 
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EXAMPLES 

Report the number of free disk blocks for all mounted file systems: 

df 

Report the number of free extents of each size, for all mounted VxFS filesystems: 

df -F vxfs -o s 

Report thenumber of free files for all mounted VxFS filesystems: 
df -F vxfs -e 

Report the total allocated block figures and the number of free blocks, for all mounted filesystems: 
df -t 

Report the total allocated block figures and the number of free blocks, for the file system mounted as /usr: 
df -t /usr 


FILES 

/dev/vgOO/* 
/dev/dsk/* 
/etc/fstab 
/etc/mnttab 


File-system devices. 

File-system devices. 

Static information about the file systems, 
mounted-file-system table. 


SEE ALSO 

du(l), fsck(lM), fs(4), mnttab(4), statvfs(2), df(lM). 


STANDARDS CONFORMANCE 

df : SVID2, XPG2, XPG3 
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NAME 

dhcpdb2conf - DHCP client database converter 

SYNOPSIS 

dhcpdb2conf [dhcpdb2conf_options] [lan_interfaces] 

DESCRIPTION 

dhcpdb2conf provides a means of translating a client DHCP database into a set of standard 
configuration file variables. A DHCP client database can contain settings for such items as, IP address, 
hostname, and default gateway. Using dhcpdb2conf , you can simply list the contents of the database to 
the screen, create a set of configuration staging files, or execute direct edits on existing configuration files 
using the values contained in theclient database. 

Options 

dhcpdb2conf allows you to specify a list of interfaces on the command line (e.g. lanO lanl...). If no Ian 
interface is specified, dhcpdb2conf will process all entries referenced in theclient database. Theentries 
themselves are defined as a unique Ian interface and a list of attributes which correspond to that interface. 
The attributes can be selected for processing by specifying one or more filter flags on the command line. 
Each filter flag may be combined with any other filter flag(s). If no filter flag is specified, all the attributes 
for a Ian i nterface wi 11 be processed. The following options aresupported: 

-a Using the results of the specified filter, directly apply the variabledefintions to the existing 

configuration files (for example, /etc/rc. config. d/netconf). 

-c Create a set of staging files using the results of the selected filter(s). Each variable pro¬ 

cessed will be applied to its corresponding configuration file. Specifically, dhcpdb2conf 
will generate a copy of the existing configuration file. As an example, 
/etc/rc. config. d/netconf will be copied to 

/etc/rc. config. d/netconf.dhcp. Once this staging file has been created, the 
variable that is being processed will be applied to the newly created file. 

WARNING: Using the -c option will override any existing values which are currently set 
in thesystem's configuration files. 

-d Process the DNS variableset: [domain, nameserver] 

-h Process HOSTNAME 

-i Process the INTERFACE variable set: [IP_ADDRESS, SUBNET_MASK, 

BROADCAST_MASK, LANCONFIG_ARGS] 

-n ProcesstheNIS variableset: [NISDOMAIN, YPSET_ADDR] 

-p Print results to the screen (stdout), this is the default action if neither -c or -a are 

specified 

-r Process the ROUTE variable set: [ROUTE_DESTINATION, ROUTE_GATEWAY, 

ROUTE_COUNT] 

-s set index Specify the variableset index 
-t Process NTPDATE_SERVER 

Configuration Files and Variable Names 

The files and variables which can be processed arethefollowing: 

/etc/rc.config.d/netconf 
HOSTNAME 

INTERFACE_NAME[index] 

IP_ADDRESS[index] 

SUBNET_MASK[index] 

BROADCAST_M ASK [index] 

LANCONFIG_ARGS[index] 

ROUTE_DESTI NATION [index] 

ROUTE_GATEWAY[index] 

ROUTE_COUNT[index] 
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/etc/rc.config.d/namesvrs 

NISDOMAIN 

YPSET_ADDR 

/etc/rc.config.d/netdaemons 
NTPDATE_SERVER 
/etc/resolv.conf 

domai n 
nameserver 

EXAMPLES 

To list the entire contents of the DHCP client database type: 

dhcpdb2conf 

To list only the INTERFACE variable set for lanO type: 
dhcpdb2con£ -i lanO 

To list the I NTERFACE and ROUTE variablesets for lanO and lanl type: 
dhcpdb2con£ -ir lanO lanl 

To apply the I NTERFACE and ROUTE variablesets for lanO to the existing configuration files type: 
dhcpdb2con£ -ira lanO 

To apply all variablesets to the existing configuration files using lanO and set index = 1 type: 

dhcpdb2con£ -a -s 1 lanO 

WARNINGS 

Using the -c option will override any existing values which are currently set in the system's configuration 
files. 

FILES 

/usr/lbin/dhcpdb2conf 
/etc/dhcpclient.data 

SEE ALSO 

auto_parms(lM). 
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NAME 

dhcptools - command line tool for DHCP elements of bootpd 

SYNOPSIS 

dhcptools -d 

dhcptools -h f ip=first_l P_address no=number_of_entries_to_generate sm=subnet_mask 

hn= hostna me_templ ate [dn=d oma I n_n a me] 

dhcptools -p ht=hardware_type ha=hardware_address sn=subnet_identifier [lt=lease_time] 
[rip= requested_l P_address] 

dhcptools -P ci=client_identifier sn=subnet_identifier [lt=lease_time] 

[rip=requested_l P_address] 

dhcptools -r ip=l P_address ht=hardware_type ha=hardware_address 

dhcptools -R ip=l P_address ci=client_identifier 

dhcptools -t [ct=count] 

dhcptools -V [bt=bootptabfile] [dt=dhcptabfile] 

DESCRIPTION 

dhcptools is a command line tool that provides access to DHCP-related options for the bootpd server. 

The options provide control for dumping internal data structures, generating a hosts file, previewing client 

address assignment, reclaiming unused addresses, tracing packets, and validating configuration files. 

Options 

dhcptools supports the foil owing options: 

-d Dump internal bootpd data to output files. The dump output files are 

/tmp/dhcp.dump.bootptab, /tmp/dhcp.dump.dhcptab, and 

/tmp/dhcp.dump.other. The first file reports fixed address clients known to the 
currently active bootpd server. The second file reports bootpd global and group 
configuration. The third file reports miscellaneous bootpd internal data. 

-h Generate a hosts file in /etc/hosts format; see hosts(4). The output file is 

/tmp/dhcphosts. The file can be incorporated into a name database in advance of 
bootpd server activation so that the server can automatically allocate a host name along 
with an IP address to a DHCP client. For IP address allocation to DHCP clients, the 
bootpd server uses gethostbyaddr(3N) to find the host name associated with a particular 
IP address. Each host entry in dhcphosts contains an IP address followed by a host- 
name. The IP address of the first entry is first_lP_address. The hostname of the first 
entry is derived from the hostname_template. Each subsequent host entry contains a 
unique IP address and hostname derived from the first_lP_address, subnet_mask, and 
hostname_template. The wildcards permitted in the hostname_template are *#?. A * 
means to use a character selected sequentially from the range [a-z,0-9]. A # means to use 
a digit selected sequentially from the range [0-9]. A ? means to use a letter selected 
sequentially from the range [a-z]. A maximum of 3 wildcards can be specified. If a 
domain_name is specified, it will be appended to the hostname. The maximum 
number_of_entries_to_generate is 1000. 

-p Preview a client's address assignment based on current conditions for the bootpd server. 

The output is written to stdout. The subnet-identifier tells bootpd the subnet for which 
the client is requesting an IP address. Optionally, the user may request a specific IP 
address and lease duration using the parameters I ease-time and requested-l P-address. Use 
Internet address dot notation (see inet(3N) for the IP address and an integer number of 
seconds for the lease-time. 

-P Preview a client's address assignment based on current conditions for the bootpd server. 

This option is the same as -p except that the client is identified by a unique client- 
identifer. See bootpd(IM). 

-r Reclaim a client's IP address for re-use by the bootpd server. This option is intended for 

limited use by the bootpd administrator to return an allocated but unused I P address to a 
DHCP allocation pool. The option may be useful to clear the bootpd database of old entries 
(e.g. for clients retired from service while holding an unexpired IP address lease). Do not 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-103 


dhcptools(lM) 


dhcptools(lM) 


reclaim an address that belongs to an active client. See bootpd(lM). The IP_address, 
hardware_address, and hardware_type can be obtained from the bootpd database file. 

-R Reclaima client'sIP address for re-use by the bootpd server. This option isthesameas 

-r except that the client is identified by its unique client_identifier. See bootpd(lM). The 
I P_address and matching client_identifier can be obtained from the bootpd database file. 

-t Establish packet tracing for bootpd. This will trace the inbound and outbound 

BOOTP/DHCP packets for the local bootpd server. The output file is 
/tmp/dhcptrace. The packet trace count can be a value from 0 to 100. To query the 
current count, use dhcptools -t. To turn off packet tracing use dhcptools -t 
ct=0. 

-V Validate bootpd configuration files. The default configuration files that will be validated 
are /etc/bootptab and /etc/dhcptab . When a bootptabfile or dhpctabfile is 
specified, the full pathname is required. The output file for validate is 
/tmp/dhcpvalidate. 

Only one of the -d, -h, -t, -p, -P, -r, -R, or -v options is allowed per dhcptools command. 

RETURN VALUE 

dhcptools returns zero upon successful completion or non-zero if the command failed, in which case an 
explanation is written to standard error. 

EXAMPLES 

Dump the active bootpd server's internal data to the dump output files: 
dhcptools -d 

Generate a /tmp/dhcphosts file with 10 entries: 

dhcptools -h £ip=192.11.22.0 no=10 sm=255.255.255.0 hn=workstation#? 

Query the active bootpd daemon for the the current packet trace count: 

dhcptools -t 
Set the count to 10 packets: 

dhcptools -t ct=10 

Preview two clients' address assignments by hardware address: 

dhcptools -p ht=l ha=080009000001 sn=192.11.22.0 lt=infinite 

dhcptools -p ht=l ha=080009000002 sn=192.11.22.0 lt=600 rip=192.11.22.105 

To preview a client's address assignment by client identifier, a unique client identifier value is needed. This 
information can be obtained for actual DHCP clients (provided they support a client identifier) from the 
manufacturer's documentation. See bootpd(lM) for more information about the client identifier. Assuming 
that serial_nuinber_12345678 is a valid client identifier, the preview command is: 

dhcptools -P ci="serial_number_12345678" sn=192.11.22.0 
To reclaim an IP address by hardware address: 

dhcptools -r ip=192.11.22.149 ht=l ha=080009000006 
The parameter values were obtained from this sample entry in the dhcpdb file: 

C 192.11.22.0: 192.11.22.149 00 1 080009000006FFFFFFFF 00 
To reclaim an IP address by client identifier (see earlier example of preview by client identifier): 

dhcptools -R ip=192.11.22.110 oi="serial_number_12345678" 

Tovalidatea bootptaband dhcptabfile: 

dhcptools -V bt=/home/mydir/bootptab dt=/home/mydir/dhcptab 

WARNINGS 

The dhcptools operations of dump, packet trace, preview, and reclaim depend on communication with 
the local bootpd server. If the server is not running, you may encounter an error. 
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AUTHOR 

dhcptools was developed by HP. 

FILES 

/tmp/dhcphosts 
/tmp/dhcptrace 
/tmp/dhcpvalidate 
/tmp/libdhcp.si 
/tmp/dhcp.dump.bootptab 
/tmp/dhcp.dump.dhcptab 
/tmp/dhcp.dump.other 
/etc/bootptab 
/etc/dhcptab 
/tmp/dhcpfifo.root 
/tmp/dhcpfifo.any 
/tmp/dhcpfifo 


hostgen output file in /etc/hosts format 

packet trace output file 

vail date output file 

library file 

dump output file 

dump output file 

dump output file 

default bootptab file for validate 

default dhcptab file for validate 

FIFO filefor dhpctoolsto bootpd(lM) communication 

FIFO filefor dhcptoolsto bootpd(lM) communication 

FIFO filefor bootpd(lM) to dhcptools communication 


SEE ALSO 

bootpd(lM), bootpquery(lM): darpa Internet Request For Comments RFC1541, RFC1542, RFC1533, RFC1534, 
Assigned Numbers 
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NAME 

diskinfo- describe characteristics of a disk device 

SYNOPSIS 

/usr/sbin/diskinfo [-b|-v] character_devicefiie 

DESCRIPTION 

The diskinfo command determines whether the character speciai fiie named by character_devicefiie is 
associated with a SCSI, CS/80, or Subset/80 disk drive. If so, diskinfo summarizes the disk's characteris¬ 
tics. 

The diskinfo command displays information about the foil owing characteristics of disk drives: 

Vendor name Manufacturer of the drive (SCSI only) 

ProductiD Product identification number or ASCII name 
Type CS/80 or SCSI classification for the device 

Disk Sizeof disk specified in bytes 

Sector Specified as bytes per sector 

Both the size of disk and bytes per sector represent formatted media. 

Options 

The diskinfo command recognizes thefollowing options: 

-b Return the size of the disk in 1024-byte sectors. 

-V Display a verbose summary of all of the information available from the device. (Since the 
information returned by CS/80 drives and SCSI drives differs, the associated descriptions also 
differ.) 

• CS/80 devices return thefollowing: 

Device name 
N umber of bytes/sector 
Geometry information 
I nterleave 
Type of device 
Timing information 

• SCSI disk devices return thefollowing: 

Vendor and product ID 
Device type 

Size (in bytes and in logical blocks) 

Bytes per sector 
Revision level 

SCSI conformance level data 


DEPENDENCIES 

General 

The diskinfo command supports only CS/80, subset/80, and H p SCSI disk devices. 

SCSI Devices 

The SCSI specification provides for a wide variety of device-dependent formats. For non-HP devices, 
diskinfo may be unableto interpret all of the data returned by the device. Refer to the drive operating 
manual accompanying the unit for more information. 

AUTHOR 

diskinfo was developed by HP. 

SEE ALSO 

Isdev(lM), disktab(4), disk(7). 
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NAME 

disksecn - calculate default disk section sizes 


SYNOPSIS 

disksecn [-p|-d] [-b block_slze] [-n dlsk_name] 


DESCRIPTION 

disksecn Is used to calculate the disk section sizes based on the Berkeley disk partitioning method, 
disksecn recognizes thefollowingoptions: 

-p Produce tables sultablefor Inclusion In the device driver. 

-d Produce tables sultablefor generating the disk description file/etc/disktab. 

-b block_slze When generating the above tables, use a sector size of block_slze bytes, where 
block_slze can be 256, 512, 1024, or 2048. Defaults to DEV BSIZE (defined In 
<5ys/param.h>) If not specified. 


-n disk_name Specifies the disk name to be used in calculating sector sizes; for example, hp7912 or 
hp7945. If an unknown disk name Is specified, disksecn prompts the user for the 
necessary disk information. 


If neither -p nor -d table selection switches are specified a default table of the section sizes and range of 
cylinders used is output. 


Disk section sizes are based on the total amount of space on the disk as given In the table below (all values 
are supplied In units of 256-byte sectors). If the disk Is smaller than approximately 44 Mbytes, disksecn 
aborts and returns the message disk too smaii, caicuiate by hand. 


Section 

44-56MB 

57-106MB 

107-332MB 

333-HVIB 

0 

97120 

97120 

97120 

97120 

1 

39064 

39064 

143808 

194240 

3 

39064 

39064 

78128 

117192 

4 

unused 

48560 

110096 

429704 

6 

7992 

7992 

7992 

7992 

10 

NOTE: 

unused 

unused 

unused 

516096 


It Is Important to note the difference between the block size passed Into disksecn via the -b switch argu¬ 
ment and the sector size the user Is asked to Input when an unknown disk name Is passed to disksecn via 
the-n switch argument. 

The block size Is the sector size that disksecn assumes the disk to have when It prints the requested tables. 
All Information printed In the tables Is adjusted to reflect this assumed sector size (block size) passed In by 
the user. The sector size requested by disksecn when an unknown disk name Is passed does not necessarily 
have to be the same as the assumed sector size (block size) passed In by the-b switch argument. 

For example, a user wants to see the device driver tables for the disk named hp7945wlth an assumed sec¬ 
tor size (block size) of 256 bytes. The user has thefollowing Information about the hp7945dlsk: 

Disk type = winchester 
Sector size = 512 

N umber of sectors per track (512 byte sectors) = 16 
N umber of tracks = 7 
Number of cylinders =968 
Revolutions per minute = 3600 

The user Invokes disksecn by typing thefollowing command: 

disksecn -p -b 256 -n hp7945 

Assuming that hp7945 Is an unknown disk name, disksecn prompts the user for the necessary disk Infor¬ 
mation. The user should Input the Information as shown above, reflecting a sector size of 512 b^es. All the 
Information will be adjusted within disksecn to reflect the assumed sector size (block size) of 256 bytes, 
passed as the argument of the-b switch, before the requested device driver table Is output. 

This adjustment also takes place when the disk name Is known and an assumed sector size (block size) Is 
passed In as the argument of the -b switch which Is not dev bsize bytes, the assumed sector size (block 
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size) used to create the etc/disktab fil e. 

RETURN VALUE 

disksecn returns the foil owing values: 

0 Successful completion. 

1 Usage error. 

2 User did not input parameters for an unknown disk. 

3 Disk too small or an invalid block size. 

disksecn aborts and prints an error message under thefollowing conditions: 

• disksecn was invoked without specifying a disk name. 

• Requested both -p and -d switch. 

• I llegal block size requested. 

• Unknown disk name was specified and user did not supply disk information. 

• Disk's maximum storage space is less than approximately 44 MB. 


WARNINGS 

Alternate names are not included in the output when the-d switch is used. 

Blanks are required in the command line between each of the switches when invoking disksecn. 

A blank is required between the-n switch and the disk name argument to that switch. For example: 

disksecn -p -b 1024-n hp9712 

disksecn does not save the block size used to generate the /etc/disktab disk description file. The system 
assumes that the block size used was dev bsize when it reads the information stored in the etc/disktab 
file. 

AUTHOR 

disksecn was developed by the University of California, Berkeley. 

FILES 

/etc/disktab 

SEE ALSO 

disktab(4). 
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NAME 

diskusg - generate disk accounting data by user ID 

SYNOPSIS 

/usr/sbin/acct/diskusg [options] [fiies] 

DESCRIPTION 

diskusg generates intermediate disk accounting information from data in fiies, or the standard input if 
omitted, diskusg outputs iines on the standard output, one per user, in thefoiiowing format: 

uid iogin Aiiocks 
where: 

uid User's numericai user ID, 

login User's login name, and 

^blocks Total number of disk blocks allocated to this user. 

diskusg normally reads only the inodes of filesystems for disk accounting. I n this case, files are the spe¬ 
cial filenames of these devices. 


Options 

diskusg recognizesthefollowingoptions: 

-s I nput data is already in diskusg output format, diskusg combines all lines for 

a singleuser intoa singleline. 

-V verbose. Print a list on standard error of all files that are charged to no one. 

-i fnmiist Ignore the data on those file systems whose file system name is in fnmiist. fnmiistis 
a list of file system names, separated by commas or enclosed within quotes, 
diskusg compares each name in this list with the file system name stored in the 
volume ID if it exists. 


-p file Use file as the name of the password file to generate login names, /etc/passwd 

is used by default. 

-u file Write records to file of files that are charged to no one. Records consist of the special 

filename, the inode number, andtheuseriD. 


The output of diskusg is normally the input to acctdisk (see acct(lM)) which generates total 
accounting records that can be merged with other accounting records, diskusg is normally run in 
dodisk (seeacctsh(lM)). 


EXAMPLES 

Thefollowing generates daily disk accounting information: 

for i in /dev/rpOO /dev/rpOl /dev/rplO /dev/rpll; do 
diskusg $i > dtmp.'basename $i' & 

done 

wait 

diskusg -s dtmp.* | sort -HOn +1 \ acctdisk > disktacct 


FILES 

/etc/passwd used for user-iD-to-login-name conversions 

SEE ALSO 

acct(lM), acctsh(lM), volcopy(lM), acct(4), vxdiskusg(lM). 

STANDARDS CONFORMANCE 

diskusg: SVID2, SVID3 
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NAME 

dif - download firmware to an HP SCSI disk array 

SYNOPSIS 

dlf -f firmware_file de/lce_file 

DESCRIPTION 

dlf downloads a new set of controller firmware to the HP SCSI disk array associated with device file 
de(/lce_file Thefirmware_filemust bea binary file with a special format. 

RETURN VALUE 

dlf returns thefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

ERROR MESSAGES 

Errors can originate from problems with: 

• dlf 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by dlf: 
usage: dlf -f <finnware file> <special> 

An error In command syntax has occurred. Enter command again with all required arguments, In the 
order shown. 

dlf: Binary file has bad format 

The binary file could not be read In properly by the utility. 

dlf: device busy 

To ensure that dlf does not modify a disk array that Is being used by another process, dlf 
attempts to obtain exclusive access to the disk array. If the disk array Is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message Is 
returned by the driver. To eliminate the "device busy" condition, determine what process has the 
device open. 1 n the case of LVM, It Is necessary to deactivate the volume group containing the array 
before configurl ng the array (see vgchange(lM)). 

dlf: LUN # too big 

ThetUN number, which Is derived from the device file name. Is out of range. 

dlf: Not a raw file 

Utilities must beabletoopen the device file for raw access. 

dlf: Not an HP SCSI disk array 

The device being addressed Is not an 

dlf: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. HP 
SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefalled operation Is printed. 

E rror messages generated by system calls: 

dlf uses thefollowing system calls: 

malloc(),free() , stat() , open() , close() , fopen(), fclose() , read() , write(), 
and ioctl(). 

Documentation for these hp-ux system calls contains Information about the specific error conditions associ¬ 
ated with each call, dlf does not alter the value of errno. The Interpretation of errno for printing 
purposes Is performed by the system utility strerror () . 
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EXAMPLES 

To download the spec! a I -format binary file new_firmware to the HP SCSI disk array 
/dev/rdsk/c2t0d0 on a series 800: 

dlf -f new_firmware /dev/rdsk/c2t0d0 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 

The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

dlf was developed by H p. 
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NAME 

dmesg - collect system diagnostic messages to form error log 

SYNOPSIS 

/usr/sbin/dmesg [-] [core] [system] 

DESCRIPTION 

dmesg looks In a system buffer for recently printed diagnostic messages and prints them on the standard 
output. The messages are those printed by the system when unusual events occur (such as when system 
tables overflow or the system crashes). If the - argument Is specified, dmesg computes (Incrementally) 
the new messages since the last time It was run and places these on the standard output. This Is typically 
used with cron (see cron(1)) to produce the error log /var/adm/messages by running the command: 

/usr/sbin/dmesg - » /var/adm/messages 
every 10 minutes. 

The arguments core and system allow substitution for the defaults /dev/kmem and 
/stand/vmunix respectively, where core should be a file containing the Image of the kernel virtual 
memory saved by thesavecoreflM) command and system should be the corresponding kernel. If the sys¬ 
tem Is booted with a kernel other than /stand/vmunix say /stand/vmunlx_new, dmesg must be passed this 
name, the command must be, 

/usr/sbin/dmesg [-] /dev/kmem /stand/vmunix_new 

WARNINGS 

The system error message buffer Is of small, finite size, dmesg Is run only every few minutes, so there Is 
noguarantee that all error messages will belogged. 


AUTHOR 

dmesg was developed by the University of California, Berkeley. 


FILES 

/var/adm/messages 

/var/adm/msgbuf 

/dev/kmem 

/stand/vmunix 


error log (conventional location) 
memory scratch filefor - option 

special filecontalningthelmageof kernel virtual memory 
the kernel, system name list 


SEE ALSO 

savecore(lM). 
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NAME 

dpp - dedicated ports parser used by DDFA software 

SYNOPSIS 

•^PP dp_file [-c] [-k] [-1 log file] [-p ocd_program] 

DESCRIPTION 

The Dedicated Ports Parser command (dpp) is part of the Data Communications and Terminai Controiier 
(DTC) Device Fiie Access (DDFA) software. It parses the Dedicated Ports fiie (dp) and spawns an Out¬ 
bound Connection Daemon (ocd) for each vaiid entry in the dp fiie. 

dpp can be run from thesheii or it can be inciuded in a system initiaiization script to automaticaiiy run the 
DDFA software each time the system is booted. 

See ddfa(7) for more information on how to configure the DDFA software and for an expianation of how it 
works. 


Options and Arguments 

dpp recognizes thefoiiowing options and arguments: 

dp_fiie It must bethefirst argument. The dp file (dp_file) defines the link between a ter¬ 

minal server port and the device file used by applications to access the port. Its 
contents must meet the specifications given in dp(4). If it is modified, dpp must 
be run again to activate the changes. 

-c Specify that the dp file should be parsed and that all incorrect entries should be 

logged without invoking any ocd processes. This option is useful for debugging 
the dp file before running it properly. The -p option is ignored if the -c option is 
used. 

-k Specify that the device file corresponding to each valid entry in the dp file should 

be removed before launching ocd for each valid entry. Removing the device file 
eventually causes an ocd process (if any is running) to shutdown. If this option is 
omitted, no device files will be removed and, therefore, only newly added valid 
entries in thedp file will have ocd launched. 

ocd normally creates and removes devices files. Flowever, if the process is killed 
incorrectly, such as with kill -9, the device file may remain. If the system is 
rebooted, the-k option can be specified to restart all dp file entries correctly. 

If a corresponding ocd no longer exists, the device file is removed by any following 
invocation of ocd that requires the same device file. 

In order to shutdown every ocd running without restarting them, the following 
command can be executed: 


kill -15 'ps -e I grep ocd | awk '{print $1}' ' 

-llog file Specify where to log error messages. If this option is omitted, all error messages 

are logged to standard output. 

If the specified file does not already exist, it is created. The file must be nonexe¬ 
cutable and readable by dpp. 

-pocd_program Specify the path for an outbound connection daemon. The default path for is 
/usr/sbin/ocd. Thedaemon must be executable. 


DIAGNOSTICS 

Error messages are logged for bad arguments, bad file entries, and ocd creation errors. By default, they 
are logged to standard output. If the-1 option is used, they are appended to the specified log file. 

(0) ERROR: dp file is mandatory 

(1) ERROR: dp file must be the first argument 

(2) ERROR: Cannot read dp file (filename) 

Thedp file either does not exist or cannot be accessed with the current access privileges. 

(3) ERROR: No log file defined (-1 option) 

(4) ERROR: Cannot create log file (-1 filename) 
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The log file cannot be created, either because of an Invalid path or because of Insufficient access 
privileges. 

(5) ERROR: Cannot access log file (-1 filename) 

The log file cannot be accessed, either because of an Invalid path or because of Insufficient access 
privileges. The log file must be readable by everyone. 

(6) ERROR: No ocd file defined in program option 

(7) ERROR: Cannot execute ocd program (-p pathname) 

The ocd program specified in the -p option either does not exist or is not an executable file with the 
current access privileges. 

(8) ERROR: Cannot purge device file (/dev/ filename) 

The -k option has been specified and the device file exists, but It cannot be purged because of 
Insufficient access privileges. 

(9) ERROR: Cannot execute default program (/usr/sbin/ocd) 

The default ocd cannot be executed, either because of Insufficient access privileges or because It has 
not been correctly Installed. 

(10) ERROR: Entry ignored (Bad IP address) 

The dp file entry specified does not have a valid IP address. 

(11) ERROR: Entry ignored (no port/board info) 

(12) ERROR: Entry ignored (Bad port number) 

The port specified is either not a decimal valueor a string composed of x or X characters. 

(13) ERROR: Entry ignored (Bad board number) 

The board specified is either not a decimal valueor a string composed of x or X characters. 

(14) ERROR: No more processes available on system 

The ocd program specified cannot be started because there are no processes availableon the system. 

(15) ERROR: Entry ignored (no device_name) 

(16) ERROR: Entry ignored (Bad device_name) 

The device file specified cannot be created, either because of an invalid path or because of insufficient 
access privileges. 

(17) ERROR: Entry ignored (Bad config name) 

The specified configuration file cannot be read, either because of an Invalid path or because of 
Insufficient access privileges. 

(18) ERROR: Entry ignored (Invalid log level) 

The specified logging level Is not In the range 0 to 3. 

(19) ERROR: Entry ignored (Bad node name) 

The specified node name does not exist or does not have an entry in a name database. 

WARNINGS 

To ensure that commands (such as ps) display the correct device file name (that Is, the pseudonym), all 
pseudonyms should be placed Into the directory /dev/telnet. If pseudonyms are not specified for place¬ 
ment In this directory, the correct display of device file names with many commands Is not guaranteed. 

In addition, to ensure that commands (such as w, passwd, finger, and wall) work correctly, each 
pseudonym must be unique In Its first 17 characters (including the directory prefix /dev/telnet/ ). If 
pseudonyms are not unique In their first 17 characters, the correct functioning of many commands is not 
guaranteed. 

Also, In order to reliably handle timing mark negotiations (and ensure that files printing on a printer 
attached to a terminal server have been completely flushed to that printer), the following line must be 
added near the end of each pri nter I nterface scrl pt for pri nters attached to a termi nal server: 

stty exta <&1 2>/dev/null 
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The printer interface scripts reside in the directory /etc/lp/interface. The iine must be added just 
prior tothefinai 'exit' command in each printer interface script. 

If this iine is not added as specified, the printing reiiabiiity of printers attached to a terminai server is not 
guaranteed. 

Finaiiy, ocd shouid be kiiied using kill -15. Do not use kill -9 for this purpose as it does not 
remove the device fiie. ocd verifies the vaiidity of an existing pseudonym before trying to use it. dpp and 
ocd use data stored in the fiie /var/adm/utmp. dfa to verify whether a process stiii owns a pseu¬ 
donym before taking it over. If ocd finds an unowned pseudonym, it uses it. 

FILES 

/usr/examples/ddfa/dp 
/usr/examples/ddfa/pcf 
/usr/sbin/dpp 
/usr/sbin/ocd 
/usr/sbin/ocdebug 
/var/adm/dpp_login.bin 
/var/adm/utmp.dfa 

SEE ALSO 

ocd(lM), ocdebug(lM), dp(4), pcf(4), ddfa(7). 
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NAME 

dsp - display status of an HP SCSI disk array 

SYNOPSIS 

dsp -p [-h| -d] d 0 /ice_file 
dsp -1 [-h| -d] d 0 /ice_file 

DESCRIPTION 

dsp displays the status of the lun (in an HP SCSI disk array) that is associated with the device file 
d 0 /ice_file. dsp displays the status of physical drives in an array (when the -p option is specified), or 
the status of luns in an array (when the -1 option is specified). This information can be displayed in 
interpreted form, or in raw hexadecimal or raw decimal format. 

Options 

-p Display physical drive status. The -p option displays the status of a lun's physical 

drives, regardless of their lun ownership. This information is retrieved the array 
physical page (Mode Page 2k), and inquiry data. 

-1 Display LUN status. The -1 option displays information about the state of the lun 

including it's raid level, block and segment sizes, reconstruction information, and so 
on. This information is retrieved from the array logical page (Mode Page 2B), and 
inquiry data. 

By default, data is displayed in interpreted form; if raw data is desired, one of the following options 
can be used: 

-h Raw hex format. Displays the data in raw hex format in rows, each of which contains 

theASCii representation of 16 hexadecimal data bytes, separated by spaces. 

-d Raw decimal format. Displays the data in raw decimal format in rows, each of which 

containstheASCii representation of 16 decimal data bytes, separated by spaces. 

RETURN VALUE 

dsp returns thefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• dsp 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by dsp: 
usage: dsp <-p | -1> [-h | -d] <special> 

An error in command syntax has occurred. Enter the command again with all required arguments. 

dsp: Arg out of range 

Oneof the arguments is larger than its allowed maximum value (or smaller than its allowed minimum 
value), or is incorrect in form. Check the size and form of each argument and make appropriate 
corrections. 

dsp: LUN # too big 

The LUN number, which is derived from the device special file name, is out of range. 

dsp: Not a raw file 

Utilities must beabletoopen the device file for raw access. 

dsp: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

dsp: LUN does not exist 

The requested lun is not among those known to the controller. 

dsp: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 
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SCSI (device level) communication errors: 

Sense data associated with thefaiied operation is printed. 

E rror messages generated by system calls: 

dsp usesthefoiiowingsystem caiis: 

stat(),open() , close(),read(),write(), and ioctl(). 

Documentation for these hp-ux system caiis contains information about the specific error conditions associ¬ 
ated with each caii. dsp does not aiter thevaiueof errno. The interpretation of errno for printing 
purposes is performed by the system utiiity strerror () . 

EXAMPLES 

To dispiay the status of the drives on the HP SCSI disk array /dev/rdsk/c2t4d0 on a Series 700: 
dsp -p /dev/rdsk/c2t4d0 

Todisplaythestatusof thetUN associated with theHP SCSI disk array /dev/rdsk/c2t0d0 on a Series 
800 in raw hex format: 

dsp -1 -h /dev/rdsk/c2t0d0 

Todisplaythestatusof thedrives on theHP SCSI disk array /dev/rdsk/c2t5d0 in raw decimal format 
on a Series 700: 

dsp -p -d /dev/rdsk/c2t5d0 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 

The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

dsp was developed by H p. 
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NAME 

dump, rdump - incremental filesystem dump, local or across network 

SYNOPSIS 

/usr/sbin/dump [option [argument ...] filesystem] 

/usr/sbin/rdump [option [argument ...] filesystem] 

DESCRIPTION 

The dLunp and rdump commands copy to magnetic tape all files in the filesystem that have been changed 
after a certain date. This information is derived from the files /var/adm/dumpdates and 
/etc/fstab. option specifies the date and other options about the dump, option consists of characters 
from the set 0123456789bdfnsuWw. The dump and rdump commands work only on file systems of 
type hfs. If the given file system is not of type hfs, dump and rdump will abort after printing an error 
message. 

Options 

0-9 This number is the "dump level". All files modified since the last date stored in file 
/var/adm/dumpdates for the same file system at lesser levels will be dumped. If no 
date is determined by the level, the beginning of time is assumed. Thus, the option 0 
causes the enti re fil e system to be dumped. 

b The blocking factor is taken from the next argument (default is 10 if not specified). Block 

size is defined as the logical record size times the blocking factor, dump writes logical 
records of 1024 bytes. When dumping to tapes with densities of 6250 BPI or greater 
without using theb option, the default blocking factor is 32. 

d The density of the tape (expressed in BPIs) is taken from the next argument. This is used 

in calculating the amount of tape used per reel. The default value of 1600assumesa reel 
tape. 

f Place the dump on the next argument file instead of the tape. If the name of the file is -, 

dump writes to the standard output. When using rdump, this option should be specified, 
and the next argument supplied should be of the form machine: des/ice 

n Whenever dump and rdump require operator attention, notify all users in group opera¬ 

tor by means similar to that described by wall(l). 

s The size of the dump tape is specified in feet. The number of feet is taken from the next 

argument. When the specified size is reached, dump and rdump wait for reels to be 
changed. ThedefauIttapesizevalueof 2300feet assumesa reel tape. 

u If the dump completes successfully, write on file /var/adm/dumpdates the date when 

the dump started. This file records a separate date for each file system and each dump 
level. The format of /var/adm/dumpdates is user-readable and consists of one free- 
format record per line: file system name, increment level, and dump date in ctime(3C) for¬ 
mat. The file /var/adm/dumpdates can be edited to change any of the fields if neces¬ 
sary. 

W For each file system in /var/adm/dumpdates, print the most recent dump date and 

level, indicating which file systems should be dumped. If the W option is set, all other 
options are ignored and dump exits immediately. 

w Operates likeW, but prints only filesystems that need to bedumped. 

If no arguments are given, option is assumed to be 9u and a default file system is dumped to the default 
tape. 

Sizes are based on 1600-BPI blocked tape; the raw magnetic tape device must be used to approach these 
densities. Up to 32 read errors on the file system are ignored. Each reel requires a new process; thus 
parent processes for reels already written remain until theentiretapeis written. 

The rdump command creates a server, /usr/sbin/rmt or /etc/rmt, on the remote machine to 
access the tape device. 
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dump and rdump require operator intervention for any of thefoiiowing conditions: 

• end of tape, 

• end of dump, 

• tape-write error, 

• tape-open error, or 

• disk-read error (if errors exceed threshoid of 32). 

In addition to aierting aii operators impiied by the n option, dump and rdump interact with the controi 
terminai operator by posing questions requiring yes or no answers when it can no ionger proceed or if 
something is grossiy wrong. 

Since making a fuii dump invoives considerabietime and effort, dump and rdump each estabiish a check¬ 
point at the start of each tape voiume. If, for any reason, writing that voiumefaiis, dump and rdump wiii, 
with operator permission, restart from the checkpoint after the oid tape has been rewound and removed 
and a new tape has been mounted. 

dirnip and rdump periodicaiiy report information to the operator, inciuding typicaiiy iow estimates of the 
number of biocks to write, the number of tapes it wiii require, thetime needed for compietion, and thetime 
remaining untii tape change. The output is verbose to inform other users that the terminai controiiing 
dump and rdump is busy and wiii be for sometime. 

Access Control Lists (ACLs) 

The optionai entries of a fiie's access controi iist (ACL) are not backed up with dump and rdump. I nstead, 
the fiie's permission bits are backed up and any information contained in its optionai ACL entries is iost 
(see ad (5)). 

EXAMPLES 

I n the foiiowing exampie, assume that the fiie system /mnt is to be attached to the fiie tree at the root 
directory, (/). This exampie causes the entire fiie system (/mnt) to be dumped on 
/dev/rmt/cOtOdOBEST and specifies that the density of the tape is 6250 BPI. 

/usr/sbin/dump Odf 6250 /dev/rmt/cOtOdOBEST /mnt 

WARNINGS 

dirnip wiii not backup a fiiesystem containing iargefiies. 

Tapes created from fiie systems containing flies with UID/GI Ds greater than 60,000 wiii have a new magic 
number in the header to prevent oider versions of restore(lM) from incorrectiy restoring ownerships for 
theseflies. 

AUTHOR 

dump and rdump were deveioped by the U niversity of Caiifornia, Berkeiey. 

FILES 

/dev/rdsk/cOdOsO 
/dev/rmt/Om 
/var/adm/dumpdates 
/etc/fstab 
/etc/group 

SEE ALSO 

restore(lM), rmt(lM), fstab(4), ad(5). 


Defauit fiie system to dump from. 
Defauit tape unit to dump to. 

New format-dump-date record. 

Dump tabie: fiie systems and frequency. 
U sed to find group operator. 
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NAME 

dumpfs - dump filesystem information 

SYNOPSIS 

/usr/sbin/dumpfs rootdir| special 

DESCRIPTION 

The diunpfs command prints the super block and cylinder group information for an HFS file system to 
the standard output. The file system may be specified by its root directory or the nameofthedevice special 
file on which it resides. The information is very long and detailed. This command can be used to find file 
system information such as the file system block size or the minimum free space percentage. 

DEPENDENCIES 

The dumpfs command can only be used on HFS filesystems. 

AUTHOR 

dumpfs was developed by the University of California, Berkeley. 

SEE ALSO 

fsck(lM), mkfs(lM), newfs(lM), tunefs(lM), disktab(4), fs(4). 
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NAME 

edquota - edit user disk quotas 

SYNOPSIS 

/usr/sbin/edquota [-p proto-user] username... 

/usr/sbin/edquota -t 

DESCRIPTION 

The edquota command is the quota editor. One or more user names can be specified on the command 
iine. For each username, a temporary fiie is created with a textuai representation of the current disk quo- 
tas for that user, and an editor is invoked on thefiie. The quotas can then be modified, new quotas added, 
etc. Upon ieaving the editor, edquota reads the temporary fiie and modifies the binary quota fiies to 
reflect the changes made. 

The editor invoked isspecified by theEDiTOR environment variabie. It defauitstovi (seevi(l)). 

I n order for quotas to be estabiished on a fiie system, the root directory of the fiie system must contain a 
fiie named quotas. See quota(5) for detaiis. 

Quotas can be estabiished oniy for users whose user ID is iess than 67,000,000. Attempts to estabiish quo¬ 
tas for other users wiii resuit in an error message. This restriction wiii be removed in a future version of 
HP-UX. 

Oniy users who have appropriate priviieges can edit quotas. 

Options 

-p proto_user Dupiicatethe quotas of the user name proto_user for each username. This is the normai 
mechanism used to initiaiizequotasfor groups of users. 

-t Edit the time iimits for each fiie system. Time iimits are set for fiie systems, not users. 

When a user exceeds the soft iimit for biocks or inodes on a fiie system, a countdown timer 
is started and the user has an amount of time equai to the time iimit in which to reduce 
usage to beiow the soft iimit (the required action is given by the quota command). If the 
time iimit expires before corrective action is taken, the quota system enforces poiicy as if 
the hard iimit had been exceeded. The default time iimit of 0 is interpreted to mean the 
vaiue in <sys/quota.h>, or one week (7 days). Time units of sec(onds), min(utes), 
hour(s), day(s), week(s), and month(s) are understood. Time iimits are printed in the 
greatest possibietime unit such that the vaiue is greater than or equai to one. 

Temporary File Formats 

FI ere is an exampieof the temporary fiie created for editing user biock and inode quotas: 

fs /mnt blocks (soft = 100, hard = 120) inodes (soft = 0, hard = 0) 
fs / blocks (soft = 1000, hard = 1200) inodes (soft = 200, hard = 200) 

FI ere istheformat for editing quota time iimits: 

fs /mnt blocks time limit = 10.00 days, files time limit = 20.00 days 
fs / blocks time limit = 0 (default) , files time limit = 0 (default) 

When editing (default) vaiues, it is not necessary to remove the (default) string. For exampie, to 
change theblocks time limit for/, changing the 0 to 4 days is sufficient. 

WARNINGS 

When estabiishingquotas for a user who has had none before, (for either biocks or inodes), the quota statis¬ 
tics for that user do not inciude any currentiy occupied fiie system resources. Therefore, it is necessary to 
run quotacheck (seequotacheck(lM)) to coiiect statistics for that user's current usage of that fiie system. 
See quota(5) for a detaiied discussion of this topic. 

edquota wiii oniy edit quotas on iocai fiiesystems. 

AUTHOR 

edquota wasdeveioped by the University of Caiifornia, Berkeley, and by Sun Microsystems, Inc. 

FILES 

/etc/fstab Static information about the file systems. 
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/etc/mnttab Mounted file system table 

dlrestory /quotas Quota statistics static storage for a filesystem, where directory Istheroot of the 
file system as specified to the mount command (see mount(lM)). 

SEE ALSO 

vi(l), quota(l), quotacheck(lM), quotacheck_hfs(lM), quota(5). 
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NAME 

eisa_config - EISA configuration tool 

SYNOPSIS 

eisa_config 

eisa_config [-a] 
eisa_config [-c cfgfile] 
eisa_config [-n scifile] 


DESCRIPTION 

eisa_config is a specialized program for configuring EISA and ISA (referred to collectively as E/ISA) I/O 
boards on hp-ux workstations equipped with EISA backplanes. It is used each timetheE/iSA configuration 
is to be changed in any way; i.e., whenever an EISA or ISA board is added to the system, removed from the 
system, or moved to a different location in the system. eisa_config should be run before any physical 
board configuration or installation changes are made. (This is not necessary in some cases -- see automatic 
mode below.) 


eisa_config interprets information stored in configuration files and uses it to configure system 
resources needed to properly interact with e/isa boards. Even though they may be physically present in 
the computer, e/isa boards cannot be used by the hp-ux operating system until configuration by 
eisa_config is complete. 

The eisa_config command takes one of four forms: 


eisa_config 


eisa_config -a 


eisa_config -c cfgfile 


eisa_config -n scifile 


Use interactive commands to examine or modify configuration. 
eisa_config prompts for a command, executes it, reports the 
results of command execution, then prompts for the next command. 

Attempt to automatically add new EISA boards to the configuration. 
This option is used by /sbin/bcheckrc but should not be used 
elsewhere. ISA boards cannot be added with thisoption. 

Check configuration (CFG) file (discussed below). This option is used 
mostly by e/isa board developers. It simply checks the specified CFG 
file to verify that it follows correct grammar and can be used by 
eisa_config. This option does not affect current configuration in 
any way. 

Non-target mode. This option uses the contents of scifile instead of 
non-volatile memory (nvm) to set up e/isa configuration, and is most 
commonly used for creating identical configurations on multiple 
workstations. 


Assigning Resources 

Depending on their design, internal capabilities, and their role in system operation, e/isa boards use vari¬ 
ous combinations of one or more system resources such as DMA channels, interrupt lines, memory, etc. 
Also, given boards do not always use a full set of system resources; for example, EISA provides 11 interrupt 
lines, but a given board might be able to use only lines 3, 5, and 6. Thus a means for the board to deter¬ 
mine what resources are to be used must be provided. 

ISA boards use physical switches or jumpers on the board to specify what resources are to be used. The 
person installing the board sets the switches or jumpers as specified by the board’s manufacturer and based 
on system needs. There are thousands of different kinds of ISA boards, but unfortunately there are no stan¬ 
dard conventions for switch and jumper usage. This results in much confusion and numerous configuration 
problems. For example, it is easy to inadvertently assign a given resource to two different boards, but often 
very difficult to diagnose the problem. 

EISA boards usually have no switches or jumpers for resource assignment. Instead, each EISA board has a 
corresponding configuration (CFG) file that tells the system how the board can be used and what resources it 
needs. eisa_config istheHP-ux system program that interprets the various CFG files for all boards 
in thesystem, then buildsa conflict-free configuration. 

Configuration Files 

All EISA boards have a corresponding CFG file. ISA boards, when used in hp-ux systems, must also have a 
corresponding CFG file. Although eisa_config cannot automatically configure an ISA board, it can use 
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the contents of the CFG file to determine what switch or jumper settings on an ISA board can be used to 
prevent resource conflicts. 

eisa_config expects to find a CFG file for each E/ISA board connected to the workstation. The adminis¬ 
trator is responsible for making sure that these CFG files are present in directory /sbin/lib/eisa. 
CFG files corresponding to boards being used should always be kept in this directory. Do not remove them 
after eisa_config is run the first time, because they will be needed every time the configuration is 
changed, such as when a new board is added or one is removed. Do not change the file names of the CFG 
files. The file name has a specific format which is used by eisa_config to automatically match a board 
with itsCFG file. 

CFG files are normally supplied by theE/iSA board manufacturer. Two scenarios apply: 

• If the E/ISA board is supplied by HP, the CFG file corresponding to the board is loaded into 
/sbin/lib/eisa as part of normal operating system installation. It should never be removed. 

• If the E/ISA board is not supplied by HP, install both the CFG file and the software driver for the 
board from FiP-ux-readable media supplied by the board manufacturer. Copy the CFG file to direc¬ 
tory /sbin/lib/eisa where it must remain as long asthecard is present in thesystem. 

All CFG files must follow a grammar specified in theEiSA bus specification. The most basic building block in 
the CFG grammar is the board. Each board has several attributes including board id (to match with a 
board’s ID register), manufacturer, ascii text describing what the board does, what kinds of slots the board 
can go in, whether the board has a readable id register, and various other capability attributes. 

Each file can also contain lists of board-wide resources (such as I/O registers, switches, and jumpers) and 
how they should be initialized. 

A board can be treated as a set of one or more functions where a given board contains a single function or 
multiple functions. An example of a two-function board is one having both a serial port and a parallel 
printer port. Each function has a separate block in that board'sCFG file. Each function has a name, a type, 
and a set of configuration choices. 

Each choice block has a name and a set of attributes. These attributes include what resources the choice 
requires and whether the function is enabled or disabled by that choice. Initialization is also usually 
specified within a choice. A given choice might require that certain registers be initialized to a specified 
value and that switches beset in a certain way. 

Configuration Processing 

E/ISA configuration is handled as follows: 

• eisa_config builds a conflict-free configuration, then saves the configuration in EISA non¬ 
volatile memory (NVM). 

• Appropriate drivers and device files must be installed before rebooting thesystem. 

• Next time the operating system is rebooted, the fip-ux kernel initializes the specified e/isa boards 
accordi ng to the contents of N VM. 

If a board is currently present in the system, but has no corresponding configuration data in nvm, the EISA 
board cannot be used until the eisa_config program is run again and the new board is accounted for in 
NVM. A newly installed or existing e/isa board is not usable until eisa_config has added it and the 
system has been rebooted with the necessary drivers and device special files installed. See examples for 
an illustration of how to add a new board to thesystem. 

It is possibleto add EISA boards that do not have switches or jumpers to the configuration without running 
eisa_config interactively. The /sbin/bcheckrc script invokes eisa_config with automatic 
mode during each system initialization. If a board has been added since the last time eisa_config was 
executed, eisa_config attempts to add the new board to the configuration. If the new board is suc¬ 
cessfully added, the system may need to be rebooted (/sbin/bcheckrc does this automatically). If the 
new board could not be added to the configuration, a warning is written to the system console and 
/etc/eisa/config.err. 

I n addition to writing to nvm, eisa_config also automatically saves the current configuration to an SCI 
file called /etc/eisa/system. sci. SCI files can also be created by the interactive save command 
(see below). TheE/iSA subsystem can alsobe initialized from an SCI file, rather than from nvm by using the 
eisa_config -n command form discussed earlier. SCI files are quite useful when a site has several 
identically-configured workstations. Run eisa_config on one system and save the configuration in an 
SCI file. Copy this file to other systems, then use it to initialize those systems. Remember that the 
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configuration must be saved toNVM and the system rebooted before the e/isa boards can be used. 

Drivers and Device Files 

Running eisa_config is not the only task necessary when adding an e/isa board to a system. 
Corresponding I/O drivers must be added to the kernel and appropriate device files must be created. These 
steps are the same as is required for any I/O card, and can be performed either before or after running 
eisa_config. The important thing to remember isthat theE/iSA board cannot beused until all neces¬ 
sary tasks are complete. 


I nteractive Commands 

If the command form eisa_config is used, eisa_config runs in interactive mode. Interactive 
mode conducts configuration changes by using a series of keyboard commands. eisa_config prompts 
for a command, executes it, displays the results of executing the command, then prompts for the next com¬ 
mand. I nteractive commands are broadly grouped into five categories: 


action Alter the configuration in someway, 

display Show current configuration, 

cfg ManageCFG files. 

comments Display help and comments information found in CFG files, 
help Helpfor using eisa_config interactive commands 

The action commands are: 


add cfgfileslotnum Adds a board to the current configuration, cfgfile specifies which CFG file 
corresponds to the board and slotnum identifies the slot where the board resides. 

remove slotnum Remove a board from the current configuration, slotnum identifies the slot 
where the board currently resides. 

move curslotnum newslotnum 

Move a board that is currently configured in one slot to a different slot, curslot¬ 
num and newslotnum specify the current and new slot numbers, respectively. 

change slotnum functionnumchoicenum 

Change the choice used for a given function. All three arguments, slotnum, 
functionnum, and choicenum are required. The function number (functionnum) 
and choice number (choicenum) can be obtained by using the show board 
command on the slot in question. Function numbers are of the format Fnum and 
choice numbers are of the format CHnum. Note that a board must already be 
part of the configuration before the change command can be used. 

When eisa_config adds a board, it selects a choice for each function. Gen¬ 
erally, the first choice for each function is selected (the default). Flowever, in 
order to resolve conflicts, eisa_config may select a different choice for a 
given function. When specifying a choice for a particular function by use of the 
change command, eisa_config always uses that choice; it does not select 
a different one, even when a conflict needs to be resolved. 

save [filename] Save the current configuration. If the current configuration is not conflict-free, a 
warning is produced and the save is not done. If you specify a file name, the 
save is done to that file; otherwise, the save is done to nvm (and the 
/etc/eisa/system. sci file). Note that the quit command also (option¬ 
ally) saves the configuration toNVM (and file /etc/eisa/system. sci). 

When the configuration is saved to nvm, a log file is created that provides a brief 
desription of the new configuration. The log file is named 
/etc/eisa/config.log, and contains information generated by a show 
command, followed by a show board command, followed by a show 
switch command. 


init [filename] Initialize the configuration. The initial configuration is retrieved from a file if 
one has been specified. Otherwise, it is retrieved from nvm. Note that an impli¬ 
cit init is done when eisa_config is first started. This command should 
only be used when the current configuration eisa_config is dealing with is 
incorrect. For example, if you make some changes that you decide you do not 
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want, you can use this command to start over. 

Leave eisa_config. If the configuration is conflict-free and has been 
changed, you are asked if you want to save the configuration (to nvm). If any 
switches or jumpers have to be changed as a result of this new configuration, you 
are notified of these changes prior to saving the configuration. Be sure that all 
switches and jumpers match what eisa_config has specified before booting 
the system. 

When the configuration is saved to nvm, a log file is created that provides a brief 
desription of the new configuration. The log file is named 
/etc/eisa/config.log, and contains information generated by a show 
command, followed by a show board command, followed by a show 
switch command. 

The show (display) commands are: 

show List all slots and their current status; i.e., whether occupied by a particular 

board, or empty. 

show slots cfgfile 

List all of the slots that could accept the board corresponding to the CFG file 
cfgfile. 

show board [cfgfile | slotnum] 

List the basic attributes for the selected board or boards. Includes a list of all 
the functions on the board and a list of all availablechoices for each function. If 
the board is currently part of the configuration, the currently selected choice is 
marked. The default choice is the first choice listed for each function. If a board 
isnot specified (either byCFG filename or slot number), information isdisplayed 
for each of board installed and configured in the system. 

show switch [ changed ] [slotnum] 

List the switch and jumper settings (both default and required) for the boards in 
the configuration. If the keyword changed is used, only those switches and 
jumpers that were changed from the previous configuration are displayed. If a 
slot number is specified, only switches and jumpers on the board in that slot are 
displayed. Note that show switch supports all combinations of changed 
and slotnum. 

There are two kinds of cfg commands: 

cfgtypes List the types of boards that have CFG files in directory /sbin/lib/eisa 

and how many CFG files in /sbin/lib/eisa areof each type. 

cfgfiles [type] List all CFG files that are currently availablefor use in the /sbin/lib/eisa 
directory. If a specific board type is specified, only CFG files of that type are 
displayed. 

comment commands extract the help and comments text provided in the specified CFG file or files. Both 
help and comments are displayed if they are available. Each command form accepts as an argument either 
aCFG fileor a slot number identifying which board you want helpfor. 

comment board [cfgfile | slotnum] 

Display board-level help and comments. 

comment function [cfgfile | slotnum] 

Display function-level help and comments. 

comment choice [cfgfile I slotnum] 

Display choice-level help. 

comment switch [cfgfilel slotnum] 

Display help and comments for switches and/or jumpers as appropriate. 

Note that all arguments (except the type of comments requested) are optional. If no optional argu¬ 
ment is specified, all availablecomments for the specified fileor board are extracted. For example: 

comment board 1 

Display help and comments availablefor the board currently configured in slot 1. 
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comment board Display help and comments availablefor al I currently configured boards. 

The help commands explain how to use the eisa_config interactive commands. If no other arguments 
are given, help is displayed for all of the interactive commands. Alternatively, any valid command can be 
used as a argument to the help command. Help is then given for the specified command only. 

help Display a brief explanation of all valid eisa_config interactive commands, 

help [cmdname] Display an explanation of the command specified. 

EXAMPLES 

Add a new e/isa board to the system: 

1. Load theCFG file (from media provided by the manufacturer) into directory /sbin/lib/eisa 
ifthefileisnot already present. 

2. Run eisa_config. eisa_config reads the contents of NVM to obtain current system 
configuration. 

3. Use the interactive add command to add the new board. eisa_config reads the correspond- 
ingCFG filetoobtain needed configuration information. 

4. Exit eisa_config, noting any required switch or jumper settings. eisa_config generates 
a new configuration and writes it toNVM. The required switch andjumper settings are also saved 
inthelogfile/etc/eisa/conf ig. log. 

5. Add the correct software drivers for the board (and board devices) to the kernel, and use 
mknod(lM) to create any needed device special files. 

6. Shut down and disconnect power to the system. 

7. I nstall theE/iSA board after changing any switch or jumper settings required by eisa_config. 

8. Reboot the system. When the system is running again, the contents of nvm will match the e/isa 
boards present in the system, and the newly added board can be used immediately. 

This procedure can also be used to add multiple new boards at the same time. Simply use the add com¬ 
mand once for each board and alter the other steps as appropriate. 

If the board to be added is an EISA board that does not have switches or jumpers, the board can be added 
via automatic mode; that is, steps 2-4 above can be skipped. 

AUTHOR 

eisa_config was developed by HP and Compaq. 

FILES 

/sbin/lib/eisa/IXXXOOOO.CFG CFG files 

/etc/eisa/config.err errors encountered in automatic mode 

/etc/eisa/config. log log file containing current E/ISA configuration 

/etc/eisa/system. sci mirror image of configuration saved toNVM 

SEE ALSO 

config(lM), mknod(lM). 
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NAME 

envd - system physical environment daemon 

SYNOPSIS 

/usr/sbin/envd [-f conflgfile] 

DESCRIPTION 

The envd daemon provides a means for the system to respond to environmental conditions detected by 
hardware. Such responses are typically designed to maintain file system integrity and prevent data loss. 
The environmental condition currently recognized by envd is over-temperature. 

envd logs messages and then executes actions when a supported environmental event is detected. 
Whether to do message logging and what actions to perform for a given environmental event are deter¬ 
mined by conflgfile (default is /etc/envd.conf). If no -f option was specified and the default 
conflgfile /etc/envd. conf does not exist, envd fails. A recommended default conflgflieisavailablein 
/usr/newconfig/etc/envd. conf. The conflgfile (or /etc/envd. conf) is only examined when 
the daemon is started or when it receives a SIGHUP signal to restart and re-initialize the daemon itself. 

envd uses the syslog message logging facility to log warning messages. If conflgfile specifies messages 
to be logged, the destination of the warning messages is determined by the configuration of the 
LOG_DAEMON facility Of the syslogd daemon (see syslogd(lM) and syslog(3C) for details) and various 
syslog priorities defined below for the corresponding environmental events. Warning messages are writ¬ 
ten to the console if envd is unableto send to syslogd. 

The conflgfile is composed of event lines, each of which followed by zero or more action lines. Comment 
lines can be i nterspersed at any point. Nomorethan one event linecan be specified for a given event. 

Event Event lines consist of an event keyword and a message indicator, separated by a colon 

(:). Valid event keywords are 0VERTEMP_CRIT and OVERTEMP_EMERG. Valid 
message indicators are y and n. An example is OVERTEMP_EMERG:y, indicating 
that warning messages are to be sent for theOVERTEMP EMERG event. 

Event keywords must start in the first column, and only one event and one message 
indicator areallowed on a given line. 

Action Action linescan consistof a sequenceof any valid /usr/bin/sh commands or pipe¬ 

lines. Lines from one event line to the next event line, or to the end of the file, are 
part of the action lines for the preceding event, and are passed intact to the shell to 
execute upon detecting the event. The action for an event can span across several 
lines, but the syntax of every line must be understood by /usr/bin/sh. There are 
no default actions for any events if no action lines are specified. 

No parsing or syntax checking is performed on the action lines; system administrators 
are responsible for verifying the correctness of theaction syntax. 

Comments Lines beginning with the # character in the first column are comment lines, and all 
characters up to the subsequent new-line character are ignored. 

Blank lines are ignored as comment lines. 

Here is an example /etc/envd. conf file: 

# The example below configures envd to log the warning message and 

# to rep critical applications to a remote machine at OVERTEMP_CRIT. 

# It configures envd to log emergency messages and to perform 

# system shutdown at OVERTEMP_EMERG, in order to preserve 

# the data integrity. 

OVERTEMP_CRIT:y 

/usr/bin/rep critical_appl_files \ 
remote_maohine:/backup 

OVERTEMP_EMERG:y 

/usr/sbin/reboot -qh 

Only users with appropriate privileges can invokeenvd. 
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Over-temperature Handling 

Over-temperature handling is supported only on systems equipped with over-temperature sensing 
hardware. Over-temperature limits may vary, depending on the hardware. Each system processor defines 
its own safest threshold for supported equipment combinations. The table below shows four levels of tem¬ 
perature states. For the temperature range specific to your system configuration, refer to any of the follow¬ 
ing documents for your system: Site Planning and Preparation Guide, Installation and Configuration 
Guide, or Operator Flandbook. 


State 

state Description 

NORMAL 

Within normal operating temperature range 

OVERTEMP_CRIT 

Temperature has exceed the normal operating range of 
the system, but it is still within the operating limit of the 
hardware media. 

OVERTEMP_EMERG 

Temperature has exceeded the maximum specified 
operating limit of hardware media; power loss is 
imminent. A minimum of about 60 seconds is guaranteed 
between the OVERTEMP mid state and the 
OVERTEMP POWERLOSS (power loss) State. 

OVERTEMP_POWERLOSS 

Hardware will disconnect all power from all cards in the 
system chassis. 


The syslog priorities mapped to two over-temperature events are: LOG_EMERG (for 

OVERTEMP_EMERG) and LOG_CRIT (for OVERTEMP_CRIT). 

Any non-shutdown activities (e.g. filetransfer) should be performed at 0VERTEMP_CRIT. It is important 
to configure only critical activities for 0VERTEMP_CRIT because the over-temperature might rise 
dramatically fast to OVERTEMP_EMERG. It is recommended to perform a quick shutdown using 
/usr/sbin/reboot -qh at OVERTEMP_EMERG to preserve file system data integrity. If the 
hardware enters the OVERTEMP_POWERLOSS state and the system has not been shut down, the sudden 
loss of power could result in data loss. Note that power-fail recovery functionality is not available in this 
case. When the hardware powers down, no warning messages are produced, and no action is taken by the 
system. 

Whenever the temperature rises from one level to another (such as from NORMAL to 0VERTEMP_CRIT 
or from 0VERTEMP_CRIT to OVERTEMP_EMERG, the warning message, if specified, and the correspond¬ 
ing specified over-temperature action is executed once, and only once, per state change. 

AUTHOR 

envd was developed by FI P. 

FILES 

/usr/sbin/envd envd executablefile 

/etc/envd. conf default envd configuration file 

/etc/syslog. conf default syslog configuration file 

/var/tmp/envd.action[123] envd work files 

SEE ALSO 

reboot(lM), shutdown(lM), syslogd(lM), syslog(3C). 

HP-UX System Administration manuals. 
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NAME 

exportfs- export and unexport directories to NFS dients 

SYNOPSIS 

/usr/sbin/exportfs [-auv] 

/usr/sbin/exportfs [-uv] [dir ...] 

/usr/sbin/exportfs -i [-o options] [-v] [dir ...] 

DESCRIPTION 

The exportfs command makes a iocai directory or fiie avaiiabieto NFS dients for mounting over the 
network. Directories and flies cannot be NFS-mounted uni ess they are first exported by exportfs. 

exportfs is normaiiy invoked at boot time by the /sbin/init. d/nfs. server script, and uses 
information contained in the /etc/exports fiie to export the fiie or fiie system named by each dir, 
which must be specified as a fuii path name. 

If no options or arguments are specified in the command iine, exportfs dispiays a iist of the currentiy 
exported directories and flies on standard output. 

A superuser can run exportfs at any time to aiter the iist or characteristics of exported directories and 
flies. 

Options 

exportfs recognizesthefoiiowingoptions: 

-a Export aii directories iisted in /etc/exports . If-u is aiso specified, unexport aii 

of the currentiy exported directories. 

-i Ignore the options in /etc/exports. Normaiiy, exportfs consuits 

/etc/exports for the options associated with the exported directory. 

-u Unexport the indicated directories. 

-V Verbose. Print each directory or fiie name as it is exported or unexported. 

-o options Specify a comma-separated iist of optionai characteristics for the directory being 
exported. The iist of options can inciudeany of thefoiiowing: 

async Aii NFS Protocoi Version 2 mounts wiii be asynchronous. This option 

is ignored for NFS PV3. Refer to exports(4) for warnings when using 
this option. 

ro Export the directory read-oniy. If not specified, the directory is 

exported read-write. 

rw=hostname[: hostname]... 

Export the directory read/write oniy to the iisted dients. No other 
systems can access the directory. Up to 256 hostnames can be 
specified. 

anon=uid If a request comes from an unknown user, use uid as the effective 
user ID. 

Root users (user ID 0) are always treated as user unknown by the 
NFS server unless they areincluded in the root option below. 

If the client is a UNIX system, only root users are considered 
unknown. All other users are recognized even if they are not in 
/etc/passwd. 

The default value for uid is the user ID of user nobody. If user 
nobody does not exist, the value -2 is used. Setting the value of 
anon to -1 disables anonymous access. 

root=hostname[: hostname]... 

Give root access only to the root users from a specified hostname. The 
default is for no hosts to be granted root access. Up to 256 hostnames 
can be specified. 
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access=client[: client]... 

Give mount access to each client listed. A client can either be a host 
name, or a netgroup (see netgroup(4)). exportfs checks for each 
client in the list first in file /etc/hosts, then in 
/etc/netgroup . The default value allows any machine to mount 
the given directory. 


DIAGNOSTICS 

If an NFS-mounted directory is unexported by exportfs, any access by the client to the directory causes 
an NFS stale file handle error. Flowever, if exportfs is used to remove a client from the 
access list of an exported directory, an NFS stale file handle error does not result from any access 
by the cl lent to the directory. 

EXAMPLES 

The following invocation of exportfs lists currently exported directories and files: 

exportfs 

Export entries in /etc/exports 
exportfs -a 

Unexport all exported files and directories: 

exportfs -ua 

Unexport all exported files and directories and print each directory or file name as it is unexported: 

exportfs -uav 

Export /usr to the world, ignoring options in /etc/exports: 
exportfs -i /usr 

Export /usr/bin and /var/adm read-only to the world: 

exportfs -i -o ro /usr/bin /var/adm 
Export /usr/bin read-write only to systems polk and vanness: 
exportfs -i -o rw=polk:vanness /usr/bin 

Export root access on /var/adm only to the system named pine, and mount access to both pine and 
geary: 

exportfs -i -o root=pine,access=pine:geary /var/adm 

WARNINGS 

You cannot export a directory that resides within the same file system and is either a parent or sub¬ 
directory of a directory that is currently exported. For example, /usr and /usr/local cannot both be 
exported if they residein thesamedisk partition. 

If you unexport a directory, remove a client from the access list, then export again, the client still has 
access to the directory until the cl lent unmounts the directory. Removing a client from the root or rw list 
takes effect immediately. 

/etc/xtab is a system file that contains a list of currently exported directories and files. This file is 
maintained by exportfs . To ensure that this file is always synchronous with current system data struc¬ 
tures, do not attempt to edit /etc/xtab by hand. 

FILES 

/etc/exports Static export information 

/etc/netgroup List of network groups 

/etc/xtab Current state of exported directories 

SEE ALSO 

showmount(lM), exports(4), netgroup(4). 
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NAME 

extendfs (generic) - extend a filesystem size 

SYNOPSIS 

/usr/sbin/extendfs [-F FStype] [-q] [-v] [-s size] special 

DESCRIPTION 

If the original file system image created on special does not make use of all of the available space, 
extendfs can be used to increase the capacity of a file system by updating the file system structure to 
include the extra space. 

Thecommand-lineparameter special specifies the device special fileof either a logical volume or a disk par¬ 
tition. The special must be un-mounted before extendfs can be run (see mount(lM)). 

Options 

extendfs recognizesthefollowingoptions: 

-F FStype 

Specify the file system type on which to operate (see fstyp(lM) and fs_wrapper(5)). If this 
option is not included on the command line, then the file system type is determined from 
thefile /etc/default/fs. 

-q Query the size of special. No file system extension will be done. 

-V Verbose flag. 

-s size Specifies the number of DEV_BSIZE blocks to be added to the file system. If size is not 
specified, the maximum possible size is used. 

EXAMPLES 

To increase the capacity of a filesystem created on a logical volume, enter: 

umount /dev/vgOO/lvoll 
Ivextend -L larger_size /dev/vgOO/lvoll 
extendfs -F hfs /dev/vgOO/rlvoll 
mount /dev/vgOO/lvoll mount_directory 

SEE ALSO 

fstyp(lM), Ivextend(lM), mkfs(lM), mount(lM), umount(lM), fs(4), fs_wrapper(5). 
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NAME 

extendfs (hfs) - extend an HFS filesystem size 

SYNOPSIS 

/usr/sbin/extendfs [-F hfs] [-q] [-v] [-s size] special 

DESCRIPTION 

If the original HFS file system image created on special does not make use of all of the available space, the 
extendfs command can be used to increase the capacity of an HFS file system by updating the file sys¬ 
tem structure to include the extra space. 

The command-line parameter special specifies the character device special file of either a logical volume or 
a disk partition. The special must be unmounted before the extendfs command can be run (see 
mount(lM)). 

Options 

extendfs recognizesthefollowingoptions: 

-F hfs Specify the HFS file system type. 

-q Query the size of special. No file system extension will be done. 

-V Verbose flag. 

-s size Specifies the number of DEV_BSIZE blocks to be added to the file system. Ifthenumber 
of blocks is not specified, the maximum possible size is used. 

EXAMPLES 

To increase the capacity of a filesystem created on a logical volume, enter: 

umount /dev/vgOO/lvoll 
Ivextend -L larger_size /dev/vgOO/lvoll 
extendfs -F hfs /dev/vgOO/rlvoll 
mount /dev/vgOO/lvoll mount_dI rectory 

WARNINGS 

The root file system cannot be extended using the extendfs command because the root file system is 
always mounted, and the extendfs command only works on unmounted filesystems. 

extendfs will fail if used on a file system, on a logical volume, where the logical block size of the logical 
volume is greater than the file system's fragment size. The logical block size, of a logical volume changes, 
when additional disks with larger sector size are added. 

RETURN VALUE 

extendfs returns thefollowing values: 

0 N o errors were detected and file system was successfully extended. 

1 Command aborted. 


SEE ALSO 

extendfs(lM), Ivextend(lM), mkfs(lM), mount(lM), umount(lM), fs(4). 
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NAME 

extendfs (vxfs) - extend a VxFS filesystem size 

SYNOPSIS 

/usr/sbin/extendfs [-F vxfs] [-q] [-v] [-s size] special 

DESCRIPTION 

If the original VxFS file system image created on special does not make use of all of the available space, 
extendfs can be used to increase the capacity of a VxFS filesystem by updating the file system structure 
to include the extra space. 

Thecommand-lineparameter special specifies the device special fileof either a logical volume or a disk par¬ 
tition. If special refers to a mounted file system, special must be unmounted before extendfs can be run 
(see mount(lM)). 

Options 

extendfs recognizesthefollowingoptions: 

-F vxfs 

Specify the VxFS file system type. 

-q Query the size of special. No file system extension will be done. 

-V Verbose flag. 

-s size Specifies the number of DEV_BSIZE blocks to be added to the file system. If size is not 
specified, the maximum possible size is used. 

EXAMPLES 

To increase the capacity of a filesystem created on a logical volume, enter: 

umount /dev/vgOO/lvoll 
Ivextend -L larger_size /dev/vgOO/lvoll 
extendfs -F vxfs /dev/vgOO/rlvoll 
mount /dev/vgOO/lvoll mount_directory 

SEE ALSO 

extendfs(lM), Ivextend(lM), mkfs(lM), mount(lM), umount(lM), fs(4). 
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NAME 

fbackup - selectively back up files 

SYNOPSIS 

/usr/sbin/fbackup -f de/ice [-f device] ... [-0-9] [-nsuvyAEl] [-i path] [-e path] 

[-g graph ] [-d path ] [-1 path ] [-V path ] [-c config ] 

/usr/sbin/fbackup -f device [-f device] ... [-R restart] [-nsuvyAEl] [-d path] 

[-1 path ] [-V path ] [-c config ] 

DESCRIPTION 

fbackup combines features of dump and ftio to provide a flexible, high-speed file system backup 
mechanism (see dump(lM) and ftio(l)). fbackup selectively transfers files to an output device. For each 
file transferred, the file's contents and all the relevant information necessary to restore it to an equivalent 
state are copied to the output device. The output device can be a raw magnetic tape drive, the standard 
output, a DDS-format tape, a rewritable magneto-optical disk or a file. 

The selection of files to backup is done by explicitly specifying trees of files to be included or excluded from 
an fbackup session. The user can construct an arbitrary graph of files by using the -i or -e options on 
the command line, or by using the-g option with a graph file. For backups being done on a regular basis, 
the-g option provides an easier interface for controlling the backup graph, fbackup selects files in this 
graph, and attempts to transfer them to the output device. The selectivity depends on the mode in which 
fbackup is being used; i.e., full or incremental backup. 

When doing full backups, all files in the graph are selected. When doing incremental backups, only files in 
the graph that have been modified since a previous backup of that graph are selected. If an incremental 
backup is being done at level 4 and the -g option is used, the database file is searched for the most recent 
previous backup at levels 0-3. If a file's modification time is before the time when the last appropriate ses¬ 
sion began and the i-node change time is before the time that same session ended, the file is not backed up. 
Beginning at FIP-UX Release 8.0, all directories lying on the path to a file that qualifies for the incremental 
backup will also be on the backup media, even if the directories do not qualify on their own status. 

If fbackup is used for incremental backups, a database of past backups must be kept, fbackup main¬ 
tains this data in the text file /var/adm/fbackupfiles/dates, by default. Note that the directory 
/var/adm/fbackupfiles must be created prior to the first time fbackup is used for incremental 
backups. The -d option can be used to specify an alternate database file. The user can specify to update 
this file when an fbackup session completes successfully. Entries for each session are recorded on 
separate pairs of lines. The following four items appear on thefirst lineof each pair: the graph file name, 
backup level, start!ng time, and ending time (both in time(2) format). The second lineof each pair contains 
the same two times, but in strftime(3C) format. These lines contain the local equivalent of STARTED :, the 
start time, the local equivalent of ENDED :, and the ending time. These second lines serve only to make 
the dates file more readable: fbackup does not use them. All fields are separated by white space. Graph 
file names are compared character-by-character when checking the previous-backup database file to ascer¬ 
tain when a previous session was run for that graph. Caution must be exercised to ensure that, for exam¬ 
ple, graph and . /graph are not used to specify the same graph file because fbackup treats them as 
two different graph files. 

The general structure of a fbackup volume is the same, no matter what type of device is used. There are 
somesmall specific differences due to differing capabilities of devices. Thegeneral structure is as follows: 

• Reserved space for ASCI I tape label (1024 bytes) 

• fbackup specific volume label (2048 bytes) 

• session index (size in field of volume label) 

• data 

Each file entry in the index contains the volume number and the pathname of the file. At the beginning of 
every volume, fbackup assumes that all files not already backed up will fit on that volume: an erroneous 
assumption for all but the last volume. I ndices are accurate only for the previous volumes in the same set. 
Flence, the index on the last volume may indicate that a file resides on that volume, but it may not have 
actually been backed up (for example, if it was removed after the index was created, but before fbackup 
attempted to back it up). The only index guaranteed to be correct in all cases is the on-line index (-1 
option), which is produced after the last volume has been written. Specific minor differences are listed 
below: 

• When using 9-track tape drives or DDS-format tape drives several small differences exist. The 
main blocks of information are separated by EOF. fbackup checkpoints the media periodically to 
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enhance error recovery. If a write error is detected, the user normaiiy has two options: First, a 
new voiumecan demounted and that voiume rewritten from the beginning. Second, ifthevoiume 
is not too severely damaged, the good data before the error can be saved, and the write error is 
treated as a normai end-of-media condition. The biocks of data with their checkpoint records are 
aisoseparated by EOF. In addition if the DDS-format drive supports Fast Search Marks these 
wiii be used to enhance recovery speed by pi ad ng them between biocks of flies. 

• For a magneto-opticai device, a disk, a flie, or standard output, there are no speciai marks separat¬ 
ing the information pieces. Using standard output resuitsin oniy one voiume. 

fbackup provides the abiiity to use UCB-mode tape drives. This makes it possibieto overiap the tape 
rewind times if two or more tape drives are connected to the system. 

Set-up 

There are severai things the user wiii want to consider when setting fbackup up for reguiar use. These 
inciudetype of device and media, fuii versus incrementai frequency, amount of iogging information to keep 
on-iine, structure of the graph flie, and on-iine versus off-iine backup. 

The type of device used for backups can affect such things as media expenses, abiiity to do unattended 
backup and speed of the backup. Using 9-track tapes wiii probabiy resuit in the highest performance, but 
require user intervention for changing tapes. A magneto-opticai autochanger can provide an unattended 
backup for a iarge system and iong iife media, however the media cost is high. The iowest cost wiii prob¬ 
abiy be achieved through DDS-format devices, but at the iowest performance. 

It is aiso important to consider how often fuii backups shouid be made, and how many incrementai backups 
to make between fuii backups. Time periods can be used, such as a fuii backup every Friday and incremen- 
tais on aii other days. Media capacities can be used if incrementai backups need to run unattended. The 
avaiiabiiity of personnel to change media can aiso be an important factor as weii as the iength of time 
needed for the backup. Other factors may affect the need for fuii and incrementai backup combinations 
such as contractuai or iegai requirements. 

If backup information is kept oniine; i.e., output from the -V or -I options, the required storage space 
must aiso be considered. Index file sizes are hard to predict in advance because they depend on system 
configuration. Each volume header file takes less than 1536 bytes. Of course the more information that is 
kept on-line, thefaster locating a backup media for a recovery will be. 

There are several ways to structure the graph file or files used in a system backup. The first decision 
involves whether to use one or more than one graph files for the backup. Using one file is simpler, but less 
flexible. Using two or more graph files simplifies splitting backups into logical sets. For example, one 
graph file can be used for system disks where changes tend to be less frequent, and another graph file for 
the users area. Thus two different policies can be implemented for full and incremental backups. 

fbackup was designed to allow backups whilethe system is in use by providing the capability to retry an 
active file. When absolute consistency on a full backup is important, the system should probably be in 
single-user mode. Flowever, incremental backups can be made whilethe system is in normal use, thus 
improving system up-time. 

Options 

-c config conflg is the name of the configuration file, and can contain values for the following parame¬ 
ters: 

• N umber of 1024-byte blocks per record, 

• N umber of records of shared memory to allocate, 

• Number of records between checkpoints, 

• N umber of file-reader processes, 

• Maximum number of times fbackup is to retry an active file, 

• Maximum number of bytes of media to use while retrying the backup of an active 
file, 

• Maximum number of times a magnetic tape volume can be used, 

• Nameof a file to be executed when a volume change occurs. This file must exist and 
be executable. 

• Name of a file to be executed when a fatal error occurs. This file must exist and be 
executable. 

• The number of files between the Fast Search Marks on DDS-format tapes. The 
cost of these marks are negligible in terms of space on the DDS-format tape. Not all 
DDS-format devices support fast search marks. 
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-d path 
-e path 


-f de/ice 


-g graph 


-i path 


Each entry in the configuration fiie consists of one iine of text in the foiiowing format: 
identifier, whitespace, argument. In thefoiiowingsampieconfiguration fiie, thenumberof 
biocks per record is set to 16, the number of records is set to 32, the checkpoint frequency is 
set to 32, the number of fiie reader processes is set to 2, the maximum number of retries is 
set to 5, the maximum retry space for active fiies is set to 5,000,000 bytes, the maximum 
number of times a magnetic tape voiume can be used is set to 100, the fiie to be executed at 
voiume change time is /var/adm/fbackupfiles/chgvol, the fiie to be executed 
when a fatai error occurs is /var/adm/fbackupfiles/error, and the number of 
fiies between fast search marks is set to 200. 


blocksperrecord 
records 

checkpointfreq 

readerprocesses 

maxretries 

retrylimit 

maxvoluses 

chgvol 

error 

filesperfsm 


16 

32 

32 

2 (maximum of 6) 

5 

5000000 

100 

/var/adm/fbackupfiles/chgvol 
/var/adm/fbackupfiles/error 
200 


Each vaiue iisted is aiso the defauit vaiue, except chgvol and error, which defauit to 
nuii vaiues. 


This specifies a path to a database for use with incrementai backups. It overrides the 
defauit databasefiie /var/adm/fbackupf iles/dates. 


path specifies a tree to be exciuded from the backup graph. This tree must be a subtree of 
part of the backup graph. Otherwise, specifying it wiii not exciude any fiies from the 
graph. There is no iimit on how many times the-e option can be specified. 


de/ice specifies the name of an output fiie. If the name of the fiie is-, fbackup writes to 
the standard output. There is no defauit output fiie; at ieast one must be specified. If more 
than one output file is specified, fbackup uses each one successively and then repeats in a 
cyclical pattern. Patterns can be used in the device name in a manner resembling file name 
expansion as done by the shell (see sh-bourne(l) and other shell manual entries. The pat¬ 
terns must be protected from expansion by the shell by quoting them. The expansion of the 
pattern results in all matching names being in the list of devices used. 


There is slightly different behavior if remote devices are used. A device on the remote 
machine can be specified in the form machine: des/ice fbackup creates a server process 
from /usr/sbin/rmt on the remote machine to access the tape device. If 
/usr/sbin/rmt does not exist on the remote system, fbackup creates a server pro¬ 
cess from /etc/rmt on the remote machine to access the tape device. Only half-inch 9- 
track magnetic tapes or DDS-format tapes can be remote devices. The fast search and save 
set marks capabilities are not used when remote DDS-format devices are used. 


graph defines the graph file. The graph file is a text file containing the list of file names of 
trees to be included or excluded from the backup graph. These trees are interpreted in the 
same manner as when they are specified with the -i and -e options. Graph file entries 
consist of a line beginning with either i or e, followed by white space, and then the path 
name of a tree. Lines not beginning with i or e are treated as an error. There is no 
default graph file. For example, to backup all of /usr except for the subtree /usr/lib, 
a filecould be created with thefollowingtwo records: 

i /usr 

e /usr/lib 


path specifies a tree to be included in the backup graph. There is no limit on how many 
times the -i option can be specified. 

Cross NFS mount points. By default fbackup does not cross NFS mount points, regard¬ 
less of paths specified by the -i or -g options. 

Includes LOFS files specified by the backup graph. By default, fbackup does not cross 
LOFS mount points. If -1 is specified, and the backup graph includes files which are also 
in a LOFS that is in the backup graph, then thosefiles will backed up twice. 
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—V 

-y 

-A 


-E 


-I path 


-V path 


-R restart 


Backup the object that a symbolic link refers to. The default behavior is to backup the sym¬ 
bolic link. 

Update the database of past backups so that it contains the backup level, the time of the 
beginning and end of the session, and the graph file used for this fbackup session. For 
this update to take place, the following conditions must exist: Neither the -i nor the -e 
option can be used; the -g option must be specified exactly once (see below); the fbackup 
must complete successfully. 

Run in verbose mode. Generates status messages that are otherwise not seen. 
Automatically answer yes to any inquiries. 

Do not back up optional entries of access control lists (ACLs) for files. Normally, all mode 
information is backed up including the optional ACL entries. With the -A option, thesum- 
mary mode information (as returned by stat ()) is backed up. Use this option when back¬ 
ing up files from a system that contains ACL to be recovered on a system that does not 
understand ACL (see ad (5)). 

Do not back up extent attributes. Normally, all extent attributes that have been set are 
included with the file. This option only applies to file systems which support extent attri¬ 
butes. 

path specifies the name of the on-line index file to be generated. It consists of one line for 
each file backed up during the session. Each line contains the volume number on which 
that file resides and the file name. If the-I option is omitted, no index file is generated. 

The volume header information iswritten to path at the end of a successful fbackup ses¬ 
sion. The following fields from the header are written in the format label: value with one 
pair per line. 

Magic Field On a valid fbackup media it contains the value 

FBACKUP_LABEL (HP-UX release 10.20 and beyond). 
Before HP-UX release 10.20, it contained the value 
FBACKUP LABEL. 

Machine Identification 

Thisfield containstheresult of uname -m. 

System Identification 

Thisfield containsthe result of uname -s. 

Release Identification 

Thisfield containsthe result of uname -r. 

Node Identification 

Thisfield containsthe result of uname -n. 

User Identification 

This field contains the result of cuserid() (see 
cuserid(3S)). 

This field contains the maximum length in bytes of a data 
record. 

This field contains the clock time when fbackup was 
started. 

This field contains the number of times the media has been 
used for backup. Since the information is actually on the 
media, thisfield will always contain thevalueO. 

This field contains a # character followed by 3 digits, and 
identifies the number of volumes in the backup. 

Checkpoint Frequency 

Thisfield contains the frequency of backup-data-record check¬ 
pointing. 

Index Size This field contains the size of the index. 

Backup Identification Tag 

This field is composed of two items: the process ID (pid) and 
the start ti me of that process. 

Language This field contains the language used to make the backup. 

Restart an fbackup session from where it was previously interrupted. The restart file 
contains all the information necessary to restart the interrupted session. None of the - 
[iegO-9] options can be used together with the restart option. 


Record Size 
Time 

Media Use 

Volume Number 
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-0-9 This single-digit number is the backup level. Level 0 indicates a full backup. Higher levels 

are generally used to perform incremental backups. When doing an incremental backup of 
a particular graph at a particular level, the database of past backups is searched to find the 
date of the most recent backup of the same graph that was done at a lower level. If no such 
entry is found, the beginning of time is assumed. All files in the graph that have been 
modified sincethisdatearebacked up. 

Access Control Lists (acls) 

If a file has optional ACL entries, the-A option is required to enable its recovery on a system whose access 
control listscapabilityisnot present. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_COLLATE determines the order in which files are stored in the backup device and the order output by 
the-I option. 

LC_TIME determines the format and contents of date and time strings. 

LC_MESSAGES determi nes the language i n which messages are displayed. 

If LC_COLLATE and LC_TIME and LC_MESSAGES are not all specified in the environment or if either is 
set to the empty string, the value of LANG is used as a default for each unspecified or empty variable. If 
LANG is not specified or is set to the empty string, a default of "C" (see lang(5)) is used instead of LANG. If 
any internationalization variable contains an invalid setting, fbackup behaves as if all internationaliza¬ 
tion variables are set to "C". See environ(5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

RETURN VALUE 

fbackup returns one of the foil owing values: 

0 upon normal completion. 

1 if it is interrupted but allowed to save its state for possible restart. 

2 if any error conditions prevent the session from completing. 

4 if any warning conditions are encountered. 

If warnings occur, the operator should verify the fbackup logs tojustify the sanity of the backup taken. 

EXAMPLES 

In the following two examples, assume the graph of interest specifies all of /usr except /usr/lib (as 
described in theg key section above). 

The first example is a simple case where a full backup is done but the database file is not updated. This can 
be i nvoked as fol I ows: 

/usr/sbin/fbackup -Oi /usr -e /usr/lib -f /dev/rmt/cOtOdOBEST 

The second example is more complicated, and assumes the user wants to maintain a database of past 
fbackup sessions so that incremental backups are possible. 

If sufficient on-linestorage is available, it may be desirableto keep several of the most recent index files on 
disk. This eliminates the need to recover the index from the backup media to determine if the files to be 
recovered are on that set. One method of maintaining on-line index files is outlined below. The system 
administrator must do the following once before fbackup is run for the first time (creating intermediate 
level directories where necessary): 

• Createa suitableconfiguration filecalled config in thedirectory /var/adm/fbackupfiles 

• Create a graph filecalled usr-usrlib in thedirectory /var/adm/fbackupfiles/graphs 

• Create a directory called usr-usrlib in the directory 
/var/adm/fbackupfiles/indices 

A shell script that performs thefollowingtasks could be run for each fbackup session: 

• Build an index file path name based on both the graph file used (passed as a parameter to the 
script) and the start time of the session (obtained from the system). For example: 
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/var/adm/fbackupfiles/indices/usr-usrlib/871128.15:17 
(for N ov 28, 1987 at 3:17 P M) 

• I nvoke fbackup with this path name as its index file name. For example: 

cd /var/adm/fbackupflies 

/usr/sbin/fbackup -Ouc config -g graphs/usr-usrlib\ 

-I indices/usr-usrlib/871128.15:17\ 

-f /dev/rmt/cOtOdOBEST 

When thesession completes successfully, theindex is automatically placed in the proper location. 

Note that fbackup should be piped to tcio when backing up to a CS/80 cartridge tape device see 
tcio(l)). Thefollowingexamplecopiestheentirecontents of directory /usr toa cartridge tape: 

/usr/sbin/fbackup i /usr -f - | tcio -oe /dev/rct/c0dls2 

WARNINGS 

With release 10.20, FIP-UX supports large files (greater than 2GB) and increased UID/GIDs (greater than 
60,000). Archives containing files with these attributes would cause severe problems on systems that do 
not support the increased sizes. For this reason, fbackup creates tapes with a new magic number 
("FBACKUP_LABEL"). This prevents fbackup tape archives from being restored on pre-10.20 FIP-UX 
systems, frecover still reads both tape formats so that fbackup tape archives created on pre-10.20 
FI P-UX systems can be restored. 

Starting with FIP-UX Release8.0, fbackup does not back up network special files because RFA network¬ 
ing is obsolete. A warning message is issued if a network special file is encountered in the backup graph 
and the file is skipped. 

The use of fbackup for backing up NFS mounted filesystems is not guaranteed to work as expected if the 
backup isdoneasa privileged user. Thisisdueto the manner in which NFS handles privileged-user access 
by mapping user root and uid 0 to user nobody, usually uid -2, thus disallowing root privileges on the 
remote system to a root user on the local system. 

The utility set comprised of fbackup and frecover was originally designed for use on systems 
equipped with not more than one gigabyte of total file system storage. Although the utilities have no pro¬ 
gramming limitations that restrict users to this size, complete backups and recoveries of substantially 
larger systems can cause a large amount system activity due to the amount of virtual memory (swap space) 
used to store the indices. Users who want to use these utilities, but are noticing poor system-wide perfor¬ 
mance due to the size of the backup, are encouraged to backup their systems in multiple smaller sessions, 
rather than attempt! ng to backup the enti re system at one ti me. 

Due to present file-system limitations, files whose inode data, but not their contents, are modified while a 
backup is in progress might be omitted from the next incremental backup of the same graph. Also, 
fbackup does not reset the inode change times of files to their original value. 

fbackup allocates resources that are not returned to the system if it iskilled in an ungraceful manner. If 
it is necessary to kill fbackup, send it a SIGTERM; not a SIGKILL. 

For security reasons, configuration files and the chgvol and error executable files should only be writ¬ 
able by their owners. 

If sparse files are backed up without using data compression, a very large amount of media can be con¬ 
sumed. 

fbackup does not require special privileges. Flowever, if the user does not have access to a given file, the 
file is not backed up. 

fbackup consists of multiple executable objects, all of which are expected to reside in directory 
/usr/sbin. 

fbackup creates volumes with a format that makes duplication of volumes by dd impossible (see dd(l)). 
Copying an fbackup volume created on one media type to another media type does not produce a valid 
fbackup volume on the new media because the formats of volumes on 9-track tape, backup to a file, 
rewritable optical disks and DDS-format tapes are not identical. 

When configuring the parameter blocksperrecord (see -c option), the record size is limited by the 
maximum allowed for the tape drive. Common maximum record sizes include 16 1-Kbyte blocks for tape 
drive models FI P 7974 and FIP 7978A, 32 blocks for the FIP 7978B, 60 blocks for the FiP 7980, and 64 blocks 
for DDS tape drives. Note also that the blocksize used in earlier releases (7.0 and before) was 512 bytes. 
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whereas it is now 1024 bytes. This means that the same vaiue specifled in biocksperrecord in an eariier 
reiease creates biocks twice their eariier size in the current reiease (i.e., a biocksperrecord parameter of 32 
wouid create 16-Kbyte biocks at Reiease 7.0, but now creates 32-Kbyte biocks). If biocksperrecord exceeds 
the byte count aiiowed by the tape drive, the tape drive rejects the write, causing an error to be communi¬ 
cated to fbackup which fbackup interprets as a bad tape. The resuiting write error message resembies 
thefoiiowing: 

fbackup (3013): Write error while writing backup at tape block 0. 

Diagnostic error from tape 11. SW_PROBLEM (printed by driver on consoie) 

fbackup (3102): Attempting to make this volume salvageable. 

etc. 

DEPENDENCIES 

NFS 

Access controi iists of networked flies are summarized (as returned in st_mode by stat ()), but not 
copied to the new flie (seestat(2)). 

Series 800 

On NIO-bus machines there can be probiems when a CS/80 cartridge tape device is on the same interface 
card as hard disk devices. If writes ionger than 16K bytes are made to the tape device, it is possibieto 
have disk access ti me-out errors. This happens because the tape device has exciusive access to the bus dur¬ 
ing write operations. Depending on the system activity, this probiem may not be seen. The defauit write 
size of fbackup is 16 Kbytes. 

Series 700/800 

fbackup does not support OIC-120, and OIC-150 formats on QIC devices. If fbackup is attempted for 
these formats, fbackup faiisand thefoiiowing messageisdispiayed : 

mt lu X: Write must be a multiple of 512 bytes in QIC 120 or QIC 150 


AUTHOR 

fbackup was deveioped by H P. 

FILES 

/var/adm/fbackupfiles/dates databaseof past backups 

SEE ALSO 

cpio(l), ftio(l), tcio(l), dump(lM), frecover(lM), restore(lM), rmt(lM), stat(2), aci(5), mt(7). 
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NAME 

fcmsutil - Fibre Channel Mass Storage Utility Command for the Fibre Channel Mass Storage Flost Bus 
Adapters. 


SYNOPSIS 

/opt/fc/bin/fcmsutil des/ice file 

/opt/fc/bin/fcmsutil de(/ice_file echo remote-N-Port-1 D [data-size] 

/opt/f c/bin/f cmsutil de(/ice_file test remote-N-Port-1 D [data-size] 

/opt/fc/bin/fcmsutil d 0 /ice_file read offset 
/opt/fc/bin/fcmsutil des/ice file write offset value 
/opt/fc/bin/fcmsutil d 0 /ice_file lb plm| tachyon 
/opt/fc/bin/fcmsutil device file get local] fabric 
/opt/fc/bin/fcmsutil d 0 /ice_file get remote N-Port-ID 
/opt/fc/bin/fcmsutil device file get_lgn N-Port-ID 
/opt/fc/bin/fcmsutil device_file reset [check] clear] 

/opt/fc/bin/fcmsutil device_file stat 
/opt/fc/bin/fcmsutil d 0 /ice_file stat_els 
/opt/fc/bin/fcmsutil device file clear_stat 
/opt/fc/bin/fcmsutil d 0 /ice_file read_cr 
/opt/fc/bin/fcmsutil device file lgninfo_all 
DESCRIPTION 

The fcmsutil command is a diagnostic tool to be used for the Fibre Channel Mass Storage Flost Bus 
Adapters. This command provides the ability to perform Fibre Channel Test and Echo functionality, pro¬ 
vides the ability to read and write to the card's registers, etc. This command requires the use of a device file 
to indicate the interface over which the requested command needs to be performed, fcmsutil can be 
used only by users who have an effective user ID of 0. Some of the options require detailed knowledge of 
the device specific adapter. 


Options 

fcmsutil recognizes the following options as indicated in SYNOPSIS. All keywords are case-insensitive 
and are position dependent. 

device_file Can be used alone or with other options. 

When used without any options it provides information such astheNPort ID, Node World 
Wide Name and Port World Wide Name, Topology of the Fabric, the Speed of the Link, the 
Flard Physical Address of the Card, the Driver State, the number of Active Outbound 
Exchanges and number of Active Logins. 

echo This option requires two parameters, the remote-N-Port-1 D and data-size (size of packet to 

send). 


A Fibre Channel Echo packet of the specified size is sent to the remote node. The com¬ 
mand completes successfully when an echo response is received from the remote node. The 
command times out if a response is not received in twice RA_TOV time. 

Note: Packet size specified must bea multipleof 4. 

test This option requires two parameters, the remote-N-Port-1 D and data-size (size of packet to 

send). 


A Fibre Channel Test packet of the specified size is sent to the remote node. The command 
completes successfully and immediately on sending the test packet. 

Note: Packet size specified must bea multipleof 4. 

read This option requires one parameter, the offset of the register to read from. The offset can be 

specified in either hex or in decimal format. The offset specified is an offset from the base of 
theTachyon Memory Map. The user of this command is therefore expected to have internal 


Section lM-142 


- 1- 


HP-UX Release 11.0: October 1997 


fcmsutil(lM) 


fcmsutil(lM) 


knowledge of the chip. 

write This option requires two parameters, the offset of the register to write to and the vaiue to 

be written (can be specified in either hex or in decimai format). The offset specified is an 
offset from the base of the Tachyon Memory Map. The user of this command is therefore 
expected to have internai knowiedgeof thechip. 

lb This option requires one parameter, plm or tachyon. This command performs an inter¬ 

nai ioopback test when the plm option is specified and performs an externai ioopback test 
when the tachyon option is specified. The Fibre Channei Chip is programmed in either 
internai ioopback mode (plm) or externai ioopback mode (glm) based on the parameter 
specified. The self test then involves sending a packet and receiving back the packet and 
checking its integrity. 

This is a destructive test and data loss during the execution of this test may occur. 

get The get option is used to obtain Fibre Channel login parameters of either the local port, 

the fabric port or of a remote port. 

get_lgn Theget_lgn option is used to obtain detailed information maintained in the login block 
associated with each N_Port that this N_Port has communicated with. The remote-N-Port- 
ID is a required parameter for this option. 

reset This option is used to reset the card. This is a destructive test and communication 

to all nodeswill determinated till the reset process is completed. 

stat This option is used to obtain detailed statistics maintained by the driver. 

stat_els This option is used to obtain detailed statistics maintained on Extended Link Services from 

the driver. 

clear_stat Thisoption is used to initializeall of thestatisticsmaintained by thedriver tozero. 

read_cr This option can be used to read all of the readable registers on the card and format the 
detailed information. 

lgninfo_all 

This option is used to obtain a comprehensive list of nodes to which a successful login has 
been established. 

AUTHOR 

/opt/fc/bin/fcmsutil was developed by FIP. 
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NAME 

fcutil - FibreChannel Utility Command for thej 2389 Fibre Channel Adapter 


SYNOPSIS 

/opt/fc/bin/fcutil d 0 /ice_file 

/opt/fc/bin/fcutil des/ice file echo remote-N-Port-1 D [data-size] 

/opt/f c/bin/f cutil d 0 /ice_file test remote-N-Port-1 D [data-size] 

/opt/fc/bin/fcutil des/ice file read offset 
/opt/fc/bin/fcutil d 0 /ice_file write offset value 
/opt/fc/bin/fcutil device file lb plm| tachyon 
/opt/fc/bin/fcutil d 0 /ice_file get local] fabric 
/opt/fc/bin/fcutil device file get remote N-Port-ID 
/opt/fc/bin/fcutil d 0 /ice_file get_lgn N-Port-ID 
/opt/fc/bin/fcutil device file reset [check] clear] 

/opt/fc/bin/fcutil d 0 /ice_file stat 
/opt/fc/bin/fcutil device_file stat_els 
/opt/fc/bin/fcutil d 0 /ice_file clear_stat 
/opt/fc/bin/fcutil device file read_cr 
/opt/fc/bin/fcutil d 0 /ice_file lgninfo_all 
DESCRIPTION 

The fcutil command is a diagnostic tool to be used for the] 2389 Fibre Channel Adapter card. This com¬ 
mand provides the ability to perform Fibre Channel Test and Echo functionality, provides the ability to 
read and write to the cards registers, etc. This command requires the use of a device file to indicate the 
interface over which the requested command needs to be performed, fcutil can be used only by users 
who have an effective user ID of 0. Some of the options require detailed knowledge of the device specific 
adapter. 


Options 

fcutil recognizes the following options as indicated in SYNOPSIS. All keywords are case-insensitive 
and are position dependent. 

device_file Can be used alone or with other options. 

When used without any options it provides information such as the N_Port ID, Node World 
Wide Name and Port World Wide Name, Topology of the Fabric, the Speed of the Link, the 
Flard Physical Address of the Card, the Driver State, the number of Active Outbound 
Exchanges and number of Active Logins. 

echo This option requires two parameters, the remote-N-Port-1 D and data-size (size of packet to 

send). 


A Fibre Channel Echo packet of the specified size is sent to the remote node. The com¬ 
mand completes successfully when an echo response is received from the remote node. The 
command times out if a response is not received in twice RA_TOV time. 

Note: Packet size specified must bea multipleof 4. 

test This option requires two parameters, the remote-N-Port-1 D and data-size (size of packet to 

send). 


A FibreChannel Test packet of the specified size is sent to the remote node. The command 
completes successfully and immediately on sending the test packet. 

Note: Packet size specified must bea multipleof 4. 

read This option requires one parameter, the offset of the register to read from. The offset can be 

specified in either hex or in decimal format. The offset specified is an offset from the base of 
theTachyon Memory Map. The user of this command is therefore expected to have internal 
knowl edge of the chi p. 
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write 


lb 


get 

get_lgn 

reset 

stat 

stat_els 


This option requires two parameters, the offset of the register to write to and the vaiue to 
be written (can be specified in either hex or in decimai format). The offset specified is an 
offset from the base of the Tachyon Memory Map. The user of this command is therefore 
expected to have internai knowiedgeof thechip. 

This option requires one parameter, plm or tachyon. This command performs an inter¬ 
nai ioopback test when the plm option is specified and performs an externai ioopback test 
when the tachyon option is specified. The Fibre Channei Chip is programmed in either 
internai ioopback mode (plm) or externai ioopback mode (glm) based on the parameter 
specified. The self test then involves sending a packet and receiving back the packet and 
checking its integrity. 

This is a destructive test and data loss during the execution of this test may occur. 

The get option is used to obtain Fibre Channel login parameters of either the local port, 
the fabric port or of a remote port. 

Theget_lgn option is used to obtain detailed information maintained in the login block 
associated with each N_Port that this N_Port has communicated with. The remote-N-Port- 
ID is a required parameter for this option. 

This option is used to reset the card. This is a destructive test and communication 
to all nodeswill determinated till the reset process is completed. 

This option is used to obtain detailed statistics maintained by the driver. A normal user 
should usenetstat and lanadmin to obtain statistics. 

This option is used to obtain detailed statistics maintained on Extended Link Services from 
the driver. 


clear_stat Thisoption is used to initializeall of thestatisticsmaintained by thedriver tozero. 

read_cr This option can be used to read all of the readable registers on the card and format the 
detailed information. 


lgninfo_all 

This option is used to obtain a comprehensive list of nodes to which a successful login has 
been established. 


AUTHOR 

/opt/fc/bin/fcutil was developed by FIP. 

SEE ALSO 

netstat(lM), lanadmin(lM). 
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NAME 

fddiinit-initializeFDDI network interface; connect to FDDI network 

SYNOPSIS 

/usr/sbin/fddiinit [-1 download_file] [-s] de(/ice_file 

DESCRIPTION 

fddiinit: 

• Downloads firmware to the FDDI network interface and connects the interface to the FDDI net¬ 
work. 

• M ust be executed for each i nterface present on a machi ne. 

• Is also executed from within the fddi initialization script during network initializa¬ 
tion. 

• Is also used to reinitializeand reconnect the interface after the interface has been reset. Use the 
fddistop command to reset the interface (seefddistop(lM)). 

Options and Command-Line Arguments 

fddiinit recognizes thefollowing options and command-line arguments: 

-1 download file Specifies the firmware download file. See DEPENDENCIES for machine- 


-s 


de(/ice_file 


RETURN VALUE 

Upon successful completion, fddiinit returns 0; otherwise, it returns 1. 

ERRORS 

fddiinit fails and the firmware is not downloaded if any of thefollowing conditions are encountered: 

• Command used incorrectly - usage message is returned. 

• I nvalid device file - returns message Can't open device file. Check the device file. 
See DEPENDENCI ES for description of how to create device files. 

• I nval id download file - returns Can't open download file or Invalid file for¬ 
mat. Contact your FIP Customer Support representative. 

• Flardware or driver error - download was unsuccessful becauseof a hardware or firmware prob¬ 
lem. Check to ensure that hardware is correctly connected. If the download is still unsuccessful, 
replace the card with a known-good unit if one is available, and retry the command. Otherwise, 
contact your FIP customer support representative. 

DEPENDENCIES 

Series 700Built-In FDDI: 

Each device file has a name and a device number to uniquely identify the interface. To create the Built-I n 
FDDI device file manually (instead of through SAM), specify the applicable major and minor numbers in 
the FIP-UX /usr/sbin/mknod command. Built-In FDDI device files have the following major and 
minor numbers: 

Major Minor Card Instance number 

'Tli OxYYOOOO YY 

The following example uses /usr/sbin/mknod to create the Built-In FDDI device special file 
/dev/lanl on theFDDI Built-In card device with a card instance of 1: 


dependent details. 

(silent) Suppress the progress message. While fddiinit is running, it 
periodically prints a series of dots on the terminal screen to indicate that 
the firmware download is in progress. When the-s option is specified, the 
dots will not be printed. 

Specifies the device special file associated with the FDDI interface. By con¬ 
vention, device special files are kept in the /dev directory. Each device 
file has a name and a device number to uniquely identify the interface. See 
DEPENDENCI ES for a description of how to create device files. 
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/usr/sbin/mknod /dev/lanl c 111 0x010000 

If the FDDI interface card is configured using SAM (see sam(lM)), SAM creates the device fiie automati- 
caiiy and the name corresponds to the network interface name and unit. For exampie, device flies 
/dev/lanl and /dev/lan2 are for network i nterfaces lanl and lan2 respectiveiy. You can aisouse 
the /usr/sbin/lanscan command to dispiay information about the network interfaces on the system. 

fddiinit does not require a downioad fliefor the Buiit-I n F DDI card. 

Series 800: 

Device flies for FIPPB FDDI are created automatically by /usr/sbin/insf (see insf(lM)) when the sys¬ 
tem is rebooted after installing the FIPPB FDDI driver and adapter card. The device file name is of the 
form /dev/lanX whereX >=0. 

The major number for FIPPB FDDI device files is 191. The minor number containing the card instance 
number is assigned based on the configuration of the FIPPB FDDI card in the FIPPB backplane relative to 
other LAN cards. Each LAN card has a unique minor device number. 

To determine the device special file corresponding to a particular FDDI adapter, first use the 
/usr/sbin/lanscan command (see lanscan(lM)) to obtain the card instance number that matches the 
hardware path of that adapter. Then use the /usr/sbin/lssf command (see Issf(lM)) on those files in 
the /dev directory that have a major number of 191 to find a file that has a matching card instance 
number. 

mksf (see mksf(lM)) can be used to manually create a device fliefor the FIPPB FDDI interface. 

The default download file is /usr/lib/fddi_dnld. This download file is used for the FIPPB FDDI 
card. 

AUTHOR 

fddiinit was developed by FIP. 

FILES 

/usr/lib/fddi_dnld default FDDI download file. 

SEE ALSO 

fddistop(lM), fddistat(lM), fddinet(lM), mknod(lM), lanscan(lM). 
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NAME 

fddinet - display logical FDDI ring map information 

SYNOPSIS 

/usr/bin/fddinet [-n] [-d stallon_address] d 0 /ice_file 

DESCRIPTION 

fddinet displays logical connection information for the reachable nodes connected to the same FDDI 

ring. 

Options and Command-Line Arguments 

fddinet recognizes thefollowing options and command-line arguments: 

-n UseFDDI nativeform when displayingaddress information. The default is the canon¬ 

ical form. 

-d stallon_address 

Specifies the MAC Address of the node that is to be first in the display of the logical 
ring map. If the -n option is used in the command line, the MAC Address is a 12- 
character, hexadecimal-digit string in FDDI nativeform: otherwise, the default canon¬ 
ical form is used. It can start with or without the usual Ox prefix. For example, both 
0x080009091219 and 080009091219 are valid MAC Addresses. 

device_file Device special file associated with the FDDI interface. By convention, device files are 
kept in the /dev directory. Each device file has a name and a device number to 
uniquely identify the interface. See the DEPENDENCIES section of fddiinit(lM) for 
a description of how to create device files. 

RETURN VALUE 

Upon successful completion, fddinet returns 0; otherwise it returns 1. 

ERRORS 

fddinet fails if any of thefollowing conditions is encountered: 

• Command used incorrectly - Usage message is returned. 

• Invalid device file - returns Can't open device file. Check the device file. See 
DEPENDENCI ES section of fddiinit(lM) for a description of how to create device files. 

• Flardwareor driver error - hardware failed to respond to the request. Ensure that the hardware 
is correctly connected, then use fddiinit to reinitialize the interface if necessary (see 
fddiinit(lM)). If the same failure happens after interface reinitialization, replace the interface 
with a known-good unit, if one is available, and retry thecommand. Otherwise, contact your FIP 
Customer Support representative. 


EXAMPLES 

MAC_Address Node_Type 


0x080009091319 

0x080009091329 

0x08006A0D0225 

0x08000909133F 

Fields are defined as follows: 


SAS Station(1 MAC) 
SAS Station(1 MAC) 
Concentrator(6 Port) 
SAS Station(1 MAC) 


UNA 

0x080009091329 

0x08006A0D0225 

0x08000909133F 

0x080009091319 


Topology 

Wrapped 

Wrapped 

Rooted 

Wrapped 


MAC_Address Specifies the 48-bit MAC Address of the node in hexadecimal format. The default is 
canonical form. FDDI native form is used if the -n option appears in the command 
line. 

Node_Type Specifies whether the node is a Single Attachment Station (SAS), Dual Attachment 
Station (DAS), or Concentrator. SAS and DAS station types include the MAC count 
displayed inside parentheses after the node type; concentrator station types include 
the number of master ports inside parentheses after the node type. 

UNA Specifies the MAC Address of the upstream neighbor in hexadecimal format. The 

default is canonical form. FDDI nativeform is used if the-n option appears in the 
command line. 
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Topology Displaysthetopology of thestation. Possible values are: 

Wrapped Set when the station’s attachment state is Wrap_A, Wrap_B, 

Wrap_S , or Wrap_AB. 

Unrooted Set when a concentrator has no active A, B or S Port. 

Twisted A-A Set when an A-A connection is detected in thestation. 

Twisted B-B Set when a B-B connection isdetected in thestation. 

Rooted Set when the station does not have an A or B or S Port active in 

tree mode. 

SRF Set if thestation supports the Status Report (SRF) protocol. 

AUTHOR 

f ddinet was developed by H P. 

SEE ALSO 

fddiinit(lM), fddistop(lM), fddistat(lM), mknod(lM). 
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NAME 

fddipciadmin - show PCI FDDI interfacestatus 

SYNOPSIS 

/usr/bin/fddipciadmin interface_name 

DESCRIPTION 

fddipciadmin dispiays information about the status of the PCI FDDI interface. The fddipciadmin 
utiiity first shows summary information about the PCI FDDI interface. It then dispiaysa menu that aiiows 
the user to refresh statisticsand display other interface attributes. 

Command-Line Argument 

fddipciadmin requi res the command-i i ne argument: 

interface_name Specifies the interface name for the PCI FDDI device (for exampie, ian2) or the name 
of the character devicefiiefor the PCI FDDI device (for exampie, /dev/ian2). 


RETURN VALUE 

Upon successfui compietion, fddipciadmin returns 0; otherwise it returns 1. 

ERRORS 

fddipciadmin faiis if any of thefoiiowing conditions is encountered: 

• Command used incorrectiy - Usage message is returned. 

• Device is not a PCI FDDI device - returns 

"/dev/interface_nameis not a vaiid devicel'. Check the interface name. Uselanscan todispiay 
interface name and type. Use ioscan to determine the type of FDDI device. Check that the 
driver wasproperiy instaiied (usethedmesg command or 
what /stand/vmunix and iook for the PCI FDDI driver, fddi4). 

• Device does not exist - returns "device fiie /dev/ interface_name does not exist". Check the inter- 
facename. Uselanscan todispiayinterfacenameandtype. 

• Flardwareor driver error - returns "faiied iocti_request, check the hardware," where iocti_request 
is the name of the ioctl operation requested. Check the LEDs on the card. Run lanscan and 
check the hardware state. 

When fddipciadmin starts, it reads the current statistics from the PCI FDDI driver. From the 
fddipciadmin menu you can force fddipciadmin to re-read (refresh) these statistics. The fddip¬ 
ciadmin menu aiso has options to re-dispiay the summary information, dispiay SMT (FDDI Station 
Management) attributes, dispiay FDDI MAC (Media Access Controi) attributes, dispiay Port A attributes, 
dispiay Port B attributes, dispiay path attributes (attributes of the iogicai segment of the FDDI ring that 
passes through this station), dispiay the iink-ievel muiticast addresses configured for this station, dispiay 
driver statistics, dispiay iink statistics, and exit the program. 

EXAMPLES 

« INTERFACE STATUS SUMMARY » 


MAC Address: 0x0060B0580E19 

Up Stream Neighbor: 0x080009455005 
Oown Stream Neighbor:0x0060B0580E03 
RMT State: Ring_Op 

Frame Count: 00322395 

Receive Count: 00000339 

Lost Count: 0 

RingOp Count: 1 

LER Estimate A: 10**-15 

T_Req (ms): 7.9873 

Number of multicast addresses configured 


Wire Format: 
Wire Format: 
Wire Format: 

CF State: 

Token Count: 
Transmit Count: 
Error Count: 

LER Estimate B: 
T_Neg (ms) : 

0 


0x00060BlA7098 

0xl00090A2BAAB 

0x00060BlA70C0 

C_Wrap_A 

57108118 

342 

0 


10**-15 

5.0001 


Fieidsaredefined asfoiiows: 

MAC Address Medium Access Controi (unit) Address. Specifies the 48-bit MAC Address of the node in 
canonicai (Least Significant Bit) hexadecimai format. The Wire Format shows the MAC 
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address in Meet Significant Bit order. 

Up Stream Neighbor 

Upstream Neighbor's (MAC) Address. Specifies the MAC Address of the upstream neighbor 
in canonicai hexadecimai format. The Wire Format shows the MAC address in Most 
Significant Byte order. 

Down Stream Neighbor 

Downstream Neighbor's (MAC) Address. Specifies the MAC Address of the downstream 
neighbor in canonicai hexadecimai format. The Wire Format shows the MAC address in 
Most Significant Byte order. 

RMT State Ring Management State. Indicates whether the state is: Isoiated, Non_Op, Ring Op, 
Detect, Non_Op_Dup, Ring_Op_Dup, Directed, Trace or Unknown. The normai state is 
Ring Op. Isoiated usuaiiy indicates that the interface is not connected to the network. 
Refer totheRMT description in theANSI FDDI/SMT specification for more detaiis. 

CF State (Attachment) Configuration State of the station. Indicates whether the state is: Isoiated, 
Locai_A, Locai_B, Locai_S, Wrap_A, Wrap_B, Wrap AB, Wrap_S, C_Wrap_A, C_Wrap_B, 
C_Wrap_S, Thru or Unknown. The normai state isThru. The Isoiated state indicatesthat 
there is no internai connection between MAC (Media Access Controi) and PFIY (Physicai 
Layer Protocoi) moduies. Usuaiiy indicates the card is not cabied to ring. The Wrap_A, 
Wrap_B, Wrap_AB, C_Wrap_A and C_Wrap_B states indicate that there is oniy a singie 
data ring. Data for the ring is transmitted and received through the same port (A or B). 
This usuaiiy indicatesthat a duai ring is wrapped (a faiiure was detected and a surrounding 
node is "wrapping" and using either the A or B port to send and receive data) or this is a 
transitory startup state indicating that theA or B port is ready to be incorporated into the 
ring. Refer to the CF_State variabie description in the ANSI FDDI/SMT specification for 
more detaiis. 

FrameCount Specifies the totai number of frames received with End Deiimiter by the station. This 
count inciudesvoid frames, token frames, beacon frames, daim frames, SMT frames and 
LLC frames. 

Token Count The number of times a token (both restricted and non-restricted tokens) has been received. 
Usefui for determining the network ioad. 

ReceiveCount Specifies the totai number of non-MAC frames (SMT or LLC frames) with an address recog¬ 
nized by the station and successfuiiy received by the station. 

Transmit Count 

Specifies the totai number of non-MAC transmit frames originated by this station. 

Lost Count Specifies the totai number of frames received with format error detected. When the station 
detects a frame with a format error, it strips the rest of the frame from the ring and 
repiaces it with Idiesymbois. 

Error Count Specifies the totai number of frames received with theEnd Deiimiter not set (not 'S'). 

RingOp Count Ring Operationai Count. I ndicates the number of times the ring has entered an operationai 
state from a non-operationai state. (This vaiue is not required to be exact and the actuai 
count may be greater than the number shown.) 

LER EstimateA 

Link Error Rate Estimate. Specifies the estimated iong term average iink error rate for 
Port A. 

LER E sti mate B 

Link Error Rate Estimate. Specifies the estimated iong term average iink error rate for 
Port B. 

T_Req Token Request Time. Specifies the requested Target Token Rotation Time (TTRT) by the 

iocai station in the daim token process in miiiiseconds. Refer to the T_Req vaiue descrip¬ 
tion in theANSI FDDI/SMT specification for more detaiis. 

T_Neg Negotiated Target Token Rotation Time (TTRT). Specifies the target rotation time being 

used by aii the stations on the ring. This vaiue is negotiated during the daim token pro¬ 
cess. The vaiue of T_Neg is in miiiiseconds. Refer totheT_Neg vaiue description in the 
ANSI FDDI/SMT specification for more details. 
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Number of multicast addresses configured 

Specifies the number of link-level multicast addresses configured for this interface. 

AUTHOR 

fddipciadmin was developed by HP. 

SEE ALSO 

fddi(7), netstat(l), mknod(lM). 
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NAME 

fddisetup- initializeand connect all system FDDI network Interfaces 

SYNOPSIS 

/usr/sbin/fddisetup 

DESCRIPTION 

fddisetup: 

• Scans the kernel I/O system data structures for all FDDI Interface cards Installed on the system. 
It Invokes fddiinit with default parameters for every FDDI Interface card found (see 
fddllnlt(lM)). 

• The fddisetup command must be present In the fddi initialization script and the 
/etc/local/powerfail file. It Is Invoked at system start-up to download all FDDI cards In 
the system before IP addresses are assigned. The entry In the /etc/local/powerfail(lM) 
file must be present after the /sbin/dasetup entry. It Is Invoked when the system recovers 
from a power-failure condition to reinitialize the FDDI Interface cards. 

• It can also be Invoked manually. Flowever, this Is not recommended as It reinitializes all FDDI 
Interface cards present on the system. When It Is necessary to relnitlallzeand reconnect a specific 
interface, use fddiinit interactively. 

Command-Line Arguments 

fddisetup does not support any options or arguments. 

RETURN VALUE 

Upon successful completion, fddisetup returns 0; otherwise. It returns 1. 

ERRORS 

If fddisetup falls, the firmware may be downloaded on some FDDI cards on the system and not on oth¬ 
ers. If this happens, use lanscan to determine which FDDI Interface cards have been downloaded prop¬ 
erly and which ones were not (see lanscan(lM)). lanscan shows an UP hardware state for cards that 
have been downloaded properly. Use fddiinit Interactively to manually download FDDI Interface 
cards. 

The error message fddisetup: Can't read I/O configuration Indicates an access permis¬ 
sions problem. Log In as super-user and try the command again. 

fddisetup can also produce error messages returned by the fddiinit command (seefddllnlt(lM)). 

AUTHOR 

fddisetup was developed by FIP. 

SEE ALSO 

fddlstop(lM), fddlstat(lM), fddlnet(lM), mknod(lM), lanscan(lM). 
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NAME 

fddistat - show F DDI interface status 

SYNOPSIS 

/usr/sbin/fddistat [-n] d 0 /ice_file 

DESCRIPTION 

fddistat displaysinformation about thestatusoftheFDDI interface. 

Options and Command-Line Arguments 

fddistat recognizes thefoiiowing options and command-iinearguments: 

-n UseFDDI native form when dispiaying address information. The defauit is canonicai 

form. 

device_file Specifies the device speciai fiie associated with the FDDI interface. By convention, 
device fiies are kept in the /dev directory. Each device fiie has a name and a device 
number to uniqueiy identify the interface. See DEPENDENCIES section of 
fddiinit(lM) for a description of how to create device fiies. 

RETURN VALUE 

Upon successfui compietion, fddistat returns 0; otherwise it returns 1. 

ERRORS 

fddistat faiis if any of thefoiiowing conditions is encountered: 

• Command used incorrectiy - Usage message is returned. 

• I nvai id device fiie-returns Can't open device file. Check the device fiie. SeeDEPEN- 
DENCIES section of fddiinit(lM) for a description of how to create device fiies. 

• Flardware or driver error - hardware faiied to respond to the request. Ensure that hardware is 
correctiy connected, and use the fddiinit command to reinitiaiizethe interface if it is necessary 
(see fddiinit(lM)). If the same failure occurs after the interface is reinitialized, replace the inter¬ 
face with a known-good unit, if available, then retry the command. Otherwise, contact your FIP 
Customer Support representative. 

EXAMPLES 

MAC_Addre s s 
UNA 
RMT 

CF_State 
Frame_Ct 
Receive_Ct 
Transmit_Ct 
Lost_Ct 
Error_Ct 
LER_Estimate 
T_Req (ms) 

T_Neg (ms) 

Fields are defined as follows: 

MAC_Address Medium Access Control (unit) Address. Specifies the 48-bit MAC Address of the node 
in hexadecimal format. The default is canonical form. FDDI native form is used if the 
-n option is specified in the command line. 

UNA Upstream Neighbor's (MAC) Address. Specifies the MAC Address of the upstream 

neighbor in hexadecimal format. The default is canonical form. FDDI nativeformis 
used if the-n option appears in thecommand line. 

RMT Ring Management State. I ndicates whether the state is: Isolated, Non_Op, Ring Op, 

Detect, Non_Op_Dup, Ring_Op_Dup, Directed, or Trace. Refer to the RMT descrip¬ 
tion intheANSI FDDI/SMT specification for more details. 

CF_State (Attachment) Configuration State of the station. Indicates whether the state is: Iso¬ 
lated, Wrap_S, Wrap_A, Wrap_B, Wrap_AB, or Thru. Only the Isolated and the 


0x080009091335 

0x080009091189 

Ring_Op 

Wrap_S 

5000 

3500 

4000 

12 

1 

10**-15 

150 

150 
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Wrap_S states are valid for single attachment station (SAS). Refer to the CF_State 
variabledescription in theANSI FDDI/SMT specification for more details. 

Frame_Ct Frame Count. Specifies the total number of frames received with End Delimiter by 
the station. This count includes void frames, token frames, beacon frames, claim 
frames, SMT frames and EEC frames. 

Receive_Ct Receive Count. Specifies the total number of SMT or EEC frames successfully 
received by the station. 

Transmit_Ct Transmit Count. Specifies the total number of transmit frames originated by this sta¬ 
tion. 

Lost_Ct Lost Count. Specifies thetotal number of frames received with format error detected. 

When the station detects a frame with a format error, it strips the rest of the frame 
from the ring and replaces it with I die symbols. 

Error_Ct Error Count. Specifies thetotal number of frames received with the End Delimiter 
not set (not 'S'). 

LER Estimate Link Error Rate Estimate. Specifies the long term average link error rate. It ranges 
from 10^'' to 

T_Req Token Request Time. Specifies the requested Target Token Rotation Time (TTRT) by 

the local station in the claim token process. The value of T Req is in milliseconds. 
Refer totheT_Req value description in theANSI FDDI/SMT specification for more 
details. 

T_Neg Negotiated Target Token Rotation Time (TTRT). Specifies the target rotation time 

being used by all the stations on the ring. This value is negotiated during the claim 
token process. The value of T_Neg is in milliseconds. Refer to the T_Neg value 
description in theANSI FDDI/SMT specification for more details. 

AUTHOR 

fddistat was developed by FIP. 

SEE ALSO 

netstat(l), fddiinit(lM), fddistop(lM), fddinet(lM), mknod(lM). 
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NAME 

fddistcp - step and reset the FDDI interface 

SYNOPSIS 

/usr/sbin/fddistop d 0 /ice_file 

DESCRIPTION 

fddistop disconnects the interface from the F DDI ring and resets the firmware to the reset state. Use 
the fddiinit command to reinitialize the interface and reconnect to the FDDI network (see 
fddiinit(lM)). 

Command-Line Arguments 

fddistop recognizes thefollowing command-line argument: 

de(/ice_file Specifies the device special file for the FDDI interface. By convention, device files are 
kept in the /dev directory. Each device file has a name and a device number to 
uniquely identify the interface. See DEPENDENCIES section of fddiinit(lM) for a 
description of how to create device files. 

RETURN VALUE 

Upon successful completion, fddistop returns 0; otherwise it returns 1. 

ERRORS 

fddistop fails if any of thefollowing conditions are encountered: 

• Command used incorrectly - usage message is returned. 

• Invalid device file-returns Can't open device file. Check the device file. SeeDEPEN- 
DENCIES section of fddiinit(lM) for a description of how to create device files. 


AUTHOR 

fddistop was developed by FIP. 

SEE ALSO 

fddiinit(lM), fddistat(lM), fddinet(lM), mknod(lM). 
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NAME 

fddisubagtd - FDDI SNMP subagent daemon 

SYNOPSIS 

/usr/sbin/fddisubagtd 

DESCRIPTION 

fddisubagtd starts the FDDI SNMP subagent which handles the GET and SET requests for FDDI MIB. 

The fddisubagtd provides RFC 1512 defined network management functionality. It works within the 
FIP OpenView network management framework. The SNMP Master Agent sends requests for Management 
Information Base (MIB) values to fddisubagtd. Thesubagent replies with theinformation requested. 

The fddisubagtd provides functionality to GET and SET various SMT 7.2 statistics as defined in RFC 
1512. 

AUTHOR 

fddisubagtd was developed by FIP. 

SEE ALSO 

snmpd(lM). 

RFC 1512. 
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NAME 

fdetach - detach a STREAMS-based file descriptor from a filename 

SYNOPSIS 

fdetach path 

DESCRIPTION 

The fdetach command detaches or disassociates a file descriptor for an open STREAMS device or pipe 
from its filename in the file system. The path argument is the path that was previously associated with the 
file descriptor by the fattach () function. 

Operations on path will subsequently affect the file system node, not the STREAMS device or pipe. The 
permissions and status of the node are returned to the state that they were in before the STREAMS device 
or pipe was attached. Any other paths that the STREAMS device or pipe may be attached to are not 
affected. 

To successfully issue the fdetach command, the user must be superuser or must be the owner of the file 
and have write permission. 

RETURN VALUE 

fdetach returns 0 (zero) on success. If fdetach fails, it returns 1 and prints a message to stderr. 

EXAMPLES 

To detach the file descriptor for the STREAMS file /tmp/streamfile from its associated file system 
node, enter: 

fdetach /tmp/streamfile 

FILES 

/usr/lib/nls/C/fdetach. cat N LS catalog for fdetach. 

SEE ALSO 

fattach(3c), fdetach(3c), streamio(7). 
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NAME 

ff(generic) - list file names and statistics for a filesystem 

SYNOPSIS 

/usr/sbin/ff [-F FStype] [-o spedfic_options] [-V] special ... 

DESCRIPTION 

The ff command reads the i-list and directories of each special file, assuming it to be a file system, saving 
i-node data for files that match the selection criteria. Output consists of the path name for each saved i- 
node, plus any other file information requested with the -o option. Output fields are positional. The out¬ 
put is produced in i-node order; fields are separated by tabs. The default line produced by ff includes the 
path name and i-number fields. 

Options and Arguments 

ff recognizes thefollowing options and arguments: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from thefile /etc/fstab by matching each special with an entry in that file. 
If there is no entry in /etc/fstab, then the file system type is determined from 
thefile /etc/default/fs. 

-o specific_options 

Specify options specific to each file system type. specific_options is a list of suboptions 
and/or keyword/attribute pairs intended for a specific FStype-specific module of the 
command. See the file-system-specific man pages for a description of the 
specific_options supported, if any. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

List the path names and i-numbers of all files in the file system /dev/dsk/clci2s0: 
ff /dev/dsk/cld2s0 

Execute the ff command on FIFS filesystem /dev/dsk/cld2s0: 

ff -F hfs /dev/dsk/cld2s0 
Display a completed command linewithout executing the command: 
ff -V /dev/dsk/cld2s0 


FILES 

/etc/default/fs Filethat specifies the default system type, 
/etc/fstab Static information about the file systems. 

SEE ALSO 

find(l), ff_FStype(lM), fstyp(lM), ncheck(lM), fstab(4), fs_wrapper(5). 
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NAME 

ff(hfs) - list file names and statistics for HFS filesystem 

SYNOPSIS 

/usr/sbin/ff [-F hfs] [-a num] [-c num] [-i inod&list] [-1] [-1] [-m num] [-n file] 
i-p prefix] [-s] [-u] [-V] special ... 

DESCRIPTION 

The ff command reads the I-list and directories of each special file special, assuming it to be an HFS file 
system, saving i-node data for files that match the selection criteria. Output consists of the path name for 
each saved i-node, plus any other file information requested using the print options below. Output fields 
are positional. The output is produced in i-node order; fields are separated by tabs. The default line pro¬ 
duced by ff contains the path name and i-number fields. With all options specified, the output fields 
include path name, i-number, size, and user ID. 

The num parameter in the options descriptions is a decimal number, where -Fnum means more than num, 
-num means less than num, and num means exactly num. A day is defined as a 24-hour period. 

ff lists only a single path name out of many possible ones for an i-node with more than one link, unless 
you specify the -1 option. With -1, ff applies no selection criteria to the names listed. All possible 
names for every linked file on the file system are included in the output. On very large file systems, 
memory may run out before ff completes execution. 

Options and Arguments 

ff recognizes thefollowing options and arguments: 

-a num Select a file if the i-node has been accessed in num days. 

-c num Select a file if the i-node has been changed in num days. 

-F hfs Specify the HFS file system type. 

-i inode-list Generate names for any i-node specified in the inode-list. 

-I Do not display the i-node number after each path name. 

-1 Generate a list of all path names for files with more than one link. 

-m num Select a file associated with an i-node if it has been modified in num days. 

-n file Select a file associated with an i-node if it has been modified more recently than the 

specified file. 

-p prefix Add the specified prefix to each path name. The default prefix is . (dot). 

-s Write the file size, in bytes, after each path name. 

-u Write the owner's login name after each path name. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

List the path names and i-numbers of all files in the file system /dev/dsk/clci2s0: 
ff /dev/dsk/cld2s0 

Same as above, but suppress the printing of i-numbers: 

ff -I /dev/dsk/cld2s0 

List files on the same file system that have been modified recently, displaying the path name, i-number, 
and owner's user name (the -u option). List only files that have been modified within the last two days 
(the-m -2 option): 

ff -m -2 -u /dev/dsk/cld2s0 

List all files on the same file system, including the path name and i-number of each file, that was last 
accessed more than 30 days ago (-a -F30): 

ff -a -F30 /dev/dsk/cld2s0 
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Find all path names associated with i-nodes 451 and 76 (the-1 option): 

ff -1 -i 451,76 /dev/cisk/clci2s0 
Execute the ff command on an FIFS filesystem /dev/dsk/clci2s0: 
ff -F hfs /dev/dsk/cld2s0 

FILES 

/etc/fstab Static information about the file systems. 

SEE ALSO 

find(l), ff(lM), ncheck(lM), fstab(4). 
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NAME 

ff (vxfs) - fast find: list file names and statistics for a VxFS filesystem 

SYNOPSIS 

/usr/sbin/ff [-F vxfs] [-VIlsu] [-p prefix] [-a num] [-m num] [-c num] [-n file] 

[-i inode-list] [-o specific_options] special ... 

DESCRIPTION 

The ff command reads the i-list and directories of the special file special, assuming it to be a VxFS file 
system, printing i-node data for files that match the selection criteria. Output consists of the pathname for 
each saved i-node, plus any other file information requested using the print options below. Output fields 
are positional. The output is produced in i-node order; fields are separated by tabs. The default line pro¬ 
duced by the ff command includes the path nameand i-number fields. With all options specified, the out¬ 
put fields include path name, i-number, size, and user ID. 

The num parameter in the options descriptions is a decimal number, where -Fnum means more than num 
days, -num means less than num days, and num means exactly num days. A day is defined as a 24 hour 
period. 

Options 

ff recognizesthefollowingoptions: 

-a num Select a file if the i-node has been accessed in num days. 

-c num Select a file if the i-node has been changed in num days. 

-F vxfs Specify the VxFS file system type. 

-i inode-list Generate names for any i-nodes specified in the inode-list. 

-I Does not display the i-node number after each path name. 

-1 Generates a list of all path names for files with more than one link. 

-m num Select a file associated with the i-node if it has been modified in num days. 

-n file Select a file associated with an i-node if it has been modified more recently than the 

specified file. 

-p prefix Adds the specified prefix to each path name. The default prefix is . (dot). 

-o specific_options 

Specify options specific to the VxFS filesystem type. specific_options is a list of subop¬ 
tions and/or keyword/attribute pairs intended for the VxFS specific module of the com¬ 
mand. 

Theavailableoption is: 

s Display only special files and files with set-user-1 D mode. 

-s Writes the file size, in bytes, after each path name. 

-u Writes the owner's login name after each path name. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

List the path names and i-numbers of all files in the file system /dev/vgOl/rlvoll: 

ff /dev/vgOl/rlvoll 
Same as above, but suppress the printing of i-numbers: 

ff -I /dev/vgOl/rlvoll 

List files on the same file system that have been modified recently, displaying the path name, i-number, 
and owner's user name (-u option). List only files that have been modified within the last two days (-m 
-2 option): 

ff -m -2 -u /dev/vgOl/rlvoll 
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List all files on the same file system, including the path name and i-number of each file, that was last 
accessed more than 30 days ago (-a +30): 

ff -a +30 /dev/vgOl/rlvoll 
Find all path names associated with i-nodes 451 and 76 (-1 option): 

ff -1 -i 451,76 /dev/vgOl/rlvoll 
Execute the ff command on a VxFS filesystem /dev/vgOl/rlvoll: 
ff -F vxfs /dev/vgOl/rlvoll 

FILES 

/etc/fstab Static information about the file systems. 

SEE ALSO 

ff(lM), find(l), fstab(4), ncheck(lM). 
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NAME 

fingerd - remote user information server 

SYNOPSIS 

/usr/lbin/fingerd [-r] 

DESCRIPTION 

fingerd is the server for the RFC 742 Nam^Finger protocoi. It provides a network interface to 
finger, which gives a status report of users currentiy iogged in on the system or a detaiied report about a 
specific user (seefinger(l)). The I nternet daemon executes fingerd when it receives a service request at 
the port iisted in the services data base for "finger" using "tcp" protocoi; see inetd(lM) and services(4). 

To start fingerd from inetd, the configuration fiie /etc/inetd. conf must contain an entry as 
foiiows: 

finger stream tcp nowait bin /usr/lbin/fingerd fingerd 

Once a remote host is connected, fingerd reads a singie "command iine" terminated by a carriage-return 
and iine-feed. It uses this command iineas the arguments to an invocation of finger, fingerd sends 
the output of finger to the remote host and doses the connection. 

If the command line is null (contains only a carriage-return and line-feed pair), finger returns a report 
that listsall users logged in on thesystem at that moment. 

If a user name is specified on the command line (for example, user<CRxLF>), the response lists more 
extended information for only that particular user, whether logged in or not. Seefinger(l) for thedetailsof 
this extended information. 

If fingerd is run with the -r option, it allows remote user names on the command line (for example, 
user(ghost<CRxLF>). Otherwise, if thecommand linecontainsa remote user name, fingerd prints the 
error message Remote finger not allowed and closes the connection. 

AUTHOR 

fingerd was developed by the University of California, Berkeley and FIP. 

SEE ALSO 

finger(l), inetd(lM), services(4), 

RFC 742 for the Nam^Finger protocol. 


Section lM-164 


1 


HP-UX Release 11.0: October 1997 


fixman (IM) 


fixman (IM) 


NAME 

fixman - fix manual pages for faster viewing with man(l) 

SYNOPSIS 

/usr/sbin/fixman [-A alt-path] 

DESCRIPTION 

The fixman command is a shell script that processes man pages in the cat* directories to unexpand 
spaces to tabs where possible, and to remove all character-backspace pairs (which usually exist to cause 
overstriking or underscoring for printer output). Removal of unnecessary character sequences improves 
the speed of man(l), and reduces disk space consumption. The fixman command should be run after 
using catman to create formatted, cat -able manual entries from unformatted, nroff(l)-compatible source 
files (see catman (IM)). 

By default, fixman searches for cat* subdirectories in the following parent directories in the order 
indicated: 

• /usr/share/man 

• /usr/contrib/man 

• /usr/local/man 

If the MANPATH environment variable is set, the directory paths specified by MANPATH are searched 
instead of the default. See environ(5) for a description of the MANPATH environment variable. 

The fixman command does not remove duplicate blank lines. Thus, all files remain a multiple of one 
page (66 lines) long and can still be passed directly to Ip (see lp(l)). (Note that man(l) normally uses 
more -s to accomplish this removal.) 

To ensure success, fixman should be run by a user who has appropriate privileges. It will take awhileto 
complete depending on system speed, load, memory size, etc. As a side-effect, file ownerships and permis¬ 
sions may be changed. 

Options 

-A alt-path 

Perform actions based on the given alternate root. With this option, alt-path will be prepended to all 
directory paths, including default paths or the paths defined by MANPATH. 

EXTERNAL INFLUENCES 
E nvironment Variables 

MANPATH, if set, defines the directories to be searched for cat-able manual entries. 

WARNING 

If the value of MANPATH is not the same while fixman is running as it was when catman was run or 
when manpage files were installed, some files may be missed and not processed (see catman (IM)). 

EXAMPLES 

Run fixman from a server to fix the manual pages on a diskless under the alternate root 
/export/shared_roots/OS_700: 

fixman -A /export/shareci_roots/OS_700 

This will fix manpages in cat* directories under: 

/export/shared_roots/OS_700/usr/share/man/ 

/export/shared_roots/OS_7 0 0/usr/contrib/man/ 

/export/shared_roots/OS_700/usr/local/man/ 


FILES 

/usr/share/man/cat* [. Z] Directories containing [compressed] nroff(l)-formatted versions of 

manual entries 

/usr/local/man/cat*[.Z] 

/usr/contrib/man/oat*[.Z] 

AUTHOR 

fixman was developed by H P. 
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SEE ALSO 

catman(lM), chmod(l), expand(l), lp(l), man(l), mv(l), sed(l), environ(5). 
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NAME 

format - format an HP SCSI disk array LUN 

SYNOPSIS 

format de/ice_file 

DESCRIPTION 

format formats one LUN of the HP SCSI disk array associated with device fiie, device_fiie. The format 
wiii usuaiiy be a soft or zeroing format, in which the controiier writes zeroes to the data area and parity 
area, if any, of the LUN. 

NOTE: The above shouid aiways be true of a sub-LUN, but the controiier might decide, based on certain 
conditions, to do a fuii format of a reguiar LUN, which consists of sending a mode select and a media 
initiaiization command to the physicai drivefs) in question, foiiowed by zeroing the data and parity 
area, if any. The conditions which wiii cause a fuii format to be done areasfoiiows: 

1. The controiier received a ModeSeiect command which requiresa drive sector size change. 

2. The controiier received a Mode Seiect command which changed a parameter in the Format Dev¬ 
ice Page (0x03). 

3. The LUN contains one or more faiied drives. I n this case oniy a certain subset of the drives con- 
tainingthefaiied drives wiii be formatted. 

4. Either theFmtData or theCmpLst bit in theFormat Unit CDB isset. 

RETURN VALUE 

format returnsthefoiiowingvaiues: 

0 Successfui compietion. 

-1 Command faiied. 

DIAGNOSTICS AND ERRORS 

Errors can originate from probiems with: 

• format 

• SCSI (device ievei) communications 

• system cai is 

E rror messages generated by format: 
usage: format <special> 

An error in command syntax has occurred. Enter command again with aii required arguments, in the 
order shown. 

format: device busy 

To ensure that format does not modify a disk array that is being used by another process, format 
attempts to obtain exciusive access to the disk array. If the disk array is aiready opened by another 
process (for exampie, LVM — the Logicai Voiume Manager), a "device busy" error message is 
returned by the driver. To eiiminatethe "device busy" condition, determine what process has the 
device open. I n the case of LVM, it is necessary to deactivate the voiume group containing the array 
beforeformatting array LUNs (see vgchange(lM)). 

format: LUN # too big 

The LUN number, which is derived from the device fiie name, is out of range. 

format: LUN does not exist 

The addressed LUN isnot configured, andthusisnot known to the array controiier. 

format: Not a raw file 

Utiiities must beabietoopen the device fiie for raw access. 

format: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefaiied operation is printed. 


HP-UX Reiease 11.0: October 1997 


- 1- 


Section lM-167 


formate IM) 


formate IM) 


E rror messages generated by system calls: 

format uses the foil owing system calls: 

malloc(),free(),stat(),open(),close(),read() , write() , and ioctl() . 

Documentation for these HP-UX system calls contains information about the specific error conditions asso¬ 
ciated with each call, format does not alter the value of errno. The interpretation of errno for 
printing purposes is performed by the system utility strerror () . 

EXAMPLES 

To format the HP SCSI diskarrayLUN /dev/rdsk/c2t0d0 on a Series 800: 
format /dev/rdsk/c2t0d0 

WARNING 

The format command will destroy all user data on theaddressed LUN. 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 

The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

format was developed by H P. 
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NAME 

frecover - selectively recover files 

SYNOPSIS 

/usr/sbin/frecover -r [-hmosvyAFNOX] [-c config] [-f de/ice] [-S skip] [-E extarg] 
/usr/sbin/frecover -R path [-f de/ice] 

/usr/sbin/frecover -x [-hmosvyAFNOX] [-c config] [-e path] [-f de/ice] [-g graph] 

[-i path] [-S skip] [-E extarg] 

/usr/sbin/frecover -I path [-vy] [-f de/ice] [-c config] 

/usr/sbin/frecover -V path [-vy] [-f device] [-c config] 

DESCRIPTION 

frecover reads media written by the fbackup(lM) command. Its actions are controlled by the selected 
function -r, -R, -x, -V, or -I. 

The function performed by frecover is specified by one of thefollowing letters: 

-r The backup media is read and the contents are loaded into the directories from which they 

were backed up. This option should only be used to recover a complete backup onto a clear 
directory or to recover an incremental backup after a full level-zero recovery (see 
fbackup(lM)). This isthedefault behavior. 

-X The files identified by the-i, -e, and -g options (see below) are extracted or not extracted 

from the backup media. If a file to be extracted matches a directory whose contents have 
been written to the backup media, and the-h option is not specified, the directory is recur¬ 
sively extracted. The owner, modification time, and access control list (including optional 
entries, unless the -A option is specified) are recovered. If no file argument is given 
(including an empty graph file), all files on the backup media are extracted, unless the -h 
option is specified. 

-I path The index on the current volume is extracted from the backup media and is written to 
path. 

-V path The volume header on the current volume is extracted from the backup media and is writ¬ 
ten to path. The following fields from the header are extracted in the format label :value 
with one pair per line. 

Magic Field On a valid fbackup media it contains the value 

FBACKUP_LABEL . On a pre-10.20 fbackup media it 
contains FBACKUP LABEL. 

Machine Identification 

Thisfield containstheresult of uname -m. 

System Identification 

Thisfield containsthe result of uname -s. 

Release Identification 

Thisfield containsthe result of uname -r. 

Node Identification This field contains the result of uname -n. 

User Identification This field contains the result of cuserid(3S). 

Record Size This field contains the maximum length in bytes of a 

data record. 

Time Thisfield containsthetime fbackup wasstarted. 

Media Use This field contains the number of times the media has 

been used for backup. 

Volume Number This field contains a # character followed by 3 digits, 

and identifies the current volume in the backup. 

Checkpoint Frequency 

This field contains the frequency of backup-data-record 
checkpointing. 

Fast Search Mark Frequency 

This field contains the number of files between fast 
search marks for backups made with DDS tape drives. 
Index Size This field contains the size of the index. 
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Backup Identification Tag 

This field is compcsed of 2 items: the process ID (pid), 
and the start ti me of that process. 

Language This field contains the language used to make the 

backup. 

-R path An interruptedfull recovery can becontinued usingthisoption. frecover uses the infor¬ 
mation in file path to continue the recovery from where it was interrupted. The only com¬ 
mand line option used by frecover with this option is -f. The values in path override 
all other options to frecover . Note also that only full recoveries are restarted with this 
option, because no history of include or exclude lists is stored in the restart file. If a partial 
recovery (i.e., using the -x option) is interrupted then restarted with this option, fre¬ 
cover continues recovering where the partial recovery left off, but restores all files on the 
backup media beyond this point. 

The foil owing characters can be used in addition to the letter that selects the desired function: 


-c config 


-e path 
-f de/ice 


-g graph 


config specifies the name of a configuration file to be used to alter the behavior of fre¬ 
cover. The configuration file allows the user to specify the action to be taken on all 
errors, the maximum number of attempts at resynchronizing on media errors (-S option), 
and changing media volumes. Each entry of a configuration file consists of an action 
identifier followed by a separator followed by the specified action. Valid action identifiers 
areerror, chgvol, and sync. Separators can be either tabs or spaces. I n thefollowing 
sample configuration file, each time an error is encountered, the script 
/var/adm/fbackupfiles/frecovererror is executed. Each time the backup 
media is to be changed, the script /var/adm/fbackupfiles/frecoverchgvol is 
executed. The maximum number of resynchronization attempts isfive. 

error /var/adm/fbackupfiles/frecovererror 

chgvol /var/adm/fbackupfiles/frecoverchgvol 

sync 5 

path is interpreted as a graph to be excluded from the recovery. There is no limit on how 
many times the -e option can be specified. 

de/ice identifies the backup device to be used instead of the default /dev/rmt/Om. If 
de/iceis-, frecover reads from standard input. Thus fbackup(lM) and frecover can 
be used in a pipeline to backup and recover a filesystem as follows: 

fbackup -i /usr -f - | (cd /mnt; frecover -Xrf -) 

If more than one output file is specified, frecover uses each one successively and then 
repeats in a cyclical pattern. Patterns can be used in the device name in a way similar to 
file name expansion as done by sh(l). The expansion of the pattern results in all matching 
names being in the list of devices used. A device on the remote machinecan be specified in 
theform machine: device frecover creates a server process, /usr/sbin/rmt, on the 
remote machine to access the tape device. If /usr/sbin/rmt does not exist on the 
remote system, frecover creates a server process from /etc/rmt on the remote 
machine to access the tape device. The pattern matching capability does not apply to 
remote devices. Only half-inch 9-track magnetic tapes or DDS-format tapes can be remote 
devices. The fast search capability is not used when accessing remote DDS-format devices. 

graph defines a graph file. Graph files are text files and contain the list of file names 
(graphs) to be recovered or skipped. Files are recovered using the -i option; thus if the 
user wants to recover all of /usr, the graph file contains one record: 

i /usr 

It is also possible to skip files by using the -e option. For instance, if a user wants to 
recover all of /usr except for the subgraph /usr/lib, the graph file contains two 
records: 


i /usr 
e /usr/lib 

If the graph file is missing, frecover exits with an error message. An empty graph file 
results in recovering all files on the media. 
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-h 

-i path 


-y 

-A 


-F 


-E ©ctarg 


-N 


-O 

-s skip 


-X 


Extract the actual directory, rather than the files that it references. This prevents 
hierarchical restoration of complete subtrees from the backup media. 

path is interpreted as a graph to be included in the recovery. There is no limit on how 
many times the -i option can be specified. 

Print a message each time a file marker is encountered. Using this option, frecover 
prints a message each time either a DDS setmark, a file marker, or a checkpoint record is 
read. Although useful primarily for troubleshooting, these messages can also be used to 
reassure the user that the backup is progressing during long, and otherwise silent, periods 
during the recovery. 

Recover thefilefrom the backup media irrespective of age. Normally frecover does not 
overwrite an existing file with an older version of thefile. 

Attempt to optimize disk usage by not writing null blocks of data to sparse files. 

Normally frecover works silently. The -v (verbose) option causes it to display the file 
type and name of each file it treats. 

Automatically answer yes to any inquiries. 

Do not recover any optional entries in access control lists (ACEs). Normally, all access con¬ 
trol information, including optional ACL entries, is recovered. This option drops any 
optional entries and sets the permissions of the recovered file to the permissions of the 
backed up file. Use this option when recovering files backed up from a system with ACEs 
on a system for which ACEs are not desired (see ad (5)). 

Recover files without recovering leading directories. For example, this option would be 
used if a user wants to recover /usr/bin/vi, /usr/bin/sh, and /etc/passwd to a 
local directory without creating each of the graph structures. 

Specifies the handling of any extent attributes backed up by fbackup(lM). The -E option 
takes thefollowing keywords as arguments: 

warn Issues a warning message if extent attributes cannot be restored, but 
restore the file anyway. 

ignore Do not restore extent attributes. 

force Issue an error message and do not restore the file if extent attributes can¬ 
not be restored. 

Extent attributes cannot be restored if the files are being restored to a file 
system which does not support extent attributes or if the file system's block 
size is incompatible with the extent attributes. If -E is not specified, 
extarg defaults to warn. 

(no recovery) Prevent frecover from actually recovering any files onto disk, but read the 
backup as if it was, in fact, recovering the data from the backup, producing the same out¬ 
put that it would on a normal recovery. This option is useful for verifying backup media 
contents in terms of validity (block checksum errors are reported), and contents (a listing of 
files can be produced by using the -N and -v options together). Note that the listing of 
files produced with the -N and -v options requires the reading of the entire backup, but is 
therefore a more accurate reflection of the backup's contents than the index stored at the 
beginning of the backup (which was created at the start of the backup session, and is not 
changed during the course of the backup). 

Use the effective uid and gid for the owner and group of the recovered file instead of the 
values on the backup media. 

frecover does not ask whether it should abort the recovery if it gets a media error. It 
tries to skip the bad block or blocks and continue. Residual or lost data is written to thefile 
named by skip. The user can then edit this file and recover otherwise irretrievable data. 

Recover files relative to the current working directory. Normally frecover recovers files 
to their absolute path name. 
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EXTERNAL INFLUENCES 
E nvironment Variables 

LC_COLLATE determines the order in which frecover expects flies to be stored in the backup device 
and the order in which flie names are output by the-I option. 

LC_MESSAGES determi nes the ianguage i n which messages are dispiayed. 

If LC_COLLATE and LC_MESSAGES are not specified in the environment or is set to the empty string, 
the vaiueof LANG is used as a defauit for each unspecified or empty variabie. If LANG is not specified or is 
set to the empty string, a defauit of "C" (see iang(5)) is used instead of LANG. If any internationalization 
variable contains an invalid setting, frecover behaves as if all internationalization variables are set to 
"C". See envi ron (5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

WARNINGS 

For incremental backups created prior to installing FIP-UX Release 8.0, or for recoveries that do not begin 
with the first volume (such as when, reading tape 3 first), it is possiblefor the preceding directories to a 
recoverable file to not be on the media. This can happen, for example, if the directories did not change 
since the last full backup. If frecover encounters a file on the backup that should be recovered, but it 
has not recovered the file's parent directories from the backup, it prints a message stating that the recovery 
will continue with that file, and attempts to create the file's parent directories as needed. 

Use of frecover does not require special privileges. Flowever, if a user does not have access permission 
to a given file, theflie is not recovered. 

Network special fliesareobsolete. Therefore, frecover cannot restore these files. A warning message is 
issued if an attempt is made to recover a network special file, and theflie is skipped. 

When using a DDS tape written with the current release of fbackup to do a partial recovery, frecover 
attempts to use the DDS fast-search capability to find files on the tape more quickly. I n order to do this, 
however, frecover needs to create an in-memory copy of the index, and mark the files on that index 
which it needs to recover before actually reading through the tape to find the files. This is done when the 
first index is read from the tape, and accounts for a period of time just after recovery is begun where the 
tape is inactive while this in-memory index is constructed. The larger the index is, the longer this period 
lasts. 

The utility set comprised of fbackup and frecover was originally designed for use on systems equipped 
with not more than one gigabyte of total file system storage. Although the utilities have no programming 
limitations that restrict users to this size, complete backups and recoveries of substantially larger systems 
can cause a large amount system activity due to the amount of virtual memory (swap space) used to store 
the indices. Users who want to use these utilities, but are noticing poor system-wide performance due to 
the size of the backup, are encouraged to back up their systems in multiple smaller sessions, rather than 
attempting to back up the entire system at onetime. 

Note that when recovering files with access-control lists, the ACL entries are stored on the backup as user 
login names. If a login name cannot be found in the password file, theflie is recovered without its ACL, 
and an error is printed. In order to fully recover files backed up with ACLs, the password file 
(/etc/passwd) must be recovered before attempting to recover any desired ACLs. 

Care should be taken to match the names specified by the include and exclude options with the names in 
the index on the tape. Since the files are stored on the backup in I exographic order as defined by the LANG 
or LC_COLLATE environment variable, frecover uses the exact path names to determine when a par¬ 
tial recovery is complete, and when an earlier tape needs to be loaded. If a user's specification of a flieto be 
recovered is misspelled, this may cause confusing messages, such as frecover asking for the previous 
volume, when volume one is mounted. 

DEPENDENCIES 

SS Series 700/800 frecover is not supported on QIC devices with OIC-120, and OIC-150 formats. If 
frecover is attempted for these formats, frecover failsandthefollowingmessageisdisplayed : 

mt lu X:Read must be a multiple of 512 bytes in QIC 120 and QIC 150 


AUTHOR 

frecover was developed by FI P. 
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FILES 

/dev/rmt/Om Default backup device. 

SEE ALSO 

cpioflM), dump(lM), fbackup(lM), restoreflM), rmt(lM), tcioflM), acl(5). 
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NAME 

freedisk - recover disk space 

SYNOPSIS 

freedisk [-a n] [-v] 

DESCRIPTION 

The freedisk command is an interactive script that finds and optionaiiy removes fiiesets that do not 
appear to have been used since they were originaiiy instaiied by swinstall (see swinstaii (IM)). NOTE: 
Famiiiarity with swremove (seeswremove(lM)) is required for successfui use of this tooi. 

The freedisk command has two phases, any combination of which can be executed or skipped. 

The first phase anaiyzes the reguiar fiies in aii fiiesets to discover fiiesets that have remained unused since 
instaiiation. Use the -a option to specify a usage time other than "since instaiiation." 

Fiiesets that appear to be entirely unused, but which are dependencies of other fiiesets that are in use, are 
treated by freedisk as though they were "in use" and are not presented as candidates for removal. 

At the end of the first phase, the swremove command is invoked interactively with the fiiesets that are 
candidates for removal already selected. During the swremove session any, all, or none of the pre¬ 
selected fiiesets can be removed. 

The second phase of freedisk optionally removes fiiesets that are used only for building kernels. These 
fiiesets are identified by containing a control file named freedisk_rmvbl. This removal occurs regard¬ 
less of when the fiiesets were last used. This phase should be executed only if you are sure you will not 
need to rebuild a kernel for any reason. The interactive interface provides more information on this capa¬ 
bility. 

You can reload kernel build fiiesets removed during this phase by using /var/adm/sw/krn_rmvd. log 
as the argument to the -f option of swinstall. 

Options 

freedisk supports the foil owing options: 

-a n Check access of files only in the previous n days instead of the default of checking 

access since the fileset installation date. The n value should be a positive integer. It 
is passed to find (seefind(l)) as -atime -n. 

-V Provide very verbose output. Useful when detailed information is required as to 

which specific files have been used in each fileset. 

If you prefer to track the operation of the utility in a scrollable and easily viewable 
form, redirect the output to a file (see the example below) and use an editor on that 
file. 

RETURN VALUE 

The following are exit values of freedisk: 

0 Successful completion. 

1 One or more critical errors occurred. 

DIAGNOSTICS 

Error messages are self-explanatory. 

EXAMPLES 

Use the verbose option of freedisk to identify individual files used in each fileset and keep a copy of the 
output in a filefor later use: 

/opt/contrib/bin/freedisk -v 2>&1 | tee filename 
Find fiiesets that have not been used in the past 90 days: 

/opt/contrib/bin/freedisk -a 90 

WARNINGS 

Removing the kernel build fiiesets in phase two can result in unresolved fileset dependencies. This means 
that swverify (see swverify(lM)) will indicate errors, unless the appropriate options are used to ignore 
missing dependencies. 
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Be careful when using the -a n option. Small values of n might cause infrequently used filesets to be 
discovered as unused. 

AUTHOR 

freedisk was developed by the Hewlett-Packard Company. 

FILES 

/var/adm/sw/krn_rmvd. log log of removed kernel-build filesets 
/var/adm/sw/swremove . log log of swremove actions 
/var/adm/sw/swagent. log log of swagent actions 

SEE ALSO 

find(l), swinstall(lM), swmodify(lM), swremove(lM), swverify(lM), and the manual Managing HP-UX 
Softwarewith SD-UX. 
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NAME 

fsadm (generic) - a filesystem administration command 

SYNOPSIS 

/usr/sbin/fsadm [-F FStype] [-V] [-o specific_options] special 

DESCRIPTION 

The fsadm command is designed to perform selected administration tasks on file systems. These tasks 
may differ between file system types, special is a device file containing an unmounted file system. How¬ 
ever, if the file system is of the type that provides online administration capabilities the special could be a 
directory, directory must be the root of a mounted filesystem. 

Only a superuser can invoke fsadm. 

Options 

-F FStype Specify the file system type on which to operate (see fstyp(lM) and fs_wrapper(5)). Ifthis 
option is not included on the command line, then the file system type is determined from 
the file /etc/fstab by matching each special with an entry in that file. If there is no 
entry in /etc/fstab, then the file system type is determined from the file 
/etc/default/fs. 

-o specific_options 

Specify options specific to each file system type. specific_options is a list of comma 
separated suboptions and/or keyword/attribute pairs intended for a specific FStype-specific 
module of the command. See the file system specific manual entries for a description of the 
specific_options supported, if any. 

-V Echo the completed command line, but perform no other action. The command lineisgen- 

erated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

Convert a HFS file system from a nolargefiles file system to a largefiles filesystem: 

fsadm -F hfs -o largefiles /dev/vg02/lvoll 
Display HFS relevant filesystem statistics: 
fsadm -F hfs /dev/vg02/lvoll 


FILES 

/etc/fstab Static information about the systems 

SEE ALSO 

fsadm_FStype(lM), fsck(lM), fstab(4), fs_wrapper(5). 
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NAME 

fsadm (hfs) - an HFS filesystem administration command 

SYNOPSIS 

/usr/sbin/fsadm [-F hfs] [-V] [-o spedfic_options] special 

DESCRIPTION 

The fsadm command is designed to perform selected administration tasks on a HFS file systems, special 

is a device file containing an unmounted filesystem. 

Only a superuser can invoke fsadm. 

Options 

-F hfs Specify the HFS file system type. 

-o specific_options 

Specify a list of comma separated suboptions and/or keyword/attribute pairs from the list 
below. The following specific_options are valid on HFS filesystems. 

largefiles Converts a nolargefiles file system to a largefiles file sys¬ 
tem. The file system should be unmounted and must be in a clean 
state (see fsck(lM)). A largefiles file system supports file sizes 
greater than 2 gigabytes. 

nolargefiles 

Converts a largefiles file system to a nolargefiles file sys¬ 
tem. The file system should be umounted and must be in a clean state 
(see fsck(lM)). All largefiles should be purged from the file sys¬ 
tem for the conversion to succeed. 

-V Echo the completed command line, but perform no other action. The command lineisgen- 

erated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 


DIAGNOSTICS 

Error and warning messages may originate from fsadm and fsck. See fsadm(lM) or fsck(lM) to inter¬ 
pret the error and warning messages. 

EXAMPLES 

Convert a nolargefiles HFS file system to a largefiles HFS filesystem: 

fsadm -F hfs -o largefiles /dev/vg02/rlvoll 
Convert a largefiles HFS file system to a nolargefiles filesystem: 

fsadm -F hfs -o nolargefiles /dev/vg02/rlvoll 
Display relevant HFS filesystem statistics: 

fsadm -F hfs /dev/vg02/rlvoll 

WARNINGS 

The size of a filesystem will impact the performance of the fsadm command. 

During conversion from largefiles file system to a nolargefiles file system fsadm scans the entire file sys¬ 
tem for a large file. This functionality degrades the performance of the fsadm command. 

FILES 

/etc/fstab Static information about the systems 

SEE ALSO 

fsadm(lM), fsck(lM), fstab(4), fs_wrapper(5). 
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NAME 

fsadm (vxfs) - resize or reorganize a VxFS fiie system 


SYNOPSIS 

/usr/sbin/fsadm [-F vxfs] [-V] [-D] mount_point 
/usr/sbin/fsadm [-F vxfs] [-V] [-E] mount point 

/usr/sbin/fsadm [-F vxfs] [-V] [-e] [-E] [-s] [-v] [-1 iargesize] 

[-a days] [-t time] [-p passes] [-r rawde/] mount_point 

/usr/sbin/fsadm [-F vxfs] [-V] [-d] [-D] [-s] [-v] [-a days] [-t time] 

[-p passes] [-r rawde/] mount_point 

/usr/sbin/fsadm [-F vxfs] [-V] [-b newsize] [-r rawde/] mount_point 
/usr/sbin/fsadm [-F vxfs] [-V] [-o largefiles | nolargefiles ] mount_point| speciai 


DESCRIPTION 

fsadm is designed to perform various oniine administration functions on VxFS file systems. The current 
version supports querying or changing the filesystem compatibility bits, filesystem resizing, extent reor¬ 
ganization, and directory reorganization, fsadm operates on file systems mounted for read/write access. 
The -o option can also operate on a device containing a clean, unmounted file system. Only a privileged 
user can change compatibility bits on a mounted filesystem or resize or reorganize a filesystem. 


Options 

-F vxfs 

-V 

-b na/vsize 
-D 

-E 

-d 

-e 

-s 

—V 

-a days 

-1 Iargesize 


Specify the VxFS file system type. 

Echoes the completed command line, but performs noother action. The command line 
is generated by incorporating the user-specified options. This option allows the user 
to verify the command line. 

Resize the file system to newsize sectors. 

Report on directory fragmentation. If specified in conjunction with the -d option, the 
fragmentation report is produced both before and after the directory reorganization. 

Report on extent fragmentation. If specified in conjunction with the -e option, the 
fragmentation report is produced both before and after the extent reorganization. 

Reorganize directories. Directory entries are reordered to place subdirectory entries 
first, then all other entries in decreasing order of time of last access. The directory is 
also compacted to remove free space. 

Extent reorganization. Attempt to minimize fragmentation. Aged files are moved to 
the end of the allocation units to produce free space. Other files are reorganized to 
have the minimum number of extents possible. 

Print a summary of activity at the end of each pass. 

Verbose. Report reorganization activity. 

Consider files not accessed within the specified number of days as aged files. The 
default is 14 days. Aged files are moved to the end of the directory by the -d option, 
and reorganized differently by the -e option. 

Large file size in filesystem blocks. Indicates the size of files to be considered as large 
files. The value must be between 8 and 2048 blocks. The default is 64 blocks. 


-p passes Maximum number of passes to run. The default is 5 passes. Reorganizations are pro¬ 
cessed until reorganization is complete, or the specified number of passes have been 
run. 


-r rawde/ Pathname of raw device to read to determine file layout and fragmentation. This 
option can be used when fsadm cannot determine what the raw device should be. 

-ttime Maximum time to run. Reorganizations are processed until reorganization is com¬ 

plete, or the time limit has expired, time is specified in seconds. 

-o specific_options 

Specifies options specific to the vxfs filesystem type. specific_options is a list of subop¬ 
tions pairs intended for the vxfs-specific module of the command. 
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The foil owing specific_options are valid on a VxFS filesystem: 

largefiles 

Set the largefile compatibility bit for the file system. When this bit is set large 
files (greater than 2 Gbyte) can be created on the file system. 

nolargeflies 

Clear the largefile compatibility bit for the file system. When this bit is not set, 
large files cannot be created on the file system. An attempt to clear the bit will 
fail if any largefiles exist on the file system. 

The -o largefiles, -o nolargefiles, -b, -D, -E, -d, and -e options determine what 
function will be performed. If none of these options is specified fsadm will print the current 
compatibility-bit settings and exit. Otherwise it will perform the function(s) defined by the option(s). 
The -b, -o largefiles, and -o nolargefiles options cannot be specified if any other of 
these options are given. If both -e and -d are specified, fsadm will perform the directory reorgani¬ 
zation first. It will perform theextent reorganization after thedirectory reorganization has been com¬ 
pleted. 

File-System Compatibility Bits 

The -o largefiles and -o nolargefiles options can be used to change the largefilecompatibil- 
ity bit. When invoked without options fsadm prints the current state of the compatibility bits. 

VxFS 3.0 has some new features that are incompatible with earlier versions of FIP-UX and with old applica¬ 
tions. These features are largefiles (file sizes greater than 2 Gbyte), and hierarchical storage management 
viatheDMAPI (Data Management Applications Programming Interface). 

Largefiles are aval lableonly with the Version 3 disk layout, available in VxFS 3.0 and above, so an old ver¬ 
sion of FIP-UX will never be exposed to them (the file-system mount wouldfail). But many existing appli¬ 
cations will break if confronted with largefiles, so a compatibility bit is provided that allows or prevents the 
creation of large files on the file system. If the largefile compatibility bit is set, large files may be created 
on the file system. If it is not set, any attempt to create a large file on the file system will fail. 

An attempt to set the bit via the -o largefiles option will succeed only if thefilesystem hasthe Ver¬ 
sion 3 disk layout (see the vxupgrade(lM) manual page to upgrade a file system from the Version 2 disk 
layout to the Version 3 disk layout). An attempt to clear the bit via the -o nolargefiles option will 
succeed only if the bit is set and there are no large files present on the file system. (Also see the 
mount_vxfs(lM) manual page). 

The -o largefiles and -o nolargefiles options are the only fsadm options that can be used 
on an unmounted file system. An unmounted file system can be specified by invoking fsadm with a spe¬ 
cial device rather than a mount point. If an unmounted filesystem is specified, it must be clean. 

TheDMAPI compatibility bit cannot be changed by fsadm; it can only be queried. If set, it indicates that 
the file system is mounted, or has been mounted, under the control of the Flierarchical Storage Manage 
ment softwareand cannot be mounted unless that software is active on thesystem. 

Def ragmentati on 

For optimal performance, the kernel-extent allocator must be able to find large extents when it wants 
them. To maintain filesystem performance, fsadm should be run periodically against all VxFS file sys¬ 
tems to reduce fragmentation, fsadm should be run somewhere between once a day and once a month 
against each file system. The frequency depends on file system usage and activity patterns, and the impor¬ 
tance of performance. The -v option can be used to examine the amount of work performed by fsadm. 
The frequency of reorganization can be adjusted based on the rate of filesystem fragmentation. 

There are two options that are availableto control the amount of work done by fsadm. The-t option is 
used to specify a maximum length of time to run. The -p option is used to specify a maximum number of 
passes to run. If both are specified, the utility exits if either of the terminating conditions is reached. By 
default, fsadm will run 5 passes. If both the -e and -d options are specified, the utility will run all the 
directory reorganization passes before any extent reorganization passes. 

fsadm uses the file . fsadm in the lost-Ffound directory as a lock file. When fsadm is invoked, it 
opens the file lost-Ffound/ . fsadm in the root of the file system specified by mount point. If the file 
does not exist, it is created. The fcnti (2) system call is used to obtain a write lock on the file. If the write 
lock fails, fsadm will assume that another fsadm is running and will fail, fsadm will report the process 
ID of the process holding the write lock on the . fsadm file. 
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File System Resizing 

If the -b option is specified, fsadm wiii resize the fiie system whose mount point is mount_point. If 
newsize is iarger than the current size of the fiie system, the fiie system wiii be expanded to newsize sec¬ 
tors. Simiiariy, if newsize is smaiier than the current size of the fiie system, an attempt wiii be made to 
shrink the fiie system to newsize sectors. 

Reducing the size of a fiie system wiii faii if there are fiie-system resources currentiy in use within the sec¬ 
tors to be removed from the fiie system. I n this case, a reorganization may help free those busy resources 
and allow a subsequent reduction in the size of the file system. 

Reporting on Directory Fragmentation 

As files are allocated and freed, directories tend to grow and become sparse. I n general, a directory is as 
largeas the largest number of files it ever contained, even if some files have been subsequently removed. 

The command line to obtain a directory fragmentation report is: 
fsadm [-D] [-r rawde/] mount_point 

Thefollowingissomeexampleoutputfromthe fsadm -D command: 

# fsadm -D /Ihome 


Directory Fragmentation Report 


au 0 
au 1 
total 


Dirs 

Searched 

15 

0 

15 


Total 

Blocks 

3 

0 

3 


Immed 

Dirs 

12 

0 

12 


Immeds 
to Add 
0 
0 
0 


Dirs to 
Reduce 

0 

0 

0 


Blocks 

Reduce 


to 

0 

0 

0 


The column labeled "Dirs Searched" contains the total number of directories. A directory is associated with 
the extent-allocation unit containing the extent in which the directory's inode is located. The column labeled 
"Total Blocks" contains the total number of blocks used by directory extents. 

The column labeled "I mmed Dirs" contains the number of directories that are immediate, meaning that the 
directory data is in the inode itself, as opposed to being in an extent. I mmediate directories save space and 
speed up pathname resolution. The column labeled "Immeds to Add" contains the number of directories 
that currently have a data extent, but that could be reduced in size and contained entirely in the inode. 

The column labeled "Dirs to Reduce!' contains the number of directories for which one or more blocks could 
be freed if the entries in the directory are compressed to make the free space in the directory contiguous. 
Si nee directory entries vary in length, it is possible that some large directories may contain a block or more 
of total free space, but with the entries arranged in such a way that the space cannot be made contiguous. 
As a result, it is possibleto have a nonzero "Dirs to Reduce!' calculation immediately after running a direc¬ 
tory reorganization. The -v (verbose) option of directory reorganization reports occurrences of failure to 
compress free space. 

The column labeled "Blocks to Reduce!' contains the number of blocks that could be freed if the entries in 
the di rectory are compressed. 

Measuring Directory Fragmentation 

If the totals in the columns labeled "Dirs to Reduce!' are substantial, a directory reorganization should 
improve performance of pathname resolution. The directories that fragment tend to be the directories with 
the most activity. A small number of fragmented directories may account for a large percentage of name 
lookups in the file system. 

Directory Reorganization 

If the -d option is specified, fsadm will reorganize the directories on the file system whose mount point is 
mount_point. Directories are reorganized in two ways: compression and sorting. 

For compression, the valid entries in the directory are moved to the front of the directory and the free 
space is grouped at the end of the directory. If there are no entries in the last block of the directory, the 
block is released and the directory size is reduced. 

If the directory entries are small enough, the directory will be placed in the inode immediate data area. 
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The entries in a directory are aiso sorted to improve pathname iookup performance. Entries are sorted 
based on the iast access time of the entry. The -a option is used to specify a time intervai; 14 days is the 
defauit if -a is not specified. The time intervai is broken up into 128 buckets, and aii times within the 
same bucket are considered equai. Aii access times oider than the time intervai are considered equai, and 
those entries are piaced iast. Subdirectory entries are piaced at the front of the directory and symboiic 
iinks are piaced after subdirectories, foiiowed by the most-recentiy-accessed flies. 

The directory reorganization runsin one pass across the enti re flie system. 

The command iineto reorganize directories of a fliesystem is: 

fsadm -d [-s] [-v] [-p passes] [-t timeout] [-r rawde/] [-D] mount_point 

Thefoiiowingexampieiiiustratestheoutput of thecommand fsadm -d -s command: 

# fsadm -d -s /Ihome 


Directory Reorganization Statistics 




Dirs 

Dirs 

Total 

Failed 

Blocks 

Blocks 

Immeds 



Searched 

Changed 

Ioctis 

Ioctis 

Reduced 

Changed 

Added 

au 

0 

2343 

1376 

2927 

1 

209 

3120 

72 

au 

1 

582 

254 

510 

0 

47 

586 

28 

au 

2 

142 

26 

38 

0 

21 

54 

16 

au 

3 

88 

24 

29 

1 

5 

36 

2 

total 


3155 

1680 

3504 

2 

282 

3796 

118 


The coiumn iabeied "Dirs Searched" contains the number of directories searched. Oniy directories with 
data extents are reorganized. I mmediate directories are skipped. The coiumn iabeied "Dirs Changed" con¬ 
tains the number of directories for which a change was made. 

The coiumn iabeied "Totai I octis" contains the totai number of VX_DI RSORT ioctis performed. Reorganiza¬ 
tion of directory extents is performed using this iocti. 

The coiumn iabeied "Faiied Ioctis" contains the number of requests that faiied for some reason. The reason 
for faiiure is usuaiiy that the directory being reorganized is active. A few faiiures shouid be no cause for 
aiarm. If the-v option is used, aii iocti caiisand status returns are recorded. 

The coiumn iabeied "Biocks Reduced" contains the totai number of directory biocks freed by compressing 
entries. The coiumn iabeied "Biocks Changed" contains the totai number of directory biocks updated whiie 
sorting and compressing entries. 

The coiumn iabeied "I mmeds Added" contains the totai number of directories with data extents that were 
compressed into immediate directories. 

Reporting on Extent Fragmentation 

As flies are created and removed over time, thefree extent map for an aiiocation unit wiii change from hav¬ 
ing one iarge free area to having many smaiier free areas. This process is known as fragmentation. Aiso, 
when flies are grown — particuiariy when growth occurs in smaii increments — smaii flies couid be aiio- 
cated in muitipie extents. In theideal case, each fliethat isnot sparse would have exactly one extent (cen¬ 
tal ni ng the enti re fli e), and the free-extent map woul d be one conti nuous range of free blocks. 

Conversely, in a case of extreme fragmentation, there can be free space in the file system, none of which 
can beallocated. For example, on Version 2 VxFS filesystems, the indirect-address extent size is always 8K 
long. This means that to allocate an indirect-address extent to a file, an 8K extent must be available. For 
example, if no extent of 8K byes or larger is available, even though more than 8K of free space is available, 
an attempt to allocatea file into indirect extents will fail and return ENOSPC. 

Determining Fragmentation 

To determine whether fragmentation exists for a given file system, the free extents for that file system 
need to be examined. If a large number small extents are free, then there is fragmentation. If more than 
half of the amount of free space is taken up by small extents (smaller than 64 blocks), or there is less than 5 
percent of total fliesystem space availablein large extents, then there is serious fragmentation. 

Running the Extent-Fragmentation Report 

The extent-fragmentation report can be run to acquire detailed information about the degree of fragmenta¬ 
tion in a given file system. 
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The command lineto run an extent-fragmentation report is 
fsadm -E [-1 iargesize] [-r rawde/] mount_point 

The extent reorganizer has the concept of an immovabie extent: if the fiie aiready contains iarge extents, 
reaiiocating and consoiidating these extents wiii not improve performance, so they are considered immov¬ 
abie. fsadm's notion of how iarge an extent must be to quaiify as immovabie can be controiied by the -1 
option. By defauit, iargesize is 64 biocks, meaning that any extent iarger than 64 biocks is considered to be 
immovabie. For the purposes of the extent-fragmentation report, the vaiue chosen for iargesize wiii affect 
which extents are reported as being immovabie extents. 

Thefoiiowing is an exampieof theoutput generated by the fsadm -E command: 

# fsadm -E /Ihome 


Extent Fragmentation Report 




Files with 

Total 


Total 



Extents 

Extents 

Blocks 


Distance 

au 

0 

14381 

18607 

30516 


4440997 

au 

1 

2822 

3304 

24562 


927841 

au 

2 

2247 

2884 

22023 


1382962 

au 

3 

605 

780 

24039 


679867 

total 


19992 

25575 

101140 


7431667 



Consolidatable 

Immovable 



Extents Blocks 


Extents 

Blocks 

au 

0 

928 

2539 


0 

0 

au 

1 

461 

5225 


99 

13100 

au 

2 

729 

8781 


58 

11058 

au 

3 

139 

1463 


49 

17258 

total 


2257 

18008 


206 

41416 


Free Extents By Size 


au 0 


Free 

Blocks 

217 

Smaller Than 8 - 

48%, 

Smaller 

Than 

64 - 

100% 

1 



15 

2 

15 

4 


15 

8: 


14 

16 



0 

32 

0 

64 


0 

128: 


0 

256 



0 

512 

0 

1024 


0 

2048: 


0 

096 



0 

8192 

0 

16384 


0 




au 1 


Free 

Blocks 

286 

Smaller Than 8 - 

41%, 

Smaller 

Than 

64 - 

100% 

1 



16 

2 

21 

4 


15 

8: 


13 

16 



4 

32 

0 

64 


0 

128: 


0 

256 



0 

512 

0 

1024 


0 

2048: 


0 

4096 



0 

8192 

0 

16384 


0 




au 2 

Free 

Blocks 

510 

Smaller Than 8 - 

15%, 

Smaller 

Than 

64 - 

100% 

1 



10 

2 

14 

4 


10 

8: 


14 

16 



8 

32 

6 

64 


0 

128: 


0 

256 



0 

512 

0 

1024 


0 

2048: 


0 

4096 



0 

8192 

0 

16384 


0 




au 

3 

Free 

Blocks 

6235, Smaller 

Than 8 

- 3%, 

Smaller Than 64 

- 15% 

1 



29 

2 

33 

4 


27 

8: 


30 

16 



18 

32 

8 

64 


4 

128: 


3 

256 



2 

512 

2 

1024 


1 

2048: 


1 

4096 



0 

8192 

0 

16384 


0 




au 


Free 

Blocks 

8551, Smaller 

Than 8 

- 2%, 

Smaller Than 64 

- 22% 

1 



29 

2 

33 

4 


30 

8: 


38 

16 



28 

32 

29 

64 


26 

128: 


11 

256 



8 

512 

3 

1024 


0 

2048: 


0 

4096 



0 

8192 

0 

16384 


0 




total 


Free 

Blocks 

15799, Smaller 

Than 8 

- 4%, 

Smaller Than 64 

- 24% 

1 



99 

2 

116 

4 


97 

8: 


109 

16 



58 

32 

43 

64 


30 

128: 


14 
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256: 10 512: 

4096: 0 8192: 

5 1024: 

0 16384: 

1 2048: 1 

0 


The numbers in the column labeled "Files with Extents" indicate the total number of files that have data 
extents. A file is considered to be in the extent-allocation unit that contains the extent holding the file's 
inode. 

The column labeled'Total Extents" contains the total number of extents belonging to files in the allocation 
unit. The extents themselves are not necessarily in the same allocation unit. 

The column labeled 'Total Blocks" contains the total number of blocks used by files in the allocation unit. If 
the total number of blocks is divided by the total number of extents, the resulting figure is the average 
extent size. 

The column labeled 'Total Distance" contains the total distance between extents in the allocation unit. For 
example, if a file has two extents, the first containing blocks 100 through 107 and the second containing 
blocks 110 through 120, the distance between the extents is 110-107, or 3. In general, a lower number 
means that files are more contiguous. If an extent reorganization is run on a fragmented file system, the 
valuefor Total Distance should be reduced. 

The column labeled "Consolidatable Extents" contains the number of extents that are candidates to be con¬ 
solidated. Consolidation means merging two or more extents into one combined extent. For files that are 
entirely in direct extents, the extent reorganizer will attempt to consolidate extents into extents up to size 
largesize. All files of size largesize or less will typically be contiguous in one extent after reorganization. 
Since most files are small, this will usually include about 98 percent of all files. 

The column labeled "Consolidatable Blocks" contains the total number of blocks in Consolidatable Extents. 
The column labeled "Immovable Extents" contains the total number of extents that are considered to be 
immovable. In the report, an immovable extent appears in the allocation unit of the extent itself, as 
opposed to in the allocation unit of its inode. This is because the extent is considered to be immovable, and 
thus permanently fixed in the associated allocation unit. 

The column labeled "Immovable Blocks" contains the total number of blocks in immovable extents. The 
figures under the heading "Free Extents By Size" indicate per-allocation unit totals for free extents of each 
size. The totals are for free extents of size 1, 2, 4, 8, 16, ... up to a maximum of the number of data blocks 
in an allocation unit. The totals should match the output of df -o s unlessthere has been recent alloca¬ 
tion or deallocation activity (as this utility acts on mounted file systems). These figures give an indication 
of fragmentation and extent availability on a per-allocation-unit basis. For each allocation unit, and for the 
complete file system, the total free blocks and total free blocks by category are shown. The figures are 
presented as follows: 

• The figure labeled "Free Blocks" indicatesthetotal number of free blocks. 

• The figure labeled "Smaller Than 8" indicates the percentage of free blocks that are in extents less 
than 8 blocks in length. 

• The figure labeled "Smaller Than 64" indicates the percentage of free blocks that are in extents less 
than 64 blocks in length. 

I n the preceding example, 4 percent of free space is in extents less than 8 blocks in length, and 24 percent 
of thefree space is in extents less than 64 blocks in length. This represents a typical valuefor a mature file 
system that is regularly reorganized. The total free space is about 10 percent. 

Extent Reorganization 

If the -e option is specified, fsadm will reorganize the data extents on the file system whose mount point 
is mount_point. The primary goal of extent reorganization is to defragment the file system. 

To reduce fragmentation, extent reorganization tries to place all small files in one contiguous extent. The 
-1 option is used to specify the size of a file that is considered large. The default is 64 blocks. Extent reor¬ 
ganization also tries to group large files into large extents of at least 64 blocks. I n addition to reducing 
fragmentation, extent reorganizations improves performance. Small files can be read or written in one I/O 
operation. Large files can approach raw-disk performance for sequential I/O operations. 

Extent reorganization also tries to improve the locality of reference on the file system. Extents are moved 
into the same allocation unit as their inode. Within the allocation unit, small files and directories are 
migrated to the front of the allocation unit. Large files and inactive files are migrated towards the back of 
the allocation unit. (A file is considered inactive if the access time on the inode is more than 14 days old. 
The time interval can be varied using the -a option.) Extent reorganization should reduce the average 
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seek time by placing inodes and frequently used data closer together. 

fsadm will try to perform extent reorganization on all inodes on the file system. Each pass through the 
inodes will move the file system closer to the organization considered optimal by fsadm. The first pass 
might place a file into one contiguous extent. The second pass might move the file into the same allocation 
unit as its inode. Then, since the first file has been moved, a third pass might move extents for a file in 
another allocation unit into the space vacated by the first file during the second pass. 

When thefile system is more than 90% full, fsadm shifts to a different reorganization scheme. Instead of 
attempting to make files contiguous, extent reorganization tries to defragment the free-extent map into 
chunks of at least 64 blocks or the size specified by the-I option. 

The command lineto perform extent reorganization is 

fsadm -F vxfs -e [-sv] [-p passes] [-t time] [-a days] [-1 largesize] [-r rawde/] mount_point 
Thefollowingexampleillustratestheoutputfromthe fsadm -F vxfs -e -s command: 

# fsadm -F vxfs -e -s 


Allocation Unit 0, Pass 1 Statistics 


Extents Consolidations Performed Total Errors 

Searched Number Extents Blocks File Busy Not Free 


au 

0 

2467 

11 


30 

310 

0 

0 

au 

1 

0 

0 


0 

0 

0 

0 

au 

2 

0 

0 


0 

0 

0 

0 

au 

3 

0 

0 


0 

0 

0 

0 

au 

4 

0 

0 


0 

0 

0 

0 

total 


2467 

11 


30 

310 

0 

0 



In Proper 

Location 

Moved 

to Proper 

Location 




Extents 

Blocks 

Extents Blocks 


au 

0 

1379 


8484 


794 

10925 


au 

1 

0 


0 


0 

0 


au 

2 

0 


0 


0 

0 


au 

3 

0 


0 


0 

0 


au 

4 

0 


0 


0 

0 


total 


1379 


8484 


794 

10925 




Moved to Free 

Area 


In Free Area 

Could not be Moved 



Extents Blocks 

Extents 

Blocks 

Extents 

Blocks 

au 

0 

231 

4851 


4 

133 

0 

0 

au 

1 

0 

0 


0 

0 

0 

0 

au 

2 

0 

0 


0 

0 

0 

0 

au 

3 

0 

0 


0 

0 

0 

0 

au 

4 

0 

0 


0 

0 

0 

0 

total 


231 

4851 


4 

133 

0 

0 


Allocation Unit 0, Pass 2 Statistics 


Extents Consolidations Performed Total Errors 

Searched Number Extents Blocks File Busy Not Free 


au 

0 

2467 

0 

0 

0 

0 

0 

au 

1 

0 

0 

0 

0 

0 

0 

au 

2 

0 

0 

0 

0 

0 

0 

au 

3 

0 

0 

0 

0 

0 

0 

au 

4 

0 

0 

0 

0 

0 

0 

total 


2467 

0 

0 

0 

0 

0 



In Proper 

Location 

Moved 

to Proper Location 




Extents 

Blocks 

Extents 

Blocks 


au 

0 

2173 

19409 


235 

4984 


au 

1 

0 

0 


0 

0 


au 

2 

0 

0 


0 

0 


au 

3 

0 

0 


0 

0 
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au 

4 


0 

0 

0 

0 


total 


2173 

19409 

235 

4984 




Moved to 

Free Area 

In Free Area 

Could not 

be Moved 



Extents 

Blocks 

Extents 

Blocks 

Extents 

Blocks 

au 

0 

0 

0 

0 

0 

0 

0 

au 

1 

0 

0 

0 

0 

0 

0 

au 

2 

0 

0 

0 

0 

0 

0 

au 

3 

0 

0 

0 

0 

0 

0 

au 

4 

0 

0 

0 

0 

0 

0 

total 


0 

0 

0 

0 

0 

0 


Note that the default five passes were scheduled, but the reorganization finished In two passes. 

This file system had not had much activity si nee the last reorganization, with the result that little reorgani¬ 
zation was required. The time It takes to complete extent reorganization varies, depending on fragmenta¬ 
tion and disk speeds. However, In general, extent reorganization may be expected to take approximately 
one minute for every 10 megabytes of disk space used. 

In the preceding example, the column labeled "Extents Searched" contains the total number of extents 
examined. The column labeled "Number" (located under the heading "Consolidations Performed") contains 
the total number of consolidations or merging of extents performed. The column labeled "Extents" (located 
under the heading "Consolidations Performed") contains the total number of extents that were consoli¬ 
dated. (More than one extent may be consolidated In one operation.) The column labeled "Blocks" (located 
under the heading "Consolidations Performed") cental ns the total number of blocks that were consolidated. 

The column labeled "File Busy" (located under the heading 'Total Errors") contains the total number of 
reorganization requests that failed because the file was active during reorganization. The column labeled 
"Not Free" (located under the heading 'Total Errors") contains the total number of reorganization requests 
that failed because an extent that the reorganizer expected to be free was allocated at sometime during the 
reorganization. 

The column labeled "In Proper Location" contains the total extents and blocks that were already In the 
proper location at the start of the pass. The column labeled "Moved to Proper Location" contains the total 
extents and blocks that were moved to the proper location during the pass. 

The column labeled "Moved to Free Area" contains the total number of extents and blocks that were moved 
Into a convenient free area In order to free up space designated as the proper location for an extent In the 
allocation unit being reorganized. The column labeled "In Free Area" contains the total number of extents 
and blocks that were In areas designated as free areas at the beginning of the pass. 

The column labeled "Could not be Moved" contains the total number of extents and blocks that were In an 
undesirable location and could not be moved. This occurs when there Is not enough free space to allow 
sufficient extent movement to take place. This often occurs on the first few passes for an allocation unit if a 
large amount of reorganization needs to be performed. 

If the next to the last pass of the reorganization run Indicates extents that cannot be moved, then the reor¬ 
ganization falls. A failed reorganization may leave the file system badly fragmented, since free areas are 
used when trying to free up reserved locations. To lessen this fragmentation, extents are not moved Into 
the free areas on the final two passes of the extent reorganizer, and the last pass of the extent reorganizer 
only consol I dates free space. 

Notes 

The online reorganization and online resize features of fsadm are avallableonly with the Advanced VxFS 
package. 

FILES 

lost-Ffound/ . fsadm lock file /dev/rdsk/ * file-system devices 

SEE ALSO 

mkfs_vxfs(lM), fcntl(2), vxfslo(7). 
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NAME 

fscat (vxfs) - cat a VxF S fil e system 

SYNOPSIS 

/usr/sbin/fscat [-F vxfs] [-V] [-o offset] [-1 length] [-b block_size] special 

DESCRIPTION 

The fscat utility provides an interface to a VxFS snapshot filesystem similar to that provided by the dd 
utility invoked on the special file of other VxFS file systems. On most VxFS file systems, the block or char¬ 
acter special file for the file system provides access to a raw image of the file system for purposes such as 
backing up the file system to tape. On a snapshot file system, access to the corresponding block or charac¬ 
ter special provides little useful information. The fscat utility, however, provides a stream of bytes 
representing the file system snapshot. This stream can be processed several ways, such as being processed 
in a pipeline, being written to a tape, and so on. fscat will work when executed on the device special 
fileof any VxFS filesystem. 

By default, the output is a stream of bytes that starts at the beginning of the file system and continues to 
the last byte. On a snapshot file system, data is read from the file system using the VX_SNAPREAD iocti 
on the mount point. On other VxFS file systems, data is read from the specified special. Data is written to 
standard output. 

All numbers entered as option arguments may have 0 prepended to indicate octal, or Ox prepended to 
indicate hexadecimal. A b may be appended to indicatethevalueis in 512-byte blocks, a k to indicate the 
valueisin kilobytes, or an m to indicate the value is in megabytes. An appended letter may be separated 
from the number by a space, in which case the letter and number should be enclosed in a set of quotes (for 
example, " 512 b "). 

Options 

-F vxfs Specifies the VxF S file system type. 

-V Echoes the completed command line, but performs no other action. The command line is 

generated by incorporating the user-specified options. This option allows the user to verify 
the command line. 

-o offset Specify thetransfer start offset within thefilesystem, in bytes. 

-1 length Specify the transfer length, in bytes. A length of 0 includes the remainder of the file sys¬ 

tem after the specified offset. 

-b block_size Specify the output block size, in bytes. block_sizemust belessthan or equal to 1 megabyte. 

NOTES 

fscat is only availablewith the VxFS Advanced package. 

A snapshot file system cannot be written to. A snapshot file system exists only as long as it is mounted; 
once unmounted, the special file no longer contains a snapshot file system. 

SEE ALSO 

dd(l), vxfsio(7). 
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NAME 

fsck (generic) - filesystem consistency check and interactive repair 

SYNOPSIS 

/usr/sbin/fsck [-F FSType] [-m] [-V] [special ...] 

/usr/sbin/fsck [-F FSType] [-o FSspecific-options] [-V] [special ...] 

DESCRIPTION 

The fsck command audits and interactively repairs inconsistent conditions for FIP-UX file systems on 
mass storage device files identified by special. If the file system is consistent, the number of files on that 
file system and the number of used and free blocks are reported. If the file system is inconsistent, fsck 
providesa mechanism to fix these inconsistencies, depending on which form of the fsck command isused. 

special represents a special device (e.g., /dev/rdsk/cld0s8). 

Options 

fsck recognizesthefollowingoptions: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching special with an entry in that file. If 
there is no entry in /etc/fstab, then the file system type is determined from the 
file /etc/default/f s. 

-m Perform a sanity check only, fsck will return 0 if the file system is suitable for 

mounting. If the file system needs additional checking, the return code is 32. If the 
filesystem is mounted, the return code is 33. Error codes larger than 33 indicate that 
the file system is badly damaged. 

-o FSspecific-options 

Specify options specific to each file system type. FSspecific-options is a list of subop¬ 
tions and/or keyword/attribute pairs intended for a file-system-specific version of the 
command. See the file-system-specific manual entries for a description of the 
specific_options supported, if any. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

RETURN VALUES 

Thefollowing values are returned by the-m option to fsck: 

0 Either no errors were detected or all errors were corrected. 

32 The filesystem needs additional checking. 

33 The file system is mounted. 

Return values greater that 33 indicate that file system is badly corrupted. File system specific versions of 
fsck will have their own additional return values (seefsck_FSType(lM)). 

WARNINGS 

This command may not be supported for all file system types. 

FILES 

/etc/default/f s Specifies the default file system type 

/etc/fstab Default listof file systems to check 

STANDARDS CONFORMANCE 

fsck:SVID3 

SEE ALSO 

fsck_FSType(lM), mkfs(lM), newfs(lM), fstab(4), fs_wrapper(5). 
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NAME 

fsck (hfs) - HFS filesystem consistency check and interactive repair 

SYNOPSIS 

/usr/sbin/fsck [-F hfs] [-m] [-V] [-b blocknum] [special ...] 

/usr/sbin/fsck [-F hfs] [-c size] [-f] [-p|-P] [-V] [special ...] 

/usr/sbin/fsck [-F hfs] [-b blocknum] [-c size] [-f] [-n |-N |-y |-Y] 

[-q] [-V] [special ...] 

DESCRIPTION 

The fsck command audits and repairs inconsistent conditions for hfs file systems on mass storage device 
files identified by special. If the file system is consistent, the number of files on that file system and the 
number of used and free blocks are reported. If the file system is inconsistent, fsck provides a mechan¬ 
ism to fix these inconsistencies, depending on which form of the fsck command isused. 

special represents a special device (e.g., /dev/rdsk/cld0s8). 

If the target device is a swap device, fsck does not continue to process, fsck also checks the target dev¬ 
ice to ensure a mounted file system is not being checked. If a mounted device is specified but the-f option 
is omitted, fsck prompts the user for a response. 

If the -p I -P option is used and special is not specified, fsck reads the pass numbers in /etc/fstab to 
determine which groups of disks to inspect in parallel, taking maximum advantage of I/O overlap to process 
the file systems as quickly as possible. The -p|-P option is normally used in the script 
/sbin/bcheckrc during automatic reboot. 

Normally, the root file system is checked on pass 1, and other "root" (section 0) file systems on pass 2. 
Other small file systems are checked on separate passes (such as the section 4 file systems on pass 3 and 
the section 7 filesystems on pass 4), and finally the large user file systems are checked on the last pass (for 
example, pass 5). A pass number of 0 in /etc/fstab causes a file system not to be checked. If the 
optional fields are not present on a line in /etc/fstab, fsck processes the file system on such lines 
sequentially after all eligiblefilesystems with positive pass numbers have been processed. 

The inconsistencies that fsck with the-p | -P option corrects are shown below. These are inconsistencies 
that are correctable without data loss. If it encounters other inconsistencies, it exits with an abnormal 
return status. For each corrected inconsistency, one or more lines are printed identifying the file system on 
which the correction will take place and the nature of the correction. Correctable inconsistencies are lim¬ 
ited tothefollowing: 

• Unreferenced inodes 

• Unreferenced continuation inodes (see inode(4)) 

• Unreferenced pipes and FIFOs 

• Link counts in inodes too large 

• Missing blocks in the free list 

• Blocks in thefree list alsoin files 

• Counts in the superblock wrong. 

The -P option operates in the same manner as the -p option except that cleanly unmounted file systems 
are not checked (see fsclean(lM)). This can greatly decrease the amount of time required to reboot a sys¬ 
tem that was brought down cleanly. 

If the-pl-P option isnot specified, the pass numbers are ignored and the file systems are checked interac¬ 
tively in the order they are listed in /etc/fstab. 

Without the -p I -P option, fsck prompts for concurrence before each correction is attempted when the 
file system is inconsistent. It should be noted that some corrective actions result in a loss of data. The 
amount and severity of data loss can be determined from the diagnostic output. The default action for each 
consistency correction is to wait for the operator to respond yes or no. If the operator does not have write 
permission, fsck defaults to a -n action. 

Options 

fsck recognizesthefollowingoptions: 

-F hfs Specify the HFS filesystem. 

-c size Set the size of the buffer cache which fsck uses to cache disk blocks, size is the number of 
cache blocks, and is between 0 and 100 inclusive. The most common use of this option is 
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-c 0 to disableall caches, thus reducing memory usage. 

-b blocknum 

Use the specified biocknum as the superbiock for the fiie system. An aiternate superbiock 
can usuaiiy be found at biock ( (SBSIZE+BBSIZE) /DEV_BSIZE) , typicaiiy biock 16. 
DEV_BSIZE is defined in <sys/param. h>. You can aisofind a iist of aiternate super- 
biocksin /var/adm/sbtab (see mkfs(lM)). 

Force f sck to check a mounted fiie system. 

Perform a sanity check oniy. Verify whether speciai is mounted, or needs additionai check¬ 
ing. Refer to the RETURN VALUE section for more information. 

Assume a no response to aii questions asked by fsck about repairing a fiie system. Do 
not open the fiie system for writing. 

"Preen" the fiie system. Proceed to process and repair fiie systems without user interac¬ 
tion, as described above. Exit immediateiy if there is a probiem requiring intervention. 

Same as -p except that deaniy unmounted fiie systems are not checked. 

Quiet. Do not print size-check messages in Phase 1. Unreferenced fifos are siientiy 
removed. If fsck requires it, counts in the superbiock and cyiinder groups are automati- 
caiiy fixed. 

Echothecompieted command iine, but perform noother actions. The command iineisgen- 
erated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption aiiows the user to verify the command iine. 

Assumea yes response to aii questions asked by fsck about repairinga fiiesystem. This 
shouid be used with great caution, because this is a free iicenseto continue after essentiaiiy 
uniimited troubie has been encountered. 

In all cases, fsck checksthefollowinginconsistencies: 

• Blocks claimed by more than one inode or the free list. 

• Blocks claimed by an inode or the free list outside the range of the file system. 

• I ncorrect link counts. 

• Size checks: 

- Di rectory size not of proper format. 

• Bad inode format. 

• Blocks not accounted for anywhere. 

• Directory checks: 

- Filepointingto unallocated inode. 

- I node number out of range. 

• Superbiock checks: 

- More blocks for inodes than there are in the file system. 

• Bad free block list format. 

• Total free block and/or free inode count incorrect. 

• I nvalid continuation inode number in a primary inode. 

Orphaned files and directories (allocated but unreferenced) are, with the operator’s concurrence, recon¬ 
nected by placing them in the lost-Ffound directory. The name assigned is the inode number. Theonly 
restriction is that the directory lost-Ffound must have empty slots in which entries can be made. This 
is accomplished by copying a number of files to the directory, then removing them before fsck is executed. 

Unreferenced continuation inodes are removed with the -p option, since they do not refer back to the pri¬ 
mary inode. When a primary inode contains an invalid continuation inode number, the continuation inode 
number should be cleared (that is, set to 0). This is not done automatically (with the -p option), because 
access control list information may have been lost and should be corrected. 

After fsck has checked and fixed the file system, it stores the correct fs_clean flag in the superbiock if 
it is not already there. For a nonroot file system, FS_CLEAN is stored there. For the root file system, 
which is mounted at the time of the fsck, no changes are required to the superbiock if no problems were 
found and FS_OK was already set. 

Checking the raw device is almost always faster. 


-f 

-m 

-n|-N 

-P 

-P 

-q 

-V 

-yl-Y 
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RETURN VALUE 

fsck returnsthefollowingvalues: 

0 Either no errors were detected or all errors were corrected. 

1 A syntax error or other operational error occurred when invoked with the-V option. 

4 Root fil e system errors were corrected. The system must be rebooted. 

8 Some uncorrected errors exist on one or more of the file systems checked, there was a syntax 
error, or some other operational error occurred. 

12 A signal was caught during processing. 

32 The filesystem is unmounted and needs additional checking. 

33 Thefilesystem is mounted. 

34 Thefilesystem is damaged. 

WARNINGS 

fsck should not be run on mounted file systems or on the root device. If you do run on mounted file sys¬ 
tems, be sure the system is in single-user state (seeshutdown(lM)). 

The special case of the -c option, -c 0, will disableall internal caches, which will reduce memory usage 
but may i mpact performance. 

The-F option, from prior releases, has been replaced by the -f option. 

AUTHOR 

fsck was developed by HP, AT&T, the University of California, Berkeley. 

FILES 

/etc/fstab Default listof filesystemstocheck. 

/var/adm/sbtab List of locations of the superblocks for file systems. Themkfs command appends 
entries to this file. 

STANDARDS CONFORMANCE 

fsck:SVID3 

SEE ALSO 

fsck(lM), dumpfs(lM), fsclean(lM), mkfs(lM), newfs(lM), shutdown(lM), fstab(4), fs(4), inode(4), 
fs_wrapper(5), ad (5). 
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NAME 

fsck (vxfs) - chalk and repair a VxFS filesystem 

SYNOPSIS 

/usr/sbin/fsck [-F vxfs] [-V] [-pPmnNyY] [-o full,nolog] [special... ] 

DESCRIPTION 

The fsck utility checks VxFS file systems for consistency. Since VxFS records pending file system 

updates in an intent log, fsck typically runs an intent log replay, rather than a full structural filesystem 

check on a VxFS filesystem. 

If special is not specified, fsck reads the table in /etc/fstab, using the first field to determine which 

file system to check. 

Options 

-F vxfs Specify the VxFS file system type. 

-V Echothecompleted command line, but performs noother action. The command lineisgen- 

erated by incorporating the user specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 

-y| Y Assume a "yes" response to all questions asked by fsck. Additionally, if the file system 

requires a full file system check after the log replay, or if the nolog suboption causes the 
log replay to be skipped and the file system is not clean, then a full file system check is per¬ 
formed. 

-m Check whether or not the file system is marked clean. This option does not vail date the file 

system. If the file system is corrupt for some reason, a subsequent mount may fail and a 
full fsck may be required to clean it. fsck -n may be used to test for file system corr¬ 
uption. 

-n| N Assume a "nd' response to all questions asked by fsck; do not open the file system for 

writing. Log replay is not performed. A full filesystem check is performed. 

-p Cause fsck to produce messages that identify the device being checked. 

-P With VxFS, -P is used by fsck by default; it does not provide any functionality. With 

other filesystem types, -P may be used for optional functionality. 

-o Specify VxFS file system specific options. These options can bea combination of thefollow- 

ing in a comma-separated list: 

full 

Perform a full file system check. The default is to perform an intent log replay only. 
Since the VxFS file system maintains an intent log, a complete check is generally not 
required. If the file system detects damage or the log replay operation detects dam¬ 
age, an indication that a complete check is required is placed in the super-block, and a 
full check is performed. 

nolog 

Do not perform log replay. This option may be used if the log area was physically 
damaged. 

When a full check is performed, thefollowing inconsistencies arechecked: 

• Blocks claimed by more than one I node or the free list. 

• Blocks claimed by an inodeoutsidetherangeof thefilesystem. 

• I ncorrect link counts. 

• Size checks: 

- I ncorrect number of blocks. 

- Directory entry format. 

• Bad inode format. 

• Blocks not accounted for anywhere. 

• Directory checks: 

- Filepointingto unallocated inode. 

- I node number out of range. 

- Linkage to parent directory. 
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- Hash chain linkage. 

- Free space count. 

• Super-block checks: 

- C h ecksu m mi smatch. 

- More blocks for inodes than there are in the file system. 

• Structural Files: 

- Fileset headers. 

- Object Location Table (OLT). 

- I node list files. 

- I node allocation summary files. 

- Attribute files (including Access Control Lists). 

- Attributelinkcounts. 

• Bad free block list format. 

• Total free block and/or free I node count incorrect. 

Orphaned files and directories (allocated but unreferenced) are, with the user's concurrence, reconnected by 
placing them in the lost-Ffound directory. The name assigned is the inode number. The only restric¬ 
tion is that the directory lost-Ffound must already exist in the root of the file system being checked. 

OUTPUT 

Structural errors discovered during a full check are displayed on standard output. Responses required dur¬ 
ing a full check are read from standard input. 

The following return codes are used for the -m (generic) option for all devices other than the one used by 
the root filesystem: 

0 Thefilesystem is unmounted and clean. 

32 Thefilesystem is unmounted and needs checking. 

33 Thefilesystem is mounted. 

34 The stat of the device failed. 

Other The state could not be determined because of an error. 

The foil owing return codes are used for the -m (generic) option for the device used by the root filesystem: 

0 The root file system is mounted read-only and is clean, or the root file system is mounted 

read/write and therefore doesn’t need checking. 

32 The root filesystem is mounted read-only and needs checking. 

34 The stat of the device failed. 

Other The state could not be determined because of an error. 

ERROR/DIAGNOSTICS 

All error messages that relate to the contents of a file system produced during a log replay are displayed on 
standard output. All I/O failures and exit messages are displayed on standard error output. 

NOTES 

Checking the raw device is almost always faster. 

A full file-system check will always perform any pending extended-inode operations, generating various 
messages, without operator interaction. If a structural flaw is detected, the VX_FULLFSCK flag will be 
set on thefilesystem, without operator interaction. If fsck was not invoked with the -y option, it must 
be reinvoked with the -y or -o full option to perform a full fsck. 

If the -o full flag is used on a clean file system, fsck will perform a log replay first, and since the 
VX_FULLFSCK flag is set, it will not update the inode and extent maps before performing the full fsck, 
soitwill report inconsistencies. Use the -n option to verify file-system inconsistency. 

FILES 

/etc/fstab Default listof filesystemstocheck. 

SEE ALSO 

fsck(lM), mkfs(lM), ncheck(lM). 
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NAME 

fsclean - determine the shutdown statusof HFS filesystems 

SYNOPSIS 

/sbin/fsclean [-q] [-v] [special ...] 

DESCRIPTION 

The fsclean command determines the shutdown status of the HFS file system specified by special or, in 
the absence of special, the file systems listed in /etc/fstab of type hfs with the rw, default, or 
ro options set. All optional fields in /etc/fstab must be present for fsclean to be able to check 
each filesystem. 

fsclean reads the superblock to determine whether the file system’s last shutdown was done correctly, 
and returns one of the foil owing values: 

0 All of the checked filesystems were shut down correctly. 

1 One or more checked file systems were not shutdown correctly, implying that fsck should be 
run (seefsck(lM)). 

2 Other error (such as cannot open the specified device file). 

The fsclean command is usually silent. 

Options: 

-q Check quotas. I nstead of checking the file system shutdown status, fsclean checks the vali¬ 
dity of disk quota statistics. This option is useful for determining whether quotacheck 
should be run (see quotacheck(lM)). If special is not provided, then all file systems in 
/etc/fstab of type hfs with the rw (or default) and quota options are checked. 

-V Be verbose. Prints the status of each file system checked. 

DEPENDENCIES 

fsclean only operates on HFS filesystems. 

AUTHOR 

fsclean was developed by HP. 

FILES 

/etc/fstab Default listof file systems to check 

SEE ALSO 

dumpfs(lM), fsck(lM), fsck_hfs(lM), mount(lM), quotacheck(lM), quotacheck_hfs(lM), reboot(lM), fstab(4). 
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NAME 

fsdb - file system debugger (generic) 

SYNOPSIS 

/usr/sbin/fsdb [-F FStype] [-o spedfic_cptions] [-V] special 

Remarks 

Always execute the fsck command (seefsck(lM)) after running fsdb. 

DESCRIPTION 

The fsdb command can be used to patch up a damaged file system after a crash. It is intended for experi¬ 
enced users only. The file system type to be debugged is specified as FStype. Each file system type has a 
uniquestructure requiring different debugging capabilities. The manual entries for the file-system-specific 
fsdb should be consulted before attempting any debugging or modifications. 

Options and Arguments 

fsdb recognizes thefollowing options and arguments: 

special Thefilenameof thespecial filecontainingthefilesystem. 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching special with an entry in that file. If 
there is no entry in /etc/fstab, then the file system type is determined from the 
file /etc/default/f s. 

-o specific_options 

Specify suboptions specific to each file system type. specific_options is a comma- 
separated list of suboptions and/or keyword/attribute pairs supported by the specific 
F Stype. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from the /etc/fstab file. Thisoption allows the user to verify the command line. 

EXAMPLES 

I nvoke the file system debugger on FIFS filesystem /dev/dsk/cld2s0: 

fsdb -F hfs /dev/dsk/cld2s0 
Display a completed command linewithout executing the debugger: 

fsdb -V /dev/dsk/cld2s0 
The previous command might display: 

fsdb -F hfs /dev/dsk/cld2s0 

WARNINGS 

Only experienced users should use fsdb. The failure to fully understand the usage of fsdb and the file 
system's internal organization can lead to complete destruction of the file system and total loss of data. 

AUTHORS 

fsdb was developed by FI P and AT&T. 

FILES 

/etc/default/f s Specifies the default file system type 

/etc/fstab Static information about the file systems 

SEE ALSO 

fsck(lM), fsdb_FStype(lM), fstyp(lM), stat(2), fs_wrapper(5). 

STANDARDS CONFORMANCE 

fsdb:SVID3 
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NAME 

fsdb - H FS file system debugger 

SYNOPSIS 

/usr/sbin/fsdb [-F hfs] [-V] special [-b blocknum] [-] 

Remarks 

Always execute the fsck command (seefsck(lM)) after running fsdb. 


DESCRIPTION 

The fsdb command can be used to patch up a damaged filesystem after a crash. 


Options and Arguments 

fsdb recognizes thefollowing options and arguments. 

special Thefilenameof thespecial filecontainingthefilesystem. 

- I nitially disable the error-checking routines that are used to verify the inode and frag¬ 

ment addresses. See the O symbol. If used, this option must follow special on the 
command line. 


-b blocknum Use blocknum as the superblock for the file system. If used, this option must follow 
special on the command line. 

-F hfs Specify the FI FS file system type. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from the /etc/fstab file. Thisoption allows the user to verify the command line. 


Operation 

fsdb normally uses the first superblock for the file system, located at the beginning of the disk section, as 
the effective superblock. An alternate superblock can always be found at block 
((SBSIZE-FBBSIZE)/DEV_BSIZE) , typically block 16. The -b option can be used to specify the 
superblock location. 

fsdb deals with the file system in terms of block fragments, which are the unit of addressing in the file 
system and the minimum unit of space allocation. To avoid possible confusion, fragment is used to mean 
that, and block is reserved for the larger true block, fsdb has conversions to translate fragment numbers 
and i-numbers into their corresponding disk addresses. Also included are mnemonic offsets to access 
different parts of an inode. These greatly simplify the process of correcting control block entries or des¬ 
cend! ng the fil e system tree. 

fsdb contains several error-checking routines to verify inode and fragment addresses. These can be dis¬ 
abled if necessary by invoking fsdb with theoptional - argument, or by using theo symbol. 

Numbers are considered decimal by default. Octal numbers must be prefixed with a zero. Flexadecimal 
numbers must be prefixed with Ox. During any assignment operation, numbers are checked for a possible 
truncation error duetoa size mismatch between source and destination. 

fsdb reads a fragment at a time. A buffer management routine is used to retain commonly used frag¬ 
ments of data in order to reduce the number of read system calls. All assignment operations result in an 
immediate write-through of the corresponding fragment. 

Symbols 

Thefollowing symbols are recognized by fsdb: 

! Escape to shell 

# Absolute address 

-F Address arithmetic 

- Address arithmetic 

< Restore an address 

> Save an address 

= Numerical assignment 

=-F I ncremental assignment 

=- Decremental assignment 
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=" Character string assignment 

b Convert from fragment number to disk address (historicaiiy "biock") 

d D i rectory si ot offset 

f Fiieprintfaciiity 

i Convert from i-number to inode address; for continuation inodes as weii as primary inodes 

(see inode(4)) 

p Generai print fadiity 

q Quit 

B Byte mode 

D Doubie-word mode 

O Error checkingfiip-fiop 

W Word mode 

X Hexadecimai fiip-fiop 

Dots, tabs, and spaces can be used as function deiimiters, but are not necessary. A iine with just a newiine 
character increments the current address by the size of the data type iast printed. That is, the address is 
set to the next byte, word, doubie word, directory entry, or inode, aiiowing the user to step through a 
region of a fiie system. 

I nformation is printed in a format appropriate to the data type. If the X toggle is off, bytes, words, and 
doublewords are printed in the form: 

octal-address : octal-value (decimal-value) 

If thex toggle is on, bytes, words, and doublewords are printed in theform: 
hex-address : hex-value 

If theB (byte) or D (double-word) mode is in effect, the colon (:) shown above is preceded by .B or .D, 
respectively. 

Directories are printed as a directory slot offset followed by the decimal i-number and the character 
representation of the entry name. 

I nodes are printed with labeled fields describing each element. 

Print Facilities 

The print facilities generate a formatted output in various styles. Octal numbers are prefixed with a zero. 
Hexadecimal numbers are prefixed with Ox. The current address is normalized to an appropriate boundary 
before printing begins. It advances with the printing and is left at the address of the last item printed. The 
output can determinated at any time by typing the interrupt character. If a number follows thep symbol, 
that many entries are printed. A check is made to detect fragment boundary overflows since logically 
sequential blocks are generally not physically sequential. If a count of zero is used, all entries to the end of 
thecurrent fragment are printed. The print options availableare: 

b Print as octal bytes 

c Print as characters 

d Print as directories 

e Print as decimal words 

i Print as inodes (primary or continuation) 

o Print as octal words 

X Print as hexadecimal words 

The f symbol prints data fragments associated with the current inode. If followed by a number, that frag¬ 
ment of the file is printed. (Fragments are numbered from zero). The desired print option letter follows 
the fragment number, if present, or the f symbol. This print facility works for small as well as large files 
except for special files such as FIFOs, and device special files. 

I node and Directory Mnemonics 

The foil owing mnemonics are used for inode examination and refer to thecurrent working inode: 

anum Data block numbers (num is in the range 0 - 14) 

at T i me I ast accessed 

ci Continuation inode number 

ct Last time inode changed 

gid Group ID number 

In Link count 
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ma j M aj or devi ce n u mber 

md Mode 

min Minor device number 

mt Time last modified 

sz Filesizein byteunit 

uid U ser ID number 

The following mnemonics are used for directory examination: 

di I -number of the associated directory entry 

nm Name of the associated directory entry 

EXAMPLES 

386i Print i-number 386 in an inode format. This now becomes thecurrent working inode. 

ln=4 Change the link count for the working inode to 4. 

ln=+l I ncrement the link count by 1. 

fc PrintinASCII fragment zero of thefileassociated with the working inode. 

2i. fd Print thefirst fragment-size piece of directory entries for the root inode of this file system. 

dSi. fc Change the current inode to that associated with the fifth directory entry (numbered from 

zero) found from the above command. The first fragment's worth of b>4es of the file are 
then printed in ASCI I. 

Ib.px Print thefirst fragment of the superblock of this file system in hexadecimal. 

2i.a0b.d7=3 

Change the i-number for the seventh directory slot in the root directory to 3. This example 
also shows how several operations can be combined on one command line. 

d7.nm="newname" 

Change the name field in the directory slot to the given string. Quotes are optional if the 
first character of the name field is alphabetic. 

a2b .pOd Print the third fragment of thecurrent inode as directory entries. 

WARNINGS 

Only experienced users should use fsdb. The failure to fully understand the usage of fsdb and the file 
system's internal organization can lead to complete destruction of the file system and total loss of data. 

AUTHOR 

fsdb was developed by FI P and AT&T. 

FILES 

/etc/fstab Static information about the file systems 

SEE ALSO 

dumpfs(lM), fsck(lM), fsdb(lM), stat(2), dir(4), fs(4). 

STANDARDS CONFORMANCE 

fsdb:SVID3 
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NAME 

fsdb (vxfs) - VxFS file system debugger 

SYNOPSIS 

/usr/sbin/fsdb [-F vxfs] [-V] [-z inumber] special 


DESCRIPTION 

The fsdb command can be used to patch up a damaged VxFS file system after a crash. A special device 
special is used to indicate the file system to be debugged. The fsdb command is intended for experienced 
users only. 

The fsdb command has conversions to translate block and inumbers into their corresponding disk 
addresses. Also included are mnemonic offsets to access different parts of an inode. These greatly simplify 
the process of correcting control block entries or descending the file system tree. 

By default, numbers are considered decimal. Octal numbers must be prefixed with 0 . Fledecimal numbers 
must be prefixed with Ox. When using hexadecimal numbers, it is preferable to follow the number with a 
space, since a number of commands are letters that are also hexadecimal digits. I n this document a pound 
sign (#) is used to indicate that a number isto be specified. 

The fsdb command reads a block at a time and works with raw and block I/O. All I/O is unbuffered, so 
changes made to the file system are immediate and changes made by other processes or by the kernel are 
immediately seen by the fsdb command. 

Options 

-F vxfs Specifies the VxF S file-system type. 

-V Echoes the completed command line, but performs noother action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-z inumber Clear the inode identified by inumber (non-interactive). Multiple -z options accumu¬ 
late. 


The following symbols are recognized by the fsdb command: 

h [mod] print] Print summary of commands that display [modify| format] the file system. 

? [mod] print] Print summary of commands that display [modify! format] the file system, 
help [mod| print] 

Print summary of commands that display [modify| format] the file system. 

! Escape to shell. 

I Pipe output of fsdb command to a shell command, 

q Quit. 

"string" A character string. Insidea character string, a NULL character may be specified with 

0": a double quote may be specified with and a backslash may be specified with 
A\ ". 

+- * / % Add, subtract, multiply, divide, and modulus. 

= Assignment 

i An inode in the primary inode list, 

ai An inodein theattributeinodelist. 

au An allocation unit, 

b A block. 

im The immediate data area of an inode. Small directories and symbolic link files (96 

bytes or less) are stored directly in the inode itself, in the area normally occupied by 
data block numbers and extent sizes, 
attr An attribute inode, 

cdb Current directory block, 

d A di rectory entry, 

a An inode address entry. 

B A byte. 

FI A half-word (2 bytes) 

W A word (4 bytes) 

D A double-word (8 bytes) 

p General print facility 

calc Simplecalculator and base converter 

find Find a matching pattern in thefilesystem 
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fset 

A fileset. 

iau 

An inodeallocation unit in the primary inodelist. 

aiau 

An inodeallocation unit in theattributeinodelist. 

cut 

The current usage table. 

olt 

The object location table. 

mapi 

Map logical file offset to an I node extent. 

reset 

Reset device. 

I print facility recognizes thefollowing print formats: 

S 

Print as a super-block. 

A 

Print as an allocation-unit header. 

AS 

Print as an auxilliary super-block. 

L 

Print as intent-log records. 

1 

Print as inodes. 

T 

Print as typed extent descriptors. 

dent 

Print as directory entries. 

db 

Print as a directory block. 

dh 

Print as a directory header. 

0 

Print as octal words. 

oB oH oW oD 

Print as octal bytes, half-words, words, or double-words. 

X 

Print as hexadecimal words. 

xB xH xW xD 

Print as hexadecimal bytes, half-words, words, or double-words. 

e 

Print as decimal words. 

eB eH eW eD 

Print as decimal bytes, half-words, words, or double-words. 

c 

Print as characters. 

F 

Print as fileset headers. 

C 

Print as current usagetableentries. 

lA 

Print as an inodeallocation unit header. 

oltext 

Print as an object location tableextent. 

0 

Print as a BSD quota record. 

DV 

Print as a device record. 


Changes to inode fields may be made symbolically. The foil owing symbols represent inode fields: 


md 

Inode mode field 

In 

1 node link count field 

uid 

1 node user i D N umber field 

gid 

1 node group i D N umber field 

szio 

Low-order word of inodefilesizefield 

szhi 

High-order word of inode filesize field 

sz 

Inode file size field 

de# 

1 node direct extent data block numbers (0 - 9) 

des# 

1 node di rect extent sizes (0 - 9) 

ie# 

1 node indirect extent data block numbers (0 -1) 

ies 

1 node i ndi rect extent size 

at 

1 node access time field (seconds) 

ats 

Inode access time field (microseconds). 

ct 

Inode change time field (seconds). 

cts 

Inode change time field (microseconds). 

mt 

Inode modification time field (seconds). 

mts 

1 node modification time field (microseconds). 

af 

1 node allocation flags field. 

gen 

1 node generation count field. 

org 

1 node mapping type field. 

fe 

Inode fixed extent size field. 

bl 

1 node blocks held field. 

eopfig 

1 node extended operation flag field. 

eopdat 

1 node extended operation data field. 

rdev 

1 f device, i node device number. 

maj 

If device, inode major number. 

min 

If device, inode minor number. 

pd 

If directory, inode parent directory. 

res 

If regular file, inode reservation. 
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verhi I node high-order word of serial number, 

verlo I node low-order word of serial number, 

fsindex Referencing fileset ID. 

matching I node number of matching inode, 

iano Indirect attribute inode. 

Changes to directory block fields may be made symbolically. The following symbols represent directory 
block fields: 

tfree Total free space (only if in a data block), 

hash# Hash chain start (0 through 31, only if in a data block), 

d# Directory entry (variablenumber of entries), 

nhash Number of hash chains. 

Changes to directory entry fields may be made symbolically. The following symbols represent directory 
entry fields: 

ino I node number 

nm Entry name 

nmlen Name length 

reclen Record length (only if in a data block) 

hnext Name hash next (only if in a data block) 

It is preferable to separate each token on a command line with a space. Although the command parser 
does not insist on space separation, there is no ambiguity in the command language if each token is 
separated with a space. For example, the command 0x23bb sets the current position to block 0x23b hexa¬ 
decimal. Thecommand 0x23bb is invalid, since the command is parsed as simply a hexadecimal number. 
The command 23b positions to block 23 decimal, si nee the command is not ambiguous. 

Commands are separated by new lines, or multiple commands may be placed on one line, separated by a 
period (.) or a semicolon (;). When multiple commands are placed on one line, generally only the last com¬ 
mand displays results. This allows positioning commands to be followed by printing commands or change 
commands without intermediate printing. 

The fsdb command maintains several positions in the file system: the current position, the current 
primary-inode position (i), the current attribute-inode position (ai), the current inode type (i or 
ai), the current fileset-header position (fset), the current allocation-unit position (au), the 
current primary-inode allocation-unit (iau) position, the current inode allocation-unit type (iau 
or aiau). the current attribute-inode allocation-unit (aiau) position. These are used by various 
fsdb commands. (Theau positions are supported through Version 3, but not beyond.) 

The foil owing commands are supported: 

#B| H| W| D Set current position in the file system to the specified offset in bytes, half-words, 
words, or double-words. If the last command on a line, print the byte, half-word, 
word, or double-words in hexadecimal. 

-H - #B| H| W| D 

Set current position to specified relative offset in bytes, half-words, words, or double- 
words. If the last command on a line, print the byte, half-word, word, or double-words 
in hexadecimal. 

#au Set current position in the file system to the specified allocation unit (au) position. Set 

current allocation unit position to the resulting offset. If the last command on a line, 
print theallocation unit header. 

-H - #au Set current position in the file system to the specified position relative to the current 

allocation unit (au) position. Set current allocation unit position to the resulting 
offset. If the last command on a line, print theallocation unit header, 
au Set current position in the file system to the current allocation unit position. If the 

last command on a line, print theallocation unit header. 

#b Set current position in the file system to the specified offset in blocks. Set current 

block position to the resulting offset. The block size is the block size of the file system. 
If the last command on a line, print thefirst word in the block in hexadecimal. 

-H - #b Set current position to specified relative offset in blocks. Set current block position to 

the resulting offset. If the last command on a line, print thefirst word in the block in 
hexadeci mal. 

b Set current position to current block position (the block specified by the last [-i-| -] #b 

operation). If the last command on a line, print thefirst word in the block in hexade¬ 
cimal. 
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cut 

dev 

#fset 

+1 - #fset 

fset 

#aiau 

+1 - #aiau 

aiau 

#iau 
+1 - #iau 

iau 

#ai 

+1 - #ai 

ai 

#i 


-H -#i 


i 

a# 


im 

attr 


#B| H| W| 


Set current pceition to the current usage table (cut). If the last command on a line, 
print thefirst current usage table entry. 

Set current position to the primary device's configuration record. If the last command 
on a line, print the device-configuration record. 

Set current position In the file system to the fileset header entry for the specified 
fileset index. Set current fileset position to the resulting offset. If the last command 
on a line, print the specified fileset header. 

Set current position In the file system to the fileset header entry for the specified posi¬ 
tion relative to the current fileset position. Set current fileset position to resulting 
offset. If the last command on a line, print the specified fileset header. 

Set current position In the file system to the current fileset position. If the last com¬ 
mand on a line, print thefileset header for thecurrent fileset. 

Set current position In the file system to the specified attribute inode allocation unit 
(aiau) in a fileset. Set thecurrent attribute Inode allocation unit position to the result¬ 
ing offset. If the last command on a line, print the attribute Inode allocation unit 
header. 

Set the current position In the file system to the specified position relative to the 
current attribute inode allocation unit (aiau) position. Set the current attribute inode 
allocation unit position to the resulting offset. If the last command on a line, print the 
attrlbutelnodeallocatlon unit header. 

Set thecurrent position In the file system to the current attrlbutelnodeallocatlon unit 
(aiau) position. If the last command on a line, print the attribute Inode allocation unit 
header. 

Set current position In the file system to the specified inode allocation unit (iau) in a 
fileset. Set the current Inode allocation unit position to the resulting offset. If the last 
command on a line, print the I node allocation unit header. 

Set the current position In the file system to the specified position relative to the 
current inode allocation unit (iau) position. Set the current inode allocation unit posi¬ 
tion to the resulting offset. If the last command on a line, print the Inode allocation 
unit header. 

Set the current position In the file system to the current Inode allocation unit (Iau) 
position. If the last command on a line, print the I node allocation unit header. 

Set current position In the current fileset to the Hist entry for the specified attribute 
inode. Set current attribute inode position to the resulting offset. If the last com¬ 
mand on a line, print the Hist entry for the Inode. 

Set current position In the current fileset to the Hist entry for the specified relative 
attribute inode. Set current attribute inode position to the resulting offset. If the last 
command on a line, print the Hist entry for the Inode. 

Set current position In the current fileset to the current attribute Inode position. If 
the last command on a line, print the Hist entry for the Inode. 

Set current position In the current fileset to the Hist entry for the specified inode. Set 
current inode position to the resulting offset. If the last command on a line, print the 
Hist entry for the Inode. 

Set current position In the current fileset to the Hist entry for the specified relative 
inode. Set current inode position to the resulting offset. If the last command on a 
line, print the Hist entry for the Inode. 

Set current position In the current fileset to the current Inode position. If the last 
command on a line, print the Hist entry for the Inode. 

Set current position to specified offset in blocks specified by the inode address #. 
Addresses 0 through 9 are for direct extents ( de ). Addresses 10-11 are for indirect 
extents ( ie ). The addresses are displayed when printing an Hist entry. Set current 
block position to the resulting offset. If the last command on a line, print the first 
word in the block In hexadecimal. 

Set current position to Immediate data area of the current Inode. Set current block 
position to the resulting offset. If the last command on a line, print thefirst word of 
the area in hexadecimal. 

Set current position to attribute data area of the current Inode. Set current block 
position to the resulting offset. If the last command on a line, print thefirst word in 
the block In hexadecimal. 

D =#[#! 

Set the current position and change the number at the specified offset to the given 
number. If a double-word offset Is specified, then two numbers separated by a space 
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are required. Theresultingvalueisprinted in hexadecimai. 

-H -#B| H| W| D =#[#! 

Set the current pceition and change the number at the specified reiative offset to the 
given number. If a doubie-word offset is specified, then two numbers separated by a 
space are required. Theresuitingvaiueisprinted in hexadecimai. 

#B| H| W| D = "string" 

Set the current position and change the characters at the specified offset to the given 
string. The resuiting vaiue is printed as a character string. 

+1 - #B| H| W| D = "string" 

Set the current position and change the characters at the specified reiative offset to 
the given string. The resuiting vaiue is printed as a character string, 
oit Set the current position to the object ideation tabie (oit). If the last command on a 

line, print theobject location table. 

p [#| format Print the contents of the file system at the current offset as the specified number of 
entries of a given format. The allowable print formats are specified above. If a 
number of entries to print is not specified, one entry is printed. 
inode_field =# Set the contents of the given inode field to the specified number. The current inode 
specifies the inode list entry to be modified. The symbols representing inode fields are 
previously listed. 
directory_block_field =# 

Set the contents of the given directory block field to the specified number. The 
current block is treated as a directory block and the offset in that block which is 
represented by the given field is changed. The symbols representing directory block 
fields are listed above. 

d# Set the current directory entry to the specified number. The current block is treated 

as a directory block. If the current block is an immediate data area for an inode, then 
the block is treated as containing immediate directory entries. If the last command on 
a line, the directory entry at the resulting offset is printed. 
directory_entry_field =# 

Set the contents of the given directory field to the specified number. The current 
directory entry specifies where the directory entry is located. The resulting value is 
printed in hexadecimal. 

nm = "string" Set the directory name field of the current directory entry to the specified string. The 
resulting value is printed as a character string, 
calc #[+| -| *1 / #1 

Take a number or the sum, difference, product or dividend of two numbers and print 
in decimal, octal, hexadecimal and character format, 
find #B| H| W| D [#| 

Search for the given numeric pattern in the file system. The size of the object to 
match is specified. If a double-word is specified, then two numbers must be given. 
The search is performed forward from the current offset. A maximum number of 
blocks to search may be specified. If found, the location and value are printed in hexa- 
deci mal. 

find "string" Search for the given character string in the file system. The search is performed for¬ 
ward from the current offset. A maximum number of blocks to search may be 
specified. If found the location and string are printed, 
fmtiog Format all intent log entries. A completely formatted intent log can be quite lengthy. 

It is a good idea use the fsdb command as a filter and redirect the output to a file or 
pager to look at a complete log format, 
listfset List all filesets by their indexes and names. 

map! # Treat the number as a logical offset in the file described by the current inode, and 

print the extent that it maps to. 

reset Does the equivalent of exiting fsdb and restarting on same device. 

The following help commands are supported: 

h| help Display primary help screen, 

h mod Display modification-commands help screen, 

h print Display print-commands help screen. 
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EXAMPLES 

386i Prints inumber 386 in an inode format. This now becomes thecurrent working inode. 

in=4 Changes the i ink count for the working inode to 4. 

1024.p S Prints thesuper-biock of this fiie system symboiicaiiy. 

2i.a0b.d7.ino =3 

Changes the inumber for the seventh directory siot in the root directory to 3. This exampie 
aiso shows how severai operations can be combined on one command iine. 

d7.nm ="fod' Changes the namefieid in the directory siot to "fod'. 

23i.im.pdb Prints theimmediatearea of inode23asa directory biock. 

23i.im.d5 Prints the sixth directory entry in theimmediatearea of inode 23. 

WARNINGS 

Aiways execute fsck(lM) after using the fsdb command to modify a fiie system (use fsck -o 
full, nolog). 

SEE ALSO 

fsck(lM), fsdb(lM). 
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NAME 

fsirand- install random inode generation numbers 

SYNOPSIS 

/usr/sbin/fsirand [-p] special 

DESCRIPTION 

fsirand installs random inode generation numbers on all theinodeson device special, and also installs a 
filesystemID in the superblock. This process increases thesecurity of filesystems exported by NFS. 

Use fsirand only on an unmounted filesystem that was checked with fsck (see fsck(lM)). The only 
exception is that it can be used on the root filesystem in single-user mode if the system is immediately re¬ 
booted afterwards usi ng reboot -n. 

The-p option prints the generation numbers for all inodes. 

WARNINGS 

fsirand should not be run on mounted filesystems. If executing fsirand on the root filesystem, the 
system should be in single-user mode and should be re-booted immediately afterwards using reboot -n. 

AUTHOR 

fsirand was developed by Sun Microsystems, I nc. 

SEE ALSO 

statfs(2). 
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NAME 

fstyp - determi ne file system type 

SYNOPSIS 

/usr/sbin/fstyp [-v] special 

DESCRIPTION 

The fstyp command allows the user to determine the file system type of a mounted or unmounted file 
system, special represents a device special file (for example: /dev/dsk/clt6ci0). 

The file system type is determined by reading the superblock of the supplied special file. If the superblock is 
read successfully, the command prints the file system type identifier on the standard output and exits with 
an exit status of 0. If the type of the file system cannot be identified, the error message 
unknown_fstyp (no matches) is printed and the exit status is 1. Exit status 2 is not currently returned, 
but is reserved for the situation where the file system matches more than one file system type. Any other 
error will cause exit status 3 to be returned. 

The file system type is determined by reading the superblock of the supplied special file. 

Options 

-V Produce verbose output. The output contains information about the file system's super¬ 

block. 


RETURN VALUE 

fstyp returnsthefollowingvalues: 

0 Successful completion. 

1 U nknown file system type. 

2 Filesystem matches more than one type. 

3 U sage error or access problem. 

EXAMPLES 

Find the type of the file system on a disk, /dev/dsk/clt6d0: 
fstyp /dev/dsk/clt6d0 

Find the type of the file system on a logical volume, /dev/vg00/lvol6: 
fstyp /dev/vg00/lvol6 

Find the file system type for a particular device file and also information about its super block: 
fstyp -V /dev/dsk/clt6d0 

SEE ALSO 

stat(2), statvfsdev(2). 
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NAME 

ftpd - DARPA Internet FileTransfer Protocol server 

SYNOPSIS 

/usr/lbin/ftpd [-1] [-p] [-v] [-t timeout] [-P] [-T maxtimeout] [-u umask] [-B size] 

DESCRIPTION 

ftpd is the DARPA Internet FileTransfer Protocol server. It expects to be run by the Internet daemon 
(see inetd(lM) and inetd.conf(4)). inetd runs ftpd when a service request is received at the port indi¬ 
cated in the ftp service specification in /etc/services (see services(4)). ftpd recognizes the fol¬ 
lowing options and command-line arguments. 


-1 

Causes each FTP session to be logged in the syslog file. For anonymous FTP sessions, 
other information isalsologged in the syslog file. This information includes what files 
are stored and retrieved and what directories are created. 

-p 

The default action of ftpd does not allow usage of reserved ports as the originating 
port on the client's system i.e., the PORT command cannot specify a reserved port. 
This option allows the client to specify a reserved port. Note, allowing usage of 
reserved ports can result in the misuse of ftpd. The security ramifications should be 
understood before the option is turned on. 

—V 

Logs other information in the syslog file. This information is what is normally logged 
for anonymous FTP sessions. This information includes what files are stored and 
retrieved and what directories are created. 

-t timeout 

Causes ftpd to timeout inactive sessions after timeout seconds. By default, ftpd 
terminates an inactive session after 15 minutes. 

-P 

Enables third party transfer. 

-T maxtimeout 

A client can also request a different timeout period. The-T option sets to maxtimeout 
the maximum timeout that client can request, in seconds. By default, the maximum 
timeout is2 hours. 

-u umask 

Change default ftpd umask from 027 to umask. 

-B size 

Sets the buffer size of the data socket to size blocks of 1024 bytes. The valid range for 
sizeisfrom 1 to 64 (default is 56). NOTE: A large buffer size will improve the perfor¬ 
mance of ftpd on fast links (e.g. FDDI), but may cause long connection times on 
slow links (e.g. X.25). 

ftpd currently supports the foil owing commands (uppercase and lowercase are interpreted as equivalent): 

Command 

Description 

ABOR 

Abort previous command 

ACCT 

Specify account (ignored) 

ALLO 

Al locate storage (vacuously) 

APPE 

Append to a file 

CDUP 

Change to parent of current working directory 

CWD 

Change working directory 

DELE 

Delete a file 

HELP 

Give help information 

LIST 

Give list files in a directory (Is -1) 

MKD 

Make a directory 

MDTM 

Show last modification time of file 

MODE 

Specify data transfer mode 

NLST 

Give name list of files in directory 

NOOP 

Do nothing 

PASS 

Specify password 

PASV 

Prepare for server-to-server transfer 

PORT 

Specify data connection port 

PWD 

Print the current working directory 

QUIT 

Terminate session 

REST 

Restart incomplete transfer 
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RETR Retrieve a file 

RMD Remove a directory 

RNFR Specify rename-from file name 

RNTO Specify rename-to file name 

SITE Non-standard commands (see next section) 

SIZE Return size of file 

STAT Return status of server 

STOR Store a file 

STOU Store a file with a unique name 

STRU Specify data transfer structure 

SYST Show operati ng system type of server system 

TYPE Specify data transfer type 

USER Specify user name 

XCUP Change to parent of current working directory 

XCWD Change working directory 

XMKD M ake a di rectory 

XPWD Print the current working directory 

XRMD Remove a directory 

The following non-standard or HP-UX specific commands are supported by the SITE command: 


Command 

UMASK 

IDLE 

CHMOD 

HELP 


Description 

Changeumask. (e.g., SITE UMASK 002) 

Set idle-timer. (e.g., SITE IDLE 60) 

Change mode of a file, (e.g., SITE CHMOD 755 filename) 
Give help information, (e.g., SITE HELP) 


The remaining FTP requests specified in Internet RFC 959 are recognized, but not implemented, 
and SIZE are not specified in RFC 959, but are expected in the next updated FTP RFC. 


MDTM 


The FTP server aborts an active file transfer only when the ABOR command is preceded by a Telnet "I nter- 
rupt Process" (IP) signal and a Telnet "Synch" signal in the command Telnet stream, as described in Inter¬ 
net RFC 959. If ftpd receives a STAT command during a data transfer, preceded by a Telnet IP and 
Synch, it returns the status of the transfer. 


ftpd interprets file names according to the "globbing" conventions used by csh(l). This allows users to 
utilizethemetacharacters *, ., [, ], {, }, ~, and ?. 


ftpd authenticates users according to three rules: 

• The user name must be in the password data base, /etc/passwd, and not have a null password. 
The client must provide the correct password for the user before any file operations can be per¬ 
formed. 


• The user name must not appear in thefile /etc/ftpusers (seeftpusers(4)). 

• The user must have a standard shell returned by getusershell (). 

Optionally, a system administrator can permit public access or "anonymous FTP." If this has been set up, 
users can access the anonymous FTP account with the user name anonymous or ftp and any non-null 
password (by convention, theclient host's name), ftpd does a chrootO to the home directory of user 
ftp, thus limiting anonymous FTP users' access to the system. If the user name is anonymous or ftp, 
an anonymous FTP account must be present in the password file (user ftp). In this case the user is 
allowed to log in by specifying any password (by convention this is given as the user's e-mail address). 

In order to permit anonymous FTP, there must be an entry in the passwd(4) database for an account 
named ftp. The password field should be *, the group membership should be guest, and the login shell 
should be /usr/bin/false. For example (assuming the guest group ID is 10): 

ftp:*:500:10:anonymous ftp:/home/ftp:/usr/bin/false 
Theanonymous FTP directory should beset up as follows: 

~ftp The home directory of the FTP account should be owned by user root and mode 555 (not writ¬ 
able). Since ftpd does a chrootO tothisdirectory, it must havethefollowingsubdirectories 
and files: 


~ftp/usr/bin 

This directory must be owned by root and mode 555 (not writable). Thefile /sbin/ls 
should be copied to ~ftp/usr/bin . This is needed to support directory listing by 
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ftpd. The command should be mode 111 (executable only). If the FTP account Is on 
the same file system as /sbin, ~ftp/usr/bin/ls can be hard link, but It may not 
be a symbolic link, because of the chroot () . The command must be replaced when 
the system Is updated. 

~ftp/etc 

This directory must be owned by root and mode 555 (not writable). It should contain 
versions of the files passwd, group, and logingroup. See passwd(4) and group(4). These 
files must be owned by root and mode 444 (readable only). These are needed to map 
user and group Ids In the LIST command, and to support (optional) sub-logins of 
anonymous FTP. Sub-logins can sometimes be used to allow access to particular files by 
only specific remote users (who know the sub-login password) without giving those 
remote users logins on the system. A sub-login user would access the system via 
anonymous FTP, then use USER and PASS to change to thesub-login user. 

~ftp/etc/passwd 

This file should contain entries for the ftp user and any other users who own files 
under the anonymous ftp directory. Such entries should have * for passwords. 
~ftp/etc/passwci should also contain entries for any desired anonymous FTP sub¬ 
logins. The sub-logins must have passwords, which must be encrypted as In passwd(4). 
Group I Ds must be listed In the anonymous FTP group file, ~ ftp/etc/group. The 
path names of home directories In ~ftp/etc/passwd must be with respect to the 
anonymous FTP home directory. A sub-login home directory should be owned by the 
sub-login user ID. The shell field Is Ignored, and can be empty. 

For example, the anonymous FTP sub-login name subftp would have an entry In the 
FTP passwd filethat resembles: 

subftp:bAg6vI82aq5Yt:501:10:ftp sub-login:/subftp: 

FTP sub-login IDs do not need to be present In the system /etc/passwd file. 
Assuming the anonymous FTP directory Is /home/ftp, the sub-login home directory 
In the example would be created by user root as follows: 

cd /home/ftp 
mkdir subftp 
chmod 700 subftp 
chown 501 subftp 
chgrp guest subftp 

File ~ ftp/etc/group should contain the group names associated with any group 
I Ds In file ~ftp/etc/passwd and any group 1 Ds of files In the anonymous FTP sub¬ 
directories. In the above example, ~ ftp/etc/group would require an entry for 
guest, and the associated group ID would have to be the same as In the system's 
/etc/group file. 

~ftp/etc/logingroup 

Permits anonymous ftp sub-logins to be members of multi pie groups. Can be a hard link 
to FTP ~ ftp/etc/group. 

~ftp/pub (optional) 

This directory Is used by anonymous FTP users to deposit files on the system. It should 
be owned by user ftp and should be mode 777 (readableand writable by all). 

~ftp/dist (optional) 

Directories used to make files avallableto anonymous ftp users should be mode 555 (not 
writable), and any files to be distributed should be owned by root and mode 444 (read- 
ableonly) so that they cannot be modified or removed by anonymous FTP users. 

DIAGNOSTICS 

ftpd replies to FTP commands to ensure synchronization of requests and actions during file transfers, and 
to Indicate the status of ftpd. Every command produces at least one reply, although there may be more 
than one. A reply consists of a three-digit number, a space, some text, and an end of line. The number Is 
useful for programs: the text Is useful for users. The number must conform to this standard, but the text 
can vary. 

The first digit of the message indicates whether the reply Is good, bad, or Incomplete. Five values exist for 
thefirst digit. The values and the Interpretations of the values are: 
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1 The requested action is being initiated; expect another reply before proceeding with a new 
command. 

2 The requested action is complete. The server is ready for a new request. 

3 The command has been accepted, but the requested action requires more information. 

4 The command was not accepted, the requested action failed, but the error condition is tem¬ 
porary and the action can be requested again. 

5 The command was not accepted, the requested action failed, and the error condition would 
most likely occur again if the same command sequence is repeated. 

The second digit indicates the functional area that the message addresses. The values of the second digit 
and the interpretations of these values are: 

0 Syntax. A message with a Ofor thesecond digit indicates that a syntax error occurred. 

1 I nformation. A message with a 1 as the second digit indicates that the message is in reply to 

a request for information. 

2 Connections. A message with a 2 as the second digit indicates that the message is a reply to 
a request for control and data connection information. 

3 Authentication and accounting. A message with a 3 as the second digit indicates that the 
message is a reply to a login or accounting procedure. 

4 Not currently specified. 

5 File system. A message with a 5 as the second digit indicates that the text following the 

number contains information concerning the status of the server filesystem. 

The third digit provides a further clarification of the information supplied by the second digit. Following 
are several examples of messages. Note that ftpd's replies match the number but not the text. 

110 Restart marker reply. MARK yyyy=mmmm where yyyy is a user process data stream 
marker, and mmmm is ftpd's equivalent marker 
120 Service ready in nnn minutes 

200 Command okay 

211 System status, or system help reply 

212 Directory status 

230 User logged in, proceed 

250 Requested file action okay, completed 

331 User name okay, need password 

350 Requested file action pending further information 

425 Cannot open data connection 

451 Requested action aborted: local error in processing 

500 Syntax error, command unrecognized or command linetoo long 

530 N ot I ogged i n 

550 Requested action not taken; file unavailable, not found, no access 

WARNINGS 

The password is sent unencrypted through the socket connection. 

Anonymous FTP is inherently dangerous to system security. 

DEPENDENCIES 

Pluggable Authentication Modules (PAM) 

PAM is an Open Group standard for user authentication, password modification, and validation of accounts. 
In particular, pam_authenticate () is invoked to perform all functions related to login. This includes 
retrieving the password, validating theaccount, and displaying error messages. 

AUTHOR 

ftpd was developed by the University of California, Berkeley. 

SEE ALSO 

ftp(l), inetd(lM), chroot(2), getusershel(3C), inetd.conf(4), ftpusers(4), passwd(4), group(4), 
pam_authenticate(3). 
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NAME 

ftpd - DARPA Internet FileTransfer Protocol server 

SYNOPSIS 

/usr/lbin/ftpd [-1] [-p] [-v] [-t timeout] [-P] [-T maxtimeout] [-u umask] [-A] [-B size] 

DESCRIPTION 

ftpd is the DARPA Internet FileTransfer Protocol server. It expects to be run by the Internet daemon 
(see inetd(lM) and inetd.conf(4)). inetd runs ftpd when a service request is received at the port indi¬ 
cated in the ftp service specification in /etc/services (seeservices(4)). 

Options 

ftpd recognizes thefollowing options and command-line arguments. 

-1 Causes each FTP session to be logged in the syslog file. For anonymous FTP sessions, 

other information isalsologged in the syslog file. This information includes what files 
are stored and retrieved and what directories are created. 

-p The default action of ftpd does not allow usage of reserved ports as the originating 

port on the client's system i.e., the PORT command cannot specify a reserved port. 
This option allows the client to specify a reserved port. Note, allowing usage of 
reserved ports can result in the misuse of ftpd. The security ramifications should be 
understood before the option is turned on. 

-V Logs other information in the syslog file. This information is what is normally logged 

for anonymous FTP sessions. This information includes what files are stored and 
retrieved and what directories are created. 

-t timeout Causes ftpd to timeout inactive sessions after timeout seconds. By default, ftpd 
terminates an inactive session after 15 minutes. 

-P Enablesthird party transfer. 

-T maxtimeout 

A client can also request a different timeout period. The-T option sets to maxtimeout 
the maximum timeout that client can request, in seconds. By default, the maximum 
timeout is2 hours. 

Change default ftpd umask from 027 to umask. 

Applicable only in a secure environment based on Kerberos V5. Causes access to be 
denied if network authentication fails. See sis(5). 

Sets the buffer size of the data socket to size blocks of 1024 bytes. The valid range for 
sizeisfrom 1 to 64 (default is 56). NOTE: A large buffer size will improve the perfor¬ 
mance of ftpd on fast links (e.g. FDDI), but may cause long connection times on 
slow links (e.g. X.25). 

ftpd currently supports thefollowing commands (uppercase and lowercase are interpreted as equivalent): 


Command 

Description 

ABOR 

Abort previous command 

ACCT 

Specify account (ignored) 

ALLO 

Al locate storage (vacuously) 

APPE 

Append to a file 

CDUP 

Change to parent of current working directory 

CWD 

Change working directory 

DELE 

Delete a file 

HELP 

Give help information 

LIST 

Give list files in a directory (Is -1) 

MKD 

Make a directory 

MDTM 

Show last modification time of file 

MODE 

Specify data transfer mode 

NLST 

Give name list of files in directory 

NOOP 

Do nothing 

PASS 

Specify password 

PASV 

Prepare for server-to-server transfer 
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PORT Specify data connection port 

PWD Print the current working directory 

QUIT Terminate session 

REST Restart incomplete transfer 

RETR Retrieve a file 

RMD Remove a directory 

RNFR Specify rename-from file name 

RNTO Specify rename-to file name 

SITE Non-standard commands (see next section) 

SIZE Return size of file 

STAT Return status of server 

STOR Store a file 

STOU Store a file with a unique name 

STRU Specify data transfer structure 

SYST Show operati ng system type of server system 

TYPE Specify data transfer type 

USER Specify user name 

XCUP Change to parent of current working directory 

XCWD Change working directory 

XMKD M ake a di rectory 

XPWD Print the current working directory 

XRMD Remove a directory 

The foil owing commands are supported when ftpd is operating in a secure environment which is based on 
Kerberos V5 (see sis(5)). 

Command Description 

AUTH Authentication/security mechanism 

ADAT Authentication/security data 

CCC Clear command channel 

ENC Privacy protected command 

MIC I ntegrity protected command 

PROT Data channel protection level (level 'C'only) 

PBSZ Protection buffer size (has no effect) 

These commands are described in draft 8 of the FTP security extensions. 

The following non-standard or FI P-UX specific commands are supported by the SITE command: 

Command Description 

UMASK Changeumask. (e.g., SITE UMASK 002) 

IDLE Set idie-timer, (e.g., SITE IDLE 60) 

CHMOD Change mode of a file, (e.g., SITE CHMOD 755 filename) 

HELP Give help information, (e.g., SITE HELP) 

The remaining FTP requests specified in Internet RFC 959 are recognized, but not implemented. MDTM 
and SIZE are not specified in RFC 959, but are expected in the next updated FTP RFC. 

The FTP server aborts an active file transfer only when the ABOR command is preceded by a Telnet "I nter- 
rupt Process" (IP) signal and a Telnet "Synch" signal in the command Telnet stream, as described in Inter¬ 
net RFC 959. If ftpd receives a STAT command during a data transfer, preceded by a Telnet IP and 
Synch, it returns the status of the transfer. 

ftpd interprets file names according to the "globbing" conventions used by csh(l). This allows users to 
utilizethemetacharacters *, ., [, ], {, }, ~, and ?. 

ftpd authenticates users according to three rules: 

• The user name must be in the password data base, /etc/passwd, and not have a null password. 
The client must provide the correct password for the user before any file operations can be per¬ 
formed. 

• The user name must not appear in thefile /etc/ftpusers (seeftpusers(4)). 

• The user must have a standard shell returned by getusershell (). 

Optionally, a system administrator can permit public access or "anonymous FTP." If this has been set up, 
users can access the anonymous FTP account with the user name anonymous or ftp and any non-null 
password (by convention, theclient host's name), ftpd does a chrootO to the home directory of user 
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ftp, thus limiting anonymous FTP users' access to the system. If the user name is anonymous or ftp, 
an anonymous FTP account must be present in the password file (user ftp). In this case the user is 
allowed to log in by specifying any password (by convention this is given as the user's e-mail address). 

In order to permit anonymous FTP, there must be an entry in the passwd(4) database for an account 
named ftp. The password field should be *, the group membership should be guest, and the login shell 
should be /usr/bin/false. For example (assuming the guest group ID is 10): 

ftp:*:500:10:anonymous ftp:/home/ftp:/usr/bin/false 
Theanonymous FTP directory should beset up as follows: 

~ftp The home directory of the FTP account should be owned by user root and mode 555 (not writ¬ 
able). Since ftpd does a chrootO tothisdirectory, it must havethefollowingsubdirectories 
and files: 

~ftp/usr/bin 

This directory must be owned by root and mode 555 (not writable). The file /sbin/ls 
should be copied to ~ftp/usr/bin . This is needed to support directory listing by 
ftpd. The command should be mode 111 (executable only). If the FTP account is on 
the same file system as /sbin, ~ftp/usr/bin/ls can be hard link, but it may not 
be a symbolic link, because of the chroot () . The command must be replaced when 
the system is updated. 

~ftp/etc 

This directory must be owned by root and mode 555 (not writable). It should contain 
versions of the files passwd, group, and logingroup. See passwd(4) and group(4). These 
files must be owned by root and mode 444 (readable only). These are needed to map 
user and group ids in the LIST command, and to support (optional) sub-logins of 
anonymous FTP. Sub-logins can sometimes be used to allow access to particular files by 
only specific remote users (who know the sub-login password) without giving those 
remote users logins on the system. A sub-login user would access the system via 
anonymous FTP, then use USER and PASS to change to thesub-login user. 

~ftp/etc/passwd 

This file should contain entries for the ftp user and any other users who own files 
under the anonymous ftp directory. Such entries should have * for passwords, 
“ftp/etc/passwd should also contain entries for any desired anonymous FTP sub¬ 
logins. The sub-logins must have passwords, which must be encrypted as in passwd(4). 
Group I Ds must be listed in the anonymous FTP group file, ~ ftp/etc/group. The 
path names of home directories in ~ftp/etc/passwd must be with respect to the 
anonymous FTP home directory. A sub-login home directory should be owned by the 
sub-login user ID. The shell field is ignored, and can be empty. 

For example, the anonymous FTP sub-login name subftp would have an entry in the 
FTP passwd filethat resembles: 

subftp:bAg6vI82aq5Yt:501:10:ftp sub-login:/subftp: 

FTP sub-login IDs do not need to be present in the system /etc/passwd file. 
Assuming the anonymous FTP directory is /home/ftp, the sub-login home directory 
in the example would be created by user root as follows: 

cd /home/ftp 
mkdir subftp 
chmod 700 subftp 
chown 501 subftp 
chgrp guest subftp 

File ~ ftp/etc/group should contain the group names associated with any group 
I Ds in file ~ftp/etc/passwd and any group I Ds of files in theanonymous FTP sub¬ 
directories. In the above example, ~ ftp/etc/group would require an entry for 
guest, and the associated group ID would have to be the same as in the system's 
/etc/group file. 

~ftp/etc/logingroup 

Permits anonymous ftp sub-logins to be members of multi pie groups. Can be a hard link 
to FTP ~ ftp/etc/group. 
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~ftp/pub (optional) 

This directory is used by anonymous FTP users to deposit files on the system. It should 
be owned by user ftp and should be mode 777 (readableand writable by all). 

~ftp/dist (optional) 

Directories used to make files availableto anonymous ftp users should be mode 555 (not 
writable), and any files to be distributed should be owned by root and mode 444 (read- 
ableonly) so that they cannot be modified or removed by anonymous FTP users. 

DIAGNOSTICS 

ftpd replies to FTP commands to ensure synchronization of requests and actions during file transfers, and 
to indicate the status of ftpd. Every command produces at least one reply, although there may be more 
than one. A reply consists of a three-digit number, a space, some text, and an end of line. The number is 
useful for programs; the text is useful for users. The number must conform to this standard, but the text 
can vary. 

The first digit of the message indicates whether the reply is good, bad, or incomplete. Five values exist for 
thefirst digit. The values and the interpretations of the values are: 

1 The requested action is being initiated; expect another reply before proceeding with a new 
command. 

2 The requested action is complete. The server is ready for a new request. 

3 The command has been accepted, but the requested action requires more information. 

4 The command was not accepted, the requested action failed, but the error condition is tem¬ 

porary and the action can be requested again. 

5 The command was not accepted, the requested action failed, and the error condition would 
most likely occur again if the same command sequence is repeated. 

The second digit indicates the functional area that the message addresses. The values of the second digit 
and the interpretations of these values are: 

0 Syntax. A message with a Ofor thesecond digit indicates that a syntax error occurred. 

1 I nformation. A message with a 1 as the second digit indicates that the message is in reply to 

a request for information. 

2 Connections. A message with a 2 as the second digit indicates that the message is a reply to 
a request for control and data connection information. 

3 Authentication and accounting. A message with a 3 as the second digit indicates that the 
message is a reply to a login or accounting procedure. 

4 Not currently specified. 

5 File system. A message with a 5 as the second digit indicates that the text following the 

number contains information concerning the status of the server filesystem. 

The third digit provides a further clarification of the information supplied by the second digit. Following 
are several examples of messages. Note that ftpd’s replies match the number but not the text. 

110 Restart marker reply. MARK yyyy=mmmm where yyyy is a user process data stream 
marker, and mmmm is ftpd's equivalent marker 
120 Service ready in nnn minutes 

200 Command okay 

211 System status, or system help reply 

212 Directory status 

230 User logged in, proceed 

250 Requested file action okay, completed 

331 User name okay, need password 

350 Requested file action pending further information 

425 Cannot open data connection 

451 Requested action aborted: local error in processing 

500 Syntax error, command unrecognized or command linetoo long 

530 N ot I ogged i n 

550 Requested action not taken; file unavailable, not found, no access 
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WARNINGS 

The password is sent unencrypted through the socket connection. 

Anonymous FTP is inherentiy dangerous to system security. 

DEPENDENCIES 

Pluggable Authentication Modules (PAM) 

PAM is an Open Group standard for user authentication, password modification, and vaiidation of accounts. 
In particuiar, pam_authenticate () is invoked to perform aii functions reiated to iogin. This inciudes 
retrieving the password, vaiidatingtheaccount, and dispiayingerror messages. 

AUTHOR 

ftpd wasdeveioped by the University of Caiifornia, Berkeiey. 

SEE ALSO 

ftp(l), inetd(lM), chroot(2), getusersheii(3C), ftpusers(4), group(4), inetd.conf(4), passwd(4), 
pam_authenticate(3), sis(5). 
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NAME 

fuser - list processes using a file or file structure 

SYNOPSIS 

/usr/sbin/fuser [-c|-f] [-ku] file ... [[-] [-c|-f] [-ku] file ...] ... 

DESCRIPTION 

The fuser command lists the process I Ds of processes that have each specified file open. For block special 
devices, all processes using any file on that device are listed. The process ID can be followed by a letter, 
identifying how the file is being used. 

c file is its current directory. 

r fileis its root directory, asset up by the chroot command (seechroot(lM)). 
o It hasfileopen. 

m It has file memory mapped, 

t fileis its text file. 

Options 

You can specify thefollowingoptions: 

-c Display the use of a mount point and any file beneath that mount point. Each file must be a file 
system mount point. 

-f Display the use of the named file only, not the files beneath it if it is a mounted filesystem. 

-u Display the login user namein parentheses following each process ID. 

-k Send the SIGKILL signal to each process using each file. 

You can re-specify options between groups of files. The new set of options replaces the old set. A dash (-) 
by itself cancels all options currently in force. 

The process I Ds associated with each file are printed to standard output as a single line separated by spaces 
and terminated with a single newline. All other output — the file name, the letter, and the user name — is 
written to standard error. 

You must be superuser to use fuser. 

NETWORKING FEATURES 

You can use fuser with NFS file systems or files. If the file name is in the format used in 
/etc/mnttab to identify an NFS file system, fuser will treat the NFS file system as a block special 
device and identify any process using that filesystem. 

If contact with an NFS filesystem is lost, fuser will fail, since contact is required to obtain the file system 
identification. Once the NFS file system is re-contacted, stale file handles from the previous contact can be 
identified, provided that the NFS filesystem has the same file system identification. 

EXAMPLES 

Terminate all processes that are preventing disk drive 1 from being unmounted, listing the process ID and 
login name of each process being killed. 

fuser -ku /dev/dsk/c201cils? 

List process I Ds and login names of processes that have the password file open, 
fuser -u /etc/passwd 

Combine both the above examples intoa singlecommand line. 

fuser -ku /dev/dsk/c201dls? - -u /etc/passwd 

If the device /dev/dsk/c201dls7 is mounted on directory /home, list the process IDs and login 
names of processes using the device. Alternately, if /home is the mount point for an NFS file system, list 
process I Ds and login names of processes using that NFS filesystem. 

fuser -cu /home 

If machinel: /f ilesystem/2mount is an NFS filesystem, list all processes using any file on that file 
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system. If it is not an NFS fiiesystem, treat it as a reguiar fiie. 

fuser machinel:/filesystem/2mount 

SEE ALSO 

ps(l), mount(lM), i<iii(2), signai(2). 

STANDARDS CONFORMANCE 

fuser: SVID2, SVID3 
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NAME 

fwtmp, wtmpfix - manipulateconnect accounting records 

SYNOPSIS 

/usr/sbin/acct/fwtmp [-ic] 

/usr/sbin/acct/wtmpfix [files] 

DESCRIPTION 

fwtmp 

fwtmp reads from the standard input and writes to the standard output, converting binary records of the 
type found in wtmp to formatted ascii records. The ascii version is useful to enable editing, via ed(l), bad 
records or general purpose maintenance of thefile. 

The argument -ic is used to denote that input is in ascii form, and output is to be written in binary form. 
(The arguments i and c are independent, respectively specifyingASCii input and binary output, thus-i isan 
ASCII to ASCI I copy and -c is a binary to binary copy). 

wtmpfix 

wtmpfix examines the standard input or named files in wtmp format, corrects the time/date stamps to 
make the entries consistent, and writes to the standard output. A - can be used in place of files to indicate 
the standard input. If time/date corrections are not performed, acctconl will fault when it encounters cer¬ 
tain date-change records. 

Each time the date is set, a pair of date change records is written to /var/adm/wtmp. The first record is 
the old date denoted by the string old time placed in the line field and the flag OLD_time placed in the 
type field of the <utmp.h> structure. The second record specifies the new date, and is denoted by the 
string new time placed in the line field and the flag new_time placed in the type field, wtmpfix uses 
these records to synchronizeall time stamps in thefile. wtmpfix nullifies date change records when writing 
to the standard output by setting the time field of the <utmp.h> structure in the old date change record 
equal to the time field in the new date change record. This prevents wtmpfix and acctconl from factoring 
i n a date change record pal r more than once. 

I n addition to correcting time/date stamps, wtmpfix checks the validity of the name field to ensure that it 
consists solely of alphanumeric characters or spaces. If it encounters a name that is considered invalid, it 
changes the login name to invalid and write a diagnostic to the standard error. This minimizes the risk 
that acctconl will fail when processing connect accounting records. 

DIAGNOSTICS 

wtmpfix generates thefollowing diagnostics messages: 

Cannot make temporary: xxx failed to make temp file 
I nput truncated at offset: xxx missing half of date pair 
New date expected at offset: xxx missing half of date pair 
Cannot read from temp: xxx some error reading 

Bad fileat offset: xxx utjineentry not digit, alpha, nor | or {(first character only checked) 

Out of core: mallocfails. (Saves table of date changes) 

Nodtab: software error (rarely seen, if ever) 


FILES 

/usr/include/utmp.h 
/var/adm/wtmp 

SEE ALSO 

acct(lM), acctcms(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctprc(lM), acctsh(lM), ed(l), 
runacct(lM), acct(2), acct(4), utmp(4). 

BUGS 

fwtmp generates no errors, even on garbage input. 


STANDARDS CONFORMANCE 

fwtmp: SVID2, SVID3 

wtmpfix: SVID2, SVID3 
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NAME 

gated - gateway routi ng daemon 

SYNOPSIS 

gated [-c] [-C] [-n] [-N] [-ttrace_options] [-f config file] [trace_file] 

DESCRIPTION 

gated is a routing daemon that handies muitipie routing protocois and repiaces routed, egpup, and any 
routing daemon that speaks the HELLO routing protocoi. gated currentiy handies the RIP, BGP, EGP, 
HELLO, and OSPF routing protocois. The gated process can be configured to perform aii routing proto¬ 
cois or any subset of them (see WARNINGS beiow). 

Options 

The command-iineoptions are: 

-c Specifies that theconfiguration fiiewiii be parsed for syntax errors and then gated wiii 

exit, gated wiii ieave a dump fiie in /var/tmp/gated_dump if there were no 
errors, gated does not need to be run as the superuser to use the -c option but it 
may not be possibieto read the kernei forwarding tabieand interface configuration if not 
run as superuser. The -c option impiies -tgeneral . Aii trace_option dausesin the 
configuration fiie wiii beignored. 

-C Specifies that the configuration fiie wiii just be parsed for syntax errors, gated wiii 

exit with a status 1 if there were any errors and 0 (zero) if there were not. gated does 
not need to be run as the superuser to use the -C option but it may not be possibie to 
read the kernei forwarding tabieand interface configuration if not run as the superuser. 

-n Specifies that gated wiii not modify the kernei forwarding tabie. This is used for test¬ 

ing gated configurations with actuai routing data. 

-N Specifies that gated wiii not daemonize. Normaiiy, if tracing to stderr is not specified 

gated wiii daemonize if the parent process ID is not 1. This aiiows the use of an 
/etc/inittab-iikemethod of invoking gated that does not havea PID of 1. 

-ttrace_options 

Specifies a comma separated iist of trace options to be enabied on startup. If no flags are 
specified, general is assumed. No space is aiiowed between this option and it's argu¬ 
ments. 

This option must be used to trace events that take piace before the configuration fiie is 
parsed, such as determining the interface configuration and reading routes from the ker¬ 
nel. 

SeetheGateD Configuration Guide for vaiid trace options and a more detaiied expiana- 
tion of tracing. 

-f config fiie 

Usean aiternateconfig fiie. By defauit, gated uses /etc/gated, conf. 
trace_fiie Trace fiie in which to pi ace trace information. 

If a trace file is specified on the command line, or no trace flags are specified on the com¬ 
mand line, gated detaches from the terminal and runs in the background. If trace 
flags are specified without specifying a trace file, gated assumes that tracing is desired 
to stderr and remains in the foreground. 


Signal Processing 

The foil owing signals may be used to control gated: 

SIGHUP Re-read configuration. A SIGHUP causes gated to reread the configuration file. 

gated first performs a clean-up of all allocated policy structures. All BGP and EGP 
peers are flagged for deletion and theconfiguration file is re-parsed. 

If the re-parse is successful, any BGP and EGP peers that are no longer in the 
configuration are shut down, and new peers are started, gated attempts to determine 
if changes to existing peers require a shutdown and restart. OSPF is not capable of 
reconfiguring: it is shutdown and restarted during a reconfiguration. This may have an 
adverse i mpact on the routi ng system. 
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It should also be possible to enable/disable any protocol without restarting gated. 
SIGINT Snap-shot of current state. 

The current state of all gated tasks, timers, protocols and tables are written to 
/var/tmp/gated_dump. 

On systems supporting fork (), this is done by forking a subprocess to dump the table 
information so as not to impact gated's routing functions. On systems where memory 
management does not support copy-on-write, this will cause the gated address space to 
be duplicated: this may causea noticeable impact on thesystem. On system not support¬ 
ing fork() , the main process immediately processes the dump, which may impact 
gated's routing functions. 

SIGTERM Graceful shutdown. 

On receipt of a SIGTERM, gated attempts a graceful shutdown. All tasks and proto¬ 
cols are asked to shutdown. Most will terminate immediately, the exception being EGP 
peers which wait for confirmation. It may be necessary to repeat the SIGTERM once or 
twice if it this process takes too long. 

All protocol routes are removed from the kernel's routing table on receipt of a SIGTERM. 
Interface routes, routes with RTF_STATIC set (from the route command where sup¬ 
ported) and static routes specifying retain will remain. To terminate gated with 
the exterior routes intact, useSiGKiLL. 

SIGUSRI Toggle tracing. 

On receipt of a SIGUSRI, gated will close the trace file. A subsequent SIGUSRI will 
cause it to be reopened. Thiswill allow the file to be moved regularly. 

It is not possible to use SIGUSRI if a trace file has not been specified, or tracing is being 
performed to stderr. 

SIGUSR2 Check for i nterface changes. 

On receipt of a SIGUSR2, gated will rescan the kernel interface list looking for 
changes. 

WARNINGS 

gated contains provisions for BGP protocol, but it is not officially supported by HP at the present time. 
Some RIP version 2 features (RFC1388) are not currently supported: MIB and route tag. The optional 
OSPF version 2 (RFC1247) feature of TOS (type of service) based routing is not supported. The route 
aggregation, generating a more general route from compressing the specific routes through the explicit 
configuration, is not supported in this release. 

AUTHORS 

gated was primarily developed by Cornell University which includes code from the Regents of the Univer¬ 
sity of California and the University of Maryland. 

This software and associated documentation isCopyright 1990,1991,1992 by Cornell University. 

SEE ALSO 

gated.conf(4), arp(lM), fork(2), gdc(lM), ifconfig(lM), netstat(l), ospf_monitor(lM), ripquery(lM), GateD 
Documentation, GateD Configuration Guide. 

RFC 891 DCN Local-Network Protocols (HELLO) 

RFC 904 Exterior Gateway Protocol Formal Specification 
RFC 1058 Routing Information Protocol 

RFC 1163 A Border Gateway Protocol (BGP) 

RFC 1164 Application of the Border Gateway Protocol in the I nternet 
RFC 1247 OSPF Specification, Version 2. 
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NAME 

gdc - operational user interface for gated 

SYNOPSIS 

gdc [-q] [-n] [-c coresize] [-f filesize] [-m datasize] [-s stacksize] [-t seconds] command 

DESCRIPTION 

gdc provides a user-oriented interface for the operation of the gated (IM) routing daemon. It provides sup¬ 
port for starting and stopping the daemon, for the delivery of signals to manipulate the daemon when it is 
operating, for the maintenance and syntax checking of configuration files, and for the production and remo¬ 
val of state dumps and core dumps. 

gdc can reliably determine gated's running state and produces a reliable exit status when errors occur, 
making it advantageous for use in shell scripts which manipulategated. Commands executed using gdc 
and, optionally, error messages produced by the execution of those commands, are logged via the same 
syslogd(lM) facility which gated itself uses, providing an audit trail of operations performed on the dae¬ 
mon. 

If installed as a setuid root program gdc will allow non-root users who are members of a trusted group (by 
default the gdmaint group) to manipulate the routing daemon while denying access to others. The name 
of the user is logged along via syslogd(lM) along with an indication of each command executed, for audit 
purposes. 

The command-line options are: 

-n Run without changing the kernel forwarding table. Useful for testing, and when operating 

as a route server which does no forwarding. 

-q Run quietly. With this option informational messages which are normally printed to the 

standard output are suppressed and error messages are logged via syslogd(lM) instead of 
being printed to the standard error output. This is often convenient when running gdc 
from a shell script. 

-t seconds Specifies the time in seconds which gdc will spend waiting for gated to complete certain 
operations, in particular at termination and startup. By default this value is set to 10 
seconds. 

These additional command-line options may be present, depending on the options used to compile gdc: 

-c coresize Sets the maximum size of a core dump a gated started with gdc will produce. Useful on 
systems where the default maximum core dump size is too small for gated to produce a 
full core dump on errors. 

-f filesize Sets the maximum file size a gated started with gdc will produce. Useful on systems 
where the default maximum file dump size is too small for gated to produce a full state 
dump when requested. 

-m datasize Sets the maximum size of the data segment of a gated started with gdc. Useful on sys¬ 
tems where the default data segment size is too small for gated to run. 

-s stacksize Sets the maximum size of stack of a gated started with gdc. Useful on systems where 
the default maximum stack size is too small for gated to run. 

The foil owing commands cause signals to be delivered to gated for various purpose: 

COREDUMP Sends an abort signal to gated, causing it to terminate with a core dump, 
diunp Signal gated to dump its current state into the file /usr/tmp/gated_dump. 

interface Signal gated to recheck the interface configuration, gated normally does this periodi¬ 
cally in any event, but the facility can be used to force the daemon to check interface status 
immediately when changes are known to have occurred. 

KILL Cause gated to terminate ungracefully. Normally useful when thedaemon hashung. 

reconfig Signal gated to reread its configuration file, reconfiguring its current state as appropriate. 

term Signal gated to terminate after shutting down all operating routing protocols gracefully. 

Executing this command a second time should cause gated to term!nate even if some pro¬ 
tocols have not yet fully shut down. 
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toggletrace 

If gated is currently tracing to a file, cause tracing to be suspended and the trace file to be 
closed. If gated tracing is current suspended, cause the trace file to be reopenned and 
tracing initiated. This is useful for moving trace files. 

By default gated obtains its configuration from a file normally named /etc/gated, config. The gdc 

program alsomaintainsseveral other versions of the configuration file, in particular named: 

/etc/gated. conf+ The new configuration file. When gdc is requested to install a new configuration 
file, this file is renamed /etc/gated, conf. 

/etc/gated, conf- The old configuration file. When gdc is requested to install a new configuration 
file, the previous /etc/gated, conf is renamed to this name. 

/etc/gated, conf — The really old configuration file, gdc retains the previous old configuration file 
under this name. 

The following commands perform operations related to configuration files: 

checkconf Check /etc/gated, conf for syntax errors. This is usefully done after changes to the 
configuration file but before sending a reconfig signal to the currently running gated, 
to ensure that there are no errors in the configuration which would cause the running 
gated to terminate on reconfiguration. When this command is used, gdc issues an infor¬ 
mational message indicating whether there were parse errors or not, and if so saves the 
error output in a filefor inspection. 

checknew Like checkconf except that the new configuration file, /etc/gated. conf-H, is 
checked instead. 

newconf Move the /etc/gated. conf-H file into place as /etc/gated, conf, retaining the 
older versions of the file as described above, gdc will decline to do anything when given 
this command if the new configuration file doesn’t exist or otherwise looks suspect. 

backout Rotate the configuration files in the newer direction, in effect moving the old configuration 
file to /etc/gated.conf. The command will decline to perform the operation if 
/etc/gated, conf- doesn't exist or is zero length, or if the operation would delete an 
existing, non-zero length /etc/gated, conf-f file. 

BACKOUT Perform a backout operation even if /etc/gated, conf-f exists and is of non-zero 
length. 

modeconf Set all configuration files to mode 664, owner root, group gdmaint. This allows a trusted 
non-root user to modify the configuration files. 

createconf If /etc/gated, conf-I- does not exist, create a zero length file with the file mode set to 
664, owner root, group gdmaint. This allows a trusted non-root user to install a new 
configuration file. 

The following commands provide support for starting and stopping gated, and for determining its running 

state: 

running Determine if gated is currently running. This is done by checking to see if gated has a 
lock on the file containing its pid, if the pid in the file is sensible and if there is a running 
process with that pid. Exits with zero status if gated is running, non-zero otherwise. 

start Start gated. The command returns an error if gated is already running. Otherwise it 

executes the gated binary and waits for up to thedelay interval (10 seconds by default, as 
set with the -t option otherwise) until the newly started process obtains a lock on the pid 
file. A non-zero exit status is returned if an error is detected while executing the binary, or 
if a lock isnot obtained on thepidfilewithinthespecified wait time. 

stop Stop gated, gracefully if possible, ungracefully if not. The command returns an error 

(with non-zero exit status) if gated is not currently running. Otherwise it sends a ter¬ 
minate signal to gated and waits for up to the delay interval (10 seconds by default, as 
specified with the -t option otherwise) for the process to exit. Should gated fail to exit 
within the delay interval it isthen signaled again with a second terminate signal. Should it 
fail to exit by the end of the second delay interval it is signaled for a third time with a kill 
signal. This should force immediate termination unless something is very broken. The com¬ 
mand terminates with zero exit status when it detects that gated has terminated, non¬ 
zero otherwise. 
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restart If gated is running it is terminated via the same procedure as is used for the stop com¬ 
mand above. When the previous gated terminates, or if it was not running prior to com¬ 
mand execution, a new gated process is executed using the procedures described for the 
start command above. A non-zero exit status is returned if any step in this procedure 
appears to havefaiied. 

The foiiowing commands aiiow the removai of flies created by the execution of some of the commands 
above: 

rmcore Removes any existing gated core dump flie. 
rmdiamp Removes any existing gated state dump flie. 

rmparse Removes the parse error flie generated when a checkconf or checknew command is 
executed and syntax errors are encountered in theconflguration flie being checked. 


FILES 

Many of defauit flienames iisted beiow contain the string %s, which is repiaced by the name with which 
gated is invoked. Normaiiy this is gated, but if invoked as gated-test, gated wiii by defauit iook for 

These paths may aii be changed at compiiation time. 


/etc/gated-test.conf. 
/usr/sbin/gated 
/etc/gated.conf 
/etc/gated. conf-l- 
/etc/gated.conf- 
/etc/gated.conf— 
/var/run/gated.pid 
/var/tmp/gated_dump 
/var/tmp/gated_parse 
/var/tmp 


The gated binary. 

Current gated configuration flie. 
Newer configuration flie. 

Oider configuration flie. 

Much oider configuration flie. 
Where gated stores its pid. 
gated's state dump flie. 

Where conflg flie parse errors go. 
Where gated drops its core flie. 


AUTHOR 

gdc was deveioped by Dennis Ferguson and Corneii University. 


SEE ALSO 

gated(lM), ospf_monitor(lM), ripquery(lM), sysiogd(lM), gated.conf(4), GateD Documentation, GateD 
Configuration Guide. 


BUGS 

Many commands oniy work when gated is instaiied in the system directory it was configured with. 

There is not yet any way to teii gdc about systems which name their core dump other than core 
(core, gated is a i ess common possibiiity). 
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NAME 

geocustoms - configure system language on multi-language systems 

SYNOPSIS 

geocustoms [-1 locale] 

DESCRIPTION 

The geocustoms utility manages default selection and retention/removal of multiple languages installed 
on ignited systems. The geocustoms program is executed at first boot on ignited (I nstant Ignition) systems 
with multiple languages available. On subsequent sessions, the command /usr/sbin/geocustoms 
starts geocustoms. 

Options: 

-1 locale Sets the LANG variable (and all other appropriate dependencies, if applicable) to the 
value of locale. If the locale argument is not a valid option for that system, the User 
I nterface (Ul) will appear as if the option had not been used. 

An additional locale value can be used in this context; SET_NULL_LOCALE can be the argument to the 
-1 option, the result of which will be setting locale variables to NULL by default. A null locale will allow 
programs to execute without using localized message catalogs. This can increase system performance. All 
HP-UX messages appear in English if the locale is set to NULL. 

EXTERNAL INFLUENCES 
E nvironment Variables 

geocustoms writes default values to system configuration files regarding the following environmental 
variables: LANG, LC_ALL, LC_CTYPE, LC_COLLATE, LC_MONETARY, LC_NUMERIC, LC_TIME, 
LC_MESSAGES. 

International Code Set Support 
Native Language Support (NLS): 

If the standard message catalogs exist, then they are in /usr/lib/nls . The geocustoms command 
will use the standard message catalogs, if they are on the system. If the standard message catalogs are not 
on the system, then the messages appear in English. (This is in accordance with standard NLS behavior). 
All European languages for CDE will be supported. For HP-UX 10.30, this includes English, French, Ger¬ 
man, Italian, Spanish and Swedish. All prompts and logging messages will be localized. 

Locale (Language Variant) names are always localized in accordance with standard NLS behavior. 

NLS is extended to allow multiple "fonts" on the initial screen at the same time through use of bitmapped 
images. 

RETURN VALUES 

0 Successful completion and/or clean exit from program. 

1 Program was unableto complete all objectives. 

DIAGNOSTICS 

Errors: 

geocustoms writes to stderr, and to /var/adm/sw/lang. log. 

Standard Output 

geocustoms does not write to stdout. 

Standard E rror 

geocustoms only writes to stderr in case of command line error or request for syntax. Any Ul error 
messages appear via an error window. 

Logging 

Both interactive and non-interactive sessions log summary events at: 

/var/adm/sw/lang.log. 

EXAMPLES 

To set the default system languagenon-interactively to German: 
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/usr/sbin/geocustoms -1 de_DE.iso88591 

DEPENDENCIES 

ObAM 4.2 

SD-UX 10.30 
HP-UX 10.30 

Compatability 

This product is designed for compatibility with HP-UX 10.30 with a Common Desktop Environment (CDE). 
No attempt has been made to support the Visual User Environment (VUE). 

Notes 

If geocustoms is invoked by the user, it may be necessary to log out and log in again for language changes 
to take effect. 

If language bundles have been marked for removal, that will occupy the swagentd () for some minutes at 
the next system boot. 

Limitations 

geocustoms does not dothefollowing: 

• Managelanguagesat thecodeset level. 

• Provide a user interface for Asian languages. 

• Manage keyboard selection. 

• Create or remove locale definitions. 

• Provide a special interface for restoring or adding languages to the system from separate media. 

AUTHOR 

geocustoms was developed by HP. 

FILES: 

geocustoms creates a text file /var/adm/sw/lang. log. 

geocustoms creates, if necessary, and modifies /etc/dt/config/Xconfig and 
/etc/rc.config.d/LANG. 

geocustoms will read NLS files, as discussed in Native LanguageSupport above. 

SEE ALSO: 

locale(l), swinstall(lM), swlist(lM), swremove(lM), setlocale(3C). 

STANDARDS CONFORMANCE 

POSIX.2, UNIX95 (SPEC1170andXPG4). 
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NAME 

getext (vxfs) - get extent attributes 

SYNOPSIS 

/usr/sbin/getext [-F vxfs] [-V] [-f] [-s] file... 

DESCRIPTION 

The getext command displays extent attribute information associated with a set of files. 

Options 

-F vxfs Specifies the VxFS file system type. 

-V Echoes the completed command line, but performs noother action. The command line 

is generated by incorporating the user-specified options. This option allows the user 
to verify the command line. 

-f Do not print the filenames for which extent attributes are displayed. 

-s Do not print output for files that do not have fixed extent sizes or reservations. 

OUTPUT 

filel: Bsize 1024 Reserve 36 Extent Size 3 align noextend 

The above line indicates a file with 36 blocks of reservation, a fixed extent size of 3 blocks, all extents 
aligned to 3 block boundaries, and the file cannot be extended once the current reservation is exhausted. I n 
this case, the file system block size is 1024 bytes. Reservation and fixed extent sizes are allocated in units 
of the file system block size. 

NOTES 

Only the align and noextend allocation flags (set through setext(lM) or the VX_SETEXT iocti) 
are persistent attributes of the file and therefore visible via getext or the VX_GETEXT iocti. trim is 
also visible, although it isci eared and the reservation isreduced on thefinal close of the file. 

SEE ALSO 

setext(lM), vxfsio(7). 
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NAME 

getty - set terminal type, modes, speed, and linediscipline 

SYNOPSIS 

/usr/sbin/getty [-h] [-t timeout] line [speed [type [linedesc]]] 

/usr/sbin/getty -c file 

DESCRIPTION 

getty is a program that is invoked by init(lM). It is the second process in the series, (init-getty-login-shell) 
that ultimately connects a user with theHP-ux system. Initially, if /etc/issue exists, getty prints its 
contents to the user's terminal, followed by the login message field for the entry it is using from 
/etc/gettydefs. getty reads the user's login name and invokes the login(l) command with the user's 
name as argument. While reading the name, getty attempts to adapt the system to the speed and type of 
terminal being used. 

Configuration Options and Arguments 

getty recognizes thefollowingarguments: 

line Nameof a tty linein /dev to which getty is to attach itself, getty uses this string as the 

name of a file in the /dev directory to open for reading and writing. By default getty 
forces a hangup on the line by setting the speed to zero before setting the speed to the 
default or specified speed. However, when getty is run on a direct port, getty does not 
force a hangup on the line si nee the driver ignores changes to zero speed on ports open in 
di rect mode (see modem(7)). 

-h Tells getty not to force a hangup on the line before setting the speed to the default or 

specified speed. 

-t timeout getty exits if the open on the line succeeds and no one types anything within timeout 
seconds. 

speed A label to a speed and tty definition in the file /etc/gettydefs. This definition tells 
getty at what speed to initially run, what the login message should look like, what the ini¬ 
tial tty settings are, and what speed to try next should the user indicate that the speed is 
inappropriate (by typing a break character). The default speed isBOObaud. 

type A character string describing to getty what type of terminal is connected to the line in 

question, getty understandsthefollowingtypes: 

none default 

vt61 DEC vt61 

vtlOO DEC vtlOO 

hp45 Hewlett-Packard HP2645 

clOO Concept 100 

The default terminal is none; i.e., any ert or normal terminal unknown to the system. 
Also, for terminal type to have any meaning, the virtual terminal handlers must be com¬ 
piled into the operating system. They are available, but not compiled in the default con¬ 
dition. 

linedesc A character string describing which line discipline to use when communicating with the 
terminal. Hooks for line disciplines are available in the operating system, but there is 
only one presently available— the default linediscipline, ldisco. 

When given no optional arguments, getty sets the speed of the interface to 300 baud, specifies that raw 
mode is to be used (awaken on every character), that echo is to be suppressed, either parity allowed, new- 
line characters will be converted to carriage return-linefeed, and tab expansion performed on the standard 
output. It types the login message before reading the user's name a character at a time. If a null character 
(or framing error) is received, it is assumed to be the result of the user pushing the "break" key. This 
causes getty to attempt the next speed in the series. The series that getty tries is determined by what it 
finds in /etc/gettydefs. 

The user's name is terminated by a new-line or carriage-return character. The latter results in the system 
being set to treat carriage returns appropriately (see iocti (2)). 

The user's name is scanned to see if it contains any lowercase alphabetic characters: if not, and if the name 
is non-empty, the system is told to map any future uppercase characters into the corresponding lowercase 
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characters. 

getty also understands the "standard" ESS2 protocols for erasing, killing and aborting a line, and terminat¬ 
ing a line. If getty sees the ESS erase character, _, or kill character, $, or abort character, &, or the ESS 
line terminators, / or !, It arranges for this set of characters to be used for these functions. 

Finally, login Is called with the user's name as an argument. Additional arguments can be typed after the 
login name. These are passed to login, which places them In the environment (see login(1)). 

Check Option 

A check option Is provided. When getty Is Invoked with the -c option and file. It scans file as If scanning 
/etc/gettydefs and prints the results on the standard output. If there are any unrecognized modes 
or Improperly constructed entries, getty reports these. If the entries are correct, getty prints out the values 
of the various flags. See locti (2) for an Interpretation of values. Note that some values are added to the 
flags automatically. 

DEPENDENCIES 
HP 2334 Multi Mux: 

The modem control parameter mrts must be present In the /etc/gettydefs file when using getty In 
conjunction with an HP 2334 or HP 2335 MultIMux to ensure that the rts modem control signal Is asserted 
correctly. 

Example: 

9600#B9600HUPCL PARENB MRTS #B9600SANE PARENB I STRIP IXANY #ogin: #L9200 
MRTS Is not Intended for use with devices other than theHP2334 or HP2335 MultIMux. 

FILES 

/etc/gettydefs 

/etc/issue 

SEE ALSO 

ct(l), logln(l), Inlt(lM), locti(2), gettydefs(4), lnlttab(4), modem(7), termlo(7). 

BUGS 

While getty does understand simple single character quoting conventions. It Is not possible to quote the spe¬ 
cial control characters that getty uses to determine when the end of the line has been reached, which proto¬ 
col Is being used, and what the erase character Is. Therefore It Is not possibleto log In by means of getty 
and type a #, @ /, !, _, backspace, "U, "D, or & as part of your login name or arguments. They will 
always be Interpreted as having their special meaning as described above. 
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NAME 

getx25 - get x25 line 

SYNOPSIS 

/usr/sbin/getx25 line speed pad-type 

DESCRIPTION 

getx25 is functionally very similar to getty (see getty(lM)) but is used only for incoming lines that are 
connected to an X.25 PAD. It performs special functions such as setting up an initial PAD configuration. It 
also logs the number of the caller in /var/uucp/ . Log/LOGX25. The third parameter is the name of 
the PAD being used. HP 2334A is the only one supported at this time. A typical invocation would be: 

/usr/sbin/getx25 x25.1 2 HP2334A 


AUTHOR 

getx25 was developed by H P. 

SEE ALSO 

login(l), uucp(l), getty(lM). 
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NAME 

groupadd - add a new group to the system 

SYNOPSIS 

groupadd [-g gid [-o] ] group 

DESCRIPTION 

The groupadd command creates a new group on the system by adding the appropriate entry to the 
/etc/group fiie. The groupadd command expects the group argument, which is the name of the new 
group. The name consists of a string of printabie characters that may not inciude a coion (:) or newiine 
(\n). 

Options 

The groupadd command may be used with thefoiiowing options: 

-ggid Specifies the group ID for the new group, gid must be a non-negative decimal integer less 
than MAXUID as defined in the <parain.h> header file. By default the next available 
unique group ID in the valid range is allocated. Group ids in the range 0-99 are reserved. 

-o Allowthegid tobenon-uniquefi.e., a duplicate). 

NETWORKING FEATURES 

The groupadd command is aware of Nis user entries. Only local groups may be added with this com¬ 
mand. Attempts to add an NiS group will result in an error. NiS groups must be administered from theNiS 
server. If groupadd is used on a system whereNiS is installed, it may fail with theerror 

group X is not unique 

(return value9) if thegroup specified is not present in the local /etc/group file, but is an nis group (see 
group(4)). nis groups are also checked when verifying uniqueness of the new gid, which may result in the 
error 


GID # is not unique 

(return value4). 

RETURN VALUE 

The groupadd command exits with oneof thefollowingvalues: 

0 No error. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

4 gid is not unique (when -o is not used). 

9 group is not unique. 

10 Cannot modify the /etc/group file. 

11 /etc/passwd file or /etc/ptmp file busy. Another command may be modifying the 
/etc/passwd file. 

12 Unabletoopen /etc/ptmp file or /etc/passwd file is non-existent. 

EXAMPLES 

Add thegroup pro jectl to the /etc/group file, 
groupadd projectl 

Add thegroup pro jectl2 to the /etc/group file with the group ID 111 as long as no group currently 
exists with a group id of 111. 

groupadd -g 111 projectl2 

WARNINGS 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
deviced. If this locking fails after subsequent retrying, groupadd terminates. 

FILES 

/etc/group 

/etc/ptmp 
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SEE ALSO 

users(l), groupdel(lM), groupmod(lM), logins(lM), useradd(lM), userdel(lM), usermod(lM), group(4). 


STANDARDS CONFORMANCE 

groupadd: SVID3 
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NAME 

groupdel - delete a group from the system 

SYNOPSIS 

groupdel group 

DESCRIPTION 

The groupdel command deletes a group from the system by removing the appropriate entry from the 
/etc/group file. 

The groupdel command must be used with the group argument, group Is the name of the group to be 
deleted, consisting of a string of printable characters. 

NETWORKING FEATURES 

This command Is aware of Nis user entries. Only local groups may be deleted with groupdel. Attempts 
to delete an NiS group will result In an error. NiS groups must be administered from the NiS server. If 
groupdel Is used on a system whereNiS Is Installed, It may fall with theerror 

group X does not exist 

(return value6). If thegroup specified isan nis group (seegroup(4)). 

RETURN VALUE 

groupdel exits with oneof thefollowingvalues: 

0 No error. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

6 group does not exist. 

10 Cannot modify the /etc/group file. 

11 /etc/passwd file or /etc/ptmp file busy. Another command may be modifying the 
/etc/passwd file. 

12 Unabletoopen /etc/ptmp or /etc/passwd file Is non-existent. 

EXAMPLES 

Delete the group pro jectl from the /etc/group file If It exists: 
groupdel projectl 

WARNINGS 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
deviced. If this locking falls after subsequent retrying, groupdel terminates. 

FILES 

/etc/group 

/etc/ptmp 

SEE ALSO 

users(l), groupadd(lM), groupmod(lM), loglns(lM), useradd(lM), userdel(lM), usermod(lM), group(4). 

STANDARDS CONFORMANCE 

groupdel: SVID3 
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NAME 

groupmod - modify a group on the system 

SYNOPSIS 

groupmod [-g gid [-o] ] [-n name] group 

DESCRIPTION 

The groupmod command modifies a group on the system by aitering the appropriate entry in the 
/etc/group fiie. 

The groupmod command must be used with the group argument, which is the name of the group to be 
modified. 

Options 

The groupmod command may be used with thefoiiowing options: 

-g gid Change the vaiue of the group id to gid. gid must be a non-negative decimal integer less 
than MAXUID as defined in the <param.h> header file. 

-o Allowthegid tobenon-uniquefi.e., a duplicate). 

-n name Change the name of the group to name, name consists of a string of printable characters 
that may not includea colon (:) or newline(\ n). 

NETWORKING FEATURES 

Thiscommand isawareof Nis user entries. Only local groups may be modified with groupmod. Attempts 
to modify an Nis group will result in an error. NiS groups must be administered from the NiS server. If 
groupmod is used on a system whereNiS is installed, it may fail with theerror 

group X does not exist 

(return value 6) if the group specified is an nis group (see group(4)). However, nis groups are checked 
when verifying uniqueness of the new gid or new group name, which may result in the above error, or the 
error 


GID # is not unique 

(return value4). 

RETURN VALUES 

groupmod exits with oneof thefollowingvalues: 

0 No error. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

4 gid is not unique (when -o is not used). 

6 group does not exist. 

9 group is not unique. 

10 Cannot modify the /etc/group file. 

11 /etc/passwd file or /etc/ptmp file busy. Another command may be modifying the 
/etc/passwd file. 

12 Unabletoopen /etc/ptmp file or the /etc/passwd file is non-existent. 

EXAMPLES 

Change the group ID of the group pro ject2 to 111 in the file /etc/group if the group project2 
exists. This is done even if the group ID 111 is already in use. 

groupmod -g 111 -o project2 

Change the name of pro ject2 toproject22 in the file /etc/group if the group pro ject22 does 
not already exist. 

groupmod -n project22 project2 

WARNINGS 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
deviced. If this locking fails after subsequent retrying, groupmod terminates. 
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FILES 

/etc/group 

/etc/ptmp 


SEE ALSO 

users(l), groupadd(lM), groupdel(lM), logins(lM), useradd(lM), userdel(lM), usermod(lM), group(4). 


STANDARDS CONFORMANCE 

groupmod: SVID3 
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NAME 

hc6ts_to_named - translate hcst table to name server file format 

SYNOPSIS 

hosts_to_nameci -d domain -n network-number [options] 

DESCRIPTION 

hosts_to_named translates the host table, /etc/hosts , Into files that are usable by the name server 
named(lM). The format of these files Is defined in RFC1035. The files arecreated In thecurrent directory. 
Once the host table Is translated, the name server files can be maintained directly, or the translation can be 
repeated after each change to the host table. 

If a line In the host table contains no domain names, all names on the line are assumed to be In the default 
domain. The first domain listed is the "default domain". If data Is being created for more than 1 domain or 
If certain options are used, there must be domain names In the host table to determine which names belong 
In which domain. 

The name server data Is referred to as "resource records". 

Options are: 

-a network-number 

Add the Information about hosts In the local domain from network network-number. 
This Is the same as the -n option except that no pointer (PTR) data Is created. This Is 
useful when there are multiple domains on a network and a different server Is han¬ 
dling the address-to-name mapping for network-number. 

-bbootflle N amethe boot file bootfile. Thedefaultls named.boot In thecurrent directory. 

-c subdomain Create alias (CNAME) records for hosts In subdomain of the default domain. When a 
subdomain Is delegated. It Is useful to create aliases for the old names In the default 
domain that point to the new names In the subdomain. After creating the alias 
(CNAME) records. Ignore lines In the host table that contain names In the subdomain. 
This option can be used more than once on the command line. This option requires 
domain names In the host table. When the old names In this domain are no longer 
used, they can be Ignored with the -e option. If the subdomain name does not have 
dots, the default domain Isappended to subdomain. 

-d domain Create data for domain. Thisoptlon can be used more than once on thecommand line 
If data Is being created for more than 1 domain. The first domain listed is the "default 
domain". This option requires domain names In the host table for all hosts In domains 
except the default domain. 

-e subdomain Eliminate lines from the host table that contain names In the subdomain before 
translating. If the subdomain name does not have dots, the default domain Is 
appended. Thisoptlon may be used more than once on thecommand line. Thisoptlon 
requires domain names In the host table. 

-f file Read command line options from file. The-f option Is not allowed within a file. 

-h host Declare host to be the host In the start of authority (SOA) record that the name server 

data was created on. Also use host for the electronic mall address of the responsible 
user In the SOA record. The default Is the host this command Is run on. 

-m weight:mallhub 

For each canonical hostname from the host table, create mall exchanger (MX) records 
with the specified weight and mail hub. The weight Is a positive Integer. The mall 
hubisa hostname. If the mall hub name has no dots, the default domain Isappended. 
Thisoptlon can be used more than once on thecommand line. 

-n network-number[:mask] 

Create data for network-number. See below for description of network-number. If 
only one domain Is listed with -d, all data for network-number Is assumed to be In 
domain. The optional subnet mask mask can be used Instead of supplying each 
network-number for a subnet using multiple -n options, mask must be In dot nota¬ 
tion. 

-o refresh:retry:expire:min 

Set the values In the start-of-authorlty (SOA) record to those specified. See below for 
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description of thestart-of-authority (SOA) record. 

-p domain Create oniy pointer (PTR) data for hosts in domain. This is usefui when there are 
muitipie domains on a network and a different server is responsibie for domain, but 
this server is responsibie for the address-to-name mapping. This option can be used 
more than once on the command iine. This option requires domain names in the host 
tabie. 

-q Runquietiy. No messages are printed. 

-r Create name server data indicating that the name server is authoritative for . (the 

root of the domain tree). The fiie created is db. root. Use this oniy when your net¬ 
work is isoiated from the I nternet. If other root servers exist for the isoiated network, 
they must be added manuaiiy. 

-s server Create name server (NS) records that deciare server is an authoritative name server 
for aii of the domains created. If more than 1 server is authoritative, each needs to be 
deciared. If the server name does not have any dots in it, the defauit domain is 
appended. The defauit server isthehostthisscript isrun on. Thisoption can be used 
more than once on the command iine. 

-t Create text (TXT) records from the comments that appear with host data. The com¬ 

ments wiii aii be in iower case because the host tabie is transiated to iower case. If 
[no smtp] appears in a comment, it is omitted. The [no smtp] isusedtocon- 
troi maii exchanger (MX) data. 

-u user Deciare user to be the eiectronic maii address of the person responsibie for this 

domain. This is used in the start of authority (SOA) record. The format required in 
the name server data is user . host (host must be a domain name). If given as user, 
the host on which this script is run is appended. If given as usercghost, the (giis 
repiaced with a dot (.). The defauit user is root. 

-w Create weii known services (WKS) data deciaring that the host provides the SMTP 

service. This is done oniy when maii exchanger (MX) data is aiso being created and 
oniy for hosts without [no smtp] in a comment. 

-z internet-address 

Create a secondary boot fiie, boot. sec. save, from the primary boot fiie iisting 
internet-address as the server to ioad the data from. The boot fiie has the server back 
up the data on disk. The internet-address defauits to the vaiue used with -Z. This 
option can be used more than once. 

-A Do not create name server data for aiiases in the host tabie. 


-C fiie 


-F 


-H host-fiie 

-M 

-N mask 


-S server 


Create resource records from strings in the comment fieid of the host tabie. Each 
string in the comment fieid (except [no smtp] ) is searched for in fiie. Theformat 
of fiie is a string, a coion, and a resource record. If the string in the comment fieid 
matches the string before the coion in fiie, a resource record is added consisting of the 
name of the host foiiowed by everything after the coion from the matching iine in fiie. 
For exampie, host information (FlINFO) records can be created by adding 360: IN 
HINFO hp9000s360 hp-ux to fiieand adding 360 to comments in the host tabie. 

Do not create name server data for domain names in the host tabie. 

By defauit, the seriai number is incremented for a domain oniy if the data has 
changed (pointer (PTR) data oniy). This option forces the seriai number to be incre¬ 
mented, even if the data has not changed. 

Use host-fiie instead of /etc/hosts. 

Do not create maii exchanger (MX) records for hosts in the host tabie. 

Appiy the defauit subnet mask mask to each network-number specified with -n 
except for ones with their subnet masks aiready provided, mask must be in dot nota¬ 
tion. This is the same as suppiying each network-number for a subnet using muitipie 
-n options. 

This option is the same as the -s option, but it oniy appiies to the iast domain 
specified with -d or the iast network-number specified with -n. This option is for 
when server is backing up some, but not aii, of thedomains. 
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-Z internet-address 

Create a secondary boot file, boot.sec, from the primary boot file listing internet- 
address as the server to load the data from. The boot file does not have the server 
back up the data on disk. The internet-address defaults to value used with -z. This 
option can be used more than once. 

-1 This option is obsolete. 

hosts_to_named translates the host table to lower case to help eliminate duplicate data. Since the 
name server treats uppercase and lowercase as equivalent, names that differ only in case are considered 
the same. 

Alias (CNAME) records are created for subdomains delegated with -c. Lines from the host tablethat con¬ 
tain names in subdomains from -c and -e are removed from the lowercase copy of the host table. 

The host table is then used to create the name server data for each network-number declared on the com¬ 
mand line. Do not include the trailing O's in the network number. No distinction is made between cl ass A, 
B, or C addresses nor is there any understanding of subnets unless a subnet mask is supplied. Example 
network numbers are: 10 (for all addresses of the form 10.*.*.*), 10.1 (for addresses of the form 10.1.*.*), 
or 10.2.2 (for addresses of the form 10.2.2.*). 

Address (A) records are created for mapping hostnames to IP addresses. Alias (CNAME) records are 
created for aliases of hosts that are not multi-homed. The data are placed in a file named db. DOMAIN 
where DOMAI N is the first part of the domain from the command line. For the domain div. inc. com, 
the file is named db.div. All other name server data goes in this file except the pointer (PTR) records 
described below. 

Pointer (PTR) records are created for mapping IP addresses to host names. PTR records are placed in a file 
named db.NET where NET is the network number from thecommand line. Network 10 data is placed in 
db. 10. Network 10.1 data are placed in "db.10.1". 

Mail exchanger (MX) records are created uni ess the -M option is used. The default MX record has a weight 
of 10 with the host itself as its mail exchanger. No default MX record is created for a host if [no smtp] is 
in the comment section of that line in the host table. MX records for each mail hub declared with the -m 
option are added for each host even if [no smtp] is in thecomment section. 

Well known services (WKS) records are created for each host that handles SMTP mail (does not have [no 
smtp] ) if-w isused. The only service listed isSMTP. 

Text (TXT) records are created for comments associated with hosts in the host table if -t is used. The com¬ 
ments do not include [no smtp]. 

For each domain, a start of authority (SOA) record is created. The SOA record requires 2 domain names: 
the host that the data is created on and the electronic mail address of the person responsible. The -h and 
-u options influence the names. I n addition, the SOA record requires 5 values: a serial number, a refresh 
time, a retry time, an expire time, and a minimum ttl (time to live). The first time the data is created, the 
serial number is set to 1, the refresh time is set to 3 hours, the retry time is set to 1 hour, the expire time is 
set to 1 week, and the minimum ttl is set to 1 day. The -o option changes these values except for the 
serial number. Each subsequent time hosts_to_named is run, the serial number is incremented. If 
any of the other fields in the SOA record are modified, the changed values are retained. 

If there are files named spcl. DOMAIN or spcl . NET in the current directory, $INCLUDE directives 
are added to the corresponding db.DOMAINor db. NET filefor the spcl file. I n this way, special data 
can be added to the data generated by hosts_to_named. 

The first time hosts_to_named is run, it creates a default boot file for a primary name server. Each 
subsequent time hosts_to_named is run, the boot file is updated if necessary. New entries are made in 
the boot file for any additional networks or domains not already in the boot file. No entries are deleted 
from the boot file. 

The boot filefor a caching-only server, boot. cacheonly, is created if it does not exist. The boot files for 
secondary servers, boot. sec. save and boot. sec, are created if the -z or -Z options are used. The 
boot files for secondary servers are created new each time from the primary server boot file so that they are 
equivalent. 

EXAMPLES 

Create name server data for networks 15.19.8 and 15.19.9 in div.inc.com. 
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hosts_to_nameci -d div.inc.com -n 15.19.8 -n 15.19.9 

Create name server data for networks 15.19.8 and 15.19.9 in div.inc.com. Ignore aliases in the host 
table and include 2 mail hubs - aaa. div. inc. com and bbb .mkt. inc. comk. Put all of the options 
in a file. 

hosts_to_named -f option_file 
Option_file containsthefollowinglines: 

-d div.inc.com 
-n 15.19.8 -n 15.19.9 
-m 20:aaa 

-m 30:bbb.mkt.inc.com 
-A 

Network 15.19.15 has hosts in the xx. inc.com domain and the div. inc. com domain. Create name 
server data for xx.inc.com. Create only pointer (PTR) data for hosts in div.inc.com on network 
15.19.15 (this requires the hosts in div.inc.com to have the canonical name or an alias of the form 
X . div. inc. com). 

hosts_to_named -d xx.inc.com -n 15.19.15 -p div.inc.com 

Createnameserverdatafornetworkl5.19.8indiv.inc.com. Include div.inc.com data from net¬ 
work 15.19.15 but do not create pointer (PTR) data for 15.19.15 since that is being handled by the 
XX . inc. com server. 

hosts_to_named -d div.inc.com -n 15.19.8 -a 15.19.15 


AUTHOR 

hosts_to_named was developed by H P. 

FILES 

/etc/hosts 
named.boot 
boot.cacheonly 
boot.sec.save 
boot.sec 
db.127.0.0 
db.cache 
db.root 
db.DOMAIN 
db.DOMAIN. in -addr 
db.NET 

SEE ALSO 

named(lM), RFC1034, RFC1035 


The host table 
Primary server boot file 
Caching only server boot file 
Secondary server boot file 
Secondary server boot file 
Pointer information for 127.0.0.1 
Stubcachefilefor root server addresses 
Data for servers for the root domain 
Address and other data for a domain 
Pointer data for all network-numbers 
Pointer data for a network-number 
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NAME 

hpux- HP-UX bootstrap 


SYNOPSIS 

hpux [-F] [-Im] [-a[c|R|s|D] de/icefile] [-fnumber] [-istring] [boot] [de/icefile] 

hpux 11 [de/icefile] (same as hpux Is -aFln) 

hpux Is [-aFiln] [des/icefile] 

hpux set autofile de/icefile string 

hpux show autofile [de/icefile] 

hpux —V 

hpux restore de/icefile (Series 700 only; see DEPENDENCIES.) 


DESCRIPTION 

hpux is the HP-UX specific secondary system loader (SSL) utility for bootstrap (see isl (IM) for the initial 
system loader). It supports the operations summarized below, as shown in the SYNOPSIS and detailed 
laterinthisDESCRIPTION. 


Loads an object file from an HP-UX file system or raw device and transfers 
control totheloaded image. (Note, theboot operation isposition dependent). 

Lists the contents of HP-UX directories in a format similar to Is -aFln. 
(See ls(l): is only works on a local disk with a HFS filesystem). 

Lists the contents of HP-UX directories. (See ls(l): Is only works on a local 
disk with a HFS filesystem). 

Displays the contents of the autoexecute file. 

Changes the contents of the autoexecute file to that specified by string. 
Displaysthereleaseand version numbers of the hpux utility. 

Recovers the system from a properly formatted bootable tape. (Series 700 
specific: see DEPENDENCIES.) 

hpux commands can be given interactively from the keyboard, or provided in an isl autoexecute file. 

hpux is limited to operations on the interface initialized by pdc(lM). I n most cases, operations are limited 
to the boot device interface. 


boot 

11 

Is 

show autofile 
set autofile 

—V 

restore 


Notation 

hpux accepts numbers (numeric constants) in many of its options. Numbers follow the C language nota¬ 
tion for decimal, octal, and hexadecimal constants. A leading 0 (zero) implies octal and a leading Ox or OX 
implies hexadecimal. For example, 037, OxlF, OXlf, and 31 all represent the same number, decimal 31. 

hpux boot, 11, Is, set autofile, show autofile, and restore operations accept devicefile 
specifications, which havethefollowingformat: 

manager (w/x.y.z; n)filename 

The de/icefiles specification is comprised of a device name and a file name. The device name 
(manager (w/x .y .z; n) ), consists of a generic name of an I/O system manager (device or interface driver) 
such as disc, a hardware path to the device, and minor number. The manager name can be omitted 
entirely if the default is used, w/x.y.z is the physical hardware path to the device, identifying bus con¬ 
verters, slot numbers, and hardware addresses. For Series 700 machines, there are a set of mnemonics 
that can be used instead of the hardware paths. The n is the minor number that controls manager- 
dependent functionality. The file name part, filename, is a standard HP-UX path name. Some hpux 
operations have defaults for particular components. A devicefile specification containing a device part only 
specifies a raw device. A devicefile specification containing a file name implies that the device contains an 
HP-UX filesystem, and that the filename resides in that filesystem. 

A typical boot devicefilespecification is 

disc(2/4.0.0;0)/stand/vmunix 

The manager is disc, the hardware path to the disk device is 2/4.0.0, the minor number shown as 0 
by default, and the /stand/vmunix is the filename for the boot device. 

hpux now supports a consolidated list of managers: disc, tape, and Ian. The manager disc manages 
all CS/80 disks connected via HP-IB (formerly discO): CS/80 disks connected via the HP27111 interface 
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(formerly disc2): CS/80 disks connected via NIO HP-IB (formerly disci); all disks connected via SCSI, 
(formerly disc3), and all autochanger disk devices (formerly disc30). The manager Ian manages 
remote boot through the HP28652A NIO based LAN interface (formerly lanl). Remote boot is currently 
supported on this card only and not on any CIO-based LAN card. The manager tape manages the 
HP7974, HP7978, and H P 7980 tape drives via H P-l B (formerly tapel) and tape drives via SCSI (form¬ 
erly tape2). 

The hardware path in a des/icefile specification is a string of numbers, each suffixed by slash, (/), followed 
by a string of numbers separated by dots (.), each number identifying a hardware component notated 
sequentially from the bus address to the device address. A hardware component suffixed by a slash indi¬ 
cates a bus converter and may not be necessary on your machine. For example, in w/x.y.z w is the 
address of the bus converter, x is the address of the MID-BUS module, y is the CIO slot number, and z is 
the FI P-l B address or FI P 27111 bus address. 

The minor number, n, in a des/icefilespecification controls driver-dependent functionality. (See the manual. 
Configuring FIP-UX for Peripherals, for minor-number bit assignments of specific drivers). 

File names are standard FIP-UX path names. No preceding slash (/) is necessary and specifying one will 
not cause problems. 

Defaults 

Default values chosen by hpux to complete a command are obtained through a sequence of steps. First, 
any components of the command specified explicitly are used. If the command is not complete, hpux 
attempts to construct defaults from information maintained by pdc (see pdc(lM)). If sufficient information 
to complete the command is unavailable, the autoexecute file is searched. If the search fails, any 
remaining unresolved components of the command are satisfied by hard-coded defaults. 

There is no hard-coded default choice for a manager; if none can be chosen, hpux reports an error. 

When the hardware path to the boot device is not specified, hpux defaults to information maintained by 
pdc. The hardware path element has no hard-coded default. 

If the minor number element is not supplied, hpux takes its default from the autoexecute file. Failing 
that, the hard-coded default of 0 is used. 

For the boot command, a devicefile specification without a file name indicates that the boot device does 
not contain an FIP-UX file system, hpux interprets this as a NULL (instead of missing) file name and does 
not search for a default. If the entire devicefile specification is missing, hpux searches for a default; either 
the autoexecute file contents or the hard-coded default is chosen. 

There are two possible hard-coded default devicefile specifications. One hard-coded default devicefile 
specification is /vmunix. The other hard-coded default devicefilespecification is /stand/vmunix. 

If you have a LVM system where the boot volume and the root volume are on different logical volumes, the 
kernel would be /vmunix. This is because the boot volume will be mounted under/stand when the sys¬ 
tem is up. 

For all other configurations, the kernel would be /stand/vmunix. 

The search order for the hard-coded defaults is /stand/vmunix and then /vmunix. 

boot Operation 

The boot operation loads an object file from an FIP-UX file system or raw device as specified by the 
optional devicefile. It then transfers control to the loaded image. 

Any missing components in a specified devicefile are supplied with a default. For example, a devicefile of 
vmunix.new would actually yield: 

disc(8.0.0;0)vmunix.new 

and a devicefile of (8.0.1) /stand/vmunix, for booting from the disk at FI P-l B address 1, would yield 
disc(8.0.1;0)/stand/vmunix 

Regardless of how incomplete the specified devicefile may be, boot announces the complete de/icefile 
specification used to find the object file. Along with this information, boot gives the sizes of the TEXT, 
DATA, andBSS, segments and the entry offset of the loaded image, before transferring control toit. 
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The boot operation accepts several options. Note that boot options must be specifled positionally as 
shown in the syntax statement in theSYNOPSIS. Options for theboot operations are as follows: 

-a [C IRI S ID] devicefile Accept a new location (as specified by devicefile) and pass it to the loaded 
image. If that image is an HP-UX kernel, the kernel will erase its 
predefined I/O configuration, and configure in the specified devicefile. If 
thee, R, S, or D option is specified, the kernel configures the devicefile as 
the console, root, swap, or dump device, respectively. Note that -a 
can be repeated multipletimes. 

Use the number and pass it as the flags word to the loaded image. 

Set the initial run-le/el for init (see init(lM)) when booting the system. 
The run-level specified will override any run-le/el specified in an initde- 
fault entry in /etc/inittab (see inittab(4)). 

Boot the system in LVM maintenance mode, configure only the root 
volume, and then initiatesingleuser mode. 

Use with SwitchOver/UX software. Ignore any locks on the boot disk. 
The -F option should be used only when it is known that the processor 
holding the lock is no longer running. (If this option is not specified and a 
disk is locked by another processor, the kernel will not boot from it, to 
avoid the corruption that would result if the other processor were still 
using the disk). 

boot places some restrictions on object files it can load. It accepts only the HP-UX magic numbers EXEC- 
MAGIC (0407), SHAREMAGIC (0410), and DEMANDMAGIC (0413). Seemagic(4). The object file must con¬ 
tain an Auxiliary Header of the HPUX_AUX_ID type and it must be the first Auxiliary Header (see 
a.out(4)). 

II and Is Operations 

Then and Is operationslistthecontentsoftheHP-UX directory specified by the optional devicefile. The 
output is similar to that of Is -aFl command, except the date information is not printed. 

The default devicefile is generated just as for boot, defaulting to the current directory. 

set autofile Operation 

The set autofile operation overwrites the contents of the autoexecute file, autofile, with the 
string specified (see autoexecute in the EXAMPLES section). 

show autofile Operation 

The show autofile operation displays the contents of the autoexecute file, autofile (see autoex¬ 
ecute in the EXAMPLES section). 

DIAGNOSTICS 

If an error is encountered, hpux prints diagnostic messages to indicate the cause of the error. These mes¬ 
sages fall into the General, Boot, Copy, Configuration, and System Call categories. System Call error mes¬ 
sages are described in errno(2). The remaining messages are listed below. 

General 

bad minor niunber in devicefile spec 

The minor number in the devicefile specification is not recognized. 

bad path in devicefile spec 

The hardware path in thedevicefilespecification isnot recognized. 

command too complex for parsing 

The command line contains too many arguments. 

no path in devicefile spec 

Thedevicefilespecification requires (but does not contain) a hardware path component. 

panic (in hpuxboot) : (display== number, flags==number) string 

A severe internal hpux error has occurred. Report to your nearest HP Field Representative. 


-fnumber 

-istring 

-Im 

-F 
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Boot 

bad magic 

The specified object file does not have a recognizable magic number. 

bad number in flags spec 

The flags specification inthe-f option isnot recognized. 

Exec failed: Cannot find /stand/vmunix or /vmunix. 

Neither /stand/vmunix or /vmunix could be found. 

booting from raw character device 

I n booting from a raw device, the manager specified only has a character interface, which might cause 
problems if the block size is incorrect. 

isl not present, please hit system RESET button to continue 

An unsuccessful boot operation has overlaid isl in memory. It is impossible to return control to 
isl. 

short read 

The specified object file is internally inconsistent: it is not long enough. 

would overlay 

Loading the specified object file would overlay hpux. 

Configuration 

cannot add path, error number 

An unknown error has occurred in adding the hardware path to the I/O tree. The internal error 
number is given. Contact your HP Field Representative. 

driver does not exist 

The manager specified is not configured into hpux. 

driver is not a logical device manager 

The manager named is not that of a logical device manager and cannot be used for direct I/O opera¬ 
tions. 

error rewinding device 

An error was encountered attempting to rewind a device. 

error skipping file 

An error was encountered attempt! ng to forward-space a tape device. 

negative skip count 

The skip count, if specified, must be greater than or equal to zero. 

no major number 

The specified manager has no entry in the block or character device switch tables. 

path incompatible with another path 

Multi pie incompatible hardware paths have been specified. 

path long 

The hardware path specified contains too many components for the specified manager. 

path short 

The hardware path specified contains too few components for thespecified manager. 

table full 

Too many devices have been specified to hpux. 
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EXAMPLES 

As a preface to the examples which follow, here Isa brief overview of HP-UX system boot-up sequences. 

Automatic Boot 

Automatic boot processes on various HP-UX systems follow similar general sequences. When power is 
applied to the HP-UX system processor, or the system Reset button is pressed, processor-dependent code 
(firmware) is executed to verify hardware and general system integrity (see pdc(lM)). After checking the 
hardware, pdc gives the user the option to override the autoboot sequence by pressing the Esc key. At 
that point, a message resembling thefollowing usually appears on theconsole. 

(c) Copyright. Hewlett-Packard Company. 1994. 

All rights reserved. 

PDC ROM rev. 130.0 

32 MB of memory configured and tested. 

Selecting a system to boot. 

To stop selection process, press and hold the ESCAPE key... 

If no keyboard activity is detected, pdc commences the autoboot sequence by loading isl (see isl (IM)) 
and transferring control to it. Since an autoboot sequence is occurring, isl finds and executes the 
autoexecute file which, on an HP-UX system, requests that hpux be run with appropriate arguments. 
Messages similar to thefollowing aredisplayed by isl on theconsole: 

Booting from: scsi.6 HP 2213A 
Hard booted. 

ISL Revision A.00.09 March 27, 1990 

ISL booting hpux boot disk(;0)/stand/vmunix 

hpux, the secondary system loader, then announces the operation it is performing, in this case boot, the 
de/icefilefrom which the load image comes, and the TEXT size, DATA size, BSS size, and start address of 
theload image, as shown below, before control is passed to the image. 

Booting disk(scsi.6;0)/stand/vmunix 
966616-H397312-H409688 start 0x6c50 

The loaded image then displays numerous configuration and status messages. 

I nteractive Boot 

To use hpux interactively, isl must be brought up in interactive mode by pressing the Esc key during 
theinterval allowed by pdc. pdc then searches for and displays all bootable devices and presents a set of 
boot options. If the appropriate option is chosen, pdc loads isl and isl interactively prompts for com¬ 
mands. Information similar to thefollowingisdisplayed: 

Selection process stopped. 

Searching for Potential Boot Devices. 

To terminate search, press and hold the ESCAPE key. 

Device Selection Device Path Device Type 


PO scsi.6.0 QUANTUM PD210S 

PI scsi.1.0 HP 2213A 

p2 Ian.ffffff-ffffff.f.f hpfoobar 

b) Boot from specified device 
s) Search for bootable devices 
a) Enter Boot Administration mode 
x) Exit and continue boot sequence 

Select from menu: b pO isl 

Trying scsi.6.0 
Boot path initialized. 

Attempting to load IPL. 

Hard booted. 

ISL Revision A.00.2G Mar 27, 1994 
ISL> 
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Although all of the operations and options of hpux can be used from isl Interactively, they can also be 
executed from an autoexecute file. I n the examples below, user Input Is the remainder of the line after 
each ISL> prompt shown. The remainder of each example Is text displayed by the system. Before going 
over specific examples of the various options and operations of hpux, here Is an outline of the steps taken 
In the automatic boot process. Although the hardware configuration and boot paths shown are for a single 
Series 800 machine, the user Interfaces are consistent across all models. When the system Reset button Is 
depressed, pdc executes self-test, and assuming the hardware tests pass, pdc announces Itself, sends a 
BELL character to the controlling terminal, and gives the user 10 seconds to override the autoboot 
sequence by entering any character. Text resembling the foil owing Is displayed on the console: 

Processor Dependent Code (PDC) revision 1.2 

Duplex Console 10 Dependent Code (lODC) revision 3 

Console path = 56.0.0.0.0.0.0 (dec) 

38.0.0.0.0.0.0 (hex) 

Primary boot path = 44.3.0.0.0.0.0 (dec) 

2c.00000003.0.0.0.0.0 (hex) 

Alternate boot path = 52.0.0.0.0.0.0 (dec) 

34.0.0.0.0.0.0 (hex) 

32 MB of memory configured and tested. 

Autosearch for boot path enabled 

To override, press any key within 10 seconds. 

If no keyboard character Is pressed within 10 seconds, pdc commences the autoboot sequence by load¬ 
ing isl and transferring control to It. Because an autoboot sequence Is occurring, isl merely 
announces Itself, finds and executes the autoexecute file which, on an HP-UX system, requests that 
hpux be run with appropriate arguments. The following Is displayed on theconsole. 

10 seconds expired. 

Proceeding with autoboot. 

Trying Primary Boot Path 


Booting... 

Boot 10 Dependent Code (lODC) revision 2 
HARD Booted. 

ISL Revision A.00.2G Mar 20, 1994 
ISL booting hpux 

hpux then announces the operation It Is performing. In this case boot, the devicefilefrom which the load 
Image comes, and the TEXT size, DATA size, BSS size, and start address of the load Image. The following 
Is displayed before control Is passed to the Image. 

Boot 

: disc3(44.3.0;0)/stand/vmunix 
3288076 + 323584 + 405312 start 0xllf3e8 

Finally, the loaded Image displays numerous configuration and status messages, then proceeds to init 
run-level 2 for multiuser mode of operation. 
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isl must be brought up in interactive mode to use the operations and options of hpux. To do this, simpiy 
enter a character during the 10 second intervai aiiowed by pdc. pdc then asks if the primary boot path is 
acceptabie. Answering yes (Y) is usuaiiy appropriate, pdc then ioads isl and isl interactively prompts 
for commands. The following lines show the boot prompt, the Y response, subsequent boot messages, and 
finally the I nitial System Loader (ISL) prompt that are sent to the display terminal: 

Boot from primary boot path (Y or N) ?> y 
Interact with IPL (Y or N) ?> y 

Booting... 

Boot 10 Dependent Code (lODC) revision 2 
HARD Booted. 

ISL Revision A.00.2G Mar 20, 1994 
ISL> 

Although all of the operations and options of hpux can be used from isl interactively, they can also be 
executed from an autoexecute file. I n the examples below, all user input follows the ISL> prompt on 
the same line. Subsequent text is resultant messages from the ISL. 

Default Boot 

Entering hpux initiates the default boot sequence. The boot path read from pdc is 8.0.0, the manager 
associated with the device at that path is disc, the minor number, in this case derived from the autoex¬ 
ecute file, is 4 specifying section 4 of the disk, and the object file name is /stand/vmunix. 

ISL> hpux 

Boot 

: disc3(44.3.0;0)/stand/vmunix 
3288076 + 323584 + 405312 start 0xllf3e8 

Booting Another Kernel 

I n this example, hpux initiates a boot operation where the name of the object file is vmunix.new. 

ISL> hpux vmunix.new 
Boot 

: disc3(44.3.0;0)/stand/vmunix.new 
3288076 + 323584 + 405312 start 0xllf3e8 

Booting From Another Section 

In this example (shown for backward compatibility), a kernel is booted from another section of the root 
disk. For example, suppose kernel development takes place under /mnt/azure/root .port which 
happens to reside in its own section, section 3 of the root disk. By specifying a minor number of 3 in the 
above example, the object file sys . azure/S800/vmunix is loaded from /mnt/azure/root .port. 

ISL> hpux (;3)sys.azure/S800/vmunix 

Boot 

: disc(8.0.0;0x3)sys.azure/S800/vmunix 
966616+397312+409688 start 0x6c50 

Booting From Another Disk 

Only the hardware path and file name are specified in this example. All other values are boot defaults. 
The object filecomes from thefilesystem on another disk. 

ISL> hpux (52.5.0.0)/stand/vmunix 

Boot 

: disc(52.5.0.0)/stand/vmunix 
966616+397312+409688 start 0x6c50 

Booting From LAN 

This example shows how to boot a cluster client from the LAN. Though this example specifies a des/icefile, 
you can also use default boot, as shown in a previous example. For a boot operation other than default 
boot, the file name must be specified and can be no longer than 11 characters. Booting to isl from a local 
disk then requesting an image to be loaded from the LAN is not supported. 
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ISL> hpux Ian(32)/stand/vmunix 
Boot 

: Ian (32;0x0)/stand/vmunix 
966616+397312+409688 start 0x6c50 

Booting To Single User Mode 

I n this example, the -i option is used to make the system come up in run-le/el s, for single user mode of 
operation. 

ISL> hpux -is 

Boot 

: disc(8.0.0;0x0)/stand/vmunix 
966616+397312+409688 start 0x6c50 

(Kernel Startup Messages Omitted) 

INIT: Overriding default level with level 's' 

INIT: SINGLE USER MODE 
WARNING: YOU ARE SUPERUSER !! 

# 

Booting With A Modified I/O Configuration 

Here, a tape driver is configured in at CIO slot 2, HP-1 B address 0. Regardless of what was present in the 
kernel's original I/O configuration, the driver tape is now configured at that hardware path. Similarly, 
muxO is configured in at CIO slot 1 which is to be the console. The only other devices configured are the 
console and root device, which boot derived from pdc. 

ISL> hpux -aC mux0(8.1) -a tape(8.2.0) 

Boot 

: disc(8.0.0;0x0)/stand/vmunix 
: Adding muxO(8.1;0x0)... 

: Adding tape(8.2.0;0x0)... 

966616+397312+409688 start 0x6c50 
Beginning I/O System Configuration. 
cio_ca0 address = 8 
hpibO address = 0 

discO lu = 0 address = 0 

muxO lu = 0 address = 1 
hpibO address = 2 

tapel lu = 0 address = 0 

I/O System Configuration complete. 

(Additional Kernel Startup Messages Omitted) 

Booting From A Raw Device 

This example shows booting from a raw device (that is, a device containing no file system). Note that no 
file name is specified in the devicefile. The device is an HP 7974 tape drive, and therefore tape is the 
manager used. The tape drive is at CIO slot 2, HP-1 B address 3. The first file on the tape will be skipped. 
The minor number specifies a tape density of 1600 BPI with no rewind on close. Depending on the minor 
number, tape requires thetape be written with 512 or 1024 byte blocks. 

ISL> hpux tape(8.2.3;OxaOOOO) 

Boot 

: tape (8.2.3;OxaOOOO) 

966616+397312+409688 start 0x6c50 

DisplayingThe Autoexecute File 

I n this example, show autofile is used to print the contents of the autoexecute file residing in the 
boot LI F, on the device from which hpux was booted. Optionally, a devicefile can be specified in order to 
read the autoexecute filefromtheboot LIF of another boot device. 

ISL> hpux show autofile 
Show autofile 
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: AUTO file contains (hpux) 

ChangingThe Autoexecute File 

This example shows how to change the contents of the autoexecute file. Once done, the system can be 
reset, and the new command will be used during any unattended boot. 

ISL> hpux set autofile "hpux /stand/vmunix.std" 

Set autofile 

: disk(2/0/1.3.0.0.0.0.0;0) 

: AUTO file now contains "(hpux /stand/vmunix.std)" 

Listing Directory Contents 

The contents of the directory (/stand) on the root disk are listed. The format shows the file protections, 
number of links, user id, group id, and sizein bytes for each filein thedirectory. There are three available 
kernels to boot: vmunix, vmunix.test, and vmunix.prev. Listing the files over the LAN is not 
supported. 

ISL> hpux 11 /stand 
Ls 


: disk(2/0/l, 
dr-xr-xr-x 

.3.0.0. 
3 2 

. 0.0.0;0)/stand 

2 

1024 

./ 

drwxr-xr—X 

17 0 

0 

1024 

. ./ 

~rw-r—r— 

1 0 

3 

191 

bootconf 

drwxr-xr—X 

2 0 

0 

1024 

build/ 

-rw-r—r— 

1 0 

0 

632 

ioconfig 

-rw-r—r— 

1 0 

3 

82 

kernrel 

-r—r—r— 

1 0 

3 

426 

system 

-rw-r—r— 

1 0 

3 

437 

system.prev 

—rwxr-xr—X 

1 0 

3 

7771408 

vmunix* 

—rwxr-xr—X 

1 0 

3 

7771408 

vmunix.prev* 

Getting The Version 

The-v option is used to get the version numbers of hpux. 




ISL> hpux -V 

Release: 10.00 
Release Version: 

@(#) X10.20.B HP-UX() #1: Dec 4 1995 16:55:08 

DEPENDENCIES 
Series 700 Only 

The restore operation is provided as a recovery mechanism in the event that a disk becomes totally cor¬ 
rupted. It copies data from a properly formatted bootable tape to disk. When this tape contains a backup 
imageof the disk, the entire disk is restored. Tocreatea properly formatted tape (DDS ONLY), the follow¬ 
ing commands should be executed: 

dd if=/usr/lib/uxbootlf of=/dev/rmt/0inn bs=2k 
dd if=/dev/rdsk/lss of=/dev/rmt/0m bs=64k 

The first dd puts a boot area on the tape, making it a bootable image (see dd(l)). Once the boot image is 
on tape, the tape is not rewound. The next dd appends an image of the disk to the tape. The entire pro¬ 
cess takes about one hour for a 660 MB HP 2213 disk. To avoid later problems with fsck after the disk is 
restored, bring the system to single user mode and type sync a few times before doing the second dd (see 
fsck(lM)). Once created, thetapecan be used to completely restore the disk: 

1. I nsert the tape i nto the tape drive. 

2. Instruct the machine to boot to ISL from the tape. This is usually done by specifying scsi . 3 as 
the boot path. 

3. Enter thefollowing in response to the ISL prompt: 

ISL> hpux restore disk(scsi.1;0) 

This restores the disk image from the tape to the actual disk at scsi .1. Any existing data on the disk 
will be lost. This command destroys the contents of the device specified by de/icefile. The restoration 
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process takes about one hour for a 660 M B drive. 

NOTE: There is a 2 GB iimit on the amount of data that can be restored. The tape and disk must be on 
the boot device interface. 

Aiso, this command may be repiaced in the future by superior instaiiation and recovery mechanisms. At 
that time, this command wiii be removed. 

SEE ALSO 

boot(lM), fsck(lM), init(lM), isi(lM), pdc(lM), errno(2), a.out(4), inittab(4), magic(4). 
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NAME 

i4admin - administer LicensePower/iFOR iicensing 

SYNOPSIS 

i4admin [-Standard-X-Arguments] 

i4admin -a [-n server-name] [-f fiiename] [-v "'vendor-name' [vendor-id vendor-password]" 

-p "'product-name' 'product-version' iicense-password ['iicense-annotation']"] 

i4admin -d [-n server-name] -v vendor-name -p product-name -t timestamp 

i4admin -1 s| v| p [-i] [-n "server-name..."] [-V "'vendor-name'..."] [-p "'product-name'..."] 

[-U "user-name..."] 

i4admin -s [-n "server-name..."] [-v "'vendor-name'..."] [-p "'product-name'..."] [-u "user- 
name.."] 

i4admin -r i| 2| 3| 4| 5 [-e i| 234567] [-b Start-date] [-g end-date] [-n "server-name..."] 

[-V "'vendor-name'..."] [-p "'product-name'..."] [-u "user-name.."] 

i4admin -x before-date -n "server-name..." 
i4admin -h 

DESCRIPTION 

The LicensePower/iFOR Administration tooi, i4admin, compietely manages the LicensePower/iFOR 
iicensing system. Thetooi can perform thefoiiowingtasks: 

• Perform basic iicenseadministration (e.g., adding and deieting iicenses). 

• Construct a singie iogicai view of the iicense system from which current summary iicense usage and 
current detaiied iicense usage reports can degenerated. 

• Generate detaiied iicense event and iicense usage reports from iogged server data. 

The i4admin tooi has a Graphicai User Interface (GUI) and a Command Line Interface (CLI). If 
i4admin is invoked with non-X arguments, the CLI version is started, otherwise the GUI version is 
started. 

A printabieon-iineadministration guide is aisoavaiiabie. (SeetheFILES section beiow.) 

CLI Actions 

The CL I is invoked with one of thefoiiowing actions, and one or more action modifiers. 

-a Add a product iicense to a specified iicense server. There are two ways to add a iicense to a iicense 
server. 

If the license information has been provided in the form of a license certificate (a flat file describing 
the license), the license certificate can be added by specifying the server-name and the license 
certificate filename. If the server name is omitted, the license is added to the license server running 
on the local machine. 

If the license information has not been provided in a license certificate, the parameters must be 
entered individually. All three vendor parameters are not always required. If the vendor for the pro¬ 
duct is already installed on the server, only the vendor-name must be specified, otherwise the vendor- 
name, vendor-id and vendor-password must be specified. 

-d Delete a product license. To delete a compound password, or a use-once license, the license must have 
expired. If the server name is omitted, the license is deleted from the license server running on the 
local machine. The license timestamp must be specified to differentiate between licenses for the same 
product (same Vendor ID, Product ID, and Product version), which are installed on the same server. 
The license timestamp can be found using thelist product details command: 

i4admin -Ip -i -p product-name 

-1 List installed license information. The command is qualified by the list type flag, s| v| p, to list 
servers, vendors, or products respectively. 

The vendor list can be limited to specific servers by entering one or more server-names. If more than 
one server-name is entered, thelist must be enclosed in doublequotes. 
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By default the product list contains a summary of product information. Detailed product information 
can be queried by specifying the -i parameter. The product list can be filtered by server, vendor, and 
user. If more than one vendor-name is entered, the list of vendor-names must be enclosed in double 
quotes. Any vendor-name which contains white space must also be enclosed in singlequotes. 

Specify one or more user-names to limit the product list to products currently in use by the those 
users. 

-s Generate a status report containing detailed current license usage. For each product, the report 
includes the number of licenses in use, the user of the product and when license was acquired. By 
default the status report isgenerated based on all active license servers in the cell. The scope of the 
report can delimited by specifying server-names, vendor-names, product-names, or user-names. 

-r Generates reports which are based on license events logged by the license server. The command will 
generate one of five reports specified by the report-type flag (i| 2| 3| 4| 5). 

1 Reports server log events. This command is further qualified by the event-flag which is 
described below. 

2 For each product lists the number of requests for licenses, the number of licenses granted, and 
the percent of rejected requests. 

3 Lists the same information as 2 but breaks out a separate entry for each user. 

4 For each product, lists the maximum concurrent nodes, maximum concurrent users, and average 
time in use. 

5 For each product, lists the number of times each user invoked the product and the average time 
the product was i n use. 

-X before-date 

Delete all log entries on the servers specified by server-names which are timestamped on or before 
before-date 

-h Display a synopsisof command-lineoptions 

CLI Action Modifiers 

-b Start-date 

Specify the start date for generating log reports. By default the start dateisj an. 1 1970. 

-e 0 /ent-type 

Specify an event filter for the standard event report (-ri). By default all events are listed. 

1 All events (default) 

2 License related events (Iicense request, Iicense release, etc.) 

3 Vendor messages 

4 License database modifications (I icense added, I icense deleted, etc.) 

5 Error events (Iicense request failed, vendor not found, etc.) 

6 Server start/stop 

7 Fatal error events (server out of memory, server file IO error, etc). 

Error events 2-7 can be combined, e.g., -e357 to list vendor messages, error events, and fatal error 
events. 

-f filename 

Specifies filename for adding a I icense certificate. 

-g end-date 

Specify theend date for generating log reports. By defauittheend date is current day. 

-i I nclude licensedetails (start date, end-date, multi-use rules, timestamp, etc.) when listing products. 

-n "server-name..." 

Specify a server when performing administrative actions (adding a license, deleting a license, cleaning 
the log file), or limit the scope of a listing, status report or event report to a particular server, or 
servers. If more than one server-name is specified to limit the scope of a listing or report, the entire 
argument must be enclosed in doublequotes. 
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-p "'product-name' 'product-version' license-password ['license-annotation']" 

Specify a product when adding a license (-a) which is not defined in a license certificate. The entire 
argument must be enclosed in double quotes. If the product-name, product-version, or license- 
annotation contains white space theargument must be enclosed in singlequotes. 

-p "'product-name'..." 

Specify a product, or products to limit the scope of a product listing (-ip), a status report (-s), or a 
event report (-r). If multiple product-names are specified, the entire argument must be enclosed in 
double quotes. If any product-name contains white space it must be enclosed in single quotes to 
differentiate the argument from multiplesingle-word product names. 

-u "user-name.." 

Limit the scope of a status report, or event report to a specific user, or users. If more than one user is 
specified, the entire argument must be enclosed in double quotes. 

-V "'vendor-name' [vendor-id vendor-password]" 

Specify a vendor when adding a product license manually. If another product for this vendor has been 
installed on an active license server in this cell, only the vendor-name must be specified. If a product 
for this vendor has not been previously installed on an active server in this cell, the vendor-id and the 
vendor-password must also be specified. 

GUI Description 

The i4admin GUI provides an intuitive dialog based interface to manage all aspects of the 
LicensePower/iFOR licensing system. The main window is divided into four functional areas: 

• The menu bar contains pulldown menus which provide the interface to all administrative commands. 

• The toolbar provides direct access to frequently used commands. 

• All reports aredisplayed in thescrollingdisplayarea. 

• When performing a task, the tool displays its progress in the status line at the bottom of the main 
window. 

TheGUI tool can perform thefollowingtasks which will be described in detail in succeeding sections. 

• Basic licenseadministration which includes adding and deleting licenses. 

• Extensive report generation based on current license usage and logged license events. 

GUI Administrative Tasks 

The Administrative tasks are adding licenses, deleting licenses, and cleaning up stale licenses. There are 
two ways to add a license. If the license information has been provided in the form of a license certificate (a 
flat file describing the license), follow the first procedure. If the license information has been provided in 
any other form, fol low the second procedure. 

Adding a license from a license certificate 

1. Open the Add pulldown menu and select the License... menu item. 

2. Select theserver to add the licenseto from theServer drop-down listbox. 

3. Select the Read certificate... button. 

4. Enter the name of the license certificate in the Selection entry field. The Filter entry field and the 
Filter button can be used to limit the selection to a specific file or range of files. 

5. Select OK to accept the file selection and close the dialog. Verify that the Vendor name. Product 
name, and Product version appear correctly on the Add License panel. 

6. Select OK to add the licenseto the selected server and close the Add license dialog. 

Adding a license manually 

1. Open the Add pulldown menu and select the License... menu item. 

2. Select theserver to add the licenseto from theServer drop-down listbox. 

3. Select the E nter manually... button. 

4. Select the product's vendor from the drop down list of vendors which are displayed. If the product's 
vendor is not displayed, select the New vendor button to specify the vendor information. 
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5. Enter the Product name, Product version, License password, and optional License annotation (if pro¬ 
vided) in the fields. 

6. Select OK to accept the information and close the dialog. Verify that the Vendor name. Product name, 
and Product version appear correctly on the Add license dialog. 

Deleting a license 

1. Change to the Product details view. To change views select the desired view from the View pull¬ 
down menu. 

2. Select a license to delete. Note that selected items which can be acted on are distinguished from plain 
text by the highlight color of the selection. 

3. Select Delete license button from the Selected pulldown menu. The tool will ask for confirmation 
before deleting the license. Note that compound passwords, and use-once licenses cannot be deleted 
before their expiration date. 

Cleaning up stale licenses 

When a client application acquires a license from the license server, it also periodically checks back with 
the server to tell the server the application is still running. The interval between checks is referred to as 
the check-in period. The server does not automatically release licenses for applications which have missed 
their check-in period. However, if a client application attempts to acquire a license and none are available, 
the server will check all the outstanding licenses to make sure the respective clients have checked in. If a 
client has missed its check-in period, that client's license will be granted. The clean stale license command 
forces the server to iterate through the outstanding licenses, releasing the licenses which have not been 
checked. 

To clean up stale licenses for a product or products: 

1. Select one or more products from the Product summary view or the Product status view. Multiple 
entries can deselected by holding theShift or Control key down while selecting. 

2. Open the Selected menu and choose the Clean stale licenses menu item. 

GUI Usage and Installed License Reporting 

This set of reports are generated based on installed license details, and current usage information. The 
reports are generated based on a snapshot of the license system at a particular instant in time. Since the 
license system may be constantly changing, the information contained in these reports is only as current as 
the last snapshot. 

These reports contain information which is summed across the license system. The i4admin tool con¬ 
structs a single logical view of the license system from which these reports are generated. This logical view 
is referred to as a snapshot of the license system. There are three reports based on the snapshot. The 
reports are accessed via the View pulldown menu. 

• The product summary is a terse view of a product's installed licenses and current license usage. 
>From this view the administrator can quickly identify problem areas, i.e., a product has 10 licenses 
installed, and 10 are in use. 

• The product details view reports detailed installed product information, including the number of 
license installed, the start and expiration date of the licenses, and the server that the license is 
installed on. >From this view, the administrator can select deletea license. 

• The product status view generates a detailed current usage report which includes; the number of 
licenses installed, the number of licenses currently checked out, who is using the license from what 
node, and how long the user has had the license. 

By default these reports are based on all the installed products and licenses on all the servers contained in 
the current snapshot. The scope of any of these reports can be limited by applying one or more View 
Filters. The View filter allows the report to be scoped by server, vendor, product, or user. To change the 
View filter: 

1. Select Filter... from the View pulldown menu. 

2. From the View filter dialog select thetype of filter to apply. 

3. Select OK to close the individual filter selection dialog. Select OK to close the View filter dialog. 
The view will be immediately updated based on the new view when the View filter dialog is closed. 
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It is important to remember that these reports are oniy as current as the iast snapshot. The snapshot can 
be updated manuaiiyor automaticaiiy. 

To update the snapshot manuaiiy, select Refresh now from the Snapshot pulldown menu. The snapshot 
will be immediately updated, 

To update the snapshot automatically, open the Automatic refresh dialog from the Snapshot pulldown 
menu. Select the Automatic refresh radio button, and enter a refresh interval in minutes. 


GUI License Event Reporting 

These reports are generated by querying information directly from a server or servers. Si nee the amount of 
logged event information may be extensive it is impractical to create a local snapshot of all the log informa¬ 
tion to generate reports from. 

The reports can be filtered using the same View Filter as previously discussed. A log report can be scoped 
by server, vendor, product, or user. By default, the View filter dialogs allow the administrator to select 
from the servers, vendors, products, and users which are contained in the current snapshot. If the desired 
filter item is not contained in the current snapshot, the administrator can manually specify the name in an 
entry field on the filter dialog. 

There are five log reports which are summarized below. 

• License event log reports which reports logged server events without deriving additional information. 
There are seven categories of events which can be included in this reports. 

1. All events 

2. (default) License related events (license request, license release, etc.) 

3. Vendor messages 

4. License databasemodifications. 

5. Error events (licenserequest failed, vendor not found, etc.) 

6. Server start/stop 

7. Fatal error events (server out of memory, server file IO error, etc.) 

Note that error events 2-7 can be combined. 

• License requests by product. For each product lists the number of requests for licenses, the number of 
licenses granted, and the percent of rejected requests. 

• License requests by user. Lists the same information and the previous reports, but breaks out a 
separate entry for each user. 

• License use by product. For each product lists the maximum concurrent nodes, maximum concurrent 
users, and average ti me i n use. 

• License use by user. For each product, lists the number of times each user invoked the product and 
the average ti me the product was i n use. 

AUTHOR 

i4admin a product Of Isogon Corporation. 


FILES 

/opt/ifor/ls/conf/i4rpt.fmt 
/opt/ifor/ls/res/*.bmp 
/opt/ifor/ls/res/i4admin.pdl 
/opt/ifor/Is/doc/i4admin.pdf 

/opt/ifor/Is/doc/i4admin.ps 


Report templates 
Icon bitmaps 
Panel definitions 

LicensePower/iFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

LicensePower/iFOR Administrator's Guide (postscript format) 


SEE ALSO 

LicensePower/ IFOR Administrator's Guide, i4lmd(lM), i4start(lM), i4stop(lM), i4target(lM), i4tv(lM). 
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NAME 

i4lmd - starts the license server on a local node 

SYNOPSIS 

i41md [-s[ecure]] [-l[ognaine]] [-v[erbose]] [-z[debugging]] [-n[o] event_types] 
[-c[oldstart]] 

DESCRIPTION 

The i41md command starts a license server on the local node. There is no graphic interface for this com¬ 
mand, the shell script i4config is used to configure the license server. License servers should not be 
run manually. 

A printableon-lineadministration guide is also available. (SeetheFILES section below.) 

NOTE: Please refer to the release notes and i4config for information on how to automate the start-up 
of i41md on your specific platform. 

Options 

-s Secure mode. A LicensePower/iFOR license server running in secure mode will only permit 

modifications to its database from tools run locally (on the same node). Tools running on 
remote node are not permitted to modify the database. 

-1 log name Redirects license server log entries to a file and location other than the default 
(/opt/ifor/ls/conf/logdb*). The alternate log file specification (filename) must 
be fully qualified starting from the root directory (/). 

-V verbose The verbose flag should only be used by administrators the event of a server failure. This 
command allows the administrator to review license calls and activity from the client pro¬ 
grams. The-v option is used in conjunction with -z. 

-z debugging The debugging flag allows the administrator to review all rpc communication between the 
clients and the server. The-z option isused in conjunction with -v. 

-no Turns off logging of the events specified in event_list. Any combination of events is valid, 

but items in the list of events must not be separated by spaces or other characters. Follow¬ 
ing are the event types that you may specify: 

1 License-grant and license-release events. 

c License checkin events. (Licensed products usually check in with the license server at 
regular intervals while a user is using the product). 

w Waiting events: these include wait events (a user was waiting for a license), waitgrant 
events (a user was waiting for and then was granted a license), and waitremove 
events (a user was waiting for a license and then asked to be removed from the 
queues before a license was granted). 

V Vendor events: a vendor was added, renamed or deleted, 
p Product events: a product was added, renamed, or deleted, 
e E rror events. 

t License timeout events. (When a licensed product fails to check in with the license 
server, it may stop running after it "times out." The vendor of the product sets the 
timeout interval, which is how long a product may run after it has lost contact with 
the license server). 

m M essage events, 
s L i cense server start/stop events. 

-c This option will delete all transactions records from the database and subsequently that 

cache during server startup. 

EXAMPLES 

Start a license server; do not log checkin, vendor, product, timeout, or message events: 

i41mci -no cvptm 

Start a license server, deleting all transactions from the database: 
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i41mci -c 

Start a license server, overriding the default log file: 
i41md -1 / logs/license_serverJog 

AUTHOR 

i41md Isa product of Isogon Corporation. 

FILES 

/opt/ifor/ls/bin/i41md 
/opt/ifor/ls/bin/i4config 

/opt/ifor/ls/doc/i4admin .pdf LicensePower/iFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

/opt/ifor/ls/doc/i4admin .ps LicensePower/iFOR Administrator's Guide (postscript format) 

SEE ALSO 

LicensePower/ iFOR Administrator's Guide, i4admin(lM), i4start(lM), i4stop(lM), i4target(lM), i4tv(lM). 
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NAME 

i4start - LicensePower/iFOR server start tool 

SYNOPSIS 

i4start 

DESCRIPTION 

The i4start tool can be used to manually re-start a LIcensePower/IFOR license server that has been 
stopped (for Instance, with the i4stop tool). It will also start location brokers, If they are needed on the 
system. The settings of the tool are activated after the first Invocation of i4config. 

A printableon-llneadministratlon guide Is also available. (SeetheFILES section below.) 

EXAMPLES 

i4start 

FILES 

/opt/ifor/ls/bin/i4start 
/opt/ifor/ls/bin/i4config 

/opt/ifor/ls/cioc/i4admin .pdf LIcensePower/IFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

/opt/ifor/ls/doc/i4admin .ps LIcensePower/IFOR Administrator's Guide (postscript format) 

AUTHOR 

i4start Isa product of Isogon Corporation. 

SEE ALSO 

LIcensePower/ IFOR Administrator's Guide, l4admln(lM), l4lmd(lM), l4stop(lM), l4target(lM), l4tv(lM). 
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NAME 

i4stcp - LicensePower/iFOR server step tool 

SYNOPSIS 

i4stop 

DESCRIPTION 

The i4stop tool can be used to manually stop a LIcensePower/IFOR license server (and location brokers) 
If they are running on the system. Use this tool on the system that cental ns the active LIcensePower/l FOR 
license server that you want to stop. The tool Is located In /opt/ifor/ls/bin. 

A printableon-llneadministratlon guide Is also available. (SeetheFILES section below.) 

EXAMPLES 

i4stop 

FILES 

/opt/ifor/ls/bin/i4stop 

/opt/ifor/ls/cioc/i4admin .pdf LIcensePower/IFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

/opt/ifor/ls/doc/i4admin .ps LIcensePower/IFOR Administrator's Guide (postscript format) 

AUTHOR 

i4stop Isa product of Isogon Corporation. 

SEE ALSO 

LIcensePower/ IFOR Administrator's Guide, l4admln(lM), l4lmd(lM), l4start(lM), l4target(lM), l4tv(lM). 
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NAME 

i4target- returns the local LIcensePower/IFOR target Id 

SYNOPSIS 

i4target 

i4target [-c] [-C] [-h] [-H] [-o] [-0] [-q] [-Q] [-v] [-V] 

DESCRIPTION 

i4target Is used to And the target ID that can be used by LIcensePower/IFOR for locking licenses to a 
particular system. 

To create LIcensePower/IFOR licenses for an application, an application supplier will need the target ID of 
the machine where the LIcensePower/IFOR licenses will be Installed. The target ID tool (i4target) 
should be run on the machine where you want to Identify a LIcensePower/IFOR target ID. For server-based 
licensing, this will be the machine that Is executing the license server (i41md) where you plan to Install 
this application supplier's licenses. For nodelocked licensing, this will be the system where the application 
will be executing. 

The algorithm that Is used to Identify a LIcensePower/IFOR target ID may vary depending on operating 
system platform. 

For example: On an FIP-UX machine licenses managed by the i41md (concurrent and use once licenses), 
the LIcensePower/IFOR target ID Is derived from the link level address of the LAN card accessed by the 
device file /dev/i4target on the machine that Is running the i41md. If /dev/i4target does not 
exist and the super-user Is executing i4target, i4target will create /dev/i4target. On an FIP 
9000 Series 700 or 800, the device file will be for the lanO LAN card. This Is the same method used by the 
141 md for determining the LIcensePower/IFOR ID of the machineon which It Is executing. 

On FIP-UX, for LIcensePower/IFOR nodelocked licenses, theLIcensePower/IFOR ID Isderived from: 

• The LAN card accessed by /dev/i4target, or 

• The built In SPU 1D number, or 

• An MIL ID Module. 

A printableon-llneadministratlon guide Is also available. (SeetheFILES section below.) 

Options 

-c -C Change the permanent target ID value. 

-h -H Flelp. Display a list of options. 

-o -O Display operating system name. 

-q -Q DIsplaytarget ID In quiet mode(wlthout headers). 

-V -V Display a verbose list of the LIcensePower/IFOR target I Ds from each possible source. The 

list consist of the link level address of the Installed LAN cards. A super-user can then use 
the address to change to an alternate LAN card. This lets you change the 10 slot where a 
LAN card Is Installed without losing the use of LIcensePower/IFOR licenses locked to that 
LAN card. 


RETURN VALUE 

i4target always returns 0. 

DIAGNOSTICS 

Messages displayed during execution are self-explanatory. 

EXAMPLES 

To And the current local LIcensePower/IFOR target ID(s): 

i4target 

Examples for each of the options are shown below: 
i4target -c or i4target -C 

Current Permanent Target ID: 3e53d0 
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1. Target ID value: 3e53d0 

LAN card at logical unit 0 

There is only one choice for the new Permanent Target ID. 

Enter '1' to select it; enter any other character to abort: 1 

New Permanent Target ID: 3e53d0 

NOTE: i41md must be restarted for the new 
Permanent Target ID to take effect. 

i4target -h or i4target -H 
Usage: 

i4target [options] 
options are: 

-[vV] : verbose mode; detailed output 
-[qQ] : quiet mode; no headers in output 

-[cC] : change Permanent Target ID; 

-[hH] : displays this message 

-[oO] : displays os name 

i4target -o or i4target -O 
HP-UX 

i4target -q or i4target -Q 
3e53d0 

i4target -v or i4target -V 

Permanent Target ID: 3e53d0 

SPU Target ID: 70328251 

The Permanent Target ID is derived from a permanent hardware source 
on the system from which the i4target program is executed. 

This target ID may be used for all license types. 

The SPU ID is derived from a hardware identification number on the 
SPU. It is used as the Permanent Target ID when no higher-priority 
sources for Permanent Target ID (i.e., LAN cards) are present. 

AUTHOR 

i4target is a product of Isogon Corporation. 

FILES 

/opt/ifor/ls/bin/i4target 

/opt/ifor/ls/doc/i4admin .pdf LicensePower/iFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

/opt/ifor/ls/doc/i4admin .ps LicensePower/iFOR Administrator's Guide (postscript format) 

SEE ALSO 

LicensePower/iFOR Administrator's Guide, http://www.isogon.com for iatest information on i4target. 
i4admin(lM), i4imd(lM), i4start(lM), i4stop(lM), i4tv(lM). 
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NAME 

i4tv - verify that LicensePower/iFOR License Servers are working 

SYNOPSIS 

i4tv [-n hostname | -z | -v] [-h | -usage | -version] 

DESCRIPTION 

The i4tv tooi can be used after the iicense servers have been started to verify that that they are running 
properiy. The i4tv program resides in the /opt/ifor/ls/bin directory. A message describing a 
compieted iicense transaction and a iistof aii iicense servers wiii bedispiayed. Once a iicense server has 
been configured using i4config, the i4tv tooi is used to quickiy verify the status of the iicense server 

i41md. 

Options 

-n hostname The -n option is used to check that the specified machine is running a iicense server. It 
returns 0 if the hostname is running i41md and it returns 1 if the hostname is not run¬ 
ning i41md. 

-z The-z option turns on RPC tracing messages, which can be used to diagnose probiems. 

-V Dispi ays progress messages during theiicenserequest operation. 

-h Dispi ays command usage information (same as -usage). 

-usage Dispi ays command usage information (sameas-h). 

-version Dispi ays command version information. 

If you can run i4tv successfully but are still having a problem with a licensed product, the problem is 
probably with the licenses, or possibly with the product itself: in this case, talk to the vendor of the licensed 
software product. 

If you can not run i4tv successfully or it takes more than 10 seconds to retrieve a license, verify that 
glbd and i41md are running. Use the utility lb_admin to clean the database. Answer YES to all data¬ 
base entries that do not respond. If you receive one of the error messages listed below, use the explanation 
of the error to fix the problem. Then try running i4tv again. 

If you can not run i4tv successfully and receive an error that's not listed below, it means there is a prob¬ 
lem with the software on which LicensePower/iFOR ARK is layered (for example, TCP), or a hardware 
problem. 

A printableon-lineadministration guide is also available. (SeetheFILES section below.) 

ERROR MESSAGES 

netls_no_svrs_found No license servers are running or someone has deleted the 

LicensePower/iFOR Test Vendor from the license servers. 

netls_license_not_found 

Someone has deleted the Test Vendor licenses that each server automati¬ 
cally installs the first time that it starts. This prohibits anyone from using 
the test and verification tool (i4tv). 

netls_not_authorizeci Someone has edited the user file to restrict the use of i4tv. 
netls_bad_timestamp System clocks have not been synchronized to within 12 hours. 

EXAMPLES 

Run the i4tv test and verification tool: 

i4tv 

i4TV Version 4.0 — LicensePower/iFOR Test and Verification Tool 
A product of Isogon Corporation 

Completed license transaction on node 3541b8 running LicensePower/iFOR 4.0 
Active LicensePower/iFOR Servers: 

hp_snake.gradient.com (HP-UX) running LicensePower/iFOR Version 3.0.0 

Check for the presence of the license server hplOBO: 
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i4tv -n hpl030 

A product of Isogon Corporation 
hplOSO running 

AUTHOR 

i4tv is a product of Isogon Corporation. 

FILES 

/opt/ifor/ls/bin/i4tv 

/opt/ifor/ls/doc/i4admin .pdf LicensePower/iFOR Administrator's Guide (Adobe Acrobat for¬ 
mat) 

/opt/ifor/ls/doc/i4admin .ps LicensePower/iFOR Administrator's Guide (postscript format) 

SEE ALSO 

LicensePower/ iFOR Administrator's Guide, i4admin(lM), i4imd(lM), i4start(lM), i4stop(lM), i4target(lM). 
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NAME 

identd - TCP/I P I DENT protocol server 

SYNOPSIS 

/usr/lbin/identd [-i| -w| -b] [-tseconds] [-uuid] [-ggid] [-pport] [-aaddress] [-ccharset] 

[-n] [- 0 ] [-e] [-1] [-V] [-m] [-N] [-d] [kernelfile [kmemfile]] 

DESCRIPTION 

identd is a server which implements theTCP/l P proposed standard I DENT user identification protocol as 

specified i n the RF C 1413 document. 

identd operates by looking up specific TCP/IP connections and returning the user name of the process 

owni ng the connection. 

Arguments 

-i The -i flag, which is the default mode, should be used when starting the daemon from inetd 

with the "nowait" option in the /etc/inetd. conf file. Use of this mode will make inetd 
start one identd daemon for each connection request. 

-w The-w flag should be used when starting the daemon from inetd with the "wait" option in the 
/etc/inetd. conf file. This is the preferred mode of operation since that will start a copy of 
identd at the first connection request and then identd will handle subsequent requests 
without having to do the niist lookup in the kernel file for every request as in the -i mode 
above. The identd daemon will run either forever, until a timeout, as specified by the -t flag, 
occurs. 

-b The -b flag can be used to make the daemon run in standalone mode without the assistance 
from inetd. This mode is the least preferred mode, and not supported by FIP, since a bug or 
any other fatal condition in the server will make it terminate and it will then have to be res¬ 
tarted manually. Other than that is has the same advantage as the-w mode in that it parses the 
niist only once. 

-tseconds 

The-tseconds option is used to specify the timeout limit. This is the number of seconds a server 
started with the -w flag will wait for new connections before terminating. The server is automat¬ 
ically restarted by inetd whenever a new connection is requested if it has terminated. A suit¬ 
able value for this is 120 (2 minutes), if used. It defaults to no timeout (ie, will wait forever, or 
until a fatal condition occurs in the server). 

-uuid The-uuid option is used to specify a user id number which the ident server should switch to 
after binding itself to theTCP/l P port if using the-b mode of operation. 

-ggid The-ggid option is used to specify a group id number which the ident server should switch to 
after binding itself to theTCP/l P port if using the-b mode of operation. 

-pport The -pport option is used to specify an alternative port number to bind to if using the -b mode 
of operation. It can be specified by name or by number. Defaults to the I DENT port (113). 

-aaddress 

The -aaddress option is used to specify the local address to bind the socket to if using the -b 
mode of operation. Can only be specified by IP address and not by domain name. Defaults to the 
INADDR ANY address which normally means all local addresses. 

-V The-V flag makes identd display the version number and theexit. 

-1 The-1 flag tells identd to use the System logging daemon syslogd for logging purposes. 

-o The -o flag tells identd to not reveal the operating system type it is run on and to instead 
always return "OTFIER". 

-e The -e flag tells identd to always return "UNKNOWN-ERROR" instead of the "NO-USER" or 
"INVALID-PORT" errors. 

-ccharset 

The-ccharset flags tells identd to add the optional (according to the I DENT protocol) charac¬ 
ter set designator to the reply generated. <charset> should be a valid character set as described 
in the MIME RFC in upper case characters. 
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-n The -n flags tells identd to always return user numbers instead of user names if you wish to 
keep the user names a secret. 

-N The-N flag makes identd check for a file .noident in each homedirectory for a user which 
the daemon is about to return the user name for. It that file exists then the daemon will give the 
error HIDDEN-USER instead of the normal USERID response. 

-m The -m flag makes identd use a mode of operation that will allow multiple requests to be pro¬ 
cessed per session. Each request is specified one per line and the responses will be returned one 
per line. The connection will not be closed until the connecting part closes it's end of the line. 
Please note that this mode violates the protocol specification as it currently stands. 

-d The -d flag enables some debugging code that normally should NOT be enabled since that 
breaks the protocol and may reveal information that should not be availableto outsiders. 

kernelfile kernelfiledefaultsto the normally running kernel file. 

kmemfile kmemfile defaults to the memory space of the normally running kernel. 

INSTALLATION 

identd is invoked either by the internet server (see inetd(lM)) for requests to connect to the I DENT port 
as indicated by the /etc/services file (see services(5)) when using the -w or -i modes of operation or 
started manually by using the -b mode of operation. 

EXAMPLES 

Si nee the server islocated in /usr/lbin/identd one can put either: 

ident stream tep wait bin /usr/lbin/identd identd -w -tl20 


or: 


ident stream tep nowait bin /usr/lbin/identd identd -i 
into the /etc/inetd. conf file. 

To start it using the unsupported -b mode of operation one can put a line like this into the 
/sbin/init. d/sendmail file under the 'start' section: 

/usr/lbin/identd -b -u2 -g2 

This will cause identd to be started as daemon whenever sendmail is running. It will run in the back¬ 
ground as user 2, group 2 (user 'bin', group 'bin'). 

SEE ALSO 

inetd.conf(4). 
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NAME 

ifconfig - configure network interface parameters 

SYNOPSIS 

ifconfig interface address_family [address [dest_address]] [parameters] 
ifconfig interface [address_family] 

DESCRIPTION 

The first form of the ifconfig command assigns an address to a network interface and/or configures net¬ 
work interface parameters, ifconfig must be used at boot time to define the network address of each 
interface present on a machine. It can also be used at other times to redefine an interface's address or 
other operati ng parameters. 

The second form of the command, without address_family, displays the current configuration for interface. 
If address_family is also specified, ifconfig reports only the details specific to that address family. 

Only a user with appropriate privileges can modify the configuration of a network interface. All users can 
run the second form of the command. 


Arguments 

ifconfig recognizesthefollowingarguments: 

address Either a host name present in the host name database (see hosts(4)), or a DARPA 

I nternet address expressed in I nternet standard dot notation (see inet(3N)). 

address_family Name of protocol on which naming scheme is based. An interface can receive 
transmissions in differing protocols, each of which may require separate naming 
schemes. Therefore, it is necessary to specify the address_family, which may affect 
interpretation of the remaining parameters on the command line. The only address 
family currently supported is inet (DARPA-I nternet family). 

dest_address Address of destination system. Consists of either a host name present in the host 
name database (see hosts(4)), or a DARPA Internet address expressed in Internet 
standard dot notation (see inet(3N)). 


i nterface 
parameters 


A string of theform nameunit, such as lanO. (See the I nterface Naming subsection 
given below.) 


One or more of thefollowing operating parameters: 

up Mark an interface "up". Enables interface after an ifconfig 

down. Occurs automatically when setting the address on an inter¬ 
face. Setting this flag has no effect if the hardware is "down". 

down Mark an interface "down". When an interface is marked "down", the 

system will not attempt to transmit messages through that interface. 

broadcast (I net only) Specify the address that represents broadcasts to the net¬ 
work. The default broadcast address is the address with a host part 
of all I's. 


metric n Set the routing metric of the interface to n. The default is 0. The 
routing metric is used by the routing protocol (see gated(IM)). 
Higher metrics have the effect of making a route less favorable; 
metrics are counted as additional hops to the destination network or 
host. 


netmask mask 

(I net only) Specify how much of the address to reserve for subdivid¬ 
ing networks into sub-networks or aggregating networks into super- 
nets. mask can be specified as a single hexadecimal number with a 
leading Ox, with a dot-notation Internet address, or with a pseudo¬ 
network name listed in the network table (see networks(4)). For sub¬ 
dividing networks into sub-networks, mask must include the network 
part of the local address, and the subnet part which is taken from the 
host field of the address, mask must contain I's in the bit positions 
in the 32-bit address that are to be used for the network and subnet 
parts, and O's in the host part. The I's in the mask must be 
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arp 


-arp 


plumb 


unplumb 


contiguous starting from the ieftmost bit position in the 32-bit fieid. 
mask must contain at ieast the standard network portion, and the 
subnet fieid must be contiguous with the network portion. The sub¬ 
net fieid must contain at ieast 2 bits. The subnet part after perform¬ 
ing a bit-wise AND operation between the address and the mask 
must not contain aii O's or aii I's. For aggregating networks into 
supernets, mask must oniy inciude a portion of the network part, 
mask must contain contiguous I's in the bit positions starting from 
the ieftmost bit of the 32-bit fieid. 

Enabie the user of the Address Resoiution Protocoi in mapping 
between network ievei addresses and iink ievei addresses (defauit). 
If an interface aiready had the Address Resoiution Protocoi disabied, 
the user must "unpiumb" the interface before it can be enabied for 
Address Resolution Protocoi. 

Disabiethe use of the Address Resoiution Protocoi. If an interface 
aiready had the Address Resoiution Protocoi enabied, the user must 
"unpiumb" the interface before it can be disabied for Address Resoiu¬ 
tion Protocoi. 

Setup the Streams piumbing needed for TCP/IP for a primary inter¬ 
face name. (See the Interface Naming subsection given beiow.). By 
defauit, the plumb operation is done automaticaiiy when an IP 
address is specified for an interface. 

Tear down the Streams piumbing for a primary interface name. (See 
the Interface Naming subsection given beiow.) Secondary interface 
does not require "piumbing" and it can be removed by assigning an IP 
address of O.O.O.O. 


I nterface Naming 

The interface name associated with a network card is composed of the name of the interface (e.g. Ian or 
snap ), the ppa number which identifies the card instance for this interface, and an optionai IP index 
number which aiiows the configuration of muitipielP addresses for an interface. For LAN cards, the inter¬ 
face name Ian wiii be used to designate Ethernet encapsuiation and snap for IEEE 802.3 encapsulation. 
The lanscan command can be used to display the interface name and ppa number of each interface that 
is associated with a network card (see lanscan(lM)). 

Multiplel P addresses assigned to the same interface may be in different subnets. An example of an inter¬ 
face name without an IP index number is lanO. An example of an interface name with a IP index number 
islanO:!. Note: specifying lanO : 0 is equivalent to lanO. 

Loopback I nterface 

The loopback interface (loO) is automatically configured when the system boots with the TCP/I P software. 
ThedefaultIP address and netmask of the loopback interfaceare 127.0.0.1 and 255.0.0.0, respectively. The 
user is not permitted to change the address of the primary loopback interface (loO : 0). 

Supernets 

A supernet is a collection of smaller networks. Supernetting is a technique of using the netmask to aggre¬ 
gate a collection of smaller networks into a supernet. 

This technique is particularly useful when the limit of 254 hosts per class C network is too restrictive. I n 
those situations a netmask containing only a portion of the network part may be applied to the hosts in 
these networks to form a supernet. This supernet netmask should be applied to those interfaces that con¬ 
nect to the supernet using the ifconfig command. For example, a host can configure its interface to connect 
to a class C supernet, 192.6, by configuring an IP address of 192.6.1.1 and a netmask of 255.255.0.0 to its 
i nterface. 

DIAGNOSTICS 

Messages indicate if the specified interface does not exist, the requested address is unknown, or the user is 
not privileged and tried to alter an interface's configuration. 
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AUTHOR 

ifconfig was developed by HP and the University of California, Berkeley. 

SEE ALSO 

netstat(l), lanscan(lM), hosts(4), routing(7). 
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NAME 

inetd -1 nternet services daemon 

SYNOPSIS 

/usr/sbin/inetd [-c] 

/usr/sbin/inetd [-k] 

/usr/sbin/inetd [-1] 

DESCRIPTION 

The inetd daemon is the Internet superserver, which invokes Internet server processes as needed. It 
must be running before other hosts can connect to the iocai host through ftp, rep, remsh, rlogin, and 
telnet. The inetd daemon aisosupports services based on the Remote Procedure Caii (RPC) protocoi 
(NFS), such as rwalld and rusersd. If RPC servers are started by inetd, theportmap server (see 
portmap(lM)) must be started before inetd. 

The inetd daemon is designed to invoke aii the I nternet servers as needed, thus reducing ioad on the sys¬ 
tem. It is normaiiy started at system boot time. Oniy one inetd can run at any given time. 

The inetd daemon starts servers for both stream and datagram type services. For stream services, 
inetd iistensfor connection requests on I nternet stream sockets. When a connection is requested for one 
of its sockets, inetd decides which service the socket wiii support, forks a process, invokes an appropriate 
server for the connection, and passes the connected socket to the server as stdin and stdout. Then 
inetd returns to iisteningfor connection requests. 

For datagram services, inetd waits for activity on Internet datagram sockets. When an incoming 
datagram is detected, inetd forks a process, invokes an appropriate server, and passes the socket to the 
server as stdin and stdout. Then inetd waits, ignoring activity on that datagram socket, untii the 
server exits. 

The inetd daemon is normaiiy started by the /sbin/init .d/inetd script, which is invoked during 
the boot-time initiaiization. Otherwise, inetd can be started oniy by the superuser. 

The Internet daemon and the servers it starts inherit the LANG and TZ environment variabies and the 
umask of the process that started inetd. If inetd is started by the superuser, it inherits the 
superuser's umask, and passes that umask to the servers it starts. 

When invoked, inetd reads /etc/inetd.conf and configures itseif to support whatever services are 
inciuded in that fiie (see inetd.conf(4)). The inetd daemon aiso performs a security check if the fiie 
/var/adm/inetd. sec exists (see inetd.sec(4)). If the Internet daemon refuses a connection for secu¬ 
rity reasons, the connection is shut down. Most RPC-based services, if their first connection is refused, 
attempt to connect four more times at 5-second intervais before timing out. I n such cases, inetd refuses 
the connection from the same service invocation five times. This is visibiein the system iog if inetd con¬ 
nection iogging and syslogd iogging for the daemon fadiity are both enabied (seesysiogd(lM)). 

The inetd daemon provides severai "triviai" services internaiiy by use of routines within itseif. The ser¬ 
vices are echo, discard, chargen (character generator), daytime (human readabietime), and time 
(machinereadabietime in the form of the number of seconds since midnight, J anuary 1, 1900). The inetd 
daemon provides both TCP- and UDP-based servers for each of these services. See inetd.conf(4) for instruc¬ 
tions on configuring internai servers. 

Options 

inetd recognizes thefoiiowing options. These options can be used oniy by a superuser. 

-c Reconfigure the Internet daemon; in other words, force the current inetd to reread 
/etc/inetd.conf. This option sends the signai SIGHUP to the Internet daemon that is 
currentiy running. Any configuration errors that occur during the reconfiguration are iogged to 
the syslogd daemon fadiity. 

-k Kiii the current inetd. This option sends the signai SIGTERM to the I nternet daemon that is 
currentiy running, causing it to exit gracefuiiy. This option is the preferred method of kiiiing 
inetd. 

-1 By defauit, inetd starts with connection iogging disabied. If no inetd is running, the -1 
option causes the inetd to start with connection iogging enabied. Otherwise the -1 option 
causes inetd to send the signai SIGQUIT to the inetd that is aiready running, which causes 
it totoggiethestateof connection iogging. 
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When connection logging is enabled, the I nternet daemon logs attempted connections to services. 
It also logs connection attempts which fail the security check. This information can be useful 
when trying to determine if someone is repeatedly trying to access your system from a particular 
remote system (in other words, trying to break into your system). Successful connection 
attempts are logged to the syslogd daemon facility at the info log level. Connection attempts 
failing the security check are logged at the notice log level, inetd also logs whether the con¬ 
nection logging has been enabled or disabled at the info log level. 

DIAGNOSTICS 

The foil owing diagnostics are returned by the I nternet daemon before it disconnects from the terminal. 

An inetd is already running 

An attempt was made to start an Internet daemon when one was already running. It is 
incorrect to call the I nternet daemon a second time without the-c, -k, or -1 option. 

There is no inetd running 

An attempt was made to reconfigure an Internet daemon when none was running. 

Inetd not found 

This message occurs if inetd is called with -c and another Internet daemon is running but 
cannot be reconfigured. This occurs if the original Internet daemon died without removing its 
semaphore. 

Next step: Use the inetd -k command to remove the semaphore left by the previous I nternet 
daemon: then restart the daemon. 

The following diagnostics are logged to the syslogd daemon facility. Unless otherwise indicated, mes¬ 
sages are logged attheerror log level. 

/etc/inetd.conf: Unusable configuration file 

The I nternet daemon is unableto access the configuration file /etc/inetd. conf . The error 
message preceding this one specifies the reason for thefailure. 

/etc/inetd. conf: line number: error 

There is an error on the specified line in /etc/inetd. conf. The line in the configuration file 
is skipped. This error does not stop the I nternet daemon from reading the rest of the file and 
configuring itself accordingly. 

Nect step: Fix the line with the error and reconfigure the Internet daemon by executing the 
inetd -c command. 

system_call : message 

system_call failed. See the corresponding manual entry for a description of system_call. The 
reason for the failure is explained in message. 

Cannot configure inetd 

None of the services/servers listed in the configuration file could be set up properly, due to 
configuration file errors. 

Too many services (max n) 

The number of active services listed in the configuration file exceeds the "hard" limit that can be 
supported by the system (seesetrlimit(2)). 

Nect step: Reduce the number of services listed in the configuration file, then reconfigure the 
Internet daemon by running the command inetd -c. 

file: \ found before end of line line 

file can be either inetd.conf or inetd.sec. If a backslash is not immediately followed by 
an end of line, it is ignored and the information up to the end of line is accepted. In this case, 
the next lineof thefile is not appended to the end of the current line. Unless all the information 
required is present on a single line, configuration file error messages are also output. This mes¬ 
sage is logged at the warning log level. 

servic^ protocol : Unknown service 
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The call to the library routine getservbyname (see getservent(3N)) failed. The service is not 
listed in /etc/services. 

Neict step: Include that service in /etc/services or eliminate the entry for the service in 
/etc/inetd.conf. 

servic^protocol : Server failing (looping), service terminated. 

When inetd tries to start 40 servers within 60 seconds for a datagram service, other than 
bootp, rpc, or t ftp, it assumes that the server isfailingto handlethe connection. Toavoid 
entering a potentially infinite loop, inetd issues this message, discards the packet requesting 
the socket connection, and refuses further connections for this service. After 10 minutes, inetd 
tries to reinstate the service, and once again accepts connections for the service. 

servic^protocol : socket: message 
servic^protocol : listen: message 
servi c^ protocol : getsockname: message 

Any one of thethree errors above makes the service unusable. For another host to communicate 
with the server host through this service, the Internet daemon needs to be reconfigured after 
any of these error messages. 

service^protocol : bind: message 

If this error occurs, the service is temporarily unusable. After 10 minutes, inetd tries again to 
make the service usable by binding to the I nternet socket for the service. 

servic^ protocol : Access denied to remote_host (address) 

The remote host failed to pass the security test for the indicated service. This information can be 
useful when trying to determine if someone is repeatedly trying to access your system from a 
particular remote system (in other words, trying to break into your system). This message is 
logged at the warning log level. 

servic^ protocol : Connection from remote_host (address) 

When connection logging is enabled, this message indicates a successful connection attempt to 
the specified service. This message is logged at the notice log level. 

servic^protocol : Added service, server executable 

Keeps track of the services added when reconfiguring the Internet daemon. This message is 
logged at the info log level. 

servi ce/ protocol : New I i st 

Lists the new user I Ds, servers or executables used for the service when reconfiguring the I nter¬ 
net daemon. This message is logged at the info log level. 

servic^ protocol : Deleted service 

Keeps track of the services deleted when reconfiguring the Internet daemon. This message is 
logged at the info log level. 

Security Fiie (inetd.sec) Errors 

The foil owing errors, prefixed by /var/adm/inetd. sec: , are related to the security file inetd. sec: 
Field contains other characters in addition to * for service 
For example, field 2 of the I nternet address 10.5* . 8.7 is incorrect. 

Missing low value in range for service 

For example, field 2 of the I nternet address 10. -5.8.7 is incorrect. 

Missing high value in range for service 

For example, field 2 of the I nternet address 10.5-. 8.7 is incorrect. 

High value in range is lower than low value for service 
For example, field 2 of the I nternet address 10.5-3.8.7 is incorrect, 
allow/deny field does not have a valid entry for service 
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The entry in the allow/deny held is not one of the keywords allow or deny. No security for 
this service is impiemented by inetd since the iine in the security fiie is ignored. This message 
is iogged at the warning iog ievei. 

RPC Related Errors for NFS Users 

These errors are specific to RPC-based servers: 

/etc/inetd.conf: line number: Missing program number 
/etc/inetd.conf: line number: Missing version number 

Error on the specified iine of /etc/inetd. conf . The program or version number for an RPC 
service is missing. This error does not stop the I nternet daemon from reading the rest of thefiie 
and configuring itseif accordingiy. However, the service corresponding to the error message wiii 
not be configured correctiy. 

Next step: Fix the iine with the error, then reconfigure the Internet daemon by executing the 
inetd -c command. 

/etc/inetd.conf: line number: Invalid program number 

Error on the specified iineof /etc/inetd. conf. The program number for an RPC serviceis 
not a number. This error does not stop the I nternet daemon from reading the rest of the fiie and 
configuring itseif accordingiy. However, the service corresponding to the error message wiii not 
be correctiy configured. 

Nect step: Fix the iine with the error, then reconfigure the Internet daemon by executing the 
inetd -c command. 


AUTHOR 

inetd was deveioped by HP and the University of Caiifornia, Berkeiey. 

NFS was deveioped by Sun M icrosystems, I nc. 

FILES 

/etc/inetd. conf List of I nternet server processes. 

/var/adm/inetd. sec Optionai security fiie. 

SEE ALSO 

umask(l), portmap(lM), sysiogd(lM), getservent(3N), inetd.conf(4), inetd.sec(4), protocois(4), services(4), 
environ(5). 
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NAME 

inetsvcs_sec - enable/disable secure internet services 

SYNOPSIS 

inetsvcs_sec [enable] disable] status] 

DESCRIPTION 

/usr/sbin/inetsvcs_sec is used to enableor disablesecure internet services (SIS) by updating inetsvcs.conf(4) 
with the appropriate entry. SIS provide network authentication when used in conjunction with HP DCE 
security services, the HP Praesidium/Security Server, or other software products that provide a Kerberos 
V5 Network Authentication Services environment. 

Options 

inetsvcs_sec recognizesthefollowingoptions: 

enable The secure internet services are enabled. The services now provide network authenti¬ 
cation through Kerberos V5. 

disable The secure internet services are disabled. The services now follow the traditional 
behavior of prompting for passwords. 

status This option displays the current authentication mechanism used ( i.e., whether Ker¬ 
beros authentication is enabled or not). 


SEE ALSO 

sis(5), inetsvcs.conf(4). 
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NAME 

infocmp - compare or print out terminfo descriptions 

SYNOPSIS 

infocmp [-d] [-C] [-n] [-1] [-L] [-C] [-r] [-u] [-s d| i| 1| c] [-v] [-V] [-1] 

[-W width] [-A directory] [-B directory] [termname... ] 

DESCRIPTION 

infocmp can be used to compare a binary terminfo entry with other terminfo entries, rewrite a ter¬ 
minfo description to take advantage of the use= terminfo fieid, or print out a terminfo description 
from the binary fiie (term) in a variety of formats. I n aii cases, the boolean fields will be printed first, fol¬ 
lowed by the numeric fields, followed by the string fields. 

Default Options 

If no options are specified and zero or one termnames are specified, the-l option will be assumed. If more 
than one termname is specified, the-d option will be assumed. 

Comparison Options [-d] [-c] [-n] 

infocmp compares the terminfo description of the first terminal termname with each of the descrip¬ 
tions given by the entries for the other terminal's termnames. If a capability is defined for only one of the 
terminals, the value returned will depend on the type of the capability: F for boolean variables, -1 for 
integer variables, and NULL for string variables. 

-d produces a list of each capability that is different between two entries. This option is useful to show 
the difference between two entries, created by different people, for the same or similar terminals. 

-c produces a list of each capability that is common between two entries. Capabilities that are not set 
are ignored. This option can be used as a quick check to see if the -u option is worth using. 

-n producesa list of each capability that isin neither entry. If no termnames are given, the environment 
variableTERM will be used for both of thetermnames. This can be used as a quick check to see if any¬ 
thing was left out of a description. 

Source Listing Options [-1] [-L] [-C] [-r] 

The-I, -L, and -C options will produce a source listing for each terminal named. 

-I usetheterminf names 

-L usethelongC variablenamelisted in <term.h> 

-C use the termcap names 

-r when using -C, put out all capabilities in termcap form 

If no termnames are given, the environment variableTERM will be used for the terminal name. 

The source produced by the -C option may be used directly as a termcap entry, but not all of the 
parameterized strings may be changed to th termcap format, infocmp will attempt to convert most of 
the parameterized information, but anything not converted will be plainly marked in the output and com¬ 
mented out. These should be edited by hand. 

All padding information for strings will be collected together and placed at the beginning of the string 
where termcap expects it. Mandatory padding (padding information with a trailing '/') will become 
optional. 

All termcap variables no longer supported by terminfo, but which are derivable from other ter¬ 
minfo variables, will be output. Not all terminfo capabilities will be translated: only those variables 
which were part of termcap will normally be output. Specifying the -r option will take off this restric¬ 
tion, allowing all capabilities to be output in termcap form. 

Note that because padding is collected to the beginning of the capability, not all capabilities are output. 
Mandatory padding is not supported. Because termcap strings are not as flexible, it is not always possi¬ 
ble to convert a terminfo string capability into an equivalent termcap format. A subsequent conver¬ 
sion of the termcap file back into terminfo format will not necessarily reproduce the original ter¬ 
minfo source. 

Some common terminfo parameter sequences, their termcap equivalents, and some terminal types 
which commonly have such sequences, are: 
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terminfo 

termcap 

Representative Terminals 

%pl%c 

% 

adm 

%pl%d 

%d 

hp, ANSI standard, vtlOO 

%pl%’x’%4%c 

%+x 

concept 

%i 

%i 

ANSI standard, VtlOO 

%pl%?%Wrf»%t%pl%y%4P/<< 

°/<«cy 

concept 

%p2 i s pri nted before %pl 

%r 

hp 


Use= Option [-u] 

-u produces a terminfo source description of the first terminai termname which is reiative to the 
sum of the descriptions given by the entries for the other terminais termnames. It does this by 
anaiyzing the differences between the first termname and the other termnames and producing a 
description with use= fieidsfor the other terminais. In this manner, it is possibieto retrofit gen¬ 
eric terminfo entries into a terminai's description. Or, if two simiiar terminais exist, but were 
coded at different times or by different peopie so that each description is a fuii description, using 
infocmp wiii show what can be done to change one description to be reiative to the other. 

A capabiiity wiii get printed with an at-sign ((g)) if it no ionger exists in the first termname, but one of the 
other termname entries contains a vaiue for it. A capabiiity's vaiue gets printed if the vaiue in the first 
termname is not found in any of the other termname entries, or if the first of the other termname entries 
that has this capabiiity gives a different vaiue for the capabiiity than that in the first termname. 

The order of the other termname entries is significant. Since theterminfo compiier tic does a ieft-to-right 
scan of the capabiiities, specifying two use= entries that contain differing entries for the same capabiiities 
wiii produce different resuits depending on the order that the entries are given in. infocmp wiii flag any 
such inconsistencies between theother termname entries as they are found. 

Aiternativeiy, specifying a capabiiity after a use= entry that contains that capabiiity wiii cause the second 
specification to be ignored. Using infocmp to recreate a description can be a usefui check to make sure 
that everything was specified correctiy in theoriginai source description. 

Another error that does not cause incorrect compiied flies, but wiii siow down thecompiiation time, is speci¬ 
fying extra use= fleids that are superfluous, infocmp wiii flag any other termname use= fleids that 
were not needed. 

Other Options [-s d| i| l| c] [-v] [-V] [-1] [-w width] 

-s sorts thefleids within each type according to the argument beiow: 

d ieave fleids in the order that they are stored in theterminfo database, 
i sort by terminfo name. 

1 sort by the iong C variabiename. 
c sort by the termcap name. 

If the -s option is not given, the fleids printed out wiii be sorted aiphabeticaiiy by the terminfo 
name within each type, except in the case of the -C or the -L options, which cause the sorting to be 
done by the termcap name or the iong C variabiename, respectiveiy. 

-V prints out tracing information on standard error as the program runs. 

-V prints out the version of the program in use on standard error and exit. 

-1 causes thefleids to be printed out one to a iine. Otherwise, the fleids wiii be printed severai to a iine 
to a maximum width of 60 characters. 

-w changes the output to width characters. 

Changing Databases [-A directory] [-B directory] 

The iocation of the compiied terminfo database is taken from the environment variabie TERMINFO. If 
the variable is not defined, or the terminal is not found in that location, the system terminfo database, 
usually in /usr/lib/terminfo, will be used. The options -A and -B may be used to override this 
location. The -A option will set TERMINFO for the first termname and the -B option will set TERMINFO 
for the other termnames. With this, it is possible to compare descriptions for a terminal with the same 
name located in two different databases. This is useful for comparing descriptions for the same terminal 
created by different people. 
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FILES 

/usr/lib/terminfo/?/* Compiled terminal description database. 

SEE ALSO 

curses_intro(3X), captoinfo(lM), terminfo(4), tic(lM). 
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NAME 

init- process control initialization 

SYNOPSIS 

/sbin/init [0|l|2|3|4|5|6|s|s|Q|q|a|b|c] 

DESCRIPTION 

The init daemon and command is a general process spawner. Its primary role is to create processes from 
a script stored in the file /etc/inittab (see inittab(4)). This file usually has init spawn a getty on 
each line where users can log in. It also controls autonomous processes required by any particular system. 

At boot time, init is started as a system daemon. 

While the system is running, a user-spawned init directs the actions of the boot init. It accepts a one- 
character argument and signals the boot init with the kill () system call to perform the appropriate 
action. 

The arguments have the foil owing effect: 

0-6 Placethesystem in oneoftherun levels 0 through 6. 

a |b I c Process the inittab entries that have the special "run level" a, b, or c, without changing 
the numeric run level. 

Qlq Re-examine the inittab entries without changing the run level. 

s|s Enter the single-user environment. When this level change occurs, the logical system con¬ 
sole /dev/syscon is changed to the terminal from which the command was executed. 

Boot init considers the system to be in a run level at any given time. A run level can be viewed as a 
software configuration of the system, where each configuration allows only a selected group of processes to 
exist. The processes spawned by boot init for each of these run levels are defined in the inittab file. 
Boot init can be in one of eight run levels, 0-6, and S or s. The run level is changed by having a 
privileged user run the init command. This user-spawned init sends appropriate signals to the boot 
init. 

Boot init is invoked inside the HP-UX system as the last step in the boot procedure. Boot init first 
performs any required machine-dependent initialization, such as setting the system context. Next, boot 
init looks for the inittab file to see if there is an entry of the type initdefault (see inittab(4)). If 
an initdefault entry is found, boot init uses the run level specified in that entry as the initial run 
level to enter. If this entry is not in inittab, or inittab is not found, boot init requests that the 
user enter a run level from the logical system console, /dev/syscon. If S or s is entered, boot init 
goes into the single-user level. This istheonly run level that does not require the existence of a properly 
formatted inittab file. If inittab does not exist, then by default the only legal run level that boot 
init can enter is the single-user level. 

In thesingle-user level, thelogical system console terminal /dev/syscon isopenedfor reading and writ¬ 
ing, and the command /usr/bin/su, /usr/bin/sh, or /sbin/sh is invoked immediately. To exit 
from thesingle-user run level, one of two options can deselected: 

• If theshell isterminated with an end-of-file, boot init reprompts for a new run level. 

• User init can signal boot init and force it to change the current system run level. 

When attempting to boot the system, some processes spawned by boot init may send display messages to 
the system console (depending on the contents of inittab). If messages are expected but do not appear 
during booting, it may be caused by the logical system console (/dev/syscon) being linked to a device 
that is not the physical system console (/dev/systty ). If this occurs, you can force boot init to relink 
/dev/syscon to /dev/systty by pressing the DEL (delete) key (ASCII 127) on the physical system 
console. 

When boot init prompts for the new run level, you can only enter one of the digits 0 through 6 or the 
letter S or s. If you enter S, boot init operates as previously described in single-user mode with the 
additional result that /dev/syscon is linked to the user's terminal line, thus making it the logical sys¬ 
tem console. A message is generated on the physical system console, /dev/systty, identifying the new 
logical system console. 

When boot init comes up initially, and whenever it switches out of single-user state to normal run states, 
it sets the states (see ioctl(2)) of the logical system console, /dev/syscon, to those modes saved in the 
file /etc/ioctl. syscon. This file is written by boot init whenever single-user mode is entered. If 
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this file does not exist when boot init wants to read it, a warning is printed and default settings are 
assumed. 

If 0 through 6 is entered, boot init enters the corresponding run level. Any other input is rejected and a 
new prompt is issued. If this is the first time boot init has entered a run level other than single-user, 
boot init first scans inittab for special entries of the type boot and bootwait . These entries are 
performed — provided that the run level entered matches that of the entry — before any normal processing 
of inittab takes place. I n this way, any special initialization of the operating system, such as mounting 
filesystems, can take place before users are allowed onto the system. The inittab file is scanned to find 
all entries that are to be processed for that run level. 

Run levels in HP-UX aredefined as follows: 

0 Shut down HP-UX. 

S I s Use for system administration (also known as "single-user state!'). When booting into run 
level S at powerup, the only access to the the system is through a shell spawned at the sys¬ 
tem console as the root user. The only processes running on the system will be kernel dae¬ 
mons started directly by the HP-UX kernel, daemon processes started from entries of type 
sysinit in /etc/inittab , the shell on the system console, and any processes started 
by the system administrator. Administration operations that require the system to be in a 
quiescent state (such as thefsck(lM) operation to repair a file system) should be run in this 
state. Transitioning into run level S from a higher run level does not terminate other sys¬ 
tem activity and does not result in a "single-user state!'; this operation should not be done. 

1 Start a subset of essential system processes. This state can also be used to perform system 
administration tasks. 

2 Start most system daemons and login processes. This state is often called the "multi-user 
state!'. Login processes either at local terminals or over the network are possible. 

3 Export filesystems and start other system processes. I n this state NFS filesystems are often 
exported, as may be required for an NFS server. 

4 Activate graphical presentation managers and start other system processes. 

5-6 Thesestatesareavailablefor user-defined operations. 

The default run level is usually run level 3or4, depending on the system configuration. 

When init transitions into a new run level 0-6, the master sequencer script rc is invoked, rc in turn 
invokes each of the start or kill scripts for each installed subsystem for each intervening run level. When 
transitioning to a higher run level start scripts are invoked, and when transitioning to a lower run level kill 
scripts are invoked. Seerc(lM). 

In a multiuser environment, the inittab file is usually set up so that boot init creates a process for 
each terminal on the system. 

For terminal processes, ultimately the shell terminates because of an end-of-file either typed explicitly or 
generated as the result of hanging up. When boot init receives a child death signal telling it that a pro¬ 
cess it spawned has died, it records thefact and the reason it died in /etc/utmp and /var/adm/wtmp, 
if they exist (see who(l)). A history of the processes spawned is kept in /var/adm/wtmp, if it exists. 

To spawn each process in the inittab file, boot init reads each entry and, for each entry that should be 
respawned, it forks a child process. After it has spawned all of the processes specified by the inittab 
file, boot init waits for one of its descendant processes to die, a powerfail signal, or until it is signaled by 
a user init to change the system's run level. When one of the above three conditions occurs, boot init 
re-examines the inittab file. New entries can be added to the inittab file at any time. However, 
boot init still waits for one of the above three conditions to occur. For an instantaneous response, use the 
init Q (or init q) command to wake up boot init to re-examine the inittab file without changing 
the run level. 

If boot init receives a powerfail signal (SIGPWR) and is not in single-user mode, it scans inittab for 
special powerfail entries. These entries are invoked (if the run levels permit) before any other process¬ 
ing takes place by boot init. I n this way, boot init can perform various cleanup and recording functions 
whenever the operating system experiences a power failure. Note, however, that although boot init 
receives SIGPWR immediately after a power failure, boot init cannot handle the signal until it resumes 
execution. Since execution order is based on scheduling priority, any eligible process with a higher priority 
executes before boot init can scan inittab and perform the specified functions. 
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When boot init is requested to change run levels via a user init, it sends the warning signal SIGTERM 
to all processes that are undefined in the target run level. Boot init waits 20 seconds before forcibly ter¬ 
minating these processes with the kill signal SIGKILL. Note that boot init assumes that all these 
processes (and their descendants) remain in the same process group that boot init originally created for 
them. If any process changes its process group affiliation with either setpgrp () or setpgrp2 () (see 
setsid(2) and setpgid(2)), it will not receive these signals. (Common examples of such processes are the 
shells csh and ksh (seecsh(l) and ksh(l).) Such processes need to determinated separately. 

A user init can beinvoked only by users with appropriate privileges. 

DIAGNOSTICS 

If boot init finds that it is continuously respawning an entry from inittab more than 10 times in 2 
minutes, it will assume that there is an error in the command string, generate an error message on the sys¬ 
tem console, and refuse to respawn this entry until either 5 minutes have elapsed or it receives a signal 
from a user init. This prevents boot init from using up system resources if there is a typographical 
error in the inittab file or a program is removed that is referenced in inittab. 

WARNINGS 

Boot init assumes that processes and descendants of processes spawned by boot init remain in the 
same process group that boot init originally created for them. When changing init states, special care 
should betaken with processes that change their process group affiliation, such as csh and ksh. 

One particular scenariothat often causes confusing behavior can occur when a child csh or ksh is started 
by a login shell. When boot init is asked to change to a run level that would cause the original login shell 
to be killed, the shell's descendant csh or ksh process does not receive a hangup signal since it has 
changed its process group affiliation and is no longer affiliated with the process group of the original shell. 
Boot init cannot kill this csh or ksh process (or any of its children). 

If a getty process is later started on the same tty as this previous shell, the result may be two processes 
(thegetty and thejob control shell) competing for input on thetty. 

To avoid problems such as this, always be sure to manually kill any job control shells that should not be 
running after changing init states. Also, always be sure that user init is invoked from the lowest level 
(login) shell when changing to an init state that may cause your login shell to be killed. 

FILES 

/dev/syscon 

/dev/systty 

/etc/inittab 

/etc/ioctl.syscon 

/etc/utmp 

/var/adm/wtmp 

SEE ALSO 

csh(l), ksh(l), login(l), sh(l), who(l), getty(lM), rc(lM), ioctl(2), kill(2), setpgid(2), setsid(2), inittab(4), 
utmp(4). 

STANDARDS CONFORMANCE 

init: SVID2, SVID3 
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NAME 

insf- install special (device) files 

SYNOPSIS 

/sbin/insf 

/sbin/insf [-C class I -d driver] [-D directory] [-e] [-H hw-path] [-1 instance] 

[-n npty] [-q|-v] [-s nstrpty] [-p first-optical-disk:last-optical-disk] 

DESCRIPTION 

The insf command installs special files in the devices directory, normally /dev. If required, insf 
creates any subdirectories that are defined for the resulting special file. 

If no options are specified, special files are created for all new devices in the system. New devices are those 
devices for which no special files have been previously created. A subset of the new devices can be selected 
with the-C, -d, and -H options. 

Withthe-e option, insf reinstalls the special files for pseudo-drivers and existing devices. Thisis useful 
for restoring special files when one or more have been removed. 

Normally, insf displays a message as the special files are installed for each driver. The-q (quiet) option 
suppresses the installation message. The -v (verbose) option displays the installation message and the 
name of each special file as it is created. 

Options 

insf recognizes thefollowingoptions. 

-C class Match devices that belong to a given device class, class. Device classes can be listed 
with the Isdev command (see Isde/(1M)). They are defined in the files in the direc¬ 
tory /usr/conf/master. d. The special class pseudo includes all pseudo¬ 
drivers. This option cannot be used with -d. 

-d driver Match devices that are controlled by the specified device driver, driver. Device 
drivers can be listed with the Isdev command (see Isde/(1M)). They are defined in 
the files in the directory /usr/conf/master. d. This option cannot be used with 
-C. 

-D directory Override the default device installation directory /dev and install the special files in 
directory instead, directory must exist; otherwise, insf displays an error message 
and exits. See WARNINGS. 

-e Reinstall the special files for pseudo-drivers and existing devices. This is useful for 

restoring special files if one or more have been removed. 

-H hw-path Match devices at a given hardware path, hw-path. Hardware paths can be listed with 
the ioscan command (see ioscan(lM)). A hardware path specifies the addresses of 
the hardware components leading to a device. It consists of a string of numbers 
separated by periods (.), such as 52 (a card), 52.3 (a target address), and 52.3.0 
(a device). Ifa hardware component Isa bus converter, thefollowing period, if any, is 
replaced by a slash (/) as in 2, 2/3, and 2/3.0. 

If the specified path containsfewer numbers than are necessary to reach a device, spe¬ 
cial files are made for all devices at addresses that extend the given path. If the 
specified path is 56, then special files are made for the devices at addresses 56.0, 
56.1, 56.2, etc. 

-I instance Match a device with the specified instance number. I nstances can be listed with the 
-f option of the ioscan command (see ioscan(IM)). 

This option is effective only if the -e option is specified or if an appropriate device 
class or driver is specified with a -C or -d option. 

-n npty Install npty special files for each specified ptym and ptys driver. Thepty driver 
specifies both the ptym and ptys drivers, npty is a decimal number. 

This option is effective only if the -e option is specified or if an appropriate device 
class or driver is specified with a -C or -d option. 

Ifthisoption isomitted, npty defaults to 60 for theptym and ptys drivers. 
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-p first-optical-disk:last-optical-disk 

Install the special files for those optical disks located in slots in the range 
first-optical-disk to last-optical-disk. The two variables can have values from the set 

la, lb. 32a, 32b. This option only applies to the autoxO and schgr drivers. 

If it is omitted, the 64 special files for both sides of 32 optical disks (la through 32b) 
will be installed. 

-q Quiet option. Normally, insf displays a message as each driver is processed. This 

option suppresses the driver message, but not error messages. See the-v option. 

-s nstrpty Install nstrpty slave-sidestream special files for thepts driver, nstrpty is a decimal 
number. Thisoption only appliestothepts special file installation. 

This option is effective only if the -e option is specified or if an appropriate device 
class or driver is specified with a -C or -d option. 

If this option is omitted, nstrpty defaults to 60. 

-V Verbose option. In addition to the normal processing message, display the name of 

each special file as it is created. See the -q option. 


Naming Conventions 

Many special files are named using the ccardttargetddevice naming convention. These variables have the 
following meaning wherever they are used. 

card The unique interface card identification number from ioscan (see ioscan(lM)). It is 
represented as a decimal number with a typical range of 0 to 255. 

target The device target number, for example the address on a HP-FL or SCSI bus. It is 
represented as a decimal number with a typical range of 0 to 15. 

device A address unit within a device, for example, the unit in a FIP-FL device or the LUN in a 
SCSI device. It is represented as a decimal number with a typical rangeof 0 to 15. 

Special Files 

This subsection shows which special files are created and the permissions for each device driver. 

The special file names are relative to the installation directory, normally /dev. This directory may be 
overridden with the-D option. 

insf sets the file permissions and the owner and group I Ds. They are shown here in a format similar to 
that of the 11 command: 

special-file permissions owner group 

For example: 

tty rw-rw-rw- bin bin 

Device Driver Special Files and Description 

arp The following special file is installed: 

arp rw-rw-rw- root sys 

asioO 

For each card instance, thefollowing special files are installed: 

ttycardpO rw—w—w- bin bin 

Direct connect 

asyncdsk 

Thefollowing special file is installed: 

asyncdsk rw-rw-rw- bin bin 

audio 

Thefollowing special files are installed. Note the underscore (_) before card in each special filename. 
For card 0, the device files are linked to files without thetrailing_0 in their names. 
audio_card rw-rw-rw- bin bin 
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Default audiodevice 

audioCt l_card 

rw-rw-rw- bin bin 

Audio control device 

audioBA_card 

rw-rw-rw- bin bin 

All outputs, A-lawformat 

audioBL_card 

rw-rw-rw- bin bin 

All outputs, 16-bit linear format 

audioBU_card 

rw-rw-rw- bin bin 

All outputs. Mu-law format 

audioEA_card 

rw-rw-rw- bin bin 

External output, A-law format 

audioEL_card 

rw-rw-rw- bin bin 

External output, 16-bit linear format 

audioEU_card 

rw-rw-rw- bin bin 

External output. Mu-law format 

audiolA_card 

rw-rw-rw- bin bin 

1 nternal speaker output, A-law format 

audiolL_card 

rw-rw-rw- bin bin 

1 nternal speaker output, 16-bit linear format 

audiolU_card 

rw-rw-rw- bin bin 

Internal speaker output. Mu-law format 

audioLA_card 

rw-rw-rw- bin bin 

Line output, A-law format 

audioLL_card 

rw-rw-rw- bin bin 

Line output, 16 bit linear format 

audioLU_card 

rw-rw-rw- bin bin 

Line output. Mu-law format 

audioNA_card 

rw-rw-rw- bin bin 

No output, A-law format 

audioNL_card 

rw-rw-rw- bin bin 

No output, 16 bit linear format 

audioNU_card 

rw-rw-rw- bin bin 

No output. Mu-law format 


autoxO schgr 

Special filenames for autoxO and schgr usetheformat: 
ccardttargetd de(/ice_surface 

surface: la through 32b, unless modified by the -p option. Note the underscore (_) between de»/ice 
and surface. 

For each autochanger device, thefollowing special files are installed: 

ac/ccardttargetdd 0 /ice_surface rw-r-bin sys 

Block entry 

rac/ccardttargetddevice_surface rw-r-bin sys 

Character entry 

rac/ccardttargetddevice rw-bin sys 

Character entry 

beep 

Thefollowing special file is installed: 

beep rw-rw-rw- bin bin 
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CentIf 

For each card instance, thefollowing special file is installed. 

ccardttargetdde(/ice_lp rw-rw-rw- Ip bin 

FI andshake mode 2, character entry 

conspl 

For each card instance, thefollowing special files are installed: 

ttycardpO rw—w—w- bin bin 

Direct connect 


cn Thefollowing special files are installed: 

syscon rw—w—w- bin bin 

systty rw—w—w- bin bin 

console rw—w—w- root sys 

ttyconf rw-root sys 

cs80 disci disc2 discS disc4 sdisk 

For each disk device, thefollowing special files are installed: 

dsk/ccardttargetddevice rw-r-bin sys 

Block entry 


rdsk/ccardttargetddevice rw-r-bin sys 

Character entry 

For disci and disc2 instances, thefollowing additional spe¬ 
cial file is installed: 


diag/rdsk/ccardttargetddevice rw -bin bin 

Character entry 

For cs80 and disci instances, the following additional special 
files are installed: 


ct/ccardttargetdde/ice rw-r-bin sys 

Block entry 

rct/ccardttargetddevice rw-r-bin sys 


Character entry 

For disci instances, the following additional special file is 
installed: 

diag/rct/ccardttargetddevice rw - bin bin 

Character entry 

For disc3 instances, the following additional special files are 
installed: 


floppy/ccardttargetdde/ice rw-r-bin sys 

Block entry 

rfloppy/ccardttargetddevice rw-r-bin sys 


Character entry 


devconfig 

Thefollowing special file is installed: 

config rw-r-root sys 

diagO 

Thefollowing special file is installed: 

diag/diagO rw-bin bin 

diagl 

Thefollowing special file is installed: 

diag/diagl rw-bin bin 
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diag2 

The following special files are installed: 


diag2 rw-bin bin 

diag/diag2 rw-bin bin 

diaghpibl 


For each device, thefollowing special files are installed: 
diag/hpib/hp28650A/instance rw -bin bin 

disci disc2 disc3 disc4 
See cs80. 

dlpi 

Thefollowing special files are installed: 


dlpi 

rw-rw-rw- root 

sys 

dlpiO 

rw-rw-rw- root 

sys 

dlpil 

rw-rw-rw- root 

sys 

dlpi2 

rw-rw-rw- root 

sys 

dlpi3 

rw-rw-rw- root 

sys 

dlpi 4 

rw-rw-rw- root 

sys 


dmem 

Thefollowing special file is installed: 

dmem rw-bin bin 

echo 

Thefollowing special file is installed: 

echo rw-rw-rw- root sys 

eisa_muxO pci_muxO 

For each instance of an EISA mux or PCI mux card, thefollowing "Direct Connect" special files are 

created. The term "card" below refers to the instance number of the mux card. 

ttycardport_module port 

rw—w—w— bin bin 
letter: a top, port module name 
port: 1 to 16, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 

diag/muxcard_l rw-bin bin 

diag/muxcard_2 rw-bin bin 

fddi 


Thefollowing special file is installed: 
lancard rw-rw-rw- bin bin 

framebuf 

For each graphics device, thefollowing special files are installed. 
crtdevice_number rw-rw-rw- bin bin 
ocrtde(/ice_number 

rw-rw-rw- bin bin 

de(/ice_number is 0 indexed and is assigned in the order in which the devices appear in ioscan(lM) 
output. 

If the console device is a graphics device, the files crt and ocrt are created as the console device. If 
the console is not a graphics device, crt and ocrt are identical to crtO and ocrtO. 
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hil For each device, the following special files are installed. Note the underscore (_) before card in each 
special file name. 

For card 0, the device files are linked to files named hiladdr for the link addresses 1 to 7; hilkbd 
for thecooked keyboard device; and rhil for thehil controller device. 

hil_card . addr rw-rw-rw- bin bin 

addr: link addresses 1 to 7 

hilkbd_card rw-rw-rw- bin bin 

rhil_card rw-rw-rw- bin bin 

inet_clts 

The following special file is installed: 
inet_clts rw-rw-rw- root sys 

inet_cots 

The following special file is installed: 
inet_cots rw-rw-rw- root sys 

instrO 

For each card instance, thefollowing special files are installed: 
hpib/ccard rw-rw-rw- bin bin 

hpib/ccardtaddrdO rw-rw-rw- bin bin 

addr: 0 to 30 

diag/hpib/ccard rw-bin bin 

ip Thefollowing special file is installed: 

ip rw-rw-rw- root sys 

kepd 

Thefollowing special file is installed: 


kepd rw-r—r— root other 

klog 

Thefollowing special file is installed: 

klog rw-bin bin 

lanO lanl lan2 lan3 


For each card instance, thefollowing special files are installed: 
lancard rw-rw-rw- bin bin 

ethercard rw-rw-rw- bin bin 

diag/lancard rw-bin bin 

lanttyO 

For each card instance, thefollowing special files are installed: 

lanttycard rw-rw-rw- bin bin 

Normal access 

diag/lantty card rw-rw-rw- bin bin 

Exclusive access 

IprO Iprl lpr2 lpr3 

For each card instance, thefollowing special files are installed: 


ccardttargetddevice_lp rw-Ip bin 

diag/ccardttargetddevice_lp rw-bin bin 

mm Thefollowing special files are installed: 


mem rw-r-bin sys 

Minor 0 
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kmem rw-r-bin sys 

Minor 1 

null rw-rw-rw- bin bin 

Minor 2 

muxO 

For each instance of a 6-channei card, thefoiiowing speciai flies are instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0 to 5, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 


For each instance of a 16-channei card, thefoiiowing speciai flies are instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0 to 15, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 

mux2 


For each instance of an 16-channei card, thefoiiowing speciai flies are instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0 to 15, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 


For each card instance of an 8-channei card, the foiiowing speciai flies are 
instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0 to 7, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 


For each card instance of an 3-channei card, the foiiowing speciai flies are 
instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0, 1, and 7, direct connect 


muxcard rw-bin bin 

diag/muxcard rw-bin bin 

mux 4 


For each card instance, thefoiiowing speciai flies are instaiied: 

ttycardpport rw—w—w- bin bin 

port: 0 and 1, direct connect 

netga 

Thefoiiowing speciai flie is instaiied: 
netqa rw-rw-rw- root sys 

nuls 

Thefoiiowing speciai flie is instaiied: 

nuls rw-rw-rw- root sys 

pci_mux0 

Thefoiiowing "Direct Connect" speciai flies are created. The term "card" beiow refers to the instance 
number of the mux card. 

ttycardport_module port 

rw—w—w— bin bin 
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port_module: a top, port module name 
port: 1 to 16, port number 

muxcard rw-bin bin 

diag/muxcard rw-bin bin 

diag/muxcard_l rw-bin bin 

diag/muxcard_2 rw-bin bin 

pflop sflop 

For each card instance, thefollowing special files are installed: 


floppy/ccardttargetddes/ice rw-r-bin sys 

Block entry 

rfloppy/ccardttargetddes/ice rw-r-bin sys 


Character entry 

ps2 Thefollowing special files are installed: 

ps2kbd rw-rw-rw- bin bin 

Autosearch for first ps2 keyboard 

ps2mouse rw-rw-rw- bin bin 

Autosearch for first ps2 mouse 

ps2_0 rw-rw-rw- bin bin 

ps2 port 0 

ps2_l rw-rw-rw- bin bin 

ps2 port 1 

ptm Thefollowing special file is installed: 

ptmx rw-rw-rw- root sys 

pts Thefollowing special files are installed: 

pts/ number rw-rw-rw- root sys 

number: 0 to 59 

pty Specifying this driver tells insf to install the special files for both the master and slave pty drivers, 
ptym and ptys. The command insf -d pty is equivalent to the two commands insf -d 
ptym and insf -d ptys. 

ptym 

Thefollowing special files are installed: 

ptym/clone rw-r—r— root other 

ptym/pty index number rw-rw-rw- bin bin 

index: p to z, a to c, e to o; number: 0 to f (hexadecimal) 

The first 48 special files ptym/pty* are linked to pty*. 

ptym/pty index number rw-rw-rw- bin bin 

index: p to z, a to c, e to o; number: 00 to 99 

ptym/pty index number rw-rw-rw- bin bin 

index: p to z, a to c, e to o; number: 000 to 999 

ptys 

Thefollowing special files are installed: 

pty/tty index number rw-rw-rw- bin bin 

index: p to z, a to c, e to o; number: 0 to f (hexadecimal) 

The first 48 special files pty/tty* are linked to tty*. 

pty/tty index number rw-rw-rw- bin bin 

index: p to z, a to c, e to o; number: 00 to 99 

pty/tty index number rw-rw-rw- bin bin 
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index: p to z, a to c, e to o; number: 000 to 999 

rawip 

The following special file is installed: 

rawip rw-rw-rw- root sys 

root 

The following special files are installed: 

root rw-r-bin sys 

rroot rw-r-bin sys 

sad The following special file is installed: 

sad rw-rw-rw- root sys 

sastty 

For each card instance, thefollowing special files are installed: 

ttycardpport rw—w—w- bin bin 
port: 0 to 1, direct connect 

schgr 

See autoxO. 

sdisk 

See cs80. 


sflop 

See pflop. 


stape tapel tape2 

For each driver instance, different special files are installed depending on the number of characters 
allowed in the target directory. There are two lists below, one for long file name directories and one 
for short file name directories (14 characters maximum). Short file names are used for files installed 
onanNFSfile system. 

Note that the first four special files in each list for tape driver instances 0-9 are also linked to 
rmt/instancem, rmt/instancennb, rmt/instancenm, and rmt/instanceninb, respectively. 

For installation in a long file name directory: 

rmt/ccardttargetddevic®EST rw-rw-rw- bin bin 

AT&T-style, best availabledensity, character entry 

rmt/ccardttargetddevic®ESTb rw-rw-rw- bin bin 

Berkeley-style, best availabledensity, character entry 

rmt/ccardttargetddevic®ESTn rw-rw-rw- bin bin 

AT&T-style, no rewind, best availabledensity, character entry 

rmt/ccardttargetddevic®ESTnb rw-rw-rw- bin bin 

Berkeley-style, no rewind, best availabledensity, character entry 

For installation in a short file name directory: 


rmt / c ca rd t ta rget dd evi cef 0 
rmt / c ca r d t ta r get dd evi cef Ob 
rmt/ccardttargetddevicefOn 
rmt / c ca rd tta rget dd evi cef 0 nb 


rw-rw-rw- bin bin 

AT&T-style, best availabledensity, character entry 
rw-rw-rw- bin bin 

Berkeley-style, best availabledensity, character entry 

rw-rw-rw- bin bin 

AT&T-style, no rewind, best availabledensity, character entry 

rw-rw-rw- bin bin 

Berkeley-style, no rewind, best availabledensity, character entry 


For both long and short file name directories, thefollowing additional files are created. 


rmt/driver_name_config rw-r—r— bin bin 

Tape configuration, character entry 
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diag/rmt/ccardttargetdde/ice rw-bin bin 

For tapel and tape2 only, diagnostic access, character entry 

stcpmap 

The following special file is installed: 

stcpmap rw-rw-rw- root sys 

strlog 

The following special file is installed: 
strlog rw-rw-rw- root sys 

sy The following special file is installed: 

tty rw-rw-rw- bin bin 

tapel tape2 
See stape. 

tcp The following special file is installed: 

tcp rw-rw-rw- root sys 

telm 

The following special file is installed: 
telnetm rw-rw-rw- root sys 

tels 

The following special files are installed: 

pts/tnumber rw-rw-rw- root sys 

number: 0 to 59 

tlclts 

The following special file is installed: 
tlclts rw-rw-rw- root sys 

tlcots 

The following special file is installed: 
tlcots rw-rw-rw- root sys 

tlcotsod 

The following special file is installed: 
tlcotsod rw-rw-rw- root sys 

token2 

The following special file is installed: 
lancard rw-rw-rw- bin bin 

udp The following special file is installed: 

udp rw-rw-rw- root sys 

unix_clts 

The following special file is installed: 

unix_clts rw-rw-rw- root sys 

unix_cots 

The following special file is installed: 
unix_cots rw-rw-rw- root sys 

RETURN VALUE 

insf exits with oneof thefollowingvalues: 

0 Successful completion, includingwarningdiagnostics. 

1 Failure. 
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DIAGNOSTICS 

Meet diagncBtic messages from insf are self-explanatory. Listed below are some messages deserving 
further clarification. 

VU^rnings 

Device driver name is not in the kernel 
Device class name is not in the kernel 

The Indicated device driver or device class Is not present In the kernel. A device driver and/or device 
class can be added to the kernel using config(lM). 

No instance number available for device class name 

All of the Instance numbers avallablefor the device class are already assigned. Use the rmsf com¬ 
mand to remove any unneeded devices from the system (see rmsf(lM)). 

Don't know how to handle driver name - no special files created for path 

insf does not know how to create special files for the specified device driver. Usemknod to create 
special files for the device (see mknod(lM)). 

EXAMPLES 

Install special files for all new devices belongingtothetty device class: 
insf -C tty 

Install special files to the new device added at hardware path 2/4.0.0: 
insf -H 2/4.0.0 

WARNINGS 

insf should only be run In single-user mode. It can change the mode, owner, or group of an existing spe¬ 
cial file, or unlink and recreate one; special files that are currently open may be left In an Indeterminate 
state. 

Many commands and subsystems assume their device files are In /dev, therefore the use of the -D option 
Is discouraged. 

AUTHOR 

insf was developed by H P. 

FILES 

/dev/config I/O system special file 

/etc/ioconfig I/O system configuration database 

SEE ALSO 

config(lM), loscan(lM), Isdev(lM), Issf(lM), mknod(lM), mksf(lM), rmsf(lM). 
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NAME 

install - install commands 


SYNOPSIS 

/usr/sbin/install [-c dira] [-f dirb] [-i] [-n dire] [-o] [-g group] [-s] [-u use"] 
file [dirx ...] 


DESCRIPTION 

install is a command most commonly used in "makefiles" (see make(l)) to install a file (updated target 
file) in a specific place within a filesystem. Each file is installed by copying it into the appropriate direc¬ 
tory, thereby retaining the mode and owner of the original command. The program prints messages telling 
the user exactly what files it is replacing or creating and where they are going. 

install is useful for installing new commands, or new versions of existing commands, in the standard 
directories (i.e. /usr/bin, /usr/sbin, etc.). 

If no options or directories (dirx...) are given, install searches a set of default directories (/usr/bin, 
/usr/sbin, /sbin, and /usr/lbin, in that order) for a file with the same name as file. When the 
first occurrence is found, install issues a message saying that it is overwriting that file with file (the 
new version), and proceeds to do so. If the file is not found, the program states this and exits without 
further action. 

If one or more directories (dirx ...) are specified after file, those directories are searched before the direc¬ 
tories specified in the default list. 


Options 

Options are interpreted as follows: 


-c dira 

-f dirb 

—i 

-n dire 

-o 

-g group 
-u user 

-s 


I nstalls a new command (file) in the directory specified by dira, only if it is not found. 
If it isfound, install issuesa message saying that the file already exists, and exits 
without overwriting it. Can be used alone or with the -s option. 

Forces fileto be installed in given directory, whether or not one already exists. If the 
file being installed does not already exist, the mode and owner of the new file will be 
set to 755 and bin, respectively. If the file already exists, the mode and owner will 
bethat of thealready existingfile. Can be used alone or with the -o or -s options. 

Ignores default directory list, searching only through the given directories (dirx ...). 
Can be used alone or with any other options other than -c and -f . 

If file is not found in any of the searched directories, it is put in the directory specified 
in dire. The mode and owner of the new file will be set to 755 and bin, respec¬ 
tively. Can be used alone or with any other options other than -c and -f . 

If file is found, this option saves the "found" file by copying it to OLDfile in the direc¬ 
tory in which it was found. This option is useful when install Inga normally busy text 
file such as /usr/bin/sh or /usr/sbin/getty, where the existing file cannot 
be removed. Can be used alone or with any other options other than -c. 

Causes fileto be owned by group group. This option is available only to users who 
have appropriate privileges. Can be used alone or with any other option. 

Causes fileto be owned by user user. This option is availableonly to users who have 
appropriate privileges. Can be used alone or with any other option. 

Suppresses printing of messages other than error messages. Can be used alone or 
with any other options. 


When no directories are specified (dirx ...), or when file cannot be placed in one of the directories specified, 
install checks for the existence of the file /etc/syslist . If /etc/syslist exists, it is used to 
determine the final destination of file. If /etc/syslist does not exist, the default directory list is 
further scanned to determine where file is to be located. 


The file /etc/syslist contains a list of absolute pathnames, one per line. The pathname is the 
"official" destination (for example /usr/bin/echo) of the file as it appears on a file system. The file 
/etc/syslist serves as a master list for system command destinations. If there is no entry for file in 
the file /etc/syslist the default directory list is further scanned to determine where file is to be 
located. 
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Cross Generation 

The environ merit variable root is used to locate the locations file (in the form $ROOT/etc/sysiist). This is 
necessary in cases where cross generation is being done on a production system. Furthermore, each path¬ 
name in $ROOT/etc/sysiist is appended to $root (for example, $ROOT/usr/bin/echo), and used as the 
destination for file. Also, the default directories are also appended to $root so that the default directories 

are actually $ROOT/usr/bin, $ROOT/usr/sbin, $ROOT/sbin, and $ROOT/usr/lbin. 

The file /etc/syslist ($ROOT/etc/syslist ) does not exist on a distribution tape; it is created and 
used by local sites. 

WARNINGS 

install cannot create alias I inks for a command (for example, vi(l) isan aliaslinkfor ex(l)). 

SEE ALSO 

make(l), cpset(lM). 
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NAME 

ioinit - test and maintain consistency between the kernei I/O data structures and /etc/ioconfig 

SYNOPSIS 

/sbin/ioinit -i [-r] 

/sbin/ioinit -c 
/sbin/ioinit -f infiie [-r] 

DESCRIPTION 

The ioinit command is invoked by the init process when the system is booted, based on the ioin 
entry in /etc/inittab: 

ioin::sysinit:/sbin/ioinitrc > /dev/console 2>&1 

where ioinitrc is a script to invoke ioinit with the -i and -r options. Given the -i option, 
ioinit checks consistency between the kernei I/O data structures (initialized with /stand/ioconfig, 
which is accessible for NFS-diskless support when the system boots up) and information read from 
/etc/ioconfig. If these are consistent, ioinit invokes insf to install special files for all new dev¬ 
ices. If the kernel is inconsistent with /etc/ioconfig, ioinit updates /stand/ioconfig from 
/etc/ioconfig, and, if the -r option is given, reboots the system. 

If /etc/ioconfig is corrupted or missing when the system reboots, ioinitrc brings the system up 
in single-user mode. The user should then restore /etc/ioconfig from backup or invoke the ioinit 
with the-c option to recreate /etc/ioconfig from the kernel. 

If the -f option is given, ioinit reassigns instance numbers to existing devices within a given class 
based on infile. Reassignment takes effect when the system reboots. If ioinit finds no errors associated 
with the reassignment, and the-r option is given, the system is rebooted. (See the WARN INGS section.) 

If the -c option is given, ioinit recreates /etc/ioconfig from the existing kernel I/O data struc¬ 
tures. 

Options 

ioinit recognizesthefollowingoptions: 

-i I nvoke insf to install special files for new devices after checking consistency between the 

kernel and /etc/ioconfig. 

-f infile Use the file infile to reassign instance numbers to devices within a specified class, infile 
may have multiple entries, each to appear on a separate line, each field in the entry 
separated by 1 or more blanks. Entries should conform to the foil owing format: 

h/w_path class_naine instance_# 

ioinit preprocesses the contents of infile, looking for invalid entries, and prints out 
explanatory messages. An entry is considered to be invalid if the specified hardware path or 
class name does not already exist in the system, or if the specified instance number already 
exists for the given class. 

-r Reboot the system when it is required to correct the inconsistent state between the kernel 

and /etc/ioconfig, as used with the -i option. When used with the -f option, if 
there are no errors associated with the instance reassignment, -r reboots the system. 

-c Recreate /etc/ioconfig, if the file is corrupted or missing and cannot be restored from 

backup. If -c is invoked, any previous binding of hardware path to device class and 
instance number is lost. 

RETURN VALUE 

0 No errors occurred, although warnings might be issued. 

1 ioinit encountered an error. 

DIAGNOSTICS 

Most of the diagnostic messages from ioinit are self-explanatory. Listed below are some messages 
deserving further clarification. Errors cause ioinit to halt immediately. 
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Errors 

/etc/ioconfig is missing. 

/etc/ioconfig is corrupted. 

Either restore /etc/ioconfig from backup and then reboot, or recreate /etc/ioconfig using 
ioinit -c. 

Permission to access /etc/ioconfig is denied. 

Change permissions to /etc/ioconfig to aiiow access by ioinit. 
exec of insf failed. 

ioinit compieted successfuiiy, but insf faiied. 

Instance number is already in kernel. 

I nstance number aiready exists for a given dass. Use rmsf to remove the existing instance number, 
then retry. 

Hardware path is not in the kernel. 

The given hardware path is not in the kernei. Use ioscan -k to get the correct hardware path, 
then retry. 

Device class name is not in the kernel. 

The given dass name is not in the kernei. Use ioscan -k to get the correct dass name, then retry. 

EXAMPLES 

To reassign an instance number to a device and dass (specified in infiie) and reboot the system: 

/sbin/ioinit -f infile -r 
where infile containsthefoiiowing: 

56.52 scsi 2 

56.52 istheh/w_path, scsi istheciass_name, and 2 istheinstance_#. 

WARNINGS 

Running rmsf or insf overwrites the effect of reassignment by ioinit before the system is rebooted. 

AUTHOR 

ioinit was deveioped by H P. 

FILES 

/stand/ioconfig 
/etc/ioconfig 

SEE ALSO 

init(lM), insf(lM), ioscan(lM), rmsf(lM), inittab(4), ioconfig(4). 
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NAME 

icBcan - scan I/O system 


SYNOPSIS 

/usr/sbin/ioscan [-k|-u] [-d driver|-C class] [-1 instance] [-H hwpath ] [-f[-n]|-F[-n]] 
[dedile] 

/usr/sbin/ioscan -M driver -H hw path [-1 instance] 


DESCRIPTION 

ioscan scans system hardware, usabie I/O system devices, or kernei I/O system data structures as 
appropriate, and iists the resuits. For each hardware moduie on the system, ioscan dispiays by defauit 
the hardware path to the hardware moduie, the dass of the hardware moduie, and a brief description. 

By defauit, ioscan scans the system and iists aii reportabie hardware found. The types of hardware 
reported inciude processors, memory, interface cards and I/O devices. Scanning the hardware may cause 
drivers to be unbound and others bound in their piace in order to match actuai system hardware. Entities 
that cannot be scanned are not iisted. 

I n the second form shown, ioscan forces the specified software driver into the kernei I/O system at the 
given hardware path and forces software driver to be bound. This can be used to make the system recog¬ 
nize a device that cannot be recognized automaticaiiy; for exampie, because it has not yet been connected to 
the system, does not support autoconfiguration, or because diagnostics need to be run on a fauity device. 


Options 

ioscan recognizesthefoiiowingoptions: 

-C dass Restrict the output iistingtothosedevices beionging to the specified dass. Cannot 

be used with -d. 

-d driver Restrict the output iisting to those devices controiied by the specified driver. Can¬ 

not be used with -C. 


-f 

-F 

-H hw path 


-I instance 


-M driver 


Generate a fuii iisting, dispiaying the moduie's dass, instance number, hardware 
path, driver, software state, hardware type, and a brief description. 

Produce a compact iisting of fieids (described beiow), separated by coions. This 
option overrides the -f option. 

Restrict the scan and output iisting to those devices connected at the specified 
hardware path. The hardware path must be a bus path. Scanning beiow the bus 
ievei wiii not probe the hardware and may produce incorrect resuits. For exampie, 
specifying the path at the target ievei wiii aiways change the state of the device 
attached to it as NO_FIW. When used with -M, this option specifies the fuii 
hardware path at which to bind the software moduies. 

Restrict the scan and output iisting to the specified instance, when used with 
either -d or -C. When used with -M, specifies the desired instance number for 
binding. 

Scan kernei I/O system data structures instead of the actuai hardware and iist the 
resuits. Nobindingor unbinding of drivers is performed. The-d, -C, -I, and -H 
options can be used to restrict iistings. Cannot be used with -u. This option does 
not require superuser priviieges. 

Specifies the software driver to bind at the hardware path given by the -H option. 
M ust be used with the -H option. 

List device fiie names in the output. Oniy speciai fiies in the /dev directory and 
its subdirectories are iisted. 


-u Scan and iist usabiei/0 system devices instead of the actuai hardware. Usabiei/0 

devices are those having a driver in the kernei and an assigned instance number. 
The -d, -C, -I, and -H options can be used to restrict iistings. The -u option 
cannot be used with -k. 


The -d and -C options can be used to obtain iistings of subsets of the I/O system, although the entire sys¬ 
tem is still scanned. Specifying -d or -C along with -I, or specifying -H or a de/file causes ioscan to 
restrict both the scan and the list!ng to the hardware subset indicated. 
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Fields 

The -F option can be used to generate a compact listing of fields separated by colons (:), useful for produc¬ 
ing custom listings with awk. Fields include the module's bus type, cdio, is_block, is_char, is_pseudo, block 
major number, character major number, minor number, class, driver, hardware path, identify bytes, 
instance number, module path, module name, software state, hardware type, a brief description, and card 
instance. If a field does not exist, consecutive colons hold the field's position. Fields are defined as follows: 

class A device category, defined in the files located in the directory 

/usr/conf/master. d and consistent with the listings output by Isdev (see 
Isde/(1M)). Examples are disk, printer, and tape. 

instance The instance number associated with the device or card. It is a unique number 
assigned to a card or device within a class. If no driver is availablefor the hardware 
component or an error occurs binding the driver, the kernel will not assign an 
instance number and a (-1), is listed. 

hw path A numerical string of hardware components, notated sequentially from the bus 

address to the device address. Typically, the initial number is appended by slash (/), 
to represent a bus converter (if required by your machine), and subsequent numbers 
are separated by periods (.). Each number represents the location of a hardware 
component on the path to the device. 

driver The name of the driver that controls the hardware component. If no driver is avail- 

ableto control the hardware component, a question mark (?) is displayed in the out¬ 
put. 

softwarestate The result of software binding. 

CLAIMED software bound successfully 

UNCLAIMED no associated software found 

DIFF_HW software found does not match the associated software 
NO_HW the hardware at this address is no longer responding 

ERROR the hardware at this address is responding but is in an error state 

SCAN node locked, try again later 

hardwaretype Entity identifier for the hardware component. It is one of thefollowing strings: 

UNKNOWN There is no hardware associated or the type of hardware is unknown 

PROCESSOR FIardware component is a processor 

MEMORY FI ardware component i s memory 

BUS_NEXUS FI ardware component is bus converter or bus adapter 

INTERFACE FI ardware component is an interface card 

DEVICE Flardwarecomponent isa device 

bus type Bus type associated with the node. 

cdio The name associated with the Context-Dependent I/O module. 

is_block A boolean value indicating whether a device block major number exists. A T or F is 

generated inthisfield. 

is_char A boolean value indicating whether a device character major number exists. A T or F 

is generated in this field. 

is_pseudo A boolean value indicating a pseudo driver. A T or F isgenerated in thisfield. 

block major The device block major number. A -1 indicates that a device block major number does 
not exist. 

character major 

The device character major number. A -1 indicates that a device character major 
number does not exist. 

minor The device minor number. 
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identify bytes The identify bytes returned from a moduieor device, 
moduiepath The software components separated by periods (.). 
moduie name The moduie name of the software component controii ing the node, 
description A description of thedevice. 

card instance The instance number of the hardware interface card. 

RETURN VALUE 

ioscan returns 0 upon normai compietion and 1 if an error occurred. 

EXAMPLES 

Scan the system hardware and iist aii the devices beionging to thedisk device dass. 
ioscan -C disk 

Forcibiy bind driver tapel at the hardware path 8.4.1. 
ioscan -M tapel -H 8.4.1 

AUTHOR 

ioscan was deveioped by FI P. 

FILES 

/dev/config 
/dev/* 

SEE ALSO 

config(lM), Isdev(lM), ioconfig(4). 
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NAME 

isl - initial system loader 

DESCRIPTION 

isl implements the operating system independent portion of the bootstrap process. It is loaded and exe¬ 
cuted after self-test and initialization have completed successfully. 

The processor contains special purpose memory for maintaining critical configuration related parameters 
(e.g. Primary Boot, Alternate Boot, and Console Paths). Two forms of memory are supported: Stable 
Storage and Non-Volatile Memory (NVM). 

Typically, when control is transferred to isl, an autoboot sequence takes place. An autoboot sequence 
allows a complete bootstrap operation to occur with no intervention from an operator, isl executes com¬ 
mands from the autoexecute file in a script-1 ike fashion, autoboot is enabled by a flag in Stable Storage. 

autosearch is a mechanism that automatically locates the boot and console devices. For further informa¬ 
tion, see pdc(lM). 

During an autoboot sequence, isl displays its revision and the name of any utility it executes. Flowever, if 
autoboot is disabled, after isl displays its revision, it then prompts for input from the console device. 
Acceptable input is any isl command name or the name of any utility available on the system. If a non- 
fatal error occurs or the executed utility returns, isl again prompts for input. 

Commands 

There are several commands availablein isl. The following is a list with a short description. Parameters 
may be entered on the command line foil owing the command name. They must be separated by spaces, isl 
prompts for any necessary parameters that are not entered on the command line. 

7 

help 

listf 
Is 

autoboot 


autosearch 


primpath 


altpath 


conspath 


IsautofI 

listautofi 

display 

readnvm 


readss 


DIAGNOSTICS 

isl displays diagnostic information through error messages written on the console and display codes on the 
LED display. 

For the display codes, CEOx are informative only. CEix and CE2x indicate errors, some of which are fatal 
and cause the system to halt. Other errors merely cause isl to display a message. 


Flelp - List commands and availableutilities 

List availableutilities 

Enableor disabletheautoboot sequence 

Parameter - on or off 

Enableor disablethe autosearch sequence 
Parameter - on or off 
Modify the Primary Boot Path 
Parameter - Primary Boot Path in decimal 
Modify theAlternateBoot Path 
Parameter - Alternate Boot Path in decimal 
M odify the Console Path 
Parameter - Console Path in decimal 

L ist contents of the autoexecute fil e 

Display the Primary Boot, Alternate Boot, and Console Paths 

Display the contents of one word of NVM in hexadecimal 

Parameter - NVM address in decimal or standard hexadecimal notation 

Display the contents of one word of Stable Storage in hexadecimal 

Parameter - StableStorage address in decimal or standard hexadecimal notation 
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Non-fatal errors during an autoboot sequence cause the autoboot sequence to be aborted and isl to prompt 
for input. After non-fatal errors during an interactive isl session, isl merely prompts for input. 

Fatal errors cause the system to halt. The problem must be corrected and the system reset to recover. 
CEOO isl is executing. 

CEOi isl is autobooting from the autoexecute file. 

CE02 Cannot find an autoexecute file, autoboot aborted. 

CE03 No console found, isl can only autoboot. 

CE05 Directory of utilities is too big, isl reads only 2K bytes. 

CE06 autoexecute file is inconsistent, autoboot aborted. 

CE07 Utilityfileheader inconsistent: SOM values invalid. 

CEOS autoexecute file input string exceeds 2048 characters, autoboot aborted. 

CE09 isl command or utility name exceeds 10 characters. 

CEOF isl has transferred control to the utility. 

CEIO Internal inconsistency: Volume label - FATAL. 

CEii Internal inconsistency: Directory - FATAL. 

CE12 Error reading autoexecute file. 

CE13 Error reading from console - FATAL. 

CE14 Error writing to console- FATAL. 

CE15 Not an isl command or utility. 

CE16 Utilityfileheader inconsistent: InvalidSystem ID. 

CE17 Error reading utilityfileheader. 

CE18 Utilityfileheader inconsistent: Bad magic number. 

CE19 Utility would overlay isl in memory. 

CEIA Utility requires more memory than is configured. 

CEIB Error reading utility into memory. 

CEIC I ncorrect checksum: Reading utility into memory. 

CEID Console needed - FATAL. 

CEIE I nternal inconsistency: Boot device class - FATAL. 

CE21 Destination memory address of utility is invalid. 

CE22 Utilityfileheader inconsistent: pdc_cacheentry. 

CE23 Internal inconsistency: iodc_entry_init - FATAL. 

CE24 Internal inconsistency: iodc_entry_init - console- FATAL. 

CE25 I nternal inconsistency: iodc_entry_init - boot device - FATAL. 

CE26 Utilityfileheader inconsistent: Badaux_id. 

CE27 Bad utility filetype. 

SEE ALSO 

boot(lM), pdc(lM). 
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NAME 

itemap - load an ITE (I nternal Terminal Emulator) keyboard mapping. 

SYNOPSIS 

itemap [options] 

DESCRIPTION 

The itemap command loads a keyboard mapping into the ITE (the graphics console driver), or displays 
ITE keyboard mappings, itemap is run by /etc/bcheckrc automatically. It is not usually explicitly 
invoked by the user. 

Options 

-d name 
-d k^board_l D 

Dump a keymap to standard output in hexadecimal notation. 

-h Load the specified keymap into the kernel mapping table used for HP-HIL keyboards. 

-i I nteractively prompt for a PS2 DIN keyboard mapping, itemap scans the keymap 

database file for all mapping names beginning with a PS2_DIN prefix. Each of these 
names is displayed, and one must deselected. 

-k database_file_name 

The name of the keymap database file to be used for input. The default is 

/etc/Xll/XHPKeymaps. 

-L Load the appropriate keymap. itemap scans the hardware for a keyboard, deter¬ 

mines the language of that keyboard, and loads the keymap corresponding to that 
keyboard. 

Because itemap cannot determi ne the language of PS2 DIN keyboards, usethe-i 
option when using -L with PS2 DIN keyboards. 

-1 name 
-1 k^boardj D 

Load a specified keyboard map. Once loaded, ITE uses the specified mapping. 

When loading a keyboard mapping with the-1 option, itemap matches the suffix of 
the name of the specified keyboard mapping with those found in 
/etc/Xll/XHPKeymaps to determine the keyboard language. This information is 
used by the ITE to perform I SO 7-to-8 bit conversion. Keymap names added by users, 
via 

/usr/contrib/bin/Xll/keymap_ed 

should use the same suffixes as those already used in /etc/Xll/XHPKeymaps . 
For example, a French keyboard mapping can be named New_French, for con¬ 
sistency with existing lTF_French and PS2_French mappings. A mapping called 
New_stuff would not match any suffix patterns found by itemap, and would result 
in incorrect ISO 7-to-8 bit conversion. 

-p Load the specified keymap into the kernel mapping table used for PS2 DIN key¬ 

boards. 

-V P erf or m a ct i on s ver bosel y. 

-w file_name If a keymap for a PS2 DIN keyboard is loaded, write its nametofile_name. 

EXAMPLES 

To automatically install thecorrect mappingfor an HP-HIL keyboard: 
itemap -L 

To explicitly load the lTF_French mappingfor an HP-HIL keyboard: 
itemap -h -1 ITF_French 

To explicitly load thePS2_DIN_French mappingfor a PS2 DIN keyboard: 
itemap -p -1 PS2_DIN_French 
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To interactively choose a PS2 DIN keyboard mapping: 
itemap -Li 

Togeneratea listof theavailablekeyboard mappings: 

/usr/contrib/bin/Xll/keymap_ed -1 

FILES 

/usr/contrib/bin/Xll/keymap_ed Keymap database editor 
/etc/Xll/XHPKeymaps System keymap database 

/etc/kbdlang Contains mapping name configured for PS2 DIN keyboards 

SEE ALSO 

ps2(7), term!0(7), keymap_ed(lXlll). 
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NAME 

keyenvoy - tal k to keyserver 

SYNOPSIS 

keyenvoy 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

keyenvoy is a setuid root process that is used by some RPC programs to intermediate between a user 
process and the keyserv process, keyserv(lM), which will not talk to anything but a root process. 

This program cannot be run interactively. 

AUTHOR 

keyenvoy was developed by Sun Microsystems, Inc. 

SEE ALSO 

keyserv(lM). 
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NAME 

keyserv - server for stori ng private encryption keys 

SYNOPSIS 

keyserv [ -d ] [ -D ] [ -n ] 

DESCRIPTION 

keyserv is a daemon that is used for storing the private encryption keys of each user iogged into the sys¬ 
tem. These encryption keys are used for accessing secure network services such asNIS-H. 

Normaiiy, root's key is read from the fiie /etc/ . rootkey when the daemon is started. This is usefui 
during power-faii reboots when no one is around to type a password. 

Options 

-d Disabiethe use of defauit keys for nobody. 

-D Run in debugging mode and iogaii requests to keyserv. 

-n Root's secret key is not read from /etc/. rootkey. Instead, keyserv prompts the user for 
the password to decrypt root's key stored in the publickey database and then stores the 
decrypted key in /etc/. rootkey for future use. This option is usefui if the /etc/. rootkey 
fiie ever gets out of date or corrupted. 

FILES 

/etc/.rootkey 

AUTHOR 

keyserv wasdeveioped by Sun Microsystems, Inc. 

SEE ALSO 

keylogin(l), keylogout(l), publickey(4). 
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NAME 

kill all - kill all active processes 

SYNOPSIS 

/usr/sbin/killall [signal ] 

DESCRIPTION 

killall is a procedure used by /usr/sbin/shutdown to kill all active processes not directly related 
to the shutdown procedure. 

killall is chiefly used to terminate all processes with open files so that the mounted file systems are no 
longer busy and can be unmounted, killall sends the specified signal to all user processes in the sys¬ 
tem, with thefollowing exceptions: 

the init process; 

all processes (including background processes) associated with the terminal from which killall 
was invoked: 

any ps -ef process, if owned by root; 
any sed -e process, if owned by root; 
any shutdown process; 
any killall process; 
any /sbin/rc process. 

killall obtains its process information from ps, and therefore may not be able to perfectly identify 
which processes to signal (seeps(l)). 

If no signal is specified, a default of 9 (kill) is used. 

killall is invoked automatically by shutdown The use of shutdown is recommended over using 
killall by itself (seeshutdown(lM)). 

FILES 

/usr/sbin/shutdown 

SEE ALSO 

fuser(lM), kill(l), ps(l), shutdown(lM), signal(5). 

STANDARDS CONFORMANCE 

killall: SVID2, SVID3 
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NAME 

/usr/sbin/kilism - kill thesendmail daemon 

SYNOPSIS 

killsm 

DESCRIPTION 

killsm reads the /etc/mail/sendmail .pid file to find the pid number of the currently running 
sendmail daemon, and then kills that daemon. The "/sbin/init. d/sendmail stop" command does 
the same thing. 

HP recommends that system administrators use "/sbin/init. d/sendmail start" and 
"/sbin/init .d/sendmail stop" to start and stop sendmail; these startup scripts are used when 
the system is booting to start sendmail. Advanced system administrators can put /usr/sbin into their 
search path and just reference "sendmail -bd -q30m" to start sendmail, and killsm to stop it. 

The previous sendmail -bk option of former releases is no longer supported. 

SEE ALSO 

sendmail(lM). 
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NAME 

kmadmin - kernel module administration 


SYNOPSIS 

/usr/sbin/kmadmin -d 
/usr/sbin/kmadmin -k 
/usr/sbin/kmadmin -L 
/usr/sbin/kmadmin -q 
/usr/sbin/kmadmin -Q 
/usr/sbin/kmadmin -s 
/usr/sbin/kmadmin -u 
/usr/sbin/kmadmin -U 


directory_name | 

module_name ... 
module_id ... 
module_name ... 

I -S 

module_id ... 
module_name ... 


-D 

I pathname ... 


DESCRIPTION 

kmadmin is the administrative command for staticand loadable kernel modules. It performs thefollowing 
functions: 

• loadsa kernel moduleintoa running system 

• unloadsa kernel modulefroma running system 

• displaysthestatusof kernel modulefs) currently loaded or registered 

• modifies the search path for kernel modules 

The loadable modules feature enables adding a module to a running system without rebooting the system 
or rebuilding the kernel. When the module is no longer needed, this feature also allows the module to be 
dynamically removed, thereby freeing system resources for other use. 

Loadable modules are maintained in individual object files in the same manner as statically configured 
modules. Uni ike static modules, loadablemodules: 

• are not linked to the kernel until they are needed 

• must be configured into the system and registered with the running kernel using the config com¬ 
mand, before they can be loaded 

• must be configured in loadable form (requires writing additional module initialization or wrapper 
code) 

• can beloaded and unloaded by usingthekmadmin command 

• can beloaded by the kernel itself (called an autoload) 

Auto-load occurs when the kernel detects a particular loadable module is required to accomplish some task, 
but is not currently loaded. The kernel automatically loads the module. 

Options 

The kmadmin options have thefollowing meanings: 

-d pathname 

Prepend the pathname to the current loadable modules search path, where pathname specifies 
directories that should be searched: 

for all subsequent demand loads initiated by a kmadmin command with the option -L and 
a named module_name, 

for all subsequent loads performed by the kernel's auto-load mechanism (see note below), 

prior to searching any directories already prepended tothesearch path by a prior kmadmin 
command with the-d option, and 

prior to searching the default search path /stand/dlkm/mod. d or 
/stand/dlkm. current.vmunix/mod.d. 

pathname must specify an absolute pathname or a list of absolute pathnames delimited by colons. 
The directories identified by pathname do not have to exist on the system at the time the request 
to modify the search path using kmadmin is made. If these directories do not exist at the time a 
load takes place, the load operation ignores them. 

All modifications to the search path made using this option take effect immediately and affect all 
subsequent loads (demand and auto-load) and all users on the system. 
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-D Reset the kernel modules search path to Its default value. The default value can be one of two 
search paths depending upon the running kernel. When the running kernel Is 
/stand/vmunix , the default value Is /stand/dlkm/mod. d. When the running kernel Is 
/stand/current .vmunix, the default value Is /stand/dlkm. current.vmunix /mod.d. 
The reset takes effect Immediately and affects all subsequent loads (demand and auto-load) and 
all users on the system. 

-k Print a list of all statically configured modules. 

-L module_name 

Load the named module(s), using the current value of the search path to locate the module's 
object file on disk. 

This option searches for a matching file In all directories specified in the search path. The default 
search pathname can be one of two values. The pathname Is 
/stand/dlkm. current.vmunix/mod. d when the running kernel Is /stand/ current.vmunix 
or pathname Is /stand/dlkm/mod. d when the running kernel Is /stand/vmunix. 

The load operation performs all tasks associated with link editing the module to the kernel and 
making the module accessible to the system. If the module depends on other kernel modules (as 
defined in /usr/conf/master. d), and these modules are not currently loaded, kmadmin 
will automatically load the dependent modules during the load operation. 

When loading completes, an Integer module_ld prints on the standard output to Identify the 
module(s) that was loaded. 

-L pathname 

Same as-L module_name, except the absolute pathname, pathname. Is used to locate the kernel 
module's object file. 

-U module_name 

Unload the named module(s) module_name. 

The unload operation performs all tasks associated with disconnecting the modulefrom the kernel 
and releasing any memory acquired by the module. When unloading completes, a message Is 
displayed to standard output notify the user that the module(s) that has been unloaded. 

If the module(s) to be unloaded are currently In use, are dependents of a loadable module that Is 
currently loaded, or arecurrently being loaded or unloaded, theunload request will fall. 

-u module_ld 

Same as -U module_name, except that module(s) to be unloaded Is Identified by the integer value 
module_ld. If module_ld Is 0 (zero), kmadmin attempts to unload all loaded modules. 

-q module_ld 

Print the status of loaded or registered module(s) Identified by the integer value module_ld. 
Information returned by this option Includes: 

module name 

module Identifier (module_id) 
the module's pathname 
module status 
module size 

the module's virtual load address 
the memory size of BSS 
the base address of BSS 
the module's reference count 
the module's dependent count 
the module's unload delay value 
the module's descriptive name 
the type of module 
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Depending on the type of module, information on the module's character major number, block major 
number and flags may also be printed. 

-Q module_name 

Same as -q module_id, except the modulefs) for which status information is to be reported is 
specified by module_name rather than module_id. 

-s Print an abbreviated status for all modules currently registered or loaded. This option returns a 
listing of module name, module id, status and type. 

Example: 


Name 

ID 

Status 

Type 

hello 

1 

UNLOADED 

Misc 

misato 

2 

UNLOADED 

WSIO 

St ape 

3 

UNLOADED 

WSIO 


-S Print the full status for all modules currently loaded. This option returns status information of 
the form returned by the -q options. 

DIAGNOSTICS 

kmadmin fails in thefollowing cases: 

kmadmin: Incorrect usage 

Command line input contained one or more syntax errors. See the SYNOPSIS section for the correct 
usage. 

kmadmin: modulejd : Invalid argument 

Unableto load the module corresponding to module_id because the module does not exist, 
kmadmin : Device busy 

Unableto load a module because the module is currently in-use. 

kmadmin : Non-numeric ID string: string 

Unableto unload or obtain status for a module because the module_id string specified a non-numeric 
value. 

kmadmin: modstat: Invalid argument 

Unableto obtain statusfor module, module_id, becausethe module does not exist, 
kmadmin: Module: module_name, not found 

Unable to obtain statusfor module becausethe module is currently not registered. 


FILES 

/stand/dlkm/mod.d/* 


Default search path for kernel modules when 
/stand/vmunix is the running kernel. 


/stand/dlkm. current.vmunix/mod.d/* 


Default search path for kernel modules when 
/stand/ current.vmunix is the running kernel. 


SEE ALSO 

config(lM), kmmodreg(lM), kmtuneflM), modload(2), modpath(2), modstat(2), moduload(2), loadmods(4). 
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NAME 

kminstall - add, delete, update a kernel module 

SYNOPSIS 

/usr/sbin/kminstall [-a| -d| -u] module name 

DESCRIPTION 

kminstall will add (-a), delete(-d) or update(-u) a moduleon thesystem. 

kminstall expects to find the module component files In the current directory. When components are 

Installed or updated with -a or -u option, they are copied Into subdirectories of the /usr/conf and 

/stand directories. 

Options 

The options for kminstall are: 

-a Add the components for the named module, module_name. 

To create the module's components, kminstall copies: 

mod. o to /usr/conf/km. d/module_name/mod. o 
master to /usr/conf/master. d/ module name 
system to /stand/system. d/module_name 

If node, space.h, and Modstub.o files are also present In the current directory, kmin¬ 
stall also copies: 

node to /usr/conf/node . d/module_name 

space .h to /usr/conf/km. d/module_name/ space .h 

Modstub. o to /usr/conf/km. d/ module name/Modstub. o 

kminstall expects a readablemod. o, master, and system file In the current directory. It 
creates the required directories If they do not exist. If module_name already exists on the sys¬ 
tem, kminstall printsa message and falls. 

-d Remove the components for the named module, module_name. 

To remove the module's components, kminstall first unloads and unregIsters the module. 
Then kminstall deletes thefollowingfiles: 

/usr/conf/km. d/module_name/mod. o 
/usr/conf/master . d/module name 
/usr/conf/km. d/module_name/ space .h (If present) 

/usr/conf/km. d/module_name/Modstub. o (If present) 

/usr/conf/node . d/module_name (If present) 

/stand/system. d/module_name 
/stand/dlkm/mod. d/module_name 
/stand/dlkm/system. d/module_name (If present) 

/stand/dlkm/node . d/module_name (If present) 
kminstall also deletes the directory entries: 

/usr/conf/km. d/module_name 
/stand/dlkm/mod. d/module_name 

If module_name Is configured as a loadable module and Its entry Is In the /etc/loadmods file 
(see loadmods(4)), then kminstall prints a warning message and removes the module entry 
from /etc/loadmods. 

If module_namels loaded, kminstall tries to unload the module. If the unload falls. It prints a 
message and exits with an error; otherwise, kminstall tries to unregIster the module. If the 
unregistratlon falls, then kminstall prints a message and exits with an error. 
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-u Update the components for the named module, module_name. 

To update the module's components, kminstall copies: 
mod. o to /usr/conf/km. d/module_name/mod. o 
master to /usr/conf/master. d/ module_name 
updated system to /stand/system. d/module_name 

If node, space.h, and Modstub.o files are also present In the current directory, kmin¬ 
stall copies: 

node to /usr/conf/node . d/module_name 

space .h to /usr/conf/km. d/module_name/ space .h 

Modstub. o to /usr/conf/km. d/module_name/Modstub. o 

kminstall expects a readablemod. o, master, and system file In the current directory. If 
module_name already exists on the system, kminstall updates the module. When updating 
an existing module, the values of the tunable parameters and the $LOADABLE and $CONFl- 
GURATION flags are taken from the running system and replace those In the new system file 
for the module. 

If module_name does not exist on the system, then kminstall prints a warning and adds the 
module to the system. 

kminstall creates the required directories If they do not exist. 

RETURN VALUE 

An exit value of zero Indicates success. If an error occurs, kminstall exits with a non-zero value and 
reports an error message. Error messages are self-explanatory. 

FILES 

/usr/conf/master. d/* Default Input master kernel configuration tables 

/stand/system, d/* Default kernel moduledescriptlon files 

/usr/conf/km. d/module_name/mod. o 

Moduleobject file 

/usr/conf/master . d/module_name Module master file 
/stand/system. d/module_name Moduledescriptlon file 

/usr/conf/km. d/module_name/space .h 

Module configuration file 

/usr/conf/node . d/module_name Module node file 

/usr/conf/km. d/module_name/Modstub. o 

Moduleobject file required by stub module 

/stand/dlkm/mod. d/module_name Loadable I mage of module 

SEE ALSO 

config(lM), loadmods(4), master(4). 
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NAME 

kmmodreg - register or unregister ioadabiekernei moduies with the running kernei 


SYNOPSIS 

/usr/sbin/kmmodreg [[-M moduie_name]...][-r mod_register_root] 
[-C mod_reg_root ] 


/usr/sbin/kmmodreg [[-U moduie_name]...][-r mod_register_root] 
[-C mod_reg_root ] 


DESCRIPTION 

kmmodreg registers aii of the ioadabie kernei moduies iisted in the mod_register fiie iocated under 
either /stand/dlkm. current_vmunix/ when the running kernei is current_vmunix, or /stand/dlkm 
when the running kernei is /stand/vmunix. Aii ioadabie kernei moduies need to be registered by 
kmmodreg before they can be automaticaiiy-ioaded by the running kernei (i.e., upon moduie access by an 
appiication or user process), or demand-ioaded by an administrator issuing the kmadmin command. 

Themod_register fiie is generated whenever config is run to create a new kernei and contains the 
registration information for any (and aii) configured ioadabie moduies. When config -M is run to 
configure a ioadabiekernei module, the entries for the module are appended to themod_register . The 
mod_register file is not expected to be edited manually. An individual module's registration informa¬ 
tion is also created by config and stored in the mod_reg file located under 
/stand/cilkm/mod_bld. d directory. 

Options 

kmmodreg takes thefollowingoptions: 

-r mod_regi ster_root 

Use to specify a directory other than /stand/dlkm. current_vmunix or /stand/dlkm/ as 
the location for themod_register filethat is used to register modules. 

-c mod_reg_root 

Use the individual module registration information under the mod_reg_root directory instead of 

/stand/dlkm/mod_bld.d. 

-M module_name [module name] 

Register the specified Ioadabiekernei module, and append an entry (or entries) for the module(s) 
to the mod_register file. This will effect registration of the specified module(s) at every sys¬ 
tem reboot. 

-U module_name 

Unregister the specified Ioadabiekernei module, and remove an entry (or entries) for the module 
from the mod_register file, so it will not be registered every time the system is rebooted. 


NOTES 

The kmmodreg command is executed automatically at every system reboot, kmupdate also calls kmmo¬ 
dreg, with the-M option, when a Ioadabiekernei module configuration is requested, kmmodreg can also 
be invoked as a user-level command to register all of the Ioadabiekernei modules. 

WARNINGS 

Themod_register fileformat may change or be eliminated in the future. 

FILES 

/stand/dlkm Default mod_register_root directory 

/stand/dlkm. current_vmunix/mod_register Default mod_register file 

/stand/dlkm/mod_bld. d/module_name/mod_reg Module registration information 

Each mod_register file entry provides registration information about a single module. The information 
is contained in a single-line entry. All fields are positional and are separated by colons. The subfields are 
separated by commas. The entry is of the form: 

module-name:modul&type:type-specific-data 

where: 
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• module-nameidentifies themoduleto which theentry belongs 

• module-type contains an integer representing the module type 

• type-sped flc-data includes additional information that depends on the type of the module 

RETURN VALUE 

An exit value of zero indicates successful completion of the command. If errors occur, kitimodreg reports 
error messages for each error and exits with the return value 1. If the error is a failure to register a 
module, an error message is reported, but the command continues processing the remaining modules listed 
in themod_register file. If no modules are processed, kitimodreg returns a value of 2. 

SEE ALSO 

config(lM), kmadmin(lM), kmupdate(lM). 
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NAME 

kmsystem - set, query configuration and ioadabieflagsfor a moduie 

SYNOPSIS 

/usr/sbin/kmsystem [-S system_fiie] 

/usr/sbin/kmsystem [-c -pfl y| N| n}] [-1 -pfl y| N| n}] [-q] 
[-S system_fiie] moduie_name 


DESCRIPTION 

Without any option or with the-S option oniy, kmsystem prints the information on the $LOADABLE and 
$C0NFIGURATI0N flags Of aii moduies. The -q option may be used to print information about the 
specified moduie oniy. The $CONFlGURATlON flag for module_name is set using the -c option, and the 
$LOADABLE flag is set with the -1 flag. When module_name is specified on the command iine, one or 
more of the -c, -1, or -q flags must also be specified. 

Options 

-c vaiueSet the configuration status of moduie_nameto vaiue. vaiue must be Y or y to configure the 
moduie, or N or n to not configure it. 

If the system file for the module (/stand/system. d/module_name) exists but does not con¬ 
tain the $C0NFIGURE flag, then an error message is printed. Otherwise, the flag is set to 
vaiue. 

If the system file for the module does not exist, then the standard system fiie (see -S option) is 
searched. moduie_name is added or removed from that system fiie according to vaiue. 

-1 vaiue Set the $LOADABLE flag in the system fiie of moduie_nameto vaiue. vaiue must be Y or y to 
make the moduie ioadabie, or N or n to specify that it shouid be staticaiiy iinked. If the system 
file for the module does not exist, kmsystem exits with an error. If the system file exists, but 
the $LOADABLE flag is not present in the fiie, then the moduie is a static moduie, and kmsys¬ 
tem exits with an error. 

-q Print the ioadabieand configuration flag information for moduie_name. If the ioadabie informa¬ 

tion does not appiy, then a - is printed. 

-S system_fiie 

Specify the HP-UX system description fiie name. Users shouid specify the compiete path to the 
fiie name: otherwise, kmsystem wiii search the current directory for the specified fiie. The 
defauit HP-UX system description fiie if the -S option is not specified is /stand/system. 
This option is for backward compatibiiity. 


EXAMPLES 

To dispiay the configuration and ioadabie status of the stape moduie: 

/usr/sbin/kmsystem -q stape 
To specify that the stape moduie shouid be staticaiiy iinked: 

/usr/sbin/kmsystem -1 N stape 

NOTES 

System administrators are encouraged to use kmsystem and kmtune instead of editing system descrip¬ 
tion fiies manuaiiy. Fiie format of system description flies are subject to change, and kmsystem provides 
compatibiiity in the event of a format change. 

RETURN VALUE 

U pon successfui compietion, kmsystem returns with one a 0: otherwise it returns with a 1. 

DIAGNOSTICS 

Output for queries is sent to stdout. Error messages are sent to stderr. Messages from kmsystem are 
self explanatory. 

FILES 

/usr/conf/master .d/* Master configuration tablesfor kernel and kernel modules 
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/stand/system 
/stand/system.d/* 


SEE ALSO 

kmtune(lM), master(4). 


Default HP-UX system description file 
Kernel modulesystem description files 
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NAME 

kmtune - query, set, or reset system parameter 

SYNOPSIS 

/usr/sbin/kmtune [-1] [[-q name]...] [-S system_file] 

/usr/sbin/kmtune [[-s name {=| +]value]...] [[-r name]...] 

[-S system_file] 


DESCRIPTION 

kmtune is used to query, set, or reset system parameters, kmtune displays the value of all system 
parameters when used without any options or with the -S or -1 option, kmtune reads the master files 
and thesystem description files of the kernel and kernel modules. 

Options 

The following options are recognized by kmtune: 

-1 Print a detail report. The-1 option cannot be used with the-r or -s options. 

-q name 

Query the value of the specified system parameter. 

-r name 

Reset the value of a system parameter to the default. 

-s name{=| +}value 

Set the valueto a system parameter. If the separator is an equal sign (=), the parameter is set to 
the value specified. If the separator is a plus sign (+), the parameter is incremented by the value 
specified. Negative values cannot be used with plus sign (+). The name {=| +]value format must 
not i ncl ude spaces or tabs. 

-S system file 

Specify the HP-UX system description file name. If not specified, /stand/system is used as 
the default. 

Ifthe-q query option isspecified, kmtune displaysthefollowingformat: 

Brief report without -1 option 

Parameter Value 


name 

Detailed report with -1 option 

Parameter: 
Value: 
Default: 
Minimum: 
Module: 


value 


name 

value 

default 

minimum 

module 


If the -1 option is specified without the -q query option, a detailed report on all the parameters is 
displayed. The information between the parameters is separated by blank lines. 

If the parameter has no minimum value specified in master file, minimum will be displayed asIf the 
parameter is not supplied by kernel modules, modulewill be displayed as 

If the -s set option is specified with an equal (=) separator and the minimum value of the parameter is 
described in a master file, the value range is checked. If the minimum value or the specified value is a for¬ 
mula, the check is not made. 

If the -s set option with a plus (-I-) separator is specified and the original value is non numeric, an error is 
reported. 


NOTES 

System administrators are encouraged to use kmsystem and kmtune instead of editing description files 
manually. Fileformat of description files aresubject to change, and kmtune isintendedtoprovidecompa- 
tibilityin case of format change. 
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RETURN VALUE 

Upon completion, kmtune returns with one of thefollowing exit values: 

0 Successful. 

1 Requested parameter is not found, the value is out of range, or the type of value is formula. 

2 Syntax error. 

>2 Environmental error. 

Results of query requests are sent to stdout. Error and warning messages are sent to stderr. 

EXAMPLES 

# kmtune -q shmseg 

Parameter Value 


shmseg 

120 

■ kmtune -s 

shmseg=128 

■ kmtune -1 

-q shmseg 

Parameter: 

shmseg 

Value: 

128 

Default: 

120 

Minimiun: 

- 

Module: 

- 

■ kmtune -r 

shmseg 

■ kmtune -q 

shmseg 

Parameter 

Value 


shmseg 120 


FILES 

/usr/conf/master.d/* Master configuration tablesfor kernel and kernel modules 

/stand/system Default HP-UX system description file 

/stand/system, d/* Kernel modulesystem description files 

SEE ALSO 

kmsystem(lM), master(4). 
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NAME 

kmupdate - update default kernel file and files associated with the kernel, or update specified kernel 
modules 

SYNOPSIS 

/usr/sbin/kmupdate [kernel_file] 

/usr/sbin/kmupdate -M module_name[[-M module_name]...] [-i | -a] 

DESCRIPTION 

This command can be Invoked to either update the kernel and the kernel modules associated with the ker¬ 
nel (I.e., /stand/dlkm, which Is the kernel function set directory), or to update only the specified kernel 
modules. 

Updating the Kernel and the Associated Kernel Function Set Directory 

The first form of kmupdate is used to initiate the move of the specified kernel_file to the default kernel 
located at /stand/vmunix during the next system shutdown or startup. The directory associated with 
the specified kernel_file, the kernel function set directory. Is also moved to /stand/dlkm at the next 
shutdown or startup. If kernel_file Is not specified, /stand/build/vmunix_test is used as the 
kernel_fileto use for the update. 

kmupdate is useful In cases where the kernel Is built either by config without Its -u option, or by 
mk_kernel with Its -o option (which specifies a kernel other than the default). In these cases the 
administrator should use kmupdate to update the kernel file and Its associated kernel function set direc¬ 
tory for the next shutdown or startup. 

NOTE: Overwriting or replacing the kernel file and associated kernel function set directory using com¬ 
mands like cp or mv should be avoided. 

Options for Updating Specified Loadable Kernel Modules 

The second form of kmupdate supports the foil owing options. 

-M module_name 

Update specified module_name module. Without -a or -i, kmupdate will attempt to update 
module_name Immediately. If module_name cannot be updated Immediately, the module will be 
updated asynchronously, as described below. 

-i When specified, kmupdate will only attempt an Immediate update. 

-a When specified, kmupdate will update asynchronously without attempting an Immediate 
update. 

Immediate Update of Specified Kernel Modules 

kmupdate may be used for Immediately updating the loadable Image of a newly created kernel module, 
without a reboot. If the module_name Is loaded, kmupdate tries to unload It and. If the -i option Is 
specified and the module cannot be unloaded, kmupdate exits with an error. If the kernel module was 
either not loaded or successfully unloaded, kmupdate checks If It Is registered, and If so, unregIsters the 
module. If the kernel module cannot be unregistered, kmupdate exits with an error If -i Is specified; 
otherwise the modulewill beupdated asynchronously. If the unregistratlon succeeds, kmupdate overlays 
the existing loadable Image of the module with the newly generated Image. It then registers the module 
with the latest registry Information and performs module type specific initialization, if required. If the 
module was loaded originally, kmupdate reloads the module before exiting. 

Asynchronous Update of Specified Kernel Modules 

If the -a option Is specified, the module will be updated asynchronously without first attempting an 
immediate update. An asynchronous update occurs at shutdown. When the system shuts down, the 
module's loadable I mage Is updated. The module Is registered when the system Is restarted. 

RETURN VALUE 

kmupdate returns 0 upon normal completion, and 1 If an error occurred. 

DIAGNOSTICS 

Messages that notify an update Is successful aresenttostdout. Error messages are sent to stderr. 
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FILES 

/stand/vmunix 

/stand/dlkm 

SEE ALSO 

mk_kernel(lM), config(lM). 


Default kernel file 

Default kernel function set directory 
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NAME 

lanadmin- local area network administration program 

SYNOPSIS 

/usr/sbin/lanadmin [-e] [-t] 

/usr/sbin/lanadmin [-a] [-A statlon_addr] [-b] [-B on| off ] [-m] [-M mtu_slze] [-R] [-s] 
[-S speed] PPA 


DESCRIPTION 

The lanadmin program administers and tests the Local Area Network (LAN). For each Interface card, It 
allows you to: 

• Display and change the station address. 

• Display and change the 802.5 Source Routing options (RIF). 

• Display and change the maximum transmission unit (MTU). 

• Display and change the speed setting. 

• Clear the network statistics registers to zero. 

• DIsplaytheInterfacestatlstIcs. 

• Reset the Interface card, thus executing Its self-test. 

For operations other than display, you must have superuser privileges. 

lanadmin reads commands from standard Input, writes prompts and error messages to standard error, 
and writes status Information to standard output. When the program Is run from a terminal, the Interrupt 
key (usually "C) Interrupts a currently executing command; the eof key (usually "D) terminates the pro¬ 
gram. 

lanadmin operates In two modes: Menu Mode (see the first SYNOPSIS line) and Immediate Mode (see 
the second SYNOPSIS line). If at least one -aAbBmMRsS option Is supplied, lanadmin executes In 
1 mmedlate Mode. Otherwise, It executes In Menu Mode. 

NOTE: lanadmin replaces the now obsolete landiag command beginningat 10.0. 


Options and Arguments 

lanadmin recognizes the foil owing 1 mmedlate Mode options and arguments. At least one -aAbBmMRsS 
option and the PPA argument must be supplied. 


PPA 


-a 

-A Station addr 


-b 


The Physical Point of Attachment (PPA) number of the LAN Interface. This 
argument Is Ignored If none of the -aAbBmMRsS options are used (Menu Mode). 
Any options specified after PPA are ignored. Appropriate values can be 
displayed with thelanscan command (see lanscan(lM)). 

Display the current station address of theinterface corresponding toPPA. 

Set the new station address of the Interface corresponding to PPA. The 
statlon addr must be entered In hex format with a 'Ox' prefix. You must have 
superuser privileges. 

WARNING: To ensure the Interface and the system work correctly, the Interface 
MUST be brought down before setting the new station address. After the new 
station address Is set, the Interface should be brought up In order to be func¬ 
tional. See Ifconfig(lM) for bringing down and bringing up the Interface. 

Display the current 802.5 source routing option for the Interface corresponding 
to PPA. 


-B on| off 


-M mtu_slze 
-R 


Turn the 802.5 source routing option "on" or "off" for the Interface corresponding 
to PPA. The default value for FIP devices Is "on". You must have superuser 
privileges. 

Display the current MTU size of the Interface corresponding to PPA. You must 
have superuser privileges. 

Set the new MTU size of the Interface corresponding to PPA. The mtu_slze value 
must be within the link specific range. You must have superuser privileges. 

Reset the MTU size of the Interface corresponding to PPA to the default for that 
linktype. You must have superuser privileges. 
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-s Display the current link speed setting of the interface corresponding to PPA. 

-S speed Set the new link speed setting of the interface corresponding to PPA. You must 

have superuser privileges. 

lanadmin recognizes the following Menu Mode options. They are ignored if they are given with an 
I mmediate M ode option. 

-e Echo the input commands on the output device. 

-t Suppress the display of the command menu before each command prompt. This 

is equivalent to theTest Selection Modeterse command. The default is ver¬ 
bose. 


I mmediate Mode 

I n I mmediate Mode, you can display the station address, source routing option, MTU size, and link speed of 
LAN interface PPA. For certain interfaces, if you have superuser privileges you can also modify the station 
address, source routing option, MTU size, and link speed. See "Options and Arguments" above. 


Menu Mode 

In Menu Mode, you can select an interface card, display statistics for the selected card, reset the card, and 
clear the statistics registers. 

Menu Mode accepts either complete command words or unique abbreviations, and no distinction is made 
between uppercase and lowercase letters in commands. Multiple commands can be entered on one line if 
they are separated by spaces, tabs, or commas. 

Test Selection Mode Menu 

This menu is entered when Menu Mode is first selected. The avallableTest Selection Mode commands are: 
Ian SelecttheLAN I nterface Test Mode menu, 

menu Display theTest Selection Modecommand menu, 

quit Terminate the lanadmin program, 

terse Suppressthedisplay of command menus, 

verbose Restore the display of command menus. 

LAN I nterface Test Mode Menu 


The foil owing commands are available: 

clear Clear the LAN interface network statistics registers to zero. You must have 

superuser privileges. 

display Display the RFC 1213 MIB II statistics. Depending on the link, the type-specific 
MIB statistics may also be displayed. For instance, for Ethernet links, the RFC 1398 
Ethernet-1 ike statistics are displayed. 

end Return lanadmin toTest Selection Mode. 


menu 

ppa 


quit 

reset 


Display the LAN I nterfaceTest Modecommand menu. 

Prompt for a PPA that corresponds to a LAN interface card. It defaults to the first 
LAN interface encountered in an internal list. Appropriate values can be displayed 
with thelanscan command (see lanscan(lM)). 

Terminate the lanadmin program. 

Reset the local LAN interface card, causing it to execute its self-test. Local access to 
the network is interrupted during execution of reset. You must have superuser 
privileges. 


WARNINGS 

Changes made to an interface's station address or mtu interactively with the lanadmin command will not 
be preserved between system reboots. A user must modify the initialization configuration files for this 
feature, either manually editing configuration files or through the SAM interface. 
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AUTHOR 

lanadmin was developed by H P. 

SEE ALSO 

netstat(l), lanscan(lM), linkloop(lM), ping(lM), lan(7). 
DARPA Requests for Comments: RFC 1213, RFC 1398. 
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NAME 

lanscan - display LAN device configuration and status 

SYNOPSIS 

lanscan [-aimnpv] [system [core]] 

DESCRIPTION 

lanscan displays thefollowing information about each LAN device that has software support on the sys¬ 
tem: 

• Hardware Path. 

• Active Station Address (also known as Physical Address). 

• Card I nstance N umber 

• Hardware State. 

• Network Interface "NamePPA". The Network Interface "Name" and the "PPA" (Physical Point of 
Attachment) number are concatenated together. A single hardware device may have multiple 
"NamePPA" identifiers, which indicates multiple encapsulation methods may be supported on the 
device. For Ethernet/I EEE 802.3 links, the "Name" Ian is used to designate Ethernet encapsula¬ 
tion, and snap for IEEE 802.3 encapsulation. For other links (FDDI, Token Ring), only the Ian 
encapsulation designation is used. 

• Network Management ID. 

• MAC Type. 

• HP DLPI Supported. Indicates whether or not thelan devicedriver will work with HP's Common 
Data Link Provider Interface. 

• DLPI Major Number. 

• Extended Station Address for those interfaces which require more than 48 bits. This is displayed 
only when the -v option is selected. 

• Encapsulation Methods that the Network Interface supports. This is displayed only when the -v 
option is selected. 

The arguments system and core allow substitution for the default values /stand/vmunix and 
/dev/kmem. 

Options 

lanscan recognizes thefollowing command-lineoptions: 

-a Display station addresses only. No headings. 

-i Display interface names only. No headings. 

-m Display MAC types only. No headings. 

-n Display Network Managements I Ds only. No headings. 

-p Display PPA numbers only. No headings. 

-V Verbose output. Two lines per interface. I ncludes displaying of extended station address and 
supported encapsulation methods. 

WARNINGS 

lanscan does not display information about LAN devices that do not have software support such as LAN 
interface cards that fail to bind properly at boot-up time. 

AUTHOR 

lanscan was developed by H P. 

SEE ALSO 

ifconfig(lM), ioscan(lM), lanadmin(lM), linkloop(lM), lan(7). 
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NAME 

link, unlink - execute link () and unlink () system calls without error checking 

SYNOPSIS 

/usr/sbin/link filel file2 
/usr/sbin/unlink file 

DESCRIPTION 

The link and unlink commands perform their respective system calls (link() or unlink () ) on 
their arguments, abandoning most error checking. 

These commands can be executed only by users who have appropriate privileges. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_MESSAGES determi nes the language i n which messages are displayed. 

If LC_MESSAGES is not specified in the environment or is set to the empty String, the value Of LANG is 
used as a default for each unspecified or empty variable. If LANG is not specified or is set to the empty 
string, a default of "C" (see lang(5)) is used instead of LANG. 

If any internationalization variablecontains an invalid setting, link behaves as if all internationalization 
variables are set to "C". See environ(5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

RETURN VALUE 

link and unlink return thefollowing values: 

0 Operation successful. 

1 I nput syntax error. 

2 The link 0 or unlink () call failed. 

WARNINGS 

If a directory that contains files other than . and .. is unlinked, the files become orphans, unless they 
arealsolinked by some other directory. 

Not all filesystems permit I inking to directories. 

SEE ALSO 

ln(l), rm(l), link(2), unlink(2). 

STANDARDS CONFORMANCE 

link: SVID2, SVID3 

unlink: SVID2, SVID3 
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NAME 

linklocp - verify LAN connectivity with iink-ievei ioopback 

SYNOPSIS 

linkloop [-i PPA] [-n count] [-r rif] [-s size] [-t timeout] [-v] iinkaddr ... 

DESCRIPTION 

The linkloop command uses IEEE 802.2 link-level test frames to check connectivity within a local area 
network (LAN). 

Iinkaddr is the hardware station address of a remote node. Several addresses can be specified at onetime. 

linkloop teststheconnectivity of the local node and the remote node specified by each hardware station 
address. The hardware station address of a remote node can be found by executing lanscan on the 
remote node. This hardware station address is usually represented as a hexadecimal string prefixed with 
Ox. It can also be represented as a octal string prefixed with 0 or as a decimal string. The hardware sta¬ 
tion address must not be a multicast or broadcast address. 


Options 

linkloop recognizesthefollowingoptions: 

-i PPA Specify the PPA to use. If this option is omitted, linkloop uses the first PPA 

it encounters in an internal data structure. 

-n count Set the number of frames to transmit. If count is 0, linkloop transfers 

frames indefinitely until an interrupt signal (defined by the user shell) is 
received. The default valuefor count is 1. 


-r rif 


-s size 


-t timeout 


Specify the particular bridge route over which token ring packets should be 
delivered, rif is the routing information field used for token-ring networks. Its 
value is given as an even number of hexadecimal bytes separated by colons, up to 
a maximum of 16 bytes. 

Set the size in bytes of the data message to send. The maximum data size is 
dependent on the type of LAN link being used. The default value is the max¬ 
imum data byte count that can be used for the particular link. 

Set the amount of time in seconds to wait for a reply from the remote node 
before aborting. If timeout is 0, linkloop waits indefinitely for a reply. The 
default value is 2 seconds. 


-V Set the verbose option. I n addition to the regular summary of test results, this 

option displays more extensive error information. If there are header or length 
errors, appropriate messages are displayed. All verbose output is preceded by 
the number of replies accepted before an error occurred. 


Connectivity Test Results 

linkloop aborts upon receipt of an interrupt signal. If aborted, the current results are printed. 

linkloop prints the result of the link-level connectivity test. If the test fails, it prints a summary of the 
test and indicates the type of error. The possiblemessages are: 

address has bad format 

An incorrect hardware station address was entered on the command line. 

address is not individual 

The station address entered on the command line is either a multicast or broadcast address, 
frames sent 

Total number of frames sent, 
frames received correctly 

Total number of frames received without errors, 
frames with length error 

Received frame length does not match transmitted frame length. If the verbose option is set, the 
length received is printed. 
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frames with data error 

Received frame does not match transmitted frame, 
frames with header error 

Number of frames received containing unexpected frame header information. Either the source 
address does not match the remote address, the destination address does not match the iocai address, 
or thecontroi fieid is not theTEST frame control field. These frames are ignored, linkloop con¬ 
tinues to try to receive the repiy frame untii the read operation times out. 

reads that timed out 

Count of how many read operations timed out before the reply was received. 

DIAGNOSTICS 

illegal count parameter 

The count specified in the -n option is a negative integer, or the number specified is too large for the 
local computer. 

illegal timeout parameter 

The timeout specified in the-t option is a negative integer, or the value specified multiplied by 1000 
is too large for the local computer. 

illegal size parameter 

The size specified in the -s option is not in the range from 0 to the maximum link data size. 
Remember that the maximum link data size can vary in value for different LAN connection types. 
The current MTU can be obtained with the linkloop command. 

No valid interface associated with PPA 
The PPA specified in the-i option is not a valid PPA. 

Unable to open device file /dev/dlpi 
Device file /dev/dlpi does not exist, 
invalid rif parameter 

Therif valuein the-r option is invalid, 
rif parameter too long 

The number of bytes in rif in the-r option exceeded 16, which is the maximum allowed, 
rif parameter length must be even 

Thenumber of bytes in rif in the-r option isodd. Thenumber of bytes must be even. 

AUTHOR 

linkloop was developed by HP. 

SEE ALSO 

lanadmin(lM), lanscan(lM), lan(7). 
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NAME 

localedef - generate a locale environment 

SYNOPSIS 

localedef [-cenvw] [-C compiler_options] [-L loader_options] [-m method_file] 

[-f charmap_file] [-1 locale definition ] locale_name 

DESCRIPTION 

localedef sets up the language environment for the named locale, localedef reads a locale 
definition file (see localedef(4) for a detailed description) from standard input (default) or from 
locale_definition file, creates a locale file with the same name as specified for the locale_name parameter, 
and optionally installs this locale in the appropriate directory. I nstallation of public locales (those accessible 
to all users) requires appropriate privileges. Creation of locales (both private and public) requires access to 
theANSI C compiler. 

Options 

localedef recognizesthefollowingoptions: 

-c Create permanent output even if warning messages have been generated. 

-e Generate 64-bit locale in addition to the 32-bit locale. This is the default on a 64-bit 

operating system and is included to allow cross platform development. 

-n (noinstall)Createthelocalefilein thecurrent directory. 

-V (verbose) Generate as many diagnostic messages as possible. 

-w Generate additional warning messages for duplicate definitions and ellipses use in the 

LC_COLLATE category. 

-f charmap_file 

If locale definition file contains symbolic names (of the form <name>) use 
charmap_file. See charmap(4) for a description of theformat of a charmap_file. 

-i locale_definition 

Use locale_definition file as input, instead of standard input (default). 

-m method_file 

Use the specified method_file to overwrite use of default methods in processing the 

localedefinition. 

-C compiler_options 

Specify additional compiler options to be applied in compiling the locale. See cc(l) for 
a complete list of options. Use with care on a 64-bit operating system since the addi¬ 
tional default option includes -fOA2.0W. 

-L loader_options 

Specify additional loader options to be applied in linking the locale. See ld(l) for a 
complete Iist of options. 

locale_name Thisargument isrequired, and identifiesthenameofthelanguage following the nam¬ 
ing convention of the LANG environment variable(seeenviron(5)): 

language[_territory ] [ .codeset ] 

Thefollowing is a brief description of the components that makeupa locale. For a complete description of 
the form and syntax of a localedefinition file, see localedef (4). For a complete description of the form and 
effects of a charmap file, see charmap(4). 

Six categories of data in the locale_name file are recognized by setlocale(3C), and make up a language 
definition: 

LC_COLLATE Information in this category affects behavior of regular-expressions and nls 
string-collation functions. 

LC_CTYPE Information in this category affects behavior of character classification and 

conversion functions. 

LC_MONETARY Information in this category affects behavior of functions that handle monetary 
values. 
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LC_NUMERIC Information in this category affects handiing of the radix character in 
formatted-input/output and string-conversion functions. 

LC_TIME I nformation in this category affects behavior of time-conversion functions. 

LC_MESSAGES This category contains information affecting interpretation of yes/no responses. 

A locale definition fiie aiso consists of six categories. The beginning of each category is identified by a 
category tag having the form LC_category where category is one of the foiiowing: CTYPE, COLLATE, 
MONETARY, NUMERIC, TIME, or MESSAGES. The end Of each category is identified by a tag consisting of 
the word END foiiowed by a space and the category identifier: for exampie, END LC_COLLATE. 
Categories can appear in any order in the locale definition fiie. At ieast one category specifications is 
required. If a category is not specified, setlocaleO sets up the defauit "C" iocaie for that category 
(seesetiocaie(3C) and iang(5)). 

Each category is composed of one or more statements. Each statement begins with a keyword foiiowed by 
one or more expressions. An expression is a set of weii-formed metacharacters, strings, and constants, 
localedef aiso recognizes comments and separators. 

More than one definition specified for each category constitutes a hard error (causes localedef to exit 
without generating a iocaie). Any category can be specified by the keyword copy foiiowed by the name of 
a vaiid iocaie. This causes the information for the category to be identicai to that in the named iocaie. 
Note that the copy keyword, if used for a category, must be the first and oniy keyword foiiowing the 
category tag. 

A methods fiie is used to creat iocaiesfor user-specific character encoding schemes. 

Operating System Requirements 

For cross piatform deveiopment and deveiopment on a 64-bit operating system severai requirements must 
be observed. Both the 32-bit and 64-bit method iibraries must exist. I n the case of the 64-bit shared iibrary 
it must be in the directory pa20_64 under the ideation where the 32-bit iibrary is iocated. When the -e 
option is specified, or when executing on a 64-bit operating system, the resuiting iocaie is piaced in the 
directory pa20_64 under the current working directory uniessthe instaii option has been specified. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the iocaie to use when neither LC_ALL or the other category variabies specify a iocaie. 

LC_ALL determines iocaieto be used. It overrides any vaiues specified by LANG or any other LC_* vari¬ 
abies. 

LC_COLLATE and LC_CTYPE have no effect on the processi ng Of iocaiedef, which behaves as if these two 
variabies were set to the C iocaie. 

LC_MESSAGES determi nes the ianguage i n which messages are dispiayed. 

International Code Set Support 

Singie- and muiti-byte character code sets are supported. 

RETURN VALUE 

localedef returns the foiiowing vaiues: 

0 No errors occurred and the iocaie was successfuiiy created. 

1 Warnings occurred and the iocaie was successfuiiy created. 

2 The iocaie specification exceeded impiementation iimits or the coded character set used is not 
supported. 

>3 Warnings or errors occurred, and no output was generated. 

AUTHOR 

localedef wasdeveioped by OSF and FIP. 

FILES 

/usr/lib/nls/config 
/usr/lib/nls/loc/sre 
/usr/lib/nls/loc/charmaps 
/usr/lib/nls/loc/methods 
/usr/lib/nls/loc/pa20_64/methods 
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/usr/lib/nls/loc/locales/language[_territory ][. codeset ] 

SEE ALSO 

locale(l), localedef(4), charmap(4), setlocale(3C), environ(5). 


STANDARDS CONFORMANCE 

localedef: XPG4, POSIX.2 


HP-UX Release 11.0: October 1997 


-3- 


Section lM-325 


lockd(lM) 


lockd(lM) 


NAME 

lockd - network lock daemon 


SYNOPSIS 

/usr/sbin/rpc. lockd [-1 log file] [-t timeout] [-g graceperiod] 


DESCRIPTION 

lockd is an RPC server that processes NFS file locking requests from the local kernel or from another 
remote lock daemon, lockd forwards lock requests for remote data to the server site's lock daemon 
through the RPC/XDR package (see rpc(3C)). lockd then requests the status monitor daemon, statd for 
monitor service (see statd(IM)). The reply to the lock request is not sent to the kernel until the status dae¬ 
mon and the server site's lock daemon have replied. 

If either the status monitor or server site's lock daemon is unavailable, the reply to a lock request for 
remote data is delayed until all daemons become available. 

When a server recovers, it waits for a grace period for all NFS client-site lockds to submit reclaim 
requests. Client-site lockds are notified by the statd of the server recovery, and promptly resubmit pre¬ 
viously granted lock requests. If a lockd fails to secure a previously granted lock at the server site, the 
lockd sends a SIGLOST to the process holding that lock. 


Options 

lockd recognizes thefollowing options and command-line arguments: 


-1 logfile 


-t timeout 


-g graceperiod 


Log any errors to the named log file log file. Errors are not logged if the -1 
option is not specified. 

Information logged to the file includes date and time of the error, host name, 
process ID and name of the function generating the error, and the error mes¬ 
sage. 

lockd uses timeout (seconds) as the interval instead of the default value (10 
seconds) to retransmit a lock request to the remote server. Note that changing 
this valuealsochanges the valuefor grace period duration. 

lockd uses [H-(graceperiod/timeout )]xtimeout (seconds) as the grace period 
duration instead of the default value (Sxtimeout seconds). If both -t and -g 
are specified, the-t should appear first si nee the grace period duration is depen¬ 
dent on the value of timeout. 


AUTHOR 

lockd was developed by Sun Microsystems, Inc, and FIP. 

SEE ALSO 

fcntl(2), lockf(2), signal(2), statd(lM). 
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NAME 

logins- display system and user login data 

SYNOPSIS 

logins [-admopstux] [-g groups] [-1 logins] 

DESCRIPTION 

logins displays data concerning system and user logins. The format and content of the output is con¬ 
trolled by command options and may include: system or user login, user ID number, /etc/passwd com¬ 
ment field value (e.g., user name, etc...), primary group name, primary group ID, supplementary group 
names, supplementary group IDs, home directory, login shell, user security level, user audit events, and 
password aging parameters. The default data is: login, user ID, primary group name, primary group ID, 
and /etc/passwd comment field value. Output is sort by user ID, with user logins following system 
logins. The default output consists of login, user ID, primary group, primary group ID and comment field 
formatted into columns. 

The foil owing options are aval lableto this command: 

-a Displays two account expiration fields. The fields show how long the account can be unused (in days) 
before it becomes inactiveand the date the account will expire. 

-d Display logins with duplicateUIDs. 

-m Show multiplegroup membership data. 

-o Display with alternate format of one lineof colon separated fields. 

-p Display logins with no passwords 

-s Display all system logins 

-t Sort output by login rather than DID. 

-u Display all user logins. 

-X Display extended information about selected users. This extended information includes home direc¬ 
tory, login shell and password aging data, each on its own line. Password information consists of pass¬ 
word status (PS for valid password, LK for locked and NP for no password) and, if a password is 
present, date of last change, required number of days between changes, and number of days allowed 
between changes. I n the case of non-trusted systems, the date of last change will be the latest Thurs¬ 
day si nee the change. 

-g groups 

Display all users belonging to groups, sorted by login. A comma separated list specifies multiple 
groups. 

-1 logins 

Display the requested logins. A comma separated list specifies multiple logins. 

Multiple options may be used. Any login matching any of the criteria will be displayed. A login will be 
displayed only once, even if it meets multiplecriteria. 

EXAMPLES 

logins 

logins -p -d 
logins -s -o 

FILES 

/etc/passwd 
/etc/group 

SEE ALSO 

listusers(l), passwd(l), group(4), passwd(4). 

STANDARDS COMPLIANCE 

logins:SVID3 


List all logins in default format. 

List all logins that have no password or have a duplicateUI D in default format. 
List all system logins in the alternate format. 

HP-UX password file. 

HP-UX group file. 
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NAME 

Ipadmin - configure the lp spooling system 


SYNOPSIS 

/usr/sbin/lpadmin -pprinter [options] 
/usr/sbin/lpadmin -xdest 
/usr/sbin/lpadmin -d[dest] 


DESCRIPTION 

Ipadmin configures LP spooling systems to describe printers, classes and devices. It is used to add and 
remove destinations, change membership in classes, change devices for printers, change printer interface 
programs, and to changethesystem default destination. Ipadmin cannot be used when thetp scheduler, 
Ipsched(lM), is running, except where noted below. 

Exactly one of the-p, -x or -d options must be present for every legal invocation of Ipadmin. 

-pprinter Names a printer to which all of the options below refer. If printer does not exist, it 

will be created. 

-xdest Removes destination dest from the lp system. If dest is a printer and is the only 

member of a class, the class is deleted, too. No other options are allowed with -x. 

-d[dest] Makes existing destination dest the new system default destination. If dest is not 

supplied, there is no system default destination. This option can be used when 
Ipsched(lM) is running. No other options are allowed with -d. 

The following options are only useful with -p and can appear in any order. For ease of discussion, the 
printer is referred to below as printer P. 

-cclass Inserts printer P into the specified class, class is created if it does not already 

exist. 


-eprinter 


-gpriority 


-h 

-iinterface 

-1 


-mmodel 
-rclass 
-vd 0 /ice 


Copies an existing printer's interface program to be the new interface program for 
printer P. 

Sets the default priority for printer P associated with lp(l). If omitted, the default 
priority is set to 0. 

Indicates that the device associated with printer P is hardwired. This option is 
assumed when creating a new printer unless the -1 option is specified. 

Establishes a new interface program for printer P. interface is the pathname of 
the new program. 

Indicates that the device associated with printer P is a login terminal. The lp 
scheduler (see Ipsched(lM)) disables all login terminals automatically each time it 
is started. Before reenabling printer P, its current de/ice should be established 
using Ipadmin. 

Selects a model interface program for printer P. model is one of the model inter¬ 
face names supplied with thetP software (see Models below). 

Removes printer P from the specified class. If printer P is the last member of the 
class, the class is removed. 

Associates a new de/ice with printer P. de/ice is the pathname of a file that is 
writable by thetp administrator Ip. Note that there is nothing to stop an adminis¬ 
trator from associating the same de/ice with more than one printer. If only the 
-p and -V options are supplied, Ipadmin can be used while the scheduler is 
running. 


The following options are only useful with -p and can appear in any order. They are provided with sys¬ 
tems that provide remote spooling. 


-ob3 Uses three-digit request numbers associated with the printer directory. This is for 

contact with BSD systems. The default isto not use three-digit request numbers. 


-ociremcancel Specifies that the local command remcancel is used to cancel requests to remote 
printers. To ensure that the correct command isused, specify thefull path name. 
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-ocmremcancel 

-ormmachine 

-orpprinter 

-ore 


Specifies that the local model remcancel is used to cancel requests to remote 
printers. 

The name of the remote machine is machine. 

The name of the printer to use on the remote machine is printer. 

Restricts users to canceling only their own requests. Default is to not restrict the 
cancel command. 


-osiremstatus Specifies that the command remstatus is used to obtain the status of requests to 
remote pri nters. To ensure that the correct command isused, specify the full path 
name. 


-osmremstatus Specifies that the model remstatus is used to obtain the status of requests to 
remote printers. 


Restrictions 

When creating a new printer, the -v option and one of the -e, -i , or -m options must be specified. 
Only one of the -e, -i or -m options can be specified. The -h and -1 key letters are mutually 
exclusive. Printer and class names must not exceed 14 characters and must consist entirely of the charac¬ 
ters A-Z, a-z, 0-9 and _ (underscore). 

Models 

Model interface programs are supplied with the lp software. They are shell procedures, C programs, or 
other executable programs that interface between Ipsched(lM) and devices. All printer models reside in 
directory /usr/lib/lp/model and can be used without modification with Ipadmin -m. All cancel 
models reside in directory /usr/lib/lp/cmodel and can be used without modification with Ipad¬ 
min -ocm. All status models reside in directory /usr/lib/lp/smodel and can be used without 
modification with Ipadmin -osm. Models should have 644 permission if owned by lp and bin, or 664 
permission if owned by bin and bin. Model file names must not exceed 14 characters. Alternatively, lp 
administrators can modify copies of models then use Ipadmin -m to associate them with printers. 

TheLP model interface program does the actual printing on the device that is currently associated with the 
printer. TheLP spooler sets standard input to /dev/null and standard output and standard error out¬ 
put to the device specified in the -v option of Ipadmin. The interface program is then invoked for printer 
P from the directory /etc/lp as follows: 

interface/ P id user titlecopies options file ... 
where arguments are as follows: 

id request id returned by Ip(l). 

user login name of the user who made the request, 

title optional title specified with the -t option of lp(l). 

copies number of copies to be printed. 

options blank-separated list of class-dependent or printer-dependent options specified with the 

-o option of lp(l). Options from a BSD system have the character sequence BSD 
attached to the beginningoftheoption (for example, bsdi). 

file full pathname of the file to be printed. 

Given the command line arguments and the output directed to the device, interface programs can format 
thei r output i n any way they choose. 

When printing is completed, it is the responsibility of the interface program to exit with a code indicative of 
the success of the print job. Only return values of 0 indicating that the job completed successfully, or 
values of positive 1 through 127 indicating that some error was encountered that does not affect future 
print jobs should be used. Negative values and positive values greater than 127 are reserved for system 
use and should not be used by interface programs. IpschedjlM) notifies users by mail when there is an 
error in printing the request. If problems are detected that are likely to affect future print jobs, the inter¬ 
face program should disablethe printer so that other pending print requests are not lost. 

The cancel and status model interface programs perform the actual communication with the remote system 
to cancel requests or get the status of requests. See rcancel (IM) and rlpstat(lM) for command line argu¬ 
ments. 
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EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is set to the empty string, a default of "C" (see lang(5)) is used instead of lang. 

If any internationalization variablecontainsan invalid setting, Ipadmin behaves as if all internationaliza¬ 
tion variables are set to "C" (see envi ron (5)). 

EXAMPLES 

Assuming an existingHewlett-Packard HP2934A line printer named Ipl, it will use the hp2934a model 
interface through /dev/lp after the command: 

/usr/sbin/lpadmin -plpl -inhp2934a -v/dev/lp 
Assumi ng a pri nter Ip on a remote system system2 , the command: 

/usr/sbin/lpadmin -plp3 -v/dev/null -mrmodel -ocmrcmodel -osmrsmodel 
-ob3 -ormsystem2 -orplp -v/dev/null 

causes the spool system to use the local lineprinter lp3 and the model rmodel. The spool system also 
uses the model remodel to cancel remote requests and rsmodel to get status from system2 . I n 
addition, the three-digit sequence numbers, the remote system name system2 and the remote printer 
Ip are used. 

WARNINGS 

When installing remote printers, use the option -ocmrcmodel instead of 
-oci/usr/sbin/rcancel to specify the method used to cancel remote requests. The option 
-osmrsmodel should be used instead of -osi/usr/sbin/rlpstat to specify the method used for 
displaying remote status. 

classes must not include remote printers, hp-ux systems do not have the ability to distribute print jobs in 
this way. Printing to a class of printers on a remote system (systemB for example) must be accomplished 
by creating the class on the remote system, then identifying that class by using a command resembling the 
following (though you might have to change some of the specific values shown in the example): 

Ipadmin -plocal_name -ormsystemB -orpsystemB_class_name -v /dev/null 
-mrmodel -ocmrcmodel -osmrsmodel 


FILES 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 

SEE ALSO 

enable(l), lp(l), Ipstat(l), nroff(l), accept(lM), Ipana(lM), Ipsched(lM), rcancel(lM), rlp(lM), 
rlpdaemon(lM), rlpstat(lM). 
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NAME 

Ipana- print LP spooler performance analysis information 


SYNOPSIS 

Ipana [-d dest ] 


DESCRIPTION 

Ipana prints LP spooler performance information, which system administrators can use to optimize the 
configuration of theentirespooler system. 


Options 

Ipana recognizes one option: 

-d dest Choose dest as the printer or the class of printers. If dest is a printer, the perfor¬ 

mance analysis information is printed on that specific printer. If dest is a class of 
printers, the performance analysis information is printed on the printers that are 
members of the class. By default, Ipana prints the performance analysis informa¬ 
tion for all printers and/or classes. 


Ipana examines /var/adm/lp/lpana. log for thefollowing items: 

Wait AV Average waiting time from when job is spooled until start of printing. 
Wait SD Standard Deviation for waiting time. 

Print AV Average printing time from start to end of job. 

Print SD Standard Deviation for printing time. 

Bytes AV Average of number of bytes printed per request. 

Bytes SD Standard Deviation for number of bytes. 

Sum KB Sum of bytes printed for all requests (in kilobytes). 

Num of Requests 

Total number of requests since logging started. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 


WARNINGS 

Ipana performs its operation on the local system only. 

AUTHOR 

Ipana was developed by H P. 

FILES 

/var/adm/Ip/Ipana.log 

SEE ALSO 

lp(l), Ipstat(l), Ipadmin(lM), Ipsched(lM). 
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NAME 

Ipsched, Ipshut, Ipmcwe, Ipfence - start/stop the lp request scheduler, move requests, and define the 
minimum priority for printing 

SYNOPSIS 

/usr/sbin/lpsched [-v] [-a] 

/usr/sbin/lpshut 
/usr/sbin/lpmove requests dest 
/usr/sbin/lpmove destl dest2 
/usr/sbin/lpfence printer fence 

DESCRIPTION 

Ipsched Schedules requests taken by lp(l) for printing on line printers. Ipsched(lM) is typically 
invoked in /sbin/rc. Thiscreatesa process which runs in the background until Ipshut is 
executed. Theactivity of the process is recorded in /var/adm/lp/log. 

Ipsched recognizes thefollowingoptions: 

-V Write a verbose record of the Ipsched process on /var/adm/lp/log. 

-a Write Ipana(lM) logging data on /var/adm/lp/lpana. log. 

Ipshut Shuts down the line printer scheduler. All printers that are printing at the time Ipshut is 
invoked stop printing. Requests that were printing at the time a printer was shut down are 
reprinted in their entirety after Ipsched is started again. All lp commands perform their 
functions even when Ipsched is not running. 

Ipmove Moves requests that were queued by lp(l) between lp destinations. This command can be 
used only when Ipsched is not running. 

The first form of the command moves the named requests to the lp destination, dest. requests 
are request ids as returned by lp(l). The second form moves all requests for destination destl 
to destination dest2. As a side effect, I p(l) rejects requests for destl. 

Note that Ipmove never checks the acceptance status (see accept(lM)) for the new destina¬ 
tion when moving requests. 

Ipfence Defines the minimum required priority for the spooled file to be printed, fence must be in 
between 0 (lowest fence) and 7 (highest fence). Each printer has its own fence, which is initial¬ 
ized to 0 when it is configured by the Ipadmin(lM) command. Ipfence is used only when 
Ipsched is not running. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LCTIME determines the format and contents of date and time strings. 

LANG determines the language in which messages are displayed. 

If LC TIME is not specified in the environment or is set to the empty string, the value of lang is used as a 
default for each unspecified or empty variable. If lang is not specified or is set to the empty string, a 
default of "C" (see lang(5)) is used instead of lang. If any internationalization variable contains an invalid 
setting, Ipsched, Ipmove, and Ipshut behave as if all internationalization variables are set to "C". See 
environ (5). 

FILES 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 

WARNINGS 

Moving requests associated with remote printers can cause unpredictable results. 

Ipsched, Ipshut, Ipmove, and Ipfence perform their operation on the local system only. 

SEE ALSO 

accept(lM), cancel(l), enable(l), lp(l), Ipadmin(lM), Ipana(lM), Ipstat(l), rcancel(lM), rlp(lM), 
rlpdaemon(lM), rlpstat(lM). 
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NAME 

Isdev - list device drivers in the system 

SYNOPSIS 

/usr/sbin/lsdev [-h] [-d driver | -C class] [-b block_major] [-c char_major] [-e major] 
[major ...] 


DESCRIPTION 

The Isdev command lists, one pair per line, the major device numbers and driver names of device drivers 
configured into the system and availablefor invocation via special files. A -1 in either the block or charac¬ 
ter column means that a major number does not exist for that type. 

If no arguments are specified, Isdev listsall drivers configured i nto the system. 

If the -h option is specified, Isdev will not print a heading. This option may be useful when the output of 
Isdev will be used by another program. 

The -d, -C, -b, -c, and -e options are used to select specific device drivers for output. If more than one 
option is specified, all drivers that match the criteria specified by those options will be listed. These search 
options are divided into two types: name search keys (the -d and -C options) and major number search 
keys (the -b, -c, and -e options). If both types of options are present, only entries that match both types 
are printed. The same type of option may appear more than once on the command line with each 
occurrence providing an ORing effect of that search type. The -d and -C options may not be specified at 
the same time. 

Theabilityto process major arguments is provided for compatibility and functions likethe-e option. 


Options 

-C class 

-d driver 
-b block_major 
-c char_major 
-e major 


List device drivers that match class. 

List device drivers with the name driver. 

List device drivers with a block major number of block_major. 

List device drivers with a character major number of char_major. 

List device drivers with either a character major number or block major equal to 
major. 


DIAGNOSTICS 

Invalid combination of options 

The-d and -C options may not be specified at thesametime. 

Invalid major number 

A major number is malformed or out of range. 

EXAMPLES 

To output entries for all drivers in the pseudo class: 

Isdev -C pseudo 

Tooutput entries that arein theci ass disk that have either a block or character major number of 0: 
Isdev -C disk -e 0 

Toget thecharacter major number of my_driver intoa shell environment variable: 

C_MAJOR=$(Isdev -h -d my_driver | awk '(print $1}') 

WARNINGS 

Some device drivers availablefrom the system may be intended for use by other drivers. Attempting to use 
them directly from a special file may produce unexpected results. 

A driver may be listed even when the hardware requiring the driver is not present. Attempts to access a 
driver without the corresponding hardwarewill fail. 

Isdev only lists drivers that are configured into the currently executing kernel. For a complete list of 
availabledrivers, please run sam (seesam(lM). 
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DEPENDENCIES 

Since Isdev relies on the device driver information provided in a driver_install routine, Isdev may 
not list drivers installed by other means. 


AUTHOR 

Isdev was developed by H P. 


SEE ALSO 

sam(lM). 

Section 7 entries related to specific device drivers. 
M anagi ng Systems and Workgroups manual. 
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NAME 

Issf - list a special file 

SYNOPSIS 

/sbin/lssf spedal_file ... 

DESCRIPTION 

Issf lists information about a special file. For each special_file name, Issf determines the major 
number of the special file and whether it is block or character (using stat(2)). It then scans the system for 
the device that is associated with the special file. When the device is found, the minor number of the spe¬ 
cial file is decoded. A mnemonic description of the minor number is printed on standard output along with 
the hardware path (i.e., address) of the device. Mnemonics used to describe the fields are closely related to 
the options used with mksf (see mksf(lM)). 

DIAGNOSTICS 

Most diagnostic messages from Issf are self explanatory. Listed below are some messages deserving 
further clarification. Warnings allow Issf to continue. 

VU^rnings 

No such device in the system 

There is no information about thedevice in the kernel. The special file is not usable. Use rmsf 
to remove the special file (see rmsf(lM)). 

Character major <major> is not in the kernel 
Block major <major> is not in the kernel 

The major number associated with the special file is not in the kernel. Use config to add the 
appropriate driver to the kernel (seeconfig(lM)). 

Device driver <name> is not in the kernel 
Device class <name> is not in the kernel 

The indicated device driver or device class is not present in the kernel. An open() ofaspecial 
file pointing to an unusable device fails. To make the device usable, the appropriate device 
driver and/or device class must be added to the config input file and a new kernel generated 
(see config(lM)). If the device is no longer needed, rmsf should be used to remove the special 
files and update /etc/ioconf ig. 

<special_file> is not a special file 

The file is not associated with an I/O device. 


EXAMPLES 

Suppose a special file is created with the command mksf -d tapel -H 8.6.1 -b 1600 -a 
rmt/c2t6d0m. Thecommand Issf rmt/c2t6d0m then produces: 

tapel instance 2 bpi 1600 att address 8.6.1 rmt/c2t6d0m 

AUTHOR 

Issf was developed by FIP. 

FILES 

/dev/config I/O system special file 
/etc/ioconfig I/O system configuration database 

SEE ALSO 

config(lM), insf(lM), mksf(lM), rmsf(lM). 
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NAME 

Ivchange- change LVM logical volume characteristics 

SYNOPSIS 

/usr/sbin/lvchange [-a availability] [-A autobackup] [-c mirror_consistency] [-C contiguous] 
[-d schedule] [-M mirror_write_cache] [-p permission] [-r relocate] [-s strict] 

[-t IO_timeout] lv_path 


Remarks 

Mirrored disk operations require the installation of the optional HP MirrorDisk/UX software, which is not 
included in the standard HP-UX operating system. 

Ivchange cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The Ivchange command changes certain characteristics of a logical volume. Other characteristics can be 
changed with thelvextend and Ivreduce commands (see Ivextend(lM) and Ivreduce(lM)). 

The command-line options specify the type and extent of change. Each current characteristic for a logical 
volume remains in effect until explicitly changed by the corresponding option. All options take effect 
immediately, except -s, which takes effect only when new extents are allocated by the Ivextend com¬ 
mand. 

If a logical volume is striped, its scheduling policy is always parallel and its allocation policy is always strict 
and noncontiguous: these attributes cannot be changed with Ivchange. 

The Ivchange command can also be used to change the timeout value for a logical volume. This can be 
useful to control how long an 10 request will be retried (for a transient error, like a device timeout), before 
giving up and declaring a pending 10 to be failed. The default behavior is for the system to continue to 
retry an 10 for a transient error until the 10 can complete. Thus, the 10 will not be returned to the caller 
until the 10 can complete. By setting a non-zero 10 timeout value, this will set the maximum length of time 
that the system will retry an 10. If the 10 cannot complete before the length of time specified by the 10 
timeout, then the 10 will be returned to the caller with an error. The actual duration of the 10 request may 
exceed the logical volume's maximum 10 timeout value when the underlying physical volume(s) have 
timeouts which either exceed the logical volume's timeout value or are not an integer multiple of the logical 
volume's timeout value (see pvchange(lM) for details on how to change the 10 timeout value on a physical 
volume). 


Options and Arguments 

The -c, -d, -M, and -s options are meaningful only if the optional HP MirrorDisk/UX software has been 
installed on the system. 

Ivchange recognizes thefollowing options and arguments: 

lv_path The block device path name of a logical volume. 

-a availability Set logical volume availability, availability can have one of the following 

values: 


y Make a logical volume available. An open of the logical volume will 
succeed. 

n Makea logical volume temporarily unavailable. An open of the logical 
volume will fail. However, all current processes that have the logical 
volume open remain open. 

-A autobackup Set automatic backup for this invocation of this command, autobackup can 

have one of the fol lowi ng val ues: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 
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-c mirror_consistency 


-C contiguous 


-d schedule 


-M mirror write cache 


-p permission 


-r relocate 


Set mirror consistency recovery. This option is effective only when -M n is 
specified or previously set. mirror_consistency can have one of the follow¬ 
ing values: 

y Set mirror consistency recovery on. LVM achieves mirror consistency 
during volume group activation by going through all logical extents 
and copying data from a nonstalecopy totheother mirror copies. 

n Set mirror consistency recovery off. LVM does not perform mirror 
consistency recovery on this logical volume when the volume group is 
activated. 

Set the contiguous allocation policy, contiguous can have one of the follow¬ 
ing values: 

y Set a contiguous allocation policy. Physical extents are allocated in 
ascending order without any gap between adjacent extents and all 
extents are contained in a single physical volume. 

n Do not set a contiguous allocation policy. 

A nonempty logical volume that has a noncontiguous allocation policy can¬ 
not be changed to a contiguous allocation policy unless it happens to meet 
all the requirements of the contiguous allocation policy. See Ivcreate(lM) 
for more information about the contiguous allocation policy. 

Set the scheduling policy when a logical extent with more than one mirror 
is written. (The scheduling policy of a striped logical volume is striped and 
cannot be changed.) schedulecan haveoneof thefollowingvalues: 

p Establish a parallel scheduling policy. 

s Establish a sequential scheduling policy. Use this value with care, 
becauseit leads to performance loss in most cases. 

Set the Mirror Write Cache flag. This option is allowed only when the logi¬ 
cal volume is not opened. mirror_write_cachecan haveoneof thefollowing 
values: 

y Set Mirror Write Cache on. Every write to a mirror copy is recorded 
in the Mirror Write Cache and written into the Mirror Consistency 
Record on the disk if a cache-miss occurs. This allows LVM to deter¬ 
mine whether all mirror copies are identical, even across system 
crashes. When the volume group is activated, the Mirror Consistency 
Record is used to perform mirror consistency recovery. 

n Set Mirror Write Cache off. Mirror writedoes not incur an additional 
writeto the Mirror Consistency Record on the disk. 

Set the access permission, permission can haveoneof thefollowingvalues: 
w Set the access permission to read-write, 
r Set the access permission to read-only. 

Set the bad block relocation policy, relocate can have one of the following 
values: 

y Allow bad block relocation. Upon a media failure (detection of a bad 
block of data on disk), LVM will mark the failed block in the Bad 
Block Directory, and attempt to relocate the block to a new location 
on disk. If relocation is successful then no error will be returned, and 
future I/O requests which contain the bad block will be directed to the 
new location. If relocation is unsuccessful, an I/O error will be 
returned, and subsequent I/O requests containing the bad block will 
again attempt relocation. 

n Prevent bad block relocation. Upon a media failure, LVM will mark 
the failed block as bad in the Bad Block Directory, but will NOT 
attempt to relocate the bad block to a new location on disk. Future I/O 
requests which contain the bad block will return with an I/O error. 
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Noattempt will be made to access the bad block. 

N Disable bad block relocation and the Bad Block Directory. Upon a 
media failure, LVM will NOT attempt to relocate the bad block. In 
addition it will NOT enter the block in the Bad Block Directory. LVM 
will have no record of the block being bad, and will attempt to access 
it on future I/O requests. 

-s strict Set the strict allocation policy. Mirror copies of a logical extent can be allo¬ 

cated to share or not share the same physical volume or physical volume 
group. This option only makes sense when the physical volumes of the 
volume group that owns the specified logical volume reside on different 
physical disks, strict can haveoneof thefollowingvalues: 

y Set a strict allocation policy. Mirrors of a logical extent cannot share 
the same physical volume. 

g Set a PVG-strict allocation policy. Mirrors of a logical extent cannot 
sharethesame physical volume group. 

n Do not set a strict or a PVG-strict allocation policy. Mirrors of a logi¬ 
cal extent can share the same physical volume. 

When a logical volume is mirrored, thefollowing changes are not allowed: 

• From nonstrict to strict 

• From nonstrict to PVG-strict 

• From strict to PVG-strict 

-t IO_timeout Set the IO_timeout for the logical volume to the number of seconds indi¬ 

cated. This value will be used to determine how long to wait for 10 requests 
to complete before concluding that an 10 request cannot be completed. An 
IO_timeout value of zero (0) causes the system to use the default value of 
"forever". NOTE: The actual duration of the request may exceed the 
specified IO_timeout value when the underlying physical volume(s) have 
timeouts which either exceed this IO_timeout valueor are not integer mul¬ 
ti pies of this value. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Change the permission of a logical volume to read-only: 

Ivchange -p r /dev/vg01/lvol3 
Change the allocation policy of a logical volume to nonstrict: 

Ivchange -s n /dev/vg01/lvol7 
Turn the mirror write cache off on a logical volume: 

Ivchange -M n /dev/vgOl/lvoll 
Change the 10 timeout value of a logical volume to 1 minute (60 seconds): 

Ivchange -t 60 /dev/vgOl/lvoll 

WARNINGS 

For root, swap or dump logical volumes, the allocation policy is always contiguous. This attribute cannot be 
changed with Ivchange. 

DEPENDENCIES 

The-r option isnot availableon FIP-IB devices. 
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SEE ALSO 

Ivcreate(lM), Ivdisplay(lM), Ivextend(lM). 
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NAME 

Ivcreate- create logical volumein LVM volume group 

SYNOPSIS 

/usr/sbin/lvcreate [-A autobackup] [-c mirror_consistency] [-C contiguous] [-d schedule] 

[-i stripes -I stripe_size] [-1 le_number | -L lv_size] [-m mirror_copies] 

[-M mirror_write_cache] [-n lv_name] [-p permission] [-r relocate] [-s strict] vg name 

Remarks 

Mirrored disk operations require the installation of the optional HP MirrorDisk/UX software, which is not 
included in the standard HP-UX operating system. 

Ivcreate cannot be performed if the volume group isactivated in shared mode. 

Logical volumes that were created using the striped option are not supported in shared mode. 

DESCRIPTION 

The Ivcreate command creates a new logical volume within the volume group specified by vgname. Up 
to 255 logical volumes can be created in one volume group. 

If you specify the -n Iv name option, a new logical volume is created with that name. Otherwise, a 
system-generated name of the form IvolN is created, where N is the decimal equivalent of the two least 
significant bytes of the minor number of the new logical volume, in the range 1 to 255 (see lvm(7)). Two 
device files are created in vg name: a block device file named lv_name or IvolN, and a character (raw) 
device file named rlv_nameor rlvolN. 

If you omit the -1 and -L options, the logical volume is created with zero length. This permits you to 
choose its physical volume location when you allocate logical extents with the Ivextend command (see 
Ivextend(lM)). If you specify -1 or -L, the location is determined automatically. 

The default settings provide the most commonly used characteristics. Use the options to tailor the logical 
volume to the requirements of the system. Once a logical volume is created, some of its characteristics can 
be changed with the Ivchange, Ivextend, and Ivreduce commands (see Ivchange(lM), 
Ivextend(IM), and Ivreduce(lM)). 

Options and Arguments 

The-c, -d, -m, -M, and -s options are only meaningful if the optional HP MirrorDisk/UX software has 
been installed on the system. 

Ivcreate recognizes thefollowing options and arguments: 

vg_name The path name of a volume group. 

-A autobackup Set automatic backup for this invocation of this command, autobackup can 

have one of the fol lowi ng val ues: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 

-c mirror_consistency Set mirror consistency recovery. This option is effective only when -M n is 
specified. It is ignored for -M y. mirror_consistency can have one of the 
following values: 

y Set mirror consistency recovery on. This is the default. 

LVM achieves mirror consistency during volume group activation by 
going through all logical extents and copying data from a nonstale 
copy to the other mirror copies. 

n Set mirror consistency recovery off. LVM does not perform mirror 
consistency recovery on this logical volume when the volume group is 
activated. 
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-d schedule 

-i stripes 

-I stripe_size 
-1 le_number 

-L lv_size 

-m mirror_copies 
-M mirror_write_cache 

-n Iv name 


Ivcreate(lM) 


Set the contiguous allocation policy. A contiguous logical volume has three 
characteristics: 

• Physical extents are allocated in ascending order, 

• No gap is allowed between physical extents within a mirror copy, 

• Physical extents of any mirror copy all reside on a single physical 
volume. 

Use the strict (-s) and contiguous (-C) options together to form various 
combined allocation policies on a logical volume. For example, -s y -C 
y defines a logical volume such that each mirror copy is contiguous, yet 
mirror copies of a logical extent cannot share the same physical volume. 

contiguous can have one of the foil owing values: 
y Set a contiguous allocation policy. 

n Do not set a contiguous allocation policy. This is the default. 

Set the scheduling policy when a logical extent with more than one mirror 
is written. (The scheduling policy of a striped logical volume is striped and 
cannot be changed.) schedulecan haveoneof thefollowingvalues: 

p Establish a parallel scheduling policy. This is the default. 

s Establish a sequential scheduling policy. Use this value with care, 
becauseit leads to performance loss in most cases. 

Set the number of disks to stripe across, stripes must be in the range 2 to 
the number of disks in the current volume group, -i and -I must be 
specified together. 

Set the size in kilobytes of the stripe. stripe_size can have the value 4, 8, 
16, 32, or 64. -i and -I must be specified together. 

Allocate space to thelogical volume, specified in logical extents. Ie_number 
is a decimal value in the range 1 to 65535 (the implementation limit). 
The default isdescribed above. 

Either -1 or -L can be specified, but not both. 

Allocate space to the logical volume, specified in megabytes. Iv_size is a 
decimal value in the range 1 to 4096 (4 gigabytes). Iv_size is rounded up 
to the nearest multiple of the logical extent size, equivalent to the physical 
extent size defined for the volume group by the vgcreate command (see 
vgcreate(lM)). The default isdescribed above. 

Either the-1 or the-L option can be specified, but not both. 

Set the number of mirror copies allocated for each logical extent. A mirror 
copy contains the same data as the original. mirror_copies can have the 
value 1 or 2. The default value is 0 (no mirror copies). 

Set the Mirror Write Cache flag. mirror_write_cache can have one of the 
following values: 

y Set Mirror Write Cache on. This is the default. 

Every write to a mirror copy is recorded in the Mirror Write Cache. 
The Mirror Consistency Record in the Volume Group Reserved Area 
on the disk is updated whenever there is a write to a logical track 
group that is not already recorded in the cache. This allows LVM to 
determine whether all the mirror copies are identical, even across sys¬ 
tem crashes. When the volume group is activated, the Mirror Con¬ 
sistency Record is used to perform mirror consistency recovery. 

n Set Mirror Write Cache to off. Mirror write does not incur an addi¬ 
tional writeto the Mirror Consistency Record. 

Set the name of the new logical volume to lv_name, where lv_name is a 
simple file name, not a path name. The default isdescribed above. 
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-p permission Set the access permission, permission can haveoneofthefoiiowingvaiues: 

w Set the access permission to read-write. This isthedefauit. 
r Set the access permission to read-oniy. 

-r relocate Set the bad biock reiocation poiicy. relocate can have one of the foiiowing 

values: 

y Allow bad block relocation. Upon a media faiiure (detection of a bad 
biock of data on disk), LVM wiii mark the faiied biock in the Bad 
Biock Directory, and attempt to reiocate the biock to a new ideation 
on disk. If relocation issuccessfui then no error wiii be returned, and 
future I/O requests which contain the bad biock wiii be directed to the 
new ideation. If relocation is unsuccessfui, an I/O error will be 
returned, and subsequent I/O requests containing the bad biock wiii 
again attempt reiocation. This isthedefauit. 

n Prevent bad biock reiocation. Upon a media faiiure, LVM wiii mark 
the faiied biock as bad in the Bad Biock Directory, but wiii NOT 
attempt to reiocate the bad biock to a new iocation on disk. Future I/O 
requests which contain the bad biock wiii return with an I/O error. 
Noattempt will be made to access the bad block. 

N Disable bad block relocation and the Bad Biock Directory. Upon a 
media faiiure, LVM wiii NOT attempt to reiocate the bad biock. In 
addition it will NOT enter the block in the Bad Block Directory. LVM 
wiii have no record of the biock being bad, and wiii attempt to access 
it on future I/O requests. 

-s strict Set the strict aiiocation poiicy. Mirror copies of a iogicai extent can be aiio- 

cated to share or not share the same physicai voiume or physicai volume 
group, strict can haveoneofthefoiiowingvaiues: 

y Set a strict aiiocation poiicy. Mirrors of a iogicai extent cannot share 
the same physicai voiume. This isthedefauit. 

g Set a PVG-strict aiiocation poiicy. Mirrors of a iogicai extent cannot 
share the same physicai voiume group. A PVG-strict aiiocation poiicy 
cannot be set on a iogicai voiume in a voiume group that does not 
have a physicai voiume group defined. 

n Do not set a strict or PVG-strict aiiocation poiicy. Mirrors of a iogicai 
extent can share the same physicai voiume. 

Striped iogicai voiumes are oniy aiiocated using the strict or PVG-strict aiiocation poiicies. The 
number of extents for a striped iogicai voiume is aiways a muitipie of the number of disks the iogicai 
voiume is striped across. A iogicai volume striped across n disks, is aiiocated in sets of n extents, and 
each extent of a given set is aiiocated on a different physicai voiumes in the voiume group. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are displayed. 

If LANG is not specified or is nuii, it defauitsto "C" (see iang(5)). 

If any internationaiization variable contains an invaiid setting, aii internationaiization variabies defauit to 

"C" (see envi ron (5)). 

EXAMPLES 

Create a iogicai voiume in voiume group /dev/vg02: 

Ivcreate /dev/vg02 

Create a iogicai voiume in voiume group /dev/vg03 with nonstrict aiiocation poiicy: 

Ivcreate -s n /dev/vg03 

Createa iogicai voiume of size 100MB in voiume group /dev/vg03: 
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Ivcreate -L 100 /dev/vg03 

Create a logical volume of size 90 MB striped across 3 disks with a stripe size of 64 KB: 

Ivcreate -L 90 -i 3 -I 64 /dev/vg03 

WARNINGS 

The-m and -r options cannot be used with HP-1 B devices. 

The root, swap, and dump logical volumes (see Ivlnboot(lM)) must be created with contiguous allocation 
policy. 

SEE ALSO 

Ivchange(lM), Ivextend(lM), Ivreduce(lM), pvchange(lM). 
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NAME 

Ivdisplay- display information about LVM logical volumes 

SYNOPSIS 

/usr/sbin/lvdisplay [-k] [-v] Iv path ... 

Remarks 

Mirrored disk information requires the installation of the optional HP MirrorDisk/UX software, which is 
not included in the standard HP-UX operating system. 

DESCRIPTION 

The Ivdisplay command displays the characteristics and status of each logical volume specified by 
Ivpath. 

Options and Arguments 

Ivdisplay recognizes thefollowing options and arguments: 

Iv path The block device path name of a logical volume, for example, /dev/vgOO/lvoll. 

-V For each logical volume, display the physical volume distribution, and the mapping of the 

logical extents onto the physical extents of the physical volumes. 

-k Thisoption displays thesameinformation asthe-v option, except in the column where PV 
Name isdisplayed, thepvkey (Physical Volume Number in VG) will be displayed instead. 

Use this option with the-v option. 

Display Without -v Option 

If you omit the-v option, Ivdisplay displays the foil owing information for each logical volume: 

-Logical voliames- 

LV Name The block device path name of the logical volume. 

VG Name The path name of the volume group. 

LV Permission Access permission: read-only or read/write. 

LV Status Stateof the logical volume: 

available/stale Available but contains physical extents that are not 
current. 

available/syncd Availableand synchronized. 

available Available but the stale or synchronized state cannot 

be confidently determined because both Mirror Write 
Cache and Mirror Consistency Recovery are turned 
off. 

unavailable Not aval I able for use. 

Mirror copies Number of physical extents beyond the original allocated for each logical extent; 
i.e., the number of mirrors: 0, 1, or 2. 

Consistency Recovery 

Mode of mirror consistency recovery which determines how LVM performs mir¬ 
ror consistency recovery during volume group activation: 

MWC Recover mirror consistency by using the Mirror Write Cache and Mir¬ 
ror Consistency Record. Implies that Mirror Write Cache is on. 

NOMWC Recover mirror consistency by going through all logical extents and 
copying data from a non-stale copy to the other mirror copies. I mplies 
that Mirror Write Cache is off. 

NONE No mirror consistency recovery during volume group activation on 
this logical volume. I mplies that Mirror Write Cache is off. 

Schedule Striped, sequential or parallel scheduling policy. Striped policy is by default 

parallel scheduling for mirrored I/O. 
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LV Size (Mbytes) 

Size of the logical volume in megabytes (MB). 

Current LE N umber of logical extents currently in the logical volume. 

Allocated PE Number of physical extents allocated to the logical volume. 

Stripes The number of stripes. If this field is 0, then the logical volume is not striped. 

Stripe Size (Kbytes) 

The size of each stripein kilobytes (KB). 

Bad block Bad block relocation policy. 

Allocation Current allocation state, displayed as one of: 

non-strict non-strict/contiguous 

strict strict/contiguous 

PVG-strict PVG-strict/contiguous 

contiguous Physical extents are allocated in an ascending order without any 
gap between adjacent extents. All physical extents of a given 
mirror arecontained in a single physical volume. 

non-strict Physical extents that belong to the same logical extent can be 
allocated on the same physical volume or physical volume group. 

PVG-strict Mirror copies for a logical extent are not allocated on the same 
physical volume group. 

strict Mirror copies for a logical extent are not allocated on the same 
physical volume. 

lO Timeout (Seconds) 

ThelO timeout used by LVM for all 10 to this logical volume. A valueof default, 
indicates that the system will use the value of "forever". (Note: the actual dura¬ 
tion of a request may exceed this timeout value when the underlying physical 
volume(s) have timeouts which either exceed thisvalueor are not integer multi¬ 
ples thereof.) 

Display With -v Option 

Ifyou specify the -V option, Ivdisplay alsoliststhedistribution of each logical volume across the physi¬ 
cal volumes of the volume group and the mapping of each logical extent of the logical volume on the physi¬ 
cal extents of the physical volume. 

- Distribution of logical volume - 

The distribution of logical volume Iv path across the physical volumes of the volume group, displayed 
in thefollowing columns: 

PV Name The block device path name of the physical volume where the logical extents are 

allocated. 

PVNUM The Physical Volume Number in VG (if -k option is specified). 

LE on PV Number of logical extents allocated on the physical volume. 

PE on PV Number of physical extents allocated on the physical volume. 

- Logical extents - 

The mapping of logical extents onto physical extents, displayed in thefollowing columns: 

LE Logical extent number. 

PVl The block device path name of the physical volume that corresponds to the loca¬ 

tion of the first physical extent of the logical extent. 

PEI First physical extent number allocated to the logical extent. 

Status 1 Status of the first physical extent: stale or current. 

Thefollowing columns are displayed for one or two mirror copies: 


HP-UX Release 11.0: October 1997 


-2- 


Section lM-345 


Ivdisplay(lM) 


Ivdisplay(lM) 


PV2 The block device path name of the physical volume that corresponds to the loca¬ 

tion of the second physical extent (first copy) of the logical extent. 

PE2 Second physical extent number allocated to the logical extent. 

Status 2 Statusof the second physical extent: stale or current. 

The foil owing columns are displayed for two mirror copies: 

PV3 The block device path name of the physical volume that corresponds to the loca¬ 

tion of thethird physical extent (second copy) of the logical extent. 

PE3 Third physical extent number allocated to the logical extent. 

Status 3 Status of thethird physical extent: stale or current. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Display information about a logical volume: 

Ivdisplay /dev/vg01/lvol3 

Display all theavailableinformation about a logical volume, includingthe characteristics, status and distri¬ 
bution map: 

Ivdisplay -v /dev/vg01/lvol3 

Display all theavailableinformation about a logical volume, but display pvkey instead of PV Name inthe 
statusand distribution map. 

Ivdisplay -v -k /dev/vg01/lvol3 

SEE ALSO 

Ivchange(lM), Ivcreate(lM), Ivextend(lM), Ivreduce(lM), pvdisplay(lM), vgdisplay(lM). 
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NAME 

Ivextend - increase space, increase mirrors for LVM iogicai voiume 

SYNOPSIS 

/usr/sbin/lvextend [-A autobackup] {-1 ie_number | -L iv_size I -m mirror_copies} iv_path 
[pv_path ... I pvg_name ...] 

Remarks 

Mirrored disk operations require the instaiiation of the optionai HP MirrorDisk/UX software, which is not 
inciuded in the standard HP-UX operating system. 

Ivextend cannot be performed if the voiume group isactivated in shared mode. 

Existing iogicai voiumes that were created using the striped option are not supported in shared mode. 


DESCRIPTION 

The Ivextend command can increase a iogicai voiume's aiiocated extents, or increase its number of mir¬ 
rored copies. 

Other iogicai voiume characteristics can be modified with the Ivchange and Ivreduce commands (see 
ivchange(lM) and ivreduce(lM)). 

To iimit the aiiocation to specific physicai voiumes, specify the physicai voiume names as pv path argu¬ 
ments or specify the physicai voiume group names as pvg name arguments. Otherwise, aii of the physicai 
voiumes in a voiume group areavaiiabiefor aiiocating new physicai extents. LVM aiways ensures that phy¬ 
sicai extent aiiocation can satisfy the current aiiocation poiicy or poiicies. If a physicai voiume is not suit- 
abiefor use with a certain aiiocation poiicy, it is not used during physicai extent aiiocation, even it is 
specified in a pv path argument or indirectiy in a pvg name argument. 

LVM striped iogicai voiumes are aiways aiiocated using a strict aiiocation poiicy. Consequentiy, striped iogi¬ 
cai voiumes may oniy be extended by a number extents that is a muitipie of disks the iogicai voiume is 
striped across. For exampie, for a iogicai voiume striped across 3 disks, the iogicai voiume wiii be extended 
in increments of 3 extents, with each of the 3 extents aiiocated on a different disk in the voiume group. 

The pvg_name argument is aii owed oniy if one of the aiiocation poiicies of the iogicai voiume is PVG-strict. 


Options and Arguments 

The -m option is oniy meaningfui if the optionai HP MirrorDisk/UX software has been instaiied on the sys¬ 
tem. 


Ivextend recognizes thefoiiowing options and arguments: 


iv_path 
pv_path 
pvgname 
-A autobackup 


-1 ie_number 


-L iv size 


Thebiock device path name of a iogicai voiume. 

The biock device path name of a physicai voiume. 

The name of a physicai voiume group (see ivmpvg(4)). 

Set automatic backup for this invocation of this command, autobackup can 
have one of the foi iowi ng vai ues: 

y Automaticaiiy back up configuration changes made to the iogicai 
voiume. Thisisthedefauit. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the voiume group to which the iogi¬ 
cai voiume beiongs. 

n Do not back up configuration changes this time. 

Increase the space allocated to the logical volume, specified in logical 
extents. Ie_number is a decimal value greater than the current number of 
logical extents, in the range 1 to 65535 (the implementation limit). 

One, and only one, -1, -L, or-m option must be supplied. 

Increase the space allocated to the logical volume, specified in megabytes. 
Iv_size is a decimal value greater than the current logical volume size, in 
the range 1 to 4096 (4 gigabytes). Iv_size is rounded up to the nearest 
multiple of the logical extent size, equivalent to the physical extent size 
defined for the volume group by the vgcreate command (see 
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vgcreate(lM)). 

One, and only one, -1, -L, or -m option must be specified. 

-m mirror_copies Set the number of mirror copies allocated for each logical extent. A mirror 

copy contains the same data as the original. mirror_copies can have the 
value 1 or 2. It must be greater than the current value. 

Data in the new copies is synchronized. The synchronization process can be 
time consuming, depending on hardware characteristics and the amount of 
data. 

One, and only one, -1, -L, or-m option must be specified. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Increase the number of the logical extents of a logical volume to 100: 

Ivextend -1 100 /dev/vg01/lvol3 
I ncrease the logical volume size to 400 MB: 

Ivextend -L 400 /dev/vg01/lvol4 

Allocate two mirrors (that is, two copies of the original) for each logical extent of a logical volume: 

Ivextend -m 2 /dev/vg01/lvol5 
Mirror a logical volume onto a particular physical volume. 

Ivextend -m 1 /dev/vg00/lvol3 /dev/dsk/c0t3d0 
I ncreasethesizeof a filesystem existing on a logical volume. 

First, increase the size of the logical volume. 

Ivextend -L 400 /dev/vg06/lvol3 
Unmount the file system. 

umount /dev/vg06/lvol3 

Extend the file system to occupy the entire (larger) logical volume. 

extendfs /dev/vg06/rlvol3 
Remount the file system. 

mount /dev/vg06/lvol3 /mnt 

WARNINGS 

The -m option cannot be used on Fi P-l B devices. 

SEE ALSO 

Ivchange(lM), Ivcreate(lM), Ivdisplay(lM), Ivreduce(lM), pvchange(lM), pvdisplay(lM). 
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NAME 

Ivinboot - prepare LVM logical volume to be root, boot, primary swap, or dump volume 

SYNOPSIS 

/usr/sbin/lvlnboot [[-A autobackup] { -b boot_lv | -d dumpjv | -r root_lv | 
-R I -s swap_lv }] [-v] [vg name] 

/usr/sbin/lvlnboot [-c] 


Remarks 

Ivlnboot cannot be performed if the volume group isactivated in shared mode. 


DESCRIPTION 

The Ivlnboot command updates all physical volumes in the volume group so that the logical volume 
becomes the root, boot, primary swap, or a dump volume when the system is next booted on the volume 
group. If a nonexistent logical volume is specified, this command fails. If a different logical volume is 
already linked to the root or primary swap, the command fails. 

This command should be run in recovery mode (-R) whenever the configuration of the root volume group is 
affected by one of the following commands: Ivextend, Ivmerge, Ivreduce, Ivsplit, pvmove, 
Ivremove, vgextend, or vgreduce (see Ivextend(IM), Ivmerge(lM), Ivreduce(lM), Ivsplit(lM), 
pvmove(lM), Ivremove(lM), vgectend(lM), and vgreduce(lM)). Starting with HP-UX Release 10.0, this is 
done automatically. 


Options and Arguments 

Ivlnboot recognizes thefollowing options and arguments: 


vgname 
-A autobackup 


-b boot Iv 


-d dump_lv 


The path name of a volume group. 

Set automatic backup for this invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the logical volume. 
This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logical 
volume belongs. 

n Do not back up configuration changes this time. 

Define boot_lv to be the boot volume the next time the system is booted on the 
volume group. boot_lv must be the first logical volume on the physical volume. 
boot_lv must be contiguous, and must not allow bad block relocation. 

boot_lv is used to locate the boot file system during the boot process. The boot 
filesystem has the kernel which is read by the boot loader hpux(lM). 

Define dump_lv to be one of the dump volumes the next time the system is 
booted on the volume group. dump_lv must be a contiguous logical volume and 
cannot have Bad Block Relocation enabled. 


The command updates the Boot Data Reserved Area of each bootable physical 
volume in the volume group (see pvcreate(lM)). 

The combined size of all the dump volumes should be at least 2048 bytes larger 
than the total memory of the system. The additional 2 KB is used to safeguard 
against a dump to the bottom of the disk. 

Multiple dump devices can be configured, but each dump_lv must be entered 
with a separate Ivlnboot command line. 

-r root_lv Define root_lv to be the root volume the next time the system is booted on this 

volume group. root_lv must be a contiguous logical volume and cannot have bad 
block relocation enabled. 


If root_lv isthefirst logical volume on the physical volume, then it is configured 
as the combined root-boot volume. Otherwise, root_lv is configured as the 
separate root volume in which case a separate boot volume needs to be 
configured using the Ivlnboot -b option. 
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Either the separate root or theseparate boot volume can be configured first. 

The command updates the Boot Data Reserved Area of each bootable physical 
volume (see pvcreate(lM)) to enable the volume group to be used to locate the 
root file system, rootjv is also used as the root volume during a maintenance¬ 
mode boot (see hpux(lM)). 

The physical volumes containing root_lv must have been created using the 
pvcreate -B option (see pvcreate(lM)), indicating that that physical volume 
is to be used as a bootable physical volume. Also, the mkboot command (see 
mkboot(lM)) must have been run on the physical volume to create the LIE area 
at thetop of the physical volume (see lif(4)). 

-R Recover any missing links to all of the logical volumes specified in the Boot Data 

Reserved Area and update the Boot Data Reserved Area of each bootable physi¬ 
cal volume in the volume group (see pvcreate(lM)). 

-s swap_lv Define swap_lv to be the primary swap volume the next time the system is 

booted on the volume group. swap_lv must be a contiguous logical volume, and a 
root logical volume must have been previously defined with this command. 

The command updates the Boot Data Reserved Area of each bootable physical 
volume in the volume group (see pvcreate(lM)). Any existing swap area previ¬ 
ously defined must be removed via Ivrmboot(lM). 

-c During normal boots (vs. maintenance-mode boots, see hpux(lM)), this command 

is automatically executed by /sbin/ioinitrc (see inittab(4)). 

Since this command is performed during boot, it does not need to be performed 
manually unless /stand/rootconf is missing in a separate root/boot 
configuration (or alternatively, performing a normal reboot will recreate this 
file). 

This command updates the /stand/rootconf file with the location of the 
root volume in the currently booted volume group. 

The /stand/rootconf file is used during maintenance-mode boots to locate 
the root volume for volume groups with separate boot and root volumes. 

During maintenance-mode boots, since the root volume group is not activated, 
Ivlnboot -c does not update /stand/rootconf . For separate root/boot 
configurations, maintenance-mode boot will fail if /stand/rootconf does not 
already exist with thecorrect location of the root volume. See WARNINGS. 

When a new volume group with separate boot and root volumes is created, the 
first boot must be a normal boot (versus, a maintenance-mode boot), so that 
/stand/rootconf gets created. 

This option does not allow updating /stand/rootconf for any volume group 
other than the one that is booted. 

-V Print verbose messages. With no other arguments present, print information on 

root, boot, swap, and dump logical volumes. If a combined root-boot volume is 
configured, no information for the boot volume is displayed. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

The following examples show configuration of a combined root-boot volume. 

Create a root volume group, vglvmroot , containing root, swap, and dump logical volumes. Assume 
that an appropriate directory called /dev/vglvmroot and a corresponding group file already 
exist (see lvm(7)). 
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First, initializethedisk, say /dev/dsk/cOtOdO, so that it can be used as an LVM boot disk. 

pvcreate -B /dev/rdsk/cOtOdO 
PiacetheLIF information on thedisk using themkboot command. 

mkboot /dev/rdsk/cOtOdO 
C reate th e voi u me grou p vglvmroot. 

vgcreate /dev/vglvmroot /dev/dsk/cOtOdO 

Create a iogicai voiumethat is suitabiefor use as the root voiume. Thisiogicai voiume has to be the 
first in the voiume group and shouid bea contiguous voiume with bad biock reiocation turned off. 

Ivcreate -n root -L 120 -C y -r n /dev/vglvmroot 
Create a iogicai voiumethat wiii be used as primary swap. This voiume shouid be contiguous. 

Ivcreate -n swap -L 64 -C y /dev/vglvmroot 
Create a iogicai voiumethat wiii be used as the dump voiume. This voiume shouid be contiguous. 

Ivcreate -n dump -L 64 -C y /dev/vglvmroot 
Specify that the iogicai voiume, root, wiii be used as the root voiume. 

Ivlnboot -r /dev/vglvmroot/root 
Specify that the iogicai voiume, swap, wiii be used as the primary swap. 

Ivlnboot -s /dev/vglvmroot/swap 
Specify that the iogicai voiume, dump, wiii be used as the dump voiume. 

Ivlnboot -d /dev/vglvmroot/dump 
Dispiay the resuits of the previous operations. 

Ivlnboot -V /dev/vglvmroot 

Thefoiiowing exampies show configuration of separate root and boot voiumes. 

Create a root voiume group, vglvmroot, containing root, boot, swap, and dump iogicai voiumes. 
Assume that an appropriate directory caiied /dev/vglvmroot and a corresponding group fiie 
aiready exist (see ivm(7)). 

First, initiaiizethedisk, say /dev/dsk/oOtOdO, so that it can be used as an LVM boot disk. 

pvcreate -B /dev/rdsk/cOtOdO 
PiacetheLIF information on thedisk using themkboot command. 

mkboot /dev/rdsk/oOtOdO 
Create the voi u me group vglvmroot. 

vgcreate /dev/vglvmroot /dev/dsk/oOtOdO 

Create a iogicai voiume that is suitabiefor use as the boot voiume. This iogicai voiume has to be the 
first in the voiume group and shouid bea contiguous voiume with bad biock reiocation turned off. 

Ivcreate -n boot -L 24 -C y -r n /dev/vglvmroot 

Create a iogicai voiume that is suitabiefor use as the root voiume. This iogicai voiume shouid be a 
contiguous voiume with bad biock reiocation turned off. 

Ivcreate -n root -L 64 -C y -r n /dev/vglvmroot 
Create a iogicai voiumethat wiii be used as primary swap. This voiume shouid be contiguous. 

Ivcreate -n swap -L 64 -C y /dev/vglvmroot 
Create a iogicai voiumethat wiii be used as the dump voiume. This voiume shouid be contiguous. 

Ivcreate -n diomp -L 64 -C y /dev/vglvmroot 
Specify that the iogicai voiume, root, wiii be used as the root voiume. 

Ivlnboot -r /dev/vglvmroot/root 
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Specify that the logical volume, boot, will be used as the boot volume. 

Ivlnboot -b /dev/vglvmroot/boot 
Specify that the logical volume, swap, will be used as the primary swap. 

Ivlnboot -s /dev/vglvmroot/swap 
Specify that the logical volume, dump, will be used as the dump volume. 

Ivlnboot -d /dev/vglvmroot/dump 
Display the results of the previous operations. 

Ivlnboot -V /dev/vglvmroot 
The foil owing example shows configuration of multi pie dump volumes. 

Specify that logical volumes /dev/vgOO/swapl, /dev/vg00/dump2, and /dev/vg00/dump3 
should be used as the dump logical volumes and that /dev/vgOO/swapl should also be used as primary 
swap. Assume that the volume group and the logical volumes have been created and the logical volumes are 
contiguous. 

Ivlnboot -s /dev/vgOO/swapl 
Ivlnboot -d /dev/vgOO/swapl 
Ivlnboot -d /dev/vg00/dump2 
Ivlnboot -d /dev/vgOO/dumps 

WARNINGS 

Dump Volume Warnings 

A dump logical volume, or a swap logical volume used as a dump volume, must lie within the first 2 GB (<2 
GB) of the physical volume. The Ivlnboot command will not allow a dump logical volume to be 
configured that crosses the 2 GB boundary, but it will allow such a swap logical volume to be configured. 

For a system with high-density memory boards installed, Ivlnboot will be able to support dump logical 
volumes up to 4 GB of the physical volume. 

If the swap device is used as a dump volume by specifying the dump default in the system file (see 
config(lM)), care should be taken to ensure that the swap logical volume does not exceed the 2 GB boun¬ 
dary (or 4 GB for the system as mentioned above). 

Separate Root/Boot Warnings 

Whenever mkboot(lM) is used to restore the LIF area of a damaged root physical volume, the -b boot_lv 
option of Ivlnboot must be performed afterwards to record the boot volume information inside the new 
LIF (see lif(4)). Subsequent Ivlnboot commands such as Ivlnboot -R are dependent on the boot_lv 
information inside the LI F. 

If the -V option does not locate the boot volume boot_lv, and the -r root_lv has not yet been performed, 
then performing the -r root_lv option will enable the boot volume to be located. The Ivlnboot com¬ 
mand derives the location of boot volume from the location of the root volume. 

Separate Root/Boot Maintenance-Mode Warnings 

When creating additional root volumes with separate root/boot, a normal boot must be performed on each 
new root volume so that /stand/rootconf, which is required for maintenance-mode boots (see hpux(lM)), 
gets created for each new root volume. 

Mirrored root_lv volumes should start at the same offset on each physical volume so that the location 
stored in/stand/ rootconf works for maintenance-mode boots off of any mirror. 

FILES 

/stand/rootconf Contains the location of the root volume. Used during maintenance-mode boots 
(see hpux(lM)) to locate the root volume for volume groups with separate boot 
and root volumes. 


SEE ALSO 

Ivcreate(lM), Ivrmboot(lM), mkboot(lM), pvcreate(lM), vgcreate(lM), inittab(4), lif(4), lvm(7). 
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NAME 

Ivmerge- merge twoLVM logical volumes into one logical volume 

SYNOPSIS 

/usr/sbin/lvmerge [-A autobackup] dest_lv_path src_lv_path 

Remarks 

This command requires the installation of the optional HP MirrorDisk/UX software, which is not included 
in the standard HP-UX operating system. 

Ivmerge cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The Ivmerge command merges two logical volumes of the same size. The number of mirrored copies of 
thedest_lv_path is increased by the number of copies in thesrcjv path. 

Data previously contained in the dest_lv_path is resynchronized using the data in the src_lv_path. All new 
data on thedest_lv_path is destroyed. 

Whenever a mirrored logical volume is split into two logical volumes, a bit map is stored that keeps track of 
all writes to either logical volume in the split pair. When the two logical volumes are subsequently merged 
using Ivmerge, the bit map is used to decide which areas of the logical volumes need to be resynchron¬ 
ized. This bit map continues to exist until the merge iscompleted, or one of the logical volumes isextended 
or reduced, or the system is rebooted. 

If there is no bit map available, the entire logical volume is resynchronized. 

The normal usage for this command is to merge previously mirrored logical volumes that have been split 
using the Ivsplit command (see Ivsplit(lM). However, the two logical volumes are not required to have 
been the result of a previous Ivsplit operation. 

Options and Arguments 

Ivmerge recognizes thefollowing options and arguments: 

dest_lv_path The block device path name of a logical volume. 

src_lv_path The block device path name of a logical volume. 

-A autobackup Set automatic backup for this invocation of this command, autobackup can have 

one of thefollowing values: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Merge /dev/vgOO/lvollb with /dev/vgOO/lvoll: Data in /dev/vgOO/lvollb will be over¬ 
ridden by /dev/vgOO/lvoll. 

Ivmerge /dev/vgOO/lvollb /dev/vgOO/lvoll 

WARNINGS 

If no bit map is found, all data on dest_lv_path is lost after the merge. 

Ivmerge does not check to guarantee that the allocation policy of src_lv_path is preserved after the 
merge. 
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SEE ALSO 

Ivcreate(lM), Ivextend(lM), Ivsplit(lM). 
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NAME 

Ivmmigrate- prepare root filesystem for migration from partitions to LVM logical volumes 

SYNOPSIS 

/usr/sbin/lvmmigrate [-d disk_spedal_file] [-e file_system ...] [-f] [-i file_system ...] [-n] 

[-V] 


DESCRIPTION 

The Ivmmigrate command records the configuration information of the current system in the LIF 
volume of the boot section for use with a subsequent cold-install process. If there is no LIF volume on the 
disk, Ivmmigrate creates it using lifinit(l), then records the information in a LIF file named CUSTOM. 
A copy of the LIF file is saved as /tmp/LVMMiGRATE.CFG. The information is also written to file 
/tmp/LVMMiGRATE for reviewing. The install process looks for the LIF file CUSTOM, and if it exists, 
uses the information found as the configuration defaults for the root volume group and the root file sys¬ 
tems. After the install process has completed, a copy of the CUSTOM final configuration can be found on 
the newly created system in thefile /usr/lib/sw/hpux. install/config. local. 

All file system entries in the /etc/mnttab and /etc/fstab files are read. Ivmmigrate also 
searches for unmounted file systems and possible character data sections in unused disk areas. The file 
systems appropriate for the root volume group are marked for migration. The default file systems are: /, 
/home, /opt, /tmp, /usr, /var, and any file system with a mount path beginning with: /home/, 
/opt/,/tmp/, /usr/, /var/. 

Ivmmigrate displays thefollowing information on the standard output: disks and file system names that 
are marked for migration, disk areas and file systems to be backed up by the user, and instructions for 
reinstallation. 

After executing Ivmmigrate, the user must back up the file systems and any raw device section having 
useful data to tape. The system is then reinstalled on logical volumes using the configuration information 
recorded by Ivmmigrate. 


Options 

Ivmmigrate recognizes thefollowing options: 


-d disk_special_file 


-e file_system 


-f 


-i file_system 
-n 


Use the specified root disk for reinstallation. Without this option, the 
current root disk (where root file system / is currently located) is assumed 
and the configuration is recorded in the boot section. 

Exclude each specified default file system from the root volume group. 
Note that the / filesystem cannot be excluded. 

Force the recording of configuration information. Information is recorded 
in a LIF file named CUSTOM in the boot section. Without this option, if 
there is a file system or LVM record in the boot section, no write is done 
and a warning message is displayed. 

Include each specified filesystem in the root volume group, along with the 
default file systems. 

Perform a "no write!' operation for preview purposes. Migration informa¬ 
tion is displayed on the terminal screen, but is not recorded in the boot sec¬ 
tion of the disk. The CUSTOM LIF file is not written, but the files 
/tmp/LVMMiGRATE and /tmp/LVMMiGRATE. CFG are Still created. 

Display all disks, file systems, and possible raw sections present in the sys¬ 
tem. 


EXAMPLES 

Prepare a system for migration to root logical volumes. Create a file in the LIF area that the cold-install 
can use to read default configuration information. Specify verbose mode. Create files 

/tmp/LVMMIGRATE and /tmp/LVMMIGRATE . CFG: 

Ivmmigrate -v 

Display a detailed list of the disks, file systems, and possible raw data sections present in the current sys¬ 
tem. 
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Ivmmigrate -v -n 

I nclude file system /mnt in the root volume group for migration and exclude file system /usr/source. 
Write configuration information in the boot section of disk /dev/dsk/cltOdO: 

Ivmmigrate -d /dev/dsk/cltOdO -i /mnt -e /usr/source 

WARNINGS 

Use of the -f option results in overwriting the contents of the boot section. Before using the -f option be 
sure to back up all data on the boot section of the disk specified with the-d option. 

If there is no LIF volume, Ivmmigrate uses lifinit to create it (see lifinit(l)). If file CUSTOM 
already exists in the LIF volume, Ivmmigrate rewrites it. 

Caution: All data on disks being used for reinstallation must be backed uptoa separate des/ice because the 
install process overwrites data on all disks used in the new root volume group. 

SEE ALSO 

lifinit(l). 
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NAME 

Ivreduce- decrease space allocation or the number of mirror copies of logical volumes 

SYNOPSIS 

/usr/sbin/lvreduce [-A autobackup] [-f] -1 le_number lv_path 
/usr/sbin/lvreduce [-A autobackup] [-f] -L lv_size lv_path 
/usr/sbin/lvreduce [-A autobackup] -m mirror_copies lv_path [pv path ...] 
/usr/sbin/lvreduce [-A autobackup] -k pvk^ -m mirror_copies Iv path [pv_path ...] 

Remarks 

Mirrored disk operations require the installation of the optional HP MirrorDisk/UX software, which is not 
included in the standard HP-UX operating system. 

Ivreduce cannot be performed if the volume group isactivated in shared mode. 


DESCRIPTION 

The Ivreduce command reduces the number of logical extents allocated to a logical volume specified by 
Ivpath. The excess physical extents in the logical volume and any mirror copies are deallocated. 

Alternatively, it reduces the number of mirror copies in the logical volume. The physical extents that 
comprise the deleted mirror copy or copies are deallocated. If pv path ... is specified, the mirror or mir¬ 
rors to be removed will be deallocated from those specific physical volumes. 

Ivreduce asks for confirmation before deallocating logical extents if the -f option isomitted. 


Options and Arguments 

The-m option and pv_path argument are only meaningful if the optional HP MirrorDisk/UX software has 
been installed on the system. 

Ivreduce recognizes thefollowing options and arguments: 


Ivpath 

pv_path 

-A autobackup 


-f 


The block device path name of a logical volume. 

The block device path name of a physical volume. 

Set automatic backup for invocation of this command, autobackup can have one 
of thefollowing values: 

y Automatically back up configuration changes made to the logical volume. 
This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logical 
volume belongs. 

n Do not back up configuration changes. 

Force reduction of the number of logical extents without first requesting 
confirmation. 


This option can be dangerous when there is a file system on the Iv path that is 
larger than the size that the logical volume is being reduced to. If the file sys¬ 
tem is unmounted, the -f option forces the reduction of the logical volume 
without reducing the file system. The file system becomes corrupt and is not 
mountable. If the file system is mounted, Ivreduce fails, preventing a 
mounted file system from becoming corrupted. 

-1 le_number Decrease the space allocated to the logical volume, specified in logical extents. 

Ie_number is a decimal value smaller than the current number of logical extents, 
in the range 1 to 65535 (the implementation limit). 

One, and only one, -1, -L, or -m option must be supplied. 

-L lv_size Decrease the space allocated to the logical volume, specified in megabytes. 

Iv_size is a decimal value smaller than the current logical volume size, in the 
range 1 to 4096 (4 gigabytes). Iv size is rounded up to the nearest multiple of 
the logical extent size, equivalent to the physical extent size defined for the 
volume group by the vgcreate command (see vgcreate(lM)). 
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One, and only one, -1, -L, or -m option must be specified. 

-m mirror_copies Reduce the number of mirror copies allocated for each logical extent. A mirror 
copy contains the same data as the original. mirror_copies can have the value 0 
or 1. It must be smaller than the current value. 

If optional pv path arguments are specified, the mirror copies are deallocated 
from the specified physical volumes. 

One, and only one, -1, -L, or -m option must be specified. 

-k pvk^ This option should be used only in the special instance when you want to reduce 

a mirrored logical volume on a physical volume that is missing or has failed. 
Thisoption will removea mirrored logical volume from the given pvkey (the Phy¬ 
sical Volume Number in the volume group). I n order to obtain the pvk^, use the 
-k option in the Ivdisplay command. See Ivdisplay(lM) for details. 

Use this option with the-m option. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Decrease the number of the logical extents of a logical volume to one hundred: 

Ivreduce -1 100 /dev/vg01/lvol3 

Reduce to one mirror (that is, an original and one copy) for each logical extent of a logical volume: 

Ivreduce -m 1 /dev/vg01/lvol5 

Remove mirror copies of logical extents of a logical volume from the physical volume 
/dev/dsk/cltOdO: 

Ivreduce -m 0 /dev/vg01/lvol4 /dev/dsk/cltOdO 
Remove a logical volume from a one-way mirrored set on the third physical volume in a volume group. 
Ivreduce -m 0 -k 3 /dev/vgOl/lvoll 

WARNINGS 

LVM does not store any information about which physical extents within a logical volume contain useful 
data; therefore, reducing the space allocated to a logical volume without doing a prior backup of the data 
could lead to the loss of useful data. The Ivreduce command on a logical volume containing a file system 
of greater length than thesize being reduced to will cause data corruption. 

To reduce a logical volume being used for swap, that swap area must not be currently in use. 

SEE ALSO 

Ivcreate(lM), Ivdisplay(lM), Ivextend(lM), pvchange(lM), pvdisplay(lM). 
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NAME 

Ivremcwe - remove one or more logical volumes from LVM volume group 

SYNOPSIS 

/usr/sbin/lvremove [-A autobackup] [-f] Iv path ... 

Remarks 

Ivremove cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The Ivremove command removes each logical volume specified by Iv path .... 

Logical volumes must be closed before they can be removed. For example, if the logical volume contains a 
filesystem, unmount thefilesystem before removing it. 

Options and Arguments 

Ivremove recognizes thefollowing options and arguments: 

Iv path The block device path name of a logical volume. 

-A autobackup Set automatic backup for this invocation of this command, autobackup can have 

one of thefollowing values: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 

-f Specify that no user confirmation is required. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Remove a logical volume without requiring user confirmation: 

Ivremove -f /dev/vg01/lvol5 

WARNINGS 

This command destroys all data in the specified logical volumes. 

SEE ALSO 

Ivchange(lM), umount(lM). 
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NAME 

Ivrmboot - remove LVM logical volume link to root, primary swap, or dump volume 

SYNOPSIS 

/usr/sbin/lvrmboot [-A autobackup] [-d dump_lv] [-r] [-s] [-v] vg name 

Remarks 

Ivrmboot cannot be performed if the volume group isactivated in shared mode. 


DESCRIPTION 

The Ivrmboot command updates all physical volumes contained in the volume group vg name such that 
the logical volume is removed as a root, primary swap, or dump volume when the system is next booted on 
the volume group. 


Options and Arguments 

Ivrmboot recognizes thefollowing options and arguments: 


vgname 
-A autobackup 


-d dump_lv 


The path name of the volume group. 

Set automatic backup for this invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 

Remove the definition of dumpjv as one of the dump volumes. Update the Boot 
Data Reserved Area. 


-r 


-s 


—V 


Remove the definitions of all of the root, primary swap, and all dump volumes 
fromthegiven volume group. Update the Boot Data Reserved Area. 

Remove the definition of the primary swap volume from the given volume group. 
Update the Boot Data Reserved Area. 

Print verbose messages. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 


EXAMPLES 

Specify that the logical volume /dev/vg00/lvol3 should be removed as one of the dump logical 
volumes: 

Ivrmboot -v -d lvol3 /dev/vgOO 

Specify that volume group /dev/vgOO should no longer be a root volume group. Primary swap and dump 
are also removed. 

Ivrmboot -r /dev/vgOO 

SEE ALSO 

Ivlnboot(lM). 
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NAME 

Ivsplit - split mirrored LVM logical volume into two logical volumes 

SYNOPSIS 

/usr/sbin/lvsplit [-A autobackup] [-s suffix] [-g PhysicalVolumeGroup] lv_path ... 

Remarks 

This command requires the installation of the optional HP MirrorDisk/UX software (not included in the 
standard HP-UX operating system) before it can be used. 

Ivsplit cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The Ivsplit command splits a single- or double-mirrored logical volume, lv_path, into two logical 
volumes. A second logical volume is created containing one copy of the data. The original logical volume is 
appropriately reset as unmirrored or single-mirrored. 

If the -s option is specified, the new logical volume name has the form Iv_pathsuffix. If -s is not 
specified, suffix defaults to b, as in lv_pathb. 

If more than one lv_path is specified on the command line, Ivsplit ensures that all logical volumes are 
brought offline together in one system call, ensuring predictable results among the logical volumes. Up to 
127 logical volumes can be specified on the command line. All logical volumes must belong to the same 
volume group, and there must be enough unused logical volumes remaining in the volume group to hold the 
newly split logical volumes. A volume group can contain up to 255 logical volumes. 

If PhysicalVolumeGroup is specified, the offline logical volumes are created using the mirror copies on the 
physical volumes contained in the specified physical volume group. 

Whenever a mirrored logical volume is split into two logical volumes, a bit map is stored that keeps track of 
all writes to either logical volume in the split pair. When the two logical volumes are subsequently merged 
using Ivmerge, the bit map is used to decide which areas of the logical volumes need to be resynchronized 
(see Ivmerge(lM)). This bit map remains in existence until the merge is completed, until one of the logical 
volumes is extended, reduced, or split again, or until the system is rebooted. 

The new logical volume must be checked with the fsck command before it is mounted (see fsck(lM)). 
Ivsplit flushes the file system to a consistent state except for pipes and unlinked but open files. 

To rejoin two split copies of a logical volume, use the Ivmerge command (see Ivmerge(lM)). 

Options and Arguments 

Ivsplit recognizes thefollowing options and arguments: 

lv_path The block device path name of a logical volume. Up to 127 logical volumes in the 

same volume group can be specified at onetime. 

-A autobackup Set automatic backup for invocation of this command, autobackup can have one 
of thefollowing values: 

y Automatically back up configuration changes made to the logical volume. 
This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logical 
volume belongs. 

n Do not back up configuration changes this time. 

-g PhysicalVolumeGroup 

Theofflinelogical volumes will be created using the mirror copies on the physical 
volumes in thespecified PhysicalVolumeGroup. 

-s suffix Specify the suffix to use to identify the new logical volume. The new logical 

volume name has the form I v_path suffix. If-s isomitted, suffix defaults to b, 
as in lv_pathb. 
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EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 

EXAMPLES 

Split the mirrored logical volume /dev/vgOO/lvoll into two copies. Call the new logical volume 
/dev/vgOO/lvollbackup: 

Ivsplit -s backup /dev/vgOO/lvoll 

Split the mirrored logical volume /dev/vgOO/lvoll into two copies. The offline logical volume will be 
created using the mirror copy on the physical volumes contain in the physical volume group pvgl. 

Ivsplit -g pvgl /dev/vgOO/lvoll 

Split an online logical volume which is currently mounted on /usr so that a backup can take place: 

Ivsplit /dev/vgOO/lvoll 

fsck /dev/vgOO/lvollb 

mount /dev/vgOO/lvollb /usr.backup 

Perform a backup operation, then: 

umount /usr.backup 

Ivmerge /dev/vgOO/lvollb /dev/vgOO/lvoll 
Split two logical volumes at thesametime: 

Ivsplit /dev/vgOl/databasel /dev/vg01/database2 
Perform operation on split logical volumes, then rejoin them: 

Ivmerge /dev/vgOl/databaselb /dev/vgOl/databasel 
Ivmerge /dev/vg01/database2b /dev/vgOl/databasel 

WARNINGS 

After a two-way mirrored logical volume has been split once, it cannot be split again without merging the 
logical volumes using the Ivmerge command (see Ivmerge(lM)). 

SEE ALSO 

lvcreate(lM), Ivextend(lM), Ivmerge(lM). 
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NAME 

Ivsync- synchronizestalemirrors in LVM iogicai voiumes 

SYNOPSIS 

/usr/sbin/lvsync iv path ... 

Remarks 

This command requires the instaiiation of the optionai HP MirrorDisk/UX software (not inciuded in the 
standard HP-UX operating system) before it can be used. 

DESCRIPTION 

The Ivsync command synchronizes the physicai extents of each iogicai voiume specified by iv_path. Syn¬ 
chronization occurs oniy on physicai extents that are staie mirrors of the originai iogicai extent. The syn¬ 
chronization process can be time consuming, depending on the hardware characteristics and the amount of 
data. 

Arguments 

Ivsync recognizesthefoiiowingargument: 

iv_path The biock device path name of a mirrored iogicai voiume. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 
if LANG is not specified or is nuii, it defauitsto "C" (see iang(5)). 

if any internationaiization variabiecontains an invaiid setting, aii internationaiization variabies defauit to 
"C" (see envi ron (5)). 

EXAMPLES 

Synchronize the mirrors on a iogicai voiume: 

Ivsync /dev/vg01/lvol5 

SEE ALSO 

ivdispiay(lM), vgsync(lM). 
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NAME 

Iwpstat - show Fibre Channel Light Weight Protocol network status 

SYNOPSIS 

Iwpstat [-s] 

DESCRIPTION 

Iwpstat displays Light Weight Protocol statistics for Fibre Channel network interfaces. When 
Iwpstat is used without any options, thestateof all activeFC_LWP sockets are shown. 

Options 

The following options and parameters are recognized by Iwpstat: 

-s Show summary statistics for datagram and stream based protocols. 


AUTHOR 

Iwpstat was developed by the FI P. 
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NAME 

makedbm - make a Network I nformation System database 

SYNOPSIS 

/usr/sbin/makedbm [-b] [-1] [-s] [-i nis_input_file] [-o nis_output_name] 

[-d nis_domain_name] [-m nis_master_name] infile outfile 

/usr/sbin/makedbm -u database_name 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

makedbm generates databases (maps) for the Network I nformation System (NIS) from infile. A database 
created by makedbm consists of two files: outfile. pag and outfile. dir. A makedbm database contains 
records called dbm records composed of key-value pairs. 

Each line of infile is converted to a single dbm record; all characters up to the first tab or space form the 
key, and the remainder of the line is the value. If a value read from infile ends with \, the value for that 
record is continued onto the next line. The NIS clients must interpret the # character (which means that 
makedbm does not treat the # as if it precedes a comment). If infile is a hyphen (-), makedbm reads 
standard input. 

makedbm always generates a special dbm record with the key YP_LAST_MODlFlED, whose value is the 
time of last modification of infile (or the current time, if infile is -). This value is also known as the order 
number of a map, and yppoll prints it for a specified NIS map (seeyppoll (IM)). 

Another special dbm record created by makedbm has the key YP_MASTER_NAME. Its value is usually 
the host name retrieved by gethostname (); however, the -m option can be used to specify a different 
value (see gethostname(2)). 

If the -b option is used, another special dbm record with the YP_INTERD0MAIN key is created. When 
this key exists in the NIS host.by* maps and the NIS host name resolution fails, theypserv process will 
query the I nternet domain name server, named(IM), to provide the host name resolution. Before using the 
-b option, it is recommended that the name services switch, switch(4), be set to allow NIS host name reso¬ 
lution first. (Note that, since the ypserv process only checks hosts.byname and hosts.byaddr for the 
existence of the YP_INTERD0MAIN key, using the -b option on any other NIS map will have no effect. 
Also, the -b option should be used on both the hosts.byname and hosts.byaddr maps, not one exclusively.) 

If the -s option is used, another special dbm record created is the YP_SECURE key. If this key exists in 
an NIS map, ypserv will only allow privileged processes (applications that can create reserved ports) to 
access the data within the map. 

Options 

makedbm recognizes thefollowing options and command-line arguments. 

-b Create a special dbm record with the key YP_INTERD0MAIN. This key, which is in the 
hosts.byname and hosts.byaddr maps, allows the ypserv process to query the I nternet domain name 
server, (see named (IM)). 

-1 Convert the keys of the given map to lowercase. This command option allows host name matches to 
work independent of character-case distinctions. 

-s Accept connections from secure NIS networks only. 

-i Create a special dbm record with the key YP_INPUT_FILE and the value nis_input_file. If 
the-s option isused, another special dbm record created istheYP_SECURE key. If this key exists in 
an NIS map, ypserv will only allow privileged processes to access the data within the map. (i.e. appli¬ 
cations that can create reserved ports.) 

-o Create a special dbm record with the key YP_OUTPUT_NAME and the value nis_output_name. 

-d Create a special dbm record with the key YP_D0MAIN_NAME and the value nis_domain_name. 

-m Replace the value of the special dbm record whose key is YP_MASTER_NAME with 
nis master name. 
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-u Undo the database_name(i.e., write the contents of database_name to the standard output), one dbm 
record per line. A singlespace separates each key from its value. 

EXAMPLES 

Shell scripts can be written to convert ASCI I files such as /etc/netgroup to the key-value form used 
by makedbm . F or exampi e, 

#!/usr/bin/sh 

/usr/bin/awk 'BEGIN { FS = ":" } { print $1, $0 }' \ 

/etc/netgroup | \ 
makedbm - netgroup 

converts the file /etc/netgroup to a form that is read by makedbm to make the NIS map net- 
group. The keys in the databaseare netgroup(4) names, and the values are the remainders of the lines in 
the /etc/netgroup file. 

AUTHOR 

makedbm was developed by Sun Microsystems, I nc. 

SEE ALSO 

domainname(l), ypinit(lM), ypmakeflM), yppoll(lM), gethostname(2), netgroup(4), ypfiles(4). 
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NAME 

makemap - creates database maps for sendmail 

SYNOPSIS 

makemap [-N] [-d] [-f] [-o] [-r] [-v] maptype mapname 

DESCRIPTION 

makemap creates the database maps used by the keyed map lookups in sendmail(lM). It reads input from 
the standard input and outputs them to the indicated mapname. 

makemap handles up to three different database formats, selected using the maptype parameter. They 
may be 

dbm DBM format maps. (.pag,.dir) 

btree B-Tree format maps, (.db) 
hash Hash format maps, (.db) 

In all cases, makemap reads lines from the standard input consisting of two words separated by white 
space. The first is the database key, thesecond isthe value. The valuemay contain %n strings to indicated 
parameter substitution. Literal parentheses should be doubled (%%). Blank lines and lines beginning with 
pound sign (#) are ignored. 

Flags 

-N Include the null byte that terminates strings in the map. This must match the -N flag in the 
sendmail.c£ Kline. 

-d Allow duplicate keys in the map. This is only allowed on B-Tree format maps. If two identical 
keys are read, they will both be inserted into the map. 

-f Normally all upper case letters in the key are folded to lower case. This flag disables that 
behaviour. This is intended to mesh with the-f flag in theK linein sendmail.cf. The value 
is never case folded. 

-o Append to an old file. This allows you to augment an existing file. 

-r Allow replacement of existing keys. Normally makemap complains if you repeat a key, and does 
not do the insert. 

-V Verbosely print what it is doing. 

SEE ALSO 

sendmail(lM). 

HISTORY 

Themakemap command appeared in 4.4BSD. The manual page originally came from sendmail 8.7. 
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NAME 

map-mbone- Multicast Router Connection Mapper 

SYNOPSIS 

/usr/sbin/map-mbone [-d debugle/el] [-f] [-g] [-n] [-r retries] [-t timeout] [ multicast- 
router ] 

DESCRIPTION 

map-mbone requests the multicast router connection information from the multicast-router, and prints 
the information to the standard out. map-mbone sends out the ASK_NEl GHBORS igmp message to the 
multicast-router. When the multicast-router receives the request, it sends back its configuration informa¬ 
tion. multicast-router can be either an ip address or a system name. 

If the multicast-router is not specified, flood mode is on by default and the igmp request message is sent to 
all the multicast router on the local network. With flood mode on, when map-mbone finds new neighbor 
routers from the replies, it will send the same igmp request to the new neighbor routers. This activity con¬ 
tinues until no new neighbor routers are reported in the replies. 

The command line options are: 

-ddebugle/el Sets the level for printing out the debug message. The default is 0, which prints only 
error and warning messages. Debug level three prints most the messages. 

-rretries Sets the retry times to poll the routing daemon for information. The default is 1. 

-ttimeout It specifies the timeout value in seconds for waiting the reply. The default value is 2 
seconds. 

-f Setstheflood mode on. It is the default value when no multicast-router isgiven on the 

command line input. 

-g Generates output in GRaphEd format. 

-n DisableDNS lookup for the multicast router names. 

The output contains the interface configuration information of the requested router(s). The format for 
each interfaceoutput is: 

interface_addr -> neighbor_addr (neighbor_name) [metrics/thresh/flags] 

If there are multiple neighbor routers on one interface, they will all be reported. The neighbor_name will 
not be printed if the -n option isspecified on thecommand line. 

Thepossiblevaluesfor flags are: 

tunnel Neighbors are reached via tunnel, 

srcrt The tunnel uses IP source routing, 
down The interface is down. 

disabled The interface is administratively disabled for multicast routing, 
querier Thelocal router is the querier of the subnet. 

The format of theGRaphEd output is: 

interface_addr_in_integer {$ NP low_byte_addr high_byte_addr} node_name 
[ neighbor_addr_in_integer metrics/threshold/flags ] 

If there is no neighbor router on an interface, then a * will be put next to the node_name. If there are mul¬ 
tiple neighbor routers on one i nterface, all of them will be reported. The possible values for flags are: 

E The neighbor is reached via tunnel. 

P The neighbor is on the same network/subnet. 

D The interface is down. 

Pleasesee mrouted(lM) for metrics and thresh. 

EXAMPLES 

Querying camden. cup .hp. com for the multicast router connection information. 
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map-mbone hpntclt.cup.hp.com 

127.0.0.1 (localhcet) [version 3.3]: 

193.2.1.39->0.0.0.0 (all-zeros-broadcast) [1/1/disabled] 

15.13.106.144-> 15.255.176.33 (matmos.hpl.hp.com) [10/1/tunnel] 

15.13.106.144-> 15.17.20.7 (hpspddc.vid.hp.com) [10/1/tunnel/down] 

Querying hpntcbs . cup. hp. com for multicast router connectivity with -g option: 

map-mbone -g hpntcbs.cup.hp.com 

GRAPH "Multicast Router Connectivity: Wed Feb 1 17:34:59 1995"=UNDI RE GTE D 
252537488{$ NP 1440 1060 $}"hpntclt.cup.hp.com*" 

252538974{$ NP 940 1120$}"hpntcbs.cup.hp.com" 

252537488 "10/lE" 

252539807 "1/lP" 

252539807 {$ N P 1590 1150 $}"hpntclh.cup.hp.com*" 

Note 

map-mbone must be run as root. 

AUTHOR 

map-mbone was developed by Pavel Curtis. 

SEE ALSO 

mrouted (IM), mrinfo(lM). 
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NAME 

me - media changer manipulation utility 

SYNOPSIS 

me [-p des/ice] [-a num] [-q] [-c <src_element_typexdest_element_type>] 
me [-p des/ice] [-1 0| 1] [-e element_type] [-r element_type] 
me [-p des/ice] -s <element_typexnum> -d <element_typexnum> 
me [-h I -?] 

DESCRIPTION 

Theme utility provides users with a command-line interface to send media manipulation commands to an 
autoloader or media changer device. It takes "element types" as arguments to most of the options. The 
valid element types (element_types) are: 

D Specifies a Data Transfer (DT) element. 

I Specifies an Import/Export (IE) element. 

M Specifies a Medium Transport (MT) element. 

S Specifies a Storage (ST) element. 

An example of a Data Transfer element is the embedded tape drive of the autoloader. An example of an 
Import/Export element is the slot(s) by which an item of the media maybe inserted or removed from the 
autoloader. An exampleof a Medium Transport element isthe robotic picker portion of the autoloader. An 
example of a Storage element isthe magazine slot of the autoloader. 

PI ease see examples below for usage. 

Options 

me recognizes thefollowing options and arguments: 

-a num Prints the SCSI busaddressof the drive slot specified by num. 

-c <src_element_typexdest_element_type> 

Determines whether a move from source to destination is valid. Uses device capabilities 
mode page and will return TRUE or FALSE. There should be no spaces in the the source 
and destination element type values. For example, -c DS specifies a Data Transfer ele¬ 
ment as the source and a Storage element as the destination. 

-e element_type 

Prints out the number of elements of element type. See element types above. Multiple 
types can be specified. For exampie, -e IDSM specifies all the valid element types. 

-h| -? Prints out usage description. 

-1 0| 1 Allow (0) or prevent (1) media removal. 

-p device Specifiesthepass-through devicefiletothelibrary device. 

-q Prints out Vendor ID, Product ID and Product Rev standard inquiry information. 

-r element_type 

Prints out the status (FULL/EMPTY/NONE) of element slots of element type(s). See ele¬ 
ment types above. Multiple types can be specified. For example, -r IDSM specifies all 
the valid element types. 

-s <element_typexnum> 

Specifies the element type and slot number (<num>) for the move medium source. There 
should be no space between the element type and the slot number. For example, -sSl 
specifies a Storage element in slot number 1. This option cannot be specified more than 
twice per invocation. 

-d <element_typexnum> 

Specifies the element type and slot number for the move medium destination. There 
should be no space between the element type and the slot number. For example, -dD3 
specifies a Data Transfer element in slot number 3. This option cannot be specified more 
than twice per invocation. 
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RETURN VALUE 

me returns 0 upon successful completion and -1 otherwise. 

DIAGNOSTICS 

ERROR: 0x5 Illegal Request: OxSbOd Medium Destination element full 

The above error message could be a result of the following command me -s S2 -d D1 that was 
used to move a media to an embedded drive that is already full. 

ERROR: /dev/sesi/3: No sueh file or direetory 

If the default SCSI pass-through device file does not exist and no other device file is specified, then the 
above error message will be printed. 

EXAMPLES 

Using a DDS-2 autoloader with a six cartridges magazineas an example: 

To see the status of the autoloader's Data Transfer and Storage element types, 
me -r DS 

The following shows an example output from the above command. The output indicates that there is an 
item of media in slot 2 (ST_slot_2), an item of media in the embedded drive (DT_slot_l), and all the other 
slots are empty. 

DT_slot_l FULL 
ST_slot_l EMPTY 
ST_slot_2 FULL 
ST_slot_3 EMPTY 
ST_slot_4 EMPTY 
ST_slot_5 EMPTY 
ST_slot_6 EMPTY 

To move media from an embedded drive to slot 5 and then move media from slot 2 to an embedded drive, 
me -s D1 -d S5 -s S2 -d D1 

To check if a move from a Data Transfer element to a Storage element is possible, 
me -e DS 

The following example output indicates that moves from Data Transfer element types to Storage element 
types are valid. 

DT->ST: TRUE 


WARNINGS 

Note for all DDS autoloaders. After theme command has been used for the first time, the autoloader will 
enter into random mode. Once in random mode, all front panel button features are disabled except for the 
Eject Button. To go back to stacker mode, the magazine must be ejected and then reinserted. 


DEPENDENCIES 

Theme command supports thefollowing autoloaders and libraries: 

C1553A HP DDS-2 Autoloader 

C1557A HP DDS-3Autoloader 

C1194 HP DLT Library 

STK 9710 StorageTek DLT/4890 Library 

ATL 4/52 ATL DLT Library 

A SCSI pass-through driver must be configured and the device file created before this command can be 
used to manipulatethe autoloader. 


HP-UX Release 11.0: October 1997 


-2- 


Section lM-371 


mc(lM) 


mc(lM) 


Series 700 

ThectI pass-through driver must be configured. See scsi_ctl (7). 

Series 800 

The spt pass-through driver must be configured. See scsi_pt(7). 

AUTHOR 

me wasdeveioped by Hewiett-Packard. 

FILES 

/dev/scsi/3 Defauit pass-through devicefiie. 

SEE ALSO 

scsi(7), scsi_cti(7), scsi_pt(7). 
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NAME 

mk_kernel - build a bootableHP-UX kernel and/or kernel modules 

SYNOPSIS 

usr/sbin/mk_kernel [-o pathname] [-s system_file] [-S] [-v] 

/usr/sbin/mk_kernel -M module_name [[-M module_name]...] [-v] 

DESCRIPTION 

mk_kernel builds an executable file which can be used as a bootable kernel and kernel modules if any are 
configured. If the build succeeds, the newly built kernel is called vmunix_test , and the kernel function 
set directory (where the function set directory is the directory structure containing the set of modules that 
correspond to the kernel) is called dlkm. vmunix_test. The file and directory are placed in the build 
directory, as defined below. 

The build directory is the target directory where mk_kernel places files and directories. In addition to 
the kernel and kernel modules, files such as conf. c, conf. o, and tune .h are also placed in the build 
directory. 

If the path used to designate the system file is /stand/system, the build directory is /stand/build. 
If another path is used to designate the system file, the build directory is the current working directory. 
System files for the kernel modules are expected to be found in /stand/system, d. Libraries for the 
kernel are expected to be found in /usr/conf/lib. The master file used is the composite of files found 
under /usr/conf/master.d. 

If the -o option is not specified, the kernel file and kernel function set directory remain in the working 
directory. If -o /stand/vmunix isspecified, thetarget kernel fileand kernel function set directory are 
not overwritten. The new kernel file and the kernel function set directory are moved to the default path as 
the system shuts down or starts up. The previous versions of the file and directory are renamed to 
/stand/vmunix.prev and /stand/dlkm.vmunix.prev. Until the system reboots, the new ker¬ 
nel fileand the directory must bekept asvmunix_test and dlkm. vmunix_test, respectively. 

If the -o option is specified with other than /stand/vmunix, the kernel file and kernel function set 
directory iscreated or updated immediately. In case the administrator needs to place these targets to the 
system default path, the kmupdate command must be used to trigger the replacement. Manually replac¬ 
ing the default kernel (/stand/vmunix) or any file under the kernel function set directory 
(/stand/dlkm) must be avoided. 

mk_kernel exits with no action if the environment variableSW_lNlTlAL_lNSTALL hasthevalueof 1. 
SW_INITIAL_INSTALL is exported by SD with that valueonly when thesystem is undergoing its initial 
software system installation. 

Options 

mk_kernel recognizesthefollowingoptions. 

-M module_name 

Specify the module to configure. Nokernel image will degenerated. For details see config(lM). 
-o pathname 

Specify the target file path. The created kernel file, vmunix_test, is moved from the build 
directory to the path specified by the option argument. The associated kernel function set direc¬ 
tory, dlkm. vmunix_test, is moved to the same destination directory. 

If the default kernel, /stand/vmunix, is specified or the -o option is not specified, the 
created kernel file does not replace /stand/vmunix and remains as vmunix_test. 

The kernel file and associated kernel function set directory are automatically moved to 
/stand/vmunix and /stand/dlkm during either shutdown or startup. 

-s system_file 

Specify the kernel template file. If thisoption isnot specified, the system file /stand/system 
is used. 

-S Specify that all configured kernel modules are to be statically linked into the kernel. For details 
see config(lM). 

-V Verbose mode. 
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RETURN VALUE 

mk_kernel returns 0 upon normal completion, and 1 if an error occurred. 

DIAGNOSTICS 

Messages and warnings are sent to stdout. Messages from config and other commands are displayed 
when invoked from mk_kernel . Errors cause mk_kernel to halt immediately: warnings allow the pro¬ 
gram to continue. 

EXAMPLES 

mk_kernel -o /stand/vmunix 

Uses the file /stand/system to build a new kernel and kernel modulefs). The new kernel file is 
placed in /stand/build/vmunix_test upon success. Kernel function set directory is placed in 
/stand/build/dlkm. vmunix_test. These files are moved automatically to 
/stand/vmunix and /stand/dlkm during shutdown or startup. The current set is saved as 
/stand/vmunix.prev and /stand/dlkm. vmunix.prev. 

mk_kernel -s /mnt/altsys/stand/system.new 

Uses the file /mnt/altsys/stand/system.new to build a new kernel and kernel module(s). 
The new kernel is named vmunix_test in the present working directory. The kernel function set 
directory, dlkm. vmunix_test, is placed in the current working directory. 

mk_kernel -s /stand/system -o /tmp/new_kernel 

Uses the file /stand/system to build a new kernel and kernel modulefs). The new kernel file is 
placed in /tmp/new_kernel. The kernel function set directory is in 
/tmp/dlkm. new_kernel . If the administrator wants to use this kernel as the default kernel, 
thekmupdate command can be used. 

WARNINGS 

System administrators are expected to treat the kernel and dlkm, kernel_name, as a set. Do not manually 
copy the kernel or manually update the current kernel file with its associated kernel function set directory. 
To update thedefault kernel, always use thekmupdate command. 

Kernel modules are separate objects to be independently configured into the system without requiring a 
reboot. To accomplish this, the kernel relies on several files under the kernel function set directory. 

• kernel file: kernel_nameor /stand/vmunix 

• kernel function set directory: dlkm. kernel_nameor /stand/dlkm 

The kernel function set directory contains kernel modules, a module database file, and a kernel symbol 
table file. These files and directories are expected to be found in a directory whose name matches the 
booted kernel. If the kernel function set directory is not found, the dynamically loadable kernel module 
feature is disabled. 

FILES 

/stand/vmunix Default kernel 

/stand/dlkm Default kernel function set directory 

/stand/system Default system file 

/stand/build/vmunix_test Kernel built by mk_kernel 

/stand/build/dlkm. vmunix_test Kernel function set directory build bymk_kernel 

/stand/vmunix. prev Saved kernel 

/stand/dlkm. vmunix .prev Saved kernel function set directory 

SEE ALSO 

config(lM), kmupdate(lM). 
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NAME 

mkboot, rmboot - install, update or remove boot programs from disk 

SYNOPSIS 

/usr/sbin/mkboot [-b boot_file_path] [-c [-u] | -f | -h | -u] [-i included_lif_file] 

[-p preserved_lif_file] [-1 | -H | -W] [-v] device 

/usr/sbin/mkboot [-a auto_file_string] [-v] device 
/usr/sbin/rmboot device 

DESCRIPTION 

mkboot is used to install or update boot programs on thespecified device file. 

The position on device at which boot programs are installed depends on the disk layout of the device, 
mkboot examines device to discover the current layout and uses this as the default. If the disk is unini¬ 
tialized, thedefault is LVM layout. The default can be overriden bythe-1, -H or -W options. 

Boot programs are stored in the boot area in Logical Interchange Format (LIF), which is similar to a file 
system. For a device to be bootable, the LIF volume on that device must contain at least the ISL (the ini¬ 
tial system loader) and HPUX (the FI P-UX bootstrap utility) LIF files. If, in addition, the device is an LVM 
physical volume, theLABEL filemust be present (see Ivlnboot(lM)). 

Options 

mkboot recognizesthefollowingoptions: 

-a auto_file_string If the -a option is specified, mkboot creates an autoexecute file AUTO on 
de/ice if none exists, mkboot deposits auto_file_string in that file. If this 
string contains spaces, it must be quoted so that it is a single parameter. 

-b boot_fiIe_path If this option is given, boot programs in the pathname specified by 
boot_file_path are installed on thegiven device. 

-c If this option is specified, mkboot checks if the availablespace on de/ice is 

sufficient for the boot programs. If the -i option is also specified, mkboot 
checks if each included_lif_file is present in the boot programs. If the -p 
option is specified, it checks if each preserved_lif_file is present on the dev¬ 
ice If all these checks succeed, mkboot exits with a status code of 0. If any 
of these checks fail, mkboot exits with a status code of 1. If the verbose 
option is also selected, a message is also displayed on the standard output. 

-f This option forces the information contained in the boot programs to be 

placed on thespecified device without regard tothecurrent swapping status. 
Its intended use is to allow the boot area to grow without having to boot the 
system twice (see -h option). 

This option should only be used when the system is in the single user state. 

This could be a dangerous operation because swap space that is already allo¬ 
cated and possibly in use will be overwritten by the new boot program infor¬ 
mation. A messageisalsodisplayed to the standard output stating that the 
operator should immediately reboot the system to avoid system corruption 
and to reflect new information on the running system. 

A safer method for reapportioning space is to use the -h option. 

This option is valid only if devicehas the Whole Disk layout. 

-h Specifying this option shrinks the availablespace allocated to swap in the 

LIF header by the amount required to allow the installation of the new boot 
programs specified by boot_file_path. 

After the LIF header has been modified, reboot the system to reflect the new 
swap space on the running system. At this point, the new boot programs 
can be installed and the system rebooted again to reflect the new boot pro¬ 
grams on the running system. This is the safe method for accomplishing the 
capabilityof the-f option. 

This option is valid only if devicehas the Whole Disk layout. 
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-H If this option is specified, mkboot treats de/ice to be a Hard Partition lay¬ 

out disk. This option cannot be used along with the-1 and -W options. 

-i included_lif_file If the -i option is specified one or more times, mkboot copies each 
includedjif_file and ignores any other LIF files in the boot programs. The 
sole exceptions to this rule are the files ISL and HPUX, which are copied 
without regard to the -i options. If included_lif_file is also specified with 
the -p option, the -i option is ignored. If the -i option is used with 
LABEL as its argument and the file LABEL does not exist in the boot pro¬ 
grams, and des/ice is an LVM layout disk or the -1 option is used, mkboot 
creates a minimal LABEL fileon des/ice which will permit the system to boot 
on des/ice, possibly without swap or dump. 

-1 If this option is used, mkboot treats de/ice as an LVM layout disk, regard¬ 

less of whether or not it is currently set up as one. This option cannot be 
used along with the -H and -W options. 

-p preserved_lif_file If the -p option is specified one or more times, mkboot keeps each 
specified preserved_lif_file intact on de/ice. If preserved_lif_file also appears 
as an argument to the -i option, that -i option is ignored. This option is 
typically used with the autoexecute file AUTO and with the LVM and 
SwitchOver/UX file LABEL. 

If LABEL is specified as an argument to the -p option and LABEL does not 
exist on the des/ice, and if the layout is LVM, mkboot creates a minimal 
LABEL file. In general, if preserved_lif_file is not on the des/ice, mkboot 
fails. An exception to this condition is if the preserved_lif_file is LABEL and 
thelayout isnot LVM, in which casetheLABEL file is ignored. 

-u If-u is specified, mkboot uses the information contained in the LIF header 

to identify the location of the swap area, boot area, and raw I/O so that ins¬ 
tallation of the boot programs does not violate any user data. 

Normally, the LIF header information is overwritten on each invocation of 
mkboot. This option is typically used with the-W option, to modify boot pro¬ 
grams on a disk that is actively supporting swap and/or raw I/O. 

-V Ifthisoption is specified, mkboot displays its actions, includingthe amount 

of swap spaceavailableon thespecified device. 

-W Ifthisoption is specified, mkboot treats device as a disk having the Whole 

Disk layout. This option cannot be used along with the-1 and -H options. 

de/ice Install the boot programs on the given device special file. Thespecified dev¬ 

icecan identify either a character-special or block-special device. However, 
mkboot requires that both the block and character device special files be 
present, mkboot attempts to determine whether de/ice is character or 
block special by examining the specified path name. For this reason, the 
complete path name must be supplied. If mkboot is unable to determine 
the corresponding device file, a message is written to the display, and 
mkboot exits. 

rmboot removes the boot programs from the boot area. 

EXAMPLES 

I nstall default boot programs on thespecified disk, treating it as an LVM disk: 
mkboot -1 /dev/dsk/cOtSdO 

Use the existing layout, and install only SYSLIB and ODE files and preserve the E ST fileon the disk: 
mkboot -i SYSLIB -i ODE -p EST /dev/rdsk/cOtSdO 

I nstall only the SYSLI B file and retain the ODE file on the disk. Use the Whole Disk layout. Use the file 

/tmp/bootlf to get the boot programs rather than thedefault. (The-i ODE option will beignored): 

mkboot -b /tmp/bootlf -i SYSLIB -i ODE -p ODE -W /dev/rdsk/cOtSdO 
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WARNINGS 

If de/ice has a Whole Disk layout, a filesystem must reside on the device being modified. 

When executing from a recovery system, the mkboot command (if used) must be invoked with the -f 
option: otherwise it will not be able to replace the boot area on your disk. 

If de/ice is, or is intended to become an LVM physical volume, device must specify the whole disk. 

If de/ice is, or is intended to become a Hard Partitioned disk, de/ice must specify section 6. 

DEPENDENCIES 

mkboot and rmboot fail iffilesystemtypeon deviceisnot HFS. 

LVM and Hard Partition Layouts 

The-f, -h and -u options are not supported. 

AUTHOR 

mkboot and rmboot were developed by HP. 

FILES 

/usr/lib/uxbootlf 
ISL 
HPUX 
AUTO 
LABEL 
RDB 
lOMAP 

SEE ALSO 

boot(lM), hpux(lM), isl(lM), lif(4), Ivlnboot(lM), mkfs(lM), newfs(lM). 


file containing default boot programs 

initial system loader 

HP-UX bootstrap and installation utility 

defines default/automatic boot behavior (see hpux(lM)) 

used by SwitchOver/UX and LVM 

diagnostics tool 

diagnostics tool 
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NAME 

mkfs (generic) - construct a file system 

SYNOPSIS 

/usr/sbin/mkfs [-F FStype] [-o specific_options] [-V] special [operands] 

/usr/sbin/mkfs [-F FStype] [-m] [-V] special 

DESCRIPTION 

The mkfs command creates a file system by writing on the special file special. operands are listed on file 
system specific manual pages (see "SEE ALSO"). 

Options 

mkfs recognizesthefollowingoptions: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching special with an entry in that file. If 
there is no entry in /etc/fstab, then the file system type is determined from the 
file /etc/default/f s. 

-m Display the command line that was used to create the file system. The file system 

must already exist. This option provides a means of determining the parameters used 
to construct the file system. 

-o specific_options 

Specify options specific to the file system type. specific_options is a list of suboptions 
and/or keyword/attribute pairs intended for an FStype-specific module of the com¬ 
mand. See the file system specific manual entries for a description of the 
specific_options that are supported, if any. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the specified options and arguments with other informa¬ 
tion derived from /etc/fstab. This option allows the user to verify the command 
line. 

EXAMPLES 

Execute themkfs command to create a 32MB FIFS filesystem on /dev/dsk/clt2d0: 

mkfs -F hfs /dev/dsk/clt2d0 32768 

Execute themkfs command on an FIFS filesystem, /dev/dsk/clt2d0, to recreate the command that 
was used to create the file system on /dev/dsk/clt2d0: 

mkfs -F hfs -m /dev/dsk/clt2d0 


AUTHOR 

mkfs was developed by FIP and the University of California, Berkeley. 

FILES 

/etc/default/f s Specifies the default file system type. 

/etc/fstab Static information about the file systems. 

SEE ALSO 

chmod(l), bdf(lM), df(lM), fsadm(lM), fsck(lM), fstyp(lM), mkfs_hfs(lM), mkfs_vxfs(lM), newfs(lM), 
fstab(4), group(4), passwd(4), fs_wrapper(5). 

STANDARDS CONFORMANCE 

mkfs:SVID3 
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NAME 

mkfs (hfs) - construct an HFS filesystem 

SYNOPSIS 

/usr/sbin/mkfs [-F hfs] [-d] [-l|-S] [-V] [-o specific_options] special 
[size [nsect ntrack biksize frags!ze ncpg minfree rps nbpi]] 

/usr/sbin/mkfs [-d] [-F hfs] [-l|-S] [-V] [-o specific_options] 
special [proto [nsect ntrack biksize fragsize ncpg minfree rps nbpi]] 

/usr/sbin/mkfs [-F hfs] [-m] [-V] special 

Remarks 

HFS filesystems are normally created with thenewfs command (see newfs_hfs(lM)). 

DESCRIPTION 

Themkfs command constructs an HFS file system by writing on the special file special. Themkfs com¬ 
mand builds the file system with a root directory and a lost-Ffound directory (see fsck_hfs(lM)). The 
FS_CLEAN magic number for thefilesystem is stored in the superblock. 

Themkfs command creates thefilesystem with a rotational delay value of zero (seetunefs(lM)). 

Options 

mkfs recognizesthefollowingoptions: 

-F hfs Specify the HFS file system type. 

-d This option allows themkfs command to make the new file system in an ordinary 

file. I n this case, special is the name of an existing file in which to create the file sys¬ 
tem. When this option is used, the size of the new file system cannot be defaulted. It 
must either be specified on the command linefollowing special, or if a prototype file is 
being used, it must be the second token in the prototype file as usual. 

-l|-S There are two types of hfs file systems, distinguished mainly by directory formats 

that place different limits on the length of filenames. 

If -L is specified, build a long-file-name file system that allows directory entries (file 
names) to be up toMAXNAMLEN (255) bytes long. 

If -S is specified, build a short-file-name file system that allows directory entries (file 
names)tobeuptoDlRSlZ (14) bytes long. 

If neither -L nor -S is specified, build a file system of the same type as the root file 
system. 

-m Display the command line that was used to create the file system. The file system 

must already exist. This option provides a means to determine the parameters used 
to construct the file system. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-o specific_options 

Specify a list of comma separated suboptions and/or keyword/attribute pairs from the 
list below. 

largefiles|nolargefiles 

Controls the largefile featurebit for the file system. The default is nolargefiles. This 
means the bit is not set, and files created on the file system will be limited to less than 2 giga¬ 
bytes in size. If largefiles is specified, the bit is set and the maximum size for files created 
on thefilesystem is not limited to 2 gigabytes (see mount_hfs(lM) and fsadm_hfs(lM)). 


Arguments 

mkfs recognizes thefollowing arguments: 

special Thefilenameof a special file. 

One of thefollowing arguments can be included after special: 
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size The number of DEV_BSIZE blocks in the file system. DEV_BSIZE is defined in 

<sys/param.h> . The default value is the size of the entire disk or disk section 
minus any swap or boot space requested. 

The size of HFS file systems are limited by UFS_MAXDEVBLK (defined in 
<sys/fs . h> ) to 256GB-1 or 268,435,455 blocks. 

proto The name of a file that can be opened. Themkfs command assumes it is a prototype 

file and takes its directions from that file. See "Prototype File Structure!' below. 

The following optional arguments allow fine-tune control over filesystem parameters: 

The number of sectors per track on the disk. The default value is 32 sectors per track. 

The number of tracks per cylinder on the disk. The default value is 16 tracks per 
cylinder. 

The primary block size for files on the file system. Valid values are: 4096, 8192, 
16384, 32768, and 65536. The default value is 8192 bytes. 

The fragment size for files on the file system, fragsize represents the smallest amount 
of disk space to be allocated to a file. It must be a power of two no smaller than 
DEV_BSIZE and nosmallerthan one-eighth of the file system block size. The default 
value is 1024 bytes. 

The number of disk cylinders per cylinder group. This number must be in the range 1 
to 32. The default value is 16 cylinders per group. 

The minimum percentage of free disk space allowed. The default value is 10 percent. 

Once the file system capacity reaches this threshold, only users with appropriate 
privileges can allocate disk blocks. 

The number of disk revolutions per second. The default value is 60 revolutions per 
second. 

The density of inodes in the file system specified as the number of bytes per inode. 
The default value is 6144 bytes per inode. 

This number should reflect the expected average size of files in the file system. If 
fewer inodes are desired, a larger number should be used; if more inodes are desired, 
a smaller number should be used. 

Note: The number of inodes that will be created in each cylinder group of a file sys¬ 
tem is approximately the size of the cylinder group divided by the number of bytes per 
inode, up to a limit of 2048 inodes per cylinder group. If the size of the cylinder group 
is large enough to reach this limit, the default number of bytes per inode will be 
increased. 

Prototype File Structure 

A prototype file describes the initial file structure of a new file system. The file contains tokens separated 
by spaces or newline characters. It cannot contain comments. 

The first token is the name of a file to be copied onto block zero as the bootstrap program (usually 
/etc/BOOT). If the file name is no bootstrap code is placed on the device. The second token is a 
number specifying the number of DEV_BSIZE blocks in the file system. 

The next three tokens specify the mode, user ID, and group ID of the root directory of the new file system, 
followed by the initial contents of the root directory in the format described for a directory file below, and 
terminated with a $ token. 

A file specification consists of four tokens giving the name, mode, user ID, and group ID, and an initial con¬ 
tents field. The syntax of the initial contents field depends on the mode. 

A name token is a file name that is valid for the file system. The root directory does not have a name 
token. 

A mode token is a 6-character string. The first character specifies the type of the file. It can be one of the 
following characters: 

- Regular file 


nsect 

ntrack 

biksize 

fragsize 

ncpg 

minfree 

rps 

nbpi 
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b Block special file 

c Character special file 

d Directory 
1 Symbolic link 
L Hard link 

The second character of a mode token is either u or - to specify set-user-1 D mode or not. The third charac¬ 
ter of a mode token is either g or - to specify the set-group-1 D mode or not. The rest of a mode token is a 
three-digit octal number giving the owner, group, and other read, write, and execute permissions (see 
chmod(l)). 

The user-1 D and group-1 D tokens define the owner of the file. These values can be specified numerically or 
with symbolic names that appear in thecurrent password and group databases. 

Regular file. The initial contents field is the path name of an existing file in the current file system whose 
contents and size are copied to the new file. 

Block or character special file. The initial contents field is two numeric tokens that specify the major 
and minor device numbers. 

Directory file. The initial contents field is a list of file specifications for the entries in the directory. The 
list is terminated with a $ token. Directories can be nested. For each directory, the mkfs command 
automatically makes the . and . . entries. 

Symbolic link. The initial contents field is a path name that is used as the path to which the symbolic link 
should point. 

Hard link. The initial contents field is a path name that is used as the name of a file within the new file 
system to which the entry should be linked. The mode, user-ID and group-ID tokens of this entry are 
ignored: they are taken from the target of the link. The target of the link must be listed before the entry 
specifyingthelink. Hard links to directories are not permitted. 

With the exception of the permissions field of the mode token (which is always an octal number), all 
numeric fields can be specified in hexadecimal (usinga leading Ox), octal (usinga leading 0), or decimal. 

Here is a sample prototype specification. The indentation clarifies the directory recursion. 

/etc/BOOT 

12288 

d—555 bin bin 


sbin 

d—755 

bin bin 





init 

-555 

bin 

bin 

/sbin/init 


savecore -555 

6 

bin 

bin 

/sbin/savecore 

dev 

d—555 

bin bin 





bO 

b—640 

root 

sys 

0 OxOeOOOO 


cO 

* 

c—640 

root 

sys 

4 OxOeOOOO 

etc 

9 

d—755 

bin bin 





init 

1—777 

bin 

bin 

/sbin/init 


passwd 

-444 

bin 

bin 

/etc/passwd 


group 

$ 

-444 

bin 

bin 

/etc/group 

usr 

d—755 

bin bin 





bin 

d—755 bin 

bin 




sh 

— 

555 

bin bin /usr/bin/sh 



rsh 

L— 

555 

bin bin /usr/bin/sh 



su 

-u- 

555 

root bin /usr/bin/su 



mailq 

6 

1— 

777 

bin bin /usr/sbin/sendmail 


sbin 

d—755 bin 

bin 




sendmail 

. -ug555 

root mail /usr/sbin/sendmail 


$ 

$ 

$ 
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Access Control Lists 

Every file with one or more optional ACL entries consumes an extra (continuation) inode. If you anticipate 
significant use of ACEs on a new file system, you can allocate more inodes by reducing the value of nbpi 
appropriately. The small default value typically causes allocation of many more inodes than are actually 
necessary, even with ACEs. To evaluate your need for extra inodes, run thebdf -i command on existing 
filesystems. For more information on access control lists, see ad (5). 

EXAMPLES 

Execute the mkfs command to create a 32MB FIFS file system on the non-LVM disk 
/dev/dsk/clt2d0: 

mkfs -F hfs /dev/dsk/clt2d0 32768 
Display the command that was used to construct the file system on /dev/dsk/clt2d0: 
mkfs -F hfs -m /dev/dsk/clt2d0 

Create an FIFS file system within a logical volume /dev/vg01/my_lvol of a size equal to the size of 
my_lvol: 

mkfs -F hfs /dev/vg01/my_lvol 

WARNINGS 

The old -F option, from prior releases of mkfs(lM), is no longer supported. 

mkfs_hfs(lM) cannot be executed specifying creation of a file system on a whole disk if that disk was previ¬ 
ously used as an LVM disk. If you wish to do this, use medial nit(l) to reinitialize the disk first. 

The -o largefile option should be used with care, since older applications will not react correctly 
when confronted with large files. 

AUTHOR 

mkfs was developed by FIP and the University of California, Berkeley. 

FILES 

/var/adm/sbtab List of locations of the superblocks for the created file system. The mkfs com¬ 
mand appends entries to this file. 


SEE ALSO 

chmod(l), bdf(lM), df(lM), fsadm_hfs(lM), fsck(lM), fsck_hfs(lM), fsclean(lM), mkfs(lM), mount_hfs(lM), 
newfs(lM), newfs_hfs(lM), dir(4), fs(4), fstab(4), group(4), passwd(4), symlink(4), acl(5). 

STANDARDS CONFORMANCE 

mkfs:SVID3 
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NAME 

mkfs (vxfs) - construct a VxFS filesystem 

SYNOPSIS 

/usr/sbin/mkfs [-F vxfs] [-V] -m special 
/usr/sbin/mkfs [-F vxfs] [-V] 

[-0 [N] [X] [ninode=n] [nau=n] [bsize=n] [logsize=n] [ausize=n] [aufirst=n] 
[aupad=n] [version=n] [inosize=n] [largefiles | nolargefiles ] ] special size 

DESCRIPTION 

The mkfs command creates a VxFS file system by writing on the special device file, special must be the 
first argument after the options are given. The file system is created based on the options and size specified 
on the command line. The size specifies the number of sectors in the file system. By default, size is 
specified in units of DEV_BSIZE sectors. Flowever, the letter k, m, or g can be appended to the number to 
indicate that the valueis in kilobytes, megabytes, or gigabytes, respectively. The mkfs command buildsa 
filesystem with a root directory and a lost+found directory. 

Options 

mkfs recognizesthefollowingoptions: 

-F vxfs Specify the VxFS file system type. 

-m Display the command line which was used to create the file system. The file system 

must already exist. This option provides a means of determining the command used 
in constructing the file system. 

-o specific_options 

Specify options specific to the VxFS file system type. specific_options is a comma 
separated list of suboptions and/or keyword/attribute pairs intended for the VxFS- 
specific module of the command. 

Thefollowing specific_options are valid on a VxFS filesystem: 

N Do not write the file system to the special file. This option gives all the informa¬ 
tion needed to create a file system but does not create it. 

X Create a filesystem in a file. This is used for debugging purposes only. 
version=n 

n istheVxFS disk layout version number, n can be2 or 3 to indicate the Version 

2 or Version 3 disk layout. Version 2 supports dynamic inode allocation. Version 

3 adds support for largefiles and large U IDs. The default is the Version 3. 

inosize=n 

n is the on-disk inode structure size for files on the file system. The only allowed 
value is 256 bytes. 

bsize=n 

n is the block size for files on the file system and represents the smallest amount 
of disk space that will be allocated to a file, n must be a power of 2 selected from 
the range 1024 to 8192. The default is 1024. 

ninode=n 

n is the maximum number of inodes in the file system. The actual maximum 
number of inodes is n rounded up to an appropriate boundary. For a Version 2 or 
3 disk layout this is the maximum number of inodes. The number 0 and the 
string "unlimited" are interpreted to mean that the number of inodes is 
unlimited. The default is "unlimited" for a Version 2 or 3 disk layout. 

nau=n 

n is the number of allocation units on the file system. If nau is specified, then 
ausize is determined by evenly dividing the sectors among the allocation units. 
By default, the number of allocation units will be set based on the value of 
ausize This option is ignored for a Version 3 disk layout. 

ausize=n 

n is the size, in blocks of size bsize, of an allocation unit. This is an alternate way 
of specifying the number of allocation units. This option may not be used in 
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conjunction with the nau option. With this option, the iast aiiocation unit on the 
fiie system may be shorter than the others. If the iast aiiocation unit on the fiie 
system is not iong enough to contain an entire aiiocation unit header, the resuit¬ 
ing size of the fiie system wiii be to the end of the iast compiete aiiocation unit. 
This parameter may not exceed 262144 biocks. 

The aigorithm used to choose the defauit vaiue is rather compiicated, but is 
intended to baiancethe number of aiiocation units (4 to 16 is a good range), the 
size of the aiiocation units (at ieast 32768 biocks), and other factors. For a Ver¬ 
sion 3 disk iayout the aiiocation unit size is fixed at 32768 biocks, and this option 
is ignored. 

aufirst=n 

n is the starting biock number, in biocks of size bsize, of the first aiiocation unit. 
This option aiiows the aiiocation units to be aiigned to a particuiar boundary, 
such as a cyiinder boundary. For a Version 3 fiie system, aufirst is aiways 0, 
and this option is ignored. 

aupad= n 

n is the size, in biocks of size bsize, to ieave between the end of the inode iist and 
the first data biock in each aiiocation unit. This option aiiows the data biocks of 
an aiiocation unit to be aiigned to a particuiar boundary, such as a cyiinder boun¬ 
dary. For a Version 3 fiie system, aupad is aiways 0, and this option is ignored. 

logsize=n 

n is the number of biocks to aiiocate for an activity iogging area, n must be in 
the range 32 biocks to 16384 Kbytes. Aithough iogsize is specified in biocks, the 
maximum vaiue is 16384 Kbytes. This means that for a bsize of 1024, 2048, 
4096, or 8192 bytes the maximum vaiue of iogsize is 16384, 8192, 4096, or 2048 
biocks, respectiveiy. To avoid wasting space, the defauit iogsize is 1024 biocks 
for a fiie system 8 megabytes or iarger, 128 biocks for a fiie system 2 megabytes 
or iarger but iess than 8 megabytes, and 32 biocks for a fiie system iess than 2 
megabytes. 

largefiles|nolargefiles 

Controis the iargefiie compatibiiity bit for the fiie system. By defauit the bit is 
not set, and flies created on the fiie system wiii be iimited to iess than 2 giga¬ 
bytes in size. If largefiles is specified, the bit is set and the maximum file 
size for files created on the file system is not limited to 2 gigabytes (see 
mount_vxfs(lM) and fsadm_vxfs(lM)). This option is only valid for a Version 3 
disk layout. The default is nolargeflies, although the default may change in the 
future. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 


EXAMPLES 

Execute the mkfs command to create a VxFS filesystem on /dev/rdsk/c0t6d0: 
mkfs -F vxfs /dev/rdsk/c0t6d0 1024 

Execute the mkfs command on a VxFS file system, /dev/rdsk/c0t6d0, to determine the command 
that was used to create the file system on /dev/rdsk/c0t6d0: 

mkfs -F vxfs -m /dev/rdsk/c0t6d0 

WARNINGS 

mkfs_vxfs(lM) cannot be executed on a device that belonged to a logical volume group, unless the device is 
initialized by mediainit(l). 

The -o largefiles option should be used with care, since older applications will not react correctly 
when confronted with largefiles. 

RETURN VALUE 

Upon successful completion, the mkfs command returns a value of 0. The return value is 1 if a syntax 
error occurs. Other errors return a value of 32. 
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FILES 

/etc/fstab Default listof filesystemstocheck. 

SEE ALSO 

chmod(l), df(lM), bdf(lM), fsadm_vxfs(lM), fsck(lM), mount_vxfs(lM), newfs(lM), chown(2), group(4), 
passwd(4), mkfs(lM). 

STANDARDS CONFORMANCE 

mkfs :SVID3 
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NAME 

mklost+found - make a Icet+found directory for fsck(lM) 

SYNOPSIS 

/usr/sbin/mklost+found 

DESCRIPTION 

The mklost+found command creates a directory named lost+found in the current directory. It 
aiso creates severai empty flies which are then removed to provide empty siots for the fsck command 
(seefsck(lM)). 

For an HFS flie system, the mklost+found command is not normaiiy needed since the mkfs command 
automaticaiiy creates the lost+found directory when a new flie system is created (see mkfs(lM)). 

AUTHOR 

mklost+found was deveioped by the University of Caiifornia, Berkeiey. 

SEE ALSO 

fsck(lM), mkfs(lM). 
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NAME 

mknod - create special files 

SYNOPSIS 

/sbin/mknod name c major minor 
/sbin/mknod name b major minor 
/sbin/mknod name p 

DESCRIPTION 

Themknod command creates thefollowingtypes of files: 

• Character device special file (first SYNOPSIS form), 

• Block device special file (second SYNOPSIS form), 

• FIFO file, sometimes called a named pipe (third SYNOPSIS form). 

name is the path name of the file to be created. The newly created file has a default mode that is readable 
and writable by all users (0666), but the mode is modified by the current setting of the user's file mode crea¬ 
tion mask (see umask(l)). 

Character and Block Special Files 

Character device special files are used for devices that can transfer single bytes at a time, such as nine- 
track magnetic tape drives, printers, plotters, disk drives operating in "raw" mode, and terminals. To 
create a character special file, use the c argument. 

Block device special files are used for devices that usually transfer a block of data at a time, such as disk 
drives. To create a block device special file, usetheb argument. 

The remaining arguments specify the device that will be accessible through the new special file: 

major The major number specifies the major device type (for example, the device driver 

number). 

minor The minor number specifies the device location, which is typically, but not always, the 

unit, drive, FIP-IB bus address and/or line number. 

The major and minor values can each be specified in hexadecimal, octal, or decimal, using C language con¬ 
ventions (decimal: no leading zero; octal: leading zero; hexadecimal: leading Ox). 

The assignment of major and minor device numbers is specific to each FI P-UX system. Refer to the System 
Administrator manuals supplied with your system for details. 

Only users who have appropriate privileges can use mknod to create a character or block device special 
file. 

FIFO files 

Tocreatea FIFO (named pipe or buffer) file, usethep argument. You can also use the mkf if o command 
for this purpose (see mkfifo(l)). All users can usemknod to create FIFO files. 

WARNINGS 

Access Control Lists 

Optional ACL entries can be added to special files and FIFOs with the chad command (see chacl(l)). 
Flowever, system programs are likely to silently change or eliminate the optional ACL entries for these 
files. 

SEE ALSO 

chacl(l), mkdir(l), mkfifo(l), umask(l), Isdev(lM), sam(lM), mknod(2), acl(5), mknod(5). 

FI P-UX System Administrator manuals. 

STANDARDS CONFORMANCE 

mknod: SVID2, SVID3, XPG2 
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NAME 

mkpdf - create a Product Description Fiiefroma prototypePDF 

SYNOPSIS 

mkpdf [-C comment_string] [-n] [-r aiternate_root] prototype_PDF new_PDF 

DESCRIPTION 

Themkpdf program reads a prototype PDF and generates a new PDF (see pdf(4)) that reflects the current 
status of the fiie system flies defined bypath names in the prototype flie. 

If pathnameisa directory, the size, version, checksum, and iinked_to target fleids are forced to be empty. 
If the file is a device, the version, checksum, and iinked_to fleids are forced to be empty and the sizefleid 
contains the major and minor device numbers. 

If a path namein prototype_PDF isprefaced with a question mark (?), the flie is assumed to be an optionai 
flie. This flie is processed in the same manner as aii other flies except that, if the flie does not exist, vaiues 
provided in the prototype are reproduced, and the ?, is passed through to new_PDF. If a path name is not 
preceded with ?, and the flie does not exist on the flie system, an error is reported and no entry is added to 
new PDF. 

If a dash (-) is used for prototype PDF or new_PDF, mkpdf assumes that standard input and/or standard 
output, respectiveiy, is being used for the appropriate vaiue. 

Comments in prototype_PDF are supported as foiiows: Lines beginning with the percent character (%) are 
generaiiy passed through, in order, to new_PDF, except that any "% Product Description File" 
and "% total size is ..." iines are removed to prevent dupiication of these automaticaiiy gen¬ 
erated iines in new PDF when prototype_PDF is a PDF. Lines beginning with a pound character (#), and 
iines containing oniy the newiine character (\n) are not passed through to new_PDF. Note that biank 
space preceding these speciai characters is not aiiowed and wiii generaiiy resuit in error messages about 
flies not found. 

A size summary is produced as a comment at the end of the PDF. 

Options 

-c comment_stri ng I nsert a string that contains a comment about the product for which this PDF is being 
generated. This is used as a second comment iine of the PDF. See pdf(4) for a 
description of the first comment iine. If this option is not specified, no second com¬ 
ment iine is produced. 

-n Record numericai representation of user ID from /etc/passwd and group ID from 

/etc/group for each file instead of the usuai text representation. 

-r aiternate_root Prefix the string aiternate_root to each path name in the prototype (after removing 
the optionai ?) to form a modified path name to be used to gather attributes for the 
entry. Defauit is an empty string. 


EXAMPLES 

Given a flieProto with contents: 

/usr/bin/basename 

/usr/bin/cat 

/usr/bin/ccat 

/usr/bin/dirname 

/usr/bin/grep 

/usr/bin/ls 

/usr/bin/11::::::::/usr/bin/ls 
/usr/bin/su 

the command: 

mkpdf -c "fileset TEST, Release 1.0" Proto - 
produces the PDF shown in the EXAMPLE section of pdf(4). 

Thefoiiowing exampie creates a totaiiy new PDF for theflieset ALBA_CORE . The pathname and iinked_to 
are taken from the prototype PDF. Aii other fleids are generated from the flie system. 

mkpdf /tmp/ALBA_CORE /system/ALBA_CORE/new.pdf 
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The next example shows how to create a completely new PDF from just a list of files. ThePDF forthefiles 
under the /PRODUCT directory is created by executing the find command (seefind(l)) on all thefiles in 
the directory structure under /PRODUCT. A / isedited onto the beginning of each path name to make it 
absolute. The path names are then piped to mkpdf. The -r option specifies that a root of /PRODUCT 
should be prefixed to each path name while the directory is being searched. A - in the prototype_PDF posi¬ 
tion specifies that stdin is being used for the prototype PDF file. The resulting PDF does not contain the 
/PRODUCT prefix. Note that, with only a list of path names, the linked_to field of linked files will not con¬ 
form to the convent! on explained in pdf(4). 

Cd /PRODUCT 

find * -print | sed -e ' s' | 

mkpdf -r /PRODUCT - PDF 

RETURN VALUE 

Upon completion, mkpdf returns one of thefollowingvalues: 

0 Successful completion. 

1 Nonoptional files in the prototype file were not found. 

2 mkpdf encountered other problems. 

DIAGNOSTICS 

filename: no such file or directory 

A nonoptional file was not found on the file system and will not appear in the new PDF. 

WARNINGS 

Sizes reported do not reflect blocks allocated to directories. 

Use of PDFs is discouraged si nee this functionality is obsolete and is being replaced with Software Distribu¬ 
tor (seesd(4)). 

AUTHOR 

mkpdf was developed by FI P. 

SEE ALSO 

pdfck(lM), pdfdiff(lM), pdf(4). 
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NAME 

mksf - make a special (device) file 

SYNOPSIS 

/sbin/mksf [-C class | -d driver] [-D directory] [-H hw-path] [-1 instance] [-ql-v] 

[driver-options] [special-file] 

/sbin/mksf [-C class | -d driver] [-D directory] [-H hw-path] -m minor [-q|-v] [-r] 

special-file 

DESCRIPTION 

The mksf command makes a special file in the devices directory, normally /dev, for an existing device, a 
device that has already been assigned an instance number by the system. The device is specified by supply¬ 
ing some combination of the-C, -d, -H, and -I options. If the options specified match a uniquedevice in 
the system, mksf creates a special file for that device; otherwise, mksf prints an error message and exits. 
If required, mksf creates any subdirectories relativeto the device installation directory that are defined for 
the resulting special file. 

For most drivers, mksf has a set of built-in driver options, driver-options, and special-file naming conven¬ 
tions. By supplying some subset of the driver options, as in the first form above, the user can create a spe¬ 
cial file with a particular set of characteristics. If a special-file name is specified, mksf creates the special 
file with that special file name; otherwise, the default naming convention for the driver is used. 

In the second form, the minor number and special-file name are explicitly specified. This form is used to 
make a special file for a driver without using the built-in driver options in mksf . The-r option specifies 
that mksf should make a character (raw) device file instead of the default block device file for drivers that 
support both. 

Options 

mksf recognizes thefollowingoptions: 

-C class Match a devicethat belongstoa given deviceclass, class. Device classes can be listed 
with the Isdev command (see Isde/(1M)). They are defined in the files in the direc¬ 
tory /usr/conf/master.d. This option is not valid for pseudo devices. This 
option cannot be used with -d. 

-d driver Match a devicethat iscontrolled by thespecified devicedriver, driver. Device drivers 
can be listed with the Isdev command (see Isde/(1M)). They are defined in the files 
in the directory /usr/conf/master. d. This option cannot be used with -C. 

-D directory Override the default device installation directory /dev and install the special files in 
directory instead, directory must exist; otherwise, mksf displays an error message 
and exits. See WARNINGS. 

-H hw-path Match a device at a given hardware path, hw-path. Flardware paths can be listed 
with the ioscan command (see ioscan(lM)). A hardware path specifies the 
addresses of the hardware components leading to a device. It consists of a string of 
numbers separated by periods (.), such as 52 (a card), 52.3 (a target address), and 
52.3.0 (a device). If a hardware component is a bus converter, thefollowing period, 
if any, is replaced by a slash (/) as in 2, 2/3, and 2/3.0. This option is not valid for 
pseudo devices. 

-I instance Match a device with the specified instance number. I nstances can be listed with the 
-f option of the ioscan command (see ioscan(lM)). This option is not valid for 
pseudo devices. 

-m minor Create thespecial file with thespecified minor number minor. The format of minor is 
the same as that given in mknod(lM) and mknod(5). 

-q Quiet option. Normally, mksf displays a message as each driver is processed. This 

option suppresses the driver message, but not error messages. See the -v option. 

-r Create a character (raw) special file instead of a block special file. 

-V Verbose option. In addition to the normal processing message, display the name of 

each special file as it is created. See the -q option. 
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Naming Conventions 

Many special files are named using the ccardttargetdde/ice naming convention. These variables have the 
following meaning wherever they are used. 

card The unique interface card identification number from ioscan (see ioscan(lM)). It is 
represented as a decimal number with a typical range of 0 to 255. 

target The device target number, for example the address on a HP-FL or SCSI bus. It is 
represented as a decimal number with a typical range of 0 to 15. 

de/ice A address unit within a device, for example, the unit in a FIP-FL device or the LUN in a 
SCSI device. It is represented as a decimal number with a typical rangeof 0 to 15. 


Special Files 

The driver-specific options (driver-options) and default special file names (sped a I-file) are listed below. 
asioO sastty 
-a access-mode 

Port access mode (0-2). The default access mode is 0 (Direct connect). The 
access-mode meanings are: 


access-mode 

Port Operation 

0 

1 

2 

Direct connect 
Dial out modem 
Dial in modem 


-c CCITT. 

-f FI ardware flow control (RTS/CTS). 

-i Modem dialer. Cannot be used with -1 . 

-1 Line printer. Cannot be used with-i. 

-p port Multiplexer port number (0 for asioO; 0-1 for sastty). The default port number is 

0 . 


-r fifo-trigger fifo-trigger should have a value between 0 and 3. The following table shows the 
corresponding FIFO trigger level for a given fifo-trigger value. 


fifo-trigger 

Receive FIFO Trigger Level 

0 

1 

1 

4 

2 

8 

3 

14 


-t Transparent mode (normally used by diagnostics). 

-X xmit-limit xmit-limit should have a value between 0 and 3. The following table shows the 
corresponding transmit limit for a given xmit-limit value. 


xmit-limit 

Transmit Limit 

0 

1 

1 

4 

2 

8 

3 

12 


special-file The default special file name depends on the access-mode and whether the -i and -1 
options are used. 
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access-mode 

-i 

-1 

Special File Name 

— 

no 

yes 

ccardpO_ip 

2 

no 

no 

ttydcardpO 

1 

no 

no 

cuicardpO 

0 

yes 

no 

cuacardpO 

0 

no 

no 

ttycardpO 


audio 

-f format Audio format (0-3). The format meanings are: 


format 

Audio Format 

File Name Modifier 

format-mod 

0 

1 

No change in audio format 
8-bit Mu-law 

u 

2 

8-bit A-law 

A 

3 

16-bit linear 

L 


-o output-dest 

Output destination (0-4). The output-dest shouid have a vaiue between 0 and 4. The 
foiiowing tabie shows the corresponding output destinations for a given output-dest 
vaiue. 


output-dest 

Output Destinations 

File Name Modifier 

output-mod 

0 

All outputs 

B 

1 

Headphone 

E 

2 

1 nternal Speaker 

I 

3 

No output 

N 

4 

Line output 

L 


-r Raw, controi access. This option cannot be used with either the-f or -o options, 

speciai-fiie Thedefauit speciai fiie name depends on the options specified. 


Options 

Special File Name 

-r 

-f 0 
all others 

audioCtl_card 

audio_card 

audiooutput-modformat-mod_card 


The optionai output-mod and format-mod vaiues are given in the tabies above. Note 
the underscore (_) before card in each speciai fiie name. Aiso note that for card 0, 
each fiiewiii beiinked toa simpier name without thetraiiing_card. 

autoxO schgr 

Note that -i cannot be used with either -r or -p. 

-i locti; create picker controi speciai fiie. 

-p optical -di sk [: I ast-opti cal -di sk] 

The optical disk number (starts with 1). If the optional : I ast-opti cal-disk is given 
then special files for the range of disks specified will be created. 

-r Raw; create character, not block, special file. 

special-file A special file cannot be given if a range of optical disks is given with the -p option. If 
one is given for the single disk case, the name will have an a appended to the end for 
the A-side device and a b appended to the end for the B-side device. The default spe¬ 
cial file name depends on whether the-r option is used. 
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-r 

Special File Name 

yes 

rac / cca rdtta rgetdd evi ce_opti ca 1 -d i ska 
rac / cca rdtta rgetdd es/i ce_opti ca 1 -d i skb 

no 

ac/cca rdtta rgetdd e/i ce_opti ca 1 -d i ska 
ac/cca rdtta rgetdd es/i ce_opti ca 1 -d i skb 


Note the underscore (_) between de/ice and optical-disk. 

CentIf 


-h handshak&mode 

Handshake mode. Valid values range from 1 to 6: 


handshake-mode 

Handshake operation 

1 

Automatic NACK/BUSY handshaking 

2 

Automatic BUSY only handshaking 

3 

Bidirectional read/write 

4 

Stream mode (NSTROBE only, no handshaking) 

5 

Automatic NACK/BUSY with pulsed NSTROBE 

6 

Automatic BUSY with pulsed NSTROBE 


special-file The default special file name is ccardtOdO_lp for handshake-mode 2 and 
ccardtOdOhhandshake-mode_lp for all others. 

conspl 

-r fifo-trigger fifo-trigger should have a value between 0 and 3. The following table shows the 
corresponding FIFO trigger level for a given fifo-trigger value. 


fifo-trigger 

Receive FIFO Trigger Level 

0 

1 

1 

4 

2 

8 

3 

14 


-t Transparent mode (normally used by diagnostics). 

-X xmit-limit xmit-limit should have a value between 0 and 3. The following table shows the 
corresponding transmit limit for a given xmit-limit value. 


xmit-limit 

Transmit Limit 

0 

1 

1 

4 

2 

8 

3 

12 


special-file The default special file name is as follows: 

Special File Name 

ttycardpO 


disci 


-c Thisoption must be present if theunit Isa cartridge tape, 

-r Raw; create character, not block, special file. 

-s section The section number. 


-t Transparent mode (normally used by diagnostics). 

-u unit TheCS/80 unit number (for example, unit 0 for disk, unit 1 for tape). 

special-file The default special file name depends on whether the -c, -r, and -s options are 
used: 


HP-UX Release 11.0: October 1997 


-4- 


Section lM-393 




mksf (IM) 


mksf (IM) 


disc2 

-r 

-s section 
-t 

-u unit 
special-file 


discs 

-f 

-r 

-s section 
special-file 


disc4 sdisc 
-r 

-s section 
special-file 


instrO 

-a address 
-t 

special-file 


-c 

-r 

-s 

Special File Name 

yes 

yes 

invalid 

r ct / cca rdtta rgetddes/i ce 

no 

yes 

no 

rdsk/ccardttargetddes/ice 

no 

yes 

yes 

rdsk/ccardttargetddes/i cessecti on 

yes 

no 

invalid 

ct / cca rdtta rgetddes/i ce 

no 

no 

no 

dsk/ccardttargetddes/ice 

no 

no 

yes 

dsk/ccardttargetddes/i cessecti on 


Raw; create character, not block, special file. 

The section number. 

Transparent mode (normally used by diagnostics). 

ThecsSO unit number (typically 0). 

The default special file name depends on whether the-r and -s options are used: 


-r 

-s 

Special File Name 

yes 

yes 

no 

no 

no 

yes 

no 

yes 

rdsk/ccardttargetddes/ice 
rdsk/ccardttargetddevi cessecti on 
dsk/ccardttargetddes/ice 
dsk/ccardttargetddevi cessecti on 


Floppy. 

Raw; create character, not block, special file. 

The section number. 

The default special file name depends on whether the-r and -s options are used: 


-r 

-s 

Special File Name 

yes 

no 

rdsk/ccardttargetddes/iceand 



r floppy / cca rdtta rgetdde/i ce 

yes 

yes 

rdsk/ccardttargetddevi cessecti on 

no 

no 

dsk/ccardttargetddeviceand 



floppy / cca rdtta rgetddes/i ce 

no 

yes 

dsk/ccardttargetddevi cessecti on 


Raw; create character, not block, special file. 

The section number. 

The default special file name depends on whether the-r and -s options are used: 


-r 

-s 

Special File Name 

yes 

yes 

no 

no 

no 

yes 

no 

yes 

rdsk/ccardttargetdde/ice 
rdsk/ccardttargetddevi cessecti on 
dsk/ccardttargetddevice 
dsk/ccardttargetddes/i cessecti on 


TheFIP-IB instrument address (0-30). Cannot be used with the -t option. 

Transparent mode (normally used by diagnostics). Cannot be used with the -a 
option. 

The default special file name depends on the arguments -a and -t: 
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-a 

-t 

Special File Name 

no 

no 

yes 

no 

yes 

no 

hpib/ccard 

diag/hpib/cCard 

hpib/ccardttargetdaddress 


hil 

Note that only one of -a, -k, or -r is allowed. 

-a address The link address (1-7). 

-k Cooked keyboard. 

-n The hil controller device. 

special-file The default special file name depends on the -a, -k, and -r options: 


Option 

Special File Name 

-a 

hil card.address 

-k 

hilkbd card 

-r 

rhii_card 


Note the underscore (_) before card. Also note that for card 0, each filewill belinked 
to a simpler name without _card, either hiladdress, hilkbd, or rhil. 

lanO lanl lan2 lan3 

Note that only one of -e or -i is allowed. 

-e Ethernet protocol. 

-i IEEE 802.3 protocol. 

-t Transparent mode (normally used by diagnostics). 

special-file The default special file name depends on the-e, -i, and -t options: 


Option 

-t 

Special File Name 

-e 

no 

ethercard 

-e 

yes 

diag/ethercard 

-i 

no 

lancard 

-i 

yes 

diag/lancard 


lanttyO 

-e Exclusive access. 

special-file The default special file name depends on whether the-e option is used: 


-e 

Special File Name 

no 

yes 

lanttycard 

diag/lanttycard 


IprO Iprl lpr2 lpr3 

-c Capital letters. Convert all output to uppercase. 

-e Eject page after paper-out recovery. 

-n No form-feed. 

-o Old paper-out behavior (abort job). 

-r Raw. 

-t Transparent mode (normally used by diagnostics). 

-w No wait. Don't retry errors on open. 

special-file The default special file name depends on whether the-r option is used: 
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-r 

Special File Name 

no 

yes 

cca rdtta rgetdd e/i ce_ip 
cca rdtta rgetdd evi ce_r ip 


muxO mux2 mux4 eisa_muxO pci_muxO 

-a access-mode 

Port access mode (0-2). The default access mode is 0 (Direct connect). The 
access-mode meanings are: 


access-mode 

Port Operation 

0 

1 

2 

Direct connect 
Dial out modem 
Dial in modem 


-c CCITT. 


-f H ardware flow control (RTS/CTS). 

-i Modem dialer. Cannot be used with -1 . 


-1 

-p port 


-t 


Line printer. Cannot be used with-i. 

Multiplexer port number (0-15 for muxO and mux2: 0-1 for mux4: al - al6, bl - bl6, 
cl - cl6 & etc for the eisa_mux0 or pci_mux0 ). Some MUX cards controlled by a 
particular driver have fewer than the maximum supported ports. 

Transparent mode (normally used by diagnostics). 


special-file The default special file name depends on the access-mode and whether the -i and -1 
options are used. The term "card" below refers to the Instance number of the mux 
card. 


access-mode 

-i 

-1 

Special File Name 

— 

no 

yes 

ccardpport_ip 

2 

no 

no 

ttydcardpport 

1 

no 

no 

cuicardpport 

0 

yes 

no 

cuacardpport 

0 

no 

no 

ttycardpport 


pflop sflop 

-r Raw; create character, not block, special file. 

special-file The default special file name depends on whether the-r option is used: 


-r 

Special File Name 

no 

yes 

floppy / cca rdtta rgetddevi ce 
r floppy / cca rdtta rgetddevi ce 


ps2 

Note that only one of -a, or -p is allowed. 

-a auto_d 0 /ice 

Autosearch device. An auto_device value of 0 means first mouse; a value of 1 means 
first keyboard. 

-p port PS2 port number. 

special-file The default special file name depends on the -a, and -p options: 


Option 

Special File Name 

-a 0 

-a 1 

-p 

ps2mouse 

ps2kbd 

ps2_port 


N ote the underscore (_) before port. 


sastty SeeasioO. 


sccl 
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-a access-mode 

Port access mode (0-2). The default access mode is 0. The access-mode meanings are: 


access-mode 

Port Operation 

0 

1 

2 

Direct connect 
Dial out modem 
Dial in modem 


-b Port B . 


CCITT. 

Modem dialer. Cannot be used with-1. 

Line printer. Cannot be used with -i. 

The default special file name depends on the access-mode and whether the -i and -1 
options are used. 


access-mode 

-i 

-1 

Special File Name 

— 

no 

yes 

ccardpport_ip 

2 

no 

no 

ttydcardpport 

1 

no 

no 

cuicardpport 

0 

yes 

no 

cuacardpport 

0 

no 

no 

ttycardpport 


schgr SeeautoxO. 
sdisk Seedisc4. 


-c 
—i 
-1 

special-file 


sflop Seepflop. 
stape 

-a AT&T -styl e rewi nd/cl ose. 

-b bpi Bits per inch or tapedensity. The recognized values for bpi are: 

BEST, D1600, D3480, D3480C, D6250, D6250C, D800, D8MM_8200, 

D8MM_8200C, D8MM_8500, D8MM_8500C, DDSl, DDSIC, DDS2, DDS2C, 
NOMOD, QIC_1000, QIC_11, QIC_120, QIC_1350, QIC_150, QIC_2100, 
QIC_24, QIC_2GB, QIC_525,QIC_5GB, 
or a decimal number density code. 

-c [code] Compression with optional compression code. The optional decimal code is used to 
select a particular compression algorithm on drives that support more than one 
compression algorithm. This option must be specified at the end of an option string. 
See mt(7) for more details. 

-e Exhaustive mode. This option allows the driver to experiment with multiple 

configuration values in an attempt to access the media. The default behavior is to use 
only the configuration specified. 

-n No rewind on close. 


-p Partition one. 

-s [block-size] Fixed block size mode. If a numeric block-sizeis given, it is used for a fixed block size. 

If the -s option is used alone, a device-specific default fixed block size is used. This 
option must be specified at the end of an option string. 

-u U C B erkel ey-styl e rewi nd/cl ose. 

-w Wait (disableimmediatereporting). 

Use the index value to access the tape device driver property table entry. Recognized 
values for index are decimal values in the range 0 to 30. 


-X index 
special-file 


Put all tape special files in the /dev/rmt directory. This is required for proper 
maintenance of the Tape Property Table (see mt(7)). Device files located outside the 
/dev/rmt directory may not provide consistent behavior across system reboots. The 
default special file names are dependent on the tape drive being accessed and the 
options specified. All default special files begin with rmt/ccardttargetddevice See 
mt(7) for a complete description of the default special file naming scheme for tapes. 
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tapel tape2 
-a 

-b bpi 


-c [code] 


AT&T-styl e rewi nd/cl ose. 

Bits per inch or tapedensity. The recognized values for bpi are: 

BEST, D1600, D3480, D3480C, D6250, D6250C, D800, D8MM_8200, 

D8MM_8200C, D8MM_8500, D8MM_8500C, DDSl, DDSIC, DDS2, DDS2C, 
NOMOD, QIC_1000, QIC_11, QIC_120, QIC_1350, QIC_150, QIC_2100, 
QIC_24, QIC_2GB, QIC_525, QIC_5GB, DLT_42500_24, DLT_42500_56, 
DLT_62500_64,DLT_81633_64 , DLT_62500_64C, DLT_81633_64C, 
or a decimal number density code. 

Compression with optional compression code. The optional decimal code is used to 
select a particular compression algorithm on drives that support more than one 
compression algorithm. This option must be specified at the end of an option string. 
See mt(7) for more details. 

No rewind on close. 


-o 

-t 


—w 

-X index 


special-file 


Console messages disabled. 

Transparent mode, normally used by diagnostics. 

UC Berkeley-style rewind/close. 

Wait (disableimmediate reporting). 

Use the index value to access the tape device driver property table entry. The recog¬ 
nized values for index are decimal values in the range 0 to 30. 

RTE compatible cl ose. 

Put all tape special files in the /dev/rmt directory. This is required for proper 
maintenance of the Tape Property Table (see mt(7)). Device files located outside the 
/dev/rmt directory may not provide consistent behavior across system reboots. The 
default special file names are dependent on the tape drive being accessed and the 
options specified. All default special files begin with rmt/ccardttargetddevice See 
mt(7) for a complete description of the default special file naming scheme for tapes. 


RETURN VALUE 

mksf exits with oneof thefollowingvalues: 

0 Successful completion. 

1 Failure. An error occurred. 


DIAGNOSTICS 

Most of the diagnostic messages from mksf are self-explanatory. Listed below are some messages deserv¬ 
ing further clarification. Errors cause mksf to abort immediately. 

Errors 

Ambiguous device specification 

Matched more than one device in the system. Use some combination of the -d, -C, -H, and -I 
options to specify a unique device. 

No such device in the system 

No device in the system matched the options specified. Use ioscan to list the devices in the system 
(see ioscan(lM)). 

Device driver name is not in the kernel 
Device class name is not in the kernel 

The indicated device driver or device class is not present in the kernel. Add the appropriate device 
driver and/or device cl ass to the config input fileand generatea new kernel (seeconfig(lM)). 

Device has no instance number 

The specified device has not been assigned an instance number. Use ioscan to assign an instance to 
the device. 
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Directory directory doesn't exist 

The directory argument of the -D option doesn't exist. Use mkdir to create the directory (see 
mkdird)). 

EXAMPLES 

Make a speciai fiie named /dev/printer for the iine printer device associated with instance number 2. 
mksf -C printer -I 2 /dev/printer 

Make a speciai fiie, using the defauit naming convention, for the tape device at hardware path 8.4.1. The 
driver-specific options specify 1600 bits per inch and no rewind on dose. 

mksf -C tape -H 8.4.1 -b D1600 -n 

WARNINGS 

Many commands and subsystems assume their device flies are in /dev; therefore, the use of the-D option 
is discouraged. 

AUTHOR 

mksf was deveioped by H P. 

FILES 

/dev/config I/O system speciai fiie 
/etc/mtconf ig Tape driver property tabie database 

SEE ALSO 

mkdir(l), conflg(lM), insf(lM), ioscan(lM), isdev(lM), mknod(lM), rmsf(lM), mknod(2), ioconflg(4), 
mknod(5), mt(7). 
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NAME 

mount (generic), umount (generic) - mount and unmount fiiesystems 

SYNOPSIS 

/usr/sbin/mount [-1] [-p|-v] 

/usr/sbin/mount -a [-F FStype] [-eQ] 

/usr/sbin/mount [-F FStype] [-eQrV] [-o specific_options] {speciai Idirectory} 
/usr/sbin/mount [-F FStype] [-eQrV] [-o specific_options] speciai directory 

/usr/sbin/umount [-v] [-V] {speciai |directory} 

/usr/sbin/umount -a [-F FStype] [-v] 

DESCRIPTION 

Themount command mounts fiie systems. Oniy a superuser can mount fiie systems. Other users can use 
mount to iist mounted fiie systems. 

Themount command attaches speciai, a removabie fiie system, to directory, a directory on the fiie tree, 
directory, which must aiready exist, wiii become the name of the root of the newiy mounted fiie system, 
speciai and directory must be given as absoiute path names. If either speciai or directory is omitted, 
mount attempts to determine the missing vaiuefrom an entry in the /etc/fstab fiie. mount can be 
invoked on any removabie fiie system, except /. 

If mount is invoked without any arguments, it iists aii of the mounted fiie systems from the fiie system 
mount tabie, /etc/mnttab. 

The umount command unmounts mounted fiiesystems. Oniy a superuser can unmount fiiesystems. 

Options (mount) 

Themount command recognizes thefoiiowingoptions: 

-a Attempt to mount aii fiie systems described in /etc/fstab. Aii optionai fieids in 

/etc/fstab must be inciuded and supported. If the -F option is specified, aii fiie 
systems in /etc/fstab with that FStype are mounted. If noauto is specified in 
an entry's option iist, this entry is skipped. Fiiesystems are not necessariiy mounted 
in the order iisted in /etc/fstab. 

-e Verbose mode. Writea message to the standard output indicating which fiiesystem is 

being mounted. 

-F FStype Specify FStype, thefiiesystemtypeon which tooperate. Seefstyp(lM). Ifthisoption 
is not inciuded on the command iine, then it is determined from either /etc/fstab, 
by matching speciai with an entry in that fiie, or from fiie system statistics of speciai, 
obtained by statfsdev() (seestatfsdev(3C)). 

-1 Limit actions to iocai fiiesystems oniy. 

-o specific_options 

Specify options specific to each fiie system type. specific_options is a iist of comma 
separated suboptions and/or keyword/attribute pairs intended for a FStype-specific 
version of the command. See the FStype-specific manuai entries for a description of 
thespecific_options supported, if any. 

Report the iist of mounted fiiesystems in the /etc/fstab format. 

Prevent the dispiay of error messages that resuit from an attempt to mount aiready 
mounted fiie systems. 

Mount the specified fiie system as read-oniy. Physicaiiy write-protected fiie systems 
must be mounted in this way or errors occur when access times are updated, whether 
or not any expiicit write is attempted. 

Report the reguiar output with fiie system type and flags; however, the directory and 
speciai fieids are reversed. 

Echothe compieted command iine, but perform no other action. The command iine is 
generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption aiiows the user to verify the command iine. 

- 1 - 


-P 

-Q 

-r 

—V 

-V 
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Options (umount) 

Theumount command recognizes thefollowingoptions: 

-a Attempt to unmount aii fiie systems described in /etc/mnttab. Aii optionai fieids 

in /etc/mnttab must be inciuded and supported. If FStype is specified, aii fiie sys¬ 
tems in /etc/mnttab with that FStype are unmounted. Fiie systems are not 
necessariiy unmounted in the order iisted in /etc/mnttab. 

-F FStype Specify FStype, thefiiesystem type on which to operate. If this option is not inciuded 
on the command iine, then it is determined from /etc/mnttab by matching speciai 
with an entry in that fiie. If no match is found, the command faiis. 

-V Verbose mode. Write a message to standard output indicating which fiie system is 

being unmounted. 

-V Echothe compieted command iine, but perform no other action. The command iine is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption aiiows the user to verify the command iine. 

EXAMPLES 

List the fiie systems currentiy mounted: 

mount 

Mount the FIFS fiie system /dev/dsk/clt2d0 at directory /home: 

mount -F hfs /dev/dsk/olt2d0 /home 

Unmount the same fiie system: 

umount /dev/dsk/olt2d0 


AUTHOR 

mount was deveioped by FIP, AT&T, the University of Caiifornia, Berkeley, and Sun Microsystems. 

FILES 

/etc/fstab Static information about the systems 

/etc/mnttab Mounted fiie system tabie 

SEE ALSO 

fsadm(lM), mount_FStype(lM), umount_FStype(lM), setmnt(lM), mount(2), fstab(4), mnttab(4), 
fs_wrapper(5), quota(5). 

STANDARDS CONFORMANCE 

mount:SVID3 

umount:SVID3 
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NAME 

mount(cdfs), umount(cdfs) - mount and unmount an CDFS filesystems 

SYNOPSIS 

/usr/sbin/mount [-1] [-p| -v] 

/usr/sbin/mount -a [-F cdfs][-eQ] 

/usr/sbin/mount [-F cdfs] [-eQrV] [-o spedfic_options] {special |direstory} 

/usr/sbin/mount [-F cdfs] [-eQrV] [-o specific_options] special directory 

/usr/sbin/umount -a [-F cdfs] [-v] 

/usr/sbin/umount [-v] [-V] {special |directory} 

DESCRIPTION 

Themount command mounts file systems. Only a superuser can mount file systems. Other users can use 
mount to list mounted filesystems. 

Themount command attaches special, a removable file system, to directory, a directory on the file tree, 
directory, which must already exist, will become the name of the root of the newly mounted file system, 

special and directory must be given as absolute path names. If either special or directory is omitted, 

mount attempts to determine the missing value from an entry in the /etc/fstab file, mount can be 
invoked on any removable file system, except /. 

If mount is invoked without any arguments, it lists all of the mounted file systems from the file system 
mount table, /etc/mnttab. 

Theumount command unmounts mounted filesystems. Only a superuser can unmount filesystems. 

Options (mount) 

mount recognizesthefollowingoptions: 

-a Attempt to mount all file systems described in /etc/fstab. All optional fields in 

/etc/fstab must be included and supported. If -F cdfs is specified, all CDFS file 
systems in /etc/fstab are mounted. If noauto is specified in an entry's option list, 
this entry is skipped. File systems are not necessarily mounted in the order listed in 
/etc/fstab. 

-e Verbose mode. Write a message to standard output indicating which file system is being 

mounted. 

-F cdfs Specify theCDFS filesystem type (seefstyp(lM)). 

-1 Limit actions to local filesystems only. 

-o specific_options 

Specify options specific to the CDFS file system type. specific_options is a list of comma 
separated suboptions and/or keyword/attribute pairs intended for the CDFS specific 
module of the command. 

Thefollowing specific_options are valid on CDFS filesystems. 

cdcase Suppress the display of version numbers. Show and match file names as 
lower case. 

defaults Useall default options. When given, this must betheonly option specified. 

ro Mount read-only (default). 

suid Allow set-user-1 D execution (default). 

nosuid Do not allow set-user-1 D execution. 

-p Report the list of mounted filesystems in the /etc/fstab format. 

-Q Prevent the display of error messages resulting from an attempt to mount already 

mounted file systems. 

-r Mount the specified file system as read-only. This option is equivalent to the -o ro 

specific_option. For CDFS filesystems this is a default option. 
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-V Report the regular output with file system type and flags; however, directory and special 

fields are reversed. 

-V Echo the completed command line, but performs no other action. The command line is 

generated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 

Options (umount) 

umount recognizesthefollowingoptions: 

-a Attempt to unmount all file systems described in /etc/mnttab. All optional fields in 

/etc/mnttab must be included and supported. If-Fcdfs is specified, all CDFS file 
systems in /etc/mnttab are unmounted. Filesystems are not necessarily unmounted 
in the order listed in /etc/mnttab. 

-F cdfs Specify theCDFS filesystem type (seefstyp(lM)). 

-V Verbose mode. Write a message to standard output indicating which file system is being 

unmounted. 

-V Echo the completed command line, but performs no other action. The command line is 

generated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 

DIAGNOSTICS 

umount complains if the special file is not mounted or if it is busy. The file system is busy if it contains an 
open file or some logged-in user's working directory. 

EXAMPLES 

Mount a local CDFS disk: 

mount -F cdfs /dev/dsk/c0t0d4 /cdrom 
Unmount a local CDFS disk: 

umount /dev/dsk/o0t0d4 

WARNINGS 

Some degree of validation is done on the file system, however, it is generally unwise to mount file systems 
that are defective, corrupt, or of unknown origin. 

NOTES 

Additional CD-ROM formats are supported using PFS (Portable FileSystem) utilities. See pfs(4) for more 
details. 

AUTHOR 

mount was developed by FIP, AT&T, the University of California, Berkeley, and Sun Microsystems. 

FILES 

/etc/fstab Static information about the file systems 
/etc/mnttab Mounted file system table 

SEE ALSO 

fsclean(lM), mount(lM), quotaon(lM), mount(2), fstab(4), mnttab(4), pfs(4), fs_wrapper(5), quota(5). 

STANDARDS CONFORMANCE 

mount:SVID3 

umount:SVID3 
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NAME 

mount(hfs), umount(hfs) - mount and unmount an HFS filesystems 

SYNOPSIS 

/usr/sbin/mount [-1] [-p| -v] 

/usr/sbin/mount -a [-F hfs] [-eQ] [-f] 

/usr/sbin/mount [-F hfs] [-eQrV] [-f] [-o spedfic_options] {special |directory} 
/usr/sbin/mount [-F hfs] [-eQrV] [-f] [-o spedfic_options] special directory 

/usr/sbin/umount -a [-F hfs] [-v] 

/usr/sbin/umount [-v] [-V] {special |directory} 

DESCRIPTION 

Themount command mounts file systems. Only a superuser can mount file systems. Other users can use 
mount to list mounted filesystems. 

Themount command attaches special, a removable file system, to directory, a directory on the file tree, 
directory, which must already exist, will become the name of the root of the newly mounted file system, 
special and directory must be given as absolute path names. If either special or directory is omitted, 
mount attempts to determine the missing value from an entry in the /etc/fstab file, mount can be 
invoked on any removable file system, except /. 

If mount is invoked without any arguments, it lists all of the mounted file systems from the file system 
mount table, /etc/mnttab. 

Theumount command unmounts mounted filesystems. Only a superuser can unmount filesystems. 

Options (mount) 

mount recognizesthefollowingoptions: 

-a Attempt to mount all file systems described in /etc/fstab. All optional fields in 

/etc/fstab must be included and supported. If -F hfs is specified, all HFS file 
systems in /etc/fstab are mounted. If noauto is specified in an entry's option 
list, this entry is skipped. Filesystems are not necessarily mounted in the order listed 
in/etc/fstab. 

-e Verbose mode. Write a message to standard output indicating which file system is 

being mounted. 

-f Force the file system to be mounted, even if the file system clean flag indicates that 

the file system should have fsck run on it before mounting (see fsck(lM)). This 
option is valid only on HFS filesystems. 

-F hfs Specify the HFS file system type (see fstyp(lM)). 

-1 Limit actions to local filesystems only. 

-o specific_options 

Specify options specific to the HFS file system type, specific options is a list of comma 
separated suboptions and/or keyword/attribute pairs intended for the HFS specific 
module of the command. 

Thefollowing specific_options are valid on HFS filesystems. 

defaults Use all default options. When given, this must be the only 
option specified. 

rw Mount read-write (default), 

ro Mount read-only, 

suid Allow set-user-1 D execution (default), 

nosuid Do not allow set-user-1 D execution. 

behind Enable, where possible, asynchronous writes to disk. This is the 
default on 700 systems. 
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delayed Enabledelayed or buffered writes to disk. This is the defauit on 
800 systems. 

fs_async Enabiereiaxed posting of fiiesystem metadata. 

no_fs_async 

Enabie rigorous posting of fiie system metadata. This is the 
defauit. 

largefiles Attempt to enabie the creation of flies greater than 2 gigabytes 
in size. Fiie systems have to be created or configured to enabie 
iargeflies (see mkfs_hfs(lM) and fsadm_hfs(lM)). 

nolargeflies 

Attempt to disabiethe creation of flies greater than 2 gigabytes 
in size. Fiie systems have to be created or configured to disabie 
iarge flies, (see mkfs_hfs(lM) and fsadm_hfs(lM)). 

quota Enabiedisk quotas (vaiid oniy for rw fiie systems), 

noquota Disabie disk quotas (defauit). 

Mounting with the quota option aiso enabies quotas for the fiie system, uniike 
some other systems, which require the additionai invocation of the quotaon 
command after the fiie system has been mounted (see quotaon(IM)). Running 
quotaon does no harm, but it is not necessary. 

-p Report the iist of mounted fiie systems in the /etc/fstab format. 

-Q Prevent the dispiay of error messages resuiting from an attempt to mount aiready 
mounted fiie systems. 

-r Mount the specified fiie system as read-oniy. This option is equivaient to the -o ro 
specific option. Physicaiiy write-protected fiie systems must be mounted in this way 
or errors occur when access times are updated, whether or not any expiicit write is 
attempted. 

-V Report the reguiar output with fiie system type and flags; however, directory and spe- 
dai fleidsare reversed. 

-V Echo the compieted command iine, but performs no other action. The command iine 
is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption aiiows the user to verify the command iine. 

Options (umount) 

umount recognizesthefoiiowingoptions: 

-a Attempt to unmount aii fiie systems described in /etc/mnttab. Aii 

optionai fleids in /etc/mnttab must be inciuded and supported. If -F 
hfs is specified, all FIFS file systems in /etc/mnttab are unmounted. 
File systems are not necessarily unmounted in the order listed in 
/etc/mnttab. 

-F hfs Specify the FIFS file system type (see fstyp(lM)). 

-V Verbose mode. Write a message to standard output indicating which file 

system is being unmounted. 

-V Echothe completed command line, but performs no other action. The com¬ 

mand line is generated by incorporating the user-specified options and 
other information derived from /etc/fstab. This option allows the user 
to verify the command line. 

DIAGNOSTICS 

umount complains if the special file is not mounted or if it is busy. The file system is busy if it contains an 
open file or some logged-in user's working directory. 

EXAMPLES 

Mount a local FIFS disk: 
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mount -F hfs /dev/dsk/c0t0d4 /usr 
Unmount a local HFS disk: 

umount /dev/dsk/c0t0d4 

WARNINGS 

Some degree of validation Is done on the file system, however, It Is generally unwise to mount file systems 
that are defective, corrupt, or of unknown origin. 

AUTHOR 

mount was developed by HP, AT&T, the University of California, Berkeley, and Sun Microsystems. 

FILES 

/etc/fstab Static Information about the file systems 
/etc/mnttab Mounted file system table 

SEE ALSO 

fsclean(lM), mount(lM), mkfs_hfs(lM), fsadm_hfs(lM), quotaon(lM), mount(2), fstab(4), mnttab(4), 
fs_wrapper(5), quota(5). 

STANDARDS CONFORMANCE 

mount:SVID3 

umount:SVID3 
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NAME 

mount(lofs), umount(lofs) - mount and unmount an LOFS filesystem 

SYNOPSIS 

/usr/sbin/mount [-p| -v] 

/usr/sbin/mount -a [-F lofs][-eQ] 

/usr/sbin/mount [-F lofs] [-eQrV] [-o spedfic_options] {sped a I _di rectory | direstory} 
/usr/sbin/mount [-F lofs] [-eQrV] [-o spedfic_options] sped a I _di rectory directory 
/usr/sbin/umount [-v] [-V] {sped a I _di rectory | directory} 

/usr/sbin/umount -a [-F lofs] [-v] 

DESCRIPTION 

The mount command mounts LOFS file systems. Only superuser can mount LOFS file systems. Other 
users can use mount to list mounted filesystems. 

mount, attaches spedal_directory, a directory from one of the mounted file systems, to directory, an 
another directory in one of the mounted file systems. This enables new file systems to be created, which 
provide access to existing directories or file systems using alternate path names. Both sped a I _di rectory 
and directory should already exist, directory will become the root of the newly mounted LOFS file system, 
containing the file system hierarchy under sped a I _di rectory, sped a I _di rectory and directory must be 
specified as absolute path names. If either sped a I _di rectory or directory is omitted, mount attempts to 
determine the missing value from an entry in the /etc/fstab file, mount can be invoked on any 
removable file system, except /. 

If mount is invoked without any arguments, it lists all the mounted file systems from the file system 
mount table, /etc/mnttab. 

Theumount command unmounts mounted filesystems. Only a superuser can unmount filesystems. 

Options (mount) 

mount recognizesthefollowingoptions: 

-a Attempt to mount all file systems described in /etc/fstab. All optional fields in 

/etc/fstab must be included and supported. If -F lofs is specified, all LOFS 
file systems in /etc/fstab are mounted. If noauto is specified in an entry's 
option list, this entry is skipped. File systems are not necessarily mounted in the 
order listed in /etc/fstab. 

-e Verbose mode. Write a message to standard output indicating which file system is 

being mounted. 

-F lofs Specify the LOFS filesystem type (seefstyp(lM)). 

-1 Limit actionsto local filesystems only. LOFS is a local filesystem. 

-o specific_options 

Specify options specific to the LOFS file system type, specific options is a list of 
comma separated suboptions and/or keyword/attribute pairs intended for the LOFS 
specific module of the command. 

Thefollowing specific_options are valid on an LOFS filesystem: 

defaults Use all default options. When used, this must be the only option 
specified. 

ro Read-only (see WARNINGS below). 

-p Report the list of mounted filesystems in the /etc/fstab format. 

-Q Prevent display of error messages resulting from an attempt to mount already mounted file sys¬ 
tems. 

-r Mount thespecified filesystem as read-only (see WARNI NGS below). 

-V Report the output in a new style. The new style has the file system type and flags displayed in 
addition to the old output. The directory and sped a I _di rectory fields are reversed. 
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-V Echothe completed command line, but perform no other action. The command line is generated 
by incorporating the user-specified options and other information derived from /etc/fstab. 
Thisoption allows the user to verify the command line. 

Options (umount) 

Theumount command recognizes thefollowingoptions: 

-a Attempt to unmount all filesystems described in /etc/mnttab. All optional fields 

in /etc/mnttab must be included and supported. If -F lofs file system type is 
specified, all the EOF S file systems in /etc/mnttab are unmounted. Filesystems 
are not necessarily unmounted in the order listed in /etc/mnttab. 

-F lofs Specify the LOFS filesystem type (seefstyp(lM)). 

-V Verbose mode. Write a message to standard output indicating which file system is 

being unmounted. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

Mount an LOFS file system: 

mount /usr /tmp/usr 
Mount another LOFS filesystem: 

mount -F lofs /usr/sbin /tmp/sbin 

WARNINGS 

LOFS file systems provide the user with numerous applications: however, they may be potentially confus¬ 
ing. LOFS filesystems should generally be created by an experienced user. 

For LOFS filesystems which are mounted read-only, if the underlying file system is mounted writable, cer¬ 
tain write operations on the LOFS will succeed. Thus LOFS should not be relied upon to provide a strictly 
write-only alternative image of a read-write filesystem. 

AUTHOR 

mount was developed by FIP, AT&T, the University of California, Berkeley, and Sun Microsystems. 

FILES 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

SEE ALSO 

mount(lM), mount(2), fstab(4), mnttab(4). 

STANDARDS CONFORMANCE 

mount:SVID3 
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NAME 

mount(nfs), umount(nfs) - mount and unmount an NFS filesystems 

SYNOPSIS 

/usr/sbin/mount [-1] [-p| -v] 

/usr/sbin/mount -a [-F nfs] [-eQ] 

/usr/sbin/mount [-F nfs] [-eQrV] [-o spedfic_options] fhostipath | direstory} 
/usr/sbin/mount [-F nfs] [-eQrV] [-o spedfic_options] host:path directory 

/usr/sbin/umount -a [-F nfs] [-h host] [-v] 

/usr/sbin/umount [-v] [-V] fhostipath |directory} 

DESCRIPTION 

Themount command mounts file systems. Only a superuser can mount file systems. Other users can use 
mount to list mounted filesystems. 

Themount command attaches host:path to directory, host is a remote system, path is a directory on this 
remote system and directory is a directory on the local file tree, directory must already exist, be given as 
an absolute path name and will become the name of the root of the newly mounted file system. If either 
host:path or directory is omitted, mount attempts to determine the missing value from an entry in the 
/etc/fstab file, mount can beinvoked on any removable file system, except /. 

If mount is invoked without any arguments, it lists all of the mounted file systems from the file system 
mount table, /etc/mnttab. Theumount command unmounts mounted filesystems. Only a superuser 
can unmount file systems. 


OPTIONS 

-r Mount thespecified filesystem read-only. 


-o specific_options 

Set filesystem specific options according to a comma-separated list chosen from words below. 


rw| ro 
suidj nosuid 
remount 
bg| fg 

quota 


noquota 


retry=n 


resource is mounted read-write or read-only. The default is rw. 

Setuid execution allowed or disallowed. The default Issuid. 

If a filesystem is mounted read-only, remounts the file system read-write. 

If thefirst attempt fails, retry in the background, or, in the foreground. The default is 

fg- 

Enablesquota(lM) to check whether the user is over quota on this file system; if the 
file system has quotas enabled on the server, quotas will still be checked for opera¬ 
tions on this file system. The default is quota. 

Prevent quota(lM) from checking whether the user exceeded the quota on this file 
system: if the file system has quotas enabled on the server, quotas will still be checked 
for operations on this file system. 

The number of times to retry the mount operation. The default is 1. 


vers=<NFS version number> 

By default, the version of NFS protocol used between the client and the server is the 
highest one availableon both systems. If the NFS server does not support NFS Ver¬ 
sion 3, then theNFS mount will useNFS Version 2 . 


port=n Set server UDP port number to n (the default is the port customarily used for NFS 
servers). 


grpid By default, the GID associated with a newly created file will obey the System V 

semantics: that is, the GID is set to the effective GID of the calling process. This 
behavior may be overridden on a per-directory basis by setting the set-GiD bit of the 
parent directory: in this case, the Gl D of a newly created file is set to the Gl D of the 
parent directory (see open(2) and mkdir(2)). Files created on file systems that are 
mounted with the grpid option will obey BSD semantics independent of whether 
the set-GiD bit of the parent directory is set; that is, the Gl D is unconditionally inher¬ 
ited from that of the parent directory. 
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rsize=n Set the read buffer size to n bytes. Thedefauitvalueisset by kernel. 
wsize=n Set the write buffer size to n bytes. The default value is set by kernel. 
timeo=n Set the NFS timeout to n tenths of a second. The default value is set by kernel. 

retrans=n Set the number of NFS retransmissions to n. The default value is 5. 

soft I hard Return an error if the server does not respond, or continue the retry request until the 
server responds. The default value is hard. 

intr I nointr 

Allow (do not allow) keyboard interrupts to kill a process that is hung while waiting 
for a response on a hard-mounted file system. The default is intr. 

noac Suppress attributecaching. 

nocto Suppressfresh attributes when opening a file. 

devs I nodevs 

Allow (do not allow) access to local devices. The default is devs. 

acdirmax=n FI old cached attributes for no more than n seconds after directory update. The default 
valueis 60. 

acdirmin=n FI old cached attributes for at least n seconds after directory update. The default value 
is30. 

acregmax=n FI old cached attributes for no more than n seconds after file modification. The default 
valueis 60. 

acregmin=n FI old cached attributes for at least n seconds after file modification. The default value 
is3. 

actimeo=n Set min and max times for regular files and directories to n seconds, actimeo has 
no default; it sets acregmin, acregmax, acdirmin, and acdirmax to the value 
specified. 

-O Overlay mount. Allow the file system to be mounted over an existing mount point, making the under¬ 
lying file system inaccessible. If a mount is attempted on a pre-existing mount point without setting 
thisflag, the mount will fail, producing the error devicebusy. 

Options (umount) 

umount recognizesthefollowingoptions: 

-a Attempt to unmount all filesystems described in /etc/mnttab. All optional fields 

in /etc/mnttab must be included and supported. If-F nfs option is specified, all 
NFS filesystems in /etc/mnttab are unmounted. Filesystems are not necessarily 
unmounted in the order listed in /etc/mnttab. 

-F nfs Specify the NFS filesystem type (seefstyp(lM)). 

-h host Unmount only those file systems listed in /etc/mnttab that are remote-mounted 

from host. 

-V Verbose mode. Write a message to standard output indicating which file system is 

being unmounted. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

NFS File Systems 

Background vs. Foreground 

File systems mounted with the bg option indicate that mount is to retry in the background if the 
server's mount daemon (mountd(lM)) does not respond, mount retries the request up to the count 
specified in the retry=n option. Once the file system is mounted, each NFS request made in the 
kernel waits timeo=n tenths of a second for a response. If no response arrives, the time-out is mul¬ 
tiplied by 2 and the request is retransmitted. When the number of retransmissions has reached the 
number specified in theretrans=n option, a filesystem mounted with the soft option returns an 
error on the request; one mounted with the hard option prints a warning message and continues to 
retry the request. 


Section lM-410 


-2- 


HP-UX Release 11.0: October 1997 


mount nfs(lM) 


mountnfsClM) 


Hard vs. Soft 

File systems that are mounted read-write or that contain executable files should always be mounted 
with the hard option. Applications using soft mounted file systems may incur unexpected I/O 
errors. 

To improve NFS read performance, files and file attributes are cached. File modification times get 
updated whenever a write occurs. Flowever, file access times may be temporarily out-of-date until the 
cachegets refreshed. The attribute cache retains file attributes on the client. Attri butes for a fileare 
assigned a time to be flushed. If the file is modified before the flush time, then the flush time is 
extended by the time since the last modification (under the assumption that files that changed 
recently are likely to change soon). There is a minimum and maximum flush time extension for regu¬ 
lar files and for directories. Setting actimeo=n sets flush time to n seconds for both regular files 
and directories. 

EXAMPLES 

To mount an NFS filesystem: 

example# mount serv:/usr/src /usr/src 

To mount an NFS filesystem readonly with nosuid privileges: 

example# mount -r -o nosuid serv:/usr/src /usr/src 

To mount an N FS file system over Version 3: 

example# mount -o vers=3 serv:/usr/src /usr/src 


FILES 

/etc/mnttab table of mounted filesystems. 

/etc/fstab list of default parameters for each filesystem. 

SEE ALSO 

fsclean(lM), mount(lM), quotaon(lM), mount(2), fstab(4), mnttab(4), fs_wrapper(5), quota(5). 


STANDARDS COMPLIANCE 

mount:SVID3 

umount:SVI D3 
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NAME 

mount, umount (vxfs) - mount and unmount a VxFS filesystem 

SYNOPSIS 

/usr/sbin/mount [-1] [-v| -p] 

/usr/sbin/mount [-F vxfs] [-eQ] -a 

/usr/sbin/mount [-F vxfs] [-eQrV] [-o spedfic_options] {special | mount_point} 
/usr/sbin/mount [-F vxfs] [-eQrV] [-o specific_options] special mount_point 
/usr/sbin/umount [-V] [-v] {special | directory} 

/usr/sbin/umount [-F vxfs] [-v] -a 

DESCRIPTION 

The mount command attaches special, a removable file system, to directory, a directory on the file tree, 
directory, which must already exist, will become the name of the root of the newly mounted file system, 
mount can beinvoked on any removable file system, except /. If mount is invoked with no arguments it 
lists all the mounted file systems from the mounted file system table, /etc/mnttab. 
special and directory must be given as absolute path names. 

The umount command unmounts mounted filesystems. 

Only the superuser can mount and umount filesystems. Other users can usemount to list mounted file 
systems. 

Options 

mount recognizesthefollowingoptions: 

-a Attempt to mount all file systems described in /etc/fstab. All optional fields in 

/etc/fstab must be included and supported. If -F vxfs is specified, all VxFS 
file systems in /etc/fstab are mounted. If noauto is specified in an entry's 
option list, this entry is skipped. File systems are not necessarily mounted in the 
order listed in /etc/fstab. 

-e Verbose mode. Writea message to the standard output indicating which filesystem is 

being mounted. 

-F vxfs Specifies the file system type (vxfs). 

-1 Limit actions to local filesystems only. 

-o specific_options 

Specifies options specific to the VxFS file system type, specific options is a list of 
comma separated suboptions and/or keyword/attribute pairs intended for the VxFS- 
specific module of the command. 

Thefollowing specific_options are valid on a VxFS filesystem: 
rw Read-write (default), 

ro Read-only. 

suid Set-user-iD execution allowed (default), 

nosuid Set-user-iD execution not allowed. 

quota Disk quotas enabled (valid only for rw type file systems). VxFS main¬ 

tains quota information in a private area of the file system. If thefile 
system is mounted with quotas enabled, and the file system was previ¬ 
ously mounted with quotas disabled and was modified, then the quota 
information is rebuilt. This may take awhile. 

remount Changes the mount options for a mounted file system, such as logging 
and caching policies or whether the file system can be written to. 

log Idelaylog|tmplog|nolog 

Controls intent logging. File system integrity across system failure 
requires that logging be enabled. The default is log. In log mode, 
file system structural changes are logged to disk before the system 
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call returns to the application. If the system crashes, fsck_vxfs(lM) 
will complete logged operations that have not completed. 

In delaylog mode, some system calls return before the Intent log 
Is written. This Improves the performance of the system, but some 
changes are not guaranteed until a short time later when the Intent 
log Is written. This mode approximates traditional UNIX system 
guarantees for correctness In case of system failures. 

In tmplog mode, the Intent log Is almost always delayed. This 
Improves performance, but recent changes may disappear If the sys¬ 
tem crashes. This mode Is only recommended for temporary file sys¬ 
tems. 

In nolog mode, the Intent log Is disabled. The other three logging 
modes provide fast file system recovery: nolog does not provide fast 
filesystem recovery. With nolog mode, a full structural check must 
be performed after a crash; this may result In loss of substantial por¬ 
tions of the file system, depending upon activity at the time of the 
crash. Usually, a nolog file system should be rebuilt with 
mkfs_vxfs(lM) after a crash. The nolog mode should only be used 
for memory resident or very temporary file systems. 

blkclear Ensure that all data extents areci eared before being allocated to a file 
(requires synchronous zeroing, on disk, of certain newly allocated 
extents). This prevents uninitialized data from appearing In a file 
being written at thetime of a system crash. 

snapof =fl I esystem 

Mount the file system as a snapshot of filesystem, where filesystem Is 
either the directory on which a VxFS file system Is mounted, or Is the 
block special file containing a mounted VxFS file system. An explicit 
-F vxfs option Is required to mount a snapshot file system. 

snaps ize=bl ocks 

Used In conjunction with snapof. blocks Is the size In sectors of the 
snapshot file system being mounted. This option Is required only 
when the device driver Is Incapable of determining the size of special, 
and will default to the entire device If not specified. 

mincache=ciirect|dsync|closesync|tmpcache 

This option is used to alter the caching behavior of the file system. 

The direct value causes any writes without the 0_SYNC flag and 
all reads to be handled as If the VX_DIRECT caching advisory was 
set Instead. 

The dsync value causes any writes without either the 0_SYNC flag 
or the VX_DIRECT caching advisory to be handled as If the 
VX_DSYNC caching advisory has been set. 

The closesync, dsync and direct values all cause the 
equivalent of an fsync(2) to be run when the file Is closed. See 
vxfslo(7) for an explanation of VX_DIRECT andVX_DSYNC. 

The tmpcache value disables delayed extending writes, trading off 
Integrity for performance. When this option Is chosen, VxFS does not 
zero out new extents allocated as files are sequentially written. Unin¬ 
itialized data may appear In files being written at thetime of a system 
crash. 

convosync=direct|dsync|closesync|delay 

This option Is used to alter the caching behavior of the file system for 
0_SYNC I/O operations. 

The direct value causes any reads or writes with the 0_SYNC 
flag to be handled as If the VX_DIRECT caching advisory was set 
Instead. 
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The dsync value causes any writes with the 0_SYNC flag to be 
handled as if the VX_DSYNC caching advisory was set instead. 

The closesync value causes 0_SYNC writes to be delayed rather 
than to take effect immediately. The closesync, dsync, and 
direct values all cause the equivalent of an fsync(2) to be run when 
any file is accessed with the 0_SYNC flag is closed. 

The delay valuecauses 0_SYNC 

writes to be delayed rather than to take effect immediately. Choosing 
thisoption causesVxFS tochangeall 0_SYNC 
writes into delayed writes. No special action is performed when clos¬ 
ing a file. This option effectively cancels any data integrity guarantees 
normally provided by opening a file with 0_SYNC. 

datainlog|nodatainlog 

Normally, the VxFS file system performs small 0_SYNC write 
requests and NFS write requests by logging both the data and the 
time change to the inode (datainlog). If the nodatainlog 
option is used, the logging of synchronous write data is disabled; such 
writes will write the data into the file and update the inode synchro¬ 
nously before return! ng to the user. 

largefiles|nolargefiles 

If one of these options is specified, the file system mount will fail if the 
I a rgefi I e compatibility bit for thefliesystem does not match theoption 
specified. If nolargefiles is specified and the mount succeeds, 
then the file system does not contain any files whose size is 2 giga¬ 
bytes or larger, and such files cannot be created. If largefiles is 
specified and the mount succeeds, then the file system may contain 
files whose size is 2 gigabytes or larger, and largefiles can be created. 
The default is to mount the file system according to the Iargeflie com¬ 
patibility bit (seefsadm_vxfs(lM) and mkfs_vxfs(lM).) 

-p Report the list of mounted filesystems in the /etc/fstab format. 

-Q Prevent display of error messages, resulting from an attempt to mount already mounted file sys¬ 
tems. 

-r Mount the specified file system as read-only. Physically write-protected file systems must be 
mounted in this way or errors occur when access times are updated, whether or not any explicit 
write is attempted. 

-V Reports the regular output with file system type and flags, however, directory and special fields 
are reversed. 

-V Echoes the completed command line, but performs no other action. The command line is gen¬ 
erated by incorporating the user-specified options and other information derived from 
/etc/fstab. Thisoption allows the user to verify the command line. 


umount recognizesthefollowingoptions: 

-a Attempt to unmount all filesystems described in /etc/mnttab. All optional fields 

in /etc/mnttab must be included and supported. If -F vxfs is specified, all 
VxFS file systems in /etc/mnttab are unmounted. File systems are not neces¬ 
sarily unmounted in the order listed in /etc/mnttab. 

-F vxfs Specifies the file system type (vxfs). 

-V Verbose mode. Write a message to the standard output indicating which file system is 

being unmounted. 

-V Echoes the completed command line, but performs noother action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 
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EXAMPLES 

List the file systems currently mounted: 

mount 

Mount a VxFS filesystem /dev/dsk/clt2ci0 at directory /home 
mount -F vxfs /dev/dsk/clt2d0 /home 
Unmount the same file system: 

umount /dev/dsk/clt2d0 

FILES 

/etc/fstab Static information about the file systems 
/etc/mnttab Mounted file system table 

SEE ALSO 

fsadm_vxfs(lM), fsck_vxfs(lM), mkfs_vxfs(lM), mount(lM), mount(2), fsync(2), fstab(4), 
quota(5), vxfsio(7). 

STANDARDS CONFORMANCE 

mount: SVID3 

umount: SVI D3 


mnttab(4), 
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NAME 

mountall, umountall - mount and unmount multiplefilesystems 


SYNOPSIS 

/sbin/mountall [-F FStype] [-1|-r] [file_system_table | -] 

/sbin/mountall [-1| -r] [-m] 

/sbin/mountall [-n] 

/sbin/umountall [-F FStype] [-k] [-1| -r] 

DESCRIPTION 

mountall is used to mount file systems according to file_system_table. By default, /etc/fstab is the 
file_system_table. If a dash (-) is specified, mountall reads file_system_table from the standard input; 
the standard input must be in the same format as the /etc/fstab. 

Before each file system is mounted, a check is done using fsck (see fsck(lM)) to ensure that the file sys¬ 
tem is mountable. If the file system is not mountable, it is repaired by fsck before the mount is 
attempted. 

umountall causes all mounted file systems except the non-removable file systems such as root to be 
unmounted. 


Options 

mountall and umountall recognizethefollowingoptions: 

-F FStype Specify the file system type (FStype) to be mounted or unmounted. 

-1 Specify action on local filesystems only. 

-r Specify action on remote file systems only. 

-k Send a SIGKILL signal to processes that have files opened. 

-m Attempt to mount all the unmounted filesystems. This option will not perform the file 

system consistency check and repair. 

-n Perform the file system consistency check and repair on all unmounted file system. 

Thisoption will not mount the file systems. 


DIAGNOSTICS 

Error and warning messages may originate from fsck, mount, fuser, or umount. See fsck(lM), 
mount(lM), or fuser(lM) to interpret theerror and warning messages. 


EXAMPLES 

Mount all unmounted filesystems listed in /etc/fstab: 
mountall 

Mount all local filesystems listed in /etc/fstab: 
mountall -1 

Mountall remote file systems listed in /etc/fstab: 

mountall -r 
Mountall local hfs file systems: 
mountall -F hfs -1 

Unmount all NFS filesystems and kill any processes that have files opened in the file system: 
umountall -F nfs -k 


WARNINGS 

umountall, especially with the -k option, should be used with extreme caution, because it can cause 
severe damage. 

The -n option may not beavailablein future releases, 
mountall may not be effective with some cases of EOF S filesystems. 
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FILES 

/etc/fstab Static information about thefiiesystems 
/etc/mnttab Mounted fiie system tahie 

SEE ALSO 

fsckflM), mount(lM), fuser(lM), mnttab(4), fstab(4), signai(2) 
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NAME 

mountd - NFS mount request server 

SYNOPSIS 

/usr/sbin/rpc.mountd [-1 log file] [-t n] [-p|-e|-n] 

DESCRIPTION 

mountd is an RPC server that answers file system mount requests. It reads file /etc/xtab (described 
in exports(4)) to determine which directories are availableto which machines. It also provides information 
on what file systems are mounted by which clients. This information can be printed using the 
showmount command (seeshowmount(lM)). 

rpc.mountd can be started at boot time by setting the variable NFS_SERVER to 1 in the file 
/etc/rc. config. d/nfsconf . It can also be started through /etc/inetd. conf (see inetd(lM)), 
provided that the START_MOUNTD variableisset to0 in /etc/rc. config.d/nfsconf. 

Options 

mountd recognizes thefollowingoptions: 

-1 log file Log any errors to the named log file, log file. Errors are not logged if the -1 option is 
not specified. 

The information logged to the file includes the date and time of the error, the host name, 
process id and name of the function generating the error, and the error message. Note 
that different services can share a single log file since enough information is included to 
uniquely identify each error. 

-p Run from unreserved ports. This option restores the old default behavior on HP-UX. The 

default has been changed for the mount daemon to run from reserved ports unless this 
option is set. 

-e Exit after serving each RPC request. When this option is used, the inetd security file 

/var/adm/inetd. sec can control access to RPC services. This option only supports 
UDP requests. 

-n Exit only if: 

• portmap dies (see portmap(lM)), 

• another rpc .mountd registers with portmap, or 

• rpc .mountd becomes unregistered with portmap. 

This option is more efficient because a new process is not launched for each rpc request. 
This option is the default. 

-tn Specify tracing level n , wheren can haveoneof thefollowingvalues: 

1 Errors only (default) 

2 Errors, mount requests and mount failures 

WARNINGS 

The default behavior of the mount daemon is to run from reserved ports. If the daemon needs to be run 
from unreserved ports, use the-p option. 

If a client crashes, executing showmount on the server will show that the client still has a file system 
mounted: i.e., the client's entry is not removed from /etc/rmtab until the client reboots and executes 
umount -a (seeshowmount(lM)). 

Also, if a client mounts thesame remote directory twice, only one entry appears in /etc/rmtab. Doinga 
umount of one of these directories removes thesingleentry and showmount no longer indicates that the 
remote directory is mounted. 

AUTHOR 

mountd was developed by Sun Microsystems, I nc. 

FILES 

/etc/rmtab List of all hosts havingfilesystems mounted from this machine 
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SEE ALSO 

inetd(lM), mount(lM), portmap(lM), showmount(lM), exports(4), inetd.conf(4), inetd.sa:(4), rmtab(4), ser- 
vices(4). 
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NAME 

mrinfo- Multicast Routing Configuration I nformation Tool 

SYNOPSIS 

/usr/sbin/mrinfo [-d debugle/el] [-r retries] [-t timeout] [ multicast-router ] 

DESCRIPTION 

mrinfo requests the configuration information from the multicast-ourter, and prints the information to 
the standard out. multicast-router can be either an IP address or a system name, mrinfo sends out the 
ASKNEIGHBORS igmp message to the specified multicast-router, when the router receives the request, it 
sends back its configuration information. If the multicast-router is not specified, the request is sent the local 
router. 

The the configuration information for each interface is printed in the foil owing format: 

interface_addr -> neighbor_addr (neighbor_name) [metrics/thresh/flags] 

If there are multipleneighbor routers on one Interface, they will all be reported on the output. The possible 
values for flag are: 

tunnel Neighbors are reached via tunnel, 
srcrt The tunnel uses IP source routing, 
down The! nterface I s down. 

disabled The interface is administratively disabled for multicast routing, 
querier Thelocal router is the querier of the subnet. 

Please see mrouted(lM) for metrics and thresh. 

The command line options are: 

-ddebugle/el Sets the level for printing out the debug message. The default is 0, only error and warning 
messages will be printed. Debug level three prints most the messages. 

-rretries Sets the retry times to pull the routing daemon for information. The default is 3. 

-ttimeout Specifies the timeout valuein seconds for waiting the reply. The default value is 4. 

EXAMPLE 

The foil owing is an example of quering the multicasting configuration from the local routing daemon, 
mrinfo 

127.0.0.1 (localhost) [version 3.3]: 

15.13.106.144-> 15.13.106.145 (hpntcbs.cup.hp.com) [10/1/querier] 

193.2.1.39->0.0.0.0 (all-zeros-broadcast) [1/1/disabled] 

15.13.106.144-> 15.255.176.33 (matmos.hpl.hp.com) [10/1/tunnel] 

15.13.106.144-> 15.17.20.7 (hpspddc.vid.hp.com) [10/1/tunnel/down] 

Note 

mrinfo must be run as root. 

AUTHOR 

mrinfo was developed by Van J acobson. 

SEE ALSO 

mrouted(lM), map-mbone(lM). 
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NAME 

mrouted -1P multicast routing daemon 

SYNOPSIS 

/usr/sbin/mrouted [-p] [-c config file] [-d debug !e/el ] 

DESCRIPTION 

The mrouted command is an implementation of the DistanceVector Multicast Routing Protocol 
(DVMRP), an earlier version of which is specified in RFC-1075. It maintains topological knowledge via a 
distance vector routing protocol (like RIP, described in RFC-1058), upon which it implements a multicast 
datagram-forwarding algorithm called Reverse Path Multicasting. 

mrouted forwards a multicast datagram along a shortest (reverse) path tree rooted at the subnet on 
which the datagram originates. The multicast delivery tree may be thought of as a broadcast delivery tree 
that has been pruned back so that it does not extend beyond those subnetworks that have members of the 
destination group. Flence, datagrams are not forwarded along those branches which have no listeners of the 
multicast group. The IP time-to-live of a multicast datagram can be used to limit the range of multicast 
datagrams. 

I n order to support multicasting among subnets that are separated by (unicast) routers that do not support 
IP multicasting, mrouted includes support for "tunnels", which are virtual point-to-point links between 
pairs of mrouteds located anywhere in an internet. IP multicast packets are encapsulated for transmis¬ 
sion through tunnels, so that they look like normal unicast datagrams to intervening routers and subnets. 
The encapsulation is added on entry to a tunnel and stripped off on exit from a tunnel. By default, the 
packets are encapsulated using the I P-in-l P protocol (IP protocol number 4). 

The tunnelling mechanism allows mrouted to establish a virtual internet for the purpose of multicasting 
only, which is independent of the physical internet and which may span multipleAutonomous Systems. 

mrouted handles multicast routing only; there may or may not be unicast routing software running on 
the same machine as mrouted. With the use of tunnels, it is not necessary for mrouted to have access 
to more than one physical subnet in order to perform multicast forwarding. 

I nvocation 

If the -d option is not specified or if the debug level is specified as 0, mrouted detaches from the invoking 
terminal. Otherwise, it remains attached to the invoking terminal and responsive to signaisfrom that ter¬ 
minal. If -d is specified with no argument, the debug level defaults to 2. Regardless of the debug level, 
mrouted always writes warning and error messages to the system log demon. Non-zero debug levels 
havethefollowing effects: 

level 1 all syslog messagesarealsoprintedtostderr. 

level 2 all level 1 messages plus notifications of "significant" events are printed to stderr. 

level 3 all level 2 messages plus notifications of all packet arrivals and departures are printed to 
stderr. 

Upon startup, mrouted writes its pid tothefile /var/tmp/mrouted.pid. 

Configuration 

mrouted automatically configures itself to forward on all multicast-capable interfaces (i.e., interfaces that 
have the I FF_MULTICAST flag set, excluding the loopback "interface!'), mrouted finds other mrouteds 
directly reachablevia those interfaces. To override the default configuration or to add tunnel links to other 
mrouteds, configuration commands may be placed in /etc/mrouted. conf (or an alternative file, 
specified by the-c option). There are four types of configuration commands: 
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phyint <local-addr> [disable] [metric <m>] 

[threshold <t>] [rate_limit <b>] 

[boundary (<boundary-name>| <scoped-addr>/<mask-len>)] 

[altnet <network>/<mask-len>] 

tunnel <local-addr><remote-addr>[metric <m>] 

[threshold <t>] [rate_limit <b>] 

[boundary (<boundary-name>| <scoped-addr>/<mask-len>)] 

cache_lifetime <ct> 

pruning <off/on> 

name <boundary-name> <scoped-addr>/<mask-len> 

The file format is free-form; white space (including newlines) is not significant. The boundary and altnet 
options may be specified as many times as necessary. 

The phyint command can be used to disable multicast routing on the physical interface identified by local 
IP address <local-addr>, or to associate a non-default metric or threshold with the specified physical inter¬ 
face. The local IP address <local-addr>may be replaced by the interface name (such as lanO ). If phy¬ 
int is attached to multiple IP subnets, describe each additional subnet with the altnet option, phyint 
commands must precede tunnel commands. 

The tunnel command can be used to establish a tunnel link between local IP address <local-addr>and 
remote IP address <remote-addr>, and to associate a non-default metric or threshold with that tunnel. The 
local IP address <local-addr> may be replaced by the interface name (such as lanO ). The remote IP 
address <remote-addr> may be replaced by a host name, if and only if the host name has a single IP 
address associated with it. The tunnel must beset up in the mrouted. conf files of both routers before it 
can be used. 

cache_lifetime is a value that determines the amount of time that a cached multicast route stays in 
kernel before timing out. The value of this entry should lie between 300 (5 min) and 86400 (1 day). It 
defaults to 300. 

The pruning command is provided for mrouted to act as a non-pruning router. It is also possible to 
start mrouted in a non-pruning mode using the -p option on the command line. It is expected that a 
router would be configured in this manner for test purposes only. The default mode is pruning enabled. 

You may assign names to boundaries to make configuration easier with the name command. The boundary 
option on phyint or tunnel commands can accept either a name or a boundary. 

The metric option is the "cost" associated with sending a datagram on the given interface or tunnel; it may 
be used to influence the choice of routes. The metric defaults to 1. Metrics should be kept as small as pos¬ 
sible because mrouted cannot route along paths with a sum of metrics greater than 31. 

The threshold is the minimum IP time-to-live required for a multicast datagram to be forwarded to the 
given interface or tunnel. It is used to control the scope of multicast datagrams. (TheTTL of forwarded 
packets is only compared to the threshold; it is not decremented by the threshold. Every multicast router 
decrements theTTL by 1.) The default threshold is 1. 

I n general, all mrouteds connected to a particular subnet or tunnel should use the same metric and thres¬ 
hold for that subnet or tunnel. 

The ratejimit option allows the network administrator to specify a certain bandwidth in Kbits/second 
which would be allocated to multicast traffic. It defaults to 500Kbps on tunnels and 0 (unlimited) on physi¬ 
cal interfaces. 

The boundary option allows an interface to be configured as an administrative boundary for the specified 
scoped address. Packets belonging to this address will not be forwarded on a scoped interface. The boun¬ 
dary option accepts either a name or a boundary spec. 

mrouted will not initiate execution if it has fewer than two enabled vifs (virtual interface), where a vif is 
either a physical multicast-capable interface or a tunnel. It will log a warning if all of its vifs are tunnels; 
such an mrouted configuration would be better replaced by more direct tunnels. 
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Example Configuration 

This is an exampie configuration for a muiticast router at a iargeschooi. 

# 

# mrouted.conf example 

# 

# Name our boundaries to make it easier 
name LOCAL 239.255.0.0/16 

name EE 239.254.0.0/16 

# 

# lanl is our gateway to compsci, don't forward our 

# local groups to them 
phyint lanl boundary EE 

# 

# lan2 is our interface on the classroom net, it has four 

# different length subnets on it. 

# note that you can use either an ip address or an 

# interface name 

phyint 172.16.12.38 boundary EE altnet 172.16.15.0/26 
altnet 172.16.15.128/26 altnet 172.16.48.0/24 

# 

# atmO is our ATM interface, which doesn't properly 

# support multicasting, 
phyint atmO disable 

# 

# This is an internal tunnel to another EE subnet 

# Remove the default tunnel rate limit, since this 

# tunnel is over ethernets 

tunnel 192.168.5.4 192.168.55.101 metric 1 threshold 1 
rate_limit 0 

# 

# This is our tunnel to the outside world. 

# Careful with those boundaries, Eugene. 

tunnel 192.168.5.4 10.11.12.13 metric 1 threshold 32 
boundary LOCAL boundary EE 


Signals 

mrouted responds to the foil owing signals: 

HUP restarts mrouted. Theconfiguration file is reread every time this signal isevoked. 

INT terminates execution gracefully (i.e., by sending good-bye messages to all neighboring routers). 
TERM same as I NT 

USRl dumps the internal routing tables to /usr/tmp/mrouted. dump. 

USR2 dumps the internal cachetablesto /usr/tmp/mrouted. cache. 

QUIT dumps the internal routing tables to stderr (only if mrouted was invoked with a non-zero 
debug level). 

For convenience in sending signals, mrouted writes its pid to /var/tmp/mrouted.pid upon startup. 
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EXAMPLES 

The routing tables look like this: 


virtual Interface Table 
Vif Local-Address 


36.2.0.8 


subnet: 
groups: 

pkts in: 
pkts out: 


36.2 

224.0.2.1 

224.0.0.4 

3456 

2322323 


Metric 

1 


Thresh 

1 


Flags 

querier 


36.11.0.1 


subnet: 
groups: 


pkts in: 
pkts out: 


36.11 

224.0. 

224.0. 

224.0. 

345 

3456 


querier 


36.2.0.8 


tunnel: 
peers: 
boundaries: 

pkts in: 
pkts out: 


36.8.0.77 

36.8.0.77 

239.0.1 

239.1.2 

34545433 

234342 


3 

(2.2) 


36.2.0.8 


tunnel: 36.6.8.23 


16 


Multicast Routing Table (1136 entries) 


Origin-Subnet 

F rom-Gat eway 

Metric 

Tmr 

In-Vif 

Out-Vifs 

36.2 


1 

45 

0 

1* 2 3* 

36.8 

36.8.0.77 

4 

15 

2 

0* 1* 3* 

36.11 


1 

20 

1 

0* 2 3* 


I n this example, there are four vifs connecting to two subnets and two tunnels. The vif 3 tunnel is not in 
use (no peer address). The vif 0 and vif 1 subnets have some groups present; tunnels never have any 
groups. This instance of mrouted is the one responsible for sending periodic group membership queries 
on the vif 0 and vif 1 subnets, as indicated by the "querier" flags. The list of boundaries indicate the scoped 
addresses on that interface. A count of the number of incoming and outgoing packets is also shown at each 
i nterface. 

Associated with each subnet from which a multicast datagram can originate is the address of the previous 
hop router (uni ess the subnet is directly connected), the metric of the path back to the origin, the amount of 
time since an update was received for this subnet, the incoming vif for multicasts from that origin, and a 
list of outgoing vifs. The asterisk! * ) indicates that the outgoing vif is connected to a leaf of the broadcast 
tree rooted at the origin, and a multicast datagram from that origin will be forwarded on that outgoing vif 
only if there are members of the destination group on that leaf. 

The mrouted command also maintains a copy of the kernel forwarding cache table. Entries are created 
and deleted by mrouted. 
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Thecachetableslook likethis: 

Multicast Routing Cache Table (147 entries) 


Origin 

Mcast-group 

CTmr 

Age 

Ptmr 

IVif 

Forwvifs 

13.2.116/22 

>13.2.116.19 

>13.2.116.196 

224.2.127.255 

3m 

2m 


0 

1 

138.96.48/21 

>138.96.48.108 

224.2.127.255 

5m 

2m 

— 

0 

1 

128.9.160/20 

>128.9.160.45 

224.2.127.255 

3m 

2m 

— 

0 

1 

198.106.194/24 

>198.106.194.22 

224.2.135.190 

9m 

28s 

9m 

OP 



Each entry is characterized hy the origin subnet number, mask, and the destination muiticast group. The 
CTmr fieid indicates the iifetime of the entry. The entry is deieted from the cache tabie when the timer 
decrements to zero. The Age fieid is the time since this cache entry was originaiiy created. Since cache 
entries get refreshed if traffic is flowing, routing entries can grow very oid. The Ptmr fieid is simpiy a dash 
if no prune was sent upstream, or the amount of time untii the upstream prune wiii time out. The Ivif 
fieid indicates the incoming vif for muiticast packets from that origin. Each router aiso maintains a record 
of the number of prunes received from neighboring routers for a particuiar source and group. If there are 
no members of a muiticast group on any downward i ink of the muiticast tree for a subnet, a prune message 
is sent to the upstream router. They are indicated by a P after the vif number. The Forwvifs fieid shows 
the interfaces aiong which datagrams beionging to the source-group are forwarded. A p indicates that no 
datagrams are being forwarded aiong that interface. An uniisted interface is a ieaf subnet with no members 
of the particuiar group on that subnet. A b on an interface indicates that it is a boundary interface; that is, 
traffic wiii not be forwarded on thescoped address on that interface. An additionai iinewith a > asthefirst 
character is printed for each source on the subnet. Note that there can be many sources in one subnet. 

FILES 

/etc/mrouted.conf 
/var/run/mrouted.pid 
/var/tmp/mrouted.dump 
/var/tmp/mrouted.cache 

SEE ALSO 

mrinfo(lM), map-mbone(lM). 

DVMRP is described, aiong with other muiticast routing aigorithms, in the paper "Muiticast Routing in 
Internetworks and Extended LANs" by S. Peering, in the Proceedings of the ACM SIGCOMM '88 Confer¬ 
ence. 

AUTHORS 

Steve Deering, Ajit Thyagarajan, Biii Fenner. 
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NAME 

/usr/sbin/mtail - Tails the mail log file. 

SYNOPSIS 

mtail [n] 

DESCRIPTION 

mtail displays the last part of the mail log, typically /var/adm/syslog/mail. log. By default, it 
displays the last 20 lines of this log. 

Options 

n Display last n lines of /var/adm/syslog/mail. log instead of just 20. 

SEE ALSO 

sendmail(lM). 
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NAME 

mvdir - move a directory 

SYNOPSIS 

/usr/sbin/mvdir dir newdir 

DESCRIPTION 

mvdir moves one directory tree into another existing directory (within thesamefiiesystem), or renames a 
directory without moving it. 

dir must bean existing directory. 

If newdir does not exist but the directory that wouid contain it does, dir is moved and/or renamed to 
newdir. Otherwise, newdir must be an existing directory not aiready containing an entry with the same 
name as the iast pathname component of dir. In this case, dir is moved and becomes a subdirectory of 
newdir. The iast pathname component of dir is used as the name for the moved directory. 

mvdir refuses to move dir if the path specified by newdir wouid be a descendant directory of the path 
specified by dir. Such cases are not aiiowed because cydic sub-trees wouid be created as in the case, for 
exampie, of mvdir x/y x/y/z/t which is prohibited. 

mvdir does not aiiow directory . to be moved. 

Oniy users who have appropriate priviieges can use mvdir. 

EXTERNAL INFLUENCES 

International Code Set Support 

Singie- and muiti-byte character code sets are supported. 

AUTHOR 

mvdir was deveioped by OSF and HP. 

SEE ALSO 

cp(l), mkdir(l), mv(l). 

STANDARDS CONFORMANCE 

mvdir: SVID2, SVID3 


HP-UX Reiease 11.0: October 1997 


- 1- 


Section lM-427 


named-xfer (IM) 


named-xfer (IM) 


NAME 

named-xfer - ancillary agent for inbound zone transfers 

SYNOPSIS 

named-xfer -z zone_to_transfer -f db_file -s serial_no [-d debugle/el] [-1 debugjog file] 

[-t trace_file] [-p port#] [-S] nameserver... 

DESCRIPTION 

named-xfer is an ancillary program executed by named (IM) to perform an inbound zone transfer. It is 
rarely executed directly, and then generally by system administrators trying to debug a zone transfer prob¬ 
lem. See RFC's 1033,1034, and 1035 for more information on the I nternet name-domain system. 

Options are: 

-z specifies the name of the zone to be transferred. 

-f specifies the name of the file into which the zone should be dumped when it is received from the pri¬ 
mary server. 

-s specifies the serial number of the current copy of the zone selected for transfer. If the SOA resource 
record received from the specified remote nameserver(s) does not have a serial number higher than 
one specified with thisoption, thetransfer will be aborted. 

-d Print debugging information. A number after thed determines the level of messages printed. 

-1 Specifies a log file for debugging messages. The default file uses the prefix xfer.ddt. and is 
located inthe /var/tmp directory. Note this option only applies if -d is alsospecified. 

-t Specifies a trace file which will contain a protocol trace of the zone transfer. This is probably only of 
interest when debugging the name server itself. 

-p Use a different port number. The default is the standard port number as returned by get- 
servbyname(3) for service "domain". 

-S Perform a restricted transfer of only the SOA, NS and glue A records for the zone. The SOA will not 
be loaded by named, but will be used to determine when to verify the NS records. See the stubs 
directive in named(lM)for more information. 

Additional arguments are taken as name server addresses in so-called "dotted-quad" syntax only; no host 
name are allowed here. At least one address must be specified. Any additional addresses will be tried in 
order if the first one fails to transfer to us successfully. 

RETURN VALUE 

0 I ndi cates that the zone was up-to-date and no transfer was needed. 

1 I ndicates a successful transfer. 

2 Indicates that the host(s) named-xfer queried cannot be reached or that an error occurred and 
named-xfer did not log a corresponding error message. 

3 I ndicates that an error occurred and named-xfer logged an error message. 

AUTHOR 

named-xfer was developed by the University of California, Berkeley. 

SEE ALSO 

named(lM), resolver(3N), resolver(4), hostname(5). 

RFC 882, RFC 883, RFC 973, RFC 974, RFC 1033, RFC 1034, RFC 1035, RFC 1123. 
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NAME 

named - Internet domain name server 

SYNOPSIS 

named [-d debugle/el] [-p port_number] [[-b] bootfile] [-q] [-r] 

DESCRIPTION 

named is the Internet domain name server. See RFC1034 and RFC1035 for more information on the 
Domain Name System. Without any arguments, named reads the defauit boot fiie /etc/named.boot, 
reads any initiai data, and iistensfor queries. 

Options are: 

-d Print debugging information. A number after the d determines the ievei of messages printed. 

-p Use a different port number. 

-b Usea boot fiieother than /etc/named.boot. 

-q Trace aii incoming queries. The boot fiie directive options query-log can aiso be used to 
enabiethisfunctionaiity. 

-r Turns recursion off in the server. Answers can oniy come from iocai (primary or secondary) 
zones. This can be used on root servers. The boot fiie directive options no-recursion 
can aiso be used to enabiethisfunctionaiity. 

Any additionai argument is taken as the name of the boot fiie. The boot fiie contains information about 
where the name server gets its initiai data. If multiple boot files are specified, only the last is used. Lines 
in the boot file cannot be continued on subsequent lines. The foil owing is a small example: 


boot file for name server 


directory 

; type 

/usr/local/domain 

domain 

host/file 

backup file 

cache 


db.cache 


primary 

berkeley.edu 

db.berkeley 


primary 

32.128.in-addr.arpa 

db.128.32 


secondary 

cc.berkeley.edu 

128.32.137.8 

db. cc 

secondary 

6.32.128.in-addr.arpa 

128.32.137.8 

db.128.32.6 

primary 

0.0.127.in-addr.arpa 

db.127.0.0 


forwarders 

limit 

options 

sortlist 

10.0.0.78 10.2.0.78 

max-xfers 10 

no-recursion 

10.0.0.0 26.0.0.0 




Comments in the boot file Start with a ; and end at the end of the line. Comments can start anywhere on 
the line. 

The directory line causes the server to change its working directory to the directory specified. This can 
be important for the correct processing of $INCLUDE files (described later) in primary servers' master files. 
There can be more than one directory line in the boot file if master files are in separate directories. 

Files referenced in the boot file contain data in the master file format described in RFC1035. 

A server can access information from servers in other domains given a list of root name servers and their 
addresses. The cache linespecifies that data in db. cache is to be placed in the backup cache. Its use is 
to prime the server with the locations of root domain servers. This information is used to find the current 
root servers and their addresses. The current root server information is placed in the operating cache. 
Data for the root nameservers in the backup cache are never discarded. There can be more than one 
cache file specified. 

The first primary line states that the master file db.berkeley contains authoritative data for the 
berk.eley.edu zone. A server authoritative for a zone has the most accurate information for the zone. 
All domain names are relative to the origin, in this case, berkeley.edu (see below for a more detailed 
description). The second primary line states that the file db. 128.32 contains authoritative data for 
the domain 32.128. in-addr. arpa. This domain is used to translate addresses in network 128.32 
to hostnames. The third primary line states that the file db. 127. 0 . 0 contains authoritative data for 
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the domain 0.0.127. in-addr. arpa . The domain is used to transiate 127.0.0.1 to the name used 
by the ioopback interface. Each master fiieshouid begin with an SOA record for the zone (see beiow). 

The first secondary iine specifies that aii authoritative data in the cc .berkeley. edu zone is to be 
transferred from the name server at Internet address 128.32.137.8 and wiii be saved in the backup fiie 
db. cc. Up to 10 addresses can be iisted on this iine. If a transfer fails, it will try the next address in the 
list. The secondary copy is also authoritative for the specified domain. The first non-Internet address on 
this line will betaken as a filename in which to backup the transferred zone. The name server will load the 
zone from this backup file (if it exists) when it boots, providing a complete copy, even if the master servers 
are unreachable. Whenever a new copy of the domain is received by automatic zone transfer from one of 
the master servers, this file is updated. If no file name is given, a temporary file will be used and will be 
deleted after each successful zone transfer. This is not recommended because it causes a needless waste of 
bandwidth. 

A stub line (not shown) is similar to a secondary. Stub zones are intended to ensure that a primary for 
a zone always has the correct NS records for children of that zone. If the primary is not a secondary for a 
child zone, it should be configured with stub zones for all its children. Stub zones provide a mechanism to 
allow NS records for a zone to be specified in only one place. 

This feature is experimental as of release 4.9.3 of Bl ND. 

primary csiro.au db.csiro 

stub dms.csiro.au 130.155.16.1 db.dms-stub 

stub dap.csiro.au 130.155.98.1 db.dap-stub 

The forwarders line specifies the addresses of sitewide servers that will accept recursive queries from 
other servers. If the boot file specifies one or more forwarders, then the server will send all queries for data 
not in the cache or in its authoritative data to the forwarders first. Each forwarder will be asked in turn 
until an answer is returned or the list is exhausted. If no answer is forthcoming from a forwarder, the 
server will continue as it would have without the forwarders line unless it is in forward-only (slave) 
mode. The forwarding facility is useful tocausea large sitewide cache to degenerated on a master, and to 
reduce traffic over I inks to outside servers. 

The sortlist line can be used to indicate networks that are preferred over other, unlisted networks. 
Address sorting only happens when the query is from a host on the same network as the server. The best 
address is placed first in the response. The address preference is local network addresses, then addresses 
on the sort list, then other addresses. 

The xfrnets directive (not shown) can be used to implement primitive access control. If this directive is 
given, then your name server will only answer zone transfer requests from hosts which are on networks 
listed in your xfrnets directives. 

The include directive (not shown) can be used to process the contents of some other file as though they 
appeared in place of the include directive. This may be useful if you have many zones or have logical 
groupings of zones maintained by different people. The directive takes one argument, that being the name 
of the file whose contents are to be included. No quotation marks are necessary around the file name. 

Thebogusns directive (not shown) tells the server that no queries are to be sent to the specified name 
server addresses (specified as dotted quads, not as domain names). This may be useful if you know that a 
popular server has bad data in a zone or cache and you wish to avoid contamination while the problem is 
being fixed. 

The limit directive can be used to change the servers'internal limits. 

The transfers-in argument is the number of named-xfer subprocesses which the server will spawn 
at any one time. The transfers-per-ns argument is the maximum number of zone transfers to be 
simultaneously initiated to any given remote name server. 

The options directive introduces a boolean specifier that changes the server behaviour. More than one 
option can be specified in a singledirective. The options are as follows: 

no-recursion 

which will cause the server to answer with a referral rather than actual data when¬ 
ever it receives a query for a name it is not authoritative for. This must not be 
enabled on a server that is listed in any host's resolv. conf file. 

query-log which causes all queries to be logged to the syslog file. This produces a lot of data, 
so some consideration should be given before enablingthisfor any period of time. 
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forward-only 

which causes the server to query only its forwarders. This option is normally used on 
a machine that wishes to run a server but for physical or administrative reasons can¬ 
not be given access to the Internet. Enabling this option is equivalent to the use of 
the "slave!' lineused in previous versions of named. 

fake-iquery 

which tells the server to send back a useless and bogus reply to inverse queries rather 
than responding with an error. 

no-round-robin 

which disables the default round-robin cycling of returned IP addresses for multi¬ 
homed hosts. 

The max-fetch directive (not shown) is allowed for backward compatibility: its meaning is identical to 
limit transfers-in. 

The slave directive (not shown) is allowed for backward compatibility: its meaning is identical to 
options forward-only. 

The master file consists of control information and a list of resource records for objects in the zone of the 
forms: 

$INCLUDE filename opt_domain 
$0RIGIN domain 

domain opt_ttl opt_class type resource_record_data 

where domain is . for root domain, @ for the current origin (where current origin is the domain from the 
boot file or the origin from an $ORlGlN line), or a standard domain name. If domain is a standard 
domain name that does not end with ., the current origin is appended to the domain. Domain names end- 
ingwith . are unmodified. Theopt_domain field is used to definean origin for thedata in an included file. 
It is equivalent to placing a $0RIGIN statement before the first line of the included file. The field is 
optional. Neither the opt_domain field nor $ORlGlN statements in the included file modify the current 
origin for this file. Theopt_ttl field is an optional integer number for the time-to-live field. It defaults to 
zero, meaning the minimum value specified in theSOA record for the zone. Theopt_class field is the object 
address type: currently only two types are supported: IN and, to a limited extent, HS. IN is for objects 
connected to the DARPA I nternet and HS is for objects in the Hesiod class. The type field contains one of 
the foil owing tokens: thedata expected in the resource_record_data field is in parentheses: 

A A host address (dotted quad) 

AFSDB DCE or AFS server information 

CNAME Canonical name for an alias (domain) 

HINFO host information (cpu_typeOS_type) 

MX a mail exchanger (domain) 

NS an authoritative name server (domain) 

PTR a domain name pointer (domain) 

PX Pointer toX.400/RFC822 mapping information 

SOA marks the start of a zone of authority (domain of originating host, domain address of 

maintainer, a serial number and the following parameters in seconds: refresh, retry, 
expire and minimumTTL) 

TXT text data (string) 

WKS a wel I known servi ce descri pti on (I P address fol I owed by a I i st of servi ces) 

Not all of the data types are used during normal operation. The following data types are for experimental 
use and are subject to change: AFSDB, PX. 

Resource records normally end at the end of a line, but can be continued across lines between opening and 
closing parentheses. Comments are introduced by semicolons and continue to the end of the line. 
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Each master zone file should begin with an SOA record for the zone. An example SOA record Is as follows: 

@ IN SOA ucbvax.berkeley.edu. root.ucbvax.berkeley.edu. ( 

89 ; Serial 

10800 ; Refresh every 3 hours 

3600 ; Retry every hour 

604800 ; Expire after a week 

86400 ) ; Minimum ttl of 1 day 

The SOA lists a serial number, which should be Increased each time the master file Is changed. Secondary 
servers check the serial number at Intervals specified by the refresh time in seconds; if the serial number 
Increases, a zone transfer Is done to load the new data. If a master server cannot be contacted when a 
refresh Is due, the retry time specifies the interval at which refreshes should be attempted until successful. 
If a master server cannot be contacted within the Interval given by the expire time, all data from the zone 
Is discarded by secondary servers. The minimum value Is the time-to-llve used by records In the file with 
noexpllcit time-to-llve value. 

NOTES 

The boot file directives domain and suffixes have been obsoleted by a more useful resolver-based 
Implementation of suffixlng for partially qualified domain names. 

The foil owing signal shave the specified effect when sent to the server process using the kill(l) command: 
SIGHUP Causes server to read the boot file and reload database. 

SIGINT Dumps current data base and cache to /var/tmp/named_dump. db. 

SIGIOT Dumps statistics data Into /var/tmp/named. stats. Statistics data Is appended 

tothefile. 

SIGUSRI Turns on debugging: each SIGUSRI Increments debug level. 

SIGUSR2 Turns off debugging completely. 

SIGWINCH Togglestheloggingof all Incomingquerlesvia syslogO 

slg_named(lM) can also be used for sending signalsto the server process. 

DIAGNOSTICS 

Any errors encountered by named In the boot file, master files, or In normal operation are logged with sys- 
log and In the debug file, /var/tmp/named. run. If debugging Is on. 

AUTHOR 

named was developed by the University of California, Berkeley. 

FILES 

/etc/named, boot name server configuration boot file 

/var/run/named.pid process ID 

/var/tmp/named. run debug output 

/var/tmp/named_dump. db dump of the name server database 
/var/tmp/named. stats nameserver statistics data 

SEE ALSO 

klll(l), hosts_to_named(lM), named-xfer(lM), slg_named(lM), slgnal(2), gethostent(3N), resolver(3N), 
resolver(4), hostname(5), 

RFC 882, RFC 883, RFC 973, RFC 974, RFC 1032, RFC 1033, RFC 1034, RFC 1035, RFC 1123. 
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NAME 

ncheck (generic) - generate a list of path names from inode numbers 

SYNOPSIS 

/usr/sbin/ncheck [-F FStype] [-V] [-o spedfic_options] [special ...] 

DESCRIPTION 

ncheck, when invoked without arguments, generates a list of path names corresponding to the inode 
numbers of all files contained on the file systems listed in /etc/fstab. If special is specified, ncheck 
reports on the special only. Path names generated by ncheck arerelativetothegiven special. 

Options 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from thefile /etc/fstab by matching each special with an entry in that file. 
If there is no entry in /etc/fstab, then the file system type is determined from 
thefile /etc/default/fs. 

-o specific_options 

Specify options specific to each file system type. specific_options is a list of suboptions 
and/or keyword/attribute pairs intended for a specific FStype-specific module of the 
command. See the file-system-specific manual pages for a description of the 
specific_options supported, if any. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

EXAMPLES 

Execute the ncheck command on all special in /etc/fstab: 
ncheck 

Execute the ncheck command on FIFS filesystem /dev/dsk/clci2s0 : 

ncheck -F hfs /dev/dsk/cld2s0 
Display a completed command linewithout executing the command: 
ncheck -V /dev/dsk/cld2s0 


FILES 

/etc/default/fs Specifies the default system type, 
/etc/fstab Static information about the file systems. 


AUTHOR 

ncheck was developed by AT&T and FIP. 


SEE ALSO 

fstab(4), fstyp(lM), fs_wrapper(5), ncheck_FStype(lM). 


STANDARDS CONFORMANCE 

ncheck: SVID2, SVID3 
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NAME 

ncheck (hfs) - generate a list of path names from inode numbers for a HFS filesystem 

SYNOPSIS 

/usr/sbin/ncheck [-F hfs] [-V] [-S sector_ranges] [-i inode-numbers] 

[-a] [-s] [special ...] 

DESCRIPTION 

ncheck, when invoked without arguments, generates a list of path names corresponding to the inode 
numbers of all files contained on the HFS file systems listed in /etc/fstab. If special is specified, 
ncheck reports on the special only. Path names generated by ncheck are relative to the given special. 
Names of directory files are followed by /. 

Options 

-a Allow printing of the names . and which are ordinarily suppressed. 

-F hfs Specify the HFS file system type. 

-i inode-numbers 

Report only on files whose inode numbers are specified on the command line, in 
inode-numbers, inode-numbers is a comma separated list of inode numbers. 

-s Report only on special files and regular files with set-user-iD mode. The -s option is 

intended to discover concealed violations of security policy. 

-V Echo the completed command line, but performs no other action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-S sector_ranges 

Report only on files using sector numbers specified on the command line in 
sector_ranges. sector_ranges is a comma separated list of sector ranges. A sector 
range is a starting sector number and an ending sector number separated by a dash, 
or just a sector number. The sector numbers should be in DEV_BSIZE units. If no 
pathname contains the sector number it will be reported as free or containing file sys¬ 
tem structure. Sectors beyond the end of the file system will be reported as illegal. 

Access Control Lists 

Continuation inodes (that is, inodes containing additional access control list information) are quietly 
skipped si nee they do not correspond to any path name. 

EXAMPLES 

Execute the ncheck command on all special in /etc/fstab: 
ncheck 

Execute the ncheck command on HFS filesystem /dev/dsk/cld2s0: 
ncheck -F hfs /dev/dsk/cld2s0 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

DIAGNOSTICS 

When the file system structure is improper, ?? denotes the "parent" of a parentless file and a path-name 
beginning with . . . denotes a loop. 

AUTHOR 

ncheck was developed by AT&T and HP. 

FILES 

/etc/default/f s Specifies the default file system type. 

/etc/fstab Static information about the file systems. 
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SEE ALSO 

acl(5), fsck(lM), fstab(4), fs_wrapper(5), ncha:k(lM), sort(l). 


STANDARDS CONFORMANCE 

ncheck: SVID2, SVID3 
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NAME 

ncheck (vxfs) - generate pathnames from inode numbers for a VxFS filesystem 

SYNOPSIS 

/usr/sbin/ncheck [-F vxfs] [-V] [-i ilist] [-a] [-s] [-S sector_list] 

[-0 spedfic_options] special ... 

DESCRIPTION 

The ncheck program generates a pathname-vs-inode-number list of files for the specified VxFS file sys¬ 
tem. 

Some options accept a range as a value. A range consists of a single number, or two numbers separated by 
a indicating an inclusive range of values. Ifis specified and the first number is omitted, 0 is as¬ 
sumed. If thesecond number isomitted, theend of the file system isassumed. 

Names of directory files a re foil owed by "/ . ". 

Options 

-F vxfs Specifies the file-system type (vxfs). 

-V Echoes the completed command line, but performs noother action. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-i ilist Limits the report to the files on the ilist that follows. The ilist must be separated by 

commas without spaces. 

-a Allow printing of the names and (dot and dotdot), which are ordinarily 

suppressed. 

-s Report only on special files and regular files with set-user-1 D mode. This option may 

be used to detect violations of security policy. 

-S sector_list Report on files containing or referencing the specified sector(s). Output consists of the 
fileset name, fileset index, inode number, and pathname of file or filetypeif a struc¬ 
tural inode or attribute inode. Sectors not allocated to any file or filesystem structure 
are reported as <free>. Sectors not part of the file system are reported as 
<unused>. Unused or irrelevant fields are printed as 

sector_list consists of one or more ranges of sector numbers, separated by commas 
without intervening spaces. Multiple -S options accumulate. 

-o specific_options 

Specifies options specific to the VxFS file-system type. specific_options is a list of 
suboptions and/or keyword/attribute pairs intended for the VxFS-specific module of 
the command. 

Theavailableoptionsare 

m Print mode information (used in conjunction with -i option). 
b= block 

Print pathname containing filesystem block number block. 
sector=sector_range 

Report on all inodes containing or referencing the sector(s) in sector_range. The 
output includes the inode number, fileset index of the inode, sector(s) contained 
and the pathname or inode type. I nodes searched include structural inodes and 
attribute inodes, so a pathname is only generated when the sector is contained 
by a file. If the sector is not contained in any file, the inode type is printed as 
"<free>". Multiple -o sector= options accumulate. 

block= bl ock_range 

Print information on all inodes containing or referencing block numbers in the 
range specified. The output format is the same as that for -o sector=, but 
the units used are file-system blocks rather than sectors. 

surface [=sector_range] 

Perform a surface analysis. If a sector_range is specified perform a surface 
analysis only for that range. All the sector are read and if the read of a sector 
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fails, its sector number is printed. If any bad sectors are found, ncheck treats 
the list of bad sector as input to the -o sector=#option and produces a list of 
containing or referencing inodes. 

EXAMPLES 

Report on all inodes or file system structures containing or referencing sector 20 through 35 (inclusive) in 
thefilesystem /dev/vgOl/rlvoll: 

ncheck -F vxfs -S 20-35 /dev/vgOl/rlvoll 

Same as above but report on all inodes or file system structures referencing any sector in the file system 
/dev/vgOl/rlvoll: 

ncheck -F vxfs -S - /dev/vgOl/rlvoll 

DIAGNOSTICS 

When the file-system structure is improper, "???" denotes the "parent" of a parentless file, a pathname 
beginning with denotes a loop, and a pathname beginning with "***" denotes a directory entry 

whose" (dotdot) entry is not in accord with the directory in which it was found. 

FILES 

/etc/fstab Static information about the file systems. 

SEE ALSO 

sort(l), fsck(lM), fsck_vxfs(lM), ncheck(lM). inode numbers for VxFS filesystem 
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NAME 

ndd - network tuning 

SYNOPSIS 

ndd -get network_de(/ice parameter 
ndd -set network_de(/ice parameter value 
ndd -h sup[ported] 
ndd -h unsup[ported] 
ndd -h [parameter] 
ndd -c 
DESCRIPTION 

The ndd command allows the examination and modification of several tunable parameters that affect net¬ 
working operation and behavior. It accepts arguments on the command line or may be run interactively. 
The -h option displays all the supported and unsupported tunable parameters that ndd provides. Valid 
network_de(/ice names are: /dev/arp, /dev/ip, /dev/rawip, /dev/tcp, and /dev/udp. Set 
parameter to ? to get a list of parameters for a particular network_de(/ice. 

ndd -get Get the value of the parameter for network_de(/ice and print the value to standard 

output. Returned numbers are always displayed as decimal strings. 

ndd -set Set parameter for network_d 0 /iceto value. 

All times are specified in milliseconds, e.g. 240000for 4 minutes. Unless stated other¬ 
wise, numbers are assumed to be in decimal. Use "Ox" prefix to specify hexadecimal 
values. 

I n general, all tunable parameters are global, i.e., they affect all instances of the net¬ 
work module. Some settings take effect immediately, while others are used to initial¬ 
ize data for an instanceand will only affect newly opened streams. 

ndd -h supported 

Display all the supported tunable parameters. This set of parameters are supported 
by HP and detailed descriptions of these tunable parameters are aval lablethrough the 
-h parameter command. 

ndd -h unsupported 

Display all the unsupported tunable parameters. This set of parameters are not sup¬ 
ported by HP and modification of these tunable parameters are not suggested nor 
recommended. Setting any unsupported tunable parameters on your system may 
result in adverse effects to your networking operations. 

ndd -h When parameter is specified, a detail description of the parameter, along with its 

minimum, maximum, and default value are displayed. If no parameter isspecified, it 
displaysall supported and unsupported tunableparameters. 

ndd -c Read input from the configuration file /etc/rc. config. d/nddconf and set the 

tunable parameters. A user may specify tunable parameters in the nddconf 
configuration file, and these parameters will be set automatically each time the sys¬ 
tem boots. 

DIAGNOSTICS 

When the command fails, an error message is printed to the standard error and the command terminates 
with an exit valueof one. 

WARNINGS 

Care must be used when setting parameters for a network_device. Setting a tunable parameter to an inap¬ 
propriate valuecan result in adverse affects to your networking operations. 

EXAMPLES 

To get help information on all supported tunableparameters: 

ndd -h supported 

To get a detail description of thetunableparameter, ip_forwarding: 
ndd -h ip_forwarding 
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To get a list of all TCP related parameters: 
ndd -get /dev/tcp ? 

Toget thecurrent valueof thetunableparameter, ip_forwarding: 
ndd -get /dev/ip ip_forwarding 

Toset the valueof thedefauItTTL parameter for UDP to 128: 

ndd -set /dev/udp udp_def_ttl 128 

FILES 

/etc/rc. config.d/nddconf Contains tunable parameters that will beset automatically each 

ti me the system boots. 


AUTHOR 

ndd was developed by H P. 
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NAME 

netfmt - format tracing and logging binary files 

SYNOPSIS 

/usr/sbin/netfmt -s [-t records] [[-f] file_name] 
/usr/sbin/netfmt -p [-c config file] 

/usr/sbin/netfmt [-c config file] [-F] [-t records] [-v] [-1] [-n] 
[-N I [-1 [-L] [-T]]] [[-f ] file_name] 


DESCRIPTION 

netfmt is used to format binary trace and log data gathered from the network tracing and logging facility 
(see nettl(lM)). The binary trace and log information can be read from a file or from standard input (if 
standard input is a tty device, an informative message is given and netfmt quits). Formatted data is 
written to standard output. 

Formatting options are specified in an optional filter configuration file. Message inclusion and format can 
be controlled by the filter configuration file. If no configuration commands are specified, all messages are 
fully formatted. A description of thefilter configuration filefollows the option descriptions. 


Options 

netfmt recognizes thefollowing command-line options and arguments: 


-s Display a summary of the input file. Thesummary includesthe total number of mes¬ 

sages, the starting and ending timestamps, the types of messages, and information 
about the system that the data was collected on. The contents of the input file are not 
formatted: only a summary is reported. 

-t records Specifies the number of records from the tail end of the input file to format. This 
allows the user to bypass extraneous information at the beginning of the file, and get 
to the most recent information quickly. The maximum number of records that can be 
specified is 1000. If omitted, all records are formatted. The -t option is not allowed 
when the input file is a FIFO (pipe). 

-f file_name Specifies the input file containing the binary log or trace data. file_name may not be 
the name of a tty device. Other options may impose additional restrictions on the 
type of the input file allowed. If omitted, data is read from standard input. 


-p Parse input: this switch allows the user to perform a syntax check on the config file 

specified by the -c parameter. All other parameters are ignored. If the syntax is 
correct, netfmt terminates with nooutput or warnings. 


-c config file Specifies the file containing formatter filter configuration commands. Syntax for the 
commands is given below. When -c is omitted the file $HOME/.netfmtrc is read 
for both logging and tracing filter configuration commands if it exists. 


-F Follow the input file. I nstead of closing the input file when end of file is encountered, 

netfmt keeps it open and continues to read from it as new data arrives. This is 
especially useful for watching events occur in real time while troubleshooting a prob¬ 
lem. Another use would be for recording events to a console or hard-copy device for 
auditing. (Note that console logging is controlled by the configuration files 
/etc/nettlgen. conf and /var/adm/conslog.opts; see nettlgen.conf(4).) 
The -F option is not allowed when the input file is redirected. 


Thefollowing options are not supported by all subsystems. If a subsystem does not support an option, that 
option is ignored during formatting of data from that subsystem. Consult the product documentation of the 
subsystem for information regarding the support of these options. 


-V Enables output of verbose information. This includes additional cause and action text 

with formatted output. This information describes the possible cause of the message 
and any actions that may be required by the subsystem. 

After the contents of the input file have been formatted a summary of the file is 
displayed. When this option is used with the -t option, only a summary of the last 
records is reported. No summary is produced when this option is used in conjunction 
with the -F option or if formatting is interrupted. 
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-1 (ell) Turn off inverse video highlighting of certain traced fields. Use this flag when 

sending formatted trace data to a line printer. By default, certain fields in the trace 
file are highlighted in inverse video when viewing the formatted trace format at a ter¬ 
minal that supports highlighting. 

-n Shows port numbers and network addresses(such as IP and xl21) as numbers (nor¬ 

mally, netfmt interprets numbers and attempts to display them symbolically). 

-N Enables "nice" formatting where Ethernet/IEEE802.3, slip, ip, icmp, igmp, TCP, udp, 

and RPC packets are displayed symbolically. All remaining user data is formatted in 
hexadecimal and ascii. 

-1 (one) Attemptstotersely format each traced packet on a singleline. If -Land/or -T 

options are used, the output lines will be more than 80 characters long. 

-T Places a time stamp on terse tracing output. Usedwiththe -1 (minus one) option. 

-L Prefixes local link address information to terse tracing output. Used with the -1 

(minusone) option. 

Filter Configuration File 

Note: Filter configuration file syntax converges the syntax used with the obsolete nettrfmt network 
trace formatter and netlogfmt network log formatter commands with new netfmt syntax for control¬ 
ling formatter options. The first section below describes the general use and syntax of the filter 
configuration file. Specific options for subsystem Naming and Filtering are listed in the Subsystem Filter¬ 
ing section below. 

The filter configuration file allows specification of two types of information: 

• Specify options in order to control how the input data is to be formatted. These options determine 
what the output looks I ike and allow a user to select the best format to suit their needs. 

• Specify filters in order to precisely tailor what input data is to be discarded and what is to be for¬ 
matted. Global filters control all subsystems: subsystem filters pertain only to specific subsys¬ 
tems. 

A filter is compared against values in the input data. If the data matches a filter, the data is formatted; 
otherwise, the input data is discarded. A filter can also specify NOT by using ! before the filter value in 
the configuration file. If the input data matches a NOT filter, it is discarded. A filter can also be a "wild¬ 
card" (matching any value) by specifying an asterisk * before the filter value in the configuration file. 
"Wild card" filters pass all values of the input data. Specifying ! * as the filter means NOT all. 

Filter Configuration File Syntax 

• The formatter ignores white space, such as spaces or tabs. Flowever, newlines (end of line charac¬ 
ters) are important, as they terminate comments and filter specifications. 

• Theformatter is not casesensitive. For example error and ERROR are treated as equivalent. 

• To placecomments in thefile, begin each comment line with a # character. Theformatter ignores 
all remaining characters on that line. There are no inline comments allowed. 

• An exclamation point (!) in front of an argument indicates NOT. This operator is not supported 
for timestamp, log instance, and id filtering. 

• The asterisk (*), when used as an argument, indicates all. Since the default for all formatting 
options is ALL, it is unnecessary to use the asterisk alone. It can be used along with the exclama¬ 
tion point, (!*) to indicateNOT all. This operator is not availablefor timestamp, log instance, 
and ID filtering. 

Global Filtering: 

Global filtering commands start with the word formatter, followed by the keywords verbosity, 
mode, option, or filter. 

formatter verbosity value, 
value should be either of 

high Enables output of netfmt internal debugging information to standard 

error. Same as the -v option. 
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low No internal debugging information is to be displayed. 

formatter mode value, 

value should be one of 

raw Dumps out the messages in hex format, 

nice Enables "nice!'formatting. Same as -N option. 

terse Attempts to tersely format each traced packet on a single line. Same 

as -1 (minusone) option. 

normal Normal formatting. 

formatter option [ ! ] value, 
value should be 

suppress Normally repeated lines in hex output are condensed into a single line 

and a message stating that redundant lines have been skipped is 
displayed. Specifying ! suppress will print all redundant data. 
This is useful when the formatted output is used as input into other 
commands. 

highlight Normally the formatter will highlight certain fields in its trace output 

in inversevideo. Specifying Ihighlight will turn thisfeatureoff. 
Same as the -1 (minus ell) option. 

formatter filter type[ ! lvalue | * 

Six types of filtering are provided: 

class log classes 

kind trace kinds 

id connection, process, path, and user 

log instance specific thread of events 
subsystem subsystem names 

time specify ranges of time(s) 

The foil owing combinations are recognized: 

formatter filter class value [subsystem] 

value indicates the log class. This option allows the user to select one or more classes 
to be formatted. Initially all log classes are formatted. Only one class is allowed per 
line. Classesin multiplelines arelogically"OR"ed. The optional subsystem name sets 
theclass filter only for thespecified subsystem. Thelog classesare: 

INFORMATIVE Describes routine operations and current system values. 
WARNING Indicates abnormal events possibly caused by subsystem 

problems. 

ERROR Signals an event or condition which was not affecting the 

overall subsystem or network operation, but may have caused 
an application program to fail. 

DISASTER Signals an event or condition which did affect the overall sub¬ 

system or network operation, caused several programs to fail 
or the entire node to shut down. 

formatter filter Connection_ID value 
formatter filter Device_ID value 
formatter filter Path_ID value 
formatter filter Process_ID value 
formatter filter User_ID value 

value specifies them number of the messages to format. Last-entered value has pre¬ 
cedence over any previous ones. See the record header in the formatted output to 
determine which ID numbers to filter on. The ! operator is not allowed in value. 

formatter filter kind value [subsystem] 

value can either be an established trace kind or a mask. A mask is a hexadecimal 
representation of a (set of) trace kind(s). Masks in multi pie lines are logically "OR"ed. 
The optional subsystem name sets the kind filter only for the specified subsystem. 
Trace kinds and their corresponding masks are: 
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Name Mask Name Mask 

hdrin 0x80000000 state 0x04000000 

hdrout 0x40000000 error 0x02000000 

pduin 0x20000000 logging 0x01000000 

pduout 0x10000000 loopback 0x00800000 

proc 0x08000000 


hdrin Inbound Protocol Header, 

hdrout Outbound Protocol Header. 

pduin I nbound Protocol Data Unit (including header and data). 

pduout Outbound Protocol Data Unit (including header and data). 

proc Procedure entry and exit. 

state Protocol or connection states. 

error I nvalid events or condition. 

logging Special kind of trace that containsa log message. 

loopback Packets whose source and destination system is the same. 

formatter filter log_instance value 

value specifies the log instance number of the messages to filter. Selecting a log 
instance allows the user to see the messages from a single thread of network events. 
Only one log instance is allowed per filter configuration file. The log instance can not 
be negated with the ! operator. 

formatter filter subsystem value 

value specifies the subsystem name. Available subsystem names can be listed by 
using the command: 

nettlconf -status 

Only one subsystem name is allowed per line; multiple lines "OR" the request. To 
eliminatea given subsystem name, use the ! operator, which formats all subsystems 
except those excluded by the list of negated subsystems. To include all subsystems 
(the default), use the * operator. To eliminateall subsystems, use the !* operator. 

formatter filter time_from value 

formatter filter time_through value 

time_from indicates the inclusive starting time. time_through indicates the 
inclusiveending time, value consists of time_of_day and optionally day_of_year, (usu¬ 
ally separated by one or more blanks for readability). 

time_of_day specifies the time on the 24-hour clock in hours, minutes, seconds and 
decimal parts of a second (resolution is to the nearest microsecond). Hours, minutes 
and seconds are required; fractional seconds are optional. time_of_day format is 
hh : mm: ss. dddddd. 

day_of_year specifies the day of the year in the form month/day/year in the format: 
mm/dd/yy. Specify month and day numerically, using one or two digits. For exam¬ 
ple, J anuary can be specified as 1 or 01; the third day of the month as 3 or 03. 
Specify the year by its last two digits. For example, specify 1993 as 93. day_of_year 
is an optional field; the current date is used as a default. 

The time_from specification includes only those records starting from the resolu¬ 
tion of time given. For example, if the time_of_day for time_from is specified as 
10:08:00, all times before that, from 10:07:59.999999 and earlier, are excluded from 
the formatted output. Records with times of 10:08:00.000000 and later are included in 
the formatted output. Similarly, the time_through specification includes only up 
to the resolution of time given. For example, if thetime_of_day for time_through 
is specified as 10:08:00, all records with times after that, from 10:08:00.000001 
onward, are excluded from the formatted output. 

Subsystem Filtering 

Note: Global filtering described above takes precedence over individual subsystem tracing and logging 
filtering described below. 
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Subsystem filters are provided to allow filtering of data for individual subsystems or groups of subsystems. 
Their behavior varies among individual subsystems. Subsystem filters are valid only when the correspond¬ 
ing subsystems have been installed and configured on the system. See the subsystem documentation for a 
description of supported subsystem filters and their behavior. 

Subsystem filtering commands start with the name of the subsystem followed by the subsystem filter key¬ 
words. However, to provide convenience and backwards compatibility, several other filter keywords are 
provided for the group of LAN subsystems: NAME and FILTER. Currently, four types of subsystem filters 
are provided: LAN, X25, streams, and OTS. The collection of LAN subsystems use the subsystem filters 
identified by the FILTER and NAME keywords and the collection of OTS subsystems use the subsystem 
filters with the OTS keyword. The collection of X25 subsystems start their filter commands with the X25 
subsystem names. 

LAN Naming and Filtering 

LAN naming can be used to symbolically represent numbers with more recognizable labels, 
name nodename value 

nodename is a character string to be displayed in place of all occurrences of value, value is a 
(IEEE802.3/Ethernet) hardware address consisting of 6 bytes specified in hexadecimal (without 
leading "Ox"), optionally separated by -. netfmt substitutes all occurrences of value with 
nodename in the formatted output. The mapping is disabled when the -n option is used. This 
option applies to tracing output only. 

LAN filtering is used to selectively format packets from the input file. There are numerous filter types, 
each associated with a particular protocol layer: 


Filter Layer Filter Type Description 


Layer 1 

dost 

source 

interface 

hardware destination address 
hardware source address 
software network interface 

Layer 2 

ssap 

dsap 

type 

1 EEE802.2 source sap 

1 EEE802.2 destination sap 

Ethernet type 

L ayer 3 

ip_saddr 

ip_daddr 

ip_proto 

IP source address 

IP destination address 

IP protocol number 

L ayer 4 

tcp_sport 

tcp_dport 

udp_sport 

udp_dport 

connection 

TCP source port 

TCP destination port 

UDP source port 

UDP destination port 
a level 4 (TCP, udp) connection 

Layer 5 

rpcprogram 

rpcprocedure 

rpcdirection 

RPC program 

RPC procedure 

RPC call or reply 

Filtering occurs at each of the five layers. If a packet matches any filter within a layer, it is passed up to 
the next layer. The packet must pass every layer to pass through the entire filter. Filtering starts with 
Layer 1 and ends with Layer 5. If no filter is specified for a particular layer, that layer is "open" and all 
packets pass through. For a packet to make it through a filter layer which has a filter specified, it must 
match the filter. Filtersat each layer are logically "OR"ed. Filters between layers are logically "AN D"ed. 


LAN trace and log filters usethefollowingformat: 
filter type[!] value I * 

filter isthekeyword identify! ngthefilter asaLAN subsystem filter. 

Thefollowingfiltersareavailablefor LAN tracing. 

filter connection value 
value takes the form: 

local_addr: port remote_addr: port 

where local_addr and remote_addr can be a hostname or a 4-byte Internet address specified in 
decimal dot notation (see inet(3N) for more information on Internet addresses and decimal dot 
notations), port can be a service name or an integer, integer represents a port and can be desig¬ 
nated by a hexadecimal integer (Oxdigits), an octal integer (Odigits), or base-10 integers (0 
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through 65535). 

filter dest value 
filter source value 

value Is a hardware address consisting of 6 bytes specified In hexadecimal (without leading Ox), 
optionally separated by-. 

filter dsap value 
filter ssap value 

value Is a hexadecimal Integer of the form: Oxdlglt; an octal Integer of the form: Odlglts; or a 
base-ten Integer, 0 through 255. 

filter interface value 

value Identifies a network interface and takes the form: lann for LAN interface, or Ion for 
loopback Interface, where n Is the logical unit number, as In lanO. 

filter ip_daddr value 
filter ip_saddr value 

value Is a hostname or a 4-byte I nternet address specified in decimal dot notation (seelnet(3N) 
for more Information on I nternet addresses and decimal dot notations). 

filter ip_proto value 

value Is a hexadecimal Integer of the form: Oxdlglt; an octal Integer of the form: Odlglts: or a 
base-ten Integer, 0 through 255 (see protocols(4) for more Information on protocol numbers). 

filter tcp_dport value 
filter tcp_sport value 
filter udp_dport value 
filter udp_sport value 

value Is a port number designated as a 2-byte I nteger value or a service name. The Integer value 
can be designated by a hexadecimal Integer (Oxdigits), an octal Integer (Odlglts), or a base-10 
Integer (0 through 65535). 

filter rpcprogram value 

value Is a RPC program name or an Integer RPC program number (see rpc(4) for more Informa¬ 
tion on RPC program names). The Integer value can be designated by a hexadecimal Integer 
(Oxdigits), an octal Integer (Odlglts), or a base-10Integer (0 through 65535). 

filter rpcprocedure value 

value Is an Integer RPC procedure number. The Integer value can be designated by a hexade¬ 
cimal Integer (Oxdigits), an octal Integer (Odlglts), or a base-10Integer (0 through 65535). 

filter rpcdirection value 

value can be either call or reply. 

filter type value 

value Is a hexadecimal Integer of the form: Oxdigits; an octal Integer of the form: Odlglts: or a 
base-ten Integer (0 through 65535). 

LAN log filtering command hasthefollowingform: 

filter subsystem value 
value takes the form: 


subsys_name event 0 /ent_llst 


where subsys_namels a subsystem name obtained using the nettlconf -status command 
or one of thefollowing abbreviations: 


caserouter 
loopback 
ni 
pxp 
tcp 

e(/ent_llst takes the form: 

e/ent_spec [, e(/ent_spec. . . ] 


axrn 

ip 

netisr 

nsdiag 

rlbdaemon 

timed 


bufs 

ipc 

nfs 

nse 

sockregd 

tirdwr 


caselib 

Ian 

nft 

probe 

strlog 

udp 
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where 0 /ent_spec takes one of the three forms: 

[!] integer [!]range [!]* 

integer is an integer in hexadecimai (ieading Ox), octai (ieading 0), or decimai, which specifies a 
iog event for the subsystem indicated. 

range takes the form integer-integer, and indicatesan inciusiveset of events. 

X25 Naming and Filtering 

The X25 product provides capabiiities to assign symboiic names to important numbers and to fiiter iog 
events and trace messages. See x25iog(lM) and x25trace(lM) for more information about X25 naming and 
fiitering. 

OTS Filtering 

The OTS subsystem fiiter aiiows fiitering of the message id numbers that are typically found in the data 
portion of an OTS subsystem's log or trace record. The OTS subsystem filter is effective for any subsystem 
that is a member of the OTS subsystem group. 

OTS trace filtering configuration commands have the foil owing form in configfile: 

OTS [subsystem] msgid [ ! ] message !D | * 

Keywords and arguments are interpreted as follows: 

OTS Identifies the filter as an OTS subsystem filter, 

subsystem Oneofthefollowing group of OTS subsystems: 

OTS ACSE_PRES NETWORK 

TRANSPORT SESSION 

Note: The absence of subsystem implies that thefilter applies to all OTS subsystems. 

message_l D is the value of the message i D to filter. A message i D is used by OTS subsystems to 
identify similar types of information. It can be recognized as a 4 digit number con¬ 
tained in brackets ([ ]) at the beginning of an OTS subsystem's trace or log record. 
Initially all messageJDs are enabled for formatting. To format records with specific 
message_IDs, turn off all messageiDs using the !* operator, then selectively enable 
the desired message IDS. Only one message! D is allowed on each line. Multiplelines 
are "OR"ed together. 

STREAMS Filtering 

The STREAMS subsystem filter allows filtering on some fields of the messages logged by STREAMS 
modules and drivers. See strlog(7) for more information. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi-byte character code sets are supported in data. Single-byte character codesets are sup¬ 
ported in filenames. 

DEPENDENCIES 

netfmt only recognizes subsystems and filters from products which have been installed and configured. 

WARNINGS 

The syntax that was used for the obsolete LAN trace and log options has been mixed with the syntax for the 
netfmt command such that any old options files can be used without any changes. The combination of 
syntax introduces some redundancy and possible confusion. The global filtering options have the string 
formatter filter as the first two fields, while the LAN filtering options merely have the string 
filter as the first field. It is expected that the older LAN filtering options may change to become more 
congruent with the global filtering syntax in future releases. 

The nettl and netfmt commands read the /etc/nettlgen. conf file each time they are exe¬ 
cuted. These commands will not operate if the file becomes corrupted (see nettl (IM) and netfmt(lM)). 

DIAGNOSTICS 

Messages describe illegal use of netfmt command and unexpected EOF encountered. 
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EXAMPLES 

The first group of examples show how to use command lineoptions. 

1. Format the last 50 records in file /var/adm/nettl . LOGOO (the default log file): 

netfmt -t 50 -f /var/adm/nettl.LOGOO 

2. Usethefollow option to send all log messagestotheconsole(normally, only DiSASTER-class log 
messages are sent to the console I n console form): 

netfmt -f /var/adm/nettl.LOGOO -F > /dev/console 

3. Monitor all log messages in a hpterm window: 

hpterm -e /usr/sbin/netfmt -F -f /var/adm/nettl.LOGOO 

4. Read file /var/adm/trace. TRCl for binary data and use conf.file as the filter 
configuration file: 

netfmt -c conf.file -f /var/adm/trace.TRCl 


The remaining examples show how to specify entries in the filter configuration file used with the -c 
option. 

1. Tell netfmt to format only INFORMATIVE -class log messages coming from the NS_LS_IP 
subsystem between 10:31:53 and 10:41:00 on 23 November 1993. 


formatter 

filter 

time_from 

10:31:53 

11/23/93 

formatter 

filter 

time_through 

10:41:00 

11/23/93 

formatter 

filter 

class 

! * 


formatter 

filter 

class 

INFORMATIVE 


formatter 

filter 

subsystem 

! * 


formatter 

filter 

subsystem 

NS_LS_IP 


Map hardware address to name(LAN): 




name 

nodel 

08-00-09- 

OO-Oe-ca 


name 

node3 

02-60-8C- 

01-33-58 


Format only packets from either of the above hardware addresses: 


filter 

source 

08-00-09- 

OO-Oe-ca 


filter 

source 

02-60-8C- 

01-33-58 



4. Format all packets transmitted from the local node, local, to the remote node, 192.6.1.3, 
which reference local TCP service ports login or shell, or remoteUDP port 777: 


5. 


filter 

filter 

filter 

filter 

filter 


ip_saddr 

ip_daddr 

tcp_sport 

tcp_sport 

udp_dport 


local 

192.6.1.3 

login 

shell 

777 


Format a TCP connection from local node node2 to 192.6.1.3 which uses node2 service 
port ftp and remote port 1198. 


filter connection node2:ftp 192.6.1.3:1198 

6. Format all packets except those that use interface lanO: 


filter interface ! lanO 


7. Format all logged events for subsystem ip. No other events are formatted. (By default, all 
events are formatted): 

filter subsystem ip event * 

8. Format only event 5003 for subsystem ip. Format all events except 3000 for subsystem tcp. 
No other events are formatted. 


filter subsystem ip event 5003 

filter subsystem tcp event *,13000 

9. Format only events 5003, 5004, 5005, and 5006 for subsystem ip. Format all events except 
events 3000, 3002, and 3003 for subsystem tcp. No other events are formatted: 
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filter subsystem ip event 5003-5006 

filter subsystem tcp event *,! 3000,!3002-3003 

10. Format only these records containing message IDS 9973 and 9974 for subsystem session 
and those not containing message id 9974 for subsystem transport. All records from other 
subsystems are formatted: 


ots session msgid !* 

ots session msgid 9973 

ots session msgid 9974 

ots transport msgid !9974 


11. Combine LAN and general filtering options into one configuration file. Format 15 minutes of 
pduin and pduout data starting at 3:00 PM on 2 April 1990for data from lanO interface. 


formatter 

formatter 

formatter 

filter 

filter 


filter 

filter 

filter 

interface 

interface 


kind 0x30000000 

time_from 15:00:00 04/02/90 

time_through 15:15:00 04/02/90 
! * 

lanO 


FILES 

/etc/nettlgen.conf 
/var/adm/conslog.opts 
$HOME/.netfmtrc 


default subsystem configuration file 
default console logging options filter file 

default filter configuration file if the -c config_file option is 
not used on the command line. 


SEE ALSO 

nettl(lM), nettlconf(lM), nettlgen.conf(4), strlog(7). 

AUTHOR 

netfmt was developed by FI P. 
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NAME 

netti - control network tracing and logging 

SYNOPSIS 

/usr/sbin/nettl -start 
/usr/sbin/nettl -stop 

/usr/sbin/nettl -firmlog o|l|2 -card de(/_name ... 

/usr/sbin/nettl -log class ... -entity subsystem ... 

/usr/sbin/nettl -status [log Itrace lall] 

/usr/sbin/nettl -traceon kind ... -entity subsystem ... [-card des/ name ...] 

[-file tracename] [-m bytes] [-size portsize] [-tracemax maxsize] 

/usr/sbin/nettl -traceoff -entity subsystem ... 

DESCRIPTION 

The netti command Isa tool used to capture network events or packets. Logging is a means of capturing 
network activities such as state changes, errors, and connection establishment. Tracing is used to capture 
or take a snapshot of inbound and outbound packets going through the network, as well as loopback or 
header information. A subsystem is a particular network module that can be acted upon, such as 
ns_ls_driver , orX25L2. netti is used to control the network tracing and logging facility. 

Except for the -status option, netti can be used only by users who have an effective user ID of 0. 

Options 

netti recognizes the following options, which can be used only in the combinations indicated in 
SYNOPSIS. Some option and argument keywords can beabbreviated as described below. All keywords are 
case-insensitive. 

-start (Abbr.: -st) 

Used alone without other options. 

Initialize the tracing and logging facility, start up default logging, and optionally start up 
console logging. Logging is enabled for all subsystems as determined by the 
/etc/nettlgen. conf file. Log messages are sent to a log file whose name is deter¬ 
mined by adding the suffix .LOGOO to the log file name specified in the 
/etc/nettlgen. conf configuration file. Console logging is started if console logging 
has been configured in the /etc/nettlgen.conf file. See nettlconf(lM) and 
nattlgen.conf(4) for an explanation of the configuration file. If the log file (with suffix) 
already exists, it is opened in append mode; that is, new data is added to the file. The 
default name is /var/adm/nettl (thus logging starts to file 
/var/adm/nettl.LOGOO). See "Data File Management" below for more information 
on how the log file is handled. 

A netti -start command is performed during system startup if the NETTL variable 
in the /etc/rc. config. d/nett 1 file has a value of 1. 

Note: It is strongly recommended that the tracing and logging facility be turned on before 
any networking is started and remain on as long as networking is being used. Otherwise, 
information about disasters will be lost. To minimize the impact on the system, all subsys¬ 
tems can beset with the-log option to capture only disaster-class log messages. 

-stop (Abbr.: -sp) 

Used alone without other options. 

Terminate the trace/log facility. Once this command is issued, the trace/log facility is no 
longer able to accept the corresponding tracking cal Is from the network subsystems. 

Note: See note for the -start option. 

-card dev_name ... 

(Abbr.: -c) 

This option is required by the X.25 subsystems: it is optional for other subsystems. Some 
subsystems do not support this option. 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-449 


nettl(lM) 


nettl(lM) 


Limit the trace information gathered to oniy the data that comes from the specified net¬ 
work interface card. More than one de(/_name can be specified at a time in order to trace 
muitipienetwork interfaces. 

de(/_name specifies a device which corresponds to a network interface card that has been 
instaiied and configured. It can be either an integer representing the network interface, or 
the device fiie name of the network interface. Some subsystems do not support both types 
of de(/_name. For exampie, the X25 subsystems require that de(/_name be a device fiie 
name. The product documentation for the subsystems shouid expiain if the -card option 
is appiicabieand how to choose an appropriatede(/_name. 

If de/_name is not an integer it is assumed to be a device fiie name. The path prefix 
/dev/ wiii be attached in front of de(/_nameif it is not an absolute path name to form the 
device file name, /dev/d 0 /_name. d 0 /_namemust refer to a valid network device file. 

-entity all 
-entity subsystem ... 

(Abbr.: -e) 


Limit the action of -log, -traceoff , or -traceon to the specified protocol layers or 
software modules specified by subsystem. 

The number and names of subsystems on each system are dependent on the products that 
have been installed. Use the command nettlconf -status to obtain a full listing of 
supported subsystems and the products that own them. 

Examples of OSI subsystems: 


acse_pres 

ftam_init 

mms 

asnl 

ftam_resp 

network 

cm 

ftam_vfs 

ots 

em 

ftp_ftam_gw 

transport 

ftam_ftp_gw 

hps 

ula_utils 

iples of LAN subsystems: 

ns_ls_driver 

ns_ls_loopback 

ns_ls_ni 

ns_ls_icmp 

ns_ls_netisr 

ns_ls_tcp 

ns_ls_iginp 

ns_ls_nfs 

ns_ls_udp 

ns_ls_ip 

ns_ls_nft 

ns_ls_x25 


Two X.25-specific subsystems are used for tracing only: 


X25L2 


X25L3 


-file tracename 

(Abbr.: -f) 

Used with thefirst -traceon option only. 

The first time the -traceon keyword is used, it initializes tracing, creating a file 
tracename.TRCO which receives the binary tracing data. If a trace file of the name 
tracename. TRCO already exists the binary trace data is appended to the end of the file. 

To start a fresh trace file, first turn off tracing then turn it back on again using a different 
tracename. See "Data File Management" below for more information on file naming. 

If -file is omitted, binary trace output goes to standard output. If standard output is a 
terminal device, an error message is issued and no tracing is generated. 

-firmlog 0 111 2 

(Abbr.: -fm) 

Requires the -card option. 

Series 800 and X.25 only. 

Set theX.25/800 interface card logging mask to level 0, 1, or 2. The default level is 0. The 
X.25/800 interface logs a standard set of messages. A level of 1 specifies cautionary mes¬ 
sages as well as the default messages. A level of 2 specifies information messages in addi¬ 
tion to the cautionary and default messages. This option is recognized only by the 
ns_ls_x25 subsystem. 
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-log class ... (Abbr.: -1) 

Requires the -entity option. 

Control the class of log messages that are enabled for the subsystems specified by the 
-entity option. 

class specifies the logging class. Aval I able cl asses are: 

Full Abbr. Mask 


informative i 1 
warning w 2 
error e 4 
disaster d 8 


informative Describes routine operations and current system values. 

warning Indicates abnormal events possibly caused by subsystem prob¬ 

lems. 


error Signals an event or condition which was not affecting the overall 

subsystem or network operation, but may have caused an appli¬ 
cation program to fail. 

disaster Signals an event or condition which did affect the overall subsys¬ 

tem or network operation, caused several programs to fail or the 
enti re node to shut down. 


Classes can be specified as keywords or as a single numeric mask depicting which classes to 
log. The mask is formed by adding the individual masks of the log classes. If you choose to 
indicate several cl asses at once, be sure to separate each log class with a space. 

disaster logging is always on. The default logging classes for each subsystem is 
configured into the configuration file, /etc/nettlgen. conf . When the tracing/logging 
facility is started, the information in the configuration file is read and subsystems are 
enabled for logging with the specified classes. To change the log class, use the 
"nettl -log class -entity subsystem" command with a new log class value. If 
desired, the command can be run for different log classes and different entities. 

-m bytes Specify the number of bytes (bytes) of each trace record to trace. This option allows the 
user to specify the number of b>4es to be captured in the trace packet. The user may prefer 
not tocapturean entirePDU trace, such as when the user isonly interested in the header. 

The maximum value for bytes is 2000. By default, the entire packet is traced. A value of 0 
will also cause the entire packet to be traced. This option currently applies only to kernel 
subsystems. 

-size ports!ze 

(Abbr.: -s) 

Used with first -traceon option only. 

Set the size in kilobytes (KB) of the trace buffer used to hold trace messages until they are 
written to the file. The default size for this buffer is 68 KB. The possible range for portsize 
is 1 to 1024. Setting this value too low increases the possibility of dropped trace messages 
from fast subsystems. 

-status log 
-status trace 
-status [all] 

(Abbr.: -ss) 

Used alone without other options. 

Report the tracing and logging facility status. The facility must be operational, that is, 
nettl -start has been completed. The additional options define the type of trace or 
log information that is to be displayed. The default value is all. 

log Log status information 

trace Trace status information 
all Trace and log status information 
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-tracemax maxsize 

(Abbr.: -tm) 

Used with first -traceon option oniy. 

Tracing uses a circuiar fiie method such that when one fiie fiiis up, a second is used. Two 
trace flies can exist on a system at any given time. See "Data Fiie Management" beiow for 
more information on fiie behavior. 

maxsize specifies the maximum size in kiiobytes (KB) of both trace flies combined. The 
defauit vaiuefor the combined fiie sizes is 1000 KB. The possibie range for maxsize is 100 
to 99999. 

-traceoff (Abbr.: -tf) 

Requires the -entity option. 

Disabietracing of subsystems specified by the -entity option. If all is specified as an 
argument to the -entity option, aii tracing is disabied. The trace fiie remains, and can 
be formatted by using the netfmt command to view the trace messages it contains (see 
netfmt(lM)). 

-traceon all 
-traceon kind ... 

(Abbr.: -tn) 

Requires the -entity option. The -card option is required for X.25 subsystems. 
Other options are not required. 

Start tracing on the specified subsystems. The tracing and iogging fadiity must have been 
initiaiized by nettl -start for this command to have any effect. The defauit trace fiie 
is standard output; it can be overridden by the -file option. If standard output is a ter- 
minai device, then an informative message is dispiayed and notracedata is produced. 

When tracing is enabied, every operation through the subsystems is recorded if the kind 
mask is matched. 

kind defines the trace masks used by the tracing fadiity before recording a message. If 
-traceon all is specified, aii trace masks are enabied. kind can be entered as one or 
severai of thefoiiowing keywords or masks: 

keyword mask keyword mask 


hdrin 0x80000000 
hdrout 0x40000000 
pduin 0x20000000 
pduout 0x10000000 
proc 0x08000000 


state 

error 

logging 

loopback 


0x04000000 

0x02000000 

0x01000000 

0x00800000 


hdrin I nbound Protocoi Fleader. 


hdrout Outbound Protocoi Fleader. 


pduin I nbound Protocol Data Unit (including header and data), 

pduout Outbound Protocol Data Unit (including header and data), 
proc Procedure entry and exit, 

state Protocol or connection states. 


error I nvalid events or condition. 


logging Special kind of trace that containsa log message, 
loopback Packets whose source and destination system is the same. 

For multiple kinds, the masks can be specified separately or combined into a single 
number. For example, to enable both pduin and pduout (to trace all packets coming 
into and out of the node) use either pduin pduout or 0x10000000 0x20000000 
or the combination 0x30000000. 


Not all subsystems support all trace kinds. No error is returned if a given subsystem does 
not support a particular trace kind. 
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If a -traceon is issued on a subsystem that is aiready being traced, the tracing mask and 
optionai vaiues are changed to those specified by the new command, but the new -file, 
-size, and -tracemax options are ignored and a message is issued. 

If -entity all is specified, aii recognized subsystems are traced except X.25-specific 
subsystems. Toturn on tracing for X.25, usethecommand 

nettl -traceon kind -e X.25_subsys -card de/_name 
where the vaiue of x.25_subsys isX25L2 or X25L3. 

Data File Management 

Data flies created by the tracing and iogging fadiity require speciai handiing by the fadiity that the user 
must be aware of. When flies are created, they have the suffix .LOGOO or .TRCO appended to them, 
depending on whether they are iog or trace flies, respectiveiy. This scheme is used to keep the flies distinct 
for cases where the user specifies the same name in both pieces. Aiso, the flies impiement a type of circuiar 
buffer, with new data aiwaysgoing intotheflieappended with .LOGOO or .TRCO. When a flie isfuii, it is 
renamed to the next higher number in its sequence: that is, iogname. LOGOI or tracename. TRCl and a 
new flie named iogname. LOGOO or tracename. TRCO is created. Currentiy, oniy two generations of flies 
are possibie; thus, oniy two iog flies and two trace flies can appear on the system simuitaneousiy: 
iogname. LOGOO, iogname. LOGOI, tracename. TRCO, and tracename. TRCl. 

Note: Theflie name prefix (iognameor tracename) specified by the user must not exceed eight charac¬ 
ters so that the flie name pi us suffix does not exceed fourteen characters. Longer names are trun¬ 
cated. Toseetheactuai nameof thetraceor iogflie, usethe nettl -status all command. 

Console Logging 

Consoie iogging is used to dispiay significant iog events on the system console. The values in the 
/etc/nettlgen. conf file determine if console logging is to be started and the entries in the 
/var/adm/conslog.opts file determine what log messages will be reported to the console. The 
nettlconf command can be used to configure and maintain the information in the 
/etc/nettlgen. conf file (see nettl conf (IM)). If changes are made to these files, nettl must be 
stopped and restarted for the new information to take effect. 

All log messages written to the console as a result of this configuration information are in a special short 
form. If more information is desired on the console, the netfmt formatter can be used to direct output to 
the console device. This may be most useful in an X windows environment. 

Console logging may be disabled if conservation of system resources is valued more than notification of log 
events. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multibyte character code sets are supported in data: single-byte character code sets are sup¬ 
ported in file names. 

EXAMPLES 

1. I nitialize the tracing/logging facility: 

nettl -start 
(See note for the -start option.) 

2. Display the status of the tracing/logging facility. 

nettl -status all 

3. Change log class to error and warning for all the subsystems, disaster logging is always on 
for all subsystems. 

nettl -log e w -e all 

4. Turn on inbound and outbound PDU tracing for the transport and session (OTS/9000) subsys¬ 
tems and send binary trace messages to file /var/adm/trace. TRCO. 

nettl -traceon pduin pduout -entity transport session \ 

-file /var/adm/trace 

5. Turn on outbound PDU tracing for X.25 level two, and subsystem ns_ls_ip. Trace messages go to 
the trace file set up in the previous example. This example also uses the abbreviated options. Tracing 
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for X.25 requires a -card option to indicate which X.25 card to trace, 
nettl -tn pduout -e X25L2 ns_ls_ip -c x25_0 
6. Determine status of tracing from the previous two exampies. 
nettl -status trace 


7. 


The output shouid resembiethefoiiowing: 


Tracing Information: 
Trace Filename: 

Trace file size(Kbytes) : 
User's ID: 

Messages Dropped: 


/var/adm/trace.TRC* 

1000 

0 Buffer Size: 

0 Messages Queued: 


32768 

0 


Subsystem Name: 

TRANSPORT 

SESSION 

NS_LS_IP 

X25L2 


Trace Mask: 

0x30000000 

0x30000000 

0x10000000 

0x10000000 


Card: 


x25_0 


Stop tracing for aii subsystems. 


nettl -traceoff -e all 


8. Enabie pduin and pduout tracing for ns_ls_driver (LAN driver) subsystem. Binary trace 
data goes tofiie /var/adm/LAN. TRCO. 

The -file option of this command is oniy vaiid the first time tracing is caiied. The trace fiie is not 
automaticaiiy reset with the -file option. To change the trace output fiie, stop tracing and start up 
again. This exampie assumes that the -traceon option is being used for the first time. 

nettl -tn pduin pduout -e ns_ls_driver -file /var/adm/LAN 

9. Terminatethetracing and ioggingfadiity. 

nettl -stop 

(See note for the -start option.) 


WARNINGS 

Aithough the nettl command aiiows the specification of aii iog dasses and aii trace kinds for aii subsys¬ 
tems, many subsystems do not support aii iog dasses and aii trace kinds. No error or warning wiii be 
issued if a subsystem does not support a iog dass or trace kind. Refer to the product documentation of the 
subsystem for information on supported iog dassesand trace kinds. 

Tracing to a fiie that resides on a NFS fiie system can impact system performance and resuit in ioss of trace 
data. It is recommended that NFS fiie systems not be used to contain tracing output flies. 

Tracing to a fiie may not be abieto keep up with a busy system, especiaiiy when extensive tracing informa¬ 
tion is being gathered. If some data ioss is encountered, the trace buffer size can be increased. Beseiective 
about the number of subsystems being traced, as weii as the kinds of trace data being captured. 

The nettl and netfmt commands read the /etc/nettlgen. conf fiie each time they are run (see 
netti (IM) and netfmt(lM)). If the fiie becomes corrupted, these commands wiii no ionger beoperationai. 


FILES 

/dev/netlog 
/dev/nettrace 
/etc/nettlgen.conf 
/etc/rc.config.d/nettl 

/var/adm/conslog.opts 

/var/adm/nettl.LOGOO 


Kernei iog pseudo-device fiie. 

Kernei trace pseudo-device fiie. 

Tracing and iogging subsystem configuration fiie. 

Contains variabies which controi the behavior of nettl during 
system startup. 

Defauit console logging options filter file as specified in 

/etc/nettlgen.conf. 

Default log file as specified in /etc/nettlgen. conf. 
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AUTHOR 

nettl was developed by H P. 

SEE ALSO 

netfmt(lM), nettlconf(lM), nettlgen.conf(4). 
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NAME 

nettladm - network tracing and logging administration manager 

SYNOPSIS 

/opt/nettladm/bin/nettladm [-t|-l] [-c filter_file] 

DESCRIPTION 

The nettladm command is a tool used to administer network tracing and logging. It provides an interac¬ 
tive user interface to the netti, netfmt, and netticonf commands. The interface runs in either text terminal 
mode or in a Motif graphical environment. To run nettladm using Motif windows set the DISPLAY 
environment variable to match the system name (e.g., DlSPLAY=system : 0.0) prior to using the com¬ 
mand. 

The nettladm command starts a menu-driven program that makes it easy to perform network tracing 
and logging tasks with only limited specialized knowledge of HP-UX. nettladm is a self-guided tool, and 
context-sensitive help is availableat any point by pressing thefl function key. 

Options 

nettladm recognizes thefollowingoptions: 

-1 Shortcut to enter the "Logging Subsystems" (logging) area. This is the default. 

-t Shortcut to enter the 'Tracing Subsystems" (tracing) area. 

-c filter_file Usethecontentsof filter_fileasthedefaultset of subsystem formatting criteria when creat¬ 
ing reports within the "Create Report" area. The defaults can be overridden through the 
interface screens. Global filters (those beginning with the word FORMATTER) and com¬ 
ments are ignored. See netfmt(lM) for the description and syntax of filter_file. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multibyte character code sets are supported in data; single-byte character code sets are sup¬ 
ported in file names. 

WARNINGS 

Changes to logging and tracing levels and states are not preserved across system reboots or stops and res¬ 
tarts from outside of the nettladm command. Permanent changes must be made to the 
/etc/nettIgen. conf file using the nettlconf command. Note that changes to console logging and 
all logging startup parameters are preserved. 

Although the nettladm command allows the specification of all log classes and all trace kinds for all sub¬ 
systems, many subsystems do not support all log classes and all trace kinds. No error or warning will be 
issued if a subsystem does not support a log class or trace kind. Refer to the product documentation of the 
subsystem for information on supported log classesand trace kinds. 

The nettladm command reads the /etc/nettlgen. conf and /var/adm/conslog. opts files 
each time it is run (see nettlgen.conf(4)). If the files become corrupted, this command will no longer be 
operational. 

DEPENDENCIES 

nettladm runs in an X Windows environment as well as on thefollowing kinds of terminals or terminal 
emulators: 

• HP-compatible terminal with programmable function keys and on-screen display of function key 
labels. 

• VT-100 

FILES 

/etc/nettlgen.conf 
/var/adm/conslog.opts 

/var/adm/nettl.LOGOO 
/var/adm/nettl.TRCO 
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/opt/nettladm/lib/Xll/app-defaults/Nettladm 

Xll application defaults file. 


AUTHOR 

nettladm was developed by H P. 

SEE ALSO 

nettl(lM), netfmt(lM), nettlconf(lM), nettlgen.conf(4). 
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NAME 

netticonf - configure network tracing and logging command subsystem database 

SYNOPSIS 

/usr/sbin/nettlconf -status 

/usr/sbin/nettlconf -L [-console conlog] [-portsize logportsize] 

[-space maxiogspace] [-filename logfilename] [-option logoptfile] 

/usr/sbin/nettlconf [-S] -id ssid -name ssname [-class logclass] 

[-kernel I -St [reams] ] -lib sslib -msg ssmsgcat [-fmtfn fmtfunc] 

[-optfn optfunc] -group ssgrpname 

/usr/sbin/nettlconf -delete ssid 

DESCRIPTION 

netticonf maintains the database file /etc/nettlgen. conf which contains information required 
by the nettl and netfmt commands (see netti (IM) and netfmt(lM)). This database contains system 
logging information along with a description of each subsystem that uses the network tracing and logging 
facilities. 

netticonf can be used to update the system logging parameters or to add, update, and delete subsystem 
descriptions. If a subsystem already exists with the same ssid, the values given are substituted for those in 
the database: otherwise a new entry is created. 

System administrators may use the netticonf command to customize the system logging parameters 
stored in the database such as console logging behavior, the system log file name, the maximum system log 
file size, and the amount of memory required by the tracing and logging facilities. 

netticonf is also called during system startup to change the database to reflect the values of any 
relevant environment variables in the /etc/rc. config. d/nettl file. 

Products use the netticonf command during product installation to configure subsystems into the trac¬ 
ing and logging facility. The installation will execute the netticonf command for each subsystem it 
installs in order to provide the information necessary for the subsystem to use the tracing and logging facil¬ 
ities. 

Only users with appropriate privileges can invoke netticonf to modify the configuration file. 

Options 

The following option can be used to view the system logging parameters and all subsystem descriptions 
from the nettlgen. conf database. 

-status (abbrev: -s) displaythecontentsof thedatabase. 

The foil owing options can be used to update the system logging parameters. 

-L This indicates that subsequent options apply to updating logging information. 

Changes to logging information will not take effect until nettl has been stopped 
and restarted. This is a required field. 

-console conlog (abbrev: -c) conlog is set to 1 if console logging is to be enabled when nettl is 
started, 0 if not. (Console logging is used to report interesting events on the system 
console.) This is an optional field. 

NOTE: during system startup conlog will be changed to match the value of the 
NETTL_CONSOLE variable in the /etc/rc. config. d/nettl file. 

-portsize logportsize 

(abbrev: -p) logportsize determines the number of outstanding messages possible in 
the log queue. The value is in multiples of 1024 bytes. Valid range is 1 through 64. 
The default is 8. This is an optional field. 

-space maxiogspace 

(abbrev: -s) maxiogspace is the maximum logging file space to be allowed. This is 
the combined size of the 2 ping-ponged log files. Specify the size in multiples of 1024 
bytes. Valid range is 1 through 10240. Default is 1000. This is an optional field. 

-filename logfilename 

(abbrev: -f) logfilename is the path and file name to be used as the system log file. 
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without the ping-pong extension (.LOGx). The defauit system iog fiie is 
/var/adm/nettl. This is an optionai fleid. 

-option iogoptfiie 

(abbrev: -o) iogoptfiie is the path and fiie name to be used as the console log options 
file. The information in this file will be used to select logged events that will be 
reported to the system console. The default console logging options file is 
/var/adm/conslog. opts. This is an optional field. 

The foil owing options are used to add or update a subsystem description to the database. 

-S Indicates that subsequent options apply to adding or updating a subsystem entry. 

This is an optional field. 

-id ssid (abbrev: -i) ssid (subsystem ID number) is used as the key field in the 

nettlgen.conf database. It uniquely identifies a subsystem to the tracing and 
logging facility. This is a required field. 

-name ssname (abbrev: -n) ssnameisthesubsystem-name mnemonic. This string is used to identify 
the subsystem on the nettl command line and also in the subsystem header 
displayed by theformatter (see nettl (IM) and netfmt(lM)). This is a required field. 

-class logclass (abbrev: -c) logclass is the default log class mask assigned to the subsystem at 
start-up of the tracing/logging facility. For multiple classes, the masks must be com¬ 
bined into a single decimal number. For example, to initially log DISASTER and 
ERROR events use 12 as the logclass. Default is an empty field in 
nettlgen.conf. nettl substitutes 12 (disaster and error) for an empty class 
field. This is an optional field. 

Class Abbreviation 

informative 1 

warning 2 

error 4 

disaster 8 

-kernel (abbrev: -k) flags the given subsystem as a kernel subsystem, nettl uses this 

information to control certain tracing and logging properties of the subsystem. A sub¬ 
system is defaulted to non-kernel unless this option is used. This is an optional field. 

-streams (abbrev: -st) flags the given subsystem as a streams based kernel subsystem. 

nettl uses this information to control certain tracing and logging properties of the 
subsystem. A subsystem is defaulted to non-kernel unless this option is used. This is 
an optional field. 

-lib sslib (abbrev: -1) sslib is the name of the shared library where the subsystem formatter 

resides. This should be an absolute path name unless the library resides in 
/usr/lib. Multiple subsystems can reference the same library. This is a required 
field. 

-msg ssmsgcat (abbrev: -m) ssmsgcat is the name of the subsystem formatter message catalog. If 
the pathname and .cat filename extension are excluded, /usr/lib/nis/ %L/ %N.cat 
is used to locate ssmsgcat. Otherwise, ssmsgcat must be formatted similarly to the 
NLSPATH environment variable (see environ(5)). Multiple subsystems can refer to 
the same message catalog. This is a required field. 

-fmtfn fmtfunc (abbrev: -f) fmtfunc specifies the function to call when formatting data from the 
given subsystem. Multiple subsystems can reference the same formatting function. 
Default istoform thefunction name from the subsystem ID as follows: 

subsys_N_format 

where N is the subsystem ID number. If a null function is needed for this subsystem, 
specify 

-f NULL 

This is an optional field. 

-optfn optfunc (abbrev: -o) optfunc specifies the function used to process options in the netfmt 
filter configuration file (see netfmt(lM)). Multi pie subsystems can reference the same 
options processing function. The default is an empty field in nettlgen.conf. 
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netfmt assumes a NULL function for an empty optfunc field. This is an optional 
field. 


-group ssgrpname 

(abbrev: -g) ssgrpname is a group name associated with the subsystem. It is typi¬ 
cally the product name of the subsystem. Several subsystems can be grouped 
together so that a common banner is printed in the formatted header. This is a 
required field. 

The foil owing option is used to remove a subsystem description from the database. 

-delete ssid (abbrev: -d) Deletes all information associated with thessid (subsystem I D) from the 
database. 


WARNINGS 

The nettlconf utility is intended primarily for use by HP subsystems to configure themselves into the 
tracing and logging facility at installation time. System administrators may wish to use this command to 
alter thedefault logging cl ass each subsystem starts up with, but no other information about the subsystem 
should be changed. 

The nettl and netfmt commands read the /etc/nettlgen. conf file each time they are exe¬ 
cuted. If the file becomes corrupted these commands cannot function. 

Some changes to the /etc/nettlgen. conf file do not take effect until nettl and netfmt are 
stopped and restarted. 

AUTHOR 

nettlconf was developed by HP. 

FILES 

/etc/nettlgen. conf subsystem configuration file maintained by nettlconf 

/etc/rc. config.d/nettl configuration filecontrolling nettl during system startup 

SEE ALSO 

netfmt(lM), nettl(lM), nettlgen.conf(4), environ(5). 


Section lM-460 


3- 


HP-UX Release 11.0: October 1997 


newaliases(lM) 


newaliases(lM) 


NAME 

newaliases- rebuilds thedatabase for the mail aliases file 

SYNOPSIS 

newaliases [-v] 

DESCRIPTION 

newaliases rebuilds the random access database for the mail aliases file /etc/aliases . It must be 
run each timethisfileischanged in order for thechangetotakeeffect. 

newaliases is identical to sendmail -bi. 

RETURN VALUE 

The newaliases utility exits 0 on success, and >Oif an error occurs. 

FILES 

/etc/aliases The mail aliasesfile. 

SEE ALSO 

aliases(5), sendmail(lM). 

HISTORY 

The newaliases command appeared in 4.OBSD. The manual pageoriginally came from sendmail 8.7. 
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NAME 

newarray - configure a disk array 

SYNOPSIS 

newarray [-NConfig Name | -rRAID_L 0 /el ] [Options] d 0 /ice_file 

DESCRIPTION 

newarray, a front-end program for the utility cfl (see cf](lM)), facilitates the configuration of Hewlett- 
Packard SCSI disk arrays. It is the recommended utility for all array configuration. Array configuration 
maps a set of one or more physical disk mechanisms in an array to a set of one or more logical disks, 
addressable by hp-ux. Logical disks are addressed through device files. Each logical disk in an array (also 
known as a LUN, for Logical UNit), has its own device file. A logical disk can consist of a single physical 
disk, a portion of a single physical disk, multiple physical disks, or portions of multiple physical disks. For 
additional information about possible array configurations, see the array configuration table contained in 
thefile /etc/hpC2400/arraytab, and arraytab(4). 

Supported configurations for the array device are pre-defined in the array configuration table, located in file 

/etc/hpC2400/arraytab. 

newarray can configure a complete set of logical partitions for an array in one operation. Due to the 
inter-dependency of logical partitions, this is the recommended method for configuration. A single logical 
partition can be added to an array configuration using an entry from the array configuration table by using 
the -L option. 

device_file is a character device file that specifies the I/O address, and driver to use when configuring 
the disk array. The way that this file is used by newarray is system dependent. See dependencies 
below. Logical partitions in an array are independently addressable by using the appropriate device file to 
address the logical unit assigned to a partition. 

Prior to configuring the array (except with the -L option ), all currently configured logical partitions are 
removed from the configuration. 

To simplify array configuration newarray obtains much of the necessary information directly from the 
array device, and its attached disk mechanisms. The array model number, and the number of available 
physical disks available, is determined by querying the device. This information is used to locate the 
appropriate configuration entry in the array configuration table. Optional parameters can be used to over¬ 
ride thedefault, and inquiry values. 

The preferred configuration method is to use the -N option to specify a configuration by name. The name 
determines which configuration newarray uses from the array configuration table. Configuration param¬ 
eters are obtained from the named configuration entry. Parameters of the chosen configuration can be 
overridden using options to newarray, or by creating and using a custom configuration entry in the array 
configuration table. See the WARNINGS section of this manpage. 

Because the array controller type, and disk mechanism types are used in addition to the configuration 
name to select an entry from the array configuration table the configuration name does not have to be 
unique within the array configuration table. However, the combination of configuration name, array con¬ 
troller type, and disk mechanism types must be unique within the array configuration table. During 
configuration, the array controller type, and disk mechanism types are obtained by querying the devices. 

The -r option specifies an operating mode, rather than specifying a configuration by name. The -d 
option, which specifies the size of a disk group, is often used with the -r option. If -d is not used, 
newarray selects the configuration in the array configuration table that most closely matches the disks in 
the array. 

When the configuration parameters have been determined, newarray calls cfl. 

Ifthe -V option is used, newarray prints its actions, and the parameters it passes to cfl to configure 
thearray (seecfl(lM)). 

Array Configuration 

newarray obtains its configuration values from the array configuration table. If not specified there, 
default values are provided by cfl (see cfl (IM)). Configuration values can be overridden by newarray 
options. 

Options 

-Lunitaddr Configures a single lun from the specified configuration. The -L option is useful for 
adding disks to an array without changing the existing configuration. Because the order in 
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which LUN's are configured determines the physicai mapping on the disks within the array, 
be very carefui when using the -L option. 

-N config name 

The name of the configuration to be used, as specified in the configuration fiie 
/etc/hpC24 00/arraytab. See arraytab(4). 

-V Dispiay the parameters of array configuration, and the utiiity commands issued as part of 

the configuration process. 

-b biock_size The size in bytes of the lun biock. Must be an integrai number of the physicai disk 
mechanism sector size. Currentiy supported vaiues are 512,1024, 2048, and 4096. 

-c capacity Thesizein biocksof thetUN. A vaiueof 0 defauits to the iargest capacity avaiiabie. Ifthe 
LUN type is set to sub-LUN, the capacity is the avaiiabie capacity of the composite drive 
group or 2 GByte if the 2 GByte fiag is set, which ever is smaiier. See -f option. 

-d group_size Physicai drive group wiii contain this number of disks in the iogicai partition configuration. 

-f fiags Configuration fiags. There are 16 fiags, represented by a 16 bit hexadecimai number. 

Currentiy oniy four of the fiags are defined. The fiag definitions and their defauit vaiueare: 


BitO 

off 

Not used. 

Bitl 

on 

Disable auto reconstruction. When set (on), disables the automatic detec¬ 
tion, and initiation of failed disk data reconstruction. 

Bit 2 

off 

Not used. 

Bits 

off 

Not used. 

Bit4 

on 

When set (on), enablesAEN (automaticevent notification) polling. 

Bits 

on 

When set (on), enables read parity verification. 

Bite 

on 

When set (on), enables write with parity verification. 

Bit? 

off 

Not used. 

Bits 

off 

Mode Sense default pages. Bit 8 and Bit 9 concurrently set is reserved. 

Bit 9 

off 

Mode Sense current pages. Bit 8 and Bit 9 concurrently set is reserved. 

Bit 10-15 off 

Not used. 


-g group_name 

Use physicai drive group configuration with iabei GroupName (in array configuration tabie) 
forthisLUN configuration. 

-i seg0_size The size in bytes of the first segment lun. This aiiows this area to be set to a size different 
than the remainder of the disk, an area typicaiiy used as the boot biock for some systems. 
This must be a integrai number of the biock-size. If there are no speciai requirements, this 
parameter should be set toO. 

-k recon_size Reconstruction size. The -k option specifies (in lun blocks) the amount of data to be 
reconstructed in a single operation during reconstruction of a redundant drive 
configuration. Larger values provide more efficient (faster) reconstruction, but hold off the 
servicing of I/O requests. Smaller values allow quicker servicing of I/O requests, but with 
less efficient (slower) reconstruction. 


-1 recon_freq Reconstruction frequency. The -1 option specifies (in tenths of a second) the time period 
between reconstruction of disk segments in a redundant drive configuration. Small time 
periods cause the array to consume most of its time reconstructing data, but allow the 
reconstruction to complete more quickly. Large time periods allocate more time to I/O pro¬ 
cessing, but require longer reconstruction times. 

-r raidjevel The raid (redundancy level) to apply to the disks in the array. Valid entries for raid_level 
areRAiD_0, raid_1, raid_ 3, and raid_ 5. Some raid levels require specific physical drive 
configurations. See also the -g option. 

-s seg size The number of bytes of a contiguous segment of the logical address space residing on a sin¬ 
gle physical disk. This affects how many physical disks are involved in a single I/O request. 
If I/O requests are mostly random, single-block requests, set this value to the integral 
number of the lun block size that minimizes the number of disks necessary to service most 
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I/O requests. A larger size will allocate more time to I/O processing. 

-t LUN_type LU Ns can be configured as regular LU Ns (reg), or sub-LU Ns (sub). AregulartUN utilizes 
all the available capacity of a disk group, or limits thetUN configuration to 2 GBytes if the 
2 GByte limiter is set. If a regular lun configuration is used, the -c option is ignored. A 
sub-LUN allows logical partitioning of the disk group capacity into a maximum of eight 
LUNs. Valid values for LUN_typeare "reg" and "sub". 

Custom Configurations 

You can create array configurations that might be better suited to a particular application by using 
newarray's command line parameters to override default values, or by creating special entries in the 
array configuration tablein thefile /etc/hpC2400/arraytab. Before you do, see cautionary notes in 
the WARNINGS section of this manpage. 

RETURN VALUES 

newarray will return thefollowing values: 

0 Successful completion. 

-1 Command failed (an error occurred). 

ERRORS 

newarray: device busy 

To ensure that newarray does not modify a disk array that is being used by another process, newar¬ 
ray attempts to obtain exclusive access to the disk array. If the disk array is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message is returned 
by the driver. To eliminate the "device busy" condition, determine what process has the device open. 

I n the case of LVM, it is necessary to deactivate the volume group containing the array before configuring 
the array (see vgchange(lM)). 

EXAMPLES: 

Thefollowing examples use configurations contained in /etc/hpC24 00/arraytab. 

Raid Level Specification 

To configure an HP C2425D with 5 internal disks to a five drive raid level 0 configuration (on Series 700 
computer): 

newarray -rRAID_0 /dev/rdsk/c2t3d0 

To configure an HP C2425D with 5 internal disks to a one drive raid level 0 configuration (on Series 700): 

newarray -rRAID_0 -dl /dev/rdsk/c2t3d0 
Name Specification 

To configure an HP C2430D with five disks connected on SCSI channel 3 (on a Series 800) using the 
configuration "Raid_3_5d" in /etc/hpC2400/arraytab: 

newarray -NRaid_3_5d /dev/rdsk/o2t3d0 

WARNINGS 

We strongly recommend that you use the array configurations that are specified, and delivered by Hewlett- 
Packard, in the file /etc/hpC2400/arraytab . These configurations have been tested and certified 
for proper use on Hewlett-Packard computer systems. Custom configurations cannot be warranted for 
proper operation. 

Configuring a disk array causes the loss of user data on the array. 

When using the -L option, physical media is assigned to the logical unit in the order in which the logical 
units are configured. Existing logical unit configurations are NOT removed prior to configuration with this 
option. The use of this option isnot recommended atthistime. 

DEPENDENCIES 

File System Considerations 

The disk array maps the address space of one or more physical disk mechanisms onto logical "disk" parti¬ 
tions. The parameters defined in the configuration, together with the data access patterns of the user's 
application, determine the operating characteristics of the logical disk. Some configurations create multiple 
logical partitions, that share a set of physical disks. I/O traffic to each of the logical partitions affects per¬ 
formance, due to the common physical disk resources. The file system or application using the "logical" 
disk may require or assume certain characteristics. For optimal system performance it is necessary that 
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the file system configuration and application be compatible with the array configuration. 

Your choice of segment size directly affects the performance of the disk array. Choose this parameter in 
concert with the choice of the parameters used when buildingthefilesystem on thedevice. In general, the 
segment size determines how much data from a single I/O will be stored on a single disk within the array. 
A smaller value will involve more of the disks with the I/O, whereas a larger value will involve fewer disks. 
If input/output operations tend to be very long, the involvement of multiple disks may hasten the comple¬ 
tion of each I/O. I n this case the access time is the same as a single disk, but the disk data transfer time is 
shared across the set of disks. If input/output operations are short, the access time will dominate relative 
to the disk data transfer time, and more input/output operations may be processed in parallel by involving 
fewer disks in each I/O. In all cases the relative locality of data and the access pattern will affect the per¬ 
formance. For highly sequential data, it may be advantageous to locate the data for a single I/O on a single 
disk, to take advantage of read-ahead caching within each disk. 

Configurations for the HP C2430 disk array should enable the automatic data reconstruction lun flag as 
part of the configuration specification. 

Supported Array Products: 

The FI P C2425 and FIP C2427 disk arrays are only supported on Series 700 systems running FIP-UX version 
9.0X. 

The FIP C2430 disk array is supported on Series 700 and 800 systems running FIP-UX versions 9.OX and 
10. OX. 

AUTHOR 

newarray was developed by HP. 

SEE ALSO 

arraytab(4), cfl(lM), buildfs(lM), fs(4), mkfs(lM), sss(lM), dcc(lM). 
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NAME 

newfs (generic) - construct a new filesystem 

SYNOPSIS 

/usr/sbin/newfs [-F FStype] [-o specific_options] [-V] special 

DESCRIPTION 

The newfs command is a "friendly" front-end to the mkfs command (see mkfs(lM)). The newfs com¬ 
mand calculates the appropriate parameters and then builds the file system by invoking the mkfs com¬ 
mand. 

special represents a character (raw) special device. 

Options 

newfs recognizesthefollowingoptions: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching special with an entry in that file. If 
there is no entry in /etc/fstab, then the file system type is determined from the 
file /etc/default/f s. 

-o specific_options 

Specify options specific to the file system type. specific_options is a list of suboptions 
and/or keyword/attribute pairs intended for an FStype-specific module of the com¬ 
mand. See the file system specific manual entries for a description of the 
specific_options that are supported, if any. 

-V Echo the completed command line, but perform no other actions. The command line 

is generated by incorporating the specified options and arguments and other informa¬ 
tion derived from /etc/fstab. This option allows the user to verify the command 
line. 

EXAMPLES 

Execute the newfs command to create an FI FS file system on /dev/rdsk/clt0d2 

newfs -F hfs /dev/rdsk/clt0d2 


AUTHOR 

newfs was developed by FIP and the University of California, Berkeley. 

FILES 

/etc/default/fs Filethat specifies the default filesystem type, 
/etc/fstab Static information about the file systems. 

SEE ALSO 

fsck(lM), fstyp(lM), mkfs(lM), newfs_FStype(lM), fstab(4), fs_wrapper(5). 
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NAME 

newfs (hfs) - construct a new HFS filesystem 

SYNOPSIS 

/usr/sbin/newfs [-F hfs] [-B] [-d] [-l|-S] [-0 disk_type] [-R swap] [-v] [-V] 

[mkfs-options] special 

DESCRIPTION 

The newfs command buildsa filesystem by invoking the mkfs command. 

The newfs command creates thefilesystem with a rotational delay value of zero (see tunefs(lM)). 
special represents a character (raw) special device. 

Options 

newfs recognizesthefollowingoptions: 

Specify the HFS file system type. 

Reserve space for boot programs past the end of the file system. If file 
/usr/lib/uxbootlf is present on the system then sufficient space to accommo¬ 
date that file is reserved, otherwise 691 KB sectors are reserved. This option 
decreases the size of the file system to be created. This option cannot be used if the 
-s option is given; see "mkfs Options" below. 

This option allows the newfs command to make the new file system in an ordinary 
file. I n this case, special is the name of an existing file in which to create the file sys¬ 
tem. The-s option (see "mkfs Options") must be provided with this option. 

There are two types of HFS file systems, distinguished mainly by directory formats 
that place different limits on the length of filenames. 

If -L is specified, build a long-file-name file system that allows directory entries (file 
names) to be up toMAXNAMLEN (255) bytes long. 

If -S is specified, build a short-file-name file system that allows directory entries (file 
names)tobeuptoDlRSlZ (14) bytes long. 

If neither -L nor -S is specified, build a file system of the same type as the root file 
system. 

-0 disk_type Use disk parameters from the entry for the named disk type in /etc/disktab. 

This option is provided for backward compatibility with previous HP-UX releases. 
Any parameters specified in the command line will override the corresponding values 
in /etc/disktab. Any values not given in the command line or in 
/etc/disktab will be defaulted. 

Reserve swap megabytes (MB) of swap space past the end of the file system. This 
option decreases the size of the file system to be created by the given amount. This 
option cannot be used if the-s option is given; see "mkfs Options" below. 

Verbose; the newfs command prints out its actions, including the parameters passed 
to the mkfs command. 

Echo the completed command line, but perform no other actions. The command line 
is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

Both the-R and -B options can be given in the same command line. I n this case, both the requested swap 
space and the space needed for boot programs are reserved. These options are for use when thefilesystem 
size defaults to the size of the enti re di sk. 

mkfs Options 

The mkfs-options argument can be zero or more of thefollowing options that can be used to override default 
values passed to the mkfs command: 

-b biksize The primary block size for files on the file system. Valid values are: 4096, 8192, 
16384, 32768, and 65536. The default value is 8192 bytes. 

-c cylinders_per_group 

The number of disk cylinders per cylinder group. This number must be in the range 1 


-R swap 


—V 

-V 


-F hfs 
-B 


-d 

-l|-s 
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to 32. The default value is 16 cylinders per group. 

-f fragsize The fragment size for files on the file system, fragsize represents the smallest amount 
of disk space to be allocated to a file. It must be a power of two no smaller than 
DEV_BSIZE and nosmallerthan one-eighth of the file system block size. The default 
value is 1024 bytes. 

-i number_of_bytes_per_inode 

The density of inodes in the file system specified as the number of bytes per inode. 
The default is 6144 bytes per inode. 

This number should reflect the expected average size of files in the file system. If 
fewer inodes are desired, a larger number should be used; if more inodes are desired, 
a smaller number should be used. 

Note: The number of inodes that will be created in each cylinder group of a file sys¬ 
tem is approximately the size of the cylinder group divided by the number of bytes per 
inode, up to a limit of 2048 inodes per cylinder group. If the size of the cylinder group 
is large enough to reach this limit, the default number of bytes per inode will be 
increased. 

-m free_space_percent 

The minimum percentage of free disk space allowed. The default value is 10 percent. 

Once the file system capacity reaches this threshold, only users with appropriate 
privileges can allocate disk blocks. 

-r re(/olutions_per_minute 

The disk speed in revolutions per minute (rpm). The default value is 3600 revolutions 
per minute. 

-s size The number of DEV_BSIZE blocks in the file system. DEV_BSIZE is defined in 

<sys/param.h> . The default value is the size of the entire disk or disk section 
minus any swap or boot space requested. See mkfs_hfs(lM) for limits on the size of 
HFS filesystems. 

-t tracks_per_cyl i nder 

The number of tracks per cylinder. The default value depends on the size of the file 
system. For file systems of less than 500 MB, the default is 7; for file systems between 
500 MB and 1 GB, the default is 12; for filesystems larger than 1 GB the default is 16. 

-o specific_options 

Specify a list of comma separated suboptions and/or keyword/attribute pairs from the 
list below. 

largefiles | nolargefiles 

Controls the largefilefeaturebit for the file system. The default is nolarge¬ 
files. This means the bit is not set and files created on the file system will be 
limited to less than 2 gigabytes in size. If largefiles is specified, the bit is 
set and the maximum size for files created on the file system is not limited to 2 
gigabytes (see mount_hfs(lM) and fsadm_hfs(lM)). 


Access Control Lists 

Every file with one or more optional ACL entries consumes an extra (continuation) inode. If you anticipate 
significant use of ACEs on a new file system, you can allocate more inodes by reducing the value of the 
argument tothe-i option appropriately. The small default value typically causes allocation of many more 
inodes than are actually necessary, even with ACEs. To evaluate the need for extra inodes, run the 
bdf -i command on existing file systems. For more information on access control lists, see ad (5). 

EXAMPLES 

Execute the newfs command to create an FI FS filesystem on a non-LVM disk /dev/rdsk/cltOdZ and 
reserve 40 megabytes of swap space. 

newfs -F hfs -R 40 /dev/rdsk/clt0d2 

Create an FIFS file system within a logical volume, my_lvol, whose size is identical to that of the logical 
volume. (Note the use of the character (raw) special device.) 
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newfs -F hfs /dev/vg01/rmy_lvol 

WARNINGS 

The old -F option, from prior releases of newfs(lM), is no longer supported. 

nei«fs(lM) cannot be executed specifying creation of a file system on a whole disk if that disk was previ¬ 
ously used as an LVM disk. If you wish to do this, use mediainit(l) to reinitialize the disk first. 

AUTHOR 

newfs was developed by HP and the University of California, Berkeley. 

FILES 

/etc/disktab 

/etc/fstab Static information about the file systems. 

SEE ALSO 

bdf(lM), fsadm_hfs(lM), mkboot(lM), mkfs(lM), mkfs_hfs(lM), mount_hfs(lM), newfs(lM), tunefs(lM), 
disktab(4), fs(4), ad(5). 
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NAME 

newfs (vxfs) - construct a new VxFS filesystem 

SYNOPSIS 

/usr/sbin/newfs -F vxfs [-V] [-v] [-R swap] [-1] [-B] [-0 disk_type] 

[mkfs_vxfs_options] special 

DESCRIPTION 

The newfs -F vxfs command builds a VxFS file system by invoking mkfs. I n addition to file system 
type specification, newfs takes a variety of options, listed below. A character (raw) file, special, (for exam¬ 
ple, /dev/rdsk/c0t6d0) must also be specified. 

Options 

newfs recognizesthefollowingoptions: 

-F vxfs Specify thefile-system type vxfs, required for a VxFS filesystem. 

-V Echo the completed command line, but perform no other actions. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allowstheusertoverify thecommand line. 

-V Verbose, newfs prints out its actions, includingthe parameters passed tomkfs. 

-1 Set the largefile compatibility bit for the file system, allowing files larger than 2 

Gbytes to be created. (See the -o largefiles option in the mkfs_vxfs(lM) 
manual page.) 

-Rswap Reserve swap Mbytes of swap space past the end of the file system. This option 
decreases the size of the file system to be created by the given number of Mbytes. 
This option cannot be used if the file-system size is also specified using -s (see 
mkfs_vxfs options below). 

-B Reserve space for boot programs past the end of the file system. If file 

/usr/lib/uxbootlf is present on the system, sufficient space to accommodate 
that file is reserved; otherwise 691 Kbytes are reserved. This option decreases the 
size of the file system being created. This option cannot be used if thefile-system size 
is also specified using-s (seemkfs_vxfs options below). 

-O disk_type Use disk parameters from the entry for the named disk_type in /etc/disktab. 

This option is provided for backward compatibility with previous FIP-UX releases. Any 
parameters specified on the command line will override the corresponding values in 
/etc/disktab. Any values not specified in the command line and not shown in 
/etc/disktab will be defaulted. 

Both -R and -B options may be given in the same command line. In this case, both the requested swap 
space and the space needed for boot programs are reserved. These options are used when the file system 
size is defaulted to the size of the enti re disk. 

mkfs_vxfs Options 

The following additional command-line options can be used to override default parameters passed to 

mkfs_vxfs: 

-s size Filesystem size in DEV_BSIZE blocks (defined in <sys/param.h>). The default 

value used is the size of the entire disk or disk section, minus any swap or boot space 
requested. The size specifies the number of sectors in the file system. By default, size 
is specified in units of DEV_BSIZE sectors. Flowever, the letter k, m, or g can be 
appended to the number to indicate that thevalueisin kilobytes, megabytes, or giga¬ 
bytes, respectively. 

-b block_size Filesystem block sizein bytes. The default value used is 1024bytes. 

-o largefiles I nolargefiles 

Controls the largefile compatibility bit for the file system. By default the bit is not 
set, and files created on the file system will be limited to less than 2 gigabytes in size. 
If largefiles is specified, the bit is set and the maximum file size for files created 
on the file system is not limited to 2 gigabytes (see mkfs_vxfs(lM), mount_vxfs(lM) 
and fsadm_vxfs(lM)). This option is only valid for a Version 3 disk layout. The 
default is nolargefiles, although the default may change in the future. 
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EXAMPLES 

Execute newfs to create a VxFS file system on /dev/rdsk/cltSdO and reserve 40 Mbytes of swap 
space. 

newfs -F vxfs -R40 /dev/rdsk/cltSdO 


FILES 

/etc/disktab Disk description file. 

/etc/fstab Static information about the file systems. 


SEE ALSO 

mkfs(lM), mkfs_vxfs(lM), newfs(lM), disktab(4). 
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NAME 

newkey - create a new Diffie-Hellman key pair in the pubiickey database 

SYNOPSIS 

newkey -h hostname [ -s nisplus | nis | files ] 
newkey -u username [ -s nisplus | nis | files ] 

DESCRIPTION 

newkey estabiishesnew pubiic keys for users and machines on the network. These keys are needed when 
using secure RPC or secure NFS service. 

newkey prompts for a password for the given username or hostname and then creates a new pubiic/secret 
Diffie-Fleiiman 192 bit key pair for the user or host. The secret key is encrypted with the given password. 
The key pair can be stored in the /etc/publickey fiie, the NIS pubiickey map, or the NIS+ 
cred.org_dir tabie. 

newkey consuits the pubiickey entry in the name service switch configuration fiie (see 
nsswitch.conf(4)) to determine which naming service is used to store the secure RPC keys. If the pub¬ 
iickey entry specifies a unique name service, newkey wiii add the key in the specified name service. 
Flowever, if there are muitipie name services iisted, newkey cannot decide which source to update and 
wiii dispiay an error message. The user is required to specify thesource expiicitiy with the-s option. 

In the case of NIS, newkey should be run by the superuser on the master NIS server for that domain. In 
the case of NIS+, newkey should be run by the superuser on a machine which has permission to update 
the cred. org_dir tableof the new user/host domain. 

I n the case of NIS+, nisaddcred(lM) should be used to add new keys. 

Options 

-h hostname Create a new public/secret key pair for the privileged user at the given hostname. 
Prompts for a password for the given hostname. 

-u username Create a new public/secret key pair for the given username. Prompts for a password 
for the given username. 

-s nisplus 
-s nis 

-s files Update the database in the specified source: nisplus (for NIS+), nis (for NIS), or 
files. Other sources may beavailablein thefuture. 


AUTHOR 

newkey was developed by Sun Microsystems, Inc. 

SEE ALSO 

chkey(l), keylogin(l), nisaddcred(lM), nisclient(lM), nsswitch.conf(4), publickey(4). 
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NAME 

nfsd, biod - NFS daemons 

SYNOPSIS 

/usr/sbin/nfsd [nservers] 

/usr/sbin/biod [nservers] 

DESCRIPTION 

nfsd starts the NFS server daemons that handle client file system requests (see nfs(7)). nservers is the 
number of file system request daemons that start. This number should be determined by the load expected 
on the server system. To obtai n the best performance I n most cases, set nservers to four. 

biod starts nservers asynchronous block I/O daemons. This command is used on an NFS client to buffer 
cache handle read-ahead and write-behind. nservers is a number greater than zero. For best performance, 
set nservers to four. 

AUTHOR 

nfsd was developed by Sun Microsystems, I nc. 

SEE ALSO 

mountd(lM), exports(4). 
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NAME 

nfsstat - Network File System statistics 

SYNOPSIS 

nfsstat [ -cmnrsz ] 


AVAILABILITY 

This program is available with the Networking software installation option. Refer to install(lM) 
for information on how to install optional software. 

DESCRIPTION 

nfsstat displays statistical information about the NFS (Network File System) and RPC (Remote Pro¬ 
cedure Call), interfaces to the kernel. It can also be used to reinitialize this information. If no options are 
given the default is 

nfsstat -cnrs 

That is, display everything, but reinitialize nothing. 

OPTIONS 

-c Display client information. Only theclient sideNFS and RPC information will be printed. Canbecom- 
bined with the -n and -r options to print client NFS or client RPC information only. 

-m Display statistics for each NFS mounted file system. This includes the server name and address, 
mount flags, current read and write sizes, the retransmission count, and the timers used for dynamic 
retransmission. The srtt value contains the smoothed round trip time, the dev value contains the 
estimated deviation, and the cur value is the current backed-off retransmission value. 

-n Display NFS information. NFS information for both the client and server side will be printed. Can be 
combined with the -c and -s options to print client or server NFS information only. 

-r Display RPC information. 

-s Display server information. 

-z Zero (reinitialize) statistics. This option is for use by the super-user only, and can be combined with 
any of the above options to zero particular sets of statistics after printing them. 


DISPLAYS 

The server RPC display includes thefollowingfields: 

calls Thetotal number of RPC calls received. 

badcalls The total number of calls rejected by the RPC layer (the sum of 
xdrcall as defined below). 


badlen and 


nullrecv The number of times an RPC call was not available when it was thought to be received, 
badlen The number of RPC calls with a length shorter than a minimum-sized RPC call. 

xdrcall The number of RPC calls whose header could not beXDR decoded. 

The server NFS display shows the number of NFS calls received (calls) and rejected (badcalls), and 
the counts and percentages for the various calls that were made. The client RPC display includes the fol¬ 
lowing fields: 

calls Thetotal number of RPC calls made, 
badcalls Thetotal number of calls rejected bytheRPC layer. 

retrans The number of times a call had to be retransmitted due to a timeout while waiting for a 
reply from the server. 

badxid The number of times a reply from a server was received which did not correspond to any 
outstanding call. 

timeout The number of times a call timed out while waiting for a reply from the server, 

wait The number of times a call had to wait because no cl lent handle was available, 

newcred The number of times authentication information had to be refreshed, 
timers The number of times the calculated time-out value was greater than or equal to the 
minimum specified time-out valuefor a call. 

The client NFS display shows the number of calls sent and rejected, as well as the number of times a 
CLIENT handle was received (nclget), the number of times a call had to sleep while awaiting a handle 
(nclsleep), as well as a count of the various calls and their respective percentages. 
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AUTHOR 

nfsstat was developed by Sun Microsystems, Inc. 
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NAME 

nis_cachemgr - maintainsa cache containing location information about NIS+servers 

SYNOPSIS 

/usr/sbin/nis_cachemgr [ -i ] [ -n ] [ -v ] 

DESCRIPTION 

The nis_cachemgr daemon maintains a cache of the NIS+ directory objects. The cache contains loca¬ 
tion information necessary to contact the NI S-i- servers that serve the various directories in the name space. 
This includes transport addresses, information neeeded to authenticate the server, and a time to live field 
which gives a hint on how long the directory object can be cached. The cache helps to improve the perfor¬ 
mance of the clients that are traversing the NI S-i- name space. nis_cachemgr should be running on all 
the machines that are using NIS-I-. However, it is not required that the nis_cachemgr program be run¬ 
ning in order for NI S-i- requests to be serviced. 

The cache maintained by this program is shared by all the processes that access NIS-i- on that machine. 
The cache is maintained in a file that is memory mapped (see mmap (2)) by all the processes. On startup, 
nis_cachemgr initializes the cache from the cold start file (see nisinit(lM)) and preserves unexpired 
entries that already exist in the cache file. Thus, the cache survives machine reboots. 

Thenis_cachemgr program is normally started from a system startup script. 

Note: The nis_cachemgr program makes NIS-i- requests under the NIS-i- principal name of the host on 
which it runs. Before running nis_cachemgr , security credentials for the host should be added to the 
cred.org_dir table in the host’s domain using nisaddcred(lM). Credentialsof type DES will be needed 
if the NIS-I- service is operating at security level 2 (see rpc.nisd(lM)). See the WARNINGS section, below. 
Additionally, a ’keylogin -r' needs to be done on the machine. 

nisshowcache can be used to look at the cached objects. 

Options 

-i Force nis_cachemgr to ignore the previous cache file and reinitialize the cache from just the cold 
start file. By default, the cache manager initializes itself from both the cold start file and the old cache 
file, thereby maintainingthe entries in the cache across machine reboots. 

-n Run nis_cachemgr in an insecure mode. By default, before adding a directory object to the shared 
cache, on the request of another process on the machine, it checks the encrypted signature on the 
request to make sure that the directory object is a valid one and is sent by an authorized server. I n 
this mode, nis_cachemgr adds the directory object to the shared cache without making this check. 

-V This flag sets verbose mode. In this mode, the nis_cachemgr program logs not only errors and 
warnings, but also additional status messages. The additional messages are logged using syslogOC) 
with a priority of LOG_lNFO. 

DIAGNOSTICS 

The nis_cachemgr daemon logs error messages and warnings using syslog (see syslog(3C)). Error mes¬ 
sages are logged to the DAEMON facility with a priority of LOG_ERR, and warning messages with a priority 
of LOG_WARNlNG . Additional status messages can be obtained using the -v option. 

WARNINGS 

If the host principal does not have the proper security credentials in the cred.org_dir table for its 
domain, then running this program without the ' -n' insecure mode option may significantly degradethe 
performance of processes issuingN I S-i-requests. 

FILES 

/var/nis/NlS_SHARED_DlRCACHE theshared cachefile 
/var/nis/NIS_COLD_START thecoldstart file 

/etc/init. d/rpc initialization scripts for NIS-l- 

AUTHOR 

nis_cachemgr was developed by Sun Microsystems, Inc. 

SEE ALSO 

keylogin(l), nisaddcred(lM), nisinit(lM), nisshowcache(lM), rpc.nisd(lM), mmap(2), syslog(3C), nisfiles(4). 
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NAME 

nisaddcred - create NIS+credentials 

SYNOPSIS 

nisaddcred [ -p principal ] [ -P nis_principal ] [ -1 login_password ] auth_type 
[ domain_name ] 

nisaddcred -r [ nis_principal ] [ domain_name ] 

DESCRIPTION 

The nisaddcred command is used to create security credentials for NIS+ principals. NIS+ credentials 
serve two purposes. The first is to provide authentication information to various services; the second is to 
map the authentication service name into an NIS+principal name. 

When the nisaddcred command is run, these credentials get created and stored in a table named 
cred.org_dir in the default N IS+ domain. If domain_name is specified, the entries are stored inthe 
cred.org_dir of the specified domain. Note that the credentials of normal users must be stored in the 
same domain as their passwords. 

It is simpler to add credentials using nisclient(lM) because it obtains the required information itself. 
nispopulateflM) can also be used to add credentials for entries in the hosts and the passwd NIS+ 
tables. 

NIS+ principal names are used in specifying clients that have access rights to NIS+ objects. For more 
details, refer to the "Principal Names" subsection of the nis+(l) manual page. See nischmod(l), 
nischown(l), nis_objects(3N), and nis_groups(3N). Various other services can also implement access control 
based on these principal names. 


The cred. org_dir table is organized as follows : 


cname 

auth type 

auth name 

public data 

private_data 

fred.foo.com. 

LOCAL 

2990 

10,102,44 


fred.foo.com. 

DES 

Unix.2990(gfoo. com 

098...819 

3b8...ab2 


The cname column contains a canonical representation of the NIS+ principal name. By convention, this 
name is the login name of a user or the host name of a machine, followed by a dot followed by the fully 
qualified "home" domain of that principal. For users, the home domain is defined to be the domain where 
their DES credentials are kept. For hosts, their home domain is defined to be the domain name returned 
by thedomainnamefl) command executed on that host. 

There are two types of auth_type entries in the cred.org_dir table: those with authentication type 
LOCAL and those with authentication type DES. auth_type, specified on the command line in upper or 
lower case, should be either local or des. 

Entries of type LOCAL are used by the NIS+ service to determine the correspondence between fully 
qualified NIS+ principal names and users identified by UIDs in the domain containing the 
cred.org_dir table. This correspondence is required when associating requests made using the 
AUTH_SYS RPC authentication flavor (see rpc_clnt_auth(3N)) to an NIS+ principal name. It is also 
required for mapping a DID in one domain to its fully qualified NIS+ principal name whose home domain 
may be elsewhere. The principal's credentials for any authentication flavor may then be sought for within 
the cred. org_dir table in the principal's home domain (extracted from the principal name). Thesame 
NIS+ principal may have LOCAL credential entries in more than one domain. Only users, and not 
machines, have LOCAL credentials. In their home domain, users of NIS+ should have both types of 
credentials. 

The auth_name associated with the LOCAL type entry is a UID that is valid for the principal in the domain 
containing the cred.org_dir table. This may differ from that in the principal's home domain. The 
public information stored in public_data for this type contains a list of Gl Ds for groups in which the user is 
a member. The Gl Ds also apply to the domain in which the table resides. There is no private data associ¬ 
ated with this type. Neither a UID nor a principal name should appear more than once among the LOCAL 
entries in any one cred. org_dir table. 

The DES auth_typeis used for Secure RPC authentication (see secure_rpc(3N)). 

The authentication name associated with the DES auth_typeisa Secure RPC natname. A Secure RPC net- 
name has the form unix. id@domain, where domain must be the same as the domain of the principal. 
For principals that are users, the id must be the UID of the principal in the principal's home domain. For 
principals that are hosts, the id is the host's name. I n Secure RPC, processes running under effective UID 
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0 (root) are identified with the host principai. Uniike LOCAL, there cannot be more than one DES creden- 
tiai entry for one NIS+principai in the NIS+namespace. 

The pubiic information in an entry of authentication type DES is the pubiic key for the principai. The 
private information in this entry is the private key of the principai encrypted by the principai's network 
password. 

User dients of NIS+ shouid have credentiais of both types in their home domain. I n addition, a principai 
must have a LOCAL entry in the cred. org_dir tabieof each domain from which the principai wishes to 
make authenticated requests. A dient of NIS+that makes a request from a domain in which it does not 
have a LOCAL entry wiii be unabieto acquire DES credentiais. An NIS+service running at security ievei 
2 or higher wiii consider such users unauthenticated and assign them the name nobody for determining 
access rights. 

This command can oniy be run by those NIS+ principais who are authorized to add or deiete the entries in 
the cred tabie. 

If credentiais are being added for the caiier itseif, nisaddcred automaticaiiy performs a keyiogin for the 
caiier. 

Options 

-p principai Use the principai name principai to fiii the auth_name fieid for this entry. For LOCAL 
credentiais, the name suppiied with this option shouid be a string specifying a UID. For 
DES credentiais, the name shouid be a Secure RPC netname of the form 
Unix. id@domain, as described eariier. If the -p option is not specified, the auth_name 
fieid is constructed from the effective UID of the current process and the name of the local 
domain. 

-P nis_principal 

Use the NIS+ principal name nis_principal. This option should be used when creating 
LOCAL credentials for users whose home domain is different from the local machine's 
default domain. 

Whenever the-P option is not specified, nisaddcred constructs a principal name for the 
entry as follows. When it is not creating an entry of type LOCAL, nisaddcred calls 
nis_local_principal, which looks for an existing LOCAL entry for the effective UID 
of the current process in the cred. org_dir table and uses the associated principal name 
for the new entry. When creating an entry of authentication type LOCAL, nisaddcred 
constructs a default NIS+ principal name by taking the login name of the effective Ul D for 
its own process and appending to it a dot (".") followed by the local machine's default 
domain. If thecaller isa superuser, the machine name is used instead of the login name. 

-1 login_password 

Use the login_password specified as the password to encrypt the secret key for the creden¬ 
tial entry. This overrides the prompting for a password from the shell. This option is 
intended for administration scripts only. Prompting guarantees not only that no one can 
see your password on the command line using ps(l), but it also checks to make sure you 
have not made any mistakes. NOTE: login_password does not really FIAVE to be the 
user's password, but if it is, it simplifies logging in. 

-r [ nis_principal ] 

Remove all credentials associated with the principal nis_principal from the 
cred.org_dir table. This option can be used when removing a client or user from the 
system. If nis_principal is not specified, the default is to remove credentials for the current 
user. If domain_name is not specified, the operation is executed in the default NIS-F 
domain. 

RETURN VALUE 

This command returns 0 on success and 1 on failure. 

EXAMPLES 

Add a LOCAL entry with a UID 2970 for the NIS-F princi pal name fredw. some . domain: 

nisaddcred -p 2970 -P fredw.some.domain. local 

Note that credentials are always added in the cred. org_dir table in the domain where nisaddcred 
is run, unless domain name is specified as the last parameter on the command line. If credentials are being 
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added from the domain server for its clients, then domainnameshould be specified. The caller should have 
adequate permissions to create entries in the cred. org_dir table. 

The system administrator can add a DES credential for the same user: 

nisaddcred -p unix.2970@some.domain \ 

-P fredw.some.domain. des 

Here, 2970 is the DID assigned to the user, fredw. some.domain comes from the user's home 
domain, and fredw comes from the password file. Note that DES credentials can be added only after the 
LOCAL credentials have been added. 

Note that the secure RPC netname does not end with a dot whilethe NIS+ principal name (specified 
with the -P option) does. This command should be executed from a machine in the same domain as the 
user. 

Add a machine's DES credentials in the same domain: 

nisaddcred -p unix.foo@some.domain \ 

-P foo.some.domain. des 

Note that noLOCAL credentials are needed in thiscase. 

Add a LOCAL entry with the DID of the current user and the NIS+ principal name of 
tony.some.other.domain: 

nisaddcred -P tony.some.other.domain. local 

You can list the cred entries for a particular principal with nismatch(l). 

AUTHOR 

nisaddcred was developed by Sun Microsystems, Inc. 

SEE ALSO 

chkey(l), keylogin(l), nis-Kl), nischmod(l), nischown(l), nismatch(l), nistbladm(l), nisclient(lM), 
nispopulate(lM), nis_local_names(3N), rpc_clnt_auth(3N), secure_rpc(3N), nis_objects(3N), nis_groups(3N). 

NOTES 

The cred. org_dir NIS+tablereplaces the maps publicke/.bynameand natid.byname used in NIS (YP). 
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NAME 

nisaddent - create NIS+tables from corresponding /etc files or N IS maps 

SYNOPSIS 

/usr/lib/nis/nisacident [ -D defaults ] [ -Parv ] [ -t table ] type [ nisdomain ] 

/usr/lib/nis/nisaddent [ -D defaults ] [ -Paprmv ] -f file [ -t table ] type 
[ nisdomain ] 

/usr/lib/nis/nisaddent [ -D defaults ] [ -Parmv ] [ -t table ] -y ypdomain [ -Y map ] 
type [ nisdomain ] 

/usr/lib/nis/nisaddent -d [-AMq] [ -t table ] type [ nisdomain ] 

DESCRIPTION 

nisaddent creates entries in NIS+tables from their corresponding /etc files and NIS maps. This 
operation is customized for each of the standard tables that are used in the administration of HP-UX sys¬ 
tems. The type argument specifies the type of the data being processed. Legal values for this type are one 
of aliases, bootparams, ethers, group, hosts, netid, netmasks, networks, passwd, 
protocols, publickey, rpc, services, shadow, or timezone for the standard tables, or key- 
value for a generic two-column (key, value) table. For a site specific table, which is not of key-value 
type, one can use nistbladm(l) to administer it. 

The NIS-F tables should have already been created by nistbladm(l), nissetup(lM), or nisserver(lM). 

It is easier to use nispopulate(lM) instead of nisaddent to populate the system tables. 

By default, nisaddent reads from the standard input and adds this data to the NIS-F table associated 
with the type specified on the command line. An alternate NIS-F table may be specified with the-t option. 
F or type key-value, a tablespecification isrequired. 

Note that the data type can be different from the table name (-t). For example, the automounter tables 
have key-value as the table type. 

Although, there is a shadow data type, there is no corresponding shadow table. Both the shadow and the 
passwd data are stored in the passwd table itself. 

FiIes may be processed using the -f option, and NIS version 2 (YP) maps may be processed using the -y 
option. The merge option is not availablewhen reading data from standard input. 

When a ypdomain is specified, the nisaddent command takes its input from the dbm files for the 
appropriate NIS map (mail.aliases , bootparams, ethers .byaddr, group.byname, 
hosts.byaddr, netid.byname, netmasks.byaddr, networks.byname, passwd.byname, 
protocols.byname, publickey.byname, rpc.bynumber, services.byname, or 
timezone .byname). An alternate NIS map may be specified with the -Y option. For type key- 
value, a map specification is required. The map must be in the /var/yp/ypdomain directory on the 
local machine. Note that ypdomain is case sensitive. ypxfr(lM) can be used to get the NIS maps. 

If a nisdomain is specified, nisaddent operates on the NIS-F table in that NIS-F domain; otherwise the 
default domain is used. 

I n terms of performance, loading up the tables is fastest when done through the dbm files (-y). 

Options 

-a Add the file or map to the NIS-F table without deleting any existing entries. This option is the 
default. Note that this mode only propagates additions and modifications, not deletions. 

-d Dump the NIS-F table to the standard output in the appropriate format for the given type. For 
tables of type key-value, use niscat(l) instead. To dump the cred table, dump the pub¬ 
lickey and the netid types. 

-f file Specify that file should be used as the source of input (instead of the standard input). 

-m Merge the file or map with the NIS-F table. This is the most efficient way to bring an NIS-F table 
up to date with a file or NIS map when there are only a small number of changes. This option 
adds entries that are not already in the database, modifies entries that already exist (if changed), 
and deletes any entries that are not in the source. Use the -m option whenever the database is 
largeand replicated, and the map being loaded differs only in a few entries. This option reduces 
the number of update messages that have to be sent to the replicas. Also see the -r option. 
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-p Process the password field when loading password information from a file. By default, the pass¬ 

word field is ignored because it is usually not valid (the actual password appears in a shadow 
file). 

-q Dump tables in "quick" mode. The default method for dumping tables processes each entry indi¬ 
vidually. For some tables (e.g., hosts), multiple entries must be combined into a single line, so 
extra requests to the server must be made. In "quick" mode, all of the entries for a table are 
retrieved in one call to the server, sothetablecan be dumped more quickly. Flowever, for large 
tables, there Isa chance that the process will run out of virtual memory and the table will not be 
dumped. 

-r Replace the file or map in the existing NIS-Ftable by first deleting any existing entries, and then 

add the entries from the source (/etc files, or NIS-Fmaps). This option has the same effect as 
the-m option. The use of this option is strongly discouraged dueto its adverse impact on perfor¬ 
mance, unless there area large number of changes. 

-t table Specify that tableshould bethe NIS-Ftablefor this operation. This should be a relative name as 
compared to your default domain or thedomainnameif it has been specified. 

-V Verbose. 

-y ypdomain 

Usethedbm files for the appropriate N IS map, from the N IS domain ypdomain, as the source of 
input. The files are expected to be on the local machine in the /var/yp/ ypdomain directory. 
If the machine is not an N IS server, useypxfr(lM) to get a copy of thedbm files for the appropri¬ 
ate map. 

-A All data. This option specifies that the data within the table and all of the data in tables in the 
initial table's concatenation path be returned. 

-D defaults 

This option specifies a different set of defaults to be used during this operation. The defaults 
string is a series of tokens separated by colons. These tokens represent the default values to be 
used for the generic object properties. All of the legal tokens are described below. 

ttl=time 

This token sets the default time to live for objects that are created by this command. The 
value time is specified in the format as defined by the nischtti (1) command. The default is 
12 hours. 

owner=ownername 

Thistoken specifies that the NIS-F principal ownername should own the created object. The 
default for this value is the principal who is executing the command. 

group=groupname 

This token specifies that the group groupname should be the group owner for the object 
that is created. The default is NULL. 

access=rights 

This token specifies the set of access rights that are to be granted for the given object. The 
value rights is specified in the format as defined by the nischmod(l) command. The default 
is-rmcdr-r-. 

-M Master server only. This option specifies that lookups should be sent to the master server. This 
guarantees that the most up-to-date information is seen at the possible expense that the master 
server may be busy, or that it may be made busy by this operation. 

-P Follow concatenation path. This option specifies that lookups should follow the concatenation 

path of a tableif the initial search is unsuccessful. 

-Y map Usethedbm files for map as the source of input. 

EXAMPLES 

Add the contents of /etc/passwd to thepasswd. org_dir table: 
cat /etc/passwd | nisaddent passwd 

Add the shadow information (note that the table type here is shadow,not passwd, even though the 
actual information is stored in thepasswd table): 
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cat /etc/shadow | nisaddent shadow 
Replace the hosts . org_dir table with the contents of /etc/hosts (in verbose mode): 
nisaddent -rv -f /etc/hosts hosts 

Merge the passwd map from myypdomain with the passwd.org_dir .nisdomain table (in ver¬ 
bose mode) (the example assumes that the /var/yp/myypdomain directory contains the yppasswd 
map.): 

nisaddent -mv -y myypdomain passwd nisdomain 
Merge the auto .master map from myypdomain with the auto_master. org_dir table: 

nisaddent -m -y myypdomain -Y auto.master \ 

-t auto_master.org_dir key-value 

Dump the hosts . org_dir table: 

nisaddent -d hosts 

EXTERNAL INFLUENCES 
E nvironment Variables 

NIS_DEFAULTS This variable contains a default String that wi II override the NIS-i-standard defaults. If 
the -D switch is used, those values will then override both the NIS_DEFAULTS vari¬ 
able and the standard defaults. 

NIS_PATH If this variable is set, and neither the nisdomain nor the table is fully qualified, each 
directory specified in NIS_PATH will be searched until the table is found (see nisde- 
faults(l)). 

RETURN VALUE 

nisaddent returns 0 on success and 1 on failure. 

AUTHOR 

nisaddent was developed by Sun Microsystems, Inc. 

SEE ALSO 

niscat(l), nischmod(l), nisdefaults(l), nistbladm(l), nispopulate(lM), nisserver(lM), nissetup(lM), 
ypxfr(lM), hosts(4), passwd(4). 
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NAME 

nisclient - initializeNIS+credentiaIsfor NIS+principals 

SYNOPSIS 

/usr/lib/nis/nisclient -c [ -x ] [ -o ] [ -v ] [ -1 network_password ] 

[ -d NIS+_domain ] client_name . . . 

/usr/lib/nis/nisclient -i [ -x ] [ -v ] -h NIS+_server_host 
[ -a NIS+_server_addr ] [ -d NIS+_domain ] [ -S 0| 2 ] 

/usr/lib/nis/nisclient -u [ -x ] [ -v ] 

/usr/lib/nis/nisclient -r [ -x ] 

DESCRIPTION 

The nisclient shell script can be used to: 

• create NIS+credentials for hosts and users 

• InItlallzeNIS+hostsand users 

• restore the network service environment 

NIS+credentials are used to provide authentication Information of NIS+clients to NIS+service. 

Use the first synopsis ( -c ) to create Individual NIS+credentials for hosts or users. You must be logged In 
as a NIS+ principal In the domain for which you are creating the new credentials. You must also have write 
permission to the local "cred" table. The cllent name argument accepts any valid host or user name In the 
NIS+ domain (for example, the cllent_name must exist In the hosts or passwd table), nisclient 
verifies each client_name against both the hosts and passwd tables, then adds the proper NIS+ creden¬ 
tials for hosts or users. Note that If you are creating NIS-i- credentials outside of your local domain, the 
host or user must exist In thehosts or passwd tables In both the local and remote domains. 

By default, nisclient will not overwrite existing entries In the credential tablefor the hosts and users 
specified. To overwrite, use the -o option. After the credentials have been created, nisclient will 
print the command that must be executed on the client machine to Initialize the host or the user. The -c 
option requires a network password for the client which Is used to encrypt the secret key for the client. 
You can either specify It on the command line with the-1 option or the script will prompt you for It. You 
can change this network password later with nlspasswd(l) or chke/(l). 

nisclient -c Is not Intended to be used to create NIS-i- credentials for all users and hosts that are 
defined in the passwd and hosts tables. To define credentials for all users and hosts, use nlspopulate(lM). 

Use the second synopsis ( -i ) to Initlallzea NIS-i- client machine, -i The option can be used to convert 
machines to use NIS-i-or to change the machine's domainname. You must be logged In as super-user on the 
machine that Is to become a NIS-i- client. Your administrator must have already created the NIS-i- creden¬ 
tial for this host by using nisclient -c or nispopulate -C. You will need the network password 
your administrator created, nisclient will prompt you for the network password to decrypt your secret 
key and then for this machine's root login password to generate a new set of secret/publlc keys. If the NIS-i- 
credentlal was created by your administrator using nisclient -c, then you can simply use the Initiali¬ 
zation command that was printed by the nisclient script to Initialize this host Instead of typing It 
manually. 

To Initialize an unauthenticated NIS-i- client machine, use the -i option with the -S 0. With these 
options, thenisclient -i option will not ask for any passwords. 

During the client Initialization process, files that are being modified are backed up as files.no_nisplus. The 
files that are usually modified during a client initialization are: /etc/rc.config.d/namesvrs, 
/etc/nsswitch. conf, /etc/hosts, and, if it exists, /var/nis/NIS_COLD_START. Note that 
a filewill not be saved if a backup file already exists. 

The -i option does not set up an NIS-i- client to resolve hostnames using DNS. Please refer to the DNS 
documentation for Information on setting up DNS. (See resolver(4)). 

Use the third synopsis ( -u ) to Initlallzea NIS-i- user. You must be logged In as the user on a NIS-i- client 
machine In the domain where your NIS-i-credentials have been created. Your administrator should have 
already created the NIS-i-credential for your username using nisclient -c or nlspopulate(lM). You 
will need the network password your administrator used to create the NIS-i-credential for your username, 
nisclient will prompt you for this network password to decrypt your secret key and then for your login 
password to generate a new set of secret/publlc keys. 
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Use the fourth synopsis (-r) to restore the network service environment to whatever you were using before 
nisclient -i was executed. You must be iogged in as super-user on the machine that is to be restored. 
The restore wiii oniy work ifthemachinewasinitiaiizedwith nisclient -i becauseit uses the backup 
fiies created by the -i option. 

Reboot the machineafter initiaiizinga machineor restoring the network service. 

Options 

-a NIS-H_server_addr Specifies the IP address for the NI S-H server. Thisoption is used oniy with the -i 
option. 

-c Adds DES credentiaisfor NlS-fprindpais. 

-d NIS4-_domain Specifies the NIS-H domain where the credentiai shouid be created when used in 
conjuction with the-c option. It specifies the name for the new NIS-H domain when 
used in conjuction with the-i option. Thedefauit isyour current domainname. 

-h NIS-H_server_host Specifies theNIS-Hserver's hostname. Thisoption is used oniy with the-i option, 
-i Initiaiizesan NIS-Hciient machine. 

-1 network_password Specifies the network password for the dients. This option is used oniy with the-c 
option. If this option is not specified, the script wiii prompt you for the network 
password. 

-o Overwrite existing credentiai entries. The defauit is not to overwrite. This is used 

oniy with the-c option. 

-r Restores the network service environment. 

-S 0| 2 Specifies the authentication ievei for the NIS-H dient. Levei 0 is for unauthenti¬ 

cated dients and ievei 2 is for authenticated (DES) dients. The defauit is to set up 
with ievei 2 authentication. This is used oniy with the -i option, nisclient 
aiways uses ievei 2 authentication (DES) for both -c and -u options. There is no 
need to run nisclient with -u and -c for ievei 0 authentication. 

-u Initiaiizesan NIS-Huser. 

-V Runs the script in verbose mode. 

-X turns the "echd' mode on. The script just prints the commands that it wouid have 

executed. Notethatthecommandsarenot actuaiiyexecuted. Thedefauit is off. 

EXAMPLES 

To add theDES credentiai for host hpws and user fred in the iocai domain: 

/usr/lib/nis/nisclient -c hpws fred 
To add theDES credentiai for host hpws and user fred in domain xyz.hp.com.: 

/usr/lib/nis/nisclient -c -d xyz.hp.com. hpws fred 

To initiaiize host hpws as an NIS-H dient in domain xyz.hp.com. where nispius_server is a server for the 
domain xyz.hp.com.: 

/usr/lib/nis/nisclient -i -h nisplus_server -d xyz.hp.com. 

The script wiii prompt you for the IP address of nisplus_server if the server is not found in the 
/etc/hosts fiie. The -d option is needed oniy if your current domain name is different from the new 
domain name. 

To initiaiizehost hpws as an unauthenticated NIS-Hciient in domain xyz.hp.com. where nispius_server is a 
server for thedomain xyz.hp.com.: 

/usr/lib/nis/nisclient -i -S 0 -h nisplus_server -d xyz.hp.com. \ 

-a 129.140.44.1 

To initiaiizeuser fred as an NlS-fprindpai, iog in as user fred on an NIS-Hciient machine, 
/usr/lib/nis/nisclient -u 

FILES 

/var/nis/NIS_COLD_START 

This fiie contains a iist of servers, their transport addresses, and their Secure 
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RPC public keys that serve the machines default domain. 

/etc/defaultdomain 

the system default domainname 

/etc/nsswitch.conf 

configuration filefor the name-service switch 
/etc/hosts local host name database 

AUTHOR 

nisclient was developed by Sun Microsystems, Inc. 

SEE ALSO 

chkey(l), keylogin(l), nis-Kl), nispasswd(l), keyserv(lM), nisaddcred(lM), nisinit(lM), nispopulate(lM), 
nsswitch.conf(4), resolver(4). 


HP-UX Release 11.0: October 1997 


-3 


Section lM-485 


nisinit(lM) 


nisinit(lM) 


NAME 

nisinit- NIS+client and server initialization utility 

SYNOPSIS 

nisinit -r 

nisinit -p Y|D|N parent_domain host... 
nisinit -c -H host | -B | -C coldstart 

DESCRIPTION 

nisinit initializesa machineto bea NIS+client or an NIS+root master server. It may be easier to use 
nisclient(lM) or nisserver(lM) to accomplish this same task. 

Options 

-r Initialize the machine to be a NIS+ root server. This option creates the file 
/var/nis/root. object and initializes it to contain information about this machine. It uses the 
sysinfo() system call to retrieve the name of the default domain. 

To initial ize the machine as an NIS+ root server, it is advisable to use the -r option of nisserver(lM), 
instead of using nisinit -r. 

-p Y I D I N parent_domain host... 

This option is used on a root server to initialize a /var/nis/parent. object to make this 
domain a part of the namespace above it. Only root servers can have parent objects. A parent object 
describes the namespace "above" the NIS+ root. If this is an isolated domain, this option should not 
be used. The argument to this option tells the command what type of name server is serving the 

domain above the NIS+ domain. When clients attempt to resolve a name that is outside of the NIS+ 

namespace, this object is returned with the error NIS_F0REIGNNS indicating that a name space 
boundary has been reached. It isuptotheclient to continue the name resolution process. 

The parameter parent_domain is the name of the parent domain in a syntax that is native to that type 
of domain. The list of host names that follow the domain parameter are the names of hosts that serve 
the parent domain. If there is more than one server for a parent domain, the first host specified 
should be the master server for that domain. 

Y Specifies that the parent directory is a N IS version 2 domain. 

D Specifies that the parent directory is a DNS domain. 

N Specifies that the parent directory is another NI S+domain. This option is useful for connecting a 
pre-existing NIS+subtree into the global namespace. 

Note that in the current implementation, the NIS+ clients do not take advantage of the -p feature. 
Also, since the parent object is currently not replicated on root replica servers, it is recommended that 
this option not be used. 

-c I nitializes the machineto be a NIS+ client. There are three initialization options available: initialize 
by coldstart, initialize by hostname, and initialize by broadcast. The most secure mechanism is to ini¬ 
tialize from a trusted coldstart file. The second option is to initialize using a hostname that you 
specify as a trusted host. The third method is to initialize by broadcast and it is the least secure 
method. 

-C coldstart 

Causes the file coldstart to be used as a prototype coldstart file when initializing a NIS+client. 
This coldstart file can be copied from a machine that is already a client of the NIS+ namespace. 
For maximum security, an administrator can encrypt and encode (with uuencode(l)) the 
coldstart file and mail it to an administrator bringing up a new machine. The new administrator 
would then decode (with uudecode () ), decrypt, and then use this file with the nisinit com¬ 
mand to initialize the machine as an NIS+ client. If the coldstart file is from another client in 
the same domain, the nisinit command may be safely skipped and the file copied into the 
/var/nis directory as /var/nis/NIS_COLD_START. 

-H hostname 

Specifies that the host hostname should be contacted as a trusted NIS+server. The nisinit 
command will iterate over each transport in theNETPATH environment variableand attempt to 
contact rpcbind(lM) on that machine. This hostname must be reachablefrom the client without 
the name service running. For IP networks this means that there must be an entry in 
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/etc/hosts for this hc6t when nisinit is invoked. 

-B Specifies that the nisinit command shouid use an IP broadcast to iocate a NI S+server on the 
iocai subnet. Any machine that is running the NIS+ service may answer. No guarantees are 
made that the server that answers is a server of the organization's namespace. If this option is 
used, it is advisabieto check with your system administrator that the server and domain served 
are vaiid. The binding information can be dumped to the standard output using the 
nisshowcache(lM) command. 

Note that nisinit -c wiii just enabie navigation of the NIS+name space from this dient. To 
make NIS+ your name service, modify the fiie /etc/nsswitch.conf to reflect that. See 
nsswitch.conf(4) for more detaiis. 

RETURN VALUE 

nisinit returns 0 on success and 1 on faiiure. 

EXAMPLES 

This exampie initiaiizesthe machine as an NIS+ciient using the host freddy as a trusted server. 

nisinit -cH freddy 

This exampie sets up a dient using a trusted coidstart fiie. 
nisinit -cC /tmp/colddata 

This exampie sets up a dient using an IP broadcast, 
nisinit -cB 

This exampie sets up a root server, 
nisinit -r 

EXTERNAL INFLUENCES 
E nvironment Variables 

NETPATH This environment variabie may be set to the transports to try when contacting the NIS+ 
server (see netconfig(4)). The dient iibrary wiii oniy attempt to contact the server using 
connection oriented transports. 


FILES 

/var/nis/NIS_COLD_START 

This fiie contains a iist of servers, their transport addresses, and their Secure RPC 
pubiic keys that serve the machine's defauit domain. 

/var/nis/ hostname/ root. object 

This fiie describes the root object of the NIS+ namespace. It is a standard XDR- 
encoded NIS+ directory object that can be modified by authorized dients using the 
nis_modify () interface. 

/var/nis/ hostname/parent. object 

This fiie describes the namespace that is iogicaiiy above the NIS+ namespace. The 
most common type of parent object is a DNS object. This object contains contact 
information for a server of that domain. 

/etc/hosts I nternet host tabie. 

AUTHOR 

nisinit wasdeveioped by Sun Microsystems, Inc. 

SEE ALSO 

nis-Kl), uuencode(l), nisclient(lM), nisserver(lM), nisshowcache(lM), hosts(4), netconfig(4), nisfiles(4). 
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NAME 

nislog- displaythecontentsof theNIS+transaction log 

SYNOPSIS 

/usr/sbin/nislog [ -h num | -t num ] [ -v ] [ directory... ] 

DESCRIPTION 

nislog displays the contents of the N IS+server transaction logon the standard output. This command 
can be used to track changes in the namespace. The /var/nis/ hostname, log filecontainsthetransac- 
tion log maintained by the NI S+server, hostname is the string returned by uname -n. When updates 
occur, they are logged to this file and then propagated to replicas as log transactions. When the log is 
checkpointed, updates that have been propagated to the replicas are removed. 

The nislog command can only be run on an NIS+ server by superuser. It displays the log entries for that 
server only. 

If directory is not specified, the entire log is searched. Otherwise, only those log entries that correspond to 
the specified directories are displayed. 

Options 

-h [num] Display num transactionsfrom the "head" of the log. If the numeric parameter is omitted, it is 
assumed to be 1. If the numeric parameter is 0, only the log header is displayed. 

-t [num] Display num transactionsfrom the "tail" of the log. If the numeric parameter is omitted, it is 
assumed to be 1. If the numeric parameter is 0, only the log header is displayed. 

-V Verbose mode. 

FILES 

/var/nis/ hostname, log 

transaction log 


AUTHOR 

nislog was developed by Sun Microsystems, Inc. 

SEE ALSO 

nis-Kl), uname(l), rpc.nisd(lM), nisfiles(4). 
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NAME 

nisping- send pingtoNIS+servers 

SYNOPSIS 

/usr/lib/nis/nisping [ -uf ] [ -H hostname ] [ -r | dirastory ] 

/usr/lib/nis/nisping -C [ -a ] [ -H hostname ] [ dirastory ] 

DESCRIPTION 

I n the first SYNOPSIS line, the nisping command sends a ping to all replicas of a N I S+directory. Once 
a replica receives a ping, it will check with the master server for the directory to get updates. Prior to 
pinging the replicas, this command attempts to determine the last update "seen" by a replica and the last 
update logged by the master. If these two timestamps are the same, the ping is not sent. The-f (force) 
option will override this feature. 

Under normal circumstances, NIS+ replica servers get the new information from the master NIS+ server 
within a short time. Therefore, there should not beany need to use nisping. 

In the second SYNOPSIS line, the nisping -C command sends a checkpoint request to the servers. If 
no directory is specified, the home domain, as returned by nisdefaults(l), is checkpointed. If all directories, 
served by a given server, have to be checkpointed, then usethe-a option. 

On receiving a checkpoint request, the servers would commit all the updates for the given directory from 
the table log files to the database files. This command, if sent to the master server, will also send updates 
to the replicas if they are out of date. This option is needed because the database log files for NIS+are not 
automatically checkpointed, nisping should be used at frequent intervals (such as once a day) to check¬ 
point the NIS+database log files. This command can be added to the crontab(l) file. If the database log 
files are not checkpointed, their sizes will continue to grow. 

Options 

-a 

-C 


-H hostname 
-f 


-r 


—u 

RETURN VALUE 

-1 

0 
1 

EXAMPLES 

This example pings all replicas of the default domain: 

nisping 

Note that this example will not ping the the org_dir and group_dir subdirectories within this 
domain. 

Thisexamplepingstheserver examplewhich isa replica oftheorg_dir.foo.com. directory: 

nisping -H example org_dir.foo.com. 


Checkpoint all directories on theserver. 

Send a request to checkpoint, rather than a ping, to each server. The servers schedule to 
commit all the transactions to stable storage. 

Only the host hostname is sent the ping, checked for an update time, or checkpointed. 

Force a ping, even though the timestamps indicate there is no reason to do so. This option 
is useful for debugging. 

This option can be used to update or get status about the root object from the root servers, 
especially when new root replicas are added or deleted from the list. 

If used without -u option, -r will send a ping request to the servers serving the root 
domain. When the replicas receive a ping, they will update their root object if needed. 

The -r option can be used with all other options except with the -C option; the root object 
need not be checkpointed. 

Display the time of the last update: no servers are sent a ping. 

No servers were contacted, or theserver specified by the-H switch could not be contacted. 
Success. 

Some, but not all, servers were successfully contacted. 
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This example checkpoints all serversoftheorg_dir.bar.com. directory. 

nisping -C org_dir.bar.com. 

EXTERNAL INFLUENCES 
E nvironment Variables 

NIS_PATH If this variable is set, and the NIS+ directory name is not fully qualified, each directory 
specified will be searched until thedirectory isfound. 

AUTHOR 

nisping was developed by Sun Microsystems, Inc. 

SEE ALSO 

crontab(l), nisdefaults(l), nislog(lM), nisfiles(4). 

NOTES 

If the server specified by the -H option does not serve the directory, then no ping is sent. 
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NAME 

nispcpulate- populatetheNIS+tablesin a NIS+domain 

SYNOPSIS 

/usr/lib/nis/nispopulate -Y [-x] [-f] [-n] [-u] [-v] [-S 0| 2] [-1 network_passwd] 

[-d NIS+_domain] -h NIS_server_host [-a NIS_server_addr] 

-y NIS_domain [table] ... 

/usr/lib/nis/nispopulate -F [-x] [-f] [-u] [-v] [-S 0| 2] [-d NIS+_domaln] 

[-1 network_passwd] [-p dlrectory_path] [table] ... 

/usr/lib/nis/nispopulate -C [-x] [-f] [-v] [-d NIS+_domaln] 

[-1 network_passwd] [hosts] passwd] 

DESCRIPTION 

The nispopulate shell script can be used to populate NIS+ tables In a specified domain from their 
corresponding files or NIS maps, nispopulate assumes that the tables have been created either through 
nisserver(lM) or nissetup(lM). 

The table argument accepts standard names that are used in the administration of HP-UX systems and 
non-standard key-value type tables. See nisaddent(lM) for more information on key-value type tables. If 
the table argument is not specified, nispopulate will automatically populate each of the standard 
tables. These standard (default) tables are: auto_master, auto_home, ethers, group, hosts, 
networks, passwd, protocols, services, rpc, netmasks, bootparams, netgroup, 
aliasesandshadow. Note that the shadow table is only used when populating from files. The non¬ 
standard tables that nispopulate accepts are those of k^-value type. These tables must first be 
created manually with the nistbladm(l) command. 

Use the first SYNOPSIS (-Y) to populate NIS-l-tables from NIS maps, nispopulate uses ypxfr(lM) to 
transfer the NIS maps from the NIS servers to the /var/yp/NIS_domain directory on the local machine. 
Then, it uses these files as the input source. Note that NIS_domain is case sensitive. Make sure there is 
enough disk space for that directory. 

Use the second SYNOPSIS (-F) to populate NIS-i-tables from local files, nispopulate will use those 
files that match the table name as input sources in the current working directory or in the specified direc¬ 
tory. 

Note that when populating the hosts and passwd tables, nispopulate will automatically create the 
NI S-i-credentials for all users and hosts that aredefined in thehosts and passwd tables, respectively. A 
network passwd is required to create these credentials. This network password is used to encrypt the secret 
key for the new users and hosts. This password can be specified using the -1 option or it will use the 
default password, "nisplus". nispopulate will not overwrite any existing credential entries in the 
credential table. Use nisclient(lM) to overwrite the entries in the cred table. It creates both LOCAL and 
DES credentials for users, and only DES credentials for hosts. To disable automatic credential creation, 
specify the-S 0 option. 

The third SYNOPSIS (-C) is used to populate NIS-l-credential table with level 2 authentication (DES) from 
the passwd and hosts tables of the specified domain. The valid table arguments for this operation are 
passwd and hosts. If this argument is not specified then it will use both passwd and hosts as the input 
source. 

If nispopulate was earlier used with -S 0 option, then no credentials were added for the hosts or the 
users. If later the site decides to add credentials for all users and hosts, then this (-C) option can be used 
to add credentials. 


Options 

-a NIS_server_addr 

specifies the IP address for the NIS server. This option is only used with the -Y 
option. 

-C populate the NIS-l-credential tablefrom passwd and hosts tables using DES authenti¬ 

cation (security level 2). 

-d NIS-i-_domain. specifies the NIS-l-domain. The default is the local domain. 

-F populates NIS-i-tablesfrom files. 


-f 


forces the script to populate the NIS-l-tables without prompting for confirmation. 
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-h NI S_server_hc6t specifies the N IS server hcstname from where the N IS maps are copied. Thisisoniy 
used with the -y option. This host must aiready exist in either the NIS+ hosts 
tabieor /etc/hosts fiie. If the hostname is not defined, the script wiii prompt you 
for its IP address, or you can use the -a option to specify the address manuaiiy. 

-1 networi<_passwd specifies the network password for popuiating the NIS+credentiai tabie. Thisisoniy 
used when you are popuiating the hosts and passwd tabies. The defauit passwd is 
nisplus. 

-n does not overwrite iocai NIS maps in /var/yp/NISdomain directory if they aiready 

exist. The defauit is to overwrite the existing NIS maps in the iocai 
/var/yp/NISdomain directory. This is oniy used with the-Y option. 

-p directory_path specifies the directory where the flies are stored. This is oniy used with the -F 
option. The defauit is the current working directory. 

-S 0| 2 specifies the authentication ievei for the NIS+ciients. Levei 0 isfor unauthenticated 

dients and no credentiais wiii be created for users and hosts in the specified domain. 
Levei 2 is for authenticated (DES) dients and DES credentiais wiii be created for 
users and hosts in the specified domain. The defauit is to set up with ievei 2 authenti¬ 
cation (DES). There is no need to run nispopulate with -C for ievei 0 authentica¬ 
tion. 

-u updates the NlS-f tabies (ie., adds, deietes, modifies) from either flies or NIS maps. 

This option shouid be used to bring an NlS-f tabie up to date when there are oniy a 
smaii number of changes. The defauit is to add to the NlS-f tabies without deieting 
any existing entries. Aiso, see the -n option for updating NlS-f tabies from existing 
maps in the /var/yp directory. 

-V runs the script in verbose mode. 

-X turns the "echd' mode on. The script just prints the commands that it wouid have 

executed. Notethatthecommandsarenot actuaiiyexecuted. The defauit is off. 

-Y popuiatetheNIS-Htabiesfrom NIS maps. 

-y NIS_domain specifies the NIS domain to copy the NIS maps from. This is oniy used with the -Y 
option. Thedefauitdomainnameisthesameastheiocai domainname. 

EXTERNAL INFLUENCES 
TMPDIR 

nispopulate normaiiy creates temporary flies in the directory /tmp. You may specify another direc¬ 
tory by setting the environment variabieTMPDiR to your chosen directory. If TMPDIR is not a vaiid direc¬ 
tory, then nispopulate wiii use /tmp. 

EXAMPLES 

To popuiate aii the NlS-f standard tabies in the domain xyz.hp.com. from NIS maps of the yp.hp.com 
domain as input source where host yp_host is a YP server of yp.hp.com: 

/usr/lib/nis/nispopulate -Y -y yp.hp.com -h yp_host -d xyz.hp.com. 
Toupdateaii of theNIS-HstandardtabiesfromthesameNIS domain and hosts shown above: 

/usr/lib/nis/nispopulate -Y -u -y yp.hp.com \ 

-h yp_host -d xyz.hp.com. 

To popuiate the hosts tabieindomainxyz.hp.com. from the hosts fiie in the /var/nis/files direc¬ 
tory usi ng "somepasswd" as the network password for key encryption: 

/usr/lib/nis/nispopulate -F -p /var/nis/files -1 somepasswd hosts 

To popuiate the passwd tabie in domain xyz.hp.com. from the passwd fiie in the /var/nis/files direc¬ 
tory without automaticaiiy creating the NI S-f credentiais: 

/usr/lib/nis/nispopulate -F -p /var/nis/files -d xys.hp.com. \ 

-S 0 passwd 

To popuiate the credentiai tabie in domain xyz.hp.com. for aii users defined in the passwd tabie. 

/usr/lib/nis/nispopulate -C -d xys.hp.com. passwd 
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To create and populate a non-standard key-value type NIS-i- table, "private!', from the file 
/var/nis/files/private: (nispopulate assumes that the private.org dir key-value type table has 
already been created). 

/usr/bin/nistbladm -D access=og=rmcd,nw=r \ 

-c private key=S,nogw= value=,nogw= private.org.dir 
/usr/lib/nis/nispopulate -F -p /var/nis/files private 


FILES 

/etc/hosts local host name database 
/var/yp NIS(YP) domain directory 

/var/nis NIS-l-domain directory 

/tmp 

AUTHOR 

nispopulate was developed by Sun Microsystems, Inc. 


SEE ALSO 

nIs-Kl), nlstbladm(l), nlsaddcred(lM), nlsaddent(lM), nlscllent(lM), nlsserver(lM), nlssetup(lM), 
rpc.nlsd(lM), ypxfr(lM). 
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NAME 

nisserver - set up NIS+servers 

SYNOPSIS 

/usr/lib/nis/nisserver -r [-x] [-f] [-v] [-Y] [-d NIS+_domain] 

[-g NIS+_groupname] [-1 network_passwd] 

/usr/lib/nis/nisserver -M [-x] [-f] [-v] [-Y] -d NIS+_domain 
[-g NIS+_groupname] [-h NIS+_server_hc6t] 

/usr/lib/nis/nisserver -R [-x] [-f] [-v] [-Y] [-d NIS+_domain] [-h NIS+_server_host] 


DESCRIPTION 

The nisserver shell script can be used to set up a root master, non-root master, and replica NIS-i- 
servers with level 2 security (DES). 

When setting up a new domain, this script creates the NIS-i- directories (Including groups_dir and 
org_dir) and system table objects for the domain specified. It does not populate the tables. You will 
need to use nlspopulate(lM) to populatethetables. 

Use the first SYNOPSIS (-r) to set up a root master server. You must be logged In as super-user on the 
server machine. 

Use the second SYNOPSIS (-M) to set up a non-root master server for the specified domain. You must be 
logged In as an NIS-i-principal on a NIS-i-machine and have create permission to the parent directory of the 
domain that you are setting up. The new non-root master server machine must already be an NIS-i- client 
(see nlscllent(lM)) and have the rpc. nisd daemon running (see rpc.nlsd(lM)). 

Use the third SYNOPSIS (-R) to set up a replica server for both root and non-root domains. You must be 
logged In as an NIS-i- principal on an NIS-i- machine and have create permission to the parent directory of 
the domain that you are replicating. The new replica server machine must already be an NIS-i- client (see 
nlscllent(lM)) and have the rpc. nisd daemon running (see rpc.nlsd(lM)). 


specifies the name for the NI S-i-domain. The default Isyour local domain, 
forces the NIS-I-server setup without prompting for confirmation. 

specifies the NIS-i-group name for the new domain. This option is not valid with -R 
option. The default group Is admin. domain. 

specifies the hostname for the NIS-i- server. It must be a valid host In the local 
domain. Use a fully qualified hostname (for example, hostx.xyz.hp.com.) to specify 
a host outside of your local domain. This option Is ONLY used for setting up non¬ 
root master or replica servers. The default for non-root master server setup Is to 
use the same list of servers as the parent domain. The default for replica server 
setup Is the local hostname. 

-1 network_password specifies the network password with which to create the credentials for the root 
master server. This option Is ONLY used for master root server setup (-roptlon). 
If this option Is not specified, the script will prompt you for the login password. 

-r sets up the server as a root master server. Use the -R option to set up a root 

replica server. 

-V runs the script In verbose mode. 

-X turns the "echd' mode on. The script just prints the commands that It would have 

executed. Notethatthecommandsarenot actuallyexecuted. The default Is off. 

-M sets up the specified host as a master server. Make sure that rpc.nisd(lM) is run¬ 

ning on the new master server before this command is executed. 

-R sets up the specified host as a replica server. Make sure that rpc.nisd(lM) is run¬ 

ning on the new replica server. 

-Y sets up an NIS-i- server with NIS-compatibility mode. The default Is to set up the 

server without NIS-compatIblllty mode. 


-d NIS4-_domaln 
-f 

-g NIS-t-_groupname 
-h NIS-I- server host 
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EXAMPLES 

To set up a root master server for domain hp.com. : 

root_server# /usr/lib/nis/nisserver -r -d hp.com. 

For the foil owing examples make sure that the new servers are NIS+ clients and rpc. nisd is running on 
these hosts before executing nisserver. 

To set up a replica server for domain hp.com. on host hpreplica : 

root_server# /usr/lib/nis/nisserver -R -d hp.com. -h hpreplica 

To set up a non-root master server for domain xyz.hp.com. on host hpxyz with the NIS-F groupname as 
admin-mgr.xyz.hp.com. : 

root_server# /usr/lib/nis/nisserver -M -d xyz.hp.com. \ 

-h hpxyz -g admin-mgr.xyz.hp.com. 

To set up a non-root replica server for domain xyz.hp.com. on host hpabc: 

hpxyz# /usr/lib/nis/nisserver -R -d xyz.hp.com. -h hpabc 

AUTHOR 

nisserver was developed by Sun Microsystems, Inc. 

SEE ALSO 

nis-Kl), nisgrpadm(l), nismkdir(l), nisaddcred(lM), nisclient(lM), nisinit(lM), nismkdir(l), 
nispopulate(lM), nissetup(lM), rpc.nisd(lM). 
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NAME 

nissetup- initializea NIS+domain 

SYNOPSIS 

/usr/lib/nis/nissetup [ -Y ] [ domain ] 

DESCRIPTION 

nissetup is a sheii script that sets up a NIS+domain to serve dients that wish to store system adminis¬ 
tration information in a domain named domain. This domain shouid aiready exist prior to executing this 
command (see nismkdirCl) and nisinit(lM)). 

A NIS+ domain consists of a NIS+ directory and its subdirectories: org_dir and groups_dir. 
org_dir stores system administration information and groups_dir stores information for group access 
controi. 

nissetup creates the subdirectories org_dir and groups_dir in domain. Both subdirectories wiii 
be repiicated on the same servers as the parent domain. After the subdirectories are created, nissetup 
creates the defauit tabies that NIS+ serves. These are auto_master, auto_home, bootparams, 
cred, ethers, group, hosts, mail_aliases, netmasks, networks, passwd, protocols, 
rpc, services, and timezone . The nissetup script uses the nistbiadm(l) command to create these 
tabies. The script can be easiiy customized to add site specific tabies that shouid be created at setuptime. 

This command is normaiiy executed just once per domain. 

Options 

-Y Specify that the domain wiii deserved as both a NIS+domain as weii as an NIS domain using the 
backward compatibiiity flag. This wiii set up the domain to be iess secure by making aii the system 
tabies readabie by unauthenticated dients as weii. 


AUTHOR 

nissetup wasdeveioped by Sun Microsystems, Inc. 

SEE ALSO 

nis+fl), nismkdir(l), nistbladm(l), nisaddent(lM), nisinit(lM), nisserver(lM). 

NOTES 

While this command creates the default tables, it does not initialize them with data. This is accomplished 
with the nisaddent(lM) command. 

It is easier to use the nisserver(lM) script to create subdirectories and the default tables. 
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NAME 

nisshowcache- NIS+utility to print out the contents of the shared cache file 

SYNOPSIS 

/usr/lib/nis/nisshowcache [ -v ] 

DESCRIPTION 

nisshowcache prints out the contents of the per-machine NIS+ directory cache that is shared by all 
processes accessing NIS+ on the machine. By default, nisshowcache only prints out the directory 
names in the cache along with the cache header. The shared cache is maintained by nis_cachemgr(lM). 

Options 

-V Verbose mode. Print out the contents of each directory object, including information on the server 
name and its universal addresses. 

DIAGNOSTICS 

Error messages are sent to thesyslogd(lM) daemon. 

FILES 

/var/nis/NIS_SHARE D_DI RCACHE 
AUTHOR 

nisshowcache was developed by Sun Microsystems, Inc. 

SEE ALSO 

nis_cachemgr(lM), syslogd(lM), nisfiles(4). 
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NAME 

nisstat- report NIS+server statistics 

SYNOPSIS 

/usr/lib/nis/nisstat [ -H host ] [ directory ] 

DESCRIPTION 

The nisstat command queriesa NIS+server for various statistics about its operations. These statistics 
may vary between impiementations and from reiease to reiease. Not aii statistics are avaiiabiefrom aii 
servers. Requesting a statistic from a server that does not support that statistic is never fatai, it simpiy 
returns 'unknown statistic' 

By defauit, statistics are fetched from the server(s) of the NIS+ directory for the defauit domain. If direc¬ 
tory isspecified, servers for that directory arequeried. 

Supported statistics for this reiease are as foiiows: 

root server This reports whether the server is a root server. 

NIS compat mode This reports whether theserver is running in NIS compat mode. 

DNS forwarding in NIS mode 

This reports whether the server in NIS compat mode will forward host lookup calls to 
DNS. 

security le/el This reports the security level of this server, 
serves directories This lists the directories served by this server. 

Operations This statistic returns results in the form: 

op=opname:c=calls:E=errors:T=micros 

Where opname is replaced by the RPC procedure name or operation, calls isthe number 
of calls to this procedure that have been made since the server started running, errors 
is the number of errors that have occurred while processing a call, and micros is the 
average ti me i n microseconds to complete the last 16 calls. 

Directory Cache This statistic reports the number of calls to the internal directory object cache, the 
number of hits on that cache, the number of misses, and the hit rate percentage. 

Group Cache This statistic reports the number of calls to the internal NlS-f group object cache, the 
number of hits on that cache, the number of misses, and the hit rate percentage. 

Static Storage This statistic reports the number of bytes the server has allocated for its static storage 
buffers. 

Dynamic Storage This statistic reports the amount of heap theserver process is currently using. 

Uptime Thisstatisticreportsthetimesincetheservicehasbeen running. 

Options 

-H host Normally all servers for the directory are queried. With this option, only the machine 

named host is queried. If the named machinedoes not serve the directory, no statistics are 
returned. 

directory If specified, servers for that directory arequeried. 

EXTERNAL INFLUENCES 
E nvironment Variables 

NIS_PATH If this variable is set, and the NIS-H directory name is not fully qualified, each directory 
specified will be searched until thedirectory isfound (see nisdefaults(l)). 

AUTHOR 

nisstat was developed by Sun Microsystems, Inc. 

SEE ALSO 

nisdefaults(l). 
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NAME 

nisupdkeys- update the public keys in a NIS+directory object 

SYNOPSIS 

/usr/lib/nis/nisupdkeys [ -a | -C ] [ -H host ] [ directory ] 
/usr/lib/nis/nisupdkeys -s [ -a | -C ] -H host 

DESCRIPTION 

This command updates the public keys in an NIS+directory object. When the public key for a NIS+server 
is changed, the new key must be propagated to all directory objects that reference that server. 

nisupdkeys reads a directory object and attempts to get the public key for each server of that directory. 
These keys are placed in the directory object and the object is then modified to reflect the new keys. 

If directory is present, the directory object for that directory is updated. Otherwise the directory object for 
the default domain is updated. 

On the other hand, nisupdkeys -s gets a list of all the directories served by host and updates those 
directory objects. This assumes that the caller has adequate permission to change all the associated direc¬ 
tory objects. The list of directories being served by a given server can also be obtained by nisstat(lM). 

Before you do this operation, make sure that the new address/public key has been propagated to all repli¬ 
cas. 

Options 

-a Update the universal addresses of the NIS-i- servers in the directory object. Currently, this 

only works for the TCP/IP family of transports. This option should be used when the IP 
address of the server is changed. The server's new address is resolved using gethost- 
bynameO on this machine. The /etc/nsswitch. conf file must point to the correct 
source for the hosts entry for this resolution to work. 

-C Specify to clear rather than set the public key. Communication with a server that has no pub¬ 

lic key does not require the use of secure RPC. 

-H host Limit key changes only to the server named host. If the hostname is not a fully qualified NIS-i- 
name, then it is assumed to be a host in the default domain. If the named host does not serve 
thedirectory, noaction istaken. 

-s Update all the NIS-i- directory objects served by the specified server. This assumes that the 

caller has adequate access rights to change all the associated directory objects. If the NIS-i- 
principal making this call does not have adequate permissions to update the directory objects, 
those particular updates will fail and the caller will be notified. If the rpc. nisd on host can¬ 
not return the list of servers it serves, the command will print an error message. The caller 
would then have to invoke nisupdkeys multi pie times (as in the first SYNOPSIS), once per 
NIS-I-directory that it serves. 

EXAMPLES 

The following exampleupdatesthekeys for servers of the foo.bar. domain, 
nisupdkeys foo.bar. 

This example updates the key for hostfred which serves the foo.bar. domain. 

nisupdkeys -H fred foo.bar. 

This example clears the public key for host wilma in the foo.bar. directory, 
nisupdkeys -CH wilma foo.bar. 

Thisexampleupdatesthepublickey in all directory objects that areserved by the host wilma. 
nisupdkeys -s -H wilma 


AUTHOR 

nisupdkeys was developed by Sun Microsystems, Inc. 

SEE ALSO 

chkey(l), niscat(l), nisaddcred(lM), gethostent(3N), nis_objects(3N). 
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NOTES 

The user executing this command must have modify access to the directory object for it to succeed. The 
existing directory object can bedispiayed with the niscat(l) command using the -o option. 

This command does not update the directory objects stored in the NlS_COLD_START fiie on the NIS+ 
dients. 

If a server is aisothe root master server, then nisupdkeys -s cannot be used to update the root direc¬ 
tory. 
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NAME 

ntpdate- set thedateand time via NTP 

SYNOPSIS 

ntpdate [ -bdos ] [ -a key# ] [ -e authdelay ] [ -k k^ie ] [ -p sampies ] [ -t timeout ] 
server ... 

DESCRIPTION 

ntpdate sets the iocai date and time by poiiing the Network Time Protocoi server(s) on the host(s) given 
as arguments to determine the correct time. It must be run as root on the iocai host. A number of sampies 
are obtained from each of the servers specified and the standard NTP dock fiiter and selection aigorithms 
are appiied to select the best of these. Typically, ntpdate can be inserted in the startup script to set the 
time of day at boot time and/or can be run from time-to-time via cron(lM). Note that ntpdate 's reliabil¬ 
ity and precision will improve dramatically with greater numbers of servers. While a single server may be 
used, better performance and greater resistance to insanity on the part of any one server will be obtained 
by providing at least three or four servers, if not more. 

Time adjustments are made by ntpdate in one of two ways. If ntpdate determines your clock is off 
by more than 0.5 seconds it will simplystepthetimeby callingsettimeofday(2). If theerror islessthan 0.5 
seconds, however, it will by default slew the clock's time via a call to adjtime(2) with the offset. The latter 
technique is less disruptive and more accurate when the offset is small, and works quite well when 
ntpdate is run by cron(lM) every hour or two. The adjustment made in the latter case is actually 50% 
larger than the measured offset since this will tend to keep a badly drifting clock more accurate (at some 
expense to stability, though this tradeoff is usually advantageous). At boot time, however, it is usually 
better to always step the time. Thiscan be forced inall cases by specifying the -b switch on the command 
line. The -s switch tells ntpdate to log its actions via the syslog(3C) facility rather than to the stan¬ 
dard output, a useful option when running the program from cron(lM). 

The -d flag may be used to determine what ntpdate will do without it actually doing it. Information 
useful for general debugging will also be printed. By default ntpdate claims to be an NTP version 3 
implementation in its outgoing packets. As some older software will decline to respond to version 3 
queries, the -o switch can be used to force the program to poll as a version 2 implementation instead. 

The number of samples ntpdate acquires from each server can be set to between 1 and 8 inclusiveusing 
the -p switch. The default is 4. The time it will spend waiting for a response can be set using the -t 
switch, and will be rounded to a multi pie of 0.2 seconds. The default is 1 second, a value suitable for polling 
across a LAN. 

ntpdate will authenticate its transactions if need be. The -a switch specifies that all packets should be 
authenticated using the key number indicated. The -k switch allows the name of the file from which the 
keys may be read to be modified from the default of /etc/ntp. keys. This file should be in the format 
described in xntpd(lM). The -e option allows the specification of an authentication processing delay, in 
seconds (see xntpd(lM) for details). This number is usually small enough to be negligiblefor ntpdate 's 
purposes, though specifying a value may i mprove ti mekeepi ng on very slow CPU's. 

ntpdate will decline to set the date if an NTP server daemon (e.g. xntpd(lM)) is running on the same 
host. When running ntpdate on a regular basisfrom cron(lM) as an alternative to running a daemon, 
doing so once every hour or two will result in precise enough timekeeping to avoid stepping the clock. 

FILES 

/etc/ntp. keys Contains the encription keys used by ntpdate. 

SEE ALSO 

xntpd(lM), syslog(3C), 

DARPA Internet Request For CommentsRFC1035Assigned Numbers. 

AUTHOR 

ntpdate was developed by Dennis Ferguson at the University of Toronto 
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NAME 

ntpq - standard Network Time Protocol query program 

SYNOPSIS 

ntpq [ -inp ] [ -c command ] [ host ][...] 

DESCRIPTION 

ntpq is used to query NTP servers about current state and to request changes in that state. The program 
may be run either in interactive mode or controlled using command line arguments. Requests to read and 
write arbitrary variables can be assembled, with raw and pretty-printed output options being available, 
ntpq can also obtain and print a list of peers in a common format by sending multiple queries to the 
server. 

If one or more request options is included on the command line when ntpq is executed, each of the 
requests will be sent to the NTP servers running on each of the hosts given as command line arguments, or 
on localhost by default, ntpq will run in the interactive mode if no request options are given. It will 
attempt to read i nteracti ve format commands from the standard i nput and execute these commands on the 
NTP server running on the first host given on the command line, again defaulting to localhost when no 
other host isspecified. ntpq will prompt for commands if thestandard input Isa terminal device. 

ntpq uses NTP mode 6 packets to communicate with the NTP server, and hence can be used to query any 
compatible server on the network which permits it. Note that sinceNTP isa UDP protocol thiscommuni- 
cation will be somewhat unreliable, especially over large distances in terms of network topology, ntpq 
makes one attempt to retransmit requests, and will time requests out if the remote host is not heard from 
within a suitabletimeout time. 

Command line options are described following. 

-c The following command argument is interpreted as an interactive format command and is added to 
the list of commands to be sent to and executed on the specified host(s). Multiple -c options may be 
given. 

-i Force ntpq to operate in interactive mode. Prompts will be written to the standard output and 
commands read from thestandard input. 

-n Output all host addresses in dotted-quad numeric format rather than converting to the canonical 
host names. 

-p Print a list of the peers known to the server as well as a summary of their state. This is equivalent 
to the peers interactive command. 

INTERACTIVE INTERNAL COMMANDS 

I nteracti ve format commands consist of a keyword followed by zero to four arguments. Only enough char¬ 
acters of the full keyword to uniquely identify the command need be typed. The output of a command is 
normally sent to the standard output, but optionally the output of individual commands may be sent to a 
file by appending a > followed by a file name, to the command line. 

A number of interactive format commands are executed entirely within the ntpq program itself and do 
not result in NTP mode 6 requests being sent to a server. These are described following. 

? [ command_ke/word ] 

A ? by itself will print a list of all the command keywords known to this incarnation of ntpq. A ? fol¬ 
lowed by a command keyword will print function and usage information about thecommand. 

timeout mi 11 seconds 

Specify a timeout period for responses to server queries. The default is about 5000 milliseconds. Note that 
since ntpq retries each query once after a timeout, the total waiting time for a timeout will be twice the 
timeout value set. 

host hostname 

Set the host to which future queries will be sent. Flostname may be either a host name or a numeric 
address. 

keyid # 

This command allows the specification of a key number to be used to authenticate configuration requests. 
This must correspond to a key number the server has been configured to use for this purpose. 
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passwd 

This command prompts you to type in a password (which wiii not be echoed) which wiii be used to authenti¬ 
cate configuration requests. The password must correspond to the key configured for use by the NTP 
server for this purpose if such requests are to besuccessfui. 

hostnames yes|no 

If yes is specified, host names are printed in information displays. If no is given, numeric addresses are 
printed instead. The default isyes unless modified using the command line -n switch. 

raw 

Causes all output from query commands to be printed as received from the remote server. The only 
formating/interpretation done on the data is to transform nonascii data into a printable (but barely under¬ 
standable) form. 

cooked 

Causes output from query commands to be cooked. Variables which are recognized by the server will 
have their values reformatted for human consumption. 

ntpversion 1|2|3 

Sets the NTP version number which ntpq claims in packets. Defaults to 3. Note that mode 6 control 
messages (and modes, for that matter) didn't exist in NTP version 1. There appear to be no servers left 
which demand version 1. 

version 

Display the version of ntpq. 
keytype m|d 

set the authentication type to md5 [ m ] or des [ d ]. 

authenticate yes|no 

Normally ntpq does not authenticate requests unless they are write requests. The command authen¬ 
ticate yes causes ntpq to send authentication with all requests it makes. 

debug more|less|no 

Turns internal query program debugging on and off. 

quit 

Exit ntpq. 

CONTROL MESSAGE COMMANDS 

Each peer known to an NTP server has a 16 bit integer association identifier assigned to it. NTP control 
messages which carry peer variables must identify the peer to which the values correspond by includingits 
association ID. An association ID of 0 is special, and indicates the variables are system variables, whose 
names are drawn from a separate name space. 

Control message commands result in one or more NTP mode 6 messages being sent to the server, and 
cause the data returned to be printed in some format. Most commands currently implemented send a sin¬ 
gle message and expect a single response. The current exceptions are the peers command, which will 
send a preprogrammed series of messages to obtain the data it needs, and the mreadlist and mread- 
var commands, which will iterate over a range of associations. 

associations 

Obtains and prints a list of association identifiers and peer statuses for in-spec peers of the server being 
queried. The list is printed in columns. The first of these is an index numbering the associations from 1 for 
internal use; the second is the actual association identifier returned by the server; and the third is the 
status word for the peer. This is followed by a number of columns containing data decoded from the status 
word. Note that the data returned by the associations command is cached internally in ntpq. The 
index can be use when dealing with servers that use association identifiers which are hard for humans to 
type. The form&ind©< may be used for any subsequent commands that require an association identifier as 
an argument. 

lassocations 
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Obtainsand printsa list of association identifiers and peer statuses for all associations for which the server 
is maintaining state. This command differs from the associations command only for servers which 
retain state for out-of-spec client associations (i.e. fuzzballs). Such associations are normally omitted from 
the display when the associations command is used, but are included in the output of lassocia- 
tions 

passociations 

Prints association data concerning in-spec peers from the internally cached list of associations. This com¬ 
mand performs identicallytothe associations except that it displaystheinternallystored data rather 
than making a new query. 

Ipassociations 

Print data for all associations, including out-of-spec client associations, from the internally cached list of 
associations. This command differs from passociations only when dealing with fuzzballs. 

pstatus associ D 

Sends a read status request to the server for the given association. The status value, the names, and 
values of the peer variables returned will be printed. 

readvar [ associ D ] [ <variable_name>[,...] ] 

Requests that the values of the specified variables be returned by the server by sending a read variables 
request. If the association ID is omitted or is 0 the variables are system variables; otherwise they are peer 
variables and the values returned will be those of the corresponding peer. Omitting the variable list will 
send a request with nodata which should induce the server to return a default display. 

rv [ assocID ] [ <variable_name>[,...] ] 

An easy-to-type short form for the readvar command, 
writevar assocID <variable_name>=<value>[,...] 

Likethe readvar request, except the specified variables are written instead of read, 
readlist [ assocID ] 

Requests that the values of the variables in the internal variable list be returned by the server. If the asso¬ 
ciation ID is omitted or is 0, the variables are assumed to be system variables; otherwise they are treated 
as peer variables. If the internal variablelist is empty a request is sent without data, which should induce 
the remote server to return a default display. 

rl [ associ D ] 

An easy-to-type short form of the readlist command, 
mreadvar assocID assocID [ <variable_name>[,...] ] 

Like the readvar command except the query is done for each of a range of (nonzero) association IDs. 
This range is determined from the association list cached by the most recent associations command. 

mrv assocID assocID [ <variable_name>[,...] ] 

An easy-to-type short form of the mreadvar command, 
mreadlist associ D associ D 

Likethe readlist command except the query is done for each of a range of (nonzero) association IDs. 
This range is determined from the association list cached by the most recent associations command. 

mrl associ D associ D 

An easy-to-type short form of the mreadlist command, 
clocklist [ assocID ] 

Requests for the server's clock variables to be sent. Servers which have a radio clock or other external syn¬ 
chronization will respond positively to this. If the association identifier is omitted or is 0, the request is for 
the variables of the system clock and will generally get a positive response from all servers with a 
clock. If the server treats clocks as pseudo-peers, and hence can possibly have more than one clock con¬ 
nected at once, referencing the appropriate peer association ID will show the variables of a particular clock. 

clockvar [ assocID ] [ <variable_name>[,...] ] 
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Requests that a list of the server's clock variables be sent. Servers which have a radio clock or other exter¬ 
nal synchronization will respond positively to this. If the association identifier is omitted or is 0, the 
request is for the variables of the system clock and will generally get a positive response from all 
servers with a clock. If the server treats clocks as pseudo-peers, and hence can possibly have more than 
one clock connected at once, referencing the appropriate peer association ID will show the variables of a 
particular clock. Omitting the variable list will cause the server to return a default variable display. 

cv [ assocID ] [ <variable_name>[,...] ] 

An easy-to-type short form of the clockvar command, 
peers 

Obtains a list of in-spec peers of the server, along with a summary of each peer's state. Summary informa¬ 
tion includes the address of the remote peer, the reference ID (0.0.0.0 if the reference ID is unknown), the 
stratum of the remote peer, the polling interval, in seconds, the reachability register, in octal, and the 
current estimated delay, offset and dispersion of the peer, all in seconds. I n addition, the character in the 
left margin indicates the fate of this peer in the clock selection algorithm. Characters only appear beside 
peers which were included in the final stage of the clock selection algorithm. A . indicates that this peer 
was cast off in the falseticker detection, while a -H indicates that the peer made it through. A * denotes 
the peer with which the server is currently synchronizing. Note that since the peers command depends 
on the ability to parsethe values in the responses it gets, it may fail to work from time to time with servers 
that poorly control the data formats. 

The contents of the host field may be one of four forms. It may be a host name, an IP address, a reference 
clock implementation name with its parameter, or REFCLK( -implementation number>, -cparameter>). On 
hostnames no, only I P-addresses will be displayed. 

Ipeers 

Like peers, except a summary is printed of all associations for which the server is maintaining state. 
This can produce a much longer list of peers from fuzzball servers. 

opeers 

An old form of the peers command with the reference ID replaced by the local interface address. 

lopeers 

An old form of the Ipeers command with the reference ID replaced by the local interface address. 

FILES 

/etc/ntp. keys Contains the encription keys used for authentication. 

AUTHOR 

ntpq was developed by Dennis Ferguson at the University of Toronto. 

SEE ALSO 

ntpdate(lM), xntpd(lM), 

DARPA Internet Request For CommentsRFC1035Assigned Numbers. 
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NAME 

ocd - outbound connection daemon used by DDFA software 

SYNOPSIS 

ocd -fpseudonym -nnode_name [-bboard_no] [-cconfig file] [-llogje/el ] [-pport_no] 

DESCRIPTION 

The Outbound Connection Daemon (ocd) is part of the Data Communications and Terminai Controiier 
(DTC) Device Fiie Access (DDFA) software. It manages the connection and data transfer to the remote ter¬ 
minai server port. It can be spawned from the Dedicated Port Parser (dpp) or run directiyfromthesheii. 

For performance reasons, ocd does not have a debug mode. Flowever, a version caiied ocdebug with 
debug fadiities is avaiiabie. 

See ddfa(7) for more information on how to configure the DDFA software and for an expianation of how it 
works. 

ocd iogs important messages and error conditions to /var/adm/syslog. 

Options 

ocd recognizes thefoiiowingoptions: 

-bboard_no The board number of a DTC. If it is omitted, the port number option must contain 
the fuii TCP service port address. The -b and -p options must not be used if the 
IP address given in the-n option is the IP address of a port. 

If the -n option expiicitiy names a terminai server port, the -b option is not 
needed. 

-cconfig fiie Specify the name (inciuding the absolute path) of the configuration fiie used to 
profiie the terminai server port. If this option is omitted, the defauit vaiues 
specified in the defauit pcf fiie (/usr/examples/ddfa/pcf) are used. If the 
file specified does not exist, an error message i s I ogged andthefollowingvaluesare 
used (note that the values for open_tries and open_timer are different from 
the default values): 


telnet_mode: 

enable 

timing_mark: 

enable 

telnet_timer: 

120 

binary_mode: 

disable 

open_tries: 

0 

open_timer: 

0 

close_timer: 

0 

status_request: 

disable 

status_timer: 

30 

eight_bit: 

disable 

tcp_nodelay: 

enable 


-fpseudonym The absolute or relative path to the device file that is linked by the software to the 
reserved pty. Applications use pseudonym and not the dynamically allocated pty 
slave. 

-llogje/el Specify the logging level. It determines the severity of messages sent to 

/var/adm/syslog. The logging levels (and how they relate to system logging 
levels) are as follows: 

0 Log only LOG_CRIT messages. 

1 Log only LOG_CRIT and LOG ERR messages. 

2 Log only LOG_CRIT, LOG_ERR, and LOG_WARNI NG messages. 

3 Log all messages. 

If this option is omitted, the logging level is set to 1. 

-nnode_name The IP address of the terminal server or the port. 

-pport_no A DTC port number or, if the -b option is omitted, the TCP port service address 

that will be used by the software to access the port. If the value is omitted, the 
value 23 (Telnet) is used by default. 
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In order to shutdown every ocd running without restarting them, the foiiowing command can be exe¬ 
cuted: 

kill -15 'ps -e I grep ocd | awk ' {print $1}' ' 

WARNINGS 

In order to ensure that commands (such as ps) display the correct device file name (that is, the pseu¬ 
donym), all pseudonyms should be placed into the directory /dev/telnet . If pseudonyms are not 
specified for placement in this directory, the correct display of device file names with many commands is 
not guaranteed. 

In addition, in order to ensure that commands (such asw, passwd, finger, and wall) work correctly, 
each pseudonym must be unique in its first 17 characters (including the directory prefix /dev/telnet/). 
If pseudonyms are not unique in their first 17 characters, the correct functioning of many commands is not 
guaranteed. 

Also, in order to reliably handle timing mark negotiations (and ensure that files printing on a printer 
attached to a terminal server have been completely flushed to that printer), the following line must be 
added near the end of each pri nter i nterface scri pt for pri nters attached to a term! nal server: 

stty exta <&1 2>/dev/null 

The printer interface scripts reside in the directory /etc/lp/interface. The line must be added just 
prior to the final exit command in each printer interface script. 

If this line is not added as specified, the printing reliability of printers attached to a terminal server is not 
guaranteed. 

FILES 

/usr/examples/ddfa/dp 
/usr/examples/ddfa/pcf 
/usr/sbin/dpp 
/usr/sbin/ocd 
/usr/sbin/ocdebug 
/var/adm/dpp_login.bin 
/var/adm/utmp.dfa 

SEE ALSO 

dpp(lM), ocdebug(lM), syslog(3C), dp(4), pcf(4), ddfa(7). 
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NAME 

ocdebug - outbound connection daemon debug utility used by DDFA software 

SYNOPSIS 

ocdebug -fpseudonym -nnode_name [-bboard_no] [-cconfig file] [-ddebug_l 0 /el ] [-llogje/el ] 
[-pport_no] 

DESCRIPTION 

The ocdebug daemon is the debugging version of the Outbound Connection Daemon (ocd). ocd is part 
of the Data Communications and Terminal Controller (DTC) Device File Access (DDFA) software. It 
manages the connection and data transfer to the remote terminal server port. 

See ddfa(7) for more information on how to configure the DDFA software and for an explanation of how it 
works. 

Debugging may be toggled interactively by sending the SIGUSRI signal to the process using: 
kill -16 pid. 

ocdebug logs important messages and error conditions to /var/adm/syslog. Debug messages are 
logged to the file /var/adm/ocdpid and the file name is displayed at the start of debugging. 

Options 

ocdebug recognizes the following options. Apart from the -d option they are the same as the ocd 
options. 

-bboard_no Specify the board number of a DTC. If it is omitted, the port number option must 
contain the full TCP service port address. The-b and -p options must not be used if 
the IP address given in the-n option is the IP address of a port. 

If the-n option explicitly names a terminal server port, the-b option is not needed. 

-cconfig file Specify the name (including the absolute path) of the configuration file used to profile 
the terminal server port. If this value is omitted, the values specified in the default 
pcf file (/usr/examples/ddfa/pcf) are used. If the file specified does not 
exist, an error message is logged and the following values are used (note that the 
values for open_tries and open_timer are different from the default values): 


telnet_mode: 

enable 

timing_mark: 

enable 

telnet_timer: 

120 

binary_mode: 

disable 

open_tries: 

0 

open_timer: 

0 

close_timer: 

0 

status_request: 

disable 

status_timer: 

30 

eight_bit: 

disable 

tcp_nodelay: 

enable 


-ddebugjevel Specify the level of debugging. Levels can be added together to accumulate debugging 
functions. For example, -d7 enables all Ievelsand-d3 enablesonlythefirsttwolev- 
els. The levels are: 

0 N o debug messages. 

1 Trace procedure entry/exit logged. 

2 Additional tracking messages logged. 

4 Data structures dumped. 

-fpseudonym Specify the absolute or relative path to the device file, which is linked by the software 
to the reserved pty. Applications use the pseudonym and not the dynamically allo¬ 
cated pty slave. 

-llogjevel Specify the logging level. It determines the severity of messages sent to 
/var/adm/syslog. The logging levels (and how they relate to system logging lev¬ 
els) are as follows: 

0 Log only LOG_CRIT messages. 
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1 Log only LOG_CRIT and LOG ERR messages. 

2 Log only LOG_CRIT, LOG_ERR, and LOG_WARNI NG messages. 

3 Log all messages. 

If It Is omitted, the logging level Is set to 1. 

-nnode_name Specify the IP address of the termi nal server or the port. 

-pport_no Specify a DTC port number or, If the -b option Is omitted, the TCP port service 
address that will be used by the software to access the port. If the value Is omitted, 
thevalue23 (Telnet) Is used by default. 

In order to shutdown every ocd running without restarting them, the following command can be exe¬ 
cuted: 

kill -15 'ps -e I grep ocd | awk ' {print $1}' ' 

WARNINGS 

In order to ensure that commands (such as ps) display the correct device file name (that Is, the pseu¬ 
donym), all pseudonyms should be placed Into the directory /dev/telnet . If pseudonyms are not 
specified for placement In this directory, the correct display of device file names with many commands Is 
not guaranteed. 

In addition. In order to ensure that commands (such asw, passwd, finger, and wall) work correctly, 
each pseudonym must be unique In Its first 17 characters (including the directory prefix /dev/telnet/). 
If pseudonyms are not unique In their first 17 characters, the correct functioning of many commands is not 
guaranteed. 

Also, In order to reliably handle timing mark negotiations (and ensure that files printing on a printer 
attached to a terminal server have been completely flushed to that printer), the following line must be 
added near the end of each pri nter I nterface scrl pt for pri nters attached to a termi nal server: 

stty exta <&1 2>/dev/null 

The printer Interface scripts reside In the directory /etc/lp/interface. The line must be added just 
prior to the final 'exit' command In each printer I nterface script. 

If this line Is not added as specified, the printing reliability of printers attached to a terminal server Is not 
guaranteed. 

FILES 

/usr/examples/ddfa/dp 
/usr/examples/ddfa/pcf 
/usr/sbin/dpp 
/usr/sbin/ocd 
/usr/sbin/ocdebug 
/var/adm/dpp_login.bin 
/var/adm/ocd pi d 
/var/adm/syslog 
/var/adm/utmp.dfa 

SEE ALSO 

dpp(lM), ocd(lM), syslog(3C), dp(4), pcf(4), ddfa(7). 
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NAME 

opx25 - execute HALGOL programs 

SYNOPSIS 

/usr/lbin/uucp/x25/opx25 [-f scriptname] [-c char] [-ofile-descriptor] [-ifile-descriptor] 

i-nstring] [-d] [-v] 

DESCRIPTION 

HALGOL is a simple language for communicating with devices such as modems and X.25 PADS. It has 

simple statements similar to send xxx and expect yyy that are described below. 

Options: 

opx25 recognizesthefollowingoptions: 

-f script Causes opx25 to read script as the input program. If -f is not specified, opx25 
reads the standard input as a script. 

-c char Causes opx25 to use char as the first character in the input stream instead of actu¬ 
ally reading it from the input descriptor. This is useful sometimes when the program 
that calls opx25 is forced to read a character but then cannot "unread" it. 

-o number Causes opx25 to use number for the output file descriptor (i.e., the device to use for 
send). The default is 1. 

-i number Causes opx25 to use 'number' for the input file descriptor (ie, the device to use for 
'expect'). The default isO. 

-n string Causes opx25 to save this string for use when \# is encountered in a send com¬ 
mand. 

-d Causes opx25 to turn on debugging mode. 

-V Causes opx25 to turn on verbose mode. 

An opx25 scriptfilecontainslinesof thefollowingtypes: 

(empty) Empty lines are ignored. 

/ Lines beginning with a slash (/) areignored (comments) 

ID ID denotes a label, and is limited toalphanumerics or _. 

send string string must be surrounded by double quotes. The text is sent to the device specified 
by the -o option. Non-printable characters are represented as in C; i.e., as \ DDD, 
where DDD is the octal ascii character code. \# in a send string is the string that fol¬ 
lowed the-n option. 

break Send a break "character" to the device. 

expect number string 

Here number is how many seconds to wait before giving up. 0 means wait forever, but 
this is not advised. Whenever string appears in the input within thetime allotted, the 
command succeeds. Thus, it is not necessary to specify the entire string. For exam¬ 
ple, if you know that the PAD will send several lines followed by an @ prompt, you 
could just use @ as the string. 

run program args 

The program (sleep, date, etc.) is run with the args specified. Do not use quotes 
here. Also, the program is invoked directly (using execp), so wild cards, redirection, 
etc. are not possible. 

error ID If the most recent expect or run encountered an error, go to the label I D. 

exec program args 

Similar to run, but does not fork. 

echo string Similar to send, but goes to standard error instead of to the device. 

set debug Sets the program in debug mode. It echoes each line to /tmp/opx25 . log, as well 
as giving the result of each expect and run. This can be useful for writing new scripts. 
The command set nodebug disables this feature. 
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set log Sends subsequent incoming characters to /var/uucp/. Log/LOGX25. Thiscanbe 
used in the * . in fiieas a security measure, because part of the incoming data stream 
contains the number of thecaiier. There is a simiiar feature in getx25: it writes the 
time and the iogin name into the same iogfiie. The command set nolog disabies 
this feature. 

set numlog Simiiar to set log, but better in some cases because it sends oniy digits to the iog 
fiie, and not other characters. The command set nonumlog disabies this feature. 

timeout number 

Sets a giobai timeout vaiue. Each expect uses time in the timeout reservoir; when 
this time is gone, the program gives up (exit 1). If this command is not used, there is 
no giobai timeout. Aiso, the giobai timeout can be reset any time, and a vaiue of 0 
turns it off. 

exit number Exits with this vaiue. 0 issuccess; anythingeiseisfaiiure. 

To perform a rudimentary test of configuration flies, run opx25 by hand, using the -f option foiiowed by 
the name of the script fiie. opx25 then sends to standard output and expects from standard input; thus 
you can type the input, observe the output, and use the echo command to see messages. See the fiie 
/usr/lbin/uucp/X25/ventel. out for a good exampieof HALGOL programming. 

AUTHOR 

opx25 was deveioped by H P. 

SEE ALSO 

getx25(l), uucp(l). 
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NAME 

c6pf_monitor - monitor OSPF (Open Shortest Path First protocoi) gateways 

SYNOPSIS 

ospf_monitor mon_db_fiie 

DESCRIPTION 

Use the ospf_monitor command to query OSPF routers. The ospf_monitor command operates in 
interactive mode. It aiiows the user to query the various OSPF routers to provide detaiied information on 
10 statistics, error iogs, iink-state data bases, AS externai data bases, the OSPF routing tabie, configured 
OSPF interfaces, and OSPF neighbors. 

mon_db_fiie is the compiete pathname of a database composed of records configuring destinations for 
ospf_monitor remote commands. Each destination record is a singie-iineentry which iiststhedestina- 
tion IP address, the destination hostname, and an OSPF authentication key (if authentication is activated 
by the destination). Since authentication keys may be present in the destination records, it is recom¬ 
mended that generai access to this database be restricted. 

Refer to RFC-1583 (OSPF Specification, version 2) for detaiis about OSPF databaseand packet formats. 

COMMANDS 

Upon entering interactive mode, ospf_monitor presents this prompt: 

[ # ] dest command params > 

From this prompt, you can enter any of the ospf_monitor interactive commands. Interactive com¬ 
mands can be interrupted at any time via a keyboard interrupt. Note that the command iine iength must 
be i ess than 200 characters. 

Local Commands 

? Dispiayaii iocai commands and their functions. 

?R Dispiayaii remote commands and their functions. 

d Dispiay aii configured destinations. This command dispiays dest_ind©<, the IP address, and the 

hostname of all potential ospf_monitor command destinations configured in mon_db_file. 

h Display the command history buffer showing the last 30 interactive commands. 

X Exit the ospf_monitor program. 

@ remote_command Send remote_command to the same (previous) destination. 

@dest_i nd©< remote_command Send remote_command to configured desti nation dest_i nd©<. 

F filename Send all ospf_monitor output to filename 

S Send all ospf_monitor output to stdout. 

Remote Commands 

a area_id typels_id adv_rtr 

Display link state advertisement. area_id is the OSPF area for which the query is directed. adv_rtr is the 
router-id of the router which originated this link state advertisement, type specifies the type of advertise¬ 
ment to request and should be specified as follows: 

1 Request the router links advertisements. They describe the collected states of the router's inter¬ 
faces. For this type of request, the ls_id field should beset to the originating router's Router ID. 

2 Request the network links advertisements. They describe the set of routers attached to the net¬ 
work. For this type of request, the ls_id field should be set to the IP interface address of the 
network's Designated Router. 

3 Request the summary link advertisements describing routes to networks. They describe inter¬ 
area routes, and enable the condensing of routing information at area borders. For this type of 
request, thels_id field should beset to the destination network's IP address. 

4 Request the summary link advertisements describing routes to AS boundary routers. They 
describe inter-area routes, and enablethe condensing of routing information at area borders. For 
this type of request, the ls_id field should be set to the Router ID of the described AS boundary 
router. 
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5 Request the AS external link advertisements. They describe routes to destinations external to 
the Autonomous System. For this type of request, the ls_id field should be set to the destination 
network's IP address. 

c Display cumulative log. This log includes input/output statistics for monitor request, hello, data base 
description, link-state request, link-state update, and link-state ack packets. Area statistics are pro¬ 
vided which describe the total number of routing neighbors and number of active OSPF interfaces. 
Routing table statistics are summarized and reported as the number of intra-area routes, inter-area 
routes, and AS external data base entries. 

e Display cumulative errors. This log reports the various error conditions which can occur between 
OSPF routing neighbors and shows the number of occurrences for each. 

h Display the next hop list. This list of valid next hops is mostly derived from theSPF calculation. 

1 [retrans] 

Display the I ink-state database (except for ASE's). This table describes the routers and networks mak¬ 
ing up the AS. If retrans is non-zero, the retransmit list of neighbors held by this Isdb structure will be 
printed. 

A [retrans] 

Display the AS external data base entries. This table reports the advertising router, forwarding 
address, age, length, sequence number, type, and metric for each AS external route. If retrans is non¬ 
zero, the retransmit list of neighbors held by this Isdb structure will be printed. 

o [which] 

DisplaytheOSPF routingtable.ThistablereportstheAS border routes, area border routes, summary 
AS border routes, networks, summary networks, and AS external networks currently managed via 
OSPF. If which is omitted, all of the above will be listed. If specified, the value of which (between 1 
and 63) specifies that only certain tables should be displayed. The appropriate value is determined by 
adding up the values for the desired tables from the foil owing list: 

1 Routes to AS border routers in this area. 

2 Routes to area border routers for this area. 

4 Summary routes to AS border routers in other areas. 

8 Routes to networks in this area. 

16 Summary routes to networks i n other areas. 

32 AS routes to non-OSPF networks. 

I Display all interfaces. This report shows all interfaces configured for OSPF. Information reported 
includes the area, interface IP address, interface type, interface state, cost, priority, and the IP 
address of the DR and BDR for the network. 

N Display all OSPF routing neighbors. Information reported includes the area, local interface address, 
router ID, neighbor IP address, state, and mode. 

V Display Gated version information. 

AUTHOR 

Rob Coltun of University of Maryland 
J effrey C. Flonig of Cornell University 

SEE ALSO 

gated(lM), gdc(lM), ripquery(lM), gated.conf(4). 

GateD Documentation 
GateD Configuration Guide 
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NAME 

/usr/sbin/owners - lists owners of outgoing network connections 

SYNOPSIS 

owners 


DESCRIPTION 

owners displays a list of established network connections which originate on this system, and indicates 
the owners of each connection using the identd running on this system. 


SEE ALSO 

sendmail(lM). 
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NAME 

pcnfsd - PC-NFS authentication and print request server 

SYNOPSIS 

/usr/sbin/rpc.pcnfsd 

DESCRIPTION 

pcnfsd is an RPC server that supports ONC dients on PC (DOS, OS/2, Macintosh, and other) systems. 
Thisdescribes version two of the pcnfsd server. 

pcnfsd can be started from the /sbin/init. d/nfs. server startup script by setting the 
PCNFS_SERVER variabieto 1 in /etc/rc. config. d/nfsconf, or from the inetd daemon (see 
inetd(lM)). It reads the configuration fiie /etc/pcnfsd. conf, if present, and services RPC requests 
directed to program number 150001. The pcnfsd daemon now supports version 1 and version 2 of the 
PCNFSD protocoi. 

The requests serviced by pcnfsd faii into three categories: authentication, printing, and other. Oniy the 
authentication and printing categories have administrative significance. 

Authentication 

When pcnfsd receives a PCNFSD_AUTH or PCNFSD2_AUTH request, it wiii "iog in" the user by vaiidat- 
ing the user name and password, returning the corresponding user ID, group IDs, home directory, and 
umask. It will also append a record to the wtmp data base (see wtmp(4)). If you do not want PC "logins" 
recorded in this way, add a line to the /etc/pcnfsd. conf file in the form: 

wtmp off 

By default, pcnfsd will only allow authentication or print requests for users with user IDs in the range 
101 to 60002 (this corresponds, in SVR4, to the range for nonsystem accounts). To override this, add a line 
to the /etc/pcnfsd. conf file in the form: 

uidrange range[, range]... 
where each rangeis a user ID number in theform 
uid 

or an inclusive range of user ID numbers in theform 
uid-uid 

NOTE: pcnfsd will deny authentication if the /etc/shells file is incorrectly setup. 

Printing 

pcnfsd supports a printing model that uses NFS to transfer print data from the client to the server. The 
client system issues a PCNFSD_PR_INIT or PCNFSD2_PR_INIT request, and the server returns the 
path to a spool directory that is exported by NFS for use by the client, pcnfsd creates a subdirectory for 
each client. By default, the parent directory is /var/spool/pcnfs, and the name of each subdirectory 
is the same as its client's host name. To use a different parent directory, add a line to the 
/etc/pcnfsd. conf filein theform: 

spooldir path 

Once a client has mounted the spool directory using NFS, and transferred print data to a file in that direc¬ 
tory, it will issue a PCNFSD_PR_START or PCNFSD2_PR_START request, pcnfsd handles most 
print-related requests by constructing a command based on the printing services of the server's operating 
system, and executing that command using the identity of the PC user. Because this involves set-user-1 D 
privileges, pcnfsd must be run as root. 

Every print request from a client includes the name of the printer to be used. This name corresponds to a 
printer that has been configured into the line printer spooling system using the Ipadmin command. 

To process print data in a special way (for example, to print it in landscape mode, or to print it in duplex 
mode), define a new printer and arrange for the client to print to that printer. There are two ways to 
definethe new printer: 

• You can add a new printer to the line printer spooling system that uses a different printer model 
script, and arrange for the client to use the new printer. Do this using the Ipadmin command 
(see Ipadmin(lm)). 
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• pcnfsd includes a mechanism to define virtual printers known only to pcnfsd clients. Each of 
these printers is defined by an entry in the file /etc/pcnfsd. conf using the foil owing format: 

printer name alias-for command 
with thefollowing values: 

name The name of the printer, as it will be referred to in print requests from 

clients. 

alias-for The corresponding name for the printer, as it is defined in the line printer 
spooling system. For example, a request to display the queue for name will 
be translated into the corresponding request for the printer alias-for. If you 
have defined a printer within pcnfsd that has no corresponding printer 
defined in the line printer spooling system, use a single hyphen (-) for this 
field. For an example, see the definition of the printer test in theexamples 
section, below. 

command A command that will be executed whenever a file is printed on name. This 
command is executed by the POSIX shell, /usr/bin/sh using the -c 
option. For complex operations, construct an executable shell program and 
execute that in command. 

Within command thefollowingtokens will be replaced: 

Token Substitution 

$FILE Replaced by the full path name of the print data file. When 
the command has been executed, the file will be unlinked. 

$USER Replaced by the user name of the user logged in to the client 
system. 

$HOST Replaced by the host name of the cl lent system. 

Reconfiguration 

By checking the modification time (and contents) of the file /var/spool/lp/pstatus, pcnfsd will 
detect when printers have been added or deleted, and will rebuild its list of valid printers. Flowever, 
pcnfsd does not monitor thefile /etc/pcnfsd. conf for updates; ifyou change this file, you must kill 
and restart pcnfsd for the changes to take effect. 

EXAMPLES 

Given thefollowing entries for thefile /etc/pcnfsd. conf: 
printer abc Ij Ip -dlj -oraw 

printer test - /usr/bin/cp $FILE /usr/tmp/$HOST-$USER 

If a user on a client system prints a job on printer abc, the request will be sent to destination 1 j in raw 
mode. 

If the client requests a list of the print queue for printer abc, the pcnfsd daemon will translate this into 
a request for a listingfor printer Ij. 

Printer test is used only for testing. Any file sent to this printer will be copied into the directory 
/usr/tmp. Any request to list the queue, check the status, etc., of printer test will be rejected because 
alias-for has been specified as a hyphen (-). 

FILES 

/etc/pcnfsd.conf 
/etc/rc.config.d/nfsconf 
/var/spool/lp/pstatus 
/var/spool/pcnfs 
/etc/shells 

SEE ALSO 

lp(l), Ipstat(l), inetd(lM), Ipadmin(lM), wtmp(4). 
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NAME 

pcserver - BasicSerial and HP AdvanceLink server 

SYNOPSIS 

pcserver [-n] [-1 [log file]] [-v] 

DESCRIPTION 

pcserver is the hcstside server program for Basic Seriai and AdvanceLink, and is started and ter¬ 
minated by an appiication program running on a PC. 

pcserver supports both the Basic Seriai and theAdvanceLink protocois. 

Basic Seriai offers a iibrary of routines that support a variety of services between a PC and a seriaiiy con¬ 
nected host computer, inciudingfiie transfers and remote interprocess communications. 

AdvanceLink is a terminai emuiation program that aiso supports fiie transfers between a PC and host sys¬ 
tem over various physicai connections. 

Options 

Thefoiiowing options are recognized by pcserver: 

-1 [iogfiie] This option is now obsoiete, but is retained for compatibiiity with eariier versions of 
software. Logging is now controiied by the presence or absence of the server.pro fiie as 
described in NOTES, beiow. Enabies packet iogging and records pcserver messages 
to a specified iog fiie (for debugging). If iogfiie is not specified, the fiie s-log is used in 
thedefauit iogging directory, as defined in the server, pro fiie. pcserver iooksfor 
a iocai version of server.pro in the user's home directory. If none is found, it wiii iook for 
a system-wideversion as /var/adm/server .pro or /usr/adm/server .pro. If 
the logfile exists, logging is appended to it. If the file does not exist, logging is dis¬ 
abled. 

-n Informs pcserver that a "netmodef for data encryption should be used during special 

operations (for example, a netmode is needed to mask device control characters when a 
PAD is being used). The details of the netmode are then negotiated between the 
pcserver and the PC application. For a more comprehensive discussion on netmode, 
see Using Basic Serial Connection Files. 

-V Causes pcserver to print its version number to standard output and quit. 

pcserver is designed to be invoked by a PC application program rather than from the command line. I n 
order for the connection to be correctly established, the PC and host port must be properly configured. 

If you are using pcserver to manage a session between a PC and a hostside application (via Basic 
Serial), you may need to use a BasicSerial connection file to actually log in to your account. Establishing 
connections using Basic Serial connection filesisa sensitive operation. Before attempting to use them, you 
should read the manual Using Basic Serial Connection Files. 

If you are using pcserver to transfer files between a PC and a host machine via Advancelink, use the 
following AdvanceLink commands: 

&HOSTCOPY "pcserver" 

&TERMINATOR 

If your prompt does not end with $, replace the $ in the terminator command with the last character in 
your normal prompt. 

To permanently configure AdvanceL ink for the HP-UX version of pcserver, refer to the Using AdvanceL- 
ink manual for more information. 

NOTES 

Packet logging is controlled by the presence or absence of the file server .pro 

pcserver Iooksfor a local version of server.pro in the user's home directory. If noneisfound, it will 
look for a system-wi de versi on as /var/adm/server .pro or /usr/adm/server. pro. 

If no logging file is found in these directories, logging is not performed. A commented example of a 
server.pro may be found in /usr/newconfig/var/adm/server.pro.ex or 
/usr/adm/server. pro. ex. To make use of this file, copy it to the active file name, server.pro, 
in one of the previously mentioned directory locations. 
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If your screen displays a Command not found message when you choose START TRANSFER from 
AdvLink, either pcserver has not yet been installed on your FIP-UX system, or it has been installed in a 
directory that is not part of your current path. 

FIP-UX treats files containing binary or ASCI I data identically. Therefore it is up to the user to specify the 
desired file type when using pcserver to transfer files with Advancelink. The difference between the 
two is that during ASCII transfers, pcserver maps FIP-UX line-feed characters to the MS-DOS 
carriage-return/line-feed pair. This produces incorrect results when transferring a binary file as an ASCII 
file. 

Also, older versions of Advancelink show totally inaccurate estimates for file transfer times. This does not 
interfere with the actual transfer. 

If the PC is reset while a transfer is taking place, it may temporarily appear to be a "dead" terminal port. 
This is no cause for alarm; left to its own devices, pcserver will restore the port in a short time. In the 
worst case, it could take six timeout periods (6x20 = 120 seconds). For faster response, press the Break 
key a few ti mes to term! nate pcserver immediately. 


FILES 

/usr/bin/pcserver the executable program 

/var/adm/server .pro system-wide logging profile 

/usr/adm/server .pro system-wide logging profile 

$HOME/server .pro local logging profile 

/usr/newconfig/var/adm/server .pro . ex commented inactive example of server, pro 
/usr/adm/server. pro. ex commented inactiveexampleof server.pro 


SEE ALSO 

Using AdvanceLink Describes protocol and how to useAdvanceLink. 

Using Basic Serial Connection Files Describes Basic Serial and how connection files should be used. 
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NAME 

pdc - processor-dependent code (firmware) 

DESCRIPTION 

pdc is the firmware that implements all processor-dependent functionality, including initialization and self¬ 
test of the processor. Upon completion, it loads and transfers control to the initial system loader (isl (IM)). 
Firmware behavior varies somewhat, depending on the hardware series as described below. 

Series 800 Behavior 

To load isl from an external medium, pdc must know the particular device on which isl resides. Typically 
the device is identified by the Primary Boot Path that is maintained by pdc in Stable Storage. A path 
specification is a series of decimal numbers each suffixed by '/', indicating bus converters, followed by a 
series of decimal numbers separated by indicatingthe various card and slot numbers and addresses. The 
first number, not specifying a bus converter, is the mid-bus module number (that is, slot number times 
four) and followed by the CIO slot number. If the CIO slot contains an hp-ib card, the next number is the 
HP-IB address, followed by the unit number of the device if the device supports units. If the CIO slot con- 
tainsa terminal card, the next number istheport number, which must be zero for theconsole. 

When the processor is reset after initialization and self-test complete, pdc reads the Console Path from 
Stable Storage, and attempts to initializethe console device. If the initialization fails, pdc attempts to find 
and initialize a console device. Algorithms used to find a console device are model-dependent, pdc then 
announces the Primary Boot, Alternate Boot, and Console Paths. 

If autoboot (see isl(lM)) is enabled, pdc provides a 10-second delay, during which time the operator can 
override the autoboot sequence by typing any character on the console. If the operator does not interrupt 
this process, pdc initializesand reads isl from the Primary Boot Path. On models that support autosearch, 
if this path is not valid and autosearch (see isl(lM)) is enabled, pdc then searches through the mid-bus 
modules and CIO slots to find a bootable medium. Currently, autosearch is only implemented on the model 
825. 

If the autoboot sequence is unsuccessful, overridden by the operator, or not enabled in the first place, pdc 
interactively prompts the operator for the Boot Path to use. Any required path components that are not 
suppi ied default to zero. 

The Primary Boot, Alternate Boot, and Console Paths as well as autoboot and autosearch enable can be 
modified via isl. 

Series 700 Behavior 

To load isl from an external medium, pdc must know the particular device on which isl resides. Typically 
the device is identified by the Primary Boot Path that is maintained by pdc in Stable Storage. A path 
specification is an I/O subsystem mnemonic that varies according to hardware model. 

When the processor is reset after initialization and self-test complete, pdc reads the Console Path from 
Stable Storage, and attempts to initializethe console device. If the initialization fails, pdc attempts to find 
and initializea console device. Algorithms used to find a console device vary according to hardware model. 

If autoboot and autosearch (see isl (IM)) are enabled, pdc waits for approximately 10 seconds during which 
time the operator can override the autoboot sequence pressing and holding the ESC (escape) key on the con¬ 
sol e. 

The system then begins a search for potentially bootable devices. If allowed to complete, a list of poten¬ 
tially bootable devices is displayed, labeled with abbreviated path identifiers (PO, PI, etc). A simple menu is 
then displayed where the user can: 

• Boot a specific device, using the abbreviated path identifier, or thefull mnenomic. 

• Start a device search where the contents are searched for ipl images (note the first search only 
identified devices and did not check the contents). 

• Enter the boot administration level. 

• Exit the menu and return to autobooting 

• Get help on choices 

The search of potentially bootable devices can be aborted by pressing and holding the escape key. The 
search for device contents can also be aborted by pressing and holding the escape key. 
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If the operator does not interrupt the search process, pdc initializes and reads isl from the Primary Boot 
Path. 

If the autoboot sequence is unsuccessful, overridden by the operator, or not enabled in the first place, pdc 
executes the device search and enters the menu described above. 

The Primary Boot, Alternate Boot, and Console Paths as well as autoboot and autosearch enable can be 
modified via isl or at the pdc boot administration level. 

SEE ALSO 

boot(lM) isl(lM). 
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NAME 

pddcesetup - configure DCE for the H PDFS 

SYNOPSIS 

pddcesetup [force] 

DESCRIPTION 

The pddcesetup command is used to configure DCE information for the HP Distributed Print Service 
(HPDPS). 

pddcesetup must be run on each HP-UX host in your DCE cell that will execute the HPDPS in the 
Extended Environment. If a host will run the HPDPS in the Basic Environment only, not in the Extended 
Environment, then execution of pddcesetup is not needed on that host. If you do not intend to execute 
the HPDPS in a DCE cell, or do not wish to use DCE services in conjunction with the HPDPS, then each 
host must execute the HPDPS in the Basic Environment, and execution of pddcesetup is not needed on 
any of the hosts in your network, pddcesetup must be executed once on each host in your DCE cell that 
will execute an HPDPS client daemon, spooler, or supervisor in the Extended Environment, 
pddcesetup must be executed beforestartingany of these HPDPS components on that host. 

The first time that pddcesetup executes in your DCE cell, it will prompt for and create various DCE 
security identities and CDS namespace entries that are then configured for the entire cell. On subsequent 
executions of pddcesetup, only local information needed by the local host is configured: the DCE secu¬ 
rity identities and CDS namespace entries have already been created for the cell. 

If the parameter force is given, then pddcesetup will give you the option to fully recreate security 
identities and CDS directories. This option is useful if DCE has been only partially configured, or if 
configuration is accidentally removed after creation. If the force parameter is not given, then 
pddcesetup quickly checks to see if it appears the DCE information has already been configured, and if 
so, pddcesetup does not attempt to configure any of this information. 

The host on which pddcesetup is executed must already be configured as a DCE client or server, using 
DCE command-line utilities or the SAM program. You must also be DCE logged in using an account with 
sufficient administrator privileges to modify DCE security and namespace information. The DCE login of 
the cell administrator for your cell is normally used for this purpose (the default DCE login name is 
cell_admin). 

TheHPDPS DCE information created by pddcesetup is: 

• Accounts adm_user and pd_server. 

• Principals adm_user and pd_server. 

• Groups pd_admin and pd_operator. 

• CDS namespacedirectories and links. 

• I nitial Access Control List entries. 

• Local key table entries for principal pd_server. 


EXAMPLES 

An example execution follows. This example illustrates the execution of pddcesetup for the first time in a 
DCE cell. 

# pddcesetup 

Checking whether your host is configured in a DCE cell. 

Verifying your DCE login. 

You are DCE logged in as <your login>. 

Checking whether HPDPS security identities have already been configured 
in your cell. 

DCE security identities needed for the HPDPS have not yet been 
configured in your DCE cell. The security identities that must be 
configured are: 

Accounts adm_user and pd_server 
Principals adm_user and pd_server 
Groups pd_admin and pd_operator 
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Are you ready to configure these identities now (y/n)? y 

The new groups and accounts about to be created must be members of a DCE 
"organization". You may use an existing organization if you have 
already defined one. 

Do you wish to create a new DCE organization (y/n)? y 

Please enter the name of the new organization: <organization name> 

Creating organization <organization name>. 

Creating group pd_admin. 

Creating group pd_operator. 

Creating principal pd_server. 

Creating principal adm_user. 

Adding new principals to groups and organizations. 

pddcesetup is ready to create DCE accounts pd_server and adm_user. 

To accomplish this, you must enter the password for the DCE account under 
which you are currently logged in. If not entered correctly, an attempt 
to create the new accounts will generate the error message "data 
integrity error". 

Please enter the password for your current DCE login account: <password> 

Please choose a unique password for new account adm_user. 

This account will be used by HPDPS administrators. 

Please enter the password for account adm_user: <password> 

Please re-enter the password for account adm_user: <password> 

Creating account adm_user. 

Please choose a unique password for the pd_server account. 

This password is used by the HPDPS client daemon, spooler, and 
supervisor to automatically DCE login to account pd_server. 

Please enter the password for account pd_server: <password> 

Please re-enter the password for account pd_server: <password> 

Creating account pd_server. 

Creating HPDPS directories and links in the DCE CDS namespace. 

Creating initial HPDPS Access Control List entries. 

Adding entry for pd_server to the local key table. 
pddcesetup: DCE setup is complete. 

SEE ALSO 

dce_config(lM), dce_login(lM) 

HP Distributed Print Service Administration Guide 
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NAME 

pdfck - compare Product Description Fiieto FiieSystem 

SYNOPSIS 

pdfck [-n] [-r aiternate_root ] PDF 

DESCRIPTION 

pdfck is a program that compares the fiie descriptions in a pdf (Product Description Fiie) to the actuai 
flies on the fiie system. It is intended as a tooi to audit the fiie system and detect corruption and/or tamper¬ 
ing. Differences found are reported in the format described in the pdfdiff(lM) manuai entry. (Size growth 
(-p option) is not reported.) For a detaiied expianation of thePDF fleids see pdf(4). Thecommand 

pdfck -r /pseudoroot /system/AL_CORE/pdf 

is roughiy equivaient to 

mkpdf -r /pseudoroot /system/AL_CORE/pdf - | \ 
pdfdiff /system/AL_CORE/pdf - 

Options 

pdfck recognizesthefoiiowingoptions: 

-n Compare numericai representation of user id uid and group id gid of each fiie, 

instead of the usuai text representation. If owner or group is recorded in the 
PDF as a name, iook the name up in the /etc/passwd or /etc/group fiie, 
respectiveiy, to find the id number. 

-r aiternate_root aiternate_root is a string that is prefixed to each pathname in the prototype 
when thefliesystem is being searched for that fiie. Defauit isNULL. 


EXAMPLES 

Thefoiiowing output indicates tampering with /usr/bin/cat: 

/usr/bin/cat: mode(-r-xr-xr-x -> -r-sr-xr-x)(became suid), size(27724 -> 10345), 
checksum(1665 -> 398) 


WARNING 

Use of PDFs is discouraged sincethisfunctionaiity is obsoiete and is being repiaced with Software Distribu¬ 
tor (seesd(4)). 

FILES 

/system/ fiieset_name/pdf Product Description Fiieof flieset caiied flieset_name. 

SEE ALSO 

mkpdf(lM), pdfdiff(lM), pdf(4). 
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NAME 

pdfdiff - compare two Product Description Fiies 

SYNOPSIS 

pdfdiff [-n] [-p percent] pdfl pdf2 

DESCRIPTION 

pdfdiff is a program that compares two pdfs (Product Description Fiies). The pdfs can be generated 
using the mkpdf command (see mkpdfClM)). I ndividuai fleids in the pdfs are compared, and differences 
found in these fleids are reported. For a detaiied expianation of thePDF fleids see pdf(4). 

The report format is: 

pathname diff_fleld[(detaiis) ][,...] 

diff_fleld is one of thefleid names specified in pdf(4). The format of detaiis is "oidvaiue-> newvaiue" and 
may inciudean additionai "(added description)". 

A summary of totai product growth in bytes, DEV_BSIZE disk biocks, and the percentage change in disk 
biocks is reported. This summary inciudes growth of aii flies, inciuding those for which growth did not 
exceed thethreshhoid percent. Format of thegrowth summary is: 

Growth: x bytes, y biocks (z%) 

Options 

pdfdiff recognizesthefoiiowingoptions: 

-n Compare numericai representation of user id uid and group id gid of each file, instead 

of the usual text representation. If owner or group is recorded in thePDF as a name, 
look the name up in the /etc/passwd or /etc/group file, respectively, to find 
them number. 

-p percent specifies a threshhold percentage for file growth. Files having a net size change 
greater than or equal to this percentage are reported. A decrease in size is reported 
as a negative number. If -pis not specified, a default valueof zero percent is used. 

EXAMPLES 

The following output results when the /usr/bin/cat entry in the example from pdf(4) is different in 
the compared PDF: 

/usr/bin/cat: mode(-r-xr-xr-x -> -r-sr-xr-x)(became suid), size(27724 -> 10345), 
checksrim(1665 -> 398) 

Growth: -17379 bytes, -17 blocks (-4%) 

WARNING 

Use of PDFs is discouraged si nee this functionality is obsolete and is being replaced with Software Distribu¬ 
tor (seesd(4)). 

FILES 

/system/ fli eset_name/pdf 

SEE ALSO 

mkpdf(lM), pdfck(lM), pdf(4). 
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NAME 

pdgwcfg - configures HPDPS gateway printers in a Basic environment 

SYNOPSIS 

pdgwcfg [-a| -m] [-h] [-p] [-v] 

DESCRIPTION 

The pdgwcfg utility simplifies the configuration of HPDPS gateway printers in a Basic (non-DCE 
Extended) environment by reading an administrator-supplied configuration file /etc/pdgwcfg. conf 
(see pdgwcfg.conf(4)). It creates-enables and/or deletes gateway printers as appropriate. Gateway printers 
are similar to "remote printers" provided by the LP spooler, allowing access to a printer in a foreign (DCE 
Extended or Basic) environment. 

You must have super-user privileges to invoke the utility. The default behavior of the utility will not 
modify any previously-created gateway printers listed in /etc/pdgwcfg. conf. Any new entries will be 
created and any gateway printers not listed will be deleted. 

All output is sent to $PDBASE/pdgwcfg/error. log (or /var/opt/pd/pdgwcfg/error. log by 
default). Previous error logs are retained in separate files in this directory for reference and, if used exten¬ 
sively, the directory may need to becleaned-up periodically. If a severe error is encountered that causes a 
premature abort, an error message is also sent to stderr. 

Options 

pdgwcfg usesthefollowingoptions: 

-a Retain all previously-created gateway printers, even if they are no longer listed in 
/etc/pdgwcfg.conf. No gateway printers will be deleted. The administrator must manually 
remove any unwanted gateway printers. 

-m Retain any manually-created gateway printers. These would not contain the text PDGWCFG- 
MARKER in the descriptor attribute which is placed there by the pdgwcfg utility when it creates a 
gateway printer. This option is intended for scenarios where /etc/pdgwcfg.conf is not used 
exclusively for gateway printer configuration (e.g. a local sysadmin also creates gateway printers 
without the utility). 

-h Provides invocation syntax help. 

-p Preview mode. No changes to the gateway configuration will actually be made. For best results, the 
local HPDPS system should be running so that the utility can query the system to determine which 
gateway printers, if any, would be created/deleted. 

-V Verbose mode. Providesmoreextensiveoutputintheerror.log. 

RETURN VALUE 

pdgwcfg exits with oneof thefollowingvalues: 

0 Successful completion. 

1 Failure. 

EXTERNAL INFLUENCES 
E nvironment Variables 

PATH needs to include at a minimum /usr/bin: /opt/pd/bin. 

PDBASE affects the location oftheerror.log 

EXAMPLES 

If it is desirable to have a single configuration file distributed across multiple systems, there are various 
ways to distribute the configuration file and have the utility invoked to configure a system (e.g. 
swinstall (IM), rdist(l), etc). Each method should be weighed against the administration and security con¬ 
cerns of your particular environment. 

The below is just an example using rdist(l) and is not intended to be a recommendation. 

# sample distfile for use with rdist 

# copies /etc/pdgwcfg.conf and invokes the pdgwcfg utility 

# invoke as 'rdist -b -h -f distfile' 

HOSTS = ( host? hosts ) 
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FILES = ( /etc/pdgwcfg.conf ) 

${FILES} -> ${HOSTS} 
install ; 

special /etc/pdgwcfg.conf \ 

" PATH=/usr/bin:/opt/pd/bin;pdgwcfg" ; 

To update the configuration on hosts oniy, onewouid invoke: 
rdist -b -h -f distfile -m hostS 

WARNINGS 

By defauit, any gateway printer not iisted in /etc/pdgwcfg. conf wiii be removed, pdgwcfg does 
not check for entry modifications in /etc/pdgwcfg. conf. See pdgwcfg.conf(4) for possibie ways to 
accompiish modifications. 

If the descriptor attribute is modified, then the -m option wiii not consider these gateway printers as can¬ 
didates for deietion because it overrides the PDGWCFG-MARKER marker that pdgwcfg wouid have 
piaced in that attribute. 

AUTHOR 

pdgwcfg was deveioped by H P. 

SEE ALSO 

pdgwcfg.conf(4), pdcreate(l), and the HP Distributed Print Service Administration Guide (re: gateway 
printers) 
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NAME 

pdstartclient - start the H POPS client daemon 

SYNOPSIS 

pdstartclient [-1 locale] [-p port] [-q] 

DESCRIPTION 

The pdstartclient utility is issued by an administrator to start the H POPS client daemon. 

Options 

The pdstartclient utility usesthefollowingflag: 

-1 locale Allows you to specify the locale for HPDPS messages in a specific language. 

-p port Allows you to specify the port number when start! nga HPDPS client in a localeother than the 
default locale. The port number you assign must not conflict with port numbers in use by 
other processes. The file /etc/services lists the port numbers reserved by other 
processes. 

-q Allows you to query the status whether the daemon isrunningor not running without starting 

the daemon. 

EXAMPLES 

Start a Daemon 

To start the daemon, enter the following: 

pdstartclient 

Start a Daemon in a Different Locale 

To start the daemon in a J apanese locale and assign port number 1411, enter the following: 
pdstartclient -1 ja_JP.SJIS -p 1411 

Query the Status of a Daemon 

To query the status of a daemon, enter the following: 

pdstartclient -q; echo $? 

Ifthedaemon isrunning, you will receivethefollowingmessage: 

The HPDPS daemon is already running 
0 

If the daemon is not running, you will receive a 1. 

To query the status of a daemon running in locale ja_JP. SJIS , enter thefollowing: 

pdstartclient -q -1 ja_JP.SJIS 
Toquerythestatusof a daemon running on port 1411, enter thefollowing: 
pdstartclient -q -p 1411 

SEE ALSO 

pdstopd(lM), pdstartspl(lM), pdstartsuv(lM). 
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NAME 

pdstartspi - create or restart an HPDPS spooler 

SYNOPSIS 

pdstartspi [-F] ServerName 

DESCRIPTION 

The pdstartspi utility Is Issued by an administrator to create or restart a spooler. A spooler represents 
the server that manages the validation, routing, and scheduling of jobs. A spooler contains logical printers 
and queues. 

You can restart a spooler after It Istermlnated by Issuing this same utility. 

When you create or restart a spooler, you must specify Its name. 

Options 

Thepdstartspl utility usesthefollowingflag: 

-F Bypasses (does not display) prompts; force creation of a new spooler 

Arguments 

The argument value Identifies the specific object to which the utility applies. 

The valid argument valuefor thepdstartspl utility is: 

ServerName 

Assigns a name to a new spooler or specifies the name of the spooler to restart. 

EXAMPLES 

Create or Restart a Spooler 

Tocreateor restart a spooler, spooll, enter thecommand: 

pdstartspi spooll 

SEE ALSO 

pdstartcllent(lM), pdstartsuv(lM), pdshutdown(l) 
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NAME 

pdstartsuv - create or restart an H POPS supervisor 

SYNOPSIS 

pdstartsuv [-F] ServerName 

DESCRIPTION 

The pdstartsuv utility is issued by an administrator to create or restart a supervisor. A supervisor 
receives jobs from a spooler and manages the printing process. A single supervisor may contain many phy¬ 
sical printers. The supervisor may be started on a different HP-UX processor from the spooler, but it must 
be able to communicate with its printer devices. 

If the supervisor already exists but is shut down, the pdstartsuv utility restarts it. 

Options 

Thepdstartsuv utility usesthefollowingflag: 

-F Bypasses (does not display) prompts; force creation of a new supervisor. 

Arguments 

The argument value identifies the specific object to which the utility applies. 

The valid argument valuefor thepdstartsuv utility is: 

ServerName 

Assigns a name to a new supervisor or specifies the name of the supervisor to restart. 

EXAMPLES 

Create or Restart a Supervisor 

To create or restart a supervisor, superl, enter the command: 

pdstartsuv superl 

SEE ALSO 

pdstartclient(lM), pdstartspl(lM), pdshutdown(l). 
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NAME 

pdstopd - stop the HPOPS client daemon 

SYNOPSIS 

pdstopd 

DESCRIPTION 

The pdstopd utility is issued by an administrator to stop the H POPS client daemon. 

EXAMPLES 

Stopping a Daemon 

To stop the daemon, enter the command: 

pdstopd 

To stop the daemon running in a specific locale, such as ja_JP. SJIS enter the foil owing: 

export LC_ALL=ja_JP.SJIS 

pdstopd 

export LC_ALL= 

SEE ALSO 

pdstartclient(lM), pdstartspl(lM), pdstartsuv(lM). 


Section lM-530 


1- 


HP-UX Release 11.0: October 1997 


pfs_exportfs( IM) 


pfs_exportfs( IM) 


NAME 

pfs_exportfs - export and unexport directories to PFS dients 

SYNOPSIS 

/usr/sbin/pfs_exportfs [ -a -u -v ] [ pathname ] 

DESCRIPTION 

pfs_exportfs makes a iocai directory or fiiename avaiiabiefor mounting over the network by PFS 
dients. It is recommended that a command to invoke pfs_exportfs at boot time be added to rc(lM). 
pfs_exportfs uses information contained in the /etc/pfs_exports fiieto export pathname (which 
must be specified as a fuii pathname). The superuser can run pfs_exportfs at any time to aiter the iist 
or characteristics of exported directories and fiienames. Directories and fiies that are currentiy exported 
are iisted in thefiie /etc/pfs_xtab. 

With no options or arguments, pfs_exportfs prints out the iist of directories and fiienames currentiy 
exported. 

Options 

-a Aii. Export aii pathnames iisted in /etc/pfs_exports, or if -u is specified, unexport aii of the 
currentiy exported pathnames. 

-u Unexport the indicated pathnames. 

-V Verbose. Print each directory or fiiename as it is exported or unexported. 

AUTHOR 

psf_exportfs wasdeveioped by Young Minds, Inc. 

FILES 

/etc/pfs_exports static export information 
/etc/pf s_xtab current state of exported pathnames 

SEE ALSO 

pfs_exports(5). 
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NAME 

pfs_mount, pfs_umount - mount and unmount CD-ROM filesystems 

SYNOPSIS 

pfs_mount 

pfs_mount [-V -f -n] [ -t type ] [ -x xiat ] [ -o options ] filesystem directory 
pfs_mount [-V -f -n] [ -x xiat ] [ -o options ] filesystem | directory 
pfs_umount [ -v ] filesystem | directory 


DESCRIPTION 

pfs_mount attaches a named filesystem to the file system hierarchy at the pathname location directory, 
which must already exist. If directory has any contents prior to the mount operation, these remain hidden 
until the filesystem is once again unmounted. If filesystem is of the form host: pathname it is assumed to 
be a remote file system. 

In the case of a local mount, pfs_mount probes the specified device to determine the file system type. It 
then contacts the local mountd to register the specified directory as a valid mounted file system. 
pfs_mountci. rpc will reply with the address of the pfsd.rpc who will be handling all requests for 
files on that directory. 

Remote mounts are very similar, except that both the local and remote mount daemons will be contacted. 
The remote mount daemon will supply the pfs server address, and the local mount daemon will be con¬ 
tacted to register the mount. 

pfs_umount unmounts a currently mounted file system, which can be specified as a either directory or a 
filesystem. 

pfs_umount contacts the local mount daemon to determine what actions should be taken to perform the 
unmount. If the file system was originally remotely mounted, the remote mount daemon is informed of the 
unmount, and the file system is unmounted. Otherwise, it is simply unmounted. 

pfs_mount and pfs_umount maintain a table of mounted file systems in /etc/mtab, described in 
pfs_fstab(5). If invoked without an argument, pfs_mount displays the contents of this table. If invoked 
with either a filesystem or a directory only, mount searches thefile/etc/pfs_fstab for a matching entry, and 
mounts the file system indicated in that entry on the indicated directory. 


pfs_mount Options 

-V Verbose. Display a message indicating each filesystem being mounted. 

-f Fake an/etc/mtab entry, but do not actually mount any filesystems. 

-n Mount thefilesystem without making an entry in /etc/mtab. 

-xxiat Filename translation options. Any combination can bespecified, although some combinations 
do not make sense (i.e. dot_version and no_version). 


no_version will suppress the printing of the version number (and semicolon) at the end 
of iso9660and high sierra filenames. 

dot_version replaces the version number (and semicolon) with a period followed by the 
version number. 

lower_case Converts upper to lower case on all file (and directory) names, version 
number. 


Unix 


Shorthand for no version and lower case 


-t type Force the CD-ROM to be mounted as the specified type, if possible. Accepted types are: 

iso9660 will cause the mount program to attempt to mount the CD-ROM image using 
the iso9660 specifications. If the CD image is not iso9660 compatible, the 
mount fails. Note that if the CD image is also RockRidge compliant, and the -t 
iso9660 option is not specified, the CD-ROM image will demounted with Rock- 
Ridge extensions enabled. 

hsfs will cause the mount program to attempt to mount the CD-ROM image using 

the high sierra specifications. If the CD image is not hsfs compatible, the 
mount fails. 
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-o options 


rrip will cause the mount program to attempt to mount the CD-ROM image using 

the RockRidge I nterchange specifications. If the CD image is not rrip compati¬ 
ble, the mount fails. Note, that if the CR-ROM image is supports the Rock- 
Ridge I nterchange Protocol, and the CR-ROM image is mounted with rrip, the 
translation options are suppressed. 

Note that these get entered into the /etc/mtab and /etc/pfs_fstab with a pfs- 
preceding the type. This is to avoid confusing other programs which may scan the 
/etc/mtab looking for types of the same name. 

Specify filesystem options as a list of comma-separated words from the list below. 


options valid on al I file systems: 

ro Even if not specified, the read-only option is implied. 

suid| nosuid Setuid execution allowed or disallowed. 

bg| fg If thefirst attempt fails, retry in the background, or, in the foreground. 

retry=n The number of times to retry the mount operation. 

rsize=n Set the read buffer size to n bytes. 

timeo=n Set the PFS timeout to n tenths of a second. 

retrans=n The number of PFS retransmissions. 

soft I hard Return an error if the server does not respond, or continue the retry 
request until the server responds, 
intr Allow keyboard interrupts on hard mounts. 

The defaults are: 


suid,fg,retry=10000,timeo=7,rsize=2048,retrans=3,hard,\ 
acsize=1037,bcsize=100,lcsize=500 

options specific to iso9660 andhsfs filesystems: 

xlat=xlat_flags 

xlat_fiags is a colon (:) separated list of translation options. Currently 
supported are no_version, dot_version, lower_case, and unix. They 
allow you to perform the same translations options the -x flag does. The 
-X flag remains for backward compatibility. It is suggested that you use 
thexlat=option flag as they can be placed in the pfs_fstab file. 


pfs_umount Options 

-V Verbose. Displaya messageindicatingeach filesystemasit isunmounted. 

Background vs. Foreground 

Filesystems mounted with the bg option indicate that mount is to retry in the background if the server's 
mount daemon (pfs_mountd(lM)) does not respond, mount retries the request up to the count specified in 
the retry=n option. Once the file system is mounted, each PFS request made in the kernel waits 
timeo=n tenths of a second for a response. If no response arrives, thetime-out is multiplied by 2 and the 
request is retransmitted. When the number of retransmissions has reached the number specified in the 
retrans=n option, a file system mounted with the soft option returns an error on the request; one 
mounted with the hard option prints a warning message and continues to retry the request. 

Interrupting Processes With Pending PFS Requests 

The intr option allows keyboard interrupts to kill a process that is hung while waiting for a response on a 
hard-mounted file system. 

Attributes Cache 

The server's attribute cache retains file attribute information on requests that have been made. This pro- 
vides faster access to entries which have previously been decoded. 

Lookup Cache 

The LookupCache holds information about the sequential nature of the directory entries. This cache 
stores the location of the next directory entry. When a request comes in for a directory entry, if the preced¬ 
ing directory entry had been accessed earlier, this location is examined first to see if the directory entry 
being requested matches the directory entry at that location. 

Block Cache 

This cache holds raw 8k blocks of recently accessed data. 
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EXAMPLES 

To mount a CD-ROM disk: 

pfs_mount /dev/srO /cd-rom 
To mount a remote file system: 

pfs_mount serv:/cd-rom /cd-rom 
Tofakean entry for iso9660on /cd-rom: 

pfs_mount -f -t iso9660 /dev/srO /cd-rom 
To hard mount a remote file system: 

pfs_mount -o hard serv:/cd-rom /cd-rom 

AUTHOR 

pfs_mount was developed by Young Minds, Inc. 

FILES 

/etc/mtab table of mounted filesystems 

/etc/pfs_fstab tableof pfs file systems 

SEE ALSO 

fstab(5), mtab(5), pfs_fstab(5), pfs_mountd(lM), pfsd(lM). 

BUGS 

If the directory on which a filesystem is to be mounted is a symbolic link, the file system is mounted on the 
directory to which the symbolic link refers, rather than being mounted on top of the symbolic link itself. 

On Pioneer six disc changers (and perhaps other drives) if you mount the file system using the block device 
driver (/dev/srO for Sun), the Pioneer returns information to the driver indicating there is no data, caus¬ 
ing the mount to fail. Either mount the file system again (which will should succeed), or use the raw device 
driver (/dev/rsrO for Sun). 
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NAME 

pfs_mountd, pfs_mountd.rpc - PFS mount request server 

SYNOPSIS 

/usr/etc/pfs_mountd 

DESCRIPTION 

This program is available with the Portable File System Package (PFS). pfs_mountd is an RPC server 
that answers file system mount requests. In the case of remote mount requests, it reads the file 
/etc/pfs_xtab, described in pfs_exports(5), to determine which file systems are availablefor mounting 
by which machines. 

It is recommended that thepfs_mountd daemon be invoked by rc(lM). It must be invoked in the back¬ 
ground. 

The pfs mount daemon is composed of two programs: pfs_mountd and pfs_mountd. rpc. The 
pfs_mountd. rpc program should not be run directly. It isinvoked by thepfs_mountd program. 

The mount daemon assigns servers to mounted file systems in a round-robin fashion. For example, if there 
are four pfs daemons, and four pfs_mount's are performed, each daemon will be serving a different 
mount. 

Options 

-V Verbose. Show version number, etc. 


AUTHOR 

pfs_mountd was developed by Young Minds, Inc. 

FILES 

/etc/pfs_xtab 

SEE ALSO 

pfs_exports(5), rc(lM). 
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NAME 

pfsd, pfsd.rpc - PFS daemon 

SYNOPSIS 

pfsd [nservers] [ -v ] [ -o options ] 

DESCRIPTION 

pfsd starts the daemons that handle client filesystem requests, nservers is the number of file system 
server daemons to start. This number should be based on the load expected on this server. The load is 
defined by the number of mounted file systems. 

Mounts are distributed in a round-robin fashion to the pfsd daemons. 

It is recommended that the pfsd daemon be invoked by rc(lM). It must be invoked in the background. 

ThePFSdaemon is composed of two programs: pfsd and pfsd.rpc. The pfsd.rpc program should 
not be run directly. It is invoked by thepfsd program. 

Options 

-V Verbose. Show version number, etc. 

-o options Specify filesystem options using a comma-separated list from thefollowing: 

acsize=n The number of entries to keep in the attribute cache (1390 bytes per entry). 

bcsize=n The number of entries to keep in the block cache (8244 bytes per entry). 

lcsize=n The number of entries to keep in the lookup cache (56 bytes per entry). 

The defaults are: acsize=200, bosize=25, losize=100 

Attributes Cache 

The server's attribute cache retains file attribute information on requests that have been made. This pro- 
vides faster access to entries which have previously been decoded. 

Lookup Cache 

The lookup cache holds information about the sequential nature of the directory entries. This cache stores 
the location of the next directory entry. When a request comes in for a directory entry, if the preceding 
directory entry had been accessed earlier, this location is examined first to see if the directory entry being 
requested matches the directory entry at that location. 

Block Cache 

This cache holds raw 8k blocks of recently accessed data. 

EXAMPLES 

To start a pfs daemon with a 400 entry attribute cache: 

pfsd -o acsize=400 & 

To start 4 pfs daemons with the default cache sizes: 

pfsd 4 & 

WARNINGS 

It isnot a good idea to have the cache sizes of thepfsd exceed theamount of physical memory (or actually 
a small portion thereof). If the pfsd spends excessive amounts of time swapping to and from disk, the 
benefits of the caching are diminished. 

Specifying cache which consume more virtual memory than available will cause the daemon to die with a 
vitual memory error. 

AUTHOR 

pfsd was developed by Young Minds, Inc. 

SEE ALSO 

pfs_mountd(lM). 
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NAME 

ping- send ICMP EchoRequest packets to network host 

SYNOPSIS 

ping [-oprv] [-i address] [-t ttl] host [-n count] 

ping [-oprv] [-i address] [-t ttl] host packet-size [ [-n] count] 

DESCRIPTION 

Theping command sends ICMP Echo Request (ECHO_RE0UEST) packets to host once per second. Each 
packet that is echoed back via an ICMP Echo Response packet is written to the standard output, including 
round-trip time. 

ICMP Echo Request datagrams ("pings") have an IP and ICMP header, followed by a struct timeval 
(see gettimeofday(2)) and an arbitrary number of "pad" bytes used to fill out the packet. The default 
datagram length is 64 bytes, but this can be changed by using the packet-size opt ion. 

Options 

The following options and parameters are recognized by ping: 

-i address If host is a multicast address, send multicast datagrams from the interface with the local 
IP address specified by address in "dot" notation (see inet(3N)). If the -i option is not 
specified, multicast datagrams are sent from the default interface, which is determined 
by the route configuration. 

-o Insert an IP Record Route option in outgoing packets, summarizing routes taken when 

the command terminates. 

It may not be possibleto get the round-trip path if some hosts on the route taken do not 
implement the IP Record Route option. A maximum of 9 Internet addresses can be 
recorded due to the maxi mum length of thelP option area. 

-p The new Path MTU information is displayed when a ICMP "Datagram Too Big" message 

is received from a gateway. The -p option must be used in conjunction with a large pack- 
etsizeand with the-v option. 

-r Bypass the normal routing tables and send directly to a host on an attached network. If 

the host is not on a directly-connected network, an error is returned. This option can be 
used to ping the local system through an interface that has no route through it, such as 
after the interface was dropped by gated (see gated (IM)). 

-t ttl If host is a multicast address, set the time-to-live field in the multicast datagram to ttl. 

This controls the scope of the multicast datagrams by specifying the maximum number of 
external systems through which the datagram can be forwarded. 

If ttl is zero, the datagram is restricted to the local system. If ttl is one, the datagram is 
restricted to systems that have an interface on the network directly connected to the 
interface specified by the -i option. If ttl is two, the datagram can forwarded through 
at most one multicast router: and so forth. Range: zeroto255. The default value is 1. 

-V Verbose output. Show ICMP packets other than Echo Responses that are received. 

host Destination to which the ICMP Echo Requests are sent, host can be a hostname or an 

Internet address. All symbolic names specified for host are looked up by using 
gethostbyname () (see gethostent(3N)). If host is an I nternet address, itmustbein 
"dot" notation (see inet(3N)). 

If a system does not respond as expected, the route might be configured incorrectly on 
the local or remote system or on an intermediate gateway, or there might be some other 
network failure. Normally, host is the address assigned to a local or remote network 
i nterface. 

If host is a broadcast address, all systems that receive the broadcast should respond. 
Normally, these are only systems that have a network interface on the same network as 
the local interface sending the I CMP EchoRequest. 

If host is a multicast address, only systems that havejoined the multicast group should 
respond. These may be distant systems if the -t option is specified, and there is a mul¬ 
ticast router on the network directly connected to the interface specified by the -i 
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option. 

packet-size The size of the transmitted packet, in bytes. By defauit (when packet-size is not 
specified), the size of transmitted packets is 64 bytes. The minimum vaiue aiiowed for 
packet-size is 8 bytes, and the maximum is 4095 bytes. If packet-size is smaiier than 16 
bytes, there is not enough room for timing information. In that case, the round-trip 
times are not dispiayed. 

count The number of packets ping wiii transmit before terminating. Range: zero to 
2147483647. The defauit iszero, in which case ping sends packets untii interrupted. 

When using ping for fauit isoiation, first specify a iocai address for host to verify that the iocai network 
interface is working correctiy. Then specify host and gateway addresses further and further away to deter- 
mine the point of faiiure. ping sends one datagram per second, and it normaiiy writes one iine of output 
for every ICMP Echo Response that is received. No output is produced if there are no responses. If an 
optional count is given, only the specified number of requests is sent. Round-trip times and packet loss 
statistics are computed. When all responses have been received or the command times out (if the count 
option is specified), or ifthecommand isterminated with a SIGINT, a brief summary isdisplayed. 

This command is intended for use in testing, managing and measuring network performance. It should be 
used primarily to isolate network failures. Because of the load it could impose on the network, it is con¬ 
sidered discourteous to useping unnecessarily during normal operations or from automated scripts. 

AUTHOR 

ping was developed in the Public Domain. 

FILES 

/etc/hosts 

SEE ALSO 

gethostent(3N), inet(3N). 
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NAME 

pong- send FibreChannel Light Weight Protocol Echo Request packet 

SYNOPSIS 

/opt /f c/bin/pong N_port_address 

DESCRIPTION 

The pong command sends FC_LWP Echo Request packets to a well known FC_LWP protocol port number 
at the specified N_port_address once per second. I nformation from each packet that is echoed back to the 
sending N port is written to the standard output. 

FC_LWP Echo Request are datagrams packets which have an FC-PFI header and an FC_LWP header which 
specifies routing to the FC_LWP protocol port, followed by a FC_LWP protocol port Echo request code. Pad 
bytes are used to fill out the packet to the fixed size of 64 bytes. Pong sends one datagram packet per 
second until interrupted. Nooutput isproduced if there are no responses. 

This command is intended for use in testing, managing, and measuring network performance for FC_LWP. 
It should be used primarily to isolate network failures, and vail date simple connectivity. 

AUTHOR 

pong was developed by the FI P. 
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NAME 

power_onoff - timed, automatic system power on, and power off 

SYNOPSIS 

/usr/sbin/power_onoff -n 

/usr/sbin/power_onoff time [date] [[next I +increment] time_designation ] 

DESCRIPTION 

power_onoff instructs the UPS monitor (ups_mond) to shut down the system, and optionaiiy informs 
the monitor when to power on the system again. The UPS monitor in turn instructs the uninterruptibie 
power source (UPS) when to turn the power off and on. The UPS monitor then proceeds to shut down the 
system. The time to restart the system (power on) is specified with power_onoff command-iine argu¬ 
ments. 

Some UPS units iimit the time that can eiapse between the time the power is turned off and the time it is 
turned back on. Piease see your UPS documentation for information about iimitations. 

power_onoff requiresa UPS that issupported by theUPS monitor (seeups_mond(lM)). 

Command Line Arguments 

The power_onoff command has two forms, and recognizes thefoiiowing arguments: 

-n No power on. Causes the system to be shutdown and not be powered back on. 

time Can be specified as one, two, or four digits. One- and two-digit numbers represent hours; four 

digits represent hours and minutes, time can aiso be specified as two numbers separated by a 
coion ( : ), singie quote (' ), the ietter "h" (h), a period ( . ), or comma (, ). A suffix am or 
pm can be appended. Otherwise a 24-hour dock time is understood. For exampie, 0815, 
8 :15, 8'15, 8hl5, 8.15, and 8,15 are read as 15 minutes after 8 in the morning. The 
suffixes Zulu and utc can be used to indicate Coordinated Universai Time. The speciai 
names noon, midnight, now, and next are aiso recognized. 

date Can be specified as either a day of the week (fuiiy speiied out or abbreviated) or a date consist¬ 

ing of a day, a month, and optionaiiy a year. The day and year fieids must be numeric, and the 
month can be fuiiy speiied out, abbreviated, or numeric. These three fieids can be in any 
order, and be separated by punctuation marks such as /, -, ., or ,. Two speciai "days", 
today and tomorrow, are aiso recognized. If no date is given, today is assumed if the 
given time is greater than the current time: tomorrow is assumed if it is iess. If the given 
month is iess than the current month (and no year is given), next year is assumed. 

next If followed by a time designation of minutes, hours, days, weeks, months, or years, 
or lets the user startup the system when the specified timedesignati on haselapsed. A numerical 

-Fincrement operator, -Fincrement, enables the user to schedule the startup several hours, days, weeks, 
months, or years in advance (see examples). Using the argument next is equivalent to 
using an increment of-Fl. Both plural and singular forms of time_designation are accepted. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

RETURN VALUE 

Exit code 0 is returned upon successful completion, otherwise non 0 is returned. 

DIAGNOSTICS 

power_onoff issues diagnostic messages when it encounters syntax errors and out-of-range times. 

EXAMPLES 

To startup the system at 5:00 am next Tuesday, use 
power_onoff Sam Tuesday next week 
To startup the system at 5:30 am tomorrow, use 
power_onoff 5:30 tomorrow 

To make your system startup each weekday at 7:30am and shutdown at 5:30pm each week day, use 
crontab to execute the first entry on Monday through Thursday and the second entry on Friday (see 
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crontab(l)). 

power_onoff 7:30 tomorrow 
power_onoff 7:30 Monday 
To startup the system at 8:15 on J anuary 24, use 
power_onoff 0815 Jan 24 
To startup the system at 5:15 on J anuary 24, use 
power_onoff 5:15 Jan 24 
To startup the system at 9:30 tomorrow, use 
power_onoff 9:30am tomorrow 
To startup the system 24 hours from now, use 
power_onoff now + 1 day 
To shutdown the system and not start it up, use 
power_onoff -n 

WARNINGS 

Some UPS units limit the time that can elapse between the time the power is turned off and the time it is 
turned back on. Please see your UPS documentation for information about limitations. 

If the date argument begins with a number and the time argument is also numeric (and without suffix), the 
time argument should be a four-digit number that can be correctly interpreted as hours and minutes. 

Do not use both next and -i- increment within a single power_onoff command; only the first operator 
is accepted and the trailing operator is ignored. No warning or error is produced. 

The power cord must be disconnected before servicing the unit. 

AUTHOR 

power_onoff was developed by H P. 

FILES 

/var/tmp/timed_off fifofor communicating with ups_mond. 

SEE ALSO 

at(l), cron(lM), crontab(l), queuedefs(4), proto(4), kill(l), sam(lM), ups_mond(lM). 
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NAME 

pscan - scan an HP SCSI disk array lun for parity consistency 

SYNOPSIS 

pscan -s system_state de/ice_fiie 

DESCRIPTION 

pscan is a front end script to sen designed to be caiied during system bootup and shutdown. It stores 
information on the disk array used to indicate improper system shutdown. If the system was not properly 
shutdown, a parity scan is initiated when the system boots. The values of 0 (operating system booting), and 
1 (operating system shutdown) are expected for system_state. des/ice_fiIe refers to the device file associated 
with the selected disk array. If multiple hosts (initiators) are connected to the disk array, the file 
/etc/hpC2400/pscan.initiators needs to be created. This file will contain an integer valuefrom 1 to 8. If the 
file is not created, pscan will assume that only one host (initiator) is connected to the disk array. 

RETURN VALUE 

pscan returnsthefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• pscan 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by pscan: 
usage: pscan -s <system_state> <special> 

An error in command syntax has occurred. Enter command again with all required arguments, in the 
order shown. 

pscan: LUN # too big 

The LUN number, which is derived from the device file name, is out of range. 

pscan: Not a raw file 

Utilities must beabletoopen the device file for raw access. 

pscan: LUN does not exist 

The addressed LUN isnot configured, andthusisnot known to the array controller. 

pscan: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

pscan uses the foil owing system calls: 

malloc(),free() , stat() , open() , close() , fopen(), fclose() , read() , write(), 
and ioctl(). 

Documentation for these hp-ux system calls contains information about the specific error conditions associ¬ 
ated with each call, pscan does not alter the value of errno. The interpretation of errno for print¬ 
ing purposes is performed by the system utility strerror 0 . 

EXAMPLES 

To call pscan on theLUN /dev/rdsk/c2t0d2 prior to a system shutdown on a series 800: 
pscan -s 1 /dev/rdsk/c2t0d2 

To call pscan on thetUN /dev/rdsk/c2t0d2 during a system bootup on a series 700: 
pscan -s 0 /dev/rdsk/c2t0d2 
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DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 


The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

pscan was developed by HP. 
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NAME 

pushAgent - install the Software Distributor agent on remote systems 

SYNOPSIS 

/usr/sbin/pushAgent [-a additional_diskspace] [-m machine_name| -t target_file] 
[-X prompt_rootname=[true| false] 


Remarks: 

• This command applies only to the HP OpenView Software Distributor product. It is not 
part of the SD-UX command set shipped with the HP-UX operating system. 

• For an overview of all SD commands, see the sd(5) manual page by typing: 

man 5 sd 

DESCRIPTION 

The pushAgent command provides the HP OpenView Software Distributor (SD-OV) user with a way to 
install the SD agent onto remote systems for the first time or to replace SD-UX. The tool is especially use¬ 
ful when configuring a large number of remote systems as SD agents. 

The SD supports two separate configurations: 

• SD controller systems 

• SD agent systems 

SD controller systems are created by installing the full SD product from the installation media. SD agent 
systems are created by using pushAgent to install theSD agent on remote systems. Once the SD agent 
has been installed on a remote system using this tool, the remote system becomes a valid target for 
software distri but!on tasks. 

The pushAgent command has two different basic modes of operation: interactive and command line. 
Command line mode is entered when either -m or -t isspecified on thecommand line. If neither of these 
options is specified, interactive mode is used. 

In interactive mode, the program will present a number of alternatives to the user via a terminal-based 
user interface. On-line help is availablefrom within this tool. Use interactive mode when you only need to 
install the SD agent onto a few systems. When you select this method, you will be prompted for the name 
of the remote system. Once the system name has been entered, pushAgent will install and configure the 
SD agent on that remote system. While the installation progresses, the current status of the installation 
will be displayed. Finally, the success or failure of the installation is shown. If the installation failed, the 
tool will report why, and may suggest a way for the user to remedy the problem so that the installation can 
be re-tried later. 

In command linemode, all machines which need theSD agent arelisted via thecommand line(on thecom¬ 
mand line itself with the -m option or in a batch file with the -t option). I nstall the SD agent via -m 
when you have to install theSD agent on just a few systems, but do not want to use the interactive mode. 

I nstall the SD agent from a batch file when you need to install the SD agent on many systems. When you 
select this method, you must provide an input file which contains a list of remote systems. The 
pushAgent command reads the file, and serially installs the SD agent on each system listed in the file. 
While the installation progresses, pushAgent displays the current status of the installation. When the 
installation process has completed to all of the remote systems listed in the input file, a summary screen is 
displayed which lists the names of the systems whose installation failed. 

An example input filefor the batch installation method is displayed below: 

• Accounting Department 
hpbob # Bob's machine 
hpfrank # Frank's machine 

• R-FD Department 

grpserver.co.here.com # Our server system 
15.1.2.3 # IP address of their test machine 

For both modes, verbose logging information is written to the log file /tmp/pushAgent. log (see the 
DIAGNOSTICS section below). 

For both modes, access to the remote machines is first attempted via remsh. If remsh access fails, 
rexec access is attempted. If rexec access is not already set up for the remote machine, pushAgent 
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prompts for the remote machine's root password. 

If you are using pushAgent on an HP-UX 10.x system, you wiii be prompted for the name of a source 
depot which contains the SD commands. This depot wiii most iikeiy be your SD media (on which the SD 
product was deiivered). You wiii oniy be asked for the name of the source depot once per invocation of 

pushAgent. 

pushAgent expects SD for different architectures to be aiready ioaded on the system. The ideation is 
/tmp/sd. If you do not have enough space on your /tmp file system, you can create a soft link to a file 
system with enough space. 

If the SD product for the target system's architecture is not loaded on the target system, pushAgent 
prompts you for the source depot that contains SD. pushAgent then loads SD into /tmp/sd on the 
target system. 

pushAgent does not remove /tmp/sd so that SD will be available on the system for subsequent 
pushes. If you need the disk space, you can remove /tmp/sd manually. 

Options 

pushAgent supports the foil owing options: 

-a Specifies how much additional disk space must be present on each of the target 

machines in the file system containing /usr. This is space above and beyond what SD 
itself will require. The number is specified in Kbytes. The default is 0. This option is 
useful when you have other software which will be installed after the SD agent, and 
you want to make sure both it and theSD agent will fit on your remote system. 

-m Specifies a single machine to install the SD agent on. Multiple -m options are 

allowed on a singleinvocation of pushAgent. 

-t Specifies a file containing a list of machines to install theSD agent on (a batch file). 

-X prompt_rootname= 

This option is useful when your remote system's root user is something other than 
root. Valid option values are either true or false (default is false). If set to 
true, pushAgent will prompt for both the remote root name and the remote root 
password if access to the remote machine via remsh fails. If set to false, only the 
root password will be prompted for (the user root is assumed). 

EXTERNAL INFLUENCES 
Signals 

The pushAgent command catches the signals SIGHUP, SIGINT, SIGQUIT, and SIGTERM. If any of 
these signals are received, the pushAgent command confirms whether the user wishes to exit. Note 
that sending a signal to the pushAgent command while it is installing the SD agent on a remote system 
may leave that remote system in an inconsistent state, and is therefore not recommended. 

SECURITY 

When the installation of the SD agent on remote systems has completed, pushAgent performs some 
basic configuration of the security Access Control Lists (ACLs) on the remote system. Specifically, an entry 
is added to the remote system which will enablefull software distribution access by the super-user on the 
system which is running the pushAgent program. This super-user will be able to perform software dis¬ 
tribution tasks to the remote system without having to further configure its ACLs. 

DIAGNOSTICS 

The pushAgent tool supports three log files: 

• /tmp/pushAgent.log 

• /tmp/pushAgent.old 

• /tmp/pushAgent.older 

Every time this command is started, a new log file /tmp/pushAgent. log is created. The 
pushAgent command records in this log file the names of the remote systems which had the SD agent 
installed on, the success or failure of that installation, together with a detailed message on the type of 
failure if the installation failed. I n addition, log files for the two previous pushAgent sessions are main¬ 
tained. The log information from these two sessions is saved in the files /tmp/pushAgent .old and 
/tmp/pushAgent.older. 
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RETURN VALUES 

The pushAgent command returns: 

1 if an invalid command lineoption is used or if a batch file is incorrect. 

2 if the user prematurely exits from the program. 

0 in all other circumstances. 

LIMITATIONS 

pushAgent is not supported on SunOS. Refer to Using HP OpenView Software Distributor on Sun Plat¬ 
forms for more information on how to distribute the SD agent to remote workstations running SunOS. 

pushAgent is not supported for installingto PC controllers. 

AUTHOR 

pushAgent was developed by the Hewlett-Packard Company. 

SEE ALSO 

HP OpenView SoftwareDistributor Administrator's Guide, swjob(lM), sd(5), remsh(l), rexec(l). 
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NAME 

pvchange- change characteristics and access path of physicai voiume in LVM voiume group 


SYNOPSIS 

/usr/sbin/pvchange [-A autobackup] -s pv_path 
/usr/sbin/pvchange [-A autobackup] -S autoswitch pv_path 
/usr/sbin/pvchange [-A autobackup] -x extensibiiity pv_path 
/usr/sbin/pvchange [-A autobackup] -t IO_timeout pv_path 
/usr/sbin/pvchange [-A autobackup] -z sparepv pv_path 

Remarks 

pvchange cannot be performed if the voiume group isactivated in shared mode. 

DESCRIPTION 

The pvchange command changes the characteristics and access path of a physicai voiume (pv_path) in a 
voiume group. 

On duai controiier devices, pvchange sets the permission that controis whether or not the system wiii 
automaticaiiy switch from the current controiier to the originai controiier after the originai controiier has 
recovered from a faiiure. It also permits you to switch manually to a controller on the device other than 
the current controller. 

pvchange sets the allocation permission to add physical extents to the physical volume. 

If you have installed the optional HP MirrorDisk/UX software, you can use the -z option to designate a 
spare physical volume to be used to replace an existing physical volume within a volume group when mir¬ 
roring is in effect, in theevent theexisting physical volume fails. 


Options and Arguments 

pvchange recognizes thefollowing options and arguments. 


pvpath 

-A autobackup 


-s 


-S autoswitch 


-X extensibility 


The block device path name of a physical volume. 

Set automatic backup for this invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the logical 
volume. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group to which the logi¬ 
cal volume belongs. 

n Do not back up configuration changes this time. 

Manually switch access to the device to the path named by pv_path, specifying it 
as the primary path. 

Set the autoswitch operation for the physical volume pv path. autoswitch can 
have one of the fol lowi ng val ues: 

y Automatically switch back to the original primary path after a 
recovery from a failure. This isthedefault. 

n Do not switch back. Stay on the current controller. 

Set the allocation permission to add physical extents to the physical volume 
pv_path. extensibility can have thefollowing values: 

y Allow allocation of additional physical extents on the physical volume. 
This is the default. 

n Prohibit allocation of additional physical extents on the physical 
volume. However, logical volumes residing on the physical volume 
are access! ble. 


-t IO_timeout Set IO_timeout for the physical volume to the number of seconds indicated. An 
IO_timeout value of zero (0) causes the system to use the default value supplied 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-547 


pvchange(lM) 


pvchange(lM) 


by the device driver associated with the physicai device. IO_timeout is used by 
the device driver to determine how iong to wait for disk transactions to compiete 
before conciuding that an 10 request can not be compieted (and the device is 
offline or unavaiiabie). 

-z sparepv Thisoption requires the instaiiation of the optionai HP MirrorDisk/UX software. 

It aiiows you to change the physicai voiume specified by pv path into a spare 
physicai voiume for its voiume group, or change the specified spare physicai 
voiume back into a reguiar physicai voiume for this voiume group. No physicai 
extents from a spare physicai voiume wiii beavaiiabieas part of the "freel' pooi of 
extents in the voiume group. A spare physicai voiume wiii oniy be used in the 
event that another physicai voiume within this voiume group becomes unavaii- 
abie(faiis). sparepv can haveoneof thefoiiowingvaiues: 

y Change the specified physicai voiume to be a "stand-by" spare for its 
voiume group. The specified physicai voiume must not have extents 
aiiocated on it (i.e., no iogicai voiumes residing on it) at the time this 
command is issued. A stand-by spare physicai voiume wiii oniy be 
used in the event of a faiiure of another physicai voiume - prior to 
such a faiiure, no iogicai voiume is aiiowed to reside on it. 

n Change the specified spare physicai voiume back into a reguiar physi¬ 
cai voiume. If the physical volume was a stand-by spare, then all of 
the disk space associated with it wiii be immediateiy avaiiabiefor use 
by iogicai voiumes. If the physical volume is an "activel' spare, that is, 
it was previousiy a stand-by spare but then took over for a faiied phy¬ 
sicai voiume, it wiii simpiy mark the physicai voiume as a reguiar 
member of its voiume group and the iogicai voiumes residing on it wiii 
remain unchanged. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 

If LANG is not specified or is nuii, it defauitsto C (see iang(5)). 

If any internationaiization variable contains an invaiid setting, aii internationaiization variabies defauit to 
C (see envi ron (5)). 

EXAMPLES 

Prohibit theaiiocation of additionai physicai extents to a physicai voiume: 

pvchange -x n /dev/dsk/cOtOdO 
Aiiow theaiiocation of additionai physicai extents to a physicai voiume: 

pvchange -x y /dev/dsk/cOtOdO 

Prohibit a switch back totheoriginai primary controiier after it has recovered from a faiiure: 

pvchange -S n /dev/dsk/cOtOdO 

Aiiow a switch back totheoriginai primary controiier after it has recovered from a faiiure: 

pvchange -S y /dev/dsk/cOtOdO 
Manuaiiy switch a physicai voiume to useanother controiier path: 

pvchange -s /dev/dsk/c2tOd2 
Set thelO_timeout vaiuefor a physicai voiume to 60 seconds: 

pvchange -t 60 /dev/dsk/c2t0d2 
Set the IO_timeout vaiuefor a physicai voiume to zero (0) to use the driver defauit: 
pvchange -t 0 /dev/dsk/c2t0d2 

Change the (empty) physicai voiume to become a stand-by spare for the voiume group: 

pvchange -z y /dev/dsk/c2t0d2 
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Changethe (active or stand-by) spare physical volume to becomea regular member of the volume group: 

pvchange -z n /dev/dsk/c2t0ci2 


SEE ALSO 

pvdisplay(lM). 
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NAME 

pvck - check or repair a physical volume in LVM volume group 

SYNOPSIS 

/usr/sbin/pvck -y pv path 
/usr/sbin/pvck -n pv path 

DESCRIPTION 

Note: Currently pvck is only capable of detecting bad checksums caused by a forward system migration 
after a backward system migration. It should not be used in other situations. 

The pvck command examines and repairs LVM data structures on a raw disk (pvpath) in a volume group. 

Options and Arguments 

pvck recognizes thefollowing options and arguments. 

-y Repair problems found. 

-n Report, but do not repair problems. 

pv_path The raw device path name of a physical volume. 

RETURN VALUE 

pvck returns thefollowingvalues 

0 Either no problems were found or all problems were corrected. 

1 Unableto repair. 

EXAMPLES 

ExamineLVM checksums on /dev/rdsk/c0t6d0 without modifying anything: 

pvck -n /dev/rdsk/c0t6d0 
Repair LVM checksums on /dev/rdsk/c0t6d0 if necessary: 
pvck -y /dev/rdsk/c0t6d0 

WARNINGS 

pvck should only be run on a device whose volume group has not been activated. 

It is designed to repair the root device or devices whilethe system is booted in maintenance mode ("hpux 
-Im", see hpux(lM)). 

AUTHOR 

pvck was developed by H P. 
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NAME 

pvcreate- create physical volume for usein LVM volume group 

SYNOPSIS 

/usr/sbin/pvcreate [-b] [-B] [-d soft_dd'ects] [-s disk_size] [-f] [-t disk_type] pv_path 

DESCRIPTION 

The pvcreate command initializes a direct access storage device (a raw disk device) for use as a physical 
volume in a volume group. 

If pv_path contains a filesystem and the-f option is not specified, pvcreate asks for confirmation. The 
request for confirmation avoids accidentally deleting a filesystem. 

The operation is denied if pv_path belongs to another volume group. Only physical volumes not belonging 
to other volume groups can be created. 

After using pvcreate to create a physical volume, use vgcreate to add it to a new volume group or 
vgextend to add it to an existing volume group (see vgcreate(lM) and vgectend(lM)). 

Disks cannot be added to a volume group until they are properly initialized by pvcreate. 

pv path can be made into a bootable disk by specifying the -B option, which reserves space on the physical 
volume for boot-related data. This is a prerequisite for creating root volumes on logical volumes. Refer to 
mkboot(lM) and lif(4) for more information. 


Options and Arguments 

pvcreate recognizes thefollowing options and arguments: 

pv path The character (raw) device path name of a physical volume. 

-b Read from standard input the numbers that correspond to the indexes of all 

known bad blocks on the physical volume, pv path, that is being created. 
Specify the indexes using decimal, octal, or hexadecimal numbers in standard C- 
language notation, with numbers separated by newline, tab, or formfeed charac¬ 
ters. If this option is not used, pvcreate assumes that the physical volume 
contains no bad blocks. 


-B Makea bootable physical volume (i.e., a system disk). 

-d soft_dd'acts Specify the minimum number of bad blocks that LVM should reserve in order to 

perform software bad block relocation. This number can be no larger than 7039. 
If not specified, one block is reserved for each 8K of data blocks. 

This option is not supported on HP-IB devices; soft_dd'ects is set to 0 when 
pvcreate is executed for an HP-IB device. 

-s disk_size Effective size of the physical volume to be created, specified in number of physi¬ 

cal sectors. 


-f Force the creation of a physical volume (thus deleting any file system present) 

without first requesting confirmation. 

-t disk_type Retrieve configuration information about the physical volume from the file 
/etc/disktab . disk_typespecifiesthedevice (for example, hp7959S). 

The disk_type only needs to be specified when pvcreate fails to get the size 
from the underlying disk driver. If the driver successfully returns the size of the 
device, disk_type is ignored. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 
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EXAMPLES 

Create a physical volume on raw device /dev/rdsk/cltOdO, and force the creation without 
confirmation: 

pvcreate -f /dev/rdsk/cltOdO 

Create a physical volume on raw device /dev/rdsk/cltOdO, specifying that a bad blocks list (7, 13, 95, 
and 133) must be read from standard input: 

echo 7 13 95 133 | pvcreate -b /dev/rdsk/cltOdO 

FILES 

/etc/disktab Disk geometry and disk partition characteristics for all disk devices on the system 

WARNINGS 

Check the manufacturer's listing or run diagnostics testing for bad blocks on the device prior to creating a 
physical volume. If bad blocks are present, usethe-b option when creating the physical volume. 

SEE ALSO 

mkboot(lM), vgcreate(lM), vgextend(lM), lif(4). 
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NAME 

pvdisplay- display information about physical volumes within LVM volume group 

SYNOPSIS 

/usr/sbin/pvdisplay [-v] [-b BlockList] pv path ... 

DESCRIPTION 

The pvdisplay command displays information about each physical volume specified by a pv_path param¬ 
eter. 

Options 

pvdisplay recognizesthefollowingoptions: 

pv_path The block device path name of a physical volume. 

-V For each physical volume, display the logical volumes that have extents allocated on the 

physical volume and the usage of all the physical extents. 

-b BlockList 

For each block in BlockList, display information about the block. BlockList is a comma 
separated list of blocks in DEV_BSIZE units. 

Display Without -v Option 

If you omit the -v option, pvdisplay displays the characteristics of each physical volume specified by 
pv_path: 

-Physical voliames- 

PV Name The block device path name of the physical volume 

VG Name The path name of the volume group 

PV Status Stateof the physical volume (NOTE: spare physical volumes are only relevant if 

you have installed FIP MirrorDisk/UX software): 

available The physical volume is available and is not a spare 

physical volume. 

available/data spared 

The physical volume is available. Flowever, its data 
still resides on an active spare. 

available/active spare 

The physical volume is availableand isan active spare 
physical volume. (An active spare is a spare that has 
taken over for a failed physical volume.) 

available/standby spare 

The physical volume is a spare, "standing by" in case 
of a failure on any other physical volume in this 
volume group. It can only be used to capture data 
from a failed physical volume. 

unavailable The physical volume is unavailableand is not a spare 

physical volume. 

unavailable/data spared 

The physical volume is unavailable. Flowever, its data 
now resides on an active spare, and its data is avail¬ 
able if the active spare is available. 

unavailable/active spare 

The physical volume is unavailableand it's an active 
spare. Thus, the data on this physical volume in una¬ 
vailable. 

unavailable/standby spare 

The physical volume is a spare, "standing by" that is 
not currently available to capture data from a failed 
physical volume. 
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Allocatable Allocation permission for the physical volume 

VGDA Number of volume group descriptors on the physical volume 

Cur LV Number of logical volumes usingthephysical volume 

PE Size (Mbytes) 

Size of physical extents on the volume, in megabytes (MB) 

Total PE Total number of physical extents on the physical volume 

Free PE Number of free physical extents on the physical volume 

Allocated PE Number of physical extents on the physical volume that are allocated to logical 
volumes 

Stale PE Number of physical extents on the physical volume that are not current 

lO Timeout The 10 timeout used by the disk driver when accessing the physical volume. A 
valueof default, indicates that thedriver default 10 timeout is being used. 

Spared from PV 

If the physical volume represents an active spare, this field will show the name 
of the failed physical volume whose data now resides on this spare. This infor¬ 
mation can be used to manually move the data back to the original physical 
volume, once it has been repaired. (See pvmove(lM)). If it cannot be determined 
which physical volume that the data came from, this field will instead display 
Missing PV. A missing PV would indicate that when the volume group was 
last activated or reactivated (see vgchange(lM)), the "failed" physical volume 
was not able to attach to the volume group. 

Spared to PV If the physical volume represents a failed physical volume, this field will show 
the name of the active spare physical volume that now contains the data that ori¬ 
ginally resided on this volume. This information can be used to manually move 
the data back to the original physical volume (see pvmove(lM)) once it has been 
repaired. 

Display With -v Option 

If -V is specified, pvdisplay lists additional information for each logical volume and for each physical 

extent on the physical volume: 

- Distribution of physical volume - 

The logical volumes that have extents allocated on pv path, displayed in column format: 

LV Name The block device path name of the logical volume which has extents allocated on 

pvpath. 

LE of LV Number of logical extents within the logical volume that are contained on this 

physical volume 

PE for LV Number of physical extents within the logical volume that are contained on this 

physical volume 

- Physical extents - 

The following information for each physical extent, displayed in column format: 

PE Physical extent number 

Status Current state of the physical extent: free, used, or stale 

LV The block device path name of the logical volume to which the extent is allocated 

LE I ndex of the logical extent to which the physical extent is allocated 

Display With -b Option 

If -b is specified, pvdisplay lists additional information for each block specified in BlockList. 

- Block Mapping - 

The use of blocks on pv path, displayed in column format: 
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Block The block number relative to the physical volume. 

Status The current status of the block: free, used, structure, spared, or 

unknown 

Offset Theoffset of the block relative to thelogical volume. 

LV Name The block device path name of the logical volume to which the block is allocated. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Display the status and characteristics of a physical volume: 

pvdisplay /dev/dsk/cltOdO 

Display the status, characteristics, and allocation map of a physical volume: 

pvdisplay -v /dev/dsk/c2t0d0 

SEE ALSO 

Ivdisplay(lM), pvchange(lM), vgdisplay(lM). 
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NAME 

pvmove - move allocated physical extents from one LVM physical volume to other physical volumes 


SYNOPSIS 

/usr/sbin/pvmove [-A autobackup] [-n lv_path] source_pv_path 
[dest_pv_path ... | dest_pvg_name ...] 

Remarks 

pvmove cannot be performed If the volume group Isactivated In shared mode. 

DESCRIPTION 

The pvmove command moves allocated physical extents and the data they contain from a source physical 
volume, source_pv_path, to one or more other physical volumes In the same volume group. 

If a destination physical volume or physical volume group Is not specified, all physical volumes In the 
volume group are available as destination volumes for the transfer, pvmove selects the proper physical 
volumes to be used In order to preserve the allocation policies of the logical volume Involved. 

To limit the transfer to specific physical volumes, specify the name of each physical volume directly with a 
dest_pv_path argument. Optionally, If physical volume groups are defined for the volume group, specify 
the physical volumes Indirectly with one or more dest_pvg_namearguments. 

source_pv_path must not appear as a dest_pv_path. 

If source_pv_path Isa member of a dest_pv_path. It Is automatically excluded from being a destination phy¬ 
sical volume. 

pvmove succeeds only If there Is enough space on the destination physical volumes to hold all the allocated 
extents of the source physical volume. 

If you have Installed HP MIrrorDlsk/UX on your system and source_pv_path Is an "active spare!' physical 
volume within a mirrored logical volume, once all of the data has been moved to dest_pv_path, the 
source_pv_path physical volume will be returned to a "stand-by" spare physical volume. This Is how to 
"unspare!' data once the original failed physical volume has been repaired and Is avallableto receive data. 


Options 

pvmove recognizesthefollowingoptions: 


dest_pv_path 

dest_pvg_name 

source_pv_path 
-A autobackup 


-n lv_path 


The block device path name of a physical volume. It cannot be the source physi¬ 
cal volume. It must bein thesame volume group as source_pv_path. 

The name of a physical volume group. It must be In the same volume group as 
source_pv_path. 

The block device path name of a physical volume. 

Set automatic backup for this Invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the physical 
volume. This Is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) Is executed for the volume group to which the phy¬ 
sical volume belongs. 

n Do not back up configuration changes this time. 

Move only the physical extents allocated to the logical volume specified by 
lv_path that are located on the source physical volume specified by 
source_pv_path. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG Is not specified or is null. It defaults to "C" (see lang(5)). 

If any Internationalization variable contains an Invalid setting, all Internationalization variables default to 
"C" (see envl ron (5)). 
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EXAMPLES 

Move physical extents from /dev/dsk/cltOdO to /dev/dsk/c2t0d0 and /dev/dsk/c3t0d0: 

pvmove /dev/dsk/cltOdO /dev/dsk/c2tOdO /dev/dsk/c3t0d0 

If physical volumes /dev/dsk/c2t0d0 and /dev/dsk/c3t0d0 are the only ones that belong to phy¬ 
sical volume group PVGO, the same result can be achieved with the foil owing command: 

pvmove /dev/dsk/cltOdO PVGO 

Move only the physical extents for logical volume /dev/vg01/lvol2 that are currently on 
/dev/dsk/cltOdO to /dev/dsk/c2t0d0: 

pvmove -n /dev/vg01/lvol2 /dev/dsk/cltOdO /dev/dsk/c2t0d0 

SEE ALSO 

pvdisplay(lM), vgcfgbackup(lM). 
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NAME 

pwck, grpck - password/group file checkers 

SYNOPSIS 

/usr/sbin/pwck [-s] [-1] [file] 

/usr/sbin/grpck [file] 

DESCRIPTION 

pwck scans the default password file or file and reports any Inconsistencies to standard error. The checks 
Include validation of the number of fields, login name, user id, group id, and whether the login directory 
and optional program name exist. The criteria for determining a valid login name are described In the 
Managing Systems and Workgroups manual. The default password file Is /etc/passwd. 

grpck verifies all entries In the group file and reports any Inconsistencies to standard error. This 
verification Includes a check of the number of fields, group name, group id, and whether all login names 
appear In the password file. The default group file Is /etc/group. 

Options 

pwck recognizes thefollowingoptions: 

-s Check Inconsistencies with the Protected Password database. It calls authck -p. 

-1 Check encrypted password lengths that are greater than 8 characters. If Nis+ Is running 
with Trusted mode, password lengths must not be longer than 8 characters. 

DIAGNOSTICS 

Group entries In /etc/group with no login names are flagged. 

AUTHOR 

pwck was developed by AT&T and HP. 

DEPENDENCIES 

NFS: 

pwck and grpck check only the local password and group files. The Network Information Service data¬ 
base for password and group files Is not checked. 

FILES 

/etc/group 

/etc/passwd 

SEE ALSO 

group(4), passwd(4), authck(lM). 

STANDARDS CONFORMANCE 

pwck: SVID2, SVID3 

grpck: SVID2, SVID3 
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NAME 

pwconv - update secure password facility 

SYNOPSIS 

pwconv 

DESCRIPTION 

If the secured password facility is already installed, pwconv updates the facility to reflect any changes 
made in the /etc/passwd file. 

FILES 

/etc/passwd 

/tcb/files/auth/*/* 

SEE ALSO 

vipw(lM), pwck(lM). 
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NAME 

pwgr_stat - Password and Group Hashing and Caching Statistics 

SYNOPSIS 

/usr/sbin/pwgr_stat 

DESCRIPTION 

pwgr_stat dispiays the current status of the pwgrd daemon process running on the system. It 
inciudes whether or not the daemon is running, how much activity is occurring, as weii as statistics for each 
kind of request serviced by pwgrd. Request specific statistics inciudethe number of request and the per¬ 
cent of requests bandied by the cache and the hashtabies used to service that request. A request may not 
have both a cache and a hashtabie. Such requests wiii have a - for the corresponding hit rate. Requests 
where no answer was found are not counted in the hit rate. 

The dispiay is updated every 2 seconds. Use the q key to exit pwgr_stat. pwgr_stat verifies that 
pwgrd is accessibie by issuing a NULL request to pwgrd, therefore the NULL request count wiii be 
increased as iong as pwgr_stat is running. 

FILES 

/var/spool/pwgr/daemon Daemon Unix domain socket. 

/var/spool/pwgr/status Daemon process statusfiie. 

AUTHOR 

pwgr_stat wasdeveioped by the Hewiett-Packard Company. 

SEE ALSO 

pwgrd(lM). 
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NAME 

pwgrd - Password and Group Hashing and Caching daemon 

SYNOPSIS 

/usr/sbin/pwgrd [-d] [-1 iogfiie] 

DESCRIPTION 

pwgrd provides acceierated iookup of password and group information for iibc routines iike getpwuid 
and getgrname. pwgrd impiements per request type caches and hashtabiesas appropriate. When the 
corresponding routine in iibc is caiied, a request is issued to pwgrd via a Unix domain socket connection, 
pwgrd determines whether it can satisfy the request, returning the appropriate resuits to the requesting 
process. 

Options 

pwgrd recognizes thefoiiowing options and command-iinearguments: 

-d Debug mode. Do not become a daemon. Issue additionai diagnostic messages. Instead of 

logging message via syslog, issue messages to stderr. 

-1 Iogfiie Logfile. In addition to logging via syslog, pwgrd will write log messages to 

Iogfiie. 


pwgrd modifies its behavior depending on whether or not the local machine is using some form of NIS for 
password or group information. When NIS or NIS+is being used, the hashtables corresponding to that ser¬ 
vice are not generated or consulted. Therefore only caching is provided for those requests. 

FILES 

/etc/rc.config.d/pwgr 

/var/spool/pwgr/* 

/var/spool/sockets/pwgr/* 

AUTHOR 

pwgrd was developed by the Hewlett-Packard Company. 

SEE ALSO 

pwgr_stat(lM). 


Start up configuration variable. Set PWGR to 1 if you want 
pwgrd to start on reboot. 

Hash files, statusfileand daemon Unix domain socket. 

Client Unix domain sockets. 
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NAME 

quot - summarize file system ownership 

SYNOPSIS 

/usr/sbin/quot [-F FStype] [-V] [-cfhnv] [-o FSspecific-options] filesystem ... 
/usr/sbin/quot [-F FStype] [-V] [-cfhnv] -a 

DESCRIPTION 

The quot command displays the number of 1024-byte blocks in the named filesystem that are currently 
owned by each user, filesystem is either the name of the directory on which the file system is mounted or 
the name of the device containing the file system. 

Options 

quot recognizesthefollowingoptions: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, the file system type is determined 
from thefile /etc/fstab by matching filesystem with an entry in that file. If there 
is no entry in /etc/fstab, then the file system type is determined from the file 
/etc/default/fs. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-o FSspecific-options 

Specify any options specific to the file system. 

-a Generate a report for all mounted file systems. 

-c Report size rather than user statistics. Generates histogram statistics in 3-column 

format: 

Column 1: File size in blocks. Sizes are listed in ascending order up to 499 
blocks per file. Files occupying 499 or more blocks are counted 
together on a single line as 499-block files (but column Bis based on 
actual number of blocks occupied). 

Column 2: Number of files of size indicated in column 1. 

Columns: Cumulative total blocks occupied by files counted in current plus all 
preceding lines. 

Useof thisoption overrides the -f and -v options. 

-f Display number of files and space occupied by each user. 

-h Calculate the number of blocks in thefile based on file size rather than actual blocks 

allocated. This option does not account for sparse files (files with holes in them). 

-n Accept data from thencheck command (see ncheck(lM)) as input. Run the pipeline: 

ncheck device | sort -FOn | quot -n filesystem 
to produce a list of all files and their owners. 

-V Display three columns containing the number of blocks not accessed in the last 30, 60, 

and 90 days. 

AUTHOR 

quot was developed by the University of California, Berkeley, Sun Microsystems, Inc, and FIP. 

FILES 

/etc/default/f s Specifies the default file system type 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

/etc/passwd Password file (contains user names) 
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SEE ALSO 

quot_FStype(lM), du(l), find(l), ls(l), fstyp(lM), mount(lM), ncheck(lM), repquota(lM), fs_wrapper(5), 
quota(5). 
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NAME 

quot (hfs) - summarize ownership on an HFS fiiesystem 

SYNOPSIS 

/usr/sbin/quot [-F hfs] [-V] [-cfhnv] fiiesystem ... 

/usr/sbin/quot [-F hfs] [-V] [-cfhnv] -a 

DESCRIPTION 

The quot command dispiays the number of 1024-byte biocks in the named HFS fiiesystem that are 
currentiy owned by each user, fiiesystem is either the name of the directory on which the fiie system is 
mounted or the name of the device containing the fiie system. 

Options 

quot recognizesthefoiiowingoptions: 

-F hfs Specify the fiie system type hfs. 

-V Echo the compieted command iine, but perform no other action. The command iineisgen- 

erated by incorporating the user-specified options and other information derived from 
/etc/fstab. This option aiiows the user to verify the command iine. If the options 
specified arevaiid, the compieted command iine is echoed. If the options specified are not 
vaiid, an error message is printed. 

-a Generate a report for aii mounted H FS fiie systems. 

-c Report size rather than user statistics. Generates histogram statistics in 3-column format: 

Column 1: File size in blocks. Sizes are listed in ascending order up to 499 blocks 
per file. Files occupying 499 or more blocks are counted together on a 
single line as 499-block files (but column 3 is based on actual number of 
blocks occupied). 

Column 2: Number of files of size indicated in column 1. 

Column 3: Cumulative total blocks occupied by files counted in current plus all 
preceding lines. 

Useofthisoption overrides the -f and -v options. 

-f Display number of files and space occupied by each user. 

-h Calculate the number of blocks in the file based on file size rather than actual blocks allo¬ 

cated. This option does not account for sparse files (files with holes in them). 

-n Accept data from thencheck command (see ncheck(lM)) as input. Run the pipeline: 
ncheck de/ice | sort -FOn | quot -n filesystem 
to produce a list of all files and their owners. 

-V Display three columns containing the number of blocks not accessed in the last 30, 60, and 

90 days. 

AUTHOR 

quot, a disk quota command, was developed by the University of California, Berkeley, Sun Microsystems, 
Inc., and HP. 

FILES 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

/etc/passwd Password file (contains user names). 

SEE ALSO 

quot(lM), du(l), find(l), ls(l), fstyp(lM), mount(lM), ncheck(lM), repquota(lM), quota(5). 
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NAME 

quot(vxfs) - summarize ownership on a VxFS fiiesystem 

SYNOPSIS 

/usr/sbin/quot [-F vxfs] [-V] [-cfhnv] fiiesystem ... 

/usr/sbin/quot [-F vxfs] [-V] [-cfhnv] -a 

DESCRIPTION 

The quot command dispiays the number of 1024-byte biocks in the named VxFS fiiesystem that are 
currentiy owned by each user, fiiesystem is either the name of the directory on which the fiie system is 
mounted or the name of the device containing the fiie system. 

Options 

quot recognizesthefoiiowingoptions: 

-F vxfs 

Specifies fiie system type vxfs 

-V Vaiidate the command iineoptions, but perform noother action. If the options specified are 
vaiid, the compiete command iine is echoed. If the options specified are not vaiid, an error 
message is printed. 

-a Generate a report for aii mounted fiie systems. 

-c Report size rather than user statistics. Generates histogram statistics in 3-column format: 

Column 1: File size in blocks. Sizes are listed in ascending order up to 499 blocks 
per file. Files occupying 499 or more blocks are counted together on a 
single line as 499-block files (but column 3 is based on actual number of 
blocks occupied). 

Column 2: Number of files of size indicated in column 1. 

Column 3: Cumulative total blocks occupied by files counted in current plus all 
preceding lines. 

Useofthisoption overrides the -f and -v options. 

-f Display number of files and space occupied by each user. 

-h Calculate the number of blocks in the file based on file size rather than actual blocks allo¬ 

cated. This option does not account for sparse files (files with holes in them). 

-n Accept ncheck(lM) data as input. Run the pipeline 

ncheck device | sort -FOn | quot -n filesystem 
to produce a list of all files and their owners. 

-V Display three columns containing the number of blocks not accessed in the last 30, 60, and 

90 days. 

AUTHOR 

Disk Quotas were developed by the University of California, Berkeley, Sun Microsystems, Inc, andFIP. 

FILES 

/etc/mnttab Mounted file system table 

/etc/passwd Password file (contains user names). 

SEE ALSO 

quot(lM), du(l), find(l), fstyp(lM), ls(l), mount(lM), ncheck(lM), repquota(lM), quota(5). 
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NAME 

quotacheck (generic) - filesystem quota consistency checker 

SYNOPSIS 

/usr/sbin/quotacheck [-F FStype] [-V] [-o specific-options] filesystem ... 
/usr/sbin/quotacheck [-F FStype] [-V] [-o specific-options] -a 

DESCRIPTION 

The quotacheck command examines each filesystem, buildsa tableof current disk usage, and compares 
this table against that stored in the disk quota file for the file system. If any inconsistencies are detected, 
both the quota file and the current system copy of the incorrect quotas are updated. 

quotacheck expects each file system to be checked to have a file named quotas in the root directory. 
If none is present, quotacheck reports an error and ignores the file system, quotacheck is normally 
run at mount time from start-up scripts. 

filesystem represents a mount point or block special device such as /dev/dsk/clt0d2. 

Options 

quotacheck recognizesthefollowingoptions: 

-F FStype Specify the file system type on which to operate (see fstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching filesystem with an entry in that file. 
If there is no entry in /etc/fstab, then the file system type is determined from 
thefile /etc/default/fs. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-o specific-options 

Specify options specific to each file system type, specific-options is a list of suboptions 
and/or keyword/attribute pairs intended for a FStype-specific module of the command. 
See the file system specific man pages for a description of the specific-options sup¬ 
ported, if any. 

-a Obtain list of file systems to check from /etc/fstab. Only mounted rw (or 

default) type filesystems with thequota option are checked. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_MESSAGES determi nes the language i n which messages are displayed. 

If LC_MESSAGES is not specified in the environment or is set to the empty String, the value Of LANG is 
used as a default for each unspecified or empty variable. If LANG is not specified or is set to the empty 
string, a default of "C" (see lang(5)) is used instead of LANG. 

If any internationalization variablecontainsan invalid setting, quotacheck behaves as if all internation¬ 
alization variables are set to "C". See environ(5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

AUTHOR 

quotacheck was developed by FIP and the University of California, Berkeley. 

FILES 

/etc/default/fs Specifies the default file system type 
/etc/fstab Default list of file systems to check 

/etc/mnttab Mounted file system table 

directory /quotas Quota statistics static storage for file system where directory is the file system 
root as specified to the mount command (see mount(lM)). 
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SEE ALSO 

fs_wrapper(5), mount(lM), quota(5), quotacheck_FSType(lM). 
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NAME 

quotacheck (hfs) - quota consistency checker for HFS filesystems 

SYNOPSIS 

/usr/sbin/quotacheck [-F hfs] [-V] [-pPv] filesystem ... 

/usr/sbin/quotacheck [-F hfs] [-V] [-pPv] -a 

DESCRIPTION 

The quotacheck command examines each HFS file system, builds a table of current disk usage, and 
compares this table against that stored in the disk quota file for the file system. If any inconsistencies are 
detected, both the quota file and the current system copy of the incorrect quotas are updated. 

quotacheck expects each file system to be checked to have a file named quotas in the root directory. 
If none is present, quotacheck reports an error and ignores the file system, quotacheck is normally 
run at mount time from start up scripts. 

filesystem represents a mount point or block special device (e.g., /dev/dsk/clt0ci2). 

Options 

quotacheck recognizesthefollowingoptions: 

-F hfs Specify the file system type hfs. 

-V Echothe completed command line, but perform no other action. The command line is 

generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-a Obtain listoffilesystemstocheck from /etc/fstab. Only mounted file systems of 

type hfs and rw (or default) with the quota option are checked. 

-V I ndicate the calculated disk quotas for each user on a particular file system, quota- 

check normally reports only those quotas that are modified. 

-p Check file systems in parallel as allowed by equal values in the pass number field in 

/etc/fstab. 

-P Preen file systems, checking only those with invalid quota statistics (quotaoff and 

edquota commands can invalidate quota statistics as discussed in quota(5) — see 
quotaoff(lM) and edquota(lM)). Also checks in parallel as in -p above. 

AUTHOR 

quotacheck was developed by HP and the University of California, Berkeley. 

FILES 

/etc/fstab Static information about the file systems 
/etc/mnttab Mounted file system table 

directory /quotas Quota statistics static storage for filesystem where directory is the file system root as 
specified to the mount command (see mount(lM)). 

SEE ALSO 

mount(lM), quota(5), quotacheck(lM), quotaon(lM), quotaoff(lM). 
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NAME 

quotacheck - VxFS filesystem quota consistency checker 

SYNOPSIS 

/usr/sbin/quotacheck [-F vxfs] [-V] [-pPv] filesystem... 

/usr/sbin/quotacheck [-F vxfs] [-V] [-pPv] -a 

DESCRIPTION 

Since VxFS maintains quota information in the kernel, quotacheck for VxFS syncs quotas from the 
current system copy tothedisk quota filefor theVxFS filesystem. 

quotacheck expects each file system to be checked to have a file named quotas in the root directory, 
quotacheck is normally run at mount time from start-up scripts. 

filesystem represents a mount point or block special device (e.g., /dev/dsk/cOtOdO). 

Options 

quotacheck recognizesthefollowingoptions: 

-F vxfs Specify the file-system type vxfs. 

-V Echo the completed command line, but perform no other actions. The command line 

is generated by incorporating the user-specified options and other information derived 
from /etc/fstab. Thisoption allows the user to verify the command line. 

-a Obtain list of file systems to check from /etc/fstab. Only mounted rw type file 

systems with the quota option are checked. 

-V Reports the file system name before syncing quotas from current system copy to the 

disk quota file. 

-p Thisoption does nothing, but exists for standards compatibility. 

-P Thisoption does nothing, but exists for standards compatibility. 

AUTHOR 

quotacheck was developed by FIP and the University of California, Berkeley. 

FILES 

/etc/fstab default file systems 

directory /quotas quota statistics static storage for filesystem where directory is the file system root as 
specified to mount (see mount(lM)). 


SEE ALSO 

quota(5), quotacheck(lM), quotacheck_hfs(lM). 
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NAME 

quotaon, quotaoff - turn HFS filesystem quotas on and off 

SYNOPSIS 

/usr/sbin/quotaon [-v] filesystem ... 

/usr/sbin/quotaon [-v] -a 
/usr/sbin/quotaoff [-v] filesystem ... 

/usr/sbin/quotaoff [-v] -a 

Remarks 

These commands are provided for compatibility only. Their use Is neither required nor recommended 
becausemount and umount enable and disable quotas cleanly (see mount(lM)). See WARNINGS below 
for more Information. 

DESCRIPTION 

The quotaon command enables quotas on one or more HFS filesystems. 

The quotaoff command disables quotas on one or more HFS filesystems. 

filesystem Is either the name of the mount point of the file system, or the name of the block device contain¬ 
ing the file system. The file systems specified must be currently mounted In order to turn quotas on or off. 
Also, the file system quota file, quotas, must be present In the root directory of each specified filesystem. 

These commands will update the appropriate entries In /etc/mnttab to Indicate that quotas are on or 
off for each file system. 

When enabling quotas Interactively after boot time, the quotacheck command should be run Immedi¬ 
ately afterward (seeWARNINGS below). 

Use mount (see mount(lM)) to determine whether quotas are enabled on mounted filesystems. 

Options 

The following options affect the behavior described above. 

-a Obtain the filesystem list from /etc/fstab, using entries of type hfs and rw (or default) 
with thequota option (seefstab(4)). 

-V Generate a message for each fil e system affected. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_MESSAGES determi nes the language I n which messages are displayed. 

If LC_MESSAGES Is not specified In the environment or Is set to the empty String, the value Of LANG Is 
used as a default for each unspecified or empty variable. If LANG Is not specified or is set to the empty 
string, a default of "C" (see lang(5)) Is used Instead of LANG. 

If any Internationalization varlablecontalns an Invalid setting, quotaon behaves as If all Internationali¬ 
zation variables are set to "C". See environ(5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

WARNINGS 

Using quotaoff to disable quotas on a file system causes the system to discontinue tracking quotas for 
that file system, and marks the quota clean flag In the superblock NOT_OK (seefsclean(lM)). Thisin 
turn, forces a quotacheck the next time the system Is booted. Since quotas are enabled and disabled 
cleanly by mount and umount anyway, the use of quotaon and quotaoff Is generally discouraged. 

AUTHOR 

Disk quotas were developed by the University of California, Berkeley, Sun Microsystems, Inc, andHP. 

FILES 

/etc/fstab Static Information about the file systems 
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/etc/mnttab Mount file system table 

dlrestory /quotas Quota statistics storage for the file system, where directory Is the root of the file 
system as specified to the mount command (see mount(lM)). 

SEE ALSO 

fsclean(lM), quotacheck(lM), quotacheck_hfs(lM), quotacheck_vxfs(lM), mount(lM), quota(5). 
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NAME 

rarpc- Reverse Address Resolution Protocol client 

SYNOPSIS 

rarpc [-d] [-e| -s] [-n count] interface_name 

DESCRIPTION 

rarpc, the Reverse Address Resolution Protocol client, implements the client portion of the Reverse 
Address Resolution Protocol (see SEE ALSO). It sends RARP requests for the specified interface's 
hardware address and waits for the response from the RARP server, rarpc can be used during boot¬ 
time initialization to find the IP address of an interface. To do so, set the IP_ADDRESS [i] variable of 
interface! with IP_ADDRESS [ i ] =RARP in /etc/rc. config.d/netconf. 

Options are: 

-d Print debugging information. 

-e Useethernet encapsulation only. 

-s Use SNAP encapsulation only. 

-n count Transmits count requests and waits for each one to time out before giving up. 

interface_name Identifies the interface to request information about. 

If a response is received, it prints the IP address to its standard output. This information can be used to 
configure the interface as seen in /sbin/init. d/net. 

If a response is not received, the client will retransmit after 2 seconds, and then after 4 seconds. After 
that, retransmissions occur every 8 seconds. 

RETURN VALUE 

Exit status is 1 if the command fails or no RARP response is received. Exit status is 0 and the IP address is 
printed to standard output if a response is received. 

LIMITATIONS 

1. The rarpc client cannot be run at the same time a rarpd daemon isrunningon thesameinterface. 

2. The rarpc client supports only ethernet, lOOVGandFDDI network interfaces. 

AUTHOR 

rarpc was developed by H P. 

SEE ALSO 

rarpd(lM). 

R. Finlayson, T. Mann, J .C. Mogul, M. Theimer, "Reverse Address Resolution Protocol", RFC 903. 
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NAME 

rarpd - Reverse Address Resolution Protocol daemon 

SYNOPSIS 

rarpd [-d] [-f config file] [interface_name] 

DESCRIPTION 

rarpd, the Reverse Address Resolution Protocol daemon, implements the server portion of the Reverse 
Address Resolution Protocol [1], It responds to RARP requests providing the requested client IP address. 
Rarpd can be started during boot-time initialization. To do so, set the RARPD variable with RARPD=1 in 
/etc/rc.config.d/netconf. 

Options are: 

-d Print debugging information. 

-f configfile Use the specified configfile database instead of /etc/rarpd. conf. 
interface_name Respond to requests over just this interface. 

The configuration file database contains hardware address to IP address mappings. Other than comment 
lines (which begin with a '#) and blank lines, all lines are considered client entries. A client entry is of the 
form: 

hardware_address WHITE_SPACE ip_address 

where hardware_address consists of (:) colon-separated hexadecimal bytes, and ip_address consists of (.) 
dot-seperated decimal bytes. For example: 

# 

# hardware addr IF addr 

# 

# ethernet clients 
08:00:09:26:ec:19 15.13.136.68 
08:00:09:17:0a:93 15.13.136.74 

# 

# lOOVG clients 
08:00:09:63:5d:f5 190.20.30.103 

# 

# FDDI clients 
08:00:09:09:53:4c 192.20.30.98 

There must be exactly 6 hardware address bytes. There must be exactly 4 protocol address bytes. 

The foil owing signal shave the specified effect when sent to the rarpd process using the kill(l) command: 
SIGHUP Causes server to read the config file and reload database. 

SIGINT Dumps current data base and cache to /var/tmp/rarpd. db. 

RETURN VALUE 

Exit status is 1 if the command fails, and error messages are written to stderr and/or syslog. Typically, the 
daemon will continue answering requests until externally interrupted. 

LIMITATIONS 

1. The rarpd daemon supports only ethernet, lOOVG and F DDI network interfaces. 

2. The rarpd daemon supports only 4 byte I nternet Protocol addresses. 

3. The rarpd and rarpc programs cannot be run on the same interface at the same time. 

AUTHOR 

rarpd was developed by FI P. 

SEE ALSO 

rarpc(lM). 

[1] R. Finlayson, T. Mann, J .C. Mogul, M. Theimer, "Reverse Address Resolution Protocol", RFC 903. 
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NAME 

rbootd - remote boot server for RMP clients 


SYNOPSIS 

/usr/sbin/rbootd [-a] [-1 logle/el ] [-L logfile] [-t minutes] [landevs] 


DESCRIPTION 

rbootd services initial boot-up requests from RMP clients over a local area network. Early s700 worksta¬ 
tions and all Datacommunications and Terminal Controllers (DTC/9000) use this RMP protocol and can only 
communicate with rbootd during boot-up. Later s700 workstations (starting with the s712) use the 
industry standard BOOTP protocol and communicate with bootpd(lM). Future s700 workstations will use 
theBOOTP protocol. Seethelistingsbelow. 

rbootd now acts as a forwarding agent for s700 RMP clients, receiving their RMP boot requests and refor¬ 
mulating them into BOOTP boot requests that are sent to the local bootpd daemon. If bootpd replies 
to this boot request, rbootd receives the BOOTP reply and produces an RMP reply which is sent to the 
client, rbootd continues to act as the intermediary in this transaction until the client is successfully 
booted. 


rbootd only responds to DTC clients if they are listed in themap802 file. Themap802 file (a binary 
file) is created when a DTC is configured by dtcconfig(lM) on the host machine. 

I n order to boot a s700 RMP client run rbootd and bootpd on the server machine, on the same subnet 
as the client. If the local bootpd daemon is acting as a relay agent, there must also be a remote NFS 
Disk I ess server with the necessary boot files and NFS or tftp access to those files. 

Options 

rbootd supports the foil owing options: 


-a 

-11 ogle/el 


-L I ogfi I e 
-t minutes 

lande/s 


Append to the rbootd log file. By default, starting up rbootd truncates the log file. 

Set the amount of information that will be logged in the log file, rbootd supports the 
following logging levels: 

0 Log only rbootd startup and termination messages. 

1 Log all errors. This isthedefault logging level. 

2 Log rejected boot requests from machines not found in /etc/bootptab 
or /usr/dtcmgr/map802. 

3 Log all boot requests. 

Specify an alternate file that rbootd should use to log status and error messages. 

Grace period before removing inactive temporary files. Meaningful only in thetftp- 
remote configuration. Default is 10 minutes. 

Specify the only devices that rbootd should use to listen for boot requests. The 
defaultisall LAN devices. Thedevice names must beoftheform /dev/lan* 


New Functionality 

Beginning with FIP-UX 10.0 rbootd has thefollowing behavior: 

• bootpd/bootptab Dependency: 

rbootd now relies on bootpd (IM) to verify the identity of cluster clients and locate the bootable images 
(from /etc/bootptab). RMP clients are thus administered in exactly the same way as new BOOTP 
clients. The old methods for administering RMP clients (/etc/clusterconf, context-dependent 
files, /usr/boot/*) are obsolete and no longer work. 

See bootpd(lM) and sam(lM) for detailson configuring cluster clients. 

It is necessary to have the bootpd daemon running on thesamemachineas the rbootd daemon. 

• Auto-Discovery: 

To aid the system administrator, rbootd now discovers working ethernet interfaces at startup time 
and monitors them for boot requests. Alternatively, the system administrator may put a list of up to ten 
ethernet devices on the command line. Putting device names on the command line means "monitor 
these devices ONLY". If device names are included on the command line, they must be ethernet inter¬ 
faces (not X.25, token-ring, etc) and they must be up and running at the time rbootd is started. See 
lanscan(lM) and ifconfig(lM) to determine the state of system devices. Attempting to have rbootd 
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monitor non-ethernet devices wiii not succeed. The device names must aiways be of the form 
/dev/lan*. 

• Multiple LAN Coverage: 

rbootd can monitor up to 10 ian devices (depending on hardware) and can boot dients from aii of 
them. Ciients arestiii restricted to booting from their own buiitin ian devices. 

• Gateway Booting: 

RMP ciients can now be booted from servers that are not on the same subnet as the dient. The RMP 
boot requests and repiies cannot cross gateways, but the repackaged BOOTP requests and repiies can. 
TheBOOTP requests and repiies are reiayed across gateways by bootpd. This is known as the remote 
configuration. 

rbootd uses the NFS or tftp mechanism to transfer the necessary flies from the remote server to 
the rbootd machine, and then transfers the bootabie images to the dient in a succession of RMP pack¬ 
ets. Thus the remote server must make the necessary flies accessibieby NFS or tftp. 

In the remote-tftp case, the boot flies are temporariiy stored in /var/rbootd/C0809*, and are 
removed after a period of inactivity, controiied by the-t option. Thedefauit is 10 minutes. 

• S800 Servers: 

S800 machines can now be used as duster servers, booting s700 ciients and DTCs. S800 machines are 
not supported as duster ciients. 

• Network Install: 

rbootd now forwards instaii requests to insti_bootd(lM). If thereisnoappropriateresponse, rbootd 
will deny the request. 

• Performance Recommendations: 

Boot from a local server for the fastest boot times. Run the rbootd daemon and the bootpd server 
daemon on the same machine, and avoid transferring the boot files by NFS or tftp. This is strongly 
recommended. 

If booting from remote bootpd servers (across gateways), use NFS mounts to make the boot files avail¬ 
able to the rbootd server. See mount(lM) for more information. The system administrator can 
configure local and remote diskless clients in any mix, but it is strongly recommended that the number 
of remote diskless clients be minimized. 

If booting from remote servers using the tftp method, there must also be temporary file space avail- 
ableon the rbootd server machine. Generally 6-8 MBytes per diskless client must be availableunder 
/var, but this number could be larger when booting customized kernels. These temporary files are 
removed automatically after some period of inactivity, controlled by the -t option. The default is 10 
minutes. 

• RMP/BOOTP: 

The RMP clients are the older s700 workstations and all DTCs: workstations: 705, 710, 715, 720, 725, 
730, 735, 750, 755 

The BOOTP clients are the s712 and future workstations. 

WARNINGS 

It is necessary to stop rbootd before running bootpquery because they use the same reserved port 
(67/udp). 

AUTHOR 

rbootd was developed by FI P. 

FILES 

/var/adm/rbootd.log 
/etc/boottab 
/etc/opt/dtcmgr/map802 
/opt/dtcmgr/map802 
/var/rbootd/C0809* 


Default rbootd log file. 
Bootstrap configuration file. 
DTC/9000 configuration file. 
DTC/9000 configuration file. 
Temporary boot files. 
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Obsoleted Files 

/etc/clusterconf 

/usr/boot/* 

SEE ALSO 

bootpd(lM), instl_bciotd(lM), tftpd(lM), mount(lM), sam(lM), dcnodes(l), dtcconfig(lM), dtcnmd(lM), 
dtcnmp(lM). 
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NAME 

rc- general purpceesequencer invoked upon entering new run level 

SYNOPSIS 

/sbin/rc 

DESCRIPTION 

The rc shell script is the general sequencer invoked upon entering a new run level via the init N com¬ 
mand (where N equals 0-6). The script /sbin/rc is typically invoked by the corresponding entry in the 
file /etc/inittab as follows: 

sqnc:123456:wait:/sbin/rc </dev/console >/dev/console 2>&1 

/sbin/rc is the startup and shutdown sequencer script. There is only one sequencer script and it han¬ 
dles all of the sequencer directories. This script sequences the scripts in the appropriate sequencer direc¬ 
tories in alphabetical order as defined by the shell and invokes them as either startup or kill scripts. 

If a transition from a lower to a higher run level (i.e., init state) occurs, the start scripts for the new run 
level and all intermediate levels between the old and new level are executed. If a transition from a higher 
to a lower run level occurs, the kill scripts for the new run level and all intermediate levels between the old 
and new level are executed. 

If a start script link (e.g., /sbin/rcN . d/S123test ) in sequencer N has a stop action, the correspond¬ 
ing kill script should be placed in sequencer N-1 (e.g., /sbin/rcN-1 .d/K200test). Actions started 
in level N should be stopped in level N-1. This way, a system shutdown (e.g., transition from level 3 
directly to level 0) will result in all subsystems being stopped. 

Start and Kill Scripts 

I n many cases, a startup script will have both a start and a kill action. For example, the inetd script starts 
the Internet daemon in the start case, and kills that process in the stop case. Instead of two separate 
scripts, only one exists, which accepts both the start and stop arguments and executes the correct code. 

I n some cases, only a start action will be applicable. If this is the case, and if the stop action is specified, 
the script should produce a usage message and exit with an error. In general, scripts should look at their 
arguments and produce error messages if bad arguments are present. When a script executes properly, it 
must exit with a return value of zero. If an error condition exists, the return value must be nonzero. 

Naming Conventions 

The startup and shutdown scripts (referred to as startup scripts hereafter) exist in the /sbin/init. d 
directory, named after the subsystem they control. For example, the /sbin/init .d/cron script con¬ 
trols starting up the cron daemon. The contents of sequencer directories consist of symbolic links to 
startup scripts in /sbin/init. d. These symbolic links must follow a strict naming convention, as noted 
in the various fields of thisexample: 

/sbin/rc2.d/S060cron 
where the fields are defined as follows: 

rc2 . d The sequencer directory is numbered to reflect the run level for which its contents will 

be executed. I n this case, start scripts in this directory will be executed upon entering 
run level 2 from run level 1, and kill scripts will be executed upon entering run level 2 
from run level 3. 

S The first character of a sequencer link name determines whether the script is exe¬ 

cuted as a start script (if the character is S), or as a kill script (if the character isK). 

060 A three digit number is used for sequencing scripts within the sequencer directory. 

Scripts are executed by type (start or kill) in alphabetical order as defined by the shell. 
Although it isnot recommended, two scripts may share the same sequence number. 

cron The name of the startup script follows the sequence number. The startup script name 

must be the same name as the script to which this sequencer entry is linked. I n this 
example, thelink points to /sbin/init .d/cron. 

Note that short file name systems require file names of 14 or less characters. This 
means that the fourth field is limited to 10 or fewer characters. 

Scripts are executed in alphabetical order. The entire file name of the script is used 
for alphabetical ordering purposes. 
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Arguments 

The startup/shutdown scripts should be able to recognize the foil owing four arguments (where applicable): 

start The start argument is passed to scripts whose names start with S. Upon receiving 

the start argument, thescript should perform its start actions. 

stop The stop argument is passed to scripts whose names start with K. Upon receiving 

the stop argument, thescript should perform its stop actions. 

start_msg The start_msg argument is passed to scripts whose names start with S so that the 
script can report back a short message indicating what the start action will do. For 
instance, when the Ip spooler script is invoked with a start_msg argument, it 
echoes 

Starting the LP subsystem 

This string is used by the startup routines. Scripts given just the start_msg argu¬ 
ment will only print a messageand not perform any actions. 

stop_msg The stop_msg argument is passed to scripts whose names start with K so that the 
script can report back a short message indicating what the stop action will do. For 
instance, when the Ip spooler script is invoked with a stop_msg argument, it 
echoes 

Stopping the LP subsystem 

This string is used by the shutdown checklist. Scripts given just the stop_msg 
argument will only print a messageand not perform any actions. 

Script Output 

To ensure proper reporting of startup events, startup scripts are required to comply with the following 
guidelines for script output. 

• Status messages, such as 

starting house daemon 

must be di rected to stdout. Al I error messages must be di rected to stderr. 

• Script output, both stdout and stderr, is redirected to log file /etc/rc. log, unless the startup 
checklist mode is set to the raw mode. I n this case, all output goes to the console. All error mes¬ 
sages should be echoed to stdout or stderr. 

• Startup scripts are not allowed to send messages directly to the console, or to start any daemons 
that immediately write to the console. This restriction exists becausethesescripts are now started 
by the /sbin/rc checklist wrapper. All script output should go to either stdout or stderr, and 
thus be captured in a log file. Any console output will be garbled. 

RETURN VALUE 

The return values for startup scripts are as follows: 

0 Script exited without error. 

1 Script encountered errors. 

2 Script was skipped due to overriding control variables from /etc/rc. config.d files, or for 
other reasons, and did not actually do anything. 

4 Script exited without error and started a process in background mode. 
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When ordering start and kill script links, note that subsystems started in any given 
order should be stopped in the reverse order to eliminate any dependencies between 
subsystems. This means that kill scripts will generally not have the same numbers as 
their start script counterparts. For example, if two subsystems must be started in a 
given order due to dependencies (e.g., Slllhouse followed by S222uses_house), 
the kill counterparts to these scripts must be numbered so that the subsystems are 
stopped in the opposite order in which they were started (e.g., K555uses_house 
followed by K777house). 

Also keep in mind that kill scripts for a start script in directory /sbin/rcN . d will 
reside in /sbin/rc ( N-1) .d. For example, /sbin/rc3 . d/S123homer and 
/sbin/rc2 . d/K654homer might bestart/kill counterparts. 
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SEE ALSO 

init(lM), shutdown(lM), inittab(4), rc.config(4). 
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NAME 

rcancel - remove requests from a remote line printer spooling queue 

SYNOPSIS 

/usr/sbin/rcancel [id ...] [printer] [-a] [-e] [-u user] 

DESCRIPTION 

The rcancel command removes a request, or requests, from the spool queue of a remote printer, rcan¬ 
cel is invoked by the cancel command (see cancel (1)). 

At least one id or the name of a printer must be specified. 

This command is intended to be used only by the spool system in response to the cancel command (see 
lp(l)), and should not be invoked directly. 

Options 

The rcancel command recognizes thefollowing options: 

id Specifying a request ID (as returned by Ip (see lp(l)) cancels the associated request (if 

the request is owned by the user), even if it is currently printing. 

printer Nameof theprinter (for a completelist, uselpstat (seeIpstat(l)). Specifying a printer 
cancels the request which is currently printing on that printer, if the request is owned by 
the user. If the -a, -e, or the -u option is specified, this option only specifies the 
printer on which to perform the cancel operation. 

-a Remove all requests owned by the user on the specified printer (see printer). The owner 

is determined by the user's login name and host name on the machine where the Ip com¬ 
mand was invoked. 

-e Empty the spool queue of all requests for the specified printer. This form of invoking 

rcancel isuseful only to users with appropriate privileges. 

-u user Remove any requests queued belonging to that user (or users). This form of invoking 
rcancel is availableonly to users with appropriate privileges. 

AUTHOR 

rcancel was developed by the University of California, Berkeley, and HP. 

FILES 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 

SEE ALSO 

enable(l), lp(l), Ipstat(l), accept(lM), Ipadmin(lM), Ipsched(lM), rlp(lM), rlpdaemon(lM), rlpstat(lM). 
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NAME 

rdpd - router discovery protocol daemon (OBSOLESCENT) 

SYNOPSIS 

rdpd [-r I -t | -v] 

DESCRIPTION 

rdpd, the router discover protocol daemon, implements the host portion of the router discovery protocol 
(seeSEE ALSO). More specifically rdpd: 

• solicits router advertisements when it is first started so as to populate the kernel tableassoon as 
possi ble. 

• listens on all ethernet interfaces (that are up) for ICMP router advertisement datagrams. 

• adds a default router to the kernel table based on whether the router is a neighbor and has the 
highest preference among all advertisements received. 

• ages the default router entry applied to the kernel table based on the lifetime value found in the 
advertisement message. 

rdpd can be started during boot-time initialization. To do so, see /etc/rc.config.d/netconf. 
(But see WARNINGS below.) 

Options 

rdpd supports the fol lowing options: 

-r Display the version of rdpd. 

-t Enabletracing of thefollowing events: 

• setting of expiration timer for advertised entry. 

• expiration of a router advertisement entry (only the active entry has a timer running). 

• add/update of an advertised router to the kernel. 

• removal from kernel table of an advertised router. 

• reception of a router advertisement from the link. 

• transmission of a router solicitation message. 

• failurewhileattemptingtotransmita solicitation. 

-V Enableverbose tracing, which in addition to the above, traces: 

• contents of the router advertisement message received. 

• contents of rdpd internal statics which includes: 

1. total number of icmp messages received, 

2. total number advertisements received, 

3. total number of advertisements with invalid number of addresses field, 

4. total number of advertisements with invalid address size field, 

5. total number of advertisements with invalid message lengths, 

6. total number of advertisements with invalid lifetime fields, 

7. total number of icmp messages with number of bytes received o header 
length field. 

LIMITATIONS 

1. The maximum number of default routes retained is 10. Only one of which is applied to the kernel rout¬ 
ing tables (the one with the highest preference). In the event that the advertised router with the 
highest preference expires the retained advertised router list will be searched for the highest preference, 
still current entry and that entry will be applied to the kernel table. Thisallowsfor quick recovery from 
aged advertisements. 

2. rdpd only becomes aware of link state changes when either a new Router Advertisement message is 
received or a timer pops to age a currently active default router added by rdpd. This may cause a 
delay between an interface state change (e.g., ifconfig down) and any necessary change to the ker¬ 
nel routing table. 

3. The "all hosts on subnet" broadcast address is used for sending solicitations instead of either the all¬ 
routers multicast or limited-broadcast IP addresses. 

4. The limited-broadcast address for inbound Advertisements is assumed. 
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5. Default routers added via the route command can be altered due to Router Advertisements for the 
same router. 

6. Adding default routes via the route command can cause unpredictable results and should be avoided. 

OBSOLESCENCE 

The functionality of rdpd has been subsumed in gated. See the routerdiscovery statements 
described in gated.conf(4). Consequently, rdpd may beobsoleted in a future release of HP-UX. 

WARNINGS 

rdpd should not be used if rout erdis cove ry client is enabled when running gated. 

AUTHOR 

rdpd was developed by H P. 

SEE ALSO 

gated(lm), gated.conf(4). 

[1] Peering, S., "ICMP Router Discovery Messages", RFC 1256 
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NAME 

reboot - reboot the system 

SYNOPSIS 

/usr/sbin/reboot [-h|-r] [-n|-s] [-q] [-t time] [-m message] 

DESCRIPTION 

The reboot command terminates aii currentiy executing processes except those essentiai to the system, 

then baits or reboots the system. When invoked without arguments, reboot syncs aii disks before reboot¬ 
ing the system. 

Options 

The reboot command recognizes thefoiiowing options: 

-h Shut down the system and hait. 

-r Shut down the system and reboot automaticaiiy (defauit). 

-n Do not sync the fiie systems before shutdown. 

-s Sync the fiie systems before shutdown; for fiie systems that were deaniy mounted, 

modify the f s_clean flag from FS_OK to FS_CLEAN (defauit). 

-q Quick and quiet. Suppress broadcast of warning messages, terminate processes by 

brute force (with SIGKILL) and immediateiy caii reboot with arguments as indi¬ 
cated by the other options (see reboot(2)). No iogging is performed. The -t and -m 
options are ignored with this option. 

-t time Specify what time reboot wiii bring the system down, time can be the word now 
(indicating immediate shutdown) or a future time in one of two formats: -tnumber 
and hour: min. The first form brings the system down in number minutes; the second 
brings the system down at the time of day indicated (based on a 24-hour dock). 

-m message Dispiay message at the terminais of aii users on the system at decreasing intervais as 
reboot time approaches. The message must not contain any embedded doubiequotes. 
options cannot be used together. 

At shutdown time a message is written in theflie 

/etc/shutdownlog 

(if it exists), containing the time of shutdown, who ran reboot, and the reason. 

Oniy users with appropriate priviieges can execute the shutdown command. 

AUTHOR 

reboot was deveioped by HP and the University of Caiifornia, Berkeiey. 

FILES 

/etc/shutdownlog Shutdown iog 

SEE ALSO 

reboot(2). 
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NAME 

remshd - remote shell server 

SYNOPSIS 

/usr/lbin/remshd [-In] 

DESCRIPTION 

The remshd command Is the server for the rep, rdist and remsh commands, and the remd () func¬ 
tion (see rcp(l), rdlst(l), remsh(l), and rcmd(3N)). The server provides remote execution facilities with 
authentication based on privileged port numbers. 

The inetd daemon calls remshd when a service request is received at the port indicated for the shell 
(or cmd) service specified in /etc/services (see inetd(lM) and services(4)). When called, inetd 
creates a connection to the service on the client's host. To run remshd, the following line should be 
present in the /etc/inetd. conf file: 

shell stream tep nowait root /usr/lbin/remshd remshd 

See inetd.conf(4) for more information. 

Options 

remshd recognizes thefollowingoptions. 

-1 Disallow authentication based on the user's .rhosts file unlessthe user is a superuser. 

-n Disable transport-level keep-alive messages. Otherwise, the messages are enabled. The keep¬ 
alive messages allow sessions to be timed out if the cl lent crashes or becomes unreachable. 


Operation 

When remshd receives a service request, it responds with thefollowing protocol: 

1. The server checks the client's source port. If the port is not in the range 512 through 1023, the 
server aborts the connection. 

2. The server reads characters from the connection up to a null (\0) byte. It interprets the result¬ 
ing string as an ASCI I number, base 10. 

3. If the number is non-zero, it is interpreted as the port number of a secondary stream to be used 
for standard error. A second connection is then created to the specified port on the client's host. 
(The source port of this second connection must be also in the range 512 through 1023.) If the 
first character sent is a null (\0), no secondary connection is made, and the standard error from 
the command is sent to the primary stream. If the secondary connection has been made, 
remshd interprets bytes it receives on that socket as signal numbers and passes them to the 
command as signals. See signal (2). 

4. The server checks the client's source address and requests the corresponding host name (see 
named(lM), gethostbyaddr(3N), and hosts(4)). If it cannot determine the hostname, it uses the 
dot-notation representation of the host address. 

5. The server reads the client's host account name from the first connection. This is a null- 
terminated sequence not exceeding 16 characters. 

6. The server reads the server's host account name from the first connection. This is a null- 
terminated sequence not exceeding 16 characters. 

7. The server reads a command to be passed to the shell from the first connection. The command 
length islimited by the maxi mum size of the system's argument list. 

8. remshd then validatesthe user as follows (all actions take place on the host remshd runson): 

a. It looks up the user account name (retrieved in step 6) in the password file. If it finds it, it 
performs a chdir() to either the user's home directory, ifthereisone, or to"/." 

b. If either the lookup or chdir () fails, the connection is terminated (seechdir(2)). 

c. The connection is alsoterminated if 

• the account accessed is administratively locked; 

• the account accessed is protected by a password and, either the password expired or 
the account on the client's host is not equivalent to the account accessed; 
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• remshd runs on a secure system and the account accessed is not protected by a pass¬ 
word. 

For more information on equivaient accounts, see hosts.equiv(4). 

9. A nuii byte is returned on the primary connection and the command iine is passed to the normai 
iogin sheii of the user with that sheii's -c option. The sheii inherits the network connections 
estabiished by remshd and assumes the normai user and group permissions of the user. 

remshd uses thefoiiowing path when executing the specified command: 

/usr/bin:/usr/ccs/bin:/usr/bin/Xll: 

10. If a secondary socket has been set up, remshd normaiiy exits when command standard error 
and secondary socket standard error have both been dosed. If no secondary socket was set up, 
remshd has called an exec(2) function, launched the command process, and is no longer present. 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with standard error after which any net¬ 
work connections are closed. An error is indicated by a leading byte with a value of 1 (0 is returned in step 
9 above upon successful completion of all the steps before the command execution). 

Malformed from address 

The first socket connection does not usea reserved port or the client's host address is not an Internet 
address. 

Can't get stderr port 

Unableto complete the connection of the secondary socket used for error communication. 

Second port not reserved 

The secondary socket connection does not usea reserved port. 

Locuser too long 

The name of the user account on the client's host is longer than 16 characters. 

Remuser too long 

The name of the user on the server's host is longer than 16 characters. 

Command too long 

The command line passed exceeds the size of the argument list (as configured into the system). 

Login incorrect 

No password file entry existed for the user name on the server's host, or the authentication procedure 
described above in step 8 failed. 

No remote directory 

The chdir command to the home directory or"/" on the server's host failed. 

Can't make pipe 

The pipe needed for the standard error output wasn't created. 

No more processes 

The server was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a period of time and try again. If this message persists, the server's host may have 
runaway processes that are using all the entries in the process table. 

system call : message 

Error in executing the named system call. The message specifies the cause of the failure, 
shellname: ... 

The user's login shell could not be started. This message is returned on the connection associated with 
the standard error, and is not preceded by a leading byte with a value of 1. Other messages can be 
returned by the remote command when it executes. 
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WARNINGS 

The "privileged port" authentication procedure used here assumes the integrity of each host and the con¬ 
necting medium. This is insecure, but is useful in an "open" environment. 

remshd ignores SIGHUP, SIGINT, SIGQUIT, and SIGTERM, so these signal numbers can safely be sent 
to remote commands via the secondary socket provided by remshd. Other signal numbers may cause 
remshd to kill itself. 

AUTHOR 

remshd was developed by the University of California, Berkeley. 

FILES 

$HOME/ . rhosts User's private equivalence list 

/etc/hosts . equiv List of equivalent hosts 

SEE ALSO 

remsh(l), inetd(lM), named(lM), rcmd(3N), hosts(4), hosts.equiv(4), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

remshd - remote shell server 

SYNOPSIS 

/usr/lbin/remshd [-In] 

In Kerberos V5 Network Authentication environments: 

/usr/lbin/remshd [-clnKkRr] 

DESCRIPTION 

The remshd command Is the server for the rep, rdist and remsh commands, and the remd () func¬ 
tion (seercp(l), rdlst(l), remsh(l), and rcmd(3N)). 

remshd allows two kinds of authentication methods: 

1. Authentication based on privileged port numbers where the client's source port must be In the 
range 512 through 1023. In this case remshd assumes It Is operating In normal or non-secure 
environment. 

2. Authentication based on Kerberos V5. In this case remshd assumes It Is operating In a Ker¬ 
beros V5 Network Authentication, I.e., secure environment. 

The Inetd daemon Invokes remshd If a service request Is received at ports Indicated by shell or 
kshell services specified In /etc/services (see Inetd(lM) and servlces(4)). Service requests arriv¬ 
ing at the kshell port assume a secure environment and expect Kerberos authentication to take place. 

To start remshd from the Inetd daemon In a non-secure environment, the configuration file 
/etc/inetd. conf must contain an entry as follows: 

shell stream tep nowait root /usr/lbin/remshd remshd 
I n a secure environment, /etc/inetd. conf must contain an entry: 

kshell stream tep nowait root /usr/lbin/remshd remshd -K 
See Inetd.conf(4) for more Information. 

To prevent non-secure access, the entry for shell should be commented out In /etc/inetd. conf. 
Any non-Kerberos access will be denied since the entry for the port Indicated by shell has now been 
removed or commented out. 1 n a such a situation, a generic error message, 

remd: connect <hostname>: Connection refused 

Isdisplayed. See DIAGNOSTICS for more details. Note: by commenting out the entry for the port, access 
by other clients such as rdist will also be prevented. 

Options 

remshd recognizes thefollowingoptions. 

-c Ignore checksum verification. This option Is used to achieve Interoperability between clients and 
servers using different checksum calculation methods. For example, the checksum calculation In 
a application developed with Kerberos V5 Beta 4 API Is different from the calculation In a Ker¬ 
beros V5-1.0 application. 

-1 Disallow authentication based on the user's .rhosts file unlessthe user Is a superuser. 

-n Disable transport-level keep-alive messages. Otherwise, the messages are enabled. The keep¬ 
alive messages allow sessions to be timed out If the cl lent crashes or becomes unreachable. 

In a secure environment, remshd will recognize thefollowing additional options: 

-K Authorization based on Kerberos V5 must succeed or access will be rejected, (see sls(5) for 
details on authorization). 

-R Authentication based on privileged port numbers and authorization of the remote user through 
equivalent accounts must succeed. For more Information on equivalent accounts, see 
hosts.equlv(4). 

-r Either one of the following must succeed. The order In which the authorization checks are done 
Is as specified below. 

1. Authentication based on privileged port numbers and authorization of the remote user 
through equivalent accounts (see hosts.equlv(4)). 
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2. Authorization based on Kerberos V5. 

-k Either one of thefoiiowing must succeed. The order in which the authorization checks are done 
is as specified beiow. 

1. Authorization based on Kerberos V5. 

2. Authentication based on priviieged port numbers and authorization of the remote user 
through equivaient accounts. 

Note: The -k option is ignored when used with -K, and the -r option is ignored when used with - 
R. Aiso, if no options are specified, the defauit option is-K. 

Operation 

When remshd receives a service request, it responds with thefoiiowing protocoi: 

1. The server checks the dient's source port. If the port is not a privileged port, i.e., in the range 
512 through 1023, and remshd isoperating in a non-secureenvironment, theconnection ister- 
minated. I n a secure environment, the action taken depends on the command line options: 

-R The source port must bea privileged port otherwise the connection isterminated. 

-r If the source port is not a privileged port then authorization based on Kerberos must 
succeed or theconnection isterminated. 

-k The source port must bea privileged port if Kerberos authorization fails. 

-K No action is taken. 

2. The server reads characters from the connection up to a null (\0) byte. It interprets the result¬ 
ing string as an ASCI I number, base 10. 

3. If the number is non-zero, it is interpreted as the port number of a secondary stream to be used 
for standard error. A second connection is then created to the specified port on the client's host. 
(The source port of thissecond connection will also be checked as specified in item 1.) If thefirst 
character sent is a null (\0), no secondary connection is made, and the standard error from the 
command is sent to the primary stream. If the secondary connection has been made, remshd 
interprets bytes it receives on that socket as signal numbers and passes them to the command as 
signals. See signal (2). 

4. The server checks the client's source address and requests the corresponding host name (see 
named(lM), gethostbyaddr(3N), and hosts(4)). If it cannot determine the hostname, it uses the 
dot-notation representation of the host address. 

5. I n a secure environment, remshd performs authentication based on Kerberos V5. See sis(5) for 
details. 

6. The server reads the client's host account name from the first connection. This is a null- 
terminated sequence not exceeding 16 characters. 

7. The server reads the server's host account name from the first connection. This is a null- 
terminated sequence not exceeding 16 characters. 

8. The server reads a command to be passed to the shell from the first connection. The command 
length islimited by the maxi mum size of the system's argument list. 

9. remshd then validatesthe user as follows (all actions take place on the host remshd runson): 

a. It looks up the user account name (retrieved in step 6) in the password file. If it finds it, it 
performs a chdir() to either the user's home directory, ifthereisone, or to"/." 

b. If either the lookup or chdirO fails, theconnection isterminated (seechdir(2)). 

c. The connection is alsoterminated if 

• the account accessed is administratively locked; 

• in a non-secure environment, the account accessed is protected by a password and, 
either the password expired or the account on the client's host is not equivalent to the 
account accessed. 

• in a secure environment, the command line options decide whether connection is to be 
terminated. 
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-K if Kerberce authorization does not succeed the connection is terminated (see 
sis(5) for detaiison authorization). 

-R if thedient's host is not equivaient to the account accessed, the connection is ter¬ 
minated. 

-r if the account is not equivaient to the account accessed, then Kerberos authoriza¬ 
tion has to succeed or the connection is terminated. 

-k if Kerberos authorization faiis, then the account has to be equivaient or the con¬ 
nection is terminated. For more information on equivaient accounts, see 
hosts.equiv(4). 

10. A nuii byte is returned on the primary connection and the command iine is passed to the normai 
iogin sheii of the user with that sheii's -c option. The sheii inherits the network connections 
estabiished by remshd and assumes the normai user and group permissions of the user. 

remshd uses thefoiiowing path when executing the specified command: 

/usr/bin:/usr/ccs/bin:/usr/bin/Xll: 

11. If a secondary socket has been set up, remshd normaiiy exits when command standard error 
and secondary socket standard error have both been dosed. If no secondary socket was set up, 
remshd has called an exec(2) function, launched the command process, and is no longer present. 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with standard error after which any net¬ 
work connections are closed. An error is indicated by a leading byte with a value of 1 (0 is returned in step 
9 above upon successful completion of all the steps before the command execution). 

Malformed from address 

The first socket connection does not usea reserved port or thedient's host address is not an Internet 
address. 

Can't get stderr port 

Unableto complete the connection of the secondary socket used for error communication. 

Second port not reserved 

The secondary socket connection does not usea reserved port. 

Locuser too long 

The name of the user account on thedient's host is longer than 16 characters. 

Remuser too long 

The name of the user on the server's host is longer than 16 characters. 

Command too long 

The command line passed exceeds the size of the argument list (as configured into the system). 

Login incorrect 

No password file entry existed for the user name on the server's host, or the authentication procedure 
described above in step 8 failed. 

No remote directory 

The chdir command to the home directory or"/" on the server's host failed. 

Can't make pipe 

The pipe needed for the standard error output wasn't created. 

No more processes 

The server was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a period of time and try again. If this message persists, the server's host may have 
runaway processes that are using all the entries in the process table. 

system call : message 
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Error in executing the named system caii. The message specifies the cause of thefaiiure. 
sheliname: ... 

The user's iogin sheii couid not be started. This message is returned on the connection associated with 
the standard error, and is not preceded by a ieading byte with a vaiue of 1. Other messages can be 
returned by the remote command when it executes. 

rcmd: connect : <hostname>: Connection refused. 

This generic message couid be due to a number of reasons. One of the reasons couid be because the 
entry for sheii service is not present in /etc/inetd. conf. This entry may have been removed or 
commented out to prevent non-secure access. 

Kerberos specific errors are listed in sis(5). 

WARNINGS 

The integrity of each host and the connecting medium is assumed if the "privileged port" authentication 
procedure is used in a non-secure environment or if the command line options -R or -r are used in a 
secure environment. Although both these methods provide insecure access, they are useful in an "open" 
environment. 

Note also that all information, including any passwords, are passed unencrypted between the two hosts 
when remshd is invoked in a non-secureenvironment. 

remshd ignores SIGHUP, SIGINT, SIGQUIT, and SIGTERM, so these signal numbers can safely be sent 
to remote commands via the secondary socket provided by remshd. Other signal numbers may cause 
remshd to kill itself. 

AUTHOR 

remshd was developed by the University of California, Berkeley. 

FILES 

$HOME/ . rhosts User's private equivalence list 

/etc/hosts . equiv List of equivalent hosts 

SEE ALSO 

remsh(l), inetd(lM), named(lM), rcmd(3N), hosts(4), hosts.equiv(4), inetd.conf(4), inetd.sec(4), services(4), 
sis(5). 


Section lM-590 


-4 


HP-UX Release 11.0: October 1997 


renice(lM) 


renice(lM) 


NAME 

renice - alter priority of running processes 

SYNOPSIS 

renice [-n newoffset] [-g|-p|-u] id ... 

DESCRIPTION 

The renice command alters the system nice value (used in the system scheduling priority) of one or more 
running processes specified by id .... The new system nice value is set to 20 + newoffset, and is limited to 
the range 0 to 39. However iftheUNlX95 environment variable is set, the new system nice value is set to 
current nice value + newoffset. Processes with lower system nice values run at higher system priorities 
than processes with higher system nice values. The-1 option oftheps command shows the current prior¬ 
ity (PRI) and nicevalue(Nl) for processes. See alsonice(l). 

To reduce the system nice value of a process, or to set it to a value less than 20 (with a negative newoffset), 
a user must have appropriate privileges. Otherwise, users cannot decrease the system nice value of a pro¬ 
cess and can only increase it within the range 20 to 39, to prevent overriding any current administrative 
restrictions. 

To alter the system nice value of another user's process, a user must have appropriate privileges. Other¬ 
wise, users can only affect processes that they own. 

Options 

renice recognizes thefollowingoptions. If no-g, -p, or -u option isspecified, thedefault is-p. 

-g id ... Interpret each id as a process group ID. All processes in each process group have their 
system nice value altered. Only users with appropriate privileges can use this option. 

-n newoffset Change the system nice value of each affected process to 20 -i- newoffset. If the 
UNIX95 environment variableis set, the system nice valueof each affected process is 
changed to current nice value -i- newoffset. 

If newoffset is negative, the system nice value is set to 20 minus the absolute value of 
newoffset. If the UNIX95 environment variable is set and the newoffset is negative, 
the system nice value is set to current nice value minus the absolute value of 
newoffset. Only users with appropriate privileges can reduce the system nice value or 
set it to less than 20. If this option is omitted, newoffset defaults to 10. 

-p id ... Interpret each id as a process ID. This is the default. 

Note: id is a process id as reported by theps command, not a job number (e.g., %1), 
as used by some shells. 

-u id ... Interpret each id as a user name or user id number. All processes owned by each 
specified user have their system nice values altered. Only users with appropriate 
privileges can use this option for user names and ids other than their own. 

RETURN VALUES 

renice returns a 0 when successful, and a non-zero value when unsuccessful. 

EXTERNAL INFLUENCES 

Single-byte character code sets are supported. 

DIAGNOSTICS 

renice reports the old and new newoffset values (system nice value - 20) of the affected processes if the 
operation requested completes successfully. Otherwise, an error message is displayed to indicate the rea¬ 
son for failure. 

However, iftheUNlX95 envionment variableis set, no reporting is done unless thecommand fails. 

EXAMPLES 

Use renice default values to decrease the priority of process 923. The id type defaults to -p, and 
newoffset defaults to 10, setting the process to a system nice valueof 30. 

renice 923 

Change the system nice value for all processes owned by user john and user 123 to 33 (newoffset =13). 
(Affecting other users processes requires appropriate privileges.) 
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renice -n 13 -u john 123 

Change the system nice value of all processes in process group 20 to 10. (Lowering the system nice value 
of a process group requires appropriate privileges.) 

renice -n -10 -g 20 

WARNINGS 

Users who do not have appropriate privileges cannot reduce the system nice values of their own processes, 
even if they increased them in the first place. 

FILES 

/etc/passwd M aps user names to user i D's 

SEE ALSO 

nice(l), ps(l), getpriority(2), nice(2). 

STANDARDS CONFORMANCE 

renice: XPG4 
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NAME 

repquota - summarize file system quotas 

SYNOPSIS 

/usr/sbin/repquota [-v] filesystem ... 

/usr/sbin/repquota [-v] -a 

DESCRIPTION 

The repquota command prints a summary of disk usage and quotas for each specified filesystem. 

filesystem is either the name of the directory on which the file system is mounted or the name of the device 
containing the file system. 

For each user, the current number of files and amount of space (in Kbytes) is printed, along with any quo¬ 
tas created with edquota (seeedquota(lM)). 

Options 

repquota recognizesthefollowingoptions: 

-a Report on all appropriate file systems in /etc/fstab. 

-V Report all quotas, even if there is no usage. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_MESSAGES determi nes the language i n which messages are displayed. 

If LC_MESSAGES is not specified in the environment or is set to the empty String, the value Of LANG is 
used as a default for each unspecified or empty variable. If LANG is not specified or is set to the empty 
string, a default of "C" (see lang(5)) is used instead of LANG. 

If any internationalization variablecontains an invalid setting, repquota behaves as if all internationali¬ 
zation variables are set to "C". See environ(5). 

International Code Set Support 

Single- and multi-byte character code sets are supported. 

AUTHOR 

Disk Quotas were developed by the University of California, Berkeley, Sun Microsystems, and FIP. 

FILES 

/etc/fstab Static information about the file systems 

/etc/mnttab Mounted file system table 

directory /quotas Quota statistics static storage for the file system, where directory is the root of 
the file system as interpreted by mount (see mount(lM)). 


SEE ALSO 

edquota(lM), mount(lM), quota(5). 
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NAME 

restore, rrestore - restore file system incrementally, local or across network 

SYNOPSIS 

/usr/sbin/restore key [name ...] 

/usr/sbin/rrestore key [name ...] 

DESCRIPTION 

The restore and rrestore commands read tapes previously dumped by the dump or rdump com¬ 
mand (see dump(lM) and rdump(lM)). Actions taken are controlled by the key argument where k^ is a 
string of characters containing not more than one function letter and possibly one or more function 
modifiers. One or more name arguments, ifpresent, are fileor directory names specifyingthefiles that are 
to be restored. Unless theh modifier isspecified (see below), the appearance of a directory name refers to 
thefiles and (recursively) subdirectories of that directory. 

Function Portion of k^ 

The function portion of the key isspecified by one of thefollowing letters: 

r Read the tape and load into the current directory, r should be used only after careful con¬ 
sideration, and only to restore a complete dump tape onto a clear file system, or to restore an 
incremental dump tape after a full level zero restore. Thus, 

/usr/sbin/newfs -F hfs /dev/rdsk/cOtOdO 
/usr/sbin/mount /dev/dsk/cOtOdO /mnt 
cd /mnt 
restore r 

is a typical sequence to restore a complete dump. Another restore or rrestore can then 
be performed to restore an incremental dump on top of this. Note that restore and rre¬ 
store leave a file restoresymtab in the root directory of the file system to pass informa¬ 
tion between incremental restore passes. This file should be removed when the last incremen¬ 
tal tape has been restored. A dump or rdump followed by a newfs and a restore or rre¬ 
store is used to change the size of a filesystem (see newfs(lM)). 

R restore and rrestore request a particular tape of a multivolume set on which to restart a 
full restore (see r above). This provides a meansfor interruptingand restarting restore and 
rrestore. 

X Extract the named files from the tape. If the named file matches a directory whose contents 
had been written onto the tape, and the h modifier is not specified, the directory is recursively 
extracted. The owner, modification time, and mode are restored (if possible). If no file argu¬ 
ment is given, the root directory is extracted, which results in the entire contents of the tape 
being extracted, unlessh has been specified. 

t Names of the specified files are listed if they occur on the tape. If no file argument is given, the 
root directory is listed, which results in the entire content of the tape being listed, unlessh has 
been specified. 

s The next argument to restore is used as the dump file number to recover. This is useful if 
there is more than one dump file on a tape. 

i This mode allows interactive restoration of files from a dump tape. After reading in the direc¬ 
tory information from the tape, restore and rrestore provide a shell -I ike interface that 
allows the user to move around the directory tree selecting files to be extracted. The available 
commands are given below; for those commands that require an argument, the default is the 
current directory. 

add [arg] The current directory or specified argument is added to the list of files to 
be extracted. If a directory is specified, it and all its descendants are 
added to the extraction list (unless theh key isspecified on the command 
line). File names on the extraction list are displayed with a leading * 
when listed by Is. 

cd [arg] Change the current working directory to the specified argument. 

delete [arg] The current directory or specified argument is deleted from the list of files 
to be extracted. If a directory is specified, it and all its descendants are 
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extract 


help 
Is [arg] 


deleted from the extraction list (unless h is specified on the command 
line). The most expedient way to extract files from a directory is to add 
thedirectory to the extraction list, then delete unnecessary files. 

All files named on the extraction list are extracted from the dump tape, 
restore and rrestore ask which volume the user wants to mount. 
The fastest way to extract a few files is to start with the last volume, then 
work toward the first volume. 

List a summary of the avallablecommands. 

List the current or specified directory. Entries that are directories are 
displayed with a trailing /. Entries marked for extraction are displayed 
with a leading *. If the verbose key is set, the inode number of each entry 
is also listed. 


pwd 

quit 


set-modes 


verbose 


Print thefull path name of the current working directory. 

restore and rrestore immediately exit, even if the extraction list is 
not empty. 

Set the owner, modes, and times of all directories that are added to the 
extraction list. Nothing is extracted from the tape. This setting is useful 
for cleaning up after a restore aborts prematurely. 

The sense of the v modifier is toggled. When set, the verbose key causes 
the Is command to list the inode numbers of all entries. It also causes 
restore and rrestore to print out information about each file as it is 
extracted. 


Function Modifiers 

The following function modifier characters can be used in addition to the letter that selects the function 
desired: 

b Specify the block size of the tape in kilobytes. If the -b option is not specified, restore and 
rrestore try to determine the tape block size dynamically. 

f Specify the name of the archive instead of /dev/rmt/Om. If the name of the file is -, 
restore reads from standard input. Thus, dump and restore can be used in a pipeline to 
dump and restore a filesystem with the command 

dump Of - /usr | (cd /mnt; restore xf -) 

When using rrestore, this key should be specified, and the next argument supplied should 
beof theform machine:device 

h Extract the actual directory, rather than the files to which it refers. This prevents hierarchical 
restoration of complete subtrees from the tape, rather than the files to which it refers. 

m Extract by inode numbers rather than by file name. This is useful if only a few files are being 
extracted and one wants to avoid regenerating the complete path name to the file. 

V Typethenameof each file restore and rrestore treat, preceded by its file type. Normally 
restore and rrestore do their work silently: thev modifier specifies verbose output. 

y Do not ask whether to abort the operation if restore and rrestore encounters a tape 
error, restore and rrestore attempt to skip over the bad tape block(s) and continue. 

rrestore creates a server, either /usr/sbin/rmt or /etc/rmt, on the remote machine to 

access the tape device. 

DIAGNOSTICS 

restore and rrestore complain about bad key characters. 

restore and rrestore complain if a read error is encountered. If the y modifier has been specified, or 
the user responds y, restore and rrestore attempt to continue the restore. 

If the dump extends over more than one tape, restore and rrestore ask the user to change tapes. If 
thex or i function has been specified, restore and rrestore also ask which volume the user wants to 
mount. The fastest way to extract a few files is to start with the last volume and work towards the first 
volume. 
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There are numerous consistency checks that can be listed by restore and rrestore. Most checks are 
self-explanatory or can "never happen". Here are some common errors: 

filename: not found on tape 

The specified file name was listed in the tape directory but not found on the tape. This is caused 
by tape read errors while looking for the file, and from using a dump tape created on an active 
filesystem. 

expected next file inumber, got inumber 

A file not listed in the directory showed up. This can occur when using a dump tape created on 
an active file system. 

Incremental tape too low 

When doing an incremental restore, a tape that was written before the previous incremental 
tape, or that has too low an incremental level has been loaded. 

Incremental tape too high 

When doing an incremental restore, a tape that does not begin its coverage where the previous 
incremental tape left off, or that has too high an incremental level has been loaded. 

Tape read error while restoring filename 

Tape read error while skipping over inode inumber 

Tape read error while trying to resynchronize 

A tape read error has occurred. If a file name is specified, the contents of the restored files are 
probably partially wrong. If restore is skipping an inode or is trying to resynchronize the tape, 
no extracted files are corrupted, although files may not be found on the tape. 

Resync restore, skipped num blocks 

After a tape read error, restore and rrestore may have to resynchronize themselves. This 
message indicates the number of blocks skipped over. 


WARNINGS 

restore and rrestore can get confused when doing incremental restores from dump tapes that were 
made on active file systems. 

A level zero dump (seedump(lM)) must be done after a full restore. Since restore runs in user code, it has 
no control over inode allocation: thus a full dump must be done to get a new set of directories reflecting the 
new inode numbering, even though the contents of the files are unchanged. 

AUTHOR 

restore and rrestore were developed by the University of California, Berkeley. 


FILES 

/dev/rmt/Om 

/tmp/rstdr* 

/tmp/rstmd* 

./restoresymtab 


Default tape drive. 

File containing directories on the tape. 

Owner, mode, and time stamps for directories. 
Information passed between incremental restores. 


SEE ALSO 

dump(lM), mkfs(lM), mount(lM), newfs(lM), rmt(lM). 
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NAME 

revck - check internal revision numbers of HP-UX files 

SYNOPSIS 

/usr/old/usr/bin/revck ref_files 

DESCRIPTION 

revck checks the internal revision numbers of lists of files against reference lists. Each ref_file must con¬ 
tain a list of absolute path names (each beginning with /) and whatstrings (revision information strings 
from what — see what(l)). Path names begin in column 1 of a line, and have a colon appended to them. 
Each path name is followed by zero or more lines of whatstrings, one per line, each indented by at least one 
tab (this isthesameformat in which what outputs its results). 

For each path name, revck checks that the file exists, and that executing what on the current path 
name produces results identical to the whatstrings in the reference file. Only thefirst 1024 bytes of what¬ 
strings are checked. 

ref_files are usually the absolute path names of the re/list files shipped with hp-ux. Each hp-ux software 
product includes a file named /system/ product/ revlist (for example, 
/system/97070A/revlist). The re/list file for each product is a reference list for the ordinary files 
shipped with the product, plus any empty directories on which the product depends. 

FILES 

/system/product/revlist listsof HP-UX files and revision numbers 

SEE ALSO 

what(l). 

DIAGNOSTICS 

revck is silent except for reporting missing files or mismatches. 

WARNINGS 

revck produces unpredictable results if a ref_fileis not in the right format. 
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NAME 

rexd - RPC-based remote execution server 

SYNOPSIS 

/usr/sbin/rpc. rexd [-1 log file] [-m mountdir] [-r] 

DESCRIPTION 

rexd is the RPC server for remote command execution. A rexd is started by inetd when a remote exe¬ 
cution request is received (see inetd (IM)). rexd exits when command execution has compieted. 

If the user ID (uid) in the remote execution request is assigned to a user on the server, rexd executes the 
command as that user. If no user on the server is assigned to the uid, rexd does not execute the com¬ 
mand. The-r option and inetd. sec security fiieaiiowfor better accesscontroi (seeinetd.sec(4)). 

For noninteractive commands, standard output and error fiie descriptors are connected to sockets. I nterac- 
tive commands use pseudo terminais for standard input, output, and error (seepty(7)). 

If the file system specified in the remote execution request is not already mounted on the server, rexd 
uses NFS to mount the file system for the duration of the command execution (see nfs(7)). rexd mounts 
file systems with the nosuid and soft options. For more details on mount options see mount(lM). If 
the server cannot mount the file system, an error message is returned to theclient. By default, any mount 
points required by rexd are created below /var/spool/rexd. To change the default location, use the 
-m option. 

Options 

rexd recognizes thefollowing options and command-line arguments: 

-1 log file Log any diagnostic, warning, and error messages to log file. If log file exists, 

rexd appends messages to the file. If log file does not exist, rexd creates it. 
Messages are not logged ifthe-1 option isnot specified. 

Information logged to the file includes date and time of the error, host name, 
process ID and name of the function generating the error, and the error mes¬ 
sage. Note that different RPC services can share a single log file because enough 
information isincluded to uniquely identify each error. 

-m mountdir Create temporary mount points below directory mountdir. By default, rexd 

creates temporary mount points below /var/spool/rexd. The directory 
mountdir should have read and execute permission for all users (mode 555). 
Otherwise, rexd denies execution for users that do not have read and execute 
permission. 

-r Use increased security checking. When started with the-r option, rexd denies 

execution access toa client unless one of thefollowing conditionsismet: 

• The name of the client host is in /etc/hosts. equiv file on the 
server. 

• The user on the server that is associated with the uid sent by the client 
has an entry in $HOME/ . rhosts specifying the client name on a line 
or theclient name followed by at least one blank and the user's name. 

For example, assumea user whose login name ismjk is assigned to uid 
7 on NODEl and executes thefollowing on command: 

on NODE2 pwd 

User mjk on NODE2 must have one of the following entries in 

$HOME/.rhosts : 

NODEl 
NODEl mjk 

DIAGNOSTICS 

Thefollowing is a subset of the messages that could appear in the log file if the -1 option is used. Some of 
these messages are also returned to the client. 

rexd: could not umount : dir 

rexd was unable to umount () the user's current working file system. See 
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WARNINGS for more details. 

rexd: mountdir (mountdir) is not a directory 

The path name mountdir, under which temporary mount points are created, is not a 
directory or does not exist. 

rexd: command: Command not found 
rexd could not find command. 

rexd: command: Permission denied 

rexd was denied permission to execute command. 

rexd: command: Text file busy 

Theexecutablefileiscurrently open for writing. 

rexd: command: Can't execute 

rexd wasunableto execute command. 

rexd: root execution not allowed 

rexd does not allow execution as user root. 

rexd: User id uid not valid 

The uid uid is not assigned to a user on the server. 

rexd: User id uid denied access 

rexd was started with the -r option and the remote execution request did not meet 
either of the conditions required by the-r option. 

rexd: host is not running a mount daemon 

The host host on which the user's current working directory is located is not running 
mountd. Therefore, rexd is unable to mount the required file system (see 
mountd(lM)). 

rexd: not in export list for file_system 

The host on which the client's current working directory is located does not have the 
server on theexport list for file system fi I e_system containing theclient's current working 
directory. Therefore, rexd is unableto mount the required filesystem. 

WARNINGS 

The client's environment is simulated by rexd, but not completely recreated. The simulation of the 
client's environment consists of mounting the file system containing the client's current working directory 
(if it is not already mounted) and setting the user's environment variables on the server to be the same as 
the user's environment variables on the client. Therefore a command run by rexd does not always have 
the same effect as a command run locally on the client. 

The rex protocol only identifies the client user by sending the uid of the client process and the host name 
oftheclient. Therefore, it is very difficult for rexd to perform user authentication. If a user on the server 
is assigned to the uid sent by the cl lent, rexd executes the requested command as that user. If no user on 
the cl lent is assigned to the uid sent by the cl lent, rexd returns an error. 

The -r option has been added to provide increased user authentication. However, the authentication pro¬ 
vided is not foolproof, and is limited by the information passed by the rex protocol. 

In order to simulate the client's environment, rexd mounts the file system containing the client's current 
working directory (if it is not already mounted). This mount is intended to be temporary for theduration of 
the command. 

If rexd mounts a file system, it attempts to umount () the file system after the command has completed 
executing. However, if rexd receives a SIGKILL signal (see signal (2)), the file system is not unmounted. 
The file system remains mounted until the superuser executes the appropriate umount command or the 
server is rebooted. 

rexd's attempt to umount the file system can also fail if the file system is busy. The file system is busy if 
it contains an open file or a user's current working directory. The file system remains mounted until the 
superuser executes the appropriate umount command or the server is rebooted. 

For more information on rexd security issues, see Using and Administering NFS Services. Security issues 
and their consequences should be considered before configuring rexd to run on a system. 
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FILES 

/dev/pty[pqr]* Master pseudo terminals. 

/dev/tty [pqr]* Slave pseudo terminals. 

/dev/ptym/pty[pqr]* Master pseudo terminals. 

/dev/pty/tty [pqr]* Slave pseudo terminals. 

/etc/inetd. conf Configuration filefor inetd(lM). 

/etc/hosts . equiv List of equivalent hosts. 

$HOME/ . rhosts User's private equivalence list. 

/var/spool/rexd/rexdxxxxx Temporary mount points for remote file systems where xxxxx is 

a string of alpha numeric characters. 

AUTHOR 

rexd was developed by Sun Microsystems, I nc. 


SEE ALSO 

on(l), inetd(lM), mount(lM), exports(4), inetd.conf(4), inetd.sec(4). 
Using and Administering NFS Services 
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NAME 

rexecd - remote execution server 

SYNOPSIS 

/usr/lbin/rexecd [-n] 

DESCRIPTION 

rexecd is the server for the rexe:(3N) routine; it expects to be started by the internet daemon (see 
inetd(lM)). rexecd provides remote execution fadiities with authentication based on user account names 
and unencrypted passwords. 

inetd(lM) caiis rexecd when a service request is received at the port indicated for the "exec" service 
specification in /etc/services: see services(4). To run rexecd, thefoiiowing iineshouid be present in 
/etc/inetd.conf: 

exec stream tcp nowait root /usr/lbin/rexecd rexecd 

When a service request is received, thefoiiowing protocoi is initiated: 

1. The server reads characters from the socket up to a nuii (\0) byte. The resuitant string is inter¬ 
preted as an ASCI I number, base 10. 

2. If the number received in step 1 is non-zero, it is interpreted as the port number of a secondary 
stream to be used for the stderr. A second connection is then created to the specified port on 
the dient's host. If the first character sent is a nuii (\0), no secondary connection is made and 
the stderr of thecommand is sent to the primary stream. If the secondary connection has been 
made, rexecd interprets bytes it receives on that socket as signai numbers and passes them to 
the command as signais (see signai (2)). 

3. A nuii-terminated user name of not more than 16 characters is retrieved on the initiai socket. 

4. A nuii-terminated, unencrypted, password of not more than 16 characters is retrieved on the ini¬ 
tiai socket. 

5. A nuii-terminated command to be passed to a sheii is retrieved on the initiai socket. The iength 
of thecommand is iimited by the upper bound on the size of the system's argument iist. 

6. rexecd then vaiidates the user as is done by iogin(l). If the authentication succeeds, rexecd 
changes to the user's home directory and estabiishes the user and group protections of the user. 
If any of these steps fail, rexecd returns a diagnostic message through the connection, then 
cl OSes the connection. 

7. A null byte is returned on the connection associated with stderr and the command line is 
passed to the normal login shell of the user with that shell's-c option. The shell inherits the net¬ 
work connections established by rexecd. 

rexecd uses thefoiiowing path when executing the specified command: 

/usr/bin:/usr/ccs/bin:/usr/bin/Xll: 

Transport-level keepalive messages areenabled unlessthe-n option ispresent. The use of keepalive mes¬ 
sages allows sessions to be timed out if the cl lent crashes or becomes unreachable. 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with the stderr, after which any net¬ 
work connections are closed. An error is indicated by a leading byte with a value of 1 (0 is returned in step 
7 above upon successful completion of all the steps prior to thecommand execution). 

Username too long 

The user name is longer than 16 characters. 

Password too long 

The password is longer than 16 characters. 

Command too long 

Thecommand line passed exceeds the size of the argument list (as configured into the system). 

Login incorrect 

No password file entry for the user name existed or the wrong password was supplied. 
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No remote directory 

The chdir command to the home directory failed. 

No more processes 

The server was unableto fork a process to handlethe incoming connection. 

Neict step: Wait a period of time and try again. If the message persists, then the server's host 
may have a runaway process that is using all the entries in the process table. 

shellname: . . . 

The user's login shell could not be started via exec(2) for the given reason. 


WARNINGS 

The password is sent unencrypted through the socket connection. 

AUTHOR 

rexecd was developed by the University of California, Berkeley. 

SEE ALSO 

remsh(l), inetd(lM), rexec(3N), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

ripquery - query RIP gateways 

SYNOPSIS 

ripquery [-1] [-2] [-[a5] authkey] [-n] [-N dest[/mask]] [-p] [-r] [-v] [-w time] gateway ... 

DESCRIPTION 

ripquery is used to request aii routes known by a Rl P gateway by sending a Rl P request or POLL com¬ 
mand. The routing information in any routing packets returned is dispiayed numericaiiy and symboiicaiiy. 
ripquery is intended to be used as a tooi for debugging gateways, not for network management. SNMP 
is the preferred protocoi for network management. 

ripquery by defauit uses the RIP POLL command, which is an undocumented extension to the RIP 
specification supported by routed on SunOS 3.x and iater and by gated 1.4 and iater. The RIP POLL 
command is preferred over the RIP REOUEST command because it is not subject to Spiit Horizon and/or 
Poisoned Reverse. See the RIP RFC for more information. 

Options 

-1 Send the query as a version 1 packet. 

-2 Send the query as a version 2 packet (defauit). 

-[aSjauthk^f Specifies the authentication password to use for queries. If-a specified, an authentication 
type of SIMPLE will be used, if-5 isspecified, an authentication type of MD5 will be used; 
otherwise the default isan authentication type of NONE. Authentication fields in incoming 
packets will be displayed, but not validated. 

-n Prevents the address of the responding host from being looked up to determine the sym¬ 

bolic name. 

-N dest[/mask] 

Specifies that the query should be for the specified dest/mask instead of complete routing 
table. The specification of the optional mask implies a version 2 query. Up to 23 requests 
about specific destinations may be include in one packet. 

-p Uses the RIP POLL command to request information from the routing table. This is the 

default, but is an undocumented extension supported only by some versions of unOS 3.x 
and later versions of gated. If there is no response to the Rl P POLL command, the Rl P 
REOUEST command is tried, gated responds to a POLL command with all the routes 
learned via Rl P. 

-r Used the RIP REOUEST command to request information from the gateway's routing 

table. Unlike the RIP POLL command, all gateways should support the RIP REOUEST. If 
there is no response to the RIP REOUEST command, the RIP POLL command is tried, 
gated responds to a REOUEST command with all the routes he announces out the 
specified interface. Due to limitations in the UDP interface, on systems based on BSD 4.3 
Reno or earlier, REOUESTs respond about the interface used to route packets back to the 
sender. This can be avoided by running ripquery on the host being queried. 

-V Version information about ripquery is displayed before querying the gateways. 

-w time Specifies the time in seconds to wait for the initial response from a gateway. The default 
value is 5 seconds. 

AUTHORS 

J effrey C Honig. 

SEE ALSO 

gated(lM), gdc(lM), ospf_monitor(lM), GateD Documentation, GateD Configuration Guide. 

BUGS 

Some versions of Unix do not allow looking up the symbolic name of a subnet. 
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NAME 

riogind - remote login server 

SYNOPSIS 

/usr/lbin/rlogind [-In] [-B bannerfile] 

DESCRIPTION 

riogind is the server for the rlogin(l) program. It provides a remote login facility with authentication 
based on privileged port numbers, riogind expects to be executed by the Internet daemon (inetd(lM)) 
when it receives a service request at the port indicated in the services database for login using the top 
protocol (seeservices(4)). 

When a service request is received, thefollowing protocol is initiated by riogind: 

1. riogind checks the client's source port. If the port is not in the range 512 through 1023 (a 
"privileged port"), the server aborts the connection. 

2. riogind checks the client's source address and requests the corresponding host name (see 
gethostent(3N), hosts(4), and named(lM)). If it cannot determine the hostname, it usesthelnter- 
net dot-notation representation of the host address. 

Once the source port and address have been checked, riogind proceeds with the authentication process 
described in hosts.equiv(4). riogind then allocates a STREAMS based pseudo-terminal (see ptm(7), 
pts(7)), and manipulates file descriptors so that the slave half of the pseudo-terminal becomes stdin, 
stdout, and stderr for a login process. Thelogin process isan instance of login(l) invoked with the-f 
option if authentication has succeeded. If automatic authentication fails, login(l) prompts the user with 
the normal login sequence. The -1 option to riogind prevents any authentication based on the user's 
.rhosts file unless the user is logging in as super-user. The-B <djannerfile> option to riogind causes 
the file <bannerfile>to be displayed to incoming riogin requests. 

The riogind process manipulates the master side of the pseudo-terminal, operating as an intermediary 
between the login process and the client instance of the riogin program. The protocol described in 
ptm(7) and pts(7) is used to enable and disableflow control via Ctrl-S/Ctrl-Q under the direction of the pro¬ 
gram running on the slave side of the pseudo-terminal, and to flush terminal output in response to inter¬ 
rupt signals. The login process sets the baud rate and TERM environment variable to correspond to the 
client's baud rate and terminal type (see environ(5)). 

Transport-level keepalive messages areenabled unlessthe-n option ispresent. The use of keepalive mes¬ 
sages allows sessions to be timed out if the cl lent crashes or becomes unreachable. 

To start riogind from the I nternet daemon, the configuration file /etc/inetd. conf must contain an 
entry as follows: 

login stream top nowait root /usr/lbin/rlogind riogind 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi byte character code sets are supported. 

DIAGNOSTICS 

Errors in establishing a connection cause an error message to be returned with a leading byte of 1 through 
the socket connection, after which the network connection is closed. Any errors generated by the login pro¬ 
cess or its descendents are passed through by the server as normal communication. 

fork: No more processes 

The server was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a period of time and try again. If this message persists, the server's host may 
have runaway processes that are using all the entries in the process table. 

Cannot allocate pty on remote host 

The server was unableto obtain a pseudo-terminal for use with the login process. Either all 
pseudo-terminals were in use, or the pty driver has not been properly set up. Note, the number 
of slave devices that can be allocated depends on NSTRPTY, a kernel tunable parameter. This 
can be changed via SAM (seeptm(7), pts(7)). 

Nect step: Check the pty configuration of the hcet where riogind executes. 
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Permission denied 

The server denied access because theclient was not using a reserved port. This shouid oniy hap¬ 
pen to interiopers trying to break into the system. 

/usr/bin/login: ... 

The iogin program couid not be started via exec(2) for the reason indicated. 

Nect step: Try to correct the condition causing the probiem. If this message persists, contact 
your system administrator. 

WARNINGS 

The "priviieged port" authentication procedure used here assumes the integrity of each host and the con¬ 
necting medium. This is insecure, but is usefui in an "open" environment. Note that any passwords are 
sent unencrypted through the socket connection. 

AUTHOR 

rlogind wasdeveioped by the University of Caiifornia, Berkeiey. 

FILES 

/etc/hosts . equiv List of equivaient hosts 

$HOME/. rhosts User's private equivaienceiist 

SEE ALSO 

iogin(l), riogin(l), inetd(lM), named(lM), gethostent(3N), ruserok(3N), hosts(4), hosts.equiv(4), 
inetd.conf(4), services(4), environ(5), pty(7). 
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NAME 

riogind - remote login server 

SYNOPSIS 

/usr/lbin/rlogind [-In] [-B bannerfile] 

Kerberos V5 Network Authentication environments: 

/usr/lbin/rlogind [-clnKkRr] [-B bannerfile] 

DESCRIPTION 

riogind is the server for the rlogin(l) program. It provides a remote login facility with two kinds of 
authentication methods: 

1. Authentication based on privileged port numbers where the client's source port must be in the 
range 512 through 1023. In this case riogind assumes it is operating in normal or non-secure 
environment. 

2. Authentication based on Kerberos V5. In this case riogind assumes it is operating in a Ker¬ 
beros V5 Network Authentication, i.e., secure environment. 

The inetd daemon invokes riogind if a service request is received at ports indicated by the login or 
klogin services specified in /etc/services (see inetd(lM) and services(4)). Service requests arriv¬ 
ing at the klogin port assume a secure environment and expect Kerberos authentication to take place. 

To start riogind from the inetd daemon in a non-secure environment, the configuration file 
/etc/inetd. conf must contain an entry as follows: 

login stream top nowait root /usr/lbin/rlogind riogind 
In a secure environment, /etc/inetd. conf must contain an entry: 

klogin stream tcp nowait root /usr/lbin/rlogind riogind -K 
See inetd.conf(4) for more information. 

To prevent non-secure access, the entry for login should be commented out in /etc/inetd. conf. 
Any non-Kerberos access will be denied since the entry for the port indicated by login has now been 
removed or commented out. I n a such a situation, a generic error message, 

rcmd: connect <hC)Stname> : Connection refused 
is displayed. See DIAGNOSTICS for more details. 

Options 

riogind recognizes thefollowingoptions: 

-c Ignore checksum verification. This option is used to achieve interoperability between clients and 
servers using different checksum calculation methods. For example, the checksum calculation in 
a application developed with Kerberos V5 Beta 4 API is different from the calculation in a Ker¬ 
beros V5-1.0 application. 

-1 Prevents any authentication based on the user's .rhosts file unless the user is logging in as 
super-user. 

-Bbannerfile 

Causes the file, bannerfile, to be displayed to incoming riogin requests. 

In a secure environment, riogind will recognize thefollowing additional options: 

-K Authorization based on Kerberos V5 must succeed or access will be rejected (see sis(5) for details 
on authorization). 

-R Authentication based on privileged port numbers and authorization of the remote user through 
equivalent accounts must succeed. For more information on equivalent accounts, see 
hosts.equiv(4). 

-r Either one of the following must succeed. The order in which the authorization checks are done 
is as specified below. 

1. Authentication based on privileged port numbers and authorization of the remote user 
through equivalent accounts (see hosts.equiv(4)). 
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2. Authorization based on Kerberos V5. 

-k Either one of the foiiowing must succeed. The order in which the authorization checks are done 
is as specified beiow. 

1. Authorization based on Kerberos V5. 

2. Authentication based on priviieged port numbers and authorization of the remote user 
through equivaient accounts. 

Note: The -k option is ignored when used with -K, and the -r option is ignored when used with - 
R. Aiso, if no options are specified, the defauit option is-K. 

Operation 

When a service request is received, thefoiiowing protocoi is initiated by rlogind: 

1. rlogind checks the client's source port. If the port is not in a privileged port, i.e., intherange 
512 through 1023, and rlogind is operating in a non-secure environment, the connection is 
terminated. I n a secure environment, the action taken depends on the command line options: 

-R The source port must bea privileged port otherwise rlogind terminates the connection. 

-r If the source port is not a privileged port then Kerberos authorization must succeed or the 
connection is terminated. 

-k The source port must bea privileged port if Kerberos authorization fails. 

-K No action is taken. 

2. rlogind checks the client's source address and requests the corresponding host name (see 
gethostent(3N), hosts(4), and named(lM)). If it cannot determine the hostname, it uses the 
I nternet dot-notation representation of the host address. 

3. rlogind, in a secure environment, proceeds with the Kerberos authentication process 
described in sis(5). If authentication succeeds, then the authorization selected by the command 
lineoption -K, -R, -k, or -r is performed. Theauthorization selected could beasspecified in 
hosts.equiv(4) or Kerberos authorization as specified in sis(5). 

4. rlogind then allocates a STREAMS based pseudo-terminal (see ptm(7), pts(7)), and manipu¬ 
lates filedescriptors so that theslavehalfof the pseudo-terminal becomes stdin, stdout, and 
stderr for a login process. 

5. This login process is an instance of login(l) invoked with the -f option if authentication has 
succeeded. In a non-secure environment, if automatic authentication fails, login(l) prompts the 
user with the normal login sequence. In a secure environment, if authentication fails, rlo¬ 
gind generates an error message and quits. 

The rlogind process manipulates the master side of the pseudo-terminal, operating as an intermediary 
between the login process and the client instance of the rlogin program. The protocol described in 
ptm(7) and pts(7) is used to enable and disableflow control via Ctrl-S/Ctrl-Q under the direction of the pro¬ 
gram running on the slave side of the pseudo-terminal, and to flush terminal output in response to inter¬ 
rupt signals. The login process sets the baud rate and TERM environment variable to correspond to the 
client's baud rate and terminal type (see environ(5)). 

Transport-level keepalive messages areenabled unlessthe-n option ispresent. The use of keepalive mes¬ 
sages allows sessions to be timed out if the cl lent crashes or becomes unreachable. 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi byte character code sets are supported. 

DIAGNOSTICS 

Errors in establishing a connection cause an error message to be returned with a leading byte of 1 through 
the socket connection, after which the network connection is closed. Any errors generated by the login pro¬ 
cess or its descendents are passed through by the server as normal communication. 

fork: No more processes 

The server was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a period of time and try again. If this message persists, the server's host may 
have runaway processes that are using all the entries in the process table. 
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Cannot allocate pty on remote host 

The server was unable to obtain a pseudo-terminal for use with the login process. Either all 
pseudo-terminals were in use, or the pty driver has not been properly set up. Note, the number 
of slave devices that can be allocated depends on NSTRPTY, a kernel tunable parameter. This 
can be changed via SAM ( see ptm(7), pts(7)). 

Nect step: Check the pty configuration of the host where rlogind executes. 

Permission denied 

The server denied access because theclient was not using a reserved port. This should only hap¬ 
pen to i nterlopers tryi ng to break i nto the system. 

/usr/bin/login: ... 

The login program could not be started via exec(2) for the reason indicated. 

Nect step: Try to correct the condition causing the problem. If this message persists, contact 
your system administrator. 

rcmd: connect : <hostname>: Connection refused. 

This generic message could be due to a number of reasons. One of the reasons could be because 
the entry for login service is not present in /etc/inetd. conf. This entry may have been 
removed or commented out to prevent non-secure access. 

Kerberos specific errors are listed in sis(5). 

WARNINGS 

The integrity of each host and the connecting medium is assumed if the "privileged port" authentication 
procedure is used in a non-secure environment or if the command line options -R or -r are used in a 
secure environment. Although both these methods provide insecure access, they are useful in an "open" 
environment. This is insecure, but is useful in an "open" environment. 

Note also that all information, including any passwords, are passed unencrypted between the two hosts 
when rlogind is invoked in a non-secure environment. 

AUTHOR 

rlogind was developed by the University of California, Berkeley. 

FILES 

/etc/hosts . equiv List of equivalent hosts 

$HOME/. rhosts User's private equivalence list 

SEE ALSO 

login(l), rlogin(l), inetd(lM), named(lM), gethostent(3N), ruserok(3N), hosts(4), hosts.equiv(4), 
inetd.conf(4), services(4), environ(5), pty(7), sis(5). 
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NAME 

rip - send LP line printer request to a remote system 

SYNOPSIS 

/usr/sbin/rlp -lid [-C class] [-J job] [-T title] [-i[numcols]] [-kfont] [-w num] 

[-cdfghlnptv ] file 

DESCRIPTION 

rip transfers a spooling request to a remote system to be printed, rip communicates with a spooling dae¬ 
mon on a remote system to transfer the spooling request. Options can be set only on the original system. 
Transfers of a remote request use only the-l option and thefile. 

This command is intended to be used only by the spool system in response to the Ip command and should 
not be invoked directly (see lp(l)). 

Options 

rip recognizes thefollowing options and command-line arguments: 

-lid The argument id is the request ID. 

-C class Take the class argument as a job classification for use on the banner page. 

-J job Take the job argument as the job name to print on the banner page. Normally, the 

first file's name is used. 

-T title Use the title argument as the title used by pr instead of thefile name (see pr(l)). -T 

isignored unlessthe-p option isspecified. 

-h Suppress the printing of the banner page. 

-i[numcols] Cause the output to be indented. If the next argument is numeric, it is used as the 
number of blanks to be printed before each line; otherwise, 8 characters are printed. 

-kfont Specify a font to be mounted on font position k, where k is from 1 through 4. 

-wnum Use the num argument number as the page width for pr. 

Thefollowing single-letter options are used to notify the line printer spooler that the files are not standard 
text files. The spooling system uses the appropriate filters (if the option is supported) to print the data 
accordingly. These options are mutually exclusive. 

-c The files are assumed to contain data produced by cifplot. 

-d The files areassumed to contain data from tex (DVI format). 

-f Use a filter that interprets the first character of each line as a standard FORTRAN car¬ 

riage control character. 

-g The files areassumed to contain standard plot data as produced by the plot routines. 

-1 Use a filter that suppresses page breaks. 

-n The files areassumed to contain data from ditroff (device-independent troff). 

-p Usepr to format the files. 

-t The files are assumed to contain data from troff (cat phototypesetter commands). 

-V The files areassumed to contain a raster image for devices such as the Benson Varian. 

WARNINGS 

Some remote line printer models may not support all of these options. Options not supported are silently 
ignored. 

When rip is transferring a request that originated on another system, only the -I option and the file is 
used. This saves rip from having to set the various options multiple times. Specifying unused options 
does not produce an error. 

AUTHOR 

rip was developed by the University of California, Berkeley and FIP. 
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FILES 

/etc/passwd 

/usr/sbin/rlpdaemon 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 


SEE ALSO 

accept(lM), enable(l), lp(l), Ipadmin(lM), Ipsched(lM), Ipstat(l), rcancel(lM), rlpdaemon(lM), rlpstat(lM). 
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NAME 

rlpdaemon - remote spooling line printer daemon, message write daemon 

SYNOPSIS 

/usr/sbin/rlpdaemon [-i] [-1] [-L logfile] 

DESCRIPTION 

rlpdaemon is a line printer daemon (spool area handler) for remote spool requests, rlpdaemon is nor¬ 
mally invoked at boot time from the /sbin/rc file or started by inetd(lM), when necessary, rlpdae¬ 
mon runs on a system that receives requests to be printed, rlpdaemon transfers files to the spooling 
area, displays thequeue, or removes jobs from the queue. 

rlpdaemon is also used as a server process to write a message on the user's terminal, upon receiving a 
request from a remote system. 

Options 

-i Prevent rlpdaemon from remaining after a request is processed. This is required if 

rlpdaemon is started from inetd(lM). 

-1 Cause rlpdaemon to log error messages and valid requests received from the network to the 

file /var/adm/lp/lpd. log. This can be useful for debugging. 

-L logfile Change the file used for writing error conditions from the file /var/adm/lp/lpd. log to 
logfile. 

When rlpdaemon is started by inetd(lM), access control is provided via the file 
/var/adm/inetd. sec to allow or prevent a host from making requests. When rlpdaemon is not 
started by inetd(lM), all requests must come from one of the machines listed in the file 
/etc/hosts.equiv or /var/spool/lp/.rhosts. When /var/spool/lp/.rhosts is used 
for access, the user name should be Ip. 

The following entry should exist in /etc/services for remote spooling: 
printer 515/tcp spooler 

EXAMPLES 

To start rlpdaemon from /sbin/rc, invoke the command: 

/usr/sbin/rlpdaemon 

To start rlpdaemon from inetd, the foil owing line should be included in the file /etc/inetd. conf: 
printer stream tcp nowait root /usr/sbin/rlpdaemon rlpdaemon -i 

WARNINGS 

If the remote system is the same as the local system and rlpdaemon was not started by inetd(IM), the 
local system name must be included in file /etc/hosts . equiv. 

AUTHOR 

rlpdaemon was developed by the University of California, Berkeley and HP. 

FILES 

/etc/hosts.equiv 

/etc/services 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 

/var/adm/inetd.sec 

SEE ALSO 

accept(lM), enable(l), lp(l), inetd(lM), Ipadmin(lM), Ipsched(lM), Ipstat(l), rcancel(lM), rlp(lM), 
rlpdaemon(lM), rlpstat(lM). hosts.equiv(4), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

rl pstat - pri nt status of L P spool er requests on a remote system 

SYNOPSIS 

/usr/sbin/rlpstat [-d printer] [-u user] [id ...] 

DESCRIPTION 

rlpstat reports the status of the specified jobs or all requests associated with a user. If no arguments 
are specified, rlpstat reports on any requests currently in the queue. 

For each request submitted (i.e., each invocation of Ip — see lp(l)) rlpstat reports the request ID, 
user's name, total size of the request, date of the request, and, if it is being transferred, the device. 

This command is intended to be used only by the spool system in response to the Ipstat command and 
should not be invoked directly (see Ipstat(lM)). 

Options 

rlpstat recognizes thefollowing options and command-line arguments: 

-d printer Specify a particular printer. Otherwise, the default line printer is used (or the value 
oftheLPDEST environment variable). 

-u user Status is requested on all requests for the user who executed the rlpstat command 
on the specified printer (see the -d option). 

id Status is requested on the specified request IDs (as returned by Ip). All the request 

IDs must be for the same printer. 


AUTHOR 

rlpstat was developed by the University of California, Berkeley, and FIP. 

FILES 

/var/spool/lp/* 

/var/adm/lp/* 

/etc/lp/* 

/usr/lib/lp/* 

SEE ALSO 

enable(l), lp(l), Ipadmin(lM), Ipsched(lM), Ipstat(l), rcancel(lM), rlp(lM), rlpdaemon(lM). 
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NAME 

rmsf - remove a special (device) file 

SYNOPSIS 

/sbin/rmsf [-a|-k] [-D directory] [-q|-v] special_file ... 

/sbin/rmsf [-C class | -d driver] [-D directory] -H hw path [-k] [-q|-v] 

DESCRIPTION 

The rmsf command removes one or more special files from the current directory, and potentially removes 
information about the associated device or devices from the system. 

If no options are specified, rmsf removes only the special files specified on the command line. The -k 
option causes rmsf to remove the definition of the device from the system without removing any special 
files. The -a option causes rmsf to remove the device definition, and all special files that map to it from 
the /dev directory (or the directory specified with the -D option). By default, rmsf only removes 
special_fileas given on the command line, however, when the -a option is used and special_file is an abso¬ 
lute path name spedal_file will be removed even if it does not reside in the /dev directory (or the directory 
specified with the-D option). 

If a -H hw path is specified alone, all special files mapping to devices at that hardware path and the sys¬ 
tem definition of those devices are removed. The -C and -d options remove only those special files that 
are associated with the given device driver or that belong to the given device class, respectively. This is 
useful when there is more than one type of special file mapped to a single hardware path. If the -k option 
is specified, the definition of all devices at that hardware path are removed from the system, again without 
removing any special files. 

Normally, rmsf displays a message as the special files are deleted for each driver. The -q (quiet) option 
suppresses the deletion message. The -v (verbose) option displays the deletion message and the name of 
each special file as it is deleted. 

Note that most drivers do not support theabilityto be removed from the system. 

If the device being removed from the system uses a dynamically assigned major number, that number will 
be freed up for future allocation. 


Options 

rmsf recognizes thefollowingoptions: 


-a 

-C class 

-d driver 

-D directory 

-H hw path 


Remove the definition of the device from the system along with all special files that 
refer to the device. This option cannot be used with -k. 

Match devices that belong to a given device class, class. Device classes can be listed 
with the Isdev command (see Isde/(1M)). They are defined in files in the directory 
/usr/conf/master. d. This option cannot be used with -d. 

Match devices that are controlled by the specified device driver, driver. Device 
drivers can be listed with the Isdev command (see Isde/(1M)). They are defined in 
files in the directory /usr/conf/master. d. This option cannot be used with -C. 

Override the default device installation directory /dev and remove the special files 
from directory instead, directory must exist; otherwise, rmsf displays an error mes¬ 
sage and exits. See WARNINGS. 

Match devices at a given hardware path, hw-path. Hardware paths can be listed with 
the ioscan command (see ioscan(lM)). A hardware path specifies the addresses of 
the hardware components leading to a device. It consists of a string of numbers 
separated by periods (.), such as 52 (a card), 52.3 (a target address), and 52.3.0 
(a device). Ifa hardware component isa bus converter, thefollowing period, if any, is 
replaced by a slash (/) as in 2, 2/3, and 2/3.0. 

If the specified path containsfewer numbers than are necessary to reach a device, spe¬ 
cial files are made for all devices at addresses that extend the given path. If the 
specified path is 56, then special files are made for the devices at addresses 56.0, 
56.1, 56.2, etc. 


-k 


Remove the definition of the device from the system, but not any special files. This 
option cannot be used with -a. 
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-q 

—V 


RETURN VALUE 

rmsf exits with oneof thefollowingvalues: 

0 Successful completion, includingwarningdiagnostics. 

1 Failure. An error occurred. 

DIAGNOSTICS 

Most of the diagnostic messages from rmsf are self-explanatory. Listed below are some messages deserv¬ 
ing further clarification. Errors cause rmsf to halt immediately. Warnings allow the program to continue. 

Errors 

No such device in the system 

No device in the system matched the options specified. Use ioscan to list the devices in the system 
(see ioscan(lM)). 

special_file is not a special file 

The file is not associated with an I/O device. 

VU^rnings 

Cannot remove driver at hw_path 

The definition of the device located at hw path and controlled by driver cannot be removed from the 
kernel. That is driver does not support theunbind function. 

No device associated with special_file 

The special file does not map to a device in the system; the file is removed unless the -k option was 
specified. 

EXAMPLES 

Remove the special filemuxO from the current directory: 

rmsf ./muxO 

Remove the system definition of the device associated with /dev/lpO along with all special files that refer 
to the device: 

rmsf -a /dev/lpO 

Remove thesystemdefinitionsfor all devices associated with hardware path 52.6.0: 

rmsf -k -H 52.6.0 

WARNINGS 

Most commands and subsystems assume their device files are in /dev, therefore the use of the-D option 
is discouraged. 

Most device drivers do not support the unbind operation necessary to remove the device from the system. 

AUTHOR 

rmsf was developed by FI P. 

FILES 

/dev/config 
/etc/ioconfig 
/usr/conf/master.d/* 

SEE ALSO 

rm(l), insf(lM), ioscan(lM), Isdev(lM), Issf(lM), mksf(lM), ioconfig(4). 


Quiet option. Normally, rmsf displays a message as each driver is removed. This 
option suppresses the driver message, but not error messages. See the-v option. 

Verbose option. In addition to the normal processing message, display the name of 
each sepecial file as it is removed. See the -q option. Print the names of the files as 
rmsf is removing them. 
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NAME 

rmt - remote magnetic-tape protocol module 

SYNOPSIS 

/usr/sbin/rmt 

DESCRIPTION 

rmt is a program used by the remote dump and restore programs for manipulating a magnetic tape drive 
through an interprocess communication (IPC) connection. The fbackup and frecover commands also 
use rmt to achieve remote backup capability (see fbackup(lM) and frecover(IM)). rmt is normally 
started up with an rexec() or rcmd() call (see rexecOC) and rcmd(3C)). 

rmt accepts requests specific to the manipulation of magnetic tapes, performs the commands, then 
responds with a status indication, dds devices that emulate magnetic tapes are also supported. All 
responses are i n ASCI i and i n one of two forms. Successful commands have responses of 

Anumber\n 

where number is an ascii representation of a decimal number. Unsuccessful commands are responded to 
with 


Eerror-number\nerror-message\n 

where error-number is one of the possible error numbers described in errno(2) and error-message is the 
corresponding error string as printed from a call to perror() (see perror(3C)). The protocol is 
comprised of thefollowing commands (a space is present between each token): 


0 device mode 


o device mode 

C device 
L whence offset 

W count 

R count 


Open the specified de/ice using the indicated mode, device is a full pathname and 
mode is an ascii representation of a decimal number suitable for passing to 
open 0 (see open(2)). If a device is already open, it is closed before a new open is 
performed. 

Open the specified de/ice using the indicated mode, device is a full pathname and 
mode is an ascii representation of an octal number suitable for passing to 
open 0 . If a device is already open, it is closed before a new open is performed. 

Close thecurrently open device. The device specified is ignored. 

Perform an lseek() operation using the specified parameters (see lseek(2)). 
The response value is that returned from by Iseek () . 

Write data onto the open device, rmt reads count bytes from the connection, 
aborting if a premature end-of-file is encountered. The response value is that 
returned from by write () (see write(2)). 

Read count bytes of data from the open device. If count exceeds the size of the 
data buffer (10 Kbytes), it is truncated to the data buffer size, rmt then performs 
therequested read() and responds with Acount-read\n if the read was success¬ 
ful. Otherwise an error is returned in the standard format. If the read was suc¬ 
cessful, the data read is then sent. 


I operation count Perform a MTIOCOP ioctl() command using the specified parameters. 

Parameters are interpreted as ascii representations of the decimal values to be 
placed in the mt_op and mt_count fields of the structure used in the 
ioctlO call. The return value is the count parameter when the operation is 
successful. 

S Return the status of the open device, as obtained with a MTIOCGET ioctl() 

call. If the operation was successful, an ack is sent with the size of the status 
buffer, then the status buffer is sent (in binary). 

s Return the status of the open device, as obtained with a fstat() call. If the 

operation was successful, an ack is sent with the size of the status buffer, then the 
status buffer is sent (in binary), f Return the status of the open device, as 
obtained with a fstat () call. If the operation was successful, an ack is sent 
with the size of the status buffer, then the status buffer is sent in the following 
ASCII format: 

machine<blank5value<newline> 
stat_struct_member_name<bl ank>val ue<newl i ne> 
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The end of the data is indicated by an ascii null character. See 
/usr/include/sys/stat .h for the struct stat definition. In addition 
to the struct stat information, there is an entry in the buffer describing the 
machine type as returned from a uname() call (see uname(2)). In the above for¬ 
mat "machine" is a key word. All fields except st_spare4 of the struct 
stat are returned. 

m Return the status of the open device, as obtained with a MTIOCGET ioctl() 

call. If the operation was successful, an ack is sent with the size of the status 
buffer, then the status buffer issent in thefollowingASCii format: 

machine<blank>/alue<newline> 

mtget_st r u ct_member_n a me<bl a n k >va I u e<n ewi i n e> 

The end of the data is indicated by an ascii null character. See 
/usr/include/sys/mtio.h for the struct mtget definition. In addi¬ 
tion to the struct mtget information there is an entry in the buffer describing the 
machinetype as returned from a uname() call. In the above format "machine" is 
a keyword. 

Any other command causes rmt to exit. 

RETURN VALUE 

Device status is returned in the field mt_gstat. /usr/include/sys/mtio . h contains defined 

macros for checking the status bits. 

DIAGNOSTICS 

Al I responses are of the form descri bed above. 

WARNINGS 

Useof this command for remote file access protocol is discouraged. 

AUTHOR 

rmt was developed by the University of California, Berkeley. 

SEE ALSO 

ftio(l), fbackup(lM), frecover(lM), dump(lM), restore(lM), rcmd(3C), rexec(3C). 
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NAME 

route - manually manipulatethe routing tables 

SYNOPSIS 

/usr/sbin/route [-f] [-n] [-p pmtu] add [netihost] destination [netmask mask] gateway 
[count] 

/usr/sbin/route [-f] [-n] delete [netihost] destination [netmask mask] gateway [count] 
/usr/sbin/route -f [-n] 

DESCRIPTION 

The route command manipulates the network routing tables manually. You must have appropriate 
privileges. 

Subcommands 

The foil owing subcommands are supported. 

add Add the specified host or network route to the network routing table. If the route 

already exists, a message Is printed and nothing changes. 

delete Delete the specified host or network route from the network routing table. 

Options and Arguments 

route recognizes thefollowing options and arguments. 

-f Delete all route table entries that specify a remote host for a gateway. If this Is used 

with one of the subcommands, the entries are deleted before the subcommand Is pro¬ 
cessed. 

-n Print any host and network addresses In I nternet dot notation, except for the default 

network address, which Is printed as default. 

-p pmtu Specifies a path maximum transmission unit (MTU) value for a static route. The 
minimum value allowed Is 68 bytes; the maximum Is the MTU of the outgoing Inter¬ 
face for this route. This option can be applied to both host and network routes. 

The type of destination address. If this argument Is omitted, routes to a particular 
host are distinguished from those to a network by Interpreting the Internet address 
associated with destination. If the destination has a local address part of 
INADDR_ANY (0) , the route Is assumed to be to a network; otherwise. It Is treated 
as a route to a host. 

destination The destination host system where the packets will be routed, destination can be one 
of thefollowing: 

• A host name (the official nameor an alias, seegethostent(3N)). 

• A network name (theofficial nameor an alias, see getnetent(3N)). 

• An Internet address In dot notation (seelnet(3N)). 

• The keyword default, which signifies the wildcard gateway route (see rout- 
ing(7)). 

netmask 

mask The mask that will be bit-wlse ANDed with destination to yield a net address where 

the packets will be routed, mask can be specified as a single hexadecimal number 
with a leading Ox, with a dot-notation Internet address, or with a pseudo-network 
name listed In the network table (see networks(4)). The length of the mask, which Is 
the number of contiguous I's starting from the leftmost bit position of the 32-blt field, 
can be shorter than the default network mask for the destination address, (see rout- 
lng(7)). If the netmask option Is not given, mask for the route will be derived from 
the netmasks associated with the local Interfaces, (see Ifconfig(lM)). mask will be 
defaulted to the longest netmask of those local Interfaces that have the same network 
address. If there Is not any local Interface that has the same network address, then 
mask will be defaulted to the default network mask of destination. 

gateway The gateway through which the destination Is reached, gateway can be one of thefol¬ 
lowing: 


net 

or 

host 
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• A hc6t name (the official nameor an alias, seegethostent(3N)). 

• An Internet address in dot notation (seeinet(3N)). 

count An integer that indicates whether the gateway is a remote host or the local host. If 

the route leads to a destination through a remote gateway, count should be a number 
greater than 0. If the route leads to destination and the gateway is the local host, 
count should be 0. The default for count is zero. The result is not defined if count is 
negative. 

Operation 

All symbolic names specified for a destination or gateway are looked up first as a host name using 
gethostbyname (): if the host name is not found, the destination is searched for as a network name 
using getnetbyname (). destination and gateway can be in dot notation (see inet(3N)). 

If the -n option is not specified, any host and network addresses are displayed symbolically according to 
the name returned by gethostbyaddr () and getnetbyaddr (), respectively, except for the default 
network address (printed as default) and addresses that have unknown names. Addresses with 
unknown names are printed in Internet dot notation (see inet(3N)). 

If the -n option is specified, any host and network addresses are printed in I nternet dot notation except for 
the default network address which is printed as default. 

If the -f option is specified, route deletes all route table entries that specify a remote host for a gateway. 
If it is used with one of the subcommands described above, the entries are deleted before the subcommand 
is processed. 

Path MTU Discovery is a technique for discovering the maximum size of an IP datagram that can be sent 
on an internet path without causing datagram fragmentation in the intermediate routers. In essence, a 
source host that utilizes this technique initially sends out datagrams up to the the size of the outgoing 
interface. The Don't Fragment (DF) bit in the IP datagram header is set. As an intermediate router that 
supports Path MTU Discovery receives a datagram that is too large to be forwarded in one piece to the 
next-hop router and the DF bit isset, the router will discard the datagram and send an ICMP Destination 
Unreachable message with a code meaning "fragmentation needed and DF set". The ICMP message will 
also contain the MTU of the next-hop router. When the source host receives the ICMP message, it reduces 
the path MTU of the route to the MTU in the ICMP message. With this technique, the host route in the 
source host for this path will contain the proper MTU. 

The -p pmtu option is useful only if you know the network environment well enough to enter an appropri¬ 
ate pmtu for a host or network route. IP will fragment a datagram to the pmtu specified for the route on 
the local host before sending the datagram out to the remote. It will avoid fragmentation by routers along 
the path, if the pmtu specified in the route command iscorrect. 

ping can be used to find the pmtu information for the route to a remote host. The pmtu information in 
the routing table can be displayed with the netstat -r command (see natstat(l)). 

The loopback interface (loO) is automatically configured when the system boots with the TCP/IP 
software. The default IP address and netmask of the loopback interface are 127.0.0.1 and 255.0.0.0, respec¬ 
tively. 

The 127.0.0.0 loopback route is set up automatically when loO is configured so that packets for any 
127 * * * address will loop back to the local host. Users cannot add or delete any 127.*.*.* loopback routes. 

Output 

add destination: gateway gateway 

The specified route is being added tothetables. 
delete destination: gateway gateway 

The specified route is being deleted from thetables. 


Flags 

The values of the count and destination type fields in the route command determine the presence of the G 
and H flags in the netstat -r display and thus the route type, as shown in the foil owing table. 
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Count 

Destination Type 

Flags 

Route Type 

=0 

network 

u 

Route toa network directly from the local host 

>0 

network 

UG 

Route to a network through a remote host gateway 

=0 

host 

UH 

Route to a remote host directly from the local host 

>0 

host 

UGH 

Route to a remote host through a remote host gateway 

=0 

default 

U 

Wildcard route directly from the local host 

>0 

default 

UG 

Wildcard route through a remote host gateway 


DIAGNOSTICS 

The following error diagnostics can be displayed: 

add a route that already exists 
The specified entry is already in the routing table. 

delete a route that does not exist 
The specified route was not in the routing table. 

cannot update loopback route 
Routes for any 127.*.*.* loopback destination cannot be added or deleted. 

WARNINGS 

Reciprocal route commands must be executed on the local host, the destination host, and all intermediate 
hosts if routing is to succeed in the cases of virtual circuit connections or bidirectional datagram transfers. 

TheHP-ux implementation of route does not presently support a change subcommand. 

AUTHOR 

route was developed by the University of California, Berkeley. 

FILES 

/etc/networks 

/etc/hosts 

SEE ALSO 

netstat(l), ifconfig(lM), ping(lM), ndd(lM), getsockopt(2), recv(2), send(2), gethostent(3N), getnetent(3N), 
inet(3N), routing!?). 
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NAME 

rpc.nisd, rpc.nisd_resolv, nisd, nisd_resolv- NIS+service daemon 

SYNOPSIS 

/usr/sbin/rpc.nisd [ -ACDFhlv ] [ -Y [ -B [ -t netid ]]] [ -d dictionary ] [ -L ioad ] 

[ -S ie/el ] 

rpc.nisd_resolv 

DESCRIPTION 

The rpc.nisd daemon isan RPC service that impiements the NIS+service. This daemon must be run¬ 
ning on aii machines that servea portion of the NI S-n namespace. 

rpc. nisd is usuaiiy started from a system startup script. 

rpc.nisd_resolv is an auxiiiary process that is started by rpc.nisd when it is invoked with -B 
option. Note that rpc. nisd_resolv shouid not be started independentiy. 

Options 

-A Authentication verbose mode. The daemon iogs aii the authentication reiated activities to 
sysiogd(lM) with LOG_lNFO priority. 

-B Provide ypserv compatibie DNS forwarding for NIS host requests. The DNS resoiving process, 

rpc.nisd_resolv, is started and controiied by rpc.nisd. This option requires that the 
/etc/resolv.conf fiie be set up for communication with a DNS nameserver. The 
nslookup utiiity can be used to verify communication with a DNS nameserver. See resolver (4) 
and nslookup(l). 

-C Open diagnostic channel on /dev/console. 

-D Debug mode (don't fork). 

-F Force the server to do a checkpoint of the database when it starts up. Forced checkpoints may 

be required when the server is low on disk space. This option removes updates from the transac¬ 
tion log that have propagated to all of the replicas. 

-L number 

Specify the "load" the NIS-F service is allowed to place on the server. The load is specified in 
terms of the number of child processes that the server may spawn. This number must beat least 
1 for the cal I back functions to work correctly. The default is 128. 

-S le/el Set the authorization security level of the service. The argument is a number between 0 and 2. 
By default, the daemon runs at security level 2. 

0 Security level 0 is designed to be used for testing and initial setup of the NIS-F namespace. 
When running at level 0, the daemon does not enforce any access controls. Any client is 
allowed to perform any operation, including updates and deletions. 

1 At security level 1, the daemon accepts both AUTH_SYS and AUTH_DES credentials for 
authenticating clients and authorizing them to perform NIS-F operations. This is not a 
secure mode of operation since AUTH_SYS credentials are easily forged. It should not be 
used on networks in which any untrusted users may potentially have access. 

2 At security level 2, the daemon accepts only AUTH_DES credentials for authentication and 
authorization. This is the highest level of security currently provided by the NIS-F service. 
This is the default security level if the-S option is not used. 

-Y Put the server into NIS (YP) compatibility mode. When operating in this mode, the NIS-F server 

will respond to NIS Version 2 requests using the version 2 protocol. Because theYP protocol is 
not authenticated, only those items that have read access to nobody (the unauthenticated 
request) will be visiblethrough theV2 protocol. It supports only the standard Version 2 mapsin 
this mode (see-B option and NOTES in ypfiles(4)). 

-d dictionary 

Specify an alternate dictionary for the NIS-F database. The primary use of this option is for test¬ 
ing. Note that the string is not interpreted, rather it is simply passed to the db_initialize 
function. See nis_db(3N). 

-h Print list of options. 
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-t natid Usenetid as the transport for communication between rpc.nisd and rpc.nisci_resolv. 
Thedefauit transport istcp. 

-V Verbose. With this option, the daemon sends a running narration of what it is doing to the sys- 
iog daemon (see sysiogd(lM)) at LOG_lNFO priority. This option is most usefui for debugging 
probiems with theservice (seeaiso-A option). 

EXAMPLES 

Thefoiiowing exampiesets up the NIS+service. 

rpc.nisd 

Thefoiiowing exampiesets uptheNIS+service, emuiatingYP with DNS forwarding, 
rpc.nisd -YB 

EXTERNAL INFLUENCES 
E nvironment Variables 

NETPATH The transports that the NIS+ service wiii use can be iimited by setting this environment 
variabie(see netconfig(4)). 

FILES 

/var/nis/parent.object 

This fiie contains an XDR encoded NIS+ object that describes the 
namespace above a root server. This parent namespace may be another 
NIS+namespace or a foreign namespace such as one served by the Domain 
Name Service. It isoniy present on servers that are serving the root of the 
namespace. 

/var/nis/root.object 

This fiie contains an XDR encoded NIS+ object that describes the root of 
the namespace. It is oniy present on servers that are serving the root of 
the namespace. 

/etc/rc.config.d/namesvrs 

initiaiization script for NIS+ 


AUTHOR 

rpc. nisd and rpc. nisd_resolv were deveioped by Sun Microsystems, I nc. 

SEE ALSO 

nis_cachemgr(lM), nisinit(lM), nissetup(lM), nsiookupCl), sysiogd(lM), nis_db(3N), netconfig(4), nisfiies(4), 
resoiver(4), ypfiies(4). 
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NAME 

rpc.nispasswdd, nispasswdd- NIS+password update daemon 


SYNOPSIS 

/usr/sbin/rpc.nispasswdd [ -a attempts ] [ -c minutes ] [ -D ] [ -g ] [ -v ] 


DESCRIPTION 

rpc.nispasswdd daemon is an ONC+ RPC service that services password update requests from 
nispasswd(l) and yppasswd(l). It updates password entries in the NIS+passwd tabie. 

rpc.nispasswdd is normaiiy started from a system startup script after the NIS+server (rpc.nisd(lM)) 
has been started, rpc. nispasswdd wiii determine whether it is running on a machinethat is a master 
server for one or more NIS+directories. If it discovers that the host is not a master server, then it wiii 
promptiy exit. It will also determine if rpc.nisd(lM) is running in NIS(YP) compatibility mode (the 
-Y option) and will register asyppasswdd for NIS(YP) clients as well. 

rpc.nispasswdd will send to syslog all failed password update attempts, which will allow an adminis¬ 
trator to determi ne whether someone was try! ng to "crack" the passwords. 

rpc. nispasswdd has to be run by a superuser. 


Options 

-a attempts 


-c minutes 


-D 

-g 


Set the maximum number of attempts allowed to authenticate the caller within a password 
update request session. Failed attempts are processed by syslogd(lM) and the request is 
cached by the daemon. After the maximum number of allowed attempts the daemon severs 
the connection to the cl lent. The default value is set to 3. 

Set the number of minutes a failed password update request should be cached by the dae¬ 
mon. This is the time during which if the daemon receives further password update 
requests for the same user and authentication of the caller fails, then the daemon will sim¬ 
ply not respond. The default value is set to 30 minutes. 

Debug. Run in debugging mode. 

Generate DES credential. By default the DBS credential is not generated for the user if 
they do not have one. By specifying this option, if the user does not have a credential, then 
one will degenerated for them and stored in theNIS-Fcred table. 

Verbose. With this option, the daemon sends a running narration of what it is doing to the 
syslog daemon. This option is useful for debugging problems. 


RETURN VALUE 

0 Success. 

1 An error has occurred. 

FILES 

/etc/rc.config.d/namesvrs Initialization script for NIS-F. 

SEE ALSO 

nispasswd(l), passwd(l),yppasswd(l), rpc.nisd(lM), syslogd(lM), nsswitch.conf(4). 
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NAME 

rpcbind - universal addresses to RPC program number mapper 

SYNOPSIS 

rpcbind [-d] [-w] 

DESCRIPTION 

rpcbind is a server that converts RPC program numbers into universal addresses. It must be running on 
the host to beableto make RPC calls on a server on that machine. 

When an RPC service is started, it tells rpcbind the address at which it is listening, and the RPC pro¬ 
gram numbers it is prepared to serve. When a client wishes to make an RPC call to a given program 
number, it first contacts rpcbind on the server machine to determine the address where RPC requests 
should be sent. 

rpcbind should be started before any other RPC service. Normally, standard RPC servers are started by 
port monitors, so rpcbind must be started before port monitors are invoked. 

When rpcbind is started, it checks that certain name-to-address translation calls function correctly. If 
they fail, the network configuration databases may be corrupt. Since RPC services cannot function 
correctly in this situation, rpcbind reports the condition and terminates. 

rpcbind can only be started by the super-user. 

Options 

rpcbind recognizes thefollowingoptions: 

-d Run in debug mode. In this mode, rpcbind will not fork when it starts, will print addi¬ 
tional information during operation, and will abort on certain errors. With this option, the 
name-to-address translation consistency checks are shown in detail. 

-w Do a warm start. If rpcbind aborts or terminates on SIGINT or SIGTERM, it will write 

the current list of registered services to /tmp/portmap. file and 
/tmp/rpcbind. file. Starting rpcbind with the -w option instructs it to look for 
these files and start operation with the registrations found in them. This allows rpcbind 
to resume operation without requiring all RPC services to be restarted. 

WARNINGS 

Terminating rpcbind with SIGKILL will prevent the warm-start files from being written. 

All RPC servers must be restarted if the following occurs: rpcbind crashes (or is killed with SIGKILL) 
and is unable to to write the warm-start files; rpcbind is started without the -w option after a graceful 
termination: or, the warm-start files are not found by rpcbind. 

AUTHOR 

rpcbind was developed by Sun Microsystems, I nc. 

FILES 

/tmp/portmap.file 
/tmp/rpcbind.file 

SEE ALSO 

rpdnfoflM), rpcbind(3N). 
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NAME 

rpcinfo- report RPC information 


SYNOPSIS 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 

rpcinfo 


[ -m ] [ -s ] [ host ] 

-p [ host ] 

-T transport host prognum [ versnum ] 

-1 [ -T transport ] host prognum [ versnum ] 

[ -n portnum ] -u host prognum [ versnum ] 

[ -n portnum ] -t host prognum [ versnum ] 

-a serv_address -T transport prognum [ versnum ] 
-b [ -T transport ] prognum versnum 
-d [ -T transport ] prognum versnum 


DESCRIPTION 

rpcinfo makes an RPC caii to an RPC server and reports what it finds. 

I n the first synopsis, rpcinfo iistsaii theregistered RPC services with rpcbind on host. Ifhostisnot 
specified, the iocai host isthedefauit. If -s is used, the information is dispiayed in a concise format. 

In the second synopsis, rpcinfo iists aii the RPC services registered with rpcbind, version 2. Aiso 
note that the format of the information is different in the first and the second synopsis. This is because the 
second synopsis is an oider protocoi used to coiiect the information dispiayed (version 2 of the rpcbind 
protocoi). 

The third synopsis makes an RPC caii to procedure 0 of prognum and versnum on the specified host and 
reports whether a response was received, transport is the transport which has to be used for contacting the 
given service. The remote address of the service is obtained by making a caii to the remote rpcbind. 

The prognum argument is a number that represents an RPC program number (see rpc(4)). 

If a versnum is specified, rpcinfo attempts to caii that version of the specified prognum. Otherwise, 
rpcinfo attempts to find aii the registered version numbers for the specified prognum by caiiing version 
0, which is presumed not to exist; if it does exist, rpcinfo attempts to obtain this information by caiiing 
an extremeiy high version number instead, and attempts to caii each registered version. Note that the ver¬ 
sion number is required for -b and -d options. 

The other ways of using rpcinfo aredescribed in theEXAMPLES section. 


Options 

-T transport Specify the transport on which the service is required. If this option is not specified, 
rpcinfo uses the transport specified in the NETPATH environment variabie, or if that is 
unset or nuii, the transport in the netconfig(4) database is used. This is a generic option, 
and can be used in conjunction with other options as shown in theSYNOPSIS. 

-a serv_address 

Use serv_address as the (universai) address for the service on transport to ping procedure 
0 of the specified prognum and report whether a response was received. The -T option is 
required with the -a option. 

If versnum is not specified, rpcinfo tries to ping aii avaiiabie version numbers for that 
program number. This option avoids caiis to remote rpcbind to find the address of the 
service. Theserv_address isspecified in universai address format of thegiven transport. 

-b Make an RPC broadcast to procedure 0 of the specified prognum and versnum and report 

aii hosts that respond. If transport is specified, it broadcasts its request oniy on the 
specified transport. If broadcasting is not supported by any transport, an error message is 
printed. Use of broadcasting shouid beiimited because of the potentiai for adverse effect on 
other systems. 
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-d 


-1 


-n portnum 


-P 


Delete registration for the RPC service of the specified prognum and versnum. If transport 
is specified, unregister the service on only that transport, otherwise unregister the service 
on all the transports on which it was registered. Only the owner of a service can delete a 
registration, except the super-user who can delete any service. 

Display a list of entries with a given prognum and versnum on the specified host. Entries 
are returned for all transports in the same protocol family as that used to contact the 
remote rpcbind. 

Display a table of statistics of rpcbind operations on the given host. The table shows 
statistics for each version of rpcbind (versions 2, 3 and 4), giving the number of times 
each procedure was requested and successfully serviced, the number and type of remote 
call requests that were made, and information about RPC address lookups that were han¬ 
dled. This is useful for monitoring RPC activities on host. 

Use portnum as the port number for the -t and -u options instead of the port number 
given by rpcbind. Use of this option avoids a call to the remote rpcbind to find out 
the address of the service. This option is made obsolete by the -a option. 

Probe rpcbind on host using version 2 of the rpcbind protocol, and display a list of all 
registered RPC programs. If host is not specified, it defaults to the local host. Note that 
version 2ofthe rpcbind protocol was previously known astheportmapper protocol. 

Display a concise list of all registered RPC programs on host. If host is not specified, it 
defaults to thelocal host. 


-t Make an RPC call to procedure 0 of prognum on the specified host using TCP, and report 

whether a response was received. This option is made obsolete by the -T option as shown 
in the third synopsis. 

-u Make an RPC call to procedure 0 of prognum on the specified host using UDP, and report 

whether a response was received. This option is made obsolete by the -T option as shown 
in the third synopsis. 


EXAMPLES 

To show all of the RPC services registered on the local machine use: 

example% rpcinfo 

To show all of the RPC services registered with rpcbind on the machine named klaxon use: 
example% rpcinfo klaxon 

To show whether the RPC service with program number prognum and version versnum is registered on the 
machinenamed klaxon for the transport TCP use: 

example% rpcinfo -T tcp klaxon prognum versnum 
To show all RPC services registered with version 2 of the rpcbind protocol on the local machine use: 
example% rpcinfo -p 

To delete the registration for version 1 of the walld (program number 100008) service for all transports 
use: 


example# rpcinfo -d 100008 1 

or 


example# rpcinfo -d walld 1 


AUTHOR 

rpcinfo was developed by Sun Microsystems, Inc. 

SEE ALSO 

rpcbind(lM), rpc(3N), netconfig(4), rpc(4). 
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NAME 

rpr - repair parity information in an HP SCSI disk array lun 

SYNOPSIS 

rpr -b block d 0 /ice_file 

DESCRIPTION 

rpr repairs the data parity information on a lun in an hp SCSI disk array when thetUN is configured in a 
data redundant RAID-level (raid_1, raid_ 3, or raid_ 5). block is the logical address of the data block 
corresponding to the parity block needing repair, block is specified using the -b parameter. device_file is 
the name of the device file for thetUN. 

Use sen (see sen(IM)) to identify data blocks that do not have correct parity blocks. 

RETURN VALUE 

rpr returns thefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• rpr 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by rpr: 
usage: rpr -b block> <special> 

rpr encountered an error in command syntax. Re-enter the command with all required arguments, 
in the order shown. 

rpr: LUN does not exist 

The addressed LUN isnot configured, and isnot known to the array controller, 
rpr: LUN # too big 

The LUN number, derived from the device file name, is out of range. 

rpr: Not a raw file 

rpr must be able to open the device file for raw access. 

rpr: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

rpr: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

rpr uses thefollowing system calls: 

malloc(),free() , stat() , open() , close() , fopen(), fclose() , read() , write(), 
unlink(),andioctl(). 

Documentation for these hp-ux system calls contains information about the specific error conditions associ¬ 
ated with each call, rpr does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

To repair block 12345 of thetUN /dev/rdsk/o2t6d0 on a series 800: 
rpr -b 12345 /dev/rdsk/o2t6d0 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 
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The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

rpr was deveioped by H P. 

SEE ALSO 

scn(lM). 
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NAME 

rquotad - remote quota server 

SYNOPSIS 

/usr/sbin/rpc.rquotad 

DESCRIPTION 

rquotad is an RPC server that returns quotas for a user of a local file system currently mounted by a 
remote machine by means of NFS (see rpc(3C)). The results are used by quota to display user quotas for 
remote file systems (see quota(l)). rquotad is normally invoked by inetd (see inetd(lM)). 

AUTHOR 

Disk Quotas were developed by the University of California, Berkeley, Sun Microsystems, Inc, andHP. 

FILES 

directory /quotas Quota statistics static storage for a filesystem, where directory istheroot of the 

filesystem. 

SEE ALSO 

inetd(lM), rpc(3C), services(4), quota(5), nfs(7). 
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NAME 

rstatd - kernel statistics server 

SYNOPSIS 

/usr/lib/netsvc/rstat/rpc. rstatd [-1 log file] [-e|-n] 

DESCRIPTION 

rstatd is an RPC server that returns performance statistics obtained from the kernel. The rup utility 
prints this information (see rup(l)). 

inetdinvokes rstatd through /etc/inetd. conf (seeinetd(lM)). 

Options 

rstatd recognizes thefollowing options and command-line arguments: 

-1 log file Log any errors to the named log file, log file. Errors are not logged if the -1 option 
is not specified. 

I nformation logged to the file includes date and time of the error, the host name, pro¬ 
cess ID and name of the function generating the error, and the error message. Note 
that different services can share a single log file because enough information is 
included to uniquely identify each error. 

-e Exit after serving each RPC request. Using the -e option, the inetd security file 

/var/adm/inetd. sec can control access to RPC services. 

-n Exit only if 

• portmap dies (see portmap(lM)), 

• another rpc. rstatd registers with portmap, or 

• rpc. rstatd becomes unregistered with portmap. 

The -n option is more efficient since a new process is not launched for each RPC 
request. Note, thisoption isthedefault. 

AUTHOR 

rstatd was developed by Sun Microsystems, I nc. 

SEE ALSO 

rup(l), inetd(lM), portmap(lM), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

runacct- run daily accounting 

SYNOPSIS 

/usr/sbin/acct/runacct [mmdd [state]] 


DESCRIPTION 

runacct is the main daily accounting shell procedure. It is normally initiated via cron(lM). runacct 
processes connect, fee, disk, and process accounting files. It also prepares summary files for prdaily or bil¬ 
ling purposes. 

runacct takes care not to damage active accounting files or summary files in the event of errors. It records 
its progress by writing descriptive diagnostic messages into active. When an error is detected, a mes¬ 
sage is written to /dev/console , mail (see mail (1), mailx(l), or elm(l)) is sent to root and adm, and 
runacct terminates, runacct uses a series of lock files to protect against re-invocation. The files lock and 
lockl are used to prevent simultaneous invocation, and lastdate is used to prevent more than one 
invocation per day. 


runacct breaks its processing into separate, restartable states using statefile to remember the last 
state completed. It accomplishes this by writing the state name into statefile . runacct then looks in 
statefile to see what it has done and to determine what to process next, states are executed in the fol¬ 
lowing order: 

SETUP Move active accounting files into working files. 

WTMPFix Verify integrity of wtmp file, correcting date changes if necessary. 

CONNECT Produce connect session records in tacct .h format. 


PROCESS 

MERGE 

FEES 

DISK 

MERGETACCT 

CMS 


Convert process accounting records into tacct .h format. 

Merge the connect and process accounting records. 

Convert output of chargefee into tacct .h format and merge with connect and pro¬ 
cess accounting records. 

Merge disk accounting records with connect, process, and fee accounting records. 

Merge the daily total accounting records in daytacct with the summary total 
accounting records in /var/adm/acct/sum/tacct. 

Produce command summaries. 


USEREXIT Any installation-dependent accounting programs can be included here. 
CLEANUP Cleanup temporary files and exit. 


To restart runacct after a failure, first check the active file for diagnostics, then fix up any corrupted 
data files such as pacct or wtmp. The lock files and lastdate file must be removed before runacct 
can be restarted. The argument mmdd is necessary if runacct is being restarted, and specifies the month 
and day for which runacct will rerun the accounting. Entry point for processing is based on the contents of 
statefile: to override this, include the desired state on thecommand lineto designate where processing 
should begin. 


EXAMPLES 

To start runacct. 

nohup runacct 2> /var/adm/acct/nite/fd21og & 

To restart runacct. 

nohup runacct 0601 2» /var/adm/acct/nite/fd21og & 

To restart runacct at a specific state. 

nohup runacct 0601 merge 2» /var/adm/acct/nite/fd21og & 

WARNINGS 

Normally it is not a good idea to restart runacct in its setup state. Run setup manually, then restart via: 
runacct mmdd WTMPFIX 
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If runacct failed in its process state, remove the last ptacct filebecauseit will not be complete. 

FILES 

/var/adm/acct/nite/active 

/var/adm/acct/nite/daytacct 

/var/adm/acct/nite/lastdate 

/var/adm/acct/nite/lock 

/var/adm/acct/nite/lockl 

/var/adm/pacct* 

/var/adm/acct/nite/ptacct*. mmdd 
/var/adm/acct/nite/statefile 
/var/adm/wtmp 

SEE ALSO 

mail(l), acct(lM), acctcms(lM), acctcom(lM), acctcon(lM), acctmerg(lM), acctprc(lM), acctsh(lM), 
cron(lM), fwtmp(lM), acct(2), acct(4), utmp(4) 

STANDARDS CONFORMANCE 

runacct: SVID2, SVID3 
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NAME 

rusersd - network username server 

SYNOPSIS 

/usr/lib/netsvc/rusers/rpc.rusersd [-1 log file] [-e|-n] 

DESCRIPTION 

rusersd is an RPC server that returns a list of users on the network. The rusers command prints this 
information (seerusers(l)). 

inetdinvokes rusersd through /etc/inetd. conf (see inetd(lM)). 

Options 

rusersd recognizes thefollowing options and command-line arguments: 

-1 log file Log any errors to the named log file, log file. Errors are not logged if the-1 option is 
not specified. 

I nformation logged to the file includes date and time of the error, the host name, pro¬ 
cess ID and name of the function generating the error, and the error message. Note 
that different services can share a single log file since enough information is included 
to uniquely identify each error. 

-e Exit after serving each RPC request. Using the -e option, the inetd security file 

/var/adm/inetd. sec can control access to RPC services. 

-n Exit only if 

• portmap dies (see portmap(lM)), 

• another rpc. rusersd registers with portmap, or 

• rpc. rusersd becomes unregistered with portmap. 

The -n option is more efficient because a new process is not launched for each RPC 
request. This option is the default. 

AUTHOR 

rusersd was developed by Sun Microsystems, I nc. 

SEE ALSO 

rusers(l), inetd(lM), portmap(lM), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

rwall - write to all users over a network 

SYNOPSIS 

/usr/sbin/rwall hostname ... 

/usr/sbin/rwall -n netgroup ... 

/usr/sbin/rwall -h host -n netgroup 

DESCRIPTION 

rwall reads a message from standard input until EOF, then sends the message, preceded by the line 
Broadcast Message ..., to all users logged in on the specified host machines. With the -n option, 
rwall sends the message to the specified network hosts defined in /etc/netgroup (see netgroup(4)). 

A machine can only receive such a message if it is running rwalld, which is normally started from 
/etc/inetd. conf bytheinetd daemon (see inetd(lM)). 

WARNINGS 

The timeout is kept fairly short so that the message can be sent to a large group of machines (some of 
which may be down) in a reasonable amount of time. Thus, the message may not get through to a heavily 
loaded machine. 

AUTHOR 

rwall was developed by Sun Microsystems, Inc. 

FILES 

/etc/inetd.conf 

SEE ALSO 

rwalld(lM), shutdown(lM), wall(lM), netgroup(4). 
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NAME 

rwalld- network rwall server 

SYNOPSIS 

/usr/lib/netsvc/rwall/rpc. rwalld [-1 log file] [-e|-n] 

DESCRIPTION 

rwalld is an RPC server that handles rwall requests (see rwall (1)). rwalld calls wall to send a 
message to all users logged into the host on which rwalld is running (see wall (1)). 

inetd invokes rwalld through /etc/inetd. conf (seeinetd(lM)). 

Options 

rwalld recognizes thefollowing options and command-lineoptions: 

-1 log file Log any errors to log file. Errors are not logged if the-1 option is not specified. 

I nformation logged to the log file includes date and time of the error, the host name, 
process ID and name of the function generating the error, and the error message. 
Note that different services can share a single log file because enough information is 
included to uniquely identify each error. 

-e Exit after serving each RPC request. Using the -e option, the inetd security file 

/var/adm/inetd. sec can control access to RPC services. 

-n Exit only if: 

• portmap dies (see portmap(lM)), 

• another rpc. rwalld registers with portmap, or 

• rpc. rwalld becomes unregistered with portmap. 

The -n option is more efficient because a new process is not launched for each RPC request. Note, this 
option is the default. 

AUTHOR 

rwalld was developed by Sun Microsystems, I nc. 

SEE ALSO 

inetd(lM), portmap(lM), rwall(lM), wall(lM), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

rwhod - system status server 

SYNOPSIS 

/usr/lbin/rwhod [-s] [-r] 


DESCRIPTION 

rwhod is the server that maintains the database used by rwho and ruptime (see rwho(l) and rup- 
time(l)). rwhod sends status information to and receives status information from other nodes on the 
iocai network that are running rwhod. 

rwhod is started at system boot time if the RWHOD variabie is set to 1 in the fiie 
/etc/rc.config.d/netdaemons. 

As an information sender, it periodicaiiy queries the state of the system and constructs status messages 
that are broadcast on a network. 


As an information receiver, it iistens for other rwhod servers' status messages, validates them, then 
records them in a collection of files located in the /var/spool/rwho directory. 

By default, rwhod both sends and receives information, rwhod alsosupportsthefollowing options: 

-s Configures server to bean information sender only. 

-r Configures server to bean information receiver only. 

Status messages are generated approximately once every three minutes, rwhod transmits and receives 
messages at the port indicated in the who service specification (see services(4)). The messages sent and 
received, are of the form: 


struct 


}; 

struct 


}; 


outmp { 

char 

out_line[8]; 

char 

out_name[8]; 

long 

out_time; 

whod { 

char 

wd_vers; 

char 

wd type; 

char 

wd_fill[2] ; 

int 

wd_sendtime; 

int 

wd_recvtime; 

char 

wd_hostname[32]; 

int 

wd_loadav[3] ; 

int 

wd_boottime; 

struct 

whoent { 

struct outmp we_utmp 
int we_idle; 

} wd_we[1024 / sizeof (struct 


/* tty name */ 
/* user id */ 
/* time on */ 


whoent)]; 


All fields are converted to network byte order before transmission. System load averages are calculated 
from the number of jobs in the run queue over the last 1-, 5- and 15-minute intervals. The host name 
included is the one returned by the gethostname () system call (see gethostname(2)). The array at the 
end of the message contains information about the users logged in on the sending machine. This informa¬ 
tion includes the contents of the utmp entry for each non-idle terminal line and a value indicating the time 
since a character was last received on the terminal line (see utmp(4)). 

rwhod discards received messages if they did not originate at a rwho server's port, or if the host's 
name, as specified in the message, containsany unprintableASCii characters. 

Valid messages received by rwhod are placed in files named whod. hostname in the 
/var/spool/rwho directory. These files contain only the most recent message in the format described 
above. 


WARNINGS 

rwhod does not relay status information between networks. Users often incorrectly interpret the server 
dying as a machinegoing down. 
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AUTHOR 

rwhod was developed by the University of California, Berkeley. 

FILES 

/var/spool/rwho/whod. * Information about other machines. 

SEE ALSO 

rwho(l), ruptime(l). 
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NAME 

sal, sa2, sadc - system activity report package 

SYNOPSIS 

/usr/lbin/sa/sal [t n] 

/usr/lbin/sa/sa2 [-ubdycwaqvmA ] [-s time] [-e time] [-i sec] 

/usr/lbin/sa/sadc [t n] [ofiie] 

DESCRIPTION 

System activity data can be accessed at thespeciai request of a user (seesar(l)) and automaticaiiy on a rou¬ 
tine basis as described here. The operating system contains a number of counters that are incremented as 
various system actions occur. These inciude CPU utiiization counters, buffer usage counters, disk and tape 
I/O activity counters, tty device activity counters, switching and system-call counters, file-access counters, 
queue activity counters, and counters for inter-process communications. 

sadc and shell procedures sal and sa2 are used to sample, save, and process this data. 

sadc, the data collector, samples system data n times every t seconds and writes in binary format to ofiie 
or to standard output. If t and n are omitted, a special record is written. This facility is used at system 
boot time to mark the time at which the counters restart from zero. Executing the foil owing command in a 
system startup script: 

/usr/lbin/sa/sadc /var/adm/sa/sa'date -l-%d' 

writes the special record to the daily data file to mark the system restart. I nstructions for creating system 
startup scripts may be found in the 10.0 File System Layout White Paper, which is online in file 
/usr/share/doc/filesys.ps. 

The shell script sal, a variant of sadc, is used to collect and store data in binary file 

/var/adm/sa/sadd where dd is the current day. The arguments t and n cause records to be written n 
times at an interval of t seconds, or once if omitted. The following entries, if placed in crontab, produce 
records every 20 minutes during working hours and hourly otherwise (see cron(lM)): 

0 * * * 0,6 /usr/lbin/sa/sal 

0 8-17 * * 1-5 /usr/lbin/sa/sal 1200 3 

0 18-7 * * 1-5 /usr/lbin/sa/sal 

The shell script sa2, a variant of sar, writes a daily report in file /var/adm/sa/sardd. The options 
are explained in sar(l). The following crontab entry reports important activities hourly during the 
working day: 

5 18 * * 1-5 /usr/lbin/sa/sa2 -s 8:00 -e 18:01 -i 3600 -A 
The structure of the binary daily data file is: 


struct sa { 







struct sysinfo si; 

/* 

see /usr/include/sys/sysinfo.h 

*/ 

int 

sztext; 

/* 

current 

entries of 

text 

table 

*/ 

int 

szinode; 

/* 

current 

entries of 

inode 

table 

*/ 

int 

szfile; 

/* 

current 

entries of 

file 

table 

*/ 

int 

szproc; 

/* 

current 

entries of 

proc 

table 

*/ 

int 

msztext; 

/* 

size of 

text table 

*/ 



int 

mszinode; 

/* 

size of 

inode table 

*/ 



int 

mszfile; 

/* 

size of 

file table 

*/ 



int 

mszproc; 

/* 

size of 

proc table 

*/ 



long 

textovf; 

/* 

cumul. 

overflows of 

text 

table 

*/ 

long 

inodeovf; 

/* 

cumul. 

overflows of 

inode table 

*/ 

long 

fileovf; 

/* 

cumul. 

overflows of 

file 

table 

*/ 

long 

procovf; 

/* 

cumul. 

overflows of 

proc 

table 

*/ 

time. 

_t ts; 

/* 

time stamp, seconds 

*/ 



long 

devio[NDEVS][4]; 

/* 

device 

info for up 

to NDEVS units */ 

idefine 

IO_OPS 0 

/* 

cumul. 

I/O requests 

*/ 



tdefine 

IO_BCNT 1 

/* 

cumul. 

blocks transferred */ 


tdefine 

IO_ACT 2 

/* 

cumul. 

drive busy time in ticks 

*/ 

tdefine 

IO_RESP 3 

/* 

cumul. 

I/O resp time in 

ticks 

*/ 


}; 
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FILES 

/tmp/sa. adrfi 
/var/adm/sa/sadd 
/var/adm/sa/sardd 

SEE ALSO 

cron(lM), sar(l), timex(l). 


STANDARDS CONFORMANCE 

sal: SVID2, SVID3 

sa2: SVID2, SVID3 
sadc: SVID2, SVID3 


address file 
daily data file 
daily report file 
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NAME 

sam - system administration manager 

SYNOPSIS 

/usr/sbin/sam [-display dispiay] [-f iogin] [-r] 

DESCRIPTION 

The sam command starts a menu-driven System Administration Manager program (SAM) that makes it 
easy to perform system administration tasks with oniy iimited, speciaiized knowiedge of the HP-UX operat¬ 
ing system. SAM discovers most aspects of a system's configuration through automated inquiries and tests. 
Heip menus describe how to use SAM and perform the various management tasks. Context-sensitive help 
on the currently highlighted field is always available by pressing the FI function key. Status messages and 
a log file monitor keep the user informed of what SAM is doing. 

Running SAM 

SAM has been tuned to run in the Motif environment, but it can be run on text terminals as well. To run 
SAM in the Motif environment, be sure that Motif has been installed on your system, and that the 
DISPLAY environment variable is set to the system name on which the SAM screens should be displayed 
(or use the -display command lineoption). 

Generally, SAM requires superuser (user root) privileges to execute successfully. However, SAM can be 
configured (through the use of "Restricted SAM"; see below) to allow subsets of its capabilities to be used by 
non-root users. When Restricted SAM is used, non-root users are promoted to root when necessary to 
enable them to execute successfully. 

Options 

sam recognizes thefollowingoptions. 

-display display Set theDlSPLAY valuefor the duration of the SAM session. 

-f login Execute SAM with the privileges associated with the specified login. When used 

in conjunction with -r, the Restricted SAM Builder is invoked and initialized 
with the privileges associated with the specified login. You must be a superuser 
to use this option. See "Restricted SAM" below for more information. 

-r I nvoke the Restricted SAM Builder. This enables the system administrator to 

provide limited nonsuperuser access to SAM functionality. You must be a 
superuser to use this option. See "Restricted SAM" below for more information. 


SAM Functional Areas 

SAM performs system administration tasks in thefollowing areas: 

Auditing and Security (Trusted Systems) 

• Set gl obal system secu ri ty pol i ci es 

• Maximum account inactivity period 

• Password generation policies 

• Null password usageand use of password restriction rules 

• Password aging 

• Maximum unsuccessful login attempts 

• Single-user boot authorization 

• Terminal security policies 

• Turn the Auditing system on or off 

• Set the parameters for the Audit Logs and Size Monitor 

• View all or selected parts of the audit logs 

• Modify (or view) which users, events, and/or system callsget audited 

• Convert your system to a Trusted System 

• Convert your system to a non-Trusted System 
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Backup and Recovery 

• Interactively back up files to a valid backup device (cartridge tape, cartridge tape autochanger, 
magnetic tape, DAT, magneto-optical disk, or magneto-optical disk autochanger). The SAM inter¬ 
face is suspended so that you can read and/or respond to the interactive messages produced by 
fbackup (seefbackup(lM)). 

• Recover files onlinefrom a valid backup device. The SAM interface is suspended so that you can 
read/respond to the interactive messages produced by frecover (seefrecover(lM)). 

• Add to, delete from, or view the automated backup schedule. 

• Obtain a list of files from a backup tape. 

• View various backup and recovery log files. 

Disk and File Systems Management 

• Add, configure, or unconfigure disk devices. This includes hard drives, floppy drives, CD-ROMs, 
magneto-optical devices, and disk arrays. 

• Add, modify, or remove local file systems, or convert them to long file names. 

• Configure HFS or VxFS filesystems. 

• Remote (NFS) filesystems configuration, including: 

• Add, modify, or remove remote (NFS) filesystems. 

• Allow or disallow access by remote systems to local filesystems. 

• Modify RPC (Remote Procedure Call) services'security. 

• Add, remove, or modify device or file system swap. 

• Changethe primary swap device. 

• Add, modify, or remove dump devices. 

• Examine, create, extend, or reduce a volume-group pool of disks. 

• Create, extend or change number of mirrored copies of a logical volume and associated file system. 

• Remove a logical volume or increase its size. 

• Split or merge mirrored copies of a logical volume. 

• Share or unshare volume groups (only on ServiceGuard clusters running MC/LockManager distri¬ 
buted lock-manager software). 

Kernel and Device Configuration 

• Changethe configuration for I/O device and pseudo drivers. 

• M odify operati ng system parameters. 

• Modify dump device configuration in the kernel. 

• Minimize kernel and system configuration to reduce memory usage (Series 700 only). 

• Add or remove optional subsystems such as NFS, LAN, NS, CD-ROM, etc. 

• Generate a new kernel. 

Networks/Communications 

• Configure one or more LAN cards. 

• Configure ARPA services. 

• Configure the Network File System (NFS). 

• Configure X.25 card or cards and PAD (Packet Assembler/Disassembler) services (if X.25 has been 
purchased). 

Peripheral Devices Management 

• Administer the LP spooler or Distributed Print Services and associated printers and plotters (see 
"Printer and Plotter Management" below). 
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• Add, modify, or remove the configuration of disk devices. 

• Add or remove terminais and modems. 

• Configureterminai security policies (Trusted Systems only). 

• Lock and unlock terminals (Trusted Systems only). 

• Add or remove tape drives. 

• Add or remove hardware interface cards and HP-IB instruments. 

• View current configuration of peripherals and disk space information. 

Printer and Plotter Management 

SAM supports two methods for managing printers and plotters: 

LP Spooler 

• Add and remove local, remote, and networked printers and plotters to/from the LP spooler. 

• Enableand disable printers and plotters from printing requests accepted by the LP spooler. 

• Accept and reject requests for printers, plotters, and print classes. 

• Modify thefence priority of printers and plotters. 

• Set thesystem default print destination. 

• Start and stop the LP scheduler. 

HP Distributed Print Service (HPDPS) 

• Add and remove physical printers (parallel, serial, or network interface and remote printers), logi¬ 
cal printers, print queues, spoolers, and supervisors. 

• Enableand disable logical printers, print queues, and physical pri nters to accept print jobs. 

• Pause and resume print queues, physical printers, and print jobs. 

• Start and stop spoolers and supervisors 

• Modify attributes of physical printers, logical printers, print queues, spoolers, and supervisors. 

• Remove a single print job or all print jobs assigned to a physical printer, logical printer, print 
queue, spooler or supervisor. 

Process Management 

• Kill, stop or conti nue processes. 

• Change the nice priority of processes. 

• View the current status of processes. 

• Schedule periodic tasks via cron. 

• View current periodic (cron) tasks. 

• Run performance monitors. 

• Display system properties such as: machine model and ID; number of installed processors, their 
version and speed; operating-system release version; swap statistics, real, physical, and virtual 
memory statistics; network connection information. 

Remote Administration 

• Configure remote systems for remote administration. 

• Execute SAM on systems configured for remote administration. 

Routine Tasks 

• Shut down the system. 

• View and remove large files. Specify size and time-since-accessed of large files to display or 
remove. 

• View and remove unowned files. Specify size and time-since-accessed of unowned files to display or 
remove. 
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• View and remove core files. 

• View and trim ASCI I or non-ASCII log files. Add or remove files from the list of files to monitor. 
Set recommended size for trimming. 

User and Group Account Management 

• Add, remove, view, and modify user accounts. 

• Remove or reassign ownership of files belonging to removed or modified user accounts. 

• Modify a user account's group membership. 

• Set up password aging for a user account. 

• Add, remove, view, and modify groups. 

• Customize adding and removing users by specifying steps to be performed before and/or after SAM 
does its processing for the task. The Task Customization action items in SAM Users and 
Groups leads you through this capability. See "Customizing SAM Tasks" below for more informa¬ 
tion. 

• Deactivate and reactivate user accounts. 

• Manage trusted system security policies on a per-user basis. The policies that can be managed 
include: 


• Account lifetime 

• Maximum account inactivity period 

• Password generation policies 

• Null password usageand use of password restriction rules 

• Maximum password length 

• Password aging 

• Maximum unsuccessful login attempts 

• Generation of admin numbers for new or reactivated accounts 

• Single-user boot authorization 

• Authorized login times 

Adding New Functionality to SAM 

You can easily add stand-alone commands, programs, and scripts to SAM. SAM is suspended whilethe exe¬ 
cutable program is running. When it finishes, the SAM interface is restored. You can also write your own 
help screen for each menu item you create. To add functionality to SAM, select the "Add Custom Menu 
Item" or "Add Custom Menu Group" action items from the SAM Areas menu. (Note that the new item is 
added to the hierarchy that is currently displayed, so you need to navigate to the desired hierarchy before 
adding the item.) 

File System Protection When Removing Users 

When removing users or files from a system, there is always the unfortunate possibility that the wrong 
user may be removed or that files belonging to a user who is removed are deleted inadvertently during the 
removal process. For example, user bin is the owner of (from the operating system's perspective) the 
majority of the executable commands on the system. Removing this user would obviously be disastrous. 
On the other hand, suppose user joe owns all of the files comprising the test suite for a project. It may be 
appropriate to remove joe, but the test suite should be left intact and assigned to a new owner. SAM pro¬ 
vides two features to help protect against inadvertent removal of users or files when removing users: 

• When prompting for the name of a user to remove from the system, SAM checks the name given 
against a list of names specified in the file /etc/sam/rmuser. excl. If the name matches one 
within thefile, SAM does not remove the user. 

• When SAM removes a user, all files (or a subset thereof) for that user are also removed, unless the 
ownership is given to another user. Before removing a file belonging to the user, SAM checks to 
see if the file resides in a path that has been excluded from removal. SAM uses the file 
/etc/sam/rmfiles . excl to determine which paths have been excluded from removal. So, 
for example, if the path /users/joe/test is named in the file, SAM will not remove any files 
residing beneath that directory. SAM logs a list of all files it removes in the file 
/var/tmp/sam_remove.log. 

• SAM does not remove or reassign any files if the user being removed has the same user ID as 
another user on the system. 
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Files /etc/sam/rmuser. excl and /etc/sam/rmfiles . excl can be edited to contain users and 
directories that you want to exclude from removal by SAM. 


Customizing SAM Tasks 

You can customizethefollowingSAM tasks: 

• Add a New User Account to the System 

• Remove a U ser Account from the System 

For each of these tasks, you can specify steps you want performed before and/or after SAM does its process¬ 
ing for the task. Before SAM performs one of the tasks, it checks to see if a pretask step (executable file) 
was defined. If so, SAM invokes the executable, passes it a set of parameters (see below), and waits for its 
completion. You can halt SAM's processing of a task by exiting from your executable with a nonzero value 
(for example if an error occurs during execution of your executable). 

After SAM has finished processing, it checks for a posttask step, performing the same type of actions as for 
the pretask step. 

The executable file must have these characteristics: 


• M ust be owned by root. 

• M ust be executable only by root, and if writable, only by root. 

• Must reside in a directory path where all the directories are writable only by owner. 

• The full path name of the executable file must be given in the SAM data entry form. 

The same parameters are passed from SAM to your program for both the pretask and posttask steps. FI ere 
are the parameters passed for each task: 

• Add a New User Account to the System 

-1 login_name 
-V user_id 
-h home_di rectory 
-g group 
-s shell 
-p password 
-R real_name 
-L office_location 
-H home_phone 
-0 office_phone 

The file /usr/sam/lib/ct_adduser. ex contains an example of how to process these param¬ 
eters. 


• Removea User Account From the System 

There can be one of three possible parameters, depending on the option selected in the SAM data 
entry form. The parameter can be one of these three: 


-f user_name 
-h user_name 

-n new owner user name 


Option supplied when all of user_name's files are being removed. 

Option supplied when user_name's home directory and files 
below it are being removed. 

Option supplied when all of user_name's files are being assigned 
to new owner. 


The file /usr/sam/lib/ct_rmuser. ex contains an example of how to process these parame¬ 
ters. 


Restricted SAM 

SAM can be configured to provide a subset of its functionality to certain users or groups of users. It can 
also be used to build a template filefor assigningSAM access restrictions on multiplesystems. Thisisdone 
through the Restricted SAM Builder. System administrators access the Restricted SAM Builder by invok¬ 
ing SAM with the-r option (see "Options" above). I n the Builder, system administrators may assign sub¬ 
sets of SAM functionality on a per-user or per-group basis. Once set up, the -f option (see "Options" 
above) can then be used by system administrators to verify that the appropriate SAM functional areas, and 
only those areas, areavailabletothespecified user. 
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A nonroot user that has been given Restricted SAM priviieges simpiy executes /usr/sbin/sam and sees 
oniy those areas the user is priviieged to access. For security reasons, the "List" and "Sheli Escapd' choices 
are not provided. (Note that some SAM functionai areas require the user to be promoted to root inorder to 
execute successfuiiy. SAM does this automaticaiiy as needed.) 

SAM provides a defauit set of SAM functionai areas that the system administrator can assign to other 
users. Of course, system administrators are abieto assign custom iists of SAM functionai areas to users as 
necessary. 

SAM Logging 

Aii actions taken by SAM are iogged into the SAM iog fiie /var/sam/log/samlog. The iog entries in 
this fiie can be viewed via the SAM utiiity samlog_viewer (see samiog_viewer(lM)). 
samlog_viewer can fiiter the iog fiie by user name, by time of iog entry creation, and by ievei of detaii. 

The "Options" menu in the SAM Areas Menu enabies you to start a iog fiie viewer and to controi certain 
iogging options. These options inciude whether or not SAM shouid automaticaiiy start a iog fiie viewer 
whenever SAM isexecuted, whether or not SAM shouidtrimtheiogfiieautomaticaiiy, and what maximum 
iog fiie size shouid be enforced if automatic iog fiietrimming isseiected. 

VT320Terminal Support 

Because the VT320 terminai has predefined iocai functions for keys iabeied as FI, F2, F3 and F4, users 
shouid usefoiiowing mapping when they desire to use function keys: 

HP or VUyseSO VT320 or HP 700/60 in VT320 mode 

FI PF2(1) 

F2 PFl(l) 

F 3 spacebar 

F4 PF3(1) 

F5 F10, [EXIT], F5 (2) 

F6 none 

F7 F18, first uniabeled key to right of Pause/Break (2) 

F8 F19, second uniabeled key to right of Pause/Break (2) 

(1) See the "Configuration: FIP 700/60 in DEC mode, or DEC terminais with PC-AT-type key¬ 
board" subsection beiow. 

(2) When using PC-AT keyboard with FIP 700/60 in VT320 mode. 

Since DEC terminais do not support the softkey menu, that menu isnot dispiayedon those terminais. 

Many appiications use TAB for forward navigation (moving from one fieid to another) and shift-TAB for 
backward navigation. Users having DEC terminais or using terminais in DEC emuiation modes such as 
VTIOO or VT320 may note that these terminais/emuiators may produce the same character for TAB and 
shift-TAB. As such, it is impossibiefor an appiication to distinguish between thetwo and both of them are 
treated as if the TAB key was pressed. This presents an inconvenience to users if they want to go back¬ 
ward. I n most cases, they shouid compiete rest of the input fieids and get back to the desired fieid iater. 

VTIOO Terminal Support 

VTIOO does not aiiow the F1-F8 function keys to be configured. Therefore, the foiiowing keyboard map- 
pi ngs appi y to VT100 termi nai s: 

HP or VUyseSO VTIOO or HP 700/60 in VTIOO mode 

FI PF2(1) 

F2 PFl(l) 

F 3 spacebar 

F4 PF3, spacebar or PF3, =(1) 

F5 Return 

F6 none 

F7 none 

F8 none 

(1) See the "Configuration: FIP 700/60 in DEC mode, or DEC terminais with PC-AT-type key¬ 
board" subsection beiow. 

See the comments on softkeys and TAB keys in the "VT 320 Termi nai Support" subsection above. 
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Configuration: HP 700/60Terminal in DEC Mode, or DEC Terminal with PC-AT-Type Keyboard 

Customers using the foil owing configuration may want to be aware of the foil owing keyboard difference. 

It may be possiblefor a user with the "HP 700/60terminal in DEC mode, or DEC terminal with PC-AT-type 
keyboard" configuration to be told to press function key FI through F4 to achieve some desired result. For 
an HP 700/60 terminal in DEC mode or DEC terminals, these functions keys may be mapped onto 
PF1-PF4 keys. However, the PC-AT-type keyboard does not provide PF1-PF4 keys, as does the 
DEC/ANSI keyboard. 

Key Maps to 

NumLock PFl 

/ PF2 

* PF3 

PF4 

The Num Lock, /, *, and - keys are located on the keyboard, in a row above the number pad on the right 
side of the keyboard. Please note that although this keyboard is called a PC-AT-type keyboard, it is sup¬ 
plied by HP. A PC-AT-type keyboard can be recognized by location of ESC key at the left-top of the key¬ 
board. 


V\/yse60Terminal Support 

On Wyse60, use the DEL key (located next to Backspace) to backspace. On an HP 700/60 with a PC-AT- 
type keyboard in Wyse60 mode, the DEL key is located in the bottom row on the number pad. 

Wyse60 terminals provide a single line to display softkey labels unlike HP terminals which provide two 
lines. Sometimes this may result in truncated softkey labels. For example, the Help on Context label 
for FI may appear as Help on C. Some standard labels for screen-oriented applications, such as SAM 
and swinstall are as follows: 


The SAM label: 

Help On Context 
Select/Deselect 
Menubar on/off 


May appear on the V\fyse60 as: 

Help On C 

Select/D 

Menubar 


DEPENDENCIES 

SAM runs in an X Window environment as well as on the following kinds of terminals or terminal emula¬ 
tors: 

• HP-compatible terminal with programmable function keys and on-screen display of function key 
labels. 

• VT-lOOand VT-320 

• WY30andWY60 

Depending on what other applications are running concurrently with SAM, more swap space may be 
required. SAM requiresthefollowingamountsof internal memory: 

SMB If using terminal based version of SAM. 

16 MB If using Motif X Window version of SAM. 

For more detailed information about how to use SAM on a terminal, see the Managing Systems and Work¬ 
groups manual. 

AUTHOR 

sam was developed by H P. 

FILES 

/etc/sam/custom 
/etc/sam/rmflies.excl 

/etc/sam/rmuser.excl 


Directory where SAM stores user privileges. 

File containing a list of files and directories that are excluded from 
removal by SAM. 

File containing a list of users that are excluded from removal by SAM. 
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/usr/sam/bin 


Directory containing executabiefiies, which can he used outside of any 
SAM session. 


/usr/sam/help/$LANG 
/usr/sam/lbin 

/usr/sam/lib 

/var/sam 

/var/sam/log/samlog 
/var/sam/log/samlog.old 


Directory containing SAM ianguagespecific oniine help flies. 

Directory containing SAM executables, which are intended only for 
use by SAM and are not supported in any other context. 

Directory for internal configuration files. 

Directory for working space, including lock files (if a SAM session 
dies, it may leave behind a spurious lock file), preferences, logging, 
and temporary files. 

File containing unformatted SAM logging messages. This file should 
not be modified by users. Use samlog_viewer to view the con¬ 
tents of thisflie (see samlogvi ewer (IM)). 

Previous SAM log file. This file is created by SAM when 
/var/sam/log/samlog is larger than the user specified limit. 
Use samlog_viewer with its -f option to view the contents of this 
flle(seesamlog_vi ewer(lM)). 


SEE ALSO 

samlog_viewer(lM). 


M anagi ng Systems and Workgroups 
I nstalling and Administering ARPA Services 
Installing and Administering LAN/ 9000 
I nstalling and Administering NFS Services 
I nstalling and Administering Network Services 
I nstal I i ng and Admi nisteri ng X.25/ 9000 
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NAME 

sar - system activity reporter 

SYNOPSIS 

sar [-ubdycwaqvmAMS] [-o fiie] t [n] 

sar [-ubdycwaqvmAMS] [-s time] [-e time] [-i sec] [-f fiie] 

DESCRIPTION 

I n thefirst form above, sar sampies cumuiativeactivity counters in the operating system at n intervais of 
t seconds. Ifthe -o option is specified, it saves thesampies in fiiein binary format. Thedefauit vaiueof n 
is 1. In the second form, with nosampiing intervai specified, sar extracts data from a previousiy recorded 
fiie, either the one specified by -f option or, by defauit, the standard system activity daiiy data fiie 
/var/adm/sa/sadd for the current day dd. The starting and ending times of the report can be bounded 
via the -s and -e time arguments of the form hh[:mm[:ss]]. The -i option selects records at sec- 
second intervals. Otherwise, all intervals found in the data file are reported. 

In either case, subsets of data to be printed are specified by option: 

-u Report CPU utilization (the default): portion of time running in one of several modes. On a 
multi-processor system, ifthe -M option is used together with the -u option, per-CPU utiliza¬ 
tion as well as the averageCPU utilization of all the processors are reported. If the -M option 
is not used, only the averageCPU utilization of all the processors is reported: 

cpu cpu number (only on a multi-processor system with the -M option): 

%usr user mode: 

%sys system mode: 

%wio idle with some process waiting for I/O (only block I/O, raw I/O, or VM 

pageins/swapins indicated): 

%idle otherwise idle. 

-b Report buffer activity: 

bread/s Number of physical reads per second from the disk (or other block devices) 
to the buffer cache: 

bwrit/s N umber of physical writes per second from the buffer cache to the disk (or 
other block device): 

Iread/s N umber of reads per second from buffer cache: 

Iwrit/s N umber of writes per second to buffer cache: 

%rcache Buffer cache hit ratiofor read requests e.g., 1 - bread/lread: 

%wcache Buffer cache hit ratiofor write requests e.g., 1 - bwrit/lwrit: 

pread/s Number of reads per second from character device using the physio () 
(raw I/O) mechanism: 

pwrit/s Number of writes per second to character device using the physio () 
(i.e., raw I/O) mechanism: mechanism. 

-d Report activity for each block device, e.g., disk or tape drive. One lineis printed for each device 
that had activity during the last interval. If no devices were active, a blank line is printed. 
Each linecontainsthefollowingdata: 

device Logical name of the device and its corresponding instance. Devices are 
categorized intothefollowingfour device types: 

diskl-HP-iB disks(CS/80) 
disk2-CIO HP-FL disks (CS/80) 
diskS-SCSi andNiOFL disks 
sdisk-scsi disks: 

%busy Portion of time device was busy servicing a request: 

avque Average number of requests outstanding for the device: 
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r+w/s N umber of data transfers per second (read and writes) from and to the dev¬ 

ice; 

blks/s Number of bytes transferred (in 512-byte units) from and to the device; 

avwait Average time (in miiiiseconds) that transfer requests waited idiy on queue 
for the device; 

avserv Average time (in miiiiseconds) to service each transfer request (inciudes 
seek, rotationai iatency, and data transfer times) for thedevice. 

-y Report tty device activity: 

rawch/s Raw i nput characters per second; 

canch/s I nput characters per second processed by canon () ; 

outch/s Output characters per second; 

rcvin/s Receive incoming character interrupts per second; 

xmtin/s Transmit outgoing character interrupts per second; 

mdmin/s Modem interrupt rate (not supported; aiwaysO). 

-c Report system caiis: 

scall/s N umber of system caiis of aii types per second; 
sread/s Number of read() and/or readv() system caiis per second; 
swrit/s Number of write () and/or writev() system caiis per second; 
fork/s Number of fork() and/or vfork() system caiis per second; 

exec/s Number of exec() system caiis per second; 

rchar/s Number of characters transferred by read system caiis biock devices oniy) 
per second: 

wchar/s Number of characters transferred by write system caiis (biock devices oniy) 
per second. 

-w Report system swapping and switching activity: 

swpin/s N umber of process swapi ns per second; 

swpot/s N umber of process swapouts per second; 

bswin/s Number of 512-byte units transferred for swapi ns per second; 

bswot/s Number of 512-byte units transferred for swapouts per second; 

pswch/s N umber of process context switches per second. 

-a Report use of fii e access system routi nes: 

iget/s N umber of fiie system iget () caiis per second; 

namei/s Number of fiie system lookuppn() (pathname transiation) caiis per 
second: 

dirblk/s Number of fiie system biocks read per second doing directory iookup. 

-q Report average queue iength whiie occupied, and percent of time occupied. On a muiti- 
processor machine, if the -M option is used together with the -q option, the per-CPU run 
queue as weii as the average run queue of aii the processors are reported. If the -M option is 
not used, oniy the average run queue information of aii the processors is reported: 

cpu cpu number (oniy on a muiti-processor system and used with the -M 

option) 

runq-sz Average iength of the run queue(s) of processes (in memory and runnabie); 

%runocc The percentage of time the run queue(s) were occupied by processes (in 
memory and runnabie): 

swpq-sz Average iength of the swap queue of runnabie processes (processes swapped 
out but ready to run); 

Section lM-648 - 2 - HP-UX Reiease 11.0: October 1997 


sar (IM) 


sar (IM) 


%swpocc The percentage of time the swap queue of runnable processes (processes 
swapped out but ready to run) was occupied. 

-V Report statusof text, process, inodeand filetables: 

text-sz (Not Applicable): 

proc-sz The current-size and maxi mum-size of the process table: 

inod-sz The current-size and maxi mum-size of the i node tabi e (i node cache): 

file-sz The current-size and maximum-sizeof thesystemfiletable: 

text-ov (Not Applicable): 

proc-ov The number of times the process table overflowed (number of times the 
kernel could not find any available process table entries) between sample 
poi nts: 

inod-ov The number of times the inode table (inode cache) overflowed (number of 
times the kernel could not find any available inode table entries) between 
sample points: 

file-ov The number of times the system file table overflowed (number of times the 
kernel could not find any available file table entries) between sample 
poi nts. 

-m Report message and semaphore activities: 

msg/s Number of System V msgrcv() calls per second: 

sema/s Number of System V semopO calls per second: 

select/s Number of System V selectO calls per second. This value will only be 
reported if the "-S" option is also explicitly specified. 

-A Report all data. Equivalentto-udqbwcayvm. 

-M Report the per-processor data on a multi-processor system when used with -q and/or -u 
options. If the -M option is not used on a multi-processor system, the output format of the -u 
and -q options is the same as the uni-processor output format and the data reported is the 
average value of all the processors. 

EXAMPLES 

Watch CPU activity evolve for 5 seconds: 

sar 1 5 

Watch CPU activity evolve for 10 minutes and save data: 

sar -o temp 60 10 

Review disk and tape activity from that period later: 
sar -d -f temp 

Review cpu utilization on a multi-processor system later: 
sar -u -M -f temp 

WARNINGS 

Users of sar must not rely on the exact field widths and spacing of its output, as these will vary depend¬ 
ing on the system, the release of HP-UX, and the data to be displayed. 

FILES 

/var/adm/sa/sadd daily data file, where dd is two digits representing the day of the month. 

SEE ALSO 

sal(lM). 

STANDARDS CONFORMANCE 

sar: SVID2, SVID3 
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NAME 

savecrash - save a crash dump of the operati ng system 

SYNOPSIS 

/sbin/savecrash [-cflPrvzZ] [-D dumpdevice -O offset] [-m minfree] 

[-S chunksize] [-w NOSWAP | SWAPEACH | SWAPEND ] [dirname] 

DESCRIPTION 

savecrash saves the crash dump information of the system (assuming one was made when the system 
crashed) and writes a reboot message in the shutdown iog fiie. 

dirname is the name of the existing directory in which to store the crash dump; the defauit is 
/var/adm/crash. 

savecrash saves the crash image and reiated flies in the directory dirname/crash. n. Thetraiiing n 
in the directory name is a number that increases by one every time savecrash is run with the same dir¬ 
name. This number is kept in thefliedirname/bounds, which is created if it does not aiready exist. 

Usuaiiy, savecrash creates the INDEX fiie in the crash directory from the crash dump header, copies 
aii kernei moduies that were ioaded in memory at the time of the crash, and copies aii dump device con¬ 
tents i nto crash i mage flies. 

When savecrash writes out a crash dump directory, it checks thespaceavaiiabieon thefliesystem con¬ 
taining dirname. savecrash wiii not use that portion of the fiie system space which is reserved for the 
superuser. Additionai spaceon thefliesystem can bereserved for other uses with -m minfree, where min¬ 
free is the amount of additionai space to reserve. This option is usefui for ensuring enough fiie system 
space for normai system activities after a panic. 

If there is insufficient space in the fiie system for the portions of the crash dump that need to be saved, 
savecrash wiii save as much as wiii fit in the avaiiabiespace. (Priority is given to the index fiie, then to 
thekernei moduieflies, and then to the physicai memory image.) The dump wiii be considered saved, and 
savecrash wiii not attempt to save it again, uniess there was insufficient space for any of the physicai 
memory image. (See the description of option -r.) 

savecrash aiso writes a reboot message in the shutdown iog fiie (/etc/shutdownlog), if one exists. 
(If a shutdown iog fiie does not exist, savecrash does not create one.) If the system crashes as a resuit 
of a kernei panic, savecrash aiso records the panic string in theshutdown iog. 

By defauit, when the primary paging device is not used as one of the dump devices or after the crash image 
on the primary paging device has been saved, savecrash runs in the background. This reduces system 
boot-up time by aii owing the system to be run with oniy the primary paging device. 

It is possibiefor dump devices to be used aiso as paging devices. If savecrash determines that a dump 
device is aiready enabied for paging, and that paging activity has aiready taken piace on that device, a 
warning message wiii indicate that the dump may be invaiid. If a dump device has not aiready been 
enabied for paging, savecrash prevents paging from being enabied to the device by creating the fiie 
/etc/savecore.LCK. swapon does not enabie the device for paging if the device is iocked in 
/etc/savecore. LCK (see swapon(lM) for more detaiis). As savecrash finishes saving the image 
from each dump device, it updates the /etc/savecore. LCK fiie and optionaiiy executes swapon to 
enabie paging on the device. 

Options 

-c Mark thedump in thedump device as saved, without performing any other action. The -c option 
is usefui for manuaiiy inhibiting dump actions caiied by /sbin/init. d/savecrash. 

-f Run savecrash in the foreground oniy. Bydefauit, savecrash runs in the background when 
the primary paging device does not contain an unsaved portion of the crash image. Turning this 
option on increases system boot-up time, but guarantees that the dump has been saved when con- 
troi returns to the caiier. 

-1 Logs the panic information to /etc/shutdownlog as described above, but does not actuaiiy 
save the dump. The dump is marked as saved so that future invocations of savecrash do not 
create du pi i cate i og entri es. 

-P Oniy preserves swap-endangered dump device contents into crash image flies. Swap-endangered 
dump devices are those devices that are aiso configured as swap devices by the system. If aii dump 
devices are configured as swap devices, the entire dump wiii be preserved in the crash directory. If 
no swap devices are used as dump devices (dedicated dump devices), oniy the INDEX fiie and 
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kernel modules will be copied intothecrash directory. 

-r Resaves a dump that a previous invocation of savecrash has marked as already saved. This is 
useful if the first invocation did ran out of space, and enough space has since been freed to try 
again. 

-V Enables additional progress messages and diagnostics. 

-z savecrash will compress all physical memory image files and kernel module files in the dump 
directory. 

-Z savecrash will not compress any files in thedump directory. 

If neither -z nor -Z is specified, savecrash will determine whether or not to compress files 
based on the file sizes involved and the amount of availablefile system space. Compression may 
take place in the background after the image has been saved or in the foreground while saving the 
image, depending on availabledisk space. 

-D dumpdevice 

dumpdevice is the name of the device containing the header of the raw crash image. The console 
messages from the time of the panic will identify the major and minor numbers of this device. This 
option, in combination with -O, can be used to tell savecrash where to find the dump in the 
rare instances that savecrash doesn't know whereto look. 

-O offset 

offset istheoffset in kBytes, relative to the beginning of the device specified with -D above, of the 
header of the raw crash image. The console messages from the time of the panic will identifythis 
offset. This option, in combination with -D, can be used to tell savecrash where to find the 
dump in the rare instances that savecrash doesn't know whereto look. 

-m mi nfree 

minfree is the amount of free space (in kBytes) that must remain free for ordinary user files after 
savecrash completes, in addition to space reserved for the superuser. If necessary, only part of 
the dump will be saved to achieve this requirement, minfree may be specified in bytes (b), kilo¬ 
bytes (k), megabytes (m), or gigabytes (g). The default minfree value is zero, and the default unit 
is kilobytes. 

-s chunksize 

chunksizeis the size (default kBytes) of a single physical memory image file before compression. 
The kByte value must be a multiple of page size (divisible by 4) and between 64 and 1048576. 
chunksize may be specified in units of bytes (b), kilobytes (k) , megabytes (m), or gigabytes (g). 
Larger numbers increase compression efficiency at the expense of both savecrash time and 
debugging time. If -sis not specified, a default is chosen based on the physical memory size and 
theamount of availablefilesystem space. 

-w opt Defines the interaction between savecrash and swapon. opt can be one of the following 
values: 

NOSWAP Do not run swapon from savecrash. 

SWAPEACH (default) Call swapon each time savecrash finishes saving the image from each 
dump device. This option provides the most efficient use of paging space. 

SWAPEND Only call swapon when savecrash finishes saving the image file from all dump 
devices. If thisoption isused, no additional paging space other than the primary pag¬ 
ing space is availableuntil the complete crash dump image is saved. This option pro¬ 
vides a second chance to retrieve the crash image if savecrash fails on first 
attempt. 

For compatibility with earlier savecore (IM) syntax, the values of 0, 1 and 2 can be used in 
piaseof NOSWAP, SWAPEACH, and SWAPEND, respectively. This usage is obsolescent. 

RETURN VALUE 

Upon exit, savecrash returns thefollowingvalues: 

0 A crash dump was found and saved, or savecrash has preserved dump information from the 
primary swap device and is continuing to run in the background to complete its tasks. 

1 A crash dump could not be saved duetoan error. 

2 No crash dump was found to save. 


HP-UX Release 11.0: October 1997 


-2- 


Section lM-651 


savecrash (IM) 


savecrash (IM) 


3 A partial crash dump was saved, but there was insufficient space to preserve the complete dump. 

4 The savecrash process continued in the background, seethe INDEX file for actual results. 

WARNINGS 

savecrash relies on the expectation that device numbers have the same meaning (point to the same dev¬ 
ices) at the time the system dumps and at the time the dump is saved. If, after a crash, the system was 
booted from a different boot device in order to run savecrash, it is possiblethat this expectation will not 
be met. If so, savecrash may save an incomplete or incorrect dump or may fail to save a dump at all. 
Such cases cannot be reliably detected, so there may be no warning or error message. 

If savecrash encounters an error while running in the background (such as running out of space), it will 
not be easily detectable by the caller. If the caller must ensure that the savecrash operation was suc¬ 
cessful, for example before writing to a dump device, the caller should specify -f to force savecrash to 
run in the foreground, and should then examine the exit status of the savecrash process when it 
finishes. 


AUTHOR 

savecrash was developed by HP and the University of California, Berkeley. 


FILES 

/etc/shutdownlog 

/etc/rc.config.d/savecrash 

/sbin/init.d/savecrash 

dirname/bounds 

/stand/vmunix 


shutdown log 

savecrash startup configuration file 
savecrash startup file 
crash dump number 

default kernel image saved by savecrash 


SEE ALSO 

adb(l), crashutil(lM), swapon(lM). 


Section lM-652 


-3 


HP-UX Release 11.0: October 1997 


sen (IM) 


sen (IM) 


NAME 

sen - scan an HP SCSI disk array lun for parity consistency 

SYNOPSIS 

sen -i number_of_initiators de»/ice_fiie 

DESCRIPTION 

sen scans the disks of the lun in an hp SCSI disk array identified by the character device fiie d 0 /ice_fiie. 
The parity information for any biock reporting inconsistent parity is corrected by an immediatecaii to rpr. 

RETURN VALUE 

sen returns thefoiiowingvaiues: 

0 Successfui compietion. 

-1 Command faiied (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from probiems with: 

• sen 

• SCSI (device ievei) communications 

• system cai is 

E rror messages generated by sen: 
usage: sen -i <num initiators> <speeial> 

sen encountered an error in command syntax. Enter the command again with aii required argu¬ 
ments, in the order shown. 

sen: LUN # too big 

The LUN number, derived from the device fiie name, is out of range. 

sen: Not a raw file 

Utiiities must beabieto open the device fiie for raw access. That is, you must specify a character dev¬ 
ice fiie rather than a biock device fiie. 

sen: LUN does not exist 

The addressed LUN isnot configured, and isnot known to the array controiier. 

sen: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefaiied operation is printed. 

E rror messages generated by system calls: 

sen usesthefoiiowingsystem caiis: 

malloe(),free() , stat() , open() , close() , fopen(), fclose() , read() , write(), 
and ioctl(). 

Documentation for these hp-ux system caiis contains information about the specific error conditions associ¬ 
ated with each caii. sen does not aiter thevaiueof errno. The interpretation of errno for printing 
purposes is performed by the system utiiity strerror () . 

EXAMPLES 

To scan thetUN at /dev/rdsk/c2t0d0 on a Series 800 computer with two hosts (initiators) attached: 
sen -i 2 /dev/rdsk/c2t0d0 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays areoniy supported on Series 700 systems running HP-UX version 
9.0X. 

The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 
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AUTHOR 

sen was developed by H p. 


SEE ALSO 

rpr(lM). 
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NAME 

scsicti - control a SCSI device 

SYNOPSIS 

scsicti [-akq] [-c command]... [-m mode[=value]]... de»/lce 

DESCRIPTION 

The scsicti command provides a mechanism for controlling a SCSI device. It can be used to query 
mode parameters, set configurable mode parameters, and perform SCSI commands. The operations are 
performed In the same order as they appear on the command line. 

de»/lce specifies the character special file to use. 

Options 

scsicti recognizesthefollowingoptions. 

-a Display the status of all mode parameters available, separated by semicolon-blank (; ) or 

newline. 

-c command 

Causethe device to perform the specified command, command can be one of thefollowing: 

erase For magneto-optical devices that support write without erase, this command can 
be used to pre-erase the whole surface to Increase data throughput on subse¬ 
quent write operations. This command maintains exclusive access to the surface 
during the pre-erasure. 

sync_cache 

For devices that havean Internal write cache, thiscommand causes the device to 
flush Its cacheto the physical medium. 

-k Continue processing arguments even after an error Is detected. The default behavior Is to 

exit Immediately when an error Is detected. 

Command line syntax Is always verified for correctness, regardless of the -k option. 
Improper command line syntax causes scsicti to exit without performing any opera¬ 
tions on the device. 

-m mode DIsplaythestatusof the specified mode parameter, modecan beoneof thefollowing: 

iinmeciiate_report 

For devices that support immediate reporting, this mode controls how the device 
responds to write requests. If Immediate report Is enabled (1), write requests 
can be acknowledged before the data Is physically transferred to the media. If 
Immediate report Is disabled (0), the device Is forced to await the completion of 
any write request before reporting Its status. 

ir Equivalent to iinmediate_report. 

queue_depth 

For devices that support a queue depth greater than the system default, this 
mode controls how many l/Os the driver will attempt to queue to the device at 
any onetime. Valid values are (1-255). Some disk devices will not support the 
maximum queue depth settable by this command. Setting the queue depth In 
software to a value larger than the disk can handle will result In I/Os being held 
off oncea QUEUE FULL condition exists on thedlsk. 

-m mode=value 

Set the mode parameter mode to value. The available mode parameters and values are 
listed above. 

Mode parameters that take only a binary value (1 or 0) can also be specified as either on 
or off, respectively. 

-q Suppressthelabelsthat arenormally printed when mode parameters are displayed. Mode 
parameter values are printed In the same order as they appear on the command line, 
separated by semicolon-blank (; ) or newline. 

Mode parameters and commands need only be specified up to a unique prefix. When abbreviating a mode 
parameter or command, at least thefirst three characters must be supplied. 
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DIAGNOSTICS 

Diagncetic messages are generally self-explanatory. 

EXAMPLES 

To display all the mode parameters, turn iinmediate_report on, and redisplay the value of 
iinmediate_report: 

scsictl -a -m ir=l -m ir /dev/rdsk/c0t6d0 
producing thefollowing output: 

iinmediate_report = 0; queue_depth = 8; iinmediate_report = 1 
The same operation with labels suppressed: 

scsictl -aq -m ir=l -m ir /dev/rdsk/c0t6d0 
produces thefollowing output: 

0 ; 8 ; 1 

WARNINGS 

Not all devices support all mode parameters and commands listed above. Changing a mode parameter may 
have no effect on such a device. 

Issuing a command that Is not supported by a device can cause an error message to degenerated, 
scsictl Is not supported on sequential-access devices using the tape driver. 

The iinmediate_report mode applies to the entire device; the section number of the de/lce argument 
Is Ignored. 

To aid recovery. Immediate reporting Is not used for writes of file system data structures that are main¬ 
tained by the operating system, writes to a hard disk (but not a magneto-optical device) through the 
character-device Interface, or writes to regular files that the user has made synchronous with 0_SYNC or 
0_DSYNC (seeopen(2) and fcnti (2)). 

DEPENDENCIES 

disc3 

When the system Is rebooted, the disc3 driver always resets the value of the iinmediate_report 
mode parameter to off. lfioctl() or scsictl Is used to change the setting of Immediate reporting 
on a SCSI device, the new value becomes the default setting upon subsequent configuration (e.g., opens) of 
this device and retains Its value across system or device powerfall recovery. However, on the next system 
reboot, the immediate-report mode parameter Is again reset to the value of the tunable system 
parameter, default_disk_ir. This Is set In the system_file used to create the HP-UX system by the 
config command (seeconfig(lM)). 

sdisk 

IfioctlO or scsictl Is used to change the setting of Immediate reporting on a SCSI device, the new 
value becomes the default setting upon subsequent configuration (e.g., opens) of this device until the "last 
closel' of the device, that Is, when neither the system nor any application has the device open (for example, 
unmounting a file system via umount and then mounting It again via mount (see mount(lM)). On the 
next "first open", the immediate-report mode parameter is again reset to the value of the tunable sys¬ 
tem parameter, default_disk_ir. This Is set In the system_file used to create the HP-UX system by 
the config command (seeconfig(lM)). 

SEE ALSO 

config(lM), dlsklnfo(lM), fcntl(2), open(2). 
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NAME 

see - access bytes in the HP SCSI disk array controiier EE PROM 

SYNOPSIS 

see -d special 

see -b byte_number -h hex_byte de(/ice_fiie 

DESCRIPTION 

see dispiays, or changes bytes in the controiier EE PROM of the HP SCSI disk array associated with device 
fiie device_file. A 64-byte area in the EE PROM isaccessibietotheuser. Aithough the command is directed 
toa singieLUN, theEEPROM settingsaffect aii theLUNsof thedevice. 

Options 

-d Dispiayoniy. Dispiaysthecurrent vaiues of the bytes in the accessibieportion ofthe 

EEPROM. 

-b byte_number -v hex byte 

Loads the hexadecimai vaiue hex_byte into the decimai byte byte_number of 
the user accessibie 64-byte region in theEEPROM. 


BYTE DESCRIPTION 

Thefoiiowing iist of user accessibie bytes in the EEPROM, and their defauit vaiues is provided for informa- 
tionai purposes oniy. Changing the vaiues can resuit in "incorrect" controiier behavior with respect to HP 
SCSI disk array utilities, and other support software. See WARN I NGS. 


byte 

meaning 

C2425/7 value 

C2430 value 

0 

enable synchronous negotiation 

0x00 

0x00 

1 

enable wide negotiation 

0x00 

0x00 

2 

spin-up algorithm 

0x01 

0x01 

3 

spin-up delay 

0x32 

Oxle 

4 

ready ti meout 

OxOa 

0x17 

5 

host command delay at power on 

0x00 

0x00 

6 

firmware drive cmd timeout value 

0x64 

0x64 

7 

default RAID level 

0x00 

0x05 

8 

option control bits MSB 

0x00 

0x00 

9 

option control bitsLSB 

0x27 

0x53 

10 

sense key for drive failures 

0x06 

0x06 

11 

inquiry data byte 7 

0x12 

0x32 

12 

ROM sequence control bits 

0x01 

0x01 

13 

synchronization control bits 

0x02 

0x02 

14 

inquiry revision level format 

0x00 

0x00 

15 

diagnostic self-test options 

0x01 

0x01 

16 

host command delay for bus reset 

0x00 

0x00 

17 

inquiry unconfigured device type 

0x20 

0x20 

18 

software command timeout value 

0x14 

0x14 

19 

software command timeout actions 

0x07 

0x07 

20 

drive bus reset to ready wait 

0x08 

0x08 

21 

host delay after data phase 

0x00 

0x00 

22 

drive scan disabled channel (MSB) 

0x00 

0x00 

23 

drive scan disabled channel (LSB) 

0x00 

0x00 

24 

time to asynchronous event 

0x00 

0x00 

25 

fan polling interval 

0x00 

0x00 

26 

power supply polling interval 

0x00 

0x00 

27 

reserved 

0x00 

0x00 

28 

Error Reporting Options (MSB) 

0x01 

0x01 

29 

Error Reporting Options (LSB) 

0x00 

0x00 

30-63 

reserved 

0x00 

0x00 


RETURN VALUE 

see returnsthefollowingvalues: 

0 Successful completion. 
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-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• see 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by see: 

usage: see <-d | -b <byteno> -v <hex byte» <special> 

An error in command syntax has occurred. Re-enter command with the required arguments, in the 
order shown. 

see: Arg out of range 

One of the arguments has exceeded its maximum or minimum size, or isincorrect inform. Check the 
size and form of each argument. 

see: device busy 

To ensure that see does not modify a disk array that is being used by another process, see attempts 
to obtain exclusiveaccess to thedisk array. If the disk array is already opened by another process (for 
example, LVM — the Logical Volume Manager), a "device busy" error message is returned by the 
driver. To eliminate the "device busy" condition, determine what process has the device open. In 
the case of LVM, it is necessary to deactivate the volume group containing the array before 
configuri ng the array (see vgchange(lM)). 

see: LUN # too big 

The LUN number, which is derived from the device special file name, is out of range. 

see: LUN does not exist 

The addressed LUN isnot configured, andthusisnot known to the array controller. 

see: Not a raw file 

Utilities must beabletoopen the device file for raw access. 

see: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

see: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

see uses thefollowing system calls: 

stat() , open() , close(),read(),write(), and ioctl(). 

Documentation for these HP-UX system calls contains information about the specific error conditions asso¬ 
ciated with each call, see does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

To display the values of the accessible EE PROM bytes on HP SCSI disk array /dev/rdsk/c2t6d0 on a 
Series 700: 

see -d /dev/rdsk/c2t6d0 

WARNING 

Changing the values of EEPROM bytes can result in incorrect controller behavior with respect to utilities 
and support software that may not be immediately obvious. Also, the EEPROM can only be written to a 
finite number of times, and if its write count is exceeded, it must be replaced. 

DEPENDENCIES 

The HP C2425 and HP C2427 disk arrays are only supported on Series 700 systems running HP-UX version 
9.0X. 
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The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

see was deveioped by H P. 
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NAME 

sendmail - send mail over the I nternet 

SYNOPSIS 

/usr/sbin/sendmail [flags] [address ...] 

newaliases 

mailq 

DESCRIPTION 

sendmail sends a message to one or more recipients, routing the message over whatever networks are 
necessary, sendmail does internetwork forwarding as necessary to deliver the message to the correct 
place. 

sendmail is not intended as a user interface routine; other programs provide user-friendly front ends; 
sendmail is used only to deliver pre-formatted messages. 

With no flags, sendmail reads its standard input up to an end-of-file or a line consisting only of a single 
dot and sendsa copy of the message found there to all of the addresses listed. It determines the network(s) 
to use based on the syntax and contents of the addresses. 

Local addresses are looked up in a file and aliased appropriately. Aliasing can be prevented by preceding 
the address with a backslash. Normally the sender is not included in any alias expansions, e.g., if 'John' 
sends to 'group', and 'group' includes 'John' in the expansion, then the letter will not be delivered to 'John'. 

Parameters 

-Bfile Set the body type to type. Current legal valuesare7BIT or SBITMIME. 

-ba Go into ARPANET mode. All input lines must end with a CR-LF, and all messages will 

be generated with a CR-LF attheend. Also, the "From:" and "Sender:" fields are exam- 
i ned for the name of the sender. 

-bd Run as a daemon, sendmail will fork and run in background listening on socket 25 for 

incoming SMTP connections. 

-bi I nitializethe alias database. 

-bm Deliver mail in the usual way (default). 

-bp Print a listingof thequeue. 

-bs Use the SMTP protocol as described in RFC821 on standard input and output. This flag 

implies all the operations of the ba flag that arecompatiblewith SMTP. 

-bt Run in address test mode. This mode reads addresses and shows the steps in parsing: it 

is used for debugging configuration tables. 

-bv Verify names only - do not try to collect or deliver a message. Verify mode is normally 

used for validating users or mailing lists. 

-Cfile Use alternate configuration file, sendmail refuses to run as root if an alternate 
configuration file is specified. 

-dX Set debugging value to X. 

-Ffullname Set thefull name of the sender. 

-fname Sets the name of the "from" person (i.e., the sender of the mail), -f can only be used by 
"trusted" users (normally root, daemon, and network) or if the person you are trying to 
become is the same as the person you are. 

-hN Set the hop count to N. The hop count is incremented every time the mail is processed. 

When it reaches a limit, the mail is returned with an error message, the victim of an 
aliasingloop. If not specified, "Received:" lines in the messagearecounted. 

-n Don't do aliasing. 

-oxvalue Set option x to the specified value. Optionsaredescribed below. 

-pprotocol Set the name of the protocol used to receive the message. This can be a simple protocol 
name such as "UUCP" or a protocol and hostname, such as "UUCP:ucbvax". 
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-qtime Processed saved messages in the queue at given intervais. If time is omitted, process the 
queue once, time is given as a tagged number, with s being seconds, m being minutes, 
h being hours, d being days, and w being weeks. For exampie, -qlhSOm or -q90m 
wouid both set the timeout to one hour thirty minutes. If time is specified, sendmail 
wiii run in background. This option can be used safeiy with bd. 

-qlsubstr Limit processed jobs to those containing substr asa substring of the queue id. 

-qRsubstr Limit processed jobs to those containing substr as a substring of one of the recipients. 

-qSsubstr Limit processed jobs to those containing substr asa substring of the sender. 

-rname An aiternateand obsoieteform of the f flag. 

-t Read message for recipients. To:, Cc:, and Bcc: iines wiii be scanned for recipient 

addresses. The Bcc: iinewiii be deieted before transmission. Any addresses in the argu¬ 
ment iist wiii be suppressed, that is, they wiii not receive copies even if iisted in the mes¬ 
sage header. 

-V Go into verbose mode. Aiiasexpansions wiii beannounced, etc. 

-Xiogfiie Log aii traffic in and out of maiiers in the indicated iog fiie. This shouid oniy be used as a 
iast resort for debugging maiier bugs. It wiii iog a iot of data very quickiy. 

Options 

There are aisoa number of processing options that may be set. Normaiiy these wiii oniy be used by a sys¬ 
tem administrator. Options may be set either on the command iine using the -o flag or in the 
configuration fiie. The options are: 

Afiie Useaiternateaiiasfiie. 

bnbiocks The minimum number of free biocks needed on the spool filesystem. 

c On mailers that areconsidered "expensive" to connect to, don't initiate immediate connec¬ 

tion. This requires queueing. 

CN Checkpoint the queue file after every N successful deliveries (default 10). This avoids 

excessive duplicate deliveries when sending to long mailing lists interrupted by system 
crashes. 

dx Set the delivery mode to X. Delivery modes are 

i interactive (synchronous) delivery: 
b background (asynchronous) delivery: 

q queue only: i.e., expect the messages to be delivered next time the queue is run. 

D Try to automatically rebuild the alias databaseif necessary. 

ex Set error process!ng to mode X. Valid modes are 

m to mail back the error message, 

w to "write" back the error message (or mail it back if the sender is not logged in), 
p to pri nt the errors on the term! nal (default), 
q to throw away error messages (only exit status is returned), and 
e to do special processing for the BerkNet. 

If the text of the message is not mailed back by modes m or w and if the sender is local 
to this machine, a copy of the message is appended to the file dead, letter in the 
sender's home directory. 

f Save UNIX -style From lines at the front of messages. 

G Match local mail names against theGECOS portion of the password file. 

gN The default group idto use when calling mailers. 

Hfile TheSMTP helpfile. 

hN The maximum number of times a message is allowed to "hop" before we decide it is in a 

loop. 
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j 

Kti meout 

kN 

Ln 

1 

m 

n 

o 


QquajGdir 

Sfile 


Do not take dots on a lineby themselves asa message terminator. 

Send error messages i n MIM E format. 

Set connection cachetimeout. 

Set connection cache size. 

The log level. 

Pay attention totheErrors-To: header. 

Send to "me" (thesender) alsoif I am in an alias expansion. 

Validate the right hand side of aliases during a newaliases(lM) command. 

If set, this message may have old style headers. If not set, this message is guaranteed to 
have new style headers (i.e., commas instead of spaces between addresses). If set, an 
adaptive algorithm is used that will correctly determine the header format in most cases. 

Select thedirectory in which to queue messages. 

Save statistics in the named file. 


s Always instantiatethequeuefile, even under circumstances where it is not strictly neces¬ 

sary. This provides safety against system crashes during delivery. 

Ttime Set the timeout on undelivered messages in the queue to the specified time. After 
delivery has failed (e.g., because of a host being down) for this amount of time, failed 
messages will be returned to the sender. The default is three days. 

tstz,dtz Set the name of the time zone. 

Uuserdatabase 

If set, a user database is consulted to get forwarding information. You can consider this 
an adjunct to the aliasing mechanism, except that the database is intended to be distri¬ 
buted: aliases are local to a particular host. 

uN Set the default user id for mailers. 


Y Fork each job during queue runs. May be convenient on memory-poor machines. 

7 Stri p i ncomi ng messages to seven bits. 

I n aliases, the first character of a name may be a vertical bar to cause interpretation of the rest of the name 
as a command to pipe the mail to. It may be necessary to quote the name to keep sendmail from 
suppressingthe blanks from between arguments. For example, a common alias is: 

msgs: "| /usr/bin/msgs -s" 

Aliases may also have the syntax ":include: filename' to ask sendmail to read the named file for a list of 
recipients. For example, an alias such as: 

poets: ":include:/usr/local/lib/poets.Iist" 

would read /usr/local/lib/poets . list for the list of addresses making up the group, 
sendmail returns an exit status describing what it did. The codes are defined in <sysexits .h>: 
EX_OK Successful completion on all addresses. 

EX_NOUSER User name not recognized. 


EX_UNAVAILABLE 

Catchall meaning necessary resources were not available. 
EX_SYNTAX Syntax error i n address. 


EX_SOFTWARE 

Internal software error, including bad arguments. 
EX_OSERR Temporary operating system error, such as "cannot fork" . 
EX_NOHOST FI ost name not recognized. 


EX_TEMPFAIL 

Message could not be sent immediately, but was queued. 
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If invoked as newaliases, sendmail will rebuild the alias database. If invoked as mailq, send- 
mail will print the contents of the mail queue. 

FILES 

Except for the file /etc/mail/sendmail.cf itself, the following pathnames are all specified in 
/etc/mail/sendmail. cf . Thus, these values are only approximations. 

/etc/mail/aliases 

raw data for alias names 
/etc/mail/aliases.db 
data base of alias names 
/etc/mail/sendmail.cf 
configuration file 

/usr/share/lib/sendmail.hf 
help file 

/var/log/sendmail.st 
collected statistics 
/var/spool/mqueue/* 
temp files 

/etc/mail/sendmail.pid 
The process id of the daemon 
/etc/mail/sendmail.cw 

The list of all hostnames that are recognized as local, which causes sendmail to accept mail for these 
hosts and attempt local delivery 
/etc/mail/service.switch 

The fall back mechanism for hostname and alias lookups 

SEE ALSO 

elm(l), expand_alias(l), idlookup(l), mail(l), mailq(l), mailstats(l), mailx(l), praliases(l), convert_awk(lM), 
identd(lM), killsm(lM), mtail(lM), newaliases(lM), smrsh(lM), aliases(5). 

HISTORY 

The sendmail command appeared in BSD 4.2. This version of HP-UX sendmail was originally based on 
sendmail 8.7.1 and includes only minor changes. 
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NAME 

service.switch - indicateiookup sources and faiiback mechanism 

SYNOPSIS 

/etc/mail/service.switch 

DESCRIPTION 

/etc/mail/service . switch is a sendmaii(lM) service switch simiiar to /etc/nsswitch. conf 
(see switches)) that indicates the iookup source for hostnames and aiiases. It consists of two iines, one for 
hosts and one for aiiases. The iookup sources are iisted after the 'hosts' or 'aiiases' name. For hosts, one or 
more of the foiiowing can be iisted: flies (for /etc/hosts ), dns, nis, or nispius. For aiiases, one or more 
of thefoiiowing can be iisted: flies (for /etc/mail/aliases), nis, or nispius. 

Sample Configurations 

1. The defauit configuration for service.switch is to use dns for hostname iookups and the aiiases flie for 
aiiases. (Note that due to a bug, the hostname iookup wiii never faiiback to a flie iookup, so anything 
iisted after dns wiii be ignored.) 

hosts dns flies 
aiiases flies 

2. To work with a non-dns environment that uses flie iookups (/etc/hosts ), thefoiiowing service.switch 
can be used: 

hosts flies 
aiiases flies 

3. To work with a NIS environment that does not use DNS, thefoiiowing service.switch can be used: 

hosts nis flies 
aiiases nis flies 

4. To work with a NISPLUS environment that does not use DNS, thefoiiowing service.switch can be used: 

hosts nispius flies 
aiiases nispius flies 

Modifying SENDMAIL.CF 

The sendmail. cf flie must be modified to request the usage of the service . switch flie. Otherwise, 
the defauit for sendmail. cf is to use DNS for host name iookups, and flies for aiias iookups. To use 
NIS, NISPLUS, or files, thefoiiowing line must be uncommented in sendmail. cf: 

#0 ServiceSwitchFile=/etc/mail/service.switch 

SEE ALSO 

sendmail(lM) 

HISTORY 

The service. switch file appeared in sendmail V8. 
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NAME 

setboot - display and modify variables in the stable storage 


SYNOPSIS 

/usr/sbin/setboot 

/usr/sbin/setboot [-p primary_path] [-a alternate_path] [-s on | off] [-b on | off] 

DESCRIPTION 

The setboot command sets the appropriate variable in the stable storage to the setboot arguments. 
If no options are specified, setboot displays thecurrent values of variables in the stable storage. 

Only the superuser can write to the stable storage. 


Options 

The setboot command supports thefollowing options: 

-p primary_path Set the primary boot path variableto primary path. 

Set the alternate boot path variableto alternate_path. 
Enableor disabletheautosearch sequence. 

Enableor disablethe autoboot sequence. 


-a alternate_path 
-s on I off 
-b on I off 


RETURN VALUE 

The setboot command returns 0 upon successful completion or 1 if the command failed. 


ERRORS 

Thefollowing conditions cause errors: 

I nvalid option specified. 

/dev/kepd file not found. 

I ncorrect arguments. 

Must be superuser to write to the stable storage. 
Boot path not in correct format. 

Stable storage read/write failure. 


EXAMPLES 

Set the primary path to 2/4 .1.0 and enable the autoboot sequence: 
setboot -p 2/4.1.0 -b on 

WARNINGS 

The setboot command fails under thefollowing circumstances: 

• The number of writes to the stable storage exceeds the number allowed by the architecture 
implementation. 

• Hardware failure. 

• The implementation does not have memory for the alternate boot path, in which case, this vari¬ 
able is neither readable nor writable. 

AUTHOR 

setboot was developed by H P. 


FILES 

/dev/kepd Special device file used by the setboot command. 

SEE ALSO 

Managing Switchover/ UX Manual. 
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NAME 

setext (vxfs) - set extent attributes 

SYNOPSIS 

/usr/sbin/setext [-F vxfs] [-V] [-e extent_size] [-r reservation] [-f flag] flie 

DESCRIPTION 

The setext command aiiows space to be reserved for a flie, and a fixed extent size to be specified for a 
flie. Theflie must aiready exist. 

Options 

-F vxfs Specifies the VxFS flie system type. 

-V Echoes the compieted command iine, but performs noother action. The command iine 

is generated by incorporating the user-specified options. This option aiiows the user 
to verify the command iine. 

-e eictent_size Specify a fixed extent size. The extent size is specified in flie system biocks. 

-r reservation Preaiiocate space for flie The reservation isspecifled in fliesystem biocks. 

-f flag Theavaiiabieaiiocationflagsare 

-f align 

Specify that aii extents must be aiigned on extent_size boundaries reiative to the 
start of aiiocation units. 

-f chgsize 

Specify that the reservation is to be immediateiy incorporated into the flie. The 
flie's on-disk inode is updated with size increased to inciudethe reserved space. 
Uniikean fcntl F_FREESP operation that "truncates-up" [seefcnti (2)], the 
space inciuded in the flie is not initiaiized. Oniy users with appropriate 
priviieges can use the -f chgsize flag. 

-f contig 

Specify that the reservation must beaiiocated contiguousiy. 

-f noextend 

Specify that the flie may not be extended once the preaiiocated space has been 
exhausted. 

-f noreserve 

Specify that the reservation is not a persistent attribute of the flie. I nstead, the 
space is aiiocated untii the flnai dose of the flie, at which time any space not 
used by the flie is freed. The temporary reservation isnot visibieto the user (via 
getext(lM) or the VX_GETEXT iocti, for instance). 

-f trim 

Specify that the reservation is trimmed to the current flie size upon iast dose by 
aii processes that havetheflieopen. 


NOTES 

setext is oniy avaiiabiewith theAdvanced VxFS package. 

Muitipieflags may be specified by specifying muitipieinstancesof -f in a command iine. 

The aiiocation flags must be specified with either the -e or -r option. 

Oniy the align and noextend aiiocation flags are persistent attributes of the flie and therefore visibie 
via getext(lM) or the VX_GETEXT iocti. Other aiiocation flags may have persistent effects, but are not 
visibieas aiiocation flags. 

Under certain circumstances, fsadm may reorganize the extent map of a flie in such a way as to make it 
i ess contiguous. Flowever, itwiii not change the geometry of a flie that has a fixed extent size. 

SEE ALSO 

getext(lM), vxfsio(7) (particuiariy the section on VX_SETEXT). 
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NAME 

setmnt - establish thefile-system mount table, /etc/mnttab 

SYNOPSIS 

/usr/sbin/setmnt 

DESCRIPTION 

The setmnt command creates the /etc/mnttab table (see mnttab(4)), which is needed by both the 
mount and umount commands (see mount(lM)). setmnt reads the standard input and creates an 
entry in /etc/mnttab for each line of input. I nput lines have the format: 

filesys node 

where filesys is the name of the device special file associated with the file system (such as 
/dev/dsk/cOtSdO) and node is the root name of that file system. Thus filesys and node become the 
first two strings in the mount table entry. 

WARNINGS 

The mount and umount commands rewrite the /etc/mnttab file whenever a file system is mounted 
or unmounted if /etc/mnttab is found to be out of date with the mounted file system table maintained 
internally by the HP-UX kernel. The syncer command also updates /etc/mnttab if it is out of date 
(seesyncer(lM)). 

/etc/mnttab should never be manually edited. Use of this command to write invalid information into 
/etc/mnttab is strongly discouraged. 

The setmnt command is not intented to be run interactively: input should be directed to it from a file (for 
example, setmnt < /tmp/file .mnt). If run interactively, terminate input with a ctrl-D. 

setmnt silently enforces an upper limit on the maxi mum number of /etc/mnttab entries. 

It is unwiseto use setmnt to create falseentries for mount and umount. 

Thiscommand isobsoleteand it may not beavailablefor future releases. 

FILES 

/etc/mnttab Mounted file system table 

SEE ALSO 

devnm(lM), mount(lM), syncer(lM), mnttab(4). 

STANDARDS CONFORMANCE 

setmnt: SVID2, SVID3 
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NAME 

setprivgrp - set special privileges for groups 


SYNOPSIS 

setprivgrp groupname [privileges] 
setprivgrp -g [privileges] 
setprivgrp -n [privileges] 
setprivgrp -f file 


DESCRIPTION 

The setprivgrp command associates a group with a list of privileges, thus providing access to certain 
system capabilities for members of a particular group or groups. The privileges can be displayed with the 
getprivgrp command (seegetprivgrp(l)). 

Privileges can be granted to individual groups, as defined in the /etc/group file, and globally for all 
groups. 

Only a superuser can use the setprivgrp command. 


Options and Arguments 

setprivgrp recognizes thefollowing options and arguments: 


privileges 

groupname 


-g 


-n 


-f file 


One or more of the keywords described below in "Privileged Capabilities". 

The name of a group defined in the file named /etc/group. The current privileges 
for groupname, if any, are replaced by the specified privileges. To retain prior 
privileges, they must be respecified. 

Specify global privileges that apply to all groups. The current privileges, if any, are 
replaced by the specified privileges. To retain prior privileges, they must be 
respecified. 

If no privileges are specified, delete all privileges for all groups, including global 
privileges. 

If one or more privileges are specified, delete the specified privileges from the current 
privilege lists of all groups, including the global privilege list, but do not delete 
unspecified privileges. 

Set the privileges according to entries in the file file. This file is usually 
/etc/privgroup. The entry formats are described below in "Group Privileges File 
Format". 


Privileged Capabilities 

Thefollowing system capabilities can be granted to groups: 

CHOWN Can usechownO tochangefileownerships(seechown(2)). 

LOCKRDONLY Can use lockf () to set locks on files that are open for reading only (see lockf(2)). 


MLOCK 

RTPRIO 

RTSCHED 

SERIALIZE 

SETRUGID 


Can use plock () to lock process text and data into memory, and the shmctl () 
SHM_LOCK function to lock shared memory segments (see plock(2) and shmctl (2)). 

Can use rtprio () to set real-time priorities (see rtprio(2)). 

Can use sched_setparam() and sched_setscheduler () to set POSIX.4 
real-time priorities (see rtsched(2)). 

Can use serialize () to force the target process to run serially with other 
processes that are also marked by this system call (seeserialize(2)). 

Can use setuid() and setgidO to change, respectively, the real user ID and 
real group ID of a process (seesetuid(2) and setgid(2)). 


Group Privileges File Format 

The file specified with the-f option should contain one or more lines in the foil owing formats: 
groupname [privileges] 
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-g [privileges] 

-n [privileges] 

They are described above in "Options and Arguments". 

RETURN VALUE 

setprivgrp exits with one of thefollowing values: 

0 Successful completion. 

>0 Failure. 

AUTHOR 

setprivgrp was developed by FIP. 

FILES 

/etc/group 

/etc/privgroup 

SEE ALSO 

getprivgrp(l), chown(2), getprivgrp(2), lockf(2), plock(2), rtprio(2), rtsched(2), serialize(2), setgid(2), 
setuid(2), shmctl(2), privgrp(4). 
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NAME 

setuname-changemachineinformation 

SYNOPSIS 

setuname [-s name] [-n node] [-t] 

DESCRIPTION 

The setuname command is used to modify the vaiuefor system name and/or the node name by using the 
appropriate option(s). 

The setuname command attempts to change the parameter vaiues in both the running kernei and the 
system configuration to cross reboots. A temporary change affects oniy the running kernei. 

Options 

The setuname command supports thefoiiowing options: 

-s name Changes the system name (e.g., HP-UX) in the sysname fieid of theutsname struc¬ 

ture where name is the new system name and consists of aiphanumeric characters 
and thespeciai characters dash, underbar, and doiiar sign. 

-n node Changes the name in the nodename fieid of the utsname structure where node 
specifies the new node name and consists of aiphanumeric characters and the speciai 
characters dash, underbar, and doiiar sign. 

-t Signifies a temporary change. Thechangewiii not survivea reboot. 

Either or both of the-s or -n options must be given when invoking setuname. 

The size of the name and node is iimited to UTSLEN-1 characters. UTSLEN is defined in 
<sys/utsname. h>. Oniy users having appropriate priviieges can use this command. 

EXAMPLES 

To permanentiy change the system name to HP-UX and the node name to the-node, issue the following 
command: 

setuname -s HP-UX -n the-node 

To temporarily change the system name to SYSTEM and the node name to new-node, issue the foil owing 
command: 

setuname -s SYSTEM -n new-node -t 

SEE ALSO 

uname(l), uname(2). 
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NAME 

showmount - show all remote mounts 

SYNOPSIS 

/usr/sbin/showmount [-a] [-d] [-e] [host] 

DESCRIPTION 

showmount llstsall clients that have remotely mounted a filesystem from host. This Information Is main¬ 
tained by the mountd server on host (see mountd(lM)). The default value for host Is the value returned 
by hostname (see hostname(l)). 

Options 

-a Print all remote mounts In the format 
name: directory 

where hostname Is the name of the client, and directory Is the directory or root of the file system that 
was mounted. 

-d List directories that have been remotely mounted by clients. 

-e Print the list of exported filesystems. 

WARNINGS 

If a client crashes, executing showmount on the server will show that the client still has a file system 
mounted. In other words, the client's entry Is not removed from /etc/rmtab until the client reboots 
and executes: 

umount —a 

Also, If a client mounts thesame remote directory twice, only one entry appears In /etc/rmtab. Doinga 
umount of one of these directories removes thesingleentry and showmount no longer Indicates that the 
remote directory Is mounted. 

AUTHOR 

showmount was developed by Sun Microsystems, Inc. 

SEE ALSO 

hostname(l), exportfs(lM), mountd(lM), exports(4), rmtab(4). 
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NAME 

shutdown - terminate all processing 

SYNOPSIS 

/sbin/shutdown [-h|-r] [-y] [-o] [grace] 

DESCRIPTION 

The shutdown command is part of the HP-UX system operation procedures. Its primary function is to 
terminate all currently running processes in an orderly and cautious manner, shutdown can be used to 
put the system in single-user mode for administrative purposes such as backup or file system consistency 
checks (seefsck(lM)), and to halt or reboot the system. By default, shutdown is an interactive program. 

Options and Arguments 

shutdown recognizes thefollowing options and arguments. 

-h Shut down the system and halt. 

-r Shut down the system and reboot automatically. 

-y Do not require any interactive responses from the user. (Respond yes or no as appropri¬ 

ate to all questions, such that the user does not interact with the shutdown process.) 

-o When executed on the cluster server in a diskless cluster environment, shutdown the 

server only and do not reboot clients. If this argument is not entered the default behavior 
is to reboot all clients when the server is shutdown. 

grace Either a decimal integer that specifies the duration in seconds of a grace period for users to 

log off before the system shuts down, or the word now. The default is 60. If grace is either 
0 or now, shutdown runs more quickly, giving users very littletime to log out. 

If neither -r (reboot) nor -h (halt) is specified, standalone and server systems are placed in single-user 
state. Either -r (reboot) or -h (halt) must be specified for a client; shutdown to single-user state is not 
allowed for a client. See dcnodes(lM), init(lM). 

Shutdown Procedure 

shutdown goes through thefollowing steps: 

• ThePATH environment variableis reset to /usr/bin: /usr/sbin: /sbin. 

• ThelFS environment variableis reset to space, tab, newline. 

• The user is checked for authorization to execute the shutdown command. Only authorized users 
can execute the shutdown command. See FILES for more information on the 
/etc/shutdown. allow authorization file. 

• The current working directory is changed to the root directory (/). 

• All file systems' super blocks are updated; see sync(lM). This must be done before rebooting the 
system to ensure file system integrity. 

• The real user ID is set to that of the superuser. 

• A broadcast message is sent to all users currently logged in on the system telling them to log out. 
The administrator can specify a message at this time; otherwise, a standard warning message is 
displayed. 

• The next step depends on whether a system is standalone, a server, or a client. 

• If the system is standalone, /sbin/rc is executed to shut down subsystems, unmount file 
systems, and perform other tasks to bring the system to run level 0. 

• If the system is a server, the optional -o argument is used to determine if all clients in the 
cluster should also be rebooted. The default behavior (command line parameter -o is not 
entered) is to reboot all clients using /sbin/reboot; entering -o results in the server 
only being rebooted and the clients being left alone. Then /sbin/rc is executed to shut 
down subsystems, unmount file systems, and perform other tasks to bring the system to run 
level 0. 

• If the system is a client, /sbin/rc is executed to bring the system down to run-level 2, and 
then /sbin/reboot is executed. Shutdown to the single-user state is not an allowed option 

for clients. 
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• The system is rebooted or halted by executing /sbin/reboot if the -h or -r option was 
chosen. If the system was not a cluster client and the system was being brought down to single- 
user state, a signal is sent to the init process to change states (see init(lM)). 

DIAGNOSTICS 

device busy 

This is the most commonly encountered error diagnostic, and happens when a particular file system 
could not be unmounted; see mount(lM). 

user not allowed to shut down this system 

User is not authorized to shut down the system. User and system must both be included in the 
authorization file /etc/shutdown. allow. 

EXAMPLES 

I mmediately reboot the system and run HP-UX again: 

shutdown -r 0 

Halt the system in 5 minutes (300 seconds) with no interactive questions and answers: 

shutdown -h -y 300 
Goto run-level s in 10 minutes: 
shutdown 600 


FILES 

/etc/shutdown.allow 

Authorization file. 

The file contains lines that consist of a system host name and the login name of a user who is 
authorized to reboot or halt the system. A superuser's login name must beincluded in thisfilein 
order to execute shutdown. However, if the file is missing or of zero length, the root user 
can run the shutdown program to bring the system down. 

This file does not affect authorization to bring the system down to single-user state for mainte¬ 
nance purposes: that operation is permitted only when invoked by a superuser. 

A comment character, #, at the beginning of a line causes the rest of the line to be ignored (com¬ 
ments cannot span multiple lines without additional comment characters). Blank lines are also 
ignored. 

The wildcard character + can be used in place of a host name or a user name to specify all hosts 
or all users, respectively (see hosts.equiv(4)). 

For example: 

# userl can shut down systemA and systemB 
systemA userl 

systemB userl 

# root can shut down any system 
+ root 

# Any user can shut down systemC 
systemC + 


WARNINGS 

The user name compared with the entry in the shutdown. allow file is obtained using getlogin () 
or, ifthat fails, usinggetpwuidO (seegetlogin(3C) and getpwent(3C)). 

The hostname in /etc/shutdown. allow is compared with the hostname obtained using gethost- 
byname () (see gethostent(3N)). 

shutdown must be executed from a directory on the root volume, such as the/ directory. 

The maximum broadcast message that can be sent is approximately 970 characters. 

When executing shutdown on an NFS diskless cluster server and the -o option is not entered, clients of 
the server will be rebooted. No clients should be individually rebooted or shutdown while the cluster is 
being shutdown. 
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SEE ALSO 

dcnodes(lM), fsck(lM), init(lM), killall(lM), mount(lM), reboot(lM), sync(lM), dcnodes(3X), 
gethcstent(3N), getpwent(3C), hc6ts.equiv(4). 
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NAME 

signamed - send signalstothedomain name server 

SYNOPSIS 

sig_nained [-v] [debug [+] debug-level | diunp | kill | restart I stats I trace] 

DESCRIPTION 

sig_nained sends the appropriate signal to the domain name server /usr/sbin/named. The process 
ID is obtained from /var/run/named.pid or from ps(l) if /var/run/named.pid does not exist. 

Options 

sig_nained recognizes thefollowing options and command-line arguments: 

-V Verify that the name server is running before sending the signal. The verification is 

doneusingps (seeps(l)). 

debug [-H]debug-le/el 

Set the debugging output sent to /var/tmp/named. run to debug-level. If debug¬ 
ging is already on, it is turned off before the debug level is set. If + precedes debug¬ 
le/el, the current debugging level is raised by the amount indicated. If debug-le/el is 
zero, debugging is turned off. 

Signal the name server to dump its database. The database is dumped to 

/var/tmp/named_dump.db. 

Kill the name server process. 

Signal the name server to reload its database. 

Remove the old statistics file, /var/tmp/named. stats. Signal the name server 
to dump its statistics. Show the statistics file on the standard output. 

Toggles tracing of incoming queries to /var/adm/syslog/syslog. log. 


dump 

kill 

restart 

stats 

trace 


AUTHOR 

sig_named was developed by H P. 


FILES 

/var/run/named.pid Process ID 

/var/tmp/named. run Debug output 

/var/tmp/named_dump. db Dump of the name server database 

/var/tmp/named. stats Nameserver statistics data 


SEE ALSO 

kill(l), named(lM). 
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NAME 

smrsh - restricted shell for sendmail 

SYNOPSIS 

smrsh -c command 

DESCRIPTION 

The smrsh program is intended as a replacement for sh for use in the prog mailer in sendmail(lM) 
configuration files. It sharply limits the commands that can be run using the (program syntax of send¬ 
mail in order to improve the overall security of your system. Briefly, even if a "bad guy" can get send¬ 
mail to run a program without going through an alias or forward file, smrsh limits the set of programs 
that he or she can execute. 

Briefly, smrsh limits programs to be in the directory /var/adm/sm.bin, allowing the system adminis¬ 
trator to choose the set of acceptable commands. It also rejects any commands with the characters\, <, >, 
(, ), \r (carriage return), and \n (newline) on the command line to prevent "end run" 

attacks. 

Initial pathnames on programs are stripped, so forwarding to /usr/ucb/vacation, 
/usr/bin/vacation, /home/server/mydir/bin/vacation, and vacation all actually for¬ 
ward to /var/adm/sm.bin/vacation. 

System administrators should be conservative about populating /var/adm/sm.bin. Reasonable addi¬ 
tions are vacation (1), rmail(l), and the like. No matter how brow-beaten you may be, never include any 
shell or shell-like program (such as perl (1)) in the sm.bin directory. Note that this does not restrict the 
use of shell or perl scripts in the sm.bin directory (using the #! syntax): it simply disallows execution of 
arbitrary programs. 

FILES 

/var/adm/sm.bin Directory for restricted programs 

SEE ALSO 

sendmail(lM). 
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NAME 

snmpd, snmpdm- Simple Network Management Protocol (SNMP) Daemon 

SYNOPSIS 

/usr/sbin/snmpd [-a] [-authfail ] [-C contact] [-Contact contact] [-h] [-help] 

[-L location] [-Location location] [-1 logfile] [-logfile logfile] [-m logmask] 

[-mask logmask] [-n] [-P portnum] [-Port portnum] [-sys description] 

[-sysDescr description] 

/usr/sbin/snmpd [-e extendFile] 

/usr/sbin/snmpdm [-a] [-authfail] [-C contact] [-Contact contact] [-h] [-help] 

[-L location] [-Location location] [-1 logfile] [-logfile logfile] [-m logmask] 

[-mask logmask] [-n] [-P portnum] [-Port portnum] [-sys description] 

[-sysDescr description] 

DESCRIPTION 

The Master SNMP Agent (/usr/sbin/snmpdm) and the collection of subAgents 
(/usr/sbin/mib2agt, /usr/sbin/hp_unixagt, ...) that would attach to the Master Agent collec¬ 
tively form a single SNMP Agent. The SNMP Agent accepts SNMP Get, GetNext and Set requests from an 
SNMP Manager which cause it to read or write the Management I nformation Base (MIB). TheMlB objects 
are instrumented by the subAgents. 

The Master Agent can bind to three kinds of subAgents, namely, 

• Loosely coupled subAgents or separate process subAgents which open IPG communication channels to 
communicate with the Master Agent, 

• Shared library subAgents which aredynamically linkablelibraries, 

• Remotely coupled subagents which could run on a different processor or operating system and com¬ 
municate with the Master Agent usingTCP. 

Options 

The Master agent /usr/sbin/snmpdm and the script /usr/sbin/snmpd recognize the following 
command lineoptions: 

-authfail 

-a Suppress sending authenticationFailure traps. 

-Contact contact 

-C contact Specify the contact person responsible for the network management agent. This 
option overrides the contact person specified in the Master Agent configuration file 
/etc/SnmpAgent. d/snmpd. conf. It does not alter the value specified in the 
file. By default, the agent's contact is a blank string. To configure the agent's contact, 
add the contact after the word contact: in the configuration file 
/etc/SnmpAgent .d/snmpd. conf or use the -C option. 

-e extendFile This option is provided for backward compatibility with the pre-emanate snmpd.ea 
extensible SNMP agent. It is applicableonly to the script /usr/sbin/snmpd, and 
only if the EMANATE extensible agent is installed. It is installed if the file 
/usr/sbin/extsubagt exists. This option causes the extsubagt to use the com¬ 
mand line specified extendFile instead of the default file 

/etc/SnmpAgent. d/snmpd. extend to add user defined MIB objects to the 
SNMP agent. 

-help 

-h Display command lineoptions and log mask values. 

-Location location 

-L location Specify the location of the agent. This option overrides the location specified in 
/etc/SnmpAgent. d/snmpd. conf. It does not alter the value in 

/etc/SnmpAgent. d/snmpd. conf. By default, the agent's location is a blank 
string. To configure the agent's location, add the location to 
/etc/SnmpAgent. d/snmpd. conf or use the -L option. 

-logfile logfile 
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-1 logfile Use the logfile for logging rather than the default logfile, /var/adm/snmpd. log. 
A value of - will direct loggingtostdout. 

-mask logmask 

-m logmask Sets the initial logging mask to logmask. The logmask option may not be used in the 
agent start up scripts. This option should be used only while debugging the agent. 
See the SNMP Agent Logging section for valid values of logmask and for other 
details. 

-n Normally snmpdm puts itself into the background as if the command was terminated 

with an ampersand(&). This option inhibits that behavior and makes the agent run in 
the foreground. 

-Port portnum 

-P portnum Specify the UDP port number that the agent will listen on for SNMP requests. The 
default is port 161. The value can also be specified in /etc/services. Only the 
super-user can start snmpdm and only one snmpdm can execute on a particular UDP 
port. 

-sysDescr description 

-sys description 

Allows the user to specify the value for the system. sysDescr MIB object. The for¬ 
mat is a text string enclosed in quotes. This option overrides the sysDescr specified 
in /etc/SnmpAgent. d/snmpd. conf . For example, 

snmpdm -sys "nsmdl, test system" 


SNMPvl Security 

An SNMP Manager application can request to read a MIB value availableat an agent by issuing an SNMP 
GetRequest, or a manager application may request to alter a MIB value by issuing an SNMP SetRequest. 
Each SNMP request is accompanied by a community name, which is essentially a password that enables 
SNMP access to MIB values on an agent. 

Note, the agent does not respond to any SNMP requests, including GetRequests, if no community name is 
configured in /etc/SnmpAgent. d/snmpd. conf. To configure the agent to respond to GetRequests 
accompanied by a specific community name, add the community name as a get-community-name to 
the configuration file. By default the get-community-name isset to public inthefile. Fordetailson 
this configuration file see the snmpd.conf(4) manual page. 

By default, the agent does not allow managers to alter MIB values (it returns errors for SNMP SetRe- 
quests). To configure the agent to respond to SNMP SetRequests (AND GetRequests), add a set- 
community-name to the file /etc/SnmpAgent. d/snmpd. conf. 

SNMPv2c 

Simple Network Management Protocol Community based Version 2 (SNMPv2) is supported in this version 
of the SNMP Agent. 

Traps 

The agent also sends information to a manager without an explicit request from the manager. Such an 
operation is called a trap. By default, SNMP traps are not sent to any destination. To configure the agent 
to send traps to one or more specific destinations, add the trap destinations to 

/etc/SnmpAgent.d/snmpd.conf. 

Then Master Agent (snmpdm) and the M IB-2 subAgent (mib2agt) collaborate to send the foil owing SNMP 
traps: 

coldstart Sends a coldStart trap when the SNMP Agent is invoked. 
linkDown Sendsa linkDown trap when an interface goes down, 
linkup Sendsa linkUptrap when an interfacecomes up. 

authenticationFailure 

Sends an authenticationFailure trap when an SNMP request is sent to the agent with 
a community name that does not match any community names the agent is configured 
to work with. 
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SNMP Agent Logging 

The SNMP Agent provides the capability to log various types of errors and events. There are three types of 
logging: Errors, Warnings and Traces. 

Log Masks 

Log masks enable the user to specify the particular classes of messages that should be logged to 
/var/adm/snmpd. log or logfile. There are three different ways in which you can specify the logmask 
that you want. They are: (1) decimal number, (2) hex number, or (3) text string. The three may not be used 
in combination. 

To select multiple output types do the following. For decimal or hex format simply add the individual log- 
mask values together and enter that number. When entering strings, place multiple strings on the same 
line, space separated, without quotes. 


LOG MASK VALUES 

FUNCTION Decimal Hex String 


Log factory trace messages 8388608 0x00800000 FACTORY_TRACE 

Log factory warning messages 268435456 0x10000000 FACTORY_WARN 

Log factory error messages 536870912 0x20000000 FACTORY_ERROR 

For example, to turn on error log messages: 

decimal format: snmpdm -m 536870912 

hex format: snmpdm -m 0x20000000 

string format: snmpdm -m FACTORY_ERROR 

Using -m or -mask logmask command line options might cause the master agent to run in the foreground 
and the agent would not daemonize. This could potentially cause system hang during boot times if any of 
these options were added to the start up scripts, since the boot up environment might wait indefinitely for 
the agent to daemonize. So it is adviced not to add these command line options to the start up scripts but 
use these options only during an agent debug session. 

Supported MIB Objects 

The Management Information Base (MIB) is a conceptual database of values MIB (objects) on the agent. 
The Master SNMP Agent implements a small number of MIB objects but most MIB objects are imple¬ 
mented by subAgents that attach to the Master Agent. See /opt/OV/snmp_mibs/ on systems with 
OpenView products installed for definitionsof particularMlB objects. 

This version of the SNMP Agent includes three subAgents, /usr/sbin/mib2agt, and 
/usr/sbin/hp_unixagt which implement the MIB-2 and hp-unix MIBs respectively, and the third 
/usr/sbin/trapdestagt which is used in configuring destinations for the agent's traps. The MIBs 
for the subagents mib2agt and hp_unixagt are described in /opt/OV/snmp_mibs/rfcl213-MlB-ll 
and /opt/OV/snmp_mibs/hp-unix on systems with OpenView products installed. 

The MIB-2 subAgent supports most of the objects in RFC1213. TheEGP group is not supported. The hp- 
unix subAgent supports most of the objects in the hp-unix MIB. 

DEPRECATED MIBS 

The ieee8023MacMlB group corresponding to the foil owing 01D is no longer supported: 

pr i vate(4). enter pri ses( l).hp(ll).nm(2).i nterface(4). i eee8023M ac( 1) 

ThisMiB group is replaced with the "Ether-Likef MIB group (RFC1398) which corresponds to 01D: 
mgmt(2).mib-2(l).transmission(10).dot3(7) 

SNMP Agent Startup 

The SNMP Agent startup mechanism is built upon the System V.4 file system paradigm. The startup 
script, /etc/netmanrc, which was used in previous releases of the SNMP Agent is no longer used. 

Automatic Startup 

As installed, the SNMP Master Agent and all subAgents should startup automatically each time the system 
re-boots or any time the system transitions from run level 1 to run level 2. When the system enters run 
level 2 the operating system will execute /sbin/init. d/SnmpMaster which will startup the Master 
Agent. Similarly, the operating system invoked /sbin/init. d/SnmpMib2, 
/sbin/init. d/SnmpHpunix and /sbin/init. d/SnmpTrpDst will startup the M I B2, HP Unix 
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and Trap Dest subAgents respectively immediately after the Master Agent is started. 

Prior to executing these startup scripts the system will examine all scripts in /etc/rc. config.d for 
environment variables which could potentially influence the startup of the Master Agent and each 
subAgent. See the particular startup script or configuration file for details on supported environment vari¬ 
ables. The user should never modify scripts in /sbin/init.d. Instead the startup behavior should be 
controlled by adjusting values in the appropriate configuration script in /etc/rc. config.d. 

Manual Startup 

There are two ways to start the SNMP Agent manually. The first way is to execute sninpdm and then 
start each subAgent. Separate process subAgents are started by invoking the particular subAgent execut¬ 
ables. 

The second and simplest way to start the SNMP Agent manually is to execute the snmpd startup script 
which will invoke the Master Agent and all subAgents who have been installed and designed to operate in 
this paradigm. The snmpd script is layered upon the V.4 startup paradigm and so makes use of the com¬ 
ponent startup scripts in /sbin/init.d and configuration scripts in /etc/rc. config.d. When 
snmpd is invoked it starts /usr/sbin/snmpdm, passes all its command line arguments to it and then 
executes each script (S*) found in /sbin/SnmpAgtStart. d. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages appear. If LANG is not specified or is set to the empty 
string, a default of "C" (see lang(5)) is used instead of LANG. If any internationalization variablecontains 
an invalid setting, snmpdm behaves as if all internationalization variables are set to "C." See environ(5). 
Many SNMP Agent log messages are only availablein English. 

International Code Set Support 

Supports single-byte character code sets. 

AUTHOR 

snmpd was developed by HP, Massachusetts Institute of Technology and SNMP Research. 

FILES 

/usr/sbin/snmpd 
/usr/sbin/snmpdm 
/usr/sbin/mib2agt 
/usr/sbin/hp_unixagt 
/usr/sbin/trapdestagt 
/etc/SnmpAgent.d/snmpd.conf 
/var/adm/snmpd.log 
/opt/OV/snmp_mibs/ 

/sbin/SnmpAgtStart.d/ 

SEE ALSO 

snmpd. conf (4). 

RFC 1155, RFC 1157, RFC 1212, RFC 1213, RFC 1231, RFC 1398. 
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NAME 

softpower - determine if softpower hardware is instaiied on thesystem 

SYNOPSIS 

/sbin/softpower 

DESCRIPTION 

The softpower command determines whether a software controiied power switch is instaiied on the sys¬ 
tem. 

RETURN VALUE 

softpower returns thefoiiowing vaiues: 

0 Softpower hardware detected on thesystem. 

1 Softpower hardware was not detected on the system. 

2 The command faiied becauseit is being run on an eariier version of HP-UX that does not support 
the appropriate sysconf caii. 

AUTHOR 

softpower wasdeveioped by HP. 

SEE ALSO 

sysconf(2). 
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NAME 

spd - set physical drive parameters on an HP SCSI disk array 

SYNOPSIS 

spd [-a] [-c] [-d] [-f] [-r] [-x] [-M] drive device_file 

DESCRIPTION 

spd changes the status of a drive on an HP SCSI disk array associated with device file device_file. 

Options 

-a 

-c 

-d 
-f 


-r 


—X 


-M 


drive 


RETURN VALUE 

spd returns thefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• spd 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by spd: 

usage: spd <-a | -c | -d | -f | -r | -x> <-M> <cXiY> <special> 

An error in command syntax has occurred. Enter command again with all required arguments, in the 
order shown. 

spd: device busy 

To ensure that spd does not modify a disk array that is being used by another process, spd 
attempts to obtain exclusive access to the disk array. If the disk array is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message is 
returned by the driver. To eliminate the "device busy" condition, determine what process has the 
device open. I n the case of LVM, it is necessary to deactivate the volume group containing the array 
before configuri ng the array (see vgchange(lM)). 

spd: Arg out of range 

One of the arguments has exceeded its maximum or minimum size, or isincorrect inform. Check the 


Add drive. Adds a drive to the set of drives known by the controller. 

Clear the warning, or "failed disk" error status. Parity checking via sen must be 
performed immediatelyfollowingthisoperation. SeeWARNiNG. 

Deletedrive. Deletes a drive from the set of drives known by the controller. 

Fail drive. Marks the drive as failed, and may place the lun(s) residing on it in a 
dead or degraded state, depending on raid level, and the presence of other failed 
drives in thetUN. 

Replace drive. Marks the drive as replaced, which instructs the controller to start 
reconstructing theLUN(s) associated with this replaced drive. 

Replace and format drive. Marks a drive as replaced, and instructs the controller to 
physically format the drive before start! ngtUN reconstruction. 

Force the selected option. By altering the state of individual disk mechanisms con¬ 
tained within a disk array, the state of configured lun devices may also be altered. 
For example, if thedisk array hasa lun configured intoa raid 5 configuration, and one 
of the disk mechanisms used to create the lun is in a failed state, the disk array 
will be operating in a degraded mode. If the user selected the fail drive option on 
one of the functioning disk mechanisms of the lun, the state of the lun would be 
changed from degraded to dead, spd will warn the user of any significant change 
in LUN state resulting from their selected option. The -M option suppresses these 
warnings and performs the selected operation. 

Specified in theform cXiY , whereX (a decimal number) represents thescsi channel 
number, and Y (a decimal number) represents the SCSI-id number of thedisk drive. 
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size and form of each argument. 

spd: LUN does not exist 

The addressed LUN isnot configured, andthusisnot known to the array controiier. 

spd: LUN # too big 

The LUN number, which is derived from the device fiie name, is out of range. 

spd: Not a raw file 

Utiiities must beabietoopen the device fiie for raw access. 

spd: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

spd: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

E rror messages generated by system calls: 

spd uses thefollowing system calls: 

malloc() , free() , stat() , open() , close(),read(),write(),andioctl(). 

Documentation for these hp-ux system calls contains information about the specific error conditions associ¬ 
ated with each call, spd does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

Thefollowing command clears the failed state of the drive at id 3 on channel 2 on the HP SCSI disk array 
/dev/rdsk/c2t6d0 on a series 700. The -M option must be selected to suppress warning messages. 
The sen operation must be performed immediately to ensure accurate data parity information. 

spd -c -M c2i3 /dev/rdsk/c2t6d0 
sen /dev/rdsk/c2t6d0 

To add the drive at id 3 on channel 2 to the set of drives the array controller knows about on the HP SCSI 
disk array /dev/rdsk/o2t6d0 on a series 700: 

spd -a c2i3 /dev/rdsk/o2t6d0 

To delete the drive at id 3 on channel 2 from the set of drives the array controller knows about on the HP 
SCSI disk array /dev/rdsk/o2t6d0 on a series 800: 

spd -d c2i3 /dev/rdsk/o2t6d0 

To mark the drive at id 3 on channel 2 as failed, thus rendering any redundant raid mode lun (s) residing 
on it as dead or degraded, on theHP SCSI disk array /dev/rdsk/o2t6d0 on a series 700: 

spd -f -M c2i3 /dev/rdsk/o2t6d0 

To mark the drive at id 3 on channel 2 as replaced, thus initiating the reconstruction of any redundant 
RAID modeLUN (s) residing on it, on theHP SCSI disk array /dev/rdsk/c2t6d0 on a series 700: 

spd -r b2a3 /dev/rdsk/c2t6d0 


NOTE 

Failing a drive on a raid_0lun will leaveit with an "optimal" lun status, even though the controller will no 
longer access thefailed driveand its data. 

WARNING 

Clearing a "failed" disk status might leave the array with inconsistent parity. This can lead to corrupted 
data if the array lun ever operates in "degraded" state. Parity scan and repair must be performed immedi¬ 
ately after clearing the "failed" state of a disk array. 

DEPENDENCIES 

The FI P C2425 and FIP C2427 disk arrays are only supported on Series 700 systems running FIP-UX version 
9.0X. 
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The HP C2430 disk array is supported on Series 700 and 800 systems running HP-UX versions 9.OX and 
10. OX. 

AUTHOR 

spd was deveioped by H p. 


Section lM-684 


-3 


HP-UX Reiease 11.0: October 1997 


spray(lM) 


spray(lM) 


NAME 

spray - spray packets 

SYNOPSIS 

/usr/sbin/spray hc6t [-c count] [-1 length] 

DESCRIPTION 

spray sends a one-way stream of packets to host using RPC, then reports how many were received by 

host and what the transfer rate was. The host name can be either a name or an i nternet address. 

Options 

spray recognizes thefollowing options and command-line arguments: 

-c count Specifies how many packets to send. The default value of count is the number of 
packets required to makethetotal stream size 100000 bytes. 

-1 length The number of bytes in the Ethernet packet holding the RPC call message. Sincethe 
data is encoded using XDR, and XDR only deals with 32-bit quantities, not all values 
of length are possible. The spray command rounds up to the nearest possible value. 
When length is greater than the size of an Ethernet packet, the system breaks the 
datagram into multiple Ethernet packets. The default value of length is 86 bytes (the 
size of the RPC and U DP headers). 


AUTHOR 

spray was developed by Sun Microsystems, I nc. 

SEE ALSO 

ping(lM), sprayd(lM). 
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NAME 

sprayd - spray server 

SYNOPSIS 

/usr/lib/netsvc/spray/rpc. sprayd [-1 log file] [-e|-n] 

DESCRIPTION 

sprayd is an RPC server that records the packets sent by spray from another system (seespray(lM)). 
inetd invokes sprayd through /etc/inetd.conf (seeinetd(lM)). 

Options 

sprayd recognizes thefollowing options and command-line arguments: 

-1 log file Log any errors to the named log file, log file. Errors are not logged if the -1 option 
is not specified. 

I nformation logged to the file includes date and time of the error, host name, process 
id and name of the function generating the error, and the error message. Note that 
different services can share a single log file since enough information is included to 
uniquely identify each error. 

-e Exit after serving each RPC request. Using the -e option, the inetd security file 

/var/adm/inetd. sec can control access to RPC services. 

-n Exit only if 

• portmap dies (see portmap(lM)), 

• Another rpc. sprayd registers with portmap, or 

• rpc. sprayd becomes unregistered with portmap. 

The -n option is more efficient because a new process is not launched for each RPC request, -n is the 
default. 

AUTHOR 

sprayd was developed by Sun Microsystems, I nc. 

SEE ALSO 

inetd(lM), spray(lM), portmap(lM), inetd.conf(4), inetd.sec(4), services(4). 
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NAME 

sss - set spindle sync state of drives in an HP SCSI disk array 

SYNOPSIS 

sss -d [drivejist] de(/ice_file 
sss -on [-s] [drivejist] device_file 
sss -off [drivejist] de(/ice_file 

DESCRIPTION 

sss displays or changes the spindle synchronization state of the disk drives in the HP SCSI disk array 
associated with device file device_file. Though device_file is the name of a device file corresponding to a 
LUN, sss operates (by default) on all disk drives physically connected to the array controller, without 
regard to the drives' LUN ownership. Even if multiple LUNs (or sub-LUNs) are present, sss should be 
directed to only one of them (that is, specify the name of the device file for only one of the LUNs in the 
sss command line). To affect a subset of the physical drives in the array, specify which drives to affect in 
drivejist. 

Options 

-d 


-on 


-off 

-s 


drive list 


RETURN VALUE 

sss returnsthefollowingvalues: 

0 Successful completion. 

-1 Command failed (an error occurred). 

DIAGNOSTICS AND ERRORS 

Errors can originate from problems with: 

• sss 

• SCSI (device level) communications 

• system cal Is 

E rror messages generated by sss: 

usage: sss <-d | -on [-s] | -off> [cXiY,...] <special> 

sss encountered an error in command syntax. Enter the command again with the required argu¬ 
ments, in the order shown. 

sss: Arg out of range 

One of the arguments has exceeded its maximum or minimum size, or isincorrect inform. Check the 
size and form of each argument. 

sss: device busy 

To ensure that sss does not modify a disk array that is being used by another process, sss 


Display only. Displays the current spindle synchronization status. This has two 
components: the drive's master or slave status and its state of spindle synchroniza¬ 
tion (on or off). 

Sync on. Enables spindle synchronization: one drive is designated master and the 
rest are designated slaves, unless the -s "slave only" tag is present, in which case 
all designated drives will be slaves. If only one drive is designated, it will be a mas¬ 
ter. 

Sync off. Disables spindle synchronization. 

Slave only. Only used with the -on option. Make all designated drives slaves. 
This is useful when replacing a drive in a set of drives which already have spindle 
synchronization enabled. If you have replaced the master drive, use the -on option 
without -s, and specify the new drive only. 

A list of drives used to specify which drives in the array will be affected by the syn¬ 
chronization operation, drivejist is in theform cXiY , whereX (a decimal number) 
represents the SCSI channel number, and Y (a decimal number) represents the 
SCSI-ID number of the desired drive. Drives names in drivejist are separated by 
commas. If no drivejist is present, sss defaults to all physical drives attached to 
the array controller, regardless of which LUNsthey belong to. 
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attempts to obtain exclusive access to the disk array. If the disk array is already opened by another 
process (for example, LVM — the Logical Volume Manager), a "device busy" error message is 
returned bythedriver. To eliminatethe "device busy" condition, determine what process has the 
device open. I n the case of LVM, it is necessary to deactivate the volume group containing the array 
before configuri ng the spindle sync state of the drives i n the array (see vgchange(lM)). 

sss: LUN # too big 

The LUN number, which is derived from the device file name, is out of range. 

sss: Not a raw file 

sss must beabletoopen the device file for raw access. 

sss: Not an HP SCSI disk array 

The device being addressed is not an HP SCSI disk array. 

sss: Transfer length error 

The amount of data actually sent to or received from the device was not the expected amount. 

SCSI (device level) communication errors: 

Sense data associated with thefailed operation is printed. 

E rror messages generated by system calls: 

sss uses thefollowing system calls: 

malloc(),free(),stat(),open(),close(),read() , write() , and ioctl() . 

Documentation for these HP-UX system calls contains information about the specific error conditions asso¬ 
ciated with each call. sss does not alter the value of errno. The interpretation of errno for printing 
purposes is performed by the system utility strerror () . 

EXAMPLES 

Todisplaythespindlesynchronization statusof drives on HP SCSI disk array /dev/rdsk/c22d0s2 on 
a Series 800: 

sss -d /dev/rdsk/c22d0s2 

Toenablespindlesynchronization on all drives of theHP SCSI disk array /dev/rdsk/c410d313s0 on 
a Series 700: 

sss -on /dev/rdsk/c410d313s0 

The drive on SCSI channel 3 at SCSI ID Oof the HP SCSI disk array /dev/rdsk/c410d313s0 has 
just been replaced. The other drives in the array are synchronized, and the replaced one was a slave. To 
enablespindlesynchronization on the new drive on a Series 700: 

sss -on -s c3i0 /dev/rdsk/c410d313s0 

If, in the replacement scenario above, the replaced drive was the master, to enable spindle synchronization 
and make the new drive a master: 

sss -on c3i0 /dev/rdsk/c410d313s0 
or, alternatively, enablethe whole set again: 
sss -on /dev/rdsk/c410d313s0 

DEPENDENCIES 

This utility is currently supported only on HP C2425, HP C2427, and HP C2430disk arrays. 

AUTHOR 

sss was developed by H P. 
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NAME 

statd - network status monitor 

SYNOPSIS 

/usr/sbin/rpc. statd [-1 log file] 

DESCRIPTION 

statd is an RPC server. It interacts with lockd to provide crash and recovery functions for the iocking 
services on NFS (see iockd(lM)). 

Options 

statd recognizes thefoiiowing options and command-iinearguments: 

-1 iog fiie Log any errors to the named iog fiie, iog fiie. Errors are not iogged if the-1 option is not 
specified. 

I nformation iogged to the fiie inciudes date and time of the error, host name, process id and 
name of the function generating the error, and the error message. 


FILES 

/var/statmon/sm/* 

/var/statmon/sm.bak/* 

/var/statmon/state 

WARNINGS 

Changes in status of a site are detected oniy upon startup of a new status monitor and iock daemon. 

AUTHOR 

statd was deveioped by Sun Microsystems, I nc. 

SEE ALSO 

fcnti(2), iockf(2), signai(2), iockd(lM), sm(4). 
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NAME 

strace- write STREAMS event trace messages to standard output 

SYNOPSIS 

strace [ mod sub pri ] ... 

DESCRIPTION 

strace gets STREAMS event trace messages from STREAMS drivers and moduies via the STREAMS iog 
driver (strlog (7) ), and writes these messages to standard output. By defauit, strace without argu¬ 
ments writes aii STREAMS trace messages from aii drivers and moduies. strace with command-iine 
arguments iimits the trace messages received. 

The arguments, which must be specified in groups of three, are: 

mod Specifies the STREAMS moduie identification number from the streamtab entry, 
sub Specifies a subidentification number (often corresponding to a minor device). 

pri Specifies a tracing priority ievel. strace gets messages of a ievei equai to or iess than the 
vaiuespecified by pri. Oniy positive integer vaiuesareaiiowed. 

Thevaiue all can be used for any argument in the strace command iine to indicate that there are no 
restrictions for that argument. 

Muitipiesets of the three arguments can be specified to obtain the messages from more than one driver or 
moduie. 

Oniy one strace process can open theSTREAMS iog driver at a time. 

When strace is invoked, the iog driver compares the sets of command iine arguments with actuai trace 
messages, returning oniy messages that satisfy the specified criteria. 

STREAMS event trace messages havethefoiiowingformat: 

seq time tick pri indmod subtext 
Components are i nterpreted as foiiows: 
seq Trace event sequence number, 
time Time the message was sent expressed in hh:mm:ss. 
tick Time the message was sent expressed in machine ticks sincethe iast boot. 

pri Tracing priority ievei as defined by the STREAMS driver or moduie that originates the mes¬ 
sages. 

ind Can beany combination of thefoiiowing three message indicators: 

E The message has aisobeen saved in theerror iog. 

F The message signaied a fatai error. 

N The message has aiso been maiied to thesystem administrator, 
mod Moduie identification number of the trace message source, 
sub Subidentification number of the trace message source, 
text Trace message text. 
strace runs untii terminated by the user. 

EXAMPLES 

Dispiay aii trace messages received from the driver or moduie identified by mod 28: 

strace 28 all all 

Dispiay trace messages of any tracing priority ievei from the driver or moduie identified by mod 28 and its 
minor devices identified by the sub 2, 3, or 4: 

strace 28 2 all 28 3 all 28 4 all 

Dispiay the trace messages from the same driver or moduie and subs but iimit the priority ieveis to 0 for 
subs 2 and 3; 1 for sub 4, driver or moduie 28: 
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strace 28 2 0 28 3 0 28 4 1 

WARNINGS 

Running strace with severai sets of arguments can impair STREAMS performance, particuiariy for 
those moduies and drivers that are sending the messages. 

Aiso be aware that strace may not be abie to handie a iarge number of messages. If drivers and 
moduies return messages to strace too quickiy, some may be iost. 

FILES 

/usr/lib/nls/msg/C/strace . cat NLS cataiog for strace. 

SEE ALSO 

strciean(lM), strerr(lM), striog(7). 
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NAME 

strchg, strconf - change or query stream configuration 

SYNOPSIS 

strchg -h modulel[, module2]... 

strchg -p [ -a|-u module] 

strchg -f file 

strconf 

strconf -t 

strconf -m module 

DESCRIPTION 

The strchg and strconf commands are used to change or query the configuration of the stream associ¬ 
ated with the user’s standard input. The strchg command pushes modules on and/or pops modules off 
the stream. The strconf command queries the configuration of the stream. Only the superuser or 
owner of a STREAMS device may alter the configuration of that stream. 

strchg Options 

The strchg command uses thefollowing options: 

-h modulelf,moduli] ... 

strchg pushes modules onto a stream. The modules are pushable STREAMS 
modules as defined by modulel, module2, and so on. The modules are pushed in 
order. That is, modulel is pushed first, module2 is pushed second, etc. 

-p With the-p option alone, strchg pops the topmost module from the stream. 

-a With the-p and -a options, all the modules above the topmost driver are popped. 

-u module With the -p and -u module options, all modules above but not including module are 

popped off the stream. 

The-a and -u options are mutually exclusive. 

-f file The user can specify a file that contains a list of modules representing the desired 

configuration of the stream. Each module name must appear on a separate line where 
the first name represents the topmost module and the last name represents the 
module that should be closest to the driver. The strchg command will determine 
the current configuration of the stream and pop and push the necessary modules in 
order to end up with the desired configuration. 

The-h, -f, and -p options are mutually exclusive. 

strconf Options 

I nvoked without any arguments, strconf prints a list of all the modules in the stream as well as the top¬ 
most driver. The list is printed in one name per line where the first name printed is the topmost module on 
the stream (if one exists) and the last item printed is the name of the driver. 

The strconf command uses thefollowing options: 

-t Only thetopmost module (if one exists) is printed. 

-m module strconf checks if the named module is present on the stream. If so, strconf prints 
the message, yes, and returns zero. If not, strconf prints the message, no, and 
returns a non-zero value. 

The-t and -m options are mutually exclusive. 

Notes 

If the user is neither the owner of the stream nor the superuser, the strchg command will fail. If the 
user does not have read permissions on the stream and is not the superuser, the strconf command will 
fail. 

If modules are pushed in the wrong order, one could end up with a stream that does not function as 
expected. For ttys, if the line discipline module is not pushed in the correct place, one could have a termi¬ 
nal that does not respond to any commands. 
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DIAGNOSTICS 

strchg returns zero on success. It prints an error message and returns non-zero status for various error 
conditions, inciuding usage error, bad moduie name, too many moduies to push, faiiureof an ioctl on the 
stream, or faiiureto open fiiefrom the-f option. 

strconf returns zero on success (for the -m or -t option, "success" means the named or topmost moduie 
is present). It returns a non-zero status if invoked with the -m or -t option and the moduie is not 
present. It prints an error message and returns non-zero status for various error conditions, inciuding 
usage error or faiiureof an ioctl on the stream. 

EXAMPLES 

The foiiowing command pushes the moduie Idterm on the stream associated with the user's standard 
input: 

strchg -h Idterm 

The foiiowing command pops the topmost moduiefrom the stream associated with /dev/term/24 . The 
user must betheowner of this device or be superuser. 

strchg -p < /dev/term/24 
If thefiie, fileconf, containsthefollowing: 

compat 

Idterm 

ptem 

then the command 

strchg -f fileconf 

will configure the user's standard input stream so that the module ptem is pushed over the driver, followed 
by Idterm and compat closest to the stream head. 

The strconf command with no arguments lists the modules and topmost driver on the stream. For a 
stream that only has the module Idterm pushed above the ports driver, it would produce the following 
output: 

Idterm 

ports 

The following command asksif Idterm Ison thestream: 
strconf -m Idterm 

and produces the foil owing output while returning an exit status of 0: 

yes 


FILES 

/usr/lib/nls/msg/C/strchg. cat N LS catalogs 

/usr/lib/nls/msg/C/strconf. cat N LS catalogs 

SEE ALSO 

Stream! 0(7). 
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NAME 

strclean - remove outdated STREAMS error log files 

SYNOPSIS 

strclean [-d logdir] [-a age] 

DESCRIPTION 

strclean cleans the STREAMS error logger directory of log files (error, mm-dd) that contain error 
messages sent by the STREAMS log driver, strlog(7). If the -d option Is not used to specify another direc¬ 
tory, strclean removes error log files In the /var/adm/streams directory. If the -a option Is not 
used to specify another age, strclean removes error log files that have not been modified in three days. 

Options 

strclean recognizes thefollowing options and command-line arguments: 

-d logdir Specifies a directory for the location of the STREAMS error log files to be removed If this Is 
not thedefault directory /var/adm/streams. 

-a age Specifies a maximum age in days for the STREAMS error log files if this not the default age 

of 3. Thevalueof age must bean Integer greater than or less than 3. 

EXAMPLES 

Remove day-old error log files from a directory called /tmp/streams : 
strclean -d /tmp/streams -a 1 

FILES 

/var/adm/streams/error.mm-dd One or more error log file or files on which 

strclean operates. The mm-dd In the filename 
Indicates the month and day of the messages con¬ 
tained In thefile. 

/usr/lib/nls/msg/C/strclean. cat N LS catalog for strclean. 

SEE ALSO 

strerr(lM), strlog(7). 
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NAME 

strdb- STREAMS debugging tool 

SYNOPSIS 

strdb [ system ] 

DESCRIPTION 

strdb symbolically displays the contents of various STREAMS data structures. The argument system 
allows substitutes for the default /stand/vmunix. strdb can only handle a 32-bit kernel actually 
running on a system. For crash dumps and for 64-bit kernels, use the q4 debugger. 

strdb runs in two modes, STREAMS subsystem and primary. STREAMS subsystem commands report 
the status of open streams. Primary commands display STREAMS data structures. 

In atypical strdb session, you will dothefollowing: 

• Run strdb. When strdb starts up, you are in primary mode. 

• Execute the : S command to enter STREAMS subsystem mode. 

• Enter STREAMS subsystem commands such as s, d, and la to find the open stream you want to 
examine. 

• Enter theqh command to select a stream and display the stream head read queue. This command 
returns you to primary mode. 

• Enter primary mode navigation keys to display fields in the stream head read queue, and traverse 
the rest of the stream's queues. 

The foil owing commands are aval lablein primary mode. 

Display a help menu for primary mode. 

Exit from strdb. 

Exit from strdb. 

If logging is enable, dump current screen to log file 
Refresh the screen. 

Disable data structure stacking. By default data structure stacking is turned on. 
When stacking is on, strdb pushes each structure it displays onto a stack so that 
it can be reviewed later. See "P and other stack commands described below. 

Re-enabledata structure stacking. By default data structure stacking isturned on. 
The :u command turns it off. When stacking is on, strdb pushes each structure 
it displays onto a stack so that it can be reviewed later. See "P and other stack 
commands described below. 

:1 name o| c If the o option is specified, open a log file, name, and start logging. Alternatively if 
the c option is specified, close a log file, name, and stop logging. 

: S Enter STREAMS subsystem mode. 

navigation key Display the field specified by navigation key in the currently displayed data struc¬ 
ture. strdb provides different navigation keys for each STREAMS data struc¬ 
ture. Each key indicates a particular field in the data structure to display. The 
navigation keys for STREAMS data structures are described after the STREAMS 
subsystem commands below. 

Display a help menu for the displayed data structure's navigation keys. 

Update the displayed data structure with new values from /dev/kmem on a run¬ 
ning system. 

Pop the displayed data structure off the data structure stack, and display the data 
structure now at the top of the stack. 

Mark the displayed data structure. Later the data structure stack can be popped 
back to this structure using "U as described below. 

Pop the data structure stack back to a structure marked with :m, and display this 
structure. 
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Transpcse the top two data structure stack entries. Unlike "P, this command 
allows the data structure on the top of the stack to be saved for later viewing. 

:b addr [ len ] Display len bytes of binary data at address addr. The default for len is 256. 

:x name addr 

Display structure name located at address addr. 

:x ? Display the structure names accepted by :x. 

The following commands are availablein STREAMS subsystem mode. 

Display a help menu for STREAMS subsystem mode. 

Display a help menu for STREAMS subsystem mode. 

Exit from STREAMS subsystem mode to primary mode. 

Print the version of STREAMS data structures displayed. 

If the d option is specified, list the STREAMS drivers included in the kernel 
S800 or dfile file. Alternatively if the m option is specified, list the included 
modules. 

List all open streams for device name The name is one of those shown by the s 
command. 

List all modules pushed on the stream for device name and minor minor. 

List all drivers linked under the multiplexor name with minor minor. 

List all drivers persistently linked under the multiplexor name with minor minor. 
Write the q_count values for the driver nameintofile, file. 

Display the streams head read queue for the STREAMS driver name and minor 
minor. This command returns the user to primary mode. 

strdb provides different navigation keys for each STREAMS data structure it displays. Each key indi¬ 
cates a particular data structure field to display. The navigation keys for each STREAMS data structure 
are described in thefollowing paragraphs. 

The navigation keys for the STREAMS queue structure are: 

i Displaysthe q_init structure pointed to by the q_qinfo field, 

m Displaysthe msgb structure pointed to by the q_first field, 

z Displaysthe msgb structure pointed to by the q_last field, 

n Displaysthe queue structure pointed to by the q_next field. 

1 Displaysthe queue structure pointed to by the q_link field, 

b Displaysthe qband structure pointed to by the q_bandp field, 

o Displaysthe queue structure pointed to by the q_other field. 

The navigation keys for the STREAMS qinit structure are: 

i Displaysthe module_info structure pointed to by the qi_minfo field, 

s Displaysthe module_stat field pointed to by the qi_mstat field. 

The navigation keys for the STREAMS msgb structure are: 

n Displaysthe msgb structure pointed to by the b_next field, 

p Displaysthe msgb structure pointed to by the b_prev field, 

m Displays the data pointed to by the b_rptr field, 

c Displaysthe msgb structure pointed to by the b_cont field, 

d Displaysthe datab structure pointed to by the b_datap field. 

The navigation keys for the STREAMS datab structure are: 

d Displaysthe a_datab structure pointed to by the db_f field. 
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The navigation keys for the STREAMS qband structure are: 

n Dispiaysthe qband structure pointed to by the qb_next fieid. 

f Dispiaysthe msgb structure pointed to by the qb_first fieid. 

1 Dispiaysthe msgb structure pointed to by the qb_last fieid. 

AUTHOR 

strdb was deveioped by H P. 

SEE ALSO 

STREAMS/ UXfor HP9000ReferenceManuai. 
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NAME 

strerr - receive error messages from the STREAMS log driver 

SYNOPSIS 

strerr [-a sys_admin_mail_name] [-d logdir] 

DESCRIPTION 

The strerr daemon receives error messages from the STREAMS log driver (strlog(7)) for addition to the 
STREAMS error log files (error . mm-dd) in the STREAMS error logger directory 
(/var/adm/streams by default). When first called, strerr creates the log file error . mm-dd. This 
is a daily log file, where mm indicates the month and dd indicates the day of the logged messages, 
strerr then appends error messages to the log file as they are received from the STREAMS log driver. 

STREAMS error log messages havethefollowingformat: 

seq time tick pri indmod subtext 
Components are i nterpreted as folIows: 
seq E rror event sequence number, 
time Time the message was sent expressed in hh:mm:ss. 
tick Time the message was sent expressed in machine ticks si nee the last boot, 
pri Error priority level as defined by theSTREAMS driver or modulethat originates the messages, 
ind Can beany combination of thefollowing three message indicators: 

T The message has also been saved in the trace log. 

F The message signaled a fatal error. 

N The message has also been mailed to thesystem administrator, 
mod Module identification number of the error message source, 
sub Subidentification number of the error message source, 
text Error message text. 

strerr runs continuously until terminated by the user. 

Options 

strerr recognizes thefollowing options and command-line arguments: 

-a sys_admin_mail_name Specify the user's mail name for sending mail messages. Mail is sent to the 

system administrator by default. 

-d logdir Specify the directory to contain the error log file. Default is 

/var/adm/streams. 

WARNINGS 

Only one strerr process can open the STREAMS log driver at a time. This restriction is intended to 
maxi mize performance. 

The STREAMS error logging mechanism works best when it is not overused, strerr can degrade 
STREAMS performance by affecting the response, throughput, and other behaviors of the drivers and 
modules that invoke it. strerr also fails to capture messages if drivers and modules generate messages 
at a higher rate than its optimum read rate. If there are missing sequence numbers among the messages 
in a log file, messages have been lost. 

FILES 

/usr/lib/nls/msg/C/strerr. cat N LS catalog for strerr. 

/var/adm/streams/error .mm-dd error log file or files on which strerr operates 

SEE ALSO 

strace(lM), strlog(7). 
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NAME 

strvf - STREAMS verification tooi 

SYNOPSIS 

strvf [-v] 

DESCRIPTION 

strvf executes a series of subcommands that verify whether or not STREAMS is currentiy instaiied and 
configured on your system. Aii output is sent to stdout. Verbose output is aiways sent to the iogfiie 
/var/adm/streams/strvf.log. 

These subcommands make sure that the STREAMS kernei daemons are running and that open(), 
putmsg () , getmsg () , ioctl () , and close () can be performed on /dev/echo. 

Options 

-V Specifies verbose output to be dispiayed 

EXAMPLES 

strvf Verify STREAMS is working. Brief summary of status is dispiayed on screen. Verbose 

description of each subcommand and its status is copied to the iogfiie. 

strvf -V Verify STREAMS is working. Verbose description of each subcommand and its status 

is dispiayed on the screen and copied to the iogfiie. This option is usefui in troub- 
ieshooting strvf faiiures. 

FILES 

/var/adm/streams/strvf.log Logfiie containing a verbose description and status of aii sub¬ 
commands. 

/dev/echo Loopback STREAMS driver used by strvf. 

SEE ALSO 

open(2), ciose(2), getmsg(2), putmsg(2), streamio(7). 
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NAME 

swaci - view or modify theAccess Control Lists (ACLs) which protect software products 

SYNOPSIS 

swaci -1 le/el [-D acl_entry| -F acl_file| -M acl_entry] [-f software_file] [-t target_file] 

[-X option=value] [-X option_file] [software_selections][@ target_selections] 

Remarks 

• SD-UX commands are included with the HP-UX Operating System and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only. 


DESCRIPTION 

The swaci command displays or modifies theAccess Control Lists (ACLs) which: 

• Protect the specified target selections (hosts, software depots or root filesystems). 

• Protect the specified software_selections on each of the specified target_selections (software depots 
only). 

All root filesystems, software depots, and products in software depots are protected by ACLs. The SD com¬ 
mands permit or prevent specific operations based on whether the ACLs on these objects permit the opera¬ 
tion. The swaci command is used to view, edit, and manage these ACLs. The ACL must exist and the 
user must have the appropriate permission (granted by the ACL itself) in order to modify it. 

ACLs offer a greater degree of selectivity than standard file permissions. ACLs allow an object's owner (i.e. 
the user who created the object) or the local superuser to define specific read, write, or modify permissions 
to a specific list of users, groups, or combi nations thereof. 

Some operations allowed by ACLs are run as local superuser. Because files are loaded and scripts are run 
as superuser, granting a user write permission on a root filesystem or insert permission on a host 
effectively gives that user superuser privileges. 

Protected Objects 

Thefollowing objects are protected by ACLs: 

• Each host system on which software is being managed by SD, 

• Each root filesystem on a host (including alternate roots), 

• Each software depot on a host, 

• Each software product contained within a depot. 


Options 

Ifthe-D, -F, or -M option is not specified, swaci pri nts the requested ACL (s) to the standard output. 

The swaci command supports thefollowing options: 

-D acl_entry Deletes an existing entry from the ACL associated with the specified object(s). For 
this option, the permission field of the ACL entry is not required. Multiple -D 
options can be specified. 

-f software_file 

Read the list of software_selections from software_file instead of (or in addition to) the 
command line. 

-F acl_file Assigns the ACL contained in acl_file to the object. All existing entries are removed 
and replaced by the entries in the file. Only the ACL's entries are replaced; none of 
the information contained in the comment portion (lines with the prefix "#') of an ACL 
listing is modified with this option. The acl_file is usually the edited output of a 
swaci list operation. 
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If the replacement ACL contains no syntax errors and the user has control permis¬ 
sion on the ACL (or is the local superuser), the replacement succeeds. 

-1 le/el Defines which level of SD ACLs to view/modify. 

The supported le/els of depot, host, root, and product objects that can be protected 
are: 

depot View/modify the ACL protecting the software depot(s) identified by the 
targetselections. 

host View/modify the ACL protecting the host system(s) identified by the 
targetselections. 

root View/modify the ACL protecting the root filesystem(s) identified by the 
targetselections. 

product View/modify the ACL protecting the software product identified by the 
software_selection. Applies only to products in depots, not installed pro¬ 
ducts in roots. 

The supported le/els of templates are: 

global_soc_template 

View/modify the template ACL used to initialize the ACL(s) of future 
software depot(s) or root filesystem(s) added to the host(s) identified by 
the target selections. Additionally, swaci can be used to set templates 
to be used when new ACLs are created. 

global_product_template 

View/modify the template ACL used to initialize the 
product_template ACL(s) of future software depot(s) added to the 
host(s) identified by thetarget_selections. 

product_template 

View/modify the template ACL used to initialize the ACL(s) of future 
product(s) added to the software depot(s) identified by the 
target_selections. 

-M acl_entry Adds a new ACL entry or changes the permissions of an existing entry. Multiple -M 
options can be specified. 

-t target_file Read the list of target_selections from file instead of (or in addition to) the command 
line. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoption_filespecified with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from option_file. 

Only one of the-D, -F, or -M options can be specified for an invocation of swaci. 

Operands 

Most SD commands support two types of operands: software selections followed by target selections. These 
operands are separated by the "(g)' (at) character. This syntax implies that the command operates on "selec¬ 
tions at targets". 
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Software Selections 

The swaci command supports thefollowing syntax for each software_selection: 
product[, version] 

The version component usuaiiy hasthefoiiowingform: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[, c <op> category] 

• The <op>(reiationai operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individuai comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. Shell patterns are not allowed with these 
operators. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and pattern¬ 
matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a singlespecification (e.g. r>=A. 12, r<A. 20). If 
multiplecomponents are used, theselection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they contain 
empty strings. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products in the depot when used with -1 product. 

Target Selections 

TheSD commands support this syntax for each target_selection. 

[host][: ][/directory] 

The : (colon) is required if both a host and directory arespecified. 

Thefollowing PC information applies only to FIP OpenView Software Distributor. 

The swaci command supports thefollowing syntaxfor specifyingPCs: 

[pc_controller] 

EXTERNAL INFLUENCES 
Defaults Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values, 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
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command -X option_file 

The following section listsall of thekeywords supported by the swaci command. If a default valueexists, 
it is listed after the 

distribution_target_directory=/var/spool/sw 

Defines the default location of thetarget depot. 

level= Defines the level of SD ACLS to view/modify. The supported levels are: host, depot, 
root, product, product_tempiate, global_soc_template, or 
global_product_template. 

See the discussion of the -1 option above for more information. 

rpc_binding_info=ncacn_ip_tcp:[2121] ncadg_ip_udp:[2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and which the 
other commands use to contact the daemon. If the connection fails for one protocol 
sequence, the next is attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp 
(ncadgjp_udp:[2121]) protocol sequence on most platforms. 

rpc_timeout=5 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up, or are not running swagentd. Each value is approximately 
twice as long as the preceding value. A value of 5 is about 30 seconds for the 
ncadg_ip_udp protocol sequence. Thisoption may not haveany noticeableimpact when 
using the ncacn_ip_tcp protocol sequence. 

select_local=true 

If no target_selections are specified, select the default target_directory of the local 
host asthetarget selection for the command. 

software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. 

targets= 

Defines the default target_selactions. There is no supplied default (see select_local 
above). If there is more than one target selection, they must be separated by spaces. 

verbose=l 

Controlstheverbosity of the output (stdout). A valueof 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 

E nvironment Variables 

SD programs are affected by external environment variables, set environment variables for use by the con¬ 
trol scripts, and use other environment variables that affect command behavior. 

The external environment variablethat affects the swaci command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 lang for more information. 

Note: The language in which theSD agent and daemon log messages are displayed is set by 
the system configuration variable script, /etc/rc. config.d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 
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OPERATION 

Each entry in an ACL hasthefollowingform: 
entry_type[: key]: permissions 
For exampie: user : steve@newdist: crwit 
An ACL can contain muitipieentries. 

List Output Format 

The output of a iist operation is in thefoiiowingformat: 

# swaci Object type Access Control List 

# 

# For depot] host:[host]:[/directory] 

# 

# Date: date_stamp 

# 

# Object Ownership: User= user_name 

# Group= groupname 

# Realm= host_name 

# 

# default_realm = host_name 
entry_type:[k^:]permissions 
entry_type:[k^:]permissions 
entry_type:[k^:]permissions 

This output can be saved into a fiie, modified, and then used as input to a swaci modify operation (see 
the -F option above). 

PC Controller ACLs 

Thefoii owing appiies oniy to LIP OpenView Software Distributor. 

When iistingan ACL at a PC controiier, this additionai information is iisted: 

# Locally Configured SD Controller Access: 

# user: user_name@hostname: permissions 

# group : group_name@hostname: permissions 

This output describes the user and group granted aii SD access permissions to aii objects at the PC con¬ 
troiier. 

Object Ownership 

An owner is aiso associated with every SD object, as defined by the user name, group and hostname. The 
owner is the user who created the object. When using swaci to view an ACL, the owner is printed as a 
comment in the header. 

Default Realm 

An ACL defines a defauit reaim for an object. The reaim is currentiy defined as the name of the host sys¬ 
tem on which the object resides. When using swaci to view an ACL, the defauit reaim is printed as a 
comment in the header. 

E ntry Types 

The foi iowing entry_types are supported: 

any_other Permissions for aii other users and hosts that do not match a more specific entry in 
the ACL. (Exampie: any_other:-r — t.) 

group Permissions for a named group. This type of ACL entry must inciude a key that 

identifies that group. The format can be: group : group_name: permissions or 
group : group_name@hostname: permissions. (Exampie: group : adm: crwit.) 

host Permissions for an SD agent from the specified host system. SD agents require pro¬ 

duct ievel read access via either a host, other, or any_other entry type in order 
to copy or instaii products from depots. This type of ACL entry must inciude a key 
containing a hostname or number (in Internet dot notation) of a system. (Exampie: 
host: newdist@fc.hp. com: -r—t.) 
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ob j e ct_owne r 

Permissions for the object’s owner, whose identity is iisted in the comment header. 
(Exampie: ob ject_owner: crwit.) 

ob j e ct_group 

Permissions for members of the object's group, whose identity is iisted in the comment 
header. (Exampie: object_group: crwit.) 

other Permissions for others who are not otherwise named by a more specific entry type. 

The format for other can be: other : permissions for others on the iocai host (oniy 
one such entry aiiowed) or other : @hostname: permissions for others at remote 
hosts (Oniy one such entry per remote host aiiowed). (Exampie: 
other: @newdist: -r—t.) 

user Permissions for a named user. This type of ACL entry must inciude a key that 

identifies that user. The format for user can be: user: user_name: permissions or 
user : user_name@hostname: permissions. (Exampie: user: rml: crwit.) 


Keys 

Expressions (patterns) are not permitted in keys. 

A key is required for user, group and host entry types. A key is optionai for other entry types, and 
specifies the hostname to which the entry appiies. Oniy one other entry type may exist without a key, 
and this entry appiies to users at thedefauit reaim (host) of the ACL. 

A hostname in a key wiii be iisted in its Internet address format (dot notation) if swaci cannot resoive 
the address using the iocai iookup mechanism (DNS, NIS, or / etc/ hosts). A hostname within an ACL entry 
must be resoivabie when used with the -D and -M options. Unresolvabiehostnamevaiues are accepted in 
flies provided with the -F option. 

Permissions 

Permissions are represented as the singie character abbreviations indicated beiow. Some permissions 
either appiy oniy to, or have different meaning for, certain types of objects, as detaiied beiow. The foiiow- 
ing permissions may be granted: 

r ead Grants permission to read the object. On host, depot, or root objects, read permis¬ 
sion aiiows swlist operations. On products within depots, read permission aiiows pro¬ 
duct flies to beinstaiiedor copied with swinstallorswcopy. 

w rite Grants permission to modify the object itseif. 

• On a root object (e.g. instaiied root fliesystem), this aiso grants permission to modify 
the products instaiied (contained) within it. 

• On a depot object, it does not grant permission to modify the products contained 
within it. Write access on products is required to modify products in a depot. 

• On a host container, write permission grants permission to unregister depots. It does 
not grant permission to modify the depots or roots contained within it. 

i nsert On a host object, grants permission to create (insert) a new software depot or root 
fliesystem object, and to register roots and depots. On a depot object, grants permis¬ 
sion to create (insert) a new product object into the depot. 

c ontroi Grants permission to modify theACL using swaci. 

t est Grants permission to perform access checks and to iist theACL. 

a ii A wiidcard which grants aii of the above permissions. It is expanded by swaci to 

crwit. 

RETURN VALUE 

The swaci command returns: 

0 Thesoftware_selections and/or target selactions were successfuiiy dispiayed or modified. 

1 Thedispiay/modify operation faiied on aii target_selactions. 

2 The modify/modify operation faiied on some target_selactions. 
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DIAGNOSTICS 

The swaci command writes to stdout, stderr, and to the daemon logfile. 

Standard Output 

The swaci command prints ACL information to stdout when the user requests an ACL iisting. 

Standard E rror 

The swaci command writes messages for aii WARNING and ERROR conditions to stderr. A report that 
the software_sel actions do not exist isaiso given iftheuser has no access permissions to the object. 

Logging 

The swaci command does not iog summary events. It iogs events about each ACL which is modified to 
the swagentd iogfiieassociated with each target_selection. 

EXAMPLES 

To iist theACLsfor the COBOL and FORTRAN products in depot /var/spool/swtest: 

swaci -1 product COBOL FORTRAN @ /var/spool/swtest 
T he ACL i i sted to the standard output i s si mi i ar to th i s exampi e ACL: 

# 

# swaci Product Access Control Lists 

# 

# For depot: newdist:/var/spool/swtest 

# 

# Date: Wed May 26 11:14:31 1993 

# 

# 

# For product: COBOL,r=3.2 

# 

# 

# Object Ownership: User= robason 

# Group= swadm 

# Realm= newdist.fc.hp.com 

# 

# default_realm=newdist.fc.hp.com 
object_owner:crwit 

group:swadm:crwit 
any_other:-r—t 

# 

# For product: FORTRAN,r=9.4 

# 

# 

# Object Ownership: User= robason 

# Group= swadm 

# Realm= newdist.fc.hp.com 

# 

# default_realm=newdist.fc.hp.com 

object_owner:crwit 

user:rob@ lehi.fc.hp.com:-r—t 

user:barb:-r—t 

user:ramon:-r—t 

group:swadm:crwit 

other:-r—t 

host:lehi.fc.hp.com:-r—t 
To iist the prcduct tempiateACL on host newdist: 

swaci -1 global product template @ newdist 
To iist the host ACL on the iocai system: 
swaci -1 host 
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To read, edit, then replace theACL protecting the default depot /var/spool/sw: 

swaci -1 depot > new_acl_file 
vi new_acl_file 

swaci -1 depot -F new_acl_file 

To add an entry for user george on host newdist to the ACL protecting COBOL in the default depot 
at host lehi: 

swaci -1 product -M user:george@newdist:crwit COBOL @ lehi: 

Todeny all access to the users steve and george for the depot /var/spool/sw at host newdist: 

swaci -1 depot -M user:steve:- -M user:george:- 
@ newdist:/var/spool/sw 

To delete entries for local user rick from all products in thedefault local depot: 
swaci -1 product -D user:rick \* 

WARNINGS 

It is possibleto edit an ACL in such a way as to render it inaccessible. Be careful not to remove all con¬ 
trol permissions on an ACL. As a safeguard, the local super-user may always edit SD ACLs, regardless 
of permissions 

Operations are allowed by ACLs using local superuser. Because files are loaded and scripts are run as 
superuser, granting write permission on a root filesystem or insert permission on a host effectively gives 
that user superuser privileges. 

swaci is not a general purposeACL editor, it works only on ACLs protecting SD objects. 

Thefollowing line applies only to HP OpenView Software Distributor. 

For PC controllers, the user defined as the Locally Configured SD Controller Access may always edit SD 
ACLs. 

TheSD-UX version of swaci does not support the viewing and modification of ACLs on remote targets. 
Thefollowing limitation applies only to HP OpenView Software Distributor. 

The root ACLs do not apply to PC controllers. When installing to PC targets, the depot and pro¬ 
duct ACLs on the PC controller apply, si nee the install is enacted by first copying the PC products into the 
PC depot. 

FILES 

$HOME/.swdefaults 

Containsthe user-specific defauitvalues for some or all SD options. 

/usr/lib/sw/sys.defaults 

Containsthe master list of current SD options (with their default values). 

/var/adm/sw/ 

The directory which contains all of the configurable (and non-configurable) data for SD. This directory 
is also the default location of logfiles. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD options. 

/var/adm/sw/products/ 

The I nstalled Products Database (I PD), a catalog of all products installed on a system. 

/var/adm/sw/security/ 

The directory which contains ACLs for the system itself, template ACLS, and the secrets file used to 
authenticate remote requests. 

/var/spool/sw/ 

Thedefault location of a source and target software depot. 
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PC FILES 

Thefollowing files apply only to HP OpenVIew Software Distributor. 

. . . \SD\DATA\ 

The directory which contains all of the configurable and non-configurabledata for SD. 

...\SD\DATA\DEPOT\ 

The default location of the source and target PC depot. 

...\SD\DATA\SECURITY\ 

The directory which contains ACLs for the system Itself, template ACLS, and the secrets file used to 
authenticate remote requests. 

<WINDOWS>\SWAGENTD.INI 

Contains the configurable options for the SD PC controller, Including the user and group granted all 
SD access. 


AUTHOR 

swaci was developed by the Hewlett-Packard Company. 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenVIew Software Distributor 
Administrator's Guide, sd(4), sd(5), swagentd(lM), swask(lM), swconfig(lM), swgettools(lM), swlnstall(lM), 
swjob(lM), swllst(lM), swmodlfy(lM), swpackage(lM), swpackage(4), swreg(lM), swremove(lM), 
swverlfy(lM). 
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NAME 

swagentd, swagent, SWAGENTD.EXE - serve local or remote SD software management tasks 

SYNOPSIS 

swagent executed by swagentd only. 

swagentd [-k] [-n] [-r] [-x optlon=value] [-X optlon_file] 

SWAGENTD.EXE (HP OpenVIew Software Distributor only.) 

Remarks 

• SD-UX commands are Included with the HP-UX operating system and manage software on the 
local host only. 

• To Install and manage software simultaneously on multiple remote hosts (Including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenVIew Software Distributor which provides extended software management capabilities. I nfor- 
matlon specific only to the OpenVIew product Ismarked with a heading si mllartothefollowing: 

Thefollowing Information applies to HP OpenVIew SoftwareDlstrlbutor only. 


DESCRIPTION 

The roles of UNIX target and source systems require two processes known as the daemon and agent. 
For most purposes, the distinction between these two processes Is Invisible to the user and they can be 
vl ewed as a si ngl e process. 

Each SD command Interacts with the daemon and agent to perform Its requested tasks. 

The swagentd daemon process must be scheduled before a UNIX system Is available as a target or source 
system. This can be done either manually or In the system start-up script. The swagent agent process Is 
executed by swagentd to perform specific software management tasks. The swagent agent is never 
invoked by the user. 

Thefollowing paragraph applies only to HP OpenVIew SoftwareDlstrlbutor. 

The roles of PC target and source systems require a single Windows application, SWAGENTD.EXE , which 
combines the swagent and swagentd functionality. Each PC running the SWAGENTD.EXE Is a PC 
controller. When distributing PC software. It acts as a fanout server to PC targets. (These targets run SD 
PC agent programs to perform the actual software Installation tasks.) 

Options 

The swagentd command supports thefollowing options to control Its behavior: 

-k The kill option stops the currently running daemon. Stopping the daemon will not 

stop any agent processes currently performing management tasks (such as Installing 
or removing software), but will cause any subsequent management requests to this 
host to be refused. This option Is equivalent to sending a SIGTERM to the daemon 
that Is running. 

-n The no fork option runs the daemon as a synchronous process rather than the default 

behavior of forking to run It asynchronously. This Is Intended for running the daemon 
from other utilities that schedule processes, such as init. 

-r The restart option stops the currently running daemon and restarts a new daemon. 

This operation Is required whenever modifying default options that apply to the dae¬ 
mon since defaults are only processed on startup. 

-X optlon=value 

Set the option to value and override the default value (or a value In an optlon_file 
specified with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from options_file. 
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EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, severai SD behaviors and poiicy options can be changed by editing the 
defauitvaiuesfound in: 

/var/adm/sw/defaults the system-wide defauit vaiues. 

$HOME/ . swdefaults the user-specific defauit vaiues. 

Vaiues must be specified in thedefauitsfiieusingthissyntax: 

[command_name. ]option=vaiue 

Theoptionai command_name prefix denotes one of the SD commands. Using the prefix iimits the change in 
thedefauitvaiueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swagentd command. If a default value 
exists, it is listed after the "=^'. 

Daemon options 

Theseoptionsapply only to the daemon, swagentd. After changing daemon options, the daemon must be 
restarted in order for these options to be recognized (see the -r option). 

agent=/usr/lbin/swagent 

Thelocation of theagent program invoked by thedaemon. 

logfile=/var/adm/sw/swagentd.log 

This is thedefault log filefor the swagentd daemon. 

max_agents=-l 

The maximum number of agents that are permitted to run simultaneously. The value of -1 
means that there is no limit. 

minimum_ j ob po11ing_int e rval=1 

(Applies only to HP OpenView Software Distributor.) Defines how often, in minutes, the 
daemon will wake up and scan the job queue to determine if any scheduled jobs need to be 
initiated or if any active jobs need their remote target status cached locally (see 
swinstall. job_polling_interval ). If set to 0, no scheduled jobs will be ini¬ 
tiated, and nocachingof activejobs will occur. 

rpc_binding_info=ncacn_ip_tcp: [2121] ncadg_ip_udp: [2121] 

Defines the protocol sequence(s) and endpoint(s) on which thedaemon listens and which the 
other commands use to contact the daemon. If the connection fails for one protocol 
sequence, the next is attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp 
(ncadgjp_udp:[2121]) protocol sequence on most platforms. 


Agent options 

These options apply only to the agent, swagent. 
alternate_source= 

If the swinstall or swcopy controller has set use_alternate_source=true, 
the target agent will consult and use the configured value of its own 
alternate_source option to determine the source that it will use in the install or 
copy. 

The agent's value for alternate_source is specified using the host:path syntax. 
If the host portion is not specified, the local host is used. If the path portion is not 
specified, the path sent by the command is used. If there is no configured value at all for 
alternate_source, the agent will apply the controller-supplied path to its own local 
host. 

compress_cmd=/usr/contrib/bin/gzip 

Defines the command called by the source agent to compress files before transmission. If 
the compression_type is set to other than gzip or compress, this path must be 
changed. 
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compression_type=gzip 

Defines the default compression_type used by the agent when it compresses files 
during or after transmission. If uncompress_files is set to false, the 
compression_type is recorded for each file compressed so that the correct uncompres¬ 
sion can later be applied during a swinstall, or a swcopy with 
uncompress_files set to true. The compress_cmd specified must produce files 
with the compression_type specified. The uncompress_cmd must beableto pro¬ 
cess files of the compression_type specified unless the format is gzip, which is 
uncompressed by the internal uncompressor (funzip). The only supported compression 
types are compress and gzip. 

config_cleanup_cmd=/usr/lbin/sw/config_clean 

Defines the script called by the agent to perform release-specific configure cleanup steps. 

install_cleanup_cmd=/usr/lbin/sw/install_clean 

Defines the script called by the agent to perform release-specific install cleanup steps 
immediately after the last postinstall script has been run. For an OS update, this script 
should at least remove commands that were saved by the install_setup script. This 
script is executed after all filesets have been installed, just before the reboot to the new 
operati ng system. 

install_setup_cmd=/usr/lbin/sw/install_setup 

Defines the script called by the agent to perform release-specific install preparation. For an 
OS update, this script should at least copy commands needed for the checkinstall, prein¬ 
stall, and postinstall scripts to a path where they can be accessed while the real commands 
are being updated. This script is executed before any kernel filesets are loaded. 

kernel_builci_cmci=/usr/ sbin/mk_kernel 

Defines the script called by the agent for kernel building after kernel filesets have been 
loaded. 

kernel path=/stand/vmunix 

Defines the path to the system's bootable kernel. This path is passed to the 
kernel_build_cmd via the SW_KERNEL_PATH environment variable. 

mount_cmd=/sbin/mount 

Defines the command called by the agent to mount all filesystems. 

reboot_cmd=/sbin/reboot 

Defines the command called by the agent to reboot the system after all filesets have been 
loaded, if any of thefilesets required reboot. 

remove_setup_cmd=/usr/lbin/sw/remove_setup 

Defines the script called by the agent to perform release-specific remove preparation. For 
an OS update, this script will invoke the tlink command when a fileset is removed. 

rpc_binding_info_alt_source=ncadg_ip_udp:[2121] 

Defines the protocol sequence(s) and endpoint(s) used when the agent attempts to contact 
an alternate source depot specified by the alternate_source option. FIP-UX supports 
both the udp(ncadg_ip_udp: [2121]) and tcp(ncacn_ip_tcp: [2121]) protocol 
sequence/endpoint. SD on SunOS only supports udp (ncadg_ip_udp: [2121]). By 
default udp is used. 

source_depot_audit=true 

If both source and target machine are updated to FIP-UX version 10.30 or later, the system 
administrator at the source depot machine can set this option to track which user pulls 
which software from a depot on the source machine and when the software is pulled. (A 
user running swinstall/swcopy from a target machinecannot set this option; only the 
administrator of the source depot machinecan set it.) 

When swagent. source_depot_audit is set to true, a swaudit.log file is 
created on the source depot (for writable directory depots) or in /var/tmp (for tar images, 
CD-ROMs, or other nonwritabledepots). 

Users can invoke the swlist interactive user interface (using swlist -i -d)toview, 
print, or save the audit information on a remote or local depot. Users can view audit infor¬ 
mation based on language preference, as long as the system has the corresponding SD mes¬ 
sage catalog files on it. For example, a user can view the source audit information in 
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J apaneseduring one invocation of swlist, then view the same information in Engiish at 
the next invocation. 

system_file_path=/stand/system 

Defines the path to the kernei's tempiate fiie. This path is passed to the 
system_prep_cmd via the SW_SYSTEM_FILE_PATH environment variabie. 

system prep cmd=/usr/lbin/sysadm/system_prep 

Defines the kernei buiid preparation script caiied by the agent. This script must do any 
necessary preparation so that controi scripts can correctiy configure the kernel about to be 
built. This script is called before any kernel filesets have been loaded. 

uncompress_cmd= 

Defines the command called by the target agent to uncompress files after transmission. 
This command processes files which were stored on the media in a compressed format. If 
the compress!on_typestored with thefile is gzip, the internal uncompression (funzip) is 
used instead of the external uncompress_cmd. The default value for HP-UX is 
undefined. 


Session File 

swagentd and swagent do not use a session file. 

E nvironment Variables 

Theenvironment variablethat affects the swagentd and swagent commands is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 sd for more information. 

Note: The language in which theSD agent and daemon log messages are displayed is set by 
the system configuration variable script, /etc/rc. config.d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The daemon ignores SIGHUP, SIGINT and SIGQUIT. It immediately exits gracefully after receiving 
SIGTERM and SIGUSR2. After receiving SIGUSRl, it waits for completion of a copy or remove from a 
depot session before exiting, so that it can register or unregister depots. Requests to start new sessions are 
refused during this wait. 

The agent ignores SIGHUP, SIGINT, and SIGQUIT. It immediately exits gracefully after receiving 
SIGTERM, SIGUSRl, or SIGUSR2. Killing the agent may leave corrupt software on the system, and thus 
should only be done if absolutely necessary. Note that when an SD command is killed, the agent does not 
terminate until completing thetask in progress. 

Locking 

The swagentd ensures that only one copy of itself is running on the system. 

Each copy of swagent that is invoked uses appropriate access control for the operation it is performing 
andtheobject it is operating on. 

The foil owing section on thel nitialization Fileapplies only to HP OpenView Software Distributor. 

Windows Initialization File 

The SWAGENTD.EXE supports the fol lowing configuration values in thefile: 

<WIND0WS>\SWAGENTD. INI - the initialization filefor the PC controller. 

Values must be specified in the initialization fileusing thissyntax: 

[section ] 
keyword=value 

(These values are usually modified using the SWAGENTD. EXE's Configure dialog.) 

E nvironment Section 

These keywords are defined in the Environment section of the Windows initialization file. 
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DataDirectory= . . .\sci\data 

The data directory set at installation, which contains the PC depot and other PC controller 
data files. 

ViewCoinmand=sciview. exe 

The command used to display the PC controller logfilewhen the View Log... menu item is 
selected. 

Note that SWAGENTD.EXE does not allow the configuration of the rpc_binding_info option, as 
described for swagentd and swagent above. To allow correct execution on a variety of TCP/I P stacks, 
theSWAGENTD.EXE always uses the value ncacn_ip_tcp : [2121]. 

Security Section 

These keywords are defined in the Security section of the Windows initialization file. 
user=root 

The UNIX user at the specified UNIX host (below) who is granted all SD access permissions 
to the PC controller. (This remote user has permission to perform any SD action at this PC 
controller.) 

group=swadm 

The UNIX group at the specified UNIX host (below) which is granted all SD access permis¬ 
sions to the PC controller. (This remote group has permission to perform any SD action at 
this PC controller.) 

hostnaine= hostname 

The UNIX host from which the specified user and group (above) is granted all SD access 
permissions. 

secret=-sdu- 

The secret password used in SD's internal form of authentication. (The -sdu- default 
valuematchesthedefault valuedefined for theSD commands.) 


RETURN VALUES 

When the -n option is not specified, the swagentd returns: 

0 When the daemon is successfully initialized and is now running in the background, 

non-zero When initialization failed and the daemon terminated. 

When the-n option is specified, the swagentd returns: 

0 When thedaemon successfullyinitialized and then successfully shutdown, 

non-zero When initialization failed or thedaemon unsuccessfully terminated. 

DIAGNOSTICS 

The swagentd and swagent commands log events to their specific logfiles. 

The swagent (target) log files cannot be relocated. They always exist relative to the root or depot target 
path (e.g. /var/adm/sw/swagent. log for the root / and /var/spool/sw/swagent. log 
for the depot /var/spool/sw). 

Thefollowing line applies only to HP OpenView Software Distributor. 

The target log files may be viewed using the swjob command. 

Daemon Log 

The daemon logs all events to /var/adm/sw/swagentd. log. (The user can specify a different 
Iogfile by modifying the logfile option.) 

Agent Log 

When operating on (alternate) root filesystems, the swagent logs messages to the file 
var/adm/sw/swagent. log beneath the root directory (e.g. / or an alternate root directory). 

Source Depot Audit Log 

If both source and target machine are updated to HP-UX version 10.30 or later, the system adminis¬ 
trator at the source depot machine can track which user pulls which software from a depot on the 
source machine and when the software is pulled. Refer to the swagent. source_depot_audit 
option for more information. 
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When operating on software depots, the swagent logs messages to the file swagent. log beneath the 
depot directory (e.g. /var/spool/sw). When accessing a read-only software depot (e.g. as a source), 
the swagent logs messages to the file /tmp/swagent. log. 

EXAMPLES 

To start the daemon: 

/usr/sbin/swagentd 
To restart the daemon: 

/usr/sbin/swagentd -r 
To stop the daemon: 

/usr/sbin/swagentd -k 


FILES 

/usr/lib/sw/sys.defaults 

Containsthe master list of current SD options (with their default values). 

/var/adm/sw/ 

The directory which contains all configurable and non-configurabledata for SD. This directory is also 
the default location of logfiles. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD options. 

/var/adm/sw/host_object 

The file which stores the list of depots registered at the local host. 

Thefollowing on PC files applies only to HP OpenView Software Distributor. 

PC FILES 

. . . \SD\DATA\ 

The directory which contains all of the configurable and non-configurabledata for SD. 

<WINDOWS>\SWAGENTD.INI 

Containstheconfigurableoptionsfor theSD PC controller. 


AUTHOR 

swagentd was developed by the Hewlett-Packard Company, swagent was developed by the Hewlett- 
Packard Company and Mark H. Colburn (seepax(l)). 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swacl(lM), swask(lM), swconfig(lM), swgettools(lM), swinstall(lM), 
swjob(lM), swlist(lM), swmodify(lM), swpackage(lM), swpackage(4), swreg(lM), swremove(lM), 
swverify(lM). 
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NAME 

swapinfo- system paging space information 

SYNOPSIS 

/usr/sbin/swapinfo [-mtadfnrMqw] 

DESCRIPTION 

swapinfo prints information about device and fiie system paging space. (Note: the term'swap'refers to 
an obsoiete impiementation of virtuai memory: hp-ux actuaiiy impiements virtuai memory by way of pag¬ 
ing rather than swapping. This command and others retain names derived from 'swap' for historicai rea¬ 
sons.) 

By defauit, swapinfo prints to standard output a two iine header as shown here, foiiowed byoneiineper 


paging area: 

Kb 

Kb 

Kb 

PCT 

START/ 

Kb 


TYPE 

AVAIL 

USED 

FREE 

USED 

LIMIT 

RESERVE PRI 

NAME 


Thefieids are: 


TYPE One of: 

dev Paging space residing on a mass storage device, either taking up the entire device 
or, if the device contains a fiie system, taking up the space between the end of the 
fiie system and the end of the device. This space is exciusiveiy reserved for paging, 
and even if it is not being used for paging, it cannot be used for any other purpose. 
Device paging areas typicaiiy provide the fastest paging. 

fs Dynamic paging space avaiiabiefrom a fiie system. When this space is needed, the 

system creates fiies in the file system and uses them as paging space. Filesystem 
paging is typically slower than device paging, but allows the space to be used for 
other things (user files) when not needed for paging. 

localfs Filesystem paging space (see fs above) on a filesystem residing on a local disk. 

network File system paging space (see fs above) on a file system residing on another 
machine. Thisfilesystem would have been mounted on the local machinevia NFS. 

reserve Paging space on reserve. This is the amount of paging space that could be needed 
by processes that are currently running, but that has not yet been allocated from 
one of the above paging areas. See "Paging Allocation" below. 

memory Memory paging area (also known as pseudo-swap). This is the amount of system 
memory that can be used to hold pages in the event that all of the above paging 
areas are used up. See "Paging Allocation" below. This line appears only if 
memory paging is enabled. 

Kb AVAIL The total available space from the paging area, in blocks of 1024 bytes (rounded to nearest 
whole block if necessary), including any paging space already in use. 

For file system paging areas the value is not necessarily constant. It is the current space allo¬ 
cated for paging (even if not currently used), plusthefree blocks availableon thefilesystem to 
ordinary users, minus RESERVE (but never less than zero). AVAIL is never more than LIMIT 
if LIMIT is non-zero. Since paging space is allocated in large chunks, AVAIL is rounded down 
to the nearest full allocation chunk. 

For the memory paging area this value is also not necessarily constant, because it reflects allo¬ 
cation of memory by the kernel as well as by processes that might need to be paged. 

Kb USED The current number of 1-Kbyte blocks used for paging in the paging area. For the memory 
paging area, this count also includes memory used for other purposes and thus unavailablefor 
paging. 

Kb FREE Theamount of space that can be used for future paging. Usually this is the difference between 
Kb AVAI L and Kb USED. There could be a difference if some portion of a device paging area 
is unusable, perhaps because the size of the paging area is not a multiple of the allocation 
chunk size, or becausethetunableparameter maxswapchunks is not set high enough. 

PCT USED The percentage of capacity in use, based on Kb USED divided by Kb AVAI L; 100% if Kb AVAI L 
i s zero. 
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START/LIMIT 

For device paging areas, START is the biock address on the mass storage device of the start of 
the paging area. The vaiue is normaiiy 0 for devices dedicated to paging, or the end of the file 
system for devices containing both a file system and paging space. 

For file system paging areas, LIMIT is the maximum number of 1-Kbyte blocks that will be 
used for paging, the same as the limit value given to swapon. A file system LIMIT value of 
none means there is no fixed limit; all space is available except that used for files, less the 
blocks represented by minfree (seefs(4)) plus RESERVE. 

RESERVE For device paging areas, this value is always For file system paging areas, this value is 
the number of 1-Kbyte blocks reserved for file system use by ordinary users, the same as the 
reserve value given to swapon. 

PRI The same as the priority value given to swapon. This value indicates the order in which 

space is taken from the devices and file systems used for paging. Space is taken from areas 
with lower priority values first, priority can have a value between 0 and 10. See "Paging Allo¬ 
cation" below. 

NAME For device paging areas, the block special file name whose major and minor numbers match 
the device's ID. The swapinfo command searches the /dev tree to find device names. If 
no matching block special file is found, swapinfo prints the device ID (major and minor 
values), for example, 28,0x15000 . 

For file system swap areas, NAME is the name of a directory on the file system in which the 
pagi n g fi I es a re stored. 

Paging Allocation 

Paging areas are enabled at boot time (for device paging areas configured into the kernel) or by the 
swapon command (see swapon(IM)), often invoked by /sbin/init. d/swap_start during system 
initialization based on the contents of /etc/fstab. When a paging area is enabled, some portion of that 
area is allocated for paging space. For device paging areas, the entire device is allocated, less any leftover 
fraction of an allocation chunk. (The size of an allocation chunk is controlled by the tunable parameter 
swchunk, and is typically 2 MB.) For file system paging areas, the minimum value given to swapon 
(rounded up to the nearest allocation chunk) is allocated. 

When a process is created, or requests additional space, space is reserved for it by increasing the space 
shown on the reserve lineabove. When paging activity actually occurs, space is used in one of the pag¬ 
ing areas (the one with the lowest priority number that has free space available, already allocated), and 
that space will be shown as used in that area. 

The sum of the space used in all of the paging areas, plus the amount of space reserved, can never exceed 
the total amount allocated in all of the paging areas. If a request for more memory occurs which would 
cause this to happen, the system tries several options: 

1. The system tries to increase the total space available by allocating more space in file system paging 
areas. 

2. If all filesystem paging areas are completely allocated and the request is still not satisfied, the system 
will try to use memory paging as described on the memory lineabove. (Memory paging is controlled 
by thetunableparameter swapmem_on, which defaults to 1 (on). If this parameter is turned off, the 
memory linewill not appear.) 

3. If memory paging also cannot satisfy the request, becauseit isfull or turned off, the request isdenied. 
Several implications of this procedure are noteworthy for understanding the output of swapinfo: 

• Paging space will not be allocated in a filesystem paging area (except for the minimum specified when 
the area is first enabled) until all device paging space has been reserved, even if thefilesystem paging 
area has a lower priority value. 

• When paging space is allocated to a file system paging area, that space becomes unavailablefor user 
files, even if there is no paging activity to it. 

• Requests for more paging space will fail when they cannot be satisfied by reserving device, filesystem, 
or memory paging, even if some of the reserved paging space is not yet in use. Thus it is possiblefor 
requests for more paging space to be denied when some, or even all, of the paging areas show zero 
usage — space in those areas is completely reserved. 
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• System available memory is shared between the paging subsystem and kernel memory allocators. 

Thus, the system may show memory paging usage before all availabledisk paging space is completely 

reserved or fully allocated. 

Options 

swapinfo recognizesthefollowingoptions: 

-m Display the AVAIL, USED, FREE, LIMIT, and RESERVE values in Mbytes instead of Kbytes, 
rounding off to the nearest whole Mbyte (multiples of 1024^). The output header format changes 
from Kb to Mb accordingly. 

-t Add a totals line with a TYPE of total. This line totals only the paging information displayed 
aboveit, not all paging areas; this linemight be misleading if a subset of -dfrM isspecified. 

-a Show all device paging areas, including those configured into the kernel but currently disabled. 
(These are normally omitted.) The word disabled appears after the NAME, and the Kb 
AVAIL, Kb USED, and Kb FREE values areO. The -a option is ignored uni ess the -d option is 
present or is true by default. 

-d Print information about device paging areas only. This modifies the output header appropri¬ 
ately. 

-f Print information about filesystem paging areas only. This modifies the output header appropri¬ 
ately. 

-n Categorize file system paging area information into localfs areas and network areas, 
instead of cal ling them both fs areas. 

-r Print information about reserved paging space only. 

-M Print information about memory paging space only. 

The-d, -f,-n,-r and -M options can be combined. The default is -dfnrM. 

-q Quiet mode. Print only a total "Kb AVAIL" value (with the -m option, Mb AVAIL); that is, the 
total paging space availableon the system (device, filesystem, reserve, or memory paging space 
only if -d, -f, -r, or -M is specified), for possible use by programs that want a quick total. If 
-q is specified, the -t and -a options are ignored. 

-w Print a warning about each device paging area that contains wasted space; that is, any device 
paging area whose allocated size is less than its total size. This option is effective only if -d is 
also specified or true by default. 

RETURN VALUE 

swapinfo returns 0 if it completes successfully (including if any warnings are issued), or 1 if it reports 
any errors. 

DIAGNOSTICS 

swapinfo prints messages to standard error if it has any problems. 

EXAMPLES 

List all filesystem paging areas with a totals line: 

swapinfo -ft 

WARNINGS 

swapinfo needs kernel access for some information. If the user does not have appropriate privileges for 
kernel access, swapinfo will print a warning and assume that the defaultsfor that information have not 
been changed. 

Users of swapinfo must not rely on the exact field widths and spacing of its output, as these will vary 
depending on the system, the release of hp-ux, and the data to be displayed. 

The information in this manual page about paging allocation and other implementation details may change 
without warning: users should not rely on the accuracy of this information. 

AUTHOR 

swapinfo was developed by FIP. 
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SEE ALSO 

swapon(lM), swapon(2), fstab(4), fs(4). 
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NAME 

swapon - enabie device or file system for paging 

SYNOPSIS 

Preferred Forms: 

/usr/sbin/swapon -a [-u] [-t type]... 

/usr/sbin/swapon [-e |-f] [-p priority] [-u] de/ice ... 

/usr/sbin/swapon [-m min] [-1 iimit] [-r reserve] [-p priority] directory ... 

Obsolescent Form: 

/usr/sbin/swapon directory [min iimit reserve priority] 

DESCRIPTION 

The swapon command enabi es devices or fiie systems on which paging is to take pi ace. (NOTE: the term 
'swap' refers to an obsoiete impiementation of virtuai memory: hp-ux actuaiiy impiements virtuai memory 
by way of paging rather than swapping. This command and others retain names derived from 'swap' for 
historicai reasons.) 

By enabiinga device for paging, the device can be accessed directiy (without going through the fiie system) 
during paging activity. When a file system is enabied for paging, the device(s) on which the fiie system 
resides are accessed indirectiy through the fiie system. There are advantages and disadvantages to both 
type of paging. Keep thefoiiowingtradeoffs in mind when enabiing devices or fiie systems for paging. 

Paging directiy to a device is significantiy faster than doing so through the fiie system. However, the 
space on the device that is aiiocated to paging cannot be used for anything eise, even if it is not being 
activeiy used for paging. 

Paging through a file system, whiiesiower, provides a more efficient use of the space on the device. Space 
that is not being used for paging in this case can be used by the fiie system. Paging across a network to a 
remote machineisaiwaysfiiesystem paging. 

The system begins by paging on oniy a singie device so that oniy one disk is required at bootstrap time. 
Caiisto swapon normaiiy occur in the system startup script /sbin/init. d/swap_start making aii 
paging space avaiiabieso that the paging activity is interieaved across severai disks. 

Normaiiy, the -a argument is given, causing aii devices marked as swap and aii fiie systems marked as 
swapfs in the fiie /etc/fstab to be made avaiiabieto the paging system. By using the fieids in 
/etc/fstab (speciai_fiie_name or directory; see fstab(5)), the system determines which biock device or 
fiie system to use. The speciai_fiie_name specified for each swap entry must specify a biock speciai fiie. 
The directory specified for each swapfs entry must specify a directory within the fiie system to be 
enabied. 

The second form of swapon enabi es individuai biock devices to be used for paging. The des/ice name must 
specify a biock speciai fiie. If more than one device is given, any options specified wiii beappiied to aii dev¬ 
ices. If a file system exists on the specified block device and neither an -e nor -f option is specified, 
swapon fails and an error message is given. This prevents a file system from being inadvertently des¬ 
troyed. To request paging in the space between the end of the file system and the end of the device, use 
-e. To force paging to a device containing a file system (destroying the file system), the -f option can be 
used. Use this with extreme caution! 

In either of the previous forms, an attempt to enable paging to a device will fail and a warning message will 
be issued if swapon determines that the device is being used by the savecore command to retrieve sys¬ 
tem dump information (see sava:ore(lM)). The -u option can be used to forcibly enable paging to devices 
being used by savecore: however, this may overwrite system dump information contained on the device. 

The last two forms of swapon provide two different methods for enabling file systems for paging. The 
third form is the preferred method, with the fourth being provided only for backward compatibility. The 
directory name specifies a directory on the file system that is to be enabled for paging. A directory named 
/paging is created at the root of thespecified filesystem (unless thefilesystem's name ends with /pag¬ 
ing). All paging files are created within this directory. The optional arguments to the fourth form have 
the same meaning as the arguments to the options in the third form. Note that, in the fourth form, if any 
of the optional arguments are specified, all must be specified. In the third form, if more than one directory 
isgiven, any options specified will beappiied to all directories. 

After a file system has been enabled for paging, the optional arguments can be modified by subsequent 
swapon commands. 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-719 


swapon (IM) 


swapon (IM) 


Options 

swapon recognizes thefollowing options and arguments: 


-f 


-1 iimit 


Causeaii devices marked as swap and aii fiie systems marked as swapfs in thefiie 
/etc/fstab to be made avaiiabie to the paging system. The options fleid in 
/etc/fstab entries is read by swapon, and must contain eiements formatted as 
foiiows: 


min=min Seethe-m option for thevaiueof min. 

lim=iimit See the -1 option for the vaiue of iimit. (Fiie system paging areas 
oniy.) 

res=reserve See the-r option for the vaiue of reserve. (Fiie system paging areas 
oniy.) 

pri=priority See the-p option for thevaiueof priority. (Fiie system paging areas 
oniy.) 


end 


See the -e option for the meaning of this option. (Device paging 
areas oniy.) 


See fstab(4) for an exampie entry. 


Use space after the end of the fiie system on the biock device for paging. An error 
message is returned if no fiie system is found on the device. This option cannot be 
used with the-f option. Do not confuse this with paging to a fiie system. This option 
is for use with a disk that has both a fiie system and dedicated paging space on it. 


Force the device to be enabied, which wiii destroy the fiie system on it. Use with 
extreme caution. Normaiiy, if a fiie system exists on the de/ice to be enabied, 
swapon faiisand dispiays an error message. This option cannot be used with the -e 
option. 


iimit specifies the maximum space the paging system is aii owed to take from the disk, 
provided space is avaiiabie that is not reserved for exciusive use by the fiie system. 
Thevaiueof iimit is rounded up so that it is a muitipieof the paging aiiocation chunk 
size, which is set with the kernei tunabie parameter swchunk (see config(lM) and 
swapinfo(lM)). See WARNINGS. The defauit vaiue for iimit is 0, indicating there is 
no iimit to the amount of fiie system space the paging system can use. 


iimit can be specified in decimai (no prefix), octai (0 prefix), or hexadecimai (Ox 
prefix). It may be specified in units of kiiobytes (k suffix), megabytes (M suffix), or fiie 
system biocks (no suffix). (A kiiobyte is 1024 bytes; a megabyte is 1024 kiiobytes; the 
size of a fiie system biock is determined by the administrator when the fiie system is 
created.) 


-m min 


-p priority 


-r reserve 


-t type 


min indicates the space the paging system wiii initiaiiytakefrom thefiiesystem. The 
vaiue of min is rounded up so that it is a muitipieof the paging aiiocation chunk size, 
which is set with the kernei tunabie parameter swchunk (see config(lM) and 
swapinfo(lM)). The defauit vaiuefor min isO, i ndi eating no paging space is to be aii o- 
cated initiaiiy. min can be specified in thesame forms as iimit, above. 

priority indicates the order in which space is taken from the fiie systems and devices 
used for paging. Space is taken from the systems with iower priority numbers first. 
U nder most circumstances, space is taken from device paging areas before fiie system 
paging areas, regardiess of priority. See "Paging Aiiocation" in swapinfo(lM) for more 
information, priority can have a vaiue from 0 to 10 and has a defauit vaiue of 1. 

reserve specifies the space, in addition to the space currentiy occupied by the fiie sys¬ 
tem, that is reserved for fiie system use oniy, making it unavaiiabieto the paging sys¬ 
tem. This reserved space is in addition to the minimum free space specified by the 
administrator when the fiie system was created. See WARN I NGS. The defauit vaiue 
for reserve is 0 indicating that no fiie system space is reserved for fiie system use oniy. 
reserve can be specified in the same forms as iimit, above. 

Restrict the type of the paging area. If the -t option is omitted, aii of the paging 
areas defined in /etc/fstab are made avaiiabie. typecan haveoneof thefoiiowing 
vaiues: 
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dev Device paging areas, 

fs Fiiesystem paging areas, 

local Paging areas defined on the iocai system, 
remote Paging areas defined on remote systems. 

-u Uniock biock device flies which are being used by the savecore command. Nor- 

maiiy, swapon wiii not enabie paging on a device if it is being used by savecore to 
retrieve system dump information. The iist of devices in use is maintained in the fiie 
/etc/savecore.LCK. This option forces the device to be enabied, which may 
overwrite any system dump information contained on the device. This option shouid 
be used with extreme caution. 

RETURN VALUE 

swapon returns one of thefoiiowing vaiues: 

0 Successfui compietion. 

>0 An error condition occurred. 

EXAMPLES 

The first two exampies enabie paging to the fiie system containing the /paging directory. The maximum 
number of fiie system biocks avaiiabieto the paging system is set to 5000, the number of fiie system biocks 
reserved for fiie system use oniy is set to 10000, and the priority is set to 2. The number of fiie system 
biocks initiaiiy taken by the paging system defauits to 0 in the first exampie, and is set to 0 in the second 
exampie. On a fliesystem with thedefauit 8kB biock size, these exampies aiiocateapproximateiy 40MB of 
fiie system paging. 

/usr/sbin/swapon -1 5000 -r 10000 -p 2 /paging 
/usr/sbin/swapon /paging 0 5000 10000 2 

This exampie enabies paging to two biock devices and sets the priority of both devices to 0. 

/usr/sbin/swapon -p 0 /dev/dsk/clOtOdO /dev/dsk/cl3t0d0 

This exampie enabies paging to a biock device, using the space after the end of the fiie system for paging 
and ietting the priority defauit to 1. 

/usr/sbin/swapon -e /dev/dsk/o4t0d0 
This exampie enabies paging to a biock device, forcing paging even if a fliesystem exists on the device, 
/usr/sbin/swapon -f /dev/dsk/ol2t0d0 

WARNINGS 

Once fiie system biocks have been aiiocated for paging space, the fiie system cannot be unmounted uniess 
the system is rebooted. 

If any paging area becomes unavaiiabiewhiiethe system is running, for exampie if a network faiiure occurs 
whiiepagingtoa remote system, thesystem wiii immediateiy hait. 

The fiie system biock size used by the-1, -m, and -r options varies between fiie systems, and is defined by 
the system administrator at the time the fiie system is created. The dumpfs command can be used to 
determine the biock size for a particuiar fiie system (seedumpfs(lM)). 

When using the-1 and -r options, the reserve space specified by the -r option takes precedence over the 
-1 option. Thus, if: 

D =Totai disk spaceavaiiabietoordinary users 

R = Reserve space specified by the -r option 

iimit =Paging spaceiimit specified by the-1 option 
L = Space currentiy avaiiabieto the paging system 

F =Spacecurrentiy occupied by the fiie system 

thefoiiowing reiationships hold: 

F +R + limit <D In normal operation 
L =0 If F +R >=D 


HP-UX Release 11.0: October 1997 


-3- 


Section lM-721 


swapon (IM) 


swapon (IM) 


0<=L<= limit If F+R+limit >=D 


FILES 

/dev/dsk/ccardttargetdde/ice Normal paging devices 
/etc/fstab File system table 

/etc/savecore . LCK List of devices being used by savecore 

AUTHOR 

swapon was developed by FIP and the University of California, Berkeley. 

SEE ALSO 

config(lM), savecore(lM), swapinfo(lM), swapon(2), fstab(4). 
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NAME 

swask - ask for user response 

SYNOPSIS 

swask [-v] [-C catalog] [-C session_file] [-f software_file] [-J jobid] [-Q date] 

[-S source] [-S session_file] [-t target_file] [-x option=value] [-X options_file] 
[software_selections] [@ target_selections] 

Remarks 

• SD-UX commands are included with the HP-UX Operating System and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only. 


DESCRIPTION 

The swask command runs interactive software request scripts for the software objects selected (and for 
HP OpenView Software Distributor) to one or more targets specified by target selections. These scripts 
store the responses in a response file (named response) for later use by the swinstall and swcon- 
fig commands. The swinstall and swconfig commands can also run the interactive request scripts 
directly, using the ask option. 

If the -s option is specified, software is selected from the distribution source. If the -s option is not 
specified, software installed on thetarget systems is selected. For each selected software that has a request 
script, executing that script generates a response file. By specifying the -c catalog option, swask storesa 
copy of the response file to that catalog for later use by swinstall or swconfig. 

Options 

The swask command supports thefollowing options: 

-V Turns on verbose output to stdout. 

-c catalog Specifies the pathname of an exported catalog which stores the response files created 
by the request script, swask creates the catalog if it does not already exist. 

If the -c catalog option is omitted and the source is local, swask copies the response 
files into the source depot, <distributi on. path>/catalog. 

-C session_file 

Saves the current options and operands to session_file. You can enter a relative or 
absolute path with the file name. The default directory for session files is 
$HOME/. sw/sessions/. You can recall a session file with the -S option. 

-f software_file 

Reads the list of software_selections from software_file instead of (or in addition to) the 
command line. 

-s source Specifies the source depot (or tape) from which software is selected for the ask opera¬ 
tion. 

-S session_file 

Executes swask based on the options and operands saved from a previous session, as 
defined in session_file. You can save session information from a command-linesession 
with the -C session_fileoption. 

-t targetfile Specifies a default set of targets for swask. 

-X option=value 

Sets the session option to value and overrides the default value (or a value in an alter¬ 
nate option_file specified with the -X option). Multiple -x options can be specified. 

-X option_file Reads the session options and behaviors from option_file. 
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Operands 

swask supports two types of operands: software selections followed by target selections. These operands 
are separated by the "(§)' (at) character. This syntax implies that the command operates on "selections at 
targets". 

Software Selections 

The selections operands consist of software_selactions, 
swask supports thefollowing syntax for each software_selaction: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> res/ision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. For example, r>=B.10.00 
chooses all revisions greater than or equal to B.10.00. The system compares each dot- 
separated field to find matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=AA.12, 

r<AA. 20). If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. For installed software, 1=, is also included. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
di rectory / . 

Target Selections 

swask supports thefollowing syntax for each target_selection. 

[host][: ][/directory] 

The : (colon) is required if both a host and directory arespecified. 
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EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, severai SD behaviors and poiicy options can be changed by editing the 
defauitvaiuesfound in: 

/var/adm/sw/defaults the system-wide defauit vaiues. 

$HOME/ . swdefaults the user-specific defauit vaiues. 

Vaiues must be specified in thedefauitsfiieusingthissyntax: 

[command_name. ]option=vaiue 

Theoptionai command_name prefix denotes one of the SD commands. Using the prefix iimits the change in 
thedefauitvaiueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swask commands. If a default value 
exists, it is listed after the 

ask=true 

Executes the request script, if one is associated with the selected software, and stores the 
user response in a file named response. 

If ask=as_needed, the swask command first determines if a response file already 
exists in the catalog and executes the request script only when a response file is absent. 

autoselect_dependencies=true 

Controls the automatic selection of prerequisite and corequisite software that is not expli¬ 
citly selected by the user. When set to true, requisite software will be automatically 
selected for configuration. When set to false, requisite software which is not explicitly 
selected will not be automatically selected for configuration. 

aut os ele ct_pat che s=t rue 

Automatically selects the latest patches (based on superseding and ancestor attributes) for 
a software object that a user selects. The patch_filter option can be used in conjunc¬ 
tion with autoselect_patches to limit which patches will be selected. Requires 
patches that are in an enhanced SD format. Patches not in enhanced format will not 
respond to autoselect patches. 

enforce_scripts=true 

Stops the request process if a request script fails. If set to false, the request process 
proceeds even when a request script fails. 

log_msgid=0 

Controls the log level for the events logged to the command log file, the target agent log 
file, and the source agent log file by prepending identification numbers to log file messages: 

0 No such identifiers are prepended (default). 

1 AppliestoERROR messagesonly. 

2 AppliestoERROR and WARNING messages. 

3 AppliestoERROR, WARNING, and NOTE messages. 

4 AppliestoERROR, WARNING, NOTE, and certain other log file messages. 

logdetail=false 

Controls the amount of detail written to the logfile. When set to true, this option adds 
detailed task information (such as options specified, progress statements, and additional 
summary information) to the logfile. This information is in addition to log information con¬ 
trolled by the loglevel option. 

See loglevel below and the sd(5) manual page, by typing man 5 sd, for more infor¬ 
mation. 

logfile=/var/adm/sw/swask.log 

Defines the default logfilefor swask. 
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loglevel=l 

Controls the log level for the events logged to the command logfile and the target agent 
logfile. A value of 

0 provides noinformatlon tothelogfile. 

1 enables verbose logging of key events to the log files. 

2 enables very verbose logging, I ncludingper-file messages, to the log files. 

patch_filter=*.* 

Used In conjunction with the autoselect_patches or patch_match_target 
options to filter the available criteria specified by thefilter. A key use Is to 
allow filtering by the "category" attribute. Requires patches that are In an enhanced SD 
patch format. 

verbose=l 

Controls the verbosity of the output (stdout): 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 


Session Files 

Each Invocation of swask defines a task session. The invocation options, source information, software 
selections, and target hosts are saved before the task actually commences. This lets you re-execute the 
command even If the session ends before proper completion. 

Each session Is saved to the file $HOME/. sw/sessions/swask. last. This file Is overwritten by 
each Invocation of swask. 

To save session Information In a different location, execute swask with the -C session_file option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for a session file. 
If you do not specify a directory, the default location for a session file Is $HOME/ . sw/sessions/. 

To re-execute a session, specify the session file as the argument for the -S session_file option. 

When you re-execute a session file, the values In the session file take precedence over values In the system 
defaults file. Likewise, any command llneoptlons or parameters that you specify when you Invoke swask 
take precedence over the values In the session file. 

Software and Target L ists 

You can use files containing software and target selections as Input to the swask command. Seethe -f 
and -t options for more Information. 

E nvironment Variables 

Theenvironment varlablethat affects the swlist command Is: 

LANG Determines the language In which messages are displayed. If LANG Is not specified or is 
set to the empty string, a default value of C Is used. See lang(5) for more Information. 

NOTE: The language In which the SD agent and daemon log messages are displayed Is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display In J apanese. 

Environment variables that affect scripts: 

SW_CONTROL_DIRECTORY 

Defines the current directory of the script being executed, either a temporary catalog direc¬ 
tory, or a directory within In the Installed Products Database (IPD). This variable tells 
scripts where other control scripts for the software are located (e.g. subscripts). 

SW_LOCATION 

Defines the location of the product, which may have been changed from the default product 
directory. When combined with the SW_ROOT_DIRECTORY, this variable tells scripts 
where the product files are located. 

SW_PATH 

A PATFI variable which defines a minimum set of commands availablefor use in a control 
script (e.g. /sbin:/usr/bin). 
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SW_ROOT_DIRECTORY 

Defines the root directory in which the session is operating, either "/" or an alternate root 
directory. This variable tells control scripts the root directory in which the products are 
installed. A script must use this directory as a prefix to SW_LOCATION to locate the 
product's installed files. The configure script is only run when SW_ROOT_DI RECTORY is 


SW_SESSION_OPTIONS 

Contains the pathname of a file containing the value of every option for a particular com¬ 
mand, including software and target selections. This lets scripts retrieve any command 
options and values other than the ones provided explicitly by other environment variables. 
For example, when the file pointed to by SW_SESSlONS_OPTlONS is made availableto 
a request script, thetargets option contains a list of software_collection_specs for all targets 
specified for the command. When the file pointed to by SW_SESSlONS_OPTlONS is 
made available to other scripts, the targets option contains the single 
software_collection_spec for thetargets on which the script is being executed. 

SW_SOFTWARE_SPEC 

This variable contains the fully qualified software specification of the current product or 
fileset. The software specification allows the product or fileset to be uniquely identified. 


RETURN VALUES 

swask returns one of these codes: 

0 Command successful on all targets 

1 Command failed on all targets 

2 Command failed on some targets 

DIAGNOSTICS 

The swask command writes to stdout, stderr, and to the swask logfile. 

Standard Output 

An interactive swask session does not write to stdout. A non-interactive swask session writes messages 
for significant events. These include: 

• a begin and end session message, 

• selection, analysis, and execution task messages for each target_selection. 

Standard E rror 

An interactive swask session does not write to stderr. A non-interactive swask session writes messages 
for all WARNING and ERROR conditions to stderr. 

Logging 

Both interactive and non-interactive swask sessions log summary events at the host where the command 
wasinvoked. They log detailed events to the swask.log logfileassociated with each target_selection. 

Command Log 

The swask command logs all stdout and stderr messages to the the logfile 
/var/adm/sw/swask. log. Similar messages are logged by an interactive swask session. You 
can specify a different logfile by modifying the logfile option. 

EXAMPLES 

Run all request scripts from the default depot (/var/spool/sw) depot and write the response file 
(named response ) back to the same depot: 

swask -s /var/spool/sw \* 

Run the request script for Productl from depot /tmp/sample . depot. 1 on remote host swposix, 
create the catalog /tmp/testl. depot on the local controller machine, and place the response file 
(named response) in the catalog: 

swask -s swposix:/tmp/sample.depot. 1 -c /tmp/testl.depot Productl 

Run request scripts from remote depot /tmp/sample. depot. 1 on host swposix only when a 
response file is absent, create the catalog /tmp/testl. depot on the local controller machine, and 
pi ace the response file (named response) in thecatalog: 
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swask -s swposix:/tmp/sample.depot.1 -c /tmp/testl.depot 
-X ask=as_needed \* 


FILES 

$HOME/.swdefaults 

Contains the user-specific defauit vaiues for some or aii SD options. If this fiie does not exist, SD 
iooksfor user-specific defauitsin $HOME/. sw/defaults. 

$HOME/.sw/sessions/ 

Contains session flies automaticaiiy saved by theSD commands or expiicitiy saved by the user. 

/usr/lib/sw/sys.defaults 

Contains the master iist of current SD options, with their defauit vaiues, for documentation pur¬ 
poses oniy. 

/var/adm/sw/ 

The directory which contains aii of theconflgurabie (and non-conflgurabie) data for SD. This direc¬ 
tory is aiso the defauit ideation of iog flies. 

/var/adm/sw/defaults 

Containstheactive system-wide defauit vaiues for some or aii SD options. 

/var/adm/sw/products/ 

The I nstaiied Products Database (I PD), a cataiog of aii products instaiied on a system. 

/var/adm/sw/swask.log 

Contains aii stdout and stderr messages generated by swask. 


AUTHOR 

swask wasdeveioped by the Hewiett-Packard Company. 


SEE ALSO 

The Managing HP-UX Software with SD-UX manuai, the HP OpenView Software Distributor 
Administrator's Guide, sd(5), swconflg(lM), and swinstaii(lM). 
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NAME 

swconfig - configure, unconfigure, or reconfigure installed software 

SYNOPSIS 

swconfig [-p] [-u] [-v] [-c catalog] [-C session_file] [-f software_file] [-J jobid] [-Q date] 
[-S session_file] [-t target_file] [-x option=value] [-X option_file] 

[software_selections] [@ target_selections] 

Remarks 

• SD-UX commands are included with the HP-UX Operating System and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only. 


DESCRIPTION 

The swconfig command configures, unconfigures, and reconfigures installed and linkinstalled software 
products for execution on the specified targets. The swconfig command transitions software between 
INSTALLED and CONFIGURED states. 

Software is automatically configured and unconfigured as part of the swinstall and swremove com¬ 
mands (respectively). The user can defer configuration when software is installed. The swconfig com¬ 
mand can (un)configure software independent of swinstall and swremove, e.g. to configure 
(unconfigure) hosts that share software from a server host where the software is actually installed. The 
swconfig command must also be executed when the initial configuration by swinstall failed, was 
deferred, or needs to be changed. 

Configuration primarily involves the execution of vendor-supplied configure scripts. These scripts perform 
configuration tasks which enable the use of the software on the target hosts. The swconfig command 
also allows software to unconfigure the hosts on which it no longer will be run. A vendor can supply 
unconfigure scripts to "undd' the configuration performed by the configure script. 

The configure scripts are not run by swinstall and swremove when an alternate root directory is 
specified. I nstead, the swconfig command must be run after that software has been made availableto 
client hosts, to configure those hosts. Similarly, swconfig must be used on client hosts to unconfigure 
those hosts. Configuration can also be deferred on software installed to the root directory /, for example 
when multiple configured versions have been allowed, by using the defer_configure option with 
swinstall. 

Other features of swconfig include: 

• The swconfig command supports only configuration of compatible software by default, controll- 
ablethrough the allow_inoompatible option. 

• If a fileset specifies a prerequisite on other software, that software must be in a "configured" state 
before the software specifying the dependency will be configured. 

• The swconfig command will configure multiple versions of a product if the user has set 
allow_multiple_versions=true. The vendor must therefore detect and prevent multiple 
configured versions in their configure scripts, if that is necessary. 

• A vendor's configure script is as useful for operations required for software updates as for new 
installs. The scripts must also be designed to handlereinstall. 

• The ability to ask for a user response by running a request script. See the ask default option for 
more information. 
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Options 

swconfig supports the foil owing options: 

-c catalog Specifies the pathname of an exported catalog which stores copies of the response file 
or files created by a request script (if -x ask=true or -x ask=as_needed). 
Response files arealso stored in the Installed Products Database. 

-C session_file 

Save the current options and operands to session_file. You can enter a relative or 
absolute path with the file name. The default directory for session files is 
$HOME/ . sw/sessions/. You can recall a session file with the -S option. 

-f software_file 

Read the list of software_selections from software_file instead of (or in addition to) the 
command line. 

-J jobid (Applies only to HP OpenView Software Distributor.) Executes the previously 
scheduled job. This is the syntax used by the daemon to start thejob. 

-p Previews a configuration task by running the session through the analysis phase only. 

-Q date (Applies only to HP OpenView Software Distributor.) Schedules thejob for this date. 

The date's format can be changed by modifying the file 

/var/adm/sw/getdate.tempi. 

-S session_file 

Execute swconfig based on the options and operands saved from a previous ses¬ 
sion, as defined in session_file. You can save session information toa filewith the -C 
option. 

-t target_file Read the list of target_selections from target_file instead of (or in addition to) the com¬ 
mand line. 

-u Causes swconfig to unconfigure the software instead of configuring it. 

-V Turns on verbose output to stdout. (The swconfig logfile is not affected by this 

option.) Verbose output is enabled by default: see the verbose option below. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoption_filespecified with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from option_file. 

Operands 

Most SD commands support two types of operands: software selections followed by target selections. These 
operands are separated by the "(3)' (at) character. This syntax implies that the command operates on "selec¬ 
tions at targets". 

Software Selections 

The swconfig command supports thefollowing syntax for each software_selection: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> revision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 
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For example, r>=B.10.00 chooses all revisions greater than or equal to B . 10. 00 . Thesys- 
tem compares each dot-separated held to And matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

Target Selections 
swconfig 

supports this syntax for each target_selection. 

[host][: ][/directory] 

The : (colon) is required if both a host and directory arespecified. 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swlist commands. If a default value 
exists, it is listed after the 

The policy options that apply to swconfig are: 

agent_auto_exit=true 

Causes the target agent to automatically exit after Execute phase, or after a failed Analysis 
phase. This is forced to false when the controller is using an interactive Ul, or when -p 
(preview) is used. This enhances network reliability and performance. The default is 
true - the target agent will automatically exit when appropriate. If set to false, the 
target agent will not exit until thecontroller ends the session. 
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agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickiy detect iost network connections since RPC can take as 
iong as 130 minutes to detect a iost connection. The recommended vaiue is the iongest 
period of inactivity expected in your environment. For command iine invocation, a vaiue 
between 10 minutes and 60 minutes is suitabie. A vaiue of 60 minutes or more is recom¬ 
mended when the GUI wiii be used. Thedefauit of 10000 is siightiy iess than 7 days. 

allow_incompatible=false 

Requires that the software products which are being configured be "compatibief with the 
target selections. (Aii of the target selections must match the iist of supported systems 
defined for each selected product.) If set to true, target compatibility is not enforced. 

allow_multiple_versions=false 

Prevents the configuration of another, independent version of a product when a version 
alreadyis configured at the target. 

If set to true, another version of an existing product can be configured in its new location. 
Multiple versions can only be installed if a product is locatable. Multiple configured ver¬ 
sions will not work unless the product supports it. 

ask=false 

When ask=true, executes a request script, which asks for a user response. If 
ask=as_needed, the swask command first determines if a response file already exists 
in the control directory and executes the request script only when a response file is absent. 

If set to ask=true, or ask=as_needed, you can use the -c catalog option to specify 
the pathname of an exported catalog to store copies of the response file or files created by 
the request script. 

See swask(lM) for more information on request scripts. 

autoremove_job = false 

(Applies only to FIP OpenView Software Distributor.) Controls automatic job removal of 
completed jobs. If the job is automatically removed, job information (job status or 
controller/agent logfiles) cannot be queried with swjob. 

autoselect_dependencies=true 

Controls the automatic selection of prerequisite and corequisite software that is not expli¬ 
citly selected by the user. This option does not apply to swconfig -u. The default is: 
true. The requisite software will be automatically selected for configuration. Specifying 
false causes requisite software, which is not explicitly selected, to not be automatically 
selected for configuration. 

aut os ele ct_dependent s=fals e 

Controls the automatic selection of dependent software that isnot explicitly selected by the 
user. A dependent is the opposite of a requisite. A dependent fileset has established either 
a prerequisite or a corequisite on the fileset under discussion. Specifying true causes 
dependent software to be automatically selected for unconfiguration. Thedefauit, false 
causes dependent software, which is not explicitly selected, to not be automatically selected 
for unconfiguration. 

controller_source 

Location of a depot for the controller to access to resolve selections. This has no effect on 
which sources the target uses. Specify this as host, /path, or host:/path. Useful for reducing 
network traffic between controller and target. 

enforce_dependencies=true 

Requires that all dependencies specified by the software_selections be resolved at the 
target_selections. 

The swconfig, command will not proceed unless the dependencies have also been 
selected or already exist at the target in the correct state (INSTALLED or CONFIGURED). 
This prevents unusablesoftwarefrom being configured on the system. 

If set to false, dependencies will still be checked, but not enforced. Corequisite depen¬ 
dencies, if not enforced, may keep the selected software from working properly. Prere- 
quisitedependencies, if not enforced, may cause the configuration to fail. 
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job_title= 

(Applies only to HP OpenView Software Distributor.) This is an ASCII string giving a title 
to a job. It is displayed along with the job ID to provide additional identifying information 
about a job when swjob is invoked. 

log_msgid=0 

Controls whether numeric identification numbers are prepended to logfile messages pro¬ 
duced by SD. A value of 0 (default) indicates no such identifiers are attached. Values of 1-4 
indicate that identifiers are attached to messages: 

1 applies to ERROR messages only 

2 applies to ERROR and WARNING messages 

3 applies to ERROR, WARNING, and NOTE messages 

4 applies to ERROR, WARNING, NOTE, and certain other logfile messages. 

logdetail=false 

Controls the amount of detail written to the logfile. When set to true, this option adds 
detailed task information (such as options specified, progress statements, and additional 
summary information) to the logfile. This information is in addition to log information con¬ 
trolled by the loglevel option. 

See loglevel below and the sd(5) manual page, by typing man 5 sd , for more infor¬ 
mation. 

logfile=/var/adm/sw/swconfig.log 

This is thedefault command log filefor the swconfig command. 
loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This information is in addition to the detail controlled by the 
logdetail option. (See logdetail above and the sd(5) manual page, by typing man 

5 sd , for more information.) Avalueof 

0 provides noinformation tothelogfile. 

1 enables verbose logging to the I ogfiles. 

2 enables very verbose logging to the I ogfiles. 

mount_all_filesystems=true 

By default, the swconfig command attempts to automatically mount all filesystems in 
the /etc/fstab file at the beginning of the analysis phase, to ensure that all listed 
filesystems are mounted before proceeding. This policy helps to ensure that files are not 
loaded into a directory that may be below a future mount point. 

If set to false, the mount operation is not attempted, and no check of the current mounts 
is performed. 

reconfigure=false 

Prevents software which isalready in theCONFIGURED state from being reconfigured. If 
set to true, CONFIGURED software can be reconfigured. 

rpc_binding_info=ncacn_ip_tcp:[2121] ncadg_ip_udp:[2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and on which 
the other commands use to contact the daemon. If the connection fails for one protocol 
sequence, the next is attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp 
(ncadg_ip_udp:[2121]) protocol sequence on most platforms. 

rpc_timeout=5 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up, or are not running the swagentd. Each value is approxi¬ 
mately twice as long as the preceding value. A value of 5 is about 30 seconds for the 
ncadg_ip_udp protocol sequence. 

select_local=true 

If notarget_selections are specified, select the local host as the target of the command. 
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software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. 

targets= 

Defines the default target selactions. There is no supplied default (see select_local 
above). If there is more than one target selection, they must be separated by spaces. 

verbose=l 

Controls the verbosity of the output (stdout). A value of 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 

write_remote_files=false 

Prevents the configuring of files on a target which exists on a remote (NFS) filesystem. All 
files on a remote filesystem will be skipped. 

If set to true and if the superuser has write permission on the remote filesystem, the 
remote files will not be skipped, but will be configured. 


Session File 

Each invocation of the swconfig command defines a configuration session. The invocation options, 
source information, software selections, and target hosts are saved before the installation or copy task actu¬ 
ally commences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is automatically saved to the file $HOME/ . sw/sessions/swremove . last. This file is 
overwritten by each invocation of swconfig. 

You can also save session information to a specific file by executing swconfig with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. If you do not specify a specific path for the session 
file, the default location is $HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swconfig. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swconfig take precedence over the values in the session file. 

E nvironment Variables 

Theenvironment variablethat affects the swconfig command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See lang(5) for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Environment variables that affect scripts are: 

SW_CONTROL_DIRECTORY 

Defines the current directory of the script being executed, either a temporary catalog direc¬ 
tory, or a directory within in the Installed Products Database (IPD). This variable tells 
scripts where other control scripts for the software are located (e.g. subscripts). 

SW_LOCATION 

Defines the location of the product, which may have been changed from the default product 
directory. When combined with the SW_ROOT_DIRECTORY, this variable tells scripts 
where the product files are located. 

SW_PATH 

A PATFI variable which defines a minimum set of commands availablefor use in a control 
script (e.g. /sbin:/usr/bin). 
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SW_ROOT_DIRECTORY 

Defines the root directory in which the session is operating, either "/" or an alternate root 
directory. This variable tells control scripts the root directory in which the products are 
installed. A script must use this directory as a prefix to SW_LOCATION to locate the 
product's installed files. The configure script is only run when SW_ROOT_DI RECTORY is 


SW_SESSION_OPTIONS 

Contains the pathname of a file containing the value of every option for a particular com¬ 
mand, including software and target selections. This lets scripts retrieve any command 
options and values other than the ones provided explicitly by other environment variables. 
For example, when the file pointed to by SW_SESSlONS_OPTlONS is made availableto 
a request script, the targets option contains a list of software_collection_specs for all tar¬ 
gets specified for the command. When the file pointed to by SW_SESSlONS_OPTlONS is 
made available to other scripts, the targets option contains the single 
software_collection_spec for the targets on which the script is being executed. 

SW_SOFTWARE_SPEC 

This variable contains the fully qualified software specification of the current product or 
fileset. The software specification allows the product or fileset to be uniquely identified. 


Signals 

The swconfig command catches the signals SIGQUIT and SIGINT. If these signals are received, 
swconfig prints a message, sends a Remote Procedure Call (RPC) to the agents to wrap up, and then 
exits. 

Each agent will complete the configuration task (if the execution phase has already started) before it wraps 
up. This avoids leaving software in a corrupt state. 

RETURN VALUES 

The swconfig command returns: 

0 The software_selections were successfully configured. 

1 The configure operation failed on all target_selactions. 

2 The configure operation failed on some target_selactions. 

DIAGNOSTICS 

The swconfig command writes to stdout, stderr, and to specific logfiles. 

Standard Output 

The swconfig command writes messages for significant events. These include: 

• a begin and end session message, 

• selection, analysis, and execution task messages for each target selaction. 

Standard E rror 

The swconfig command also writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

The swconfig command logs summary events at the host where the command was invoked. It logs 
detailed events to the swagent logfileassociated with each target_selection. 

Command Log 

The swconfig command logs all stdout and stderr messages to the the logfile 
/var/adm/sw/swconfig. log. (The user can specify a different logfile by modifying the log- 
file option.) 

Target Log 

A swagent process performs the actual configure operation at each target_selection. The 
swagent logs events to the file /var/adm/sw/swagent. log. 

Thefollowing line applies only to FIP OpenView Software Distributor. 

Command and target log files can be viewed using the swjob command. 
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EXAMPLES 

Configure the C and Pascal products on the local host: 

swconfig cc pascal 

Configure Productl, useany associated response files generated by a request script, and save response files 
under /tmp/respl: 

swconfig -x ask=true -c /tmp/respl Productl 
Reconfigure the HP Omni back product: 

swconfig -x reconfigure=true Omniback 
Configure the version of HP Omniback that was installed at /opt/Omnibaok_v2.0: 
swconfig Omniback,l=/opt/Omniback_v2.0 

Unconfigure the software_selections listed in the file /tmp/install .products on the hosts listed in 
thefile /tmp/install. hosts: 

swconfig -u -f /tmp/install.products -t /tmp/install.hosts 
Thefollowing example applies only to HP OpenView Software Distributor 
Configure the C and Pascal products on remote hosts: 

swconfig cc pascal @ hostA hostB hostC 

LIMITATIONS 

TheSD-UX version of swconfig does not support the configuration, unconfiguration, or reconfiguration 
of i nstal led software on remote targets. 

Thefollowing paragraph applies only to HP OpenView Software Distributor. 

The swconfig command does not apply to PC controllers or PC targets. For PC targets, configuration 
operations are packaged into the PC product as one or more of its actions, and then executed when the PC 
product is installed. 

FILES 

$HOME/.swdefaults 

Contains the user-specific default values for some or all SD software management command 
options. 

$HOME/.sw/sessions/ 

Contains session files automatically saved by the SD software management commands, or expli¬ 
citly saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master list of current SD options with their default values. 

/var/adm/sw/ 

The directory which contains all configurable and non-configurable data for SD software manage¬ 
ment commands. This directory is also the default location of logfiles. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD software management command 
options. 

/var/adm/sw/getdate.tempi 

Contains the set of date/time templates used when schedulingjobs. 

/var/adm/sw/products/ 

The I nstalled Products Database (I PD), a catalog of all products installed on a system. 


AUTHOR 

swconfig was developed by the Hewlett-Packard Company. 
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SEE ALSO 

Managing HP-UX Software with SD-UX manuai, the HP OpenView Software Distributor Administrator's 
Guide, sd(4), sd(5), swaci(lM), swagentd(lM), swaskflM), swconfig(lM), swgettoois(lM), swinstaii(lM), 
swjob(lM), swiist(lM), swmodify(lM), swpackageflM), swpackage(4), swreg(lM), swremove(lM), 
swverify(lM). 
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NAME 

swgettools - utility for retrieving theSD product from new SD media in preparation for an OS update 

SYNOPSIS 

swgettools [-s source][-t temp_directory_path] 

DESCRIPTION 

The swgettools command updates or reinstalls the latest SD commands (SW-DIST product) to your 
system from media or a depot. The new SD commands are needed to install updated releases of HP-UX. 

Prerequisites 

• The swgettools script needs a temporary directory with at least 2 MB of free space. If there is not 
enough space in the temporary directory, swgettools will fail. 

By default, swgettools uses the /var/tmp directory. Use the bdf /var/tmp command to 
determine if /var/tmp has adequate space. 

Ifyou do not have2 MB freein /var/tmp, use the -t temp_dir_location option to specify a different 
temporary directory. 

• The SW-GETTOOLS product loaded by swgettools requires enough space to install the following 
files: 

/var/adm/sw/lbin (1MB) 

/var/adm/sw/sbin (3 MB) 

/var/adm/sw/lib (6 MB) 

/usr/lbin/sw/bin (5 MB) 

These files are automatically removed when you reboot. 

• Your system needs at least 32 MB of RAM to successfullyupdatetoHP-UX version 10.30 or greater. 

Procedure 

To update SD, you must first load the swgettools command onto your system. You can then run 
swgettools to get the new SW-DIST product, which containsthe new SD-UX commands. 

• swgettools is shipped in the catalog/SW-GETTOOLS/pfiles directory. Depending on 
whether the HP-UX software is on CD, tape, or a remote system in a software depot, use cp, tar, or 
rep to load swgettools onto your system. (HP recommends that you use the default directory, 
/var/tmp.) 

• Run swgettools . This creates the SW-GETTOOLS product, which updates SW-DIST. 

• Use the new version of swinstall to update the rest of the operating system. See swinstall (IM) for 
more information. 

CAUTION: You MUST use the latest version of swinstall to update your system to the latest ver¬ 
sion of HP-UX. Ifyou usea previous version of swinstall, theupdatewill fail. 

• Reboot the system. 

For complete instructions regarding updating HP-UX, see I nstalling HP-UX 11.0 and Updating HP-UX 10.x 
to 11.0. 

CAUTION: Ensure that the booted kernel is /stand/vmunix before you install any kernel software. 
The swinstall process assumes that the system has booted using the kernel at /stand/vmunix. Ins¬ 
talling kernel software or performing an operating system update with any other kernel might result in loss 
of data or other errors. 
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Options 

The swgettools command supportsthefollowingoptions: 

-s source Specifies the path for the source media. Possibie ideations are: a iocai directory that is 
an SD depot, a character-speciai tape device fiie connected to a tape drive that has an 
SD media tape ioaded, a CD-ROM mount point that has an SD media CD-ROM 
ioaded, or a remote machine and depot combination. The defauit source type is direc¬ 
tory. The syntax is: 

[host][: ][/directory] 

The remote host can be specified by its host name, domain name, or I nternet address. 
The absoiute path to the remote depot foiiows, separated by a coion with no spaces. 
The coion is required when both a host and directory are specified. The directory path 
must be absoiute. For exampie, to specify a remote machine and depot combination: 

swperf:/var/spool/sw 
-t temp_directory_path 

Specifies a temporary directory to use during the swgettools process. An abso¬ 
iute pathname is required. By defauit /var/tmp is used. The temporary directory 
must exist and must have at ieast 2 MB of free disk space for swgettools to 
succeed. (You can use the bdf temp_directory_path command to determine if the 
directory has adequate space.) 


RETURN VALUES 

The swgettools command returns: 

0 Successfui compietion 

1 Usage incorrect 

2 Error during execution 

EXAMPLES 

To instaii the new SW-DIST product from CD-ROM media at /mnt/cdrom_depot: 

cp /mnt/cdrom_depot/catalog/SW-GETTOOLS/pflies/swgettools /var/tmp 
/var/tmp/swgettools -s /mnt/cdrom_depot 

To instaii the new SW-DIST product from tape media at /dev/rmt/Om: 

cd /var/tmp 

tar -xvf /dev/rmt/Om catalog/SW-GETTOOLS/pfiles/swgettools 
cp /var/tmp/catalog/SW-GETTOOLS/pflies/swgettools /var/tmp/swgettools 
rm -rf /var/tmp/catalog 
/var/tmp/swgettools -s /dev/rmt/Om 

To install the new SW-DIST from a remote depot on swperf at /var/spool/sw: 

rep swperf:/var/spool/sw/catalog/SW-GETTOOLS/pfiles/swgettools /var/tmp 
/var/tmp/swgettools -s swperf:/var/spool/sw 

AUTHOR 

swgettools was developed by the Flewlett-Packard Company. 

FILES 

The swgettools command installs the following supporting files into four directories. These files are 
removed when the system is rebooted after the installation or update is complete. 

/var/adm/sw/lbin “1MB 
/var/adm/sw/sbin “3MB 
/var/adm/sw/lib “6 MB 
/usr/lbin/sw/bin “5 MB 

SEE ALSO 

Managing FIP-UX Software with SD-UX, I nstalling FIP-UX 11.0 and Updating FIP-UX 10.x to 11.0, sd(5), 
swinstall(lM). 
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NAME 

swinstall, swccpy - install and configure software products; copy software products for subsequent installa¬ 
tion or distribution 

SYNOPSIS 

swinstall [XToolkit Options] [-i] [-p] [-r] [-v] [-c catalog] [-C session_file] 

[-f software_file] [-J jobid] [-Q date] [-s source] [-S session_file] [-t target_file] 

[-X option=value] [-X option_file] [software_selections] [@ target_selections] 

swcopy [XToolkit Options] [-i] [-p] [-v] [-C session_file] [-f software_file] [-J jobid] 

[-Q date] [-S source] [-S session_file] [-t target_file] [-x option=value] [-X option_file] 
[software_selections] [@ target_selections] 

Remarks 

• swinstall and swcopy have an interactive user interface. You can invoke it by typing swin¬ 
stall, swcopy, or by includingthe -i option on thecommand line. 

• SD-UX commands are included with the HP-UX operating system and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milarthefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only. 


DESCRIPTION 

The swinstall command installsthe software_selections from a software source to either the local host 
or, in the case of the HP OpenView Software Distributor product, to one or more target selections (root 
filesystems). By default, the software is configured for use on the target after it is installed. (The software 
is not configured when installed into an alternateroot directory.) 

The swcopy command copies or merges software_selections from a software source to one or more 
software depot target_selections These depots can then be accessed as a software source by the swin¬ 
stall command. 

U pdati ng the Operati ng System 

To perform an OS update with swinstall (or to reinstall SD from media), you must use first use the 
swgettools command to get the newest version of swinstall. 

CAUTION: You MUST use the latest version of swinstall to update your system to the latest version 
of HP-UX. If you usea previous version of swinstall, theupdatewill fail. 

The os_name and os_release options let you specify the desired OS name and release during an 
HP-UX update. (These options should only be specified from the command line.) TheSD readme file lists 
correct syntax for these options. You can display the readme file by entering: 

swlist -a readme -1 product SW-DIST 

The match_target option, if set to true, selects software by locating filesets on the source that match 
the target system's installed filesets. 

Refer tothe Default Options section of thismanual page, swgettools(lM), and Installing HP-UX 11.0 
and Updating HP-UX lO.xto ll.Ofor more information. 

Installing Kernel Software 

In HP-UX, the kernel installation process requires that the system boots using the kernel at 
/stand/vmunix. Make sure that your system is booted to the /stand/vmunix kernel before you 
install any kernel software or perform an operating system update. 

Installing PC Software 

Thefollowing paragraph applies only to HP OpenView SoftwareDistributor. 

For PC software installation, the swinstall command first copies or merges software_selections from a 
software source to one or more PC target_selections (PC controllers). Each PC controller is a fanout server, 
providing the software_selections (copied to it) to PC targets. At each PC target an SD PC agent process 
performs the actual installation. 
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Features and Differences between swinstall and swcopy 

The key difference between swinstall and swcopy is that swinstall instaiis software for actuai 
(or eventuai) use, whiie swcopy copies software into a depot, making it avaiiabieas a source for instaiia- 
tion by swinstall. 

NOTE: To copy to a tape, see theswpackage(lM) manpage. 

Other features (differences) inciude: 

• The swinstall command executes severai vendor-suppiied scripts during the instaiiation and 
configuration of the software_seiections. The swcopy command does not execute these scripts. 
The swinstall command supportsthefoiiowingscripts: 

request a script that asks the user questions and stores responses in a response fiie. The 
responsefiie can then be used by configuration or other scripts. 

checkinstall 

a script executed during the anaiysis of a target_seleotion, it checks that 
the instaiiation can be attempted. If this check fails, the software product is not 
installed. 

preinstall a script executed immediately before the software's files are installed. 

postinstall 

a script executed immediately after the software's files are installed. 

configure a script executed during the configuration of a target_selection, it configures the 
target for the software (and the software for the target). The preinstall and 
postinstall scripts are not intended to be used for configuration tasks. They 
are to be used for simple file management needs such as removing obsolete files 
from the previous revision (which was just updated). 

unpreinstall 

a script executed immediately after the software's actual files are restored if the 
software install will fail and the autorecover_produot option is set to 
true. The script undoes the steps performed by preinstall script. 

unpostinstall 

a script executed immediately before the software's actual files are restored if the 
software install failed and the autorecover_prociuot option is set to true. 
The script undoes the steps performed by postinstall script. 

• When a depot is created or modified using swcopy, catalog files are built that describe the depot 
(as opposed to the Installed Products Database (IPD) files that are built by the swinstall 
command). 

• By default, the swinstall command only allows the selection of compatible software from the 
source. This constraint ensures that the architecture of the software matches that of the 
target_selections. No compatibility checks are performed by the swcopy command. (A depot can 
be a repository of software targeted for a variety of architectures and operating systems.) 

• By default, swinstall supports updates to higher revisions of software. If a software_selection 
of the same revision is already installed, swinstall will not reinstall it. If a software_selection 
has a lower revision than thesamesoftware which is already installed, swinstall will not rein¬ 
stall it. (The user can override these behaviors with control options.) 

• The swinstall command creates hard links and symbolic links as specified for the software. If 
it encounters a symbolic link where it expected a regular file, swinstall follows the symbolic 
linkand updatesthefileto which it points. 

• The swinstall command does not remove a product's current files before installing the new 
ones. A fileset's install scripts can do that, if necessary. Files being replaced are overwritten 
unless they are in use. If in use, they are unlinked or moved to #<file>. If the autorecover product 
option is set to true; all files are saved to #<file>, and restored if the install fails. 

• The swinstall command supports kernel building scripts and rebooting. Before or after 

software that modifies the kernel is installed or updated, swinstall executes system-specific 
scripts to prepare for or build the new version of thekernel. The remaining software_selections are 
then installed. These scripts are defined in swagent options and include: 

install_setup_cmci, system prep cmd, kernel_build_cmd, and 


HP-UX Release 11.0: October 1997 


-2- 


Section lM-741 


swinstall(lM) 


(Hewlett-Packard Company) 


swinstall(lM) 


install_cleanup_cmd. 

After software that requires a system reboot is instaiied or updated, swinstall automaticaiiy 
reboots the system. The reboot command is defined by the swagent option: reboot_cmd. 

When updating the operating system, you must use first use the swgettools command to get 
the newest version of swinstall. (See swgettoois(lM) for more information.) Then you shouid 
instaii kernei software first to ensure that a new kernei can be generated before the rest of the 
operating system is updated. After aii the software_selections are updated or instaiied, swin¬ 
stall reboots using the new kernei, then executes the configure scripts for each 
software_selection. After these scripts compiete, it reboots the system again to restore it to its nor¬ 
ma i state. 

• Nokernei buiidingor system reboots are performed by swcopy. 

• Both the swinstall and swcopy commands perform various checks prior to instaiiing or 
copying the software_selections, for exampiedisk space anaiysis. 

Options 

swinstall and swcopy support thefoiiowing options: 

XTooiKit Options 

The swinstall and swcopy commands support a subset of the standard X Tooikit 
options to controi the appearance of the GUI. The supported options are: -bg, 
-background, -fg, -foreground, -display, -name, -xrm, and -syn¬ 
chronous. See the X(l) manuai page by typing man X for a definition of these 
options. 

-i Runs the command in interactive mode by invoking the Graphicai User Interface 

(GUI). [Note: The GUI is oniy supported on HP-UX]. The SD-UX swinstall, 
swcopy, and swremove commands aisosupport an interactive terminai user inter¬ 
face (text based) in which screen navigation is done with the keyboard (no mouse). 

-1 (Appiies oniy to HP-UX 10.X.) Runs the command in iinkinstaii mode which makes 

software instaiied under a server's shared root avaiiabieto a diskiess dient's private 
root (HP-UX oniy). 

When run in the iinkinstaii mode, swinstall: 

• Creates NFS mounts to the software to make it accessibiefrom the target. This 
may invoivedeiayed mounting for aiternate roots. 

• Modifies the target's fstab fiie. 

• Modifies the source's exports fiieto add mount permission for thetarget. 

Mounts are created by examining the share_iink product attribute. Not aii products 
support Iinkinstaii. Some products may be visibie without creating a new 
mount if they reside under an oid one. 

-p Previews an instaii task by running thesession through the anaiysis phase oniy. 

-r (Optionai) Causes the command to operate on target_selections that are aiternate root 

directories (root fiiesystems other than /). 

Note that you cannot use this option to reiocate software during instaiiation. You must 
use the l=location syntax in the software selection component. 

-V Turns on verbose output to stdout. (The swinstall or swcopy iogfiie is not 

affected by this option.) Verbose output is enabied by defauit; see the verbose 
option beiow. 

-c cataiog Specifies the pathname of an exported cataiog which stores copies of the response fiie 
or fiies created by a request script (if -x ask=true or -x ask=as_needed). 
The response flies are aiso stored in the Installed Products Database after the ins¬ 
taiiation process is compiete. 

-C session_fiie 

Save the current options and operands to session_flie. You can enter a reiative or 
absoiute path with the fiie name. The defauit directory for session flies is 
$HOME/. sw/sessions/. You can recaii a session fiie with the -S option. 
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-f software_file 

Read the list of software_selections from software_file instead of (or in addition to) the 
command line. 

-J jobid (Applies only to HP OpenView SoftwareDistributor.) 

Executes the previously scheduled job. This is the syntax used by the daemon to start 
thejob. 

-Q date (Applies only to HP OpenView SoftwareDistributor.) 

Schedules thejob for thisdate. The date's format can be changed by modifying the file 

/var/adm/sw/getdate.tempi. 

-s source Specifies the source depot (or tape) from which software is installed or copied. The 
default source type is directory. The syntax is: 

[host][: ([/directory] A host may be specified by its host name, domain name, or 
internet address. A directory must be specified by an absolute path. 

-S session_file 

Execute swinstall or swcopy based on the options and operands saved from a 
previous session, as defined in session_file. You can save session information from a 
command-line session with the -C session_fileoption. 

-t target_file (Applies only to HP OpenView SoftwareDistributor.) 

Read the list of target selections from target_file instead of (or in addition to) the com¬ 
mand line. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoption_filespecified with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from option_file. 

Operands 

The swinstall and swcopy commands support two types of operands: software selections followed by 
target selections. These operands are separated by the "(§)' (at) character. This syntax implies that the com¬ 
mand operates on "selections at targets". 

Software Selections 

The selections operands consist of software_selactions. 

swinstall and swcopy support thefollowing syntax for each software_selaction: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> res/ision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 
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[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. For installed software, 1= is also included. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

Target Selection 

The swinstall and swcopy commands support the following syntax for each target_selection. The : 
(colon) is required if both a host and directory arespecified. 

[host][: ([/directory] 

A host may be specified by its host name, domain name, or internet address. A directory must be specified 
by an absolute path. 

For linkinstall, on FIP-UX 10.* systems: if the [directory] part of the selection is a relative path, then the 
value of default.shared_root=true is pre-pended for sources and the value of default.private_root=true is 
pre-pended for targets. These are normally /export/shared_roots and 
/export/private_roots, respectively. 

PC Targets 

Thefollowing applies only to FIP OpenView Software Distributor. 

The swcopy command supports the syntax: 

[pc_controller] 

and the swinstall command supports the syntax: 

[pc_controller][:: ][pc_target] 

This syntax applies only to PCs. The PC controller is a fanout server. The PC target may be a PC 
machine, user, or group name. Valid targets for a PC controller can be listed using swlist -1 
machine I user I group. PC targets can be further qualified for whether they refer to a PC machine, 
user, or group type with thefollowing syntax: 

name[, t=type][, k=address] 

The type only needs to be specified ifa name applies to more than one machine, user, or group. (The 
address is used internally for machines and is generally not needed on the command line.) The keyword * 
can be substituted for pc_target, specifying an installation to all target machines: 

@ pc_controller : : * 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 
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You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swinstall and swcopy commands. If 
a default valueexists, it is listed after the "=^'. 

agent_auto_exit=true 

Causes the target agent to automatically exit after Execute phase, or after a failed Analysis 
phase. This is forced to false when the controller is using an interactive Ul, or when -p 
(preview) is used. This enhances network reliability and performance. The default is 
true - the target agent automatically exits when appropriate. If set to false, thetarget 
agent will not exit until thecontroller ends the session. 

agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickly detect lost network connections since RPC can take as 
long as 130 minutes to detect a lost connection. The recommended value is the longest 
period of inactivity expected in your environment. For command line invocation, a value 
between 10 minutes and 60 minutes is suitable. A value of 60 minutes or more is recom¬ 
mended when the GUI is used. The default of 10000 is slightly less than 7 days. 

allow_downdate=false 

(Applies only to swinstall.) Prevents the installation of an older revision of fileset that 
already exists at the target(s). (Many software products do not support "downdating".) If 
set to true, the older revision can deinstalled. 

allow_incompatible=false 

(Applies only to swinstall.) Requires that the software products which are being 
installed be "compatible!' with thetarget selections. (All of thetarget selections must match 
the list of supported systems defined for each selected product.) If set to true, target com¬ 
patibility is not enforced. 

allow_multiple_versions=false 

(Applies onlyto swinstall.) Prevents the installation of another, independent version of 
a product when a version already is already installed at thetarget. 

If set to true, another version of an existing product can be installed into a new location. 
Multiple versions can only be installed if a product is locatable. Multiple configured ver¬ 
sions will not work unless the product supports it. 

ask=false 

(Applies onlyto swinstall.) When ask=true, executes a request script which asks for 
a user response. If ask=as_needed, the swinstall command first determines if a 
response file already exists in the catalog specified in the -c option or source depot and 
executes the request script only when a response file is absent. 

If set to ask=true, or ask=as_needed, you can use the -c catalog option to specify 
the pathname of an exported catalog to store copies of the response file or files created by 
the request script. 

See swask(lM) for more information on request scripts. 

aut©reboot=false 

(Applies only to swinstall.) Prevents the installation of software requiring a reboot 
from the non-interactive interface. If set to true, this software can be installed and the 
target system(s) will be automatically rebooted. 

An interactive session always asks for confirmation before software requiring a reboot is 
installed. 

autorecover_product=false 

(Applies only to swinstall.) Causes swinstall to remove the original files as they 
are updated. If an error occurs during the installation (e.g. network failure), then the origi¬ 
nal files are lost, and the installation must be re-tried. 

If set to true, all files are saved as backup copies until all filesets in the current product 
loading are complete; then they are removed. At the cost of a temporary increase in disk 
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space and slower performance, this allows for automatic recovery of the original filesets in 
that product if the load fails. 

Thefollowing option applies only to HP OpenView Software Distributor. 
autoremove_job=false 

Controls automaticjob removal of completed jobs. If thejob is automatically removed, job 
information (job statusor target logfiles) cannot be queried with swjob. 

I nstall jobs to PCs cannot be automatically removed. They should not be removed until the 
job completes on all PC targets. 

autoselect_ciependencies=true 

Automatically select dependencies when software is being selected. When set to true, and 
any software which has dependencies is selected for install, swinstall or swcopy 
makes sure that the dependencies are met. If they are not already met, they are automati¬ 
cally selected for you. If set to false, automatic selections are not made to resolve 
requisites. 

aut os ele ct_pat che s=t rue 

Automatically selects the latest patches (based on superseding and ancestor attributes) for 
a software object that a user selects for a swinstall or swcopy operation. When set to 
false, the patches corresponding to the selected object are not automatically selected. 

The patch_filter= option can be used in conjunction with autoselect_patches. 

autoselect_reference_bundles=true 

If true, bundles that are sticky are automatically installed or copied, along with the 
software it is made up of. If false, the software can be installed, or copied, without 
automatically including sticky bundles that contain it. 

codeword= 

Provides the "codeword" needed to unlock protected H P CD-ROM software. 

SomeHP software products are shipped on CD-ROM as "protected" products. That is, they 
cannot be installed or copied unless a "codeword" and "customer ID" are provided. The 
codeword is found on the CD-ROM certificate which you received from HP. You may use 
this default specification on the command line or the SD-UX I nteractive User I nterface to 
enter the codeword. 

This default stores the codeword for future reference, and you need to enter the codeword 
only once. If you purchase a new HP product and a previous codeword has already been 
entered for that CD-ROM, just enter the new codeword as usual and the codewords will be 
merged internally. 

NOTE: For HP-UX B.10.10 and later systems, SD searches the .codewords file on the 
server that is providing protected software to other hosts. It looks for valid 
customer_id/codeword pairs. In doing so, SD eliminates the need to enter codewords and 
customerjds on every host that is "pulling" the software. 

To properly store the customer_id/codeword for a CD-ROM, run swinstall -p or 
swcopy -p on the host serving the CD-ROM. After the codeword has been stored, clients 
installing or copying software using that host and CD-ROM as a source will no longer need 
a codeword or customer_id. 

controller_souroe= 

Specifies the location of a depot for the controller to access to resolve selections. Setting this 
option can reduce network traffic between the controller and the target. Use the target 
selection syntax to specify the location: [host][: ][/di rectory] 

The controller_source_option supports the same syntax as the -s source option. 
This option has no effect on which sources the target uses and is ignored when used with 
the I nteractive U ser I nterface. 

create_target_path=true 

Causes the agent to create the target directory if it does not already exist. If set to false, 
a new target directory is not created. This option can prevent the erroneous creation of 
new target depots or new alternate root directories. 
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compress_files=false 

(Applies only to swcopy.) If set to true, files not already compressed are compressed 
before transfer from a source. This enhances performance on slower networks for swin- 
stall and swcopy, and results in smaller depots for swcopy, unless 
uncompress_f iles isalsoset to true. 

cu s t ome r_i d= 

This number, also printed on the Software Certificate, is used to "unlock" protected 
software and restrict its installation to a specific site or owner. It is entered using the -x 
customer_id= option or by using the Interactive User Interface. The customer_id can be 
used on any HP-UX lO.OX compatibleHP9000system. 

defer_configure=false 

(Applies only to swinstall.) Causes swinstall to automatically configure the 
software_selections after they are installed. When an alternate root directory is specified, 
swinstall never performs the configuration task, since only hosts using the software 
should be configured. If set to true, this option allows configuration to be deferred even 
when the root directory is / . 

An additional version of a product will not be configured if another version is already 
configured. The swconf ig command must be run separately. 

distribution_source_directory=/var/spool/sw 

Defines the default location of the source depot. This syntax can be host: path. The -s 
option overrides this value. 

distribution_target_directory=/var/spool/sw 

(Applies only to swcopy.) Defines the default location of the target depot. 

enforce_dependencies=true 

Requires that all dependencies specified by the software_selections be resolved either in the 
specified source, or at the target_selactions themselves. 

The swinstall and swcopy commands will not proceed unless the dependencies have 
also been selected or already exist at the target in the correct state (INSTALLED or AVAIL- 
ABLE). This prevents unusable software from being installed on the system. It also 
ensures that depots contain usable sets of software. 

If set to false, dependencies are still checked, but not enforced. Corequisite dependen¬ 
cies, if not enforced, may keep the selected software from working properly. Prerequisite 
dependencies, if not enforced, may cause the installation or configuration to fail. 

enforce_dsa=true 

Prevents the command from proceeding past the analysis phase if the disk space required is 
beyond the availablefree space of the impacted filesystem(s). If set to false, the install 
or copy operation uses the filesystems' minfree space and may fail because it reaches the 
filesystem's absolute limit. 

enforce_kernbld_failure=true 

(Applies only to swinstall.) Prevents swinstall from proceeding past the kernel 
build phase if the kernel build processes fail. If set to false, the install operation contin¬ 
ues (without suspension if in the interactive mode) despite failure or warnings from either 
the system preparation process or the kernel build process. 

enforce_scripts=true 

(Applies only to swinstall.) By default, if a fileset checkinstall script fails (i.e. 
returns with an exit code 1), that fileset is not installed. If a product checkinstall 
script fails, nofilesets in that product are installed. If set to false, the install proceeds 
even if a checkinstall script fails. 

~iob polling interval=30 

Thefollowing option applies only to HP OpenView Software Distributor 

(Applies only to swinstall.) Defines the polling interval, in minutes, used by the dae¬ 
mon. It specifies how often a PC install job is polled to cachethe progress of remote targets 
on the controller. 

job_title= 
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Thefollowing option applies only to HP OpenView Software Distributor 

This is an ASCI I string giving a title to a job. It is displayed along with the job ID to pro¬ 
vide additional identifying information about a job when swjob is invoked. The default 
value is to have no title. If a title is specified, it should be enclosed in quotes. 

layout_version=l.0 

(Applies only to swcopy.) Specifies the POSIX layout_version to which the SD 
commands conform when writing distributions and swlist output. Supported values are 
"1.0" (default) and "0.8". 

SD object and attribute syntax conforms to the I ayout_versi on 1.0 specification of the IEEE 
POSIX 1387.2 Software Administration standard. SD commands still accept the keyword 
names associated with the older layout version, but you should use 
layout_version=0.8 only to create distributions readable by older versions of SD. 

See the description of the layout_version option in sd(5) for more information. 

logdetail=false 

Controls the amount of detail written to the logfile. When set to true, this option adds 
detailed task information (such as options specified, progress statements and additional 
summary information) to the logfile. This information is in addition to log information con¬ 
trolled by the loglevel option. 

See loglevel=l and thesd(5) manual page by typing man 5 sd for more informa¬ 
tion. 

logfile=/var/adm/sw/swremove.log 

This is thedefault command log filefor the swinstall command. 

loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This information is in addition to the detail controlled by the 
logdetail option. (See logdetail=false and the sd(5) manual page for more 
information.) Avalueof: 

0 provides noinformation tothelogfile. 

1 enables verbose logging to the I ogfiles. 

2 enables very verbose logging, includingper-file messages, to the I ogfiles. 

log_msgid=0 

Controls whether numeric identification numbers are prepended to logfile messages pro¬ 
duced by SD: 

0 (default) No identifiers are attached to messages. 

1 AppliestoERROR messagesonly. 

2 AppliestoERROR and WARNING messages. 

3 AppliestoERROR, WARNING, and NOTE messages. 

4 AppliestoERROR, WARNING, NOTE, and certain other logfile messages. 

match_target=false 

(Applies only to swinstall.) If set to true, software selection is done by locating 
filesets on the source that match the target system's installed filesets. If multiple targets 
are specified, the first in the list is used as the basis for selections. 

mount_all_filesystems=true 

Attempt to mount all filesystems in the /etc/fstab file at the beginning of the analysis 
phase, to ensure that all listed filesystems are mounted before proceeding. This policy 
helps to ensure that files are not loaded into a directory that may be below a future mount 
poi nt. 

If set to false, the mount operation is not attempted, and no check of the current mounts 
is performed. 


os_name 

(Appliesonlyto swinstall.) Thisoption can be used in conjunction with os_release 
to specify the desired OS name during an HP-UX update. The os_name option should 
only be specified from the command line. Refer to the SD readme file for correct syntax. 
You can display the readme file by entering: 
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swlist -a readme -1 product SW-DIST 
os_release 

(Applies only to swinstall.) This option can be used in conjunction with os_name to 
specify the desired OS release during an HP-UX update. The os_release option should 
only be specified from the command line. Refer to the SD readme file for correct syntax. 
You can display the readme file by entering: 

swlist -a readme -1 product SW-DIST 

patch_filter=software_specification 

This option can be used in conjunction with the autoselect_patches or 
patch_match_target options to filter the selected patches to meet the criteria 
specified by software_specification. Thedefaultvalueof thisoption is*.*. 

pat ch_mat ch_t arget=fals e 

If set to true, this option selects the latest patches (software identified by the 
is_patch=true attribute) that correspond to software on the target root or depot. 

The patch_filter= option can be used in conjunction with patch_match_target. 

pat ch_s ave_files=true 

(Applies only to swinstall) Saves the original versions of files modified by patches, 
which permits the future rollback of a patch. Patched files are saved to 
/var/adm/sw/save. When set to false, patches cannot be rolled back (removed) 
unless the base software modified by the patch isremoved at the same time. 

To commit a patch by removing the corresponding saved files, use the swmodify 
command’s patch_commit option. 

polling_interval=2 

Defines the polling interval, in seconds, used by the interactive GUI or TUI of the con¬ 
troller. It specifies how often each target agent is polled to obtain status information about 
the task being performed. When operating across wide-area networks, the polling interval 
can be increased to reduce network overhead. 

recopy=false 

(Applies only to swcopy.) Do not copy a fileset that is already availableon the target at 
the same version. If recopy=true , copy the fileset in any case. 

register_new_depot=true 

(Applies only to swcopy.) Causes swcopy to register a newly created depot with the 
local swagentd. This action allows other SD commands to automatically "seel' this depot. 
If set to false, a new depot is not automatically registered. It can be registered later 
with the swreg command. 

register_new_root=true 

(Applies only to swinstall.) Causes alternate roots to be registered during swin¬ 
stall. These can be listed with swlist. 

reinstall=false 

When re-installing or re-copying an existing revision of a fileset, this option causes that 
fileset to be skipped, i.e. not re-installed. If set to true, the fileset is re-installed or re¬ 
copied. 

reinstall_files=true 

Causes all the files in a fileset to always be reinstalled or recopied, even when the file 
already exists at the target and is identical to the new file. If set to false, files that have 
the same checksum (see next option), size and timestamp are not re-installed. This check 
enhances performance on slow networks or slow disks. 

reinstall_files_use_cksum=true 

This option affects the operation when the reinstall_files option is set to false. It 
causes the checksums of the new and old file to be computed and compared to determine if 
the new file should replace the old one. (The checksum is slower, but is a more robust way 
to check for files being equivalent.) If set to false, the checksums are not computed, and 
files are reinstalled or not based only on their size and timestamp. 

remove_obsolete_filesets=false 

(Applies to swcopyonly) Controls whether swcopy automatically removes obsolete 
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fiIesets from target products in the target depot. Ifset to true, swcopy removes obsolete 
filesets from the target products that were written to during the copy process. Removal 
occurs after the copy is complete. Filesets are defined as obsolete if they were not part of 
the most recent packaging of the product residing on the source depot. 

retry_rpc=l 

Defines the number of times a lost source connection is retried during file transfers in 
swinstall or swcopy. A lost connection is one that has timed out. When used in con¬ 
junction with the rpc_timeout option, the success of installing over slow or busy net¬ 
works can be increased. If set to zero, any rpc_timeout to the source causes the task 
to abort. If set from 1 to 9, the install of each fileset is attempted that number of times. 
The reinstall_files option should also be set to false to avoid installing files within 
thefileset that were successfully installed. 

rpc_binciing_info=ncacn_ip_tcp: [2121] ncadg_ip_udp: [2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and the other 
commands contact the daemon. If the connection fails for one protocol sequence, the next is 
attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp (ncadgjp_udp:[2121]) 
protocol sequence on most platforms. See the sd(5) man page by typing man 5 sd for 
more information. 

rpc_timeout=5. 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Fligher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values give faster recognition on attempts to con¬ 
tact hosts that are not up or not running swagentd. Each value is approximately twice 
as long as the preceding value. A value of 5 is about 30 seconds for the ncadg_ip_udp 
protocol sequence. This option may not have any noticeable impact when using the 
ncacn_ip_tcp protocol sequence. 

select_local=true 

If no target_selections are specified, select the default root directory / (swinstall), or 
the default target_directory (swcopy), at the local host as the target of the com¬ 
mand. 

software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. 

software_view=all_bundles 

Indicates the software view to be used as the default level for the software listing in the 
GUI. It can be set to all_bundles, products, or a bundle category tag (to indicate to 
show only bundles of that category). For FIP OpenView Software Distributor the default 
value is products. 

source_cdrom=/SD_CDROM 

Defines the default location of the source CD-ROM. This syntax can be host: path. 
source_tape=/dev/rmt/Om 

Defines the default location of the source tape, usually the character-special file of a local 
tape device. If the host:path syntax is used, the host must match the local host. The 
-s option overrides this value. 

source_type=direotory 

Defines the default source type: cdrom, directory, or tape. The source type derived 
from the -s option overrides this value. 

targets= 

Defines the default target selactions. There is no supplied default (see select_looal 
above). If there is more than one target selection, they must be separated by spaces. 

uncompress_files=false 

(Applies only to swcopy.) If set to true, files being transferred from a source are 
uncompressed before swcopy store them on the target depot. 

use_alternate_souroe=false 

Empowers each target agent to use its own, configured alternate source, instead of the one 
specified by the user. If false, each target agent uses the same source (the source 
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specified by the user and vaiidated by the command). If true, each target agent uses its 
own configured vaiuefor the source. 

verbose=l 

Controis the verbosity of the output (stdout). A vaiueof 

0 disabies output to stdout. (Error and warning messages are ai ways written to stderr). 

1 enabies verbose messaging to stdout. 

write_remote_files=false 

Prevents the instaiiation or copying of flies to a target which exists on a remote fliesystem. 
Aii flies destined for a remote fliesystem areskipped. 

If set to true and if the superuser has write permission on the remote fliesystem, the 
remote flies are instaiied or copied. 


Session File 

Each invocation of the swinstall or swcopy command defines an instaiiation or copy session. The 
invocation options, source information, software selections, and target hosts are saved before the instaiia¬ 
tion or copy task actuaiiy commences. This lets you re-execute the command even if the session ends 
before proper completion. 

Each session is saved to the file $HOME/ . sw/sessions/swinstall {swcopy} . last. This file is 
overwritten by each invocation of swinstall or swcopy. 

You can a I so save session information from interactive or command-line sessions. From an interactive ses¬ 
sion, you can save session information into a file at any time by selecting the Save Session or Save Session 
As option from the File menu. From a command-line session, you can save session information by execut¬ 
ing swinstall or swcopy with the -C session_flieoption. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for a session file. 
If you do not specify a directory, the default location for a session file is $HOME/ . sw/sessions/. 

To re-execute a saved session from an interactive session, use the Recall Session option from the File menu. 
To re-execute a session from a command-line, specify the session file as the argument for the -S 
session_flieoption of swinstall or swcopy. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swinstall or swcopy take precedence over the values in the session file. 

Software and Target L ists 

The swinstall and swcopy commands support software selections, target selections, and patch filter 
selections from separate input files. 

You can specify software and target selection lists with the -f and -t options. Software and targets 
specified in these files are selected for operation instead of (or in addition to) files listed in the command 
line. (Seethe -f and -t optionsfor more information.) 

Additionally, the swinstall and swcopy interactive user interfaces read a default list of hosts on which 
to operate. The list is stored in: 

/var/adm/sw/defaults . hosts the system-wide default list of hosts 
$HOME/ . swdefaults . hosts the user-specific default list of hosts 

For each interactive command, target hosts containing roots, depots, and hosts serving as PC controllers 
are specified in separate lists ( hosts, hosts_with_depots, and pc_controllers respectively). 
The list of hosts are enclosed in {}braces and separated by white space (blank, tab and newline). For exam¬ 
ple: 

swinstall.hosts={hostA hostB hostC hostD hostE hostF} 
swinstall .po_oontrollers= {pci pc2} (FIP OpenView SoftwareDistributor only.) 
swcopy.hosts_with_depots={hosts} 

swcopy .po_oontrollers= {pci pc2} (FIP OpenView SoftwareDistributor only.) 

The swinstall and swcopy interactive user interfaces read a default list of patch filters that you can 
use as selection criteria for patch software. Thelist isstored in: 

/var/adm/sw/defaults.patchfliters 

the system-wide default list of patch filters. 
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$HOME/.sw/defaults.patchfliters 

the user-specific defauit iist of patch fiiters. 

The iist of patch fiiters is enciosed in braces {fand separated by white space (biank, tab, or newiine). For 
exampie: 

swinstall.patch_filter_choices={ 

*.*,c=enhancement 
*.*,c=critical 
} 

swcopy.pat ch_fiIt e r_choice s ={ 

Product.Fileset,c=halts_system 
} 

Thefoiiowing paragraph appiies oniy to FIP OpenView Software Distributor. 

For PC software instaiiation, the interactive interface generates PC target iists by querying the PC con- 
troiier (and it's associated fiieserver). Aii users, groups, and machines returned from this query are 
inciuded in the defauit iist from which to choose. Additionaiiy, aii machines returned from this query are 
automaticaiiy selected for installation when the user selects a PC controller. 

E nvironment Variables 

Theenvironment variablethat affects the swinstall command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 sd for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc.config.d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Environment variables that affect scripts: 

SW_CONTROL_DIRECTORY 

Defines the current directory of the script being executed, either a temporary catalog direc¬ 
tory, or a directory within in the Installed Products Database (IPD). This variable tells 
scripts where other control scripts for the software are located (e.g. subscripts). 

SW_LOCATION 

Defines the location of the product, which may have been changed from the default product 
directory. When combined with the SW_ROOT_DIRECTORY, this variable tells scripts 
where the product files are located. 

SW_PATH 

A PATFI variablewhich defines a minimum set of commands availabletofor use in a con¬ 
trol script (e.g. /sbin:/usr/bin). 

SW_ROOT_DIRECTORY 

Defines the root directory in which the session is operating, either "/" or an alternate root 
directory. This variable tells control scripts the root directory in which the products 
are installed. A script must use this directory as a prefix to SW_LOCATION to locate the 
product's installed files. The configure script is only run when SW_ROOT_DI RECTORY is 


SW_SESSION_OPTIONS 

Contains the pathname of a file containing the value of every option for a particular com¬ 
mand, including software and target selections. This lets scripts retrieve any command 
options and values other than the ones provided explicitly by other environment variables. 
For example, when the file pointed to by SW_SESSlONS_OPTlONS is made availableto 
a request script, thetargets option contains a list of software_collection_specs for all targets 
specified for the command. When the file pointed to by SW_SESSlONS_OPTlONS is 
made available to other scripts, the targets option contains the single 
software_collection_spec for thetargets on which the script is being executed. 

SW_SOFTWARE_SPEC 

This variable contains the fully qualified software specification of the current product or 
fileset. The software specification allows the product or fileset to be uniquely identified. 
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Additional environment variables that affect scripts for swinstall: 

SW_DEFERRED_KERNBLD 

This variableis normally unset. If itisset, the actions necessary for preparing the system 
file /stand/system cannot be accomplished from within the postinstall scripts, but 
instead must be accomplished by the configurescripts. This occurs whenever software is 
installed to a directory other than /, such as for a cluster client system. This variable 
should be read only by theconfigureand postinstall scripts of a kernel fileset. The swin¬ 
stall command sets these environment variables for use by the kernel preparation and 
build scripts. 

SW_INITIAL_INSTALL 

This variable is normally unset. If it is set, the swinstall session is being run as the 
back end of an initial system software installation ("cold" install). 

SW_KERNEL_PATH 

The path to the kernel. The default value is /stand/vmunix, defined by the swagent 
option or kernel_path. 

SW_SESSION_IS_KERNEL 

Indicates whether a kernel build is scheduled for the current install/remove session. A 
TRUE value indicates that the selected kernel fileset is scheduled for a kernel build and 
that changes to /stand/system are required. A null value indicates that a kernel build 
is not scheduled and that changes to /stand/system are not required. 

The value of this variableis always equal to the value of SW_SESSlON_lS_REBOOT. 
SW_SESSION_IS_REBOOT 

Indicates whether a reboot is scheduled for a fileset selected for removal. Because all HP- 
UX kernel fiIesets are also reboot filesets, the values of this variables is always equal to the 
valueof SW_SESSION_IS_KERNEL. 

SW_SYSTEM_FILE_PATH 

The path to the kernel's system file. The default value is /stand/system. 


Signals 

The swinstall and swcopy commands catch thesignalsSIGQUIT andSIGINT. If these signals are 
received, the command prints a message, sends a Remote Procedure Call (RPC) to the agents to wrap up, 
and then exits. 

Each agent completes the install or copy task (if the execution phase has already started) before it wraps 
up. This avoids leaving software in a corrupt state. 

Locking 

SD commands use a common locking mechanism for reading and modifying the Installed Products Data¬ 
base (I PD) and software depots. This mechanism allows multiple readers but only one writer on an I PD or 
depot: 

VUkite Locks 

swinstall commands that modify the I PD are restricted from simultaneous modification using fcntl(2) 
locking on thefile <1 PD location>/swlock (e.g. /var/adm/sw/products/swlock). 

swcopy commands that modify a software depot are restricted from simultaneous modification using 
fcntl(2) locking on the file <depot directory>/catalog/swlock (e.g. 
/var/spool/sw/catalog/swlock). 

Read Locks 

Both swinstall and swcopy commands set fcntl(2) read locks on source depots using the swlock 
file mentioned above. When a read lock is set, it prevents all SD commands from performing modifications 
(i.e. from setting write locks). 

Terminal Support 

For in-depth information about terminal support refer to: 

• The Managing HP-UX Software with SD-UX manual 

• StarttheGUI or TUI, select the Help menu, then select the Keyboard... option to access the Key¬ 
board Reference Guide. 
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RETURN VALUES 

An interactive swinstall or swcopy session aiways returns 0. A non-interactive swinstall or 
swcopy session returns: 

0 The software_selections were successfuiiy instaiied/copied. 

1 The instaii/copy operation faiied on aii target_selactions. 

2 The instai i/copy operation faiied on some target_sel actions. 

DIAGNOSTICS 

The swinstall and swcopy commands write to stdout, stderr, and to specific iogfiies. 

Standard Output 

An interactive swinstall or swcopy session does not write to stdout. Anon-interactive swinstall 
or swcopy session writes messages for significant events. These inciude: 

• a begin and end session message, 

• selection, analysis, and execution task messages for each target selaction. 

Standard E rror 

An interactive swinstall or swcopy session does not write to stderr. Anon-interactive swinstall 
or swcopy session writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

Both interactive and non-interactive swinstall and swcopy sessions log summary events at the host 
where the command was invoked. They log detailed events to the swagent logfile associated with each 
target_sel action. 

Command Log 

The swinstall and swcopy commands log all stdout and stderr messages to the the logfile 
/var/adm/sw/swinstall. log (/var/adm/sw/swcopy. log). Similar messages are logged 
by an interactive swinstall and swcopy session. The user can specify a different logfile by 
modifying the logfile option. 

Target Log 

A swagent process performs the actual install or copy operation at each target_selaction. For install 
tasks, the swagent logs messages to the file var/adm/sw/swagent. log beneath the root 
directory (e.g. / or an alternate root directory). For copy tasks, the swagent logs messages to the 

file swagent.log beneath the depot directory (e.g. /var/spool/sw). 

Thefollowing line applies only to FIP OpenView Software Distributor. 

Command and target log files can be viewed using the swjob command. 

Source Depot Audit Log 

If both source and target machine are updated to FIP-UX version 10.30 or later, the system adminis¬ 
trator at the source depot machine can track which user pulls which software from a depot on the 
source machine and when the software is pulled. (Note that a user running swinstall/swcopy 
from a target machine cannot set this option; only the administrator of the source depot machine can 
set it. Seethesource_depot_audit option in theswagent(lM) man page.) 

EXAMPLES 

swinstall 

To invoke an interactive session of swinstall: 
swinstall 

Select theC and Pascal products from the network source software server (sw_server) and start an interac¬ 
tive session: 

swinstall -i -s sw_server cc pascal 
Thefollowing example applies only to FIP OpenView Software Distributor 
I nstal I the C and Pascal products to a set of remote hosts: 

swinstall -s sw_server cc pascal @ hostA hostB hostC 
U pdate the FI P Omni back product from a CD-ROM mounted at /cd : 
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swinstall -s /cd/swmedia Omniback 
Install an incompatible version of HP Omniback into the directory /exports: 

swinstall -x allow_incompatible=true -s/products Omniback,a=arch \ 

@ /exports 

Install all products from thecartridge tape/dev/rmt/0: 
swinstall -s /dev/rmt/0 \* 

Reinstall the software_selections listed in the file /tmp/install .products on the hosts listed in the 
file tmp/install. hosts : 

swinstall -x reinstall=true -f/tmp/install.products \ 

-t/tmp/install.hosts 

Execute swinstall interactively using the session file /tmp/case . selections asabasis: 
swinstall -i -S /tmp/case.selections 

I nstall all the software from local depot /tmp/sample. depot. 1, using any response files generated by 
request scripts: 

swinstall -s /tmp/sample.depot.1 -x ask=true \* 

Install Productl from remote depot /tmp/sample. depot. 1 on host swposix and use an exist¬ 
ing response file (previously generated bytheswask command) located in /tmp/bar. depot: 

swinstall -s swposix:/tmp/sample.depot.1 -c /tmp/bar.depot Productl 

I nstall all products in remote depot /tmp/sample. depot. 1 on host swposix , use any response 
files generated by request scripts, create catalog /tmp/bar. depot and copy all response files to the 
new catalog: 

swinstall -s swposix:/tmp/sample.depot.1 -c /tmp/bar.depot \ 

-X ask=true \* 

I nstall all products in remote depot /tmp/sample. depot. 1 on host swposix , use response 
files, run request scripts only when a response file is absent, create catalog /tmp/bar. depot and copy 
all response files to the new catalog: 

swinstall -s swposix:/tmp/sample.depot.1 -c swposix:/tmp/bar.depot \ 
-X ask=as_needed \* 

I nstall all patches in the depot that correspond to currently installed software and are of the critical 
category: 

swinstall -s /tmp/sample.depot.1 -x patoh_matoh_target=true \ 

-X patch_filter=\"*.*, c=critical\" 

Thefollowing example applies to HP-UX 10.* only. 

To linkinstall the product TEST totheclients clientA, clientB from the server: 
swinstall -1 -r -s :OS_700 TEST @ clientA clientB 
Thefollowing example applies to HP-UX 10.* only. 

To linkinstall product TEST2 to your own "/" directory from an application server on "serve!': 
swinstall -1 -s serve TEST2 

Thefollowing example applies only to HP OpenView Software Distributor. 

Install theC product to a set of PC end targets: 

swinstall -s sw_serve cc @ pc_controller::PCI pc_controller::PC2 

To schedule the above installation to run at the indicated time: 

swinstall -Q 12/01,11:00 -s sw_serve cc @ \ 
pc_controller::PC1 pc_controller::PC2 


swcopy 

Invoke an interactive session of swcopy: 
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I nvoke an interactive session, using defauit depot at hostX as the source: 
swcopy -i -s hostX 

Copyaii products from the cartridge tape /dev/rmt/Om to the defauit depot on the iocai host: 
swcopy -s /dev/rmt/Om \* 

Load the software_sel actions iisted in thefiie /tmp/load. products using the defauit source/depot: 
swcopy -f /tmp/load.products 

Thefoii owing exampieappiies oniy to HP OpenView Software Distributor. 

Copy the C and Pascai products to some iocai and remote depots: 

swcopy -s sw_server cc pascal @ /var/spool/sw hostA:/tmp/sw hostB 

LIMITATIONS 

• The SD-UX versions of swinstall and swcopy do not support the instaiiation and configuration of 
software products on remote targets. TheTUI is supported oniy on SD-UX. 

Thefoii owing PC information appiies oniy to HP OpenView Software Distributor. 

• When copying software to a PC controiier, the swcopy command oniy supports a singie PC depot 
(configured on the PC controiier). 

• For PC software instaiiation, the swinstall command first copies software to the PC depot, where it 
is then accessed by the SD PC agent at each PC target. Options that appiy to swcopy oniy appiy 
when instaiiingPC software to the PC controiier. 


FILES 

$HOME/.swdefaults 

Contains the user-specific defauit vaiues for some or aii SD options. If this fiie does not exist, SD 
iooksfor user-specific defauits in $HOME/. swdefaults . hosts. 

$HOME/.sw/defaults.hosts 

Contains the user-specific defauit iist of hosts to manage. 

$HOME/.sw/defaults.patchfliters 

Containsthe user-specific defauit iist of patch fiiters. 

$HOME/.sw/sessions/ 

Contains session flies automaticaiiy saved by theSD commands or expiicitiy saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master iist of current SD options with their defauit vaiues. 

/var/adm/sw/ 

The directory which contains aii of the conflgurabie and non-conflgurabie data for SD. This direc¬ 
tory is aiso the defauit ideation of iogflies. 

/var/adm/sw/defaults 

Containstheactive system-wide defauit vaiues for some or aii SD options. 

/var/adm/sw/defaults.hosts 

Contains the system-wide defauit iist of hosts to manage. 

/var/adm/sw/defaults.patchfliters 

Contains the system-wide defauit iist of patch fiiters. 

/var/adm/sw/getdate.tempi 

Contains the set of date/time tempi ates used when scheduiingjobs. 

/var/adm/sw/products/ 

The I nstaiied Products Database (I PD), a cataiog of aii products instaiied on a system. 

Thefoii owing appiies oniy to HP OpenView Software Distributor. 


/var/adm/sw/queue/ 

The directory which contains the information about aii active and compiete instaii jobs, copy jobs, 
and other jobs initiated by theSD commands. 
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/var/spool/sw/ 

The default location of a source and target software depot. 


PC FILES 

Thefollowing applies only to HP OpenView Software Distributor. 

. . . \SD\DATA\ 

The directory which contains all of the configurable and non-configurabledata for SD. 

...\SD\DATA\DEPOT\ 

The default location of a source and target PC depot. 


AUTHOR 

swinstall and swcopy were developed by the Hewlett-Packard Company and Mark H. Colburn (see 
pax(l)). 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenView Software Distributor 
Administrator's Guide, Installing HP-UX 11.0 and Updating HP-UX 10.x to 11.0, sd(4), sd(5), swacl(lM), 
swagentd(lM), swask(lM), swconfig(lM), swgettools(lM), swjob(lM), swlist(lM), swmodify(lM), 
swpackage(lM), swpackage(4), swreg(lM), swremove(lM), swverify(lM). 
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NAME 

swjob, sd - display and monitor job information and create and removejobs 

SYNOPSIS 

swjob [-i] [-R] [-u] [-v] [-a attribute] [-C session_file] [-f jobid_file] [-S session_file] 

[-t target_file] [-x option=value] [-X option_file] 

[jobid(s)] [@ target_selections] 

sd [XToolkit Options] [-x option=value] [-X option_file] 

Remarks 

• This command applies only to the HP OpenView Software Distributor product. It is not part of the SD- 
UX command set shipped with the HP-UX operating system. 

• For a description of the SD objects, attributes and data formats, see the sd(4) man page by typing man 

4 sd. 

• For an overview of all SD commands, see the sd(5) man page by typing man 5 sd. 

DESCRIPTION 

The swjob command displaysjob information and removes jobs. It supports these features: 

• Display the current install jobs, copy jobs, and other SD jobs initiated by theSD commands. 

• Specify a specific job to I ist or remove. 

• Display the command logfilefor a specificjob. 

• Display the target logfilefor a specific target. 

The sd command invokes the Graphical User Interface (GUI) to create, monitor and remove job status 
and logs. It provides an interactive interface to the same functionality that swjob provides. In addition, 
it can be used to initiatenew install, copy, and removejobs. 

Options 

When no options or operands are specified, swjob lists the jobs that exist on thelocal host. These jobs 
may be pending, active, in the background or completed. The swjob command supports the following 
options: 

XToolKit Options 

The sd command supports a subset of the standard XToolkit options to control the 
appearance of the system GUI. The supported options are: -bg, -background, - 
fg, -foreground, -display, -name, -xrm, and -synchronous. See the 
X(l) man page by typing man X for a definition of these options. 

-i Runs the command in interactive mode (invokes the GUI.) This invocation, "swjob-i", 

is an all as for the command sd. 

-R Appliestotarget listsasa shorthandfor @ *::*. 

-u Causes swjob to remove the specified job(s). 

-V Causes swjob to list all availableattributes, one per line. The option applies only to 

the default list. 

-a attribute Each job has its own set of attributes. These attributes include such things as job 
title, schedule date, or results. The -a option selects a specific attribute to display. 
You can specify multiple -a options to display multiple attributes. See also sd(4) for 
detailson these attributes. Thisoption applies only to the default list. 

The logfiles summarizing a job or detailing target actions can be displayed using -a 
log, if -a log isspecified and no other attribute is specified (i.e. noother attribute 
may be specified). 

-C session_file 

Save the current options and operands to session_file. You can enter a relative or 
absolute path with the file name. The default directory for session files is 
$HOME/. sw/sessions/. You can recall a session file with the -S option. 

-f jobid_file Read the list of job! ds from job! d_file instead of (or in addition to) the command line. 
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-t target_file Read the list of target selections from target_file instead of (or in addition to) the com¬ 
mand line. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoption_filespecified with the -X option). Multiple -x options can be specified. 

-S session_file 

Execute swjob based on the options and operands saved from a previous session, as 
defined in session_file. You can save session information toa filewith the -C option. 

-X option_file Read the session options and behaviors from option_file. 

Operands 

The swjob command supports two types of operands: jobid followed by target selections. These operands 
are separated by the "(g)' (at) character. This syntax implies that the command operates on "jobid at tar¬ 
gets". 

• jobidThe swjob command supportsthefollowingsyntaxfor each job id: 
jobid 

• target selectionsThe swjob command supports thefollowing syntax for each target selection: 
[host][: ][directory] 

Additionally, the swjob command supports the syntax: 

[pc_controller][: : ][pc_targat] 

• This syntax only applies to PCs. 

• The PC controller Isa fanout server. 

• The PC target may be a PC machine, user, or group name. 

• Valid targets for a PC controller can be listed using: 
swlist -1 machine I user I group 

PC targets can be further qualified for whether they refer to a PC machine, user, or group type with thefol¬ 
lowing syntax: 

name[, t=type][, k=address] 

• The type must be specified when a name applies to more than one machine, user, or group. 
(The address is used internally for machines and is generally not needed on the command line.) 

• The keyword * can be substituted for pc_targets, specifying an installation to all target 
machines: 

@ pc_controller::* 

• The * cannot be used when retrieving logfiles using -a log. 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
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command -X option_file 

The foil owing section lists all of the keywords supported by the swjob command. If a default value exists, 
it is listed after the 

The policy options that apply to swjob are: 
agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickly detect lost network connections since RPC can take as 
long as 130 minutes to detect a lost connection. The recommended value is the longest 
period of inactivity expected in your environment. For command line invocation, a value 
between 10 minutes and 60 minutes is suitable. A value of 60 minutes or more is recom¬ 
mended when the GUI will be used. The default of 10000 is slightly less than 7 days. 

force_job_removal=false 

By default, the master job is removed from the controller only after a removal of the job 
information stored on each of its targets succeeds. If thejob should be removed regardless 
of the success of the removal of job information from its targets, set thisoption to true. 

one_liner={jobid operation state progress results title} 

Defines the attributes which will be listed for each job when no -a option is specified. 
Each attribute included in the one_liner definition is separated by <tab>or <space>. 
Any attributes, except log may be included in the one_liner definition. If a particu¬ 
lar attribute does not exist for an object, that attribute is silently ignored. 

patch_one_liner=title patch_state 

Specifies the attributes displayed for each object listed when the -1 patch option is 
invoked and when no -a or -v option is specified. The default display attributes are 
title and patch_state. 

poll_now=false 

The status information displayed for a job is as recent as the last time the daemon polled 
remote targets for information (the swinstall option job_polling_interval). If 
the most recent status is wanted set thisoption to true. 

remove_fanout_depot=t rue 

When a job is removed the depot software associated with that job is automatically 
removed. If the software that is part of this job is the same software being used by another 
job, then be sure to not delete the software as part of thejob removal. If the depot software 
should be retained, set this option to false. 

rpc_binding_info=ncacn_ip_tcp: [2121] ncadg_ip_udp: [2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and the other 
commands contact the daemon. If the connection fails for one protocol sequence, the next is 
attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp (ncadgjp_udp:[2121]) 
protocol sequence on most platforms. See the sd(5) man page by typing man 5 sd for 
more information. 

rpc_timeout=5. 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Fligher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up or not running swagentd. Each value is approximately 
twice as long as the preceding value. A value of 5 is about 30 seconds for the 
ncadg_ip_udp protocol sequence. Thisoption may not haveany noticeableimpact when 
using the ncacn_ip_tcp protocol sequence. 

targets= 

Defines the default target_selactions. There is no supplied default. If there is more than 
one target selection, they must be separated by spaces. 

verbose=0 

Controls the verbosity of the output (stdout). A value of 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 
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Session File 

Each invocation of the swjob command defines a job dispiay session. The invocation options, sourceinfor- 
mation, software selections, and target hosts are saved before the installation or copy task actually com¬ 
mences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is automatically saved to the file $HOME/. sw/sessions/swjob. last . This file is 
overwritten by each invocation of swjob. 

You can also save session information to a specific file by executing swjob with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for the session 
file. If you do not specify a directory, the default location for a session file is HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swjob. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swjob take precedence over the values in the session file. 

E nvironment Variables 

SD programs are affected by external environment variables. 

SD programs that execute control scripts set environment variables for use by the control scripts, swjob 
does not set environmental variables, but it uses them. 

Environment variables that affect theSD commands: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 lang for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc.config.d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The swjob command catches the signals SIGQUIT andSIGINT. If these signals are received, swjob 
printsa message, sendsa Remote Procedure Call (RPC) to the daemons to wrap up, and then exits. 

Each agent will complete the list task before it wraps up. 

OPERATION 

Different views of the job information are available. The types of listings that can be selected are given 
below. 

• Default Listing 

• Target Listing 

• Logfile Listing 

Default Listing 

If swjob is invoked with no options or operands, it lists all jobs that are on the local host. This listing 
contains one line for each job. The line includes the job tag attribute and all other attributes selected via 
the one_liner option. 

Listing jobs on a remote controller is not supported. If a jobid is given, information for only that job is 
displayed. 

Status Listing 

If a -R or @ target_specification is given, the targets for that job and their status are displayed. By default 
the status information includesType, State, Progress and Results. 

Logfile Listing 

One of the attributes "log" encompasses a variety of logfile types. The type of logfile returned when the -a 
log attribute is given depends on the operands given. The types of logfiles: 

Notarget_selections Show the controller logfile (default). 
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@ target Show the agent or PC controller logfile. 

@ pc_controller::pc_target 

Show the PC target logfile. 

RETURN VALUES 

The swjob command returns: 

0 Thejob Information was successfully listed or thejob was successfully removed. 

1 Thellst/remove operation failed for all joblds. 

2 The 11 St/remove operation failed for somejoblds. 

DIAGNOSTICS 

The swjob command writes to stdout, stderr, and to the agent logfile. 

Standard Output 

All llstingsare printed to stdout. 

Standard E rror 

The swjob command writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

The swjob command does not log summary events. It logs events about each read task to the swagent 
logfile associated with each target_selectlon. 

EXAMPLES 

To list all of thejobs that exist on the local host: 

swjob 

To show the scheduled date for job hostA-0001: 

swjob -a schedule hostA-0001 
For job hostA-0001 list thetargets and their status: 

swjob -R hostA-0001 
or 

swjob hostA-0001 @ * 

For job hostA-0001 give the status for pc_controllerl and all Its PC targets 
swjob hostA-0001 @ pc_controllerl::* 

For job hostA-OOOlllstthecontroller log: 

swjob -a log hostA-0001 
For job hostA-0001 list the log for pc_controllerl: 

swjob -a log hostA-0001 @ pc_controllerl 
For job hostA-0001 list the log for PC target pci on pc_controllerl: 

swjob -a log hostA-0001 @ pc_controllerl::pcl 

LIMITATIONS 

The swjob command only runs on FI P-UX. Any PC controller target selections apply only to PCs. 

FILES 

$HOME/.swdefaults 

Contalnsthe user-specific defauitvalues for some or all SD options. 

/usr/lib/sw/sys.defaults 

Contalnsthe master list of current SD options (with their default values). 

/var/adm/sw/ 

The directory which contains all of the configurable (and non-configurable) data for SD. This directory 
Is also the default location of logfiles. 

/var/adm/sw/defaults 

Contalnstheactive system-wide default values for some or all SD options. 
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/var/adm/sw/queue/ 

The directory which contains the information about aii active and compiete instaii jobs, copy jobs, and 
other jobs initiated by theSD commands. 


AUTHOR 

swjob wasdeveioped by the Hewiett-Packard Company. 


SEE ALSO 

HP OpenView Software Distributor Administrator's Guide, sd(4), sd(5), swaci(lM), swagentd(lM), 
swask(lM), swconfig(lM), swgettoois(lM), swinstaii(lM), swiist(lM), swmodify(lM), swpackage(lM), 
swpackage(4), swreg(lM), swremove(lM), swverify(lM). 


HP-UX Reiease 11.0: October 1997 


6- 


Section lM-763 


swlist(lM) 


swlist(lM) 


NAME 

swiist - display information about software products 

SYNOPSIS 

swiist [-d|-r] [-i] [-R] [-v] [-a attribute] [-C session_file] [-f software_file] [-1 le/el] 

[-S source] [-S session_file] [-t target_file] [-x option=value] [-X option_file] 
[software_selections] [@ target_selections] 

Remarks 

• swiist has an interactive user interface that you can invoke by typing swiist -i. 

• SD-UX commands are included with the HP-UX Operating System and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only 


DESCRIPTION 

The swiist command displays information about software products installed at or available from the 
specified target_selections. It supports these features: 

• Specify bundles, products, subproducts, and/or filesetsto list. 

• Display the files contained in each fileset. 

• D i spl ay a ta hi e of contents from a softwa re sou rce. 

• Specify theattributestodisplayfor each software object. 

• Display all attributes for bundles, products, subproducts, filesets and/or files. 

• Display thefull software_spec to be used with software selections. 

• Display the readme file for products. 

• Display the depots on a specified host. 

• Create a list of products, subproducts, and/or filesetsto use as input to the other commands. 

• List the categories of availableor applied patches. 

• List applied patches and their state (applied or committed). 

Previewing Product and OS Update Information 

To preview information about new software in the depot, you can use swiist to view the readme filefor 
each product, including OS update information contained in the SD (SW-DIST product) readme. For 
example, to display the latest OS update information: 

swiist -d -a readme -1 product SW-DIST @ hostA:/depot11 

Options 

When no options or operands are specified, swiist lists the software bundles (and products which are not 
part of a bundle) that are installed at the local host, swiist supportsthefollowingoptions: 

-d List software avallablefrom a depot (instead of software installed on a root filesystem). 

-i Invoke the swiist interactive user interface. The interactive interface lets you browse SD 
software objects. Invoking swiist -i -d lets you browse depot software. 

-r List products installed on an alternate root filesystem (instead of software installed on /). Useof 
-r is optional. 

-R Shorthand for-I bundle-1 product-I subproduct-I fileset. 
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-V If no -a options are specified, then iist aii the attributes for an object, one attribute per iine. 
Theattributesareiisted in theformat: 

keyword value 

If one or more -a options are specified, then iist the selected attributes in the above format. 

-a attribute 

Each object has its own set of attributes. These attributes inciude such things as revision, 
description, vendor information, size, and many others. The -a option selects a specific attri¬ 
bute to dispi ay. You can specify muitipie -a options to dispiaymuitipieattributes. 

Note that the tag attribute (i.e. the identifier) is aiways dispiayed for product, subproduct, and 
fiieset objects. The path attribute (i.e. thefiiename) is aiways dispiayed for fiieobjects. 

The fuii set of attributes for a given software object can be obtained using the -v option. See 
aisothesd(4) man page for detaiison these attributes. 

-C session_fiie 

Save the current options and operands to session_fiie. You can enter a reiative or absolute path 
with thefiie name. The defauit directory for session flies is / . sw/sessions/. You can recaii 
a session flie with the -S option. (Note that session management does not appiy to the 
swlist interactive user interface invoked by the -i option.) 

-f software_fiie 

Read the iist of software_selections from software_flie instead of (or in addition to) the command 
iine. 

-1 ievel 

List aii objects down to the specified ie/el. Both the specified ievei(s) and the depth of the 
specified software_selections controi the depth of the swlist output. 

-s source 

Specifies the software source to iist. This is an aiternate way to iist a source depot. Sources can 
aiso be specified as target depots and iisted using the -d option. 

-S session_fiie 

Execute swlist based on the options and operands saved from a previous session, as defined 
in session_flie. You can save session information to a flie with the -C option. (Note that session 
management does not appiy to the swlist interactive user interface invoked by the -i 
option.) 

-t target_fiie 

Read the iist of target_selections from target_flie instead of (or in addition to) the command iine. 
-X option=vaiue 

Set the session option to vaiue and override the defauit vaiue (or a vaiue in an aiternate 
option_fliespecifled with the -Xoption). Muitipie -x options can be specified. 

-X option_fiie 

Read the session options and behaviors from option_flie. 


Operands 

swlist supports two types of operands: software selections foiiowed by target selections. These operands 
are separated by the "(3)' (at) character. This syntax impiies that the command operates on "seiections at 
targets". 

Software Selections 

The selections operands consist of software_selactions, 
swlist supports thefoiiowing syntax for each software_selaction: 
bundi^. product[. subproduct][ .flieset]][, version] 
product[. subproduct][. flieset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=iocation][, fr <op> revision] 

[, fa <op> arch] 


HP-UX Reiease 11.0: October 1997 


-2- 


Section lM-765 


swlist(lM) 


swlist(lM) 


• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. For installed software, 1= is also included. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

Target Selections 

swlist supports this syntax for each target_selection. 

[host][: ][/directory] 

The : (colon) is required if both a host and directory arespecified. 

Thefollowing PC information applies only to FIP OpenView Software Distributor 
The command also supports the syntax: 

[pc_controller] 

This syntax only applies to the PC controllers and PC depots on PC controllers. 

Valid targets for a PC controller can be listed using: 

swlist -1 machine I user I group 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
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command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swlist commands. If a default value 
exists, it is listed after the 

The policy options that apply to swlist are: 

agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickly detect lost network connections since RPC can take as 
long as 130 minutes to detect a lost connection. The recommended value is the longest 
period of inactivity expected in your environment. For command line invocation, a value 
between 10 minutes and 60 minutes is suitable. A value of 60 minutes or more is recom¬ 
mended when the GUI will be used. The default of 10000 is slightly less than 7 days. 

codeword= 

Provides the "codeword" needed to unlock protected FIP CD-ROM software. 

SomeFIP software products are shipped on CD-ROM as "protected" products. That is, they 
cannot be installed or copied unless a "codeword" and "customer ID" are provided. The 
codeword is found on the CD-ROM certificate which you received from FIP. You may use 
this default specification on the command line or the SD-UX interactive user interface to 
enter the codeword. 

This default stores the codeword for future reference: it needs to be entered only once. If a 
new FIP product is purchased and a previous codeword has already been entered for that 
CD-ROM, just enter the new codeword as usual and the codewords will be merged inter¬ 
nally. 

NOTE: For FIP-UX B.10.10 and later systems, SD searches the .codewords file on the 
server that is providing protected software to other hosts. It looks for valid 
customer_id/codeword pairs. In doing so, SD eliminates the need to enter codewords and 
customerjds on every host that is "pulling" the software. 

To properly store the customer_id/codeword for a CD-ROM, run swinstall -p or 
swcopy -p on the host serving the CD-ROM. After the codeword has been stored, clients 
installing or copying software using that host and CD-ROM as a source will no longer 
require a codeword or customer_id. 

cu s t ome r_i d= 

This number, also printed on the Software Certificate, is used to "unlock" protected 
software and restrict its installation to a specific site or owner. It is entered using the -x 
customer_id= option or by using the interactive user interface. The customer_id can be 
used on any FIP-UX lO.OX compatible FI P9000 system. 

distribution_target_directory=/var/spool/sw 

Defines the default location of thetarget depot. 

layout_version=l.0 

Specifies the POSIX layout_version to which the SD commands conform when writ¬ 
ing distributions and swlist output. Supported values are "1.0" (default) and "0.8". 

SD object and attribute syntax conforms to the I ayout_versi on 1.0 specification of the IEEE 
POSIX 1387.2 Software Administration standard. SD commands still accept the keyword 
names associated with the older layout version, but you should use 
layout_version=0.8 only to create distributions readable by older versions of SD. 

See the description of the layout_version option in sd(5) for more information. 
level= Specify the Ies/el of the object to list. 

The supported software levels are: 

bundle Show all objects down to the bundle level. 

product Show all objects down to the product level. Also use -I bundle -I product to 
show bundles. 

subproduct Show all objects down to the subproduct level. 

fileset Show all objects down to thefileset level. Also use -I fileset -I subproduct to 
show subproducts. 
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file Show all objects down to the file level (I.e. depots, products, filesets, and 

files). 

category Show all categories of avallablepatches. 

patch Show all applied patches. 

The supported depot and root levels are: 

depot Show only the depot level (I.e. depots which exist at the specified target 

hosts). 

root List all alternateroots. 

shroot List all registered shared roots (HP-UX lO.X only), 

prroot LIstall registered private roots (HP-UX lO.X only). 

The machine, user, and group levels apply only to HP OpenVIew Software Distributor PC 
targets: 

machine Show the machines known to a PC controller, 
user Show the users known to a PC controller, 

group Show the groups known to a PC controller. 

one_liner=revision title 

Defines the attributes which will be listed for each object when no -a or -v options are 
specified. Each attribute included In the one_liner definition Is separated by <tab>or 
<space>. Any attributes may be Included In the one_liner definition. If a particular 
attribute does not exist for an object, that attribute Is silently Ignored. For example, the 
description attribute Is valid for products, subproducts, and filesets, but the archi¬ 
tecture attribute Is only valid for products. 

patch_one_liner=title patch_state 

Specifies the attributes displayed for each object listed when the -1 patch option Is 
Invoked and when no -a or -v option Is specified. The default display attributes are 
title and patch_state. 

rpc_binding_info=ncacn_ip_tcp:[2121] ncadg_ip_udp:[2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and the other 
commands contact the daemon. If the connection falls for one protocol sequence, the next Is 
attempted. SD supports both the tcp (ncacn_lp_tcp:[2121]) and udp (ncadgjp_udp:[2121]) 
protocol sequence on most platforms. Seethe sd.5 man page by typing man 5 sd for 
more Information. 

rpc_timeout=5. 

Relative length of the communications timeout. This Is a value In the range from 0 to 9 and 
Is Interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up or not running swagentd. Each value Is approximately 
twice as long as the preceding value. A value of 5 Is about 30 seconds for the 
ncadg_ip_udp protocol sequence. Thisoptlon may not haveany noticeableimpact when 
using the ncacn_ip_tcp protocol sequence. 

select_local=true 

If no target selectlons are specified, select the default target_directory of the local 
host asthetarget selectlon for the command. 

software= 

Defines the default software_selectlons. There Is no supplied default. If there Is more than 
one software selection, they must be separated by spaces. 

software_view=all_bundles 

Indicates the software view to be used as the default level for the software listing In the 
GUI. It can be set to all_bundles, products, or a bundle category tag (to Indicate to 
show only bundles of that category). For HP OpenVIew Software Distributor the default 
value Is products. 

targets= 

Defines the default target selactions. There Is no supplied default (see select_local 
above). If there Is more than one target selection, they must be separated by spaces. 
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verbose=0 

Controls how attributevalues are displayed. A valueof 
0 displays only the attribute value. 

1 displays both the attribute keyword and value. (Seethe -v option above.) 


Session File 

Each invocation of swlist defines a task session. The command automatically saves options, source 
information, software selections, and target selections before the task actually commences. This lets you 
re-execute the command even if the session ends before the task is complete. You can also save session 
information from interactive or command-linesessions. 

Session information is saved to the file $HOME/ . sw/sessions/swlist. last . This file is overwrit¬ 
ten by each invocation of thecommand. The fileusesthesame syntax as thedefaults files. 

From an interactive session, you can save session information into a file at any time by selecting the Save 
Session or Save Session As option from the File menu. 

From a command-line session, you can save session information by executing thecommand with the 

-Csession_fileoption. You can specify an absolute path for a session file. If you do not specify a directory, 

the default location is $HOME/ . sw/sessions/. 

To re-execute a saved session from an interactive session, use the Recall Session option from the File menu. 
To re-execute a session from a command-line, specify the session file as the argument for the -S option. 

When you re-execute a session file, the values in the session file take precedence over values in the system 
defaults file. Likewise, any command-line options and parameters take precedence over the values in the 
session file. 

E nvironment Variables 

Theenvironment variablethat affects the swlist command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default valueof C is used. See lang(5) for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 

LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The swlist command catchesthesignalsSIGQUIT andSIGINT. If thesesignalsarereceived, swlist 
prints a message, sends a Remote Procedure Call (RPC) to the agents to wrap up, and then exits. 

Each agent will complete the list task (if the execution phase has already started) before it wraps up. 

OPERATION 

The output from swlist follows this rule with all options: only the lowest level listed (product, subpro¬ 
duct, fileset or file) will be uncommented. Among other things, this allows the output from swlist to be 
used as input to other commands. The one exception is the list that contains files; file-level output is not 
accepted by other commands. 

The types of listings that can be selected are given below. Some of these listings are not exclusive choices, 
but rather ways to view the objects while control ling the amount of output. 

• Default Listing 

• Software Listing 

• Root Listing 

• Depot Listing 

• MultipleTargets Listing 

• Verbose Listing 

• Fanout Listing (FIP OpenView SoftwareDistributor only) 

Default Listing 

If swlist is invoked with no software_selections and no target_selactions, a listing of all installed pro¬ 
ducts on the local host is produced. This listing contains one line for each product. The line includes the 
product tag attributes and all other attributes selected via the one_liner option. 
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If target_selactions (i.e. target hosts) are specified, this same format iisting is produced for the instaiied 
software at each of the specified hosts. 

Software Listing 

A iisting of software objects is controiied by the specified software_selactions, and aiso by the -1 option ( 
swlist.level=). swlist iists the contents of each software object specified in the 
software_selactions. For exampie, if you specify product selections, the subproducts and/or fiiesets con¬ 
tained immediateiy beiow each product wiii beiisted. If you specify fiieset selections, thefiies contained in 
each fiieset wiii beiisted. 

The depth of objects iisted is controiied with the -1 option. This option can expand or restrict the depth in 
concert with the specified software selections. By defauit, the contents of a specified software selection are 
aiways iisted (as described above). The -1 option can defeat this iisting by specifying a ievei equivaient to 
the ievei of objects in the software_selactions. For exampie, if you want to iist specific product seiections 
but not their contents, use -1 product. If you want to list specific fiieset selections but not their con¬ 
tained files, use -1 fiieset. The software_selaction options only apply if the level is bundle, product, 
subproduct, fiieset, file, or patch. 

Depot Listing 

Another class of objects that swlist can display are software depots. For example, the user can list all 
registered depots on a given host. A combination of the -1 depot option and target_selactions operands 
can produce a variety of depot listings. 

Muitipie Targets Listing 

Multiple target_selections (i.e. root filesystems, alternate roots, or depots) are listed sequentially: list all 
the requested objects and attributes from the first target_selaction, followed by the second target_selaction, 
etc. 

Verbose Listing 

The -V option causes a verbose listingto begenerated. A verbose listing includes all attributes defined for 
an object. The swlist command prints the keyword and valuator each attribute. The attributes are 
listed one per line. The user can post-process (filter) the output with grep(l), awk(l), and/or sed(l) to get 
thefields of interest. 

The depot's attributes are displayed if swlist is called with the -v and -1 depot options, and a 
specific depot target_selaction. 

Attributes for a particular software level (product/subproduct/fileset/file) are displayed 
based on the depth of the specified software_selactions. For example, swlist-v productl.filesetl will giveall 
fiieset attributes for filesetl. Ifthe -v option is used with the -1 option, thedifferent listingare: 

• Todisplayattributesfor all products, use swlist -v -1 product 

• To display attributesfor all products and subproducts, use swlist -v -1 subproduct 

• Todisplayattributesfor all productsandfilesets, use swlist -v -1 fiieset 

• To display attributesfor all products, fiiesets, and files, use 
swlist -V -1 file 

Fanout Listing 

Thefollowing applies only to FIP OpenView Software Distributor 

The swlist command can also list the users, groups, or machines associated with a PC controller: i.e. the 
valid PC targets which are avallablefor installation through the PC controller. To list these PC targets, use 
the-1 user, -1 group, or-1 machine options. 
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RETURN VALUE 

The swlist command returns: 

0 The software_selections and/or target_selactions were successfully listed. 

1 The list operation failed on all target_selactions. 

2 The list operation failed on some target_selactions. 

DIAGNOSTICS 

The swlist command writes to stdout, stderr, and to the agent logfile. 

Standard Output 

All listingsare printed to stdout. 

Standard E rror 

The swlist command writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

The swlist command does not log summary events. It logs events about each read task to the 
swagent logfile associated with each target_selaction. 

You can use the swlist interactive interface (swlist -i -d)toviewthe swaudit. log file. 

EXAMPLES 

Run the swlist interactive interface: 

swlist -i @ hostl 
Use interactive swlist to view a depot: 

swlist -i -d @ /tmp/depot 
List all of the products installed on the local host: 
swlist 

Generate a comprehensive listing that includes all filesetsfor the product NETWORKING: 

swlist -V -1 fileset NETWORKING 
List all the attributes for theARPA-RUN fileset: 

swlist -V NETWORKING.ARPA.ARPA-RUN 
List the C product installed on several remote hosts: 

swlist cc @ hostA hostB hostC 
List the FRAME product relocated to directory /opt on hostl: 

swlist FRAME,l=/opt @ hostl 
List all the versions of the FRAME product installed on thetoolserver host: 

swlist FRAME @ toolserver 
List all products in a shared root (FIP-UX lO.X only): 

swlist -r @ /export/shared_roots/OS_700 
List products in a client's private root (FIP-UX lO.X only): 

swlist -r @ /export/private_roots/client 
Listthecontentsof thelocal tape, /dev/rmt/Om: 
swlist -d @ /dev/rmt/Om 
or, alternatively: 
swlist -s /dev/rmt/Om 
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List thetag and revision attributes for aii products on the iocai tape /dev/rmt/Om: 
swlist -d -a revision @ /dev/rmt/Om 
or, aiternativeiy: 

swlist -a revision -s /dev/rmt/Om @ 

Dispiay the README fiiefor theFRAME product: 

swlist -a readme FRAME 
List the products stored in a remote depot: 

swlist -d @ hostA:/depot 
List aii depots on a host: 

swlist -1 depot @ hostA 
List thecategories defined in thedepot mounted at /CD. 
swlist -d -1 category @ /CD 
Output: 

critical patch 1.0 Patches to fix system hangs or data corruption 
S747_upgrade 2.0 Patches needed to upgrade to an S747 

security_patoh 2.0 Patches affecting system security 

List a particuiar attribute of a category object identified by thetag critical_patch. 

swlist -a description -1 category critical_patoh 
Usethe swlist -1 option and patch ievei to dispiay the vaiues of a fiieset's appiied_patches attribute, 
swlist -1 patch BogusProduct 
Output: 

BogusProduct 1.0 This is a Bogus Product 

BogusProduct.FakeFS Fake fileset 

PHZX-0004.FakeFS Patch for defect X superseded 

PHZX-3452.FakeFS Patch for defect Y applied 

Another exampieshowingjust the patch: 

swlist -1 patch PHZX-0004 

Output: 

PHZX-0004 1.0 Patch product 

PHZX-0004.FakeFS Patch for defect X superseded 

Thenect two exampies appiy oniy to FIP OpenView Software Distributor 
List aii machines known to a PC controiier: 

swlist -1 machine @ server 
List aii users known to a PC controiier: 
swlist -1 user @ server 

LIMITATIONS 

Thefoii owing appiies oniy to FIP OpenView Software Distributor 
For PCs, the swlist command only applies to the PC controller andthePC depot on thePC controller. 
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FILES 

$HOME/.swdefaults 

Containsthe user-specific defauitvalues for some or aii SD options. 

$HOME/.sw/sessions/ 

Contains session flies automaticaiiy saved by theSD commands, or expiicitiy saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master iist of current SD options (with their defauit vaiues). 

/var/adm/sw/ 

The directory which contains aii of theconflgurabie(and non-conflgurabie) data for SD. This directory 
is aiso the defauit ideation of iogflies. 

/var/adm/sw/defaults 

Containstheactive system-wide defauit vaiues for some or aii SD options. 

/var/adm/sw/host_object 

Theflie which stores the iist of depots registered at the iocai host. 

/var/adm/sw/products/ 

The I nstaiied Products Database (I PD), a cataiog of aii products instaiied on a system. 

/var/spool/sw/ 

The defauit iocation of a source and target software depot. 


AUTHOR 

swlist wasdeveioped by the Hewiett-Packard Company and Mark H. Coiburn (seepax(l)). 

SEE ALSO 

The Managing HP-UX Software with SD-UX manuai, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swaci(lM), swagentd(lM), swask(lM) swconflg(lM), swgettoois(lM), 
swinstaii(lM), swjob(lM), swmodify(lM), swpackage(lM), swpackage(4), swreg(lM), swremove(lM), 
swverify(lM). 
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NAME 

swmodify - modify software products in a target root or depot 

SYNOPSIS 

swmodify [-d| -r] [-p] [-u] [-v] [-V] [-a attribute=[vaiue]] [-C session_fiie] [-f software_fiie] 
[-P pathname_fiie] [-s product_specification_fiie| [-S session_fiie] [-x option=vaiue] 

[-X option_fiie] [software_selections] [@ target_selection] 


Remarks 

• SD-UX commands are inciuded with the HP-UX operating system and manage software on the 
iocai host oniy. 

• To instaii and manage software simuitaneousiy on muitipie remote hosts (inciuding HP-UX, other 
UNIX® piatforms, Windows NT®, and PCs) from a centrai controiier, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabiiities. I nfor- 
mation specific oniy to the OpenView product ismarked with a heading si miiartothefoiiowing: 

Thefoii owing appiies oniy to HP OpenView Software Distributor. 

DESCRIPTION 

The swmodify command modifies the definitions of software objects instaiied into a primary or aiternate 
root, or avaiiabiefrom a software depot. It supports thefollowingfeatures: 

• adding new objects - The user can add new bundies, products, subproducts, fiiesets, controi fiies, 
and fiies to existing objects (which wiii contain them). 

• deieting existing objects - The user can deiete existing bundies, products, subproducts, fiiesets, con¬ 
troi fiies, and fiies from the objects which contain them. 

• modifying attribute vaiues - The user can add an attribute, deiete an attribute, or change the exist¬ 
ing vaiue of an attribute for any existing object. When adding a new object, the user can at the 
same time define attributes for it. 

• committing software patches - The user can remove saved backup fiies, committing the software 
patch. 

With the exception of controi fiies, swmodify does not manipuiatetheactuai fiies that make up a product 
(fiieset). The command manipuiates the cataiog information which describes the fiies. However, swmo¬ 
dify can repiace the contents of controi fiies. 

Common uses of swmodify inciude: 

• adding fiie definitions to the existing iist of fiie definitions in a fiieset. Exampie: If a fiieset's con¬ 
troi scripts add new fiies to the instaiied fiie system, the scripts can caii swmodify to "make a 
record" of those new fiies. 

• changing the vaiues of existing attributes. Exampie: If a product provides a more compiex 
configuration process (beyond the SD configure script), that script can set the fiieset's state to 
CONFIGURED upon successful execution. 

• defining new objects. Example: to "import" the definition of an existing application that was not 
installed by SD, construct a simple PSF describing the product. Then invoke swmodify to load 
thedefinition of theexistingapplication intothelPD. 


Options 

swmodi fy supports the fol I owi ng opti ons: 

-d Perform modifications on a depot (not on a primary or alternate root). The given 

target_selection must be a depot. 

-p Preview a modify session without modifying anything within thetarget_selection. 

-r Perform modifications on an alternate root (and not the primary root, /). The given 

target_selection must bean alternate root.) 

-u If no-a attribute^alue options are specified, then delete the given software_selecti ons from 

within the given target_selection. This action deletes the definitions of the software objects 
from thedepot catalog or installed products database. 
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If -a attribute options are specified, then deiete these attribute definitions from the given 
software_selections (from within the given target selection). 

-V Turn on verbose output to stdout. 

-V List aii the SD iayout_versions this command supports. 

-a attribute[=vaiue] 

Add, modify, or deiete the vaiue of the given attribute. If the -u option is specified, then 
deiete the attribute from the given software_selections (or deiete the vaiue from the set of 
vaiues currentiy defined for the attribute). Otherwise add/modify the attribute for each 
software_selection by setting it tothegiven vaiue. 

Muitipie -a options can be specified. Each attribute modification wiii be appiied to every 
softwa re_sel ecti on. 

The -s and -a options are mutuaiiy exciusive, the -s option cannot be specified when 
the -a option is specified. 

-C session_fiie 

Save the current options and operands to session_fiie. You can enter a reiativeor absoiute 
path with the fiie name. The defauit directory for session fiies is 
$HOME/. sw/sessions/. You can recaii a session fiie with the -S option. 

-f software_fiie 

Read the iist of software selections from software_fiie instead of (or in addition to) the com¬ 
mand iine. 

-P pathname_fiie 

Specify a fiie containing the pathnames of fiies being added to or deieted from the I PD 
instead of having to specify them individuaiiy on the command iine. 

-s product_specification_fiie 

The source Product Specification Fiie (PSF) describes the product, subproduct, fiieset, 
and/or fiie definitions which wiii be added or modified by swmodify. 

The -s and -u options are mutuaiiy exciusive, the -s option cannot be specified when 
the -u option is specified. 

-S session_fiie 

Execute swmodify based on the options and operands saved from a previous session, as 
defined in session_fiie. You can save session information toa fiiewith the -C option. 

-X option=vaiue 

Set the session option to vaiue and override the defauit vaiue (or a vaiue in an aiternate 
options_fiie specified with the -X option). Muitipie -x options can be specified. 

-X option_fiie 

Read the session options and behaviors from options_fiie. 


Operands 

The swmodify command supports two types of operands: software selections foiiowed by target selec¬ 
tions. These operands are separated by the "(g)' (at) character. This syntax impiies that the command 
operates on "seiections at targets". 

Software Selections 

The selections operands consist of software_selactions, 
swmodify supports thefoiiowing syntax for each softwa re_sel ecti on: 
bundi^. product[. subproduct][ .fiieset]][, version] 
product[. subproduct][. fiieset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=iocation][, fr <op> res/ision] 

[, fa <op> arch] 

• ideation appiiesoniy to instaiied software and refers to software instaiied to a iocation other than 
the defauit product directory. 
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• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs Individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision In version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even If they con¬ 
tain empty strings. For Installed software, 1= Is also Included. 

• No space or tab characters are allowed In a software selection. 

• Thesoftwarelnstance_ld can take the pi ace of the version component. It hastheform: 

[lnstance_ld] 

within the context of an exported catalog, where lnstance_ld Is an Integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It Is not allowed when removing software from the root 
directory /. 

If a product_speclficatlon_file Is specified, swmodify will select the software_selectlons from the full set 
defined within the PSF. The software selected from a PSF Is then applied to the target selectlon, with the 
selected softwareobjects either added to It or modified within It. IfaPSF Is not specified, swmodify will 
select thesoftware_selectlons from the software defined in the given (or default) target_selectlon. 

Target Selection 

The swmodify command supports the specification of a single, local target selectlon, using the syntax: 

[ @ /directory] 

When operating on the primary root, no target selectlon needs to be specified. (The target / is assumed.) 
When operating on a software depot, the target_selection specifies the path to that depot. If the -d option 
Is specified and no target selection is specified, the default distribution_target_directory Is 
assumed (see below). 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found In: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x optlon=value 
command -X optlon_file 
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The following keywords are supported by swmodify . If a default value exists, it is listed after the "=^'. 
The commands that this option applies to are also specified. The policy options that apply to swmodify 
are: 


control_files= 

When adding or deleting control file objects, this option lists the tags of those control files. 
There is no supplied default. If there is more than one tag, they must be separated by 
white space and surrounded by quotes. 

distribution_target_directory=/var/spool/sw 

Defines the default distribution directory of the target depot. The target_selection operand 
overrides this default. 

files= When adding or deleting file objects, this option lists the pathnames of those file objects. 

There is no supplied default. If there is more than one pathname, they must be separated 
by white space. 

layout_version=l.0 

Specifies the POSIX layout_version to which the SD commands conform when writ¬ 
ing distributions and swlist output. Supported values are "1.0" (default) and "0.8". 

SD object and attribute syntax conforms to the I ayout_versi on 1.0 specification of the IEEE 
POSIX 1387.2 Software Administration standard. SD commands still accept the keyword 
names associated with the older layout version, but you should use 
layout_version=0.8 only to create distributions readable by older versions of SD. 

See the description of the layout_version option in sd(5) for more information. 

logdetail=false 

The logdetail option controls the amount of detail written to the log file. When set to 
true, this option adds detailed task information (such as options specified, progress state¬ 
ments, and additional summary information) to the log file. This information is in addition 
to log information controlled by the loglevel option. 

logfile=/var/adm/sw/sw<modify>.log 

Defines the default logfilefor swmodify. 

loglevel=l 

Controls the log level for the events logged to the swmodify logfile, the target agent 
logfile, and the source agent logfile. This information is in addition to the detail controlled 
by the logdetail option. See logdetail for more information. 

A value of 

0 provides no information to the log files. 

1 enables verbose logging to the log files. 

2 enables very verbose logging to the log files. 

pat ch_commit=f als e 

Commits a patch by removing files saved for patch rollback. When set to true, you cannot 
roll back (remove) a patch unless you remove the associated base software that the patch 
modified. 

software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. Software is usually specified in a 
software input file, as operands on the command line, or in theGUI. 

source_file= 

Defines the default location of the source product specification file (PSF). The host: path 
syntax is not allowed, only a valid path can be specified. The -s option overrides this 
value. 

targets= 

Defines the default target_selactions. There is no supplied default (see select_local 
above). If there is more than one target selection, they must be separated by spaces. Tar¬ 
gets are usually specified in a target input file, as operands on the command line, or in the 
GUI. 

verbose=l 

Controls the verbosity of a non-interactive command's output: 
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0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 

2 for swmodify, enables very verbose messaging to stdout. 

Session File 

Each invocation of the swmodify command defines a modify session. The invocation options, source 
information, software selections, and target hosts are saved before the installation or copy task actually 
commences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is automatically saved to the file $HOME/ . sw/sessions/swmodify. last . This file is 
overwritten by each invocation of swmodify. 

You can also save session information to a specific file by executing swmodify with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for the session 
file. If you do not specify a directory, the default location for a session file is $HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swmodify. See the swpackage(4) by typing man 4 swpackage for PSF syntax. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swmodify take precedence over the values in the session file. 

E nvironment Variables 

Theenvironment variablethat affects swmodify is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 lang for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The swmodify command ignores SIGFIUP, SIGTERM, SIGUSRl, andSIGUSR2. The swmodify com¬ 
mand catches SIGINT and SIGQUIT. If these signals are received, swmodify prints a message and 
then exits. During the actual database modifications, swmodify blocks these signals (to prevent any data 
base corruption). All other signalsresult in their default action being performed. 

RETURN VALUES 

The swmodify command returns: 

0 The add, modify, or delete operation(s) were successfully performed on the given 
software_sel ecti ons. 

1 An error occurred during the session (e.g. bad syntax in the PSF, invalid software selection, etc.) 
Review stderr or the logfilefor details. 

DIAGNOSTICS 

The swmodify command writes to stdout, stderr, and to specific logfiles. 

Standard Output 

I n verbose mode, the swmodify command writes messages for significant events. These include: 

• a begin and end session message, 

• selection, analysis, and execution task messages. 

Standard E rror 

The swmodify command also writes messages for all WARNING and ERROR conditions to stderr. 

Logflle 

The swmodify command logs events to the command logfile and to the swmodify logflle associated 
with each target_selection. 
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Command Log 

The swmodify command logs all messages to the the logfile /var/adm/sw/swmodify. log. 
(The user can specify a different logfile by modifying the logfile option.) 

Target Log 

When modifying Installed software, swmodify logs messages to the file 
var/adm/sw/swagent. log beneath the root directory (e.g. / or an alternate root directory). 

When modifying available software (within a depot), swmodify logs messages to the file 
swagent.log beneath the depot directory (e.g. /var/spool/sw). 

EXAMPLES 

Add additional files to an existing fileset: 

swmodify -xfiles='/tmp/a /tmp/b /tmp/c' PRODUCT.FILESET 

Replace the definitions of existing files In an existing fileset (e.g. to update current values for the files’ 
attributes): 

chown root /tmp/a /tmp/b 

swmodify -x files='/tmp/a /tmp/b' PRODUCT.FILESET 

Delete control files from a fileset In an existing depot: 

swmodify -d -u -x control_files='checkinstall subscript' \ 

PRODUCT.FILESET @ /var/spool/sw 

Create a new fileset definition where the description Is contained In the PSF file 

new_fileset_definition: 

swmodify -s new_fileset_definition 
Delete an obsolete fileset definition: 

swmodify -u PRODUCT.FILESET 
Commit a patch (remove files saved for patch rollback): 

swmodify -x patch_commit=true PATCH 
Create some new bundledefinitlonsfor products In an existing depot: 

swmodify -d -s new_bundle_definitions \* @ /mfg/master_depot 

Modify the values of somefileset's attributes: 

swmodify -a state=installed PRODUCT.FILESET 
Modify the attributes of a depot: 

swmodify -a title='Manufacturing's master depot' \ 

-a description=</tmp/mfg.description @ /mfg/master_depot 


WARNINGS 

If the target_selectlon Is a software depot and you delete file definitions from the given software_selectlons, 
the files' contents are not deleted from the depot. 

LIMITATIONS 

Thefollowing applies only to HP OpenVIew Software Distributor. 

The swmodify command does not apply to PC software. 

FILES 

$HOME/.swdefaults 

Contalnsthe user-specific defauitvalues for some or all SD options. 

$HOME/.sw/sessions/ 

Contains session files automatically saved by theSD commands, or explicitly saved by the user. 

/usr/lib/sw/sys.defaults 

Contalnsthe master list of current SD options (with their default values). 

/var/adm/sw/ 

The directory which contains all of the configurable (and non-configurable) data for SD. This directory 
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is also the default location of logfiles. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD options, 
/var/adm/sw/products/ 

The I nstalled Products Database (I PD), a catalog of all products installed on a system, 
/var/spool/sw/ 

The default location of a target software depot. 


AUTHOR 

swmodify was developed by the Hewlett-Packard Company. 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swacl(lM), swagentd(lM), swask(lM), swconfig(lM), swgettools(lM), 
swinstall(lM), swjob(lM), swlist(lM), swpackage(lM), swpackage(4), swreg(lM), swremove(lM), 
swverify(lM). 
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NAME 

swpackage - package software products i nto a target depot or tape 

SYNOPSIS 

swpackage [-p] [-v] [-V] [-C session_file] [-d directory! de/ice] [-f software_file] 

[-S product_specification_file| directory ] [-S session_fiie] [-x option=vaiue] [-X option_fiie] 
[software_selections] [@ target_selection] 

Remarks 

For a description of the Product Specification Fiie (PSF) used as input to the swpackage command, see 
the swpackage(4) man page by typi ng man 4 swpackage. 

DESCRIPTION 

The swpackage command is not distributed: it oniy operates on the iocai host. It packages software pro¬ 
ducts into: 

• a distribution directory (which can be accessed directiy or copied onto a CD-ROM), 

• a distribution tape (such as DDS, nine-track or cartridge tapes). 

A software product is organized into a three-ievei hierarchy: products, subproducts, and fiiesets. The 
actuai fiies that make up a product are packaged into fiiesets. Subproducts can be used to partition or sub¬ 
set the fiiesets into iogicai groupings. (Subproducts are optionai.) A product, subproduct, and fiieset aiso 
have attributes associated with them. 

Both directory and tapedistributions usethesameformat. The swpackage command: 

• Organizes the software to be packaged i nto products, subproducts, and fiiesets, 

• Provides flexibie mechanisms to package source fiies i nto fiiesets, 

• Modifies existing products in a distribution directory, 

• Repackages products in a distribution directory into a distribution tape. 

Both the swpackage and swcopy commands create or modify a target depot. The differences between 
these commands are: 

• The swcopy command copies products from an existing depot to another depot. The swpack¬ 
age command creates products based on the user's specification, and packages these products into a 
depot. 

• swpackage can be used to re-package software_selections from an existing distribution directory 
to a distribution tape. 

• The swcopy command can copy from a iocai or remote source to a set of iocai or remote targets. 
The swpackage command packages source fiies from the iocai fiiesystem intoa product, for inser¬ 
tion intoa iocai distribution directory or tape. 

• After creating a target depot, swcopy registers that directory with the iocai swagentd sothat it 
can be found by swlist, swinstall, etc. With swpackage, the depot is not registered: the 
user must expiicitiy invoke the swreg command. 

Layout Version 

By defauit, SD object and attribute syntax conforms to the iayout_version 1.0 specification of the IEEE 
POSIX 1387.2 Software Administration standard. SD commands stiii accept the keyword names associated 
with the oider iayout version 0.8, but you shouid use the oider version oniy to create distributions readabie 
by oider versions of SD. 

Which layout_version theSD commands write is controiied by the layout_version option or by 
specifyingthe layout_version attributein the PSF fiie. 

See sd(4), the description of the layout_version option in the foiiowing section and in sd(5) for more 
information. See sd(4) for more information on PSF fiies. 

Options 

swpackage supports the foiiowing options: 

-p Previews a package session without actuaiiy creating or modifying the distribution tape. 
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-V Turns on verbose output to stdout. Verbose output is enabled by default, see the verbose 
option below. 

-V List the SD data model revision(s) which swpackage supports. By default, swpackage 
always packages using the latest SDL) data model revision. 

-C session_file 

Save the current options and operands to session_file. You can enter a relative or absolute path 
with the file name. The default directory for session files is $HOME/. sw/sessions/. You 
can recall a session file with the -S option. 

-d directory I device 

If creating a distribution directory, thisoption defines the pathname of the directory. If creating 
a distribution tape, thisoption defines the device file on which to write the distribution. When 
creating a distribution tape, thetape device (file) must exist, and the -x media_type=tape 
option must be specified (see below). 

Note that the -d option isobsolete. L)sethe@ target_selection operand instead. 

You can also specify that the swpackage output be "piped" to an external command using: 
swpackage -d " | <coinmand> " -x media_type=tape-s <source> 

The I symbol and command must be quoted because it is interpreted by swpackage and not 
the shell. 

-f software_file 

Read the list of software_selections from software_file instead of (or in addition to) the command 
line. 

-s product_specification_file| directory 

The source PSF describes the product, subproduct, fileset, and file definitions used to build a 
software product from a set of source files. 

The source can also be an existing directory depot (which already contains products). 

-S session_file 

Execute swpackage based on the options and operands saved from a previous session, as 
defined in session_file. You can save session information toa filewith the -C option. 

-X option=value 

Set the session option to value and override the default value (or a value in an alternate 
options_file specified with the -X option). Multiple -x options can be specified. 

-X option_file 

Read the session options and behaviors from options_file. 

Software Selections 

The swpackage command supports thefollowing syntax for each software_selection: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> revision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. 
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• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. For installed sofrware, 1= is also included. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

If specified, the software selections cause swpackage to only (re)package those software selections from 
the full set defined in the source product_specification_file. If no software selections are specified, then 
swpackage will (re)packageall the products defined in thesource product_specification_file. 

Target Selections 

The swpackage command supports thefollowing syntax for a target_selection: 

@ /path 

If creating a distribution directory, this option defines the path to the directory. If creating a distribution 
tape, thisoption defines the path to the device file on which to write the distribution. When creatinga dis¬ 
tribution tape, the tape device (file) must exist, and the -x media_type=tape option must be 
specified (see below). 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

Thefollowingsection listsall of thekeywords supported by swpackage and swcopy. If a default value 
exists, it is listed after the "=^'. The commands that this option applies to are also specified. 

compress_cmd=/usr/contrib/bin/gzip 

Defines the command called to compress files before installing, copying or packaging. If the 
compression_type option is set to other than gzip or compress, this path must be 
changed. 

compress_files=false 

If set to true, files are compressed, if not already compressed, before transfer from a 
source. This will enhance performance on slower networks for swcopy and swinstall, 
and will result in smaller depots for swcopy and swpackage, unless the 
uncompress_f iles isalsoset to true. 
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compression_type=gzip 

Defines the default compression type used by the agent when it compresses files during or 
after transmission. If uncompress_files is set to false, the compression_type is 
recorded for each file compressed so that the correct uncompression can later be applied 
during a swinstall, or a swcopy with uncompress_files set to true. The 
compress_cmd specified must produce files with the compression_type specified. 
The uncompress_cmd must be able to process files of the compression_type 
specified unless the format is gzip, which is uncompressed by the internal uncompressor 
(funzip). 

create_target_acls=true 

If creating a target depot, swpackage will create Access Control Lists (ACLs) for the 
depot (if it is new) and all products being packaged into it. If set to false, and if the user 
is the superuser, swpackage will not create ACLs. (The swpackage command never 
creates ACLs when software is packaged on to a distribution tape.) 

distribution_source_directory=/var/spool/sw 

Defines the default distribution directory to read as the source (when the source_type 
is directory). The -s option overrides this default. 

distribution_target_direotory=/var/spool/sw 

Defines the default distribution directory of the target depot. The target_selection operand 
overrides this default. 

distribution_target_serial=/dev/rmt/Om 

Defines the default location of the target tape device file. The target_selection operand 
overrides this default. 

enforce_dsa=true 

Prevents a command from proceeding past the analysis phase if the disk space required is 
beyond the available free space of the impacted file systems. If set to false, then the 
install, copy, or package operation will use the file systems' minfree space and may fail 
because it reaches the file system's absolute limit. 

follow_symlinks=false 

Do not follow symbolic links in the package source files, but include the symbolic links in 
the packaged products. A value of true for this keyword causes swpackage to follow 
symbolic links in the package source files and include the files they reference in the pack¬ 
aged products. 

include_file_revisions=false 

Do not include each source file's revision attribute in the products being packaged. Because 
this operation is time consuming, by default the revision attributes are not included. If set 
to true, swpackage will execute what(l) and possibly ident(l) (in that order) to try to 
determine a file's revision attribute. 

layout_version=l.0 

Specifies the POSIX layout_version to which the SD commands conform when writ¬ 
ing distributions and swlist output. Supported values are "1.0" (default) and "0.8". 

SD object and attribute syntax conforms to the I ayout_versi on 1.0 specification of the IEEE 
POSIX 1387.2 Software Administration standard. SD commands still accept the keyword 
names associated with the older layout version, but you should use 
layout_version=0.8 only to create distributions readable by older versions of SD. 

See the description of the layout_version option in sd(5) for more information. 

logdetail=false 

The logdetail option controls the amount of detail written to the log file. When set to 
true, this option adds detailed task information (such as options specified, progress state¬ 
ments, and additional summary information) to the log file. This information is in addition 
to log information controlled by the loglevel option. 

logfile=/var/adm/sw/sw<package>.log 

Defines the default logfilefor the swpackage command. 

loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This information is in addition to the detail controlled by the 
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logdetail option. See logdetail for more information. 

A vaiueof 

0 provides no information to the iog flies. 

1 enabies verbose iogging to the iog flies. 

2 enabi es very verbose iogging to the iog flies. 

media_capacity=1330 

If creating a distribution tape, this keyword specifies the capacity of the tape in Mbytes. 
This option is required if the media is not a DDS tape or a disk flie. Without this option, 
swpackage sets the size to 1330 M bytes for tape and "free space up to minfreef on a disk 
flie. 

media_type=directory 

Defines the type of distribution to create. The recognized types are directory and 
tape. 

package_in_place=false 

If set to true, swpackage does not put the files that make up a product in the target 
depot. Instead, swpackage inserts references to the original source files, saving disk 
space. 

reinstall_files=true 

Causes all the files in a flieset to always be re-installed, re-copied, or re-packaged, even 
when the file already exists at the target and is identical to the new file. If set to false, 
files that have the same checksum (see next option), size and time stamp will not be re¬ 
installed, re-copied, or re-packaged. This check enhances performance on slow networks or 
slow disks. 

reinstall_files_use_cksum=true 

This option affects the operation when the reinstall_files option is set to false. It 
causes the checksums of the new and old file to be computed and compared to determine if 
the new file should replace the old one. (The checksum is slower, but is a more robust way 
to check for files being equivalent.) If set to false, the checksums are not computed, and 
files are (not) reinstalled based only on their size and time stamp. For swpackage, the 
default valuefor this option is false. 

software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. Software is usually specified in a 
software input file, as operands on the command line, or in theGUI. 

source_file=psf 

Defines the default location of the source product specification file (PSF). The host: path 
syntax is not allowed, only a valid path can be specified. The -s option overrides this 
value. 

source_type=directory 

Defines the default source type: cdrom, file, directory, or tape. The source type 
derived from the -s option overrides this value. 

targets= 

Defines the default target selactions. There is no supplied default. If there is more than 
one target selection, they must be separated by spaces. Targets are usually specified in a 
target input file, as operands on the command line, or in theGUI. 

uncompress_omd= 

Defines the command to uncompress files when installing, copying, or packaging. This 
command processes files which were stored on the media in a compressed format. If the 
compression_type of the file is grip then the internal uncompression (funzip) is 
used instead of the external uncompress_cmd. 

verbose= 

Controls the verbosity of a non-interactive command's output: 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 

2 for swpackage and swmodify, enables very verbose messaging to stdout. 
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The -V option overrides this default if it is set to 0. Applies to all commands. 

write_remote_files=false 

Prevents the installation, copying, or packaging of files to a target which exists on a remote 
(NFS) filesystem. Also prevents the removal of files from a remote filesystem. All files des¬ 
tined for (or already on) a remote filesystem will be skipped. 

If set to true and if the superuser has write permission on the remote filesystem, the 
remote files will not be skipped, but will beinstalled, copied, packaged, or removed. 


Session File 

Each invocation of the swpackage command defines a packaging session. The invocation options, source 
information, software selections, and target hosts are saved before the installation or copy task actually 
commences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is saved to the file $HOME/ . sw/sessions/swpackage. last. This file is overwritten 
by each invocation of swpackage. 

You can alsosavesession information to a specific file by executing swpackage with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for the session 
file. If you do not specify a directory, the default location for a session file is $HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swpackage. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swpackage take precedence over the values in the session file. 

E nvironment Variables 

The environment variablethat affects swpackageis: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 lang for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The swpackage command catches the signalsSIGQUIT andSIGINT. If these signals are received, the 
command printsa message, sendsa Remote Procedure Call (RPC) to the agents to wrap up, and then exits. 

The agent ignores SIGFIUP, SIGINT, and SIGQUIT. It immediately exits gracefully after receiving 
SIGTERM, SIGUSRl, or SIGUSR2. Killing the agent may leave corrupt software on the system, and thus 
should only be done if absolutely necessary. Note that when an SD command is killed, the agent does not 
terminate until completing thetask in progress. 

The daemon ignores SIGFIUP, SIGINT and SIGQUIT. It immediately exits gracefully after receiving 
SIGTERM and SIGUSR2. After receiving SIGUSRl, it waits for completion of a copy or remove from a 
depot session before exiting, so that it can register or unregister depots if necessary. Requests to start new 
sessions are refused during this wait. 

Locking 

SD commands use a common locking mechanism for reading and modifying both root directories and 
software depots. This mechanism allows multiple readers but only one writer on a root or depot. 

The SD commands which modify software in an (alternate) root directory are restricted from simultaneous 
modification usingfcnti (2) locking on thefile 

var/adm/sw/products/swlock 
relative to the root directory (e.g. /var/adm/sw/products/swlock). 

The SD commands which modify software in a depot are restricted from simultaneous modification using 
fcnti (2) locking on thefile 
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catalog/swlock 

relative to the depot directory (e.g. /var/spool/sw/catalog/swlock). 

All commands set fcntl(2) read locks on roots and depots using the swlock file mentioned above. When a 
read lock is set, it prevents other SD commands from performing modifications (i.e. from setting write 
locks). 

PRODUCT SPECIFICATION FILE 

This section summarizes the product_specification_file (PSF) which drives the swpackage session. See 
swpackage(4) for a detailed description of a PSF's syntax and semantics. 

A PSF is structured as follows: 

[depot specification] 

[vendor specification] 

[category specification] 

[bundlespecifi cation] 

[product specification] 

[control script specification] 

[subproduct specification] 

[fileset specification] 

[control script specification] 

[filespecifi cation] 

[fileset specification] 

[product specification] 

If errors encountered while parsing the PSF result in no valid product definitions, swpackage ter¬ 
minates. All errors are logged to both stderr and the I ogfile. I n summary, the swpackage user can: 

• Specify one or more products; 

• For each product, specify one or more filesets. 

• For each fileset, specify one or more files. 

• (optional) Specify attributes for the target depot/tape: 

• (optional) Specify one or more bundles, defining the bundle contents; 

• (optional) Specify vendor information for products and bundles; 

• (optional) Specify category information for products, bundlesand patches. 

• (optional) For each product, specify one or more subproducts, defining the subproduct contents; 

• (optional) For each product or fileset, specify one or more control scripts. 

RETURN VALUES 

The swpackage command returns: 

0 The products specified in the product_specification_file were successfully packaged into the tar¬ 
get depot/tape. 

1 An error occurred during the swpackage session (e.g. bad syntax in the 
product_specification_file.) Review stderr or the log filefor details. 

DIAGNOSTICS 

The swpackage command writes to stdout, stderr, and to the I ogfile. 

Standard Output 

The swpackage command writes messages for significant events. These include: 

• a begin and end session message, 

• selection, analysis, packaging, and tape creation messages. 

Standard E rror 

The swpackage command writes messages for all WARNING and ERROR conditions to stderr. 

Logfile 

The swpackage command logs detailed events to the log file /var/adm/sw/swpackage . log. The 
user can specify a different logfile by modifying the logfile option. 
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EXAMPLES 

Package the products defined in the PSF products into the default target depot: 

swpackage -s products 

Preview the same operation (do not create the target depot), and generate very verbose output: 
swpackage -p -w -s products 

Package the products into the target depot no_files, insert references to the source files instead of copying 
them into the depot: 

swpackage -s products -x package_in_place=true @ no_files 

Re-package a specific fileset: 

swpackage -s products -x package in place=true product.fileset 
@ no_files 

Re-package the entire contents of the depot /var/spool/sw onto the tape at /dev/rmt/Om: 
swpackage -s /var/spool/sw -x media_type=tape @ /dev/rmt/Om 

LIMITATIONS 

The swpackage command does not apply to HP OpenView Software Distributor PC software. PC 
software is packaged on the PC controller using the PC console, then copied to a UNIX® depot for subse 
quent distribution. 

FILES 

/dev/rmt/Om 

The default location of a source and target tape. 

$HOME/.swdefaults 

Containsthe user-specific defauitvalues for some or all SD options. 

$HOME/.sw/sessions/ 

Contains session files automatically saved by theSD commands, or explicitly saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master list of current SD options with their default values. 

/var/adm/sw/ 

The directory which contains all of the configurable and non-configurable data for SD. This directory 
is also the default location of logfiles. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD options. 

/var/spool/sw/ 

The default location of a source and target software depot. 


AUTHOR 

swpackage was developed by the Hewlett-Packard Company and Mark H. Colburn (see pax(l)). 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swacl(lM), swagentd(lM), swask(lM), swconfig(lM), swgettools(lM), 
swinstall(lM), swjob(lM), swlist(lM), swmodify(lM), swpackage(4), swreg(lM), swremove(lM), 
swverify(lM). 
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NAME 

swreg - register or unregister depots and roots 

SYNOPSIS 

swreg -1 ie/el [-u] [-v] [-C session_fiie] [-f object_fiie] [-S session_fiie] [-t target_fiie] 

[-X option=vaiue] [-X option_fiie] [objects_to_(un)register] [@ target_selactions] 

Remarks 

• SD-UX commands are inciuded with the HP-UX operating system and manage software on the 
iocai host oniy. 

• To instaii and manage software simuitaneousiy on muitipie remote hosts (inciuding HP-UX, other 
UNIX® piatforms, Windows NT®, and PCs) from a centrai controiier, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabiiities. I nfor- 
mation specific oniy to the OpenView product ismarked with a heading si miiartothefoiiowing: 

Thefoiiowing information appiiesto HP OpenView Software Distributor oniy." 

DESCRIPTION 

The swreg command controis the visibiiity of depots and roots to users who are performing software 
management tasks. 11 must be used to register depots created by swpackage. 

By defauit, the swcopy command registers newiy created depots. By defauit, the swinstall com¬ 
mand registers newiy created aiternate roots (the root, "/", is not automaticaiiy registered). The 
swremove command unregisters a depot, or root, when or if the depot is empty. The user invokes 
swreg to expiicitiy (un)register a depot when the automatic behaviors of swcopy, swinstall, 
swpackage, and swremove do not suffice. For exampie: 

• making a CD-ROM or other removabie media avaiiabieasa registered depot. 

• registering a depot created directiy by swpackage. 

• unregistering a depot without removing it with swremove. 


Options 

The swreg command supports thefoiiowing options: 

-1 ie/el Specify the ie/el of the object to register or unregister. Exactiy one ievei must be 
specified. The supported ieveisare: 
depot The object to be registered is a depot, 

root The object to be registered is a root, 

shroot The object to register is a shared root (HP-UX lO.X oniy). 

prroot The object to register is a private root (HP-UX lO.X oniy). 

-u Causes swreg to unregister thespecified objects instead of registering them. 

-V Turns on verbose output to stdout. (The swreg iogfiie is not affected by this option.) 

Verbose output is enabied by defauit, seethe verbose option below. 

-C session_file 

Save the current options and operands to session fiie. You can enter a reiative or 
absoiute path with the fiie name. The defauit directory for session fiies is 
$HOME/ . sw/sessions/. You can recaii a session fiie with the-S option. 

-f object_fiie Read the iist of depot or root objects to register or unregister from object_fiie instead 
of (or in addition to) thecommand iine. 

-S session_fiie 

Execute swreg based on the options and operands saved from a previous session, as 
defined in session_fiie. You can save session information toa fiiewith the -C option. 

-t target_fiie Read the iist of target hosts on which to register the depot or root objects from 
target_fiieinstead of (or in addition to) thecommand iine. 

-X option=vaiue 

Set the session option to vaiueand override the defauit vaiue (or a vaiuein an aiter- 
nateoption_fiiespecified with the -X option). Muitipie -x options can be specified. 

-X option_fiie Read the session options and behaviors from option_fiie. 
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Operands 

The swreg command supports thefollowing syntax for each object_to_register: 

path 

Each operand specifies an object to be registered or unregistered. 

The swreg command supports thefoiiowing syntax for each target_selection: 

[host] 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, severai SD behaviors and poiicy options can be changed by editing the 
defauitvaiuesfound in: 

/var/adm/sw/defaults the system-wide defauit vaiues. 

$HOME/ . swdefaults the user-specific defauit vaiues. 

Vaiues must be specified in thedefauitsfiieusingthissyntax: 

[command_name. ]option=vaiue 

Theoptionai command_name prefix denotes one of the SD commands. Using the prefix iimits the change in 
thedefauitvaiueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following list describes keywords supported by the swreg command. If a default value exists, it is 
listed after the 

distribution_target_directory=/var/spool/sw 

Defines the location of the depot object to register if no objects are specified and the -1 
option is specified. 

level= Defines the default level of objects to register or unregister. The valid levels are: 
depot Depots which exist at the specified target hosts, 

root All alternate roots. 

shroot All registered shared roots (HP-UX lO.X only), 
prroot All registered private roots (HP-UX lO.X only). 

logfile=/var/adm/sw/swreg.log 

This is the default command log filefor the swreg command. 

logdetail=false[true] 

The logdetail option controls the amount of detail written to the log file. When set to 
true, this option adds detailed task information (such as options specified, progress state¬ 
ments, and additional summary information) to the log file. This information is in addition 
to log information controlled by the loglevel option. See the sd(5) man page for addi¬ 
tional information by typingman 5 sd. 

loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This information is in addition to the detail controlled by the 
logdetail option. (See also logdetail.) Avalueof 
0 provides noinformation tothelogfile. 

1 enables verbose logging to the I ogfiles. 

2 enables very verbose logging to the I ogfiles. 
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log_msgid=0 

Controls whether numeric identification numbers are prepended to logfile messages pro¬ 
duced by SD. A value of 0 (default) indicates no such identifiers are attached. Values of 1-4 
indicate that identifiers are attached to messages: 

1 applies to ERROR messages only 

2 appliestoERROR and WARNING messages 

3 appliestoERROR, WARNING, and NOTE messages 

4 appliestoERROR, WARNING, NOTE, and certain other logfile messages. 

objects_to_register= 

Defines the default objects to register or unregister. There is no supplied default (see 
distribution_target_ciirectory above). If there is more than one object, they 
must be separated by spaces. 

rpc_binding_info=ncacn_ip_tcp:[2121] ncadg_ip_udp:[2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and which the 
other commands use to contact the daemon. If the connection fails for one protocol 
sequence, the next is attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp 
(ncadgjp_udp:[2121]) protocol sequence on most platforms. 

See the sd(5) man page by typing man 5 sd for details on specifying this option. 

rpc_timeout=5 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up or are not running swagentd. Each value is approximately 
twice as long as the preceding value. A value of 5 is about 30 seconds for the 
ncadg_ip_udp protocol sequence. Thisoption may not haveany noticeableimpact when 
using the ncacn_ip_tcp protocol sequence. 

select_local=true 

If no target_selections are specified, select the default 
distribution_target_directory of the local host as the target_selection for the 
command. 

targets= 

Defines the default target hosts on which to register or unregister the specified root or 
depot objects. There is no supplied default (see select_local above). If there is more 
than one target selection, they must be separated by spaces. 

verbose=l 

Controls the verbosity of the swreg output (stdout). Avalueof 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 


Session File 

Each invocation of the swreg command defines a registration session. The invocation options, source 
information, software selections, and target hosts are saved before the installation or copy task actually 
commences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is saved to the file $HOME/. sw/sessions/swreg. last. This file is overwritten by 
each invocation of swreg. 

You can also save session information to a specific file by executing swreg with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for the session 
file. If you do not specify a directory, the default location for a session file is $HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swreg. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swreg take precedence over the values in the session file. 
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E nvironment Variables 

SD programs are affected by external environment variables. 

SD programs that execute control scripts set environment variables for use by the control scripts. 

In addition, swinstall sets environment variables for use when updating the HP-UX operating system 
and modifying the HP-UX configuration. 

The environment variablethat affects the swreg command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man pages by typing 
man 5 lang for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc.config.d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Signals 

The swreg command catches the signals SIGQUIT andSIGINT. If these signals are received, swreg 
printsa message, sendsa Remote Procedure Call (RPC) to the daemons to wrap up, and then exits. 

RETURN VALUES 

The swreg command returns: 

0 The objects_to_register were successfully (un)registered. 

1 The register or unregister operation failed on all target_selactions. 

2 The register or unregister operation failed on some target_selactions. 

DIAGNOSTICS 

The swreg command writes to stdout, stderr, and to the daemon logfile. 

Standard Output 

The swreg command writes messages for significant events. These include: 

• a begin and end session message, 

• selection and execution task messages for each target_selaction. 

Standard E rror 

The swreg command writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

The swreg command logs summary events at the host where the command was invoked. It logs events 
about each (un)register operation to the swagentd logfile associated with each target_selaction. 

EXAMPLES 

Create a new depot with swpackage, then register it with swreg: 

swpackage -s psf -d /var/spool/sw 
swreg -1 depot /var/spool/sw 

Thefollowing example applies only to HP OpenView Software Distributor 
Unregister thedefault depot at several hosts: 

swreg -u -1 depot /var/spool/sw @ hostA hostB hostC 
Unregister a specific depot at the local host: 
swreg -u -1 depot /cdrom 

LIMITATIONS 

The SD-UX version of swreg does not support the registration or unregistration of software depots on 
remote targets. 

For PCs (HP OpenView Software Distributor), the swreg command only operates on a single depot, 
configured at the PC controller. 
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FILES 

$HOME/.swdefaults 

Containsthe user-specific defauitvalues for some or aii SD options. 

/usr/lib/sw/sys.defaults 

Containsthe master iist of current SD options with their defauit vaiues. 

/var/adm/sw/ 

The directory which contains aii of the configurabie and non-configurabie data for SD. This direc¬ 
tory is aiso the defauit iocation of iogfiies. 

/var/adm/sw/defaults 

Containstheactive system-wide defauit vaiues for some or aii SD options. 

/var/adm/sw/host_object 

Thefiie which stores the iist of depots registered at the iocai host. 


PC FILES 

Thefoii owing appiies oniy to HP OpenView Software Distributor 

...\SD\DATA\HOST_OBJ 

Thefiiewhich stores the iist PC depot registered with thePC Controiier. 


AUTHOR 

swreg was deveioped by the Hewiett-Packard Company. 

SEE ALSO 

The Managing HP-UX Software with SD-UX manuai, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swaci(lM), swagentd(lM), swask(lM), swconfig(lM), swgettoois(lM), 
swinstaii(lM), swjob(lM), swiist(lM), swmodify(lM), swpackage(lM), swpackage(4), swremove(lM), 
swverify(lM). 
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NAME 

swremove - unconfigure and remove software products 

SYNOPSIS 

swremove [XToolkit Options] [-d| -r] [-i] [-p] [-v] [-C session_file] [-f software_file] 

[-J jobid] [-Q date] [-S session_file] [-t target_file] [-x option=value] [-X option_file] 
[software_selections] [@ target_selections] 

Remarks 

• swremove has an interactive user interface. You can invoke it by typing swremove or by includ¬ 
ing the -i option on the command line. 

• SD-UX commands are included with the HP-UX Operating System and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView SoftwareDistributor only. 


DESCRIPTION 

The swremove command removes software_selections from target_selections (e.g. root file systems). 
When removing installed software, swremove also unconfigures the software before it is removed. The 
software is not unconfigured when removed from an alternate root directory since it was not configured 
during installation. When removing availablesoftware (within a depot), swremove also does not perform 
the unconfiguration task. 

NOTE : Selecting a bundle for removal does not always remove all filesets in that bundle. If a particular 
fileset is required by another bundle, that fileset will not be removed. For example, if the bundles Pascal 
and FORTRAN both use the fileset Debugger.Run and you try to remove FORTRAN, the fileset 
Debugger.Run will not be removed becauseit isalsoused by the bundlePascal. This prevents the remo¬ 
val of one bundle from inadvertently causing the removal of filesets needed by another bundle. 

Removing Patches or Patch Rollback Files 

To remove patch software, rollback files corresponding to the patch must beavailablefor rollback. You must 
remove the base software modified by the patch. (Removing the base software also removes the patches 
associated with that software.) 

To commit (make permanent) a patch, use the swmodify command's patch_commit option to remove 
the files saved for patch rollback, or use the swinstall command's save_patch_files option to not save 
them initially. See swmodify(lM) and swinstall (IM) for more information. 

PC Software Removal 

Thefollowing paragraph applies only to HP OpenView SoftwareDistributor. 

For PC software removal, the swremove command can remove software_selections from one or more tar¬ 
get PC depots. 

Control Scripts 

When removing installed software, the swremove command executes several vendor-supplied scripts (if 
they exist) during the removal of the software_selactions. The swremove command supports the follow¬ 
ing scripts: 

checkremove 

a script executed duringtheanalysisof each target_sel action, it checks to make sure the removal 
can be attempted. If thischeck fails, thesoftwareproduct will not be removed. 

preremove 

a script executed immediately before the software files are removed. 

postremove 

a script executed immediately after the software files are removed. 

unconfigure 

a script executed during the unconfiguration of each target_selaction, it unconfigures the host for 
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the software (and the software for the hc6t). The preremove and postremove scripts are 
not intended for unconfiguration tasks. They are to be used for simpiefiie management needs 
such as restoring flies moved during instaii. The unconfigure script aiiows the swremove 
command to unconflgure the hosts on which it has been running before removing the software 
specified. 


Options 

The swremove supportsthefoiiowingoptions: 

XTooiKit Options 

The swremove command supports a subset of the standard X Tooikit options to con- 
troi the appearance of the GUI . The supported options are: -bg, -background, 
-fg, -foreground, -display, -name, -xrm, and -synchronous. Seethe 
X(l) manuai page for a definition of these options. 

-d Operate on a depot rather than instaiied software. 

-r (optionai) Operate on an aiternateroot rather than /. Unconflgure scripts are not run 

when removing software from an aiternateroot directory. 

-i Runs swremove in interactive mode (invokes the Graphicai User Interface). The 

swremove command also supports an interactive terminal user interface (TUI) in 
which screen navigation is done with the keyboard (no mouse). 

-p Previews a remove task by running the session through the analysis phase only. 

-V Turns on verbose output to stdout. (The swremove log file is not affected by this 

option.) Verbose output is controlled by the default verbose=x. 

-C session_file 

Save the current options and operands to session flie. You can enter a relative or 
absolute path with the file name. The default directory for session files is 
$HOME/. sw/sessions/. You can recall a session file with the -S option. 

-f software_file 

Read the list of software_selections from software_flle instead of (or in addition to) the 
command line. 

-J jobid (HP OpenView SoftwareDistributor only) 

Executes the previously scheduled job. This is the syntax used by the daemon to start 
thejob. 

-Q date (HP OpenView SoftwareDistributor only) 

Schedules thejob for thespecifled date. The date format can be changed by modifying 
the file /var/adm/sw/get date . tempi. 

-S session_file 

Execute swremove based on the options and operands saved from a previous ses¬ 
sion, as defined in session_flle. You can save session information toa fliewith the -C 
option. 

-t target_file Read the list of target selections from target_flle instead of (or in addition to) the com¬ 
mand line. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoption_fllespecifled with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from option_flle. 

Operands 

swremove supports two types of operands: software selections followed by target selections. These 
operands are separated by the "(§)' (at) character. This syntax implies that the command operates on "selec¬ 
tions at targets". 
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Software Selections 

The selections operands consist of software_selections. 
swremove supports thefollowing syntax for each software_selection: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> revision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> res/ision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B . 10. 00 . Thesys- 
tem compares each dot-separated field to find matches. Shell patterns are not allowed with these 
operators. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. 

• No space or tab characters are allowed in a software selection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 

The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

Target Selections 

swremove supports thefollowing syntax for each target_selection: 

[host][: ][/directory] 

The : (colon) is required if both a host and directory arespecified. 

Thefollowing PC information applies only to FIP OpenView Software Distributor. 

To remove software from a PC depot, the swremove command also supports thefollowing syntax: 
[pc_controller] 
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EXTERNAL INFLUENCES 
Defaults File 

In addition to the standard options, you can change swremove behavior and poiicy options by editing the 
defauitvaiuesfound in: 

/var/adm/sw/defaults the system-wide defauit vaiues. 

$HOME/ . swdefaults the user-specific defauit vaiues. 

Vaiues must be specified in thedefauitsfiieusingthissyntax: 

[command_name. ]option=vaiue 

Theoptionai command_name prefix denotes one of the SD commands. Using the prefix iimits the change in 
thedefauitvaiueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by swremove. If a default value exists, it is 
listed after the "=^'. 

The policy options that apply to swremove are: 
agent_auto_exit=true 

Causes the target agent to automatically exit after Execute phase, or after a failed Analysis 
phase. This is forced to false when the controller is using an interactive user interface, 
or when -p (preview) is used. This enhances network reliability and performance. The 
default is true - the target agent will automatically exit when appropriate. If set to 
false, thetarget agent will not exit until thecontroller ends the session. 

agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickly detect lost network connections since RPC can take as 
long as 130 minutes to detect a lost connection. The recommended value is the longest 
period of inactivity expected in your environment. For command line invocation, a value 
between 10 minutes and 60 minutes is suitable. A value of 60 minutes or more is recom¬ 
mended when the GUI will be used. The default of 10000 is slightly less than 7 days. 

auto_kernel_build=true 

Normally set to true. Specifies whether the removal of a kernel fileset should rebuild the 
kernel or not. If the kernel rebuild succeeds, the system automatically reboots. If set to 
false, the system continues to run the current kernel. 

If the auto_kernel_build option is set to true, the autoreboot option must also 
be set to true. If the auto_kernel_build option is set to false, the value of the 
autoreboot option does not matter. 

autoreboot=false 

Prevents the removal of software requiring a reboot from the non-interactive interface. If 
set to true, then this software can be removed and thetarget system(s) will be automati¬ 
cally rebooted. 

An interactive session always asks for confirmation before software requiring a reboot is 
removed. 

If the auto_kernel_build option is set to true, the autoreboot option must also 
be set to true. If the auto_kernel_build option is set to false, the value of the 
autoreboot option does not matter. 

autoremove_job=false 

Applies only to the FIP OpenView Software Distributor product. Controls automatic job 
removal. If thejob is automatically removed, job information (job statusor controller/agent 
log files) cannot be queried with swjob. 
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aut os e le ct_ciependent s=f al s e 

Automatically selects all software that depends on the specified software. When set to 
true, and any software that other software depends on is selected for remove, swremove 
automatically selects that other software. If set to false, automatic selections are not 
made to resolve requisites. 

autoselect_reference_bundles=true 

If true, bundles that have the is_sticky attribute set to true will be automatically 
removed when the last of its contents is removed. If false, the sticky bundles will not be 
a utomati ca 11 y removed. 

controller_source= 

Specifies the location of a depot for the controller to access to resolve selections. Setting this 
option can reduce network traffic between the controller and the target. Use the target 
selection syntax to specify the location: 

[host][:][path] 

This option has no effect on which sources the target uses and is ignored when used with 
the I nteracti ve U ser I nterface. 

distribution_target_directory=/var/spool/sw 

Defines the default location of thetarget depot. 

enforce_dependencies=true 

Requires that all dependencies specified by the software_selections be resolved at the 
target_selections. For swremove, if a selected fileset has dependents (i.e. other software 
depends on the fileset) and they are not selected, do not remove the selected filesets. If set 
to false, dependencies will still be checked, but not enforced. 

enforce_scripts=true 

By default, if a fileset checkremove script fails (i.e. returns with exit code 1), that fileset 
will not be removed. If a product checkremove script fails, none of the filesets in that 
product will be removed . If set to false, the remove operation will proceed even when a 
check script fails. 

force_single_target=false 

Thisoption applies only to the Interactive User I nterface when noSD-OV licenseisin effect 
on a system that is a diskless server. It causes swremove to run in a singletarget mode, 
even though a diskless server normally causes swremove to run in multi-target mode. 

job_title= 

This option applies to FI P OpenView Software Distributor only. 

Specifies an ASCII string giving a title to a job. It is displayed along with the job ID to pro¬ 
vide additional identifying information about a job when swjob is invoked. 

log_msgid=0 

Controls whether numeric identification numbers are prepended to log file messages pro¬ 
duced by SD: 

0 (default) No identifiers are attached to messages. 

1 AppliestoERROR messagesonly. 

2 AppliestoERROR and WARNING messages. 

3 AppliestoERROR, WARNING, and NOTE messages. 

4 AppliestoERROR, WARNING, NOTE, and certain other log file messages. 

logdetail=false 

Controls the amount of detail written to the log file. When set to true, this option adds 
detailed task information (such as options specified, progress statements, and additional 
summary information) to the log file. This information is in addition to log information con¬ 
trolled by the loglevel option. 

Seethe loglevel option and thesd(5) manual page for more information. 

logfile=/var/adm/sw/swremove.log 

This is thedefault command log filefor the swremove command. 
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loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This Information Is In addition to the detail controlled by the 
logdetail option. 

0 provides noinformatlon tothelogfile. 

1 enables verbose logging to the log files. 

2 enables very verbose logging to the log files. 

Seethe logdetail option and the sd(5) manual page for more Information. 

mount_all_filesystems=true 

By default, the swremove command attempts to automatically mount all filesystems In 
the /etc/fstab file at the beginning of the analysis phase, to ensure that all listed 
filesystems are mounted before proceeding. This policy helps to ensure that files which 
may be on mounted filesystems are aval lableto be removed. 

If set to false, the mount operation Is not attempted, and no check of the current mounts 
Is performed. 

polling_interval=2 

Defines the polling interval used by the Interactive Ul of the controller. It specifies how 
often each target agent will be polled to obtain status Information about thetask being per¬ 
formed. When operating across wide-area networks, the polling Interval can be Increased 
to reduce network overhead. 

remove_empty_depot=t rue 

Controls whether a depot Is removed once the last product/bundle has been removed. Use¬ 
ful to set to false If you want to retain existing depot ACLs for subsequent depot reuse. 

rpc_binding_info=ncacn_ip_tcp: [2121] ncadg_ip_udp: [2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and the other 
commands contact the daemon. If the connection falls for one protocol sequence, the next Is 
attempted. SD supports both the tcp (ncacn_lp_tcp:[2121]) and udp (ncadgjp_udp:[2121]) 
protocol sequence on most platforms. 

See the sd(5) manual page (type man 5 sd) for more Information. 

rpc_timeout=5 

Relative length of the communications timeout. This Is a value In the range from 0 to 9 and 
Is Interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values give faster recognition on attempts to con¬ 
tact hosts that are not up or not running swagentd. Each value Is approximately twice 
as long as the preceding value. A value of 5 Is about 30 seconds for the ncadg_ip_udp 
protocol sequence. This option may not have any noticeable Impact when using the 
ncacn_ip_tcp protocol sequence. 

software= 

Defines the default software selactions. There Is no supplied default. If there Is more than 
one software selection, they must be separated by spaces. 

software_view=products 

1 ndl cates the software view to be used by the 1 nteractive Ul of the controller. It can be set 
to products, all_bundles, or a bundle category tag toindicateto show only bundles 
of that category. 

targets= 

Defines the default target_selactions. There Is no supplied default (see select_local 
above). If there Is more than one target selection, they must be separated by spaces. 
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target_shared_root= 

This option appiies to HP-UX 10.* oniy. 

Defines the defauit iocation of theaiternateroot directory. 

verbose=l 

Controis the verbosity of the output (stdout). A vaiueof 

0 disabies output to stdout. (Error and warning messages are ai ways written to stderr). 

1 enabies verbose messaging to stdout. 

write_remote_files=false 

Prevents the removai of fiies from a remote (NFS) fiiesystem. When set to false, fiies on 
a remote fiie system are not removed. 

If set to true and if the superuser has write permission on the remote fiie system, the 
remote fiies are removed. 


Session File 

Each invocation of swremove defines a task session. The command automaticaiiy saves options, source 
information, software selections, and target selections before the task actuaiiy commences. This iets you 
re-execute the command even if the session ends before the task is compiete. You can aiso save session 
information from interactive or command-iinesessions. 

Session information is saved to the fiie $HOME/. sw/sessions/swremove. last. This fiie is 
overwritten by each invocation of thecommand. Thefiieusesthesame syntax as thedefauitsfiies. 

From an interactive session, you can save session information into a fiie at any time by selecting the Save 
Session or Save Session As option from the Fiie menu. 

From a command-iine session, you can save session information by executing the command with the -C 

session_fiie option. You can specify an absolute path for a session fiie. If you do not specify a directory, the 

defauit iocation is $HOME/ . sw/sessions/. 

To re-execute a saved session from an interactive session, use the Recaii Session option from the Fiie menu. 
To re-execute a session from a command-iine, specify the session fiie as the argument for the -S option. 

When you re-execute a session fiie, the vaiues in the session fiie take precedence over vaiues in the system 
defauits fiie. Likewise, any command-iine options and parameters take precedence over the vaiues in the 
session fiie. 

Software and Target L ists 

The swremove command supports software and target selection from separate input fiies. 

You can specify software and target selection iists with the -f and -t options. Software and targets 
specified in these fiies are selected for operation instead of (or in addition to) fiies iisted in the command 
iine. (Seethe -f and -t optionsfor more information.) 

Additionaiiy, the swremove interactive user interface reads a defauit iist of hosts on which to operate. 
The iist is stored in: 

/var/adm/sw/defaults . hosts the system-wide defauit iist of hosts 
$HOME/ . swdefaults . hosts the user-specific defauit iist of hosts 

For each interactive command, target hosts containing roots or depots are specified in separate iists 
(hosts and hosts_with_depots respectiveiy.) The iist of hosts are enciosed in { } braces and 
separated by whitespace (biank, tab and newiine). For exampie: 

swremove.hosts={hostA hostB hostC hostD hostE hostF} 
swremove.hosts_with_depots=(hosts} 
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E nvironment Variables 

Theenvironment variablethat affects the swremove command is: 

LANG Determines the ianguage in which messages are dispiayed. If LANG is not specified or is 
set to the empty string, a defauit vaiue of C is used. See the iang(5) man page by typing 
man 5 sd for more information. 

NOTE: The ianguage in which the SD agent and daemon iog messages are dispiayed is set 
by the system configuration variabie script, /etc/rc. config. d/LANG. For exampie, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon iog messages dispiay in J apanese. 

Environment variabiesthat affect scripts are: 

SW_CONTROL_DIRECTORY 

Defines the current directory of the script being executed, either a temporary cataiog direc¬ 
tory, or a directory within in the Instaiied Products Database (IPD). This variabie teiis 
scripts where other controi scripts for the software are iocated (e.g. subscripts). 

SW_LOCATION 

Defines the ideation of the product, which may have been changed from the defauit product 
directory. When combined with the SW_ROOT_DIRECTORY, this variabie teiis scripts 
where the product fiies are iocated. 

SW_PATH 

A PATFI variabie which defines a minimum set of commands avaiiabiefor use in a controi 
script (e.g. /sbin:/usr/bin). 

SW_ROOT_DIRECTORY 

Defines the root directory in which the session is operating, either "/" or an aiternate root 
directory. This variabie teiis controi scripts the root directory in which the products are 
instaiied. A script must use this directory as a prefix to SW_LOCATION to iocate the 
product's instaiied fiies. The configure script isoniy run when SW_ROOT_DI RECTORY is 


SW_SESSION_OPTIONS 

Contains the pathname of a fiie containing the vaiue of every option for a particuiar com¬ 
mand, inciuding software and target selections. This iets scripts retrieve any command 
options and vaiues other than the ones provided expiicitiy by other environment variabies. 
For exampie, when the fiie pointed to by SW_SESSlONS_OPTlONS is made avaiiabieto 
a request script, the targets option contains a iist of software_coiiection_specs for aii targets 
specified for the command. When the fiie pointed to by SW_SESSlONS_OPTlONS is 
made avaiiabie to other scripts, the targets option contains the singie 
software_coiiection_spec for the targets on which the script is being executed. 

SW_SOFTWARE_SPEC 

This variabie contains the fuiiy quaiified software specification of the current product or 
fiieset. The software specification aiiows the product or fiieset to be uniqueiy identified. 

Additionai environment variabiesthat affect scripts for swremove are: 

PRE_UNIX95 

This variabie and the UNIX95 variabie are exported with a vaiue that forces "dassic" 
behavior of swremove instead of UNIX95 behavior. For FIP-UX 10.30 and iater ver¬ 
sions, this variabie is set to "1". 

SW_SESSION_IS_KERNEL 

Indicates whether a kernei buiid is scheduied for the current instaii/remove session. A 
TRUE vaiue indicates that the selected kernel fiieset is scheduled for a kernel build and 
that changes to /stand/system are required. A null value indicates that a kernel build 
is not scheduled and that changes to /stand/system are not required. 

The value of this variable is always equal to the value of SW_SESSlON_lS_REBOOT. 
SW_SE S SION_IS_REBOOT 

Indicates whether a reboot is scheduled for a fiieset selected for removal. Because all FIP- 
UX kernel filesets are also reboot filesets, the value of this variables is always equal to the 
valueof SW_SESSION_IS_KERNEL. 
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UNIX95 This variable, along with the PRE_U95 variable, is exported with a valuethat forces "clas¬ 
sic" behavior of swremove instead of UNIX95 behavior. For the 10.30 or later release of 
FIP-UX, thisvariableiscleared. 


Signals 

The swremove command catches the signals SIGQUIT and SIGINT. If these signals are received, 
swremove prints a message, sends a Remote Procedure Call (RPC) to the agents to wrap up, and then 
exits. 

Each agent will complete the removal task (if the execution phase has already started) before it wraps up. 
This avoids leaving software in a corrupt state. 

Terminal Support 

For in-depth information about terminal support refer to: 

• The Managing FIP-UX Software with SD-UX manual 

• Start the GUI or TUI, select the Flelp menu, then select the K^board... option to access the 
K^board ReferenceGuide. 

RETURN VALUES 

An interactive swremove session always returns 0. A non-interactive swremove session returns: 

0 The software_selections were successfully removed. 

1 The remove operation failed on all target_selactions. 

2 The remove operation faiIed on some target_selections. 

DIAGNOSTICS 

The swremove command writes to stdout, stderr, and to specific log files. 

Standard Output 

An interactive swremove session does not write to stdout. A non-interactive swremove session writes 
messages for significant events. These include: 

• a begin and end session message, 

• selection, analysis, and execution task messages for each target_selection. 

Standard E rror 

An interactive swremove session does not write to stderr. A non-interactive swremove session writes 
messages for all WARNING and ERROR conditions to stderr. 

Logging 

Both interactive and non-interactive swremove sessions log summary events at the host where the com¬ 
mand was invoked. They log detailed events to the swagent logfileassociated with each target_selection. 

Command Log 

A non-interactive swremove session logs all stdout and stderr messages to the the logfile 
/var/adm/sw/swremove . log. Similar messages are logged by an interactive swremove ses¬ 
sion. The user can specify a different logfile by modifying the logfile option. 

Target Log 

A swagent process performs the actual remove operation at each target_sel ecti on. When removing 
installed software, the swagent logs messages to the file var/adm/sw/swagent. log beneath 
the root directory (e.g. / or an alternate root directory). When removing availablesoftware (within 

a depot), the swagent logs messages to the file swagent.log beneath the depot directory (e.g. 
/var/spool/sw). 

Thefollowing paragraph applies only to FIP OpenView Software Distributor. 

You can view command and target log files using the sd or swjob command. 
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EXAMPLES 

Previewtheremoveof theC and Pascal products installed at the local host: 

swremove -p cc pascal 

Thefollowing example applies only to HP OpenView Software Distributor. 

Remove the C and Pascal products from several remote hosts: 

swremove cc pascal @ hostA hostB hostC 
Remove a particular version of HP Omniback: 

swremove Omniback,l/opt/Omniback_v2.0 
Remove the entire contents of a local depot: 

swremove -d * @ /var/spool/sw 
LIMITATIONS 

• The SD-UX version of swremove does not support the unconfiguration and removal of software 
products on remote targets. 

• Only the HP-UX version of swremove provides a GUI. 

• The swremove TUI is supported only on SD-UX. 

Thefollowing PC information applies only to HP OpenView Software Distributor. 

• When removing software from a PC controller, swremove operates only on the available 
software stored in the PC depot (configured on the PC controller). Software installed on PC tar¬ 
gets can be removed by packaging a remove action (using the PC console) and distributing that 
package to PC targets. 


FILES 

$HOME/.swdefaults 

Contains the user-specific default values for some or all SD options. If this file does not exist, SD 
looks for user-specific defaults in $HOME/. sw/defaults. 

$HOME/.sw/defaults.hosts 

Cental ns the user-specific default list of hosts to manage. 

$HOME/.sw/sessions/ 

Contains session files automatically saved by theSD commands, or explicitly saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master list of current SD options with their default values. 

/var/adm/sw/ 

The directory which contains all of the configurable and non-configurable data for SD. This direc¬ 
tory is also the default location of log files. 

/var/adm/sw/defaults 

Containstheactive system-wide default values for some or all SD options. 

/var/adm/sw/defaults.hosts 

Contains the system-wide default list of hosts to manage. 

/var/adm/sw/getdate.tempi 

Cental ns the set of date/time templates used when schedulingjobs. 

/var/adm/sw/products/ 

The I nstalled Products Database (I PD), a catalog of all products installed on a system, 
/var/spool/sw/ 

The default location of a target software depot. 


PC FILES 

Thefollowing applies only to HP OpenView Software Distributor. 

. . . \SD\DATA\ 

The directory which contains all of the configurable and non-configurable data for SD. 


HP-UX Release 11.0: October 1997 


-10- 


Section lM-803 


swremove( IM) 


(Hewlett-Packard Company) 


swremove( IM) 


...\SD\DATA\DEPOT\ 

The default location of a source and target PC depot. 


AUTHOR 

swremove was developed by the Hewlett-Packard Company. 

SEE ALSO 

The Managing HP-UX Software with SD-UX manual, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swacl(lM), swagentd(lM), swask(lM), swconfig(lM), swgettools(lM), 
swinstall(lM), swjob(lM), swlist(lM), swmodify(lM), swpackage(lM), swpackage(4), swreg(lM), 
swverify(lM). 
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NAME 

swverify - verify software products 

SYNOPSIS 

swverify [-d| -r] [-v] [-C session_file] [-f software_file] [-J jobid] [-Q date] 

[-S session_file] [-t target_file] [-x option=value] [-X option_file] 

[software_selections] [@ target_selections] 

Remarks 

• SD-UX commands are included with the HP-UX operating system and manage software on the 
local host only. 

• To install and manage software simultaneously on multiple remote hosts (including HP-UX, other 
UNIX® platforms, Windows NT®, and PCs) from a central controller, you must purchase the HP 
OpenView Software Distributor which provides extended software management capabilities. I nfor- 
mation specific only to the OpenView product ismarked with a heading si milartothefollowing: 

Thefollowing information applies to HP OpenView Software Distributor only." 

DESCRIPTION 

The swverify command verifies the software_selections at one or more target_selections (e.g. root 
filesystems). When verifying installed software, swverify checks software states, dependency relation¬ 
ships, file existence and integrity, in addition to executing vendor-supplied verification scripts. 

The swverify command also verifies software_selections at one or more target depots. For target 
depots, swverify performs all of thechecks listed above, but does not execute verification scripts. 

Thefollowing sentence applies only to HP OpenView Software Distributor. 

For PC software verification, the swverify command also verifies software_selections at one or more tar¬ 
get PC depots. 

NOTE: swverify does not support operations on a tape depot. 

The swverify command also supports these features: 

• Verifies whether installed or configured software is compatible with the hosts on which that 
software is installed. 

• Verifies that all dependencies (prerequisites, corequisites) are being met (for installed software) or 
can be met (for availablesoftware). 

• Executes vendor-specific verify scripts if the software products are configured. The most important 
information that can be conveyed during verification is that information pertaining to the correct¬ 
ness of the product's configuration - and most of this information must be presented by the vendor 
in the verify script. 

• Reports missing files, check all file attributes (ignoring volatile files). These attributes include per¬ 
missions, filetypes, size, checksum, mtime, link source and major/minor attributes. 


Options 

swverify supports thefollowing options: 

-d Operate on a depot rather than installed software. 

-r Operate on an alternate root rather than /. Verify scripts are not run when verifying 

softwarein an alternateroot directory. Use of -r isoptional. 

-V Turns on verbose output to stdout. (The swverify logfile is not affected by this 

option.) Verbose output is enabled by default: see the verbose option below. 

-C session_file 

Save the current options and operands to session_file. You can enter a relative or 
absolute path with the file name. The default directory for session files is 
$HOME/. sw/sessions/. You can recall a session file with the -S option. 

-f software_file 

Read the list of software_selections from software_file instead of (or in addition to) the 
command line. 
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-J jobid (HP OpenView Software Distributor only) Executes the previously scheduled job. This 
is the syntax used by the daemon to start thejob. 

-Q date (HP OpenView Software Distributor only) Schedules thejob for this date. The date's 
format can be changed by modifying the file /var/adm/sw/getdate . tempi. 

-S session_file 

Execute swverify based on the options and operands saved from a previous ses¬ 
sion, as defined in session_file. You can save session information toa filewith the -C 
option. 

-t target_file Read the list of target selections from target_file instead of (or in addition to) the com¬ 
mand line. 

-X option=value 

Set the session option to value and override the default value (or a value in an alter- 
nateoptions_filespecified with the -X option). Multiple -x options can be specified. 

-X option_file Read the session options and behaviors from options_file. 

Operands 

Most SD commands support two types of operands: software selections followed by target selections. These 
operands are separated by the "(§)' (at) character. This syntax implies that the command operates on "selec¬ 
tions at targets". 

Software Selections 

The selections operands consist of software_selections. 
swverify supports thefollowing syntax for each software selection: 
bundl^. product[. subproduct][ .fileset]][, version] 
product[. subproduct][. fileset][, version] 

The version component has the form: 

[,r <op> re(/ision][,a <op> arch][,v <op> vendor] 

[,c <op> category][, l=location][, fr <op> revision] 

[, fa <op> arch] 

• location applies only to installed software and refers to software installed to a location other than 
the default product directory. 

• fr and fa apply only to filesets. 

• The <op> (relational operator) component can be of the form: 

==, >=, <=, <, >, or ! = 

which performs individual comparisons on dot-separated fields. 

For example, r>=B.10.00 chooses all revisions greater than or equal to B. 10.00. Thesys- 
tem compares each dot-separated field to find matches. 

• The = (equals) relational operator lets you specify selections with the shell wildcard and 
pattern-matching notations: 

[ ],*,?,! 

For example, the expression r=l[01] .* returns any revision in version 10 or version 11. 

• All version components are repeatable within a single specification (e.g. r>=A.12, r<A.20). 
If multi pie components are used, the selection must match all components. 

• Fully qualified software specs include the r=, a=, and v= version components even if they con¬ 
tain empty strings. For installed software, 1= is also included. 

• Nospace or tab characters are allowed in a softwareselection. 

• Thesoftwareinstance_id can take the pi ace of the version component. It hastheform: 

[instance_id] 

within the context of an exported catalog, where instance_id is an integer that distinguishes ver¬ 
sions of products and bundles with the same tag. 
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The \* software specification selects all products. It is not allowed when removing software from the root 
directory /. 

Target Selections 

The swverify command supports the following syntax for each target_selection. The : (colon) is 
required if both a host and directory arespecified. 

[host][: ][/directory] 

Thefollowing PC information applies only to HP OpenView Software Distributor. 

The swverify command also supports the syntax: 

[pc_controller] 

This syntax applies only to PC controllers. The pc_controller is a fanout server, and swverify 
will verify software in its PC depot. 

EXTERNAL INFLUENCES 
Default Options 

In addition to the standard options, several SD behaviors and policy options can be changed by editing the 
default values found in: 

/var/adm/sw/defaults the system-wide default values. 

$HOME/ . swdefaults the user-specific default values. 

Values must be specified in thedefaultsfileusingthissyntax: 

[command_name. ]option=value 

The optional command_name prefix denotes one of the SD commands. Using the prefix limits the change in 
thedefauitvalueto that command. If you leave the prefix off, thechangeappliestoall commands. 

You can also override default values from the command line with the -x or -X options: 
command -x option=value 
command -X option_file 

The following section lists all of the keywords supported by the swverify command. If a default value 
exists, it is listed after the The commands that this option applies to are also specified. 

agent_auto_exit=true 

Causes the target agent to automatically exit after Execute phase, or after a failed Analysis 
phase. This is forced to false when the controller is using an interactive Ul, or when 
-p (preview) is used. This enhances network reliability and performance. The default is 
true means the target agent automatically exits when appropriate. If set to false, the 
target agent will not exit until thecontroller ends the session. 

agent_timeout_minut es=10000 

Causes a target agent to exit if it has been inactive for the specified time. This can be used 
to make target agents more quickly detect lost network connections since RPC can take as 
long as 130 minutes to detect a lost connection. The recommended value is the longest 
period of inactivity expected in your environment. For command line invocation, a value 
between 10 minutes and 60 minutes is suitable. A value of 60 minutes or more is recom¬ 
mended when the GUI will be used. The default of 10000 is slightly less than 7 days. 

allow_incompatible=false 

Requires that the software products which are being installed be "compatible' with the tar¬ 
get selections. (All of the target selections must match the list of supported systems 
defined for each selected product.) If set to true, target compatibility is not enforced. 

allow_multiple_versions=false 

Prevents the installation or configuration of another, independent version of a product 
when a version already is installed or configured at the target. 

If set to true, another version of an existing product can be installed into a new location, 
or can be configured in its new location. Multi pi eversions can only be installed if a product 
is locatable. Multi pie configured versions will not work unless the product supports it. 
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autoremove_job=false 

This option appiies oniy to HP OpenView Software Distributor. 

Controis automaticjob removai of compieted jobs. If thejob is automaticaiiy removed, job 
information (job status or target iog fiies) cannot be queried with swjob. 

Instaii jobs to PCs can not be automaticaiiy removed. They shouid not be removed untii 
thejob compietes on aii PC targets. 

autoselect_dependencies=true 

Controis the automatic selection of prerequisite and corequisite software that is not expii- 
citiy selected by the user. When set to true, the requisite software is automaticaiiy 
selected for configuration. When set to false, requisite software which is not expiicitiy 
selected is not automaticaiiy selected for configuration. 

che ck_cont ent s=t rue 

Causes swverify to verify the time stamp, size, and checksum attributes of fiies. If set 
to false, these attributes are not verified. 

check permissions=true 

Causes swverify to verify the mode, owner, UID, group, and GID attributes of instaiied 
fiies. If set to false, these attributes are not verified. 

check_requisites=true 

Causes swverify to verify that the prerequisite and corequisite dependencies of the 
software selections are being met. If set to false, these checks are not performed. 

check_scripts=true 

Causes swverify to run the fileset/product verify scripts for instaiied software. If set to 
false, these scripts are not executed. 

check_volatile=false 

Causes swverify to not verify those fiies marked as voiatiie (i.e. can be changed). If set 
to true, volatilefilesarealso checked (for installed software). 

controller_source= 

Specifies the location of a depot for the controller to access to resolve selections. Setting this 
option can reduce network traffic between the controller and the target. Use the target 
selection syntax to specify the location: 

[host][:][path] 

Thisoption has noeffect on which sources the target uses. 

distribution_target_directory=/var/spool/sw 

Defines the default distribution directory of the target depot. The target_selection operand 
overrides this default. 

enforce_dependencies=true 

Requires that all dependencies specified by the software_selections be resolved either in the 
specified source, or at the target_selactions themselves. 

If set to false, dependencies will still be checked, but not enforced. Corequisite depen¬ 
dencies, if not enforced, may keep the selected software from working properly. Prere- 
quisitedependencies, if not enforced, may cause the installation or configuration to fail. 

job_title= 

This option applies only to HP OpenView Software Distributor. 

This is an ASCI I string giving a title to a job. It is displayed along with thejob ID to pro¬ 
vide additional identifying information about a job when swjob is invoked. 

logdetail=false[true] 

Controls the amount of detail written to the logfile. When set to true, this option adds 
detailed task information (such as options specified, progress statements, and additional 
summary information) to the logfile. This information is in addition to log information con¬ 
trolled by the loglevel option. 

logf ile=/var/adm/sw/sw<coinmand> . log 

Defines the default log file for each SD command. (The agent log files are always located 
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relative to the target depot or target root, e.g. /var/spool/sw/swagent. log and 
/var/adm/sw/swagent. log.) 

loglevel=l 

Controls the log level for the events logged to the command logfile, the target agent logfile, 
and the source agent logfile. This information is in addition to the detail controlled by the 
logdetail option. See logdetail, above, and the sd(5) manual page (by typing man 
5 sd) for more information. Avalueof 
0 provides noinformation tothelogfile. 

1 enables verbose logging to the I ogfiles. 

2 enables very verbose logging to the I ogfiles. 

log_msgid=0 

Controls the log level for the events logged to the command log file, the target agent log 
file, and the source agent log file by prepending identification numbers to log file messages: 

0 No such identifiers are prepended (default). 

1 AppliestoERROR messagesonly. 

2 AppliestoERROR and WARNING messages. 

3 AppliestoERROR, WARNING, and NOTE messages. 

4 AppliestoERROR, WARNING, NOTE, and certain other log file messages. 

mount_all_filesystems=true 

By default, the SD commands attempt to mount all filesystems in the/etc/ fstab file at the 
beginning of the analysis phase, to ensure that all listed filesystems are mounted before 
proceeding. This policy helps to ensure that files are not loaded into a directory that may 
be below a future mount point, and that the expected files a re aval I able for a remove or ver¬ 
ify operation. 

If set to false, the mount operation is not attempted, and no check of the current mounts 
is performed. 

rpc_binciing_info=ncacn_ip_tcp: [2121] ncadg_ip_udp: [2121] 

Defines the protocol sequence(s) and endpoint(s) on which the daemon listens and which the 
other commands use to contact the daemon. If the connection fails for one protocol 
sequence, the next is attempted. SD supports both the tcp (ncacn_ip_tcp:[2121]) and udp 
(ncadgjp_udp:[2121]) protocol sequence on most platforms. Seethesd(5) man pageby typ¬ 
ing man 5 sd for more information. 

rpc_timeout=5 

Relative length of the communications timeout. This is a value in the range from 0 to 9 and 
is interpreted by the DCE RPC. Higher values mean longer times; you may need a higher 
valuefor a slow or busy network. Lower values will give faster recognition on attempts to 
contact hosts that are not up, or are not running swagentd. Each value is approximately 
twice as long as the preceding value. A value of 5 is about 30 seconds for the 
ncadg_ip_udp protocol sequence. Thisoption may not haveany noticeableimpact when 
using the ncacn_ip_tcp protocol sequence. 

select_local=true 

If no target selections are specified, select the default target_directory of the local 
host asthetarget selection for the command. 

software= 

Defines the default software_selections. There is no supplied default. If there is more than 
one software selection, they must be separated by spaces. Software is usually specified in a 
software input file, as operands on the command line, or in theGUI. 

targets= 

Defines the default target selections. There is no supplied default (see select_local 
above). If there is more than one target selection, they must be separated by spaces. Tar¬ 
gets can be specified in a target input file or as operands on the command line. 

verbose=l 

Controls the verbosity of a non-interactive command's output: 

0 disables output to stdout. (Error and warning messages are always written to stderr). 

1 enables verbose messaging to stdout. 

2 for swpackage and swmodify, enables very verbose messaging to stdout. 
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The -V option overrides this defauit if it is set to 0. 


Session File 

Each invocation of the swverify command defines a verify session. The invocation options, source infor¬ 
mation, software selections, and target hosts are saved before the installation or copy task actually com¬ 
mences. This lets you re-execute the command even if the session ends before proper completion. 

Each session is saved to the file $HOME/ . sw/sessions/swverify. last. This file is overwritten by 
each invocation of swverify. 

You can also save session information to a specific file by executing swverify with the -C session_file 

option. 

A session file uses the same syntax as the defaults files. You can specify an absolute path for the session 
file. If you do not specify a directory, the default location for a session file is $HOME/ . sw/sessions/. 

To re-execute a session file, specify the session file as the argument for the -S session_file option of 

swverify. 

Note that when you re-execute a session file, the values in the session file take precedence over values in 
the system defaults file. Likewise, any command line options or parameters that you specify when you 
invoke swverify take precedence over the values in the session file. 

E nvironment Variables 

SD programs that execute control scripts set environment variables for use by the control scripts. 
Theenvironment variablethat affects the swverify command is: 

LANG Determines the language in which messages are displayed. If LANG is not specified or is 
set to the empty string, a default value of C is used. See the lang(5) man page by typing 
man 5 sd for more information. 

NOTE: The language in which the SD agent and daemon log messages are displayed is set 
by the system configuration variable script, /etc/rc. config. d/LANG. For example, 
/etc/rc. conf ig. d/LANG, must be set to LANG= ja_JP . SJIS or 
LANG= ja_JP . eucJP to make the agent and daemon log messages display in J apanese. 

Environment variables that affect scripts: 

SW_CONTROL_DIRECTORY 

Defines the current directory of the script being executed, either a temporary catalog directory, 
or a directory within in the I nstalled Products Database (I PD). This variabletells scripts where 
other control scripts for the software are located (e.g. subscripts). 

SW_LOCATION 

Defines the location of the product, which may have been changed from the default product 
directory. When combined with the SW_ROOT_DIRECTORY, this variabletells scripts where 
the product files are located. 

SW_PATH 

A PATFI variable which defines a minimum set of commands availableto for use in a control 
script (e.g. /sbin:/usr/bin). 

SW_ROOT_DIRECTORY 

Defines the root directory in which the session is operating, either "/" or an alternate root direc¬ 
tory. This variabletells control scripts the root directory in which the products are installed. A 
script must use this directory as a prefix to SW_LOCATION to locate the product's installed files. 
The configure script is only run when SW_ROOT_DI RECTORY is "/". 

SW_SESSION_OPTIONS 

Contains the pathname of a file containing the value of every option for a particular command, 
including software and target selections. This lets scripts retrieve any command options and 
values other than the ones provided explicitly by other environment variables. For example, 
when the file pointed to by SW_SESSlONS_OPTlONS is made availableto a request script, the 
targets option contains a list of software_collection_specs for all targets specified for the com¬ 
mand. When the file pointed to by SW_SESSlONS_OPTlONS is made availableto other 
scripts, the targets option contains the single software_collection_spec for the targets on which 
the script is being executed. 


Section lM-810 


-6- 


HP-UX Release 11.0: October 1997 


swverify(lM) 


(Hewlett-Packard Company) 


swverify(lM) 


SW_SOFTWARE_SPEC 

This variable contains the fully qualified software specification of the current product or fileset. 
The software specification allows the product or fileset to be uniquely identified. 


Signals 

The swverify command catches the signals SIGQUIT and SIGINT. If these signals are received, 
swverify prints a message, sends a Remote Procedure Call (RPC) to the agents to wrap up, and then 
exits. 

RETURN VALUES 

The swverify command returns: 

0 Thesoftware_selections were successfully verified. 

1 The verify operation failed on all target_selactions. 

2 The verify operation failed on some target_selactions. 

DIAGNOSTICS 

The swverify command writes to stdout, stderr, and to specific logfiles. 

Standard Output 

The swverify command writes messages for significant events. These include: 

• a begin and end session message, 

• selection, analysis, and execution task messages for each target_selaction. 

Standard E rror 

The swverify command also writes messages for all WARNING and ERROR conditions to stderr. 

Logging 

The swverify command logs summary events at the host where the command was invoked. It logs 
detailed events to the swagent logfileassociated with each targetselection. 

Command Log 

The swverify command logs all stdout and stderr messages to the the logfile 
/var/adm/sw/swverify. log. (The user can specify a different logfile by modifying the log- 
file option.) 

Target Log 

A swagent process performs the actual verify operation at each target_selection. When verifying 
installed software, the swagent logs messages to the file var/adm/sw/swagent. log beneath 
the root directory (e.g. / or an alternate root directory). When verifying availablesoftware (within 

a depot), the swagent logs messages to the file swagent.log beneath the depot directory (e.g. 
/var/spool/sw). 

Thefollowing line applies only to HP OpenView Software Distributor. 

Command and target log files can be viewed using the swjob command. 

EXAMPLES 

Verify theC and Pascal products installed at the local host: 

swverify cc pascal 
Verify a particular version of HP Omniback: 

swverify Omniback,l=/opt/Omniback_v2.0 
Verify the entire contents of a local depot: 

swverify -d \* @ /var/spool/sw 

Thefollowing example applies only to HP OpenView Software Distributor. 

Verify theC and Pascal products on remote hosts: 

swverify cc pascal @ hostA hostB hostC 
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LIMITATIONS 

The SD-UX version of swverify does not support the verification of software products on remote tar¬ 
gets. 

Thefoii owing PC information appiies oniy to HP OpenView Software Distributor. 

When verifying software at a PC controiier, the swverify command operates oniy on the avaiiabie 
software stored in the PC depot (configured on the PC controiier). Software instaiied on PC targets can be 
verified by packaging verify actions (using the PC consoie), and distributing that package to PC targets. 

FILES 

$HOME/.swdefaults 

Containsthe user-specific defauitvaiues for some or aii SD options. 

$HOME/.sw/sessions/ 

Contains session flies automaticaiiy saved by theSD commands, or expiicitiy saved by the user. 

/usr/lib/sw/sys.defaults 

Containsthe master iist of current SD options with their defauit vaiues. 

/var/adm/sw/ 

The directory which contains aii the conflgurabie and non-conflgurabie data for SD. This directory is 
aiso the defauit ideation of iogflies. 

/var/adm/sw/defaults 

Containstheactive system-wide defauit vaiues for some or aii SD options. 

/var/adm/sw/getdate.tempi 

Contains the set of date/time tempi ates used when scheduiingjobs. 

/var/adm/sw/products/ 

The I nstaiied Products Database (I PD), a cataiog of aii products instaiied on a system. 

/var/spool/sw/ 

The defauit ideation of a target software depot. 


AUTHOR 

swverify wasdeveioped by the Hewiett-Packard Company. 

SEE ALSO 

The Managing HP-UX Software with SD-UX manuai, the HP OpenView Software Distributor 
Administrator's Guide, sd(4), sd(5), swaci(lM), swagentd(lM), swask(lM), swconflg(lM), swgettoois(lM), 
swinstaii(lM), swjob(lM), swiist(lM), swmodify(lM), swpackage(lM), swpackage(4), swreg(lM), 
swremove(lM). 
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NAME 

sync - synchronize file systems 

SYNOPSIS 

sync [-1] 

DESCRIPTION 

sync executes the sync() system call (see sync(2)). If the system is to be stopped, the sync command 
must be called to ensure file system integrity. 

sync flushes all previously unwritten system buffers including modified super blocks, modified inodes, and 
delayed block I/O out to disk. This ensures that all file modifications are properly saved before performing 
a critical operation such as a system shutdown. For additional protection from power failures or possible 
system crashes, use syncer to execute sync automatically at periodic intervals (see syncer(lM)). 

AUTHOR 

sync was developed by AT&T and FIP. 

SEE ALSO 

syncer(lM), sync(2). 

STANDARDS CONFORMANCE 

sync: SVID2, SVID3 
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NAME 

syncer - periodically sync for filesystem integrity 

SYNOPSIS 

/usr/sbin/syncer [seconds] [-s] [-d directory ...] 

DESCRIPTION 

syncer is a program that periodically executes sync () at an interval determined by the input argument 
seconds (see sync(2)). If seconds is not specified, thedefault interval isevery 30 seconds. This ensures that 
the file system is fairly up-to-date in case of a crash. This command should not be executed directly, but 
should be executed at system boot time via startup script /sbin/init. d/syncer. 

syncer also updates the /etc/mnttab file if it does not match current kernel mount information. 

Options 

syncer recognizesthefollowingoptions: 

-s Cause syncer to not update the /etc/mnttab file. Use of this option is provided for 

special cases of backward compatilibity only, and is strongly discouraged. This option may 
be removed in a future release. 

-d Open directories for cache benefit. All directories must be specified by their full path name. 
If the -d option is not used, no directories are opened. 

AUTHOR 

syncer was developed by the University of California, Berkeley and HP. 

SEE ALSO 

brc(lM), init(lM), sync(lM), sync(2). 
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NAME 

sysdef - display system definition 

SYNOPSIS 

/usr/sbin/sysdef [kernel [master]] 

DESCRIPTION 

The command sysdef analyzes the currently running system and reports on its tunable configuration 
parameters, kernel and master are not used, but can be specified for standards compliance. 

For each configuration parameter, thefollowing information is printed: 

NAME The name and description of the parameter. 

VALUE Thecurrent value of the parameter. 

BOOT The value of the parameter at boot time, if different from thecurrent value. 

MIN The minimum allowed valueof the parameter, if any. 

MAX The maximum allowed valueof the parameter, if any. 

UNITS Where appropriate, the units by which the parameter is measured. 

FLAGS Flags that further describe the parameter. The foil owing flag is defined: 

M Parameter can be modified without rebooting. 

WARNINGS 

Users of sysdef must not rely on the exact field widths and spacing of its output, as these will vary 
depending on the system, the release of FIP-UX, and the data to be displayed. 

FILES 

/usr/conf/master. d Directory containing master files 
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NAME 

sysl ogd -1 og system messages 

SYNOPSIS 

/usr/sbin/syslogd [-d] [-D] [-f configfile] [-m markinterval] 

DESCRIPTION 

The syslogd command reads and logs messages into a set of files described by the configuration file 
/etc/syslog.conf. 

Options 

syslogd recognizes thefollowingoptions: 

-d Turn on debugging. 

-D Prevent the kernel from directly printing its messages on the system console. I n 

this case, syslogd is responsible for routing all kernel messages to their 
proper destination. 

-f configfile Useconfigfileinstead of /etc/syslog. conf. 

-m markinterval Wait markinterval minutes between mark messages, instead of 20 minutes. 

syslogd creates the file /var/run/syslog.pid, if possible, containinga single line with its process 
ID. This can be used to kill or reconfigure syslogd. 

To kill syslogd, send it a terminate signal: 

kill 'cat /var/run/syslog.pid' 

To make syslogd, re-read its configuration file, send it a HANGUP signal: 
kill -HUP 'cat /var/run/syslog.pid' 

syslogd collects messages from the UNIX domain socket /dev/log.un, an Internet domain socket 
specified in /etc/services, the named pipe /dev/log, and from the kernel log device /dev/klog. 
By default, local programs calling syslogO send log messages to the UNIX domain socket (see 
syslog(3C)). If UNIX domain sockets are not configured on the system, they write to the named pipe 
instead. If I NET domain sockets are not configured, syslogd does not receive messages forwarded from 
other hosts, nor does it forward messages (see below). 

Each message is one line. A message can contain a priority code, marked by a number in angle braces at 
the beginning of the line. Priorities are defined in the header file <syslog.h>. 

syslogd configures itself when it starts up and whenever it receives a hangup signal. Lines in the 
configuration file consist of a selector to determine the message priorities to which the line applies and an 
action. The action field is separated from the selector by one or more tabs. 

Selectors are semicolon separated lists of priority specifiers. Each priority has a facility indicating the sub¬ 
system that generated the message, a dot, and a level indicating the severity of the message. Symbolic 
names can be used. An asterisk selects all facilities. All messages of the specified level or higher (greater 
severity) are selected. More than one facility can be selected, using commas to separate them. For exam¬ 
ple: 

*.emerg;mail,daemon.crit 

selects all facilities at the emerg level andthemail and daemon facilities at the crit level. 

The known facilities and levels recognized by syslogd are those listed in syslog(3C) converted to lower¬ 
case without the leading LOG_. The additional facilitymark hasa message at priority LOG_lNFO sent to 
it every 20 minutes (this can be changed with the -m flag). The mark facility is not enabled by a facility 
field containing an asterisk. The level none can be used to disablea particular facility. For example, 

*.debug;mail.none 

selects all messages except mail messages. 

The second part of each line describes where the message is to be logged if this line is selected. There are 
four forms: 

• A file name (beginning with a leading slash). The file is opened in append mode. If the file does 
not exist, it is created. 
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• A hc6t name preceded by an @ character. Selected messages are forwarded to the syslogd on 
the named host. 

• A comma-separated list of users. Selected messages are written to those users' terminals if they 
are logged in. 

• An asterisk. Selected messagesarewritten totheterminalsof all logged-in users. 

Blank lines and lines beginning with a # character are ignored. 

For example, the configuration file: 

kern,mark.debug /dev/console 

mail.debug /var/adm/syslog/mail.log 

*.info;mail.none /var/adm/syslog/syslog.log 

*.alert /dev/console 

*.alert root,eric,kridle 

*.emerg * 

*.emerg @admin 

logs all kernel messages and 20 minute marks onto the system console, all mail system messages to 

/var/adm/syslog/mail. log, and all messages at info and above, except mail messages, tothefile 
/var/adm/syslog/syslog. log. Messages at alert and above are logged to the console and to the 
users root, eric, and kridle if they are logged in. emerg messages are written to all logged-in users' 
terminals, and forwarded to the host admin. 

Only a superuser can invoke syslogd. 

WARNINGS 

A configuration file selector selects all messages at the specified level or higher. The configuration lines: 

user.debug /tmp/logfile 

user.info /tmp/logfile 

causethe logfileto get two copies of all user messages at level info and above. 

Kernel panic messages are not sent to syslogd. 

All FIP-UX kernel messages are treated as if they had the crit priority level. 

If syslogd is invoked with the-D option and syslogd terminates abnormally, kernel messages will not 
appear on the system console. I n that case, reinvoke syslogd without the-D option to enablethe kernel 
to send its messages to the system console. 

DEPENDENCIES 
Series 700 

Kernel logging through thespecial log device /dev/klog is not supported. 

The-D option is not supported. 

AUTHOR 

syslogd was developed by the University of California, Berkeley. 

FILES 

/dev/klog The kernel log device 

/dev/log The named pipe on which syslogd readslog messages 

/dev/log.un TheUNIX domain socket on which syslogd readslog messages 

/etc/syslog. conf Configuration file 

/var/run/syslog.pid Process ID 

SEE ALSO 

logger(l), syslog(3C). 
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NAME 

talkd - remote user communication server 

SYNOPSIS 

talkd 

DESCRIPTION 

Talkd is the server that notifies a user that someone wants to initiatea conversation. It acts as a reposi¬ 
tory of invitations, responding to requests by dients wishing toinitiatea conversation. Toinitiatea conver¬ 
sation, the dient (the talk command) sends a message of type LOOK_UP to the server (see 
/usr/include/protocols/talkd. h). This causes the server to search its invitation tabieto check 
if an invitation currentiy exists for the caiier to taik to the caiiee specified in the message. If the lookup 
fails, the caller then sends a message of type ANNOUNCE, which causes the server to display an announce¬ 
ment on the callee's terminal requesting contact. When the caiiee responds, the local server uses the 
recorded invitation to respond with the appropriate rendezvous address and the caller and cal lee cl lent pro¬ 
grams establish a stream connection through which the conversation takes place. 

To activate the talk service, the foil owing entry must be added to the /etc/inetd. conf file: 
ntalk dgram udp wait root /usr/lbin/ntalkd ntalkd 

SEE ALSO 

talk(l), write(l). 
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NAME 

telnetd - TELNET protocol server 

SYNOPSIS 

/usr/lbin/telnetd [-b [bannerfile]] 

DESCRIPTION 

The telnetd daemon executes a server that supports the DARPA standard TELNET virtual terminal 
protocol. The I nternet daemon (inetd) executes telnetd when it receives a service request at the port 
listed in theservices data base for telnet using thetcp protocol (see inetd (IM) and services(4)). 

telnetd operates by allocating a Telnet pseudo-terminal device (see tels(7)) for a client, then creating a 
login process which has the slave side of the Telnet pseudo-terminal as stdin, stdout, and stderr. 
telnetd manipulatesthe master side of theTelnet pseudo-terminal, implementing theTELNET protocol, 
and passing characters between theclient and login process. 

NOTE: telnetd no longer uses pty(7) devices; instead it uses special devices created for TELNET ses¬ 
sions only. For a full description, seetels(7). 

When a TELNET session is started up, telnetd sends TELNET options to the client side, indicating a 
willingness to do remote echo of characters, to suppress go ahead, and to receive terminal speed and termi¬ 
nal type information from the remote client. If the remote client is willing, the remote terminal type is pro¬ 
pagated in the environment of the created login process. The pseudo-terminal allocated to the client is 
configured as a normal terminal for login, with the exception of echoing characters (see tty(7)). 

telnetd is willingto do: echo, binary, suppress go ahead, and timing mark. 

telnetd is willingto have the remote client do: binary, flow control, terminal speed, terminal type, 
and suppress go ahead. 

The flow control option permits applications running on a remote host to toggle the flow control on the local 
host. To toggle flow control for a telnet session programmatically, the application program must first 
call thetcgetattr function to get thecurrent termios settings. For example, 

tcgetattr(filedes, &termios_p) 

Then, the c_iflag of the termios structure must have IXON set(reset) to enable(di sable) flow control. 
Finally, thetcsetattr function call can implement thechange. For example, 
tcsetattr(filedes, TCSANOW, Stermios p) 

To toggle the flow control interactively, the user can issue a stty command using the input options - 
ixon to disable, or ixon to enable flow control, (seestty(l)). 

The terminal speed option permits applications running on a remote host to obtain the terminal speed of 
the local host session using either iocti or stty. 

The telnet server also supports the TAC User ID (also known as the TAC Access Control System, or 
TACACS User ID) option, whereby users telneting to two or more consenting hosts may avoid going 
through a second login sequence. 

To start telnetd from the I nternet daemon, the configuration file /etc/inetd. conf must contain an 
entry as follows: 

telnet stream tcp nowait root /usr/lbin/telnetd telnetd 

To override the standard telnetd login banner, specify a file containing a custom banner with the -b 
bannerfile option. For example, to use /etc/issue as the login banner, have inetd start telnetd 
with thefollowing lines in /etc/inetd. conf (\ provides linecontinuation): 

telnet stream tcp nowait root /usr/lbin/telnetd \ 
telnetd -b/etc/issue 

If bannerfileis not specified, telnetd does not print a login banner. 

The system administrator can enable the TAC User ID option on servers designated as participating hosts 
by having inetd start telnetd with the-t option in /etc/inetd. conf: 

telnet stream tcp nowait root /usr/lbin/telnetd telnetd -t 

In order for the TAC User ID option to work as specified, the system administrator must assign to all 
authorized users of the option the same login name and unique user ID (UUID) on every participating 
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system to which they are allowed TAC User ID access. These same UUIDs should not be assigned to non- 
authorized users. 

Users cannot use the feature on systems where their local and remote UUIDs differ, but they can always 
use the normal telnet login sequence. Also, there may be a potential security breach where a user with 
one UUID may be able to gain entry to participating systems and accounts where that UUID is assigned to 
someone else, uni ess the above restrictions are followed. 

A typical configuration may consist of one or more secure front-end systems and a network of participating 
hosts. Users who have successfully logged onto the front-end system may telnet directly to any partici¬ 
pating system without being prompted for another login. 

telnet uses the same files as rlogin to verify participating systems and authorized users, 
hosts .equiv and .rhosts. (See hosts.equiv(4) and the Managing Systems and Workgroups manual 
for configuration details.) 

DIAGNOSTICS 

If any error is encountered by telnetd in establishing the connection, an error message is returned 
through the connection, after which the connection is closed and the server exits. Any errors generated by 
the login processor its descendents are passed through as ordinary data. 

The foil owing diagnostic messages are displayed by telnetd: 

unable to allocate Telnet device 

The server was unableto obtain a Telnet pseudo-terminal for use with the login process. Either 
all Telnet pseudo-terminals were in use or the telm driver has not been properly set up (see 
tels(7)). 

Nect step: Check theTelnet pseudo driver configuration of the host where telnetd is execut¬ 
ing. 

fork: No more processes 

telnetd was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a pericd of time and try again. If this message persists, the server's host may 
have runaway processes that are using all the entries in the prccess table. 

/usr/bin/login: ... 

The login program could not be started via exec* () for the reason indicated (see exec(2)). 


WARNINGS 

The terminal type name received from the remote client is converted to lowercase, 
telnetd never sendsTELNET go ahead commands. 

AUTHOR 

telnetd was developed by the University of California, Berkeley. 

SEE ALSO 

login(l), rlogin(l), telnet(l), inetd(lM), inetsvcs_sec(lM), icxll(2), hosts(4), inetd.conf(4), inetd.sec(4), ser- 
vices(4), tels(7), stty(l), tty(7). 

DOD MIL_STD 1782. 

RFC 854for theTELNET protocol specification. 
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NAME 

telnetd - TELNET protocol server 

SYNOPSIS 

/usr/lbin/telnetd [-b [bannerfile]] [-A] [-a authmode] 

DESCRIPTION 

The telnetd daemon executes a server that supports the DARPA standard TELNET virtual terminal 
protocol. The I nternet daemon (inetd) executes telnetd when it receives a service request at the port 
listed in theservices data base for telnet using thetcp protocol (see inetd (IM) and services(4)). 

telnetd operates by allocating a Telnet pseudo-terminal device (see tels(7)) for a client, then creating a 
login process which has the slave side of the Telnet pseudo-terminal as stdin, stdout, and stderr. 
telnetd manipulatesthe master side of theTelnet pseudo-terminal, implementing theTELNET protocol, 
and passing characters between theclient and login process. 

NOTE: telnetd no longer uses pty(7) devices; instead it uses special devices created for TELNET ses¬ 
sions only. For a full description, seetels(7). 

When a TELNET session is started up, telnetd sends TELNET options to the client side, indicating a 
willingness to do remote echo of characters, to suppress go ahead, and to receive terminal speed, terminal 
type, and authentication information from the remote client. If the remote client is willing, the remote ter¬ 
minal type is propagated in the environment of the created login process. TheTelnet pseudo-terminal allo¬ 
cated to theclient is configured as a normal terminal with the exception of echoing characters (see tty(7)). 

telnetd is willingto do: echo, binary, suppress go ahead, and timing mark. 

telnetd is willingto have the remote client do: binary, flow control, terminal speed, terminal type, 
suppress go ahead, and authentication. 

The flow control option permits applications running on a remote host to toggle the flow control on the local 
host. To toggle flow control for a telnet session programmatically, the application program must first 
call thetcgetattr function to get thecurrent termios settings. For example, 

tcgetattr(filedes, &termios_p) 

Then, the c_iflag of the termios structure must have IXON set(reset) to enable(di sable) flow control. 
Finally, thetcsetattr function call can implement thechange. For example, 
tcsetattr(filedes, TCSANOW, Stermios p) 

To toggle the flow control interactively, the user can issue a stty command using the input options - 
ixon to disable, or ixon to enable flow control, (see stty(l)). 

The terminal speed option permits applications running on a remote host to obtain the terminal speed of 
the local host session using either iocti or stty. 

By default, the telnet server provides remote execution facilities with authentication based on Kerberos 
V5. (Seesis(5).) 

The telnet server also supports the TAC User ID (also known as the TAC Access Control System, or 
TACACS User ID) option, whereby users telneting to two or more consenting hosts may avoid going 
through a second login sequence. 

To start telnetd from the I nternet daemon, the configuration file /etc/inetd. conf must contain an 
entry as follows: 

telnet stream tcp nowait root /usr/lbin/telnetd telnetd 

To override the standard telnetd login banner, specify a file containing a custom banner with the -b 
bannerfile option. For example, to use /etc/issue as the login banner, have inetd start telnetd 
with thefollowing lines in /etc/inetd. conf (\ provides linecontinuation): 

telnet stream tcp nowait root /usr/lbin/telnetd \ 
telnetd -b/etc/issue 

If bannerfileis not specified, telnetd does not print a login banner. 

With this Kerberos version of telnetd, inetd can start telnetd with the following lines in 
/etc/inetd.conf: 
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telnet stream tcp nowait root /usr/lbin/telnetd telnetd -A 
or 

telnet stream tcp nowait root /usr/lbin/telnetd telnetd -a valid 

The -A option is used to ensure that non-secure systems are denied access to the server. It overrides any 
vaiuespecified with the -a option except when authmodeis debug. (Seesis(5).) 

The -a authmode option specifies what mode is to be used for Kerberos authentication. (See sis(5).) 
Vaiues for authmode are: 

debug Activates authentication debugging. 

valid Defauit vaiue. Oniy aiiows connections when the remote user can provide vaiid Kerberos 
authentication information and isauthorized to access the specified account. 

none Authentication information is not required. If no or insufficient Kerberos authentication 
information is provided, the iogin(l) program provides the necessary user verification. 

The system administrator can enabietheTAC User ID option on servers designated as participating hosts 
by having inetd start telnetd with the-t option in /etc/inetd. conf: 

telnet stream tcp nowait root /usr/lbin/telnetd telnetd -t 

In order for the TAC User ID option to work as specified, the system administrator must assign to aii 
authorized users of the option the same iogin name and unique user ID (UUID) on every participating sys¬ 
tem to which they are aiiowed TAC User ID access. These same UUIDs should not be assigned to non- 
authorized users. 

Users cannot use the feature on systems where their local and remote UUIDs differ, but they can always 
use the normal telnet login sequence. Also, there may be a potential security breach where a user with 
one UUID may be able to gain entry to participating systems and accounts where that UUID is assigned to 
someone else, uni ess the above restrictions are followed. 

A typical configuration may consist of one or more secure front-end systems and a network of participating 
hosts. Users who have successfully logged onto the front-end system may telnet directly to any partici¬ 
pating system without being prompted for another login. 

telnet uses the same files as rlogin to verify participating systems and authorized users, 
hosts .equiv and .rhosts. (See hosts.equiv(4) and the Managing Systems and Workgroups manual 
for configuration details.) 

DIAGNOSTICS 

If any error is encountered by telnetd in establishing the connection, an error message is returned 
through the connection, after which the connection is closed and the server exits. Any errors generated by 
the login process or its descendents are passed through as ordinary data. 

Diagnostic messages displayed by telnetd are displayed below. Kerberos specific errors are listed in 
sis(5). 

unable to allocate Telnet device 

The server was unableto obtain a Telnet pseudo-terminal for use with the login process. Either 
all Telnet pseudo-terminals were in use or the telm driver has not been properly set up (see 
tels(7)). 

Nectstep: Check thetels and telm configuration of the host where telnetd isexecuting. 
fork: No more processes 

telnetd was unableto fork a process to handlethe incoming connection. 

Nect step: Wait a period of time and try again. If this message persists, the server's host may 
have runaway processes that are using all the entries in the process table. 

/usr/bin/login: ... 

The login program could not be started via exec* () for the reason indicated (see exec(2)). 


WARNINGS 

The terminal type name received from the remote client is converted to lowercase. 
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telnetd never sends TEL NET go ahead commands. 

AUTHOR 

telnetd was developed by the University of California, Berkeley. 

SEE ALSO 

login(l), rlogin(l), stty(l), telnet(l), inetd(lM), inetsvcs_sec(lM), ioctl(2), hosts(4), inetd.conf(4), inetd.sec(4), 
services(4), sis(5), tels(7), tty(7). 

M anagi ng Systems and Workgroups. 

DOD |V|IL_STD 1782. 

RFC 854for theTELNET protocol specification. 
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NAME 

tftpd - trivial filetransfer protocol server 

SYNOPSIS 

/usr/lbin/tftpd [-R retran-seconds] [-T total-seconds] [path ...] 

DESCRIPTION 

tftpd is a server that supports the Internet Trivial FileTransfer Protocol (RFC783). TheTFTP server 
operates at the port indicated in the tftp service description (see services(4)). The server is normally 
started by inetd using the /etc/inetd. conf file (see inetd(lM) and inetd.conf(4)). 

The-R option specifies the per-packet retransmission timeout, in seconds. The default value is 5 seconds. 
The-T option specifies the total retransmission timeout, in seconds. The default value is 25 seconds. 

The path parameter has thefollowing effects: 

• tftpd operates in either of two modes or their combination. The first mode requires a defined 
home directory for the pseudo-user tftp, and looks for files relative to that path. The second mode 
requires one or more paths be specified on the command line, and allows access only to files whose 
paths match or begin with one of the command line specifications. The first mode is backward- 
compatible with previous releases of FIP-UX and supports somewhat tighter security. The second 
mode is compatible with other vendors' implementations of tftpd and allows greater flexibility in 
accessing files. 

• If no path is specified on the command line, tftpd requires an entry in the /etc/passwd data¬ 
base (see passwd(4)) for an account (pseudo-user) named tftp. The password field should be *, the 
group membership should be guest, and the login shell should be /usr/bin/false. For exam¬ 
ple: 

tftp:*:510:guest:tftp server:/home/tftpdir:/usr/bin/false 

tftpd usesa call tochroot () to change its root directory to be the same as the home directory of 
the pseudo-user tftp. This restricts access by tftp clients to only those files found below the 
tftp home directory (seechroot(2)). Furthermore, tftp clients can only read files in that directory 
if they are readable by the pseudo-user tftp, and tftp clients can only write files in that directory 
if they exist and are writable by the pseudo-user tftp. 

• If any path is specified on the command line, tftpd does not require that a pseudo-user named 
tftp exist in /etc/passwd. The specified paths control access to files by tftp clients. Each 
path is treated as being relative to / (not the tftp home directory), and can be either a directory or 
a file, tftpd disallows a client access to any file that does not match entirely or in its initial com¬ 
ponents one of the restriction paths. It also disallows access to any file path containing". . Flow- 
ever, an accessed file can be a symbolic link that points outside the set of restricted paths. 

• If any path is specified on the command line and the tftp home directory is defined and is not /, 
tftpd first looks for a file relative to (under) the home directory. If the file is not found there, then 
tftpd looks for thefile relative to / with path restrictions applied. Thus if two files with the same 
name can be found in both locations, tftpd accesses the one under t ftp's home directory. 

Note that inetd allows continuation of command lines in inetd. conf by ending continued lines with 
a backlash. 

Defining the tftp pseudo-user is strongly recommended even when paths are specified, because client 
access is further restricted to files that can be read and/or written by this pseudo-user. It is safe to set the 
tftp pseudo-user's home directory to / in this case. 

DIAGNOSTICS 

Thefollowing diagnostics are logged to the syslogd facility at the err log level (seesyslogd(lM)). 

No security mechanism exists 

The pseudo-user tftp was not found in the password database (/etc/passwd), and tftpd 
was invoked without any path arguments. 

Add or correct the entry for the pseudo-user tftp in the password database /etc/passwd. 
Or, add an access list (path arguments) to the tftpd arguments in the inetd configuration file 
/etc/inetd. conf. Reconfigure inetd with the command inetd -c. 
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Unknown option option ignored 

An invalid option was specified in the tftpd arguments in the inetd configuration file 
/etc/inetd.conf. 

Remove or correct the option. Restart inetd with the command inetd -c. 

Invalid total timeout value 

The value given for the-T option was not a number or was a negative number. 

Correct the valuegiven for the-T option. Reconfigure inetd with thecommand inetd -c. 

Invalid retransmission timeout value 

The valuegiven for the-R option was not a number or was a negative number. 

Correct the valuegiven for the-R option. Reconfigure inetd with thecommand inetd -c. 
system call : 

The named system call failed. See the corresponding manual entry for a description of the sys¬ 
tem call. The reason for the failure is explained in the error message appended to the system 
call. 


WARNINGS 

When invoked with no path arguments, tftpd cannot follow symbolic links that refer to paths outside of 
the home directory of the pseudo-user tftp, because it performs a chroot () . 

AUTHOR 

tftpd was developed by the University of California, Berkeley, and Hewlett-Packard. 

SEE ALSO 

tftp(l), inetd(lM), syslogd(lM), chroot(2), inetd.conf(4), passwd(4). 
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NAME 

tic - terminfo compiler 

SYNOPSIS 

tic [-V [n]] [-c] file ... 

DESCRIPTION 

tic translates terminfo files from source format into the compiled format. Results are placed in the direc¬ 
tory /usr/share/lib/terminfo. 

-vn Specifies that (verbose) output be written to standard error trace information showing tic's pro¬ 
gress. The optional integer n is a number from 1 to 10, inclusive, indicating the desired level of 
detail of information. If n is omitted, the default level is 1. If n is specified and greater than 1, 
the level of detail is increased. 

-c Specifiestocheck only filefor errors. Errors in use=links are not detected. 

tic compiles all terminfo descriptions in the given files. When a use= field is discovered, tic searches 
first the current file, then the master file which is . /terminfo. src. 

If the environment variable TERMINFO is set, the results are placed in the location specified by TER¬ 
MINFO instead of in /usr/share/lib/terminfo. 

Limitations: total compiled entries cannot exceed 4096 bytes. The name field cannot exceed 128 bytes. 

FILES 

/usr/share/lib/terminfo/?/* compiled terminal capability data base 

SEE ALSO 

untic(lM), curses(3X), terminfo(4), captoinfo(lM). 

BUGS 

I nstead of searching . /terminfo. src, tic should check for an existing compiled entry. 

STANDARDS CONFORMANCE 

tic: SVID2, SVID3 
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NAME 

tsm.lpadmin - add or remove a printer for use with tsm(l) 

SYNOPSIS 

/usr/tsm/bin/tsm. Ipadmin -p printer -m model 
/usr/tsm/bin/tsm. Ipadmin -x printer 

DESCRIPTION 

tsm.lpadmin is used to add (or remove) a printer to the LP spooling system when the printer is con¬ 
nected to the system through a terminal running the Terminal Session Manager (see tsm(l)). 
tsm.lpadmin is a shell script that uses Ipadmin in the normal way but also creates a named pipe to 
which LP output is directed (see Ipadmin(l)). This named pipe is opened by TSM and data flowing from it 
is sent to the printer through the terminal. 

Options 

tsm.lpadmin recognizesthefollowingoptions: 

-p printer Names a printer to becreated with an associated pipe. If-p is used,-m must also be 
specified. 

-m model Selects a model interface program for printer, model is one of the model interface 
names supplied with the LP software (see the Models topic in the I padmi n(l)) manual 
entry. If -m is used, -p must also be specified. 

-X printer Removes printer from the LP system. Noother optionsareallowed with -x. 

Restrictions 

To usetsm. Ipadmin you must be user Ip or root. 

AUTHOR 

tsm.lpadmin was developed by H P. 

FILES 

/var/spool/lp/tsm.pipes/* 

SEE ALSO 

Ipadmin(lM), tsm(l). 
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NAME 

ttsyncd - Daemon to maintain the nis+ password tabiein sync with thenis+ trusted tabie 

SYNOPSIS 

/usr/lbin/ttsyncd [-D] [-v] [-t synchour] [-i intervai] 

DESCRIPTION 

ttsyncd checks that each iogin name in the nis+ password (passwd) tabie appears in the nis+ 
trusted tabie. It wiii create a user entry in the trusted tabie for every user that exists in the password 
tabieand NOT in the trusted tabie. Each nis+ user can potentiaiiy iog in to an HP trusted system; thus, 
ttsyncd aids trusted systems by creating an entry in the trusted tabie before the nis+ user iogs in. In 
turn, the system administrator can modify giobai security attributes for each nis+ user before they iog in 
to a trusted system that is part of the nis+ namespace. 

Options 

ttsyncd recognizes thefoiiowingoptions: 

-D Used for debugging ttsyncd. Aii output wiii go to the screen as weii as thesysiog. 

-V Verbose mode used for debugging ttsyncd. 

-t Initiai daiiy sync time. Thetimeisin miiitary hour (Othrough 23). For exampie. 


-tio 

sync time is 10 a.m 

-t23 

sync time is 11 p.m 

-to 

midnight 

default 

sync once next sync at midnight 


-i Sync intervai. This vaiue is aii owed from 0 through 23. This is oniy in hours. For exampie. 


-iO 

sync continuously (see note below) 

-14 

sync every 4 hours 

-120 

sync every 20 hours 

default 

sync 24 hours 


DIAGNOSTICS 

If it is desired to administer Trusted mode centraiiy within a nis+ namespace, ttsyncd shouid be run¬ 
ning on every HP nis-F server. Furthermore, ttsyncd can be started automaticaiiy at boot time by set¬ 
ting TTSYNCD=1 in /etc/rc. config. d/comsec. Additionaiiy, ttsyncd wiii run oniy on a nis-F 
server (root or master) and oniy if nis-F is up and running. 

EXAMPLES 

Command format 

I nitiai sync time at midnight and sync every 2 hours. 

/usr/lbin/ttsyncd -tO -i2 
Initiai sync time at 10 a.m and sync every 2 hours. 

/usr/lbin/ttsyncd -tlO -i2 
I nitiai sync time at midnight and sync every 4 hours. 

/usr/lbin/ttsyncd -i4 
Sync oniy at midnight. 

/usr/lbin/ttsyncd 
Continuousiy sync starting at midnight. 

/usr/lbin/ttsyncd -iO 


NOTE 

If interval -iO is given, ttsyncd will keep checking the passwd tablefor change. If there is any change 
in the passwd table then it will do a sync. This is useful when trusted table needs to be sync’ed as soon 
passwd table is modified. The drawback is it will consume CPU time for checking the passwd table. 
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DEPENDENCIES 

NIS+(Network Information Name Service) 

ttsyncd requires NIS+to be configured and running. It shouid be run oniy on an nis+ server. More¬ 
over, ttsyncd wiii seif-terminate if the password tabiedoes not exist. 


AUTHOR 

ttsyncd wasdeveioped by Hewiett Packard. 


FILES 

/etc/rc.config.d/comsec 
/etc/sbin/init.d/comsec 


SEE ALSO 

getprpwent(3). 
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NAME 

tunefs - tune up an existing HFS fiie system 

SYNOPSIS 

/usr/sbin/tunefs [-A] [-v] [-a maxcontig] [-d rotdelay] [-e maxbpg] [-m minfree] speciai- 
des/ice 

DESCRIPTION 

The tunefs command is used to aiter dynamic parameters that affect HFS fiie system iayout poiicies. 
Parameters to be aitered are specified by the options and arguments provided on the command iine as 
described beiow. 

tunefs affects how the fiie system biocks are iaid out on the disk. The defauit rotdelay value set by the 
newfs and mkfs commands (see newfs(lM) and mkfs(lM)) is 0 milliseconds, causing file system blocks to 
be written and read consecutively. In general, this should be the optimal tuning, making the use of 
tunefs -d unnecessary. 

Options 

tunefs recognizes thefollowing options and command-line arguments: 

-a maxcontig Set the maximum number of contiguous blocks that will be laid out before forcing a 
rotational delay to maxcontig (see -d below). The default value is 1, because most 
device drivers require one interrupt per disk transfer. For device drivers that can 
chain several buffers together in a single transfer, set maxcontig to the maximum 
chain length. 

rotdelay is the expected time (in milliseconds) to service a transfer completion inter¬ 
rupt and initiatea new transfer on the same disk. It is used to determine how much 
rotational spacing to place between successive blocks in a file. 

maxbpg specifies the maximum number of blocks any single file can allocate out of a 
cylinder group before it is forced to begin allocating blocks from another cylinder 
group. Typically this value is set to about one fourth of the total blocks in a cylinder 
group. The intent is to prevent any singlefilefrom using up all the blocks in a single 
cylinder group, thus degrading access times for all files subsequently allocated in that 
cylinder group. The effect of this limit is to cause large files to do long seeks more fre¬ 
quently than if they were allowed to allocate all the blocks in a cylinder group before 
seeking elsewhere. For file systems with exclusively large files, this parameter should 
be set higher. 

minfreespecifies the percentage of space that is not availableto normal users; i.e., the 
minimum free space threshold. The default value used is 10%. This value can be set 
to zero. If set to zero, throughput performance drops to as little as one-third of the 
efficiency expected when the threshold is set at 10%. Note that if minfree is raised 
above the current usage level, users cannot allocate files until enough files have been 
deleted to meet the new threshold requirement. 

(visual) Display current values contained in the primary super-block to standard out¬ 
put. 

(all) Modify redundant super-blocks as well as the primary super-block as stipulated 
by the configuration options and arguments. 

is the name of the file system to be tuned. It is either a block or character special file 
if the file system is not mounted, or a block special file if the file system is mounted. 


-d rotdelay 

-e maxbpg 


-m mi nfree 

—V 

-A 

special-device 


WARNINGS 

Root file system tuning is normally done during initial system software installation. Tuning the root file 
system after installation has little useful effect because so many files have already been written. 

You can tune a filesystem, but you can't tune a fish. 

AUTHOR 

tunefs was developed by the University of California, Berkeley. 
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SEE ALSO 

dumpfs(lM), mkfs(lM), newfs(lM), fs(4). 
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NAME 

udpublickey - update the publickey database file and the NIS map 

SYNOPSIS 

udpublickey 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

udpublickey is executed from the updaters(lM) makefile when either newkey or rpc. ypupdated 
updates the /etc/publickey databasefile. 

udpublickey receives thefollowing information from newkey or rpc.ypupdated: 

Requestor's name (a string) 

Type of update 
N umber of bytes i n key 
Key 

N umber of bytes i n data 
Data 

After receiving this information, udpublickey attempts to update the publickey database file, 
/etc/publickey. 

If the update is successful, udpublickey makes theNIS map, publickey .byname. 

If the update is completely successful, udpublickey exits with a zero (0) status; otherwise udpub¬ 
lickey exits with a valid NIS error. 

This command should not be run interactively. 

AUTHOR 

udpublickey was developed by Sun Microsystems, Inc. 

FILES 

/etc/publickey 

SEE ALSO 

newkey(lM), rpc.ypupdated(lM), updaters(lM), publickey(4). 
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NAME 

untie - terminfo de-compiler 

SYNOPSIS 

untie [term] [-f file] 

DESCRIPTION 

untie translates a terminfo file from the compiled format into the source format. If the environment 
variableTERMiNFO is set to a path name, untie checks for a compiled terminfo description of thetermi- 
nal under the path specified by TERMINFO before checking /usr/share/lib/terminfo. Otherwise, 
only /usr/share/lib/terminfo is checked. 

Normally untie uses the terminal type obtained from the TERM environment variable. With the term 
(terminal type) argument, however, the user can specify theterminal type used. 

With the file argument the user can specify the file used for translation. This option bypasses the use of the 
TERM and TERMINFO environment variables. 

untie sends the de-compiled terminfo description result to standard output. 

AUTHOR 

untie was developed by H P. 

FILES 

/usr/share/lib/terminfo/?/* compiled terminal capability data base 

SEE ALSO 

tic(lM), curses(3X), terminfo(4). 
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NAME 

updaters- configuration fiiefor NIS updating 

SYNOPSIS 

updaters 

Remarks 

The Network I nformation Service (NIS) wasformeriy known as Yeiiow Pages (YP). Thefunctionaiity of the 
two remains the same; oniy the name has changed. 

DESCRIPTION 

updaters isa makefiie used for updating the Network Information Service (NIS) databases. Databases 
can be updated only if the network is secure, that is, only if there is a NIS publickey database ( 
publickey .byname). The default updaters script will updateonlythepublickey. byname map. 

An entry in the file is a make target for a particular NIS database. For example, if you wanted to add 
passwd.byname to this script, you would create a make target named passwd.byname with the com¬ 
mand to update that database. See udpublick^(lM). 

The information necessary to make the update is passed to the update command through standard input. 
The information passed is described below. All items are followed by a NEW LINE except for Actual bytes 
of key and Actual bytes of data. 

Network name of client wishing to make the update (a string) 

Kind of update (an integer) 

Number of bytes in key (an integer) 

Actual bytes of key 

Number of bytes in data (an integer) 

Actual bytes of data 

After receiving this information through standard input, the command to update the particular database 
should decide whether the user is allowed to make the requested change. 

If not, thecommand should exit with the status YPERR_ACCESS . 

If the user is allowed to make the change, the command should make the change and exit with a status of 
zero. 

If there are any errors that may prevent the updater from making the change, it should exit with the 
status that matches a valid NIS error code described in <rpcsvc/ypclnt .h>. 

AUTHOR 

updaters was developed by Sun Microsystems, Inc. 

SEE ALSO 

make(l), newkey(lM), rpc.ypupdated(lM), udpublickey(lM), publickey(4). 
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NAME 

ups_mond - HP PowerTrust Uninterruptible Power System monitor daemon 

SYNOPSIS 

/usr/lbin/ups_monci [-f configfile] [-s ] 

DESCRIPTION 

When it detects a loss of AC power for a period of time exceeding a configured limit, ups_mond ensures 
file system integrity by shutting down HP-UX. Todothis, ups_mond uses the device special files specified 
in its configuration file (/etc/ups_conf by default) to monitor the state of each HP PowerTrust Unin¬ 
terruptible Power System (UPS) attached to the system. 

Use the -f option to specify a configuration file other than /etc/ups_conf . See ups_conf(4) for a 
description of the configuration fileformat. 

By default, ups_mond is locked into memory (see plock(2)). That is, ups_mond is not swappable. 
Although extreme caution is required, you can make ups_mond swappable if all swap disks are powered 
by an uninterruptible power system (assured to have power when the primary power source fails). To 
make ups_mond swappable, use the -s option. 

ups_mond is started by init (see init(lM)) by means of an entry in the file /etc/inittab (see init- 
tab(4)). The inittab entry uses the respawn option to automatically restart ups_mond if 
ups_mond isterminated by the kill command (seekill(l)). Thisentry shouldfollowtheentry: 

sqnc::wait:/sbin/rc </dev/console >/dev/console 2>&1 # system initialization 

SO that ups_mond is started after the system logging daemon (syslogd). It should also be run with 
real-time priority to assure its execution (see rtprio(l)). 

ups_mond logs messages, and when appropriate invokes /usr/sbin/shutdown using the -h option, 
or /usr/sbin/reboot. For each configured UPS, ups_mond can be instructed (in 
/etc/ups_conf) to log messages only, without taking shutdown or reboot action. See MSG ONLY 
in ups_conf(4). By default ups_mond performs the shutdown and reboot actions. 

Note that when the shutdown is performed, UPSs that have lost AC line voltage will be turned off once the 
shutdown_timeout_mins time has expired (see upd_conf(4)). 

ups_mond uses the syslog message logging facility to log these occurrences (see syslog(3C)). Messages 
are written to the console if ups_mond is unable to send them to syslogd. Critical messages (see 
DIAGNOSTICS section) arealsosent totheconsole. 

RETURN VALUE 

ups_mond returns the foil owing values: 

zero(O) Successful Completion 

non-zero Error encountered. See ERRORS below. 

EXAMPLES 

Theentryin /etc/inittab should be similar to this: 

ups::respawn:rtprio 0 /usr/lbin/ups_mond -f /etc/ups_conf 

DIAGNOSTICS 

Messages resulting from normal operation: 

UPS Monitor daemon starting; using configuration file <configfilename>. 
UPS <tty special filename> OK: AC Power back on. 

AC Power to all recognized, system critical UPS's OK! System will 
not shutdown. 

Messages resulting in exit of daemon: 

usage: ups_mond [-f configfile]. 

cannot exec /usr/lbin/ups_mond -f <configfilename> -e ups_monchild due to 
<error>. 

permission denied; must be superuser. 


HP-UX Release 11.0: October 1997 


- 1- 


Section lM-835 


ups_mond(lM) 


(Series 800 Only) 


ups_mond(lM) 


exiting; unable to lock process in memory: <errno>. 
aborted, configfile <configfilename> open received error: <errno>. 
aborted, configfile <configfilename> fseek error: <errno>. 
aborted, malloc error: <errno>. 
terminated by signal <decimal valueof signal> . 

Messages for which shutdown might be run (depends on UPS configuration): 

UPS <tty speciai fiiename> AC POWER FAILURE - running on UPS battery. 

If power is not returned within previously configured time period, 
your system will automatically go to graceful shutdown. 

Messages for which reboot might be run (depends on UPS configuration): 

UPS <tty speciai fiiename> battery low. 

UPS <tty speciai fiie name> no output - either switch setting wrong on UPS 
or bad UPS. 

UPS <tty speciai fiie name> failed - requires repair. 

UPS <tty speciai fiie name> current overload; UPS turned itself off - either 
UPS bad or too many devices connected. 

UPS <tty speciai fiiename> ambient temperature too high; UPS turned itself 
off - reduce heat in area. 

UPS <tty speciai fiie name> output voltage too high; UPS turned itself off - 
requires repair. 

UPS <tty speciai fiiename> output voltage too low; UPS turned itself off - 
requires repair. 

cannot exec shutdown due to <errno>. 

The above messages are foi iowed by the foi iowing message: 

reboot -halt invoked due to UPS error cited in previous syslog mes¬ 
sage . 

Messages that areoniy iogged (no shutdown/reboot action istaken): 

warning - no upstty: UPS's found in configfile <configfiiename>; daemon 
running for no purpose. 

warning - shutdown delay or shutdown timeout parameter in configfile 
<configfiiename> missing or not greater than zero; using default. 

UPS <tty speciai fiiename> in bypass-mode; no AC Power-loss protection. 

UPS <tty speciai fiie name> interrupted, but read of ups status failed - 
possible UPS hardware problem. 

upstty <tty speciai fiie name> failed open: <errno>; ignoring that tty and 

continuing. 

UPS <tty speciai fiie name> ioctl (TCGETA) failed: <errno>; ignoring that UPS. 
UPS <tty speciai fiie name> ioctl (TCSETAF) failed <errno>; ignoring that UPS. 
UPS <tty speciai fiie name> line too noisy; ignoring that UPS. 

UPS <tty speciai fiie name> could not enable; loss of power would not be 

detectable. 

UPS <tty speciai fiiename> read failed: <errno>; Uninterruptible Power Sup¬ 
ply has not been connected correctly; loss of power would not be 

detectable. 

UPS <tty speciai fiie name> write failed: <errno>; ignoring that UPS. 

UPS <tty speciai fiie name> read of status received ILLEGAL CMD or NOISY 

LINE. 
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UPS <tty special file name> read of status received <number> bytes of unex¬ 
pected data (octal: <octal returned>) : <string returned>. 

UPS <tty special filename> read of status failed: <errno>. 

UPS <tty special filename> write failed: <errno> . 

UPS <tty special filename> turned-off Failure Alarm. 

UPS <tty special filename> turned-off Inverter Failure Alarm. 

UPS <tty special filename> turned-off No Battery Alarm. 

UPS <tty special filename> turned-off Battery Charger Fault Alarm. 

UPS <tty special filename> turned-off Current Overload Alarm. 

UPS <tty special filename> turned-off High Ambient Temperature Alarm. 

UPS <tty special filename> turned-off Battery Failure Alarm. 

UPS <tty special filename> turned-off High Battery Voltage Alarm. 

UPS <tty special filename> turned-off Low Battery Voltage Alarm. 

UPS <tty special filename> turned-off High Output Voltage Alarm. 

UPS <tty special filename> turned-off Low Output Voltage Alarm. 

UPS <tty special file name> Inverter Failure requires repair. 

UPS <tty special filename> No Battery - ensure UPS battery installed. 

UPS <tty special file name> Battery Charger Fault- requires repair. 

UPS <tty special file name> Current Overload - either UPS bad or too many 
devices connected. 

UPS <tty special file name> High Ambient Temperature- reduce area tempera¬ 
ture . 

UPS <tty special file name> Battery Failure- requires repair. 

UPS <tty special file name> High Battery Voltage - requires repair. 

UPS <tty special file name> Low Battery Voltage - requires repair. 

UPS <tty special file name> UNKNOWN status/alarm <hex number> - may require 
repair. 

write to UPS <tty special filename> of command <cmdstring> Failed: <errno>. 

read from UPS <tty special filename> after sending command <cmd string> to 
it failed; <errno>. 

UPS <tty special file name> could not execute command <cmd string>; returned 
(octal: <octal returned>) : <string returned > - possible bad signal cable. 

Messages relatingtoTimer Controlled Power On and Off: 

Timer Controlled On/Off information invalid; ignored. 

mknod error: <errno> for Timed On/Off fifo file /var/tmp/timed_off; 
continuing without. 

open error: <errno> for Timed On/Off fifo file /var/tmp/timed_off; 
continuing without. 

Timer Controlled On value exceeds UPS <tty special file name> maximum. The 
maximinn value of <maximum supported decimal value> will be used for this 
UPS. 

ERRORS 

ups_mond returns thefollowingerror values: 

EINVAL ups_mond encountered an incorrect parameter. 

EPERM I nsufficient privileges. ups_mond must be started by a superuser. 
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EINTR ups_mond was interrupted (terminated) by signalO or kill(). See signai(2) and 
kiiiCl). 

one (1) For aii other error conditions. 

FILES 

/dev/tty* 

/etc/ups_conf 
/var/tmp/timed_off 
/var/adm/syslog/syslog.log 

SEE ALSO 

kiiiCl) init(lM) piock(2) signai(2) sysiog(3C) inittab(4) ups_conf(4). 
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NAME 

useradd - add a new user login to the system 


SYNOPSIS 

useradd [-U uid [-o] ] [-g group] [-G group [, group...]] [-ddir][-s shell ] [-c comment] 

[-m [-k skel_dir]] [-f inactive] [-e expire] login 

useradd -D [-g group] [-b base_dir] [-f inactive] [-e expire] 

DESCRIPTION 

The useradd command creates a user login on the system by adding the appropriate entry to the 
/etc/passwd file and any security files, modifying the /etc/group file as necessary, creating a home 
directory, and copying the appropriate default files into the home directory. The new login remains locked 
until the passwd (see passwd(l)) command is invoked. If the system is in trusted mode, useradd 
returns a random password to stdout: the new login is still locked until thepasswd command is invoked. 

New Behavior 

login will not be added to the primary group entry in the /etc/group file, even if the primary group is 
specified in the command line. However, the login is added to the corresponding supplemental group in 
/etc/group file. 


Options 

The useradd command supports thefollowing options: 

-u uid Specifies the UID for the new user, uid must be a non-negative decimal integer less 

than MAXUID as it is defined in the <parain.h> header file, uid defaults to the next 
available unique number above the maximum currently assigned number. Ul Ds from 
0-99 are reserved. 


-o 

-g group 


-G group 


-d dir 


Allows theUID to be non-unique (i.e., a duplicate). 

Specifies the integer group ID or character string name of an existing group. This 
defines the primary group membership of the new login. The default for this option 
can be reset by invoking useradd -D -g group. 

Specifies the integer group ID or character string name of an existing group. This 
defines the supplemental group memberships of the new login. Multiple groups may 
be specified as a comma separated list. Duplicates within group with the -g and -G 
options are ignored. 

Specifies the home directory of the new login. It defaults to base_dir/ login, where 
login is the new login and base_dir is the base directory for new login home direc¬ 
tories. 


-s shell Specifies the full pathname of the new login shell. The default is an empty field, 

which causes the system to use /sbin/sh as the login shell. The valueof shell must 
bea valid executablefile. 


-c comment 


-k skel dir 


-f inactive 


Specifies the comment field present in the /etc/passwd entry for this login. This 
can beany text string. A short description of the new login is suggested for this field. 

Creates the home directory for the new login if it does not exist. If the home directory 
exists, the directory must have read and execute permission by group, where group is 
the primary group of the new login. 

Specifies the skeleton directory that contains information that can be copied to the 
new login's home directory. This directory must exist. The system provides a skele¬ 
ton directory, /etc/skel, that can be used for this purpose. 

Specifies the maximum number of days of continuous inactivity of the login before the 
login is declared invalid. Normal values are positive integers, while a value of -1 
defeats this status. 


-e expire Specifies the date on which this login can no longer be used. After expire, no user will 
be able to access this login. This option is used to create temporary logins, expire, 
which is a date, may be typed in any format, except a J ulian date. For example, a 
date may be entered in either of the foil owing formats: 
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July 13, 1993 
7/13/93 

A valueof'''' defeats the expired date status. 

-D Managesthedefaultsfor variousoptions. When useradd is invoked with this option 

oniy, the defauit vaiues for group, base_dir, skei_dir, sheii, inactive, and expire are 
dispiayed. Invoking useradd with this option and other allowed options sets the 
default values for those options. 

-bbase_dir Specifies the default base directory for the system. If-d dir is not specified, base_dir 
is concatenated with the new login name to definethe path of the new home directory. 
base_dir must exist. 

The useradd command may be used with the login argument, where login is the new login name, 
specified as a string of printable characters. It may not contain a colon (:) or a newline(\n). 

Unless enhanced security is installed (see pwconv(lM)), the -e and -f options are not supported and will 
return an error. 

Networking Features 
NIS 

This command is aware of NIS user and group entries. Only local users and groups may be modified with 
this command. Attempts to modify an NIS user or group will result in an error. NIS users and groups 
must be administered from the NIS server. NIS users are checked when verifying uniqueness of the new 
UID or new user name, which may result in the error 

login X not unique 

(return value 9), or the error 

UID # is not unique (when -o is not used) 

(return value 4) even though the user or UID is not present in the local /etc/passwd file. The error 
Cannot modify /etc/group file, /etc/passwd was modified 

(return value 10) is returned if a group specified with either the-g option or the-G option is an NIS group 
(see group(4)). 

NFS 

Errors may occur with the-m or -k options if the indicated directory is within an NFS mounted filesystem 
that does not allow root privileges across the NFS mount, and the directory or files within the directory do 
not have sufficient permissions. 

RETURN VALUE 

useradd exits with oneof thefollowingvalues: 

0 Successful completion. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

4 uid is not unique (when -o is not used). 

6 The group specified with the-g option does not exist. 

9 login is not unique. 

10 Cannot modify the /etc/group file. The login was added to the /etc/passwd file, but not 
to the /etc/group file. 

12 Unableto create the home directory (while using the -m option) or unableto complete the copy 
of skel_dirtothenew home directory. 

13 Unable to open /etc/ptmp file or /etc/default file, or /etc/passwd file is non¬ 
existent. 

14 /etc/passwd, or /etc/ptmp, or /etc/default file busy. Another command may be 
modifying the /etc/passwd file. 
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16 Cannot add theentry into the /etc/passwd file. 

EXAMPLES 

Add the user otto to the system with all of the default attributes, 
useradd otto 

Add the user otto to the system with a Ul D of 222 and a primary group of staff, 
useradd -u 222 -g staff otto 

List the defaults for the primary group, base di rectory, inactivity timeout, and skeleton directory. 

useradd -D 

Change the default primary group to staff, 
useradd -D -g staff 

WARNINGS 

A directory can be shared between the users belonging to the same group. If the home directory is in the 
unshared mode and a new user is allocated to that directory then it will be put into the shared mode by set¬ 
ting the permissions of that directory to 775 (i.e. includes the write permissions to the group as well). 
Also, the directory which will be shared should have read and execute permissions for thegroup. Oth¬ 
erwise, useradd will report an error. 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
deviced. If this locking fails after subsequent retrying, useradd terminates. 

A group entry in the /etc/group file can have maximum of LINE_MAX bytes. If a user is added to a 
group that has reached LINE_MAX limit, another entry of the same group iscreated to which the new user 
is added. A warning message is also issued. 

FILES 

/etc/passwd 

/etc/skel 

/etc/group 

/etc/ptmp 

SEE ALSO 

passwd(l), users(l), groupadd(lM), groupdel(lM), groupmod(lM), logins(lM), userdel(lM), usermod(lM), 
group(4). 

STANDARDS COMPLIANCE 

useradd:SVID3 
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NAME 

userdel - del ete a user I ogi n from the system 

SYNOPSIS 

userdel [-r] login 

DESCRIPTION 

The userdel command deletes a user login from the system by modifying the appropriate login related 
files. 

The userdel command requires thelogin argument, login is the name to be deleted, specified asa string 
of printable characters. It may not contain a colon (:) or a newline(\ n). 

Option 

The foil owing option is aval lableto this command: 

-r The home directory of login is removed from the system. This directory must exist. Fol¬ 
lowing the successful execution of this command, none of the files and directories under the 
home directory will be available. 

If a user is deleted and the home directory is shared by others, then this directory is not 
deleted even with the -r option. 

In the event where a directory is shared by users of the same group and the owner of that directory is 
deleted, then the ownership of that directory is propagated to the next user who is sharing that directory. 
The new owner is determined by looking at the order in which the users sharing this directory are added to 
the /etc/passwd file. If there is only one user remaining then the directory is brought back to unshared 
mode by resetting the permissions to 755 from 775. 

NETWORKING FEATURES 
NIS 

This command is aware of NiS user and group entries. Only local users and groups may be deleted or 
modified with this command. Attempts to delete or modify NiS users or groups will result in an error. NIS 
users and groups must be administered from the NiS server. The userdel command may fail with the 
error 


login X does not exist 

(return value6) if the user specified isan NiS user (see passwd(4)). The error 

Cannot modify /etc/group file, /etc/passwd was modified 
(return value 10) is returned if a local user belongs to an NiS group (seegroup(4)). 

NFS 

Errors may occur with the -r option if the affected directory is within an NFS mounted file system that 
does not allow root privileges across the NFS mount, and the directory or files within the directory do not 
have sufficient permissions. 

RETURN VALUES 

userdel exits with oneof thefollowingvalues: 

0 Successful completion. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

6 The login to be removed does not exist. 

8 The login to be removed is in use. 

10 Cannot modify the /etc/group file, but the login was removed from the /etc/passwd file. 

12 Unable to remove or modify the home directory. 

13 Unabletoopen /etc/ptmp file or /etc/passwd file is non-existent. 

14 /etc/passwd file or /etc/ptmp file busy. Another command may be modifying the 
/etc/passwd file. 
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17 Cannot delete entry from /etc/passwd file. 

EXAMPLES 

Remove the user otto from the system: 
userdel otto 

Remove the user bob from the system and delete bob’s home directory from the system: 
userdel -r bob 

WARNINGS 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
deviced. If this locking falls after subsequent retrying, userdel terminates. 

FILES 

/etc/passwd 

/etc/group 

/etc/ptmp 

SEE ALSO 

passwd(l), users(l), groupadd(lM), groupdel(lM), groupmod(lM), loglns(lM), passwd(lM), useradd(lM), 
usermod(lM), group(4). 

STANDARDS COMPLIANCE 

userdel:SVID3 
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NAME 

usermod - modify a user login on the system 

SYNOPSIS 

usermod [-u uid [-o] ] [-g group] [-G group [, group...]] [-d dir [-m] ] [-s shell] 

[-C comment] [-f inactive] [-1 nerfv_logname] [-e expire] login 

DESCRIPTION 

The usermod command modifies a user login on the system by changing the appropriate login related 
files. 

The usermod command requires the login argument, login Isa new login name, specified as a string of 
printable characters. It may not contain a colon (:) or a newline(\n). 

New Behavior 

If the primary group of a user is modified, then the user name is not added to the primary group entry in 
/etc/group file. However, if-G option is specified the user is added to the corresponding supplemental 
group. 

Options 

The usermod command supports thefollowing options: 

Specifies the UID for the new user, uid must be a non-negative decimal integer 
less than MAXUID as it is defined in the <param.h> header file. 

Allows theUID to be non-unique (i.e., a duplicate). 

Specifies the integer group ID or character string name of an existing group. 
This redefines the primary group membership of the new login. 

Specifies the integer group ID or character string name of an existing group. 
This redefines the supplemental group memberships of the new login. Dupli¬ 
cates within group with the-g and -G options are ignored. 

Specifies the new home directory of the login. It defaults to base_dir/login, 
where login is the new login and base_dir is the base directory for new login 
home directories. 

Move the user's home directory to the directory specified with the -d option. If 
the home directory exists, the directory must have read and execute permission 
by group, where group is the primary group of the login. 

Specifies the full pathname of the login shell. The value of shell must bea valid 
executablefile. 

Specifies the comment field present in the /etc/passwd entry of this login. 
This can be any text string. A short description of the new login is suggested for 
thisfield. 

Specifies the maximum number of days of continuous inactivity of the login 
before the login is declared invalid. Normal values are positive integers, whilea 
valueof -1 defeats this status. 

Specifies the new login name for the user. It consists of a string of printable 
characters that does not contain a colon (:) or a newline(\n). 

Specifies the date on which this login can no longer be used. After expire, no 
user will be able to access this login. This option is used to create temporary 
logins, expire, which is a date, may be typed in any desired format, except a 
J uliandate. For example, a date may be entered as either of thefollowing: 

July 13, 1993 
7/13/93 

A valueof'''' defeats the expired date status. 

Unless enhanced security is installed (see pwconv(lM)), the -e and -f options are not supported and will 
return an error. 


-u uid 

-o 

-g group 
-G group 

-d dir 

-m 

-s shell 
-c comment 

-f inactive 

-1 new_logname 
-e expire 
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A directory can be shared between the users belonging to the same group. If the home directory is in 
unshared mode and a new user is allocated to that directory, then it will be put into shared mode by setting 
the permissions of that directory to 775 (i.e., includes the write permissions to the group as well). Also, 
the directory which will be shared should have read and execute permissions for the group. 

In the event where a directory is shared by users of the same group and the owner of that directory is 
modified, then the ownership of that directory is propagated to the next user who is sharing that directory. 
The new owner is determined by looking at the order in which the users sharing this directory are added to 
the /etc/passwd file. If there is only one user remaining then the directory is brought back to unshared 
mode by resetting the permissions to 755 from 775. 

If a directory is shared by users, then one cannot change the primary group of any of these users unless the 
home directory of that user is also changed. 

Networking Features 
NIS 

The usermod command is aware of NIS user and group entries. Only local users and groups may be 
modified with this command. Attempts to modify an NIS user or group will result in an error. NIS users 
and groups must be administered from the NIS server. This command may fail with the error 

login X does not exist 

(return value 6) if the user specified is an NIS user (see passwd(4)). However, NIS users are checked when 
verifying uniqueness of the new UID or the new user name. Also, theerror 

Cannot modify /etc/group file, /etc/passwd was modified 

(return value 10) may be returned if a group specified with either the-g option or the-G option isan NIS 
group (see group(4)). 

NFS 

Errors may occur with the -m option if either the source or the target directory is within an NFS mounted 
file system that does not allow root privileges across the NFS mount and the directory or files within the 
directory do not have sufficient permissions. 

RETURN VALUE 

usermod exits with oneof thefollowingvalues: 

0 Successful completion. 

2 I nvalid command syntax. 

3 I nvalid argument supplied to an option. 

4 uid is not unique (when -o is not used). 

6 The login to be modified or the group specified with the-g option does not exist. 

8 The login to be modified is in use. 

9 new_logname is not unique. 

10 Cannot modify the /etc/group file. Theother partsof theupdaterequest will beperformed. 

11 There is insufficient space to move the home directory (with the -m option). Theother partsof 
the update request will be performed. 

12 U nable to complete the move of the home di rectory to the new home directory. 

13 Unabletoopen /etc/ptmp file, or /etc/passwd file is non-existent. 

14 /etc/passwd file or /etc/ptmp file busy. Another command may be modifying the 
/etc/passwd file. 

15 Cannot modify theentry in the /etc/passwd file. 

EXAMPLES 

Change otto’s primary group to staff, 
usermod -g staff otto 

Change otto's user ID to 333 and change the login name to bob. 
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usermod -u 333 -1 bob otto 

WARNINGS 

As many users may try to write the /etc/passwd file simultaneously, a passwd locking mechanism was 
devised. If this locking fails after subsequent retrying, usermod terminates. 

While modifying the user login, the username is not added to the primary group entry in the 
/etc/group file. If a supplemental group is specified, the user is added to the supplemental group. If 
the size of a group entry in /etc/group file exceeds LINE_MAX limit, a new entry of the same group is 
created and a warning message is issued. 

FILES 

/etc/passwd 

/etc/group 

/etc/ptmp 

SEE ALSO 

passwd(l), users(l), groupadd(lM), groupdel(lM), groupmod(lM), logins(lM), useradd(lM), userdel(lM), 
group(4). 

STANDARDS COMPLIANCE 

usermod: SVID3 
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NAME 

uucheck - check the uucp directories and permissionsfiie 

SYNOPSIS 

/usr/lbin/uucp/uucheck [-v] [-x debugje/el ] 

DESCRIPTION 

uucheck checks for thepresenceofthefiies and directories required by uucp (see uucp(l)). uucheck 
isexecuted fromtheuucp makefiiebeforetheinstaiiation occurs, uucheck aiso checks for various obvi¬ 
ous errors in the /etc/uucp/Permissions fiie. 

Options 

uucheck recognizes thefoiiowing options and command-iinearguments: 

-V (verbose) Print a detaiied expianation of how uucp programs wiii interpret the 

Permissions fiie. 

-X debugje/el 

Debug, debugjevel is a singiedigit; the higher the number, the more detaii returned. 
Note that uucheck can oniy be used by the super-user or uucp. 

FILES 

/etc/uucp/Systems 

/etc/uucp/Permissions 

/etc/uucp/Devices 

/etc/uucp/Maxuuxqts 

/etc/uucp/Maxuuscheds 

/var/spool/uucp/* 

/var/spool/locks/LCK* 

/var/spool/uucppublic/* 

SEE ALSO 

uucp(l), uustat(l), uux(l), uucico(lM), uusched(lM). 

Tim O'Reiiiy and GraceTodino, 

Managing UUCP and Usenet, O'Reiiiy & Associates, I nc. USA. 

GraceTodino and Daie Dougherty, 

Using UUCP and Usenet, O'Reiiiy & Associates, I nc. USA. 
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NAME 

uucico- transfer files for the uucp system 

SYNOPSIS 

/usr/lbin/uucp/uucico -rl -s system [-x debug !e/el ] [-d spool_directory ] 
/usr/lbin/uucp/uucico [-x debugje/el ] [-d spool_directory ] 

DESCRIPTION 

uucico scans the /var/spool/uucp directories for work files. If such files exist, a connection to a 
remote system is attempted using the line protocol for the remote system specified in file 
/etc/uucp/Systems. uucico then executes all requests for work and logs the results. 

Options 

uucico recognizesthefollowingoptions: 

-rl Start uucico in theMASTER mode. Thedefault isSLAVE mode. 

-s system Do work only for the system specified by system. If there is no work for system on the 

local spool directory, initiate a connection to system to determine if system has work 
for the local system. This option must be used if -rl is specified. 

-d spool _di rectory 

Search directory spool_directory instead of the default spool directories (usually 
/var/spool/uucp/*). 

-X debug !es/el Use debugging option, debugje/el is an integer in the range 1 through 9. More 
debugging information is given for larger values of debug !e/el. 

uucico is usually started by a local program such as cron, uucp, or uuxqt (seecron(lM), uucp(l), and 
uuxqt(lM)). It when debugging should a user initiate uucico directly. 

When started by a local program, uucico is considered the master and attempts a connection to a 
remote system. If uucico is started by a remote system, it is considered to be in slave mode. 

For the uucico connection to a remote system to be successful, there must be an entry in the 
/etc/passwd file on the remote system of the form: 

uucp::5:5::/var/spool/uucppublic:/usr/lbin/uucp/uucico 


FILES 

/etc/uucp/Systems 

/etc/uucp/Permissions 

/etc/uucp/Devices 

/etc/uucp/Maxuuxqts 

/etc/uucp/Maxuuscheds 

/var/spool/uucp/* 

/var/spool/locks/LCK* 

/var/spool/uucppublic/* 

SEE ALSO 

uucp(l), uustat(l), uux(l), cron(lM), uusched(lM), uutry(lM). 

Tim O'Reilly and GraceTodino, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodino and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

uuclean - uucp spool directory clean-up 

SYNOPSIS 

/usr/lbin/uucp/uuclean [options] 

DESCRIPTION 

uuclean scans the spool directories for files with the specified prefix and deletes all those that are older 

than the specified number of hours. 

Options 

uuclean recognizesthefollowingoptions: 

-ddirectory Clean directory instead of the spool directory. If directory is not a valid spool direc¬ 
tory, it cannot contain "work files"; i.e., files whose names start with C.. These files 
have special meaning to uuclean pertaining to uucp job statistics. 

-ppre Scan for files with pre as the file prefix. Up to 10 -p arguments can be specified. A 

-p without any pre following will cause all files older than the specified time to be 
deleted. 

-ntime Files whose age is more than time hours are deleted if the prefix test is satisfied 

(default time is 72 hours). 

-wfile The default action for uuclean is to remove files that areolder than a specified time 

(see -n option). The -w option is used to find files older than time hours: however, 
the files are not deleted. If the argument file is present the warning is placed in file; 
otherwise, the warnings go to the standard output. 

-ssys Only files destined for system sys are examined. Up to 10 -s arguments can be 

specified. 

-mfile The -m option sends mail to the owner of the file when it is deleted. If a file is 

specified, an entry is placed in file. 

Thisprogram is typically started by cron (see cron (IM)). 

FILES 

/var/spool/uucp/* spool directory 

SEE ALSO 

uucp(l), uux(l), cron(lM), uucleanup(lM). 

Tim O'Reilly and GraceTodino, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodino and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

uucleanup- uucp spool directory clean-up 

SYNOPSIS 

/usr/lbin/uucp/uucleanup [-C time] [-D time] [-W time] [-X time] [-m string] [-o time] 
i-s system] [-x debug !es/el ] 

DESCRIPTION 

uucleanup scans the spool directories for old files and takes appropriate action to remove them. 
Depending on the options selected, uucleanup performs thefollowing: 

• I nforms the requestor of send and/or receive requests for systems that cannot be reached. 

• Returns mail that cannot be delivered to the sender. 

• Removes all other files. 

In addition, uucleanup warns users of requestors who have been waiting for a given number of days 
(the default is 1 day). Note that unless time is specifically set, the default time values for the following 
options are used. 

Options 

uucleanup recognizes thefollowing options: 

-Ctime Any C. filesgreater or equal totimedaysold areremoved with appropriateinforma- 

tion to the requestor. Thedefauittimeis? days. 

-Dtime Any D. files greater or equal to time days old are removed. An attempt is made to 

deliver mail messages and execute news when appropriate. The default time is 7 
days. 

-Wtime Any C. files equal to time cause a message to be mailed to the requestor warning 

about the delay in contacting the remote. The message includes the] OBID, and in the 
case of mail, the mail message. The administrator can include a message line telling 
who to call to correct the problem (seethe -m option). The default time is 1 day. 

-Xtime Any X. files greater than or equal to time days old are removed. The D. files are 

probably not present (if they were, the X. could be executed). But, if D. files are 
present, they are taken care of by D. processing. Thedefaulttimeis2 days. 

-mstring This string is included in the warning message generated by the -W option. The 
default string is See your local administrator to locate the 
problem. 

-otime Other files whose age is more than time days are deleted. The default time is 2 days. 

-ssystem Clean-up the spool directory for system only. The default is to clean-up all spool direc¬ 
tories. 

-xdebugje/el The debug level is a single digit between 0 and 9. The higher the numbers, the more 
detailed thedebugginginformation returned. 

This program is typically started by the script uudemon. cleanu, which should be started by cron (see 
cron(lM)). 

FILES 

/var/spool/uucp/* spool directory 

SEE ALSO 

cron(lM), uucp(l), uux(l), uuclean(lM). 

Tim O'Reilly and GraceTodino, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodino and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

/usr/sbin/uucpd - UUCP over TCP/IP server daemon 

DESCRIPTION 

uucpd is the server for supporting UUCP connections over TCP/I P networks. 

uucpd is invoked by inetd(lM) when a UUCP connection is estabiished (that is, a connection to the port 
indicated in the "uucp" service specification: see services(4)), and executes thefoiiowing protocoi: 

1) The server prompts with "iogin:", the uucico process at the other end must suppiy a username. 

2) Uniess the username refers to an account without a password, the server then prompts with 
"Password:", the uucico process at the other end must suppiy the password for that account. 

If the username is not vaiid or is vaiid but refers to an account that does not have/usr/lbin/uucp/uucico 
as its iogin sheii, or if the password is not the correct password for that account, the connection is dropped. 
Otherwise, uucico(lM) is run. Entries are made in /var/adm/wtmp traceabie with who(l) and iast(lM). 

PROTOCOL RESTRICTION 

Oniy 'g' protocoi for uucico is supported. 

DIAGNOSTICS 

Aii diagnostic messages are returned on the connection, after which theconnection isciosed. 

user read 

An error occurred whiiereading the username. 

passwd read 

An error occurred whiiereading the password. 

login incorrect 

The username or the password is invaiid or the user's iogin sheii for this account is not 
/u sr/i bi n/u u cp/u u ci CO. 

WARNINGS 

On Trusted Systems uucpd prohibits uucico to start if any of thefoiiowing are true : 

• the iogin account is iocked (severai causes). 

• current time doesn't match existingtime-of-day restrictions for thisaccount. 

Under such conditions uucpd wiii return the message login incorrect to the connection. The connection is 
then dropped. 

AUTHOR 

uucpd was deveioped by the University of Caiifornia, Berkeley and HP. 


FILES 

/etc/inetd.conf 
/var/adm/inetd.sec 
/etc/services 
/var/adm/wtmp 


configuration fiiefor inetd 
optionai security fiiefor inetd 
service name data base 
iogin data base 


SEE ALSO 

inetd(lM), services(4), uucico(lM). 
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NAME 

uugetty - set terminal type, modes, speed and linediscipline 

SYNOPSIS 

/usr/lbin/uucp/uugetty [-h] [-t timeout] [-r] line [speed [type [linedisc]]] 
/usr/lbin/uucp/uugetty -c file 

DESCRIPTION 

uugetty sets terminal type, modes, speed and line discipline. It is similar to getty, except that 
uugetty supports using the line in both directions (see getty(lM)). This allows users to log in, but, if the 
line is free, uucico, cu, and ct can dial out (see uucico(l), cu(l), and ct(l)). When devices are used with 
uucico, cu, and ct, lock files are created. Therefore, when the call to open() returns (see open (2)) (or 
the first character is read when the -r option is used), the status of the lock files indicates whether the 
line is used by uucico, cu, ct, or someone trying to log in. See getty(lM) for more information. 

Note that with the -r option, several carriage-return characters might be required before the login mes¬ 
sage is output. When uucico is trying to log in, it can be instructed to enter numerous carriage-return 
characters with thefollowing login script: 

\r\d\r\ci\r\ci\r in:-in: ... 

where ... represents whatever would normally be used for the login sequence. 

An entry for an intelligent modem or direct linethat has a uugetty on each end must use the -r option 
(this causes uugetty to wait to read a character before it enters the login message, thus preventing two 
instances of uugetty from looping). If there is a uugetty on one end of a direct line, there must be a 
uugetty on the other end as well. 

EXAMPLES 

Thefollowinglineisan /etc/inittab entry using uugetty on an intelligent modem or direct line: 

30:2:respawn:/usr/lbin/uucp/uugetty -r -t 60 ttyl2 1200 

WARNINGS 

ct does not work when uugetty is used with an intelligent modem such as a Penril or a Ventel. 

FILES 

/etc/gettydefs 

/etc/issue 

/var/spool/locks/LCK* 

SEE ALSO 

ct(l), cu(l), login(l), uucico(lM), getty(lM), init(lM), ioctl(2), gettydefs(4), inittab(4), tty(7). 

Tim O'Reilly and GraceTodino, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodino and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

uuls- list spooled uucp transactions grouped by transaction 

SYNOPSIS 

uuls [-m] [directories...] 
uuls [-s] [-m] [directories...] 
uuls [-k] [-m] [directories...] 

DESCRIPTION 

Thiscommand lists the contents of UUCP spool directories (default /var/spool/uucp/*) with the files 
in each directory grouped into three categories: 

• Transactions, 

• Orphans, and 

• Others. 

Transactions 

Each output line starts with a transaction control filename, and includes the name of each local (same- 
directory) subfile referenced by the control file (see below). Each is possibly followed by the total size in 
bytes (-S option) or Kbytes (-k option) in the transaction (see below). The -m (meanings) option replaces 
the subfile names with nodename, user, and commandline information (see below). 

Orphans 

All subfiles not referenced by any control file. 

Others 

All other files in the directory (all files not listed under one of the above categories). 

Filenames are formatted into columns, so there can be more than one file per line. If a transaction has 
more subfiles than fit on one line, it is followed by continuation lines which are indented further. 

The -s (size in bytes) and -k (Kbytes) options cause the command to follow each transaction in the 
Transactions section with a total size for all stat-able, sendablefiles in that transaction. This includes 
D .* files only, not C.*or X.*files. It does include stat-able files outside the spool directory that are 
indirectly referenced by C. * files. Sizes are either in bytes or rounded to the nearest Kbyte (1024 bytes), 
respectively. A totals lineis alsoadded at theend of the Transactions section. 

The -m (meanings) option causes the command to follow C.*and X. * files with a nodename! username 
commandline line, instead of subfilenames. For C files, one line is printed per remote execution (D*X*) 
subfile it references, nodename is truncated at seven characters, username at eight, and commandline at 
however much fits on one line. 

If -mis given, for each C file with no remote execution files, the command instead shows the meaning of 
the C file itself on one or more lines. Each lineconsistsof a username, then R (receive) or S (send), then 
the nameofthefileto be transferred. See below for details. 

Filenames are listed in ascending collation order within each section (see Environment Variables below), 
except that the first section is only sorted by the control filename. Every file in the directory except . and 
. . appears exactly once in theentire list, unless -misused. 

Details 

Transaction files are those whose names start with C. or X.. Subfilenames, which usually start with D., 
are gleaned from control file lines, at most one per line, from blank-separated fields, as follows: 

C.*: R <remotefrom><localto><user>-<options> 

C.*: S <localfrom><remoteto><user>-<options><subfile><mode> 

X.*: F <subfile> 

Lines that do not begin with the appropriate character (R, S, or F) are ignored. 

I n the R (receive) case, <remotefrom> is used to print the C-file meaning, and its transaction size is taken 
as zero (unknown). 

I n the S (send) case, if <subfile> is D. 0, <localfrom> is a file not in the spool directory, resulting from a 
typical UUCP call without the -C (copy) option. I n this case <localfrom>is used for thetransaction size, if 
stat-able, and to print the C-file meaning. 
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UUCP -C and uux both set <subfile>to a true (spooled) subfile name. 

Orphan files are those whose names start with D. and which are not referenced by any control files. 

This algorithm extracts from control files the names of all subfiles that should exist In the spool directory 
when the transaction Is not being actively processed. It Is not unusual to see "missing subfiles" and 
"orphans" If you uuls a spool directory whileuucico, uucp, uux, or uuxqt Isactive. 

Meanings Information Is obtained by reading each d*X* subfile referenced by each C . * file, and by read¬ 
ing X*X* files, nodename! username Is taken from the last line In the file which Is of the form: 

U <username><nodename> 

Likewise, commandllnels taken from the last line of the form: 

C <commandllne> 

If a subfile name Is referenced more than once, references after the first show the subfile as missing. If a 
subfile name appears In a (corrupt) directory more than once, the name Is only found once, but then It Is 
listed again under Orphans. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LCCOLLATE determi nes the Order In which theoutput Issorted. 

If LC COLLATE Is not Specified in the environment or is set to the empty string, the value of lang is used 
as a default. If lang is not specified or is set to the empty string, a default of "C" (see lang(5)) is used 
instead of lang. If any internationalization variable contains an invalid setting, uuls behaves as if all 
internationalization variablesareset to "C" (seeenviron(5)). 

DIAGNOSTICS 

The program writes an appropriate message to standard error if it has any problems dealing with a 
specified file (directory), including failure to get heap space. It always returns zero as its exit value. 

If a control file is unopenable (wrong permissions or it disappeared while uuls was running), its name is 
preceded by a * and the size of the transaction is zero. If a subfile is missing (filename not found in the 
directory being listed) or not stat-able(if required for -s or -k), its name is preceded by a * and it contri¬ 
butes zero bytes to the size of the transaction. 

If -m is specified and a D*X* file is missing or unreadable, its name is given with a * prefixed, as usual. 

BUGS 

This command uses chdir(2) to change to each directory in turn. If more than one is specified, the second 
through last directories must be absolute (not relative) pathnames, or thechdirO may fail. 

AUTHOR 

uuls was developed by H P. 

SEE ALSO 

mail(l), uucp(l), uuto(l), uux(l), uuxqt(lM), stat(2). 
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NAME 

uusched - schedule uucp transport files 

SYNOPSIS 

/usr/lbin/uucp/uusched [-u debugje/el ] [-x debugje/el ] 

DESCRIPTION 

uusched Is the UUCP file transport scheduler. It Is usually started by the daemon uudemon.hour, 
which Isstarted by cron (seecron(lM))fromthefollowlngentry In /var/spool/cron: 

39 * * * * /usr/bin/su uucp -c */usr/lbin/uucp/uudemon.hour > /dev/null* 

Options 

uusched recognizes two options which are provided for debugging purposes only. 

-X debugje/el Output debugging messages. 

-u debugje/el Passes -x to uucico (see uuclco(lM)). The debugjes/el Is a number between 
0 and 9. The higher the number, the more detailed the Information returned. 


FILES 

/etc/uucp/Systems 
/etc/uucp/Permissions 
/etc/uucp/Devices 
/var/spool/uucp/* 

/var/spool/locks/ lck* 

/var/spool/uucppublic/* 

SEE ALSO 

cron(lM), uuclco(lM), uusched(lM), uucp(l), uustat(l), uux(l). 

Tim O'Reilly and GraceTodIno, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodIno and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

uusnap- show snapshot of the UUCP system 

SYNOPSIS 

uusnap 

DESCRIPTION 

uusnap displays in tabular format a synopsis of the current UUCP situation. The format of each line is as 
follows: 

site N Cmds N Data N Xqts Message 

Where site is the name of the site with work, N is a count of each of the three possi ble types of work (com¬ 
mand, data, or remote execute), and Message is the current status message for that site as found in the 
STST file. 

I ncluded in Message may be the time left before UUCP can re-try the call, and the count of the number of 
times that UUCP has tried to reach the site. The process id of uucico may also be shown if it is in a 
TALKING state. 

AUTHOR 

uusnap was developed by the University of California, Berkeley. 

SEE ALSO 

uucp(l). 

Tim O'Reilly and GraceTodino, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodino and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 


Section lM-856 


1- 


HP-UX Release 11.0: October 1997 


uusnaps(lM) 


uusnaps(lM) 


NAME 

uusnaps- sort and embellish uusnap output 

SYNOPSIS 

uusnaps 

DESCRIPTION 

uusnaps runs uusnap (see uusnap(lM)) and post-processes the output into a more useful form. It sorts 
output lines in "Pareto-style", showing first those remote systems with the greatest number of Cmds files, 
next Data files, and then Xqts files. 

uusnaps inserts a * after the number of Xqts files on those lines where Data is not equal to (2 x 
Cmds) -I-Xqts. This may be a sign of missing or orphaned transaction parts. Use uuls to check (see 
uuls(l)). 

uusnaps adds summary information after all uusnap output. The first line is a total of the numbers of 
Cmds, Data, and Xqts files. The second line contains a grand total number of transaction files, followed 
by the number of directory bytes this represents. This is an indication of the true size of the directory itself 
if all empty entries were squeezed out. Finally, if it appears that transaction files might be missing or 
orphaned, uusnaps returns the number of missing or excess files. 

WARNINGS 

uusnaps assumes that each directory entry takes 24 bytes. 

SEE ALSO 

uusnap(lM), uuls(l). 
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NAME 

uusub- monitor uucp network 

SYNOPSIS 

/usr/lbin/uucp/uusub [options] 

DESCRIPTION 

uusub defines a uucp subnetwork and monitors the connection and traffic among the members of the 
subnetwork. 

Options 

uusub recognizesthefoiiowingoptions: 

-asys Add sys to the subnetwork. 

-dsys Deiete sys from the subnetwork. 

-1 Report the statistics on connections. 

-r Report the statistics on traffic amount. 

-f Fiush the connection statistics. 

-uhr Gather the traffic statistics over the past hr hours. 

-csys Exercise the connection to the system sys. If sys is specified as all, exercise the connec¬ 
tion toaii the systems in the subnetwork. 

The connections report is formatted asfoiiows: 

sys#:aii #oktime#dev ^ogin #nack #other 
Format interpretation: 

sys remote system name, 

ffcaii number of times the iocai system tried to caii sys si nee the iast flush was done, 

#ok number of successfui connections, 

time iatest successfui connect time, 

#dev number of unsuccessfui connections because of noavaiiabiedevice (e.g., ACU), 

fflogin number of unsuccessfui connections because of iogin faiiure, 

#nack number of unsuccessfui connections because of no response (e.g. iine busy, sys¬ 

tem down), 

ftother number of unsuccessfui connections because of other reasons. 


Traffic statistics are reported as foiiows: 
sfiiesbyte rfiierbyte 
Format interpretation: 


sfiie 

number of flies sent. 

sbyte 

number of bytes sent over the period of time indicated in the iatest uusub com¬ 
mand with the -uhr option. 

rfiie 

number of flies received. 

rbyte 

number of bytes received. 

The command: 


uusub -c all 

-u 24 

istypicaiiy started by cron once a day. 


FILES 

/var/uucp/. Admin/L_sub connection statistics 

/var/uucp/ . Admin/R_sub traffic statistics 
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/var/uucp/. Log/* system log file 

SEE ALSO 

uucp(l), uustat(l). 

Tim O'Reilly and GraceTodIno, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodIno and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

uuxqt - execute remote uucp or uux command requests 

SYNOPSIS 

/usr/lbin/uucp/uuxqt [-s system] [-x debug !e/el ] 

DESCRIPTION 

uuxqt executes remote job requests generated by use of the uux command (see uux(l)). uux generates 
X. files and places them In the spool directory, where uuxqt searches for them. For each X. file, 
uuxqt determines whether the required data files are avallableand accessible, and If file commands are 
permitted for the requesting system. The Permissions file Is used to valldatefile accessibility and com¬ 
mand execute permission. Then uuxqt performs execution of the commands. 

Two environment variables are set before the uuxqt command Is executed: UU_MACHINE Is the 
machinethat sent the previous job and UU_USER Is the user who sent the job. These can be used In writ¬ 
ing commands that remote systems can execute to provide Information, auditing, or restrictions. 

uuxqt recognizesthefollowingoptions: 

-s system Execute commands on the specified system. 

-X debugje/el Produce debugging output on standard output. debug_l0/el is a single digit 
between 0 and 9. The higher the number, the more detailed debugging Informa¬ 
tion returned. 


FILES 

/etc/uucp/Permissions 

/etc/uucp/Maxuuxqts 

/var/spool/uucp/* 

/var/spool/locks/LCK* 


SEE ALSO 

uucp(l), uustat(l), uux(l), uuclco(lM). 

Tim O'Reilly and GraceTodIno, 

Managing UUCP and Usenet, O'Reilly & Associates, I nc. USA. 

GraceTodIno and Dale Dougherty, 

Using UUCP and Usenet, O'Reilly & Associates, I nc. USA. 
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NAME 

vgcfgbackup - create or update LVM volume group configuration backup file 


SYNOPSIS 

/usr/sbin/vgcfgbackup [-f vg_conf_path] [-u] vg name 

DESCRIPTION 

The vgcfgbackup command saves the LVM configuration for a volume group in a default or alternate 
configuration backup file (see the -f option). 

By default, vgcfgbackup runs automatically each time an LVM command changes the LVM 
configuration. In this case, it always uses the default configuration backup file. An existing default 
configuration backup file is renamed with an extension of . old. 


Options and Arguments 

vgcfgbackup recognizes thefollowing options and arguments: 
vg name The path name of a volume group. 

-f vg_conf_path Save the configuration using an alternate file name specified by vg_conf_path. 
If -f is omitted, the default file name is in the form: 


/etc/lvmconf/ base_vg_name. conf 

base_vg_name is the base name of vg name. For example, if vg_name is 
specified as /dev/vgOO, base_vg_nameisvgOO. 

-u Update the configuration backup file with the latest LVM configuration. Only 

those physical volumes added since the configuration backup file was last 
modified need to be online. 


If -u is omitted, all physical volumes for vg name must be online. 


RETURN VALUE 

vgcfgbackup exits with oneof thefollowingvalues: 

0 Successful completion. 

>0 Failure. Errors occurred when information from the volume group was being accessed. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Back up LVM configuration information for volume group /dev/vgOO in the default backup file 
/etc/lvmconf/vgOO.conf: 

vgcfgbackup /dev/vgOO 

Update LVM configuration information corresponding to volume group /dev/vgOO in the default backup 
file /etc/lvmconf/vgOO . conf: 

vgcfgbackup -u /dev/vgOO 

Back up LVM configuration information for volume group /dev/vgOO in the alternate configuration 
backup file /tmp/vgOO . backup: 

vgcfgbackup -f /tmp/vgOO.backup vgOO 

WARNINGS 

It is recommended that any alternate configuration backup file be created in the root file system (as is the 
case with the default path name). This facilitates easy volume group recovery during maintenance mode, 
such as after a system crash. 
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AUTHOR 

vgcfgbackup was developed by HP. 

SEE ALSO 

vgcfgrestore(lM). 
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NAME 

vgcfgrestore - display or restore LVM volume group configuration from backup file 

SYNOPSIS 

/usr/sbin/vgcfgrestore -n vg name -1 

/usr/sbin/vgcfgrestore [-R] -n vg_name [-o old_pv_path] pv_path 
/usr/sbin/vgcfgrestore -f vg_conf_path -1 

/usr/sbin/vgcfgrestore [-R] -f vg_conf_path [-o old_pv_path] pv_path 

Remarks 

vgcfgrestore cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The vgcfgrestore command restores the LVM configuration data from a default (-n option) or alter¬ 
nate (-f option) configuration backup file to the physical volume named by pv_path. Or, it displays the 
configuration data on standard output (-1 option). 

The configuration stored for one physical volume, old_pv_path, can be copied to another physical volume 
pv path (-0 option). 

Options and Arguments 

vgcfgrestore recognizes thefollowing options and arguments: 

The raw (character) device path name of a physical volume that is currently 
online. 

If the -o option is omitted, pv path must specify a physical volume whose 
configuration isstored in the configuration backup file. 

Get configuration information from the alternate configuration backup file 
vg_conf_path. 

List the configuration information saved in the specified configuration backup 
file. 

Get configuration information from the default configuration backup file: 

/etc/lvmconf/ base vg name. conf 
vg name is the path name of the volume group. 

base_vg_name is the base name of vg name. For example, if vg_name is 
specified as /dev/vgOO, base_vg_nameisvgOO. 

Restore the configuration information saved for physical volume old_pv_path to 
physical volume pv_path. 

This option is useful when a physical volume's name has changed since the 
configuration backup file was created or updated. 

old_pv_path must be the path name of a physical volume whose configuration is 
stored in the configuration backup file. It need not be currently online. 

pvpath must be the path name of a physical volume that is currently online. Its 
configuration need not be stored in the configuration backup file. 

This option will force restoring the LVM configuration data even if there is a 
physical volume mismatch between the kernel and the configuration backup file 
with the volume group still active. This option should not be used unless the 
configuration file is absolutely valid and up-to-date. Restoring invalid 
configuration data can result in data corruption later. 

If there are alternate physical volume links configured in the system, the follow¬ 
ing message will appear when total number of physical volumes in the kernel 
does not match with the configuration backup file due to missing alternate physi¬ 
cal volume links: 

Mismatch between the backup file and the running kernel: 

Kernel indicates X disks for /dev/vgname; /etc/lvmconf/vgname 


pvpath 

-f vg_conf_path 
-1 

-n vg name 

-o old_pv_path 
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indicates Y disks. Cannot proceed with the restoration. 
Deactivate the Volume Group and try again. 

In this case, the user is advised to deactivate the voiume group first, then use 
the vgcfgrestore command to restore configuration data when the voiume 
group is unavaiiabie. But if the voiume group has to stay avaiiabieand the user 
is absoiuteiy sure the configuration fiie is correct, this option wiii restore data 
from the configuration fiie when the voiume group stays avaiiabie. 


RETURN VALUE 

vgcfgrestore exits with oneof thefoiiowingvaiues: 

0 Successfui compietion. 

>0 Faiiure. Errors occurred duringtherestoreoperation. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 

If LANG is not specified or is nuii, it defauitsto "C" (see iang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Restore the LVM configuration information for the physical volume /dev/rdsk/cOtVdO that was saved 
in the default file /etc/lvmconf/vgOO . conf: 

vgcfgrestore -n /dev/vgOO /dev/rdsk/cOtVdO 
Force to restore the LVM configuration data when volume group is still active 
vgcfgrestore -R -n /dev/vgOO /dev/rdsk/oOtVdO 

Restore the LVM configuration information to physical volume /dev/rdsk/o0t4d0 using alternate 
configuration file /tmp/vgOO .backup: 

vgcfgrestore -f /tmp/vgOO.backup /dev/rdsk/c0t4d0 
List backup information saved in default configuration file /etc/lvmconf/vgOO . conf: 

vgcfgrestore -n /dev/vgOO -1 
Above command might display thefollowing: 

Volume Group Configuration information in "/etc/lvmconf/vgOO.conf" 

VG Name /dev/vgOO 

-Physical volimies : 2- 

/dev/rdsk/c0t6d0 (Bootable) 

/dev/rdsk/cOtSdO (Non-bootable) 

Restore LVM configuration information stored for /dev/rdsk/oOtVdO in default configuration file 
/etc/lvmconf/vgOl. conf to physical volume /dev/rdsk/o0t6d0: 

vgcfgrestore -n /dev/vgOl -o /dev/rdsk/oOtVdO /dev/rdsk/o0t6d0 

WARNINGS 

Preferably, the volume group should be made unavailable before executing vgcfgrestore by executing 
the command 

vgchange -a n vg name 


AUTHOR 

vgcfgrestore was developed by HP. 

SEE ALSO 

vgcfgbackup(lM). 
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NAME 

vgchange- set LVM volume group availability 

SYNOPSIS 

Activate volume group 

/usr/sbin/vgchange -a availability [-1] [-p] [-q quorum] [-s] [-P resync_daemon_count] 
[vgname... ] 

Assign to high availability cluster and mark volume group sharable 

/usr/sbin/vgchange -c cluster -S sharable vg name 

Remarks 

MC/ServiceGuard cluster operations require the installation of the optional MC/ServiceGuard software, 
which is not included in thestandard HP-UX operating system. 

Lock Manager cluster operations require the installation MC/LockManager software which is not included 
with thestandard HP-UX operating system. 

Mirrored disk operations require the installation of the optional HP MirrorDisk/UX software, which is not 
included in thestandard HP-UX operating system. 

DESCRIPTION 

The vgchange command with the-a option activates or deactivates one or more volume groups. 

The vgchange command with the -c option controls the membership of one or more volume groups in a 
high availability cluster. The vgchange command withthe-c and -S options control the membership of 
a volume group and mark it sharable. 

The vgchange command without the -P resync_daemon_count option (default) will spawn one 
nomwcsyncd process for each NOMWC/NONE volume group being activated. This may create a lot of 
nomwcsyncd processes running concurrently when it activates a large number of NOMWC/NONE volume 
groups and overload. 

The -P resync_daemon_count option provides a way to control the number of concurrent nomwcsyncd 
processes. The count is an advisory number and a different count might be chosen internally if load balance 
or other reason is needed. When specified, there are up to resync_daemon_count + 1 nomwcsyncd 
processes: one of them is the controlling processing to spawn others. -P 0 will use the system default 
(currently defined to be 4). 

vg name must be defined as a volume group in the file /etc/lvmtab. If vg name is omitted, all volume 
groups defined in /etc/lvmtab are affected. 

High Availability Cluster Overview 

Volume groups can be defined on disk volumes that are connected to two or more systems in a high availa¬ 
bility cluster. This situation has a high potential for data corruption unless special software is used to coor¬ 
dinate shared access to the same volume group by all systems. This coordination is provided by 
MC/ServiceGuard or MC/LockManager. 

A volume group can be marked as part of a MC/ServiceGuard cluster. When such a group is activated in 
exclusive mode, it can be accessed for exclusive read-write activity by only one of the systems at a time; the 
other systems can have read-only access to the data. 

A volume group can be marked as a part of an MC/LockManager cluster. I n this case, the volume group 
can be marked as sharable, and may be activated in shared mode for read-write access by all the nodes in 
the cluster. Shared read-write access by multiplecluster nodes is coordinated by MC/LockManager's distri¬ 
buted lock manager (DLM). 

Options and Arguments 

vgchange recognizes thefollowing options and arguments: 
vg name The path name of a volume group. 

-a availability Set volume group availability, availability can haveoneofthefollowingvalues: 

y Activate each specified volume group and all associated physical and 
logical volumes for read-write access. If a volume group is marked as 
part of a high availability cluster, it is activated in exclusive read- 
write mode, as for the -a e option. 
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-c cluster 


-S sharable 


e Activate each specified volume group and all associated physical and 
logical volumes for exclusive read-write access. The volume group 
must be marked as part of a high availability cluster, and the availa¬ 
bility software must be running on the system; otherwise, the volume 
group is not activated. 

s Activate each specified volume group and all associated physical and 
logical volume for shared read-write access. The volume group must 
be marked as part of a high availability cluster and marked sharable; 
otherwise, the volume group is not activated. 

If any of the logical volumes in the volume group are mirrored, and if 
there are more than two systems in the high availability cluster, this 
volume group will not be activated because HP MirrorDisk/UX 
software is only supported in a clustered environment with a max¬ 
imum of two nodes configured. 

If the -a y or -a e option is executed on a currently active volume 
group, vgchange attempts to includeany physical volumes that were pre¬ 
viously listed as missing. This is useful if a physical volume has come back 
online. However, no automatic synchronization of any mirrored logical 
volumes is done. If synchronization is required, execute the vgsync com¬ 
mand (see vgsync(lM)). 

r Activate each specified volume group and all associated physical and 
logical volumes for read-only access. This option is ignored for a 
volume group that is already activated. 

If a volume group is marked as part of a high availability cluster, the 
high availability software must be running on the system; otherwise, 
the volume group is not activated. 

n Deactivate each specified volume group and its associated logical 
volumes. You must close the logical volumes prior to executing this 
option. For example, if the logical volume contains a file system, the 
filesystem must be unmounted. 

Control the membership of volume groups in a high availability cluster, cluster 
can haveoneof thefollowingvalues: 

y Mark each specified volume group as a member of the high availabil¬ 
ity cluster. The high availability software must be running; other¬ 
wise, the volume group is not marked. Needs to be done on one node 
only. 

n Remove each specified volume group from membership in the high 
availability cluster. The high availability software does not need to be 
running. 

The volume group must be deactivated with the -a n option before a -c y I n 
option can be executed. 

Control the sharability of volume groups in a high availability cluster, sharable 
can haveoneof thefollowingvalues: 

y Mark each specified volume group as sharable. The high availability 
software must be running: otherwise, the volume group is not 
marked. Needs to be done on one node only. 

n Remove theshared attributefrom the volume group. The high availa¬ 
bility software does not need to be running. 

The volume group must be deactivated with the -a n option before a -S y I n 
option can be executed. 

Disable the opening of logical volumes that belong to each specified volume 
group. If the -1 option is set, later attempts to open the logical volumes will 
fail. To allow an opening of these logical volumes to succeed, execute 
Ivchange -a y. 
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-p 

-q quorum 


Activate each specified voiume group oniy if aii of the physicai voiumes that 
beiong to it are avaiiabie. 

Set the quorum enforcement for each specified voiume group, quorum can have 
one of thefoiiowing vaiues: 

y Enforcethequorum requirement. This isthedefauit. 
n Ignore the quorum requirement. 

The -q n option can be used to activate the voiume group when the disk 
quorum is not maintained because too many disks were iost. Since it ensures 
the integrity of the LVM configuration information, it is normaiiy not advisabie 
to override the quorum. 

Disabiethe synchronization of staie physicai extents within the voiume group 
specified by vg name. This option is oniy effective when used with the -a y or 
-a e option. 


-P resync_daemon_count 

gives the advisory count to controi the number of nomwcsyncd processes on 
voiume group activation. 


Mirrored Disk Activation 

When the optionai HP MirrorDisk/UX software is running and a voiume group is activated, LVM performs 
the necessary mirror consistency recovery for each iogicai voiume in the voiume group based on the state of 
Mirror Write Cache and Mirror Consistency Recovery (see the Consistency Recovery section of 
ivdispiay(lM)). In a non-shared environment, LVM supportsMWC, NOMWC and theNONE recovery. But in 
shared environment, LVM oniy supports NOMWC and theNONE recovery. 

MWC Recover mirror consistency by using the Mirror Write Cache and Mirror Consistency 
Record. This mode impiies that the M irror Write Cache is on. 

NOMWC Recover mirror consistency by searching aii iogicai extents and copying data from a non- 
staiecopy to the other mirror copies. This mode impiies that the Mirror Write Cache is off. 

NONE Do not recover mirror consistency during voiume group activation on this iogicai voiume. 
This mode impiies that the M irror Write Cache is off. 

Next, mirror synchronization refreshes staie mirror copies by copying data from a nonstaiecopy. If the -s 
option is specified on the command iine, mirror synchronization does not occur. However, for those iogicai 
voiumes that have Mirror Write Cache turned off, mirror synchronization is done independentiy of whether 
the-s option appears on the command iine. 

General Activation 

Ifvgchange cannot access a physicai voiume, it iists the voiume's statuses missing. If too many physicai 
voiumes in the voiume group are missing, vgchange reports that the group does not have a quorum and 
cannot deactivated. The iack of a quorum can be overridden with the-q n option. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 

If LANG is not specified or is nuii, it defauitsto "C" (see iang(5)). 

If any internationaiization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Activate volume group /dev/vg03: 

vgchange -a y /dev/vg03 
Deactivate volume group /dev/vg03: 
vgchange -a n /dev/vg03 

Activate volume group /dev/vg03 without synchronizing extents that are not current on logical volumes 
that have Mirror Write Cache turned on: 
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vgchange -a y -s /dev/vg03 

E xc I u si ve Acti vati on 

Set up volume group /dev/vg03 for use in a high availability cluster: 

vgchange -a n /dev/vg03 # Deactivate volume group 

vgchange -c y /dev/vg03 # Enable volume group for HA cluster 

vgchange -c y -S y /dev/vg03 # Enable volume group for HA cluster 

and mark as sharable 

vgchange -a e /dev/vg03 # Activate voliune group in exclusive mode 

vgchange -a s /dev/vg03 # Activate volume group in shared mode 

Activateall volume groups; activate those that are marked for membership in a high availability cluster in 
exclusive mode: 

vgchange -a y 

Activateall volumes that are marked for membership in a high availability cluster in exclusive mode: 
vgchange -a e 

WARNINGS 

Ordinary Operation 

In ordinary operation (i.e., without the optional high availability software), it is possible to activate a 
volume group for read-write access from more than one physically connected system, leading to a high 
potential for data corruption. Therefore, if access is desired from more than one system to a single volume 
group, it is important that only one system activate the volume group for read-write access; the other sys¬ 
tems can use read-only access. There is no problem if all systems activate the volume group for read-only 
access. 

Furthermore, volume group information is only read from the disks during volume group activation. 
Dynamic changes to the volume group such as the following are not propagated to other systems sharing 
the volume group: 

Logical volume configuration changes. 

Changes to the status of the mirrored extents. 

Bad-block relocation that occurs during write operations. 

Because of these limitations, when sharing volume groups between systems it is recommended that logical 
volumes be accessed only by one system at a time. If logical volumes need to be accessed simultaneously, 
the logical volumes should not be mirrored and should not have bad-block relocation turned on, or all sys¬ 
tems should use read-only access to the logical volumes. 

SEE ALSO 

mount(lM), vgcreate(lM), vgextend(lM), vgreduce(lM), vgdisplay(lM). 

If MC/ServiceGuard is installed: cmcheckconf(lM), cmquerycl(lM), and Managing MC/ ServiceGuard. 
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NAME 

vgcreate - create LVM volume group 

SYNOPSIS 

/usr/sbin/vgcreate [-A autobackup] [-x extensibility] [-e max_pe] [-1 maxjv] [-p max_pv] 
[-S pe_size] [-g pvg name] vg name pv path ... 

DESCRIPTION 

The vgcreate command creates a new volume group, vg name is a symbolic name for the volume group 
and must be used in all references to it. vg name is the path to a directory entry under /dev which must 
contain a character special file named group. Except for the group entry, the directory vg name should 
be empty. The vg_name directory and the group file have to be created by the user (see lvm(7)). 

vgcreate leaves the volume group in an active state. 

Before assigning a physical volume to a volume group, the physical volume has to be created using the 
pvcreate command (see pvcreate(lM)). 

If vgcreate failsto install thefirst specified physical volume into the volume group, the volume group is 
not created. If, for any reason, one of the remaining specified physical volumes cannot be installed into the 
volume group, an error message is printed, but the installation continues until the end of the list of physical 
volumes. 


Options and Arguments 

vgcreate recognizes thefollowing options and arguments: 


pv_path 


vgname 


-A autobackup 


-e max_pe 


The block device path name of a physical volume that will be assigned to the new 
volume group. You can specify physical volume links (pv-links) for a physical 
volume providing different paths that reference the same physical volume in the 
pv path list. The order in which the paths are listed is important. Thefirst path 
becomes the primary link to the physical volume, the second becomes an alter¬ 
nate link to the physical volume. The primary link is the default path used to 
access the physical volume. If the primary link becomes unavailable, LVM 
automatically switches to the alternate link to access the physical volume. 

The path name of a subdirectory of the /dev directory, vg name must be 
empty except for a character special file named group. Typically, this directory 
name is in theform /dev/vgNN, where NN numbers sequentially from 00. 

Set automatic backup for this invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the volume 
group. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group. 

n Do not back up configuration changes this time. 

Set the maximum number of physical extents that can be allocated from any of 
the physical volumes in the volume group. The default value for max pe is 
1016. However, if the size of any physical volume exceeds 1016 times the 
pe_size, the default value for max pe is adjusted to match the physical volume 
size. The maximum number of physical extents can be a value in the range 1 to 
65535. 


-g pvg name Create a new physical volume group with the name pvg name. All physical 
volumes specified in the pv path parameter become a member of the newly 
created physical volume group. 

The physical volume group information is stored in an ASCII file, 
/etc/lvmpvg. The file can be edited to create a physical volume group 
instead of using the vgcreate command. However, ensure that the physical 
volumes to be used have already been installed in the volume group prior to 
creating the physical volume group. 

The physical volume group name must be unique within a volume group 
although identical physical volume group names can appear in different volume 
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-1 max Iv 


-p max_pv 


-s pe_size 


-X extensibility 


groups (see lvmpvg(4) for format details). 

Set the maximum number of logical volumes that the volume group is allowed to 
contain. The default value for maxjv is 255. The maximum number of logical 
volumes can be a value in the range 1 to 255. 

Set the maximum number of physical volumes that the volume group is allowed 
to contain. The default value for max_pv is 16. The maximum number of physi¬ 
cal volumes can be a value in the range 1 to 255. 

Sets the number of megabytes in each physical extent, where pe_size is 
expressed in units of megab^rtes (MB) in the range 1 to 256. pe_size must be 
equal to a power of 2 (1, 2, 4, 8, etc.). The default value for pe_size is 4 (four 
megabytes). 

Set theallocation permission for adding physical extents on the physical volumes 
specified by the pv_path parameter, eictensibility can have one of the following 
values: 

y Allow allocation of additional physical extents on the physical volume. 
This is the default. 

n Prohibit allocation of additional physical extents on the physical 
volume. Logical volumes residing on the physical volume can still be 
accessed after the volume group has been activated by the 
vgchange -a y command. 


EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 

EXAMPLES 

Create a volume group named /dev/vgOO containing two physical volumes with extent size set to 2 MB, 
from scratch. 

First, create the directory /dev/vgOO with thecharacter special filecalled group, 
mkdir /dev/vgOO 

mknod /dev/vgOO/group c 64 0x030000 

The minor number for the group file should be unique among all the volume groups on the system. 
It has the format OxNNOOOO, where NN runs from 00 to 09. The maximum value of NN iscon- 
trolled bythekernel tunableparameter maxvgs. 

I nitializethe disks using pvcreate(lM). 

pvcreate /dev/rdsk/cltOdO 
pvcreate /dev/rdsk/clt2d0 

Create the volume group. 

vgcreate -s 2 /dev/vgOO /dev/dsk/cltOdO /dev/dsk/clt2d0 

Create a volume group named /dev/vgOl that can contain a maximum of three logical volumes, 
with extent size set to 8 MB: 

vgcreate -1 3 -s 8 /dev/vgOl /dev/dsk/c3t4d0 

Create a volume group named /dev/vgOO and a physical volume group named PVGO with two phy¬ 
sical volumes: 

vgcreate -g PVGO /dev/vgOO /dev/dsk/cltOdO /dev/dsk/c2tOdO 

Using the PV Links feature to create a volume group named /dev/vgOO with a physical volume 
which can be referenced by two different paths. /dev/dsk/c3t0d0 and /dev/dsk/c4t0d0 
refer to the same physical volume, accessed via different controller hardware paths. I n this example, 
/dev/dsk/c3t0d0 becomes the primary iink to the physical volume. /dev/dsk/c4t0d0 
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becomes an alternate link to the physical volume. 

vgcreate /dev/vgOO /dev/dsk/c3t0d0 /dev/dsk/c4t0d0 


WARNINGS 

It is not possible to create a volume group that contains both HP-1 B devices and devices using another type 
of i nterface. 

SEE ALSO 

pvcreate(lM), vgchange(lM), vgdisplay(lM), vgextend(lM), vgreduce(lM), lvm(7). 
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NAME 

vgdisplay- display information about LVM volume groups 

SYNOPSIS 

/usr/sbin/vgdisplay [-v] [vg name ...] 

DESCRIPTION 

The vgdisplay command displays information about volume groups. For each vg name specified, 
vgdisplay displays information for that volume group only. If no vg name is specified, vgdisplay 
displays names and corresponding information for all defined volume groups. 

The volume group must be activated (see vgchange(lM)) before it can be displayed. 

Options and Arguments 

vgdisplay recognizes thefollowing options and arguments: 
vgname 

The path name of the volume group, for example, /dev/vgOO. 

-V For each volume group, display additional information about logical volumes, physical volumes, 
and physical volume groups. 

Display Without -v Option 

Ifyou omit the -V option, only thefollowing information isdisplayed: 

- Volume groups - 

VG Name The path name of the volume group. 

VG Write Access 

Current access mode of the volume group. Possible values are read/write 
and read-only. 

VG Status State of the volume group: always available, as after a vgchange -a y 

command, since deactivated volume groups are not displayed. 

Max LV Maximum number of logical volumes allowed in the volume group. 

Cur LV Current number of logical volumes in the volume group. 

Open LV Number of logical volumes currently open in the volume group. 

Max PV Maximum number of physical volumes allowed in the volume group. 

Cur PV Current number of physical volumes in the volume group. 

Act PV Number of physical volumes that are currently active. 

Max PE per PV Maximum number (limit) of physical extents that can be allocated from any of 
the physical volumes in the volume group. 

VGDA Number of Volume Group Descriptor Areas within the volume group. 

PE Size Size of each physical extent. 

Total PE Total number of physical extents within the volume group: the sum of the 

number of physical extents belonging to each available physical volume in the 
volume group. (This does not include physical extents belonging to stand-by 
spare physical volumes; presence of these is only possible if you are using mir¬ 
rored disks - see below). 

Alloc PE Number of physical extents currently allocated to logical volumes. 

Free PE Number of physical extents not allocated (not including physical extents belong- 

i ng to stand-by spares). 

Total PVG Total number of physical volume groups within the volume group. 

Total Spare PVs 

Total number of physical volumes that are designated as spares for this volume 
group. This will include both stand-by and active spares - see below. 
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Total Spare PVs in use 

Total number of spare physical volumes that are active in place of (containing all 
data from) a failed physical volume. 


Display With -v Option 

If you specify the-v option, vgdisplay liststhefollowing additional information for each logical volume, 
for each physical volume, and for each physical volume group in the volume group: 

- Logical volumes - 

Information about logical volumes belonging to vgname: 


LV Name 
LV Status 


The block device path name of a logical volume in the volume group. 
State of the logical volume: 


available/stale 

available/syncd 
available 


unavailable 


Logical volume availablebut contains physical extents 
that are not current. 

Logical volume availableand synchronized. 

Logical volume available; stale/ syncd state can¬ 
not be confidently determined because logical volumes 
have both the Mirror Write Cache and Mirror Con¬ 
sistency Recovery turned off. 

Logical volume is not availablefor use. 


LV Size (Mbytes) 

Size of the logical volume. 


Current LE 
Allocated PE 
Used PV 


Number of logical extents in the logical volume. 

Number of physical extents used by the logical volume. 
Number of physical volumes used by the logical volume. 


- Physical volumes - 

Information about physical volumes belonging to vgname: 

PV Name The block device path name of a physical volume in the group. When an alter¬ 

nate link to a physical volume has been added, Alternate Link is displayed 
next tothedevice path name. (See vgeictend(lM) for definition.) 

PV Status State of the physical volume: (NOTE: spare physical volumes are only relevant 

if you have installed HP MirrorDisk/UX software): 

available The physical volume is availableand is not a spare 

physical volume. 

available/data spared 

The physical volume is available. However, it's data 
still resides on an active spare. 

available/active spare 

The physical volume is availableand isan active spare 
physical volume. (An active spare is a spare that has 
taken over for a failed physical volume.) 

available/standby spare 

The physical volume is a spare "standing by" in case of 
a failure on any other physical volume in this volume 
group. It can only be used to capture data from a 
failed physical volume. 

unavailable The physical volume is unavailableand is not a spare 

physical volume. 

unavailable/data spared 

The physical volume is unavailable. However, it's data 
now resides on an active spare, and its data is avail¬ 
able if the active spare is available. 
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unavailable/active spare 

The physical volume is unavailableand it's an active 
spare. Thus, the data on this physical volume is una¬ 
vailable. 

unavailable/standby spare 

The physical volume is a spare "standing by" that is 
not currently available to capture data from a failed 
physical volume. 

Total PE Total number of physical extents on the physical volume. 

Free PE Number of free physical extents on the physical volume. 

Spared from PV 

If the physical volume represents an active spare, this field will show the name 
of the failed physical volume whose data now resides on this spare. This infor¬ 
mation can be used to manually move the data back to the original physical 
volume once it has been repaired (see pvmove(lM)). If it cannot be determined 
which physical volume that the data came from, this field will instead display 
Missing PV. A missing PV would indicate that when the volume group was 
last activated or reactivated (see vgchange(lM)), the "failed" physical volume 
was not able to attach to the volume group. 

Spared to PV If the physical volume represents a failed physical volume, this field will show 
the name of the active spare physical volume that now contains the data that ori¬ 
ginally residing on this volume. This information can be used to manually move 
the data back to the original physical volume (see pvmove(lM)) once it has been 
repaired. 

- Physical volume groups - 

Information about physical volume groups belonging to vgname: 

PVG Name Name of a physical volume group in the volume group. 

PV Name The block device path name of a physical volume in the physical volume group. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 

"C" (seeenviron(5)). 

EXAMPLES 

Display information about all the volume groups within the system: 

vgdisplay 

Display all of the information about one volume group, including the characteristics and status of both the 

logical and physical extents of the volume group: 

vgdisplay -v /dev/vg02 

SEE ALSO 

Ivdisplay(lM), pvdisplay(lM), vgchange(lM), vgcreate(lM). 
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NAME 

vgexport - export an LVM volume group and its associated logical volumes 

SYNOPSIS 

/usr/sbin/vgexport [-m mapfile] [-p] [-v] vg_name 
/usr/sbin/vgexport -m mapfile -s -p -v vg name 

DESCRIPTION 

Using the format of the first command line of the SYNOPSIS above, the vgexport command can be used 
to remove a volume group from the system. The volume group will be removed without modifying the logi¬ 
cal volume information found on the physical volumes. 

The volume group identified by vg name is removed from the /etc/lvmtab file, and the associated dev¬ 
icefiles I ncluding the vgname directory and group file are removed from the system. 

The volume group information and data is untouched on the physical volume. These disks can be imported 
to other system with the vgimport command (see vgimport(lM)). 

Sharable Option, Series 800 Only 

Using the format of the second command line of the SYNOPSIS above, the vgexport command gen¬ 
erates a mapfile that can be copied to other systems that are part of a high availability cluster and the 
vgimport command (see vgimport(lM)) can be used to recreate the volume group. See also 
vgchange(lM). The mapfile contains a description of the volume group and its associated logical volume(s) 
(if any). The logical volume information found on the physical volumes is not modified. Note that with this 
option, the volume group isnot removed from the system. (Seethesecond example below). 

The volume group specified in the mapfile can be shared with the importing systems. The volume group is 
not removed from the exporting system. 

Options and Arguments 

vgexport recognizes thefollowing options and arguments: 
vg name Thepath nameof thevolumegroup. 

-m mapfile By default, a file named mapfile is created in the current directory. This file con¬ 
tains a description of the volume group and its associated logical volume(s) (if any). 
Use this option to specify a different name for the file, mapfile. This file can be used 
as input to vgimport (see vgimport(lM)). When used with the -s option, the 
volume group specified in the mapfile can be shared with other systems in the high 
availability cluster. 

-p Preview the actions to betaken but do not update the /etc/lvmtab file or remove 

the devices file. This option is best used in conjunction with the-v option. 

-V Print verbose messages including the names of the physical volumes associated with 

this volume group. 

-s Sharable option. Series 800 only. When the -s option is specified, then the -p, -v, 

and -m options must also be specified. A mapfile is created that can be used to create 
volume group entries on other systems in the high availability cluster (with the 
vgimport command). 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Export the volume group /dev/vgOl into mapfile vgOl .mymap. The volume group will be removed 
from the export! ng system. 

vgexport -m vgOl.mymap /dev/vgOl 
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Create a mapfileto be copied to other systems in a high avaiiabiiity duster to buiid the voiume group infor¬ 
mation for the voiume group, /dev/vg02 . Note that the voiume group is not removed from the exporting 
system. The importing systems wiii create the voiume group with thevgimport command using the -s 
and -m options. 

vgexport -s -p -m -v vg02.mymap /dev/vg02 

SEE ALSO 

vgimport(lM), vgscan(lM). 
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NAME 

vgextend - extend an LVM volume group by adding physical volumes 

SYNOPSIS 

/usr/sbin/vgextend [-A autobackup] [-g pvg_name] [-x extensibility] [-z sparepv] vg name 
pv path ... 

Remarks 

vgextend cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The vgextend command assigns additional physical volumes to volume group vg name. The volume 
group must be active. 

Volume groups are extended by adding one or more physical volumes specified by pv path ... 

After the physical volumes have been successfully added to the volume group, the disk space they contain 
can be allocated to logical volumes. 

Before assigning an additional physical volume to a volume group, create the physical volume with the 
pvcreate command (see pvcreate(lM)). Then, create the volume group with the vgcreate command, 
assigning at least one physical volume (see vgcreate(lM)). 

If, for any reason, a specified physical volume cannot be installed into the volume group, an error message 
is displayed. However, the installation continues to the end of the list of physical volumes. 

When a pv path refers to one of the physical volumes already in the volume group by a different pv_path 
name to indicate the use of a different controller, this new path becomes an alternate link to the physical 
volume. When two paths that reference the same disk are provided in the pv path list, the order of the 
paths is important. The first path becomes the "primary link" to the physical volume, the second becomes 
an "alternate link" to the physical volume. The primary link is the path used to access the physical volume 
unless the primary link becomes unavailable in which case LVM automatically switches to the alternate 
linkto access the physical volume. 

Options and Arguments 

vgextend recognizes thefollowing options and arguments: 

The block device path name of a physical volume. 

The path name of the volume group. 

Set automatic backup for this invocation of this command, autobackup can have 
one of thefollowing values: 

y Automatically back up configuration changes made to the volume 
group. This is the default. 

After this command executes, the vgcfgbackup command (see 
vgcfgbackup(lM)) is executed for the volume group. 

n Do not back up configuration changes this time. 

Extend an existing physical volume group while the volume group is being 
extended by adding all the physical volumes in the pv path parameter to the 
physical volume group specified by pvg name. 

If the specified physical volume group does not exist, it is created, thus providing 
a means for creating new physical volume groups after the volume group has 
been created. Another way to extend or add a physical volume group is to edit 
the /etc/lvmpvg file as described in vgcreate(lM). See lvmpvg(4) for format 
details. 

Set allocation permission for additional physical extents on the physical volume 
specified by pv path. extensibility can haveoneof thefollowingvalues: 

y Allow allocation of additional physical extents on the physical volume. 

n Prohibit allocation of additional physical extents on the physical 
volume. Logical volumes residing on the physical volume can still be 
accessed. 
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-z sparepv Thisoption requires the installation of the optional HP MirrorDisk/UX software. 

It allows you to mark the physical volume(s) specified by pv path to be either a 
spare physical volume or a regular, non-spare physical volume. (A spare physi¬ 
cal volume can be used to replace an existing physical volume within a volume 
group when mirroring is in effect, in the event the existing physical volume 
fails.) sparepv can haveoneof thefollowingvalues: 

y The physical volume(s) will be used as spare(s). No physical extents 
from a spare physical volume will be available as part of the "free!' 
pool of extents in the volume group. The spare physical volume(s) will 
only be used in the event of another physical volume within this 
volume group becomes unavailable(fails). 

n The physical volume(s) will be used as regular, non-spare members of 
the volume group. This is the default. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Add physical volumes /dev/dsk/cOtldO and /dev/dsk/c0t2d0 to volume group /dev/vg03: 

vgextend /dev/vg03 /dev/dsk/cOtldO /dev/dsk/cOt2dO 

Extend physical volume group PVGO while adding physical volumes /dev/dsk/c0t3d0 and 
/dev/dsk/c0t4d0 to volume group /dev/vg03: 

vgextend -g PVGO /dev/vg03 /dev/dsk/c0t3d0 /dev/dsk/c0t4d0 

Add an alternate link to one of the physical volumes in the volume group where /dev/dsk/c0t4d0 and 
/dev/dsk/clt4d0 refer to the same physical volume (referenced via different controllers), and the 
volume group already contains /dev/dsk/c0t4d0. /dev/dsk/c0t4d0 remains the primary link (in 
use) and /dev/dsk/clt4d0 becomes thealternatelink. 

vgextend /dev/vg03 /dev/dsk/clt4d0 
Add a spare physical volume to a volume group: 

vgextend -z y /dev/vg03 /dev/dsk/c2t4d0 

WARNINGS 

It is not possibleto extend a volume group such that it contains both HP-IB devices and devices that use 
another type of interface. 

The new physical volume which has been added to the volume group could potentially have a different block 
size compared to physical volumes already in the volume group. 

If a logical volume is created on two or more physical volumes which have a different block size, it is not 
possibleto use such logical volume for filesystem purposes. See extendfs(lM). 

For example, when a logical volume contains physical volumes that all have Ik block size, and then it is 
extended to contain a physical volume with 2k block size, then the block size of the volume group is 
increased to 2k. 

SEE ALSO 

pvchange(lM), pvcreate(lM), vgchange(lM), vgcreate(lM), vgdisplay(lM). 
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NAME 

vgimport - import an LVM volume group ontothesystem 


SYNOPSIS 

/usr/sbin/vgimport [-m mapfile] [-p] [-v] vg name pv path ... 

/usr/sbin/vgimport -m mapfile -s -v vg name 

DESCRIPTION 

The vgimport command adds the specified volume group to the system. The physical volumes, specified 
as pv_path ..., are scanned to obtain the volume group information and logical volume information. This 
command works much like vgcreate by requiring that the volume group device directory and the 
group special file be created before the command is executed (see vgcreate(lM)). The vg name is added 
from the /etc/lvmtab file, and the associated logical volume device files are added to the system. 

vgimport assumes that the volume group information has already been created on the physical volumes. 

This command is useful in conjunction with the vgexport command (see vg©<port(lM)), to move volume 
groups from one system to other systems within a high availability cluster. 

vgimport creates logical volume devices files under the vg name directory using the naming convention 
given in mapfile or using the default naming convention used by the Ivcreate command (see 
Ivcreate(lM)). 

Sharable Option, Series 800 Only 

I n the second format of the command line shown in SYNOPSIS, the volume group specified in the mapfile 
is shared. 

vgimport does not activate the imported volume group due to the many possible options at volume group 
activation time. To activate the volume group once it has been successfully imported, use the vgchange 
command (see vgchange(lM)). 


Options and Arguments 

vgimport recognizes thefollowing options and arguments: 


pvpath 

vgname 
-m mapfile 


-P 

—V 


The block device path names of a physical volume. This argument is not used with 
the-s and related options. 

The path name of the volume group. 

Specify the name of the file from which logical volume names and numbers are to be 
read. This option is optional when used as in the first command line format of the 
SYNOPSIS. If this option is not specified, logical volume names are created using the 
default naming convention Ivolnn where nn is the logical volume minor number. 
When used with the -s option, the volume group specified in the mapfile can be 
shared among the export! ng system and the i mporti ng systems. 

Sharable option. Series 800 only. When the -s option is specified, then the -p, -v, 
and -m options must also be specified. The specified mapfile is the same mapfile 
specified by using the vgexport command also using the -p, -m, and -s options. 
The mapfile is used to create the volume groups on the importing systems. 

Preview the actions to betaken but do not update the /etc/lvmtab file or add the 
devices file. This option is best used in conjunction with the-v option. 

Print verbose messages including names of the logical volumes. 


WARNINGS 

Thefollowing warnings should only apply to the -s option when importing devices such as (NIKE) or disks 
with alternate path: 

Since the -s option causes a search on the system for each disks with the same vg_id. When vgim¬ 
port reconstruct the newly imported volume group entry in /etc/lvmtab file, the order of disks could 
be different than it was before. And thefollowing will happen: 

The designated primary and alternate I ink might not be the same as it was configured before. 

Alternate links will be added to the importing volume group even if they might not be configured in 
the volume group initially. 
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If the original primary path of a disks become an alternate path after the newly imported volume group 
entry is created in /etc/lvmtab, the order can be easily reverted by using vgreduce to remove the 
primary path and then use vgextend to add the path back again. 

If additional alternate paths were added to the newly imported volume group, use vgreduce to reduce 
any alternate paths that were added but they were not needed. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Import the volume group /dev/vgOl that is located on physical disks /dev/dsk/cOtldO and 
/dev/dsk/cOtSdO: 

vgimport -v /dev/vgOl /dev/dsk/cOtldO /dev/dsk/cOtSdO 
Activatethe volume group following a successful import: 
vgchange -a y vgOl 

Import the volume group /dev/vgOl using the mapfile, /tmp/vgOl .mymap. mymap was previously 
specified by the vgexport command on another system. The volume group, /dev/vgOl , is specified in 
mymap and will be used by the importing system only: 

vgimport -v -m /tmp/vgOl.mapfile /dev/vgOl \ 

/dev/dsk/cOtSdO /dev/dsk/cOtVdO 

Import the volume group /dev/vg02 using the mapfile, /tmp/vg02 .mymap. mymap was previously 
specified by the vgexport command on another system. The volume group, /dev/vg02 , is specified in 
mymap and will be shared among the exporting system, this system, and other systems importing the 
volume group as shared: 

vgimport -v -s -m /tmp/vg02.mymap dev/vg02 

SEE ALSO 

vgexport(lM), vgscan(lM). 
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NAME 

vgreduce - remove physical volumes from an LVM volume group 

SYNOPSIS 

/usr/sbin/vgreduce vg name pv path ... 

/usr/sbin/vgreduce -f vgname 

Remarks 

vgreduce cannot be performed if the volume group isactivated in shared mode. 

DESCRIPTION 

The vgreduce command removes each physical volume specified by a pv path argument from volume 
group vg_name. 

The vgreduce command with -f option removes all missing physical volume from the volume group. 

All but one physical volume can be removed. The last physical volume must remain in the volume group so 
that the logical volume driver can continue to operate. The last physical volume in the volume group can 
be removed with thevgremove command (see vgremove(lM)). 

Before executing vgreduce, remove all logical volumes residing on each physical volume represented by a 
pv_path by executing Ivremove (see Ivremove(lM)). 

Any physical volume in the pv path list that is also a member of a physical volume group (as defined in 
/etc/lvmpvg) is also removed from the physical volume group. If the physical volume happensto be the 
last one in the physical volume group, the physical volume group is also removed from the volume group. 

When a physical volume in the pv_path list has multiple PV-links, the physical volume is not removed 
from the volume group, until all the links to the volume are removed. When a physical volume in the 
pv path list is the primary link (in use) to a physical volume, removing the link forces LVM to switch to 
the alternate link to access the physical volume. When the pv path removed is an alternate link to the 
device, only the link is removed; the volume group and physical volume are otherwise unchanged. 

Options and Arguments 

vgreduce recognizes thefollowing option and arguments: 

-f vg name force reduction of missing physical volume(s) in a given volume group, vgreduce 
obtains the name of each physical volume (PV) belonging to the volume group from 
the file /etc/lvmtab. It then reads the LVM structures from each PV and com¬ 
pares these with that held by the kernel to work out which PVs are missing. PVs 
which are missing will be candidates for removal. If all the physical extents on the 
missing PV are free then it will be removed from the volume group. Otherwise 
vgreduce will report the physical to logical extent mapping. For missing PVs which 
have extents in use you must free up all the extents by using Ivreduce(lM) and re-run 
vgreduce with the -f option. This option is most commonly used when the 
vgdisplay(lM) command shows "Cur PV" higher than "Act PV" and all of the PVs 
belonging to the volume group are attached. 

pv path The block device path name of a physical volume, 

vg name Thepath nameof thevolumegroup. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Remove physical volume /dev/dsk/cOtldO from volume group /dev/vgOl: 

vgreduce /dev/vgOl /dev/dsk/cOtldO 
Force reduction of missing PVs from volume group: vgOl 
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vgreduce -f /dev/vgOl 

The following messages will appear after missing PVS has been removed successfully: 
PV with key 0 sucessfully deleted from vg /dev/vgOl 
Repair done, please do thefollowing steps. 

1. Save /etc/lvmtab to another file. 

2. Remove /etc/lvmtab. 

3. Usevgscan -v to recreate /etc/lvmtab. 

4. NOW usevgcfgbackup(lM) tosavetheLVM setup. 

SEE ALSO 

vgchange(lM), vgcreate(lM), vgdisplay(lM), vgextend(lM). 
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NAME 

vgremove - remove LVM volume group definition from the system 

SYNOPSIS 

/usr/sbin/vgremove vg name ... 

DESCRIPTION 

The vgremove command removes from the system the last physical volume of the volume group and the 
definition of the volume group or groups specified by vg name .... Since all system knowledge of the 
volume group and its contents are removed, the volume group can no longer be accessed. 

To move a volume group from one system to another, use the vgexport command instead (see 
vg 0 <port(lM)). 

Before executing vgremove, remove all logical volumes residing on the last physical volume by executing 
Ivremove (see Ivremove(lM)). 

vgremove is equivalent to the inverse of executing vgcreate for one physical volume (see 
vgcreate(lM)). 

Before removing a volume group, two steps are necessary: 

1. Remove all the logical volumes belonging to the group by using the Ivremove command (see 
Ivremove(lM)). 

2. Removeall but one physical volume belonging to the volume group by using the vgreduce com¬ 
mand (see vgreduce(lM)). 

If there is any physical volume group created under vg name ..., the physical volume group information is 
also removed from file /etc/lvmpvg. 

Arguments 

vgremove recognizesthefollowingargument: 

vg name The path name of a volume group. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 

EXAMPLES 

Remove volume group /dev/vg02 from the system: 
vgremove /dev/vg02 

SEE ALSO 

Ivremove(lM), vgchange(lM), vgreduce(lM). 
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NAME 

vgscan - scan physical volumes for LVM volume groups 

SYNOPSIS 

/usr/sbin/vgscan [-a] [-p] [-v] 

DESCRIPTION 

The vgscan command allows the re-creation of the /etc/lvmtab file and possibly the associated 
volume group device files. This command should be run only in the event of a catastrophic error such as 
the deletion of the /etc/lvmtab file or the mismatch of names of the physical volumes in the 
/etc/lvmtab fileto the actual physical volume path configuration. If the /etc/lvmtab file exists, the 
information contained in the file is used to assist in rebuilding the file, but the existing file is updated with 
the new corrected configuration. 

vgscan searches each physical volume connected to the system, looking for logical volumes. If there are 
dual controller devices, only the primary controller device path is scanned, uni ess you specify the -a option 
to allow access to all paths. It groups these physical volumes into volume groups by matching the volume 
group information found on the physical volumes. Then it searches the /dev directory for all group dev¬ 
ice files with the LVM major number, and tries to match device files with the logical volumes’ information 
found on the physical volumes. 

If matches occur, it determines the volume group name from the device file path, and updates the 
/etc/lvmtab file with the volume group name and the list of physical volumes paths contained in that 
volume group. For volume groups where the device files cannot be matched, it prints the list of physical 
volumes for each volume group. 

After vgscan completes successfully, run the vgimport command on each set of unmatched physical 
volumes (see vgimport(lM)). 

Options 

vgscan recognizesthefollowingoptions: 

-a Scan all controller device paths for all disks. 

-p Preview the actions that would be taken but do not update file /etc/lvmtab . This option is 
best used in conjunction with the-v option. 

-V Print verbose messages. 

WARNINGS 

Thefollowing warning only applies to dual controller devices (NIKE), or disks with alternate path: 

Since vgscan search each disks on the system in the order of where they have configured. When 
vgscan reconstruct /etc/lvmtab file, theorder of disks in thefilecould be different than it was before. 
Thefollowing will happen: 

The designated primary and alternate I ink might not be the same as it was configured before. 

Alternate links will be added to the /etc/lvmtab file even if they might not be configured in the 
volume group initially. 

The boot information might be incorrect due to different order of disks in the new /etc/lvmtab 
file. 

In order to correct theabove problems, do thefollowing: 

Usevgchange with -a option to activateall volume groups. 

Uselvlnboot with -R option to correct boot information on disk. 

Use vgreduce to reduce any alternate links that were added to the /etc/lvmtab file by 
vgscan, but they were not needed. 

If the original primary path of a disks become an alternate path after /etc/lvmtab file is recon¬ 
structed, the order can be easily reverted by using vgreduce to remove the primary path and use 
vgextend to add the path back again. 

If /etc/lvmtab is destroyed, do not use vgscan to re-construct /etc/lvmtab if the system is 
heavily loaded by an application. Otherwise, vgscan will create an incomplete /etc/lvmtab due to a 
known NIKE/LVM limitation issue. It's important to quiesce the logical volume's I/O before re-constructing 
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the /etc/lvmtab. 

If for some reason, there is a need to re-construct /etc/lvmtab when the system is running production 
appiication, vgscan wiii create a partiai /etc/lvmtab . I n this case, most of the primary paths shouid 
be inciuded in the /etc/lvmtab . Use vgextend to inciudeany missing aiternatepaths in the VG. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the ianguage in which messages are dispiayed. 

If LANG is not specified or is nuii, it defauitsto "C" (see iang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (seeenviron(5)). 

EXAMPLES 

Scan the primary controller device paths for all the physical volumes on the system, but do not update the 
/etc/lvmtab file: 

vgscan -p -v 

Scan all controller device paths to all physical volumes on the system: 
vgscan -a -v 

Scan the primary controller device paths for all the physical volumes on the system and re-create 
/etc/lvmtab file: 

vgscan -v 

The following messages will appear after /etc/lvmtab file is re-created. 

*** LVMTAB has been created successfully. 

*** If PV linksareconfigured in thesystem 
*** Dothefollowingto resync information on disk. 

*** #1. vgchange-a y 
*** ffi. Ivinboot-R 

SEE ALSO 

vgexport(lM), vgimport(lM). 
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NAME 

vgsync - synchronize stale logical volume mirrors in LVM volume groups 

SYNOPSIS 

/usr/sbin/vgsync vg name ... 

Remarks 

This command requires the installation of the optional HP MirrorDisk/UX software, which is not included 
in the standard HP-UX operating system. 

DESCRIPTION 

The vgsync command synchronizes the physical extents of each mirrored logical volume in the volume 
group specified by vg name .... Synchronization occurs only on the physical extents that are stale mirrors 
of theoriginal logical extent. 

The synchronization process can be time consuming, depending on the hardware characteristics and the 
amount of data. Unless disabled, the mirrors within a volume group are synchronized automatically when 
the volume group is activated by the vgchange -a y command. 

Arguments 

vgsync recognizesthefollowingargument: 

vg_name The path name of a volume group. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LANG determines the language in which messages are displayed. 

If LANG is not specified or is null, it defaults to "C" (see lang(5)). 

If any internationalization variable contains an invalid setting, all internationalization variables default to 
"C" (see envi ron (5)). 

EXAMPLES 

Synchronize the mirrors on volume group /clev/vg04: 
vgsync /dev/vg04 

WARNINGS 

It is not advisable to interrupt a vgsync process. 

SEE ALSO 

Ivsync(lM), vgchange(lM), vgdisplay(lM). 
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NAME 

vhe_altlog - login when Virtual Home Environment (VHE) home machine is not available 

SYNOPSIS 

/usr/sbin/vhe/vhe_altlog 

DESCRIPTION 

vhe_altlog is a shell script that permits a user to log in when the home machine is not accessible 
through Virtual Home Environment (VHE). This script is executed when a login using the user name of 
altlogin iscompleted. After the user logs in using the user login name altlogin, vhe_altlog asks for 
a user name and password. If these are valid, the user is logged in on the machine and the home directory 
is a temporary directory such as /tmp. This provides user access to other machines in the group of VHE 
nodes even though a home machine is not available. 

A user entry for altlogin must be present in /etc/passwd for it to be a valid login name. A typical 
entry resembles thefollowing: 

altlogin::6:1::/tmp:/usr/sbin/vhe/vhe_altlog 

DIAGNOSTICS 

If an invalid user name or password is supplied, the attempted login is rejected. 

AUTHOR 

vhe_altlog was developed by HP. 

FILES 

/etc/passwd 

SEE ALSO 

vhe_mounter(lM), vhe_u_mnt(lM), vhe_list(4). 
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NAME 

vhe_mounter - start the Virtual Home Environment (VHE) 

SYNOPSIS 

/usr/sbin/vhe/vhe_mounter 

DESCRIPTION 

vhe_mounter is a shell script that configures a machine to operate with the Virtual Home Environment 
(VHE). VHE enables users to have the same view of their execution environments when logging in on 
machines interconnected with VHE. Machines connected with VHE must also be running the Network File 
System (NFS). 

I nformation needed by vhe_mounter is provided by file /etc/vhe_list which contains a list of host 
names included in the group of VHE machines. 

DIAGNOSTICS 

vhe_mounter always returns exit code 0. 

AUTHOR 

vhe_mounter was developed by HP. 

FILES 

/etc/vhe_list 

SEE ALSO 

vhe_altlog(lM), vhe_u_mnt(lM), vhe_list(4). 


Section lM-888 


1- 


HP-UX Release 11.0: October 1997 


vhe_u_mnt(lM) 


vhe_u_mnt(lM) 


NAME 

vhe_u_mnt - perform N etwork File System (N F S) mount to remote fil e system 

SYNOPSIS 

/usr/sbin/vhe/vhe_u_mnt 

DESCRIPTION 

vhe_u_mnt enables a user to perform a Network File System (NFS) mount to a remote file system. 
vhe_u_mnt is executed upon completion of a login using user name mounter. After logging in as user 
mounter, vhe_u_mnt asks for the name of the machine to which an NFS mount is to be done. If that 
machine name is listed in file /etc/vhe_list, mounts that are valid for that machine are made. This 
prevents the command from giving a user the ability to do NFS mounts to arbitrary machines. File 
/etc/vhe_list contains a list of hostnames that are part of the VFIE group. 

User name mounter must be present in file /etc/passwd file for it to be a valid login name. A typical 
entry resembles: 

mounter::6:1::/:/usr/sbin/vhe/vhe_u_mnt 

DIAGNOSTICS 

If a machine name is supplied that is not contained in /etc/vhe_list, an error message is produced 
indicating that the machine is not on the list of machines availablefor mounting. 

AUTHOR 

vhe_u_mnt was developed by FI P. 

FILES 

/etc/passwd 

/etc/vhe_list 

SEE ALSO 

vhe_altlog(lM), vhe_mounter(lM), vhe_list(4). 
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NAME 

vipw - edit the password file 

SYNOPSIS 

vipw 

DESCRIPTION 

vipw edits the password file while setting the appropriate locks, and does any necessary processing after 
the password file is unlocked. If the password file is already being edited, you will be told to try again later. 
The vi editor is used unless the environment variable EDITOR indicates an alternate editor, vipw 
performs a number of consistency checks on the password entry for root, and does not allow a password 
filewith an incorrectly formatted root entry to beinstalled. 

WARNINGS 

An /etc/passwd.tmp file not removed when a system crashes prevents further editing of the 
/etc/passwd file using vipw after the system is rebooted. 

AUTHOR 

vipw was developed by the University of California, Berkeley. 

FILES 

/etc/passwd.tmp 

SEE ALSO 

passwd(l), passwd(4). 
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NAME 

volcopy, labelit (generic) - copy a filesystem with label checking 

SYNOPSIS 

/usr/sbin/volcopy [options] fsname speciall volnamel special2 volname2 
/usr/sbin/labelit [options] special [fsname volume [-n]] 

DESCRIPTION 

The volcopy command makesa literal copy of the file system using a block size matched to the device. 

Options 

volcopy recognizesthefollowingoptions: 

-F FStype Specify thefilesystemtypeon which tooperate (seefstyp(lM) and fs_wrapper(5)). If 
this option is not included on the command line, then the file system type is deter¬ 
mined from the file /etc/fstab by matching special with an entry in that file. If 
there is no entry in /etc/fstab, then the file system type is determined from the 
file /etc/default/f s. 

-a Invoke a verification sequence requiring a positive operator response instead of the 

standard delay before the copy is made. 

-o specific_options 

Specify options specific to the file system type. specific_options is a list of suboptions 
and/or keyword/attribute pairs intended for an FStype-specific module of the com¬ 
mand. See the file system specific manual entries for a description of the 
specific_options that are supported, if any. 

-s (default) I nvoke the DEL-if-wrong verification sequence. 

-y Assumea yes response to all questions 

-V Echo the completed command line, but perform no other actions. The command line 

is generated by incorporating the user-specified options and arguments with other 
information derived from /etc/fstab. This option allows the user to verify the 
command line. 

Other options are used with 9-track magnetic tapes: 

-bpi density Bits per inch. 

-feet size Size of reel in feet. 

-reel num Beginning reel number for a restarted copy. 

-buf U se dou bl e buffered I /O. 

The volcopy command requests length and density information if they are not given on the command 
line and they are not recorded on an input tape label. If the file system is too large to fit on one reel, the 
volcopy command prompts for additional reels. Labels of all reels are checked. Tapes can be mounted 
alternately on two or more drives. If the volcopy command is interrupted, it asks if the user wants to 
quit or wants to escape to the command interpreter. I n the latter case, other operations (such as executing 
the labelit command) can be performed before returning to the volcopy command by exiting the com¬ 
mand interpreter. 

fsname Thefilesystem nameon thedevice (e.g., root) being copied. 

special The physical disk section or tape (e.g., /dev/rdsk/ls3 or /dev/rmt/cOtOdOBEST). 

volname The physical volume name; it should match the external sticker. Such label names are limited to 
six or fewer characters. Theargument volname can be- to use theexisting volume name. 

speciall The device from which the copy of thefilesystem is being extracted, 
volnamel The volume from which the copy of thefilesystem is being extracted. 
special2 The target device. 
volname2 The target volume. 

The labelit command can be used to provide initial labels for unmounted disk or tape file systems. 
With the optional arguments omitted, the labelit command prints current label values. The-n option 
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provides for initial labeling of new tapes only (this destroys previous contents). The -F, -V, and -o 
options can be specified for the labelit command. The behavior of the -F, -V, and-o options is similar 
to their behavior in thevolcopy command. 

FILES 

/etc/default/fs Filethat specifies the default filesystem type. 

/etc/fstab Static information about the file systems. 


SEE ALSO 

volcopy_F Stype(lM), fs_wrapper(5). 
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NAME 

volcopy, labelit (hfs) - copy an HFS filesystem with label checking 

SYNOPSIS 

/usr/sbin/volcopy [options] fsname speciall volnamel special2 volname2 
/usr/sbin/labelit [options] special [fsname volume [-n]] 

DESCRIPTION 

The volcopy command makes a literal copy of an HFS file system using a block size matched to the dev¬ 
ice. 

Options 

volcopy recognizesthefollowingoptions: 

-F hfs Specifies the HFS file system type. 

-a Invoke a verification sequence requiring a positive operator response instead of the 

standard delay before the copy is made. 

-s (default) I nvoke the DEL-if-wrong verification sequence. 

-y Assumea yes response to all questions 

-V Echo the completed command line, but perform no other actions. The command line 

is generated by incorporating the user-specified options and arguments with other 
information derived from /etc/fstab. This option allows the user to verify the 
command line. 

Other options are used with 9-track magnetic tapes: 

-bpi density Bitsperinch. 

-feet size Size of reel in feet. 

-reel num Beginning reel number for a restarted copy. 

-buf U se dou bl e buffered I /O. 

The volcopy command requests length and density information if they are not given on the command 
line and they are not recorded on an input tape label. If the file system is too large to fit on one reel, the 
volcopy command prompts for additional reels. Labels of all reels are checked. Tapes can be mounted 
alternately on two or more drives. If the volcopy command is interrupted, it asks if the user wants to 
quit or wants to escape to the command interpreter. I n the latter case, other operations (such as executing 
the labelit command) can be performed before returning to the volcopy command by exiting the com¬ 
mand interpreter. 

fsname Thefilesystem nameon thedevice (e.g., root) being copied. 

special The physical disk section or tape (e.g., /dev/rdsk/ls3 or /dev/rmt/cOtOdOBEST). 

volname The physical volume name; it should match the external sticker. Such label names are limited to 
six or fewer characters. Theargument volname can be- to use theexisting volume name. 

speciall The device from which the copy of thefilesystem is being extracted, 
volnamel The volume from which the copy of thefilesystem is being extracted. 
special2 The target device. 
volname2 The target volume. 

The labelit command can be used to provide initial labels for unmounted disk or tape file systems. 
With the optional arguments omitted, the labelit command prints current label values. The-n option 
provides for initial labeling of new tapes only (this destroys previous contents). The -F and -V options can 
be specified for the labelit command. The behavior of the -F and -V options is similar to their 
behavior in the volcopy command. 

SEE ALSO 

fstyp(lM), volcopy(lM), fs_wrapper(5). 
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NAME 

volcopy, labelit (vxfs) - copy a VxFS filesystem with label checking 

SYNOPSIS 

/usr/sbin/volcopy [-F vxfs] [-V] [-a] [-s] [-y] 

fsname special 1 volnamel special2 volname2 

/usr/sbin/labelit [-F vxfs] [-V] [-n] special [fsname volume] 

DESCRIPTION 

The volcopy command makes a literal copy of a VxFS file system using a block size matched to the dev¬ 
ice. 


Options 

volcopy recognizes thefollowing options and command-line arguments: 


-F vxfs 
-V 


-a 


-s 


-y 


Specify the file-system type (vxfs). 

Validate the command line options, however, the command is not executed. If the 
options specified are valid, the complete command line is echoed. If the options 
specified are not valid, an error message is printed. 

Normally, before copying the file system, volcopy delays so that the user can inter¬ 
rupt the copying if needed. This option invokes a verification sequence requiring a 
positive operator response i nstead of the standard delay. 

(default) Before copying the file system, prints a message and allows the user to inter¬ 
rupt the copy if needed. 

Assumea yes response to all questions 


Other options are used with 9-track magnetic tapes: 


-bpi density Bitsperinch. 
-feet size Size of reel in feet. 


-reel num Beginning reel number for a restarted copy. 

-buf U se dou bl e buffered I /O. 

The volcopy command requests length and density information it is not given on the command line or if 
it is not recorded on an input tape label. If the file system is too large to fit on one reel, volcopy 
prompts for additional reels. Labels of all reels are checked. Tapes can be mounted alternately on two or 
more drives. If volcopy is interrupted, it asks if the user wants to quit or to escape to the command 
interpreter. In the later case, other operations (such as labelit) can be performed before returning to 
volcopy by exiting the command interpreter. 

The fsname argument represents the file system name on the device (e.g., root) being copied, 
special should be the physical disk section ortape(e.g., /dev/rdsk/o0t4d0s0 or /dev/rmt/Omb). 

volname is the physical volume name; it should match the external sticker. Such label names are limited 
to six or fewer characters. The argument volname can be - to use the existing volume name. 

The arguments special 1 and volnamel are the device and volume, respectively, from which the copy of the 
file system is being extracted. The arguments special2 and volname2 are the target device and volume, 
respectively. 

The labelit command can be used to provide initial labels for unmounted disk or tape file systems. 
With the optional arguments omitted, labelit prints current label values. -F and -V options can be 
specified for labelit . The behavior of -F and -V options are similar to the behavior of volcopy . The 
option -n of labelit provides for initial labelingof new tapes (this destroys previous contents). 


SEE ALSO 

volcopy(lM), labelit(lM). 
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NAME 

vtdaemon - respond to vt requests 

SYNOPSIS 

vtdaemon [-g[ngat0/\/ay] ] [-n] Ian_d 0 /ice Ian_d 0 /ice ... 

DESCRIPTION 

vtdaemon responds to requests from other systems (via local area network) made by vt (see vt(l)). 
vtdaemon spawns a server to respond to each request that it receives. 

Options 

vtdaemon recognizes thefollowing command-lineoptions and arguments: 

-g[ngateway] 

Causes vtdaemon to rebroadcast all requests received on one Ian device to all other Ian 
devices specified on the command line. The optional parameter ngateway specifies the 
maximum number of vtgateway servers that can be in operation concurrently. If ngateway 
is not specified, there is no limit on the number of vtgateway servers that can be in opera¬ 
tion concurrently. 

-n Causes vtdaemon to ignore all requests that have come through a gateway. 

The remaining arguments arethefull path names of Ian devices that vtdaemon looks for requests on. If no 
Ian devices are specified, the default Ian device is used. 

The major number for this device must correspond to a IEEE 802.3 local area network device. 

Another function of vtdaemon is to create portals and service portal requests. A portal is a callout device 
that can be used by uucico to communicate to another machine via local area network (see uucico(lM)). 
Portals are created by vtdaemon according to the configuration information found in the file 
/etc/uucp/L-vtdevices. Each line in L-vtdevices hastheformat: 

<calldev>{,<lan device>] <nodename> 

For each line, vtdaemon creates a portal named callde/ in /dev. Whenever this device is opened, 
vtdaemon spawns a server that creates a connection to the system specified by nodename via the Ian dev¬ 
ice specified. If no Ian device is specified, the first one specified on the command line when vtdaemon was 
started is used (or the default Ian device is used if no Ian devices were specified on the command line). 

vtdaemon should determinated by sending signal SIGTERM to it. When vtdaemon receives this signal 
it removes all of the portals it created in /dev before exiting. 

DIAGNOSTICS 

Diagnostics messages produced by vtdaemon are written to /var/adm/vtdaemonlog. 

WARNINGS 

vtdaemon uses the Flewlett-Packard LLA (Link Level Access) direct interface to the FI P network drivers, 
vtdaemon uses the multicast address OxOlAABBCCBBAA. It should not be used or deleted by other 
applications accessing the network, vtdaemon uses the following IEEE 802.3 sap (service access point) 
values: 0x90, 0x94, 0x98, 0x9C, OxAO, 0xA4, 0xA8, OxAC, OxBO, 0xB4, 0xB8, OxBC, OxCO, 
0xC4, 0xC8, OxCC, OxDO, and 0xD4. They should not be used by other applications accessing the net¬ 
work. 

Desktop HP-UX 

If your system has been installed with the Desktop FIP-UX product, then both ptydaemon and vtdae¬ 
mon will not be started by default. In order to start these daemons, change PTYDAEMON_START and 
VTDAEMON_START from a "0" to a "1" in the /etc/rc. config.d/ptydaemon and 
/etc/rc.config.d/vt files, respectively. The system must either be rebooted for these changes to 
takeeffect, or you can manually start both daemons by typing : 

/usr/sbin/ptydaemon 
/usr/sbin/vtdaemon /dev/lanO 

where / dev/ lanO is the character special device file corresponding to the IEEE802.3 local area network 
device. 
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FILES 

/var/adm/vtdaemonlog logfile used by vtdaemon. 
/dev/lanO default Ian device name. 


SEE ALSO 

vt(l), uucico(lM). 
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NAME 

vxdiskusg (vxfs) - generate disk accounting data of VxFS file systems by user ID 

SYNOPSIS 

/usr/sbin/acct/vxdiskusg [options] [file...] 

DESCRIPTION 

vxdiskusg generates intermediate disk accounting information from data in file, or the standard input if 
the -s flag is specified and file is omitted, vxdiskusg outputs lines on the standard output, one per 
user, in thefollowingformat: 

uid login ttilocks 
where: 

uid User's numerical user ID, 

login User's login name, and 

ttilocks Total number of disk blocks allocated to this user. 

Without the -s option, file ... is the special filename of device(s) containing file systems, vxdiskusg 
reads only the inodes of filesystems for disk accounting. 

Options 

vxdiskusg recognizesthefollowingoptions: 

-s Input data is already in vxdiskusg output format, vxdiskusg combines all 

lines for a singleuser intoa singleline. 

-V verbose. Print a list on standard error of all files that are charged to no one. 

-i ignlist Ignore the data on those file systems whose file system name is in ignlist. ignlistisa 
list of file system names, separated by commas or separated by spaces and enclosed 
within quotes, vxdiskusg compares each name in this list with the file system 
name stored in the volume name(seevolcopy_vxfs(lM)), if it exists. 

-p file Use file as the name of the password file to generate login names, /etc/passwd 

is used by default. 

-u file Write records to file of files that are charged to no one. Records consist of the special 

filename, the inode number, andtheuseriD. 

The output of vxdiskusg is normally the input to acctdisk (see acct(lM)) which generates total 
accounting records that can be merged with other accounting records, vxdiskusg is normally run in 
dodisk (seeacctsh(lM)). 

EXAMPLES 

Thefollowing generates daily disk accounting information for the file systems on these disks: 

for i in /dev/vgOO/lvoll /dev/vg00/lvol6 /dev/vg00/lvol7; do 
vxdiskusg $i > dtmp.'basename $i' & 

done 

wait 

vxdiskusg -s dtmp.* | sort +0n +1 | acctdisk > disktacct 

FILES 

/etc/passwd used for user-iD-to-login-name conversions 

SEE ALSO 

acct(lM), acctsh(lM), volcopy(lM), volcopy_vxfs(lM), acct(4), diskusg(lM). 

STANDARDS CONFORMANCE 

vxdiskusg: SVID2, SVID3 
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NAME 

vxdump, rvxdump (vxfs) - incremental filesystem dump, local or across network 

SYNOPSIS 

/usr/sbin/vxdump [-nuwW] [-0123456789] [-f file_name] 

[-d density] [-s size] [-T time] [-b block_size] 

[-B records] filesystem 

/usr/sbin/rvxdump [-nuwW] [-0123456789] [-f file name] 

[-d density] [-s size] [-T time] [-b block_size] 

[-B records] filesystem 

/usr/sbin/vxdump [option [argument ...] filesystem] 

/usr/sbin/rvxdump [option [argument ...] filesystem] 

DESCRIPTION 

vxdump and rvxdump copy to magnetic tape all files in the vxfs filesystem that have been changed after 
a certain date. This information is derived from the files /var/adm/dumpdates and /etc/fstab. 

vxdump and rvxdump support both getopt(3C) and traditional dump command line invocations as shown 
above. The original dixnp command line style is supported for compatibility with previous versions of 
vxdump and for synonymy with the existing dump program used for hfs file systems. For the traditional 
command line style, option consists of characters from the set 0123456789bBdfnsTuWw without any 
intervening white space. 

On most devices vxdump can detect end-of-media and prompt for the media to be changed, so it is not 
necessary to specify the size of the device. Flowever, if the dump will require multipletapes and the tapes 
are to be read using an older version of vxrestore, or if the tape device handles end-of-media in a way 
that vxdump doesn't understand, then the size of the device must be specified using either the -B option 
or a combination of the -d and -s options. 

Options 

-number Where number is in the range [0-9]. This number is the dump level. All files modified since 
the last date stored in the file /var/adm/dumpdates for the same file system at a 
lesser dump level will be dumped. Thus, the option -0 causes the entire file system to be 
dumped. If no date is determined by the level, the beginning of time is assumed. 

-B records 

The number of logical records per volume. The vxdump logical record size is 1024 bytes, 
records can also be specified with a suffix to indicate a unit of measure other than 1024 
bytes. A k, m, or g can be appended to the number to indicate that the value is in kilo¬ 
bytes, megabytes, or gigabytes, respectively. This option overrides the calculation of tape 
size based on length and density. 

-b block_size 

The blocking factor is taken from the block_size option argument, (default is 63 if -b is 
not specified). Block size is defined as the logical record size times the blocking factor, 
vxdump writes logical records of 1024 bytes. Older versions of vxdump used a blocking 
factor of 10 for tapes with densities less than 6250 BPI, and 32 for tapes with densities of 
6250BPI or greater, vxrestore will dynamicallydetermine the blocking factor. 

-d density 

The density of the tape (expressed in BPI). This is used in calculating the amount of tape 
used per tape reel. If the -s option isspecified, a default density valueof 1600 is assumed 
a for a reel tape. 

-f file_name 

Place the dump on the file file_name instead of the tape. If the name of the file is -, 
vxdump writes to the standard output. This option can be of the form machine: de/ice to 
specify a tape device on a remote machine. 

-n Whenever vxdump requires operator attention, notify all users in group operator by 

means similar to that described by wall (IM). 

-s size size is the size of the dump tape, specified in feet. When the specified size is reached, 
vxdump waits for reels to be changed. If the -d option isspecified, a default size valueof 
2300 is assumed a for a reel tape. 
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-u If the dump completes successfully, write on file /var/adm/dumpdates the date when 

the dump started. This file records a separate date for each file system and each dump 
level. The format of /var/adm/dumpdates is user-readable and consists of one free- 
format record per line: file system name, increment level and dump date in ctime(3C) for¬ 
mat. The file /var/adm/dumpdates can be edited to change any of the fields if neces¬ 
sary. 

-T date Use the specified date as the starting time for the dump instead of the time determined 
from looking in /var/adm/dumpdates. The format of date is the same as that of 
ctime(3C) This option is useful for automated dump scripts that wish to dump over a 
specific period of time. The -T option is mutually exclusive with the -u option. 

-W For each file system in /var/adm/dumpdates, print the most recent dump date and 

level, indicating which file systems should be dumped. If the -W option is set, all other 
options are ignored and vxdump exits immediately. 

-w Operates likeW, but prints only filesystems that need to bedumped. 

If no arguments are given, the options are assumed to be -9u and a default file system is dumped to the 
default tape. 

Operator I nteraction 

vxdump requires operator intervention for any of thefollowing conditions: 

• end of tape, 

• end of dump, 

• tape-write error, 

• tape-open error, or 

• disk-read error (if errors exceed threshold of 32). 

I n addition to alerting all operators implied by the -n option, vxdump interacts with the control terminal 
operator by posing questions requiring yes or no answers when it can no longer proceed or if something is 
grossly wrong. 

Since making a full dump involves considerable time and effort, vxdump establishes a checkpoint at the 
start of each tape volume. If, for any reason, writing that volume fails, vxdump will, with operator per¬ 
mission, restart from the checkpoint after the old tape has been rewound and removed and a new tape has 
been mounted. 

vxdump periodically reports information to the operator, including estimates (typically low) of the number 
of blocks to write, the number of tapes it will require, time needed for completion, and the time remaining 
until tape change. The output is verbose to inform other users that the terminal controlling vxdump is 
busy and will be for some ti me. 

Compatibility 

The dump tape format is independent of the VxFS disk layout. A dump of a file system with the Version 3 
disk layout can be restored on a file system using the Version 2 disk layout or even a file system of another 
file system type, with thefollowing exceptions: 

• Files larger than 2 Gbyte cannot be restored by earlier versions of vxrestore . If a file larger than 2 
Gbyte is encountered, vxrestore will skipthefileand producethediagnostic: 

Resync restore, skipped num blocks 

• Files larger than 2 Gbyte cannot be restored on a file system that does not support large files (see 
mount_vxfs(lM)). 

• A file with a large uid (user ID of the file owner) or large gid (group ID of the file owner) cannot be 
restored correctly on a file system that does not support large I Ds. I nstead, the owner and/or group of 
the file will be that of the user invoking vxrestore. (A large ID is a value grater than 65535. The 
VxFS Version 2 disk layout does not support lage I Ds). 

• Files with VxFS extent attributes (seeset©ct(lM)) cannot be restored on a file system of a type that does 
not support extent attributes. 

If you use vxdump to produce a dump intended for an earlier version of vxrestore, and if the dump 
requires multipletapes, you should usethe-s, -d, or -B option. 

Dumps produced by older versions of vxdump can be read by the current version of vxrestore. 
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NOTES 

Dumps should be performed with the file system unmounted or the system in single-user environment (see 
init(lM)) to insure a consistent dump. If the VxFS Advanced package is installed, the dump can be per¬ 
formed in the multi-user environment using a snapshot file system with the online backup facility (see the 
snapof=file option of mount_vxfs(lM)). 

Up to 32 read errors on the file system are ignored. 

Each reel requires a new process; thus parent processes for reels already written remain until the entire 
tape is written. 

vxdump creates a server, /usr/sbin/rmt, on the remote machineto access thetape device. 

EXAMPLES 

I n the foil owing example, assume that the file system /mnt is normally attached to the file tree at the root 
directory, (/). 

This example causes the entire file system (/mnt) to be dumped on /dev/rmt/Om and specifies that the 
the size of the tape is 2 gigabytes. 

vxdump -0 -B 2g -f /dev/rmt/Om /mnt 
Or, usingthetraditional command linesyntaxand specifyingthetapesizein logical records: 
vxdump OBf 2097152 /dev/rmt/Om /mnt 

where the option argument "2097152" goes with the option letter B as it is the first option letter that 
requires an option argument, and where the option argument "/dev/rmt/Om" goes with the option letter f 
as it is the second option letter that requires an option argument. 

AUTHOR 

vxdump and rvxdump are based on the dump and rdump programs from the 4.4 Berkeley Software 
Distribution, developed by thethe University of California, Berkeley, and its contributors. 

FILES 

/dev/rdsk/cOtOdO 
/dev/rmt/Om 
/var/adm/dumpdates 
/etc/fstab 
/etc/mnttab 
/etc/group 

SEE ALSO 

rmt(lM), vxrestore(lM), fstab(4). 


Default file system to dump from. 
Default tape unit to dump to. 

New format-dump-date record. 

Dump table: filesystems and frequency. 
M ou nted fi I e system tabi e. 

U sed to find group operator. 
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NAME 

vxrestore, rvxrestore (vxfs) - restore file system incrementally, local or across network 

SYNOPSIS 

/usr/sbin/vxrestore [-rRtxihmvy] [-s number] 

[-b block_size] [-e opt] [-f file] [file_name ...] 

/usr/sbin/rvxrestore [-rRtxihmvy] [-s number] 

[-b block_size] [-e opt] [-f file] [file_name ...] 

/usr/sbin/vxrestore key [file_name ...] 

/usr/sbin/rvxrestore key [file name ...] 

DESCRIPTION 

rvxrestore is another name for vxrestore. vxrestore reads tapes previously dumped by the 
vxdump or rvxdump command (see vxdump(lM)). 

vxrestore and rvxrestore support both getopt(3C) and traditional restore command line invoca¬ 
tions as shown above. The original restore command line style is supported for compatibility with previ¬ 
ous versions of vxrestore and for synonymy with the existing restore program used for hfs file sys¬ 
tems. 

For theoriginal restore command linestyle, actions taken arecontrolled by the k^ argument where key 
is a string of characters containing exactly one function letter from the group rRxtsi, and zero or more 
function modifiers from the group befhmvy. One or more file_name arguments, if present, are file or 
directory names specifying the files that are to be restored. Unless the h modifier is specified (see below), 
the appearance of a directory name refers to the files and (recursively) subdirectories of that directory. 

Options 

-r Read the tape and load into the current directory, -r should be used only after careful con¬ 
sideration, and only to restore a complete dump tape onto a clear file system or to restore an 
incremental dump tape after a full-level zero restore. Thus, 

/usr/sbin/newfs -F vxfs /dev/rdsk/cOtOdO 
/usr/sbin/mount -F vxfs /dev/dsk/cOtOdO /mnt 
cd /mnt 
vxrestore -r 

is a typical sequence to restore a complete dump. Another vxrestore can then be per¬ 
formed to restore an incremental dump on top of this. Note that vxrestore leaves a file 
restoresymtab in the root directory of the file system to pass information between incre¬ 
mental vxrestore passes. This file should be removed when the last incremental tape has 
been restored. 

-R Resume a full restore, vxrestore restarts from a checkpoint it created during a full restore 
(see -r above). It requests a particular tape of a multi-volume set on which to restart a full 
restore. This provides a meansfor interrupting and restartinga multi-volume vxrestore. 

-X Extract named files from the tape. If the named file matches a directory whose contents had 
been written onto the tape, and the -h option is not specified, the directory is recursively 
extracted. The owner, modification time, and mode are restored (if possible). If no file_name 
argument is given, the root directory is extracted, which results in the entire contents of the 
tape being extracted, unless -h has been specified. 

-t Names of file_names, as specified on the command line, are listed if they occur on the tape. If 
nofile_name is given, the root directory is listed, which results in the entire content of the tape 
being listed, unless -h has been specified. 

-snumber 

number is used as the dump file number to recover. This is useful if there is more than one 
dump file on a tape. 

-i This option allows interactive restoration of files from a dump tape. After reading in the direc¬ 
tory information from the tape, vxrestore provides a shell-like interface that allows the 
user to move around the directory tree selecting files to be extracted. The availablecommands 
are given below; for those commands that require an argument, the default is the current direc¬ 
tory. 
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add [arg] The current directory or specified argument is added to the list of files 
to be extracted. If a directory is specified, it and all its descendants 
are added to the extraction list (unless the h key is specified on the 
command line). File names on the extraction list are displayed with a 
leading * when listed by Is. 

cd [arg] Change the current working directory to the specified argument. 

delete [arg] The current directory or specified argument is deleted from the list of 
files to be extracted. If a directory is specified, it and all its descen¬ 
dants are deleted from the extraction list (unless h is specified on the 
command line). The most expedient way to extract most files from a 
directory is to add the directory to the extraction list, then delete 
unnecessary files. 

extract All files named on the extraction list are extracted from the dump 
tape, vxrestore asks which volume the user wants to mount. 
The fastest way to extract a few files is to start with the last volume, 
then work toward the first volume. 


help 

Is [arg] 


pwd 

quit 

set-modes 

verbose 


List a summary of the avallablecommands. 

List the current or specified directory. Entries that are directories are 
displayed with a trailing /. Entries marked for extraction are 
displayed with a leading *. If the verbose key is set, the inode 
number of each entry is also listed. 

Print thefull pathname of the current working directory. 

vxrestore immediately exits, even if the extraction list is not 
empty. 

Set the owner, modes, and times of all directories that are added to 
the extraction list. Nothing is extracted from thetape. This setting is 
useful for cleaning up after a restore aborts prematurely. 

The sense of the v modifier is toggled. When set, the verbose key 
causes the Is command to list the inode numbers of all entries. It 
alsocauses vxrestore to print out information about each file as it 
is extracted. 


The foil owing options can be used in addition to the letter that selects the primary function desired: 

-b block_size 

Specify the block size of the tape in Kbytes. If the -b option is not specified, vxrestore 
will determine the tape block size dynamically. [This option is exists to preserve backwards 
compatibility with previous versions of vxrestore.] 

-e opt 

Specify how to handle a vxfs file that has extent attribute information. Extent attributes 
include reserved space, a fixed extent size, and extent alignment. It may not be possible to 
preserve the information if the destination file system does not support extent attributes, has a 
different block size than the source file system, or lack free extents appropriate to satisfy the 
extent attribute requirements. Valid values for opt are: 

warn Issuea warning message if extent attribute information cannot bekept (thedefault). 
force Fail to restore thefileif extent attribute information cannot bekept. 
ignore Ignore extent attribute information entirely. 

-f file 

Specify the name of the archive instead of /dev/rmt/Om. If the name of the file is -, 
vxrestore reads from standard input. Thus, vxdump and vxrestore can be used in a 
pipelineto vxdump and vxrestore a filesystem with thecommand 

vxdump Of - /usr | (cd /mnt; vxrestore xf -) 

An archive name of the form machine: device can be used to specify a tape device on a remote 
machine. 
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-h Extract the actual directory, rather than the files to which it refers. This prevents hierarchical 
restoration of complete subtrees. 

-m Extract by inode numbers rather than by file name. This is useful if only a few files are being 
extracted and one wants to avoid regenerating the complete pathname to the file. 

-V Type the name of each file restored, preceded by its file type. Normally vxrestore does its 
work silently: the -v option specifies verbose output. 

-y Do not ask whether to abort the operation if vxrestore encounters a tape error. Normally 
vxrestore asks whether to continue after encountering a read error. With this option, 
vxrestore continues without asking, attempting to skip over the bad tape block(s) and con¬ 
tinue as best it can. 

vxrestore creates a server, /usr/sbin/rmt, on the remote machineto access thetape device. 

DIAGNOSTICS 

vxrestore complains if a read error is encountered. If the -y option has been specified, or the user 
responds y, vxrestore attempts to conti nue the restore. 

If the dump extends over more than one tape, vxrestore asks the user to change tapes. If the -x or 
-i option has been specified, vxrestore also asks which volume the user wants to mount. Thefastest 
way to extract a few files is to start with the last volume and work towards the first volume. 

There are numerous consistency checks that can be listed by vxrestore. Most checks are self- 
explanatory or can "never happen". Here are some common errors: 

filename: not found on tape 

The specified file name was listed in thetape directory but not found on thetape. This is caused 
by tape read errors while looking for the file, and from using a dump tape created on an active 
filesystem. 

expected next file inumber, got inumber 

A file not listed in the directory showed up. This can occur when using a dump tape created on 
an active file system. Dumps should be performed with thefilesystem unmounted or thesystem 
in single-user environment (see init(lM)) to insure a consistent dump. If the VxFS Advanced 
package is installed, the dump can be performed in the multi-user environment using a snapshot 
filesystem with the online backup facility (seethe snapof=file option of mount_vxfs(lM)). 

Incremental tape too low 

When doing an incremental restore, a tape that was written before the previous incremental 
tape, or that has too low an incremental level has been loaded. 

Incremental tape too high 

When doing an incremental restore, a tape that does not begin its coverage where the previous 
incremental tape left off, or that has too high an incremental level has been loaded. 

Tape read error while restoring filename 

Tape read error while skipping over inode inumber 

Tape read error while trying to resynchronize 

A tape-read error has occurred. If a file name is specified, the contents of the restored files are 
probably partially wrong. If vxrestore is skipping an inode or is trying to resynchronize the 
tape, no extracted files are corrupted, although files may not be found on thetape. 

Resync restore, skipped num blocks 

After a tape-read error, vxrestore may have to resynchronize itself. This message indicates 
the number of blocks skipped over. This message will also be generated by older versions of 
vxrestore while skipping over files larger than 2 Gbyte dumped by a more recent version of 
vxdump. 


NOTES 

If the dump tape contains files larger than 2 Gbyte, and if thefilesystem being restored to does not support 
files larger than 2 Gbyte, the file will not be restored correctly. I nstead it will be truncated to 2 Gbyte. 

A filewith a largeuid (user ID of the file owner) or large gid (group ID of the file owner) cannot be restored 
correctly on a file system that does not support large I Ds. I nstead, the owner and/or group of the file will 
be that of the user invoking vxrestore . (A large ID is a value grater than 65535. The VxFS Version 2 
disk layout does not support I age I Ds). 
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Dumps produced by older versions of vxdump can be read by the current version of vxrestore. 

vxrestore can restore files to a file system of a type other than VxFS. If the file system type does not 
support extent attributes, than theextent attributes will not be restored (seethe -e option). 

WARNINGS 

vxrestore can get confused when doing incremental restores from dump tapes that were made on active 
filesystems. 

A level-zero dump (see the vxdump(lM) manual page) must be done after a full restore. Since vxre¬ 
store runs in user code, it has no control over inode allocation: thus a full dump must be done to get a 
new set of directories reflecting the new inode numbering, even though the contents of the files are 
unchanged. 

AUTHOR 

vxrestore and rvxrestore are based on the restore program distributed in the 4.4 Berkeley 
Software Distribution, developed by thethe University of California, Berkeley, and its contributors. 


FILES 

/dev/rmt/Om 
/tmp/rstdr * 
/tmp/rstmd* 

./restoresymtab 


default tape drive 

filecontaining directories on thetape 
owner, mode, and time stamps for directories 
information passed between incremental restores 


SEE ALSO 

vxdump(lM), extendfs_vxfs(lM), fsadm_vxfs(lM), mkfs(lM), mount(lM), newfs(lM), rmt(lM). 
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NAME 

vxupgrade- upgradethedisk layout of a VxFS filesystem 

SYNOPSIS 

/usr/sbin/vxupgrade [-n new_version] [-r rawde/] mount_polnt 

DESCRIPTION 

vxupgrade prints the current disk layout version number for a VxFS filesystem or upgrades the file sys¬ 
tem to a new disk layout, vxupgrade operates on file systems mounted for read/write access: 
mount_polnt must bea mounted VxFS filesystem. Only a privileged user can query or upgradea VxFS file 
system. 

When Invoked with the -n option, vxupgrade upgrades the disk layout to the specified version. When 
invoked without the the -n option, vxfs prints thedisk layout version number of the file system. 

Options 

-n new_version Disk layout version number to upgrade to. new_version Is 3. 

-r rawde/ Pathname of raw device to use. This option can be used when vxupgrade cannot 

determine what the raw device corresponding to the mount point is (when 
/etc/mnttab is corrupted, for instance). 

To perform an upgrade, vxupgrade freezes the file system, allocates and Initializes the new structures, 
frees the space used by the old structures, and then thaws the file system. This process should not keep 
the file system frozen for more than a few seconds. 

vxupgrade makes use of a lock file (lost-Ffound/ . fsadm) on the file system to ensure that only one 
Instance of vxupgrade Is running at any time, vxupgrade and fsadm cannot be run simultane¬ 
ously, so the lock file also ensures that vxupgrade Is not run while a file system reorganization Is In pro¬ 
gress. When vxupgrade Is Invoked for an upgrade. It opens the lock file In the root of the file system 
specified by mount_polnt. If thefiledoesn't exist, it iscreated. Thefcnti(2) system call Is used to obtain a 
write lock on the file. If the write lock falls, vxupgrade will assume that another vxupgrade or an 
fsadm Is running and will fall. 

NOTES 

Once a file system has been upgraded to Version 3, It Is no longer mountable with releases of VxFS prior to 
VxFS 3.0. 

Filesystems cannot be downgraded. 

Free Space Requirement 

vxupgrade requires some free space on the file system In order to perform the upgrade, and the upgrade 
may fall If not enough free space Is available. It Is difficult to determine the exact amount of space required 
to upgradea VxFS filesystem: however, one can estimate the maximum space required. 

To upgrade a Version 2 file system with n * 1024 Inodes (allocated only) and m * 32768 blocks to Version 3, 
the worst-case minimum value Is at least n * 2432 bytes -F m * 8220 bytes -F 115 Kbytes, In extents of 8 
Kbytes or larger. Free extents of larger than 8 Kbytes may be required, so this Is only a lower bound on 
the worst-case minimum required. Since this Is the worst-case minimum. It may be possible to upgrade 
with less free space available. After the upgrade to Version 3 Iscompleted, all of this free space, pi us some 
additional free space, will be reclaimed. 

DIAGNOSTICS 

An exit value of 0 Is returned If the upgrade was successful, 1 If the upgrade failed due to a lack of free 
space, and 2 If theupgrade failed for some other reason. 

FILES 

mount_polnt/lost-Ffounci/ . fsadm lock file 

SEE ALSO 

fsadm_vxfs(lM), mkfs_vxfs(lM), fs_vxfs(4), and vxfslo(7). 
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NAME 

wall - write message to all users 

SYNOPSIS 

/usr/sbin/wall [-ggroupname] [file] 

/usr/sbin/cwall [-ggroupname] [file] 

DESCRIPTION 

Without arguments, the wall command reads a message from standard Input until end-of-file. Then It 
sends thismessage to all currently I ogged-ln users preceded by: 

Broadcast Message from ... 

If the -ggroupname option Is specified, wall sends the message to all currently logged-ln groupname 
members (asspecified in /etc/group) preceded by: 

Broadcast Message from ... to group groupname 
If file is specified, wall reads file instead of standard input, 
wall istypically used to warn all users prior to shutting down the system. 

The sender must have appropriate privileges to override any protections the users may have Invoked (see 
mesg(l)). 

wall has timing delays, and takes at least 30 seconds to complete. 

You must have appropriate privileges to override any protections users may have Invoked (see mesg(l)). 

EXTERNAL INFLUENCES 

International Code Set Support 

Single- and multi byte character code sets are supported. 

DIAGNOSTICS 

Cannot send to ... 

The open on a user's tty filefalled. 

WARNINGS 

The wall command will be WITHDRAWN from X/Open standard and may not be portable to other 
vendor's platforms. 

AUTHOR 

wall was developed by AT&T and HP. 

FILES 

/dev/tty* 

SEE ALSO 

mesg(l), wrlte(l). 

STANDARDS CONFORMANCE 

wall: SVID2, SVID3, XPG2, XPG3 
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NAME 

whodo- which users are doing what 

SYNOPSIS 

/usr/sbin/whodo [-h] [-1] [user] 

DESCRIPTION 

The whodo command produces merged, reformatted, and dated output from the who, ps and acctcom 
commands (see who(l), ps(l) and acctcom(lM)). 

If user is specified, output is restricted to all sessions pertaining to that user. 

The foil owing options are available: 

-h Suppress the heading. 

-1 Produce a long form of output. The fields displayed are: the user's login name, the name of 

the tty the user is on, the time of day the user logged in (in hours:minutes), the idle time - 
that is, the time since the user last typed anything (in hours:minutes), the CPU time used 
by all processes and their children on that terminal (in minutes:seconds), the CPU time 
used by the currently active processes (in minutes:seconds), and the name and arguments 
of the current process. 

EXTERNAL INFLUENCES 
E nvironment Variables 

LC_COLLATE determi nes the order in which theoutput issorted. 

If LC_COLLATE is not specified in the environment or is set to the empty string, the value of LANG is 
used as a default. If LANG is not specified or is set to the empty string, a default of "C" (see lang(5)) is used 
instead of LANG. If any internationalization variable contains an invalid setting, whodo behaves as if all 
internationalization variablesareset to "C" (seeenviron(5)). 

FILES 

/etc/passwd 

/var/adm/pacct 

SEE ALSO 

ps(l), who(l), acctcom(lM). 

STANDARDS CONFORMANCE 

whodo: SVID2, SVID3 
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NAME 

xntpd - Network Time Protocol daemon 

SYNOPSIS 

xntpd [ -ab ] [ -c conffile ] [ -e authdelay ] [ -f driftfile ] [ -k keyfile ] [ -1 loopfile ] 

[ -p pidfile ] [ -r broaddelay ] [ -s statsdir ] [ -t trustedk^ ] 

DESCRIPTION 

xntpd is a daemon which maintains a UNIX system's time-of-day in agreement with Internet standard 
time servers, xntpd is a complete implementation of the Network Time Protocol (NTP) version 3 stan¬ 
dard as defined by RFC 1305 and also retains compatibility with version 2 servers as defined by RFC 1119 
and version 1 servers as defined by RFC 1059. xntpd does all computations in fixed point arithmetic and 
is entirely free of floating point code. The computations done in the protocol and clock adjustment code are 
carried out with high precision to try to maintain an accuracy suitablefor synchronizing with even the most 
precise external time source. 

xntpd exits if it detects that the system clock is off by 1000 seconds or more. Ordinarily, xntpd reads its 
configuration from a file at startup time. The default configuration file is /etc/ntp. conf, though this 
may be overridden from the command line. It is also possible to specify a working, though limited, xntpd 
configuration entirely on the command line, obviating the need for a configuration file. This may be partic¬ 
ularly appropriate when xntpd is to be configured as a broadcast client, with all peers being determined 
by listeningto broadcasts at run time. 

The foil owing command line arguments are understood by xntpd (seethe configuration file description for 
a more complete functional description): 

-a xntpd will run in authenticate mode. 

-b xntpd will listen for broadcast NTP and sync to this if available. 

-c It specifies an alternate configuration filefilename. 

-e It specifies the time (in seconds) xntpd takes to compute the NTP encryption field on this com¬ 

puter. 

-f It specifies the location of the drift file. 

-k It specifies the location of thefilewhich containsthe NTP authentication keys. 

-1 It specifies the name of the file to record loop filter statistics. 

-p It specifies the name of the file to record the daemon's process id. 

-r It specifies the default round trip delay (in seconds) to be used when synchronizing to broadcasts 

-s It specifies a directory to be used for creating statistics files. 

-t It adds a key number to the trusted key list. 

Configuration File Options 

xntpd's configuration file is relatively free format. Comments, which may be freely inserted, begin with a 
# character and extend to the end of the line. Blank lines are ignored. Configuration statements include 
an initial keyword followed by white space separated arguments, some of which may be optional. 
Configuration statements may not be continued over multiple lines. Arguments may be network numbers 
(which must be written in numeric, dotted-quad form), integers, floating point numbers (when specifying 
times in seconds) and text strings. Optional arguments are delimited by [] in the following descriptions, 
whilealternativesareseparated by | . 

peer host_address [ key #] [ version #] [ minpoll interval ] [ prefer ] 
server host_address [ key #] [ version #] [ minpoll interval ] [ prefer ] 
broadcast host_address [ key #] [ version #] [ minpoll interval ] 

These three statements specify various time servers to be used and/or time services to be provided. The 
peer statement specifies that the given host is to be polled in symmetric active mode, i.e. that the 
host is requested to provide time to which you might synchronize and, in addition, indicates that you are 
willing to have the remote host synchronize to your time. The server statement specifies that the given 
host is to be polled in client mode, i.e. that the host is requested to provide time to which you might syn¬ 
chronize but that you are unwilling to have the remote host synchronize to your own time. The broad¬ 
cast statement requests your local daemon to transmit broadcast NTP to the specified address. The latter 
is usually the broadcast address on [one of] your local networkfs]. 
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key This option, when inciuded, indicates that aii packets sent to the address are to inciude authenti¬ 
cation fieids encrypted using the specified key number (the range of which is that of an unsigned 
32 bit integer). Thedefauit isto not inciudean encryption fieid. 

version 

This option aiiows one to specify the version number to be used for outgoing NTP packets. Ver¬ 
sions 1, 2, and 3 are the choices, version 3 isthedefauit. 

minpoll 

It specifies the poiiing intervai. The vaiid vaiue for intervai shouid be between 6-10 inciusive, 
which specifies that the minimum poiiing intervai is 2** intervai seconds minimum even when 
the iocai daemon isn't using the remote server's data for synchronization. The defauit minpoii 
intervai vaiue is 6 (64 seconds). 

prefer This option marks the host as a preferred host. Preferred hosts determined the vaiidity of the 
PPS signai and are the primary selection for synchronization when found in the set of suitabie 
synchronization sources. 

precision # 

I ndicates the precision of iocai timekeeping. The vaiue is an integer which is approximateiy the base 2 iog- 
arithm of the iocai timekeeping precision in seconds. By defauit this vaiue is set to-6. 

The precision deciared by an impiementation can affect severai aspects of server operation, and can be used 
as a tuning parameter for your synchronization subnet. It should probably not be changed from thedefauit 
value, however, unless there is a good reason to do so. 

driftfile filename 

Specifies the name of the file used to record the "drift" (or frequency error) value xntpd has computed. If 
the file exists on startup, it is read and the value used to i ni tialize xntpd 's internal value of the frequency 
error. The file is then updated once every hour by replacing the old file with a new one containing the 
current value of the frequency error. Note that the file is updated by first writing the current drift value 
into a temporary file and then using rename(2) to replace the old version. This implies that xntpd must 
have write permission for the directory the drift file is located in, and that file system links, symbolic or 
otherwise, should probably be avoided. 

broadcastclient yes|no 

This indicates whether the local server should listen for, and attempt to synchronize to, broadcast NTP. 
Thedefauit is no. 

broadcastdelay seconds 

Specifies the default round trip delay to the host whose broadcasts are being synchronized to. The value is 
specified in seconds and is typically (for ethernet) a number between 0.007 and 0.015 seconds. This initial 
estimate may be improved by polling each server to determine a more accurate value. Defaults to 0.008 
seconds. 

authenticate yes|no 

Indicates whether the local server should operate in authenticate mode or not. If yes, only peers which 
inciudean authentication field encrypted with one of our trusted keys (see below) will be considered as can¬ 
didates for synchronizing to. Thedefauit is no. 

authdelay seconds 

I ndicates the amount of time it takes to encrypt an NTP authentication field on the local computer. This 
value is used to correct transmit timestamps when the authentication is used on outgoing packets. The 
value usually lies somewhere in the range 0.0001 seconds to 0.003 seconds, though it is very dependent on 
the CPU speed of the host computer. 

keys filename 

Specifies the name of a file which contains the encrypt!on keys which are to be used by xntpd. The format 
of thisfileisdescribed below. 

trustedkey #[ #... ] 

Allows the specification of the encryption key numbers which are trusted for the purposes of determining 
peers suitablefor time synchronization, when authentication is enabled. Only peers using one of these keys 
for encryption of the authentication field, and whose authenticity can be verified by successful decryption. 
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will be considered as synchronization candidates. The arguments are 32 bit unsigned integers. Note, how¬ 
ever, that NTP key 0 is fixed and globally known. If meaningful authentication is to be performed the 0 
key should not be trusted. 

controlkey # 

Certain changes can be made to the xntpd server via mode 6 control messages, in particular the setting of 
leap second indications in a server with a radio clock. The controlkey statement specifies an encryption 
key number to be used for authenticating such messages. Omitting this statement will cause control mes¬ 
sages which would change the state of the server to be ignored. 

restrict address [ mask numeric_mask ] [ flag ][...] 

xntpd implements a general purpose address-and-mask based restriction list. The list is sorted by 
address and by mask, and the list is searched in this order for matches, with the last match found defining 
the restriction flags associated with the incoming packets. The source address of incoming packets is used 
for the match, with the 32 bit address being and'ed with the mask associated with the restriction entry and 
then compared with the entry's address (which has also been and'ed with the mask) to look for a match. 
The mask argument defaults to 255.255.255.255, meaning that the address is treated as the address of an 
individual host. A default entry (address 0.0.0.0, mask 0.0.0.0) is always included and, given the sort algo¬ 
rithm, is always the first entry in the list. Note that, while address is normally given as a dotted-quad 
address, the text string default, with no mask option, may be used to indicate the default entry. 

In the current implementation, flags always restrict access; i.e. an entry with no flags indicates that free 
access to the server is to be given. The flags are not orthogonal, in that more restrictive flags will often 
make less restrictive ones redundant. The flags can generally be classed into two categories, those which 
restrict time service and those which restrict informational queries and attempts to do run time 
reconfiguration of the server. One or more of the foil owing flags may be specified: 

ignore Ignore all packets from hosts which match this entry. If this flag is specified neither queries nor 
timeserver poll swill be responded to. 

noquery Ignore all NTP mode 6 and 7 packets (i.e. information queries and configuration requests) from 
the source. Time service is not affected. 

nomodify Ignore all NTP mode 6 and 7 packets which attempt to modify the state of the server (i.e. run 
time reconfiguration). Queries which return information are permitted. 

noserve Ignore NTP packets whose mode is other than 6 or 7. In effect, time service is denied, though 
queries may still be permitted. 

nopeer Provide stateless time service to polling hosts, but do not allocate peer memory resources to 
these hosts even if they otherwise might be considered useful as future synchronization partners. 

notrust Treat these hosts normally in other respects, but never use them as synchronization sources. 

ntpport This is actually a match algorithm modifier, rather than a restriction flag. Its presence causes 
the restriction entry to be matched only if the source port in the packet is the standard NTP 
UDP port (123). 

Default restriction list entries, with the flags ignore, ntpport, for each of the local host's interface addresses 
are inserted into the table at startup to prevent the server from attempting to synchronize to its own time. 
A default entry is also always present, though if it is otherwise unconfigured no flags are associated with 
thedefault entry (i.e. everything besides your own NTP server is unrestricted). 

The restriction facility was added to allow the current access policies of the time servers running on the 
NSFnet backbone to be implemented with xntpd as well. While this facility may be otherwise useful for 
keeping unwanted or broken remote time servers from affecting your own, it should not be considered an 
alternative to the standard NTP authentication facility. Source address based restrictions are easily cir¬ 
cumvented by a determined cracker. 

statsdir / directory/ [ prefix ] 

Indicates thefull path of a di rectory where statistics files should be created (see below). This optional prefix 
allows the modification of the filename prefix of the file generation sets used for handling statistics logs (see 
filegen and statistics statement below). 

statistics names 

Enables writing of statistics records, names can be one or more statistics names separated by space. 
Currently two ki nds of statistics are supported: 
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loopstats enables recording of locp filter statistics information. Each computation of the local clock param¬ 
eters outputs a line of the foil owing form to the file generation set named "loopstats": 

48773 10847.6500.0001307 17.3478 2 

The first two fields show the date (modified J ulian) and time (seconds and fraction past UTC 
midnight). The next three fields show last offset, current drift compensation value and time con¬ 
stant of the loop filter. 

peerstats enables recording of peer statistics information. This includes statistics records of all peers of a 
NTP server and of the PPS filter, if PPS signal handling is supported by the server. Each valid 
update appends a line of the foil owing form to the current element of a file generation set named 
"peerstats": 

48773 10847.650127.127.4.19714 -0.001605 0.00000 0.00142 

The first two fields show the date (modified J ulian) and time (seconds and fraction past UTC 
midnight), while the next two fields are the peer address and status, respectively. The final three 
fields show offset, delay and dispersion. 

Statistic files are managed using file generation sets (see filegen below). The information obtained by 
enabling statistics recording allows analysis of temporal properties of a xntpd server. It is usually only 
useful to primary servers or maybe main campus servers. 

filegen name[ file filename] [ type typename] [ link] nolink ] [ enable | disable ] 

Configures setting of generation file set name Generation file sets provides a mean for handling files that 
are continuously growing during the lifetime of a server. Server statistics are a typical example for such 
files. Generation file sets provide access to a set of files used to store the actual data. At any time at most 
one element of the set is being written to. The type given specifies when and how data will be directed to 
a new element of the set. This way, information stored in elements of a file set that are currently unused 
are availablefor administrational operations without the risk of disturbing the operation of xntpd. (Most 
important: they can be removed to free space for new data produced.) Filenames of set members are built 
from three elements, name is name of the statistic to be collected. Currently only two kinds of statistics 
are supported: loopstats and peerstats. 

file Defines a filename string directly concatenated to the prefix mentioned above (no intervening / 
(slash)) if prefix is defined in the statsdir statement. 

type This part reflects individual elements of a file set. It is generated according to the type of a file 
set as explained below. A file generation set is characterized by its type. The following 
typenames are supported: 

none Thefileset isactuallya singleplain file. 

pid One element of file set is used per incarnation of a xntpd server. This type does not 
perform any changes to file set members during runtime, however it provides an easy 
way of separating files belonging to different xntpd server incarnations. The set 
member filename is built by appending a dot. to the concatenated prefix and filename 
strings, and appending the decimal representation of the process id of the xntpd 
server process, (e.g <prefixxfilename>.<pid>) 

day One file generation set element is created per day. The term day is based on UTC. A 
day is defined as the period between 00:00 and 24:00 UTC. Thefileset member suffix 
consists of a dot and a day specification in the form ■ifYYYMMDD^ YYYY is a 4 
digit year number (e.g. 1992). MM is a two digit month number. DD is a two digit 
day number. Thus, all information written at December 10th, 1992 would end up in a 
file named <prefixxfilename>. 19921210 

week Any file set member contains data related to a certain week of a year. The term week 
is defined by computing day of year modulo 7. Elements of such a file generation set 
are distinguished by appending the following suffix to the file set filename base: A 
dot, a four digit year number, the letter W and a two digit week number. For exam¬ 
ple, information from] anuary, 10th 1992 would end up in a filewith suffix .1992W1. 

month One generation file set element is generated per month. The file name suffix consists 
of a dot, a four digit year number, and a two digit month. 

year One generation file elment is generated per year. The filename suffix consists of a dot 
and a 4 digit year number. 
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age This type of file generation sets changes to a new element of the file set every 24 
hours of server operation. The filename suffix consists of a dot, the letter a, and an 
eight digit number. This number is taken to be the number of seconds the server is 
running at the start of the corresponding 24 hour period. 

enabled/disabled 

Information is only written to a file generation set when this set is enabled. Output is 
prevented by specifying disabled. The default is enabled. 

link/nolink 

It is convenient to be ableto access the current element of a file generation set by a fixed name. 
This feature is enabled by specifying link and disabled using nolink. The default is link. 
If link is specified, a hard link from the current file set element to a file without suffix is 
created. When there is already a file with this name and the number of links of this file is one, it 
is renamed appending a dot, the letter "C", and the pid of the xntpd server process. When the 
number of links is greater than one, the file is unlinked. This allows the current file to be 
accessed by a constant name. 

Authentication Key File Format 

The NTP standard specifies an extension allowing verification of the authenticity of received NTP packets, 
and to provide an indication of authenticity in outgoing packets. This is implemented in xntpd using the 
DES encryption algorithm. The specification allows any one of a possible 4 billion keys, numbered with 32 
bit unsigned integers, to be used to authenticate an association. The servers involved in an association 
must agree on the value of the key used to authenticate their data, though they must each learn the key 
independently. The keys are standard 56 bit DES keys. 

Additionally, another authentication algorithm is available which uses an MD5 message digest to compute 
an authenticator. The length of the key or password is limited to 8 characters, xntpd reads its keys from 
a file specified using the -k command line option or the keys statement in the configuration file. While key 
number 0 is fixed by the NTP standard (as 56 zero bits) and may not be changed, one or more of the keys 
numbered 1 through 15 may be arbitrarily set in the keys file. 

The key file uses the same comment conventions as the configuration file. Key entries use a fixed format of 
the form 

k^no type k^ 

where k^no is a positive integer, type is a single character which defines the format the key is given in, 
and k^ is the key itself. 

The key may be given in one of four different formats, controlled by the "type" character. The four key 
types, and corresponding formats, are listed following. 

S The "key" is a 64 bit hexadecimal number in the format specified in the DES document, that is the 
high order 7 bits of each octet are used to form the 56 bit key while the low order bit of each octet is 
given a value such that odd parity is maintained for the octet. Leading zeroes must be specified (i.e. 
the key must be exactly 16 hex digits long) and odd parity must be maintained. Hence a zero key, in 
standard format, would be given as 0101010101010101. 

N The "key" is a 64 bit hexadecimal number in the format specified in the NTP standard. This is the 
same as the DES format except the bits in each octet have been rotated one bit right so that the parity 
bit is now the high order bit of the octet. Leading zeroes must be specified and odd parity must be 
maintained. A zerokey in NTP format would be specified as 8080808080808080 

A The "key" is a l-to-8 character ASCII string. A key isformed from this by using the lower order 7 bits 
of the ASCI I representation of each character in the string, with zeroes being added on the right when 
necessary to form a full width 56 bit key, in the same way that encryption keys are formed from Unix 
passwords. 

M The "key" is a l-to-32 character ASCII string, using the MD5 authentication scheme. Note that both 
the keys and the authentication schemes (DES or MDS) must be identical between a set of peers shar¬ 
ing the same key number. 
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Primary Clock Support 

xntpd can be optionally compiled to include support for a number of types of reference clocks. A reference 
clock will generally (though not always) be a radio timecode receiver which is synchronized to a source of 
standard time such as the services offered by the NRC in Canada and NIST in the U.S. The interface 
between the computer and the timecode receiver is device dependent and will vary, but is often a serial 
port. 

For the purposes of configuration, xntpd treats reference clocks in a manner analogous to normal NTP 
peers as much as possible. Reference clocks are referred to by address, much as a normal peer is, though 
an invalid IP address is used to distinguish them from normal peers. Reference clock addresses are of the 
form 127.127.t.u wheret isan integer denoting the clock type and u indicates the type-specific unit number. 
Reference clocks are normally enabled by configuring the clock as a server using a server statement in 
the configuration file which references the clock's address. Clock addresses may generally be used anywhere 
elsein the configuration filea normal IP address can be used, for examplein restrict statements. 

There is one additional configuration statement which becomes valid when reference clock support is used. 
The format is: 

fudge 127.127.t.u [ timel secs ] [ time2 secs ] [ valuel int ] [ value2 int ] [ flagl 0| 1 ] [ 
f lag2 0| 1 ] 

There are two times (whose values are specified in fixed point seconds), two integral values and two binary 
flags available for customizing the operation of a clock. The configuration and interpretation of these 
values, and whether they are used at all, Isa function of the needs of the particular clock driver. 

xntpd on FIP-UX currently supports the Spectracom's Netclock/2 plus a special pseudo-clock which syn¬ 
chronizes to the local system clock and can be used for backup or when no other clock source is available. 
The clock drivers, and the addresses used to configure them, are described as the followings: 

127.127.1.U - Local synchronization clock driver 

This driver doesn't support an actual clock, but rather allows the server to synchronize to its own clock, in 
essence to free run without its stratum increasing to infinity. This can be used to run an isolated NTP syn¬ 
chronization network where no standard time source is available, by allowing a free running clock to 
appear as if it has external synchronization toother servers. By running thelocal clock at an elevated stra¬ 
tum it can also be used to prevent a server's stratum from rising above a fixed value, this allowing a syn¬ 
chronization subnet to synchronize to a single local server for periods when connectivity to the primary 
servers is lost. 

The unit number of the clock (the least significant octet in the address) must lie in the range 0 through 15 
inclusive and is used as the stratum the local clock will run at. Note that the server, when synchronized to 
the local clock, will advertise a stratum one greater than the clock peer's stratum. More than one local 
clock may be configured (indeed all 16 units may be active at once), though this hardly seems useful. 

The local clock driver uses only the timel parameter of the fudge statement. This parameter actually 
provides read and write access to the local clock drift compensation register. This value, which actually 
provides a fine resolution speed adjustment for the local clock, is settable but will remain unchanged from 
any set value when the clock is free running without external synchronization. The fudge timel 
parameter thus provides a way to manually adjust the speed of the clock to maintain reasonable synchroni¬ 
zation with, say, a voice time announcement. 

127.127.4.U 

This driver provides an interface to the Spectracom Netclock/2 WWVB Synchronized Clocks in either 
Format-0 or Format-2 mode of operation at 9600 bps. When the clock is set to Format-0, the time zone 
switch on the clock should be set to 0 ( UTC time). When the clock is set to Format-2, the time zone 
switch can beset to the zone which reflects the local time. 

A device file/dev/wwvb%d needs to be created, where %d istheunit number u. The valid unit number lies 
in the range 0 through 4 inclusive. The driver opens the RS232 output on the/d 0 //wwvb%d device file. 
This driver does not require a 1-pulse-per-second (pps) signal and automatically compensates for the baud 
rate on theserial port. It does not require theclock disci plineor STREAMS modules. 

Fudge statement is used as a general calibration factor for Netclock2. A positive timel value will 
advance the time and a negative timel value will retard the time. The parameter defaults to zero, which 
should be appropriate if the clock's propagation delay switches have been set appropriately. The valuel 
parameter can be used to set the stratum at which the peer operates. The default is 0, which is correct if 
you want theclock to be considered for synchronization whenever it is operating. 
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AUTHOR 

xntpd was developed by Dennis Ferguson at the U niversity of Toronto. 
Text amended by David Mil Is at the University of Delaware. 


FILES 


/etc/ntp.conf 

The 

/etc/ntp.drift 

The 

/etc/ntp.keys 

The 


SEE ALSO 

ntpq (IM), ntpdate (IM). 


default name of the configuration file, 
conventional nameof the drift file, 
conventional nameof the key file. 
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NAME 

ypinit- build and install Network Information Service databases 

SYNOPSIS 

/usr/sbin/ypinit -m [DOM=NIS_domain ] 

/usr/sbin/ypinit -s NIS_server_name [DOM=NIS_domain ] 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

ypinit is a shell script that creates Network I nformation Service (NIS) databases on either a master or 
slave NIS server, ypinit asks a few self-explanatory questions, and reports success or failure to the ter¬ 
minal. For an overview of Network I nformation Service, seeypfiles(4) and ypserv(lM). 

Options 

ypinit recognizes thefollowing options and command-line arguments: 

-m Create the local host as the master server to all maps (databases) provided in the 

NIS domain (see domainname(l)). All maps are built from scratch, either from 
information provided to ypinit at run-time, or from ASCII files in /etc. All 
such files should be complete and unabbreviated, unlike how they may exist on a 
NIS client machine(see passwd(4)for examples of abbreviated files). 

See ypmake(lM) for more information on how NIS databases are built on the 
master server. Note that ypinit uses the NOPUSH=l option when invoking 
make, so newly formed maps are not immediately copied to slave servers (see 
ypmake(lM)). 

-s CreateNIS databases on a slave server by copying the databases from an exist¬ 

ing NIS server that serves theNIS domain. 

The NIS_server_name argument should be the host name of either the master 
server for all the maps or a server on which the maps are current and stable. 

DOM=NiS_domain Causes ypinit to construct maps for the specified NISdomain. DOM defaults 
to the NIS domain shown by thedomainname command (seedomainname(l). 


DIAGNOSTICS 

ypinit returns exit code 0 if no errors occur; otherwise, it returns exit code 1. 

AUTHOR 

ypinit was developed by Sun Microsystems, Inc. 

FILES 

/etc/group 

/etc/hosts 

/etc/netgroup 

/etc/networks 

/etc/passwd 

/etc/protocols 

/etc/publickey 

/etc/rpc 

/etc/services 

/etc/vhe_list 

/etc/auto_master 

/etc/mail/aliases 

SEE ALSO 

domainname(l), makedbm(lM), vhe_altlog(lM), vhe_mounter(lM), vhe_u_mnt(lM), ypmake(lM), 
yppush(lM), ypserv(lM), ypxfr(lM), ypxfrd(lM), group(4), hosts(4), netgroup(4), networks(4), passwd(4), 
protocols(4), publickey(4), rpc(4), services(4), vhejist(4), ypfiles(4). 
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NAME 

ypmake - create or rebuild Network I nformation Service databases 

SYNOPSIS 

/var/yp/ypmake [DIR=source_directory ] [DOM=NlS_domain ] \ 

[NOPUSH=l] [PWFlLE=passwd_file] [map [map ...]] 

cd /var/yp; make [DIR=source_directory ] [DOM=NlS_domain ] \ 

[N0PUSH=1] [PWFlLE=passwd_file] [map ...] 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 


DESCRIPTION 

ypmake is a shell script that builds one or more Network I nformation Service (NIS) maps (databases) on a 
master NIS server. If no arguments are specified, ypmake either creates maps if they do not already exist 
or rebuilds maps that are not current. These maps are constructed from ascii files, ypmake then exe¬ 
cutes yppush to notify slaveNiS servers of the change and make the slave servers copy the updated maps 
to their machines (seeyppush(IM)). 

If any maps are supplied on the command line, ypmake creates or updates those maps only. Permissible 
names for maps are the filenames in /etc listed under files below. In addition, specific maps can be 
named, such as netgroup. byuser or rpc. bynumber. 

The make command can be used instead of ypmake (see make(l)). The Makefile no longer calls the 
ypmake script but now actually constructs the maps. All NiS commands have been modified to use the 
Makefile instead of ypmake. The Makefile and ypmake can co-exist, but it is recommended that 
you consider using the Makefile which is the standard mechanism for building maps on other vendor's 
machines. 


Both the Makefile and ypmake script use four variables: 

DIR= source_directory The directory containing the ascii source files from which maps are con¬ 

structed. DIR defaultsto /etc. 


DOM=NiS_domain Causes ypmake to construct maps for the specified NiS_domain. DOM 

defaultstotheNiS domain shown by domainname (seedomainname(l)). 

NOPUSH=l When non-null (null by default), NOPUSH inhibits copying the new or 

updated databases to the slave NiS servers. Only slave NiS servers in the 
specified domain receive yppush notification when NOPUSH is null. 

PWFlLE=passwd_file Specifies the full pathname of the ascii filethat ypmake should use when 
buildingtheNiS passwd maps. PWFILE defaultsto $DlR/passwd. 

The order of arguments passed to ypmake is unimportant, but the maps are built or updated in the left- 
to-right order provided. 


Refer toypfiles(4) and ypserv(lM) for an overview of Network I nformation Service. 


DIAGNOSTICS 

ypmake returns one of thefollowing exit codes upon completion: 

0 Normal termination: no problems. 

1 One or more unrecognized arguments were passed. 

2 TheNiS domain name is not set. 

3 The subdirectory used to contain maps for a specific NiS domain, /var/yp/domain_name, 
does not exist or is not writable. 

4 An error was encountered when building at least one of the maps. 

5 One or more maps'ASCI I files do not exist or are unreadable. 


EXAMPLES 

Create or rebuild the password databases (both the passwd.byname and passwd.byuid maps) from 
/etc/passwd and use yppush to copy the databases to any slave NiS servers in the default NiS 
domain: 
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ypmake passwd.byname 

Create or rebuild the hosts databases from /etc/hosts but do not copy the databases to any slave Nis 
servers: 

ypmake hosts NOPUSH=l 

Create or rebuild the network maps from /nis/sourcefiles/networks and copy the maps to any 
slaveNiS servers in NiS domain DAE_NIS: 

ypmake DOM=DAE_NIS networks DIR=/nis/sourceflies 


AUTHOR 

ypmake was developed by Sun Microsystems, Inc. 

FILES 

/etc/group 

/etc/hosts 

/etc/netgroup 

/etc/networks 

/etc/passwd 

/etc/protocols 

/etc/publickey 

/etc/rpc 

/etc/services 

/etc/vhe_list 

SEE ALSO 

domainname(l), make(l), makedbm(lM), vhe_altlog(lM), vhe_mounter(lM), vhe_u_mnt(lM), ypinit(lM), 
yppush(lM), ypserv(lM), group(4), hosts(4), netgroup(4), networks(4), passwd(4), protocols(4), publickey(4), 
rpc(4), services(4), vhe_list(4), ypfiles(4). 
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NAME 

yppasswdd - daemon for modifying Network I nformation Service passwd database 

SYNOPSIS 

/usr/lib/netsvc/yp/rpc. yppasswdd passwd_fiie[-l iog fiie] [-m [argl arg2 ... ] ] 

Remarks 

The Network I nformation Service (NIS) was formeriy known as Yeiiow Pages (yp). Aithough the name has 
changed, the functionaiity of the service remai ns the same. 

DESCRIPTION 

The yppasswdd daemon handies password change requests from yppasswd (see yppasswd(l)). It 
changes a password entry in passwd_fiie, which must be in the format defined by passwd (4). The change is 
made oniy if the oid password provided by yppasswd matches the encrypted password of that entry. 

yppasswdd shouid be executed oniy on the master Network Information Service (NIS) server for the 
passwd database (map). The yppasswdd daemon is not executed by defauit, nor can it be started by 
inetd (see inetd(lM)). To enabie automatic startup of yppasswdd at boot time, the 
NIS_MASTER_SERVER variabie shouid be set to 1 in fiie /etc/rc.config.d/namesvrs on the 
master NIS server. 

Options 

yppasswdd recognizes thefoiiowing options and command-iinearguments: 

-1 iog fiie Log diagnostic and error messages to iog fiie. These messages are not avaiiabie 

if yppasswdd is started without the -1 option. 

Information iogged to the fiie inciudes date and time of the message, the host 
name, process ID and name of the function generating the message, and the 
message itseif. Note that different services can share a singie iog fiie because 
enough information is inciuded to uniqueiy identify each message. 

-m[arglarg2 ...] After passwd_fiie is modified, and if using the -m option, yppasswdd exe¬ 
cutes make to update the NIS passwd database (see ypmake(lM) Any argu¬ 
ments following the -m flag are passed to make. 

To ensure that the passwd map is rebuilt to contain the new password and all 
slave NIS servers have their passwd maps properly updated to include the 
change, always use the -m option to yppasswdd, but do not use the 
NOPUSH=l argument to make. 


EXAMPLES 

Assume the yppasswdd daemon isstarted on the master NIS server as follows: 

/usr/lib/netsvc/yp/rpc.yppasswdd /var/yp/src/passwd \ 

-1 /var/adm/yppasswdd.log \ 

-m passwd DIR=/var/yp/src 

This indicates that the ASCII file from which the NIS passwd database is built is 
/var/yp/src/passwd. When this file is updated by a request from yppasswd, theNIS passwd data¬ 
base is rebuilt and copied to all slave NIS servers in the master's NIS domain (seedomainname(l)). 

Log messages are written to the file /var/adm/yppasswdd. log. 

WARNINGS 

yppasswdd useslockfile /etc/ptmp to get exclusive access to passwd_file when updating it. The file 
/etc/ptmp may persist if passwd_fileis being updated and 

• The system crashes or 

• yppasswdd is killed using SIGKILL (seekill(l) and signal(2)). 

File /etc/ptmp must be removed before yppasswdd can function properly again. 

vipwalsouses /etc/ptmp when updating /etc/passwd (seevipw(lM)). As a result, yppasswdd 
competes with vipw when it updates passwd_fileif passwd_fileis /etc/passwd. 
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AUTHOR 

yppasswdd was developed by Sun Microsystems, Inc. 

FILES 

/etc/ptmp lock file used when updating passwd_file 

SEE ALSO 

domainname(l), yppasswd(l), vipw(lM), ypmake(lM), yppasswd(3N), passwd(4), publickey(4), ypfiles(4). 
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NAME 

yppdl - query NIS server for information about NIS map 

SYNOPSIS 

/usr/sbin/yppoll [-h host] [-d domain] mapname 

Remarks 

The Network I nformation Service (NIS) was formeriy known as Yeiiow Pages (yp). Aithough the name has 
changed, the functionaiity of the service remai ns the same. 

DESCRIPTION 

yppoll asks a Network Information Service (NIS) server process (see ypserv(lM)) to return the order 
number (the time in seconds when the map was buiit - time(2)) and master NIS server's host name for a 
NIS database named mapname. yppoll then writes them to standard output. If the server uses Version 
1 NIS protocol, yppoll uses this older protocol to communicate with it. yppoll also prints the old style 
diagnostic messages in case of failure. 

Seeypfiles(4) and ypserv(lM) for an overview of Network I nformation Service. 

Options 

-h host Ask the ypserv process on host to return the map information (see ypserv(lM)). If 
-h host is not specified, the host returned by ypwhich is used (seeypwhich(l)). 

-d domain Use domain instead of the domain returned by domainname (seedomainname(l)). 

AUTHOR 

yppoll was developed by Sun Microsystems, Inc. 

SEE ALSO 

domainname(l), ypwhich(l), ypserv(lM), ypfiles(4). 
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NAME 

yppush - force propagation of Network I nformation Service database 

SYNOPSIS 

/usr/sbin/yppush [-d domain] [-m maxm] [-t mint] [-v] mapname 

Remarks 

The Network I nformation Service (NIS) was formeriy known as Yeiiow Pages (yp). Aithough the name has 
changed, the functionaiity of the service remai ns the same. 

DESCRIPTION 

yppush copies a Network Information Service (NIS) map (database), mapname, from the map's master 
NIS server to each slave NIS server. It is usually executed only on the master NIS server by shell script 
ypmake which is run either after changes are made to one or more of the master's NIS databases or when 
the NIS databases are first created. See ypmake(lM) and ypinit(lM) for more information on these 
processes. 

yppush constructs a list of NIS server host names by reading the NIS map ypservers within the 
domain. Keys within the ypservers map are the host names of the machines on which the NIS servers 
run. yppush then sends a "transfer map" request to the NIS server at each host, along with the informa¬ 
tion needed by thetransfer agent (the program that actually moves the map) to call back yppush. 

When thetransfer attempt is complete, whether successful or not, and thetransfer agent sends yppush a 
status message, the results can be printed to standard output. Messages are printed when a transfer is not 
possible, such as when the request message is undeliverable or when the timeout period on responses 
expires. 

Refer toypfiles(4) and ypserv(lM) for an overview of Network I nformation Service. 

Options 

yppush recognizesthefollowingoptions: 

-d domain Copy mapname to the NIS servers in domain rather than to the domain returned by 
domainname (seedomainname(l)). 

-m maxm Attempt to run maxm transfers in parallel to as many servers simultaneously. Without 
the -m option, yppush attempts to transfer a map to each server, one at a time. When 
a network has many servers, such serial transfers can result in long delays to complete 
all transfers. A maxm value greater than 1 reduces total transfer time through better 
utilization of CPU time at the master, maxm can be any value from 1 through the 
number of NIS servers in thedomain. 

-t mint Set the minimum timeout value to mint seconds. When transferring to one slave at a 
time, yppush waits up to 80 seconds for the transfer to complete, after which it begins 
transferring to the next slave. When multiple parallel transfers are attempted by use of 
the -m option, it may be necessary to set thetransfer timeout limit to a value larger than 
the default 80 seconds to prevent timeouts caused by network delays related to parallel 
transfers. 

-V Verbose mode: messages are printed when each server is called and when each response 

is received. If this option is omitted, only error messages are printed. 

WARNINGS 

In the current implementation (Version 2 NIS protocol), thetransfer agent isypxfr(lM) which is started by 
the ypserv(lM) program at yppush's request (see ypxfr(lM) and ypserv(lM)). If yppush detects it is 
interacting with a Version 1 NIS protocol server, it uses the older protocol to send a Version 1 
YPPROC_GET request and issues a message to that effect. Unfortunately, there is no way of knowing if or 
when the map transfer is performed for Version 1 servers, yppush prints a comment saying that a Ver¬ 
sion 1 message was sent. The system administrator should then verify by other means that the transfer 
actually occurred. 

AUTHOR 

yppush was developed by Sun Microsystems, I nc. 
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FILES 

/usr/sbin/domain/ypservers.{dir, pag} 
/usr/sbin/domain/mapname. {dir, pag} 


SEE ALSO 

domainname(l), ypserv(lM), ypxfr(lM), ypfiles(4). 
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NAME 

ypse'v, ypbind, ypxfrd - Network I nformation Service (NIS) server, binder, and transfer processes 

SYNOPSIS 

/usr/lib/netsvc/yp/ypserv [-1 iog fiie] 

/usr/lib/netsvc/yp/ypbind [-1 iog fiie] [-s] [-ypset I -ypsetme] 

/usr/sbin/ypxfrd 

Remarks 

The Network Information Service (NIS) was formerly known as Yellow Pages (YP). The functionality 
remains the same; only the name has changed. 

DESCRIPTION 

The Network Information Service (NIS) provides a simple network lookup service consisting of databases 
and processes. The databases are files in a directory tree rooted at /var/yp (see ypfiles(4)). The 
processes are /usr/lib/netsvc/yp/ypserv, the NIS database lookup server, and 
/usr/lib/netsvc/yp/ypbind, the NIS binder. Both ypserv and ypbind are daemon processes 
activated at system startup time when the NIS_MASTER_SERVER or NIS_SLAVE_SERVER variable is 
set to 1, for ypserv, and the NIS_CLIENT variable is set to 1, for ypbind, in the 
/etc/rc. conf ig. d/namesvrs file. 

The NIS programmatic interface is described in ypclnt(3C). Administrative tools are described in 
ypwhich(l), yppoll(lM), yppush(lM), ypset(lM) and ypxfr(lM). Tools to see the contents of NIS maps 
(databases) are described in ypcat(l) and ypmatch(l). Database generation and maintenance tools are 
described in makedbm(lM), ypinit(lM), and ypmake(lM). The command to set or show the default NIS 
domain isdomainname(l). 

ypxfrd transfers entire NIS maps in an efficient manner. For systems that use this daemon, map 
transfers will be faster, depending on the map. ypxfrd should be run on a server running FIP-UX release 
10.0. ypxfr (see ypxfr(lM)) will attempt to use ypxfrd first. If that fails, it will use the older transfer 
method. The ypxfrd daemon is activated at system startup time when the NIS_MASTER_SERVER or 
NIS_SLAVE_SERVER variableis set to 1 in the /etc/rc. conf ig. d/namesvrs file. 

The ypserv daemon's primary function is to look up information in its local collection of NIS maps. It 
runs only on NIS server machines providing data from NIS databases. Communication to and from 
ypserv is by means of RPC. Lookup functions aredescribed in ypclnt(3C). 

Four lookup functions perform on a specific map within a NIS domain: Match, Get_first, Get_next, 
and Get_all. The Match operation matches a key to a record in the database and returns its associated 
value. TheGet_first operation returns thefirst key-value pair (record) from the map, and Get_next 
enumerates (sequentially retrieves) the remainder of the records. Get_all returns all records in the map 
to the requester as the response to a singleRPC request. 

Two other functions supply information about the map other than normal map entries: 
Get_order_number and Get_master_name. The order number is the time of last modification of a 
map. The master name is the host name of the machine on which the master map is stored. Both order 
number and master name exist in the map as special key-value pairs, but the server does not return these 
through the normal lookup functions. (If you examine the map with makedbm or yppoll (see 
makedbm(lM) or yppoll(lM)), they will be visible.) Other functions are used within the NIS system and 
are not of general interest to NIS clients. Theyinclude: 

Do_you_serve_this_domain? 

Transfer_map 

Reinitialize_internal_state 

The ypbind daemon remembers information that lets client processes on its machine communicate with a 
ypserv process. The ypbind daemon must run on every machine using NIS services, both NIS servers 
and clients. The ypserv daemon may or may not be running on a NIS client machine, but it must be run¬ 
ning somewhere on the network or beavailablethrough a gateway. 

The information that ypbind remembers is called a binding: the association of a NIS domain name with 
the I nternet address of the NIS server and the port on that host at which the ypserv process is listening 
for service requests. This information is cached in the directory /var/yp/binding using a filename in 
theform domainname. version. 
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Client requests drive the binding process. As a request for an unbound domain comes in, the ypbind pro¬ 
cess broadcasts on the network trying to find a ypserv process serving maps within that NIS domain. 
Since the binding is established by broadcasting, at least one ypserv process must exist on every network. 
Once a binding is established for a client, it is given to subsequent client requests. Execute ypwhich to 
query the ypbind process (local and remote) for its current binding (seeypwhich (1)). 

Bindings are verified before they are given to a client process. If ypbind is unableto transact with the 
ypserv process it is bound to, it marks the domain as unbound, tells the client process that the domain is 
unbound, and tries to bind again. Requests received for an unbound domain fail immediately. Generally, a 
bound domain is marked as unbound when the node running ypserv crashes or is overloaded. I n such a 
case, ypbind binds to any NIS server (typically one that is less heavily loaded) that is availableon the 
network. 

The ypbind daemon also accepts requests to set its binding for a particular domain, ypset accesses the 
Set_domain facility: it isfor unsnarlingmesses and is not for casual use. 


Options 

ypserv recognizes thefollowingoptions: 

-1 log file Log diagnosticand error messagestothefile, log file. 

If ypserv is started without the -1 option, ypserv writes its messages to 
/var/yp/ypserv. log if that fileexists. 

If ypbind is started without the -1 option, ypbind writes its messages directly to 
the system console, /dev/console. 

Information logged to the file includes the date and time of the message, the host 
name, the process id and name of the function generating the message, and the mes¬ 
sage itself. Note that different services can share a single log file since enough infor¬ 
mation is included to uniquely identify each message. 

ypbind recognizes thefollowing options: 

-1 logfile Log diagnosticand error messagestothefile, logfile. See the description above. 

-s Secure. When specified, only NIS servers bound to a reserved port are used. This 

allows for a slight increase in security in completely controlled environments, where 
there are no computers operated by untrusted individuals. It offers no real increasein 
security. 

-ypset Allow ypset to be used to change the binding (see ypset(lM)). For maximum secu¬ 
rity, this option should be used only when debugging the network from a remote 
machine. 


-ypsetme Allow ypset to be issued from this machine (see ypset(lM)). Security isbasedon IP 
address checking, which can be defeated on networks where untrusted individuals 
may inject packets. This option is not recommended. 


AUTHOR 

ypserv, ypbind, and ypxfrd were developed by Sun Microsystems, I nc. 

FILES 

/var/yp/binding/domainname. version 

These files cache the last successful binding created for the given 
domain, in order to to speed up the binding process. When a binding 
is requested, these files are checked for validity and then used. 

This file is read by ypxfrd and ypserv. It contains a list of IP 
addresses that these servers will allow a binding to. 

This file is read by ypbind. It contains a list of IP addresses that 
ypbind will receive a bindingfrom. 


/var/yp/securenets 
/var/yp/secureservers 


SEE ALSO 

domainname(l), ypcat(l), ypmatch(l), yppasswd(l), ypwhich(l), makedbm(lM), rpcinfo(lM), ypinit(lM), 
ypmake(lM), yppasswdd(lM), yppoll(lM), yppush(lM), ypset(lM), ypxfr(lM), ypclnt(3C), yppasswd(3N), 
ypfiles(4). 
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NAME 

ypset - bind to particular Network I nformation Service server 

SYNOPSIS 

/usr/sbin/ypset [-V1] [-h host] [-d domain] server 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

ypset tells ypbind to get Network Information Service (NiS) services for the specified domain from the 
ypserv process running on server (see ypserv(lM) and ypbind(lM)). server is the NiS server that the NiS 
client binds to, and is specified as either a host name or an ip address. If server is down or is not running 
ypserv, this is not discovered until a local NiS client process tries to obtain a bindingfor thedomain. The 
ypbind daemon then tests the binding set by ypset. If the binding cannot be made to the requested 
server, ypbind attempts to rebind to another server in thesamedomain. 

The ypset command is useful for binding a client node that is not on a broadcast network, since broad¬ 
casting is the method by which ypbind locates a NiS server. If a client node exists on a broadcast net¬ 
work which has no NiS server running, and if there is a network with one running that is available via a 
gateway, ypset can establish a binding through that gateway. It is also useful for debugging NiS client 
applications such as when a NiS map exists only at a singleNiS server. 

In cases where several hosts on the local net are supplying NiS services, it is possible for ypbind to 
rebind to another host, even whileyou attempt to find out if the ypset operation succeeded. For exam¬ 
ple, typing ypset host 1 followed by ypwhich and receiving the reply host2 may be confusing. It 
could occur when hostl does not respond to ypbind because its ypserv process is not running or is 
overloaded, and host2, running ypserv, gets the binding. 

Refer toypfiles(4) and ypserv(lM) for an overview of the Network I nformation Service. 

Options 

ypset recognizes thefollowing options and command-line arguments: 

-VI Bind server for the (old) Version 1 NiS protocol. 

-h host Set the binding on host instead of locally, host can be specified as a host name or an 
I p address. 

-d domain Use domain instead of the default domain returned by domainname (seedomain- 
name(l)). 

DIAGNOTICS 

Sorry, ypbind on host 'name' has rejected your request. 

The user is not root, or ypbind was run without the -ypset flags. See ypserv(lM) for explanations 
of the -ypset flags. 

Sorry, I couldn't send my rpc message to ypbind on host 'name'. 

The user is not root, or ypbind was run without one of the -ypset flags. See ypserv(lM) for expla¬ 
nations of the -ypset flags. 

WARNINGS 

The server is theNiS server to bind to, specified as either a host name or an IP address. If server is a host 
name, ypset uses the NIS services' hosts database (built from /etc/hosts on the master server) to 
resolve the name to an IP address. This process works only if the node currently has a valid bindingfor the 
domain in question. In most cases, server should be specified as an ip address. 

AUTHOR 

ypset was developed by Sun Microsystems, Inc. 

SEE ALSO 

domainname(l), ypwhich(l), ypserv(lM), ypfiles(4). 
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NAME 

ypupdated, rpc.ypupdated - server for changing NIS information 

SYNOPSIS 

/usr/lib/netsvc/yp/rpc.ypupdated [-is] 

Remarks 

The Network I nformation Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remai ns the same. 

DESCRIPTION 

ypupdated is a daemon that updates information in theNetwork Information Service (NIS) 
databases. It is activated at system startup when the NIS_MASTER_SERVER variable is set to 1 in 
/etc/rc. config. d/namesvrs file on the NIS master server, ypupdated consults the file 
updaters in the directory /var/yp to determine which NIS maps should be updated and how to change 
them. 

By default, the daemon requires the most secure method of authentication available to it, either DES 
(secure) or UNIX (without augmented security). 

Options 

ypupdated supports the fol lowing options: 

-i Accept RPC calls with the insecure AUTH_UNIX credentials. This allows programmatic updat¬ 
ing of the NIS maps in all networks. 

-s Accept only calls authenticated using the secure RPC mechanism (AUTH_DES authentication). 
This disables programmatic updating of the NIS maps uni ess the network supports these calls. 

AUTHOR 

ypupdated was developed by Sun Microsystems, Inc. 

FILES 

/var/yp/updaters 

SEE ALSO 

keyserv(lM), updaters(lM). 
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NAME 

ypxfr, ypxfr_lperday, ypxfr_lperhour, ypxfr_2perday - transfer Nis database from server to local node 

SYNOPSIS 

/usr/sbin/ypxfr [b] [-c] [-d domain] [-f] [-h host] [-s domain] [-C tid prog Ipaddr port] 
mapname 

Remarks 

The Network I nformatlon Service (NIS) was formerly known as Yellow Pages (yp). Although the name has 
changed, the functionality of the service remal ns the same. 


DESCRIPTION 

ypxfr copies a Network I nformatlon Service (NIS) map (database) to the local host from a NIS server by 
using the NIS services. A map can be copied regardless of Its age, or It can be copied depending on whether 
Its modification time (order number) Is more recent than that of the local map. 

The ypxfr command creates a temporary map In directory /var/yp/domain where domain Is the NIS 
domain. The ypxfr command fills the map with mapname entries, obtains the map parameters (master 
and order number), and loads them. It then clears the old version of mapname and moves the temporary 
map to the existing mapname. 

If ypxfr Is run Interactively, It writes messages to standard output. If ypxfr Is Invoked without a con¬ 
trolling terminal and If the log file /var/yp/ypxfr. log exists, ypxfr appends all Its messages to that 
file. Since ypxfr Is usually run from root's crontab file (see crontab(l)) or by yppush (see 
yppush(lM)), the log file can retain a record of what ypxfr attempted and what the results were. 

To maintain consistency between NIS servers, ypxfr should be executed periodically for every map In the 
NIS. Different maps change at different rates. For example, the services .byname map may not 
change for months at a time, and might therefore be checked for changes only once a day, such as In the 
early morning hours. Flowever, passwd.byname may change several times per day, so hourly checks for 
updates might be more appropriate. 

A crontab file can perform these periodic checks and transfers automatically. Rather than having a 
separate crontab file for each map, ypxfr requests can be grouped In a shell script to update several 
maps at once. Example scripts (mnemonically named) are In /var/yp: ypxfr_lperday, 
ypxf r_2perday, and ypxf r_lperhour. They serve as reasonable rough drafts that can be changed 
as appropriate. 

Refer toypfiles(4) and ypserv(lM) for an overview of the Network 1 nformatlon Service. 


Options 

ypxfr recognizes thefollowing options and command-line arguments: 

-b Preserve the resolver flag In the map during transfer. 

-c Do not send a "clear current map" request to the local ypserv process. Use this flag 

If ypserv Is not running locally when you are running ypxfr. Otherwise, ypxfr 
complains that It cannot talk to the local ypserv, and the transfer falls. If ypserv 
Is running locally, do not usethisflag. 

-d domain Copy the map from a NIS server In domain rather than the domain returned by 
domainname (seedomalnname(l)). 


-f Force the map to be copied, even If Its order number at the remote NIS server Is not 

more recent than the order number of the local map. 

-h host Obtain the map from host, regardless of Its master server. If this option Is not used, 
ypxfr asks the NIS service for the master's host name and tries to obtain Its map. 
The host can be a name or an IP address of the form a.b.cd. 


-s domain Specify a source domain from which to transfer a map that should be the same across 
domal ns (such as the services . byname map. 

-C tId prog Ipaddr port 

This option Is used only by ypserv. When ypserv Invokes ypxfr. It specifies that 
ypxfr should call back a yppush process (that Initiated the transfer) at the host 
with IP address Ipaddr, registered as program number prog, listening on port port, 
and waiting for a response to transaction tid. 
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AUTHOR 

ypxfr was developed by Sun Microsystems, Inc. 

FILES 

/usr/sbin/ypxfr. log log file 
Thefollowing scripts aresuggested for use with cron. 

/usr/sbin/ypxfr_lperday 

run one transfer per day 

/usr/sbin/ypxfr_2perday 

run two transfers per day 

/usr/sbin/ypxfr_lperhour 

hourly transfers of "volatilel' maps 

SEE ALSO 

crontab(l), domainname(l), cron(lM), ypinit(lM), yppush(lM), ypserv(lM), ypfiles(4). 
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